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1 Amendment Record 

Prior to use, ensure that this document is the latest revision available within the 

controlled documents repository.  To request a change, submit a Document Change Request to 

the appropriate management member.  

Table 1: Amendment Record 

Page No. Modifications and Context Issue No. Revised by Date: 

     

     

     

     

 

2 Defined Words 

Front Relating to the chassis steering / floating rail axle end. 

Back Relating to the chassis non-steering / fixed rail axle end. 

Right Relating to the side of the chassis that is to the east when the front 

is facing north. 

Left Relating to the side of the chassis that is to the west when the front 

is facing north. 

Positive gradient Front face of chassis higher elevation than back. 

Negative gradient Front face of chassis lower elevation than back. 

Positive cant Right face of chassis higher elevation than left. 

Negative cant Right face of chassis lower elevation than left. 

Up cant Arm at slew angle with higher side of elevation. 

Down cant Arm at slew angle with lower side of elevation. 

OLE Overhead line equipment. 
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3 Introduction 

This document has been prepared by Rail-Ability Ltd to demonstrate the safe working 

loads for the Rail-Ability Ltd RA310 excavator crane when operating in lift mode both off rail and 

on rail of cants from -200mm to +200mm to all relevant parties.  This document and any relevant 

linked documents must be made available by the operating company to any applicable legislative 

body that requests it.  Use of trained operators, a safe system of work and appropriate lifting 

equipment is required.  

4 Scope 

This document covers the load charts for the Rail-Ability Ltd RA310 road-rail excavator 

crane running the Rail-Ability Ltd RCI+L Version 04-02 control and limiting system when 

configured in accordance with these load charts and with the applicable configuration file 

installed. 

Table 2: Machine Rigging 

Stub boom length 1.9m 

T.A.B length 3.4m 

Dipper length 2.1m 

Default OLE height limit N/A 

Auxiliary counterweight N/A 

Configuration file RA310_2020-06-01_0 

5 Description 

During normal operation, the safe working load of the machine or attachment, where this 

is lower shall not be exceeded.  This document must be consulted when planning or executing 

lifts.  The Rated Capacity Indicator is an aid - not a valid alternative to, an adequate Lift Plan and 

Safe System of Work.  The maximum safe working load, height and radius values listed below 

should be considered as guidance as it may not always be possible to achieve those values due to 

other constraints within the operational environment such as obstructions requiring sub-optimal 

boom geometry, any lifting equipment must be subtracted from the available load.  A full site 

survey is required to ensure that the ground is capable of providing adequate support for the 

crane and load during the entire lifting operation. 
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5.1 Notes on operation 

1. Do not exceed rated loads at the associated radius and height 

2. Rated loads on the load charts do not include the mass of hook block, slings and 

auxiliary lifting devices. Subtract their masses from the listed rating to obtain the net 

load to be lifted. 

3. Load on hook values measured by the RCI include the mass of hook block, slings and 

auxiliary lifting devices. Add their masses to the load to be lifted to obtain the gross load 

to be lifted 

4. Load ratings are based on freely suspended loads. Do not attempt to move a load 

horizontally on the ground in any direction. 

5. Rated loads are for lift crane service only. 

6. Do not operate at a radius or jib length where capacities are not listed 

7. When either height or radius or both are between values listed, use the smallest load 

shown at either the next larger radius or next highest lift point. 

8. For safe operation, the user shall make due allowances for his particular job conditions, 

such as: out of level conditions, high winds, side loads, pendulum action, jerking or 

sudden stopping of loads, hazardous conditions, the experience of personnel, two 

machine lifts, travelling with loads, electric wires, etc. Side pull on the jib or fly jib is 

extremely dangerous. 

9. Capacities appearing in BOLD ITALICS are mechanical limits by hydraulic performance; 

the single letter suffix denotes the boom section limiting the lift. 

i. s = Stub boom hydraulic limit, 

ii. t = Triple articulated boom hydraulic limit, 

iii. d = Dipper boom hydraulic limit. 

10. Radius and height are given in meters, loads in tonnes. 

11. Safety factor applied to values listed, selected from testing, where; 

i. 90% - One-wheel lift, 

ii. 87% - Hydraulic limit, 

iii. 75% - Two-wheel lift. 

12. Tandem lift operation reduces SWL of the individual lifting duties by a further 67%. 
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6 Charts 

6.1 Positive Cant 

The following rated lift capacity charts represent the RA310 maximum and minimum lift 

performance on varying positive cant (chassis right hand up), as shown in Figure 1, for all 

gradients which the machine is rated. 

Figure 1 

6.1.1 +0..50mm 

Machine working on a maximum of +50mm cant with floating axle locked and unlocked. 

Single lift: 

2L (+0..50mm Locked) 

2U (+0..50mm Unlocked) 

Tandem lift: 

2LT (+0..50mm Locked Tandem) 

2UT (+0..50mm Unlocked Tandem) 

6.1.2 +50..100mm 

Machine working on a maximum of +100mm cant with floating axle locked and unlocked. 

Single lift: 

3L (+50..100mm Locked) 

3U (+50..100mm Unlocked) 

Tandem lift: 

3LT (+50..100mm Locked Tandem) 

3UT (+50..100mm Unlocked Tandem) 

6.1.3 +100..150mm 

Machine working on a maximum of +150mm cant with floating axle locked and unlocked. 

Single lift: 

4L (+100..150mm Locked) 

4U (+100..150mm Unlocked) 
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Tandem lift: 

4LT (+100..150mm Locked Tandem) 

4UT (+100..150mm Unlocked Tandem) 

6.1.4 +150..200mm 

Machine working on a maximum of +200mm cant with floating axle locked and unlocked. 

Single lift: 

5L (+150..200mm Locked) 

5U (+150..20mm Unlocked) 

Tandem lift: 

5LT (+150..200mm Locked Tandem) 

5UT (+150..20mm Unlocked Tandem) 

6.2 Negative Cant 

The following rated lift capacity charts represent the RA310 maximum and minimum lift 

capacity on varying negative cant (chassis right hand down), as shown in Figure 2, for all 

gradients which the machine is rated. 

Figure 2 

6.2.1 -0..50mm 

Machine working on a maximum of -50mm cant with floating axle locked and unlocked. 

Single lift: 

6L (-0..50mm Locked) 

6U (-0..50mm Unlocked) 

Tandem lift: 

6LT (-0..50mm Locked Tandem) 

6UT (-0..50mm Unlocked Tandem) 
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6.2.2 -50..100mm 

Machine working on a maximum of -100mm cant with floating axle locked and unlocked. 

Single lift: 

7L (-50..100mm Locked) 

7U (-50..100mm Unlocked) 

Tandem lift: 

7LT (-50..100mm Locked Tandem) 

7UT (-50..100mm Unlocked Tandem) 

6.2.3 -100..150mm 

Machine working on a maximum of -150mm cant with floating axle locked and unlocked. 

Single lift: 

8L (-100..150mm Locked) 

8U (-100..150mm Unlocked) 

Tandem lift: 

8LT (-100..150mm Locked Tandem) 

8UT (-100..150mm Unlocked Tandem) 

6.2.4 -150..200mm 

Machine working on a maximum of -200mm cant with floating axle locked and unlocked. 

Single lift: 

9L (-150..200mm Locked) 

9U (-150..20mm Unlocked) 

Tandem lift: 

9LT (-150..200mm Locked Tandem) 

9UT (-150..20mm Unlocked Tandem) 

6.3 Off Rail 

The following rated lift capacity charts represent the machine’s off rail lift capacity. 

Single lift: 

1L (Off Rail) 

Tandem lift: 

1LT (Off Rail Tandem) 
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5.41s 5.21d

5.13s 5.32s

4.90s 5.01s 5.12t

5.02s 5.01s 5.03t 4.78t

5.25s 5.19s 5.06s 4.83s 4.80t 3.75d

5.60s 5.48s 5.14s 5.09t 4.80t 4.57t

6.86s 6.29s 5.89s 5.55s 5.19t 4.84t 4.62t 3.95d

7.30s 7.91s 6.93s 6.33s 5.80t 5.32t 4.93t 4.64t 4.39t

6.98s 8.06s 7.80s 6.78t 6.02t 5.46t 5.03t 4.70t 4.47t

7.42s 8.41s 8.51t 7.18t 6.28t 5.64t 5.15t 4.78t 4.54t 3.52d

7.77s 8.95s 9.13s 7.68t 6.59t 5.84t 5.30t 4.89t 4.61t 4.19t

8.54s 9.29s 9.75d 9.69s 8.22t 6.94t 6.08t 5.47t 5.02t 4.70t 4.28t

8.91t 10.06d 10.06d 10.05s 8.83t 7.31t 6.34t 5.66t 5.16t 4.81t 4.35t

6.31d 9.76t 11.07d 10.82s 10.35d 9.35s 7.69t 6.61t 5.86t 5.32t 4.95t 4.41t

5.20d 7.71d 10.75d 12.14s 11.51s 10.78s 9.61s 8.07t 6.88t 6.07t 5.49t 5.09d 3.89d

7.22d 9.52d 12.84d 13.38s 12.26s 11.06s 9.70s 8.45t 7.17t 6.29t 5.67t 5.22t

11.73d 15.19d 14.49s 12.92s 11.22s 9.75s 8.62s 7.45t 6.52t 5.87t 5.27t

10.19d 17.86s 15.45s 13.25d 11.22s 9.79s 8.66s 7.74t 6.76t 6.09t 5.15t

11.03d 19.47s 16.11s 13.36s 11.33s 9.85s 8.71s 7.82s 7.01t 6.15t

11.84t 16.94d 21.33d 20.57s 16.35s 13.45s 11.42s 9.93s 8.81s 7.92s 6.98s 5.77s

17.67t 27.41d 20.96s 16.49s 13.59s 11.60s 10.09s 8.83s 7.66s 6.33s

28.97s 21.29s 16.76s 13.74s 11.57s 9.83s 8.27s 6.73s

12.35t 19.61t 27.71s 20.38s 15.96s 12.91s 10.61s 8.66s

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

5.10s 4.60d

4.34s 4.14d

4.38s 3.99s 3.89d

4.64s 3.80s 3.75d 3.77d

5.24s 4.35s 3.79s 3.53s 3.53d 3.54d

5.03s 4.32s 3.77s 3.32s 3.54d 3.52d

5.90s 5.14s 4.29s 3.76s 3.31s 3.44d 3.34d 3.37d

7.06s 6.62s 4.92s 4.25s 3.72s 3.30s 3.63s 3.30d 3.35d

6.93s 5.89s 4.87s 4.20s 3.69s 3.29s 3.37d 3.29d 3.41d

6.85s 5.66s 4.80s 4.17s 3.67s 3.28s 3.47d 3.43d 3.38d 3.29d

6.98s 5.77s 4.77s 4.62s 3.67s 3.28s 3.47t 3.48d 3.38d 3.42d

8.54s 6.77s 5.74s 4.75s 4.13s 3.65s 2.64t 3.46t 3.61d 3.39d 3.38d

6.46d 6.68t 6.06s 4.74s 4.25s 3.21t 2.76t 3.59t 3.54d 3.61d 3.43d

5.28d 5.50d 5.30t 5.10t 4.55t 3.57t 3.17t 2.92t 3.89t 3.76d 3.66d 3.50d

4.98d 5.04d 5.12d 5.39d 4.67t 4.00t 3.84t 3.40t 3.13t 4.10d 3.93d 3.84d 3.62d

5.21d 5.03d 4.99d 5.25d 5.71d 4.43t 3.88t 3.55t 3.74t 4.29d 4.00d 3.96d

5.07d 4.96d 5.08d 5.72d 5.35t 4.28t 4.05t 4.72t 4.44d 4.30d 3.92d

4.95d 5.54d 7.25t 5.57t 4.80t 4.67t 5.16d 4.86d 4.36d 4.12d

6.22d 7.24d 8.02t 6.36t 5.50t 6.04d 5.48d 5.13d 4.64d

8.76d 9.63d 9.51t 7.48t 7.84t 7.04d 5.85d 5.25d 4.71d

11.09d 11.63d 13.25s 10.91s 9.70s 8.64s 7.20d 6.31d 5.51d

14.69d 15.79d 13.21s 10.81s 9.22s 8.05s 7.18s 6.35s

8.36t 13.23t 20.37d 16.89s 13.28s 10.93s 9.33s 8.09s
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Safety Factor: 87%
RTE019 through to RTE021
Locked 01/06/2020
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3.62s 3.49d

3.44s 3.56s

3.28s 3.36s 3.43t

3.36s 3.36s 3.37t 3.21t

3.52s 3.48s 3.39s 3.24s 3.21t 2.51d

3.75s 3.67s 3.44s 3.41t 3.22t 3.06t

4.60s 4.22s 3.95s 3.72s 3.48t 3.24t 3.09t 2.65d

4.89s 5.30s 4.64s 4.24s 3.89t 3.56t 3.30t 3.11t 2.94t

4.67s 5.40s 5.22s 4.54t 4.04t 3.66t 3.37t 3.15t 3.00t

4.97s 5.63s 5.70t 4.81t 4.21t 3.78t 3.45t 3.21t 3.04t 2.36d

5.21s 6.00s 6.12s 5.14t 4.42t 3.91t 3.55t 3.28t 3.09t 2.81t

5.72s 6.23s 6.53d 6.49s 5.50t 4.65t 4.08t 3.66t 3.36t 3.15t 2.87t

5.97t 6.74d 6.74d 6.73s 5.92t 4.90t 4.25t 3.79t 3.46t 3.23t 2.91t

4.23d 6.54t 7.42d 7.25s 6.94d 6.27s 5.15t 4.43t 3.93t 3.56t 3.32t 2.96t

3.48d 5.16d 7.20d 8.13s 7.71s 7.22s 6.44s 5.41t 4.61t 4.07t 3.68t 3.41d 2.61d

4.84d 6.38d 8.60d 8.96s 8.22s 7.41s 6.50s 5.66t 4.80t 4.21t 3.80t 3.50t

7.86d 10.18d 9.71s 8.65s 7.52s 6.53s 5.77s 4.99t 4.37t 3.93t 3.53t

6.83d 11.97s 10.35s 8.88d 7.51s 6.56s 5.80s 5.19t 4.53t 4.08t 3.45t

7.39d 13.05s 10.79s 8.95s 7.59s 6.60s 5.83s 5.24s 4.69t 4.12t

7.94t 11.35d 14.29d 13.78s 10.95s 9.01s 7.65s 6.65s 5.90s 5.30s 4.68s 3.87s

11.84t 18.37d 14.05s 11.05s 9.10s 7.77s 6.76s 5.92s 5.13s 4.24s

19.41s 14.26s 11.23s 9.21s 7.75s 6.58s 5.54s 4.51s

8.27t 13.14t 18.56s 13.65s 10.69s 8.65s 7.11s 5.80s

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.42s 3.08d

2.91s 2.77d

2.93s 2.67s 2.61d

3.11s 2.55s 2.51d 2.53d

3.51s 2.92s 2.54s 2.36s 2.37d 2.37d

3.37s 2.90s 2.52s 2.23s 2.37d 2.36d

3.95s 3.44s 2.87s 2.52s 2.22s 2.30d 2.23d 2.26d

4.73s 4.44s 3.30s 2.85s 2.49s 2.21s 2.43s 2.21d 2.24d

4.65s 3.95s 3.27s 2.81s 2.47s 2.21s 2.26d 2.20d 2.28d

4.59s 3.79s 3.22s 2.79s 2.46s 2.20s 2.33d 2.30d 2.26d 2.20d

4.68s 3.86s 3.20s 3.09s 2.46s 2.20s 2.33t 2.33d 2.26d 2.29d

5.72s 4.54s 3.85s 3.18s 2.77s 2.45s 1.77t 2.31t 2.42d 2.27d 2.26d

4.33d 4.47t 4.06s 3.18s 2.85s 2.15t 1.85t 2.41t 2.37d 2.42d 2.30d

3.54d 3.69d 3.55t 3.42t 3.05t 2.39t 2.12t 1.95t 2.61t 2.52d 2.45d 2.35d

3.34d 3.38d 3.43d 3.61d 3.13t 2.68t 2.57t 2.28t 2.10t 2.75d 2.63d 2.57d 2.42d

3.49d 3.37d 3.34d 3.52d 3.82d 2.97t 2.60t 2.38t 2.50t 2.87d 2.68d 2.65d

3.40d 3.32d 3.40d 3.83d 3.59t 2.87t 2.71t 3.17t 2.97d 2.88d 2.63d

3.32d 3.71d 4.86t 3.73t 3.22t 3.13t 3.46d 3.26d 2.92d 2.76d

4.17d 4.85d 5.38t 4.26t 3.68t 4.05d 3.67d 3.44d 3.11d

5.87d 6.45d 6.37t 5.01t 5.25t 4.72d 3.92d 3.52d 3.16d

7.43d 7.79d 8.88s 7.31s 6.50s 5.79s 4.82d 4.23d 3.69d

9.84d 10.58d 8.85s 7.24s 6.17s 5.39s 4.81s 4.25s

5.60t 8.87t 13.65d 11.31s 8.90s 7.32s 6.25s 5.42s
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5.40s 5.15d

5.13s 5.21s 5.38s

5.01s 5.07s 5.12t

5.13s 5.09s 5.07s 5.03s 4.76t

5.39s 5.06s 4.96s 4.88s 4.81t 3.72d

6.08d 5.73s 5.55s 5.35s 5.09t 4.81t 4.57t

7.51d 6.86s 6.35s 5.79s 5.59s 5.18t 4.84s 4.61t 3.78d

7.46s 7.89s 6.99s 6.38s 5.80t 5.31t 4.93t 4.63t 4.37d

7.14s 8.32s 7.79t 6.76t 6.01t 5.45t 5.02t 4.69t 4.46t

7.57s 8.49s 8.46t 7.16t 6.26t 5.62t 5.14t 4.78t 4.53t

8.51s 9.08s 8.82s 7.65t 6.57t 5.83t 5.29t 4.88t 4.61t 4.16t

8.80s 9.54s 9.84s 9.75s 8.19t 6.90t 6.07t 5.46t 5.01t 4.70t 4.28t

9.12d 10.16s 10.26s 10.08d 8.78t 7.28t 6.31t 5.64t 5.15t 4.81t 4.34d

6.51d 9.67d 11.18d 10.89s 10.35s 9.34t 7.66t 6.58t 5.84t 5.31t 4.94t 4.37t

5.26d 7.77d 10.97t 12.26s 11.58s 10.79s 9.58s 8.03t 6.87t 6.05t 5.47t 5.09t 3.71d

7.28d 9.65d 12.69d 13.44s 12.28s 11.05s 9.68s 8.41t 7.15t 6.28t 5.66t 5.21t

11.73d 15.10t 14.55s 12.90s 11.20s 9.72s 8.60s 7.43t 6.50t 5.86t 5.25t

10.20d 14.34d 17.97s 15.42s 13.19s 11.19s 9.77s 8.64s 7.71t 6.74t 6.07t 5.12t

11.06t 19.55s 16.13d 13.31s 11.30s 9.82s 8.69s 7.81s 6.99t 6.14t

11.75t 20.53s 16.28s 13.40s 11.39s 9.91s 8.80s 7.90s 6.94s 5.70s

27.46d 20.89s 16.45s 13.55s 11.59s 10.09s 8.80s 7.60d 6.24s

28.91s 21.26s 16.73s 13.69s 11.52s 9.75s 8.19s 6.62s

11.82t 19.55t 27.58s 20.27s 15.85s 12.83s 10.48s 8.54s

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

5.06s 4.71d

5.13s 4.32s 4.30d

4.37s 4.09s 3.85d

5.13s 4.38s 3.78s 3.64d 3.70d

5.08s 4.47s 3.78s 3.60d 3.49d 3.54d

5.96s 5.16s 4.44s 3.76s 3.31s 3.47d 3.45d

7.16s 5.88s 4.95s 4.27s 3.75s 3.32s 3.33d 3.45d 3.37d

7.04s 6.28s 5.20s 4.23s 3.71s 3.30s 3.37d 3.45d 3.35d

6.91s 5.69s 5.51s 4.19s 3.80s 3.29s 3.29d 3.41d 3.37d

7.02s 5.63s 4.80s 4.17s 3.68s 3.28s 3.74t 3.35d 3.38d

6.74s 5.59s 4.75s 4.25s 3.65s 3.28s 3.41d 3.44d 3.38d 3.42d

8.60d 7.12s 5.57s 4.73s 4.12s 3.65s 2.64t 3.45d 3.57d 3.39d 3.42d

6.44d 6.79d 5.73s 4.73s 4.20t 3.10t 2.76t 3.59t 3.54d 3.61d 3.43d

5.30d 5.50d 5.80t 6.38d 4.24t 3.42t 3.05t 2.92t 3.89d 3.77d 3.71d 3.54d

4.98d 4.98d 5.20d 5.40d 5.08t 6.79d 3.55t 3.39t 3.13t 4.10d 3.93d 3.83d 3.66d

5.16d 4.97d 4.99d 5.26d 5.25t 4.79t 3.87t 3.54t 3.73t 4.35d 3.99d 3.80d

5.01d 4.96d 5.16d 5.81d 5.53t 4.28t 3.92t 4.68d 4.43d 4.30d 3.91d

5.03d 5.08d 5.27d 6.87t 5.55t 4.79t 4.79t 5.07d 4.85d 4.35d 4.12d

6.95d 7.30d 8.37t 6.35t 5.47t 6.26d 5.48d 5.19d 4.63d

9.00d 9.80d 9.43t 7.45t 7.95t 7.14d 5.83d 5.24d 4.70d

11.21d 11.78d 13.18s 10.80s 9.61s 8.57s 7.16d 6.42d 5.50d

14.79d 16.04d 13.11s 10.88s 9.15s 7.95s 7.11s 6.35s

8.15t 13.54t 20.50d 16.85s 13.25s 10.97s 9.28s 8.08s
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Safety Factor: 87%
RTE019 through to RTE021
Locked 01/06/2020

2aL

Rail-Ability Ltd, Tollgate Drive

Tel: 01785 214747
mail@railability.co.uk

Rated Lift Capacity Chart

Machine type:
Configuration:

Equipment:

Fleet Number:

RA310
Rail +0..50mm Locked
1.9 + 3.4 + 2.1

Floating Axle:
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Rail-Ability Ltd RACD-10000609

15
25 Stafford, ST16 3HS

345 4
335 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

5.15s 5.42d

5.03s 5.18s

4.70s 4.95s 4.95

4.92s 4.84s 4.93s 4.38

5.13s 4.99s 5.02s 4.78s 4.42 3.88

5.37s 5.39s 5.22s 4.92 4.42 3.92

7.26s 6.76s 6.20s 5.75s 5.43s 4.90s 4.41 3.94 3.49

7.15s 7.74s 6.86s 6.20s 5.47 4.88 4.39 3.95 3.50

7.98s 7.10 6.18 5.44 4.86 4.38 3.95 3.51

7.13s 8.25s 7.05 6.12 5.40s 4.83 4.37 3.94 3.50 3.12

8.13s 8.22 7.00 6.09 5.38 4.81s 4.36 3.93 3.50 3.12

8.61d 9.26d 8.20 6.98 6.07 5.36 4.81 4.37 3.91 3.48 3.11

8.92d 9.97 8.11 6.98 6.07 5.36 4.82 4.33 3.88 3.46 3.10

6.09d 9.62t 10.00 8.15 6.99 6.08 5.35 4.79 4.31 3.85 3.43 3.08

5.15d 7.58d 10.80d 9.94 8.16 6.90 6.04 5.32 4.76 4.30 3.80 3.40 3.06

9.39d 12.57 9.94 8.15 6.92 6.00 5.31 4.74 4.25 3.77 3.38

11.51d 12.69 9.97 8.16 6.89 6.01 5.30 4.74 4.19 3.73 3.35

12.64 9.98 8.17 6.87 6.01 5.31 4.68 4.14 3.70 3.33

10.85t 12.64 9.95 8.21 6.85 6.04 5.28 4.62 4.10 3.68

12.67 9.95 8.17 6.98 5.99 5.20 4.57 4.07 3.66

12.30t 17.13t 17.52 12.72 10.03 8.27 6.92 5.92 5.15 4.55 4.06

17.74 12.87 10.06 8.17 6.86 5.88 5.14 4.55

11.84t 19.05d 17.82 12.86 10.02 8.15 6.84 5.88

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

5.13s 4.71d

4.39s 4.21d

4.43s 3.79s 3.93d

4.53s 3.82s 3.68d 3.65d

5.12s 4.39s 4.14s 3.44s 3.57d 3.65d

5.23s 4.36s 3.78s 3.34s 3.43d 3.48d

7.26s 5.94s 5.15s 4.30s 3.87s 3.33s 3.33d 3.34d 3.47

7.11s 6.17s 4.94s 4.26s 3.74s 3.32s 3.41d 3.30d 3.31d

5.75s 5.56s 4.36s 3.82s 3.30s 3.49s 3.29d 3.33d

6.89s 5.69s 5.25s 4.18s 3.80s 3.29s 3.56d 3.43d 3.34d 3.12

6.84s 5.63s 5.08s 4.16s 3.67s 3.29s 3.58t 3.53d 3.34d 3.10

8.61d 7.01s 5.78s 4.77s 4.15s 3.66s 2.93t 3.40t 3.57d 3.37 3.09

6.47d 6.72d 5.60s 4.77s 4.14s 3.52t 2.77t 3.53t 3.65 3.34 3.07

5.27d 5.49d 5.82d 6.34d 4.15t 3.71t 3.18t 3.03t 3.84t 3.63 3.32 3.05

4.99d 4.97d 5.10d 5.45d 4.71t 4.02t 3.73t 3.28t 3.13t 3.95 3.60 3.30 3.05

4.97d 5.05d 5.15d 5.68d 4.65t 3.91t 3.70t 3.63t 3.93 3.58 3.29

5.03d 5.02d 5.07d 5.63d 4.97t 5.41t 3.93t 4.33 3.92 3.58 3.29

4.53d 5.05d 7.01t 5.86t 4.83t 4.57t 4.32 3.92 3.58 3.30

6.11d 7.17d 7.50 6.37 5.50 4.84 4.33 3.93 3.59

8.56d 9.24 7.55 6.38 5.52 4.87 4.36 3.95 3.63

10.90d 11.45d 9.34 7.61 6.42 5.57 4.91 4.40 4.00

14.50d 12.10 9.43 7.69 6.49 5.63 4.97 4.47

7.78t 12.68t 17.01 12.28 9.58 7.83 6.62 5.75

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 2bL

Configuration: Rail +0..50mm Locked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

6

Dn Cant Up Cant Safety Factor: 90%
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Rail-Ability Ltd RACD-10000609

25
35 Stafford, ST16 3HS

335 4
325 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

5.18s 5.32d

4.94s 4.70

4.70s 4.74 4.10

4.68s 4.73 4.16 3.61

5.15s 5.01s 4.71 4.16 3.66 3.18

5.52s 5.31s 4.69 4.15 3.69 3.21

7.47d 6.64s 6.10s 5.32 4.65 4.12 3.69 3.24 2.83

7.20 6.09 5.26 4.62 4.11 3.69 3.25 2.85

7.09 6.02 5.22 4.58 4.08 3.68 3.25 2.85

6.94s 7.00 5.96 5.16 4.52 4.06 3.68 3.25 2.85 2.52

8.02s 6.97 5.92 5.13 4.54 4.05 3.67 3.22 2.84 2.51

8.42 6.92 5.88 5.13 4.53 4.06 3.64 3.20 2.82 2.50

8.76t 8.44 6.94 5.90 5.11 4.51 4.03 3.61 3.17 2.79 2.49

5.96d 9.64d 8.39 6.91 5.87 5.10 4.49 4.00t 3.57 3.14 2.78 2.47

5.15d 7.50d 10.61 8.33 6.81t 5.78 5.06 4.45 3.97 3.53 3.10 2.75 2.45

9.30d 10.51 8.30 6.82 5.79 5.02 4.43t 3.94 3.46 3.06 2.72

11.53d 10.45 8.27t 6.81 5.72 5.00 4.41 3.89 3.42 3.02 2.69

10.11d 10.48 8.26 6.78 5.77 5.00 4.41 3.83 3.37 2.99 2.68

10.80d 10.47 8.22 6.76 5.75 5.00 4.32 3.77 3.32 2.96

16.77d 10.47 8.24 6.78 5.76 4.94 4.25 3.73 3.29 2.96

17.05t 14.50 10.54 8.27 6.82 5.70 4.85 4.20 3.69 3.29

12.58t 14.70 10.68 8.31 6.73 5.63 4.81 4.18 3.69

11.87t 18.85t 14.80 10.67 8.27 6.71 5.61 4.81

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

5.15s 4.76d

4.39s 4.26d

4.43s 3.78s 3.89d

4.68s 3.82s 3.92d 3.59

5.14s 4.40s 3.83s 3.34s 3.53d 3.16

5.07s 4.48s 3.79s 3.35s 3.43d 3.18

7.28s 5.95s 5.18s 4.31s 3.88s 3.33s 3.33d 3.17 2.82

5.85s 5.12s 4.27s 3.75s 3.32s 3.49s 3.14 2.82

6.10s 4.89s 4.22s 3.82s 3.30s 3.41d 3.11 2.80

6.94s 5.87s 4.84s 4.20s 3.69s 3.29s 3.41 3.07 2.77 2.51

7.06s 5.66s 4.79s 4.16s 3.80s 3.29s 3.35 3.03 2.74 2.49

6.83s 5.62s 4.79s 4.28s 3.67s 3.02t 3.30 2.99 2.72 2.48

6.44d 6.89d 5.96s 4.92s 4.28s 3.43t 2.77t 3.24 2.95 2.69 2.46

5.37d 5.48d 5.80d 5.16t 4.58t 3.46t 3.07t 2.92t 3.21 2.91 2.66 2.45

5.09d 4.97d 5.10d 5.36d 4.73t 5.09 3.58t 3.29t 3.13t 3.17 2.89 2.65 2.44

4.87d 4.98d 5.15d 5.35t 5.06 4.41 3.57t 3.50 3.16 2.87 2.64

5.08d 4.96d 5.06d 5.53d 5.01t 4.32t 3.88 3.47 3.14 2.87 2.63

4.47d 5.04d 6.05 5.10 4.43 3.89 3.48 3.14 2.87 2.65

6.05d 7.10d 6.10 5.12 4.42 3.90 3.48 3.15 2.89

8.43d 7.53 6.12 5.15 4.45 3.92 3.50 3.18 2.93

11.08d 9.80 7.59 6.18 5.21 4.49 3.96 3.55 3.23

13.80 9.92 7.69 6.26 5.27 4.55 4.02 3.61

7.75t 12.92t 14.07 10.11 7.84 6.39 5.39 4.68

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 2cL

Configuration: Rail +0..50mm Locked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

6

Dn Cant Up Cant Safety Factor: 90%
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Rail-Ability Ltd RACD-10000609

35
45 Stafford, ST16 3HS

325 4
315 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

5.19s 4.61

4.72 3.99

4.71s 4.07 3.47

4.70s 4.07 3.54 3.03

4.68 4.07s 3.57s 3.08 2.65

5.42 4.64 4.04s 3.57s 3.11 2.69

7.35s 6.34 5.35 4.59s 4.01s 3.54s 3.14 2.71 2.35

6.19 5.19 4.53 3.97 3.53s 3.15 2.72 2.37

6.13s 5.19s 4.48s 3.95s 3.52s 3.14 2.73 2.37

6.05 5.12 4.39 3.93s 3.49 3.13 2.71 2.37 2.07

7.28s 5.99 5.10s 4.40 3.89 3.50 3.12 2.70 2.36 2.06

7.28s 5.99s 5.07 4.40 3.89 3.50t 3.08 2.68 2.34 2.05

8.84t 7.27s 5.99s 5.07 4.42s 3.90 3.45 3.04 2.65 2.32 2.04

5.98d 9.10 7.17 5.75t 5.06 4.36 3.85t 3.41 3.01 2.62 2.29 2.02

5.10d 7.48d 9.04 7.12 5.82 4.97 4.30t 3.80 3.38 2.96 2.57 2.27 2.00

9.21d 8.95 7.08t 5.80 4.87t 4.29 3.77 3.34 2.89 2.53 2.24

11.43d 8.87 6.99 5.78 4.87 4.19 3.75 3.27 2.85 2.50 2.21

10.10d 8.81 6.95 5.74 4.85 4.22 3.71 3.20 2.79 2.46 2.19

8.80 6.91 5.71 4.84 4.20 3.62 3.14 2.75 2.44

8.84 6.92 5.70 4.84 4.14 3.55 3.09 2.72 2.43

12.30 8.89 6.99 5.75 4.79 4.06 3.50 3.06 2.71

12.47 9.06 7.01 5.67 4.71 4.02 3.48 3.06

11.80t 18.98d 12.53 9.02 6.96 5.64 4.70 4.01

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

5.17s 4.57

4.41s 3.97

4.44s 3.80s 3.45

4.55s 3.84s 3.48 3.02

4.41s 3.83s 3.34s 3.04 2.64

5.09s 4.49s 3.79s 3.35s 3.02 2.66

7.35s 6.00s 5.02s 4.32s 3.77s 3.34s 2.99 2.64 2.34

5.90s 4.95s 4.36 3.79 3.32 2.94 2.62 2.34

5.77s 4.90s 4.23s 3.68 3.24 2.89 2.58 2.32

5.70s 4.73 4.09 3.58 3.17 2.83 2.54 2.29 2.06

6.88s 5.66 4.60 3.95 3.49 3.11 2.78 2.50 2.26 2.05

6.85s 5.47 4.47 3.83 3.39 3.03 2.72 2.46 2.23 2.03

6.61d 6.73d 5.32 4.37 3.83 3.32 2.77t 2.68 2.42 2.20 2.01

5.36d 5.49d 5.65t 5.00t 4.26 3.46t 3.19t 2.92 2.63 2.39 2.18 2.00

5.04d 4.97d 5.10d 5.37d 5.06 4.17 3.64 3.22 2.90 2.61 2.37 2.17 1.99

4.87d 4.98d 5.14d 4.98 4.16 3.61 3.19 2.86 2.58 2.35 2.15

5.03d 4.14d 5.07d 4.94 4.16 3.61 3.19 2.85 2.57 2.34 2.15

4.53d 5.12d 4.96 4.18 3.61 3.18 2.84 2.57 2.34 2.16

6.47d 6.21 5.00 4.23 3.64 3.19 2.85 2.58 2.36

8.10 6.23 5.05 4.24 3.66 3.21 2.88 2.60 2.40

10.78d 8.17 6.29 5.12 4.29 3.70 3.25 2.91 2.65

11.62 8.29 6.41 5.19 4.36 3.76 3.31 2.98

7.75t 12.60t 11.86 8.47 6.55 5.32 4.48 3.87

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 2dL

Configuration: Rail +0..50mm Locked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

6

Dn Cant Up Cant Safety Factor: 90%
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Rail-Ability Ltd RACD-10000609

45
55 Stafford, ST16 3HS

315 4
305 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.13

4.24 3.57

4.27 3.65 3.09

4.24 3.68 3.16 2.69

4.21 3.67 3.20 2.74 2.33

4.90 4.18 3.64 3.20 2.77 2.37

7.06 5.74 4.84 4.15 3.60 3.19 2.79 2.40 2.06

5.64 4.76 4.08 3.57 3.17 2.79 2.40 2.07

5.49 4.67 4.04 3.55 3.15 2.80 2.41 2.08

6.60 5.43 4.63 4.01 3.53 3.14 2.79 2.40 2.07 1.79

6.57 5.42 4.59 3.98 3.51 3.14 2.77 2.39 2.06 1.79

6.54 5.36 4.55 3.95 3.50 3.14 2.75 2.36 2.05 1.78

8.25 6.55 5.39 4.57 3.95 3.50 3.10 2.70 2.34 2.02 1.77

5.85d 8.15 6.47 5.00 4.54 3.92 3.44 3.06 2.66 2.29 1.99 1.75

5.05d 7.40d 8.10 6.39 5.27 4.49 3.89 3.40 3.02 2.60 2.25 1.97 1.73

9.19d 7.99 6.29 5.19 4.41 3.76 3.36 2.97 2.55 2.22 1.94

10.82 7.89 6.21 5.14 4.36 3.78 3.31 2.89 2.50 2.18 1.92

10.11d 7.86 6.18 5.08 4.32 3.74 3.29 2.82 2.44 2.14 1.90

7.83 6.15 5.05 4.29 3.71 3.19 2.75 2.40 2.12

16.60d 10.85 7.87 6.16 5.06 4.29 3.65 3.12 2.70 2.37 2.11

10.92 7.92 6.20 5.10 4.24 3.57 3.08 2.68 2.36

11.11 8.05 6.24 5.01 4.16 3.54 3.05 2.67

11.95t 17.64t 11.21 8.03 6.18 4.98 4.15 3.53

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.09

4.21 3.54

4.26 3.59 3.07

4.22 3.61 3.09 2.67

4.19 3.57 3.08 2.69 2.32

4.87 4.11 3.53 3.06 2.68 2.34

7.02 5.66 4.70 4.00 3.44 3.02 2.64 2.32 2.04

5.42 4.55 3.88 3.35 2.94 2.60 2.30 2.04

5.29 4.35 3.75 3.27 2.87 2.54 2.26 2.02

6.60 5.16 4.14 3.61 3.16 2.79 2.48 2.22 1.99 1.79

6.43 4.99 4.08 3.50 3.07 2.72 2.43 2.18 1.96 1.77

6.23 4.85 3.94 3.38 2.98 2.64 2.38 2.14 1.93 1.75

6.47d 5.94 4.68 3.80 3.26 2.91 2.60 2.33 2.10 1.91 1.74

5.28d 5.48d 5.67t 4.54 3.71 3.20 2.85 2.55 2.28 2.07 1.89 1.73

4.99d 4.97d 5.10d 5.35d 4.42 3.62 3.17 2.79 2.50 2.25 2.04 1.87 1.72

4.68d 5.04d 5.14d 4.33 3.61 3.14 2.78 2.48 2.23 2.03 1.86

5.03d 5.02d 5.06d 4.29 3.62 3.12 2.75 2.46 2.22 2.02 1.86

4.25d 5.04d 4.32 3.62 3.14 2.76 2.46 2.22 2.02 1.87

6.00d 5.45 4.36 3.65 3.14 2.77 2.46 2.23 2.04

7.11 5.45 4.40 3.69 3.17 2.79 2.49 2.25 2.08

10.12 7.19 5.52 4.46 3.74 3.22 2.83 2.53 2.30

10.29 7.31 5.62 4.54 3.80 3.28 2.89 2.59

7.76t 12.48t 10.50 7.49 5.77 4.68 3.93 3.40

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 2eL

Configuration: Rail +0..50mm Locked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

6

Dn Cant Up Cant Safety Factor: 90%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 305-315°
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Rail-Ability Ltd RACD-10000609

55
65 Stafford, ST16 3HS

305 4
295 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.75

3.86 3.23

3.86 3.32 2.79

3.87 3.33 2.85 2.41

3.84 3.31 2.90 2.46 2.08

4.44 3.81 3.30 2.90 2.49 2.12

5.21 4.37 3.75 3.27 2.87 2.51 2.14 1.82

5.05 4.31 3.71 3.24 2.86 2.53 2.15 1.84

5.02 4.24 3.66 3.19 2.85 2.52 2.16 1.84

4.96 4.14 3.61 3.18 2.82 2.51 2.14 1.84 1.58

5.95 4.90 4.13 3.54 3.15 2.82 2.50 2.13 1.83 1.57

5.80 4.87 4.13 3.58 3.13 2.83 2.46 2.11 1.81 1.56

7.55 5.91 4.86 4.10 3.58 3.17 2.81 2.42 2.08 1.79 1.55

5.76d 7.47 5.93 4.72 4.10 3.60 3.12 2.76 2.38 2.04 1.76 1.53

5.05d 7.39d 7.33 5.80 4.77t 4.08 3.53 3.06 2.71 2.33 2.00 1.73 1.52

9.17d 7.20 5.68 4.71 3.94 3.42 3.02 2.66 2.28 1.96 1.71

9.70 7.11 5.61 4.61 3.91 3.40 2.98 2.57 2.21 1.92 1.68

7.06 5.55 4.55 3.87 3.35 2.94 2.51 2.17 1.89 1.67

13.76d 7.06 5.52 4.54 3.69 3.33 2.85 2.45 2.13 1.86

9.78 7.06 5.51 4.48 3.85 3.26 2.78 2.40 2.10 1.85

9.88 7.13 5.57 4.57 3.79 3.19 2.73 2.37 2.08

10.04 7.25 5.61 4.51 3.72 3.15 2.71 2.36

12.03t 16.08 10.14 7.21 5.56 4.47 3.70 3.14

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.72

3.83 3.20

3.85 3.27 2.76

3.84 3.27 2.80 2.39

3.80 3.24 2.78 2.41 2.07

4.43 3.73 3.18 2.77 2.39 2.09

5.17 4.28 3.64 3.11 2.70 2.36 2.07 1.81

4.92 4.11 3.51 3.02 2.64 2.32 2.04 1.81

4.77 3.92 3.37 2.92 2.56 2.27 2.01 1.79

4.62 3.71 3.23 2.82 2.49 2.21 1.97 1.76 1.57

5.84 4.48 3.60 3.09 2.72 2.41 2.16 1.92 1.73 1.56

5.58 4.34 3.50 2.97 2.63 2.35 2.09 1.88 1.70 1.54

6.46d 5.34 4.18 3.37 2.88 2.55 2.28 2.05 1.85 1.67 1.52

5.27d 5.47d 5.14 4.03 3.26 2.82 2.49 2.23 2.00 1.82 1.65 1.51

4.99d 4.97d 5.10d 4.96 3.90 3.19 2.77 2.49 2.20 1.98 1.79 1.64 1.50

4.59d 4.98d 4.82 3.82 3.16 2.74 2.42 2.16 1.95 1.77 1.62

5.03d 3.98d 4.76 3.78 3.17 2.82 2.41 2.16 1.94 1.77 1.62

4.28d 4.75 3.81 3.19 2.74 2.41 2.15 1.94 1.77 1.64

5.94d 4.78 3.86 3.22 2.77 2.42 2.16 1.95 1.78

6.33 4.83 3.89 3.25 2.79 2.45 2.18 1.98 1.82

9.04 6.40 4.90 3.94 3.29 2.83 2.49 2.22 2.02

9.20 6.52 5.00 4.03 3.36 2.89 2.54 2.29

7.75t 12.57t 9.42 6.68 5.14 4.15 3.48 3.01

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 2fL

Configuration: Rail +0..50mm Locked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

6

Dn Cant Up Cant Safety Factor: 90%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 295-305°
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Rail-Ability Ltd RACD-10000609

65
85 Stafford, ST16 3HS

295 4
275 356

20
340 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.58

3.69 3.08

3.71 3.17 2.65

3.69 3.18 2.72 2.29

3.66 3.17 2.76 2.34 1.97

4.25 3.63 3.14 2.75 2.37 2.01

6.16 5.01 4.18 3.57 3.11 2.74 2.39 2.03 1.72

4.90 4.11 3.53 3.08 2.72 2.40 2.04 1.74

4.79 4.05 3.48 3.05 2.70 2.40 2.04 1.74

4.71 3.99 3.44 3.01 2.70 2.38 2.04 1.74 1.48

5.66 4.65 3.92 3.42 3.00 2.69 2.37 2.01 1.72 1.48

5.56 4.64 3.93 3.40 2.99 2.70 2.33 1.99 1.71 1.47

7.19 5.65 4.59 3.91 3.40 3.01 2.68 2.31 1.96 1.68 1.45

5.76d 7.15 5.68 4.54 3.92 3.43 2.99 2.62 2.25 1.93 1.66 1.44

5.04d 7.31d 6.98 5.56 4.59 3.88 3.35 2.92 2.57 2.20 1.89 1.63 1.42

9.16d 6.85 5.42 4.49 3.81 3.28 2.86 2.53 2.15 1.85 1.61

9.23 6.68 5.33 4.38 3.70 3.21 2.83 2.45 2.10 1.81 1.58

6.72 5.27 4.33 3.66 3.18 2.79 2.38 2.04 1.78 1.56

13.74d 6.70 5.23 4.30 3.65 3.16 2.70 2.32 2.00 1.75

9.25 6.71 5.25 4.31 3.65 3.10 2.63 2.26 1.97 1.74

9.41 6.77 5.26 4.35 3.60 3.02 2.58 2.23 1.96

9.56 6.89 5.32 4.27 3.52 2.98 2.56 2.23

12.06t 15.39 9.64 6.87 5.27 4.23 3.50 2.97

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.55

3.67 3.06

3.71 3.11 2.63

3.69 3.11 2.66 2.27

3.63 3.08 2.65 2.29 1.96

4.22 3.55 3.05 2.62 2.27 1.97

6.13 4.94 4.08 3.45 2.95 2.56 2.24 1.97 1.71

4.69 3.91 3.33 2.88 2.50 2.20 1.94 1.71

4.54 3.72 3.20 2.77 2.42 2.14 1.90 1.69

4.41 3.52 3.05 2.67 2.35 2.09 1.85 1.66 1.47

5.55 4.29 3.41 2.91 2.56 2.28 2.03 1.81 1.63 1.46

5.29 4.10 3.29 2.79 2.48 2.20 1.97 1.78 1.60 1.44

6.44d 5.09 3.94 3.19 2.71 2.40 2.15 1.93 1.74 1.57 1.43

5.27d 5.49d 4.86 3.80 3.07 2.64 2.34 2.09 1.89 1.70 1.55 1.41

4.99d 5.03d 5.09d 4.68 3.68 2.99 2.59 2.30 2.05 1.85 1.68 1.53 1.40

4.59d 4.98d 4.55 3.59 2.97 2.57 2.27 2.03 1.84 1.66 1.52

5.03d 4.01d 4.49 3.55 2.97 2.56 2.27 2.01 1.82 1.65 1.52

4.28d 4.47 3.59 3.01 2.57 2.26 2.01 1.82 1.66 1.53

5.94d 4.50 3.65 3.03 2.60 2.27 2.03 1.83 1.67

5.98 4.56 3.66 3.06 2.62 2.29 2.05 1.85 1.71

8.56 6.05 4.62 3.71 3.10 2.66 2.33 2.08 1.90

8.72 6.17 4.71 3.79 3.16 2.72 2.39 2.15

7.75t 12.58t 8.93 6.34 4.86 3.92 3.29 2.83

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 2gL

Configuration: Rail +0..50mm Locked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

6

Dn Cant Up Cant Safety Factor: 90%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 275-295°
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Rail-Ability Ltd RACD-10000609

85
95 Stafford, ST16 3HS

275 4
265 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.61

3.73 3.11

3.74 3.19 2.68

3.72 3.20 2.74 2.31

3.71 3.20 2.78 2.36 1.99

4.31 3.66 3.16 2.79 2.39 2.03

6.20 5.06 4.23 3.62 3.13 2.76 2.41 2.05 1.74

4.94 4.16 3.56 3.10 2.74 2.42 2.06 1.76

4.85 4.09 3.51 3.08 2.72 2.43 2.06 1.76

4.77 4.03 3.48 3.06 2.72 2.42 2.06 1.76 1.50

5.71 4.69 3.99 3.45 3.04 2.71 2.40 2.05 1.75 1.50

5.64 4.68 3.97 3.44 3.03 2.72 2.38 2.01 1.73 1.49

7.25 5.69 4.64 3.95 3.44 3.04 2.70 2.33 1.99 1.71 1.47

5.76d 7.21 5.70 4.61 3.96 3.46 3.01 2.64 2.29 1.95 1.68 1.45

5.04d 7.31d 7.04 5.61 4.64 3.76 3.38 2.95 2.59 2.22 1.91 1.65 1.44

9.15d 6.92 5.48 4.53 3.84 3.32 2.90 2.55 2.17 1.87 1.62

9.34 6.78 5.39 4.42 3.73 3.20 2.85 2.48 2.12 1.83 1.60

6.79 5.31 4.38 3.69 3.20 2.82 2.40 2.07 1.80 1.58

13.69d 6.78 5.29 4.35 3.69 3.19 2.73 2.34 2.02 1.77

6.79 5.31 4.35 3.68 3.13 2.66 2.29 1.99 1.76

9.48 6.85 5.34 4.40 3.63 3.06 2.61 2.26 1.98

9.63 6.97 5.38 4.32 3.56 3.01 2.58 2.25

12.02t 15.42 9.77 6.94 5.31 4.28 3.54 3.00

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.58

3.70 3.08

3.73 3.14 2.66

3.71 3.14 2.69 2.29

3.66 3.11 2.68 2.31 1.98

4.27 3.60 3.06 2.64 2.29 2.00

6.20 4.98 4.12 3.48 3.01 2.60 2.26 1.98 1.73

4.73 3.96 3.36 2.91 2.52 2.22 1.96 1.72

4.60 3.75 3.22 2.80 2.46 2.16 1.92 1.70

4.47 3.56 3.08 2.69 2.37 2.11 1.88 1.67 1.49

5.59 4.33 3.44 2.95 2.60 2.31 2.05 1.84 1.64 1.48

5.38 4.14 3.33 2.83 2.50 2.23 2.00 1.80 1.62 1.46

6.44d 5.13 3.98 3.22 2.74 2.43 2.17 1.95 1.76 1.59 1.44

5.26d 5.49d 4.90 3.85 3.11 2.67 2.37 2.13 1.91 1.72 1.57 1.43

4.99d 5.03d 5.09d 4.73 3.73 3.02 2.63 2.33 2.08 1.87 1.70 1.55 1.42

4.54d 4.98d 4.60 3.64 3.00 2.60 2.30 2.06 1.86 1.68 1.54

5.09d 4.04d 4.54 3.60 3.01 2.59 2.31 2.04 1.84 1.67 1.54

4.31d 4.53 3.62 3.03 2.60 2.29 2.04 1.84 1.68 1.55

5.94d 4.56 3.71 3.08 2.62 2.30 2.05 1.85 1.69

6.05 4.61 3.71 3.08 2.66 2.32 2.07 1.87 1.73

8.66 6.11 4.67 3.76 3.14 2.70 2.36 2.11 1.92

8.80 6.24 4.77 3.83 3.20 2.75 2.42 2.17

7.77t 12.51t 9.02 6.41 4.91 3.96 3.32 2.86

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 2hL

Configuration: Rail +0..50mm Locked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

6

Dn Cant Up Cant Safety Factor: 90%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 265-275°
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Rail-Ability Ltd RACD-10000609

95
105 Stafford, ST16 3HS
265 4
255 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.77

3.88 3.25

3.89 3.34 2.81

3.88 3.34 2.87 2.43

3.87 3.34 2.91 2.48 2.10

4.49 3.82 3.30 2.91 2.51 2.13

6.46 5.27 4.42 3.78 3.27 2.89 2.53 2.16 1.84

5.15 4.34 3.72 3.24 2.87 2.54 2.16 1.85

5.04 4.26 3.67 3.22 2.85 2.54 2.17 1.86

4.98 4.21 3.64 3.20 2.84 2.54 2.16 1.85 1.59

5.97 4.90 4.17 3.61 3.18 2.84 2.51 2.15 1.84 1.59

5.90 4.89 4.15 3.59 3.17 2.85 2.49 2.12 1.82 1.58

7.58 5.95 4.85 4.13 3.60 3.18 2.82 2.45 2.10 1.80 1.56

5.76d 7.54 5.96 4.84 4.14 3.61t 3.15 2.77 2.40 2.06 1.78 1.54

5.04d 7.31d 7.37 5.87 4.84 3.94 3.50 3.09 2.72 2.35 2.02 1.75 1.53

9.15d 7.25 5.74 4.74 4.03 3.47 3.04 2.67 2.28 1.98 1.72

9.79 7.10 5.65 4.64 3.91 3.36 2.99 2.60 2.24 1.94 1.69

7.04 5.56 4.60 3.87 3.36 2.96 2.53 2.18 1.90 1.68

13.69d 7.06 5.53 4.57 3.86 3.34 2.87 2.47 2.14 1.88

7.12 5.56 4.57 3.87 3.28 2.80 2.42 2.11 1.87

9.94 7.15 5.60 4.60 3.81 3.22 2.75 2.39 2.09

10.08 7.30 5.64 4.54 3.74 3.17 2.72 2.38

12.06t 16.06 10.13 7.27 5.57 4.49 3.73 3.16

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.74

3.86 3.22

3.89 3.28 2.78

3.87 3.28 2.81 2.41

3.82 3.26 2.81 2.43 2.08

4.46 3.76 3.20 2.76 2.41 2.10

6.46 5.19 4.37 3.64 3.15 2.72 2.37 2.09 1.83

4.94 4.13 3.52 3.05 2.65 2.33 2.06 1.82

4.82 3.93 3.38 2.94 2.58 2.28 2.02 1.80

4.69 3.76 3.24 2.83 2.50 2.22 1.98 1.77 1.58

5.85 4.57 3.62 3.11 2.74 2.43 2.16 1.94 1.74 1.57

5.64 4.36 3.51 2.99 2.64 2.36 2.12 1.90 1.71 1.55

6.44d 5.39 4.21 3.41 2.99 2.57 2.30 2.06 1.86 1.69 1.53

5.26d 5.49d 5.16 4.06 3.29 2.83 2.51 2.25 2.03 1.83 1.66 1.52

4.99d 5.03d 5.09d 4.99 3.94 3.20 2.78 2.47 2.20 1.99 1.80 1.64 1.51

4.59d 4.98d 4.86 3.85 3.19 2.76 2.44 2.19 1.97 1.78 1.63

5.09d 4.04d 4.80 3.81 3.19 2.75 2.45 2.17 1.96 1.78 1.63

4.31d 4.78 3.84 3.20 2.76 2.43 2.17 1.95 1.78 1.64

5.94d 4.82 3.86 3.26 2.77 2.44 2.17 1.96 1.80

6.37 4.87 3.92 3.26 2.82 2.46 2.19 1.99 1.83

9.11 6.44 4.92 3.98 3.32 2.85 2.50 2.24 2.04

9.24 6.56 5.02 4.05 3.38 2.91 2.56 2.30

7.83t 12.51t 9.47 6.73 5.17 4.18 3.50 3.02

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 2iL

Configuration: Rail +0..50mm Locked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

6

Dn Cant Up Cant Safety Factor: 90%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 255-265°
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Rail-Ability Ltd RACD-10000609

105
115 Stafford, ST16 3HS
255 4
245 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.21

4.33 3.64

4.34 3.73 3.16

4.33 3.74 3.22 2.74

4.29 3.73 3.26 2.79 2.39

5.00 4.26 3.70 3.25 2.83 2.42

7.19 5.86 4.92 4.20 3.67 3.24 2.84 2.44 2.10

5.75 4.85 4.16 3.63 3.22 2.85 2.46 2.12

5.64 4.77 4.11 3.61 3.20 2.86 2.46 2.13

5.56 4.72 4.08 3.58 3.20 2.84 2.45 2.12 1.84

6.69 5.50 4.65 4.05 3.57 3.19 2.83 2.43 2.11 1.83

6.62 5.49 4.66 4.04 3.56 3.20 2.81 2.41 2.09 1.82

8.42 6.64 5.45 4.64 4.04 3.57 3.15 2.77 2.37 2.06 1.81

5.76d 8.35 6.56 5.41 4.63 4.01 3.51 3.10 2.72 2.34 2.05 1.79

5.04d 7.31d 8.29 6.53 5.33 4.44 3.93 3.47 3.07 2.65 2.30 2.02 1.77

9.16d 8.16 6.46 5.34 4.50t 3.92 3.42 3.03 2.61 2.26 1.99

11.00d 8.01 6.37 5.23 4.43 3.78 3.38 2.95 2.55 2.23 1.96

8.03 6.28 5.18 4.38 3.80 3.35 2.88 2.49 2.19 1.94

10.76t 8.01 6.26 5.16 4.38 3.79 3.26 2.82 2.45 2.17

8.02 6.28 5.16 4.37 3.73 3.19 2.76 2.43 2.15

11.16 8.08 6.33 5.20 4.31 3.65 3.14 2.74 2.42

11.30 8.19 6.35 5.12 4.25 3.61 3.11 2.73

12.10t 17.78 11.44 8.16 6.27 5.08 4.22 3.60

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.19

4.30 3.61

4.34 3.67 3.13

4.31 3.67 3.17 2.73

4.26 3.64 3.15 2.74 2.37

4.94 4.18 3.60 3.11 2.73 2.39

7.19 5.79 4.81 4.07 3.51 3.08 2.69 2.38 2.09

5.54 4.66 3.96 3.43 3.00 2.65 2.35 2.09

5.42 4.44 3.82 3.34 2.93 2.59 2.32 2.07

5.26 4.25 3.68 3.23 2.85 2.54 2.27 2.04 1.83

6.57 5.14 4.13 3.54 3.12 2.78 2.48 2.23 2.01 1.81

6.36 4.95 4.02 3.42 3.03 2.70 2.43 2.19 1.98 1.79

6.44d 6.12 4.79 3.91 3.34 2.96 2.65 2.38 2.15 1.96 1.78

5.27d 5.49d 5.81d 4.66 3.80 3.27 2.90 2.60 2.34 2.12 1.93 1.77

4.99d 5.03d 5.09d 5.34d 4.53 3.71 3.22 2.85 2.55 2.31 2.09 1.91 1.76

4.59d 4.98d 5.14d 4.44 3.69 3.20 2.83 2.53 2.29 2.07 1.90

5.09d 4.04d 5.05d 4.40 3.70 3.19 2.83 2.51 2.27 2.07 1.90

4.28d 5.04d 4.43 3.72 3.20 2.81 2.51 2.27 2.07 1.91

5.94d 5.53 4.50 3.76 3.21 2.82 2.53 2.28 2.09

7.27 5.58 4.51 3.78 3.25 2.85 2.54 2.30 2.12

10.32 7.35 5.64 4.56 3.82 3.29 2.89 2.58 2.35

10.45 7.46 5.73 4.64 3.88 3.35 2.95 2.65

7.86t 12.58t 10.67 7.62 5.87 4.76 4.00 3.46

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 2jL

Configuration: Rail +0..50mm Locked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

6

Dn Cant Up Cant Safety Factor: 90%

Maximum Loads (t)
(m)
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Sector: 245-255°
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Rail-Ability Ltd RACD-10000609

115
125 Stafford, ST16 3HS
245 4
235 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.50

4.60 3.89

4.47s 3.96 3.38

4.59s 3.97s 3.44 2.94

4.56s 3.95 3.48 2.99 2.57

5.29 4.52 3.94s 3.46 3.02 2.61

7.38d 6.20 5.22s 4.48s 3.90 3.46 3.04 2.63 2.27

6.10s 5.12 4.42s 3.87 3.44 3.06 2.64 2.29

6.00s 5.08s 4.36s 3.85 3.42 3.05 2.64 2.29

5.91 4.97 4.24 3.81 3.40 3.04 2.63 2.28 1.99

7.05 5.86 4.97 4.27 3.79 3.40 3.03 2.61 2.27 1.99

7.05 5.80 4.94 4.27 3.76 3.40 2.99 2.60 2.25 1.98

8.81d 7.10 5.79 4.96 4.29 3.78 3.34 2.97 2.56 2.23 1.96

5.76d 8.91 7.04 5.74 4.91t 4.24 3.74 3.31 2.91 2.53 2.21 1.94

5.04d 7.32d 8.83 6.92 5.72 4.74t 4.19 3.69 3.27 2.86 2.49 2.19 1.93

9.17d 8.73 6.90 5.65 4.77 4.17 3.67 3.25 2.80 2.45 2.16

11.34d 8.55 6.81 5.60 4.76 4.13 3.63 3.17 2.75 2.41 2.13

10.07d 8.59 6.75 5.55 4.72 4.08 3.59 3.09 2.70 2.38 2.11

10.83t 8.56 6.72 5.53 4.69 4.06 3.50 3.03 2.66 2.35

11.49t 16.66d 11.78 8.56 6.72 5.52 4.69 4.00 3.43 2.98 2.63 2.34

12.31d 11.93 8.61 6.77 5.56 4.63 3.92 3.38 2.95 2.61

12.80t 12.07 8.77 6.78 5.49 4.57 3.88 3.36 2.95

12.15t 18.76 12.14 8.74 6.76 5.44 4.54 3.88

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.46

4.43s 3.86

4.47s 3.82s 3.35

4.44s 3.86s 3.38 2.92

4.41s 3.89 3.35s 2.95 2.55

5.27 4.38s 3.82s 3.35 2.93 2.57

7.38d 6.01s 5.13 4.33s 3.76 3.28 2.90 2.56 2.26

5.91s 4.95 4.24 3.67 3.22 2.85 2.53 2.25

5.76 4.77 4.11 3.57 3.15 2.80 2.49 2.23

5.64 4.56 3.95 3.48 3.07 2.74 2.45 2.21 1.98

6.89s 5.50 4.44 3.82 3.37 3.00 2.68 2.41 2.18 1.97

6.77 5.33 4.33 3.70 3.28 2.94 2.62 2.37 2.15 1.95

6.46d 6.54 5.16 4.21 3.61 3.20 2.76t 2.58 2.34 2.12 1.93

5.27d 5.47d 5.73t 5.02 4.11 3.55 3.07t 2.81 2.54 2.30 2.10 1.92

4.99d 5.04d 5.10d 5.35d 4.75t 4.03 3.50 3.14 2.79 2.51 2.28 2.08 1.91

4.59d 4.98d 5.15d 4.81 4.01 3.48 3.07 2.75 2.48 2.26 2.07

5.03d 3.98d 5.06d 4.77 4.01 3.56 3.06 2.74 2.47 2.25 2.07

4.28d 5.04d 4.81 4.05 3.47 3.06 2.73 2.47 2.25 2.08

5.94d 5.97 4.86 4.06 3.50 3.07 2.74 2.48 2.27

7.83 6.02 4.87 4.09 3.52 3.09 2.77 2.50 2.30

10.67d 7.90 6.08 4.93 4.13 3.56 3.13 2.80 2.55

11.21 8.01 6.18 5.01 4.20 3.62 3.19 2.87

7.86t 12.71t 11.41 8.17 6.33 5.14 4.31 3.74

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 2kL

Configuration: Rail +0..50mm Locked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

6

Dn Cant Up Cant Safety Factor: 90%

Maximum Loads (t)
(m)

7.5
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6.5

Sector: 235-245°
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Rail-Ability Ltd RACD-10000609

125
135 Stafford, ST16 3HS
235 4
225 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

5.14

4.84s 4.47

4.73s 4.52 3.92

4.71s 4.52 3.97 3.46

4.94s 4.49 3.98 3.50 3.06

5.13s 4.99s 4.47 3.96 3.52 3.09

5.89s 5.02 4.44 3.94 3.53 3.11 2.74

6.87 5.82 5.03 4.41 3.92 3.53 3.12 2.75

6.80 5.75 4.97 4.38 3.90 3.52 3.11 2.76

6.70 5.71 4.95 4.36 3.89 3.52 3.11 2.75 2.45

7.86s 6.68 5.66 4.91 4.33 3.87 3.52 3.10 2.74 2.44

8.04 6.65 5.63 4.89 4.32 3.88 3.49 3.07 2.73 2.43

8.88t 8.05 6.63s 5.65 4.89 4.32 3.87 3.47 3.06 2.70 2.42

5.77d 9.39t 8.04 6.54 5.65 4.90 4.31t 3.84 3.43 3.02 2.69 2.41

5.04d 7.40d 10.18 8.00 6.54 5.53t 4.83 4.27 3.82 3.39 2.99 2.66 2.39

9.18d 10.16 7.96 6.53 5.56 4.82t 4.24 3.78 3.33 2.96 2.64

11.10d 10.07 7.94 6.52 5.49 4.81 4.22 3.74 3.29 2.93 2.62

10.02 7.89 6.51 5.52 4.80 4.22 3.69 3.25 2.89 2.61

10.89d 10.02 7.88 6.46 5.50 4.78 4.15 3.63 3.22 2.87

11.57t 16.71d 13.78 10.01 7.87 6.49 5.51 4.73 4.09 3.59 3.19 2.86

12.37t 13.85 10.06 7.92 6.51 5.45 4.65 4.05 3.56 3.18

13.97 10.18 7.93 6.44 5.40 4.63 4.03 3.56

12.26t 18.95t 14.03 10.16 7.88 6.41 5.39 4.62

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.69d

4.42s 4.34d

4.45s 3.81s 3.88d

4.57s 3.85s 3.67d 3.44

4.43s 3.84s 3.35s 3.45 3.05

5.11s 4.51s 3.81s 3.36s 3.44 3.06

5.03s 4.34s 3.78s 3.35s 3.41 3.06 2.73

6.23s 4.97s 4.42s 3.86s 3.33s 3.33d 3.03 2.72

5.80s 5.58 4.26s 3.72s 3.31s 3.29d 2.99 2.70

5.90s 5.00s 4.20s 3.70s 3.30s 3.28 2.96 2.68 2.44

6.90s 5.67s 4.82s 4.18s 3.68s 3.30s 3.23 2.93 2.66 2.42

6.91s 5.65s 5.08s 4.41s 3.67s 3.19t 3.19 2.89 2.63 2.41

6.47d 6.71d 5.64s 5.07s 4.29s 3.72t 2.87t 3.15 2.86 2.61 2.40

5.28d 5.48d 5.69t 6.04 4.88t 3.72t 3.07t 2.92t 3.11 2.83 2.59 2.38

4.99d 4.97d 5.10d 5.35d 5.65t 4.04t 3.59t 3.29t 3.13t 3.09 2.81 2.58 2.38

4.73d 4.98d 5.14d 5.49d 4.93 4.29 3.57t 3.39 3.07 2.80 2.57

5.03d 5.02d 5.06d 5.45d 4.93 4.28 3.77 3.38 3.06 2.79 2.57

4.28d 5.04d 5.87 4.96 4.31 3.79 3.38 3.06 2.79 2.58

5.94d 7.15d 5.90 4.97 4.30 3.79 3.39 3.07 2.81

8.54d 7.27 5.92 5.00 4.32 3.81 3.41 3.09 2.84

10.69d 9.43 7.32 5.97 5.04 4.35 3.84 3.44 3.13

13.20 9.52 7.41 6.04 5.09 4.40 3.89 3.49

7.95t 12.78t 13.37 9.66 7.52 6.15 5.19 4.50

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 2lL

Configuration: Rail +0..50mm Locked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

6

Dn Cant Up Cant Safety Factor: 75%

Maximum Loads (t)
(m)
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Sector: 225-235°
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Rail-Ability Ltd RACD-10000609

135
145 Stafford, ST16 3HS
225 4
215 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

5.19s 5.45s

4.96s 5.13s

4.71s 4.89s 4.58

4.84s 4.78s 4.60 4.05

5.02s 4.96s 4.59 4.09 3.60

5.54s 5.33s 5.15 4.57 4.10 3.64

7.35s 6.67s 6.14s 5.59s 5.12 4.56 4.10s 3.65 3.24

7.67s 6.67 5.79 5.10 4.53 4.08 3.66 3.25

7.81 6.64 5.74 5.05 4.51s 4.07 3.66 3.26

6.95s 7.72 6.57 5.71 5.04s 4.50 4.06 3.65 3.25 2.91

7.52s 7.68 6.54 5.67 5.02s 4.48 4.06s 3.64 3.25 2.91

9.19s 7.67s 6.52s 5.66s 5.00s 4.48s 4.06 3.62 3.23 2.90

8.88d 9.30 7.68s 6.52s 5.65 5.00 4.49 4.03 3.60 3.21 2.89

5.86d 9.37d 9.25 7.60 6.52 5.65 4.99 4.45 4.01 3.57 3.19 2.87

5.05d 7.41d 10.79d 9.25 7.59 6.39 5.63 4.96t 4.43 3.98 3.54 3.17 2.86

9.21d 11.80 9.25 7.60 6.41 5.60 4.94 4.41 3.94 3.50 3.14

11.38d 11.75 9.23 7.59 6.43 5.58 4.92 4.39 3.89 3.47 3.12

11.71 9.22 7.58 6.43 5.58 4.93 4.34 3.84 3.44 3.11

11.68 9.20 7.58 6.45 5.59 4.88 4.29 3.81 3.42

16.71d 11.70 9.20 7.60 6.46 5.54 4.83 4.25 3.79 3.41

17.23d 16.09 11.77 9.25 7.61 6.41 5.49 4.78 4.23 3.78

16.29 11.87 9.27 7.56 6.34 5.44 4.76 4.21

12.38t 19.13t 16.30 11.84 9.20 7.53 6.33 5.44

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

5.19s 4.60d

4.42s 4.23d

4.44s 3.81s 3.85d

4.45s 3.84s 3.75d 3.66d

4.41s 3.83s 3.35s 3.53d 3.53d

5.27s 4.38s 3.92s 3.36s 3.43d 3.52d

7.35s 5.98s 5.20s 4.32s 3.89s 3.34s 3.58s 3.41d 3.23

5.90s 5.27s 4.29s 3.76s 3.32s 3.42s 3.34d 3.23

5.79s 4.91s 4.23s 3.83s 3.31s 3.35s 3.37d 3.21

6.95s 5.72s 4.85s 4.34s 3.69s 3.30s 3.43s 3.50 3.19 2.90

6.88s 5.66s 4.81s 4.19s 3.91s 3.29s 3.36t 3.36d 3.16 2.89

6.85s 5.82s 4.94s 4.16s 4.10s 3.11t 3.40t 3.44 3.14 2.88

6.61d 6.73d 5.64s 4.79s 4.16s 3.52t 2.77t 3.60t 3.41 3.12 2.86

5.28d 5.49d 5.65t 5.00t 4.31t 3.84t 3.19t 3.03t 3.71 3.38 3.09 2.85

4.99d 4.97d 5.10d 5.45d 5.40t 5.03t 3.88t 3.29t 3.14t 3.69 3.36 3.08 2.85

4.87d 5.05d 5.14d 5.58d 4.48t 3.92t 3.57t 3.52t 3.67 3.34 3.07

5.03d 5.02d 5.06d 5.44d 4.99t 4.98t 3.92t 4.04 3.65 3.33 3.07

4.34d 5.05d 6.96 5.88 4.84t 4.51 4.03 3.65 3.34 3.08

7.37d 7.42d 6.99 5.90 5.11 4.51 4.05 3.66 3.35

8.41d 8.60 7.02 5.94 5.14 4.54 4.06 3.68 3.38

10.86d 11.11 8.65 7.08 5.98 5.18 4.57 4.09 3.72

14.07d 11.19 8.73 7.14 6.03 5.23 4.61 4.15

8.00t 13.05t 15.66 11.34 8.86 7.25 6.13 5.33

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 2mL

Configuration: Rail +0..50mm Locked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

6

Dn Cant Up Cant Safety Factor: 75%
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Rail-Ability Ltd RACD-10000609

145
155 Stafford, ST16 3HS
215 4
205 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

5.19s 5.38d

4.95s 5.19s

4.84s 4.88s 5.07s

4.83s 4.88s 4.90s 4.81t

5.15s 4.90s 4.94s 4.95s 4.79t 4.09d

5.26s 5.30s 4.81s 4.87s 4.80s 4.60t

5.97s 5.33s 5.77s 5.45s 5.21t 4.86t 4.62t 4.15

7.79s 6.89s 6.23s 5.81s 5.33t 4.95t 4.65 4.18

7.82s 7.73s 6.77s 6.06t 5.49t 5.06t 4.64 4.18

8.09s 8.16 7.12s 6.28 5.62 5.07 4.63 4.17 3.75

7.88s 8.72s 8.14 7.08 6.26 5.59 5.06 4.62 4.16 3.74

9.11s 9.55 8.11 7.06 6.24 5.59 5.05 4.60 4.14 3.73

8.80t 9.84s 9.52 8.12 7.04 6.24 5.58 5.06 4.60 4.12 3.71

6.00d 9.53d 10.85d 9.56 8.12 7.07 6.23 5.58 5.03t 4.57 4.09 3.70

5.04d 7.50d 10.91t 11.70 9.60 8.07 7.04 6.22 5.56 5.02 4.52 4.06 3.68

9.24d 12.72d 11.70t 9.59 8.12 7.04t 6.22 5.55 5.02 4.49 4.04

11.47d 14.94 11.68 9.57 8.13 7.03 6.21 5.55 4.98 4.46 4.02

14.89 11.72 9.60 8.13 7.06 6.23 5.55 4.93 4.42 4.00

16.98d 14.94 11.78 9.60 8.06 7.07 6.23 5.50 4.89 4.39

14.92 11.75 9.69 8.21 7.10 6.18 5.45 4.87 4.39

20.50 14.97 11.82 9.73 8.19 7.02 6.13 5.42 4.86

20.65 15.10 11.84 9.66 8.13 6.99 6.11 5.41

12.30t 19.19d 20.74 15.07 11.78 9.61 8.09 6.97

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

5.18s 4.68d

4.41s 4.18d

4.43s 3.80s 3.86d

4.44s 3.84s 3.68d 3.66d

5.14s 4.40s 3.83s 3.34s 3.50d 3.57d

5.24s 4.37s 3.81s 3.35s 3.39d 3.41d

5.97s 5.04s 4.45s 3.78s 3.34s 3.33d 3.45d 3.36d

5.87s 4.96s 4.27s 3.75s 3.32s 3.37d 3.38d 3.39d

5.79s 5.58s 4.37s 3.73s 3.30s 3.37d 3.41d 3.41d

5.72s 5.13s 4.20s 3.81s 3.29s 3.48d 3.35d 3.42d 3.37d

6.86s 5.83s 4.95s 4.17s 3.68s 3.29s 3.47t 3.40d 3.42d 3.31d

6.83s 5.62s 4.79s 4.41s 3.67s 3.02t 3.34t 3.43d 3.39d 3.34d

6.64d 6.76d 5.80s 4.92s 4.17s 3.62t 2.76t 3.47t 3.54d 3.61d 3.53d

5.37d 5.50d 5.83d 4.98t 4.44t 3.45t 3.30t 2.92t 3.77t 3.77d 3.67d 3.60d

5.04d 4.97d 5.10d 5.36d 4.95t 6.02t 3.58t 3.53t 3.13t 4.11d 3.88d 3.74d 3.54d

4.87d 4.98d 5.15d 5.35t 4.45t 4.07t 3.57t 3.63t 4.24d 4.18d 3.93d

5.02d 4.96d 5.07d 5.45d 5.20t 4.32t 3.93t 4.58t 4.65d 4.20d 3.96

4.53d 5.32d 7.35t 5.63t 4.82t 4.56t 5.20 4.71 4.30 3.97

6.32d 7.10d 8.15t 6.46t 5.53t 5.82 5.21 4.72 4.32

8.43d 9.40d 9.03 7.56t 6.62 5.84 5.23 4.74 4.36

10.80d 11.34d 11.09 9.09 7.68 6.66 5.88 5.27 4.79

14.35d 14.31 11.19 9.16 7.75 6.71 5.93 5.34

8.00t 12.91t 19.44d 14.49 11.32 9.29 7.87 6.83

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 2nL

Configuration: Rail +0..50mm Locked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

6

Dn Cant Up Cant Safety Factor: 90%

Maximum Loads (t)
(m)
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6.5

Sector: 205-215°
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Rail-Ability Ltd RACD-10000609

155
205 Stafford, ST16 3HS
205 4
155 356

50
310 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

5.55s 5.21d

5.13s 5.21s 5.35d

5.01s 5.08s 5.11t

5.12s 4.98s 4.99s 5.03t 4.76t

5.37s 5.29s 5.15s 5.04t 4.82t 3.62d

6.05d 5.59s 5.03s 5.34s 5.08t 4.81t 4.57t

7.37d 6.98s 6.39s 5.96s 5.62t 5.17s 4.84s 4.61t 3.87d

7.63s 8.01s 7.08s 6.43t 5.79t 5.30t 4.92t 4.63t 4.35t

7.32s 8.36s 7.79t 6.75t 6.00t 5.44t 5.02t 4.69t 4.46t

7.60s 8.55s 8.47t 7.16t 6.25t 5.62t 5.14t 4.77t 4.53t

8.53s 9.13s 9.22t 7.63t 6.56t 5.82t 5.28t 4.88t 4.60t 4.16t

8.86d 9.60d 9.85s 9.75s 8.16t 6.89t 6.05t 5.45t 5.00t 4.69t 4.24t

9.11t 10.12s 10.12d 10.08s 8.73t 7.25t 6.31t 5.63t 5.14t 4.81t 4.32t

6.53d 9.72d 11.16t 10.85s 10.42s 9.32t 7.64t 6.57t 5.83t 5.30t 4.94t 4.37t

5.69d 7.79d 10.98d 12.15t 11.50s 10.77s 9.51s 8.01t 6.85t 6.04t 5.47t 5.08t 3.57d

7.29d 9.68d 12.76d 13.40s 12.21s 11.06s 9.59s 8.39t 7.12t 6.26t 5.64t 5.19t

11.77d 15.20d 14.44s 12.85s 11.16s 9.69s 8.58s 7.40t 6.48t 5.85t 5.23t

11.62d 17.93s 15.44s 13.19s 11.21s 9.74s 8.62s 7.69t 6.72t 6.06t 5.08t

11.41t 14.10d 19.42s 16.05s 13.21s 11.26s 9.80s 8.67s 7.79s 6.98t 6.11t

20.41s 16.18s 13.33s 11.35s 9.88s 8.78s 7.87s 6.91s 5.62d

18.32t 27.75s 20.68s 16.33s 13.48s 11.54s 10.04s 8.77s 7.56s 6.19s

28.39s 21.04s 16.57s 13.62s 11.44s 9.70s 8.13s 6.55s

12.61t 20.14d 27.03s 20.00s 15.68s 12.68s 10.43s 8.50s

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

5.07s 4.69d

5.13s 4.32s 4.20d

4.37s 3.85d 3.86d

5.11s 4.38s 3.79s 3.75d 3.74d

5.24s 4.37s 3.78s 3.53d 3.50d 3.58d

6.01s 5.02s 4.33s 3.76s 3.31s 3.39d 3.49d

7.18s 6.09s 5.13s 4.40s 3.74s 3.31s 3.44d 3.34d 3.48d

7.04s 5.80s 4.90s 4.25s 3.72s 3.30s 3.30d 3.30d 3.42d

6.91s 5.70s 4.84s 4.45s 3.69s 3.29s 3.29d 3.29d 3.29d

6.83s 5.80s 4.93s 4.15s 3.66s 3.27s 3.40d 3.39d 3.30d

6.76s 5.75s 4.78s 4.13s 3.66s 3.28s 3.45d 3.36d 3.46d 3.34d

8.86d 7.31s 5.73s 5.01s 4.13s 3.65s 2.74t 3.51t 3.43d 3.48d 3.34d

6.47d 7.09d 5.88s 4.73s 4.19t 2.98t 2.86t 3.65t 3.58d 3.51d 3.39d

5.31d 5.52d 5.54t 4.53t 4.37t 3.55t 3.16t 2.92t 3.73d 3.66d 3.56d 3.45d

5.03d 4.98d 5.21d 5.41d 4.85t 3.97t 3.83t 3.26t 3.13t 3.93d 3.82d 3.73d 3.52d

5.15d 4.96d 4.99d 5.26d 5.21t 4.39t 4.32t 3.67t 3.82t 4.16d 4.11d 3.85d

5.01d 4.96d 5.24d 5.82d 5.11t 4.91t 3.90t 4.72t 4.56d 4.17d 4.02d

5.08d 5.28d 7.12t 6.18t 4.77t 4.66t 5.30d 4.69d 4.47d 4.00d

6.81d 7.32d 7.93t 6.33t 5.46t 6.03d 5.74d 4.94d 4.48d

8.97d 9.78d 9.40t 7.41t 7.64d 6.73d 5.90d 5.15d 4.56d

11.24d 11.87d 12.98s 10.88s 9.66s 8.55s 7.38d 6.06d 5.22d

14.85d 16.42d 12.99s 10.73s 9.19s 7.99s 7.01s 6.33s

8.43t 14.14t 20.65d 16.76s 13.16s 10.84s 9.24s 8.06s

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 2oL

Configuration: Rail +0..50mm Locked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

6

Dn Cant Up Cant Safety Factor: 87%

Maximum Loads (t)
(m)
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Rail-Ability Ltd RACD-10000609

205
215 Stafford, ST16 3HS
155 4
145 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

5.54s 5.10d

5.12s 5.21s 5.42d

5.13s 5.09s 5.14s 5.12d

5.10s 4.97s 5.06s 5.04t 4.73d

5.35s 5.28s 5.22s 4.94s 4.81s 3.54d

6.08d 5.45s 5.46s 5.41s 5.08t 4.81t 4.47

7.43d 6.85s 6.37s 5.95s 5.61t 5.17t 4.84t 4.50 3.62d

7.44s 8.02s 7.00s 6.38s 5.78t 5.30t 4.91t 4.50 4.01

7.31s 8.35s 7.76t 6.72t 5.99t 5.44t 4.94 4.50 4.02

7.59s 8.55s 7.90 6.87 6.09 5.44 4.93 4.49 4.02

8.50s 9.13s 7.85 6.85 6.05 5.43 4.91 4.47 4.00 3.60

8.96s 9.64d 9.18 7.84 6.82 6.04 5.42 4.90 4.45 3.99 3.59

9.06t 10.31d 9.16 7.83 6.81 6.04 5.41 4.88t 4.42 3.96 3.58

6.64d 9.86t 11.03t 9.20 7.84 6.80 6.02 5.38 4.87 4.39 3.94 3.56

5.84d 7.89d 11.13d 11.10 9.18 7.80 6.77 6.00t 5.36 4.85 4.36 3.92

7.34d 9.77d 12.78d 11.11 9.16 7.76 6.76 5.98 5.36 4.83 4.32 3.89

11.94d 14.08 11.10 9.16 7.79 6.74 5.97 5.36 4.78 4.28 3.87

11.42d 14.08 11.16 9.18 7.80 6.78 5.99 5.34 4.75 4.26 3.85

11.30t 17.59d 14.11 11.17 9.19 7.82 6.81 6.00 5.29 4.70 4.24

17.17d 19.08 14.09 11.19 9.26 7.86 6.79 5.93 5.24 4.68 4.23

19.18 14.17 11.23 9.29 7.83 6.74 5.89 5.21 4.67

13.42t 19.32 14.26 11.23 9.21 7.77 6.69 5.86 5.21

12.57t 20.23t 19.37 14.21 11.19 9.17 7.74 6.69

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

5.05s 4.64d

5.12s 4.31s 4.23d

5.13s 4.37s 4.13d 3.90d

5.10s 4.37s 3.77s 3.75d 3.67d

5.22s 4.46s 3.78s 3.49d 3.54d 3.54d

5.97s 5.00s 4.32s 3.75s 3.31s 3.39d 3.41d

7.16s 5.89s 5.10s 4.28s 3.74s 3.31s 3.44d 3.41d 3.41d

7.03s 5.78s 4.88s 4.23s 3.72s 3.29s 3.30d 3.34d 3.31d

7.08s 5.86s 4.82s 4.32s 3.68s 3.28s 3.73d 3.37d 3.33d

6.81s 5.62s 5.19s 4.41s 3.66s 3.27s 3.48d 3.31d 3.34d

6.94s 5.58s 4.75s 4.12s 3.64s 3.22t 3.58t 3.40d 3.38d 3.30d

8.72s 6.69s 5.87s 4.72s 4.11s 3.96s 2.64t 3.57t 3.47d 3.39d 3.46d

6.50d 6.41t 5.54s 5.00s 3.98t 3.09t 2.76t 3.62d 3.67d 3.60d 3.47d

5.40d 5.62d 5.25t 5.05t 3.78t 3.28t 3.04t 2.91t 3.83d 3.76d 3.71d 3.55

4.97d 4.98d 5.13d 5.40d 4.61t 5.90t 3.54t 3.38t 3.13t 4.09d 3.92d 3.68d

5.14d 5.02d 5.06d 5.19d 5.45t 5.10t 3.86t 3.53t 3.83t 4.28d 3.98d 3.79d

5.00d 4.96d 5.10d 6.08d 4.88t 4.25t 3.89t 4.79t 4.42d 4.15 3.82

4.96d 5.69d 6.78t 5.51t 4.75t 4.78t 5.00 4.53 4.15 3.84

6.39d 7.40d 7.88t 6.29t 5.45t 5.58 5.01 4.54 4.16

8.84d 9.81d 8.60 7.29 6.34 5.61 5.03 4.57 4.21

11.27d 12.09d 10.52 8.65 7.34 6.38 5.64 5.07 4.62

14.91d 13.51 10.63 8.74 7.41 6.44 5.71 5.16

8.38t 14.23t 18.60 13.68 10.79 8.89 7.56 6.60

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 2NL

Configuration: Rail +0..50mm Locked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

6

Dn Cant Up Cant Safety Factor: 90%

Maximum Loads (t)
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Rail-Ability Ltd RACD-10000609

215
225 Stafford, ST16 3HS
145 4
135 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

5.53s 5.01d

5.27s 5.29s 5.08

5.11s 5.08s 5.12 4.48

5.26s 5.19s 5.05s 4.53 3.97

5.51s 5.35s 5.11 4.52 4.01

6.10d 5.84s 5.63s 5.06 4.52 4.04 3.56

7.50d 6.96s 6.46s 5.73 5.06 4.50 4.05 3.58 3.18

7.78s 7.73 6.56 5.70 5.01 4.48 4.04s 3.59 3.19

7.48s 7.65 6.50 5.64 4.98 4.46 4.03s 3.59 3.20

7.75s 7.56 6.46 5.62 4.96 4.44 4.03s 3.59 3.19

8.47s 7.54 6.43 5.58 4.94 4.43s 4.01 3.57 3.19 2.86

8.92s 9.04 7.49 6.40 5.57 4.94s 4.42 3.98 3.55 3.17 2.85

8.96d 9.00 7.51 6.37 5.58 4.93 4.40 3.96 3.53 3.16 2.84

6.65d 9.58d 9.00 7.43 6.33 5.53 4.89 4.37t 3.94 3.50 3.13 2.83

5.69d 7.98d 11.08d 8.95 7.40 6.24 5.51 4.86 4.35t 3.91 3.47 3.11

7.35d 9.86d 11.27 8.94 7.39 6.30 5.46 4.84 4.34 3.86 3.44 3.09

11.98d 11.29 8.93 7.38 6.27 5.46 4.83 4.31 3.81 3.41 3.07

11.62d 11.24 8.93 7.39 6.28 5.46 4.84 4.25 3.78 3.38 3.06

11.50t 15.13 11.21 8.91 7.38 6.30 5.47 4.78 4.21 3.74 3.36

15.16 11.19 8.90 7.38 6.30 5.42 4.72 4.17 3.72 3.36

15.25 11.24 8.93 7.39 6.22 5.36 4.68 4.15 3.71

15.35 11.37 8.96 7.34 6.17 5.33 4.66 4.14

12.47t 20.40d 15.43 11.34 8.90 7.29 6.17 5.33

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

5.03s 4.61d

5.11s 4.25d 4.18d

5.11s 4.36s 3.89d 3.85d

5.08s 4.37s 3.76s 3.75d 3.74d

5.20s 4.35s 3.89s 3.78s 3.57d

5.93s 4.99s 4.30s 3.75s 3.30s 3.39d 3.45d

7.17s 5.85s 4.95s 4.26s 3.73s 3.30s 3.44d 3.45d 3.17

6.99s 6.12s 5.18s 4.22s 3.71s 3.29s 3.69d 3.38d 3.17

6.89s 5.69s 4.99s 4.18s 3.67s 3.27s 3.41d 3.41d 3.16

6.99s 5.78s 4.77s 4.15s 3.77s 3.27s 3.31d 3.39d 3.14

6.73s 5.72s 5.01s 4.48s 3.64s 3.15t 3.37d 3.42 3.11 2.85

8.48s 6.67s 5.54s 4.73s 4.35s 3.64s 2.64t 3.45d 3.39 3.09 2.84

6.64d 6.36t 5.53s 4.71s 4.08t 2.86t 2.85t 3.69 3.36 3.07 2.82

5.29d 5.52d 4.97t 6.42d 4.07t 3.40t 3.15t 2.91t 3.65 3.33 3.05 2.82

4.97d 5.05d 5.13d 5.42d 5.24t 5.75 3.53t 3.25t 3.13t 3.63 3.31 3.04

5.14d 4.96d 5.00d 5.27d 5.19t 4.56t 4.16t 3.53t 3.82t 3.61 3.30 3.03

5.06d 4.96d 5.17d 5.90t 5.08t 4.99 3.90t 3.97 3.60 3.29 3.03

4.96d 5.28d 6.78 5.84 4.76t 4.42 3.97 3.60 3.29 3.05

6.45d 7.62d 6.79 5.78 5.01 4.44 3.98 3.61 3.31

8.91d 8.31 6.83 5.80 5.03 4.46 3.99 3.63 3.34

11.45d 10.64 8.37 6.87 5.84 5.06 4.48 4.03 3.67

14.59 10.74 8.45 6.95 5.90 5.12 4.54 4.11

8.46t 14.40t 14.83 10.89 8.58 7.07 6.01 5.25

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 2ML

Configuration: Rail +0..50mm Locked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

6

Dn Cant Up Cant Safety Factor: 75%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 135-145°
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Rail-Ability Ltd RACD-10000609

225
235 Stafford, ST16 3HS
135 4
125 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

5.65s 4.97

5.25s 5.06s 4.35

5.09s 5.08 4.42 3.81

5.23s 5.08s 4.42 3.87 3.37

5.48s 5.05s 4.41 3.90 3.41

6.07d 5.81s 5.02s 4.39s 3.90 3.44 3.01

7.40d 6.79 5.75 4.96s 4.36 3.88 3.46 3.03 2.68

7.75s 6.69 5.69 4.94 4.34 3.87 3.46 3.05 2.69

7.28s 6.62s 5.63s 4.90 4.32 3.86 3.46 3.04 2.69

7.86s 6.55 5.58 4.85 4.30 3.84 3.45 3.04 2.69

7.87 6.50 5.56 4.84 4.28 3.84 3.44 3.03 2.68 2.39

8.87s 7.83 6.50 5.54 4.82 4.26 3.82 3.41 3.01 2.67 2.38

9.14d 7.80 6.48 5.53 4.82 4.25 3.78 3.39 2.99 2.65 2.37

6.75d 9.73 7.74 6.38 5.49 4.76 4.21 3.76 3.35 2.96 2.63 2.36

5.63d 8.06d 9.67 7.70 6.38 5.44 4.72 4.17 3.73 3.31 2.92 2.61

7.35d 9.89d 9.66 7.65 6.34 5.40 4.70 4.15 3.71 3.26 2.89 2.59

12.01d 9.57 7.64 6.33 5.37 4.69 4.14 3.65 3.22 2.86 2.57

10.21d 11.69d 9.56 7.58 6.30 5.37 4.68 4.11 3.59 3.17 2.84 2.56

9.53 7.57 6.27 5.35 4.66 4.04 3.54 3.14 2.82

12.14d 12.86 9.54 7.56 6.27 5.35 4.59 3.98 3.51 3.12 2.81

12.92 9.59 7.60 6.30 5.28 4.53 3.95 3.49 3.12

13.09 9.68 7.60 6.23 5.24 4.51 3.93 3.48

12.60t 19.73 13.13 9.63 7.55 6.20 5.22 4.50

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

5.01s 4.65d

5.09s 4.42s 4.15d

5.09s 4.35s 4.00d 3.79

5.23s 4.35s 3.76s 3.64d 3.35

5.05s 4.33s 3.75s 3.53d 3.38

6.06d 5.13s 4.29s 3.74s 3.30s 3.36 2.99

7.11s 6.52s 4.92s 4.25s 3.72s 3.30s 3.33d 2.99 2.67

6.96s 5.74s 4.88s 4.20s 3.70s 3.29s 3.30 2.96 2.67

6.87s 5.66s 4.81s 4.17s 3.67s 3.27s 3.26 2.94 2.65

6.76s 5.60s 5.17s 4.13s 3.66s 3.27s 3.21 2.91 2.64

6.71s 5.55s 4.73s 4.11s 3.65s 3.07t 3.17 2.87 2.62 2.38

8.44s 6.87s 5.68s 4.85s 4.10s 3.74s 2.64t 3.13 2.84 2.59 2.37

6.47d 6.52t 5.84s 4.85s 3.87t 2.98t 2.75t 3.09 2.81 2.57 2.36

5.30d 5.53d 4.94t 5.83 4.22t 3.53t 3.27t 2.91t 3.06 2.79 2.55 2.35

4.97d 4.98d 5.21d 5.40d 4.82t 3.95t 4.07t 3.25t 3.13t 3.03 2.76 2.54

5.17d 4.96d 5.00d 5.19d 5.16t 4.36t 3.85t 3.53t 3.33 3.02 2.75 2.53

5.00d 4.96d 5.18d 5.65 4.80 4.24 3.71 3.32 3.00 2.75 2.53

4.96d 5.36d 5.66 4.81 4.18 3.70 3.31 3.00 2.75 2.55

6.46d 6.93 5.69 4.82 4.19 3.70 3.32 3.01 2.76

8.90 6.97 5.72 4.85 4.22 3.72 3.34 3.03 2.80

11.39d 8.96 7.04 5.78 4.89 4.25 3.76 3.37 3.08

12.34 9.07 7.12 5.85 4.95 4.30 3.81 3.46

8.68t 14.37t 12.53 9.20 7.25 5.96 5.07 4.43

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 2LL

Configuration: Rail +0..50mm Locked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

6

Dn Cant Up Cant Safety Factor: 75%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 125-135°
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Rail-Ability Ltd RACD-10000609

235
245 Stafford, ST16 3HS
125 4
115 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

5.22 4.32

5.22s 4.46 3.75

4.47 3.84 3.26

5.08s 4.48 3.88s 3.33 2.85

5.20s 4.45s 3.87s 3.38 2.90

6.10 5.16 4.42s 3.84 3.41s 2.93 2.53

7.29 6.03s 5.08s 4.38s 3.83 3.40 2.95 2.55 2.20

7.17s 5.93s 5.03 4.34s 3.81s 3.39 2.96 2.56 2.22

7.07s 5.84 4.97s 4.31s 3.78 3.38 2.96 2.56 2.22

6.96 5.75 4.92s 4.27s 3.76 3.36 2.96 2.56 2.22

6.91s 5.71 4.85 4.19 3.74 3.36 2.94 2.54 2.22 1.93

8.64s 6.84s 5.70s 4.84 4.21 3.75 3.32 2.91 2.51 2.20 1.93

6.44d 8.51 6.73 5.66 4.86t 4.21 3.70 3.27 2.86 2.49 2.18 1.91

6.77d 8.37 6.72 5.59 4.77t 4.14 3.65 3.24 2.82 2.45 2.15 1.90

6.15d 8.08d 8.33 6.64 5.50 4.67 4.08 3.60 3.21 2.77 2.42 2.13

7.36d 9.90d 8.26 6.61 5.47 4.64 4.05 3.57 3.13 2.72 2.38 2.10

10.95 8.13 6.50 5.40 4.62 4.02 3.54 3.07 2.67 2.34 2.08

10.23d 11.71d 8.11 6.47 5.36 4.57 3.97 3.48 3.00 2.63 2.31 2.06

8.11 6.42 5.32 4.54 3.95 3.39 2.94 2.58 2.29

12.15t 8.12 6.43 5.32 4.55 3.86 3.33 2.90 2.56 2.28

16.99 11.06 8.17 6.47 5.36 4.47 3.79 3.29 2.88 2.55

11.22 8.28 6.49 5.29 4.41 3.76 3.26 2.87

12.64t 17.14 11.28 8.23 6.42 5.24 4.39 3.76

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.97d 4.30

5.07s 4.25d 3.72

4.34s 3.80 3.24

5.08s 4.33s 3.75s 3.28 2.83

5.02s 4.31s 3.77s 3.28 2.86

5.92s 4.97s 4.36 3.74 3.24 2.86 2.50

7.14s 5.83s 4.96 4.23 3.66 3.20 2.82 2.50 2.20

6.95s 5.69 4.81 4.11 3.58 3.14 2.77 2.47 2.20

6.99 5.50 4.60 3.99 3.48 3.06 2.72 2.43 2.18

6.74s 5.42 4.42 3.86 3.38 3.00 2.68 2.40 2.16

6.68 5.30 4.27 3.72 3.29 2.92 2.62 2.36 2.13 1.93

8.39s 6.45 5.13 4.15 3.61 3.20 2.64t 2.56 2.32 2.10 1.91

6.44d 6.49d 6.23 4.94 4.05 3.52 2.98t 2.76t 2.53 2.29 2.08 1.90

5.30d 5.54d 4.93t 4.31t 3.61t 3.45 3.03t 2.76 2.48 2.25 2.06 1.89

4.97d 4.98d 5.13d 5.41d 4.60t 3.90 3.41 3.03 2.71 2.45 2.23 2.04

5.13d 4.96d 5.07d 5.19d 4.60 3.88 3.38 3.00 2.70 2.43 2.22 2.03

5.00d 4.96d 5.10d 4.59 3.88 3.39 2.99 2.67 2.42 2.21 2.04

5.02d 5.43d 4.60 3.89 3.40 2.98 2.68 2.42 2.21 2.05

6.97d 5.69 4.67 3.94 3.39 2.99 2.68 2.43 2.23

7.38 5.74 4.69 3.95 3.42 3.02 2.70 2.46 2.28

10.25 7.47 5.82 4.74 4.00 3.46 3.06 2.75 2.51

10.40 7.58 5.91 4.83 4.08 3.53 3.12 2.85

8.68t 14.45t 10.62 7.76 6.07 4.98 4.21 3.69

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 2KL

Configuration: Rail +0..50mm Locked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

6

Dn Cant Up Cant Safety Factor: 90%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 115-125°
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Rail-Ability Ltd RACD-10000609

245
255 Stafford, ST16 3HS
115 4
105 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.90 4.03

4.97 4.17 3.50

4.96 4.22 3.59 3.04

4.94 4.20 3.65 3.11 2.65

4.92 4.21 3.64 3.16 2.70

5.77 4.84 4.16 3.63 3.19 2.73 2.34

6.86 5.67 4.78 4.12 3.61 3.19 2.75 2.37

6.73 5.56 4.73 4.08 3.58 3.18 2.76 2.38 2.05

6.67 5.50 4.65 4.02 3.55 3.17 2.77 2.38 2.06

6.54 5.41 4.62 3.99 3.54 3.16 2.75 2.37 2.05

6.45 5.39 4.56 3.95 3.52 3.15 2.73 2.36 2.04 1.78

8.14 6.38 5.36 4.57 3.94 3.52 3.10 2.70 2.34 2.03 1.77

6.45d 7.96 6.33 5.35 4.56 3.96 3.46 3.07 2.67 2.31 2.00 1.76

6.86d 7.91 6.30 5.26 4.48 3.89 3.42 3.02 2.63 2.28 1.98 1.74

6.15d 8.16d 7.85 6.23 5.16 4.25 3.82 3.38 2.99 2.58 2.24 1.96

7.36d 9.92d 7.70 6.17 5.11 4.34 3.80 3.33 2.92 2.52 2.20 1.93

10.21 7.54 6.05 5.05 4.28 3.68 3.29 2.86 2.47 2.16 1.91

10.27d 11.68d 7.53 6.02 4.98 4.22 3.70 3.23 2.78 2.42 2.13 1.90

7.54 5.98 4.96 4.23 3.68 3.15 2.73 2.38 2.11

7.53 5.99 4.96 4.24 3.59 3.08 2.68 2.35 2.10

15.81 10.31 7.61 6.03 4.99 4.15 3.52 3.04 2.66 2.35

10.47 7.74 6.03 4.91 4.09 3.48 3.02 2.66

12.51t 16.10 10.49 7.68 5.98 4.86 4.07 3.48

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.84d 4.01

4.95 4.13 3.47

4.96 4.17 3.54 3.02

4.93 4.14 3.55 3.06 2.63

4.86 4.12 3.53 3.05 2.65

5.74 4.76 4.04 3.47 3.03 2.65 2.32

6.84 5.54 4.62 3.94 3.40 2.97 2.62 2.31

6.67 5.30 4.47 3.84 3.32 2.92 2.58 2.29 2.03

6.56 5.14 4.30 3.70 3.23 2.85 2.53 2.26 2.02

6.39 5.01 4.12 3.57 3.14 2.78 2.47 2.21 1.99

6.17 4.88 3.96 3.46 3.04 2.71 2.43 2.18 1.97 1.77

7.97 5.99 4.72 3.84 3.37 2.96 2.64t 2.37 2.14 1.94 1.76

6.45d 6.62d 5.75 4.56 3.75 3.25 2.89 2.59 2.33 2.11 1.91 1.74

5.31d 5.63d 5.57 4.30t 3.61t 3.20 2.83 2.54 2.28 2.08 1.89 1.73

5.02d 4.98d 5.14d 5.39 4.31 3.59 3.14 2.82 2.50 2.25 2.05 1.87

5.13d 4.96d 5.07d 5.20d 4.24 3.57 3.13 2.79 2.47 2.23 2.03 1.86

5.00d 4.96d 5.10d 4.22 3.58 3.10 2.74 2.47 2.22 2.03 1.87

5.08d 5.21 4.25 3.58 3.11 2.75 2.45 2.22 2.03 1.89

6.66d 5.25 4.29 3.62 3.12 2.76 2.47 2.23 2.05

6.82 5.30 4.32 3.65 3.15 2.78 2.49 2.26 2.10

9.51 6.91 5.38 4.37 3.69 3.19 2.82 2.53 2.31

9.65 7.03 5.49 4.46 3.76 3.25 2.88 2.65

8.52t 14.40t 9.89 7.19 5.64 4.61 3.90 3.42

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 2JL

Configuration: Rail +0..50mm Locked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

6

Dn Cant Up Cant Safety Factor: 90%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 105-115°
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Rail-Ability Ltd RACD-10000609

255
265 Stafford, ST16 3HS
105 4

95 356
10

350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.40 3.59

4.47 3.74 3.12

4.48 3.79 3.21 2.70

4.45 3.78 3.26 2.76 2.33

4.40 3.75 3.27 2.81 2.38

5.17 4.36 3.74 3.25 2.84 2.42 2.06

6.24 5.08 4.30 3.70 3.23 2.85 2.44 2.08 1.77

6.07 5.01 4.24 3.65 3.20 2.83 2.45 2.09 1.79

5.95 4.88 4.18 3.61 3.17 2.83 2.44 2.09 1.79

5.86 4.84 4.13 3.48 3.16 2.82 2.44 2.09 1.79

5.77 4.78 4.06 3.54 3.14 2.82 2.42 2.06 1.78 1.53

7.27 5.67 4.77 4.07 3.53 3.10 2.79 2.39 2.05 1.76 1.52

6.46d 7.18t 5.64 4.77 4.07 3.53 3.09t 2.74 2.36 2.01 1.74 1.51

6.87d 7.04 5.68 4.73 3.97 3.48 3.07 2.70 2.31 1.99 1.72 1.50

6.09d 8.16d 6.88 5.58 4.63 3.71 3.44 3.01 2.64 2.27 1.95 1.69

7.36d 9.11 6.83 5.47 4.56 3.85 3.37 2.95 2.58 2.21 1.91 1.67

9.06 6.75 5.39 4.47 3.80 3.30 2.91 2.50 2.16 1.88 1.64

10.27d 11.68d 6.65 5.32 4.40 3.74 3.27 2.85 2.44 2.11 1.84 1.63

6.65 5.30 4.39 3.74 3.25 2.77 2.39 2.07 1.82

6.68 5.30 4.38 3.74 3.16 2.70 2.34 2.05 1.82

14.05 9.12 6.73 5.33 4.41 3.65 3.09 2.66 2.31 2.04

9.28 6.85 5.33 4.33 3.60 3.06 2.64 2.31

12.51t 14.51 9.29 6.80 5.28 4.30 3.58 3.05

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.34 3.58

4.47 3.70 3.10

4.48 3.75 3.16 2.68

4.42 3.72 3.16 2.72 2.32

4.36 3.67 3.15 2.71 2.35

5.17 4.27 3.62 3.09 2.69 2.34 2.03

6.15 4.96 4.13 3.52 3.03 2.63 2.31 2.03 1.77

5.95 4.74 3.98 3.39 2.95 2.57 2.27 2.01 1.77

5.87 4.57 3.80 3.27 2.85 2.51 2.22 1.97 1.75

5.71 4.44 3.63 3.14 2.77 2.43 2.16 1.93 1.73

5.49 4.31 3.53 3.03 2.67 2.37 2.11 1.89 1.70 1.53

7.11 5.31 4.15 3.35 2.93 2.59 2.29 2.06 1.85 1.67 1.51

6.46d 6.50d 5.07 4.01 3.26 2.82 2.50 2.24 2.01 1.82 1.65 1.50

5.39d 5.52d 4.86 3.85 3.15 2.75 2.47 2.19 1.97 1.79 1.63 1.49

5.02d 4.98d 5.14d 4.70 3.74 3.10 2.73 2.43 2.17 1.94 1.76 1.61

5.13d 4.96d 5.07d 4.60 3.66 3.08 2.69 2.40 2.12 1.92 1.75 1.60

5.00d 4.96d 4.53 3.64 3.09 2.67 2.36 2.12 1.91 1.74 1.60

5.08d 4.52 3.68 3.18 2.68 2.37 2.11 1.91 1.75 1.62

5.94 4.56 3.71 3.13 2.69 2.38 2.12 1.92 1.76

5.97 4.61 3.74 3.15 2.73 2.40 2.15 1.95 1.81

8.35 6.04 4.68 3.80 3.19 2.76 2.43 2.18 2.00

8.49 6.16 4.79 3.89 3.28 2.83 2.50 2.31

8.56t 13.64 8.74 6.33 4.94 4.04 3.41 3.00

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 2IL

Configuration: Rail +0..50mm Locked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

6

Dn Cant Up Cant Safety Factor: 90%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 95-105°
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Minimum Loads (t)
(m)

7.5
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0.5
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Rail-Ability Ltd RACD-10000609

265
275 Stafford, ST16 3HS

95 4
85 356
10

350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.22 3.44

3.59 2.98

4.30 3.64 3.07 2.57

4.28 3.62 3.12 2.64 2.22

4.22 3.60 3.13 2.69 2.27

4.97 4.18 3.59 3.12 2.72 2.31 1.95

5.99 4.88 4.13 3.54 3.09 2.72 2.33 1.98 1.67

5.83 4.81 4.06 3.49 3.07 2.71 2.34 1.99 1.69

5.70 4.67 4.01 3.46 3.03 2.70 2.33 1.99 1.70

5.61 4.63 3.96 3.33 3.02 2.70 2.32 1.98 1.69

5.52 4.58 3.90 3.40 2.99 2.70 2.30 1.96 1.69 1.44

6.96 5.42 4.57 3.86 3.37 2.97 2.66 2.28 1.95 1.67 1.44

6.46d 6.93t 5.39 4.57 3.90 3.38 2.99 2.62 2.25 1.91 1.65 1.42

6.87d 6.83 5.46t 4.54 3.88 3.34 2.93 2.58 2.20 1.89 1.63 1.41

6.09d 8.16d 6.54 5.33 4.46 3.53 3.29 2.87 2.52 2.15 1.85 1.60

7.36d 8.69 6.52 5.21 4.35 3.68 3.20 2.81 2.45 2.10 1.81 1.57

8.64 6.44 5.14 4.27 3.62 3.15 2.77 2.38 2.05 1.78 1.55

10.27d 11.68d 6.32 5.07 4.20 3.57 3.12 2.71 2.32 2.00 1.74 1.54

6.36 5.05 4.18 3.56 3.10 2.63 2.26 1.96 1.72

12.15t 6.37 5.06 4.17 3.57 3.01 2.57 2.22 1.94 1.71

13.50 8.74 6.42 5.07 4.20 3.48 2.94 2.52 2.19 1.93

8.86 6.54 5.11 4.12 3.43 2.90 2.50 2.19

12.47t 13.88 8.95 6.49 5.06 4.10 3.41 2.90

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.17 3.43

3.55 2.96

4.30 3.57 3.03 2.56

4.24 3.56 3.03 2.59 2.21

4.18 3.52 3.02 2.59 2.23

4.97 4.10 3.46 2.96 2.57 2.23 1.93

5.91 4.76 3.95 3.36 2.89 2.51 2.20 1.92 1.67

5.70 4.53 3.81 3.24 2.81 2.45 2.16 1.91 1.67

5.60 4.37 3.62 3.11 2.71 2.39 2.11 1.87 1.66

5.46 4.24 3.45 2.98 2.62 2.31 2.05 1.83 1.63

5.25 4.10 3.35 2.88 2.53 2.25 2.00 1.79 1.61 1.44

6.80 5.06 3.94 3.18 2.77 2.45 2.17 1.95 1.75 1.58 1.42

6.46d 6.41 4.82 3.80 3.06 2.66 2.36 2.12 1.90 1.72 1.55 1.41

5.39d 5.52d 4.61 3.65 2.97 2.60 2.34 2.06 1.86 1.69 1.53 1.40

5.02d 4.98d 5.14d 4.45 3.54 2.92 2.57 2.29 2.04 1.83 1.66 1.52

5.13d 4.96d 5.00d 4.35 3.46 2.90 2.54 2.26 2.00 1.81 1.65 1.51

5.00d 4.96d 4.29 3.44 2.91 2.52 2.23 2.00 1.80 1.64 1.51

5.15d 4.28 3.48 3.01 2.52 2.23 1.99 1.80 1.64 1.53

5.63 4.31 3.50 2.95 2.54 2.24 2.00 1.81 1.66

5.66 4.37 3.54 2.98 2.57 2.26 2.02 1.83 1.71

7.95 5.74 4.44 3.59 3.02 2.61 2.30 2.06 1.89

8.08 5.86 4.54 3.69 3.10 2.68 2.36 2.18

8.65t 13.05 8.33 6.03 4.70 3.83 3.24 2.85

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 2HL

Configuration: Rail +0..50mm Locked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

6

Dn Cant Up Cant Safety Factor: 90%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 85-95°
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Minimum Loads (t)
(m)
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Rail-Ability Ltd RACD-10000609

275
295 Stafford, ST16 3HS

85 4
65 356
20

340 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.19 3.42

4.26 3.56 2.95

4.26 3.61 3.05 2.55

4.23 3.58 3.10 2.62 2.20

4.21 3.56 3.10 2.66 2.25

4.93 4.14 3.55 3.09 2.70 2.28 1.93

5.93 4.84 4.08 3.51 3.06 2.70 2.31 1.96

5.74 4.75 4.03 3.46 3.04 2.69 2.31 1.97 1.67

5.65 4.62 3.96 3.42 3.00 2.68 2.32 1.97 1.68

5.56 4.59 3.92 3.37 2.99 2.67 2.30 1.96 1.67

5.47 4.57 3.85 3.36 2.98 2.68 2.28 1.95 1.67 1.43

6.90 5.37 4.53 3.86 3.34 2.98 2.64t 2.26 1.93 1.65 1.42

6.45d 6.89 5.35 4.53 3.86 3.35 2.96 2.59 2.22 1.90 1.63 1.41

6.86d 6.77 5.40 4.51t 3.83 3.30 2.91 2.55 2.18 1.87 1.61 1.39

6.09d 8.16d 6.51 5.28 4.43 3.52 3.26 2.84 2.49 2.13 1.83 1.58

7.36d 8.62 6.47 5.18 4.29 3.64 3.19 2.78 2.43 2.08 1.79 1.56

8.57 6.39 5.09 4.23 3.58 3.11 2.75 2.36 2.03 1.75 1.53

10.27d 11.68d 6.29 5.03 4.16 3.53 3.09 2.68 2.29 1.98 1.72 1.52

6.30 5.01 4.14 3.53 3.07 2.61 2.24 1.94 1.70

6.32 5.00 4.14 3.53 2.98 2.54 2.19 1.92 1.70

13.43 8.64 6.38 5.05 4.17 3.45 2.91 2.50 2.17 1.91

8.81 6.50 5.04 4.09 3.40 2.88 2.48 2.17

12.37t 13.84 8.83 6.45 5.00 4.05 3.37 2.87

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.13 3.40

4.25 3.52 2.93

4.26 3.56 2.99 2.53

4.22 3.53 3.01 2.57 2.19

4.14 3.50 2.99 2.56 2.21

4.92 4.05 3.42 2.93 2.54 2.21 1.91

5.85 4.73 3.92 3.32 2.86 2.48 2.17 1.90

5.65 4.49 3.77 3.21 2.78 2.43 2.13 1.88 1.65

5.57 4.33 3.58 3.09 2.68 2.36 2.08 1.85 1.64

5.41 4.19 3.42 2.96 2.60 2.29 2.03 1.81 1.61

5.19 4.06 3.33 2.85 2.50 2.22 1.98 1.77 1.59 1.42

6.74 5.01 3.90 3.14 2.76 2.43 2.15 1.93 1.73 1.56 1.41

6.45d 6.41 4.77 3.76 3.05 2.63 2.34 2.10 1.88 1.70 1.53 1.40

5.39d 5.52d 4.59 3.61 2.94 2.59 2.32 2.04 1.84 1.67 1.51 1.39

5.03d 4.98d 5.14d 4.41 3.50 2.89 2.53 2.27 2.01 1.81 1.64 1.50

5.13d 4.96d 5.07d 4.30 3.42 2.87 2.55 2.24 1.98 1.79 1.63 1.49

5.00d 4.96d 4.24 3.40 2.88 2.49 2.20 1.98 1.78 1.62 1.49

5.08d 4.24 3.43 2.98 2.50 2.21 1.96 1.78 1.62 1.51

5.58 4.27 3.47 2.92 2.51 2.21 1.98 1.79 1.64

5.60 4.33 3.50 2.95 2.54 2.24 2.00 1.81 1.69

7.88 5.68 4.40 3.56 2.99 2.58 2.27 2.04 1.87

8.03 5.82 4.50 3.65 3.06 2.64 2.33 2.16

8.62t 12.97 8.28 5.98 4.66 3.79 3.21 2.81

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 2GL

Configuration: Rail +0..50mm Locked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

6

Dn Cant Up Cant Safety Factor: 90%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 65-85°
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Rail-Ability Ltd RACD-10000609

295
305 Stafford, ST16 3HS

65 4
55 356
10

350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.38 3.60

4.44 3.73 3.11

4.44 3.78 3.20 2.69

4.45 3.78 3.25 2.75 2.33

4.39 3.75 3.25 2.80 2.38

5.19 4.35 3.71 3.23 2.83 2.41 2.05

6.14 5.10 4.27 3.67 3.20 2.84 2.43 2.07 1.76

6.05 4.90 4.22 3.64 3.18 2.82 2.44 2.08 1.78

5.94 4.92 4.06 3.59 3.16 2.82 2.44 2.09 1.78

5.85 4.80 4.12 3.57 3.14 2.81 2.44 2.07 1.78

5.76 4.79 4.08 3.49 3.13 2.81 2.42 2.06 1.77 1.53

7.24 5.69 4.72 4.06 3.50 3.13 2.77 2.39 2.04 1.75 1.52

6.44d 7.21 5.61 4.70 4.02 3.52 3.10 2.75 2.34 2.01 1.74 1.51

6.85d 7.08 5.69 4.71 3.99 3.48 3.04 2.69 2.30 1.98 1.72 1.49

6.15d 8.15d 6.88 5.56 4.63 3.95 3.43 2.99 2.64 2.25 1.94 1.68

7.36d 9.10 6.82 5.46 4.52 3.82 3.36 2.93 2.56 2.20 1.90 1.66

9.03 6.66 5.35 4.46 3.76 3.26 2.89 2.50 2.15 1.87 1.64

11.66d 6.65 5.31 4.40 3.75 3.25 2.85 2.43 2.11 1.84 1.63

11.44t 6.67 5.27 4.36 3.72 3.24 2.76 2.37 2.06 1.82

9.08 6.67 5.29 4.38 3.73 3.16 2.69 2.33 2.04 1.81

9.16 6.75 5.34 4.41 3.65 3.09 2.65 2.30 2.03

9.33 6.88 5.34 4.33 3.59 3.04 2.63 2.31

12.28t 14.67 9.36 6.81 5.29 4.28 3.57 3.04

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.33 3.57

4.43 3.69 3.08

4.44 3.73 3.15 2.67

4.41 3.71 3.16 2.71 2.31

4.35 3.68 3.13 2.71 2.34

5.13 4.27 3.59 3.10 2.66 2.32 2.02

6.10 4.99 4.14 3.50 3.02 2.63 2.31 2.02 1.76

5.97 4.74 3.99 3.39 2.93 2.56 2.25 1.99 1.76

5.83 4.54 3.78 3.26 2.84 2.49 2.20 1.96 1.74

5.67 4.44 3.62 3.14 2.74 2.43 2.16 1.92 1.72

5.50 4.30 3.45 3.00 2.65 2.35 2.10 1.89 1.69 1.52

7.07 5.28 4.12 3.33 2.94 2.56 2.28 2.05 1.85 1.67 1.51

6.44d 6.49d 5.04 3.97 3.23 2.80 2.49 2.24 2.01 1.81 1.64 1.49

5.30d 5.63d 4.86 3.85 3.14 2.74 2.43 2.19 1.96 1.78 1.62 1.48

5.03d 4.98d 5.13d 4.68 3.72 3.09 2.70 2.39 2.14 1.93 1.76 1.60

5.13d 4.96d 5.07d 4.58 3.65 3.07 2.67 2.36 2.13 1.91 1.74 1.59

5.00d 4.96d 4.52 3.63 3.08 2.66 2.35 2.10 1.91 1.73 1.60

5.08d 4.51 3.66 3.08 2.68 2.35 2.10 1.90 1.74 1.61

5.95 4.55 3.71 3.12 2.68 2.36 2.12 1.91 1.76

5.96 4.60 3.74 3.14 2.71 2.39 2.13 1.94 1.80

8.37 6.04 4.68 3.79 3.18 2.75 2.43 2.18 1.99

8.52 6.16 4.78 3.88 3.26 2.81 2.49 2.29

8.55t 13.81 8.77 6.34 4.93 4.02 3.40 2.98

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 2FL

Configuration: Rail +0..50mm Locked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

6

Dn Cant Up Cant Safety Factor: 90%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 55-65°
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Rail-Ability Ltd RACD-10000609

305
315 Stafford, ST16 3HS

55 4
45 356
10

350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.82 3.98

4.90 4.12 3.45

4.90 4.16 3.54 3.00

4.88 4.13 3.59 3.06 2.61

4.82 4.12 3.59 3.11 2.66

5.68 4.78 4.11 3.58 3.15 2.69 2.31

6.83 5.60 4.73 4.07 3.55 3.14 2.71 2.33 1.99

6.67 5.51 4.65 4.02 3.53 3.13 2.72 2.34 2.01

6.53 5.43 4.60 3.99 3.49 3.11 2.72 2.34 2.02

6.45 5.34 4.51 3.95 3.47 3.11 2.71 2.33 2.02

6.39 5.30 4.51 3.93 3.46 3.10 2.69 2.31 2.01 1.75

8.01 6.33 5.25 4.48 3.91 3.46 3.06 2.66 2.30 1.99 1.73

6.43d 7.94 6.18 5.23 4.47 3.88 3.43 3.03 2.63 2.26 1.97 1.72

6.75d 7.79 6.19t 5.13 4.43 3.82 3.37 2.99 2.59 2.24 1.95 1.71

6.09d 8.06d 7.69 6.15 5.06 4.36 3.76 3.33 2.94 2.54 2.20 1.92

7.35d 9.89d 7.60 6.08 5.03 4.32 3.74 3.29 2.88 2.48 2.16 1.90

10.09 7.48 5.97 4.96 4.25 3.69 3.24 2.81 2.43 2.13 1.88

11.69d 7.46 5.95 4.92 4.19 3.65 3.19 2.74 2.38 2.10 1.86

11.37d 7.45 5.91 4.89 4.11 3.62 3.10 2.68 2.34 2.07

10.16 7.48 5.91 4.69 4.18 3.54 3.04 2.64 2.32 2.07

12.72d 10.24 7.54 5.96 4.92 4.09 3.48 2.99 2.61 2.31

10.41 7.66 5.98 4.83 4.04 3.43 2.97 2.62

12.20t 16.12 10.49 7.61 5.92 4.80 4.01 3.43

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.79 3.96

4.89 4.08 3.43

4.90 4.11 3.50 2.98

4.86 4.10 3.50 3.02 2.59

4.81 4.05 3.48 3.00 2.62

5.67 4.70 3.99 3.42 2.98 2.61 2.28

6.78 5.47 4.56 3.88 3.35 2.93 2.57 2.28 1.99

6.56 5.23 4.41 3.78 3.27 2.86 2.53 2.25 2.00

6.43 5.06 4.23 3.66 3.18 2.80 2.48 2.22 1.98

6.30 4.96 4.04 3.51 3.09 2.73 2.43 2.18 1.96

6.13 4.81 3.88 3.39 2.99 2.66 2.37 2.14 1.93 1.74

7.83 5.91 4.66 3.80 3.27 2.90 2.59 2.33 2.10 1.90 1.72

6.43d 6.47d 5.69 4.49 3.68 3.21 2.84 2.53 2.28 2.06 1.87 1.71

5.30d 5.53d 4.94t 4.36 3.59 3.12 2.77 2.48 2.24 2.03 1.86 1.70

4.97d 4.98d 5.13d 5.33 4.25 3.52 3.08 2.73 2.45 2.22 2.01 1.84

5.14d 4.96d 5.00d 5.19d 4.18 3.51 3.05 2.70 2.42 2.19 1.99 1.83

5.00d 4.96d 5.10d 4.15 3.51 3.10 2.70 2.41 2.18 1.99 1.83

5.02d 5.15 4.17 3.52 3.08 2.69 2.41 2.18 1.99 1.85

6.73 5.17 4.20 3.54 3.07 2.70 2.42 2.19 2.01

6.75 5.23 4.25 3.58 3.09 2.73 2.44 2.22 2.06

9.43 6.83 5.30 4.31 3.63 3.14 2.76 2.48 2.27

9.59 6.94 5.40 4.40 3.70 3.20 2.83 2.59

8.46t 14.16t 9.83 7.13 5.55 4.54 3.84 3.36

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 2EL

Configuration: Rail +0..50mm Locked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

6

Dn Cant Up Cant Safety Factor: 90%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 45-55°
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Rail-Ability Ltd RACD-10000609

315
325 Stafford, ST16 3HS

45 4
35 356
10

350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

5.38 4.47

5.26s 4.61 3.89

5.11s 4.63 3.97 3.39

5.09s 4.63 4.01 3.45 2.96

5.33s 4.59 4.00s 3.50 3.01

6.11d 5.30 4.56s 3.98s 3.52s 3.04 2.63

7.46d 6.20 5.22s 4.52 3.96 3.51s 3.06 2.65 2.29

7.38 6.09 5.16 4.47 3.93s 3.49 3.07 2.66 2.31

7.25s 6.02 5.06 4.43s 3.90s 3.48s 3.08 2.66 2.32

7.18s 5.96s 5.06s 4.40s 3.88s 3.46s 3.06 2.66 2.31

7.10 5.88 5.03s 4.37 3.86s 3.47s 3.05 2.64 2.31 2.02

8.92s 7.09 5.86 5.01s 4.36s 3.83 3.42 3.02 2.61 2.29 2.01

8.79 6.94 5.87s 5.00 4.35 3.83 3.39 2.98 2.59 2.27 2.00

6.74d 8.71 6.95 5.61 4.92 4.28 3.77 3.35 2.93 2.55 2.24 1.99

5.93d 8.05d 8.67 6.91 5.68 4.88 4.23t 3.73 3.32 2.89 2.52 2.22

7.35d 9.86d 8.60 6.84 5.68 4.83 4.19 3.70 3.27 2.84 2.48 2.19

11.45 8.53 6.79 5.63 4.79 4.16 3.67 3.20 2.78 2.44 2.17

11.67d 8.46 6.72 5.56 4.74 4.13 3.62 3.13 2.74 2.41 2.16

14.21d 11.47 8.47 6.70 5.55 4.72 4.12 3.54 3.07 2.70 2.39

8.47 6.69 5.54 4.73 4.02 3.46 3.02 2.67 2.38

11.57 8.51 6.74 5.58 4.66 3.95 3.42 3.00 2.67

11.80 8.68 6.76 5.49 4.59 3.92 3.41 2.99

12.08t 18.11 11.87 8.63 6.71 5.46 4.57 3.92

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

5.00s 4.44

5.10s 4.28d 3.86

5.11s 4.33s 3.92d 3.36

5.08s 4.46s 3.76s 3.40 2.94

5.03s 4.31s 3.76s 3.39 2.97

5.95s 4.99s 4.41s 3.75s 3.30s 2.96 2.60

7.10s 6.00s 5.08s 4.37s 3.73s 3.30s 2.92 2.60 2.29

7.15s 5.74s 4.86s 4.22s 3.70 3.26 2.88 2.57 2.29

6.85s 5.71 4.78 4.13 3.60 3.19 2.84 2.54 2.27

6.77s 5.58 4.58 3.99 3.52 3.12 2.78 2.50 2.25

6.69s 5.43 4.44 3.88 3.42 3.05 2.73 2.46 2.22 2.01

8.43s 6.67s 5.29 4.34 3.77 3.35 2.74t 2.67 2.42 2.19 2.00

6.45d 6.36t 5.14 4.22 3.67 2.87t 2.86t 2.63 2.39 2.17 1.98

5.29d 5.52d 4.96t 5.01 4.08t 3.41t 3.16t 2.87 2.59 2.35 2.15 1.97

4.97d 4.98d 5.21d 5.42d 4.89 4.07 3.57 3.18 2.83 2.56 2.33 2.13

5.14d 4.96d 5.00d 5.27d 4.82 4.06 3.54 3.16 2.81 2.54 2.32 2.12

5.00d 4.96d 5.17d 4.80 4.06 3.52 3.12 2.80 2.53 2.31 2.13

4.96d 5.35d 4.83 4.10 3.53 3.13 2.79 2.53 2.31 2.14

6.45d 5.96 4.85 4.10 3.56 3.13 2.80 2.54 2.33

7.75 6.01 4.89 4.14 3.58 3.16 2.83 2.57 2.37

10.78 7.82 6.09 4.96 4.18 3.62 3.19 2.86 2.62

10.93 7.95 6.19 5.05 4.25 3.68 3.26 2.97

8.24t 14.05t 11.18 8.13 6.35 5.19 4.39 3.85

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 2DL

Configuration: Rail +0..50mm Locked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

6

Dn Cant Up Cant Safety Factor: 90%
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Rail-Ability Ltd RACD-10000609

325
335 Stafford, ST16 3HS

35 4
25 356
10

350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

5.50s 5.12d

5.12s 5.29s 4.60

5.09s 4.66 4.02

5.11s 5.07s 4.67 4.09 3.54

5.47s 5.28s 4.66 4.11 3.59

6.07d 5.81s 5.28 4.62 4.09 3.62 3.16

7.39d 6.95s 6.09 5.20 4.60 4.08 3.64 3.18 2.79

7.74s 7.06 6.00 5.20 4.57 4.07 3.65 3.19 2.80

7.44s 6.97 5.93 5.15 4.54 4.04 3.65 3.20 2.81

7.55s 6.89 5.87 5.11 4.50 4.02 3.64 3.18 2.80

8.25 6.85 5.84 5.07 4.49 4.03 3.62 3.17 2.79 2.47

8.96s 8.18 6.83 5.81 5.07 4.49 4.02 3.59 3.15 2.78 2.46

9.01t 8.19 6.77 5.79 5.07 4.46 3.98t 3.56 3.12 2.75 2.45

6.64d 9.86t 8.17 6.60 5.78t 5.00 4.42 3.95 3.51 3.08 2.73 2.44

5.69d 7.96d 10.18 8.08 6.71 5.64 4.94 4.37 3.92 3.46 3.05 2.71

7.34d 9.84d 10.14 8.06 6.67 5.62t 4.90 4.35 3.90 3.41 3.01 2.68

11.94d 10.15 8.04 6.65 5.66 4.91 4.33 3.84 3.35 2.97 2.65

10.12 8.03 6.65 5.66 4.92 4.32 3.76 3.31 2.94 2.64

13.69 10.07 7.99 6.60 5.62 4.91 4.23 3.70 3.27 2.92

17.17d 10.11 8.01 6.37 5.64 4.83 4.18 3.67 3.25 2.91

18.09t 13.88 10.18 8.06 6.66 5.57 4.76 4.13 3.64 3.24

13.02t 14.03 10.29 8.07 6.56 5.51 4.73 4.11 3.64

11.93t 19.89t 14.15 10.25 8.02 6.55 5.49 4.71

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

5.03s 4.67d

5.12s 4.21d 4.26d

4.37s 3.99d 3.93d

5.10s 4.34s 3.77s 3.75d 3.52

5.04s 4.32s 3.76s 3.49d 3.55

6.07d 5.01s 4.42s 3.75s 3.30s 3.43d 3.13

7.13s 5.83s 4.93s 4.25s 3.74s 3.30s 3.44d 3.12 2.78

6.99s 5.76s 4.88s 4.35s 3.70s 3.29s 3.30d 3.09 2.78

6.86s 5.66s 4.82s 4.17s 3.69s 3.27s 3.41 3.06 2.76

6.78s 5.60s 5.05s 4.14s 3.66s 3.28s 3.35 3.02 2.74

6.74s 5.56s 4.74s 4.12s 3.65s 3.15t 3.30 2.98 2.71 2.46

8.47s 6.69s 5.53s 4.72s 4.11s 3.75s 2.64t 3.25 2.94 2.68 2.45

6.62d 6.41t 5.53s 4.72s 4.09t 2.87t 2.76t 3.20 2.91 2.66 2.43

5.30d 5.51d 5.24t 6.08 3.78t 3.27t 3.04t 3.02t 3.17 2.88 2.63 2.42

4.97d 5.05d 5.13d 5.40d 4.61t 4.99 3.54t 3.39t 3.13t 3.13 2.85 2.62

5.19d 4.96d 4.99d 5.19d 5.23t 4.94t 3.86t 3.54t 3.44 3.12 2.84 2.61

5.06d 4.96d 5.10d 5.86 4.99 4.26t 3.83 3.43 3.10 2.83 2.61

4.96d 5.35d 5.90 4.98 4.35 3.82 3.43 3.10 2.84 2.63

6.45d 7.27 5.93 5.03 4.35 3.84 3.43 3.11 2.85

8.89d 7.29 5.97 5.05 4.37 3.86 3.46 3.14 2.90

11.42d 9.45 7.38 6.02 5.09 4.41 3.90 3.50 3.19

13.16 9.57 7.48 6.12 5.17 4.48 3.96 3.59

8.11t 13.85t 13.46 9.77 7.65 6.26 5.31 4.63

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 2CL

Configuration: Rail +0..50mm Locked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

6

Dn Cant Up Cant Safety Factor: 90%
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Rail-Ability Ltd RACD-10000609

335
345 Stafford, ST16 3HS

25 4
15 356
10

350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

5.53s 5.09d

5.13s 5.21s 5.37d

5.10s 5.14s 4.88

5.12s 5.08s 5.06s 4.92 4.33

5.37s 5.29s 5.03s 4.90 4.37 3.65d

5.94s 5.84s 5.53s 5.34s 4.88 4.38 3.88

7.53d 6.98s 6.13s 5.87s 5.47 4.87 4.37 3.90 3.45

7.63s 8.01s 7.08s 6.17 5.44 4.82 4.36 3.90 3.46

7.28s 8.24s 7.05 6.11 5.38 4.80 4.35 3.91 3.47

7.38s 8.18 6.97 6.07 5.36 4.80 4.34 3.90 3.46

8.53s 8.12 6.93 6.03 5.34 4.77 4.34 3.88 3.45 3.08

8.95s 9.60s 8.11 6.91 6.02 5.33 4.78 4.31 3.87 3.44 3.08

9.11t 9.81 8.04 6.90 6.01 5.32s 4.77 4.30 3.84 3.41 3.06

6.62d 9.72d 9.74 8.06t 6.87 5.99 5.29 4.74 4.27 3.80 3.39 3.05

5.69d 7.86d 11.08d 9.75 8.06 6.86t 5.95t 5.26 4.70t 4.25 3.77 3.37 3.03

7.33d 9.74d 12.34 9.73 8.04 6.85t 5.93 5.24 4.70 4.19 3.73 3.34

11.90d 12.30 9.72 8.04 6.83 5.94 5.24 4.70 4.13 3.69 3.32

10.18d 12.32 9.76 8.05 6.80t 5.94 5.25 4.62 4.10 3.65 3.30

14.10d 16.67d 12.33 9.77 8.07 6.85 5.96 5.20 4.57 4.06 3.63

12.37 9.75 8.07 6.89 5.91 5.14 4.53 4.03 3.63

16.94 12.39 9.83 8.13 6.81 5.84 5.09 4.49 4.02

17.11 12.57 9.85 8.03 6.77 5.80 5.07 4.50

11.97t 19.82d 17.20 12.52 9.78 8.00 6.74 5.81

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

5.04s 4.72d

5.12s 4.31s 4.26d

4.37s 3.85d 3.86d

5.12s 4.61s 3.77s 3.85d 3.66d

5.06s 4.33s 3.78s 3.70s 3.53d 3.65d

5.94s 5.03s 4.30s 3.76s 3.31s 3.50d 3.52d

7.53d 5.86s 4.94s 4.26s 3.74s 3.31s 3.71d 3.34d 3.44

7.21s 5.80s 5.05s 4.22s 3.70s 3.29s 3.76s 3.30d 3.42d

6.87s 5.70s 4.85s 4.18s 3.79s 3.28s 3.29d 3.33d 3.29d

6.79s 5.62s 4.78s 4.15s 3.67s 3.28s 3.44d 3.43d 3.30d

6.92s 5.56s 4.89s 4.60s 3.87s 3.28s 3.50d 3.36d 3.34d 3.07

8.60d 6.74s 5.71s 4.87s 4.24s 3.64s 2.74t 3.52t 3.43d 3.34 3.06

6.47d 6.47t 6.03s 4.86s 4.00t 2.98t 2.86t 3.58d 3.58d 3.31 3.04

5.39d 5.52d 5.51t 4.53t 3.80t 3.68t 3.27t 2.92t 3.73d 3.59 3.29 3.03

4.98d 4.98d 5.12d 5.39d 4.65t 3.97t 4.10t 3.26t 3.13t 3.92 3.57 3.27 3.03

5.15d 5.02d 5.06d 5.18d 5.51t 4.39t 4.74t 3.55t 3.83t 3.89 3.55 3.26

5.01d 4.96d 5.09d 5.91d 4.91t 4.27t 3.90t 4.28 3.89 3.54 3.27

4.96d 5.48d 6.86t 5.77t 4.79t 4.79t 4.28 3.88 3.55 3.29

6.44d 7.38d 7.42 6.25 5.43 4.79 4.30 3.90 3.57

8.83d 9.06 7.42 6.28 5.45 4.82 4.32 3.92 3.61

11.24d 11.66 9.13 7.48 6.33 5.50 4.86 4.36 3.97

14.85d 11.80 9.23 7.57 6.40 5.56 4.91 4.45

8.26t 13.62t 16.45 11.98 9.40 7.71 6.54 5.71

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 2BL

Configuration: Rail +0..50mm Locked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020
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Dn Cant Up Cant Safety Factor: 90%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 15-25°

0

5.5

5

4.5

4

3.5

3

2.5

2

1.5

1

0.5

6.5

-0.5

-1

-1.5

-2

-2.5

-3

-3.5

Minimum Loads (t)
(m)

7.5

7

0.5

6

5.5

5

4.5

4

3.5

3

2.5

2

1.5

1

-3

-3.5

0

-0.5

-1

-1.5

-2

-2.5

Issue 1

Uncontrolled when printed.

mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk


Rail-Ability Ltd RACD-10000609

345
15 Stafford, ST16 3HS
15 4

345 356
30

330 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.62s 3.45d

3.44s 3.49s 3.60s

3.36s 3.40s 3.43t

3.44s 3.41s 3.39s 3.37s 3.19t

3.61s 3.39s 3.32s 3.27s 3.22t 2.49d

4.07d 3.84s 3.72s 3.59s 3.41t 3.22t 3.06t

5.03d 4.60s 4.25s 3.88s 3.75s 3.47t 3.24s 3.09t 2.53d

5.00s 5.29s 4.68s 4.27s 3.89t 3.56t 3.30t 3.11t 2.93d

4.79s 5.58s 5.22t 4.53t 4.02t 3.65t 3.36t 3.14t 2.99t

5.07s 5.69s 5.67t 4.80t 4.20t 3.77t 3.45t 3.20t 3.04t

5.70s 6.09s 5.91s 5.13t 4.40t 3.91t 3.54t 3.27t 3.09t 2.79t

5.90s 6.39s 6.60s 6.53s 5.49t 4.63t 4.06t 3.66t 3.36t 3.15t 2.86t

6.11d 6.81s 6.88s 6.76d 5.88t 4.88t 4.23t 3.78t 3.45t 3.22t 2.91d

4.36d 6.48d 7.49d 7.30s 6.94s 6.26t 5.13t 4.41t 3.91t 3.56t 3.31t 2.93t

3.52d 5.21d 7.35t 8.21s 7.76s 7.23s 6.42s 5.38t 4.60t 4.05t 3.67t 3.41t 2.49d

4.88d 6.46d 8.50d 9.00s 8.22s 7.40s 6.48s 5.63t 4.79t 4.20t 3.79t 3.49t

7.86d 10.11t 9.75s 8.64s 7.50s 6.51s 5.76s 4.98t 4.36t 3.92t 3.52t

6.83d 9.61d 12.04s 10.33s 8.84s 7.50s 6.55s 5.79s 5.17t 4.52t 4.07t 3.43t

7.41t 13.10s 10.81d 8.92s 7.57s 6.58s 5.83s 5.23s 4.69t 4.11t

7.87t 13.76s 10.91s 8.98s 7.63s 6.64s 5.90s 5.29s 4.65s 3.82s

18.40d 14.00s 11.02s 9.08s 7.76s 6.76s 5.90s 5.09d 4.18s

19.37s 14.25s 11.21s 9.17s 7.72s 6.53s 5.49s 4.44s

7.92t 13.10t 18.48s 13.58s 10.62s 8.60s 7.02s 5.72s

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.39s 3.16d

3.43s 2.90s 2.88d

2.93s 2.74s 2.58d

3.43s 2.94s 2.53s 2.44d 2.48d

3.40s 3.00s 2.54s 2.42d 2.34d 2.37d

3.99s 3.46s 2.98s 2.52s 2.22s 2.32d 2.31d

4.80s 3.94s 3.32s 2.86s 2.51s 2.22s 2.23d 2.31d 2.26d

4.72s 4.21s 3.48s 2.83s 2.48s 2.21s 2.26d 2.31d 2.24d

4.63s 3.81s 3.69s 2.81s 2.54s 2.20s 2.21d 2.28d 2.26d

4.70s 3.77s 3.22s 2.79s 2.46s 2.19s 2.51t 2.25d 2.27d

4.52s 3.74s 3.18s 2.85s 2.44s 2.20s 2.29d 2.31d 2.26d 2.29d

5.76d 4.77s 3.73s 3.17s 2.76s 2.45s 1.77t 2.31d 2.39d 2.27d 2.29d

4.32d 4.55d 3.84s 3.17s 2.82t 2.08t 1.85t 2.41t 2.37d 2.42d 2.30d

3.55d 3.69d 3.89t 4.28d 2.84t 2.29t 2.04t 1.95t 2.61d 2.52d 2.49d 2.37d

3.34d 3.33d 3.48d 3.62d 3.41t 4.55d 2.38t 2.27t 2.10t 2.75d 2.63d 2.57d 2.46d

3.46d 3.33d 3.34d 3.52d 3.52t 3.21t 2.59t 2.37t 2.50t 2.92d 2.68d 2.55d

3.36d 3.32d 3.46d 3.89d 3.70t 2.86t 2.62t 3.13d 2.97d 2.88d 2.62d

3.37d 3.41d 3.53d 4.60t 3.72t 3.21t 3.21t 3.39d 3.25d 2.92d 2.76d

4.66d 4.89d 5.61t 4.25t 3.66t 4.19d 3.67d 3.48d 3.10d

6.03d 6.57d 6.32t 4.99t 5.32t 4.78d 3.91d 3.51d 3.15d

7.51d 7.89d 8.83s 7.23s 6.44s 5.74s 4.80d 4.30d 3.69d

9.91d 10.75d 8.78s 7.29s 6.13s 5.33s 4.76s 4.25s

5.46t 9.07t 13.73d 11.29s 8.88s 7.35s 6.22s 5.42s

RTE019 through to RTE021
Locked 01/06/2020

2aLT

Rail-Ability Ltd, Tollgate Drive

Tel: 01785 214747
mail@railability.co.uk

Rated Lift Capacity Chart

Machine type:
Configuration:

Equipment:

Fleet Number:

RA310
Rail +0..50mm Locked Tandem
1.9 + 3.4 + 2.1

Floating Axle:

7.5

7

6.5

6

Maximum Loads (t)
(m)

Safety Factor: 58% (67% of 87%)
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Sector: 345-15°

Dn Cant Up Cant
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Rail-Ability Ltd RACD-10000609

15
25 Stafford, ST16 3HS

345 4
335 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.45s 3.63d

3.37s 3.47s

3.15s 3.32s 3.32

3.29s 3.24s 3.30s 2.93

3.44s 3.34s 3.36s 3.21s 2.96 2.60

3.60s 3.61s 3.50s 3.30 2.96 2.63

4.86s 4.53s 4.16s 3.85s 3.64s 3.28s 2.95 2.64 2.34

4.79s 5.19s 4.60s 4.16s 3.66 3.27 2.94 2.65 2.35

5.35s 4.76 4.14 3.64 3.25 2.93 2.65 2.35

4.78s 5.52s 4.72 4.10 3.62s 3.23 2.92 2.64 2.35 2.09

5.45s 5.51 4.69 4.08 3.61 3.22s 2.92 2.63 2.34 2.09

5.77d 6.20d 5.50 4.68 4.07 3.59 3.22 2.93 2.62 2.33 2.08

5.98d 6.68 5.43 4.68 4.06 3.59 3.23 2.90 2.60 2.32 2.07

4.08d 6.44t 6.70 5.46 4.69 4.08 3.58 3.21 2.89 2.58 2.30 2.06

3.45d 5.08d 7.23d 6.66 5.47 4.62 4.05 3.56 3.19 2.88 2.55 2.28 2.05

6.29d 8.42 6.66 5.46 4.64 4.02 3.56 3.18 2.85 2.53 2.26

7.71d 8.50 6.68 5.47 4.61 4.02 3.55 3.18 2.81 2.50 2.25

8.47 6.68 5.47 4.60 4.02 3.56 3.14 2.77 2.48 2.23

7.27t 8.47 6.67 5.50 4.59 4.05 3.54 3.10 2.75 2.46

8.49 6.66 5.48 4.68 4.02 3.48 3.06 2.73 2.45

8.24t 11.48t 11.74 8.52 6.72 5.54 4.64 3.97 3.45 3.05 2.72

11.89 8.62 6.74 5.47 4.60 3.94 3.44 3.05

7.93t 12.76d 11.94 8.62 6.72 5.46 4.58 3.94

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.44s 3.15d

2.94s 2.82d

2.97s 2.54s 2.63d

3.04s 2.56s 2.46d 2.45d

3.43s 2.94s 2.78s 2.30s 2.39d 2.45d

3.50s 2.92s 2.54s 2.24s 2.30d 2.33d

4.86s 3.98s 3.45s 2.88s 2.59s 2.23s 2.23d 2.24d 2.33

4.76s 4.14s 3.31s 2.85s 2.51s 2.23s 2.29d 2.21d 2.22d

3.85s 3.72s 2.92s 2.56s 2.21s 2.34s 2.21d 2.23d

4.61s 3.81s 3.52s 2.80s 2.55s 2.20s 2.38d 2.30d 2.24d 2.09

4.58s 3.77s 3.40s 2.78s 2.46s 2.20s 2.40t 2.36d 2.24d 2.08

5.77d 4.70s 3.87s 3.19s 2.78s 2.45s 1.96t 2.28t 2.39d 2.26 2.07

4.33d 4.50d 3.75s 3.20s 2.78s 2.36t 1.85t 2.37t 2.45 2.24 2.06

3.53d 3.68d 3.90d 4.25d 2.78t 2.49t 2.13t 2.03t 2.57t 2.43 2.22 2.05

3.34d 3.33d 3.42d 3.65d 3.15t 2.69t 2.50t 2.20t 2.10t 2.64 2.41 2.21 2.04

3.33d 3.38d 3.45d 3.80d 3.12t 2.62t 2.48t 2.43t 2.63 2.40 2.21

3.37d 3.36d 3.40d 3.77d 3.33t 3.63t 2.64t 2.90 2.63 2.40 2.21

3.04d 3.38d 4.69t 3.93t 3.23t 3.06t 2.90 2.63 2.40 2.21

4.09d 4.80d 5.03 4.27 3.69 3.25 2.90 2.63 2.41

5.73d 6.19 5.06 4.27 3.70 3.26 2.92 2.65 2.43

7.31d 7.67d 6.26 5.10 4.30 3.73 3.29 2.95 2.68

9.71d 8.11 6.32 5.15 4.35 3.77 3.33 2.99

5.21t 8.49t 11.40 8.22 6.42 5.25 4.44 3.85
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Dn Cant Up Cant Safety Factor: 60% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 335-345°

Fleet Number: RTE019 through to RTE021 2bLT

Configuration: Rail +0..50mm Locked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

25
35 Stafford, ST16 3HS

335 4
325 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.47s 3.56d

3.31s 3.15

3.15s 3.18 2.75

3.14s 3.17 2.79 2.42

3.45s 3.35s 3.16 2.79 2.45 2.13

3.70s 3.56s 3.15 2.78 2.47 2.15

5.01d 4.45s 4.09s 3.57 3.11 2.76 2.48 2.17 1.90

4.82 4.08 3.52 3.10 2.75 2.47 2.18 1.91

4.75 4.04 3.50 3.07 2.73 2.47 2.18 1.91

4.65s 4.69 3.99 3.46 3.03 2.72 2.46 2.17 1.91 1.69

5.38s 4.67 3.97 3.43 3.04 2.72 2.46 2.16 1.90 1.68

5.64 4.64 3.94 3.44 3.03 2.72 2.44 2.15 1.89 1.68

5.87t 5.66 4.65 3.95 3.42 3.02 2.70 2.42 2.12 1.87 1.67

3.99d 6.46d 5.62 4.63 3.94 3.42 3.01 2.68t 2.39 2.10 1.86 1.66

3.45d 5.02d 7.11 5.58 4.56t 3.87 3.39 2.98 2.66 2.36 2.08 1.84 1.64

6.23d 7.04 5.56 4.57 3.88 3.37 2.97t 2.64 2.32 2.05 1.82

7.72d 7.00 5.54t 4.57 3.84 3.35 2.95 2.61 2.29 2.03 1.81

6.78d 7.02 5.53 4.54 3.87 3.35 2.96 2.56 2.26 2.00 1.80

7.23d 7.02 5.51 4.53 3.85 3.35 2.90 2.52 2.23 1.99

11.23d 7.01 5.52 4.54 3.86 3.31 2.85 2.50 2.21 1.98

11.42t 9.72 7.06 5.54 4.57 3.82 3.25 2.82 2.47 2.20

8.43t 9.85 7.16 5.57 4.51 3.77 3.22 2.80 2.47

7.95t 12.63t 9.92 7.15 5.54 4.49 3.76 3.22

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.45s 3.19d

2.94s 2.85d

2.97s 2.54s 2.61d

3.14s 2.56s 2.63d 2.40

3.45s 2.95s 2.56s 2.24s 2.37d 2.12

3.40s 3.00s 2.54s 2.24s 2.30d 2.13

4.88s 3.99s 3.47s 2.88s 2.60s 2.23s 2.23d 2.12 1.89

3.92s 3.43s 2.86s 2.51s 2.23s 2.34s 2.10 1.89

4.09s 3.27s 2.83s 2.56s 2.21s 2.28d 2.08 1.87

4.65s 3.93s 3.24s 2.81s 2.47s 2.21s 2.28 2.05 1.86 1.68

4.73s 3.79s 3.21s 2.79s 2.54s 2.20s 2.24 2.03 1.84 1.67

4.58s 3.77s 3.21s 2.87s 2.46s 2.02t 2.21 2.00 1.82 1.66

4.31d 4.62d 3.99s 3.30s 2.87s 2.30t 1.85t 2.17 1.98 1.80 1.65

3.60d 3.67d 3.88d 3.46t 3.07t 2.32t 2.05t 1.96t 2.15 1.95 1.78 1.64

3.41d 3.33d 3.42d 3.59d 3.17t 3.41 2.40t 2.21t 2.10t 2.13 1.94 1.77 1.64

3.26d 3.34d 3.45d 3.59t 3.39 2.96 2.39t 2.35 2.12 1.93 1.77

3.40d 3.32d 3.39d 3.70d 3.35t 2.89t 2.60 2.33 2.10 1.92 1.77

2.99d 3.38d 4.05 3.41 2.97 2.61 2.33 2.11 1.92 1.78

4.06d 4.75d 4.08 3.43 2.96 2.61 2.33 2.11 1.93

5.65d 5.04 4.10 3.45 2.98 2.63 2.35 2.13 1.96

7.42d 6.56 5.08 4.14 3.49 3.01 2.65 2.38 2.16

9.25 6.65 5.15 4.20 3.53 3.05 2.69 2.42

5.19t 8.65t 9.42 6.78 5.25 4.28 3.61 3.14
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Dn Cant Up Cant Safety Factor: 60% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 325-335°

Fleet Number: RTE019 through to RTE021 2cLT

Configuration: Rail +0..50mm Locked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

35
45 Stafford, ST16 3HS

325 4
315 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.47s 3.09

3.16 2.68

3.16s 2.72 2.33

3.15s 2.73 2.37 2.03

3.13 2.72s 2.39s 2.07 1.78

3.63 3.11 2.71s 2.39s 2.09 1.80

4.93s 4.25 3.58 3.08s 2.69s 2.37s 2.10 1.82 1.58

4.15 3.48 3.03 2.66 2.37s 2.11 1.83 1.59

4.11s 3.48s 3.00s 2.64s 2.36s 2.10 1.83 1.59

4.06 3.43 2.94 2.63s 2.34 2.10 1.82 1.59 1.38

4.88s 4.02 3.42s 2.95 2.60 2.34 2.09 1.81 1.58 1.38

4.88s 4.01s 3.40 2.95 2.61 2.35t 2.07 1.80 1.57 1.38

5.92t 4.87s 4.01s 3.40 2.96s 2.61 2.31 2.04 1.78 1.55 1.36

4.01d 6.10 4.80 3.85t 3.39 2.92 2.58t 2.29 2.01 1.75 1.54 1.36

3.42d 5.01d 6.06 4.77 3.90 3.33 2.88t 2.55 2.26 1.98 1.72 1.52 1.34

6.17d 6.00 4.74t 3.89 3.26t 2.87 2.53 2.24 1.94 1.70 1.50

7.66d 5.94 4.68 3.87 3.27 2.81 2.51 2.19 1.91 1.67 1.48

6.77d 5.90 4.66 3.84 3.25 2.83 2.48 2.14 1.87 1.65 1.47

5.90 4.63 3.82 3.24 2.81 2.42 2.10 1.84 1.63

5.93 4.64 3.82 3.24 2.77 2.38 2.07 1.83 1.63

8.24 5.96 4.68 3.85 3.21 2.72 2.34 2.05 1.82

8.35 6.07 4.70 3.80 3.16 2.69 2.33 2.05

7.91t 12.72d 8.40 6.05 4.66 3.78 3.15 2.68

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.47s 3.06

2.95s 2.66

2.97s 2.54s 2.31

3.05s 2.57s 2.33 2.02

2.96s 2.57s 2.24s 2.03 1.77

3.41s 3.01s 2.54s 2.24s 2.03 1.78

4.93s 4.02s 3.36s 2.89s 2.53s 2.24s 2.00 1.77 1.57

3.95s 3.32s 2.92 2.54 2.22 1.97 1.75 1.57

3.87s 3.28s 2.83s 2.47 2.17 1.94 1.73 1.55

3.82s 3.17 2.74 2.40 2.12 1.90 1.70 1.53 1.38

4.61s 3.79 3.08 2.65 2.34 2.08 1.86 1.67 1.51 1.37

4.59s 3.67 3.00 2.57 2.27 2.03 1.82 1.65 1.49 1.36

4.43d 4.51d 3.56 2.93 2.57 2.22 1.85t 1.80 1.62 1.47 1.35

3.59d 3.68d 3.79t 3.35t 2.85 2.32t 2.14t 1.96 1.76 1.60 1.46 1.34

3.38d 3.33d 3.42d 3.60d 3.39 2.80 2.44 2.16 1.94 1.75 1.59 1.45 1.33

3.26d 3.34d 3.45d 3.34 2.79 2.42 2.14 1.91 1.73 1.57 1.44

3.37d 2.78d 3.39d 3.31 2.79 2.42 2.14 1.91 1.72 1.57 1.44

3.03d 3.43d 3.33 2.80 2.42 2.13 1.90 1.72 1.57 1.45

4.33d 4.16 3.35 2.83 2.44 2.14 1.91 1.73 1.58

5.43 4.17 3.38 2.84 2.45 2.15 1.93 1.74 1.61

7.22d 5.48 4.22 3.43 2.87 2.48 2.18 1.95 1.78

7.78 5.56 4.29 3.48 2.92 2.52 2.22 2.00

5.19t 8.44t 7.94 5.68 4.39 3.56 3.00 2.60
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Dn Cant Up Cant Safety Factor: 60% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 315-325°

Fleet Number: RTE019 through to RTE021 2dLT

Configuration: Rail +0..50mm Locked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

45
55 Stafford, ST16 3HS

315 4
305 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.77

2.84 2.39

2.86 2.45 2.07

2.84 2.46 2.12 1.80

2.82 2.46 2.14 1.83 1.56

3.28 2.80 2.44 2.15 1.85 1.59

4.73 3.85 3.24 2.78 2.42 2.14 1.87 1.61 1.38

3.78 3.19 2.73 2.39 2.12 1.87 1.61 1.39

3.68 3.13 2.70 2.38 2.11 1.88 1.61 1.39

4.42 3.64 3.10 2.69 2.36 2.10 1.87 1.61 1.39 1.20

4.40 3.63 3.08 2.67 2.35 2.10 1.85 1.60 1.38 1.20

4.38 3.59 3.05 2.65 2.35 2.11 1.84 1.58 1.37 1.19

5.52 4.39 3.61 3.06 2.65 2.34 2.08 1.81 1.57 1.35 1.18

3.92d 5.46 4.34 3.35 3.04 2.63 2.31 2.05 1.78 1.53 1.34 1.17

3.38d 4.96d 5.43 4.28 3.53 3.01 2.61 2.28 2.02 1.74 1.51 1.32 1.16

6.16d 5.35 4.22 3.48 2.95 2.52 2.25 1.99 1.71 1.48 1.30

7.25 5.29 4.16 3.45 2.92 2.53 2.22 1.93 1.67 1.46 1.28

6.77d 5.27 4.14 3.41 2.89 2.50 2.20 1.89 1.64 1.44 1.27

5.25 4.12 3.38 2.88 2.49 2.14 1.84 1.61 1.42

11.12d 7.27 5.27 4.13 3.39 2.87 2.45 2.09 1.81 1.59 1.41

7.32 5.31 4.15 3.42 2.84 2.39 2.06 1.79 1.58

7.44 5.39 4.18 3.36 2.79 2.37 2.04 1.79

8.01t 11.82t 7.51 5.38 4.14 3.34 2.78 2.37

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.74

2.82 2.37

2.86 2.41 2.06

2.82 2.42 2.07 1.79

2.80 2.39 2.07 1.80 1.56

3.26 2.75 2.37 2.05 1.79 1.57

4.70 3.79 3.15 2.68 2.31 2.02 1.77 1.56 1.37

3.63 3.05 2.60 2.25 1.97 1.74 1.54 1.37

3.54 2.91 2.51 2.19 1.93 1.70 1.52 1.35

4.42 3.46 2.78 2.42 2.12 1.87 1.66 1.49 1.33 1.20

4.31 3.34 2.74 2.34 2.06 1.82 1.63 1.46 1.32 1.19

4.17 3.25 2.64 2.27 2.00 1.77 1.60 1.43 1.30 1.18

4.34d 3.98 3.13 2.55 2.19 1.95 1.74 1.56 1.41 1.28 1.17

3.53d 3.67d 3.80t 3.04 2.48 2.14 1.91 1.71 1.53 1.39 1.26 1.16

3.34d 3.33d 3.42d 3.59d 2.96 2.42 2.13 1.87 1.67 1.51 1.37 1.25 1.15

3.13d 3.38d 3.44d 2.90 2.42 2.10 1.86 1.66 1.49 1.36 1.24

3.37d 3.36d 3.39d 2.88 2.42 2.09 1.84 1.65 1.49 1.35 1.24

2.85d 3.38d 2.89 2.43 2.11 1.85 1.65 1.49 1.35 1.25

4.02d 3.65 2.92 2.45 2.11 1.85 1.65 1.49 1.37

4.77 3.65 2.95 2.47 2.13 1.87 1.67 1.51 1.39

6.78 4.82 3.70 2.99 2.51 2.16 1.89 1.70 1.54

6.89 4.90 3.77 3.04 2.55 2.20 1.93 1.74

5.20t 8.36t 7.03 5.02 3.87 3.13 2.63 2.28
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Dn Cant Up Cant Safety Factor: 60% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 305-315°

Fleet Number: RTE019 through to RTE021 2eLT

Configuration: Rail +0..50mm Locked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

55
65 Stafford, ST16 3HS

305 4
295 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.51

2.59 2.16

2.58 2.22 1.87

2.59 2.23 1.91 1.61

2.57 2.22 1.94 1.65 1.39

2.98 2.55 2.21 1.94 1.67 1.42

3.49 2.93 2.51 2.19 1.92 1.68 1.43 1.22

3.38 2.88 2.48 2.17 1.92 1.69 1.44 1.23

3.36 2.84 2.45 2.14 1.91 1.69 1.45 1.23

3.32 2.77 2.42 2.13 1.89 1.68 1.43 1.23 1.06

3.99 3.28 2.76 2.37 2.11 1.89 1.68 1.43 1.22 1.05

3.89 3.27 2.77 2.40 2.10 1.90 1.65 1.41 1.21 1.05

5.06 3.96 3.26 2.75 2.40 2.12 1.88 1.62 1.39 1.20 1.04

3.86d 5.01 3.98 3.17 2.75 2.41 2.09 1.85 1.60 1.37 1.18 1.03

3.38d 4.95d 4.91 3.89 3.20t 2.73 2.37 2.05 1.81 1.56 1.34 1.16 1.02

6.14d 4.82 3.81 3.15 2.64 2.29 2.02 1.78 1.52 1.32 1.15

6.50 4.76 3.76 3.09 2.62 2.27 1.99 1.72 1.48 1.29 1.13

4.73 3.72 3.05 2.59 2.25 1.97 1.68 1.45 1.26 1.12

9.22d 4.73 3.70 3.04 2.47 2.23 1.91 1.64 1.43 1.25

6.56 4.73 3.69 3.00 2.58 2.19 1.86 1.61 1.40 1.24

6.62 4.78 3.73 3.06 2.54 2.14 1.83 1.59 1.40

6.73 4.86 3.76 3.02 2.49 2.11 1.82 1.58

8.06t 10.78 6.79 4.83 3.72 3.00 2.48 2.10

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.49

2.57 2.14

2.58 2.19 1.85

2.57 2.19 1.88 1.60

2.54 2.17 1.87 1.62 1.39

2.97 2.50 2.13 1.86 1.60 1.40

3.47 2.87 2.44 2.09 1.81 1.58 1.39 1.21

3.30 2.75 2.35 2.02 1.77 1.56 1.37 1.21

3.20 2.62 2.26 1.96 1.72 1.52 1.35 1.20

3.10 2.48 2.17 1.89 1.67 1.48 1.32 1.18 1.05

3.91 3.00 2.41 2.07 1.82 1.62 1.45 1.29 1.16 1.04

3.74 2.91 2.35 1.99 1.76 1.57 1.40 1.26 1.14 1.03

4.33d 3.58 2.80 2.26 1.93 1.71 1.53 1.37 1.24 1.12 1.02

3.53d 3.66d 3.44 2.70 2.18 1.89 1.67 1.49 1.34 1.22 1.11 1.01

3.34d 3.33d 3.41d 3.32 2.61 2.14 1.85 1.67 1.48 1.33 1.20 1.10 1.01

3.08d 3.33d 3.23 2.56 2.12 1.84 1.62 1.45 1.31 1.19 1.09

3.37d 2.67d 3.19 2.53 2.12 1.89 1.61 1.45 1.30 1.18 1.09

2.87d 3.18 2.56 2.14 1.83 1.61 1.44 1.30 1.19 1.10

3.98d 3.20 2.59 2.16 1.85 1.62 1.45 1.31 1.19

4.24 3.24 2.61 2.18 1.87 1.64 1.46 1.32 1.22

6.06 4.29 3.28 2.64 2.20 1.90 1.67 1.49 1.36

6.16 4.37 3.35 2.70 2.25 1.94 1.70 1.53

5.19t 8.42t 6.31 4.48 3.44 2.78 2.33 2.01
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Minimum Loads (t)
(m)

7.5
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Dn Cant Up Cant Safety Factor: 60% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 295-305°

Fleet Number: RTE019 through to RTE021 2fLT

Configuration: Rail +0..50mm Locked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

65
85 Stafford, ST16 3HS

295 4
275 356

20
340 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.40

2.47 2.06

2.49 2.12 1.78

2.47 2.13 1.82 1.53

2.45 2.13 1.85 1.57 1.32

2.85 2.43 2.10 1.84 1.59 1.35

4.13 3.35 2.80 2.39 2.08 1.84 1.60 1.36 1.15

3.28 2.75 2.37 2.06 1.82 1.61 1.37 1.16

3.21 2.71 2.33 2.05 1.81 1.61 1.37 1.17

3.16 2.67 2.30 2.02 1.81 1.60 1.37 1.16 .99

3.79 3.11 2.63 2.29 2.01 1.80 1.59 1.35 1.15 .99

3.73 3.11 2.64 2.28 2.00 1.81 1.56 1.34 1.15 .98

4.82 3.79 3.08 2.62 2.28 2.02 1.80 1.55 1.31 1.13 .97

3.86d 4.79 3.81 3.04 2.63 2.30 2.00 1.75 1.51 1.29 1.11 .96

3.38d 4.90d 4.67 3.73 3.08 2.60 2.25 1.96 1.72 1.48 1.27 1.09 .95

6.14d 4.59 3.63 3.01 2.55 2.20 1.92 1.69 1.44 1.24 1.08

6.19 4.48 3.57 2.93 2.48 2.15 1.89 1.64 1.41 1.21 1.06

4.50 3.53 2.90 2.45 2.13 1.87 1.59 1.37 1.19 1.05

9.21d 4.49 3.50 2.88 2.45 2.12 1.81 1.55 1.34 1.17

6.20 4.49 3.51 2.88 2.45 2.07 1.76 1.52 1.32 1.17

6.30 4.54 3.52 2.91 2.41 2.03 1.73 1.50 1.32

6.40 4.62 3.56 2.86 2.36 2.00 1.71 1.49

8.08t 10.31 6.46 4.60 3.53 2.83 2.35 1.99

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.38

2.46 2.05

2.48 2.08 1.76

2.47 2.09 1.78 1.52

2.43 2.06 1.77 1.53 1.31

2.83 2.38 2.04 1.75 1.52 1.32

4.11 3.31 2.74 2.31 1.98 1.71 1.50 1.32 1.14

3.14 2.62 2.23 1.93 1.68 1.47 1.30 1.14

3.04 2.49 2.14 1.85 1.62 1.44 1.27 1.13

2.96 2.36 2.04 1.79 1.57 1.40 1.24 1.11 .99

3.72 2.87 2.28 1.95 1.72 1.53 1.36 1.22 1.09 .98

3.54 2.75 2.21 1.87 1.66 1.48 1.32 1.19 1.07 .97

4.32d 3.41 2.64 2.14 1.81 1.61 1.44 1.29 1.17 1.05 .96

3.53d 3.68d 3.26 2.54 2.06 1.77 1.57 1.40 1.26 1.14 1.04 .95

3.34d 3.37d 3.41d 3.13 2.47 2.01 1.74 1.54 1.38 1.24 1.13 1.02 .94

3.08d 3.33d 3.05 2.41 1.99 1.72 1.52 1.36 1.23 1.11 1.02

3.37d 2.69d 3.01 2.38 1.99 1.72 1.52 1.35 1.22 1.11 1.02

2.87d 3.00 2.40 2.02 1.72 1.51 1.35 1.22 1.11 1.03

3.98d 3.02 2.45 2.03 1.74 1.52 1.36 1.22 1.12

4.00 3.05 2.45 2.05 1.76 1.54 1.37 1.24 1.15

5.74 4.05 3.10 2.49 2.07 1.78 1.56 1.40 1.27

5.84 4.13 3.16 2.54 2.12 1.82 1.60 1.44

5.19t 8.43t 5.98 4.25 3.25 2.63 2.20 1.90
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Minimum Loads (t)
(m)
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Dn Cant Up Cant Safety Factor: 60% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 275-295°

Fleet Number: RTE019 through to RTE021 2gLT

Configuration: Rail +0..50mm Locked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.

mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk


Rail-Ability Ltd RACD-10000609
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95 Stafford, ST16 3HS

275 4
265 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.42

2.50 2.08

2.50 2.14 1.80

2.49 2.15 1.84 1.55

2.49 2.14 1.87 1.58 1.33

2.89 2.45 2.12 1.87 1.60 1.36

4.16 3.39 2.83 2.43 2.10 1.85 1.62 1.38 1.17

3.31 2.79 2.38 2.08 1.84 1.62 1.38 1.18

3.25 2.74 2.35 2.07 1.83 1.63 1.38 1.18

3.20 2.70 2.33 2.05 1.82 1.62 1.38 1.18 1.01

3.83 3.14 2.67 2.31 2.04 1.82 1.61 1.37 1.17 1.00

3.78 3.13 2.66 2.31 2.03 1.82 1.59 1.35 1.16 1.00

4.86 3.81 3.11 2.64 2.31 2.04 1.81 1.56 1.33 1.14 .99

3.86d 4.83 3.82 3.09 2.65 2.32 2.02 1.77 1.53 1.30 1.13 .97

3.38d 4.90d 4.72 3.76 3.11 2.52 2.26 1.98 1.74 1.49 1.28 1.11 .96

6.13d 4.64 3.67 3.04 2.58 2.22 1.94 1.71 1.45 1.26 1.09

6.26 4.54 3.61 2.96 2.50 2.15 1.91 1.66 1.42 1.23 1.07

4.55 3.55 2.93 2.47 2.14 1.89 1.61 1.38 1.21 1.06

9.17d 4.54 3.54 2.92 2.47 2.14 1.83 1.57 1.36 1.19

4.55 3.55 2.92 2.47 2.10 1.78 1.53 1.33 1.18

6.35 4.59 3.58 2.95 2.43 2.05 1.75 1.52 1.33

6.45 4.67 3.61 2.90 2.39 2.02 1.73 1.51

8.06t 10.33 6.54 4.65 3.56 2.87 2.37 2.01

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.40

2.48 2.07

2.50 2.10 1.78

2.49 2.10 1.80 1.54

2.45 2.09 1.80 1.55 1.33

2.86 2.41 2.05 1.77 1.54 1.34

4.16 3.34 2.76 2.33 2.02 1.74 1.51 1.33 1.16

3.17 2.66 2.25 1.95 1.69 1.48 1.31 1.15

3.08 2.51 2.16 1.88 1.65 1.45 1.29 1.14

3.00 2.39 2.06 1.81 1.59 1.41 1.26 1.12 1.00

3.75 2.90 2.31 1.98 1.74 1.54 1.37 1.23 1.10 .99

3.60 2.78 2.23 1.90 1.68 1.49 1.34 1.20 1.08 .98

4.31d 3.44 2.67 2.16 1.84 1.63 1.46 1.30 1.18 1.07 .97

3.53d 3.68d 3.28 2.58 2.08 1.79 1.59 1.42 1.28 1.15 1.05 .96

3.34d 3.37d 3.41d 3.17 2.50 2.03 1.76 1.56 1.39 1.26 1.14 1.04 .95

3.04d 3.33d 3.08 2.44 2.01 1.75 1.54 1.38 1.24 1.13 1.03

3.41d 2.71d 3.04 2.41 2.02 1.74 1.55 1.37 1.23 1.12 1.03

2.89d 3.04 2.43 2.03 1.74 1.53 1.37 1.23 1.12 1.04

3.98d 3.06 2.49 2.06 1.75 1.54 1.37 1.24 1.14

4.05 3.09 2.49 2.07 1.78 1.56 1.39 1.25 1.16

5.80 4.10 3.13 2.52 2.10 1.81 1.58 1.41 1.29

5.89 4.18 3.19 2.57 2.15 1.84 1.62 1.46

5.21t 8.38t 6.05 4.29 3.29 2.66 2.23 1.92
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Dn Cant Up Cant Safety Factor: 60% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 265-275°

Fleet Number: RTE019 through to RTE021 2hLT

Configuration: Rail +0..50mm Locked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.

mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk


Rail-Ability Ltd RACD-10000609

95
105 Stafford, ST16 3HS
265 4
255 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.53

2.60 2.18

2.61 2.24 1.88

2.60 2.24 1.92 1.63

2.59 2.23 1.95 1.66 1.41

3.01 2.56 2.21 1.95 1.68 1.43

4.33 3.53 2.96 2.53 2.19 1.93 1.69 1.45 1.23

3.45 2.91 2.49 2.17 1.92 1.70 1.45 1.24

3.38 2.85 2.46 2.16 1.91 1.71 1.45 1.24

3.34 2.82 2.44 2.14 1.90 1.70 1.45 1.24 1.07

4.00 3.28 2.79 2.42 2.13 1.90 1.68 1.44 1.24 1.06

3.95 3.28 2.78 2.41 2.13 1.91 1.67 1.42 1.22 1.06

5.08 3.99 3.25 2.77 2.41 2.13 1.89 1.64 1.40 1.21 1.05

3.86d 5.05 3.99 3.24 2.77 2.42t 2.11 1.85 1.61 1.38 1.19 1.03

3.38d 4.90d 4.94 3.93 3.24 2.64 2.35 2.07 1.82 1.57 1.35 1.17 1.02

6.13d 4.86 3.84 3.18 2.70 2.33 2.04 1.79 1.53 1.33 1.15

6.56 4.76 3.78 3.11 2.62 2.25 2.01 1.74 1.50 1.30 1.14

4.72 3.73 3.08 2.59 2.25 1.99 1.69 1.46 1.28 1.12

9.17d 4.73 3.71 3.06 2.59 2.24 1.92 1.65 1.43 1.26

4.77 3.73 3.06 2.59 2.20 1.87 1.62 1.41 1.25

6.66 4.79 3.75 3.08 2.55 2.15 1.84 1.60 1.40

6.75 4.89 3.78 3.04 2.51 2.13 1.82 1.59

8.08t 10.76 6.79 4.87 3.73 3.01 2.50 2.12

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.50

2.58 2.16

2.61 2.20 1.86

2.59 2.20 1.88 1.61

2.56 2.18 1.88 1.63 1.40

2.99 2.52 2.15 1.85 1.61 1.41

4.33 3.48 2.93 2.44 2.11 1.82 1.59 1.40 1.22

3.31 2.77 2.36 2.04 1.77 1.56 1.38 1.22

3.23 2.64 2.27 1.97 1.73 1.52 1.36 1.21

3.14 2.52 2.17 1.90 1.67 1.49 1.33 1.19 1.06

3.92 3.06 2.43 2.08 1.83 1.63 1.45 1.30 1.17 1.05

3.78 2.92 2.35 2.00 1.77 1.58 1.42 1.27 1.15 1.04

4.31d 3.61 2.82 2.28 2.00 1.72 1.54 1.38 1.25 1.13 1.03

3.53d 3.68d 3.45 2.72 2.20 1.90 1.68 1.51 1.36 1.22 1.11 1.02

3.34d 3.37d 3.41d 3.34 2.64 2.15 1.86 1.65 1.48 1.33 1.21 1.10 1.01

3.08d 3.33d 3.26 2.58 2.13 1.85 1.63 1.46 1.32 1.20 1.09

3.41d 2.71d 3.22 2.55 2.14 1.84 1.64 1.45 1.31 1.19 1.09

2.89d 3.20 2.57 2.15 1.85 1.63 1.45 1.31 1.19 1.10

3.98d 3.23 2.59 2.18 1.86 1.63 1.46 1.31 1.20

4.27 3.26 2.63 2.19 1.89 1.65 1.47 1.33 1.23

6.10 4.31 3.30 2.66 2.22 1.91 1.67 1.50 1.36

6.19 4.40 3.37 2.71 2.27 1.95 1.71 1.54

5.25t 8.38t 6.35 4.51 3.46 2.80 2.35 2.02
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(m)

7.5

7

0

5.5

5

4.5

4

3.5

3

2.5

2

1.5

1

0.5

6

Dn Cant Up Cant Safety Factor: 60% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 255-265°

Fleet Number: RTE019 through to RTE021 2iLT

Configuration: Rail +0..50mm Locked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

105
115 Stafford, ST16 3HS
255 4
245 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.82

2.90 2.44

2.91 2.50 2.12

2.90 2.50 2.16 1.84

2.88 2.50 2.19 1.87 1.60

3.35 2.85 2.48 2.18 1.89 1.62

4.82 3.92 3.30 2.82 2.46 2.17 1.90 1.64 1.41

3.85 3.25 2.79 2.43 2.16 1.91 1.65 1.42

3.78 3.20 2.75 2.42 2.15 1.92 1.65 1.42

3.73 3.17 2.73 2.40 2.14 1.90 1.64 1.42 1.23

4.49 3.68 3.11 2.72 2.39 2.14 1.89 1.63 1.41 1.23

4.43 3.68 3.12 2.70 2.39 2.14 1.88 1.61 1.40 1.22

5.64 4.45 3.65 3.11 2.71 2.39 2.11 1.85 1.59 1.38 1.21

3.86d 5.59 4.39 3.62 3.11 2.69 2.35 2.08 1.82 1.57 1.37 1.20

3.38d 4.90d 5.55 4.37 3.57 2.97 2.64 2.32 2.05 1.78 1.54 1.35 1.19

6.14d 5.47 4.33 3.58 3.02t 2.62 2.29 2.03 1.75 1.52 1.33

7.37d 5.36 4.27 3.50 2.97 2.53 2.27 1.98 1.71 1.49 1.31

5.38 4.21 3.47 2.93 2.55 2.25 1.93 1.67 1.47 1.30

7.21t 5.37 4.20 3.45 2.93 2.54 2.19 1.89 1.64 1.45

5.37 4.21 3.46 2.93 2.50 2.13 1.85 1.63 1.44

7.48 5.41 4.24 3.49 2.89 2.45 2.10 1.83 1.62

7.57 5.49 4.25 3.43 2.84 2.42 2.09 1.83

8.11t 11.91 7.66 5.47 4.20 3.40 2.83 2.41

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.81

2.88 2.42

2.90 2.46 2.10

2.89 2.46 2.12 1.83

2.86 2.44 2.11 1.84 1.59

3.31 2.80 2.41 2.09 1.83 1.60

4.82 3.88 3.22 2.73 2.35 2.06 1.80 1.59 1.40

3.71 3.12 2.65 2.30 2.01 1.77 1.58 1.40

3.63 2.98 2.56 2.23 1.96 1.74 1.55 1.39

3.52 2.85 2.47 2.16 1.91 1.70 1.52 1.37 1.22

4.40 3.44 2.77 2.37 2.09 1.86 1.66 1.49 1.35 1.21

4.26 3.32 2.69 2.29 2.03 1.81 1.63 1.47 1.33 1.20

4.32d 4.10 3.21 2.62 2.24 1.98 1.78 1.59 1.44 1.31 1.19

3.53d 3.68d 3.90d 3.12 2.54 2.19 1.94 1.74 1.57 1.42 1.29 1.18

3.34d 3.37d 3.41d 3.58d 3.04 2.48 2.16 1.91 1.71 1.54 1.40 1.28 1.18

3.08d 3.33d 3.45d 2.97 2.47 2.14 1.89 1.70 1.53 1.39 1.27

3.41d 2.71d 3.39d 2.95 2.48 2.14 1.89 1.68 1.52 1.38 1.27

2.87d 3.37d 2.97 2.49 2.14 1.89 1.68 1.52 1.39 1.28

3.98d 3.70 3.02 2.52 2.15 1.89 1.69 1.53 1.40

4.87 3.74 3.02 2.54 2.18 1.91 1.70 1.54 1.42

6.91 4.92 3.78 3.06 2.56 2.20 1.93 1.73 1.58

7.00 5.00 3.84 3.11 2.60 2.24 1.97 1.78

5.27t 8.43t 7.15 5.11 3.93 3.19 2.68 2.32
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Dn Cant Up Cant Safety Factor: 60% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 245-255°

Fleet Number: RTE019 through to RTE021 2jLT

Configuration: Rail +0..50mm Locked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

115
125 Stafford, ST16 3HS
245 4
235 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.01

3.08 2.60

3.00s 2.66 2.26

3.08s 2.66s 2.30 1.97

3.06s 2.64 2.33 2.00 1.72

3.54 3.03 2.64s 2.32 2.03 1.75

4.95d 4.15 3.49s 3.00s 2.61 2.32 2.04 1.76 1.52

4.09s 3.43 2.96s 2.59 2.30 2.05 1.77 1.53

4.02s 3.40s 2.92s 2.58 2.29 2.04 1.77 1.53

3.96 3.33 2.84 2.55 2.28 2.04 1.76 1.53 1.33

4.73 3.93 3.33 2.86 2.54 2.28 2.03 1.75 1.52 1.33

4.72 3.89 3.31 2.86 2.52 2.28 2.00 1.74 1.51 1.33

5.90d 4.76 3.88 3.32 2.87 2.53 2.23 1.99 1.72 1.50 1.31

3.86d 5.97 4.72 3.85 3.29t 2.84 2.50 2.22 1.95 1.69 1.48 1.30

3.38d 4.90d 5.92 4.64 3.83 3.18t 2.81 2.47 2.19 1.91 1.67 1.46 1.29

6.14d 5.85 4.63 3.78 3.19 2.79 2.46 2.18 1.88 1.64 1.44

7.60d 5.73 4.56 3.75 3.19 2.77 2.43 2.12 1.84 1.61 1.43

6.75d 5.75 4.52 3.72 3.16 2.73 2.40 2.07 1.81 1.59 1.42

7.25t 5.74 4.51 3.71 3.14 2.72 2.35 2.03 1.78 1.57

7.70t 11.16d 7.90 5.74 4.50 3.70 3.14 2.68 2.30 2.00 1.76 1.57

8.25d 7.99 5.77 4.54 3.73 3.11 2.63 2.26 1.98 1.75

8.58t 8.09 5.88 4.55 3.68 3.06 2.60 2.25 1.98

8.14t 12.57 8.13 5.85 4.53 3.65 3.05 2.60

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.99

2.97s 2.59

3.00s 2.56s 2.25

2.98s 2.58s 2.27 1.96

2.95s 2.61 2.25s 1.97 1.71

3.53 2.94s 2.56s 2.24 1.97 1.73

4.95d 4.03s 3.43 2.90s 2.52 2.20 1.94 1.71 1.51

3.96s 3.31 2.84 2.46 2.16 1.91 1.69 1.51

3.86 3.20 2.75 2.39 2.11 1.87 1.67 1.50

3.78 3.06 2.65 2.33 2.06 1.83 1.64 1.48 1.33

4.62s 3.68 2.97 2.56 2.26 2.01 1.80 1.61 1.46 1.32

4.54 3.57 2.90 2.48 2.20 1.97 1.76 1.59 1.44 1.31

4.33d 4.38 3.46 2.82 2.42 2.14 1.85t 1.73 1.56 1.42 1.30

3.53d 3.66d 3.84t 3.36 2.76 2.38 2.06t 1.88 1.70 1.54 1.40 1.29

3.34d 3.37d 3.41d 3.58d 3.18t 2.70 2.34 2.11 1.87 1.68 1.53 1.39 1.28

3.08d 3.33d 3.45d 3.22 2.68 2.33 2.06 1.84 1.66 1.52 1.39

3.37d 2.67d 3.39d 3.20 2.69 2.39 2.05 1.84 1.65 1.51 1.38

2.87d 3.38d 3.22 2.71 2.33 2.05 1.83 1.65 1.51 1.39

3.98d 4.00 3.26 2.72 2.34 2.06 1.84 1.66 1.52

5.25 4.03 3.27 2.74 2.36 2.07 1.85 1.68 1.54

7.15d 5.29 4.07 3.30 2.77 2.39 2.10 1.88 1.71

7.51 5.36 4.14 3.36 2.81 2.43 2.14 1.92

5.27t 8.52t 7.64 5.48 4.24 3.44 2.89 2.51

-3

-3.5

0

-0.5

-1

-1.5

-2

-2.5

0.5

6

5.5

5

4.5

4

3.5

3

2.5

2

1.5

1

6.5

-0.5

-1

-1.5

-2

-2.5

-3

-3.5

Minimum Loads (t)
(m)

7.5

7

0

5.5

5

4.5

4

3.5

3

2.5

2

1.5

1

0.5

6

Dn Cant Up Cant Safety Factor: 60% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 235-245°

Fleet Number: RTE019 through to RTE021 2kLT

Configuration: Rail +0..50mm Locked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

125
135 Stafford, ST16 3HS
235 4
225 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.44

3.24s 3.00

3.17s 3.03 2.63

3.16s 3.03 2.66 2.32

3.31s 3.01 2.66 2.34 2.05

3.44s 3.34s 2.99 2.65 2.36 2.07

3.95s 3.36 2.98 2.64 2.37 2.08 1.84

4.60 3.90 3.37 2.96 2.63 2.36 2.09 1.84

4.56 3.85 3.33 2.94 2.61 2.36 2.09 1.85

4.49 3.83 3.31 2.92 2.60 2.36 2.08 1.84 1.64

5.26s 4.48 3.80 3.29 2.90 2.60 2.36 2.08 1.84 1.63

5.39 4.45 3.77 3.28 2.89 2.60 2.34 2.06 1.83 1.63

5.95t 5.39 4.45s 3.78 3.28 2.90 2.59 2.32 2.05 1.81 1.62

3.87d 6.29t 5.39 4.38 3.79 3.28 2.89t 2.57 2.30 2.02 1.80 1.61

3.38d 4.96d 6.82 5.36 4.38 3.71t 3.24 2.86 2.56 2.27 2.00 1.79 1.60

6.15d 6.81 5.34 4.38 3.73 3.23t 2.84 2.54 2.23 1.98 1.77

7.43d 6.75 5.32 4.37 3.68 3.22 2.83 2.51 2.21 1.96 1.75

6.71 5.28 4.36 3.70 3.21 2.83 2.47 2.18 1.94 1.75

7.30d 6.71 5.28 4.33 3.69 3.20 2.78 2.43 2.15 1.93

7.75t 11.19d 9.23 6.71 5.27 4.35 3.69 3.17 2.74 2.41 2.14 1.92

8.29t 9.28 6.74 5.30 4.36 3.65 3.12 2.72 2.39 2.13

9.36 6.82 5.31 4.32 3.62 3.10 2.70 2.39

8.21t 12.70t 9.40 6.81 5.28 4.30 3.61 3.09

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.14d

2.96s 2.91d

2.98s 2.56s 2.60d

3.06s 2.58s 2.46d 2.30

2.97s 2.57s 2.25s 2.31 2.04

3.43s 3.02s 2.55s 2.25s 2.31 2.05

3.37s 2.91s 2.53s 2.24s 2.29 2.05 1.83

4.17s 3.33s 2.96s 2.59s 2.23s 2.23d 2.03 1.82

3.88s 3.74 2.85s 2.49s 2.22s 2.20d 2.00 1.81

3.95s 3.35s 2.81s 2.48s 2.21s 2.20 1.98 1.80 1.63

4.62s 3.80s 3.23s 2.80s 2.47s 2.21s 2.17 1.96 1.78 1.62

4.63s 3.78s 3.40s 2.96s 2.46s 2.14t 2.14 1.94 1.76 1.61

4.34d 4.50d 3.78s 3.40s 2.87s 2.49t 1.92t 2.11 1.91 1.75 1.61

3.53d 3.67d 3.81t 4.05 3.27t 2.49t 2.05t 1.96t 2.09 1.90 1.74 1.60

3.34d 3.33d 3.42d 3.59d 3.79t 2.71t 2.40t 2.21t 2.10t 2.07 1.88 1.73 1.59

3.17d 3.34d 3.44d 3.68d 3.30 2.87 2.39t 2.27 2.06 1.87 1.72

3.37d 3.36d 3.39d 3.65d 3.30 2.87 2.53 2.26 2.05 1.87 1.72

2.87d 3.38d 3.93 3.32 2.89 2.54 2.27 2.05 1.87 1.73

3.98d 4.79d 3.95 3.33 2.88 2.54 2.27 2.05 1.88

5.72d 4.87 3.97 3.35 2.89 2.55 2.28 2.07 1.90

7.16d 6.32 4.90 4.00 3.38 2.92 2.57 2.30 2.10

8.85 6.38 4.97 4.04 3.41 2.95 2.61 2.34

5.32t 8.56t 8.96 6.47 5.04 4.12 3.48 3.01
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Dn Cant Up Cant Safety Factor: 50% (67% of 75%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 225-235°

Fleet Number: RTE019 through to RTE021 2lLT

Configuration: Rail +0..50mm Locked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

135
145 Stafford, ST16 3HS
225 4
215 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.48s 3.65s

3.32s 3.44s

3.16s 3.28s 3.07

3.24s 3.20s 3.08 2.71

3.36s 3.32s 3.08 2.74 2.42

3.71s 3.57s 3.45 3.06 2.75 2.44

4.93s 4.47s 4.11s 3.74s 3.43 3.06 2.75s 2.45 2.17

5.14s 4.47 3.88 3.42 3.04 2.73 2.45 2.18

5.24 4.45 3.84 3.38 3.02s 2.73 2.45 2.18

4.66s 5.17 4.40 3.83 3.38s 3.01 2.72 2.45 2.18 1.95

5.04s 5.14 4.38 3.80 3.36s 3.00 2.72s 2.44 2.17 1.95

6.16s 5.14s 4.37s 3.79s 3.35s 3.00s 2.72 2.43 2.16 1.94

5.95d 6.23 5.15s 4.37s 3.78 3.35 3.01 2.70 2.41 2.15 1.94

3.93d 6.28d 6.20 5.09 4.37 3.79 3.34 2.98 2.68 2.39 2.14 1.93

3.38d 4.97d 7.23d 6.20 5.08 4.28 3.77 3.32t 2.97 2.67 2.37 2.12 1.92

6.17d 7.90 6.19 5.09 4.29 3.75 3.31 2.96 2.64 2.35 2.11

7.62d 7.87 6.19 5.08 4.31 3.74 3.30 2.94 2.60 2.32 2.09

7.85 6.17 5.08 4.31 3.74 3.30 2.91 2.58 2.31 2.08

7.82 6.17 5.08 4.32 3.75 3.27 2.87 2.55 2.29

11.20d 7.84 6.16 5.09 4.33 3.71 3.23 2.85 2.54 2.28

11.54d 10.78 7.89 6.20 5.10 4.29 3.68 3.20 2.83 2.53

10.91 7.95 6.21 5.07 4.25 3.65 3.19 2.82

8.30t 12.82t 10.92 7.93 6.17 5.04 4.24 3.65

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.47s 3.08d

2.96s 2.83d

2.98s 2.55s 2.58d

2.98s 2.58s 2.51d 2.45d

2.95s 2.57s 2.24s 2.37d 2.37d

3.53s 2.94s 2.62s 2.25s 2.30d 2.36d

4.93s 4.01s 3.49s 2.89s 2.61s 2.24s 2.40s 2.28d 2.16

3.95s 3.53s 2.87s 2.52s 2.23s 2.29s 2.24d 2.16

3.88s 3.29s 2.84s 2.57s 2.21s 2.24s 2.26d 2.15

4.66s 3.83s 3.25s 2.91s 2.48s 2.21s 2.30s 2.35 2.14 1.94

4.61s 3.79s 3.23s 2.80s 2.62s 2.21s 2.25t 2.25d 2.12 1.94

4.59s 3.90s 3.31s 2.79s 2.75s 2.08t 2.28t 2.30 2.10 1.93

4.43d 4.51d 3.78s 3.21s 2.79s 2.36t 1.85t 2.41t 2.28 2.09 1.92

3.54d 3.68d 3.79t 3.35t 2.89t 2.57t 2.13t 2.03t 2.49 2.26 2.07 1.91

3.34d 3.33d 3.42d 3.65d 3.62t 3.37t 2.60t 2.20t 2.10t 2.47 2.25 2.07 1.91

3.26d 3.38d 3.45d 3.74d 3.00t 2.62t 2.39t 2.36t 2.46 2.24 2.06

3.37d 3.36d 3.39d 3.64d 3.34t 3.34t 2.63t 2.71 2.45 2.23 2.06

2.91d 3.38d 4.66 3.94 3.25t 3.02 2.70 2.45 2.24 2.06

4.94d 4.97d 4.68 3.96 3.43 3.02 2.71 2.45 2.25

5.64d 5.77 4.71 3.98 3.45 3.04 2.72 2.47 2.27

7.28d 7.44 5.80 4.74 4.01 3.47 3.06 2.74 2.49

9.43d 7.50 5.85 4.78 4.04 3.50 3.09 2.78

5.36t 8.74t 10.49 7.60 5.94 4.86 4.11 3.57
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Dn Cant Up Cant Safety Factor: 50% (67% of 75%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 215-225°

Fleet Number: RTE019 through to RTE021 2mLT

Configuration: Rail +0..50mm Locked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.

mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk


Rail-Ability Ltd RACD-10000609

145
155 Stafford, ST16 3HS
215 4
205 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.48s 3.61d

3.32s 3.48s

3.24s 3.27s 3.40s

3.23s 3.27s 3.28s 3.23t

3.45s 3.28s 3.31s 3.32s 3.21t 2.74d

3.52s 3.55s 3.23s 3.26s 3.22s 3.08t

4.00s 3.57s 3.86s 3.65s 3.49t 3.26t 3.10t 2.78

5.22s 4.61s 4.17s 3.89s 3.57t 3.31t 3.11 2.80

5.24s 5.18s 4.54s 4.06t 3.68t 3.39t 3.11 2.80

5.42s 5.47 4.77s 4.21 3.76 3.40 3.10 2.79 2.51

5.28s 5.84s 5.45 4.75 4.20 3.75 3.39 3.10 2.79 2.51

6.10s 6.40 5.44 4.73 4.18 3.74 3.39 3.08 2.77 2.50

5.89t 6.59s 6.38 5.44 4.72 4.18 3.74 3.39 3.08 2.76 2.49

4.02d 6.38d 7.27d 6.41 5.44 4.73 4.18 3.74 3.37t 3.06 2.74 2.48

3.38d 5.02d 7.31t 7.84 6.43 5.41 4.72 4.17 3.73 3.37 3.03 2.72 2.47

6.19d 8.53d 7.84t 6.43 5.44 4.71t 4.17 3.72 3.36 3.01 2.71

7.68d 10.01 7.83 6.41 5.44 4.71 4.16 3.72 3.34 2.99 2.69

9.98 7.85 6.44 5.45 4.73 4.17 3.72 3.31 2.96 2.68

11.38d 10.01 7.89 6.43 5.40 4.74 4.17 3.68 3.28 2.94

9.99 7.87 6.49 5.50 4.76 4.14 3.65 3.26 2.94

13.73 10.03 7.92 6.52 5.49 4.71 4.11 3.63 3.25

13.84 10.12 7.93 6.47 5.44 4.68 4.10 3.63

8.24t 12.86d 13.90 10.10 7.89 6.44 5.42 4.67

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.47s 3.13d

2.96s 2.80d

2.97s 2.54s 2.58d

2.97s 2.57s 2.46d 2.45d

3.45s 2.95s 2.56s 2.24s 2.34d 2.39d

3.51s 2.93s 2.56s 2.24s 2.27d 2.28d

4.00s 3.38s 2.98s 2.54s 2.24s 2.23d 2.31d 2.25d

3.93s 3.33s 2.86s 2.51s 2.23s 2.26d 2.26d 2.27d

3.88s 3.74s 2.93s 2.50s 2.21s 2.26d 2.28d 2.28d

3.83s 3.44s 2.81s 2.55s 2.21s 2.33d 2.25d 2.29d 2.26d

4.60s 3.91s 3.32s 2.79s 2.47s 2.20s 2.33t 2.28d 2.29d 2.21d

4.58s 3.77s 3.21s 2.95s 2.46s 2.02t 2.24t 2.30d 2.27d 2.24d

4.45d 4.53d 3.89s 3.30s 2.79s 2.42t 1.85t 2.32t 2.37d 2.42d 2.36d

3.60d 3.69d 3.91d 3.34t 2.97t 2.31t 2.21t 1.96t 2.53t 2.53d 2.46d 2.41d

3.38d 3.33d 3.42d 3.59d 3.32t 4.04t 2.40t 2.37t 2.10t 2.75d 2.60d 2.51d 2.37d

3.26d 3.34d 3.45d 3.59t 2.98t 2.73t 2.39t 2.43t 2.84d 2.80d 2.63d

3.37d 3.32d 3.40d 3.65d 3.49t 2.89t 2.63t 3.07t 3.12d 2.81d 2.65

3.03d 3.57d 4.92t 3.77t 3.23t 3.05t 3.49 3.15 2.88 2.66

4.23d 4.75d 5.46t 4.33t 3.70t 3.90 3.49 3.16 2.89

5.65d 6.30d 6.05 5.06t 4.44 3.91 3.51 3.18 2.92

7.24d 7.59d 7.43 6.09 5.14 4.46 3.94 3.53 3.21

9.62d 9.59 7.50 6.14 5.19 4.50 3.97 3.58

5.36t 8.65t 13.03d 9.71 7.59 6.23 5.27 4.58
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Dn Cant Up Cant Safety Factor: 60% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 205-215°

Fleet Number: RTE019 through to RTE021 2nLT

Configuration: Rail +0..50mm Locked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

155
205 Stafford, ST16 3HS
205 4
155 356

50
310 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.72s 3.49d

3.44s 3.49s 3.59d

3.36s 3.40s 3.42t

3.43s 3.34s 3.34s 3.37t 3.19t

3.60s 3.55s 3.45s 3.38t 3.23t 2.42d

4.05d 3.75s 3.37s 3.58s 3.40t 3.22t 3.06t

4.94d 4.68s 4.28s 4.00s 3.76t 3.47s 3.24s 3.09t 2.59d

5.11s 5.37s 4.75s 4.31t 3.88t 3.55t 3.30t 3.10t 2.91t

4.90s 5.60s 5.22t 4.52t 4.02t 3.65t 3.36t 3.14t 2.99t

5.09s 5.73s 5.67t 4.80t 4.19t 3.76t 3.44t 3.20t 3.03t

5.71s 6.12s 6.18t 5.11t 4.39t 3.90t 3.54t 3.27t 3.08t 2.78t

5.94d 6.43d 6.60s 6.53s 5.46t 4.62t 4.06t 3.65t 3.35t 3.14t 2.84t

6.10t 6.78s 6.78d 6.76s 5.85t 4.86t 4.23t 3.78t 3.45t 3.22t 2.90t

4.38d 6.51d 7.48t 7.27s 6.98s 6.24t 5.12t 4.40t 3.91t 3.55t 3.31t 2.93t

3.81d 5.22d 7.35d 8.14t 7.70s 7.21s 6.37s 5.36t 4.59t 4.05t 3.66t 3.40t 2.39d

4.88d 6.48d 8.55d 8.98s 8.18s 7.41s 6.42s 5.62t 4.77t 4.19t 3.78t 3.48t

7.89d 10.18d 9.67s 8.61s 7.48s 6.49s 5.75s 4.96t 4.34t 3.92t 3.50t

7.79d 12.02s 10.35s 8.83s 7.51s 6.53s 5.77s 5.15t 4.50t 4.06t 3.40t

7.65t 9.45d 13.01s 10.75s 8.85s 7.54s 6.56s 5.81s 5.22s 4.67t 4.10t

13.68s 10.84s 8.93s 7.60s 6.62s 5.88s 5.28s 4.63s 3.77d

12.28t 18.59s 13.86s 10.94s 9.03s 7.73s 6.73s 5.87s 5.06s 4.15s

19.02s 14.10s 11.10s 9.12s 7.67s 6.50s 5.45s 4.39s

8.45t 13.49d 18.11s 13.40s 10.51s 8.50s 6.99s 5.69s

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.40s 3.14d

3.44s 2.90s 2.81d

2.93s 2.58d 2.59d

3.43s 2.93s 2.54s 2.51d 2.51d

3.51s 2.93s 2.54s 2.37d 2.34d 2.40d

4.03s 3.36s 2.90s 2.52s 2.22s 2.27d 2.34d

4.81s 4.08s 3.43s 2.95s 2.51s 2.22s 2.31d 2.24d 2.33d

4.72s 3.89s 3.28s 2.85s 2.50s 2.21s 2.21d 2.21d 2.29d

4.63s 3.82s 3.24s 2.98s 2.47s 2.20s 2.21d 2.21d 2.21d

4.57s 3.88s 3.30s 2.78s 2.45s 2.19s 2.28d 2.27d 2.21d

4.53s 3.85s 3.20s 2.77s 2.45s 2.19s 2.31d 2.25d 2.32d 2.24d

5.94d 4.90s 3.84s 3.36s 2.77s 2.44s 1.84t 2.35t 2.30d 2.33d 2.24d

4.34d 4.75d 3.94s 3.17s 2.81t 2.00t 1.91t 2.44t 2.40d 2.35d 2.27d

3.56d 3.70d 3.71t 3.03t 2.93t 2.38t 2.12t 1.96t 2.50d 2.45d 2.39d 2.31d

3.37d 3.34d 3.49d 3.62d 3.25t 2.66t 2.57t 2.19t 2.10t 2.63d 2.56d 2.50d 2.36d

3.45d 3.33d 3.35d 3.53d 3.49t 2.94t 2.90t 2.46t 2.56t 2.79d 2.75d 2.58d

3.36d 3.32d 3.51d 3.90d 3.42t 3.29t 2.61t 3.16t 3.05d 2.79d 2.69d

3.41d 3.54d 4.77t 4.14t 3.20t 3.13t 3.55d 3.14d 3.00d 2.68d

4.56d 4.90d 5.31t 4.24t 3.66t 4.04d 3.84d 3.31d 3.00d

6.01d 6.55d 6.30t 4.96t 5.12d 4.51d 3.95d 3.45d 3.05d

7.53d 7.95d 8.69s 7.29s 6.47s 5.73s 4.94d 4.06d 3.50d

9.95d 11.00d 8.71s 7.19s 6.16s 5.35s 4.70s 4.24s

5.65t 9.47t 13.84d 11.23s 8.81s 7.26s 6.19s 5.40s
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Dn Cant Up Cant Safety Factor: 58% (67% of 87%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 155-205°

Fleet Number: RTE019 through to RTE021 2oLT

Configuration: Rail +0..50mm Locked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

205
215 Stafford, ST16 3HS
155 4
145 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.71s 3.42d

3.43s 3.49s 3.63d

3.44s 3.41s 3.45s 3.43d

3.42s 3.33s 3.39s 3.38t 3.17d

3.58s 3.54s 3.50s 3.31s 3.22s 2.37d

4.07d 3.65s 3.66s 3.63s 3.40t 3.22t 3.00

4.98d 4.59s 4.27s 3.99s 3.76t 3.46t 3.24t 3.01 2.42d

4.99s 5.37s 4.69s 4.28s 3.87t 3.55t 3.29t 3.02 2.69

4.90s 5.59s 5.20t 4.50t 4.02t 3.64t 3.31 3.01 2.69

5.09s 5.73s 5.29 4.61 4.08 3.65 3.30 3.01 2.69

5.70s 6.12s 5.26 4.59 4.05 3.64 3.29 3.00 2.68 2.41

6.01s 6.46d 6.15 5.25 4.57 4.05 3.63 3.29 2.98 2.67 2.40

6.07t 6.91d 6.14 5.25 4.56 4.05 3.62 3.27t 2.96 2.66 2.40

4.45d 6.61t 7.39t 6.16 5.25 4.56 4.03 3.60 3.26 2.94 2.64 2.39

3.92d 5.28d 7.46d 7.44 6.15 5.23 4.54 4.02t 3.59 3.25 2.92 2.62

4.92d 6.55d 8.56d 7.45 6.14 5.20 4.53 4.00 3.59 3.24 2.89 2.61

8.00d 9.44 7.43 6.14 5.22 4.52 4.00 3.59 3.20 2.87 2.59

7.65d 9.43 7.48 6.15 5.23 4.54 4.01 3.58 3.18 2.86 2.58

7.57t 11.79d 9.45 7.48 6.16 5.24 4.56 4.02 3.54 3.15 2.84

11.51d 12.78 9.44 7.50 6.21 5.27 4.55 3.97 3.51 3.13 2.83

12.85 9.49 7.52 6.22 5.25 4.52 3.95 3.49 3.13

8.99t 12.94 9.56 7.52 6.17 5.20 4.48 3.93 3.49

8.43t 13.55t 12.98 9.52 7.50 6.15 5.18 4.48

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.38s 3.11d

3.43s 2.89s 2.84d

3.44s 2.93s 2.77d 2.61d

3.42s 2.93s 2.53s 2.51d 2.46d

3.50s 2.99s 2.54s 2.34d 2.37d 2.37d

4.00s 3.35s 2.89s 2.51s 2.21s 2.27d 2.29d

4.80s 3.95s 3.42s 2.87s 2.50s 2.22s 2.31d 2.29d 2.28d

4.71s 3.87s 3.27s 2.83s 2.49s 2.20s 2.21d 2.24d 2.22d

4.75s 3.93s 3.23s 2.89s 2.47s 2.20s 2.50d 2.26d 2.23d

4.57s 3.76s 3.48s 2.96s 2.45s 2.19s 2.33d 2.22d 2.24d

4.65s 3.74s 3.18s 2.76s 2.44s 2.16t 2.40t 2.28d 2.26d 2.21d

5.84s 4.48s 3.93s 3.16s 2.75s 2.66s 1.77t 2.39t 2.33d 2.27d 2.32d

4.35d 4.29t 3.71s 3.35s 2.67t 2.07t 1.85t 2.43d 2.46d 2.41d 2.33d

3.62d 3.77d 3.52t 3.38t 2.53t 2.20t 2.04t 1.95t 2.57d 2.52d 2.48d 2.38

3.33d 3.34d 3.44d 3.62d 3.09t 3.95t 2.37t 2.26t 2.10t 2.74d 2.63d 2.47d

3.45d 3.37d 3.39d 3.47d 3.65t 3.42t 2.59t 2.37t 2.56t 2.87d 2.67d 2.54d

3.35d 3.32d 3.41d 4.07d 3.27t 2.85t 2.61t 3.21t 2.96d 2.78 2.56

3.32d 3.81d 4.54t 3.69t 3.19t 3.20t 3.35 3.04 2.78 2.57

4.28d 4.96d 5.28t 4.22t 3.65t 3.74 3.35 3.04 2.79

5.92d 6.57d 5.76 4.89 4.25 3.76 3.37 3.06 2.82

7.55d 8.10d 7.05 5.79 4.92 4.27 3.78 3.40 3.10

9.99d 9.05 7.12 5.86 4.97 4.31 3.82 3.46

5.61t 9.53t 12.46 9.16 7.23 5.95 5.06 4.42
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Dn Cant Up Cant Safety Factor: 60% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 145-155°

Fleet Number: RTE019 through to RTE021 2NLT

Configuration: Rail +0..50mm Locked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

215
225 Stafford, ST16 3HS
145 4
135 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.70s 3.36d

3.53s 3.54s 3.40

3.43s 3.40s 3.43 3.00

3.52s 3.48s 3.38s 3.03 2.66

3.69s 3.59s 3.43 3.03 2.69

4.09d 3.91s 3.78s 3.39 3.03 2.70 2.39

5.03d 4.66s 4.33s 3.84 3.39 3.02 2.71 2.40 2.13

5.22s 5.18 4.40 3.82 3.35 3.00 2.71s 2.41 2.14

5.01s 5.13 4.35 3.78 3.33 2.99 2.70s 2.41 2.14

5.19s 5.07 4.33 3.77 3.32 2.98 2.70s 2.41 2.14

5.68s 5.05 4.31 3.74 3.31 2.96s 2.69 2.39 2.13 1.92

5.98s 6.06 5.02 4.29 3.73 3.31s 2.96 2.67 2.38 2.13 1.91

6.00d 6.03 5.03 4.27 3.74 3.30 2.95 2.65 2.36 2.12 1.90

4.46d 6.42d 6.03 4.98 4.24 3.70 3.27 2.93t 2.64 2.35 2.10 1.89

3.81d 5.34d 7.42d 6.00 4.96 4.18 3.69 3.26 2.92t 2.62 2.33 2.09

4.92d 6.61d 7.55 5.99 4.95 4.22 3.66 3.25 2.91 2.59 2.30 2.07

8.03d 7.57 5.98 4.94 4.20 3.66 3.24 2.88 2.56 2.28 2.06

7.79d 7.53 5.98 4.95 4.21 3.66 3.24 2.85 2.53 2.27 2.05

7.70t 10.14 7.51 5.97 4.94 4.22 3.67 3.20 2.82 2.51 2.25

10.16 7.50 5.96 4.94 4.22 3.63 3.16 2.79 2.49 2.25

10.22 7.53 5.98 4.95 4.17 3.59 3.13 2.78 2.49

10.29 7.62 6.01 4.92 4.14 3.57 3.12 2.78

8.36t 13.67d 10.34 7.60 5.96 4.88 4.14 3.57

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.37s 3.09d

3.42s 2.85d 2.80d

3.43s 2.92s 2.61d 2.58d

3.40s 2.93s 2.52s 2.51d 2.51d

3.48s 2.91s 2.61s 2.54s 2.39d

3.97s 3.34s 2.88s 2.51s 2.21s 2.27d 2.31d

4.81s 3.92s 3.32s 2.86s 2.50s 2.21s 2.31d 2.31d 2.13

4.68s 4.10s 3.47s 2.82s 2.49s 2.20s 2.47d 2.26d 2.13

4.61s 3.81s 3.34s 2.80s 2.46s 2.19s 2.28d 2.28d 2.12

4.68s 3.87s 3.20s 2.78s 2.53s 2.19s 2.22d 2.27d 2.10

4.51s 3.83s 3.36s 3.00s 2.44s 2.11t 2.26d 2.29 2.09 1.91

5.68s 4.47s 3.71s 3.17s 2.91s 2.44s 1.77t 2.31d 2.27 2.07 1.90

4.45d 4.26t 3.70s 3.16s 2.73t 1.92t 1.91t 2.47 2.25 2.06 1.89

3.54d 3.70d 3.33t 4.30d 2.73t 2.28t 2.11t 1.95t 2.45 2.23 2.05 1.89

3.33d 3.38d 3.44d 3.63d 3.51t 3.85 2.37t 2.18t 2.10t 2.43 2.22 2.03

3.44d 3.32d 3.35d 3.53d 3.48t 3.06t 2.79t 2.37t 2.56t 2.42 2.21 2.03

3.39d 3.32d 3.47d 3.95t 3.41t 3.35 2.61t 2.66 2.41 2.20 2.03

3.32d 3.54d 4.54 3.91 3.19t 2.96 2.66 2.41 2.21 2.04

4.32d 5.10d 4.55 3.87 3.36 2.97 2.67 2.42 2.22

5.97d 5.57 4.57 3.88 3.37 2.99 2.67 2.43 2.24

7.67d 7.13 5.61 4.60 3.91 3.39 3.00 2.70 2.46

9.78 7.20 5.66 4.65 3.95 3.43 3.04 2.76

5.67t 9.65t 9.93 7.30 5.75 4.73 4.02 3.52
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Dn Cant Up Cant Safety Factor: 50% (67% of 75%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 135-145°

Fleet Number: RTE019 through to RTE021 2MLT

Configuration: Rail +0..50mm Locked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

225
235 Stafford, ST16 3HS
135 4
125 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.79s 3.33

3.51s 3.39s 2.91

3.41s 3.41 2.96 2.56

3.50s 3.41s 2.96 2.59 2.26

3.67s 3.38s 2.96 2.62 2.28

4.06d 3.89s 3.36s 2.94s 2.61 2.30 2.02

4.96d 4.55 3.85 3.32s 2.92 2.60 2.32 2.03 1.79

5.19s 4.48 3.81 3.31 2.91 2.59 2.32 2.04 1.80

4.88s 4.44s 3.77s 3.28 2.89 2.58 2.32 2.04 1.80

5.27s 4.39 3.74 3.25 2.88 2.57 2.31 2.04 1.80

5.27 4.36 3.73 3.24 2.87 2.57 2.30 2.03 1.80 1.60

5.95s 5.25 4.35 3.71 3.23 2.85 2.56 2.29 2.02 1.79 1.59

6.12d 5.22 4.34 3.71 3.23 2.85 2.54 2.27 2.00 1.78 1.59

4.53d 6.52 5.19 4.28 3.68 3.19 2.82 2.52 2.24 1.98 1.76 1.58

3.77d 5.40d 6.48 5.16 4.27 3.65 3.16 2.80 2.50 2.21 1.96 1.75

4.93d 6.62d 6.47 5.12 4.25 3.62 3.15 2.78 2.49 2.18 1.94 1.73

8.05d 6.41 5.12 4.24 3.59 3.14 2.78 2.45 2.16 1.92 1.72

6.84d 7.83d 6.40 5.08 4.22 3.60 3.13 2.75 2.41 2.13 1.90 1.71

6.39 5.07 4.20 3.58 3.12 2.71 2.38 2.10 1.89

8.14d 8.62 6.39 5.07 4.20 3.58 3.08 2.67 2.35 2.09 1.88

8.65 6.42 5.09 4.22 3.54 3.04 2.65 2.34 2.09

8.77 6.49 5.09 4.17 3.51 3.02 2.63 2.33

8.44t 13.22 8.80 6.45 5.06 4.15 3.50 3.02

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.35s 3.11d

3.41s 2.96s 2.78d

3.41s 2.92s 2.68d 2.54

3.50s 2.92s 2.52s 2.44d 2.25

3.38s 2.90s 2.51s 2.37d 2.26

4.06d 3.44s 2.87s 2.51s 2.21s 2.25 2.00

4.76s 4.37s 3.30s 2.85s 2.49s 2.21s 2.23d 2.00 1.79

4.66s 3.85s 3.27s 2.82s 2.48s 2.20s 2.21 1.99 1.79

4.61s 3.79s 3.22s 2.79s 2.46s 2.19s 2.19 1.97 1.78

4.53s 3.75s 3.47s 2.77s 2.45s 2.19s 2.15 1.95 1.77

4.49s 3.72s 3.17s 2.76s 2.45s 2.06t 2.13 1.92 1.75 1.59

5.65s 4.60s 3.81s 3.25s 2.75s 2.51s 1.77t 2.10 1.90 1.73 1.59

4.34d 4.37t 3.92s 3.25s 2.59t 1.99t 1.85t 2.07 1.88 1.72 1.58

3.55d 3.71d 3.31t 3.91 2.83t 2.36t 2.19t 1.95t 2.05 1.87 1.71 1.57

3.33d 3.34d 3.49d 3.62d 3.23t 2.65t 2.73t 2.18t 2.10t 2.03 1.85 1.70

3.47d 3.32d 3.35d 3.48d 3.46t 2.92t 2.58t 2.36t 2.23 2.02 1.84 1.69

3.35d 3.32d 3.47d 3.79 3.21 2.84 2.49 2.22 2.01 1.84 1.70

3.32d 3.59d 3.79 3.22 2.80 2.48 2.22 2.01 1.84 1.71

4.33d 4.65 3.81 3.23 2.81 2.48 2.22 2.02 1.85

5.97 4.67 3.83 3.25 2.82 2.49 2.24 2.03 1.88

7.63d 6.01 4.72 3.87 3.28 2.85 2.52 2.26 2.06

8.27 6.08 4.77 3.92 3.32 2.88 2.55 2.32

5.82t 9.63t 8.39 6.17 4.86 3.99 3.40 2.97
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Dn Cant Up Cant Safety Factor: 50% (67% of 75%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 125-135°

Fleet Number: RTE019 through to RTE021 2LLT

Configuration: Rail +0..50mm Locked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

235
245 Stafford, ST16 3HS
125 4
115 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.50 2.90

3.50s 2.99 2.51

3.00 2.57 2.19

3.41s 3.00 2.60s 2.23 1.91

3.48s 2.98s 2.60s 2.26 1.94

4.08 3.46 2.96s 2.57 2.28s 1.96 1.69

4.88 4.04s 3.41s 2.93s 2.57 2.28 1.98 1.71 1.48

4.80s 3.97s 3.37 2.91s 2.55s 2.27 1.98 1.72 1.49

4.74s 3.91 3.33s 2.89s 2.53 2.26 1.99 1.72 1.49

4.67 3.85 3.30s 2.86s 2.52 2.25 1.98 1.72 1.49

4.63s 3.83 3.25 2.81 2.51 2.25 1.97 1.70 1.48 1.30

5.79s 4.59s 3.82s 3.24 2.82 2.51 2.22 1.95 1.68 1.47 1.29

4.32d 5.70 4.51 3.79 3.26t 2.82 2.48 2.19 1.92 1.67 1.46 1.28

4.53d 5.61 4.50 3.74 3.20t 2.78 2.45 2.17 1.89 1.64 1.44 1.27

4.12d 5.41d 5.58 4.45 3.69 3.13 2.73 2.41 2.15 1.85 1.62 1.43

4.93d 6.64d 5.54 4.43 3.66 3.11 2.71 2.39 2.10 1.82 1.59 1.41

7.34 5.45 4.35 3.62 3.10 2.69 2.37 2.06 1.79 1.57 1.39

6.85d 7.85d 5.43 4.33 3.59 3.06 2.66 2.33 2.01 1.76 1.55 1.38

5.44 4.30 3.56 3.04 2.65 2.27 1.97 1.73 1.54

8.14t 5.44 4.31 3.57 3.05 2.59 2.23 1.94 1.71 1.53

11.38 7.41 5.47 4.34 3.59 2.99 2.54 2.20 1.93 1.71

7.51 5.55 4.35 3.54 2.95 2.52 2.18 1.92

8.47t 11.48 7.56 5.51 4.30 3.51 2.94 2.52

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.33d 2.88

3.40s 2.84d 2.49

2.91s 2.54 2.17

3.40s 2.90s 2.51s 2.20 1.90

3.36s 2.89s 2.52s 2.20 1.92

3.97s 3.33s 2.92 2.50 2.17 1.92 1.68

4.78s 3.90s 3.32 2.83 2.45 2.14 1.89 1.67 1.48

4.66s 3.81 3.22 2.75 2.40 2.10 1.86 1.65 1.47

4.68 3.68 3.08 2.67 2.33 2.05 1.82 1.63 1.46

4.51s 3.63 2.96 2.58 2.26 2.01 1.79 1.61 1.45

4.48 3.55 2.86 2.49 2.20 1.96 1.75 1.58 1.43 1.29

5.62s 4.32 3.44 2.78 2.42 2.14 1.77t 1.72 1.56 1.41 1.28

4.32d 4.35d 4.18 3.31 2.71 2.36 1.99t 1.85t 1.69 1.53 1.39 1.27

3.55d 3.71d 3.30t 2.89t 2.42t 2.31 2.03t 1.85 1.66 1.51 1.38 1.26

3.33d 3.34d 3.44d 3.62d 3.08t 2.61 2.29 2.03 1.82 1.64 1.50 1.37

3.44d 3.32d 3.39d 3.48d 3.08 2.60 2.27 2.01 1.81 1.63 1.49 1.36

3.35d 3.32d 3.42d 3.07 2.60 2.27 2.00 1.79 1.62 1.48 1.36

3.36d 3.64d 3.08 2.61 2.28 2.00 1.79 1.62 1.48 1.37

4.67d 3.81 3.13 2.64 2.27 2.01 1.80 1.63 1.49

4.94 3.84 3.14 2.65 2.29 2.02 1.81 1.65 1.53

6.87 5.00 3.90 3.18 2.68 2.32 2.05 1.84 1.68

6.96 5.08 3.96 3.24 2.73 2.36 2.09 1.91

5.82t 9.68t 7.12 5.20 4.06 3.34 2.82 2.47
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Dn Cant Up Cant Safety Factor: 60% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 115-125°

Fleet Number: RTE019 through to RTE021 2KLT

Configuration: Rail +0..50mm Locked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

245
255 Stafford, ST16 3HS
115 4
105 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.28 2.70

3.33 2.80 2.35

3.33 2.83 2.41 2.04

3.31 2.81 2.45 2.08 1.78

3.30 2.82 2.44 2.12 1.81

3.87 3.24 2.79 2.43 2.13 1.83 1.57

4.60 3.80 3.20 2.76 2.42 2.13 1.84 1.58

4.51 3.73 3.17 2.73 2.40 2.13 1.85 1.59 1.37

4.47 3.69 3.12 2.69 2.38 2.12 1.85 1.59 1.38

4.38 3.62 3.10 2.67 2.37 2.12 1.84 1.59 1.37

4.32 3.61 3.05 2.65 2.36 2.11 1.83 1.58 1.37 1.19

5.45 4.28 3.59 3.06 2.64 2.36 2.08 1.81 1.57 1.36 1.19

4.32d 5.33 4.24 3.58 3.06 2.65 2.32 2.06 1.79 1.55 1.34 1.18

4.60d 5.30 4.22 3.52 3.00 2.61 2.29 2.03 1.76 1.53 1.33 1.17

4.12d 5.47d 5.26 4.17 3.45 2.84 2.56 2.26 2.01 1.73 1.50 1.31

4.93d 6.64d 5.16 4.13 3.42 2.91 2.55 2.23 1.96 1.69 1.47 1.29

6.84 5.05 4.06 3.38 2.87 2.46 2.20 1.91 1.66 1.45 1.28

6.88d 7.82d 5.04 4.03 3.34 2.83 2.48 2.16 1.87 1.62 1.43 1.27

5.05 4.01 3.33 2.83 2.47 2.11 1.83 1.60 1.41

5.05 4.01 3.32 2.84 2.41 2.06 1.80 1.58 1.41

10.59 6.91 5.10 4.04 3.34 2.78 2.36 2.04 1.78 1.58

7.01 5.18 4.04 3.29 2.74 2.33 2.02 1.78

8.38t 10.79 7.03 5.15 4.01 3.26 2.73 2.33

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.24d 2.69

3.32 2.77 2.33

3.32 2.80 2.37 2.02

3.30 2.78 2.38 2.05 1.76

3.26 2.76 2.36 2.04 1.78

3.84 3.19 2.70 2.33 2.03 1.78 1.56

4.58 3.71 3.10 2.64 2.28 1.99 1.75 1.55

4.47 3.55 3.00 2.57 2.22 1.96 1.73 1.53 1.36

4.39 3.45 2.88 2.48 2.17 1.91 1.70 1.51 1.35

4.28 3.36 2.76 2.39 2.10 1.86 1.66 1.48 1.33

4.14 3.27 2.65 2.32 2.04 1.82 1.63 1.46 1.32 1.19

5.34 4.01 3.16 2.58 2.26 1.98 1.77t 1.59 1.43 1.30 1.18

4.32d 4.43d 3.85 3.06 2.51 2.17 1.93 1.73 1.56 1.41 1.28 1.17

3.55d 3.77d 3.73 2.88t 2.42t 2.15 1.89 1.70 1.53 1.39 1.27 1.16

3.37d 3.34d 3.44d 3.61 2.89 2.41 2.11 1.89 1.67 1.51 1.37 1.26

3.44d 3.32d 3.40d 3.48d 2.84 2.39 2.10 1.87 1.66 1.49 1.36 1.25

3.35d 3.32d 3.42d 2.83 2.40 2.08 1.84 1.65 1.49 1.36 1.25

3.41d 3.49 2.85 2.40 2.08 1.85 1.64 1.49 1.36 1.26

4.46d 3.52 2.87 2.43 2.09 1.85 1.65 1.50 1.37

4.57 3.55 2.89 2.44 2.11 1.86 1.67 1.51 1.40

6.37 4.63 3.60 2.93 2.47 2.14 1.89 1.69 1.55

6.46 4.71 3.68 2.99 2.52 2.18 1.93 1.77

5.71t 9.65t 6.63 4.82 3.78 3.09 2.62 2.29
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Dn Cant Up Cant Safety Factor: 60% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 105-115°

Fleet Number: RTE019 through to RTE021 2JLT

Configuration: Rail +0..50mm Locked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

255
265 Stafford, ST16 3HS
105 4

95 356
10

350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.95 2.41

2.99 2.51 2.09

3.00 2.54 2.15 1.81

2.98 2.53 2.19 1.85 1.56

2.95 2.51 2.19 1.88 1.60

3.47 2.92 2.51 2.18 1.90 1.62 1.38

4.18 3.41 2.88 2.48 2.16 1.91 1.63 1.39 1.18

4.07 3.36 2.84 2.44 2.15 1.90 1.64 1.40 1.20

3.99 3.27 2.80 2.42 2.12 1.89 1.64 1.40 1.20

3.93 3.24 2.77 2.33 2.11 1.89 1.63 1.40 1.20

3.86 3.20 2.72 2.37 2.11 1.89 1.62 1.38 1.19 1.03

4.87 3.80 3.20 2.73 2.36 2.08 1.87 1.60 1.37 1.18 1.02

4.33d 4.81t 3.78 3.20 2.73 2.37 2.07t 1.84 1.58 1.35 1.17 1.01

4.60d 4.72 3.81 3.17 2.66 2.33 2.05 1.81 1.55 1.33 1.15 1.00

4.08d 5.47d 4.61 3.74 3.10 2.49 2.30 2.01 1.77 1.52 1.31 1.13

4.93d 6.10 4.58 3.67 3.05 2.58 2.26 1.98 1.73 1.48 1.28 1.12

6.07 4.52 3.61 3.00 2.55 2.21 1.95 1.68 1.45 1.26 1.10

6.88d 7.83d 4.46 3.57 2.95 2.50 2.19 1.91 1.63 1.41 1.24 1.09

4.45 3.55 2.94 2.51 2.18 1.86 1.60 1.39 1.22

4.47 3.55 2.93 2.51 2.12 1.81 1.57 1.37 1.22

9.42 6.11 4.51 3.57 2.95 2.45 2.07 1.78 1.55 1.37

6.22 4.59 3.57 2.90 2.41 2.05 1.77 1.55

8.38t 9.72 6.23 4.55 3.54 2.88 2.40 2.04

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.91 2.40

2.99 2.48 2.08

3.00 2.51 2.12 1.80

2.96 2.49 2.12 1.82 1.55

2.92 2.46 2.11 1.82 1.57

3.47 2.86 2.42 2.07 1.80 1.57 1.36

4.12 3.33 2.77 2.36 2.03 1.76 1.55 1.36 1.18

3.99 3.17 2.67 2.27 1.97 1.72 1.52 1.34 1.18

3.94 3.06 2.54 2.19 1.91 1.68 1.49 1.32 1.17

3.83 2.98 2.43 2.11 1.85 1.63 1.45 1.29 1.16

3.68 2.88 2.37 2.03 1.79 1.59 1.42 1.27 1.14 1.02

4.76 3.55 2.78 2.25 1.96 1.73 1.54 1.38 1.24 1.12 1.01

4.33d 4.36d 3.39 2.68 2.18 1.89 1.68 1.50 1.35 1.22 1.10 1.01

3.61d 3.70d 3.26 2.58 2.11 1.85 1.66 1.47 1.32 1.20 1.09 1.00

3.37d 3.34d 3.44d 3.15 2.51 2.07 1.83 1.62 1.45 1.30 1.18 1.08

3.44d 3.32d 3.40d 3.08 2.45 2.06 1.80 1.61 1.42 1.29 1.17 1.07

3.35d 3.32d 3.04 2.44 2.07 1.79 1.58 1.42 1.28 1.17 1.07

3.41d 3.03 2.47 2.13 1.79 1.59 1.41 1.28 1.17 1.09

3.98 3.05 2.49 2.09 1.80 1.59 1.42 1.29 1.18

4.00 3.09 2.51 2.11 1.83 1.61 1.44 1.30 1.21

5.59 4.05 3.14 2.55 2.14 1.85 1.63 1.46 1.34

5.69 4.13 3.21 2.61 2.19 1.90 1.67 1.54

5.73t 9.14 5.86 4.24 3.31 2.70 2.29 2.01
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Dn Cant Up Cant Safety Factor: 60% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 95-105°

Fleet Number: RTE019 through to RTE021 2ILT

Configuration: Rail +0..50mm Locked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

265
275 Stafford, ST16 3HS

95 4
85 356
10

350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.83 2.30

2.40 2.00

2.88 2.44 2.06 1.73

2.86 2.43 2.09 1.77 1.49

2.83 2.41 2.10 1.80 1.52

3.33 2.80 2.40 2.09 1.82 1.54 1.31

4.01 3.27 2.76 2.37 2.07 1.83 1.56 1.32 1.12

3.90 3.22 2.72 2.34 2.05 1.81 1.57 1.33 1.13

3.82 3.13 2.68 2.32 2.03 1.81 1.56 1.33 1.14

3.76 3.10 2.65 2.23 2.02 1.81 1.56 1.33 1.13

3.70 3.07 2.61 2.27 2.00 1.81 1.54 1.31 1.13 .97

4.67 3.63 3.06 2.59 2.26 1.99 1.78 1.53 1.31 1.12 .96

4.33d 4.64t 3.61 3.06 2.61 2.26 2.00 1.76 1.51 1.28 1.10 .95

4.60d 4.57 3.66t 3.04 2.60 2.24 1.96 1.73 1.48 1.26 1.09 .94

4.08d 5.47d 4.38 3.57 2.99 2.36 2.20 1.92 1.69 1.44 1.24 1.07

4.93d 5.83 4.37 3.49 2.92 2.46 2.15 1.88 1.64 1.41 1.21 1.05

5.79 4.32 3.44 2.86 2.43 2.11 1.86 1.59 1.37 1.19 1.04

6.88d 7.83d 4.24 3.40 2.81 2.39 2.09 1.82 1.55 1.34 1.17 1.03

4.26 3.39 2.80 2.39 2.07 1.76 1.52 1.32 1.15

8.14t 4.26 3.39 2.80 2.39 2.02 1.72 1.48 1.30 1.15

9.04 5.85 4.30 3.40 2.82 2.33 1.97 1.69 1.47 1.29

5.94 4.38 3.42 2.76 2.29 1.94 1.68 1.47

8.35t 9.30 5.99 4.35 3.39 2.74 2.28 1.94

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.79 2.30

2.38 1.98

2.88 2.39 2.03 1.71

2.84 2.39 2.03 1.74 1.48

2.80 2.36 2.02 1.73 1.50

3.33 2.75 2.32 1.98 1.72 1.50 1.29

3.96 3.19 2.65 2.25 1.94 1.68 1.47 1.29 1.12

3.82 3.04 2.55 2.17 1.88 1.64 1.44 1.28 1.12

3.75 2.93 2.43 2.09 1.82 1.60 1.41 1.25 1.11

3.66 2.84 2.31 2.00 1.76 1.55 1.37 1.22 1.09

3.51 2.75 2.25 1.93 1.70 1.51 1.34 1.20 1.08 .96

4.56 3.39 2.64 2.13 1.86 1.64 1.46 1.31 1.17 1.06 .95

4.33d 4.29 3.23 2.55 2.05 1.79 1.58 1.42 1.27 1.15 1.04 .95

3.61d 3.70d 3.09 2.45 1.99 1.74 1.57 1.38 1.25 1.13 1.03 .94

3.37d 3.34d 3.44d 2.98 2.37 1.96 1.72 1.53 1.37 1.23 1.11 1.02

3.44d 3.32d 3.35d 2.92 2.32 1.95 1.70 1.51 1.34 1.21 1.10 1.01

3.35d 3.32d 2.87 2.30 1.95 1.69 1.49 1.34 1.20 1.10 1.01

3.45d 2.87 2.33 2.01 1.69 1.50 1.33 1.21 1.10 1.02

3.77 2.89 2.35 1.98 1.70 1.50 1.34 1.21 1.11

3.79 2.93 2.37 2.00 1.72 1.52 1.36 1.23 1.15

5.32 3.85 2.97 2.41 2.02 1.75 1.54 1.38 1.27

5.41 3.92 3.04 2.47 2.08 1.79 1.58 1.46

5.80t 8.75 5.58 4.04 3.15 2.57 2.17 1.91
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Dn Cant Up Cant Safety Factor: 60% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 85-95°

Fleet Number: RTE019 through to RTE021 2HLT

Configuration: Rail +0..50mm Locked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

275
295 Stafford, ST16 3HS

85 4
65 356
20

340 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.81 2.29

2.86 2.38 1.98

2.85 2.42 2.04 1.71

2.84 2.40 2.08 1.75 1.47

2.82 2.39 2.08 1.78 1.51

3.30 2.77 2.38 2.07 1.81 1.53 1.29

3.97 3.24 2.73 2.35 2.05 1.81 1.54 1.31

3.85 3.18 2.70 2.32 2.04 1.80 1.55 1.32 1.12

3.78 3.10 2.65 2.29 2.01 1.79 1.55 1.32 1.13

3.72 3.07 2.63 2.26 2.00 1.79 1.54 1.31 1.12

3.66 3.06 2.58 2.25 2.00 1.79 1.53 1.31 1.12 .96

4.62 3.60 3.03 2.59 2.24 1.99 1.77t 1.51 1.29 1.11 .95

4.32d 4.62 3.58 3.03 2.59 2.24 1.98 1.74 1.49 1.27 1.09 .94

4.60d 4.53 3.62 3.02t 2.57 2.21 1.95 1.71 1.46 1.25 1.08 .93

4.08d 5.47d 4.36 3.54 2.97 2.36 2.18 1.90 1.67 1.43 1.22 1.06

4.93d 5.78 4.33 3.47 2.87 2.44 2.14 1.86 1.63 1.39 1.20 1.04

5.74 4.28 3.41 2.83 2.40 2.09 1.84 1.58 1.36 1.17 1.03

6.88d 7.82d 4.21 3.37 2.79 2.36 2.07 1.80 1.54 1.33 1.15 1.02

4.22 3.36 2.78 2.37 2.06 1.75 1.50 1.30 1.14

4.23 3.35 2.77 2.36 2.00 1.70 1.47 1.28 1.14

9.00 5.79 4.27 3.38 2.79 2.31 1.95 1.67 1.45 1.28

5.90 4.35 3.38 2.74 2.28 1.93 1.66 1.45

8.29t 9.27 5.92 4.32 3.35 2.71 2.26 1.92

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.77 2.28

2.85 2.36 1.96

2.85 2.38 2.01 1.70

2.83 2.36 2.01 1.72 1.47

2.78 2.34 2.00 1.71 1.48

3.30 2.71 2.29 1.96 1.70 1.48 1.28

3.92 3.17 2.62 2.23 1.91 1.66 1.46 1.27

3.78 3.01 2.53 2.15 1.86 1.63 1.43 1.26 1.11

3.73 2.90 2.40 2.07 1.80 1.58 1.40 1.24 1.10

3.62 2.81 2.29 1.98 1.74 1.53 1.36 1.21 1.08

3.48 2.72 2.23 1.91 1.67 1.49 1.33 1.19 1.07 .95

4.51 3.36 2.61 2.11 1.85 1.63 1.44 1.29 1.16 1.05 .94

4.32d 4.29 3.20 2.52 2.04 1.76 1.57 1.41 1.26 1.14 1.03 .94

3.61d 3.70d 3.07 2.42 1.97 1.74 1.55 1.37 1.23 1.12 1.01 .93

3.37d 3.34d 3.44d 2.95 2.34 1.93 1.70 1.52 1.34 1.21 1.10 1.00

3.44d 3.32d 3.40d 2.88 2.29 1.92 1.71 1.50 1.33 1.20 1.09 1.00

3.35d 3.32d 2.84 2.28 1.93 1.67 1.47 1.32 1.19 1.09 1.00

3.41d 2.84 2.30 2.00 1.67 1.48 1.32 1.19 1.09 1.01

3.74 2.86 2.33 1.96 1.68 1.48 1.32 1.20 1.10

3.75 2.90 2.35 1.98 1.70 1.50 1.34 1.22 1.13

5.28 3.81 2.95 2.39 2.00 1.73 1.52 1.36 1.25

5.38 3.90 3.02 2.45 2.05 1.77 1.56 1.44

5.77t 8.69 5.55 4.01 3.12 2.54 2.15 1.88
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Dn Cant Up Cant Safety Factor: 60% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 65-85°

Fleet Number: RTE019 through to RTE021 2GLT

Configuration: Rail +0..50mm Locked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

295
305 Stafford, ST16 3HS

65 4
55 356
10

350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.94 2.41

2.98 2.50 2.08

2.97 2.54 2.14 1.80

2.98 2.53 2.18 1.85 1.56

2.94 2.52 2.18 1.87 1.59

3.48 2.92 2.49 2.16 1.90 1.61 1.37

4.11 3.41 2.86 2.46 2.15 1.90 1.63 1.39 1.18

4.06 3.28 2.82 2.44 2.13 1.89 1.63 1.40 1.19

3.98 3.29 2.72 2.40 2.12 1.89 1.64 1.40 1.19

3.92 3.21 2.76 2.39 2.10 1.88 1.63 1.39 1.19

3.86 3.21 2.73 2.34 2.10 1.88 1.62 1.38 1.18 1.02

4.85 3.81 3.16 2.72 2.34 2.10 1.86 1.60 1.37 1.17 1.02

4.32d 4.83 3.76 3.15 2.69 2.36 2.08 1.84 1.57 1.35 1.16 1.01

4.59d 4.75 3.81 3.16 2.67 2.33 2.04 1.80 1.54 1.32 1.15 1.00

4.12d 5.46d 4.61 3.73 3.10 2.65 2.30 2.01 1.77 1.51 1.30 1.13

4.93d 6.10 4.57 3.66 3.03 2.56 2.25 1.97 1.72 1.47 1.27 1.11

6.05 4.46 3.58 2.99 2.52 2.19 1.94 1.67 1.44 1.25 1.10

7.82d 4.45 3.56 2.95 2.51 2.18 1.91 1.63 1.41 1.23 1.09

7.67t 4.47 3.53 2.92 2.50 2.17 1.85 1.59 1.38 1.22

6.08 4.47 3.54 2.93 2.50 2.11 1.80 1.56 1.37 1.21

6.13 4.52 3.58 2.95 2.45 2.07 1.77 1.54 1.36

6.25 4.61 3.58 2.90 2.40 2.04 1.76 1.55

8.23t 9.83 6.27 4.56 3.55 2.87 2.40 2.04

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.90 2.39

2.97 2.48 2.06

2.97 2.50 2.11 1.79

2.96 2.48 2.12 1.82 1.55

2.91 2.46 2.09 1.82 1.57

3.44 2.86 2.40 2.08 1.79 1.56 1.36

4.09 3.34 2.77 2.34 2.03 1.76 1.54 1.35 1.18

4.00 3.17 2.67 2.27 1.96 1.72 1.51 1.33 1.18

3.91 3.04 2.53 2.19 1.90 1.67 1.48 1.31 1.17

3.80 2.97 2.42 2.10 1.84 1.63 1.45 1.29 1.15

3.68 2.88 2.31 2.01 1.77 1.58 1.41 1.26 1.13 1.02

4.74 3.53 2.76 2.23 1.97 1.72 1.53 1.37 1.24 1.12 1.01

4.32d 4.35d 3.38 2.66 2.17 1.88 1.67 1.50 1.35 1.21 1.10 1.00

3.55d 3.77d 3.26 2.58 2.10 1.84 1.63 1.46 1.32 1.19 1.08 .99

3.37d 3.34d 3.44d 3.14 2.50 2.07 1.81 1.60 1.43 1.30 1.18 1.07

3.44d 3.32d 3.39d 3.07 2.45 2.05 1.79 1.58 1.42 1.28 1.17 1.07

3.35d 3.32d 3.03 2.43 2.06 1.78 1.57 1.41 1.28 1.16 1.07

3.41d 3.02 2.45 2.06 1.80 1.57 1.41 1.27 1.16 1.08

3.99 3.05 2.48 2.09 1.80 1.58 1.42 1.28 1.18

3.99 3.08 2.50 2.10 1.82 1.60 1.43 1.30 1.21

5.61 4.05 3.13 2.54 2.13 1.84 1.63 1.46 1.33

5.71 4.13 3.20 2.60 2.19 1.88 1.67 1.53

5.73t 9.26 5.87 4.25 3.31 2.70 2.28 2.00
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Dn Cant Up Cant Safety Factor: 60% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 55-65°

Fleet Number: RTE019 through to RTE021 2FLT

Configuration: Rail +0..50mm Locked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

305
315 Stafford, ST16 3HS

55 4
45 356
10

350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.23 2.67

3.28 2.76 2.31

3.28 2.79 2.37 2.01

3.27 2.77 2.41 2.05 1.75

3.23 2.76 2.40 2.08 1.78

3.81 3.21 2.76 2.40 2.11 1.80 1.54

4.58 3.75 3.17 2.73 2.38 2.11 1.82 1.56 1.34

4.47 3.69 3.12 2.69 2.36 2.10 1.82 1.57 1.35

4.37 3.64 3.08 2.67 2.34 2.09 1.82 1.57 1.35

4.32 3.58 3.02 2.65 2.32 2.09 1.82 1.56 1.35

4.28 3.55 3.02 2.63 2.32 2.08 1.80 1.55 1.34 1.17

5.37 4.24 3.52 3.00 2.62 2.32 2.05 1.78 1.54 1.33 1.16

4.31d 5.32 4.14 3.50 3.00 2.60 2.30 2.03 1.76 1.52 1.32 1.16

4.53d 5.22 4.15t 3.44 2.97 2.56 2.26 2.00 1.73 1.50 1.30 1.14

4.08d 5.40d 5.15 4.12 3.39 2.92 2.52 2.23 1.97 1.70 1.47 1.29

4.93d 6.62d 5.09 4.08 3.37 2.89 2.50 2.20 1.93 1.66 1.45 1.27

6.76 5.01 4.00 3.32 2.85 2.47 2.17 1.88 1.63 1.42 1.26

7.83d 5.00 3.98 3.30 2.81 2.44 2.14 1.83 1.59 1.40 1.25

7.62d 4.99 3.96 3.28 2.75 2.43 2.08 1.80 1.57 1.39

6.81 5.01 3.96 3.14 2.80 2.37 2.03 1.77 1.55 1.38

8.52d 6.86 5.05 4.00 3.29 2.74 2.33 2.01 1.75 1.55

6.97 5.13 4.01 3.24 2.71 2.30 1.99 1.75

8.17t 10.80 7.03 5.10 3.96 3.22 2.69 2.30

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.21 2.65

3.27 2.73 2.30

3.28 2.76 2.34 2.00

3.26 2.75 2.34 2.02 1.74

3.22 2.71 2.33 2.01 1.76

3.80 3.15 2.67 2.29 2.00 1.75 1.53

4.54 3.66 3.06 2.60 2.25 1.96 1.72 1.53 1.34

4.40 3.50 2.95 2.53 2.19 1.92 1.70 1.51 1.34

4.31 3.39 2.83 2.45 2.13 1.88 1.66 1.48 1.33

4.22 3.32 2.71 2.35 2.07 1.83 1.63 1.46 1.31

4.11 3.22 2.60 2.27 2.00 1.78 1.59 1.43 1.29 1.16

5.25 3.96 3.12 2.55 2.19 1.94 1.74 1.56 1.41 1.27 1.16

4.31d 4.34d 3.82 3.01 2.46 2.15 1.90 1.70 1.53 1.38 1.26 1.15

3.55d 3.71d 3.31t 2.92 2.40 2.09 1.86 1.66 1.50 1.36 1.24 1.14

3.33d 3.34d 3.44d 3.57 2.85 2.36 2.06 1.83 1.64 1.49 1.35 1.23

3.44d 3.32d 3.35d 3.48d 2.80 2.35 2.05 1.81 1.62 1.47 1.34 1.23

3.35d 3.32d 3.41d 2.78 2.35 2.08 1.81 1.61 1.46 1.33 1.23

3.36d 3.45 2.79 2.36 2.06 1.80 1.62 1.46 1.34 1.24

4.51 3.46 2.81 2.37 2.06 1.81 1.62 1.47 1.35

4.52 3.50 2.85 2.40 2.07 1.83 1.63 1.48 1.38

6.32 4.57 3.55 2.88 2.43 2.10 1.85 1.66 1.52

6.43 4.65 3.62 2.95 2.48 2.14 1.90 1.73

5.67t 9.49t 6.59 4.78 3.72 3.04 2.57 2.25
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Dn Cant Up Cant Safety Factor: 60% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 45-55°

Fleet Number: RTE019 through to RTE021 2ELT

Configuration: Rail +0..50mm Locked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

315
325 Stafford, ST16 3HS

45 4
35 356
10

350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.60 3.00

3.52s 3.09 2.60

3.43s 3.10 2.66 2.27

3.41s 3.10 2.69 2.31 1.98

3.57s 3.08 2.68s 2.34 2.02

4.09d 3.55 3.05s 2.67s 2.36s 2.04 1.76

5.00d 4.15 3.50s 3.03 2.65 2.35s 2.05 1.78 1.54

4.95 4.08 3.46 2.99 2.63s 2.34 2.06 1.78 1.55

4.86s 4.03 3.39 2.97s 2.62s 2.33s 2.06 1.79 1.55

4.81s 3.99s 3.39s 2.95s 2.60s 2.32s 2.05 1.78 1.55

4.76 3.94 3.37s 2.93 2.59s 2.32s 2.05 1.77 1.54 1.35

5.98s 4.75 3.92 3.36s 2.92s 2.56 2.29 2.03 1.75 1.53 1.35

5.89 4.65 3.94s 3.35 2.92 2.56 2.27 1.99 1.73 1.52 1.34

4.52d 5.84 4.66 3.76 3.30 2.86 2.52 2.25 1.97 1.71 1.50 1.33

3.97d 5.39d 5.81 4.63 3.80 3.27 2.83t 2.50 2.22 1.94 1.69 1.49

4.92d 6.61d 5.76 4.58 3.80 3.24 2.80 2.48 2.19 1.90 1.66 1.47

7.67 5.71 4.55 3.77 3.21 2.79 2.46 2.14 1.86 1.64 1.46

7.82d 5.67 4.50 3.73 3.17 2.77 2.42 2.10 1.83 1.62 1.44

9.52d 7.69 5.68 4.49 3.72 3.17 2.76 2.37 2.06 1.81 1.60

5.67 4.48 3.71 3.17 2.69 2.32 2.03 1.79 1.60

7.75 5.70 4.51 3.74 3.12 2.65 2.29 2.01 1.79

7.90 5.82 4.53 3.68 3.08 2.63 2.28 2.01

8.09t 12.14 7.95 5.78 4.50 3.66 3.06 2.63

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.35s 2.98

3.42s 2.87d 2.59

3.43s 2.90s 2.63d 2.25

3.40s 2.99s 2.52s 2.28 1.97

3.37s 2.89s 2.52s 2.27 1.99

3.98s 3.34s 2.96s 2.51s 2.21s 1.98 1.74

4.76s 4.02s 3.40s 2.93s 2.50s 2.21s 1.96 1.74 1.54

4.79s 3.84s 3.26s 2.83s 2.48 2.19 1.93 1.72 1.53

4.59s 3.83 3.20 2.77 2.42 2.14 1.90 1.70 1.52

4.54s 3.74 3.07 2.67 2.36 2.09 1.86 1.67 1.51

4.49s 3.64 2.98 2.60 2.29 2.05 1.83 1.65 1.49 1.35

5.65s 4.47s 3.55 2.91 2.52 2.24 1.83t 1.79 1.62 1.47 1.34

4.32d 4.26t 3.45 2.83 2.46 1.92t 1.91t 1.76 1.60 1.46 1.33

3.54d 3.70d 3.32t 3.36 2.73t 2.28t 2.12t 1.92 1.74 1.58 1.44 1.32

3.33d 3.34d 3.49d 3.63d 3.28 2.73 2.39 2.13 1.90 1.71 1.56 1.43

3.45d 3.32d 3.35d 3.53d 3.23 2.72 2.37 2.12 1.88 1.70 1.55 1.42

3.35d 3.32d 3.47d 3.22 2.72 2.36 2.09 1.88 1.70 1.55 1.42

3.32d 3.59d 3.24 2.74 2.36 2.10 1.87 1.70 1.55 1.44

4.32d 3.99 3.25 2.75 2.39 2.10 1.88 1.70 1.56

5.19 4.03 3.28 2.77 2.40 2.12 1.89 1.72 1.59

7.22 5.24 4.08 3.32 2.80 2.43 2.14 1.92 1.75

7.33 5.32 4.15 3.38 2.85 2.47 2.18 1.99

5.52t 9.42t 7.49 5.45 4.25 3.48 2.94 2.58
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Dn Cant Up Cant Safety Factor: 60% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 35-45°

Fleet Number: RTE019 through to RTE021 2DLT

Configuration: Rail +0..50mm Locked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

325
335 Stafford, ST16 3HS

35 4
25 356
10

350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.68s 3.43d

3.43s 3.54s 3.08

3.41s 3.13 2.70

3.42s 3.40s 3.13 2.74 2.37

3.67s 3.54s 3.12 2.76 2.40

4.07d 3.90s 3.54 3.10 2.74 2.42 2.12

4.95d 4.66s 4.08 3.48 3.08 2.74 2.44 2.13 1.87

5.19s 4.73 4.02 3.48 3.06 2.73 2.45 2.14 1.88

4.99s 4.67 3.97 3.45 3.04 2.71 2.44 2.14 1.88

5.06s 4.62 3.93 3.43 3.02 2.70 2.44 2.13 1.88

5.53 4.59 3.91 3.40 3.01 2.70 2.43 2.13 1.87 1.66

6.01s 5.48 4.58 3.89 3.40 3.01 2.69 2.41 2.11 1.86 1.65

6.04t 5.49 4.54 3.88 3.39 2.99 2.67t 2.38 2.09 1.85 1.64

4.45d 6.61t 5.47 4.42 3.87t 3.35 2.96 2.64 2.35 2.06 1.83 1.63

3.81d 5.33d 6.82 5.42 4.49 3.78 3.31 2.93 2.62 2.32 2.04 1.81

4.92d 6.59d 6.80 5.40 4.47 3.76t 3.28 2.92 2.61 2.28 2.02 1.80

8.00d 6.80 5.39 4.46 3.79 3.29 2.90 2.57 2.25 1.99 1.78

6.78 5.38 4.46 3.79 3.29 2.89 2.52 2.22 1.97 1.77

9.17 6.75 5.36 4.42 3.76 3.29 2.84 2.48 2.19 1.96

11.51d 6.77 5.37 4.27 3.78 3.23 2.80 2.46 2.18 1.95

12.12t 9.30 6.82 5.40 4.46 3.73 3.19 2.76 2.44 2.17

8.72t 9.40 6.89 5.41 4.40 3.69 3.17 2.75 2.44

7.99t 13.32t 9.48 6.87 5.37 4.39 3.68 3.16

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.37s 3.13d

3.43s 2.82d 2.86d

2.93s 2.68d 2.63d

3.42s 2.91s 2.53s 2.51d 2.36

3.38s 2.89s 2.52s 2.34d 2.38

4.07d 3.36s 2.96s 2.52s 2.21s 2.30d 2.10

4.78s 3.91s 3.30s 2.85s 2.50s 2.21s 2.31d 2.09 1.86

4.68s 3.86s 3.27s 2.91s 2.48s 2.20s 2.21d 2.07 1.86

4.59s 3.79s 3.23s 2.80s 2.47s 2.19s 2.29 2.05 1.85

4.54s 3.75s 3.38s 2.78s 2.45s 2.20s 2.25 2.03 1.84

4.52s 3.73s 3.17s 2.76s 2.45s 2.11t 2.21 2.00 1.82 1.65

5.68s 4.48s 3.71s 3.16s 2.75s 2.51s 1.77t 2.18 1.97 1.80 1.64

4.43d 4.29t 3.70s 3.16s 2.74t 1.92t 1.85t 2.15 1.95 1.78 1.63

3.55d 3.69d 3.51t 4.08 2.53t 2.19t 2.04t 2.02t 2.12 1.93 1.76 1.62

3.33d 3.38d 3.44d 3.62d 3.09t 3.34 2.37t 2.27t 2.10t 2.10 1.91 1.76

3.48d 3.33d 3.35d 3.47d 3.50t 3.31t 2.59t 2.37t 2.30 2.09 1.90 1.75

3.39d 3.32d 3.41d 3.93 3.34 2.85t 2.57 2.30 2.08 1.90 1.75

3.32d 3.58d 3.95 3.34 2.91 2.56 2.30 2.08 1.90 1.76

4.32d 4.87 3.97 3.37 2.91 2.57 2.30 2.08 1.91

5.96d 4.89 4.00 3.39 2.93 2.58 2.32 2.10 1.94

7.65d 6.33 4.94 4.03 3.41 2.96 2.61 2.34 2.14

8.82 6.41 5.01 4.10 3.47 3.00 2.65 2.41

5.43t 9.28t 9.02 6.55 5.12 4.19 3.56 3.10
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Dn Cant Up Cant Safety Factor: 60% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 25-35°

Fleet Number: RTE019 through to RTE021 2CLT

Configuration: Rail +0..50mm Locked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

335
345 Stafford, ST16 3HS

25 4
15 356
10

350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.71s 3.41d

3.44s 3.49s 3.60d

3.42s 3.45s 3.27

3.43s 3.40s 3.39s 3.30 2.90

3.60s 3.54s 3.37s 3.28 2.93 2.45d

3.98s 3.91s 3.70s 3.58s 3.27 2.94 2.60

5.04d 4.68s 4.11s 3.93s 3.66 3.26 2.93 2.61 2.31

5.11s 5.37s 4.75s 4.14 3.64 3.23 2.92 2.61 2.32

4.87s 5.52s 4.72 4.09 3.61 3.22 2.91 2.62 2.32

4.95s 5.48 4.67 4.07 3.59 3.21 2.91 2.61 2.32

5.71s 5.44 4.65 4.04 3.58 3.20 2.91 2.60 2.31 2.07

6.00s 6.43s 5.43 4.63 4.03 3.57 3.20 2.89 2.59 2.30 2.06

6.10t 6.57 5.39 4.62 4.03 3.57s 3.19 2.88 2.57 2.29 2.05

4.43d 6.51d 6.53 5.40t 4.60 4.01 3.54 3.17 2.86 2.55 2.27 2.04

3.81d 5.27d 7.42d 6.53 5.40 4.60t 3.99t 3.52 3.15t 2.85 2.53 2.26 2.03

4.91d 6.53d 8.27 6.52 5.39 4.59t 3.97 3.51 3.15 2.81 2.50 2.24

7.97d 8.24 6.51 5.39 4.58 3.98 3.51 3.15 2.77 2.47 2.22

6.82d 8.25 6.54 5.39 4.55t 3.98 3.52 3.10 2.74 2.45 2.21

9.45d 11.17d 8.26 6.54 5.41 4.59 4.00 3.48 3.06 2.72 2.43

8.29 6.53 5.41 4.62 3.96 3.44 3.03 2.70 2.43

11.35 8.30 6.59 5.45 4.56 3.91 3.41 3.01 2.69

11.46 8.43 6.60 5.38 4.53 3.89 3.40 3.01

8.02t 13.28d 11.52 8.39 6.56 5.36 4.52 3.89

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.38s 3.16d

3.43s 2.89s 2.85d

2.93s 2.58d 2.59d

3.43s 3.09s 2.53s 2.58d 2.45d

3.39s 2.90s 2.54s 2.48s 2.37d 2.45d

3.98s 3.37s 2.88s 2.52s 2.21s 2.35d 2.36d

5.04d 3.92s 3.31s 2.85s 2.51s 2.22s 2.49d 2.24d 2.30

4.83s 3.89s 3.38s 2.83s 2.48s 2.20s 2.52s 2.21d 2.29d

4.60s 3.82s 3.25s 2.80s 2.54s 2.20s 2.21d 2.23d 2.21d

4.55s 3.76s 3.20s 2.78s 2.46s 2.20s 2.30d 2.30d 2.21d

4.64s 3.73s 3.28s 3.08s 2.60s 2.20s 2.34d 2.25d 2.23d 2.06

5.76d 4.51s 3.83s 3.26s 2.84s 2.44s 1.84t 2.36t 2.30d 2.24 2.05

4.34d 4.34t 4.04s 3.26s 2.68t 2.00t 1.92t 2.40d 2.40d 2.22 2.04

3.61d 3.70d 3.69t 3.03t 2.54t 2.46t 2.19t 1.95t 2.50d 2.41 2.21 2.03

3.33d 3.34d 3.43d 3.61d 3.11t 2.66t 2.75t 2.19t 2.10t 2.62 2.39 2.19 2.03

3.45d 3.37d 3.39d 3.47d 3.69t 2.94t 3.18t 2.38t 2.56t 2.61 2.38 2.19

3.36d 3.32d 3.41d 3.96d 3.29t 2.86t 2.62t 2.87 2.60 2.37 2.19

3.32d 3.67d 4.59t 3.87t 3.21t 3.21t 2.87 2.60 2.38 2.20

4.32d 4.95d 4.97 4.18 3.64 3.21 2.88 2.61 2.39

5.91d 6.07 4.97 4.21 3.65 3.23 2.89 2.63 2.42

7.53d 7.82 6.12 5.01 4.24 3.68 3.25 2.92 2.66

9.95d 7.91 6.19 5.07 4.29 3.72 3.29 2.98

5.53t 9.12t 11.02 8.03 6.30 5.17 4.38 3.82

-3

-3.5

0

-0.5

-1

-1.5

-2

-2.5

0.5

6

5.5

5

4.5

4

3.5

3

2.5

2

1.5

1

6.5

-0.5

-1

-1.5

-2

-2.5

-3

-3.5

Minimum Loads (t)
(m)

7.5

7

0

5.5

5

4.5

4

3.5

3

2.5

2

1.5

1

0.5

6

Dn Cant Up Cant Safety Factor: 60% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 15-25°

Fleet Number: RTE019 through to RTE021 2BLT

Configuration: Rail +0..50mm Locked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

355
5 Stafford, ST16 3HS
5 4

355 356
10

350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

5.43s 5.28d

5.12s 5.31s

5.01s 5.07s 5.13t

5.00s 4.99s 5.04t 4.78t

5.10s 4.97s 4.88s 5.04s 4.80t 3.79d

6.01s 5.74s 5.45s 5.28s 5.07t 4.80t 4.58t

7.46d 6.73s 6.25s 5.80s 5.61s 5.18s 4.86t 4.62t 4.01d

7.45s 7.94s 7.03s 6.41s 5.81t 5.31t 4.93t 4.64t 4.38t

6.96s 8.17s 7.73s 6.77t 6.02t 5.46s 5.03t 4.70t 4.47t

7.44s 8.46s 8.52t 7.18t 6.28t 5.64t 5.15t 4.78t 4.54t 3.41d

8.10s 9.04s 9.20s 7.67t 6.59t 5.84t 5.30t 4.89t 4.61t 4.16t

8.79d 9.47d 9.56s 9.59s 8.24t 6.93t 6.08t 5.47t 5.02t 4.70t 4.28t

8.92d 10.21s 10.26s 10.05s 8.79t 7.30t 6.34t 5.65t 5.16t 4.82t 4.36t

6.40d 9.72t 11.01t 10.73s 10.40d 9.39t 7.68t 6.60t 5.86t 5.32t 4.95t 4.40t

5.26d 7.68d 11.05d 12.19d 11.53d 10.75s 9.51s 8.07t 6.89t 6.07t 5.49t 5.10t 3.93d

7.27d 9.55d 12.86t 13.36s 12.19s 11.09s 9.72s 8.46t 7.17t 6.29t 5.67t 5.21t

11.76d 15.08d 14.46s 12.90s 11.22s 9.74s 8.62s 7.46t 6.52t 5.87t 5.26t

18.01s 15.52s 13.28s 11.28s 9.79s 8.65s 7.74t 6.76t 6.09t 5.15t

19.56s 16.16s 13.27s 11.33s 9.85s 8.71s 7.82s 7.01t 6.16t

17.04d 21.37d 20.65s 16.34s 13.45s 11.42s 9.93s 8.81s 7.91s 6.96s 5.74s

12.07d 17.60t 27.14d 21.00s 16.51s 13.60s 11.61s 10.10s 8.84s 7.64s 6.29s

29.15s 21.34s 16.79s 13.75s 11.55s 9.79s 8.26s 6.69s

11.87t 19.48t 27.79s 20.43s 15.96s 12.90s 10.56s 8.61s

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

5.08s 4.67d

4.34s 4.26d

4.40s 3.93d 3.93d

4.39s 3.79s 3.64d 3.66d

5.09s 4.48s 3.78s 3.53s 3.54d 3.58d

5.98s 5.18s 4.44s 3.99s 3.32s 3.43d 3.52d

7.18s 5.91s 4.98s 4.27s 3.75s 3.31s 3.33d 3.37d 3.44d

7.05s 5.80s 4.91s 4.23s 3.83s 3.30s 3.34d 3.38d 3.42d

6.92s 5.71s 4.84s 4.20s 3.80s 3.29s 3.60d 3.33d 3.29d

6.83s 5.81s 5.08s 4.30s 3.68s 3.28s 3.32d 3.31d 3.30d 3.37d

6.79s 5.61s 4.78s 4.14s 3.65s 3.28s 3.53t 3.36d 3.46d 3.30d

8.50s 6.75s 5.90s 4.88s 4.13s 3.78s 2.74t 3.57t 3.43d 3.44d 3.46d

6.60d 6.76d 5.57s 4.88s 4.26s 3.31t 2.86t 3.58d 3.58d 3.47d 3.52d

5.29d 5.60d 5.28t 6.35d 3.96t 3.29t 3.29t 3.02t 3.74d 3.67d 3.57d 3.59d

5.03d 4.98d 5.12d 5.38d 4.66t 5.54t 4.12t 3.27t 3.13t 3.94d 3.83d 3.68d 3.53d

5.17d 4.97d 5.06d 5.17d 5.53t 4.41t 4.63t 3.68t 3.74t 4.18d 4.06d 3.80d

5.02d 5.02d 5.08d 5.89d 4.94t 4.94t 3.91t 4.66t 4.50d 4.18d 3.98d

4.96d 5.20d 6.93t 6.03t 4.79t 4.68t 5.24d 4.72d 4.43d 4.01d

6.28d 7.63d 8.06t 6.39t 5.49t 6.48d 5.68d 4.98d 4.50d

8.72d 9.54d 9.57t 7.49t 7.88d 6.66d 5.95d 5.19d 4.58d

11.11d 11.89d 13.06s 10.96s 9.77s 8.76s 7.46d 6.11d 5.25d

14.63d 16.07d 13.36s 10.84s 9.18s 8.12s 7.12s 6.17d

7.88t 13.26t 20.56d 17.03s 13.36s 10.98s 9.31s 8.10s
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Maximum Loads (t)
(m)

Safety Factor: 87%
RTE019 through to RTE021
Unlocked 01/06/2020

2aU

Rail-Ability Ltd, Tollgate Drive

Tel: 01785 214747
mail@railability.co.uk

Rated Lift Capacity Chart

Machine type:
Configuration:

Equipment:

Fleet Number:

RA310
Rail +0..50mm Unlocked
1.9 + 3.4 + 2.1

Floating Axle:

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

5
15 Stafford, ST16 3HS

355 4
345 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.93 4.12

4.22 3.59

4.21 3.66 3.14

4.22 3.67 3.19 2.76

4.90 4.21 3.66 3.22 2.80 2.44

4.86 4.19 3.65 3.23 2.83 2.47

6.96 4.82 4.14 3.62 3.22 2.84 2.48 2.18

6.85 5.63 4.76 4.11 3.61 3.20 2.84 2.49 2.19

6.71 5.53 4.71 4.08 3.58 3.20 2.85 2.49 2.19

6.64 5.48 4.67 4.05 3.57 3.19 2.85 2.49 2.19 1.94

6.59 5.46 4.64 3.98 3.56 3.19 2.83 2.48 2.18 1.93

8.29 6.50 5.44 4.60 4.02 3.55 3.18 2.80 2.46 2.17 1.93

8.32 6.60 5.43 4.62 4.01 3.54 3.15 2.77 2.43 2.15 1.92

6.20d 8.21 6.49 5.21 4.56 3.97 3.51 3.12 2.75 2.41 2.13 1.90

5.15d 7.61d 8.18 6.45 5.34 4.46 3.93 3.48 3.09 2.70 2.38 2.11 1.89

9.48d 8.06 6.39 5.31 4.46 3.89 3.45 3.05 2.66 2.35 2.09

10.89 8.02 6.34 5.23 4.45 3.87 3.41 2.98 2.62 2.32 2.08

7.94 6.30 5.20 4.43 3.84 3.38 2.94 2.59 2.30 2.06

13.91d 10.85 7.97 6.29 5.18 4.41 3.82 3.32 2.90 2.56 2.28

11.58t 8.00 6.29 5.18 4.41 3.77 3.26 2.86 2.54 2.27

11.01 8.04 6.32 5.22 4.36 3.73 3.23 2.84 2.53

11.20 8.14 6.35 5.17 4.32 3.69 3.21 2.84

11.75t 17.70t 11.28 8.11 6.31 5.14 4.30 3.68

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.90 4.10

4.19 3.57

4.20 3.61 3.12

4.20 3.62 3.14 2.75

4.89 4.16 3.60 3.13 2.76 2.43

4.82 4.10 3.55 3.12 2.75 2.44

6.96 4.71 4.04 3.51 3.07 2.73 2.43 2.17

6.78 5.43 4.58 3.93 3.44 3.03 2.70 2.41 2.17

6.71 5.34 4.46 3.84 3.37 2.98 2.66 2.39 2.15

6.61 5.22 4.29 3.74 3.29 2.93 2.62 2.36 2.13 1.93

6.46 5.13 4.20 3.66 3.22 2.87 2.58 2.33 2.11 1.92

8.29 6.29 5.01 4.12 3.59 3.15 2.74t 2.53 2.30 2.09 1.91

6.62d 6.11 4.88 4.05 3.49 3.11 2.78 2.51 2.27 2.07 1.90

5.28d 5.51d 5.62t 4.79t 3.96 3.31t 3.06 2.74 2.47 2.25 2.06 1.89

4.98d 4.97d 5.11d 5.37d 4.70 3.91 3.42 3.02 2.71 2.45 2.23 2.04 1.89

4.97d 4.98d 5.16d 4.64 3.90 3.41 3.00 2.69 2.43 2.21 2.04

5.02d 4.96d 5.08d 4.61 3.90 3.38 3.01 2.69 2.42 2.21 2.04

4.69d 5.12d 4.63 3.92 3.40 2.99 2.68 2.42 2.21 2.04

6.94d 5.73 4.69 3.93 3.40 3.00 2.69 2.43 2.23

7.43 5.75 4.70 3.96 3.42 3.02 2.71 2.45 2.26

10.40 7.49 5.82 4.74 4.00 3.45 3.05 2.73 2.49

10.50 7.58 5.89 4.81 4.05 3.50 3.09 2.78

7.80t 13.07t 10.71 7.73 6.01 4.91 4.14 3.60

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 2bU

Configuration: Rail +0..50mm Unlocked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

6

Dn Cant Up Cant Safety Factor: 67%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 345-355°
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Rail-Ability Ltd RACD-10000609

15
25 Stafford, ST16 3HS

345 4
335 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.66 3.04

3.12 2.63

3.15 2.69 2.27

3.12 2.71 2.32 1.98

3.65 3.12 2.68 2.36 2.01 1.72

3.61 3.09 2.68 2.37 2.04 1.75

5.17 4.22 3.55 3.05 2.65 2.35 2.05 1.76 1.51

5.08 4.11 3.51 3.02 2.65 2.34 2.06 1.77 1.53

4.09 3.39 2.98 2.61 2.33 2.06 1.77 1.53

4.90 4.03 3.38 2.96 2.59 2.32 2.05 1.77 1.53 1.32

4.83 3.99 3.36 2.93 2.59 2.32 2.03 1.75 1.52 1.32

6.08 4.78 3.96 3.37 2.93 2.59 2.33 2.02 1.74 1.51 1.31

6.12 4.73 3.97 3.38 2.93 2.58 2.30 1.99 1.71 1.49 1.30

6.09d 6.11 4.81 3.85 3.38 2.92 2.57 2.26 1.95 1.69 1.47 1.29

5.15d 7.58d 5.94 4.74 3.93 3.34 2.88 2.52 2.22 1.92 1.66 1.45 1.28

7.89 5.84 4.62 3.82 3.26 2.83 2.47 2.18 1.88 1.63 1.43

7.87 5.78 4.56 3.78 3.21 2.73 2.44 2.13 1.84 1.60 1.41

5.74 4.53 3.74 3.17 2.75 2.41 2.07 1.80 1.58 1.40

10.85t 5.73 4.51 3.72 3.06 2.74 2.35 2.03 1.77 1.56

5.76 4.51 3.69 3.16 2.68 2.30 1.99 1.75 1.55

12.30t 12.81 8.01 5.79 4.56 3.76 3.11 2.63 2.26 1.97 1.74

8.16 5.90 4.58 3.69 3.07 2.60 2.25 1.97

11.84t 13.28 8.22 5.88 4.55 3.66 3.05 2.60

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.66 3.01

3.10 2.60

3.14 2.65 2.26

3.11 2.65 2.28 1.96

3.65 3.07 2.63 2.28 1.98 1.71

3.58 3.01 2.59 2.25 1.96 1.72

5.17 4.17 3.46 2.95 2.55 2.22 1.94 1.72 1.51

5.05 3.99 3.35 2.86 2.48 2.17 1.92 1.70 1.50

3.87 3.20 2.75 2.40 2.11 1.88 1.67 1.49

4.87 3.78 3.07 2.65 2.33 2.06 1.83 1.64 1.47 1.32

4.69 3.66 2.99 2.56 2.25 2.00 1.79 1.61 1.45 1.31

6.08 4.53 3.56 2.88 2.47 2.19 1.96 1.75 1.58 1.43 1.30

5.82 4.36 3.44 2.79 2.47 2.13 1.91 1.71 1.55 1.41 1.28

5.27d 5.49d 4.19 3.32 2.72 2.35 2.09 1.87 1.68 1.53 1.39 1.27

4.99d 4.97d 5.10d 4.08 3.24 2.66 2.32 2.05 1.85 1.66 1.51 1.38 1.27

4.97d 5.05d 3.99 3.18 2.65 2.30 2.04 1.82 1.64 1.50 1.37

5.03d 5.02d 3.95 3.15 2.66 2.30 2.03 1.81 1.64 1.49 1.37

4.53d 3.94 3.17 2.67 2.30 2.02 1.81 1.64 1.49 1.38

5.17 3.96 3.20 2.71 2.32 2.03 1.82 1.64 1.50

5.21 4.00 3.23 2.71 2.34 2.05 1.84 1.66 1.53

7.39 5.27 4.06 3.28 2.75 2.37 2.08 1.86 1.70

7.51 5.36 4.13 3.34 2.80 2.42 2.13 1.91

7.78t 12.50 7.69 5.48 4.24 3.44 2.89 2.51

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 2cU

Configuration: Rail +0..50mm Unlocked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

6

Dn Cant Up Cant Safety Factor: 67%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 335-345°
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Rail-Ability Ltd RACD-10000609

25
35 Stafford, ST16 3HS

335 4
325 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.08 2.51

2.60 2.16

2.62 2.23 1.86

2.60 2.24 1.91 1.60

3.06 2.59 2.24 1.94 1.64 1.37

3.00 2.55 2.21 1.94 1.66 1.40

4.35 3.54 2.95 2.53 2.19 1.94 1.68 1.42 1.19

3.45 2.90 2.50 2.18 1.92 1.68 1.42 1.21

3.35 2.85 2.45 2.15 1.91 1.68 1.43 1.21

4.04 3.31 2.81 2.43 2.13 1.90 1.68 1.42 1.21 1.02

3.96 3.29 2.79 2.41 2.11 1.90 1.66 1.41 1.20 1.02

3.97 3.26 2.77 2.39 2.12 1.91 1.65 1.39 1.19 1.02

5.06 3.83 3.23 2.75 2.39 2.12 1.89 1.62 1.37 1.17 1.00

5.96d 5.02 3.93 3.25 2.75 2.42 2.10 1.84 1.58 1.34 1.15 .98

5.15d 6.47 4.82 3.88 3.22 2.57 2.36 2.05 1.81 1.54 1.32 1.13 .96

6.46 4.74 3.80 3.14 2.61 2.27 2.01 1.76 1.49 1.28 1.11

6.39 4.67 3.72 3.06 2.60 2.26 1.98 1.70 1.46 1.26 1.09

10.11d 4.68 3.69 3.02 2.58 2.22 1.95 1.65 1.42 1.23 1.08

10.80d 4.67 3.66 3.00 2.55 2.21 1.89 1.61 1.39 1.21

10.38 4.68 3.67 3.01 2.56 2.17 1.83 1.58 1.37 1.21

10.54 6.53 4.73 3.69 3.05 2.51 2.11 1.80 1.55 1.36

12.58t 6.67 4.82 3.72 2.98 2.46 2.07 1.78 1.55

11.87t 11.04 6.74 4.81 3.69 2.96 2.45 2.07

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.06 2.49

2.58 2.14

2.61 2.19 1.84

2.60 2.19 1.87 1.59

3.05 2.55 2.17 1.87 1.60 1.36

2.97 2.50 2.13 1.83 1.59 1.38

4.32 3.47 2.87 2.44 2.08 1.80 1.57 1.37 1.19

3.29 2.74 2.33 2.01 1.75 1.54 1.35 1.18

3.16 2.61 2.24 1.94 1.70 1.50 1.32 1.17

4.04 3.08 2.45 2.14 1.86 1.64 1.45 1.29 1.15 1.02

3.88 3.01 2.36 2.03 1.79 1.58 1.41 1.26 1.13 1.01

3.68 2.86 2.30 1.98 1.73 1.53 1.37 1.23 1.11 .99

4.76 3.52 2.73 2.20 1.88 1.68 1.50 1.33 1.20 1.09 .97

5.37d 4.50 3.35 2.63 2.12 1.84 1.64 1.46 1.31 1.18 1.07 .96

5.09d 4.97d 4.30 3.23 2.54 2.07 1.80 1.59 1.42 1.28 1.16 1.06 .95

4.87d 4.18 3.14 2.48 2.05 1.79 1.58 1.41 1.27 1.15 1.05

5.08d 4.11 3.10 2.46 2.05 1.78 1.56 1.39 1.25 1.14 1.05

4.10 3.09 2.48 2.07 1.80 1.57 1.39 1.26 1.14 1.06

4.12 3.12 2.51 2.09 1.79 1.57 1.40 1.26 1.16

4.14 3.16 2.53 2.11 1.81 1.59 1.41 1.28 1.19

5.94 4.20 3.20 2.58 2.15 1.84 1.62 1.45 1.32

6.05 4.29 3.28 2.64 2.20 1.89 1.66 1.49

7.75t 10.22 6.24 4.42 3.39 2.73 2.29 1.98

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 2dU

Configuration: Rail +0..50mm Unlocked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

6

Dn Cant Up Cant Safety Factor: 67%

Maximum Loads (t)
(m)

7.5
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Sector: 325-335°
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Rail-Ability Ltd RACD-10000609

35
45 Stafford, ST16 3HS

325 4
315 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.74 2.23

2.31 1.91

2.33 1.97 1.63

2.31 1.99 1.68 1.39

2.31 1.98 1.71 1.43 1.18

2.67 2.26 1.96 1.71 1.45 1.21

3.88 3.15 2.62 2.24 1.93 1.70 1.47 1.23 1.02

3.06 2.57 2.19 1.91 1.69 1.47 1.23 1.03

2.98 2.52 2.17 1.89 1.67 1.47 1.24 1.03

2.93 2.48 2.06 1.88 1.67 1.46 1.23 1.03 .78

3.51 2.87 2.42 2.08 1.86 1.66 1.46 1.22 1.02 .78

3.49 2.84 2.43 2.11 1.83 1.67 1.43 1.20 1.01 .77

4.47 3.49 2.86 2.43 2.11 1.87 1.65 1.40 1.18 .98 .75

5.83 4.39 3.51 2.88 2.44 2.12 1.84 1.61 1.37 1.15 .96 .74

5.10d 5.68 4.25 3.40 2.81 2.31 2.04 1.80 1.57 1.33 1.12 .92 .71

5.66 4.17 3.32 2.74 2.33 2.01 1.75 1.53 1.29 1.09 .89

5.62 4.11 3.24 2.68 2.25 1.91 1.72 1.47 1.25 1.06 .87

10.10d 4.06 3.20 2.65 2.23 1.94 1.69 1.42 1.21 1.04 .84

4.05 3.18 2.62 2.22 1.92 1.63 1.38 1.18 1.02

4.09 3.19 2.62 2.22 1.87 1.58 1.34 1.16 1.01

5.73 4.12 3.23 2.65 2.18 1.82 1.54 1.32 1.15

5.85 4.24 3.25 2.59 2.13 1.79 1.52 1.32

11.80t 9.74 5.91 4.21 3.21 2.57 2.11 1.78

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.74 2.20

2.30 1.89

2.32 1.94 1.61

2.31 1.94 1.64 1.38

2.26 1.92 1.64 1.39 1.17

2.64 2.21 1.87 1.60 1.38 1.19

3.88 3.09 2.55 2.13 1.83 1.57 1.36 1.17 1.01

2.89 2.41 2.04 1.76 1.52 1.32 1.15 1.01

2.79 2.27 1.95 1.68 1.46 1.29 1.13 .98

2.71 2.14 1.84 1.60 1.41 1.24 1.10 .95 .78

3.45 2.59 2.04 1.74 1.53 1.36 1.20 1.07 .92 .76

3.24 2.46 1.95 1.65 1.46 1.30 1.16 1.04 .89 .74

4.18 3.05 2.34 1.88 1.65 1.41 1.25 1.13 1.01 .86 .73

5.36d 3.89 2.89 2.24 1.79 1.54 1.36 1.22 1.09 .97 .83 .71

5.04d 4.97d 3.70 2.76 2.15 1.73 1.50 1.33 1.20 1.08 .95 .81 .70

4.87d 3.60 2.68 2.09 1.72 1.49 1.31 1.17 1.05 .93 .80

5.03d 3.53 2.63 2.06 1.72 1.48 1.31 1.17 1.04 .92 .80

3.51 2.62 2.08 1.73 1.48 1.30 1.16 1.04 .92 .81

3.53 2.66 2.10 1.77 1.51 1.31 1.17 1.05 .94

3.55 2.68 2.14 1.78 1.52 1.33 1.19 1.07 .98

5.15 3.60 2.73 2.19 1.81 1.55 1.36 1.21 1.11

5.26 3.69 2.81 2.25 1.86 1.60 1.40 1.26

7.75t 8.95 5.43 3.82 2.92 2.34 1.96 1.68

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 2eU

Configuration: Rail +0..50mm Unlocked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

6

Dn Cant Up Cant Safety Factor: 67%

Maximum Loads (t)
(m)

7.5
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Sector: 315-325°
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Rail-Ability Ltd RACD-10000609

45
55 Stafford, ST16 3HS

315 4
305 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.08

2.16 1.77

2.18 1.84 1.51

2.17 1.86 1.56 1.28

2.14 1.85 1.59 1.32 1.08

2.51 2.12 1.83 1.59 1.34 1.11

3.63 2.93 2.46 2.09 1.80 1.58 1.36 1.13 .88

2.85 2.40 2.04 1.78 1.57 1.36 1.13 .90

2.75 2.34 2.01 1.76 1.55 1.37 1.13 .91

3.30 2.71 2.31 1.99 1.74 1.55 1.36 1.13 .90 .66

3.27 2.69 2.28 1.97 1.73 1.54 1.34 1.12 .88 .65

3.25 2.65 2.25 1.94 1.73 1.55 1.33 1.10 .87 .64

4.17 3.25 2.67 2.26 1.95 1.73 1.53 1.30 1.08 .84 .63

5.43 4.10 3.27 2.38 2.27 1.96 1.72 1.50 1.27 1.05 .81 .61

5.05d 5.29 3.97 3.15 2.58 2.23 1.91 1.67 1.46 1.22 1.02 .79 .59

5.25 3.88 3.06 2.52 2.14 1.81 1.62 1.42 1.18 .98 .76

5.22 3.81 3.00 2.48 2.10 1.82 1.59 1.36 1.14 .94 .73

10.11d 3.78 2.97 2.44 2.07 1.79 1.57 1.31 1.10 .90 .71

3.76 2.95 2.41 2.05 1.77 1.49 1.26 1.07 .87

8.45 5.24 3.78 2.95 2.42 2.05 1.72 1.44 1.22 1.05 .87

5.30 3.83 2.98 2.45 2.01 1.66 1.41 1.20 1.04

5.43 3.92 3.01 2.39 1.96 1.64 1.39 1.20

11.95t 9.12 5.51 3.90 2.97 2.36 1.94 1.63

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.05

2.14 1.76

2.18 1.80 1.50

2.15 1.81 1.51 1.27

2.12 1.78 1.51 1.28 1.07

2.48 2.07 1.75 1.49 1.28 1.09

3.61 2.88 2.36 1.99 1.68 1.46 1.25 1.08 .87

2.70 2.25 1.90 1.62 1.40 1.22 1.05 .87

2.60 2.10 1.80 1.55 1.35 1.18 1.03 .85

3.30 2.50 1.95 1.69 1.47 1.29 1.13 .99 .81 .65

3.17 2.38 1.90 1.61 1.40 1.23 1.09 .95 .78 .63

3.01 2.27 1.79 1.52 1.34 1.18 1.06 .90 .75 .61

3.89 2.80 2.14 1.69 1.44 1.29 1.14 1.01 .86 .72 .60

5.28d 3.62 2.67 2.04 1.62 1.39 1.24 1.11 .97 .82 .70 .58

4.99d 4.92 3.40 2.53 1.95 1.55 1.37 1.20 1.07 .93 .79 .67 .57

4.68d 3.29 2.43 1.89 1.55 1.34 1.19 1.06 .91 .78 .66

4.67 3.23 2.39 1.86 1.55 1.33 1.17 1.04 .90 .77 .66

3.20 2.38 1.88 1.56 1.34 1.17 1.04 .90 .77 .68

3.21 2.43 1.91 1.58 1.35 1.18 1.04 .91 .79

3.24 2.44 1.94 1.61 1.37 1.20 1.06 .94 .83

4.73 3.30 2.49 1.98 1.64 1.40 1.23 1.09 .99

4.84 3.39 2.56 2.04 1.69 1.45 1.27 1.14

7.76t 8.29 5.01 3.52 2.67 2.14 1.78 1.54

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 2fU

Configuration: Rail +0..50mm Unlocked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

6

Dn Cant Up Cant Safety Factor: 67%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 305-315°
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Rail-Ability Ltd RACD-10000609

55
65 Stafford, ST16 3HS

305 4
295 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.99

2.07 1.69

2.07 1.76 1.44

2.08 1.77 1.49 1.22

2.06 1.76 1.52 1.25 1.02

2.39 2.03 1.75 1.52 1.28 1.05

2.80 2.34 1.99 1.73 1.50 1.29 1.07 .80

2.68 2.29 1.96 1.70 1.50 1.30 1.08 .82

2.66 2.24 1.93 1.67 1.48 1.30 1.08 .82

2.61 2.16 1.89 1.66 1.47 1.29 1.07 .81 .58

3.12 2.57 2.15 1.84 1.64 1.46 1.29 1.06 .81 .58

3.01 2.55 2.15 1.86 1.62 1.47 1.26 1.04 .79 .57

3.96 3.10 2.54 2.13 1.86 1.65 1.46 1.22 1.02 .76 .55

5.17 3.90 3.12 2.44 2.13 1.88 1.63 1.42 1.20 .98 .73 .53

5.05d 5.03 3.79 3.02 2.51 2.13 1.83 1.57 1.38 1.16 .94 .70 .51

4.97 3.69 2.92 2.42 2.01 1.74 1.54 1.35 1.12 .89 .67

4.94 3.63 2.86 2.35 1.99 1.73 1.51 1.28 1.07 .85 .64

3.59 2.82 2.31 1.96 1.69 1.48 1.23 1.04 .81 .63

7.95 3.59 2.80 2.30 1.83 1.68 1.41 1.19 1.00 .78

5.00 3.58 2.79 2.25 1.94 1.63 1.36 1.15 .97 .77

5.07 3.64 2.84 2.32 1.90 1.57 1.32 1.13 .95

5.19 3.73 2.86 2.27 1.85 1.54 1.31 1.12

12.03t 8.70 5.26 3.71 2.82 2.25 1.83 1.54

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.97

2.05 1.67

2.07 1.73 1.42

2.06 1.73 1.45 1.21

2.03 1.70 1.44 1.22 1.01

2.38 1.97 1.66 1.43 1.20 1.03

2.77 2.27 1.91 1.61 1.37 1.18 1.02 .79

2.59 2.14 1.81 1.54 1.33 1.15 .99 .79

2.47 2.00 1.71 1.47 1.27 1.11 .95 .76

2.37 1.84 1.61 1.40 1.22 1.07 .90 .73 .57

3.04 2.26 1.76 1.50 1.32 1.16 1.03 .85 .70 .56

2.85 2.16 1.69 1.41 1.25 1.11 .97 .81 .67 .54

3.69 2.68 2.03 1.59 1.34 1.19 1.06 .92 .77 .63 .52

5.06 3.42 2.52 1.92 1.51 1.30 1.15 1.02 .87 .73 .61 .51

4.99d 4.67 3.21 2.38 1.83 1.46 1.26 1.14 1.00 .84 .70 .59 .50

4.49 3.11 2.28 1.77 1.44 1.24 1.10 .96 .81 .69 .58

4.43 3.02 2.24 1.74 1.44 1.29 1.09 .95 .80 .68 .58

3.02 2.23 1.76 1.46 1.24 1.09 .94 .79 .68 .59

3.03 2.25 1.79 1.48 1.26 1.09 .95 .81 .70

3.06 2.29 1.82 1.50 1.28 1.12 .98 .84 .74

4.47 3.11 2.34 1.86 1.53 1.31 1.14 1.02 .89

4.58 3.20 2.42 1.92 1.58 1.35 1.19 1.07

7.75t 7.87 4.75 3.32 2.52 2.01 1.67 1.44

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 2gU

Configuration: Rail +0..50mm Unlocked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

6

Dn Cant Up Cant Safety Factor: 67%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 295-305°
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Rail-Ability Ltd RACD-10000609

65
85 Stafford, ST16 3HS

295 4
275 356

20
340 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.97

2.06 1.68

2.07 1.74 1.42

2.05 1.75 1.47 1.20

2.03 1.75 1.51 1.24 1.01

2.37 2.01 1.73 1.50 1.26 1.04

3.45 2.79 2.31 1.97 1.70 1.49 1.28 1.05 .78

2.71 2.26 1.94 1.68 1.48 1.29 1.06 .80

2.63 2.22 1.90 1.66 1.46 1.28 1.06 .81

2.57 2.17 1.87 1.63 1.46 1.28 1.06 .80 .57

3.08 2.52 2.12 1.85 1.62 1.45 1.27 1.04 .79 .56

3.01 2.52 2.13 1.84 1.61 1.46 1.24 1.03 .77 .55

3.91 3.07 2.48 2.11 1.84 1.63 1.45 1.22 1.00 .74 .53

5.11 3.89 3.09 2.45 2.12 1.86 1.61 1.40 1.18 .96 .72 .51

5.04d 5.00 3.75 3.00 2.49 2.09 1.81 1.56 1.36 1.14 .92 .69 .50

4.93 3.66 2.90 2.40 2.04 1.75 1.52 1.33 1.10 .87 .66

4.90 3.54 2.83 2.32 1.96 1.70 1.49 1.27 1.06 .83 .63

3.56 2.79 2.28 1.93 1.67 1.47 1.22 1.02 .79 .61

7.96 3.54 2.76 2.27 1.92 1.66 1.40 1.17 .98 .77

4.91 3.55 2.77 2.27 1.92 1.61 1.34 1.14 .95 .75

5.02 3.60 2.78 2.30 1.88 1.56 1.31 1.11 .94

5.14 3.69 2.83 2.25 1.83 1.53 1.29 1.11

12.06t 8.58 5.20 3.67 2.79 2.21 1.81 1.52

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.95

2.04 1.66

2.07 1.71 1.41

2.05 1.71 1.43 1.19

2.01 1.68 1.42 1.21 1.00

2.35 1.95 1.65 1.40 1.20 1.01

3.44 2.75 2.25 1.88 1.59 1.36 1.17 1.00 .77

2.56 2.12 1.79 1.53 1.31 1.14 .97 .77

2.45 1.98 1.69 1.45 1.25 1.10 .93 .75

2.35 1.82 1.58 1.38 1.20 1.06 .88 .72 .56

3.00 2.26 1.74 1.48 1.30 1.15 1.01 .84 .68 .54

2.81 2.12 1.66 1.39 1.23 1.09 .95 .79 .65 .52

3.67 2.66 2.00 1.58 1.32 1.18 1.05 .90 .75 .62 .50

5.01 3.40 2.49 1.89 1.49 1.28 1.13 1.01 .85 .71 .59 .49

4.99d 4.68 3.17 2.35 1.81 1.43 1.24 1.10 .96 .82 .69 .57 .48

4.47 3.08 2.26 1.74 1.42 1.22 1.08 .94 .80 .67 .56

4.38 3.00 2.21 1.71 1.42 1.22 1.08 .92 .77 .66 .56

2.98 2.20 1.74 1.45 1.22 1.07 .92 .78 .66 .57

3.00 2.23 1.78 1.46 1.25 1.08 .93 .79 .68

3.02 2.26 1.80 1.49 1.26 1.10 .96 .81 .72

4.42 3.07 2.31 1.83 1.51 1.29 1.12 1.00 .87

4.53 3.16 2.38 1.89 1.56 1.34 1.17 1.05

7.75t 7.79 4.69 3.29 2.49 1.99 1.65 1.42

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 2hU

Configuration: Rail +0..50mm Unlocked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

6

Dn Cant Up Cant Safety Factor: 67%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 275-295°
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Rail-Ability Ltd RACD-10000609

85
95 Stafford, ST16 3HS

275 4
265 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.03

2.11 1.73

2.12 1.79 1.47

2.11 1.80 1.52 1.24

2.10 1.79 1.55 1.28 1.05

2.45 2.06 1.77 1.55 1.31 1.07

3.54 2.87 2.39 2.03 1.75 1.53 1.32 1.09 .83

2.78 2.33 1.99 1.72 1.52 1.33 1.10 .85

2.71 2.28 1.95 1.71 1.50 1.33 1.10 .86

2.66 2.24 1.93 1.69 1.50 1.33 1.10 .85 .61

3.17 2.60 2.21 1.91 1.68 1.49 1.31 1.09 .84 .61

3.12 2.59 2.19 1.90 1.67 1.50 1.29 1.06 .82 .60

4.03 3.15 2.56 2.18 1.90 1.68 1.49 1.26 1.04 .80 .58

5.29 4.00 3.16 2.54 2.19 1.91 1.65 1.44 1.23 1.01 .77 .56

5.04d 5.16 3.87 3.09 2.56 2.04 1.85 1.61 1.40 1.18 .98 .74 .54

5.09 3.77 2.99 2.48 2.10 1.81 1.57 1.37 1.14 .93 .70

5.06 3.68 2.93 2.40 2.01 1.72 1.54 1.32 1.10 .88 .68

3.68 2.87 2.37 1.99 1.72 1.52 1.26 1.06 .85 .66

8.20 3.66 2.85 2.34 1.98 1.72 1.45 1.22 1.03 .82

3.67 2.86 2.35 1.98 1.67 1.39 1.18 1.00 .81

5.17 3.72 2.89 2.38 1.94 1.61 1.36 1.16 .99

5.28 3.81 2.92 2.32 1.89 1.58 1.33 1.15

12.02t 8.82 5.38 3.79 2.87 2.29 1.88 1.57

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.01

2.09 1.71

2.11 1.75 1.45

2.10 1.75 1.48 1.23

2.07 1.73 1.47 1.24 1.04

2.42 2.02 1.69 1.44 1.23 1.05

3.54 2.82 2.31 1.93 1.65 1.41 1.21 1.04 .82

2.63 2.19 1.84 1.58 1.35 1.17 1.02 .82

2.53 2.04 1.74 1.50 1.30 1.13 .98 .79

2.44 1.89 1.63 1.42 1.24 1.10 .94 .76 .60

3.09 2.33 1.80 1.53 1.35 1.19 1.05 .89 .73 .58

2.92 2.19 1.72 1.45 1.28 1.13 1.01 .85 .70 .57

3.78 2.74 2.08 1.64 1.38 1.23 1.09 .95 .80 .67 .55

5.16 3.51 2.57 1.97 1.55 1.33 1.18 1.06 .92 .76 .64 .53

4.99d 4.84 3.31 2.44 1.88 1.49 1.29 1.15 1.02 .87 .74 .62 .53

4.54d 3.19 2.35 1.82 1.48 1.28 1.13 1.01 .85 .72 .61

4.54 3.11 2.30 1.79 1.48 1.27 1.13 .98 .83 .71 .61

3.09 2.29 1.81 1.50 1.28 1.12 .98 .83 .71 .62

3.11 2.32 1.87 1.53 1.29 1.12 1.00 .84 .73

3.13 2.35 1.87 1.54 1.32 1.14 1.02 .87 .77

4.58 3.18 2.40 1.91 1.58 1.35 1.17 1.05 .93

4.68 3.27 2.47 1.96 1.63 1.39 1.22 1.09

7.77t 8.05 4.85 3.40 2.58 2.06 1.71 1.47

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 2iU

Configuration: Rail +0..50mm Unlocked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

6

Dn Cant Up Cant Safety Factor: 67%

Maximum Loads (t)
(m)
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Sector: 265-275°
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Rail-Ability Ltd RACD-10000609

95
105 Stafford, ST16 3HS
265 4
255 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.10

2.19 1.79

2.20 1.86 1.53

2.18 1.87 1.58 1.30

2.18 1.86 1.61 1.34 1.10

2.53 2.14 1.84 1.61 1.36 1.12

3.66 2.97 2.48 2.11 1.81 1.59 1.37 1.14 .90

2.88 2.42 2.06 1.79 1.58 1.38 1.15 .92

2.80 2.36 2.02 1.77 1.56 1.39 1.15 .92

2.76 2.33 2.01 1.76 1.56 1.38 1.14 .92 .67

3.29 2.70 2.29 1.98 1.74 1.55 1.36 1.14 .91 .67

3.24 2.69 2.28 1.97 1.74 1.56 1.35 1.11 .89 .66

4.18 3.27 2.66 2.26 1.97 1.74 1.55 1.31 1.10 .87 .64

5.50 4.17 3.28 2.65 2.27 1.99 1.72 1.50 1.28 1.07 .84 .62

5.04d 5.37 4.02 3.22 2.66 2.12 1.90 1.68 1.46 1.24 1.04 .81 .61

5.30 3.93 3.12 2.58 2.19 1.88 1.64 1.43 1.19 1.00 .77

5.27 3.83 3.05 2.50 2.10 1.80 1.60 1.38 1.16 .96 .74

3.78 2.99 2.47 2.07 1.80 1.58 1.32 1.12 .92 .72

8.54 3.79 2.97 2.45 2.07 1.79 1.51 1.28 1.08 .89

3.83 2.99 2.45 2.07 1.74 1.46 1.24 1.06 .88

5.38 3.86 3.01 2.47 2.03 1.69 1.42 1.22 1.05

5.49 3.97 3.04 2.42 1.98 1.66 1.40 1.21

12.06t 9.17 5.55 3.94 2.99 2.39 1.96 1.65

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.08

2.17 1.78

2.19 1.82 1.51

2.18 1.82 1.54 1.29

2.14 1.80 1.53 1.30 1.09

2.51 2.10 1.76 1.50 1.29 1.10

3.66 2.92 2.44 2.00 1.72 1.47 1.26 1.09 .89

2.73 2.27 1.92 1.64 1.41 1.23 1.07 .88

2.63 2.12 1.81 1.57 1.36 1.19 1.04 .86

2.54 1.99 1.71 1.49 1.30 1.15 1.01 .83 .66

3.21 2.45 1.89 1.61 1.41 1.25 1.10 .97 .80 .65

3.05 2.29 1.80 1.52 1.35 1.20 1.07 .92 .77 .63

3.93 2.86 2.19 1.72 1.52 1.29 1.15 1.03 .88 .74 .61

5.26d 3.66 2.69 2.08 1.64 1.40 1.24 1.12 1.00 .84 .71 .60

4.99d 5.03d 3.46 2.56 1.99 1.58 1.37 1.21 1.08 .95 .81 .69 .59

4.59d 3.35 2.47 1.92 1.56 1.35 1.19 1.07 .93 .79 .68

4.75 3.27 2.42 1.89 1.57 1.35 1.20 1.05 .92 .79 .68

3.25 2.41 1.91 1.58 1.35 1.19 1.05 .91 .79 .69

3.27 2.44 1.93 1.62 1.36 1.19 1.06 .92 .81

3.29 2.48 1.97 1.62 1.39 1.21 1.08 .95 .85

4.79 3.34 2.52 2.01 1.66 1.42 1.24 1.11 1.01

4.89 3.43 2.59 2.06 1.71 1.46 1.28 1.15

7.83t 8.34 5.06 3.56 2.70 2.16 1.80 1.55

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 2jU

Configuration: Rail +0..50mm Unlocked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

6

Dn Cant Up Cant Safety Factor: 67%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 255-265°
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Rail-Ability Ltd RACD-10000609

105
115 Stafford, ST16 3HS
255 4
245 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.31

2.40 1.98

2.41 2.04 1.69

2.39 2.05 1.74 1.45

2.37 2.05 1.77 1.48 1.23

2.77 2.34 2.02 1.77 1.51 1.26

4.01 3.25 2.72 2.30 2.00 1.76 1.52 1.28 1.07

3.17 2.66 2.27 1.98 1.74 1.53 1.28 1.08

3.09 2.60 2.23 1.96 1.73 1.54 1.29 1.08

3.03 2.57 2.21 1.93 1.72 1.52 1.28 1.08 .85

3.63 2.98 2.51 2.19 1.93 1.72 1.51 1.26 1.07 .84

3.58 2.97 2.52 2.18 1.92 1.73 1.50 1.25 1.06 .83

4.61 3.59 2.94 2.50 2.18 1.93 1.71 1.46 1.23 1.04 .82

5.76d 4.58 3.62 2.91 2.51 2.19 1.91 1.67 1.43 1.20 1.02 .80

5.04d 5.95 4.45 3.56 2.94 2.35 2.14 1.86 1.63 1.38 1.17 .99 .78

5.89 4.36 3.45 2.86 2.42 2.09 1.82 1.60 1.35 1.14 .96

5.86 4.26 3.39 2.78 2.35 1.99 1.79 1.54 1.31 1.11 .93

4.26 3.32 2.74 2.31 2.01 1.76 1.49 1.26 1.09 .91

10.76t 4.25 3.31 2.72 2.31 2.00 1.70 1.44 1.23 1.07

4.25 3.32 2.72 2.30 1.95 1.64 1.40 1.21 1.06

5.96 4.30 3.36 2.76 2.26 1.89 1.61 1.38 1.20

6.06 4.39 3.38 2.70 2.21 1.86 1.59 1.38

12.10t 10.04 6.16 4.36 3.32 2.67 2.20 1.85

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.29

2.38 1.96

2.40 2.00 1.68

2.39 2.00 1.70 1.44

2.35 1.98 1.69 1.45 1.22

2.74 2.29 1.95 1.66 1.44 1.24

4.01 3.20 2.63 2.21 1.89 1.63 1.41 1.23 1.06

3.01 2.52 2.12 1.83 1.58 1.38 1.21 1.05

2.92 2.36 2.02 1.75 1.53 1.34 1.18 1.04

2.81 2.22 1.92 1.67 1.47 1.30 1.15 1.02 .84

3.55 2.71 2.13 1.81 1.60 1.42 1.25 1.12 .98 .82

3.39 2.57 2.04 1.73 1.53 1.36 1.21 1.09 .95 .80

4.36 3.21 2.46 1.96 1.66 1.47 1.32 1.18 1.06 .93 .79

5.27d 4.09 3.03 2.36 1.88 1.61 1.43 1.28 1.15 1.03 .90 .77

4.99d 5.03d 3.88 2.90 2.26 1.82 1.58 1.40 1.25 1.12 1.02 .88 .76

4.59d 3.77 2.81 2.20 1.80 1.56 1.38 1.23 1.11 .99 .86

5.09d 3.69 2.76 2.17 1.81 1.55 1.38 1.22 1.10 .99 .87

3.67 2.75 2.19 1.82 1.56 1.37 1.22 1.10 .99 .88

3.69 2.77 2.24 1.85 1.57 1.37 1.23 1.10 1.01

3.71 2.81 2.25 1.87 1.60 1.39 1.24 1.12 1.04

5.36 3.77 2.86 2.29 1.90 1.63 1.42 1.27 1.16

5.46 3.85 2.92 2.34 1.95 1.67 1.46 1.32

7.86t 9.20 5.62 3.97 3.03 2.44 2.03 1.75

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 2kU

Configuration: Rail +0..50mm Unlocked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

6

Dn Cant Up Cant Safety Factor: 67%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 245-255°
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1.5
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Minimum Loads (t)
(m)

7.5

7

0.5

6

5.5

5

4.5

4

3.5

3

2.5

2

1.5

1

-3

-3.5

0

-0.5
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-1.5
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Rail-Ability Ltd RACD-10000609

115
125 Stafford, ST16 3HS
245 4
235 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.33

2.41 1.99

2.43 2.06 1.71

2.41 2.07 1.75 1.46

2.39 2.04 1.78 1.49 1.24

2.78 2.37 2.04 1.78 1.52 1.27

4.05 3.28 2.72 2.32 2.02 1.77 1.53 1.29 1.07

3.18 2.64 2.29 2.00 1.76 1.54 1.29 1.08

3.11 2.63 2.26 1.96 1.75 1.54 1.30 1.09

3.06 2.53 2.14 1.95 1.74 1.53 1.29 1.08 .86

3.67 3.02 2.53 2.16 1.92 1.73 1.52 1.28 1.08 .85

3.59 2.99 2.53 2.20 1.90 1.73 1.50 1.26 1.06 .84

4.65 3.65 2.94 2.52 2.20 1.94 1.73 1.48 1.24 1.05 .83

5.76d 4.61 3.67 2.91 2.52 2.21 1.93 1.68 1.43 1.21 1.03 .81

5.04d 5.99 4.48 3.58 2.96 2.51 2.16 1.87 1.64 1.40 1.18 1.01 .79

5.92 4.38 3.48 2.88 2.38 2.09 1.83 1.61 1.36 1.15 .97

5.88 4.25 3.41 2.80 2.37 2.06 1.80 1.55 1.32 1.12 .95

10.07d 4.28 3.36 2.76 2.34 2.02 1.77 1.49 1.28 1.10 .93

10.83t 4.26 3.34 2.75 2.32 2.01 1.71 1.45 1.25 1.08

11.49t 9.53 5.88 4.26 3.33 2.74 2.32 1.96 1.65 1.41 1.22 1.07

12.31d 5.99 4.30 3.38 2.77 2.28 1.91 1.62 1.39 1.21

12.80t 6.10 4.42 3.39 2.71 2.23 1.87 1.60 1.39

12.15t 10.06 6.16 4.39 3.37 2.68 2.22 1.87

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.30

2.39 1.97

2.43 2.02 1.69

2.41 2.02 1.71 1.45

2.36 2.00 1.70 1.46 1.23

2.76 2.31 1.98 1.68 1.45 1.25

4.05 3.22 2.65 2.24 1.90 1.64 1.43 1.23 1.06

3.04 2.52 2.14 1.84 1.59 1.39 1.21 1.06

2.92 2.38 2.04 1.76 1.54 1.35 1.19 1.05

2.83 2.23 1.93 1.69 1.48 1.31 1.16 1.03 .85

3.58 2.72 2.14 1.83 1.61 1.43 1.27 1.12 1.00 .84

3.39 2.60 2.06 1.74 1.54 1.38 1.22 1.10 .97 .82

4.40 3.22 2.48 1.97 1.68 1.48 1.32 1.19 1.07 .94 .80

5.27d 4.12 3.06 2.37 1.90 1.63 1.44 1.29 1.16 1.04 .91 .78

4.99d 5.04d 3.90 2.93 2.28 1.84 1.59 1.44 1.27 1.14 1.03 .89 .77

4.59d 3.80 2.83 2.21 1.82 1.57 1.39 1.24 1.12 1.02 .88

5.03d 3.70 2.78 2.18 1.82 1.63 1.38 1.24 1.11 1.00 .88

3.69 2.77 2.21 1.84 1.57 1.38 1.23 1.11 1.01 .89

3.71 2.79 2.25 1.86 1.59 1.39 1.24 1.11 1.02

3.74 2.83 2.26 1.89 1.61 1.40 1.25 1.13 1.05

5.38 3.79 2.88 2.30 1.91 1.64 1.44 1.28 1.17

5.49 3.87 2.95 2.36 1.96 1.68 1.48 1.33

7.86t 9.24 5.64 3.99 3.06 2.46 2.05 1.77

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 2lU

Configuration: Rail +0..50mm Unlocked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

6

Dn Cant Up Cant Safety Factor: 67%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 235-245°
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Minimum Loads (t)
(m)

7.5
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0.5
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1
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Rail-Ability Ltd RACD-10000609

125
135 Stafford, ST16 3HS
235 4
225 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.53

2.62 2.17

2.63 2.24 1.87

2.61 2.25 1.92 1.61

2.61 2.25 1.95 1.64 1.38

3.03 2.57 2.22 1.95 1.67 1.41

2.97 2.54 2.20 1.94 1.68 1.42 1.20

3.43 2.92 2.49 2.17 1.92 1.69 1.43 1.21

3.39 2.79 2.47 2.16 1.91 1.69 1.43 1.21

3.32 2.80 2.43 2.14 1.90 1.68 1.42 1.21 1.03

3.99 3.29 2.79 2.41 2.13 1.90 1.66 1.42 1.20 1.02

3.99 3.26 2.75 2.38 2.12 1.90 1.65 1.39 1.19 1.02

5.09 3.98 3.27 2.74 2.39 2.11 1.88 1.62 1.38 1.17 1.00

5.77d 5.02 4.00 3.08 2.75 2.41 2.11 1.85 1.59 1.34 1.16 .98

5.04d 6.55 4.91 3.89 3.18 2.75 2.37 2.06 1.81 1.55 1.32 1.13 .96

6.49 4.81 3.79 3.12 2.64 2.27 2.02 1.77 1.50 1.29 1.11

6.45 4.74 3.74 3.09 2.62 2.26 1.98 1.71 1.46 1.26 1.09

4.70 3.69 3.04 2.58 2.23 1.95 1.66 1.43 1.23 1.08

10.89d 4.69 3.68 3.00 2.56 2.22 1.89 1.61 1.39 1.21

11.57t 10.40 6.49 4.68 3.67 3.02 2.56 2.17 1.84 1.58 1.37 1.21

12.37t 6.55 4.74 3.71 3.05 2.51 2.11 1.80 1.55 1.36

6.66 4.84 3.73 2.99 2.47 2.08 1.78 1.55

12.26t 10.88 6.73 4.82 3.68 2.96 2.46 2.07

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.50

2.60 2.15

2.62 2.20 1.85

2.61 2.20 1.87 1.59

2.57 2.18 1.87 1.61 1.37

3.02 2.52 2.14 1.84 1.60 1.38

2.91 2.43 2.08 1.81 1.57 1.38 1.19

3.31 2.77 2.34 2.02 1.75 1.54 1.36 1.19

3.20 2.63 2.24 1.95 1.70 1.50 1.32 1.17

3.10 2.47 2.14 1.87 1.65 1.45 1.29 1.15 1.02

3.89 2.99 2.38 2.04 1.80 1.59 1.41 1.26 1.13 1.01

3.73 2.90 2.30 1.98 1.74 1.54 1.37 1.23 1.11 .99

4.81 3.56 2.76 2.21 1.88 1.69 1.49 1.34 1.20 1.09 .97

5.28d 4.54 3.38 2.64 2.13 1.84 1.64 1.46 1.31 1.18 1.07 .96

4.99d 4.97d 4.32 3.25 2.55 2.08 1.81 1.61 1.42 1.28 1.16 1.06 .95

4.73d 4.22 3.16 2.49 2.05 1.78 1.59 1.40 1.27 1.15 1.05

5.03d 4.15 3.11 2.46 2.06 1.78 1.56 1.39 1.26 1.14 1.05

4.11 3.10 2.48 2.07 1.80 1.57 1.40 1.26 1.14 1.06

4.12 3.12 2.51 2.09 1.79 1.57 1.40 1.26 1.16

4.15 3.16 2.54 2.12 1.81 1.59 1.42 1.28 1.19

5.95 4.21 3.21 2.58 2.15 1.84 1.62 1.45 1.32

6.05 4.29 3.29 2.64 2.20 1.89 1.66 1.49

7.95t 10.09 6.20 4.41 3.39 2.74 2.29 1.97

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 2mU

Configuration: Rail +0..50mm Unlocked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

6

Dn Cant Up Cant Safety Factor: 67%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 225-235°
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-0.5

-1

-1.5

-2

-2.5

-3

-3.5

Minimum Loads (t)
(m)

7.5
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Rail-Ability Ltd RACD-10000609

135
145 Stafford, ST16 3HS
225 4
215 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.79 3.15

3.24 2.72

3.24 2.78 2.36

3.24 2.79 2.40 2.05

3.22 2.79 2.44 2.08 1.78

3.72 3.19 2.75 2.44 2.11 1.81

5.37 4.39 3.67 3.15 2.73 2.42 2.12 1.83 1.57

4.30 3.60 3.12 2.73 2.41 2.13 1.83 1.58

4.21 3.57 3.08 2.69 2.39 2.14 1.84 1.59

5.04 4.17 3.53 3.04 2.68 2.39 2.13 1.83 1.58 1.37

5.01 4.12 3.49 3.03 2.65 2.38 2.11 1.82 1.58 1.37

4.99 4.08 3.47 3.02 2.62 2.39 2.08 1.80 1.56 1.36

6.34 4.99 4.09 3.48 3.01 2.67 2.37 2.05 1.78 1.55 1.35

5.86d 6.30 5.01 4.11 3.49 3.01 2.65 2.33 2.02 1.75 1.53 1.34

5.05d 7.41d 6.13 4.88 4.01 3.39 2.96 2.61 2.29 1.99 1.72 1.51 1.33

8.23 6.07 4.78 3.96 3.38 2.92 2.56 2.26 1.95 1.69 1.48

8.19 5.99 4.72 3.91 3.32 2.84 2.53 2.20 1.90 1.66 1.47

5.95 4.68 3.87 3.25 2.84 2.50 2.14 1.86 1.64 1.45

5.92 4.67 3.84 3.26 2.83 2.43 2.10 1.83 1.62

12.99 5.95 4.67 3.85 3.26 2.78 2.38 2.07 1.81 1.61

13.14 8.22 6.00 4.71 3.87 3.22 2.73 2.34 2.04 1.80

8.39 6.09 4.73 3.82 3.17 2.69 2.32 2.03

12.38t 13.47 8.41 6.07 4.67 3.79 3.15 2.69

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.79 3.12

3.21 2.69

3.23 2.74 2.34

3.22 2.74 2.37 2.03

3.17 2.72 2.36 2.05 1.77

3.69 3.12 2.67 2.32 2.04 1.79

5.37 4.31 3.59 3.06 2.63 2.29 2.01 1.78 1.56

4.14 3.46 2.96 2.56 2.24 1.98 1.76 1.56

4.01 3.31 2.85 2.49 2.19 1.94 1.73 1.54

5.04 3.92 3.17 2.75 2.41 2.13 1.90 1.70 1.53 1.37

4.96 3.81 3.10 2.65 2.33 2.08 1.85 1.67 1.50 1.36

4.72 3.71 2.99 2.57 2.27 2.02 1.82 1.64 1.48 1.34

6.08 4.53 3.57 2.91 2.57 2.22 1.98 1.78 1.61 1.46 1.33

5.28d 5.49d 4.36 3.45 2.84 2.44 2.16 1.94 1.75 1.58 1.44 1.32

4.99d 4.97d 5.10d 4.25 3.38 2.77 2.41 2.13 1.91 1.73 1.57 1.43 1.32

4.87d 5.05d 4.15 3.31 2.76 2.40 2.11 1.89 1.71 1.55 1.42

5.03d 5.02d 4.10 3.28 2.76 2.39 2.12 1.88 1.70 1.55 1.42

4.34d 4.09 3.30 2.77 2.39 2.10 1.88 1.70 1.55 1.43

5.37 4.15 3.32 2.78 2.40 2.11 1.89 1.70 1.56

5.40 4.15 3.35 2.81 2.42 2.13 1.90 1.72 1.59

7.63 5.45 4.20 3.40 2.85 2.46 2.16 1.93 1.76

7.74 5.53 4.27 3.46 2.90 2.50 2.20 1.98

8.00t 12.68 7.91 5.66 4.38 3.55 2.99 2.59

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 2nU

Configuration: Rail +0..50mm Unlocked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

6

Dn Cant Up Cant Safety Factor: 67%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 215-225°
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Minimum Loads (t)
(m)
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Rail-Ability Ltd RACD-10000609

145
155 Stafford, ST16 3HS
215 4
205 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.68 3.91

4.01 3.40

4.01 3.46 2.97

4.01 3.48 3.02 2.60

4.65 3.98 3.47 3.05 2.64 2.29

4.60 3.96 3.46 3.05 2.66 2.32

5.39 4.57 3.92 3.43 3.04 2.68 2.33 2.04

5.31 4.50 3.88 3.41 3.02 2.69 2.34 2.05

5.27 4.39 3.85 3.39 3.00 2.68 2.34 2.05

5.21 4.38 3.82 3.36 3.00 2.68 2.34 2.05 1.81

6.24 5.15 4.37 3.80 3.35 3.00 2.66 2.33 2.04 1.80

6.23 5.14 4.36 3.77 3.35 3.01 2.64 2.31 2.03 1.80

7.90 6.21 5.12 4.35 3.79 3.34 2.97t 2.61 2.28 2.01 1.78

6.00d 7.85 6.19 5.13 4.36 3.77 3.31t 2.95 2.58 2.26 1.99 1.77

5.04d 7.50d 7.69 6.14 5.07 4.20 3.70 3.27 2.91 2.54 2.23 1.97 1.76

9.24d 7.60 6.06 5.01 4.26 3.68 3.23 2.86 2.50 2.20 1.95

10.32 7.56 5.99 4.93 4.18 3.64 3.20 2.81 2.45 2.17 1.93

7.49 5.93 4.89 4.16 3.61 3.17 2.75 2.42 2.14 1.92

10.24 7.52 5.92 4.87 4.14 3.59 3.11 2.71 2.39 2.12

7.51 5.91 4.87 4.14 3.54 3.06 2.67 2.37 2.12

10.37 7.55 5.96 4.90 4.10 3.49 3.02 2.65 2.36

10.48 7.65 5.98 4.85 4.05 3.46 3.01 2.65

12.30t 16.50 10.54 7.62 5.93 4.81 4.03 3.45

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.67 3.89

3.98 3.37

4.00 3.42 2.95

3.99 3.43 2.97 2.59

4.64 3.94 3.40 2.97 2.60 2.28

4.59 3.88 3.38 2.96 2.59 2.29

5.39 4.52 3.81 3.31 2.90 2.57 2.28 2.03

5.17 4.33 3.73 3.24 2.86 2.53 2.26 2.03

5.05 4.19 3.63 3.17 2.80 2.49 2.23 2.01

4.96 4.05 3.53 3.09 2.75 2.45 2.21 1.99 1.80

6.17 4.84 3.95 3.41 3.03 2.68 2.41 2.18 1.97 1.79

6.00 4.72 3.87 3.33 2.96 2.64 2.37 2.15 1.95 1.78

6.64d 5.79 4.60 3.79 3.26 2.89 2.59 2.33 2.11 1.93 1.77

5.37d 5.50d 5.62 4.49 3.70 3.21 2.87 2.56 2.30 2.09 1.91 1.75

5.04d 4.97d 5.10d 5.36d 4.40 3.65 3.18 2.84 2.52 2.28 2.07 1.90 1.75

4.87d 4.98d 5.15d 4.34 3.63 3.16 2.82 2.50 2.26 2.06 1.89

5.02d 4.96d 5.07d 4.32 3.63 3.21 2.78 2.49 2.25 2.06 1.89

4.53d 5.32d 4.33 3.80 3.19 2.79 2.49 2.25 2.06 1.90

6.32d 5.37 4.39 3.67 3.17 2.80 2.50 2.26 2.07

6.95 5.38 4.39 3.70 3.19 2.81 2.51 2.28 2.10

9.74 7.01 5.44 4.43 3.72 3.22 2.84 2.54 2.31

9.85 7.09 5.51 4.49 3.78 3.26 2.88 2.59

8.00t 12.91t 10.01 7.22 5.61 4.58 3.87 3.35

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 2oU

Configuration: Rail +0..50mm Unlocked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

6

Dn Cant Up Cant Safety Factor: 67%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 205-215°
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Minimum Loads (t)
(m)
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Rail-Ability Ltd RACD-10000609

155
205 Stafford, ST16 3HS
205 4
155 356

50
310 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

5.55s 5.21d

5.13s 5.21s 5.35d

5.01s 5.08s 5.11t

5.12s 4.98s 4.99s 5.03t 4.76t

5.37s 5.29s 5.15s 5.04t 4.82t 3.62d

6.05d 5.59s 5.03s 5.34s 5.08t 4.81t 4.57t

7.37d 6.98s 6.39s 5.96s 5.62t 5.17s 4.84s 4.61t 3.87d

7.63s 8.01s 7.08s 6.43t 5.79t 5.30t 4.92t 4.63t 4.35t

7.32s 8.36s 7.79t 6.75t 6.00t 5.44t 5.02t 4.69t 4.46t

7.60s 8.55s 8.47t 7.16t 6.25t 5.62t 5.14t 4.77t 4.53t

8.53s 9.13s 9.22t 7.63t 6.56t 5.82t 5.28t 4.88t 4.60t 4.16t

8.86d 9.60d 9.85s 9.75s 8.16t 6.89t 6.05t 5.45t 5.00t 4.69t 4.24t

9.11t 10.12s 10.12d 10.08s 8.73t 7.25t 6.31t 5.63t 5.14t 4.81t 4.32t

6.53d 9.72d 11.16t 10.85s 10.42s 9.32t 7.64t 6.57t 5.83t 5.30t 4.94t 4.37t

5.69d 7.79d 10.98d 12.15t 11.50s 10.77s 9.51s 8.01t 6.85t 6.04t 5.47t 5.08t 3.57d

7.29d 9.68d 12.76d 13.40s 12.21s 11.06s 9.59s 8.39t 7.12t 6.26t 5.64t 5.19t

11.77d 15.20d 14.44s 12.85s 11.16s 9.69s 8.58s 7.40t 6.48t 5.85t 5.23t

11.62d 17.93s 15.44s 13.19s 11.21s 9.74s 8.62s 7.69t 6.72t 6.06t 5.08t

11.41t 14.10d 19.42s 16.05s 13.21s 11.26s 9.80s 8.67s 7.79s 6.98t 6.11t

20.41s 16.18s 13.33s 11.35s 9.88s 8.78s 7.87s 6.91s 5.62d

18.32t 27.75s 20.68s 16.33s 13.48s 11.54s 10.04s 8.77s 7.56s 6.19s

28.39s 21.04s 16.57s 13.62s 11.44s 9.70s 8.13s 6.55s

12.61t 20.14d 27.03s 20.00s 15.68s 12.68s 10.43s 8.50s

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

5.07s 4.69d

5.13s 4.32s 4.20d

4.37s 3.85d 3.86d

5.11s 4.38s 3.79s 3.75d 3.74d

5.24s 4.37s 3.78s 3.53d 3.50d 3.58d

6.01s 5.02s 4.33s 3.76s 3.31s 3.39d 3.49d

7.18s 6.09s 5.13s 4.40s 3.74s 3.31s 3.44d 3.34d 3.48d

7.04s 5.80s 4.90s 4.25s 3.72s 3.30s 3.30d 3.30d 3.42d

6.91s 5.70s 4.84s 4.45s 3.69s 3.29s 3.29d 3.29d 3.29d

6.83s 5.80s 4.93s 4.15s 3.66s 3.27s 3.40d 3.39d 3.30d

6.76s 5.75s 4.78s 4.13s 3.66s 3.28s 3.45d 3.36d 3.46d 3.34d

8.86d 7.31s 5.73s 5.01s 4.13s 3.65s 2.74t 3.51t 3.43d 3.48d 3.34d

6.47d 7.09d 5.88s 4.73s 4.19t 2.98t 2.86t 3.65t 3.58d 3.51d 3.39d

5.31d 5.52d 5.54t 4.53t 4.37t 3.55t 3.16t 2.92t 3.73d 3.66d 3.56d 3.45d

5.03d 4.98d 5.21d 5.41d 4.85t 3.97t 3.83t 3.26t 3.13t 3.93d 3.82d 3.73d 3.52d

5.15d 4.96d 4.99d 5.26d 5.21t 4.39t 4.32t 3.67t 3.82t 4.16d 4.11d 3.85d

5.01d 4.96d 5.24d 5.82d 5.11t 4.91t 3.90t 4.72t 4.56d 4.17d 4.02d

5.08d 5.28d 7.12t 6.18t 4.77t 4.66t 5.30d 4.69d 4.47d 4.00d

6.81d 7.32d 7.93t 6.33t 5.46t 6.03d 5.74d 4.94d 4.48d

8.97d 9.78d 9.40t 7.41t 7.64d 6.73d 5.90d 5.15d 4.56d

11.24d 11.87d 12.98s 10.88s 9.66s 8.55s 7.38d 6.06d 5.22d

14.85d 16.42d 12.99s 10.73s 9.19s 7.99s 7.01s 6.33s

8.43t 14.14t 20.65d 16.76s 13.16s 10.84s 9.24s 8.06s

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 2pU

Configuration: Rail +0..50mm Unlocked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

6

Dn Cant Up Cant Safety Factor: 87%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 155-205°
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Rail-Ability Ltd RACD-10000609

205
215 Stafford, ST16 3HS
155 4
145 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.59 3.82

4.62 3.93 3.33

4.62 3.95 3.39 2.91

4.60 3.95 3.42 2.96 2.55

4.58 3.91 3.43 2.99 2.59 2.25

5.39 4.53 3.91 3.40 3.01 2.61 2.28

6.46 5.32 4.48 3.88 3.39 3.01 2.63 2.29 2.00

6.35 5.22 4.44 3.84 3.37 3.00 2.64 2.30 2.01

6.25 5.14 4.38 3.80 3.35 2.99 2.63 2.30 2.02

6.18 5.11 4.30 3.76 3.33 2.98 2.63 2.30 2.01

6.11 5.08 4.32 3.75 3.32 2.98 2.61 2.28 2.01 1.77

7.66 6.10 5.02 4.31 3.75 3.28 2.96 2.59 2.26 2.00 1.77

7.66 6.11 5.04 4.28 3.75 3.31t 2.93 2.56 2.24 1.98 1.76

6.64d 7.56 6.02 5.00 4.24 3.71 3.26 2.90 2.53 2.21 1.96 1.75

5.84d 7.89d 7.49 5.97 4.92 4.11 3.66 3.23 2.87 2.49 2.19 1.94

7.34d 9.77d 7.36 5.89 4.88 4.13 3.62 3.19 2.80 2.46 2.17 1.92

9.85 7.31 5.81 4.82 4.12 3.58 3.15 2.76 2.42 2.13 1.91

11.42d 7.25 5.78 4.79 4.08 3.55 3.11 2.71 2.38 2.12 1.89

11.30t 9.79 7.27 5.75 4.77 4.06 3.54 3.05 2.67 2.35 2.10

15.24 9.85 7.26 5.76 4.76 4.06 3.47 3.00 2.63 2.33 2.09

9.92 7.31 5.79 4.79 4.01 3.42 2.97 2.61 2.32

13.42t 10.03 7.39 5.79 4.73 3.96 3.39 2.95 2.61

12.57t 15.52t 10.07 7.34 5.76 4.70 3.94 3.39

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.55 3.80

4.61 3.89 3.31

4.62 3.90 3.35 2.89

4.59 3.91 3.36 2.92 2.54

4.54 3.86 3.35 2.92 2.56 2.25

5.35 4.50 3.84 3.30 2.89 2.54 2.26

6.40 5.24 4.37 3.74 3.24 2.86 2.52 2.25 2.00

6.32 5.04 4.25 3.66 3.18 2.81 2.50 2.23 2.00

6.21 4.91 4.11 3.56 3.12 2.75 2.46 2.21 1.98

6.09 4.83 3.97 3.46 3.04 2.70 2.41 2.17 1.97

5.95 4.72 3.85 3.35 2.97 2.65 2.37 2.15 1.94 1.77

7.64 5.76 4.58 3.79 3.28 2.91 2.60 2.34 2.12 1.93 1.76

6.50d 5.60 4.47 3.70 3.21 2.86 2.55 2.30 2.09 1.91 1.75

5.40d 5.62d 5.25t 4.37 3.63 3.16 2.81 2.51 2.27 2.07 1.89 1.74

4.97d 4.98d 5.13d 5.32 4.29 3.58 3.12 2.77 2.49 2.25 2.05 1.88

5.14d 5.02d 5.06d 5.19d 4.23 3.57 3.11 2.75 2.47 2.24 2.04 1.87

5.00d 4.96d 5.10d 4.21 3.57 3.15 2.75 2.46 2.22 2.03 1.87

4.96d 5.17 4.22 3.58 3.13 2.74 2.45 2.22 2.03 1.88

6.39d 5.19 4.26 3.59 3.11 2.75 2.46 2.23 2.05

6.71 5.23 4.28 3.62 3.14 2.77 2.48 2.25 2.08

9.27 6.77 5.28 4.32 3.65 3.16 2.79 2.51 2.29

9.38 6.85 5.36 4.39 3.70 3.21 2.84 2.58

8.38t 14.23t 9.55 6.98 5.48 4.49 3.81 3.33

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 2OU

Configuration: Rail +0..50mm Unlocked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

6

Dn Cant Up Cant Safety Factor: 67%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 145-155°
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Rail-Ability Ltd RACD-10000609

215
225 Stafford, ST16 3HS
145 4
135 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.70 3.05

3.74 3.15 2.64

3.74 3.18 2.71 2.29

3.72 3.18 2.74 2.34 2.00

3.68 3.17 2.74 2.38 2.03

4.35 3.65 3.14 2.73 2.40 2.06 1.77

5.24 4.29 3.61 3.11 2.71 2.40 2.07 1.78 1.53

5.12 4.19 3.54 3.07 2.69 2.38 2.08 1.79 1.54

5.01 4.15 3.51 3.04 2.67 2.38 2.08 1.79 1.55

4.91 4.07 3.48 3.01 2.65 2.37 2.08 1.79 1.54

4.88 4.03 3.42 2.95 2.64 2.37 2.06 1.77 1.54 1.34

6.15 4.86 4.03 3.43 2.96 2.64 2.37 2.04 1.75 1.53 1.33

6.13 4.87 4.02 3.43 2.97 2.65 2.32 2.00 1.73 1.51 1.32

6.65d 6.08 4.87 3.78 3.42 2.97 2.59 2.29 1.97 1.71 1.49 1.31

5.69d 7.85 5.91 4.75 3.90 3.13 2.91 2.55 2.25 1.94 1.68 1.47

7.35d 7.77 5.75 4.63 3.86 3.28 2.84 2.50 2.20 1.90 1.65 1.46

7.69 5.76 4.58 3.80 3.23 2.77 2.47 2.14 1.86 1.63 1.43

11.62d 5.71 4.54 3.75 3.18 2.77 2.44 2.10 1.83 1.60 1.43

11.50t 7.69 5.69 4.52 3.73 3.18 2.77 2.37 2.05 1.80 1.59

7.72 5.68 4.51 3.73 3.18 2.71 2.32 2.02 1.78 1.58

7.80 5.73 4.54 3.75 3.12 2.66 2.29 2.00 1.77

7.90 5.84 4.56 3.70 3.07 2.63 2.27 2.00

12.47t 12.37 7.97 5.81 4.51 3.66 3.07 2.63

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.67 3.03

3.73 3.11 2.62

3.74 3.14 2.67 2.27

3.71 3.13 2.68 2.31 1.98

3.68 3.09 2.66 2.31 2.01

4.32 3.61 3.05 2.62 2.28 1.99 1.75

5.16 4.19 3.48 2.97 2.56 2.24 1.98 1.74 1.53

5.04 4.01 3.37 2.88 2.50 2.20 1.94 1.72 1.53

4.95 3.89 3.24 2.79 2.44 2.15 1.90 1.69 1.52

4.83 3.78 3.10 2.69 2.36 2.09 1.87 1.67 1.50

4.71 3.68 3.03 2.61 2.29 2.03 1.82 1.64 1.48 1.33

6.07 4.52 3.57 2.90 2.53 2.23 1.99 1.78 1.61 1.46 1.32

5.78 4.35 3.46 2.83 2.44 2.17 1.95 1.75 1.58 1.44 1.31

5.29d 5.52 4.20 3.34 2.75 2.40 2.13 1.91 1.72 1.56 1.42 1.30

4.97d 5.05d 5.13d 4.07 3.26 2.70 2.37 2.12 1.88 1.70 1.54 1.41

5.14d 4.96d 5.00d 4.00 3.20 2.69 2.36 2.10 1.86 1.68 1.53 1.40

5.06d 4.96d 3.95 3.19 2.69 2.33 2.06 1.85 1.67 1.52 1.40

4.96d 3.94 3.21 2.77 2.34 2.06 1.85 1.67 1.53 1.42

5.12 3.97 3.22 2.73 2.35 2.08 1.86 1.68 1.54

5.15 4.00 3.25 2.75 2.37 2.09 1.87 1.70 1.57

7.19 5.21 4.05 3.29 2.78 2.40 2.12 1.90 1.74

7.29 5.31 4.13 3.36 2.83 2.45 2.16 1.97

8.46t 11.66 7.49 5.44 4.24 3.47 2.93 2.57

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 2NU

Configuration: Rail +0..50mm Unlocked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

6

Dn Cant Up Cant Safety Factor: 67%

Maximum Loads (t)
(m)
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6.5

Sector: 135-145°
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Rail-Ability Ltd RACD-10000609

225
235 Stafford, ST16 3HS
135 4
125 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.99 2.43

3.03 2.54 2.10

3.03 2.57 2.17 1.81

3.02 2.57 2.21 1.86 1.55

3.00 2.55 2.20 1.89 1.59

3.52 2.95 2.52 2.19 1.92 1.62 1.36

4.24 3.42 2.91 2.49 2.17 1.91 1.63 1.38 1.16

4.13 3.40 2.87 2.46 2.15 1.90 1.64 1.39 1.17

4.03 3.32 2.82 2.43 2.12 1.90 1.64 1.39 1.18

3.96 3.27 2.74 2.40 2.12 1.89 1.63 1.38 1.18

3.90 3.23 2.75 2.39 2.11 1.89 1.61 1.37 1.17 .99

4.90 3.87 3.20 2.72 2.38 2.09 1.88 1.59 1.36 1.15 .97

4.88 3.84 3.18 2.72 2.38 2.10 1.84 1.57 1.34 1.14 .96

6.30 4.83 3.90 3.02 2.71 2.35 2.05 1.81 1.54 1.31 1.12 .94

5.63d 6.19 4.65 3.75 3.12 2.67 2.27 2.01 1.76 1.50 1.28 1.10

7.35d 6.09 4.58 3.66 3.04 2.60 2.24 1.97 1.72 1.46 1.25 1.08

6.05 4.50 3.60 2.97 2.55 2.21 1.93 1.66 1.42 1.23 1.07

10.21d 9.26 4.48 3.54 2.95 2.51 2.17 1.89 1.61 1.38 1.20 1.05

4.46 3.53 2.92 2.48 2.16 1.83 1.57 1.35 1.18

12.14d 6.03 4.47 3.52 2.92 2.49 2.10 1.78 1.53 1.34 1.18

6.09 4.51 3.56 2.94 2.43 2.04 1.75 1.51 1.33

6.24 4.60 3.56 2.88 2.39 2.02 1.73 1.51

12.60t 9.81 6.29 4.55 3.52 2.85 2.37 2.02

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.96 2.42

3.02 2.51 2.08

3.03 2.53 2.13 1.79

3.01 2.52 2.14 1.82 1.54

2.96 2.49 2.11 1.83 1.56

3.51 2.88 2.43 2.07 1.79 1.55 1.34

4.18 3.37 2.82 2.36 2.04 1.76 1.53 1.34 1.16

4.05 3.19 2.67 2.28 1.96 1.71 1.50 1.32 1.16

3.97 3.05 2.54 2.18 1.90 1.66 1.46 1.29 1.14

3.83 2.97 2.40 2.08 1.82 1.60 1.42 1.27 1.13

3.77 2.86 2.28 1.99 1.76 1.56 1.38 1.23 1.11 .97

4.82 3.56 2.74 2.21 1.90 1.69 1.51 1.35 1.21 1.09 .96

4.54 3.37 2.64 2.12 1.91 1.65 1.46 1.31 1.18 1.07 .94

5.30d 4.29 3.21 2.54 2.05 1.79 1.60 1.42 1.29 1.16 1.05 .93

4.97d 4.98d 4.11 3.11 2.45 2.01 1.76 1.56 1.40 1.26 1.14 1.04

5.17d 4.96d 3.98 3.01 2.39 2.00 1.74 1.54 1.38 1.25 1.13 1.03

5.00d 3.91 2.97 2.38 2.00 1.79 1.54 1.37 1.23 1.12 1.03

3.89 2.97 2.39 2.01 1.73 1.53 1.36 1.23 1.13 1.05

3.89 2.99 2.41 2.02 1.75 1.53 1.37 1.24 1.14

3.93 3.02 2.44 2.05 1.77 1.55 1.39 1.26 1.18

5.54 3.99 3.08 2.49 2.09 1.80 1.58 1.42 1.30

5.64 4.08 3.15 2.56 2.14 1.85 1.63 1.50

8.68t 9.11 5.81 4.20 3.27 2.66 2.24 1.96

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 2MU

Configuration: Rail +0..50mm Unlocked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

6

Dn Cant Up Cant Safety Factor: 67%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 125-135°

0
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1.5
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0.5

6.5
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-1.5

-2

-2.5

-3

-3.5

Minimum Loads (t)
(m)

7.5

7

0.5

6

5.5

5

4.5

4

3.5

3

2.5

2

1.5

1

-3

-3.5

0

-0.5

-1

-1.5

-2

-2.5
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Rail-Ability Ltd RACD-10000609

235
245 Stafford, ST16 3HS
125 4
115 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.75 2.23

2.79 2.33 1.91

2.36 1.98 1.64

2.79 2.36 2.02 1.69 1.40

2.75 2.34 2.02 1.72 1.44

3.26 2.72 2.31 1.98 1.75 1.46 1.22

3.91 3.19 2.66 2.28 1.98 1.75 1.48 1.24 1.03

3.79 3.10 2.62 2.26 1.96 1.74 1.48 1.25 1.05

3.68 3.05 2.57 2.23 1.95 1.73 1.49 1.25 1.05

3.62 3.00 2.54 2.20 1.93 1.72 1.48 1.25 1.05

3.58 2.95 2.52 2.18 1.92 1.73 1.47 1.23 1.04 .81

4.47 3.51 2.92 2.50 2.17 1.92 1.71 1.45 1.21 1.03 .80

5.98 4.49 3.42 2.89 2.48 2.16 1.92 1.68 1.41 1.20 1.01 .78

5.73 4.40 3.56 2.94 2.51 2.13 1.88 1.63 1.38 1.17 .99 .77

6.15d 5.60 4.21 3.40 2.85 2.43 2.09 1.82 1.60 1.34 1.14 .96

7.36d 5.52 4.15 3.33 2.75 2.32 2.04 1.78 1.54 1.31 1.11 .93

5.46 4.06 3.25 2.69 2.31 2.00 1.75 1.50 1.27 1.09 .90

10.23d 8.38 4.04 3.22 2.67 2.27 1.96 1.71 1.45 1.24 1.06 .89

4.04 3.18 2.63 2.25 1.95 1.65 1.40 1.20 1.05

12.15t 4.04 3.19 2.64 2.25 1.89 1.60 1.37 1.19 1.04

8.55 5.55 4.08 3.23 2.67 2.19 1.84 1.57 1.35 1.18

5.66 4.17 3.24 2.61 2.15 1.81 1.55 1.35

12.64t 8.92 5.71 4.13 3.19 2.57 2.14 1.81

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.71 2.21

2.78 2.30 1.89

2.32 1.95 1.62

2.79 2.32 1.95 1.65 1.39

2.73 2.28 1.94 1.65 1.41

3.22 2.68 2.26 1.90 1.62 1.41 1.21

3.83 3.10 2.56 2.16 1.85 1.59 1.38 1.20 1.03

3.72 2.92 2.45 2.07 1.78 1.55 1.35 1.18 1.03

3.61 2.77 2.29 1.98 1.71 1.49 1.31 1.16 1.02

3.51 2.71 2.16 1.88 1.64 1.44 1.28 1.13 .99

3.38 2.62 2.05 1.78 1.57 1.39 1.23 1.10 .96 .80

4.35 3.22 2.50 1.96 1.70 1.50 1.34 1.19 1.07 .93 .78

5.98 4.10 3.05 2.36 1.89 1.63 1.45 1.30 1.16 1.05 .91 .77

5.30d 3.87 2.89 2.25 1.81 1.58 1.41 1.27 1.13 1.02 .88 .76

4.97d 4.98d 3.67 2.77 2.16 1.77 1.55 1.38 1.23 1.11 1.00 .86

5.13d 4.96d 3.55 2.68 2.11 1.76 1.53 1.36 1.22 1.09 .99 .86

4.91 3.48 2.64 2.10 1.76 1.53 1.35 1.20 1.09 .97 .86

3.46 2.63 2.11 1.77 1.54 1.34 1.20 1.08 .98 .88

3.51 2.65 2.16 1.80 1.54 1.35 1.21 1.09 1.00

3.51 2.69 2.17 1.81 1.56 1.37 1.22 1.11 1.04

4.97 3.57 2.75 2.21 1.85 1.59 1.40 1.26 1.15

5.08 3.66 2.82 2.28 1.91 1.64 1.45 1.33

8.68t 8.25 5.25 3.79 2.93 2.39 2.01 1.76

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 2LU

Configuration: Rail +0..50mm Unlocked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

6

Dn Cant Up Cant Safety Factor: 67%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 115-125°
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1.5
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6.5
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Minimum Loads (t)
(m)

7.5

7

0.5
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5.5
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3

2.5

2

1.5

1

-3

-3.5
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-1.5
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-2.5
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Rail-Ability Ltd RACD-10000609

245
255 Stafford, ST16 3HS
115 4
105 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.72 2.20

2.78 2.30 1.89

2.78 2.34 1.96 1.62

2.76 2.32 2.00 1.67 1.39

2.74 2.33 2.00 1.71 1.43

3.22 2.69 2.30 1.99 1.73 1.45 1.21

3.82 3.15 2.64 2.27 1.97 1.73 1.47 1.23

3.72 3.07 2.60 2.23 1.95 1.73 1.47 1.24 1.03

3.67 3.02 2.55 2.19 1.93 1.72 1.48 1.23 1.04

3.58 2.95 2.52 2.16 1.92 1.71 1.46 1.23 1.03

3.51 2.93 2.47 2.14 1.91 1.72 1.45 1.22 1.03 .79

4.44 3.47 2.92 2.48 2.13 1.91 1.70 1.43 1.21 1.02 .78

5.94 4.46 3.42 2.91 2.48 2.15 1.90 1.66 1.40 1.19 .99 .77

5.66 4.34 3.47 2.92 2.49 2.14 1.86 1.62 1.37 1.16 .97 .75

6.15d 5.55 4.22 3.38 2.83 2.24 2.08 1.81 1.59 1.34 1.13 .94

7.36d 5.48 4.11 3.30 2.73 2.31 2.03 1.76 1.53 1.30 1.10 .91

5.42 4.00 3.22 2.68 2.27 1.94 1.73 1.48 1.26 1.07 .88

10.27d 8.30 3.98 3.19 2.63 2.22 1.95 1.69 1.43 1.22 1.05 .87

3.99 3.16 2.62 2.23 1.94 1.63 1.39 1.19 1.04

3.99 3.17 2.62 2.23 1.87 1.58 1.36 1.17 1.03

8.46 5.50 4.05 3.20 2.64 2.17 1.82 1.55 1.34 1.17

5.62 4.14 3.20 2.58 2.12 1.79 1.53 1.34

12.51t 8.87 5.64 4.10 3.16 2.54 2.11 1.79

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.69 2.18

2.77 2.27 1.88

2.77 2.31 1.92 1.61

2.75 2.28 1.93 1.64 1.38

2.70 2.27 1.92 1.63 1.39

3.20 2.63 2.20 1.87 1.61 1.39 1.20

3.80 3.06 2.53 2.13 1.82 1.57 1.37 1.19

3.67 2.88 2.41 2.06 1.76 1.54 1.34 1.17 1.02

3.59 2.76 2.28 1.96 1.70 1.48 1.30 1.15 1.01

3.47 2.66 2.15 1.86 1.63 1.43 1.26 1.12 .98

3.31 2.56 2.03 1.78 1.55 1.38 1.23 1.09 .95 .79

4.32 3.17 2.44 1.94 1.71 1.49 1.32 1.18 1.06 .92 .77

5.94 4.07 3.00 2.33 1.87 1.62 1.44 1.29 1.15 1.04 .89 .76

5.31d 3.83 2.86 2.23 1.80 1.58 1.39 1.25 1.12 1.01 .87 .75

5.02d 4.98d 3.64 2.73 2.14 1.76 1.54 1.39 1.22 1.10 .98 .85

5.13d 4.95 3.51 2.65 2.09 1.74 1.53 1.36 1.20 1.08 .97 .84

4.86 3.44 2.61 2.07 1.75 1.51 1.33 1.20 1.07 .96 .84

3.43 2.60 2.09 1.75 1.51 1.34 1.19 1.07 .96 .86

3.46 2.62 2.12 1.78 1.52 1.34 1.20 1.08 .98

3.47 2.66 2.15 1.80 1.54 1.36 1.21 1.10 1.03

4.93 3.54 2.72 2.18 1.83 1.57 1.39 1.24 1.14

5.03 3.63 2.80 2.25 1.89 1.62 1.43 1.33

8.52t 8.20 5.21 3.75 2.91 2.36 1.99 1.75

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 2KU

Configuration: Rail +0..50mm Unlocked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

6

Dn Cant Up Cant Safety Factor: 67%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 105-115°

0
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1.5
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0.5

6.5

-0.5
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-2.5
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Minimum Loads (t)
(m)

7.5

7

0.5

6

5.5

5

4.5

4

3.5

3

2.5

2

1.5

1

-3

-3.5

0

-0.5

-1

-1.5

-2

-2.5
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Rail-Ability Ltd RACD-10000609

255
265 Stafford, ST16 3HS
105 4

95 356
10

350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.49 1.99

2.54 2.10 1.71

2.55 2.14 1.78 1.46

2.53 2.13 1.82 1.51 1.24

2.49 2.11 1.82 1.55 1.28

2.94 2.46 2.10 1.81 1.57 1.30 1.08

3.54 2.87 2.42 2.07 1.79 1.57 1.32 1.09 .84

3.42 2.82 2.37 2.03 1.78 1.56 1.33 1.10 .86

3.33 2.72 2.33 2.00 1.75 1.56 1.32 1.10 .86

3.26 2.68 2.29 1.90 1.74 1.55 1.32 1.10 .86

3.19 2.64 2.24 1.96 1.73 1.55 1.30 1.08 .85 .62

4.03 3.12 2.64 2.25 1.94 1.70 1.53 1.28 1.07 .83 .61

5.39 4.03 3.10 2.64 2.25 1.95 1.72 1.49 1.26 1.05 .81 .60

5.12 3.93 3.14 2.65 2.26 1.94 1.67 1.46 1.23 1.03 .78 .58

6.09d 4.98 3.74 3.05 2.56 1.98 1.88 1.63 1.42 1.19 .99 .76

7.35 4.93 3.70 2.97 2.48 2.09 1.82 1.59 1.37 1.15 .95 .73

4.89 3.64 2.91 2.41 2.04 1.77 1.56 1.32 1.11 .91 .70

10.27d 7.44 3.57 2.86 2.36 2.00 1.75 1.51 1.27 1.07 .87 .68

3.57 2.84 2.35 2.00 1.74 1.45 1.23 1.05 .85

3.59 2.85 2.35 2.00 1.67 1.40 1.19 1.03 .84

7.64 4.93 3.63 2.87 2.37 1.94 1.62 1.37 1.18 1.02

5.05 3.72 2.87 2.30 1.90 1.59 1.36 1.17

12.51t 7.99 5.07 3.68 2.83 2.29 1.88 1.59

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.45 1.98

2.54 2.07 1.70

2.55 2.11 1.75 1.45

2.51 2.08 1.75 1.48 1.23

2.46 2.05 1.74 1.47 1.25

2.94 2.40 2.01 1.70 1.45 1.25 1.06

3.48 2.78 2.29 1.93 1.64 1.41 1.22 1.05 .84

3.33 2.61 2.18 1.84 1.59 1.37 1.19 1.04 .84

3.28 2.49 2.05 1.75 1.51 1.32 1.16 1.01 .82

3.15 2.39 1.92 1.66 1.45 1.27 1.11 .97 .79

2.99 2.29 1.85 1.57 1.38 1.22 1.08 .92 .76 .62

3.91 2.85 2.17 1.71 1.50 1.32 1.16 1.04 .88 .73 .60

5.39 3.63 2.67 2.07 1.65 1.41 1.26 1.12 .99 .84 .70 .59

4.89 3.39 2.52 1.96 1.56 1.37 1.23 1.08 .95 .81 .68 .57

5.02d 4.57 3.23 2.40 1.87 1.52 1.35 1.20 1.07 .92 .78 .67

5.13d 4.40 3.10 2.33 1.82 1.51 1.32 1.18 1.04 .90 .76 .65

4.31 3.04 2.28 1.80 1.52 1.30 1.15 1.03 .88 .76 .66

3.02 2.27 1.83 1.58 1.31 1.16 1.03 .88 .76 .68

3.05 2.30 1.85 1.55 1.32 1.16 1.03 .89 .78

3.07 2.34 1.88 1.57 1.35 1.18 1.05 .92 .83

4.38 3.12 2.39 1.92 1.60 1.37 1.21 1.08 .98

4.49 3.22 2.47 1.98 1.66 1.42 1.25 1.17

8.56t 7.38 4.67 3.34 2.58 2.09 1.76 1.55

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 2JU

Configuration: Rail +0..50mm Unlocked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

6

Dn Cant Up Cant Safety Factor: 67%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 95-105°
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Minimum Loads (t)
(m)

7.5
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Rail-Ability Ltd RACD-10000609

265
275 Stafford, ST16 3HS

95 4
85 356
10

350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.40 1.92

2.03 1.65

2.47 2.06 1.71 1.40

2.45 2.06 1.75 1.45 1.19

2.41 2.04 1.76 1.49 1.22

2.84 2.37 2.03 1.75 1.51 1.25 1.03

3.42 2.78 2.34 1.99 1.73 1.51 1.27 1.04 .77

3.30 2.72 2.29 1.96 1.71 1.50 1.27 1.05 .79

3.21 2.62 2.25 1.93 1.69 1.50 1.27 1.05 .80

3.14 2.59 2.21 1.83 1.68 1.49 1.26 1.05 .79

3.08 2.55 2.17 1.89 1.66 1.50 1.25 1.03 .78 .56

3.88 3.01 2.54 2.14 1.87 1.64 1.47 1.23 1.02 .77 .55

5.20 3.88 2.98 2.54 2.16 1.87 1.66 1.44 1.21 .99 .74 .54

4.92 3.78 3.04 2.55 2.18 1.86 1.61 1.40 1.17 .96 .72 .52

6.09d 4.78 3.58 2.93 2.46 1.89 1.80 1.57 1.36 1.14 .91 .69

7.18 4.73 3.56 2.85 2.38 2.00 1.74 1.52 1.31 1.10 .87 .66

4.69 3.50 2.79 2.32 1.96 1.70 1.49 1.26 1.06 .84 .63

10.27d 7.14 3.41 2.74 2.26 1.92 1.68 1.45 1.21 1.02 .80 .62

3.43 2.73 2.25 1.92 1.66 1.39 1.17 .98 .77

12.15t 3.44 2.73 2.25 1.92 1.60 1.34 1.13 .96 .77

7.38 4.76 3.48 2.74 2.27 1.85 1.54 1.30 1.12 .94

4.85 3.58 2.76 2.21 1.81 1.52 1.29 1.11

12.47t 7.69 4.91 3.53 2.73 2.19 1.80 1.51

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.37 1.91

2.00 1.63

2.46 2.02 1.68 1.39

2.42 2.01 1.68 1.42 1.18

2.38 1.98 1.67 1.41 1.20

2.84 2.32 1.93 1.63 1.40 1.19 1.01

3.36 2.69 2.21 1.86 1.58 1.36 1.17 1.00 .77

3.22 2.52 2.10 1.77 1.52 1.31 1.14 .98 .77

3.14 2.39 1.96 1.68 1.45 1.26 1.10 .94 .75

3.03 2.29 1.84 1.58 1.38 1.21 1.06 .89 .73

2.87 2.19 1.76 1.50 1.32 1.16 1.02 .85 .70 .55

3.77 2.73 2.08 1.63 1.42 1.26 1.10 .97 .81 .67 .54

5.20 3.48 2.56 1.97 1.55 1.34 1.19 1.06 .91 .77 .64 .52

4.70 3.25 2.40 1.86 1.48 1.29 1.17 1.02 .87 .74 .62 .51

5.02d 4.37 3.07 2.28 1.78 1.44 1.27 1.13 1.00 .84 .71 .60

5.13d 4.20 2.96 2.21 1.72 1.43 1.24 1.11 .96 .82 .69 .59

4.12 2.89 2.16 1.70 1.43 1.23 1.09 .95 .80 .69 .59

2.88 2.16 1.73 1.50 1.24 1.09 .94 .80 .69 .61

2.90 2.18 1.75 1.46 1.25 1.10 .96 .81 .71

2.92 2.22 1.78 1.48 1.27 1.11 .98 .84 .76

4.19 2.98 2.28 1.82 1.51 1.30 1.14 1.02 .90

4.29 3.07 2.35 1.89 1.57 1.35 1.19 1.11

8.65t 7.10 4.47 3.20 2.47 2.00 1.68 1.48

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 2IU

Configuration: Rail +0..50mm Unlocked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

6

Dn Cant Up Cant Safety Factor: 67%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 85-95°
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Minimum Loads (t)
(m)
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Rail-Ability Ltd RACD-10000609

275
295 Stafford, ST16 3HS

85 4
65 356
20

340 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.35 1.87

2.40 1.97 1.60

2.40 2.01 1.67 1.36

2.38 1.99 1.71 1.41 1.15

2.37 1.98 1.71 1.44 1.19

2.77 2.31 1.97 1.70 1.47 1.21 .98

3.33 2.70 2.27 1.94 1.68 1.47 1.23 1.01

3.20 2.64 2.23 1.90 1.66 1.47 1.23 1.02 .74

3.13 2.54 2.18 1.87 1.64 1.45 1.24 1.02 .75

3.06 2.51 2.15 1.84 1.63 1.45 1.22 1.01 .74

2.99 2.50 2.09 1.83 1.62 1.46 1.21 1.00 .73 .51

3.78 2.92 2.47 2.10 1.81 1.62 1.44 1.19 .97 .72 .51

5.05 3.77 2.89 2.47 2.10 1.82 1.61 1.39 1.17 .95 .69 .49

4.78 3.69 2.94 2.48 2.12 1.81 1.57 1.36 1.13 .91 .67 .47

6.09d 4.64 3.49 2.85 2.39 1.85 1.75 1.52 1.32 1.10 .86 .64

6.98 4.59 3.45 2.77 2.29 1.94 1.70 1.47 1.27 1.06 .82 .61

4.55 3.39 2.71 2.25 1.89 1.65 1.45 1.22 1.02 .78 .59

10.27d 6.94 3.32 2.66 2.19 1.86 1.62 1.40 1.17 .97 .74 .57

3.33 2.65 2.18 1.86 1.61 1.34 1.13 .93 .72

3.34 2.64 2.18 1.86 1.55 1.29 1.09 .90 .72

7.20 4.61 3.39 2.67 2.20 1.80 1.49 1.26 1.08 .89

4.73 3.48 2.67 2.14 1.76 1.47 1.25 1.07

12.37t 7.52 4.75 3.44 2.64 2.11 1.74 1.46

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.31 1.86

2.39 1.95 1.59

2.40 1.98 1.63 1.35

2.38 1.96 1.64 1.38 1.14

2.32 1.93 1.63 1.37 1.16

2.76 2.25 1.88 1.58 1.35 1.15 .96

3.28 2.62 2.15 1.80 1.53 1.31 1.13 .95

3.13 2.44 2.04 1.72 1.47 1.27 1.10 .92 .72

3.07 2.33 1.90 1.63 1.40 1.22 1.06 .89 .71

2.95 2.23 1.77 1.53 1.34 1.17 1.02 .84 .68

2.79 2.12 1.71 1.45 1.26 1.12 .97 .80 .65 .51

3.66 2.65 2.01 1.57 1.38 1.21 1.06 .91 .76 .62 .49

5.05 3.41 2.47 1.90 1.50 1.29 1.14 1.02 .86 .72 .59 .48

4.56 3.14 2.34 1.79 1.42 1.26 1.13 .97 .82 .69 .57 .47

5.03d 4.24 2.98 2.20 1.71 1.38 1.21 1.09 .93 .78 .66 .55

5.13d 4.07 2.86 2.13 1.65 1.37 1.22 1.07 .90 .76 .64 .54

3.98 2.79 2.08 1.64 1.37 1.18 1.04 .89 .75 .63 .54

2.77 2.08 1.66 1.45 1.19 1.05 .88 .75 .64 .56

2.80 2.10 1.69 1.41 1.19 1.05 .90 .76 .66

2.82 2.14 1.71 1.43 1.22 1.07 .92 .79 .71

4.06 2.88 2.19 1.75 1.46 1.25 1.10 .96 .85

4.17 2.98 2.27 1.82 1.51 1.29 1.14 1.07

8.62t 6.91 4.35 3.10 2.39 1.93 1.62 1.42

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 2HU

Configuration: Rail +0..50mm Unlocked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020
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Dn Cant Up Cant Safety Factor: 67%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 65-85°
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Rail-Ability Ltd RACD-10000609

295
305 Stafford, ST16 3HS

65 4
55 356
10

350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.37 1.90

2.42 2.00 1.62

2.41 2.04 1.69 1.38

2.42 2.03 1.73 1.43 1.17

2.38 2.02 1.72 1.46 1.20

2.82 2.35 1.98 1.71 1.49 1.23 1.00

3.31 2.75 2.29 1.95 1.69 1.49 1.24 1.02 .75

3.26 2.61 2.25 1.93 1.68 1.48 1.25 1.03 .76

3.17 2.62 2.13 1.89 1.66 1.47 1.25 1.03 .77

3.10 2.53 2.17 1.88 1.64 1.47 1.25 1.03 .77

3.03 2.52 2.15 1.82 1.64 1.47 1.23 1.02 .75 .53

3.81 2.98 2.47 2.13 1.82 1.64 1.45 1.21 .99 .73 .53

5.11 3.83 2.92 2.46 2.10 1.84 1.63 1.42 1.18 .96 .72 .51

4.84 3.73 3.03 2.51 2.14 1.83 1.59 1.38 1.15 .92 .69 .49

6.15d 4.72 3.56 2.88 2.42 2.06 1.77 1.54 1.34 1.11 .89 .66

7.09 4.66 3.50 2.81 2.32 1.95 1.72 1.49 1.29 1.07 .84 .63

4.60 3.39 2.73 2.28 1.91 1.65 1.46 1.24 1.03 .80 .61

7.07 3.38 2.70 2.23 1.90 1.64 1.43 1.19 1.00 .77 .59

11.44t 3.38 2.66 2.20 1.88 1.63 1.36 1.14 .95 .75

4.63 3.39 2.68 2.21 1.88 1.57 1.31 1.11 .92 .74

4.69 3.44 2.72 2.24 1.83 1.52 1.28 1.09 .91

4.82 3.54 2.72 2.18 1.78 1.49 1.26 1.09

12.28t 7.69 4.84 3.49 2.68 2.14 1.77 1.48

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.34 1.88

2.41 1.97 1.60

2.41 2.00 1.65 1.36

2.40 1.98 1.66 1.40 1.16

2.35 1.96 1.64 1.39 1.18

2.78 2.29 1.89 1.62 1.36 1.17 .98

3.30 2.68 2.19 1.82 1.56 1.34 1.15 .97 .75

3.19 2.49 2.08 1.74 1.49 1.29 1.11 .94 .74

3.09 2.34 1.93 1.65 1.42 1.24 1.08 .91 .72

2.97 2.26 1.81 1.56 1.35 1.19 1.04 .86 .70

2.84 2.16 1.68 1.46 1.28 1.13 .99 .82 .67 .52

3.70 2.68 2.03 1.59 1.41 1.22 1.08 .93 .78 .64 .51

5.11 3.45 2.50 1.92 1.52 1.31 1.16 1.05 .89 .74 .61 .50

4.63 3.21 2.37 1.82 1.44 1.26 1.12 1.00 .84 .70 .59 .48

5.03d 4.30 3.02 2.24 1.73 1.41 1.23 1.09 .95 .81 .68 .57

5.13d 4.13 2.90 2.16 1.68 1.39 1.21 1.07 .93 .78 .66 .56

4.05 2.84 2.12 1.67 1.40 1.20 1.06 .91 .77 .65 .56

2.82 2.11 1.68 1.40 1.21 1.06 .91 .77 .66 .58

2.85 2.14 1.72 1.43 1.22 1.07 .93 .78 .68

2.87 2.17 1.74 1.45 1.24 1.08 .94 .81 .73

4.13 2.93 2.23 1.78 1.48 1.27 1.12 .99 .87

4.24 3.02 2.31 1.85 1.54 1.32 1.16 1.08

8.55t 7.07 4.42 3.15 2.42 1.96 1.64 1.44

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 2GU

Configuration: Rail +0..50mm Unlocked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

6

Dn Cant Up Cant Safety Factor: 67%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 55-65°
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(m)
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Rail-Ability Ltd RACD-10000609

305
315 Stafford, ST16 3HS

55 4
45 356
10

350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.48 1.99

2.53 2.09 1.71

2.53 2.13 1.77 1.46

2.52 2.11 1.81 1.50 1.24

2.48 2.10 1.81 1.54 1.27

2.93 2.45 2.09 1.80 1.56 1.30 1.07

3.52 2.87 2.41 2.06 1.78 1.56 1.31 1.09 .83

3.41 2.80 2.35 2.02 1.76 1.55 1.32 1.09 .85

3.30 2.74 2.31 2.00 1.74 1.54 1.32 1.10 .86

3.24 2.68 2.25 1.97 1.72 1.54 1.31 1.09 .85

3.20 2.65 2.25 1.95 1.71 1.54 1.30 1.08 .84 .62

3.99 3.15 2.61 2.23 1.94 1.71 1.53 1.28 1.07 .82 .60

5.36 4.02 3.03 2.59 2.22 1.94 1.72 1.49 1.26 1.04 .80 .59

5.11 3.93 3.20 2.52 2.19 1.91 1.67 1.45 1.22 1.02 .77 .57

6.09d 4.98 3.77 3.04 2.54 2.17 1.83 1.63 1.42 1.18 .98 .75

7.35d 4.90 3.69 2.96 2.44 2.10 1.81 1.58 1.37 1.14 .94 .72

4.86 3.61 2.88 2.39 2.05 1.77 1.55 1.31 1.11 .90 .69

7.49 3.59 2.86 2.36 2.01 1.74 1.51 1.26 1.07 .86 .68

11.37d 3.58 2.83 2.34 1.95 1.73 1.44 1.22 1.04 .84

4.90 3.60 2.84 2.19 1.99 1.66 1.40 1.19 1.02 .83

12.72d 4.97 3.64 2.87 2.36 1.93 1.62 1.36 1.17 1.02

5.09 3.73 2.88 2.30 1.90 1.58 1.35 1.17

12.20t 8.11 5.15 3.69 2.83 2.27 1.87 1.58

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.46 1.98

2.53 2.07 1.69

2.53 2.09 1.74 1.44

2.51 2.08 1.74 1.47 1.23

2.47 2.05 1.73 1.46 1.25

2.93 2.39 2.00 1.69 1.44 1.24 1.05

3.48 2.77 2.29 1.92 1.64 1.40 1.21 1.05 .83

3.33 2.60 2.17 1.85 1.58 1.36 1.18 1.03 .83

3.23 2.47 2.04 1.75 1.51 1.31 1.15 1.00 .81

3.13 2.40 1.90 1.65 1.44 1.26 1.11 .96 .79

3.00 2.28 1.78 1.55 1.37 1.21 1.06 .91 .75 .61

3.88 2.84 2.17 1.72 1.47 1.30 1.16 1.03 .87 .72 .59

5.36 3.64 2.68 2.05 1.63 1.41 1.25 1.11 .98 .83 .69 .58

4.88 3.40 2.52 1.95 1.56 1.35 1.20 1.08 .94 .80 .67 .56

4.97d 4.56 3.21 2.41 1.87 1.51 1.32 1.17 1.05 .91 .77 .65

5.14d 4.41 3.10 2.31 1.81 1.50 1.30 1.15 1.03 .89 .75 .64

4.31 3.03 2.27 1.79 1.50 1.33 1.15 1.02 .87 .75 .65

3.01 2.27 1.81 1.51 1.32 1.14 1.02 .87 .75 .67

3.05 2.29 1.83 1.53 1.32 1.15 1.02 .88 .77

3.07 2.33 1.87 1.55 1.33 1.17 1.04 .91 .82

4.39 3.13 2.38 1.91 1.59 1.37 1.20 1.07 .97

4.51 3.21 2.46 1.98 1.65 1.41 1.25 1.15

8.46t 7.47 4.69 3.35 2.58 2.08 1.75 1.54

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 2FU

Configuration: Rail +0..50mm Unlocked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

6

Dn Cant Up Cant Safety Factor: 67%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 45-55°
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Rail-Ability Ltd RACD-10000609

315
325 Stafford, ST16 3HS

45 4
35 356
10

350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.66 2.15

2.71 2.25 1.85

2.72 2.28 1.91 1.58

2.70 2.27 1.95 1.63 1.35

2.66 2.25 1.94 1.66 1.38

3.15 2.63 2.23 1.94 1.69 1.41 1.17

3.76 3.06 2.57 2.20 1.92 1.68 1.42 1.19 .97

3.64 2.99 2.53 2.18 1.89 1.67 1.43 1.20 .99

3.57 2.90 2.48 2.14 1.88 1.66 1.43 1.20 1.00

3.49 2.88 2.45 2.11 1.86 1.66 1.42 1.20 .99

3.45 2.84 2.41 2.07 1.85 1.66 1.42 1.18 .98 .74

4.32 3.42 2.83 2.40 2.08 1.85 1.65 1.40 1.16 .97 .73

4.34 3.42 2.81 2.41 2.09 1.86 1.61 1.36 1.14 .94 .72

5.53 4.25 3.44 2.60 2.39 2.07 1.80 1.58 1.33 1.12 .92 .70

5.93d 5.43 4.09 3.31 2.73 2.31 2.00 1.76 1.54 1.30 1.09 .89

7.35d 5.33 4.01 3.19 2.67 2.27 1.94 1.72 1.49 1.26 1.06 .86

5.30 3.95 3.15 2.61 2.21 1.92 1.68 1.44 1.22 1.04 .83

8.16 3.91 3.09 2.56 2.17 1.89 1.65 1.39 1.18 1.01 .82

8.26 5.31 3.91 3.08 2.55 2.17 1.88 1.58 1.34 1.15 .99

3.91 3.07 2.54 2.17 1.81 1.53 1.31 1.13 .98

5.38 3.94 3.11 2.57 2.11 1.76 1.50 1.29 1.13

5.54 4.06 3.13 2.50 2.06 1.74 1.49 1.29

12.08t 8.86 5.59 4.02 3.09 2.48 2.05 1.74

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.64 2.13

2.71 2.23 1.83

2.72 2.25 1.88 1.56

2.70 2.23 1.88 1.59 1.34

2.64 2.20 1.87 1.58 1.36

3.11 2.58 2.18 1.83 1.57 1.35 1.15

3.70 3.01 2.47 2.08 1.77 1.53 1.32 1.15 .97

3.60 2.80 2.34 1.99 1.71 1.49 1.29 1.13 .97

3.50 2.67 2.22 1.90 1.64 1.44 1.26 1.11 .95

3.40 2.58 2.06 1.79 1.58 1.38 1.22 1.08 .92

3.32 2.47 1.96 1.71 1.50 1.33 1.18 1.05 .89 .74

4.24 3.09 2.37 1.88 1.62 1.45 1.28 1.14 1.02 .86 .72

3.96 2.93 2.25 1.80 1.55 1.38 1.24 1.10 .99 .84 .70

5.29d 3.72 2.77 2.16 1.73 1.51 1.36 1.20 1.07 .95 .81 .69

4.97d 4.98d 3.54 2.64 2.07 1.68 1.48 1.32 1.17 1.05 .93 .79

5.14d 4.84 3.41 2.57 2.02 1.68 1.46 1.31 1.15 1.04 .91 .78

4.75 3.35 2.52 2.00 1.68 1.45 1.27 1.15 1.03 .90 .79

3.33 2.52 2.02 1.70 1.45 1.28 1.14 1.03 .90 .80

3.34 2.54 2.04 1.71 1.47 1.29 1.15 1.04 .92

3.39 2.58 2.07 1.73 1.49 1.31 1.17 1.06 .97

4.83 3.44 2.64 2.12 1.77 1.52 1.33 1.19 1.09

4.94 3.53 2.71 2.18 1.82 1.56 1.38 1.27

8.24t 8.18 5.12 3.67 2.83 2.29 1.92 1.68

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 2EU

Configuration: Rail +0..50mm Unlocked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

6

Dn Cant Up Cant Safety Factor: 67%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 35-45°
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10

350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.00 2.45

3.05 2.55 2.11

2.58 2.17 1.81

3.04 2.56 2.21 1.86 1.56

3.00 2.55 2.21 1.90 1.60

3.54 2.97 2.52 2.20 1.92 1.62 1.37

4.26 3.45 2.90 2.50 2.18 1.92 1.64 1.38 1.17

4.13 3.40 2.87 2.46 2.15 1.91 1.65 1.39 1.18

4.04 3.33 2.82 2.43 2.14 1.90 1.64 1.40 1.18

3.95 3.27 2.75 2.40 2.12 1.89 1.64 1.39 1.18

3.92 3.24 2.76 2.39 2.11 1.89 1.62 1.38 1.17 .99

4.92 3.90 3.22 2.74 2.38 2.09 1.89 1.60 1.36 1.16 .98

4.91 3.89 3.22 2.74 2.37 2.11 1.85 1.58 1.34 1.14 .97

6.35 4.86 3.89 2.93 2.75 2.38 2.07 1.80 1.54 1.31 1.13 .95

5.69d 6.24 4.71 3.79 3.14 2.50 2.31 2.01 1.77 1.50 1.29 1.11

7.34d 6.16 4.59 3.68 3.07 2.58 2.26 1.98 1.72 1.46 1.26 1.09

6.10 4.55 3.63 3.01 2.53 2.22 1.95 1.68 1.43 1.23 1.07

4.52 3.59 2.97 2.52 2.19 1.90 1.62 1.39 1.21 1.06

6.12 4.49 3.55 2.93 2.49 2.17 1.84 1.58 1.36 1.19

9.63 4.51 3.57 2.76 2.50 2.11 1.80 1.55 1.34 1.19

9.77 6.25 4.56 3.60 2.97 2.45 2.06 1.76 1.53 1.34

13.02t 6.37 4.65 3.61 2.90 2.41 2.03 1.74 1.52

11.93t 10.18 6.45 4.62 3.58 2.89 2.39 2.03

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.98 2.43

3.05 2.52 2.09

2.54 2.14 1.80

3.04 2.53 2.14 1.83 1.55

2.97 2.51 2.13 1.82 1.57

3.54 2.90 2.44 2.09 1.80 1.56 1.35

4.20 3.38 2.82 2.38 2.04 1.76 1.53 1.34 1.16

4.05 3.22 2.68 2.29 1.97 1.71 1.51 1.32 1.16

3.97 3.09 2.54 2.20 1.91 1.66 1.47 1.30 1.15

3.88 2.99 2.43 2.10 1.83 1.61 1.43 1.27 1.13

3.72 2.88 2.30 2.00 1.76 1.56 1.39 1.24 1.11 .98

4.82 3.57 2.76 2.21 1.91 1.69 1.51 1.35 1.21 1.09 .97

4.57 3.39 2.65 2.14 1.85 1.64 1.46 1.32 1.19 1.07 .95

5.30d 4.31 3.25 2.55 2.06 1.80 1.60 1.43 1.29 1.17 1.06 .94

4.97d 5.05d 4.14 3.11 2.46 2.02 1.76 1.57 1.41 1.26 1.14 1.05

5.19d 4.96d 4.01 3.04 2.41 2.01 1.75 1.54 1.38 1.25 1.13 1.04

5.06d 3.94 3.00 2.39 2.02 1.75 1.54 1.37 1.24 1.13 1.04

3.93 2.99 2.42 2.02 1.76 1.54 1.38 1.24 1.13 1.05

3.95 3.03 2.44 2.05 1.76 1.54 1.38 1.25 1.14

3.98 3.05 2.47 2.07 1.78 1.56 1.39 1.27 1.18

5.66 4.04 3.11 2.51 2.10 1.81 1.59 1.42 1.30

5.77 4.13 3.19 2.58 2.16 1.86 1.64 1.50

8.11t 9.51 5.97 4.27 3.31 2.68 2.26 1.97

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 2DU

Configuration: Rail +0..50mm Unlocked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

6

Dn Cant Up Cant Safety Factor: 67%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 25-35°

0

5.5

5

4.5

4

3.5

3

2.5

2

1.5

1

0.5

6.5

-0.5

-1

-1.5

-2

-2.5

-3

-3.5

Minimum Loads (t)
(m)

7.5

7

0.5

6

5.5

5

4.5

4

3.5

3

2.5

2

1.5

1

-3

-3.5

0

-0.5

-1

-1.5

-2

-2.5
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Rail-Ability Ltd RACD-10000609

335
345 Stafford, ST16 3HS

25 4
15 356
10

350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.62 2.98

3.66 3.08 2.58

3.11 2.65 2.24

3.65 3.09 2.68 2.29 1.95

3.61 3.08 2.68 2.32 1.98 1.69

4.24 3.58 3.05 2.66 2.34 2.01 1.72

5.03 4.19 3.52 3.02 2.65 2.33 2.02 1.74 1.49

4.97 4.12 3.46 2.99 2.62 2.33 2.03 1.75 1.50

4.89 4.04 3.43 2.96 2.60 2.32 2.03 1.74 1.51

4.83 3.99 3.39 2.94 2.59 2.31 2.03 1.74 1.50

4.75 3.96 3.34 2.87 2.56 2.31 2.01 1.73 1.50 1.30

5.99 4.76 3.91 3.34 2.89 2.58 2.31 1.99 1.71 1.49 1.29

6.00 4.75 3.89 3.33 2.91 2.59 2.27 1.97 1.69 1.47 1.28

6.62d 5.96 4.74 3.94 3.36 2.88 2.53 2.23 1.93 1.66 1.45 1.27

5.69d 7.73 5.80 4.63 3.86 3.29 2.81 2.49 2.19 1.89 1.64 1.43 1.26

7.33d 7.64 5.70 4.55 3.77 3.22 2.74 2.44 2.15 1.85 1.61 1.41

7.61 5.58 4.47 3.71 3.17 2.74 2.42 2.10 1.81 1.58 1.40

10.18d 5.59 4.45 3.68 3.12 2.71 2.37 2.04 1.78 1.56 1.38

11.75 7.58 5.60 4.43 3.66 3.11 2.70 2.31 2.00 1.75 1.54

5.62 4.41 3.65 3.12 2.64 2.27 1.97 1.73 1.54

7.74 5.64 4.47 3.69 3.06 2.59 2.23 1.95 1.72

7.87 5.77 4.48 3.62 3.02 2.56 2.22 1.95

11.97t 12.62 7.92 5.72 4.44 3.59 3.00 2.56

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.59 2.96

3.65 3.05 2.56

3.07 2.61 2.22

3.65 3.06 2.62 2.25 1.93

3.60 3.03 2.60 2.24 1.95 1.69

4.24 3.50 2.97 2.56 2.22 1.95 1.70

5.03 4.09 3.44 2.91 2.51 2.18 1.93 1.70 1.49

4.92 3.91 3.29 2.81 2.44 2.14 1.89 1.68 1.49

4.84 3.79 3.16 2.72 2.37 2.09 1.85 1.65 1.48

4.75 3.71 3.00 2.62 2.31 2.04 1.81 1.62 1.45

4.58 3.60 2.91 2.53 2.23 1.98 1.77 1.59 1.43 1.29

5.90 4.41 3.48 2.83 2.44 2.18 1.93 1.73 1.56 1.41 1.28

5.65 4.26 3.36 2.74 2.38 2.11 1.89 1.70 1.53 1.39 1.27

5.39d 5.41 4.10 3.26 2.67 2.32 2.09 1.85 1.67 1.51 1.38 1.26

4.98d 4.98d 5.12d 3.99 3.18 2.63 2.30 2.05 1.82 1.65 1.49 1.37 1.26

5.15d 5.02d 5.06d 3.91 3.12 2.62 2.28 2.04 1.81 1.63 1.48 1.36

5.01d 4.96d 3.86 3.09 2.61 2.27 2.00 1.79 1.62 1.48 1.36

4.96d 3.85 3.12 2.63 2.27 2.01 1.79 1.62 1.48 1.37

5.05 3.87 3.17 2.65 2.29 2.02 1.80 1.63 1.49

5.06 3.91 3.18 2.67 2.31 2.03 1.82 1.65 1.53

7.12 5.13 3.97 3.22 2.71 2.34 2.06 1.85 1.69

7.24 5.22 4.05 3.29 2.76 2.38 2.10 1.91

8.26t 11.85 7.43 5.35 4.17 3.39 2.86 2.50

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 2CU

Configuration: Rail +0..50mm Unlocked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

6

Dn Cant Up Cant Safety Factor: 67%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 15-25°

0

5.5

5

4.5

4

3.5

3

2.5

2

1.5

1

0.5

6.5

-0.5

-1

-1.5

-2

-2.5

-3

-3.5

Minimum Loads (t)
(m)

7.5

7

0.5

6

5.5

5

4.5

4

3.5

3

2.5

2

1.5

1

-3

-3.5

0

-0.5

-1

-1.5

-2

-2.5
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Rail-Ability Ltd RACD-10000609

345
355 Stafford, ST16 3HS

15 4
5 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.86 4.06

4.88 4.16 3.54

4.17 3.60 3.10

4.89 4.19 3.63 3.15 2.73

4.85 4.15 3.63 3.18 2.76 2.41

5.69 4.80 4.12 3.61 3.20 2.79 2.44

6.82 5.62 4.75 4.10 3.60 3.19 2.80 2.45 2.15

6.73 5.51 4.68 4.06 3.57 3.18 2.81 2.46 2.16

6.63 5.48 4.60 4.04 3.55 3.18 2.82 2.46 2.16

6.53 5.43 4.62 4.02 3.54 3.16 2.80 2.45 2.16

6.52 5.39 4.60 3.97 3.52 3.16 2.80 2.45 2.15 1.91

8.20 6.43 5.38 4.58 3.98 3.53 3.14 2.77 2.43 2.14 1.90

8.11 6.39 5.35 4.58 3.96 3.51 3.11 2.75 2.41 2.13 1.90

6.51d 8.03 6.38 5.16 4.52 3.94 3.47 3.08 2.71 2.38 2.11 1.88

5.26d 7.77d 8.00 6.35 5.28 4.32 3.89 3.43 3.06 2.67 2.35 2.09 1.87

7.28d 9.65d 7.91 6.30 5.23 4.44 3.87 3.40 3.01 2.63 2.33 2.07

10.64 7.85 6.25 5.17 4.37 3.83 3.37 2.95 2.59 2.30 2.05

10.20d 10.63 7.81 6.19 5.12 4.37 3.80 3.33 2.91 2.55 2.27 2.04

11.06t 7.81 6.17 5.10 4.35 3.78 3.27 2.86 2.53 2.26

11.75t 7.82 6.18 5.10 4.35 3.72 3.22 2.83 2.50 2.25

10.75 7.87 6.22 5.15 4.29 3.68 3.19 2.81 2.50

10.90 7.99 6.24 5.07 4.26 3.64 3.18 2.80

11.82t 17.10 10.95 7.95 6.21 5.05 4.24 3.65

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.82 4.04

4.88 4.13 3.52

4.15 3.57 3.08

4.88 4.13 3.56 3.10 2.71

4.83 4.11 3.55 3.11 2.73 2.39

5.66 4.76 4.04 3.52 3.08 2.72 2.41

6.77 5.55 4.64 3.99 3.45 3.05 2.70 2.41 2.14

6.67 5.37 4.53 3.89 3.39 3.00 2.67 2.38 2.14

6.59 5.22 4.39 3.79 3.33 2.94 2.63 2.36 2.13

6.46 5.14 4.26 3.70 3.25 2.88 2.59 2.33 2.11

6.31 5.05 4.20 3.60 3.18 2.84 2.55 2.30 2.09 1.90

8.12 6.16 4.92 4.05 3.51 3.12 2.64t 2.51 2.27 2.07 1.89

6.44d 5.99 4.81 3.98 3.44 3.07 2.74 2.47 2.25 2.05 1.88

5.30d 5.50d 5.80t 4.71 3.90 3.40 3.02 2.70 2.44 2.22 2.03 1.87

4.98d 4.98d 5.20d 5.40d 4.62 3.85 3.37 2.99 2.69 2.42 2.21 2.02 1.87

5.16d 4.97d 4.99d 5.26d 4.56 3.85 3.34 2.96 2.66 2.40 2.20 2.01

5.01d 4.96d 5.16d 4.54 3.85 3.36 2.97 2.65 2.40 2.19 2.01

5.03d 5.08d 5.27d 4.58 3.86 3.37 2.96 2.65 2.40 2.19 2.03

6.95d 5.62 4.59 3.89 3.36 2.96 2.65 2.41 2.20

7.27 5.66 4.62 3.91 3.38 2.98 2.67 2.42 2.24

10.12 7.33 5.71 4.66 3.94 3.41 3.01 2.70 2.46

10.25 7.43 5.79 4.73 3.99 3.46 3.06 2.76

8.15t 13.54t 10.44 7.56 5.90 4.83 4.09 3.56

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 2BU

Configuration: Rail +0..50mm Unlocked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

6

Dn Cant Up Cant Safety Factor: 67%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 5-15°

0

5.5

5

4.5

4

3.5

3

2.5

2

1.5

1

0.5

6.5

-0.5

-1

-1.5

-2

-2.5

-3

-3.5

Minimum Loads (t)
(m)

7.5

7

0.5

6

5.5

5

4.5

4

3.5

3

2.5

2

1.5

1

-3

-3.5

0

-0.5

-1

-1.5

-2

-2.5
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Rail-Ability Ltd RACD-10000609

355
5 Stafford, ST16 3HS
5 4

355 356
10

350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.64s 3.53d

3.43s 3.56s

3.36s 3.40s 3.43t

3.35s 3.34s 3.38t 3.20t

3.41s 3.33s 3.27s 3.38s 3.22t 2.54d

4.02s 3.85s 3.65s 3.54s 3.40t 3.22t 3.07t

5.00d 4.51s 4.19s 3.89s 3.76s 3.47s 3.25t 3.09t 2.69d

4.99s 5.32s 4.71s 4.30s 3.89t 3.56t 3.30t 3.11t 2.93t

4.66s 5.47s 5.18s 4.54t 4.03t 3.66s 3.37t 3.15t 2.99t

4.98s 5.67s 5.71t 4.81t 4.21t 3.78t 3.45t 3.21t 3.04t 2.28d

5.43s 6.05s 6.16s 5.14t 4.41t 3.91t 3.55t 3.28t 3.09t 2.79t

5.89d 6.35d 6.40s 6.43s 5.52t 4.64t 4.07t 3.66t 3.36t 3.15t 2.87t

5.97d 6.84s 6.87s 6.73s 5.89t 4.89t 4.25t 3.79t 3.46t 3.23t 2.92t

4.29d 6.51t 7.38t 7.19s 6.97d 6.29t 5.15t 4.42t 3.93t 3.56t 3.32t 2.95t

3.52d 5.14d 7.40d 8.17d 7.72d 7.20s 6.37s 5.40t 4.62t 4.06t 3.68t 3.42t 2.64d

4.87d 6.40d 8.62t 8.95s 8.17s 7.43s 6.51s 5.67t 4.80t 4.22t 3.80t 3.49t

7.88d 10.11d 9.69s 8.64s 7.52s 6.53s 5.78s 5.00t 4.37t 3.93t 3.53t

12.06s 10.40s 8.89s 7.56s 6.56s 5.80s 5.18t 4.53t 4.08t 3.45t

13.11s 10.83s 8.89s 7.59s 6.60s 5.84s 5.24s 4.70t 4.13t

11.41d 14.32d 13.84s 10.95s 9.01s 7.65s 6.65s 5.90s 5.30s 4.67s 3.85s

8.09d 11.79t 18.18d 14.07s 11.06s 9.11s 7.78s 6.77s 5.92s 5.12s 4.22s

19.53s 14.30s 11.25s 9.22s 7.74s 6.56s 5.53s 4.48s

7.95t 13.05t 18.62s 13.69s 10.70s 8.64s 7.08s 5.77s

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.40s 3.13d

2.91s 2.86d

2.95s 2.63d 2.63d

2.94s 2.54s 2.44d 2.45d

3.41s 3.00s 2.53s 2.37s 2.37d 2.40d

4.01s 3.47s 2.98s 2.67s 2.23s 2.30d 2.36d

4.81s 3.96s 3.33s 2.86s 2.51s 2.22s 2.23d 2.26d 2.31d

4.72s 3.89s 3.29s 2.84s 2.57s 2.21s 2.24d 2.26d 2.29d

4.63s 3.82s 3.24s 2.82s 2.55s 2.20s 2.41d 2.23d 2.21d

4.58s 3.89s 3.41s 2.88s 2.47s 2.20s 2.22d 2.22d 2.21d 2.26d

4.55s 3.76s 3.20s 2.77s 2.45s 2.20s 2.36t 2.25d 2.32d 2.21d

5.69s 4.52s 3.95s 3.27s 2.77s 2.53s 1.84t 2.39t 2.30d 2.30d 2.32d

4.42d 4.53d 3.73s 3.27s 2.85s 2.22t 1.92t 2.40d 2.40d 2.33d 2.36d

3.54d 3.75d 3.53t 4.25d 2.65t 2.21t 2.20t 2.03t 2.50d 2.46d 2.39d 2.41d

3.37d 3.33d 3.43d 3.60d 3.12t 3.71t 2.76t 2.19t 2.10t 2.64d 2.56d 2.47d 2.36d

3.46d 3.33d 3.39d 3.46d 3.70t 2.96t 3.10t 2.47t 2.50t 2.80d 2.72d 2.55d

3.36d 3.37d 3.41d 3.95d 3.31t 3.31t 2.62t 3.12t 3.02d 2.80d 2.66d

3.32d 3.48d 4.65t 4.04t 3.21t 3.13t 3.51d 3.16d 2.97d 2.69d

4.21d 5.11d 5.40t 4.28t 3.68t 4.34d 3.80d 3.33d 3.02d

5.85d 6.39d 6.41t 5.02t 5.28d 4.46d 3.99d 3.47d 3.07d

7.44d 7.96d 8.75s 7.34s 6.55s 5.87s 5.00d 4.09d 3.52d

9.80d 10.77d 8.95s 7.26s 6.15s 5.44s 4.77s 4.13d

5.28t 8.88t 13.78d 11.41s 8.95s 7.36s 6.24s 5.43s

RTE019 through to RTE021
Unlocked 01/06/2020

2aUT

Rail-Ability Ltd, Tollgate Drive

Tel: 01785 214747
mail@railability.co.uk

Rated Lift Capacity Chart

Machine type:
Configuration:

Equipment:

Fleet Number:

RA310
Rail +0..50mm Unlocked Tandem
1.9 + 3.4 + 2.1

Floating Axle:

7.5

7

6.5

6

Maximum Loads (t)
(m)

Safety Factor: 58% (67% of 87%)

5.5

5

4.5

4

3.5

3

2.5

2

1.5

1

0.5

0

-0.5

-1

-1.5

-2

-2.5

-3

-3.5

7.5

Minimum Loads (t)
(m)

4

3.5

3

2.5

7

6.5

6

5.5

5

-3

-3.5

Sector: 355-5°

Dn Cant Up Cant

-0.5

-1

-1.5

-2

-2.5

2

1.5

1

0.5

0

4.5
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Rail-Ability Ltd RACD-10000609

5
15 Stafford, ST16 3HS

355 4
345 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.30 2.76

2.83 2.40

2.82 2.45 2.10

2.83 2.46 2.14 1.85

3.28 2.82 2.45 2.16 1.88 1.63

3.26 2.81 2.45 2.17 1.89 1.65

4.67 3.23 2.78 2.43 2.16 1.90 1.66 1.46

4.59 3.77 3.19 2.75 2.42 2.15 1.91 1.67 1.47

4.49 3.70 3.15 2.74 2.40 2.15 1.91 1.67 1.47

4.45 3.67 3.13 2.71 2.39 2.14 1.91 1.67 1.47 1.30

4.42 3.66 3.11 2.67 2.39 2.14 1.89 1.66 1.46 1.29

5.55 4.36 3.65 3.08 2.69 2.38 2.13 1.88 1.65 1.45 1.29

5.57 4.42 3.64 3.09 2.69 2.37 2.11 1.86 1.63 1.44 1.28

4.15d 5.50 4.35 3.49 3.06 2.66 2.35 2.09 1.84 1.62 1.43 1.28

3.45d 5.10d 5.48 4.32 3.58 2.99 2.63 2.33 2.07 1.81 1.59 1.42 1.27

6.35d 5.40 4.28 3.56 2.99 2.60 2.31 2.04 1.78 1.57 1.40

7.30 5.37 4.25 3.51 2.98 2.59 2.29 2.00 1.76 1.56 1.39

5.32 4.22 3.48 2.97 2.57 2.26 1.97 1.73 1.54 1.38

9.32d 7.27 5.34 4.21 3.47 2.95 2.56 2.22 1.94 1.71 1.53

7.76t 5.36 4.22 3.47 2.96 2.53 2.19 1.92 1.70 1.52

7.38 5.39 4.24 3.50 2.92 2.50 2.16 1.90 1.70

7.50 5.46 4.25 3.46 2.89 2.47 2.15 1.90

7.87t 11.86t 7.56 5.43 4.23 3.44 2.88 2.47

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.28 2.75

2.80 2.39

2.82 2.42 2.09

2.81 2.42 2.11 1.84

3.28 2.78 2.41 2.10 1.85 1.63

3.23 2.75 2.38 2.09 1.84 1.63

4.67 3.16 2.71 2.35 2.06 1.83 1.63 1.45

4.54 3.64 3.07 2.64 2.31 2.03 1.81 1.62 1.45

4.49 3.58 2.99 2.57 2.26 1.99 1.78 1.60 1.44

4.43 3.50 2.87 2.51 2.21 1.96 1.76 1.58 1.43 1.29

4.33 3.43 2.81 2.45 2.16 1.92 1.73 1.56 1.41 1.29

5.55 4.21 3.36 2.76 2.40 2.11 1.84t 1.70 1.54 1.40 1.28

4.43d 4.09 3.27 2.71 2.34 2.08 1.86 1.68 1.52 1.39 1.27

3.54d 3.69d 3.77t 3.21t 2.65 2.21t 2.05 1.83 1.66 1.51 1.38 1.27

3.34d 3.33d 3.42d 3.60d 3.15 2.62 2.29 2.02 1.81 1.64 1.49 1.37 1.26

3.33d 3.34d 3.46d 3.11 2.61 2.28 2.01 1.80 1.63 1.48 1.36

3.36d 3.32d 3.40d 3.09 2.61 2.27 2.01 1.80 1.62 1.48 1.36

3.14d 3.43d 3.11 2.63 2.28 2.01 1.79 1.62 1.48 1.37

4.65d 3.84 3.14 2.63 2.28 2.01 1.80 1.63 1.49

4.97 3.85 3.15 2.65 2.29 2.02 1.81 1.64 1.51

6.97 5.02 3.90 3.18 2.68 2.31 2.04 1.83 1.67

7.04 5.08 3.95 3.22 2.71 2.34 2.07 1.86

5.23t 8.76t 7.17 5.18 4.02 3.29 2.77 2.41
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Dn Cant Up Cant Safety Factor: 45% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 345-355°

Fleet Number: RTE019 through to RTE021 2bUT

Configuration: Rail +0..50mm Unlocked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

15
25 Stafford, ST16 3HS

345 4
335 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.46 2.03

2.09 1.76

2.11 1.80 1.52

2.09 1.81 1.56 1.32

2.45 2.09 1.79 1.58 1.35 1.15

2.42 2.07 1.80 1.58 1.36 1.17

3.46 2.83 2.38 2.04 1.78 1.57 1.38 1.18 1.01

3.40 2.76 2.35 2.02 1.77 1.57 1.38 1.18 1.02

2.74 2.27 2.00 1.75 1.56 1.38 1.19 1.02

3.28 2.70 2.27 1.98 1.74 1.55 1.37 1.18 1.02 .89

3.23 2.67 2.25 1.96 1.74 1.55 1.36 1.17 1.02 .88

4.07 3.20 2.66 2.26 1.96 1.73 1.56 1.35 1.16 1.01 .88

4.10 3.17 2.66 2.26 1.96 1.73 1.54 1.33 1.15 1.00 .87

4.08d 4.09 3.22 2.58 2.26 1.96 1.72 1.51 1.31 1.13 .99 .86

3.45d 5.08d 3.98 3.18 2.63 2.24 1.93 1.69 1.49 1.29 1.11 .97 .86

5.28 3.91 3.10 2.56 2.18 1.90 1.66 1.46 1.26 1.09 .96

5.28 3.87 3.05 2.53 2.15 1.83 1.63 1.43 1.23 1.07 .95

3.85 3.03 2.51 2.12 1.84 1.62 1.39 1.21 1.06 .94

7.27t 3.84 3.02 2.49 2.05 1.83 1.58 1.36 1.18 1.05

3.86 3.02 2.47 2.12 1.80 1.54 1.33 1.17 1.04

8.24t 8.58 5.37 3.88 3.06 2.52 2.08 1.76 1.51 1.32 1.16

5.47 3.95 3.07 2.47 2.05 1.74 1.51 1.32

7.93t 8.90 5.51 3.94 3.05 2.46 2.04 1.74

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.45 2.02

2.08 1.74

2.10 1.78 1.51

2.08 1.77 1.53 1.32

2.44 2.06 1.76 1.53 1.33 1.15

2.40 2.02 1.73 1.51 1.32 1.15

3.46 2.79 2.32 1.98 1.71 1.49 1.30 1.15 1.01

3.38 2.67 2.24 1.92 1.66 1.45 1.28 1.14 1.01

2.59 2.14 1.85 1.61 1.41 1.26 1.12 1.00

3.26 2.53 2.06 1.78 1.56 1.38 1.23 1.10 .98 .88

3.15 2.45 2.01 1.71 1.51 1.34 1.20 1.08 .97 .87

4.07 3.04 2.39 1.93 1.66 1.47 1.31 1.17 1.06 .96 .87

3.90 2.92 2.31 1.87 1.66 1.43 1.28 1.15 1.04 .94 .86

3.53d 3.68d 2.81 2.23 1.82 1.58 1.40 1.25 1.13 1.02 .93 .85

3.34d 3.33d 3.42d 2.74 2.17 1.78 1.55 1.38 1.24 1.11 1.01 .92 .85

3.33d 3.38d 2.67 2.13 1.78 1.54 1.36 1.22 1.10 1.00 .92

3.37d 3.36d 2.65 2.11 1.79 1.54 1.36 1.22 1.10 1.00 .92

3.04d 2.64 2.13 1.79 1.54 1.36 1.21 1.10 1.00 .92

3.46 2.65 2.14 1.81 1.56 1.36 1.22 1.10 1.01

3.49 2.68 2.17 1.82 1.57 1.37 1.23 1.11 1.03

4.95 3.53 2.72 2.20 1.84 1.59 1.40 1.25 1.14

5.03 3.59 2.77 2.24 1.88 1.62 1.43 1.28

5.21t 8.37 5.15 3.67 2.84 2.31 1.94 1.68
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Dn Cant Up Cant Safety Factor: 45% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 335-345°

Fleet Number: RTE019 through to RTE021 2cUT

Configuration: Rail +0..50mm Unlocked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

25
35 Stafford, ST16 3HS

335 4
325 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.06 1.68

1.75 1.45

1.76 1.49 1.25

1.74 1.50 1.28 1.07

2.05 1.74 1.50 1.30 1.10 .92

2.01 1.71 1.48 1.30 1.11 .94

2.91 2.37 1.98 1.69 1.47 1.30 1.12 .95 .80

2.31 1.94 1.67 1.46 1.29 1.12 .95 .81

2.25 1.91 1.64 1.44 1.28 1.13 .96 .81

2.71 2.22 1.89 1.63 1.43 1.27 1.12 .95 .81 .69

2.65 2.20 1.87 1.62 1.42 1.27 1.11 .94 .80 .68

2.66 2.19 1.86 1.60 1.42 1.28 1.10 .93 .79 .68

3.39 2.57 2.16 1.84 1.60 1.42 1.26 1.08 .92 .78 .67

3.99d 3.36 2.63 2.18 1.84 1.62 1.41 1.24 1.06 .90 .77 .66

3.45d 4.34 3.23 2.60 2.16 1.72 1.58 1.37 1.21 1.03 .88 .76 .64

4.33 3.17 2.54 2.10 1.75 1.52 1.35 1.18 1.00 .86 .74

4.28 3.13 2.50 2.05 1.74 1.51 1.33 1.14 .98 .84 .73

6.78d 3.14 2.47 2.02 1.73 1.49 1.31 1.11 .95 .82 .72

7.23d 3.13 2.45 2.01 1.71 1.48 1.26 1.08 .93 .81

6.96 3.13 2.46 2.02 1.71 1.45 1.23 1.06 .92 .81

7.06 4.38 3.17 2.48 2.04 1.68 1.41 1.20 1.04 .91

8.43t 4.47 3.23 2.49 2.00 1.65 1.39 1.19 1.04

7.95t 7.39 4.51 3.22 2.47 1.98 1.64 1.39

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.05 1.67

1.73 1.43

1.75 1.46 1.23

1.74 1.47 1.25 1.06

2.05 1.71 1.46 1.25 1.07 .91

1.99 1.67 1.42 1.23 1.07 .92

2.89 2.32 1.92 1.63 1.40 1.21 1.05 .92 .79

2.20 1.83 1.56 1.35 1.17 1.03 .90 .79

2.12 1.75 1.50 1.30 1.14 1.00 .89 .78

2.71 2.06 1.64 1.43 1.25 1.10 .97 .87 .77 .68

2.60 2.02 1.58 1.36 1.20 1.06 .95 .85 .76 .68

2.47 1.91 1.54 1.33 1.16 1.03 .92 .83 .74 .66

3.19 2.36 1.83 1.47 1.26 1.13 1.00 .89 .81 .73 .65

3.60d 3.02 2.25 1.76 1.42 1.24 1.10 .98 .88 .79 .72 .64

3.41d 3.33d 2.88 2.17 1.70 1.39 1.21 1.07 .95 .86 .78 .71 .63

3.26d 2.80 2.10 1.66 1.37 1.20 1.06 .95 .85 .77 .70

3.40d 2.75 2.08 1.65 1.37 1.19 1.05 .93 .84 .77 .70

2.75 2.07 1.66 1.39 1.20 1.05 .93 .84 .77 .71

2.76 2.09 1.68 1.40 1.20 1.05 .94 .85 .78

2.77 2.11 1.70 1.42 1.21 1.06 .95 .86 .79

3.98 2.81 2.15 1.73 1.44 1.23 1.08 .97 .88

4.05 2.87 2.20 1.77 1.47 1.26 1.11 1.00

5.19t 6.85 4.18 2.96 2.27 1.83 1.53 1.33
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Dn Cant Up Cant Safety Factor: 45% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 325-335°

Fleet Number: RTE019 through to RTE021 2dUT

Configuration: Rail +0..50mm Unlocked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

35
45 Stafford, ST16 3HS

325 4
315 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.84 1.49

1.55 1.28

1.56 1.32 1.09

1.55 1.33 1.12 .93

1.54 1.33 1.15 .96 .79

1.79 1.52 1.31 1.15 .97 .81

2.60 2.11 1.75 1.50 1.30 1.14 .98 .82 .68

2.05 1.72 1.47 1.28 1.13 .99 .83 .69

2.00 1.69 1.45 1.27 1.12 .98 .83 .69

1.96 1.66 1.38 1.26 1.12 .98 .82 .69 .52

2.35 1.92 1.62 1.39 1.25 1.11 .98 .82 .69 .52

2.34 1.90 1.63 1.41 1.23 1.12 .96 .81 .67 .52

2.99 2.34 1.91 1.63 1.41 1.25 1.11 .94 .79 .66 .50

3.91 2.94 2.35 1.93 1.64 1.42 1.24 1.08 .92 .77 .64 .49

3.42d 3.81 2.84 2.28 1.88 1.55 1.37 1.21 1.05 .89 .75 .62 .48

3.79 2.80 2.23 1.83 1.56 1.35 1.17 1.02 .86 .73 .60

3.77 2.76 2.17 1.80 1.50 1.28 1.15 .99 .84 .71 .58

6.77d 2.72 2.15 1.77 1.49 1.30 1.13 .95 .81 .70 .57

2.71 2.13 1.76 1.49 1.29 1.09 .92 .79 .68

2.74 2.13 1.76 1.49 1.26 1.06 .90 .78 .68

3.84 2.76 2.16 1.78 1.46 1.22 1.03 .89 .77

3.92 2.84 2.17 1.74 1.42 1.20 1.02 .88

7.91t 6.53 3.96 2.82 2.15 1.72 1.41 1.19

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.83 1.48

1.54 1.27

1.56 1.30 1.08

1.55 1.30 1.10 .92

1.51 1.28 1.10 .93 .79

1.77 1.48 1.25 1.07 .93 .80

2.60 2.07 1.71 1.43 1.23 1.05 .91 .79 .68

1.93 1.62 1.37 1.18 1.02 .89 .77 .67

1.87 1.52 1.30 1.12 .98 .86 .76 .66

1.82 1.43 1.23 1.07 .94 .83 .74 .64 .52

2.31 1.74 1.37 1.16 1.03 .91 .80 .71 .62 .51

2.17 1.65 1.31 1.11 .98 .87 .78 .70 .59 .50

2.80 2.05 1.57 1.26 1.10 .94 .84 .76 .67 .57 .49

3.59d 2.61 1.93 1.50 1.20 1.03 .91 .82 .73 .65 .56 .48

3.38d 3.33d 2.48 1.85 1.44 1.16 1.01 .89 .81 .72 .63 .55 .47

3.26d 2.41 1.79 1.40 1.15 1.00 .88 .78 .71 .62 .54

3.37d 2.36 1.76 1.38 1.15 .99 .88 .78 .70 .61 .54

2.35 1.76 1.39 1.16 .99 .87 .78 .70 .62 .55

2.36 1.78 1.41 1.18 1.01 .88 .78 .70 .63

2.38 1.79 1.43 1.19 1.02 .89 .80 .72 .66

3.45 2.41 1.83 1.47 1.22 1.04 .91 .81 .74

3.52 2.47 1.88 1.51 1.25 1.07 .94 .85

5.19t 6.00 3.64 2.56 1.95 1.57 1.31 1.13
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Dn Cant Up Cant Safety Factor: 45% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 315-325°

Fleet Number: RTE019 through to RTE021 2eUT

Configuration: Rail +0..50mm Unlocked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

45
55 Stafford, ST16 3HS

315 4
305 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.39

1.45 1.19

1.46 1.23 1.01

1.45 1.24 1.04 .86

1.43 1.24 1.07 .88 .72

1.68 1.42 1.22 1.07 .90 .74

2.43 1.97 1.65 1.40 1.21 1.06 .91 .76 .59

1.91 1.61 1.37 1.19 1.05 .91 .76 .60

1.84 1.56 1.35 1.18 1.04 .92 .76 .61

2.21 1.81 1.54 1.33 1.17 1.04 .91 .76 .60 .44

2.19 1.80 1.52 1.32 1.16 1.03 .90 .75 .59 .44

2.17 1.77 1.50 1.30 1.16 1.04 .89 .74 .58 .43

2.80 2.18 1.79 1.51 1.30 1.16 1.02 .87 .73 .57 .42

3.64 2.75 2.19 1.59 1.52 1.31 1.15 1.00 .85 .70 .55 .41

3.38d 3.54 2.66 2.11 1.73 1.50 1.28 1.12 .98 .82 .68 .53 .39

3.52 2.60 2.05 1.69 1.43 1.21 1.09 .95 .79 .66 .51

3.50 2.55 2.01 1.66 1.41 1.22 1.06 .91 .76 .63 .49

6.77d 2.53 1.99 1.64 1.39 1.20 1.05 .87 .74 .60 .47

2.52 1.98 1.62 1.37 1.19 1.00 .84 .72 .59

5.66 3.51 2.54 1.98 1.62 1.37 1.15 .97 .82 .70 .58

3.55 2.56 2.00 1.64 1.35 1.11 .94 .81 .70

3.64 2.62 2.02 1.60 1.31 1.10 .93 .80

8.01t 6.11 3.69 2.61 1.99 1.58 1.30 1.09

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.38

1.44 1.18

1.46 1.20 1.00

1.44 1.21 1.01 .85

1.42 1.19 1.01 .86 .72

1.66 1.39 1.17 1.00 .85 .73

2.42 1.93 1.58 1.33 1.13 .98 .84 .72 .58

1.81 1.51 1.27 1.08 .94 .82 .71 .58

1.74 1.41 1.21 1.04 .90 .79 .69 .57

2.21 1.67 1.30 1.13 .99 .86 .76 .66 .55 .44

2.12 1.59 1.27 1.08 .94 .83 .73 .64 .52 .42

2.02 1.52 1.20 1.02 .90 .79 .71 .60 .50 .41

2.60 1.88 1.44 1.13 .96 .86 .77 .68 .57 .48 .40

3.53d 2.42 1.79 1.37 1.09 .93 .83 .74 .65 .55 .47 .39

3.34d 3.30 2.28 1.69 1.31 1.04 .92 .80 .72 .63 .53 .45 .38

3.13d 2.21 1.63 1.27 1.04 .90 .80 .71 .61 .52 .44

3.13 2.16 1.60 1.25 1.04 .89 .78 .70 .60 .51 .44

2.14 1.60 1.26 1.04 .90 .79 .70 .60 .52 .45

2.15 1.63 1.28 1.06 .90 .79 .70 .61 .53

2.17 1.63 1.30 1.08 .92 .80 .71 .63 .56

3.17 2.21 1.67 1.33 1.10 .94 .82 .73 .66

3.25 2.27 1.72 1.37 1.13 .97 .85 .76

5.20t 5.56 3.35 2.36 1.79 1.44 1.19 1.03
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Dn Cant Up Cant Safety Factor: 45% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 305-315°

Fleet Number: RTE019 through to RTE021 2fUT

Configuration: Rail +0..50mm Unlocked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

55
65 Stafford, ST16 3HS

305 4
295 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.33

1.39 1.13

1.39 1.18 .96

1.40 1.18 1.00 .82

1.38 1.18 1.02 .84 .68

1.60 1.36 1.17 1.02 .85 .70

1.88 1.57 1.33 1.16 1.01 .87 .71 .54

1.80 1.53 1.31 1.14 1.00 .87 .72 .55

1.78 1.50 1.29 1.12 .99 .87 .72 .55

1.75 1.45 1.26 1.11 .98 .87 .71 .55 .39

2.09 1.72 1.44 1.23 1.10 .98 .86 .71 .54 .39

2.02 1.71 1.44 1.25 1.09 .99 .84 .70 .53 .38

2.65 2.07 1.70 1.43 1.25 1.10 .98 .82 .68 .51 .37

3.46 2.62 2.09 1.64 1.43 1.26 1.10 .95 .80 .66 .49 .35

3.38d 3.37 2.54 2.02 1.68 1.42 1.22 1.05 .92 .78 .63 .47 .34

3.33 2.47 1.96 1.62 1.35 1.17 1.03 .90 .75 .60 .45

3.31 2.43 1.92 1.57 1.33 1.16 1.01 .86 .72 .57 .43

2.41 1.89 1.55 1.31 1.14 .99 .82 .70 .54 .42

5.33 2.40 1.88 1.54 1.23 1.12 .95 .79 .67 .53

3.35 2.40 1.87 1.51 1.30 1.09 .91 .77 .65 .52

3.40 2.44 1.90 1.56 1.27 1.05 .89 .76 .64

3.48 2.50 1.92 1.52 1.24 1.03 .88 .75

8.06t 5.83 3.52 2.48 1.89 1.51 1.23 1.03

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.32

1.38 1.12

1.39 1.16 .95

1.38 1.16 .97 .81

1.36 1.14 .96 .82 .68

1.59 1.32 1.11 .95 .81 .69

1.86 1.52 1.28 1.08 .92 .79 .68 .53

1.73 1.43 1.21 1.03 .89 .77 .66 .53

1.66 1.34 1.15 .98 .85 .75 .63 .51

1.59 1.23 1.08 .94 .82 .72 .60 .49 .38

2.04 1.52 1.18 1.00 .88 .78 .69 .57 .47 .37

1.91 1.44 1.13 .95 .84 .75 .65 .54 .45 .36

2.47 1.79 1.36 1.06 .90 .80 .71 .62 .51 .43 .35

3.39 2.29 1.69 1.29 1.01 .87 .77 .69 .58 .49 .41 .34

3.34d 3.13 2.15 1.60 1.22 .98 .84 .77 .67 .56 .47 .40 .33

3.01 2.09 1.53 1.18 .96 .83 .73 .64 .54 .46 .39

2.97 2.02 1.50 1.16 .97 .87 .73 .64 .53 .45 .39

2.02 1.50 1.18 .98 .83 .73 .63 .53 .46 .40

2.03 1.51 1.20 .99 .84 .73 .64 .54 .47

2.05 1.54 1.22 1.01 .86 .75 .66 .56 .50

3.00 2.08 1.57 1.24 1.03 .88 .77 .68 .60

3.07 2.14 1.62 1.29 1.06 .91 .79 .71

5.19t 5.27 3.18 2.22 1.69 1.35 1.12 .96
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Dn Cant Up Cant Safety Factor: 45% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 295-305°

Fleet Number: RTE019 through to RTE021 2gUT

Configuration: Rail +0..50mm Unlocked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

65
85 Stafford, ST16 3HS

295 4
275 356

20
340 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.32

1.38 1.13

1.39 1.17 .95

1.38 1.18 .99 .81

1.36 1.17 1.01 .83 .68

1.59 1.35 1.16 1.00 .85 .70

2.31 1.87 1.55 1.32 1.14 1.00 .86 .71 .53

1.82 1.51 1.30 1.12 .99 .86 .71 .54

1.76 1.49 1.27 1.11 .98 .86 .71 .54

1.72 1.46 1.25 1.09 .98 .86 .71 .54 .38

2.07 1.69 1.42 1.24 1.08 .97 .85 .70 .53 .38

2.02 1.69 1.43 1.23 1.08 .98 .83 .69 .52 .37

2.62 2.06 1.66 1.42 1.23 1.09 .97 .82 .67 .50 .36

3.42 2.60 2.07 1.64 1.42 1.24 1.08 .94 .79 .64 .48 .34

3.38d 3.35 2.51 2.01 1.67 1.40 1.21 1.05 .91 .76 .62 .46 .33

3.30 2.45 1.94 1.61 1.37 1.17 1.02 .89 .74 .58 .44

3.28 2.37 1.90 1.56 1.31 1.14 1.00 .85 .71 .56 .42

2.38 1.87 1.53 1.29 1.12 .98 .82 .68 .53 .41

5.33 2.37 1.85 1.52 1.29 1.11 .94 .79 .66 .51

3.29 2.38 1.86 1.52 1.29 1.08 .90 .76 .64 .50

3.36 2.41 1.86 1.54 1.26 1.04 .88 .75 .63

3.44 2.47 1.89 1.50 1.22 1.02 .86 .74

8.08t 5.75 3.48 2.46 1.87 1.48 1.21 1.02

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.31

1.37 1.11

1.38 1.14 .95

1.38 1.14 .96 .80

1.35 1.13 .95 .81 .67

1.57 1.31 1.11 .94 .80 .68

2.30 1.84 1.51 1.26 1.06 .91 .78 .67 .52

1.71 1.42 1.20 1.02 .88 .76 .65 .52

1.64 1.32 1.13 .97 .84 .73 .62 .50

1.58 1.22 1.06 .92 .80 .71 .59 .48 .37

2.01 1.51 1.17 .99 .87 .77 .68 .56 .46 .36

1.88 1.42 1.11 .93 .83 .73 .64 .53 .44 .35

2.46 1.78 1.34 1.06 .89 .79 .70 .60 .50 .42 .34

3.36 2.28 1.67 1.27 1.00 .85 .76 .67 .57 .48 .40 .33

3.34d 3.13 2.13 1.58 1.21 .96 .83 .74 .65 .55 .46 .38 .32

2.99 2.06 1.51 1.17 .95 .82 .72 .63 .53 .45 .38

2.93 2.01 1.48 1.15 .95 .82 .72 .62 .52 .44 .37

2.00 1.48 1.16 .97 .82 .72 .61 .52 .44 .38

2.01 1.49 1.19 .98 .84 .72 .62 .53 .45

2.02 1.52 1.20 1.00 .85 .73 .64 .55 .48

2.96 2.06 1.55 1.23 1.01 .87 .75 .67 .58

3.04 2.12 1.60 1.27 1.05 .89 .78 .70

5.19t 5.22 3.14 2.20 1.67 1.33 1.11 .95
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Dn Cant Up Cant Safety Factor: 45% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 275-295°

Fleet Number: RTE019 through to RTE021 2hUT

Configuration: Rail +0..50mm Unlocked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

85
95 Stafford, ST16 3HS

275 4
265 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.36

1.41 1.16

1.42 1.20 .98

1.41 1.21 1.02 .83

1.41 1.20 1.04 .86 .70

1.64 1.38 1.19 1.04 .87 .72

2.37 1.92 1.60 1.36 1.17 1.03 .88 .73 .56

1.86 1.56 1.33 1.15 1.02 .89 .73 .57

1.82 1.53 1.31 1.14 1.01 .89 .74 .57

1.78 1.50 1.29 1.13 1.00 .89 .73 .57 .41

2.12 1.74 1.48 1.28 1.12 1.00 .88 .73 .56 .41

2.09 1.73 1.47 1.27 1.12 1.00 .87 .71 .55 .40

2.70 2.11 1.71 1.46 1.27 1.12 1.00 .84 .70 .53 .39

3.54 2.68 2.12 1.70 1.46 1.28 1.11 .97 .82 .68 .52 .38

3.38d 3.45 2.59 2.07 1.71 1.36 1.24 1.08 .94 .79 .65 .49 .36

3.41 2.53 2.00 1.66 1.41 1.21 1.05 .92 .76 .62 .47

3.39 2.46 1.96 1.61 1.35 1.15 1.03 .88 .74 .59 .45

2.46 1.92 1.58 1.33 1.15 1.02 .85 .71 .57 .44

5.49 2.45 1.91 1.57 1.33 1.15 .97 .82 .69 .55

2.46 1.92 1.57 1.33 1.12 .93 .79 .67 .54

3.46 2.49 1.94 1.59 1.30 1.08 .91 .78 .66

3.54 2.55 1.96 1.56 1.27 1.06 .89 .77

8.06t 5.91 3.60 2.54 1.92 1.53 1.26 1.05

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.34

1.40 1.15

1.42 1.17 .97

1.41 1.17 .99 .83

1.38 1.16 .99 .83 .70

1.62 1.35 1.14 .96 .83 .71

2.37 1.89 1.54 1.29 1.11 .94 .81 .70 .55

1.76 1.47 1.24 1.06 .91 .79 .68 .55

1.70 1.36 1.17 1.01 .87 .76 .66 .53

1.63 1.27 1.09 .95 .83 .73 .63 .51 .40

2.07 1.56 1.21 1.03 .90 .80 .70 .60 .49 .39

1.96 1.47 1.15 .97 .86 .76 .68 .57 .47 .38

2.53 1.84 1.39 1.10 .92 .82 .73 .64 .54 .45 .37

3.46 2.35 1.72 1.32 1.04 .89 .79 .71 .61 .51 .43 .36

3.34d 3.24 2.22 1.64 1.26 1.00 .87 .77 .69 .58 .49 .42 .35

3.04d 2.14 1.57 1.22 .99 .86 .75 .67 .57 .48 .41

3.04 2.09 1.54 1.20 .99 .85 .76 .66 .56 .48 .41

2.07 1.54 1.21 1.00 .86 .75 .66 .56 .48 .42

2.09 1.55 1.25 1.03 .86 .75 .67 .57 .49

2.10 1.58 1.25 1.03 .88 .77 .68 .58 .52

3.07 2.13 1.61 1.28 1.06 .90 .79 .70 .62

3.13 2.19 1.65 1.32 1.09 .93 .82 .73

5.21t 5.39 3.25 2.28 1.73 1.38 1.15 .99
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Dn Cant Up Cant Safety Factor: 45% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 265-275°

Fleet Number: RTE019 through to RTE021 2iUT

Configuration: Rail +0..50mm Unlocked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

95
105 Stafford, ST16 3HS
265 4
255 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.41

1.46 1.20

1.47 1.25 1.02

1.46 1.25 1.06 .87

1.46 1.25 1.08 .89 .74

1.70 1.43 1.23 1.08 .91 .75

2.45 1.99 1.66 1.41 1.22 1.07 .92 .76 .60

1.93 1.62 1.38 1.20 1.06 .93 .77 .62

1.88 1.58 1.36 1.19 1.05 .93 .77 .62

1.85 1.56 1.34 1.18 1.04 .93 .77 .62 .45

2.21 1.81 1.54 1.33 1.17 1.04 .91 .76 .61 .45

2.17 1.80 1.53 1.32 1.16 1.04 .90 .75 .60 .44

2.80 2.19 1.78 1.52 1.32 1.17 1.04 .88 .73 .58 .43

3.69 2.80 2.20 1.78 1.52 1.33 1.15 1.01 .86 .72 .56 .42

3.38d 3.60 2.70 2.15 1.78 1.42 1.28 1.12 .98 .83 .70 .54 .41

3.55 2.63 2.09 1.73 1.47 1.26 1.10 .96 .80 .67 .52

3.53 2.57 2.04 1.67 1.41 1.20 1.08 .92 .77 .64 .50

2.53 2.00 1.66 1.39 1.20 1.06 .89 .75 .62 .49

5.72 2.54 1.99 1.64 1.38 1.20 1.01 .86 .73 .60

2.57 2.00 1.64 1.39 1.16 .98 .83 .71 .59

3.61 2.59 2.02 1.66 1.36 1.13 .95 .82 .70

3.68 2.66 2.04 1.62 1.33 1.11 .94 .81

8.08t 6.14 3.72 2.64 2.00 1.60 1.32 1.10

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.39

1.45 1.19

1.47 1.22 1.01

1.46 1.22 1.03 .86

1.43 1.21 1.03 .87 .73

1.68 1.40 1.18 1.00 .86 .74

2.45 1.95 1.64 1.34 1.15 .98 .84 .73 .60

1.83 1.52 1.29 1.10 .95 .82 .72 .59

1.77 1.42 1.22 1.05 .91 .80 .70 .58

1.70 1.33 1.14 1.00 .87 .77 .68 .56 .45

2.15 1.64 1.27 1.08 .95 .84 .74 .65 .53 .44

2.04 1.54 1.21 1.02 .90 .80 .72 .62 .51 .42

2.63 1.92 1.46 1.16 1.02 .87 .77 .69 .59 .49 .41

3.53d 2.45 1.80 1.39 1.10 .94 .83 .75 .67 .56 .48 .40

3.34d 3.37d 2.32 1.72 1.33 1.06 .92 .81 .73 .64 .54 .46 .39

3.08d 2.24 1.66 1.29 1.05 .91 .80 .72 .62 .53 .45

3.18 2.19 1.62 1.27 1.05 .90 .80 .71 .61 .53 .45

2.18 1.62 1.28 1.06 .91 .79 .71 .61 .53 .46

2.19 1.63 1.29 1.08 .91 .80 .71 .62 .54

2.20 1.66 1.32 1.09 .93 .81 .72 .64 .57

3.21 2.24 1.69 1.35 1.11 .95 .83 .74 .67

3.28 2.30 1.74 1.38 1.15 .98 .86 .77

5.25t 5.59 3.39 2.38 1.81 1.45 1.21 1.04
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Dn Cant Up Cant Safety Factor: 45% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 255-265°

Fleet Number: RTE019 through to RTE021 2jUT

Configuration: Rail +0..50mm Unlocked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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115 Stafford, ST16 3HS
255 4
245 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.55

1.60 1.33

1.61 1.37 1.13

1.60 1.37 1.17 .97

1.59 1.37 1.19 .99 .83

1.86 1.57 1.35 1.18 1.01 .84

2.68 2.17 1.82 1.54 1.34 1.18 1.02 .85 .71

2.12 1.78 1.52 1.32 1.17 1.02 .86 .72

2.07 1.74 1.50 1.31 1.16 1.03 .86 .72

2.03 1.72 1.48 1.29 1.15 1.02 .86 .72 .57

2.43 2.00 1.68 1.47 1.29 1.15 1.01 .85 .72 .57

2.40 1.99 1.69 1.46 1.29 1.16 1.00 .84 .71 .56

3.09 2.40 1.97 1.68 1.46 1.29 1.15 .98 .82 .69 .55

3.86d 3.07 2.43 1.95 1.68 1.47 1.28 1.12 .96 .80 .68 .53

3.38d 3.99 2.98 2.38 1.97 1.58 1.43 1.25 1.09 .93 .78 .67 .52

3.94 2.92 2.31 1.91 1.62 1.40 1.22 1.07 .90 .76 .64

3.92 2.85 2.27 1.86 1.57 1.33 1.20 1.03 .87 .75 .62

2.85 2.23 1.83 1.55 1.34 1.18 1.00 .84 .73 .61

7.21t 2.84 2.22 1.82 1.55 1.34 1.14 .97 .82 .72

2.85 2.23 1.83 1.54 1.30 1.10 .94 .81 .71

3.99 2.88 2.25 1.85 1.52 1.27 1.08 .93 .81

4.06 2.94 2.26 1.81 1.48 1.25 1.06 .92

8.11t 6.73 4.13 2.92 2.23 1.79 1.47 1.24

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.54

1.59 1.31

1.61 1.34 1.13

1.60 1.34 1.14 .96

1.57 1.33 1.13 .97 .82

1.83 1.53 1.30 1.11 .96 .83

2.68 2.14 1.76 1.48 1.26 1.10 .95 .82 .71

2.02 1.69 1.42 1.22 1.06 .92 .81 .71

1.95 1.58 1.36 1.17 1.02 .90 .79 .70

1.88 1.49 1.28 1.12 .98 .87 .77 .68 .56

2.38 1.82 1.43 1.21 1.07 .95 .84 .75 .66 .55

2.27 1.73 1.37 1.16 1.02 .91 .81 .73 .64 .54

2.92 2.15 1.65 1.32 1.11 .99 .88 .79 .71 .62 .53

3.53d 2.74 2.03 1.58 1.26 1.08 .96 .86 .77 .69 .60 .52

3.34d 3.37d 2.60 1.94 1.52 1.22 1.06 .94 .84 .75 .68 .59 .51

3.08d 2.53 1.88 1.47 1.21 1.05 .92 .82 .74 .67 .58

3.41d 2.47 1.85 1.45 1.21 1.04 .92 .82 .73 .66 .58

2.46 1.84 1.47 1.22 1.04 .91 .82 .74 .66 .59

2.47 1.86 1.50 1.24 1.05 .92 .82 .74 .67

2.48 1.88 1.51 1.25 1.07 .93 .83 .75 .70

3.59 2.52 1.91 1.53 1.27 1.09 .95 .85 .78

3.65 2.58 1.96 1.57 1.30 1.12 .98 .88

5.27t 6.17 3.77 2.66 2.03 1.63 1.36 1.17
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Dn Cant Up Cant Safety Factor: 45% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 245-255°

Fleet Number: RTE019 through to RTE021 2kUT

Configuration: Rail +0..50mm Unlocked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

115
125 Stafford, ST16 3HS
245 4
235 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.56

1.62 1.33

1.63 1.38 1.14

1.62 1.39 1.17 .98

1.60 1.37 1.20 1.00 .83

1.86 1.59 1.37 1.19 1.02 .85

2.71 2.20 1.83 1.56 1.35 1.19 1.03 .86 .72

2.13 1.77 1.54 1.34 1.18 1.03 .87 .73

2.09 1.76 1.51 1.31 1.17 1.03 .87 .73

2.05 1.70 1.44 1.31 1.16 1.03 .86 .73 .58

2.46 2.02 1.70 1.45 1.29 1.16 1.02 .85 .72 .57

2.41 2.01 1.70 1.47 1.27 1.16 1.00 .85 .71 .57

3.11 2.45 1.97 1.69 1.47 1.30 1.16 .99 .83 .70 .55

3.86d 3.09 2.46 1.95 1.69 1.48 1.29 1.13 .96 .81 .69 .54

3.38d 4.01 3.00 2.40 1.98 1.68 1.45 1.26 1.10 .93 .79 .67 .53

3.97 2.94 2.33 1.93 1.60 1.40 1.23 1.08 .91 .77 .65

3.94 2.85 2.28 1.87 1.59 1.38 1.21 1.04 .88 .75 .63

6.75d 2.87 2.25 1.85 1.57 1.36 1.19 1.00 .86 .74 .62

7.25t 2.86 2.24 1.84 1.56 1.35 1.14 .97 .83 .72

7.70t 6.39 3.94 2.86 2.23 1.83 1.56 1.31 1.11 .95 .82 .72

8.25d 4.01 2.88 2.26 1.86 1.53 1.28 1.08 .93 .81

8.58t 4.09 2.96 2.27 1.82 1.50 1.25 1.07 .93

8.14t 6.74 4.12 2.94 2.26 1.80 1.48 1.25

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.54

1.60 1.32

1.63 1.35 1.13

1.62 1.35 1.15 .97

1.58 1.34 1.14 .98 .83

1.85 1.54 1.32 1.13 .97 .84

2.71 2.16 1.78 1.50 1.27 1.10 .96 .83 .71

2.04 1.69 1.44 1.23 1.07 .93 .81 .71

1.96 1.60 1.37 1.18 1.03 .91 .80 .70

1.90 1.49 1.29 1.14 .99 .88 .78 .69 .57

2.40 1.82 1.43 1.23 1.08 .96 .85 .75 .67 .56

2.27 1.74 1.38 1.17 1.03 .92 .82 .73 .65 .55

2.95 2.15 1.66 1.32 1.12 .99 .89 .80 .72 .63 .53

3.53d 2.76 2.05 1.59 1.27 1.09 .97 .86 .78 .70 .61 .53

3.34d 3.37d 2.61 1.96 1.53 1.23 1.07 .97 .85 .76 .69 .60 .52

3.08d 2.54 1.90 1.48 1.22 1.06 .93 .83 .75 .68 .59

3.37d 2.48 1.86 1.46 1.22 1.09 .92 .83 .74 .67 .59

2.47 1.86 1.48 1.23 1.05 .92 .82 .74 .67 .60

2.48 1.87 1.50 1.25 1.07 .93 .83 .75 .68

2.50 1.89 1.52 1.26 1.08 .94 .84 .76 .70

3.60 2.54 1.93 1.54 1.28 1.10 .96 .86 .78

3.68 2.59 1.98 1.58 1.31 1.13 .99 .89

5.27t 6.19 3.78 2.67 2.05 1.65 1.37 1.19
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Dn Cant Up Cant Safety Factor: 45% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 235-245°

Fleet Number: RTE019 through to RTE021 2lUT

Configuration: Rail +0..50mm Unlocked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

125
135 Stafford, ST16 3HS
235 4
225 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.70

1.76 1.46

1.76 1.50 1.25

1.75 1.51 1.28 1.08

1.75 1.50 1.31 1.10 .92

2.03 1.72 1.49 1.30 1.12 .94

1.99 1.70 1.47 1.30 1.13 .95 .80

2.30 1.95 1.67 1.45 1.29 1.13 .96 .81

2.27 1.87 1.65 1.44 1.28 1.13 .96 .81

2.22 1.88 1.63 1.43 1.27 1.13 .95 .81 .69

2.68 2.21 1.87 1.62 1.42 1.27 1.11 .95 .81 .69

2.67 2.18 1.84 1.60 1.42 1.28 1.11 .93 .80 .68

3.41 2.67 2.19 1.84 1.60 1.42 1.26 1.08 .92 .78 .67

3.87d 3.37 2.68 2.07 1.84 1.61 1.42 1.24 1.06 .90 .77 .66

3.38d 4.39 3.29 2.61 2.13 1.84 1.58 1.38 1.21 1.04 .88 .76 .65

4.35 3.22 2.54 2.09 1.77 1.52 1.35 1.18 1.01 .86 .75

4.32 3.17 2.51 2.07 1.75 1.52 1.32 1.15 .98 .84 .73

3.15 2.47 2.04 1.73 1.50 1.31 1.11 .95 .83 .72

7.30d 3.14 2.47 2.01 1.71 1.49 1.26 1.08 .93 .81

7.75t 6.97 4.35 3.14 2.46 2.02 1.72 1.45 1.23 1.06 .92 .81

8.29t 4.39 3.17 2.49 2.04 1.68 1.41 1.21 1.04 .91

4.46 3.24 2.50 2.00 1.65 1.39 1.19 1.04

8.21t 7.29 4.51 3.23 2.47 1.98 1.65 1.39

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.68

1.74 1.44

1.76 1.47 1.24

1.75 1.47 1.26 1.07

1.72 1.46 1.25 1.08 .92

2.02 1.69 1.43 1.23 1.07 .93

1.95 1.63 1.39 1.21 1.05 .92 .80

2.22 1.85 1.57 1.36 1.18 1.03 .91 .80

2.14 1.76 1.50 1.31 1.14 1.00 .89 .79

2.08 1.65 1.44 1.25 1.10 .97 .87 .77 .68

2.61 2.01 1.59 1.36 1.21 1.06 .95 .85 .76 .68

2.50 1.95 1.54 1.33 1.16 1.03 .92 .82 .74 .66

3.22 2.38 1.85 1.48 1.26 1.13 1.00 .90 .81 .73 .65

3.53d 3.04 2.27 1.77 1.43 1.23 1.10 .98 .87 .79 .72 .64

3.34d 3.33d 2.90 2.18 1.71 1.39 1.21 1.08 .95 .86 .78 .71 .64

3.17d 2.83 2.12 1.67 1.38 1.20 1.07 .94 .85 .77 .70

3.37d 2.78 2.08 1.65 1.38 1.19 1.05 .93 .84 .77 .70

2.76 2.08 1.66 1.39 1.21 1.05 .94 .84 .77 .71

2.76 2.09 1.68 1.40 1.20 1.05 .94 .85 .78

2.78 2.12 1.70 1.42 1.22 1.07 .95 .86 .79

3.99 2.82 2.15 1.73 1.44 1.24 1.08 .97 .88

4.05 2.87 2.20 1.77 1.48 1.26 1.11 1.00

5.32t 6.76 4.16 2.95 2.27 1.83 1.53 1.32
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Dn Cant Up Cant Safety Factor: 45% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 225-235°

Fleet Number: RTE019 through to RTE021 2mUT

Configuration: Rail +0..50mm Unlocked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

135
145 Stafford, ST16 3HS
225 4
215 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.54 2.11

2.17 1.82

2.17 1.86 1.58

2.17 1.87 1.61 1.37

2.15 1.87 1.63 1.40 1.19

2.49 2.14 1.84 1.63 1.41 1.21

3.60 2.94 2.46 2.11 1.83 1.62 1.42 1.22 1.05

2.88 2.41 2.09 1.83 1.61 1.43 1.23 1.06

2.82 2.39 2.06 1.81 1.60 1.43 1.23 1.06

3.38 2.79 2.36 2.04 1.79 1.60 1.43 1.22 1.06 .92

3.36 2.76 2.34 2.03 1.78 1.60 1.41 1.22 1.06 .92

3.34 2.74 2.32 2.02 1.75 1.60 1.39 1.21 1.05 .91

4.24 3.34 2.74 2.33 2.02 1.79 1.59 1.37 1.19 1.04 .91

3.93d 4.22 3.35 2.75 2.34 2.02 1.77 1.56 1.35 1.17 1.02 .90

3.38d 4.97d 4.11 3.27 2.69 2.27 1.98 1.75 1.53 1.33 1.15 1.01 .89

5.51 4.07 3.21 2.66 2.26 1.96 1.72 1.51 1.30 1.13 .99

5.49 4.01 3.16 2.62 2.23 1.91 1.69 1.47 1.27 1.11 .98

3.99 3.14 2.59 2.18 1.90 1.67 1.44 1.25 1.10 .97

3.97 3.13 2.57 2.18 1.90 1.63 1.41 1.23 1.08

8.70 3.99 3.13 2.58 2.19 1.86 1.60 1.39 1.22 1.08

8.80 5.51 4.02 3.15 2.59 2.16 1.83 1.57 1.37 1.21

5.62 4.08 3.17 2.56 2.12 1.80 1.56 1.36

8.30t 9.03 5.64 4.07 3.13 2.54 2.11 1.80

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.54 2.09

2.15 1.81

2.16 1.84 1.57

2.15 1.83 1.59 1.36

2.12 1.82 1.58 1.37 1.19

2.47 2.09 1.79 1.56 1.36 1.20

3.60 2.89 2.40 2.05 1.76 1.54 1.35 1.19 1.05

2.77 2.32 1.99 1.71 1.50 1.33 1.18 1.05

2.69 2.22 1.91 1.67 1.47 1.30 1.16 1.03

3.38 2.63 2.12 1.84 1.61 1.43 1.27 1.14 1.02 .92

3.32 2.55 2.08 1.78 1.56 1.39 1.24 1.12 1.01 .91

3.16 2.48 2.00 1.72 1.52 1.35 1.22 1.10 .99 .90

4.07 3.04 2.40 1.95 1.72 1.48 1.33 1.19 1.08 .98 .89

3.54d 3.68d 2.92 2.31 1.90 1.64 1.45 1.30 1.17 1.06 .97 .88

3.34d 3.33d 3.42d 2.85 2.26 1.85 1.61 1.43 1.28 1.16 1.05 .96 .88

3.26d 3.38d 2.78 2.22 1.85 1.61 1.41 1.27 1.15 1.04 .95

3.37d 3.36d 2.75 2.20 1.85 1.60 1.42 1.26 1.14 1.04 .95

2.91d 2.74 2.21 1.85 1.60 1.41 1.26 1.14 1.04 .96

3.60 2.78 2.22 1.87 1.61 1.41 1.27 1.14 1.05

3.62 2.78 2.25 1.88 1.62 1.43 1.28 1.15 1.06

5.11 3.65 2.81 2.28 1.91 1.65 1.45 1.29 1.18

5.19 3.71 2.86 2.32 1.94 1.67 1.47 1.33

5.36t 8.50 5.30 3.79 2.94 2.38 2.00 1.73
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Dn Cant Up Cant Safety Factor: 45% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 215-225°

Fleet Number: RTE019 through to RTE021 2nUT

Configuration: Rail +0..50mm Unlocked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

145
155 Stafford, ST16 3HS
215 4
205 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.13 2.62

2.69 2.28

2.68 2.32 1.99

2.69 2.33 2.02 1.74

3.11 2.67 2.32 2.04 1.77 1.53

3.08 2.65 2.32 2.05 1.78 1.55

3.61 3.06 2.62 2.30 2.04 1.80 1.56 1.37

3.56 3.02 2.60 2.28 2.02 1.80 1.57 1.37

3.53 2.94 2.58 2.27 2.01 1.80 1.57 1.38

3.49 2.94 2.56 2.25 2.01 1.79 1.57 1.37 1.21

4.18 3.45 2.93 2.54 2.25 2.01 1.78 1.56 1.37 1.21

4.18 3.45 2.92 2.53 2.24 2.01 1.77 1.55 1.36 1.20

5.29 4.16 3.43 2.91 2.54 2.24 1.99t 1.75 1.53 1.35 1.19

4.02d 5.26 4.15 3.44 2.92 2.52 2.22t 1.97 1.73 1.51 1.34 1.19

3.38d 5.02d 5.15 4.11 3.40 2.81 2.48 2.19 1.95 1.70 1.49 1.32 1.18

6.19d 5.09 4.06 3.35 2.85 2.46 2.16 1.92 1.67 1.47 1.31

6.91 5.06 4.01 3.30 2.80 2.44 2.15 1.88 1.64 1.45 1.30

5.02 3.97 3.27 2.79 2.42 2.13 1.85 1.62 1.44 1.29

6.86 5.04 3.97 3.26 2.77 2.41 2.08 1.82 1.60 1.42

5.03 3.96 3.26 2.77 2.37 2.05 1.79 1.59 1.42

6.95 5.06 3.99 3.28 2.75 2.34 2.03 1.78 1.58

7.02 5.13 4.00 3.25 2.71 2.32 2.02 1.77

8.24t 11.06 7.06 5.11 3.97 3.22 2.70 2.31

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.13 2.60

2.67 2.26

2.68 2.29 1.98

2.67 2.30 1.99 1.73

3.11 2.64 2.28 1.99 1.74 1.53

3.07 2.60 2.26 1.98 1.74 1.54

3.61 3.03 2.56 2.21 1.94 1.72 1.53 1.36

3.46 2.90 2.50 2.17 1.92 1.70 1.51 1.36

3.39 2.81 2.43 2.12 1.88 1.67 1.50 1.35

3.32 2.71 2.37 2.07 1.84 1.64 1.48 1.33 1.21

4.13 3.24 2.65 2.29 2.03 1.80 1.61 1.46 1.32 1.20

4.02 3.16 2.59 2.23 1.98 1.77 1.59 1.44 1.31 1.19

4.45d 3.88 3.08 2.54 2.18 1.94 1.73 1.56 1.42 1.29 1.18

3.60d 3.69d 3.76 3.01 2.48 2.15 1.93 1.72 1.54 1.40 1.28 1.18

3.38d 3.33d 3.42d 3.59d 2.95 2.45 2.13 1.90 1.69 1.52 1.39 1.27 1.17

3.26d 3.34d 3.45d 2.91 2.43 2.12 1.89 1.68 1.52 1.38 1.27

3.37d 3.32d 3.40d 2.89 2.44 2.15 1.86 1.67 1.51 1.38 1.27

3.03d 3.57d 2.90 2.55 2.13 1.87 1.67 1.51 1.38 1.27

4.23d 3.59 2.94 2.46 2.13 1.87 1.67 1.51 1.39

4.66 3.61 2.94 2.48 2.14 1.88 1.68 1.53 1.40

6.53 4.70 3.64 2.97 2.50 2.16 1.90 1.70 1.55

6.60 4.75 3.69 3.01 2.53 2.19 1.93 1.74

5.36t 8.65t 6.71 4.84 3.76 3.07 2.59 2.25
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Dn Cant Up Cant Safety Factor: 45% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 205-215°

Fleet Number: RTE019 through to RTE021 2oUT

Configuration: Rail +0..50mm Unlocked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

155
205 Stafford, ST16 3HS
205 4
155 356

50
310 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.72s 3.49d

3.44s 3.49s 3.59d

3.36s 3.40s 3.42t

3.43s 3.34s 3.34s 3.37t 3.19t

3.60s 3.55s 3.45s 3.38t 3.23t 2.42d

4.05d 3.75s 3.37s 3.58s 3.40t 3.22t 3.06t

4.94d 4.68s 4.28s 4.00s 3.76t 3.47s 3.24s 3.09t 2.59d

5.11s 5.37s 4.75s 4.31t 3.88t 3.55t 3.30t 3.10t 2.91t

4.90s 5.60s 5.22t 4.52t 4.02t 3.65t 3.36t 3.14t 2.99t

5.09s 5.73s 5.67t 4.80t 4.19t 3.76t 3.44t 3.20t 3.03t

5.71s 6.12s 6.18t 5.11t 4.39t 3.90t 3.54t 3.27t 3.08t 2.78t

5.94d 6.43d 6.60s 6.53s 5.46t 4.62t 4.06t 3.65t 3.35t 3.14t 2.84t

6.10t 6.78s 6.78d 6.76s 5.85t 4.86t 4.23t 3.78t 3.45t 3.22t 2.90t

4.38d 6.51d 7.48t 7.27s 6.98s 6.24t 5.12t 4.40t 3.91t 3.55t 3.31t 2.93t

3.81d 5.22d 7.35d 8.14t 7.70s 7.21s 6.37s 5.36t 4.59t 4.05t 3.66t 3.40t 2.39d

4.88d 6.48d 8.55d 8.98s 8.18s 7.41s 6.42s 5.62t 4.77t 4.19t 3.78t 3.48t

7.89d 10.18d 9.67s 8.61s 7.48s 6.49s 5.75s 4.96t 4.34t 3.92t 3.50t

7.79d 12.02s 10.35s 8.83s 7.51s 6.53s 5.77s 5.15t 4.50t 4.06t 3.40t

7.65t 9.45d 13.01s 10.75s 8.85s 7.54s 6.56s 5.81s 5.22s 4.67t 4.10t

13.68s 10.84s 8.93s 7.60s 6.62s 5.88s 5.28s 4.63s 3.77d

12.28t 18.59s 13.86s 10.94s 9.03s 7.73s 6.73s 5.87s 5.06s 4.15s

19.02s 14.10s 11.10s 9.12s 7.67s 6.50s 5.45s 4.39s

8.45t 13.49d 18.11s 13.40s 10.51s 8.50s 6.99s 5.69s

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.40s 3.14d

3.44s 2.90s 2.81d

2.93s 2.58d 2.59d

3.43s 2.93s 2.54s 2.51d 2.51d

3.51s 2.93s 2.54s 2.37d 2.34d 2.40d

4.03s 3.36s 2.90s 2.52s 2.22s 2.27d 2.34d

4.81s 4.08s 3.43s 2.95s 2.51s 2.22s 2.31d 2.24d 2.33d

4.72s 3.89s 3.28s 2.85s 2.50s 2.21s 2.21d 2.21d 2.29d

4.63s 3.82s 3.24s 2.98s 2.47s 2.20s 2.21d 2.21d 2.21d

4.57s 3.88s 3.30s 2.78s 2.45s 2.19s 2.28d 2.27d 2.21d

4.53s 3.85s 3.20s 2.77s 2.45s 2.19s 2.31d 2.25d 2.32d 2.24d

5.94d 4.90s 3.84s 3.36s 2.77s 2.44s 1.84t 2.35t 2.30d 2.33d 2.24d

4.34d 4.75d 3.94s 3.17s 2.81t 2.00t 1.91t 2.44t 2.40d 2.35d 2.27d

3.56d 3.70d 3.71t 3.03t 2.93t 2.38t 2.12t 1.96t 2.50d 2.45d 2.39d 2.31d

3.37d 3.34d 3.49d 3.62d 3.25t 2.66t 2.57t 2.19t 2.10t 2.63d 2.56d 2.50d 2.36d

3.45d 3.33d 3.35d 3.53d 3.49t 2.94t 2.90t 2.46t 2.56t 2.79d 2.75d 2.58d

3.36d 3.32d 3.51d 3.90d 3.42t 3.29t 2.61t 3.16t 3.05d 2.79d 2.69d

3.41d 3.54d 4.77t 4.14t 3.20t 3.13t 3.55d 3.14d 3.00d 2.68d

4.56d 4.90d 5.31t 4.24t 3.66t 4.04d 3.84d 3.31d 3.00d

6.01d 6.55d 6.30t 4.96t 5.12d 4.51d 3.95d 3.45d 3.05d

7.53d 7.95d 8.69s 7.29s 6.47s 5.73s 4.94d 4.06d 3.50d

9.95d 11.00d 8.71s 7.19s 6.16s 5.35s 4.70s 4.24s

5.65t 9.47t 13.84d 11.23s 8.81s 7.26s 6.19s 5.40s
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Dn Cant Up Cant Safety Factor: 58% (67% of 87%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 155-205°

Fleet Number: RTE019 through to RTE021 2pUT

Configuration: Rail +0..50mm Unlocked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

205
215 Stafford, ST16 3HS
155 4
145 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.07 2.56

3.09 2.63 2.23

3.10 2.64 2.27 1.95

3.08 2.65 2.29 1.98 1.71

3.07 2.62 2.30 2.00 1.74 1.50

3.61 3.04 2.62 2.28 2.02 1.75 1.52

4.33 3.56 3.00 2.60 2.27 2.01 1.76 1.54 1.34

4.26 3.50 2.97 2.57 2.26 2.01 1.77 1.54 1.35

4.19 3.45 2.93 2.54 2.25 2.00 1.76 1.54 1.35

4.14 3.43 2.88 2.52 2.23 2.00 1.76 1.54 1.35

4.09 3.40 2.89 2.51 2.23 2.00 1.75 1.53 1.35 1.19

5.13 4.09 3.36 2.89 2.51 2.20 1.98 1.73 1.52 1.34 1.19

5.13 4.10 3.38 2.87 2.51 2.22t 1.96 1.72 1.50 1.33 1.18

4.45d 5.06 4.03 3.35 2.84 2.48 2.18 1.94 1.69 1.48 1.31 1.17

3.92d 5.28d 5.02 4.00 3.30 2.76 2.45 2.16 1.92 1.67 1.47 1.30

4.92d 6.55d 4.93 3.95 3.27 2.77 2.43 2.14 1.88 1.65 1.45 1.29

6.60 4.90 3.89 3.23 2.76 2.40 2.11 1.85 1.62 1.43 1.28

7.65d 4.86 3.87 3.21 2.73 2.38 2.09 1.81 1.59 1.42 1.27

7.57t 6.56 4.87 3.85 3.20 2.72 2.37 2.05 1.79 1.57 1.40

10.21 6.60 4.87 3.86 3.19 2.72 2.32 2.01 1.76 1.56 1.40

6.65 4.90 3.88 3.21 2.68 2.29 1.99 1.75 1.56

8.99t 6.72 4.95 3.88 3.17 2.65 2.27 1.98 1.75

8.43t 10.40t 6.74 4.92 3.86 3.15 2.64 2.27

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.05 2.54

3.09 2.61 2.22

3.10 2.62 2.25 1.94

3.08 2.62 2.25 1.96 1.70

3.04 2.59 2.24 1.96 1.71 1.50

3.59 3.01 2.57 2.21 1.93 1.70 1.51

4.29 3.51 2.93 2.51 2.17 1.91 1.69 1.50 1.34

4.23 3.38 2.85 2.45 2.13 1.88 1.67 1.50 1.34

4.16 3.29 2.76 2.38 2.09 1.85 1.65 1.48 1.33

4.08 3.24 2.66 2.32 2.04 1.81 1.62 1.46 1.32

3.98 3.16 2.58 2.25 1.99 1.78 1.59 1.44 1.30 1.18

5.12 3.86 3.07 2.54 2.20 1.95 1.74 1.57 1.42 1.29 1.18

4.35d 3.75 3.00 2.48 2.15 1.92 1.71 1.54 1.40 1.28 1.17

3.62d 3.77d 3.52t 2.93 2.43 2.12 1.88 1.68 1.52 1.39 1.27 1.16

3.33d 3.34d 3.44d 3.57 2.87 2.40 2.09 1.86 1.67 1.51 1.37 1.26

3.45d 3.37d 3.39d 3.47d 2.83 2.39 2.08 1.84 1.65 1.50 1.36 1.25

3.35d 3.32d 3.41d 2.82 2.39 2.11 1.84 1.65 1.49 1.36 1.25

3.32d 3.46 2.83 2.40 2.09 1.84 1.64 1.49 1.36 1.26

4.28d 3.48 2.86 2.40 2.09 1.84 1.65 1.49 1.37

4.50 3.50 2.87 2.42 2.10 1.85 1.66 1.51 1.39

6.21 4.53 3.54 2.89 2.45 2.12 1.87 1.68 1.53

6.29 4.59 3.59 2.94 2.48 2.15 1.90 1.73

5.61t 9.53t 6.40 4.68 3.67 3.01 2.55 2.23
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Dn Cant Up Cant Safety Factor: 45% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 145-155°

Fleet Number: RTE019 through to RTE021 2OUT

Configuration: Rail +0..50mm Unlocked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

215
225 Stafford, ST16 3HS
145 4
135 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.48 2.04

2.50 2.11 1.77

2.50 2.13 1.81 1.54

2.50 2.13 1.84 1.57 1.34

2.47 2.12 1.83 1.59 1.36

2.92 2.45 2.10 1.83 1.61 1.38 1.18

3.51 2.87 2.42 2.08 1.82 1.61 1.39 1.19 1.03

3.43 2.80 2.37 2.06 1.80 1.60 1.39 1.20 1.03

3.36 2.78 2.35 2.04 1.79 1.60 1.39 1.20 1.04

3.29 2.73 2.33 2.02 1.77 1.59 1.39 1.20 1.03

3.27 2.70 2.29 1.98 1.77 1.59 1.38 1.19 1.03 .90

4.12 3.25 2.70 2.30 1.98 1.77 1.59 1.37 1.17 1.02 .89

4.11 3.26 2.69 2.30 1.99 1.78 1.55 1.34 1.16 1.01 .89

4.46d 4.07 3.27 2.53 2.29 1.99 1.74 1.53 1.32 1.15 1.00 .88

3.81d 5.26 3.96 3.19 2.62 2.10 1.95 1.71 1.51 1.30 1.13 .99

4.92d 5.20 3.85 3.10 2.59 2.20 1.90 1.67 1.48 1.27 1.11 .97

5.15 3.86 3.07 2.55 2.16 1.85 1.65 1.44 1.25 1.09 .96

7.79d 3.83 3.04 2.51 2.13 1.86 1.63 1.41 1.22 1.08 .96

7.70t 5.15 3.81 3.03 2.50 2.13 1.85 1.59 1.38 1.20 1.06

5.17 3.81 3.02 2.50 2.13 1.82 1.56 1.35 1.19 1.06

5.23 3.84 3.04 2.51 2.09 1.78 1.53 1.34 1.18

5.30 3.91 3.06 2.48 2.06 1.76 1.52 1.34

8.36t 8.29 5.34 3.89 3.02 2.45 2.06 1.76

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.46 2.03

2.50 2.09 1.76

2.50 2.10 1.79 1.52

2.49 2.10 1.79 1.55 1.33

2.46 2.07 1.78 1.55 1.34

2.90 2.42 2.04 1.75 1.53 1.33 1.17

3.46 2.81 2.33 1.99 1.72 1.50 1.32 1.17 1.02

3.38 2.69 2.26 1.93 1.67 1.47 1.30 1.15 1.03

3.32 2.60 2.17 1.87 1.63 1.44 1.27 1.14 1.02

3.23 2.53 2.08 1.80 1.58 1.40 1.25 1.12 1.00

3.15 2.46 2.03 1.75 1.53 1.36 1.22 1.10 .99 .89

4.06 3.03 2.39 1.94 1.70 1.49 1.33 1.19 1.08 .98 .89

3.87 2.92 2.32 1.90 1.64 1.45 1.31 1.17 1.06 .96 .88

3.54d 3.70 2.81 2.24 1.84 1.61 1.43 1.28 1.15 1.04 .95 .87

3.33d 3.38d 3.44d 2.73 2.18 1.81 1.59 1.42 1.26 1.14 1.04 .94

3.44d 3.32d 3.35d 2.68 2.15 1.80 1.58 1.41 1.25 1.13 1.03 .94

3.39d 3.32d 2.64 2.13 1.80 1.56 1.38 1.24 1.12 1.02 .94

3.32d 2.64 2.15 1.86 1.57 1.38 1.24 1.12 1.02 .95

3.43 2.66 2.16 1.83 1.57 1.39 1.24 1.13 1.03

3.45 2.68 2.18 1.84 1.59 1.40 1.25 1.14 1.05

4.82 3.49 2.72 2.21 1.86 1.61 1.42 1.27 1.16

4.88 3.56 2.77 2.25 1.90 1.64 1.45 1.32

5.67t 7.81 5.02 3.64 2.84 2.32 1.97 1.72
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Dn Cant Up Cant Safety Factor: 45% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 135-145°

Fleet Number: RTE019 through to RTE021 2NUT

Configuration: Rail +0..50mm Unlocked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

225
235 Stafford, ST16 3HS
135 4
125 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.01 1.63

2.03 1.70 1.41

2.03 1.72 1.45 1.21

2.02 1.72 1.48 1.24 1.04

2.01 1.71 1.47 1.27 1.07

2.36 1.97 1.69 1.46 1.28 1.08 .91

2.84 2.29 1.95 1.67 1.45 1.28 1.09 .92 .78

2.77 2.28 1.92 1.65 1.44 1.27 1.10 .93 .79

2.70 2.22 1.89 1.63 1.42 1.27 1.10 .93 .79

2.65 2.19 1.83 1.61 1.42 1.27 1.09 .93 .79

2.61 2.16 1.84 1.60 1.41 1.27 1.08 .92 .78 .66

3.28 2.59 2.14 1.82 1.59 1.40 1.26 1.07 .91 .77 .65

3.27 2.57 2.13 1.82 1.59 1.41 1.23 1.05 .90 .76 .64

4.22 3.24 2.61 2.02 1.81 1.57 1.37 1.21 1.03 .88 .75 .63

3.77d 4.15 3.11 2.51 2.09 1.79 1.52 1.35 1.18 1.00 .86 .74

4.93d 4.08 3.07 2.45 2.04 1.74 1.50 1.32 1.15 .98 .84 .73

4.05 3.02 2.41 1.99 1.71 1.48 1.30 1.11 .95 .82 .72

6.84d 6.21 3.00 2.37 1.97 1.68 1.46 1.27 1.08 .93 .81 .71

2.99 2.37 1.96 1.66 1.45 1.23 1.05 .91 .79

8.14d 4.04 2.99 2.36 1.96 1.67 1.40 1.19 1.03 .90 .79

4.08 3.02 2.39 1.97 1.63 1.37 1.17 1.01 .89

4.18 3.08 2.39 1.93 1.60 1.35 1.16 1.01

8.44t 6.57 4.21 3.05 2.36 1.91 1.59 1.35

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.99 1.62

2.03 1.68 1.39

2.03 1.69 1.43 1.20

2.02 1.69 1.43 1.22 1.03

1.99 1.67 1.42 1.22 1.05

2.35 1.93 1.63 1.39 1.20 1.04 .90

2.80 2.26 1.89 1.58 1.36 1.18 1.02 .90 .77

2.71 2.14 1.79 1.53 1.31 1.15 1.00 .88 .78

2.66 2.05 1.70 1.46 1.27 1.11 .98 .87 .77

2.57 1.99 1.61 1.40 1.22 1.08 .95 .85 .76

2.53 1.92 1.53 1.33 1.18 1.04 .93 .83 .74 .65

3.23 2.38 1.84 1.48 1.27 1.13 1.01 .90 .81 .73 .64

3.04 2.26 1.77 1.42 1.28 1.10 .98 .88 .79 .72 .63

3.55d 2.87 2.15 1.70 1.37 1.20 1.07 .95 .86 .78 .71 .63

3.33d 3.34d 2.75 2.08 1.64 1.35 1.18 1.04 .94 .84 .76 .70

3.47d 3.32d 2.66 2.02 1.60 1.34 1.16 1.03 .92 .84 .76 .69

3.35d 2.62 1.99 1.59 1.34 1.20 1.03 .92 .83 .75 .69

2.61 1.99 1.60 1.35 1.16 1.02 .91 .83 .75 .70

2.61 2.00 1.62 1.36 1.17 1.03 .92 .83 .76

2.63 2.02 1.64 1.37 1.19 1.04 .93 .84 .79

3.71 2.67 2.06 1.67 1.40 1.20 1.06 .95 .87

3.78 2.73 2.11 1.71 1.43 1.24 1.09 1.00

5.82t 6.10 3.89 2.81 2.19 1.78 1.50 1.32
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Dn Cant Up Cant Safety Factor: 45% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 125-135°

Fleet Number: RTE019 through to RTE021 2MUT

Configuration: Rail +0..50mm Unlocked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

235
245 Stafford, ST16 3HS
125 4
115 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.84 1.49

1.87 1.56 1.28

1.58 1.32 1.10

1.87 1.58 1.35 1.13 .94

1.85 1.57 1.35 1.15 .96

2.18 1.82 1.55 1.33 1.17 .98 .82

2.62 2.14 1.78 1.53 1.32 1.17 .99 .83 .69

2.54 2.08 1.75 1.51 1.31 1.16 .99 .84 .70

2.47 2.04 1.72 1.49 1.31 1.16 1.00 .84 .70

2.43 2.01 1.70 1.47 1.29 1.15 .99 .84 .70

2.40 1.98 1.69 1.46 1.29 1.16 .98 .83 .70 .54

2.99 2.35 1.96 1.67 1.46 1.29 1.15 .97 .81 .69 .54

4.01 3.01 2.29 1.94 1.66 1.45 1.29 1.12 .95 .80 .68 .53

3.84 2.95 2.38 1.97 1.68 1.43 1.26 1.10 .93 .78 .66 .52

4.12d 3.75 2.82 2.28 1.91 1.63 1.40 1.22 1.07 .90 .77 .64

4.93d 3.70 2.78 2.23 1.85 1.55 1.37 1.19 1.03 .88 .75 .62

3.66 2.72 2.17 1.81 1.55 1.34 1.18 1.00 .85 .73 .60

6.85d 5.62 2.70 2.16 1.79 1.52 1.31 1.15 .97 .83 .71 .59

2.71 2.13 1.76 1.51 1.31 1.10 .94 .81 .70

8.14t 2.71 2.14 1.77 1.51 1.26 1.07 .92 .79 .70

5.73 3.72 2.74 2.16 1.79 1.47 1.23 1.05 .90 .79

3.80 2.79 2.17 1.75 1.44 1.21 1.04 .90

8.47t 5.98 3.83 2.77 2.14 1.73 1.43 1.21

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.82 1.48

1.86 1.54 1.27

1.55 1.31 1.09

1.87 1.55 1.31 1.11 .93

1.83 1.53 1.30 1.11 .95

2.16 1.80 1.51 1.27 1.09 .94 .81

2.57 2.08 1.72 1.45 1.24 1.07 .93 .80 .69

2.49 1.95 1.64 1.39 1.20 1.04 .90 .79 .69

2.42 1.86 1.54 1.33 1.15 1.00 .88 .77 .68

2.35 1.81 1.45 1.26 1.10 .97 .85 .76 .67

2.26 1.76 1.37 1.19 1.05 .93 .83 .74 .64 .54

2.91 2.16 1.67 1.31 1.14 1.01 .90 .80 .72 .62 .53

4.01 2.75 2.05 1.58 1.26 1.09 .97 .87 .78 .70 .61 .52

3.55d 2.59 1.93 1.51 1.21 1.06 .94 .85 .76 .68 .59 .51

3.33d 3.34d 2.46 1.86 1.45 1.19 1.04 .92 .82 .74 .67 .58

3.44d 3.32d 2.38 1.80 1.41 1.18 1.03 .91 .82 .73 .66 .57

3.29 2.33 1.77 1.40 1.18 1.03 .90 .81 .73 .65 .57

2.32 1.76 1.41 1.19 1.03 .90 .81 .73 .66 .59

2.35 1.78 1.44 1.21 1.03 .91 .81 .73 .67

2.35 1.80 1.46 1.22 1.04 .92 .82 .75 .70

3.33 2.39 1.84 1.48 1.24 1.07 .94 .84 .77

3.41 2.45 1.89 1.53 1.28 1.10 .97 .89

5.82t 5.52 3.52 2.54 1.97 1.60 1.35 1.18
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Dn Cant Up Cant Safety Factor: 45% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 115-125°

Fleet Number: RTE019 through to RTE021 2LUT

Configuration: Rail +0..50mm Unlocked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

245
255 Stafford, ST16 3HS
115 4
105 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.83 1.47

1.86 1.54 1.27

1.86 1.57 1.31 1.09

1.85 1.55 1.34 1.12 .93

1.84 1.56 1.34 1.14 .96

2.16 1.80 1.54 1.33 1.16 .97 .81

2.56 2.11 1.77 1.52 1.32 1.16 .98 .82

2.49 2.06 1.74 1.50 1.31 1.16 .99 .83 .69

2.46 2.03 1.71 1.47 1.29 1.15 .99 .83 .70

2.40 1.98 1.69 1.45 1.29 1.15 .98 .82 .69

2.35 1.97 1.66 1.43 1.28 1.15 .97 .82 .69 .53

2.97 2.32 1.95 1.66 1.43 1.28 1.14 .96 .81 .68 .52

3.98 2.98 2.29 1.95 1.66 1.44 1.27 1.11 .94 .79 .66 .51

3.79 2.91 2.33 1.96 1.67 1.43 1.25 1.09 .92 .78 .65 .50

4.12d 3.72 2.83 2.26 1.90 1.50 1.39 1.21 1.06 .90 .76 .63

4.93d 3.67 2.76 2.21 1.83 1.55 1.36 1.18 1.03 .87 .74 .61

3.63 2.68 2.15 1.80 1.52 1.30 1.16 .99 .84 .72 .59

6.88d 5.56 2.67 2.14 1.76 1.49 1.31 1.13 .96 .82 .71 .58

2.68 2.12 1.76 1.49 1.30 1.09 .93 .80 .70

2.67 2.12 1.75 1.50 1.25 1.06 .91 .78 .69

5.67 3.68 2.71 2.14 1.77 1.46 1.22 1.04 .90 .78

3.76 2.77 2.14 1.73 1.42 1.20 1.03 .90

8.38t 5.94 3.78 2.75 2.12 1.70 1.42 1.20

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.80 1.46

1.85 1.52 1.26

1.86 1.54 1.29 1.08

1.84 1.53 1.29 1.10 .92

1.81 1.52 1.28 1.09 .93

2.14 1.76 1.48 1.26 1.08 .93 .80

2.55 2.05 1.69 1.43 1.22 1.05 .92 .79

2.46 1.93 1.62 1.38 1.18 1.03 .90 .79 .68

2.41 1.85 1.53 1.31 1.14 .99 .87 .77 .67

2.33 1.78 1.44 1.24 1.09 .96 .84 .75 .66

2.22 1.71 1.36 1.19 1.04 .92 .82 .73 .64 .53

2.89 2.13 1.64 1.30 1.15 1.00 .89 .79 .71 .62 .52

3.98 2.73 2.01 1.56 1.25 1.08 .96 .86 .77 .69 .60 .51

3.55d 2.57 1.92 1.49 1.20 1.06 .93 .84 .75 .68 .58 .50

3.37d 3.34d 2.44 1.83 1.44 1.18 1.03 .93 .82 .73 .66 .57

3.44d 3.31 2.35 1.78 1.40 1.17 1.03 .91 .80 .72 .65 .56

3.26 2.31 1.75 1.39 1.17 1.01 .89 .80 .72 .64 .56

2.30 1.74 1.40 1.17 1.01 .90 .79 .72 .64 .58

2.32 1.76 1.42 1.19 1.02 .90 .80 .72 .66

2.33 1.78 1.44 1.21 1.03 .91 .81 .74 .69

3.30 2.37 1.82 1.46 1.23 1.05 .93 .83 .76

3.37 2.43 1.87 1.51 1.26 1.09 .96 .89

5.71t 5.49 3.49 2.51 1.95 1.58 1.33 1.17
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Dn Cant Up Cant Safety Factor: 45% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 105-115°

Fleet Number: RTE019 through to RTE021 2KUT

Configuration: Rail +0..50mm Unlocked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

255
265 Stafford, ST16 3HS
105 4

95 356
10

350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.67 1.33

1.70 1.41 1.15

1.71 1.43 1.19 .98

1.70 1.43 1.22 1.01 .83

1.67 1.41 1.22 1.04 .86

1.97 1.65 1.41 1.21 1.05 .87 .72

2.37 1.93 1.62 1.39 1.20 1.05 .88 .73 .56

2.29 1.89 1.59 1.36 1.19 1.05 .89 .74 .57

2.23 1.82 1.56 1.34 1.17 1.04 .89 .74 .58

2.19 1.80 1.54 1.28 1.17 1.04 .88 .73 .58

2.14 1.77 1.50 1.31 1.16 1.04 .87 .73 .57 .42

2.70 2.09 1.77 1.51 1.30 1.14 1.02 .86 .72 .56 .41

3.61 2.70 2.08 1.77 1.51 1.30 1.16 1.00 .84 .70 .54 .40

3.43 2.63 2.10 1.78 1.51 1.30 1.12 .98 .82 .69 .52 .39

4.08d 3.34 2.51 2.04 1.72 1.33 1.26 1.09 .95 .80 .66 .51

4.93 3.30 2.48 1.99 1.66 1.40 1.22 1.06 .92 .77 .63 .49

3.27 2.44 1.95 1.62 1.37 1.19 1.04 .88 .74 .61 .47

6.88d 4.99 2.39 1.92 1.58 1.34 1.17 1.01 .85 .72 .58 .46

2.39 1.91 1.57 1.34 1.16 .97 .82 .70 .57

2.40 1.91 1.57 1.34 1.12 .94 .80 .69 .56

5.12 3.31 2.43 1.92 1.59 1.30 1.08 .92 .79 .68

3.38 2.49 1.92 1.54 1.27 1.07 .91 .79

8.38t 5.35 3.40 2.47 1.90 1.53 1.26 1.06

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.64 1.33

1.70 1.39 1.14

1.71 1.41 1.17 .97

1.68 1.40 1.17 .99 .82

1.65 1.38 1.17 .99 .84

1.97 1.61 1.34 1.14 .97 .84 .71

2.33 1.86 1.54 1.30 1.10 .95 .82 .71 .56

2.23 1.75 1.46 1.24 1.06 .92 .80 .70 .56

2.19 1.67 1.37 1.17 1.01 .89 .77 .68 .55

2.11 1.60 1.29 1.11 .97 .85 .75 .65 .53

2.00 1.53 1.24 1.05 .93 .82 .72 .62 .51 .41

2.62 1.91 1.46 1.15 1.00 .88 .78 .70 .59 .49 .40

3.61 2.43 1.79 1.39 1.10 .95 .84 .75 .67 .56 .47 .39

3.28 2.27 1.69 1.31 1.05 .92 .83 .73 .64 .54 .46 .38

3.37d 3.06 2.16 1.61 1.25 1.02 .90 .80 .72 .61 .52 .45

3.44d 2.95 2.08 1.56 1.22 1.01 .88 .79 .69 .60 .51 .44

2.89 2.03 1.53 1.21 1.02 .87 .77 .69 .59 .51 .44

2.02 1.52 1.22 1.06 .88 .78 .69 .59 .51 .45

2.04 1.54 1.24 1.04 .88 .78 .69 .60 .52

2.06 1.57 1.26 1.05 .90 .79 .71 .62 .56

2.94 2.09 1.60 1.28 1.07 .92 .81 .72 .66

3.01 2.16 1.65 1.33 1.11 .95 .84 .78

5.73t 4.94 3.13 2.24 1.73 1.40 1.18 1.04
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Dn Cant Up Cant Safety Factor: 45% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 95-105°

Fleet Number: RTE019 through to RTE021 2JUT

Configuration: Rail +0..50mm Unlocked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

265
275 Stafford, ST16 3HS

95 4
85 356
10

350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.61 1.28

1.36 1.10

1.65 1.38 1.15 .94

1.64 1.38 1.18 .97 .80

1.61 1.36 1.18 1.00 .82

1.90 1.59 1.36 1.17 1.01 .84 .69

2.29 1.86 1.56 1.34 1.16 1.01 .85 .70 .52

2.21 1.82 1.53 1.31 1.15 1.01 .85 .70 .53

2.15 1.76 1.50 1.29 1.13 1.00 .85 .70 .53

2.11 1.73 1.48 1.23 1.12 1.00 .85 .70 .53

2.06 1.71 1.45 1.26 1.11 1.00 .84 .69 .52 .37

2.60 2.02 1.70 1.43 1.25 1.10 .98 .82 .69 .51 .37

3.48 2.60 2.00 1.70 1.45 1.25 1.11 .96 .81 .66 .50 .36

3.30 2.54 2.04 1.71 1.46 1.25 1.08 .94 .79 .64 .48 .35

4.08d 3.20 2.40 1.97 1.65 1.27 1.21 1.05 .91 .76 .61 .46

4.81 3.17 2.38 1.91 1.59 1.34 1.17 1.02 .88 .73 .59 .44

3.14 2.34 1.87 1.55 1.31 1.14 1.00 .84 .71 .56 .42

6.88d 4.78 2.29 1.84 1.52 1.29 1.12 .97 .81 .68 .53 .41

2.30 1.83 1.51 1.28 1.11 .93 .78 .66 .52

8.14t 2.30 1.83 1.51 1.29 1.07 .90 .76 .64 .51

4.95 3.19 2.33 1.84 1.52 1.24 1.03 .87 .75 .63

3.25 2.40 1.85 1.48 1.21 1.02 .87 .75

8.35t 5.15 3.29 2.37 1.83 1.47 1.21 1.01

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.59 1.28

1.34 1.09

1.65 1.35 1.13 .93

1.62 1.35 1.13 .95 .79

1.59 1.33 1.12 .95 .80

1.90 1.55 1.30 1.09 .94 .80 .68

2.25 1.80 1.48 1.25 1.06 .91 .78 .67 .52

2.16 1.69 1.41 1.19 1.02 .88 .76 .66 .52

2.10 1.60 1.31 1.12 .97 .85 .74 .63 .50

2.03 1.54 1.23 1.06 .93 .81 .71 .60 .49

1.93 1.47 1.18 1.00 .88 .78 .69 .57 .47 .37

2.52 1.83 1.39 1.09 .95 .84 .74 .65 .54 .45 .36

3.48 2.33 1.71 1.32 1.04 .90 .80 .71 .61 .52 .43 .35

3.15 2.18 1.61 1.25 .99 .87 .78 .69 .59 .50 .41 .34

3.37d 2.93 2.06 1.53 1.19 .96 .85 .76 .67 .56 .47 .40

3.44d 2.82 1.98 1.48 1.15 .96 .83 .74 .64 .55 .46 .39

2.76 1.94 1.45 1.14 .96 .83 .73 .64 .54 .46 .39

1.93 1.44 1.16 1.01 .83 .73 .63 .54 .46 .41

1.94 1.46 1.17 .98 .84 .74 .64 .55 .47

1.96 1.49 1.19 .99 .85 .75 .66 .57 .51

2.81 2.00 1.53 1.22 1.01 .87 .77 .68 .60

2.88 2.06 1.58 1.26 1.05 .90 .80 .74

5.80t 4.76 3.00 2.14 1.65 1.34 1.12 .99
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Dn Cant Up Cant Safety Factor: 45% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 85-95°

Fleet Number: RTE019 through to RTE021 2IUT

Configuration: Rail +0..50mm Unlocked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

275
295 Stafford, ST16 3HS

85 4
65 356
20

340 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.57 1.25

1.61 1.32 1.07

1.61 1.35 1.12 .91

1.60 1.33 1.14 .94 .77

1.58 1.33 1.15 .97 .80

1.86 1.55 1.32 1.14 .98 .81 .66

2.23 1.81 1.52 1.30 1.13 .99 .82 .67

2.14 1.77 1.49 1.27 1.11 .98 .83 .68 .50

2.09 1.70 1.46 1.26 1.10 .97 .83 .68 .50

2.05 1.68 1.44 1.23 1.09 .97 .82 .68 .50

2.00 1.67 1.40 1.23 1.08 .97 .81 .67 .49 .34

2.53 1.96 1.65 1.41 1.21 1.08 .96 .80 .65 .48 .34

3.39 2.53 1.94 1.65 1.41 1.22 1.08 .93 .78 .63 .46 .33

3.20 2.47 1.97 1.66 1.42 1.21 1.05 .91 .76 .61 .45 .32

4.08d 3.11 2.34 1.91 1.60 1.24 1.17 1.02 .88 .74 .58 .43

4.68 3.08 2.31 1.86 1.54 1.30 1.14 .99 .85 .71 .55 .41

3.05 2.27 1.81 1.51 1.27 1.10 .97 .82 .68 .52 .39

6.88d 4.65 2.22 1.78 1.47 1.24 1.09 .94 .78 .65 .50 .38

2.23 1.77 1.46 1.24 1.08 .90 .76 .62 .49

2.24 1.77 1.46 1.24 1.04 .87 .73 .60 .48

4.82 3.09 2.27 1.79 1.48 1.20 1.00 .84 .72 .60

3.17 2.33 1.79 1.43 1.18 .98 .84 .72

8.29t 5.04 3.18 2.30 1.77 1.41 1.16 .98

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.55 1.24

1.60 1.30 1.06

1.61 1.32 1.09 .90

1.59 1.31 1.10 .92 .76

1.55 1.30 1.09 .92 .78

1.85 1.51 1.26 1.06 .91 .77 .64

2.19 1.76 1.44 1.21 1.03 .88 .76 .63

2.10 1.64 1.37 1.15 .99 .85 .74 .62 .48

2.06 1.56 1.27 1.09 .94 .82 .71 .60 .47

1.97 1.49 1.19 1.03 .90 .78 .69 .56 .45

1.87 1.42 1.15 .97 .85 .75 .65 .54 .44 .34

2.45 1.77 1.34 1.05 .92 .81 .71 .61 .51 .41 .33

3.39 2.29 1.66 1.27 1.01 .86 .77 .69 .57 .48 .39 .32

3.05 2.11 1.56 1.20 .95 .84 .76 .65 .55 .46 .38 .31

3.37d 2.84 1.99 1.48 1.14 .92 .81 .73 .62 .52 .44 .37

3.44d 2.73 1.91 1.42 1.11 .92 .82 .72 .60 .51 .43 .36

2.67 1.87 1.39 1.10 .92 .79 .70 .60 .50 .43 .36

1.86 1.39 1.11 .97 .80 .70 .59 .50 .43 .38

1.88 1.41 1.13 .94 .80 .70 .60 .51 .44

1.89 1.44 1.15 .96 .81 .72 .62 .53 .48

2.72 1.93 1.47 1.17 .98 .84 .73 .65 .57

2.79 1.99 1.52 1.22 1.01 .87 .76 .71

5.77t 4.63 2.91 2.08 1.60 1.29 1.09 .95
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Dn Cant Up Cant Safety Factor: 45% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 65-85°

Fleet Number: RTE019 through to RTE021 2HUT

Configuration: Rail +0..50mm Unlocked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

295
305 Stafford, ST16 3HS

65 4
55 356
10

350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.59 1.27

1.62 1.34 1.09

1.62 1.36 1.13 .92

1.62 1.36 1.16 .96 .78

1.59 1.35 1.16 .98 .81

1.89 1.57 1.33 1.15 1.00 .82 .67

2.22 1.84 1.53 1.31 1.14 1.00 .83 .68 .50

2.18 1.75 1.51 1.30 1.12 .99 .84 .69 .51

2.12 1.75 1.43 1.27 1.11 .99 .84 .69 .51

2.08 1.69 1.45 1.26 1.10 .98 .84 .69 .51

2.03 1.69 1.44 1.22 1.10 .99 .83 .68 .50 .36

2.55 2.00 1.65 1.43 1.22 1.10 .97 .81 .67 .49 .35

3.42 2.57 1.95 1.65 1.41 1.23 1.10 .95 .79 .65 .48 .34

3.24 2.50 2.03 1.68 1.43 1.22 1.06 .92 .77 .62 .46 .33

4.12d 3.16 2.38 1.93 1.62 1.38 1.19 1.03 .90 .75 .59 .44

4.75 3.12 2.34 1.88 1.56 1.31 1.15 1.00 .86 .72 .56 .42

3.08 2.27 1.83 1.53 1.28 1.11 .98 .83 .69 .54 .41

4.74 2.26 1.81 1.50 1.27 1.10 .96 .80 .67 .51 .40

7.67t 2.27 1.78 1.47 1.26 1.09 .91 .76 .64 .50

3.10 2.27 1.80 1.48 1.26 1.05 .88 .74 .62 .49

3.14 2.31 1.82 1.50 1.22 1.02 .86 .73 .61

3.23 2.37 1.82 1.46 1.19 1.00 .85 .73

8.23t 5.15 3.25 2.34 1.80 1.44 1.18 .99

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.57 1.26

1.61 1.32 1.07

1.62 1.34 1.11 .91

1.60 1.33 1.11 .93 .77

1.57 1.31 1.10 .93 .79

1.86 1.53 1.27 1.08 .91 .78 .66

2.21 1.79 1.47 1.22 1.04 .89 .77 .65 .50

2.14 1.67 1.39 1.17 1.00 .86 .75 .63 .50

2.07 1.57 1.29 1.11 .95 .83 .72 .61 .48

1.99 1.52 1.21 1.04 .91 .80 .70 .58 .47

1.90 1.45 1.12 .98 .86 .76 .66 .55 .45 .35

2.48 1.79 1.36 1.07 .95 .82 .72 .62 .52 .43 .34

3.42 2.31 1.68 1.28 1.02 .88 .78 .70 .59 .50 .41 .33

3.10 2.15 1.59 1.22 .97 .85 .75 .67 .56 .47 .39 .32

3.37d 2.88 2.02 1.50 1.16 .94 .82 .73 .64 .54 .46 .38

3.44d 2.77 1.94 1.45 1.12 .93 .81 .72 .63 .52 .44 .37

2.71 1.90 1.42 1.12 .94 .81 .71 .61 .52 .44 .38

1.89 1.42 1.13 .94 .81 .71 .61 .52 .44 .39

1.91 1.43 1.15 .96 .82 .71 .62 .52 .45

1.92 1.46 1.17 .97 .83 .73 .63 .54 .49

2.77 1.96 1.50 1.19 .99 .85 .75 .66 .58

2.84 2.02 1.55 1.24 1.03 .88 .78 .72

5.73t 4.74 2.96 2.11 1.62 1.31 1.10 .97
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Dn Cant Up Cant Safety Factor: 45% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 55-65°

Fleet Number: RTE019 through to RTE021 2GUT

Configuration: Rail +0..50mm Unlocked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.66 1.33

1.70 1.40 1.14

1.70 1.42 1.19 .97

1.69 1.41 1.21 1.01 .83

1.66 1.40 1.21 1.03 .85

1.97 1.64 1.40 1.21 1.05 .87 .72

2.36 1.92 1.61 1.38 1.19 1.05 .88 .73 .55

2.28 1.88 1.57 1.35 1.18 1.04 .89 .73 .57

2.21 1.84 1.55 1.34 1.17 1.03 .88 .73 .57

2.17 1.79 1.50 1.32 1.15 1.03 .88 .73 .57

2.14 1.77 1.51 1.31 1.15 1.03 .87 .72 .56 .41

2.68 2.11 1.75 1.49 1.30 1.15 1.02 .86 .72 .55 .40

3.59 2.69 2.03 1.74 1.49 1.30 1.15 1.00 .84 .70 .54 .40

3.43 2.63 2.14 1.69 1.47 1.28 1.12 .97 .82 .68 .52 .38

4.08d 3.34 2.53 2.04 1.70 1.45 1.22 1.09 .95 .79 .65 .50

4.93d 3.28 2.47 1.98 1.63 1.41 1.21 1.06 .92 .77 .63 .48

3.25 2.42 1.93 1.60 1.37 1.19 1.04 .88 .74 .60 .47

5.02 2.40 1.91 1.58 1.34 1.17 1.01 .84 .71 .58 .45

7.62d 2.40 1.90 1.57 1.30 1.16 .97 .82 .70 .56

3.29 2.41 1.90 1.47 1.34 1.11 .94 .80 .68 .56

8.52d 3.33 2.44 1.92 1.58 1.29 1.08 .91 .78 .68

3.41 2.50 1.93 1.54 1.27 1.06 .90 .78

8.17t 5.43 3.45 2.47 1.90 1.52 1.25 1.06

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.65 1.32

1.69 1.39 1.13

1.70 1.40 1.17 .97

1.68 1.40 1.17 .99 .82

1.65 1.37 1.16 .98 .84

1.96 1.60 1.34 1.13 .97 .83 .71

2.33 1.86 1.53 1.29 1.10 .94 .81 .70 .55

2.23 1.74 1.46 1.24 1.06 .91 .79 .69 .56

2.17 1.66 1.37 1.17 1.01 .88 .77 .67 .54

2.10 1.61 1.27 1.10 .96 .84 .74 .64 .53

2.01 1.53 1.19 1.04 .91 .81 .71 .61 .51 .41

2.60 1.90 1.45 1.15 .98 .87 .78 .69 .58 .49 .40

3.59 2.44 1.80 1.37 1.09 .95 .84 .74 .66 .56 .47 .39

3.27 2.28 1.69 1.30 1.04 .91 .80 .72 .63 .54 .45 .38

3.33d 3.05 2.15 1.61 1.25 1.01 .89 .78 .70 .61 .52 .44

3.44d 2.95 2.07 1.55 1.22 1.01 .87 .77 .69 .59 .50 .43

2.89 2.03 1.52 1.20 1.01 .89 .77 .68 .58 .50 .43

2.02 1.52 1.21 1.01 .89 .76 .68 .58 .50 .45

2.05 1.54 1.23 1.02 .88 .77 .69 .59 .52

2.05 1.56 1.25 1.04 .89 .78 .70 .61 .55

2.94 2.09 1.60 1.28 1.07 .91 .80 .72 .65

3.02 2.15 1.65 1.33 1.10 .95 .83 .77

5.67t 5.01 3.14 2.24 1.73 1.39 1.17 1.03
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Dn Cant Up Cant Safety Factor: 45% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 45-55°

Fleet Number: RTE019 through to RTE021 2FUT

Configuration: Rail +0..50mm Unlocked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.78 1.44

1.82 1.51 1.24

1.82 1.53 1.28 1.06

1.81 1.52 1.31 1.09 .90

1.79 1.51 1.30 1.11 .93

2.11 1.76 1.49 1.30 1.13 .94 .79

2.52 2.05 1.72 1.47 1.29 1.13 .95 .80 .65

2.44 2.00 1.70 1.46 1.26 1.12 .96 .80 .66

2.39 1.95 1.66 1.43 1.26 1.12 .96 .80 .67

2.34 1.93 1.64 1.41 1.25 1.11 .95 .80 .66

2.31 1.90 1.61 1.39 1.24 1.11 .95 .79 .66 .50

2.89 2.29 1.89 1.61 1.39 1.24 1.10 .94 .78 .65 .49

2.91 2.29 1.88 1.61 1.40 1.25 1.08 .91 .77 .63 .48

3.70 2.85 2.30 1.74 1.60 1.39 1.21 1.06 .89 .75 .61 .47

3.97d 3.64 2.74 2.22 1.83 1.55 1.34 1.18 1.03 .87 .73 .59

4.92d 3.57 2.69 2.14 1.79 1.52 1.30 1.15 1.00 .84 .71 .57

3.55 2.65 2.11 1.75 1.48 1.28 1.13 .96 .81 .69 .56

5.47 2.62 2.07 1.71 1.46 1.27 1.10 .93 .79 .68 .55

5.53 3.56 2.62 2.06 1.71 1.45 1.26 1.06 .90 .77 .66

2.62 2.06 1.70 1.45 1.21 1.03 .88 .76 .66

3.60 2.64 2.08 1.72 1.42 1.18 1.00 .86 .76

3.71 2.72 2.09 1.68 1.38 1.16 1.00 .86

8.09t 5.94 3.75 2.69 2.07 1.66 1.37 1.16

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.77 1.43

1.81 1.49 1.22

1.82 1.50 1.26 1.05

1.81 1.50 1.26 1.07 .89

1.77 1.47 1.26 1.06 .91

2.09 1.73 1.46 1.23 1.05 .90 .77

2.48 2.01 1.65 1.40 1.19 1.02 .89 .77 .65

2.41 1.87 1.57 1.33 1.15 1.00 .87 .76 .65

2.35 1.79 1.48 1.27 1.10 .96 .84 .74 .63

2.27 1.73 1.38 1.20 1.06 .93 .82 .72 .62

2.23 1.66 1.31 1.15 1.01 .89 .79 .70 .60 .49

2.84 2.07 1.59 1.26 1.09 .97 .86 .76 .68 .58 .48

2.65 1.96 1.51 1.20 1.04 .93 .83 .74 .66 .56 .47

3.54d 2.49 1.85 1.44 1.16 1.01 .91 .80 .72 .63 .54 .46

3.33d 3.34d 2.37 1.77 1.39 1.13 .99 .89 .78 .70 .62 .53

3.45d 3.24 2.29 1.72 1.35 1.12 .98 .87 .77 .69 .61 .53

3.18 2.25 1.69 1.34 1.12 .97 .85 .77 .69 .60 .53

2.23 1.69 1.35 1.14 .97 .86 .76 .69 .60 .54

2.24 1.70 1.37 1.14 .99 .86 .77 .69 .62

2.27 1.73 1.39 1.16 1.00 .87 .78 .71 .65

3.23 2.30 1.77 1.42 1.18 1.02 .89 .80 .73

3.31 2.37 1.82 1.46 1.22 1.05 .92 .85

5.52t 5.48 3.43 2.46 1.90 1.53 1.29 1.13
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Dn Cant Up Cant Safety Factor: 45% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 35-45°

Fleet Number: RTE019 through to RTE021 2EUT

Configuration: Rail +0..50mm Unlocked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.01 1.64

2.05 1.71 1.41

1.73 1.46 1.22

2.04 1.72 1.48 1.25 1.05

2.01 1.71 1.48 1.27 1.07

2.37 1.99 1.69 1.47 1.29 1.09 .92

2.85 2.31 1.95 1.67 1.46 1.29 1.10 .93 .78

2.76 2.28 1.92 1.65 1.44 1.28 1.10 .93 .79

2.71 2.23 1.89 1.63 1.43 1.27 1.10 .94 .79

2.65 2.19 1.85 1.61 1.42 1.27 1.10 .93 .79

2.63 2.17 1.85 1.60 1.41 1.27 1.09 .92 .79 .67

3.30 2.61 2.16 1.84 1.60 1.40 1.26 1.07 .91 .78 .66

3.29 2.61 2.16 1.83 1.59 1.42 1.24 1.06 .90 .77 .65

4.26 3.26 2.61 1.96 1.84 1.59 1.39 1.21 1.03 .88 .76 .64

3.81d 4.18 3.15 2.54 2.10 1.68 1.55 1.35 1.19 1.01 .86 .74

4.92d 4.12 3.07 2.46 2.05 1.73 1.51 1.33 1.15 .98 .85 .73

4.09 3.05 2.43 2.01 1.69 1.49 1.30 1.12 .96 .82 .72

3.03 2.40 1.99 1.69 1.46 1.28 1.09 .93 .81 .71

4.10 3.01 2.38 1.96 1.67 1.46 1.23 1.06 .91 .80

6.45 3.02 2.39 1.85 1.68 1.41 1.20 1.04 .90 .79

6.54 4.19 3.06 2.41 1.99 1.64 1.38 1.18 1.02 .90

8.72t 4.27 3.12 2.42 1.95 1.61 1.36 1.17 1.02

7.99t 6.82 4.32 3.10 2.40 1.93 1.60 1.36

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.00 1.63

2.04 1.69 1.40

1.70 1.43 1.21

2.04 1.69 1.43 1.23 1.04

1.99 1.68 1.43 1.22 1.05

2.37 1.94 1.63 1.40 1.21 1.04 .91

2.82 2.26 1.89 1.60 1.36 1.18 1.03 .90 .78

2.71 2.16 1.80 1.53 1.32 1.15 1.01 .89 .78

2.66 2.07 1.70 1.47 1.28 1.11 .98 .87 .77

2.60 2.00 1.63 1.41 1.22 1.08 .96 .85 .76

2.49 1.93 1.54 1.34 1.18 1.05 .93 .83 .75 .66

3.23 2.39 1.85 1.48 1.28 1.13 1.01 .91 .81 .73 .65

3.06 2.27 1.78 1.43 1.24 1.10 .98 .88 .79 .72 .64

3.55d 2.89 2.18 1.71 1.38 1.21 1.07 .96 .87 .78 .71 .63

3.33d 3.38d 2.77 2.09 1.65 1.36 1.18 1.05 .94 .85 .77 .70

3.48d 3.33d 2.69 2.04 1.61 1.35 1.17 1.03 .93 .84 .76 .70

3.39d 2.64 2.01 1.60 1.35 1.17 1.03 .92 .83 .76 .70

2.63 2.01 1.62 1.35 1.18 1.03 .92 .83 .76 .70

2.64 2.03 1.64 1.38 1.18 1.03 .92 .84 .77

2.67 2.04 1.65 1.39 1.19 1.05 .93 .85 .79

3.79 2.71 2.08 1.68 1.41 1.21 1.07 .95 .87

3.86 2.77 2.14 1.73 1.45 1.25 1.10 1.00

5.43t 6.37 4.00 2.86 2.22 1.80 1.51 1.32
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Dn Cant Up Cant Safety Factor: 45% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 25-35°

Fleet Number: RTE019 through to RTE021 2DUT

Configuration: Rail +0..50mm Unlocked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.42 2.00

2.45 2.06 1.73

2.08 1.77 1.50

2.45 2.07 1.80 1.53 1.30

2.42 2.06 1.80 1.56 1.33 1.13

2.84 2.40 2.05 1.78 1.57 1.34 1.15

3.37 2.81 2.36 2.03 1.77 1.56 1.35 1.16 1.00

3.33 2.76 2.32 2.00 1.75 1.56 1.36 1.17 1.01

3.28 2.71 2.30 1.99 1.74 1.55 1.36 1.17 1.01

3.23 2.67 2.27 1.97 1.74 1.55 1.36 1.17 1.01

3.19 2.65 2.24 1.92 1.71 1.55 1.35 1.16 1.00 .87

4.01 3.19 2.62 2.24 1.94 1.73 1.54 1.33 1.15 1.00 .87

4.02 3.19 2.60 2.23 1.95 1.73 1.52 1.32 1.13 .98 .86

4.43d 3.99 3.18 2.64 2.25 1.93 1.69 1.50 1.29 1.11 .97 .85

3.81d 5.18 3.89 3.10 2.58 2.21 1.88 1.67 1.47 1.27 1.10 .96 .85

4.91d 5.12 3.82 3.05 2.52 2.16 1.84 1.64 1.44 1.24 1.08 .95

5.10 3.74 3.00 2.48 2.12 1.84 1.62 1.41 1.21 1.06 .94

6.82d 3.75 2.98 2.46 2.09 1.81 1.59 1.37 1.19 1.04 .93

7.87 5.08 3.75 2.97 2.45 2.08 1.81 1.55 1.34 1.17 1.03

3.76 2.96 2.45 2.09 1.77 1.52 1.32 1.16 1.03

5.19 3.78 2.99 2.47 2.05 1.74 1.50 1.30 1.15

5.27 3.86 3.00 2.42 2.02 1.72 1.49 1.30

8.02t 8.46 5.31 3.84 2.97 2.41 2.01 1.72

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.40 1.99

2.45 2.04 1.72

2.06 1.75 1.49

2.44 2.05 1.75 1.51 1.30

2.41 2.03 1.74 1.50 1.31 1.13

2.84 2.35 1.99 1.72 1.49 1.31 1.14

3.37 2.74 2.30 1.95 1.68 1.46 1.29 1.14 1.00

3.30 2.62 2.20 1.89 1.64 1.44 1.26 1.12 1.00

3.24 2.54 2.12 1.82 1.59 1.40 1.24 1.10 .99

3.18 2.49 2.01 1.75 1.54 1.36 1.22 1.09 .97

3.07 2.41 1.95 1.69 1.49 1.33 1.18 1.07 .96 .87

3.96 2.95 2.33 1.89 1.64 1.46 1.29 1.16 1.05 .95 .86

3.79 2.86 2.25 1.84 1.59 1.41 1.27 1.14 1.03 .93 .85

3.61d 3.63 2.74 2.19 1.79 1.56 1.40 1.24 1.12 1.01 .92 .85

3.33d 3.34d 3.43d 2.67 2.13 1.76 1.54 1.38 1.22 1.10 1.00 .92 .85

3.45d 3.37d 3.39d 2.62 2.09 1.75 1.52 1.36 1.21 1.09 .99 .91

3.36d 3.32d 2.59 2.07 1.75 1.52 1.34 1.20 1.09 .99 .91

3.32d 2.58 2.09 1.76 1.52 1.35 1.20 1.08 .99 .92

3.39 2.59 2.12 1.77 1.54 1.35 1.21 1.09 1.00

3.39 2.62 2.13 1.79 1.55 1.36 1.22 1.11 1.02

4.77 3.44 2.66 2.16 1.82 1.57 1.38 1.24 1.13

4.85 3.50 2.71 2.20 1.85 1.60 1.41 1.28

5.53t 7.94 4.98 3.59 2.79 2.27 1.92 1.67
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Dn Cant Up Cant Safety Factor: 45% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 15-25°

Fleet Number: RTE019 through to RTE021 2CUT

Configuration: Rail +0..50mm Unlocked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

345
355 Stafford, ST16 3HS

15 4
5 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.25 2.72

3.27 2.79 2.37

2.80 2.42 2.08

3.27 2.81 2.43 2.11 1.83

3.25 2.78 2.43 2.13 1.85 1.61

3.81 3.21 2.76 2.42 2.14 1.87 1.63

4.57 3.77 3.19 2.75 2.41 2.14 1.88 1.64 1.44

4.51 3.69 3.14 2.72 2.39 2.13 1.88 1.65 1.45

4.44 3.67 3.08 2.71 2.38 2.13 1.89 1.65 1.45

4.37 3.64 3.09 2.69 2.37 2.12 1.88 1.64 1.45

4.37 3.61 3.08 2.66 2.36 2.12 1.87 1.64 1.44 1.28

5.49 4.31 3.60 3.07 2.67 2.36 2.10 1.86 1.63 1.43 1.27

5.43 4.28 3.59 3.07 2.66 2.35 2.08 1.84 1.61 1.43 1.27

4.36d 5.38 4.27 3.46 3.03 2.64 2.32 2.07 1.82 1.59 1.41 1.26

3.52d 5.21d 5.36 4.26 3.53 2.89 2.61 2.30 2.05 1.79 1.58 1.40 1.25

4.88d 6.46d 5.30 4.22 3.50 2.97 2.59 2.28 2.02 1.76 1.56 1.39

7.13 5.26 4.18 3.46 2.93 2.56 2.26 1.97 1.73 1.54 1.38

6.83d 7.12 5.24 4.15 3.43 2.93 2.54 2.23 1.95 1.71 1.52 1.37

7.41t 5.23 4.13 3.42 2.91 2.53 2.19 1.92 1.69 1.51

7.87t 5.24 4.14 3.42 2.92 2.49 2.16 1.89 1.68 1.51

7.21 5.27 4.17 3.45 2.88 2.46 2.14 1.88 1.67

7.31 5.35 4.18 3.40 2.85 2.44 2.13 1.88

7.92t 11.46 7.34 5.33 4.16 3.38 2.84 2.44

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.23 2.71

3.27 2.76 2.36

2.78 2.39 2.06

3.27 2.76 2.39 2.08 1.82

3.24 2.75 2.38 2.08 1.83 1.60

3.79 3.19 2.71 2.36 2.06 1.83 1.62

4.53 3.72 3.11 2.67 2.31 2.04 1.81 1.61 1.43

4.47 3.60 3.03 2.60 2.27 2.01 1.79 1.60 1.44

4.42 3.50 2.94 2.54 2.23 1.97 1.76 1.58 1.43

4.33 3.44 2.85 2.48 2.18 1.93 1.73 1.56 1.41

4.23 3.38 2.81 2.41 2.13 1.90 1.71 1.54 1.40 1.27

5.44 4.13 3.30 2.71 2.35 2.09 1.77t 1.68 1.52 1.39 1.27

4.32d 4.02 3.22 2.66 2.31 2.06 1.83 1.66 1.51 1.37 1.26

3.55d 3.69d 3.89t 3.15 2.61 2.27 2.02 1.81 1.64 1.49 1.36 1.25

3.34d 3.33d 3.48d 3.62d 3.10 2.58 2.26 2.00 1.80 1.62 1.48 1.35 1.25

3.46d 3.33d 3.34d 3.52d 3.05 2.58 2.24 1.98 1.78 1.61 1.47 1.35

3.36d 3.32d 3.46d 3.04 2.58 2.25 1.99 1.78 1.61 1.47 1.35

3.37d 3.41d 3.53d 3.07 2.58 2.25 1.98 1.77 1.61 1.47 1.36

4.66d 3.76 3.07 2.60 2.25 1.98 1.78 1.61 1.48

4.87 3.79 3.09 2.62 2.26 2.00 1.79 1.62 1.50

6.78 4.91 3.83 3.12 2.64 2.28 2.02 1.81 1.65

6.87 4.98 3.88 3.17 2.67 2.32 2.05 1.85

5.46t 9.07t 6.99 5.06 3.96 3.24 2.74 2.39
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Dn Cant Up Cant Safety Factor: 45% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 5-15°

Fleet Number: RTE019 through to RTE021 2BUT

Configuration: Rail +0..50mm Unlocked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

345
5 Stafford, ST16 3HS

15 4
355 356

20
340 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

5.57s 5.04d

5.16s 5.21s 5.41d

5.13s 5.17s 5.12t

5.11s 4.98s 5.04t 4.77t

5.22s 5.27s 5.22s 5.05t 4.83t

6.10d 5.86s 5.56s 5.41s 5.10t 4.82t 4.57t

7.48d 7.00s 6.37s 5.95s 5.60s 5.19t 4.85t 4.61t 3.76d

7.44s 8.02s 7.00s 6.38s 5.79t 5.31t 4.92t 4.64t 4.35d

7.31s 8.35s 7.77t 6.74t 6.01t 5.45t 5.02t 4.69t 4.46t

7.60s 8.55s 8.44t 7.14t 6.25t 5.62t 5.14t 4.78t 4.54t

8.63s 9.21s 9.24t 7.62t 6.56t 5.83t 5.29t 4.88t 4.61t 4.09d

8.98s 9.58s 9.94d 9.81s 8.16t 6.89t 6.06t 5.45t 5.01t 4.70t 4.24t

9.05t 10.35s 10.36s 10.06s 8.75t 7.26t 6.31t 5.64t 5.15t 4.81t 4.33t

6.64d 9.89d 11.04t 10.95s 10.39s 9.30t 7.63t 6.57t 5.84t 5.31t 4.95t 4.35t

5.70d 7.96d 11.13d 12.32s 11.64d 10.80s 9.59s 8.02t 6.85t 6.05t 5.47t 5.09t

7.35d 9.84d 12.87d 13.48s 12.30d 11.05s 9.66s 8.40t 7.13t 6.27t 5.66t 5.19t

11.94d 15.37d 14.55s 12.92s 11.17s 9.70s 8.59s 7.41t 6.49t 5.86t 5.22t

18.07d 15.49d 13.21s 11.19s 9.76s 8.63s 7.70t 6.73t 6.07t 5.09t

17.64d 19.58s 16.08s 13.29s 11.29s 9.81s 8.69s 7.81s 6.99t 6.12t

20.56s 16.26s 13.38s 11.39s 9.91s 8.81s 7.89s 6.91s 5.44d

27.54d 20.88s 16.45s 13.56s 11.60s 10.08s 8.79s 7.56s 6.16s

29.00s 21.23s 16.68s 13.69s 11.46s 9.73s 8.12s 6.52s

11.12t 19.28t 27.69s 20.23s 15.82s 12.73s 10.41s 8.40s

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

5.07s 4.61d

5.16s 4.32s 4.20d

4.37s 4.20s 3.94d

4.37s 3.79s 3.72d 3.67d

5.10s 4.35s 3.78s 3.61d 3.51d

5.97s 5.01s 4.32s 3.87s 3.31s 3.40d 3.42d

7.16s 5.89s 4.97s 4.28s 3.73s 3.31s 3.41d 3.38d 3.37d

7.03s 5.78s 4.89s 4.23s 3.72s 3.30s 3.30d 3.30d 3.32d

7.08s 5.87s 4.84s 4.31s 3.68s 3.29s 3.38d 3.34d 3.34d

6.78s 5.62s 5.20s 4.42s 3.66s 3.28s 3.67d 3.32d 3.35d

7.14s 5.58s 4.75s 4.13s 3.65s 3.23t 3.58t 3.41d 3.34d 3.47d

8.73s 6.70s 5.54s 4.73s 4.12s 3.97s 2.65t 3.58t 3.53d 3.40d 3.43d

6.50d 6.43t 5.55s 5.01s 4.00t 3.10t 2.76t 3.63d 3.68d 3.61d 3.48d

5.31d 5.51d 5.26t 5.90t 3.79t 3.28t 3.05t 3.03t 3.84d 3.77d 3.72d 3.59d

4.98d 5.06d 5.14d 5.41d 4.63t 6.31t 3.55t 3.39t 3.14t 4.10d 3.93d 3.83d

5.16d 4.97d 5.00d 5.19d 5.26t 4.96t 3.87t 3.55t 3.84t 4.42d 3.99d 3.80d

5.02d 4.97d 5.17d 5.98t 4.92t 4.27t 3.91t 4.69d 4.44d 4.36d 3.91d

4.97d 5.28d 6.84t 5.53t 4.78t 4.80t 5.15d 4.92d 4.35d 4.17d

6.46d 7.66d 8.31t 6.36t 5.50t 6.47d 5.57d 5.20d 4.70d

9.20d 10.04d 9.50t 7.45t 8.06t 6.65d 5.83d 5.23d 4.62d

11.35d 12.00d 13.08s 10.69s 9.54s 8.52s 7.30d 6.41d 5.40d

15.00d 16.47d 13.27s 10.79s 9.23s 8.03s 7.04s 6.25d

7.77t 13.24t 20.93d 16.90s 13.28s 10.92s 9.30s 8.10s
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Maximum Loads (t)
(m)

Safety Factor: 87%
RTE019 through to RTE021
Locked 01/06/2020

3aL

Rail-Ability Ltd, Tollgate Drive

Tel: 01785 214747
mail@railability.co.uk

Rated Lift Capacity Chart

Machine type:
Configuration:

Equipment:

Fleet Number:

RA310
Rail +50..100mm Locked
1.9 + 3.4 + 2.1

Floating Axle:

Issue 1

Uncontrolled when printed.

mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk


Rail-Ability Ltd RACD-10000609

5
15 Stafford, ST16 3HS

355 4
345 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

5.22s 5.34d

4.96s 5.21s

4.73s 4.87s 5.09s

4.70s 4.87s 4.95s 4.83t

5.17s 5.03s 4.76s 4.87s 4.80t 4.15d

5.54s 5.33s 5.17s 5.06s 4.82s 4.61t

7.45d 6.66s 6.12s 5.58s 5.50s 5.16s 4.86t 4.63t 4.28t

7.14s 7.65s 6.91s 6.31s 5.83t 5.35t 4.96t 4.66t 4.30

7.93s 7.64s 6.84t 6.08t 5.50t 5.06t 4.72t 4.30

7.11s 8.16s 8.38 7.27t 6.34t 5.68t 5.19t 4.75 4.30 3.86

8.00s 8.86s 8.35 7.26 6.42 5.75 5.19 4.75 4.29 3.86

9.23d 9.69s 8.34 7.24 6.40 5.74 5.20 4.74 4.27 3.85

8.76d 10.04d 9.78 8.32 7.23 6.41 5.73 5.18 4.72 4.24 3.83

6.10d 9.68d 10.98s 9.78 8.31 7.24 6.41 5.73 5.17t 4.70 4.22d 3.82

5.16d 7.58d 10.89t 12.01 9.84 8.37 7.25t 6.39 5.72 5.17 4.66 4.20 3.81

9.38d 12.67t 12.02 9.87 8.34 7.24 6.39 5.71 5.16 4.62 4.17

11.50d 15.01d 12.04 9.87 8.36 7.25 6.39 5.71 5.14 4.60 4.15

10.10d 15.41 12.09 9.89 8.36 7.23t 6.41 5.72 5.09 4.57 4.14

15.44 12.14 9.94 8.42 7.29t 6.45 5.68 5.05 4.55

11.34t 20.56d 15.48 12.15 9.92 8.47 7.33 6.38 5.63 5.02 4.54

21.54 15.57 12.24 10.09 8.46 7.26 6.33 5.61 5.02

21.83 15.78 12.28 9.99 8.41 7.22 6.31 5.60

18.53t 22.02 15.78 12.26 9.98 8.39 7.22

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

5.20s 4.78d

4.41s 4.27d

4.45s 3.80s 3.90d

4.56s 3.84s 3.96d 3.71d

5.17s 4.42s 4.16s 3.35s 3.58d 3.58d

5.08s 4.50s 3.80s 3.36s 3.44d 3.45d

7.31s 5.97s 5.02s 4.32s 3.77s 3.34s 3.66s 3.34d 3.41d

7.14s 5.87s 4.95s 4.29s 3.86s 3.32s 3.50s 3.30d 3.43d

5.96s 4.89s 4.23s 3.71s 3.31s 3.42d 3.30d 3.30d

6.92s 5.87s 4.84s 4.46s 3.69s 3.30s 3.32d 3.36d 3.31d 3.30d

7.04s 5.65s 4.81s 4.18s 3.68s 3.30s 3.43t 3.45d 3.47d 3.39d

6.82s 5.62s 4.93s 4.15s 3.89s 2.94t 3.47t 3.53d 3.44d 3.39d

6.46d 6.91d 6.12s 4.78s 4.29s 3.43t 2.87t 3.60t 3.64d 3.48d 3.40d

5.27d 5.49d 5.82d 5.87t 4.60t 3.59t 3.07t 2.93t 3.74d 3.68d 3.59d 3.47d

5.00d 4.98d 5.12d 5.37d 4.73t 4.04t 3.58t 3.29t 3.14t 4.23d 4.00d 3.85d 3.59d

4.98d 4.99d 5.15d 5.35t 4.86t 3.93t 3.57t 3.64t 4.37d 4.02d 3.83d

5.04d 4.97d 5.07d 5.63d 5.00t 4.98t 3.94t 4.61t 4.47d 4.33d 3.95d

4.51d 5.05d 7.07t 6.13t 4.86t 4.58t 5.12d 4.87 4.39d 4.11

6.12d 7.17d 8.25t 6.51t 5.55t 6.01 5.39 4.88 4.47

8.56d 9.44d 9.34 7.64t 6.85 6.04 5.41 4.91 4.51

10.91d 11.45d 11.54 9.42 7.95 6.89 6.08 5.45 4.95

14.34d 14.95 11.64 9.50 8.02 6.95 6.14 5.52

12.49t 19.83d 15.19 11.81 9.66 8.16 7.09

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 3bL

Configuration: Rail +50..100mm Locked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020
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Dn Cant Up Cant Safety Factor: 90%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 345-355°
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Rail-Ability Ltd RACD-10000609

15
25 Stafford, ST16 3HS

345 4
335 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

5.38s

4.85s 5.09

4.73s 4.80s 4.48

4.72s 4.79s 4.51 3.94

4.94s 4.69s 4.50 3.99 3.48

5.13s 4.89s 5.06 4.48 4.00 3.51

5.90s 5.67s 5.02 4.45 3.99 3.54 3.11

7.69s 6.56 5.68 4.96 4.43 3.98 3.54 3.13

7.64 6.48 5.61 4.95 4.41 3.97 3.54 3.13

7.54 6.42 5.56 4.89 4.37 3.96 3.54 3.12 2.77

7.87s 7.50 6.39 5.53 4.88 4.37 3.96 3.53 3.12 2.77

9.09 7.47 6.35 5.52 4.88 4.35s 3.95 3.49 3.10 2.75

8.90t 9.10 7.49 6.34 5.52 4.87 4.35 3.92 3.48 3.07 2.74

5.86d 9.42t 9.08 7.36 6.37 5.50 4.86 4.33 3.89 3.43 3.04 2.73

5.11d 7.47d 10.76d 9.04 7.46 6.22 5.48 4.82 4.30 3.85 3.39 3.02 2.71

9.20d 11.56 9.01 7.42 6.05 5.45 4.80 4.28 3.80 3.36 2.99

11.42d 11.49 9.01 7.39 6.27t 5.43 4.78 4.26 3.74 3.32 2.97

11.42 9.00 7.39 6.25 5.43 4.79 4.19 3.69 3.28 2.95

10.69d 13.77d 15.74 11.43 8.99 7.40 6.29 5.46 4.72 4.13 3.65 3.26

11.52 9.03 7.42 6.28 5.39 4.66 4.08 3.62 3.25

11.97t 16.46t 11.58 9.09 7.45 6.24 5.32 4.61 4.05 3.61

16.36 11.78 9.11 7.39 6.17 5.28 4.59 4.05

18.31t 16.48 11.76 9.09 7.36 6.16 5.27

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.61d

4.44s 4.51d

4.45s 3.83s 3.86d

4.47s 3.85s 3.64d 3.77d

4.43s 3.84s 3.36s 3.61d 3.46

5.11s 4.51s 3.93s 3.37s 3.51d 3.48

5.05s 4.34s 3.78s 3.35s 3.45d 3.38d 3.10

6.07s 4.97s 4.43s 3.87s 3.33s 3.30d 3.34d 3.09

5.83s 5.60s 4.26s 3.72s 3.31s 3.30d 3.30d 3.07

5.90s 4.86s 4.20s 3.71s 3.30s 3.36d 3.36 3.04 2.76

6.91s 5.68s 4.82s 4.18s 3.69s 3.30s 3.43t 3.32 3.01 2.74

6.89s 5.82s 4.95s 4.29s 3.68s 3.20t 3.34t 3.28 2.98 2.73

6.48d 6.71d 5.65s 4.79s 4.30s 3.54t 2.88t 3.47t 3.24 2.96 2.71

5.28d 5.48d 5.69t 6.31d 4.33t 3.73t 3.08t 2.93t 3.53 3.21 2.93 2.70

5.05d 4.98d 5.10d 5.44d 5.45t 4.05t 3.75t 3.30t 3.14t 3.50 3.18 2.92 2.69

4.69d 5.05d 5.15d 5.50d 4.69t 4.87 3.58t 3.54t 3.47 3.17 2.90

5.04d 5.03d 5.07d 5.43d 5.03t 4.36t 3.95t 3.83 3.46 3.16 2.91

4.26d 5.05d 6.65 5.61 4.87 4.29 3.83 3.47 3.16 2.92

6.93d 7.25d 6.69 5.64 4.87 4.30 3.84 3.47 3.18

8.36d 8.30 6.74 5.68 4.90 4.32 3.86 3.50 3.22

10.84 8.38 6.81 5.74 4.95 4.36 3.90 3.55

14.23d 10.98 8.49 6.90 5.80 5.02 4.42 3.97

12.32t 15.71 11.18 8.66 7.03 5.93 5.14

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 3cL

Configuration: Rail +50..100mm Locked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

6

Dn Cant Up Cant Safety Factor: 90%

Maximum Loads (t)
(m)
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Rail-Ability Ltd RACD-10000609

25
35 Stafford, ST16 3HS

335 4
325 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.68

4.75s 4.05

4.60s 4.12 3.52

4.73s 4.12 3.58 3.07

4.71s 4.11 3.60 3.12 2.69

5.43s 4.68 4.06s 3.59 3.15 2.72

6.41 5.39 4.64 4.03 3.57 3.17 2.74 2.38

6.27 5.31 4.57 4.01 3.55 3.18 2.75 2.39

6.20 5.25 4.53 3.97 3.53s 3.18 2.76 2.40

6.11s 5.17 4.41 3.95s 3.52 3.17 2.75 2.39 2.09

7.37 6.07s 5.15s 4.45 3.93s 3.51s 3.16 2.73 2.38 2.08

7.34s 6.04s 5.12s 4.44 3.91s 3.52s 3.12 2.71 2.36 2.08

8.60d 7.31 6.04s 5.11s 4.42 3.93s 3.49 3.09 2.67 2.34 2.06

5.75d 9.25 7.27 6.02 5.12 4.40 3.87t 3.44 3.03 2.64 2.32 2.05

5.06d 7.30d 9.21 7.21 5.91 5.02 4.34 3.82 3.41 2.98 2.60 2.29 2.02

9.14d 9.01 7.19t 5.87 5.01 4.28 3.80 3.38 2.93 2.56 2.26

11.29d 8.99 7.13 5.86 4.98 4.31 3.77 3.31 2.88 2.52 2.24

8.94 7.05 5.81 4.93 4.27 3.75 3.23 2.83 2.49 2.22

8.95 7.03 5.77 4.90 4.25 3.66 3.17 2.78 2.46

11.18t 16.52t 9.05 7.05 5.79 4.91 4.18 3.60 3.12 2.75 2.45

9.13 7.11 5.83 4.86 4.11 3.54 3.10 2.74

12.91 9.26 7.16 5.77 4.78 4.06 3.52 3.09

18.16t 13.11 9.24 7.09 5.72 4.77 4.07

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.64

4.47s 4.02

4.60s 3.84s 3.50

4.48s 3.87s 3.52 3.05

4.45s 3.85s 3.37s 3.07 2.67

5.16s 4.39s 3.94s 3.37s 3.04 2.69

6.03s 5.22s 4.37s 3.79s 3.35s 3.01 2.67 2.37

5.95s 5.17 4.30s 3.76s 3.34s 2.97 2.64 2.36

5.82s 4.92s 4.25s 3.73 3.29 2.92 2.61 2.33

5.89 4.76 4.14 3.63 3.21 2.86 2.56 2.31 2.08

7.12s 5.71s 4.67 4.01 3.53 3.13 2.81 2.52 2.28 2.06

6.90s 5.56 4.51 3.91 3.45 3.06 2.75 2.48 2.25 2.05

6.62d 6.72d 5.40 4.42 3.78 3.36 2.88t 2.70 2.45 2.22 2.03

5.26d 5.48d 5.80d 5.23t 4.31 3.72 3.20t 2.93t 2.66 2.41 2.20 2.02

5.00d 5.04d 5.09d 5.43d 5.03t 4.23 3.69 3.27 2.92 2.63 2.39 2.18 2.01

4.41d 4.98d 5.14d 5.05 4.22 3.67 3.25 2.88 2.60 2.37 2.17

5.10d 3.82d 5.06d 5.02 4.23 3.64 3.21 2.87 2.59 2.36 2.17

4.05d 5.11d 5.04 4.23 3.67 3.23 2.87 2.59 2.37 2.18

5.94d 6.31 5.08 4.26 3.67 3.23 2.88 2.60 2.38

8.27d 6.35 5.13 4.30 3.70 3.26 2.90 2.63 2.42

8.37 6.42 5.20 4.35 3.75 3.29 2.94 2.68

12.02 8.51 6.53 5.28 4.42 3.81 3.35 3.01

12.06t 12.31 8.69 6.69 5.41 4.54 3.93

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 3dL

Configuration: Rail +50..100mm Locked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

6

Dn Cant Up Cant Safety Factor: 90%

Maximum Loads (t)
(m)
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Sector: 325-335°
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Rail-Ability Ltd RACD-10000609

35
45 Stafford, ST16 3HS

325 4
315 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.03

4.13 3.47

4.13 3.56 3.00

4.12 3.56 3.06 2.60

4.09 3.54 3.10 2.65 2.26

4.75 4.06 3.51 3.08 2.68 2.29

5.59 4.69 4.00 3.48 3.08 2.70 2.32 1.98

5.49 4.61 3.95 3.46 3.05 2.72 2.33 2.00

5.38 4.54 3.90 3.41 3.03 2.71 2.32 2.00

5.27 4.42 3.87 3.39 3.02 2.70 2.32 2.00 1.72

6.38 5.21 4.44 3.77 3.38 3.00 2.69 2.30 1.98 1.72

6.34 5.21 4.40 3.78 3.37 3.01 2.65 2.27 1.97 1.71

8.11 6.33 5.21 4.41 3.81 3.38 3.00 2.62 2.25 1.95 1.69

5.65d 8.00 6.30 5.04 4.41 3.81 3.34t 2.95 2.57 2.22 1.92 1.68

5.01d 7.20d 7.85 6.25 5.08 4.37 3.74 3.31 2.91 2.52 2.17 1.89 1.66

9.03d 7.79 6.13 5.07 4.30 3.71 3.25 2.86 2.46 2.13 1.86

10.65 7.72 6.06 4.97 4.23 3.65 3.20 2.79 2.40 2.09 1.84

7.67 5.99 4.93 4.18 3.61 3.17 2.72 2.35 2.06 1.82

7.67 5.97 4.89 4.15 3.59 3.08 2.65 2.31 2.03

10.75 7.70 5.99 4.91 4.15 3.54 3.01 2.61 2.28 2.02

16.25d 10.85 7.76 6.05 4.96 4.10 3.46 2.96 2.58 2.27

11.06 7.92 6.11 4.87 4.04 3.42 2.94 2.57

17.92t 11.19 7.90 6.03 4.85 4.01 3.41 2.95

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.00

4.12 3.45

4.13 3.50 2.98

4.11 3.51 3.01 2.58

4.07 3.47 3.00 2.60 2.24

4.74 4.00 3.43 2.96 2.59 2.26

5.54 4.65 3.91 3.34 2.91 2.54 2.25 1.97

5.26 4.42 3.76 3.24 2.84 2.51 2.22 1.96

5.13 4.21 3.62 3.16 2.77 2.45 2.18 1.94

5.01 4.03 3.48 3.04 2.69 2.39 2.13 1.91 1.71

6.32 4.85 3.89 3.36 2.96 2.61 2.33 2.09 1.88 1.69

6.06 4.70 3.78 3.24 2.87 2.54 2.27 2.05 1.85 1.68

6.45d 5.82 4.54 3.68 3.13 2.77 2.48 2.23 2.01 1.82 1.66

5.26d 5.48d 5.57 4.39 3.58 3.06 2.74 2.43 2.19 1.98 1.80 1.65

5.01d 4.97d 5.09d 5.33d 4.27 3.48 3.02 2.69 2.40 2.16 1.95 1.78 1.64

4.27d 4.98d 5.14d 4.19 3.46 3.00 2.67 2.36 2.13 1.94 1.77

4.90d 3.64d 5.05d 4.14 3.47 2.99 2.63 2.36 2.12 1.93 1.77

4.08d 5.03d 4.18 3.48 3.01 2.65 2.34 2.12 1.93 1.78

5.83d 5.23 4.25 3.55 3.01 2.65 2.36 2.13 1.95

6.95 5.29 4.26 3.55 3.04 2.68 2.38 2.15 1.98

7.04 5.36 4.32 3.60 3.09 2.71 2.42 2.20

10.19 7.15 5.46 4.39 3.67 3.15 2.77 2.49

11.76t 10.46 7.34 5.62 4.52 3.78 3.26 2.92

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 3eL

Configuration: Rail +50..100mm Locked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

6

Dn Cant Up Cant Safety Factor: 90%

Maximum Loads (t)
(m)
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Rail-Ability Ltd RACD-10000609

45
55 Stafford, ST16 3HS

315 4
305 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.78

3.88 3.25

3.90 3.33 2.81

3.89 3.34 2.87 2.42

3.86 3.33 2.89 2.47 2.09

4.45 3.80 3.30 2.88 2.50 2.13

5.24 4.39 3.75 3.25 2.87 2.53 2.15 1.83

5.14 4.32 3.71 3.22 2.85 2.53 2.16 1.85

5.00 4.25 3.66 3.20 2.83 2.54 2.16 1.85

4.95 4.15 3.62 3.17 2.81 2.53 2.15 1.84 1.59

5.96 4.91 4.14 3.52 3.15 2.81 2.50 2.14 1.84 1.58

5.75 4.85 4.13 3.54 3.14 2.82 2.47 2.12 1.81 1.57

7.59 5.95 4.85 4.10 3.56 3.15 2.81 2.44 2.08 1.79 1.55

5.55d 7.54 5.98 4.87 4.13 3.59 3.13 2.77 2.39 2.05 1.77 1.54

7.04d 7.40 5.89 4.86 4.04 3.55 3.08 2.71 2.34 2.01 1.74 1.52

8.94d 7.29 5.75 4.72 3.97 3.47 3.03 2.66 2.28 1.97 1.71 1.50

9.92 7.19 5.64 4.66 3.91 3.36 2.98 2.59 2.22 1.93 1.69

9.78d 7.15 5.62 4.58 3.86 3.36 2.95 2.52 2.18 1.89 1.67

13.53d 7.17 5.57 4.57 3.86 3.34 2.87 2.46 2.13 1.86

7.18 5.59 4.57 3.87 3.28 2.80 2.40 2.10 1.85

7.26 5.63 4.62 3.83 3.21 2.75 2.38 2.08

10.34 7.40 5.70 4.56 3.75 3.17 2.72 2.37

16.97 10.49 7.41 5.62 4.51 3.73 3.15 2.73

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.75

3.86 3.22

3.90 3.28 2.78

3.88 3.28 2.80 2.41

3.83 3.25 2.80 2.42 2.08

4.45 3.75 3.20 2.77 2.40 2.10

5.20 4.33 3.65 3.15 2.70 2.36 2.08 1.82

4.96 4.12 3.52 3.03 2.64 2.32 2.05 1.81

4.83 3.92 3.37 2.93 2.57 2.27 2.02 1.79

4.69 3.73 3.22 2.83 2.49 2.21 1.97 1.76 1.57

5.89 4.59 3.63 3.09 2.73 2.41 2.16 1.93 1.73 1.55

5.65 4.36 3.52 2.97 2.64 2.35 2.09 1.89 1.70 1.54

6.62d 5.41 4.22 3.40 2.97 2.57 2.28 2.05 1.85 1.67 1.52

5.26d 5.57d 5.20 4.06 3.28 2.81 2.51 2.23 2.01 1.81 1.65 1.50

5.03d 5.09d 5.01 3.94 3.20 2.77 2.45 2.20 1.98 1.79 1.63 1.49

4.00d 5.04d 4.90 3.85 3.17 2.74 2.44 2.16 1.95 1.77 1.62 1.50

4.73d 3.45d 4.81 3.81 3.18 2.74 2.41 2.16 1.94 1.76 1.62

3.86d 4.81 3.83 3.22 2.75 2.42 2.15 1.94 1.76 1.63

5.77d 4.87 3.88 3.25 2.76 2.43 2.16 1.95 1.78

6.45 4.89 3.92 3.26 2.79 2.45 2.18 1.97 1.81

6.53 4.96 3.98 3.31 2.84 2.49 2.22 2.02

9.49 6.65 5.06 4.05 3.38 2.90 2.55 2.28

11.82t 9.73 6.81 5.20 4.19 3.49 3.00 2.68

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 3fL

Configuration: Rail +50..100mm Locked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

6

Dn Cant Up Cant Safety Factor: 90%

Maximum Loads (t)
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Rail-Ability Ltd RACD-10000609

55
65 Stafford, ST16 3HS

305 4
295 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.60

3.70 3.09

3.70 3.17 2.66

3.69 3.16 2.72 2.29

3.67 3.15 2.74 2.34 1.97

4.24 3.61 3.12 2.73 2.37 2.01

5.00 4.18 3.56 3.08 2.72 2.39 2.03 1.72

4.82 4.09 3.52 3.05 2.69 2.40 2.03 1.73

4.76 4.02 3.45 3.03 2.68 2.39 2.04 1.73 1.48

4.68 3.96 3.41 3.00 2.65 2.40 2.03 1.73 1.48

5.63 4.61 3.89 3.36 2.98 2.65 2.37 2.02 1.72 1.47

5.62 4.62 3.90 3.36 2.90 2.66 2.34 2.00 1.70 1.46

7.21 5.55 4.62 3.90 3.37 2.95 2.67 2.31 1.96 1.68 1.45

5.45d 7.19 5.64 4.63 3.90 3.37 2.97 2.62 2.26 1.92 1.66 1.43

7.02d 7.03 5.56 4.53 3.89 3.31 2.92 2.57 2.20 1.89 1.63 1.41

8.66d 6.86 5.43 4.50 3.80 3.20 2.85 2.52 2.15 1.84 1.60 1.39

9.41 6.84 5.36 4.38 3.73 3.21 2.80 2.45 2.09 1.80 1.57

9.70t 6.78 5.28 4.35 3.67 3.16 2.78 2.37 2.04 1.77 1.55

13.50d 6.74 5.28 4.31 3.65 3.15 2.70 2.30 1.99 1.74

15.66t 6.80 5.27 4.31 3.65 3.09 2.63 2.26 1.96 1.72

11.78t 6.86 5.33 4.36 3.60 3.02 2.57 2.23 1.95

9.86 7.01 5.37 4.29 3.53 2.98 2.55 2.22

16.11 9.98 6.98 5.32 4.26 3.52 2.97 2.55

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.56

3.68 3.06

3.70 3.12 2.63

3.69 3.12 2.66 2.27

3.64 3.09 2.64 2.28 1.96

4.24 3.56 3.04 2.62 2.28 1.97

4.96 4.14 3.46 2.97 2.55 2.24 1.95 1.70

4.70 3.92 3.32 2.86 2.49 2.18 1.92 1.70

4.59 3.72 3.19 2.76 2.42 2.13 1.89 1.67 1.48

4.46 3.55 3.06 2.66 2.34 2.07 1.84 1.64 1.46

5.63 4.28 3.42 2.90 2.55 2.27 2.02 1.80 1.61 1.45

5.38 4.15 3.30 2.78 2.46 2.19 1.96 1.76 1.58 1.43

6.46d 5.13 3.95 3.17 2.69 2.39 2.14 1.91 1.73 1.55 1.41

5.35d 5.47d 4.90 3.82 3.07 2.64 2.32 2.09 1.86 1.68 1.53 1.40

2.84d 5.08d 4.70 3.68 2.99 2.58 2.28 2.04 1.84 1.66 1.51 1.39

3.87d 4.97d 4.57 3.60 2.96 2.56 2.25 2.01 1.81 1.64 1.50 1.39

4.60d 3.29d 4.52 3.56 2.97 2.65 2.26 2.00 1.80 1.63 1.50

3.62d 4.51 3.59 2.98 2.55 2.24 2.01 1.79 1.63 1.51

6.02 4.53 3.61 3.01 2.59 2.25 2.00 1.81 1.65

6.06 4.58 3.66 3.05 2.61 2.28 2.03 1.83 1.69

6.14 4.65 3.72 3.10 2.65 2.32 2.06 1.88

8.95 6.25 4.75 3.80 3.16 2.71 2.38 2.13

11.71t 9.18 6.41 4.89 3.92 3.26 2.81 2.50

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 3gL

Configuration: Rail +50..100mm Locked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

6

Dn Cant Up Cant Safety Factor: 90%

Maximum Loads (t)
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Rail-Ability Ltd RACD-10000609

65
85 Stafford, ST16 3HS

295 4
275 356

20
340 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.46

3.54 2.96

3.04 2.54

3.56 3.04 2.61 2.19

3.50 3.03 2.63 2.24 1.88

4.09 3.48 3.00 2.62 2.27 1.91

4.00 3.42 2.95 2.61 2.29 1.93 1.63

4.69 3.92 3.35 2.93 2.58 2.31 1.95 1.64

4.58 3.84 3.31 2.89 2.56 2.30 1.95 1.65 1.40

4.50 3.80 3.27 2.87 2.54 2.29 1.94 1.64 1.40

5.43 4.45 3.76 3.25 2.84 2.54 2.28 1.93 1.64 1.39

5.40 4.39 3.73 3.23 2.84 2.54 2.25 1.89 1.61 1.38

6.93 5.30 4.37 3.72 3.21 2.85 2.57 2.20 1.87 1.59 1.37

5.36d 6.92 5.39 4.29 3.75 3.25 2.86 2.51 2.15 1.83 1.56 1.35

6.95d 6.76 5.32 4.42 3.60 3.19 2.79 2.45 2.11 1.79 1.54 1.33

8.82d 6.62 5.23 4.30 3.62 3.11 2.74 2.41 2.05 1.75 1.51 1.31

9.07 6.47 5.09 4.21 3.55 3.05 2.69 2.32 1.99 1.71 1.48

9.78t 6.46 5.07 4.14 3.47 3.03 2.66 2.26 1.94 1.67 1.46

10.32t 13.47d 9.03 6.48 5.03 4.11 3.29 3.01 2.57 2.19 1.89 1.65

15.14 6.51 5.06 4.12 3.48 2.96 2.50 2.14 1.86 1.63

11.87t 6.57 5.09 4.16 3.45 2.88 2.45 2.11 1.84

9.39 6.70 5.14 4.10 3.37 2.83 2.42 2.10

15.45 9.54 6.71 5.07 4.06 3.34 2.82 2.43

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.42

3.54 2.94

3.00 2.52

3.55 3.00 2.54 2.17

3.50 2.97 2.54 2.18 1.86

4.08 3.43 2.93 2.52 2.18 1.88

3.93 3.36 2.83 2.44 2.14 1.86 1.62

4.52 3.76 3.19 2.74 2.38 2.09 1.83 1.61

4.42 3.57 3.05 2.64 2.31 2.03 1.79 1.58 1.40

4.26 3.36 2.90 2.53 2.23 1.97 1.75 1.56 1.38

5.37 4.12 3.28 2.77 2.44 2.15 1.91 1.71 1.53 1.37

5.17 3.94 3.15 2.64 2.35 2.08 1.85 1.66 1.50 1.35

6.44d 4.90 3.78 3.02 2.63 2.28 2.01 1.80 1.63 1.47 1.33

5.26d 5.45d 4.67 3.62 2.90 2.48 2.22 1.96 1.76 1.59 1.44 1.31

2.84d 5.07d 4.48 3.50 2.83 2.43 2.18 1.92 1.73 1.57 1.42 1.30

3.87d 4.97d 4.36 3.41 2.80 2.41 2.16 1.90 1.70 1.55 1.41 1.30

4.47d 3.35d 4.29 3.37 2.80 2.40 2.11 1.88 1.70 1.54 1.41

3.67d 4.28 3.39 2.84 2.42 2.11 1.88 1.70 1.54 1.42

5.66d 4.31 3.43 2.87 2.43 2.12 1.89 1.70 1.56

5.77 4.35 3.47 2.88 2.46 2.15 1.91 1.73 1.59

5.84 4.41 3.53 2.93 2.50 2.19 1.95 1.77

8.53 5.95 4.51 3.60 3.00 2.57 2.24 2.01

11.84t 8.77 6.13 4.65 3.72 3.10 2.66 2.37

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 3hL

Configuration: Rail +50..100mm Locked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

6

Dn Cant Up Cant Safety Factor: 90%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 275-295°
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Rail-Ability Ltd RACD-10000609

85
95 Stafford, ST16 3HS

275 4
265 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.48

3.57 2.99

3.06 2.56

3.57 3.03 2.63 2.21

3.54 3.04 2.65 2.25 1.89

4.10 3.49 3.01 2.64 2.29 1.93

4.84 4.04 3.44 2.99 2.62 2.31 1.95 1.65

4.71 3.95 3.39 2.94 2.60 2.32 1.96 1.66

4.62 3.89 3.33 2.92 2.57 2.32 1.96 1.66 1.41

4.54 3.83 3.27 2.89 2.57 2.31 1.96 1.66 1.41

5.46 4.49 3.77 3.27 2.87 2.55 2.29 1.94 1.65 1.40

5.45 4.43 3.74 3.25 2.80 2.56 2.27 1.92 1.63 1.39

7.00 5.32 4.42 3.74 3.23 2.86 2.58 2.23 1.88 1.61 1.38

5.25d 6.99 5.42 4.38 3.77 3.27 2.89 2.53 2.18 1.84 1.58 1.36

6.88d 6.81 5.36 4.45 3.66 3.23 2.81 2.48 2.12 1.81 1.56 1.34

8.81d 6.68 5.27 4.31 3.62 3.16 2.75 2.42 2.06 1.76 1.52 1.33

9.16 6.55 5.15 4.24 3.55 3.10 2.71 2.36 2.00 1.72 1.50

9.71t 6.54 5.11 4.19 3.54 3.02 2.68 2.28 1.95 1.69 1.48

9.14 6.53 5.07 4.14 3.51 3.03 2.60 2.21 1.90 1.66

6.56 5.09 4.16 3.51 2.98 2.52 2.16 1.88 1.65

6.63 5.13 4.20 3.46 2.91 2.47 2.12 1.86

9.47 6.74 5.21 4.15 3.40 2.86 2.44 2.12

15.54 9.60 6.72 5.13 4.09 3.37 2.85 2.45

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.45

3.57 2.96

3.03 2.54

3.56 3.01 2.57 2.19

3.54 2.98 2.56 2.20 1.88

4.10 3.46 2.93 2.52 2.18 1.89

4.80 4.01 3.34 2.86 2.47 2.15 1.88 1.63

4.56 3.79 3.21 2.75 2.41 2.10 1.85 1.63

4.43 3.58 3.07 2.66 2.32 2.04 1.81 1.60 1.41

4.33 3.40 2.93 2.56 2.24 1.99 1.77 1.57 1.40

5.46 4.14 3.28 2.80 2.45 2.17 1.93 1.72 1.54 1.38

5.19 3.98 3.16 2.67 2.36 2.09 1.88 1.68 1.51 1.36

6.84 4.94 3.81 3.06 2.58 2.28 2.04 1.82 1.64 1.48 1.34

5.25d 5.45d 4.72 3.65 2.94 2.50 2.21 1.98 1.78 1.60 1.46 1.33

2.84d 5.08d 4.53 3.53 2.86 2.47 2.22 1.94 1.75 1.58 1.44 1.32

3.68d 5.03d 4.39 3.45 2.82 2.45 2.14 1.93 1.72 1.56 1.43 1.32

4.47d 3.13d 4.33 3.40 2.83 2.43 2.14 1.90 1.71 1.55 1.42

3.45d 4.31 3.42 2.84 2.47 2.13 1.90 1.71 1.55 1.43

3.38d 4.37 3.47 2.87 2.46 2.14 1.91 1.72 1.57

5.82 4.39 3.51 2.90 2.48 2.17 1.93 1.74 1.61

5.89 4.45 3.56 2.96 2.52 2.21 1.97 1.79

8.60 6.00 4.54 3.63 3.02 2.59 2.27 2.03

11.86t 8.82 6.15 4.68 3.75 3.12 2.69 2.38

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 3iL

Configuration: Rail +50..100mm Locked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

6

Dn Cant Up Cant Safety Factor: 90%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 265-275°
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Rail-Ability Ltd RACD-10000609

95
105 Stafford, ST16 3HS
265 4
255 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.67

3.76 3.16

3.23 2.72

3.75 3.23 2.78 2.34

3.73 3.20 2.80 2.39 2.02

3.68 3.18 2.79 2.43 2.06

5.10 4.27 3.62 3.16 2.76 2.44 2.08 1.76

4.93 4.16 3.59 3.10 2.75 2.46 2.08 1.78

4.88 4.11 3.54 3.09 2.72 2.45 2.09 1.78 1.51

4.79 4.04 3.46 3.06 2.72 2.44 2.08 1.77 1.52

5.77 4.74 3.99 3.45 3.04 2.70 2.43 2.07 1.76 1.51

5.77 4.68 3.96 3.44 2.96 2.71 2.40 2.04 1.75 1.50

7.40 5.64 4.68 3.96 3.41 3.02 2.73 2.37 2.00 1.73 1.49

5.25d 7.40 5.76 4.64 4.00 3.45 3.06 2.68 2.31 1.97 1.70 1.47

6.88d 7.21 5.67 4.70 3.90 3.42 2.98 2.63 2.26 1.93 1.67 1.45

8.81d 7.08 5.58 4.57 3.83 3.35 2.91 2.57 2.19 1.89 1.64 1.43

9.72 6.96 5.47 4.50 3.77 3.29 2.87 2.50 2.14 1.85 1.61

9.72t 6.94 5.43 4.45 3.75 3.22 2.84 2.43 2.08 1.81 1.59

9.69 6.93 5.38 4.40 3.73 3.22 2.76 2.36 2.04 1.79

6.96 5.41 4.41 3.72 3.17 2.68 2.31 2.01 1.77

7.00 5.45 4.44 3.68 3.09 2.63 2.27 1.99

9.96 7.14 5.49 4.39 3.61 3.05 2.61 2.27

16.21 10.07 7.11 5.42 4.35 3.59 3.04 2.61

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.64

3.76 3.13

3.20 2.69

3.75 3.18 2.73 2.32

3.72 3.16 2.71 2.34 2.01

3.64 3.09 2.67 2.32 2.02

5.08 4.23 3.53 3.03 2.62 2.28 2.00 1.75

4.84 4.00 3.43 2.93 2.56 2.23 1.97 1.74

4.71 3.80 3.26 2.84 2.47 2.18 1.93 1.71 1.51

4.59 3.62 3.12 2.73 2.39 2.12 1.89 1.68 1.50

5.77 4.42 3.50 3.00 2.61 2.32 2.06 1.84 1.65 1.49

5.50 4.24 3.39 2.87 2.52 2.24 2.01 1.80 1.62 1.47

6.64d 5.25 4.08 3.28 2.76 2.44 2.19 1.96 1.77 1.59 1.45

5.25d 5.56d 5.03 3.93 3.16 2.69 2.38 2.14 1.91 1.73 1.57 1.43

5.03d 5.08d 4.84 3.80 3.07 2.66 2.34 2.09 1.88 1.71 1.55 1.42

3.68d 5.03d 4.70 3.71 3.03 2.64 2.31 2.08 1.86 1.69 1.54 1.42

4.47d 3.13d 4.64 3.66 3.04 2.62 2.31 2.05 1.84 1.68 1.54

3.45d 4.62 3.67 3.05 2.66 2.30 2.06 1.84 1.68 1.55

3.38d 4.68 3.73 3.08 2.65 2.31 2.05 1.85 1.69

6.22 4.70 3.76 3.12 2.67 2.33 2.08 1.88 1.73

6.28 4.76 3.81 3.17 2.71 2.37 2.12 1.92

9.12 6.39 4.85 3.88 3.24 2.77 2.43 2.18

11.86t 9.33 6.55 4.99 4.01 3.34 2.87 2.54

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 3jL

Configuration: Rail +50..100mm Locked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

6

Dn Cant Up Cant Safety Factor: 90%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 255-265°
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Rail-Ability Ltd RACD-10000609

105
115 Stafford, ST16 3HS
255 4
245 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.89

3.99 3.34

3.41 2.88

3.98 3.41 2.95 2.49

3.95 3.40 2.97 2.54 2.16

4.58 3.90 3.38 2.95 2.57 2.19

5.40 4.51 3.84 3.33 2.94 2.60 2.22 1.89

5.26 4.38 3.78 3.30 2.91 2.61 2.22 1.90

5.18 4.27 3.72 3.28 2.90 2.61 2.23 1.91 1.63

5.09 4.30 3.60 3.24 2.87 2.59 2.22 1.90 1.63

6.13 5.02 4.25 3.67 3.23 2.87 2.58 2.21 1.89 1.63

6.12 4.97 4.21 3.65 3.21 2.88 2.56 2.17 1.87 1.61

7.85 5.96 4.96 4.20 3.64 3.22 2.88 2.50 2.15 1.85 1.60

5.26d 7.81 6.09 4.89 4.23 3.67 3.22t 2.84 2.47 2.11 1.82 1.59

6.88d 7.65 6.02 4.97 4.10 3.62 3.16 2.78 2.41 2.07 1.79 1.57

8.82d 7.51 5.93 4.88 4.10 3.55 3.11 2.74 2.35 2.03 1.77 1.55

10.31 7.37 5.81 4.78 4.02 3.50 3.06 2.67 2.29 1.98 1.74

7.37 5.77 4.71 4.00 3.45 3.03 2.60 2.24 1.95 1.72

7.38 5.71 4.68 3.96 3.43 2.95 2.53 2.19 1.92

11.20d 16.04t 7.38 5.74 4.69 3.97 3.38 2.87 2.48 2.16 1.91

7.44 5.77 4.73 3.92 3.30 2.81 2.44 2.15

10.57 7.55 5.83 4.67 3.85 3.25 2.79 2.43

17.00 10.69 7.56 5.77 4.62 3.83 3.24 2.79

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.85

3.98 3.32

3.37 2.86

3.98 3.37 2.89 2.47

3.95 3.34 2.87 2.49 2.14

4.57 3.87 3.29 2.84 2.48 2.16

5.36 4.41 3.75 3.23 2.80 2.44 2.14 1.87

5.09 4.24 3.61 3.11 2.72 2.39 2.10 1.86

4.98 4.05 3.47 3.02 2.64 2.33 2.07 1.84 1.63

4.83 3.85 3.32 2.91 2.57 2.28 2.03 1.81 1.62

6.13 4.69 3.78 3.19 2.81 2.48 2.21 1.98 1.78 1.60

5.87 4.53 3.74 3.07 2.72 2.41 2.16 1.94 1.75 1.58

6.78d 5.60 4.36 3.51 3.07 2.63 2.35 2.11 1.90 1.73 1.57

5.26d 5.45d 5.38 4.19 3.41 2.90 2.61 2.30 2.06 1.87 1.70 1.55

2.84d 5.08d 5.18 4.07 3.31 2.86 2.56 2.25 2.03 1.84 1.68 1.54

3.73d 5.04d 5.04 3.99 3.28 2.84 2.50 2.24 2.01 1.83 1.67 1.54

4.47d 3.35d 4.98 3.93 3.28 2.82 2.48 2.21 2.00 1.81 1.66

3.67d 4.96 3.96 3.31 2.85 2.48 2.22 1.99 1.82 1.67

5.66d 5.01 4.01 3.36 2.85 2.50 2.22 2.01 1.83

6.64 5.03 4.04 3.36 2.88 2.52 2.24 2.03 1.86

6.70 5.09 4.09 3.41 2.92 2.56 2.28 2.07

9.69 6.82 5.19 4.17 3.47 2.98 2.62 2.34

11.99t 9.90 6.97 5.33 4.29 3.58 3.08 2.74

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 3kL

Configuration: Rail +50..100mm Locked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

6

Dn Cant Up Cant Safety Factor: 90%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 245-255°
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Rail-Ability Ltd RACD-10000609

115
125 Stafford, ST16 3HS
245 4
235 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.22

4.31 3.63

3.70 3.15

4.29 3.70 3.21 2.73

4.27 3.68 3.23 2.78 2.37

4.22 3.66 3.22 2.81 2.41

5.81 4.87 4.18 3.64 3.20 2.83 2.43 2.08

5.72 4.80 4.13 3.60 3.18 2.84 2.44 2.10

5.57 4.73 4.08 3.57 3.15 2.84 2.43 2.10 1.81

5.53 4.64 4.03 3.53 3.15 2.83 2.43 2.10 1.82

6.65 5.48 4.63 3.93 3.52 3.13 2.80 2.41 2.08 1.81

6.65 5.44 4.60 3.95 3.51 3.13 2.78 2.39 2.07 1.80

8.49t 6.55 5.38 4.60 3.98 3.51 3.13 2.74 2.35 2.05 1.78

5.37d 8.41t 6.63 5.27 4.59 3.99 3.49 3.08 2.69 2.33 2.02 1.77

6.96d 8.34 6.55t 5.33 4.43 3.93 3.44 3.05 2.63 2.28 1.99 1.75

8.84d 8.16 6.42 5.32 4.50 3.83 3.40 2.99 2.57 2.24 1.96 1.73

10.96d 8.01 6.35 5.22 4.42 3.75 3.34 2.93 2.52 2.20 1.93

8.00 6.29 5.14 4.36 3.77 3.31 2.84 2.47 2.16 1.91

13.46d 8.02 6.26 5.13 4.34 3.75 3.23 2.78 2.42 2.13

8.04 6.26 5.13 4.34 3.69 3.16 2.73 2.39 2.12

11.98t 16.18d 8.10 6.31 5.16 4.29 3.61 3.11 2.70 2.38

11.50 8.25 6.36 5.10 4.23 3.58 3.08 2.69

18.19 11.57 8.20 6.28 5.07 4.19 3.57 3.09

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.18

4.30 3.60

3.66 3.12

4.29 3.66 3.15 2.71

4.24 3.64 3.14 2.72 2.36

4.17 3.57 3.09 2.71 2.37

5.81 4.81 4.07 3.50 3.05 2.67 2.36 2.07

5.52 4.64 3.93 3.42 2.97 2.62 2.33 2.06

5.40 4.44 3.81 3.30 2.90 2.56 2.28 2.04 1.81

5.31 4.26 3.65 3.19 2.82 2.50 2.24 2.01 1.80

6.63 5.13 4.13 3.51 3.09 2.74 2.45 2.20 1.98 1.79

6.44 4.96 3.99 3.39 3.00 2.67 2.39 2.16 1.95 1.77

6.46d 6.14 4.79 3.87 3.29 2.93 2.60 2.35 2.12 1.92 1.75

5.27d 5.47d 5.78d 4.63 3.77 3.22 2.86 2.55 2.30 2.08 1.90 1.73

2.84d 5.08d 5.41d 4.51 3.69 3.18 2.81 2.52 2.27 2.06 1.88 1.73

3.87d 4.97d 5.12d 4.42 3.66 3.16 2.79 2.49 2.25 2.04 1.87 1.72

4.60d 3.35d 5.11d 4.38 3.66 3.15 2.77 2.48 2.23 2.03 1.86

3.67d 5.02d 4.39 3.68 3.15 2.78 2.47 2.23 2.03 1.87

5.66d 5.51 4.42 3.71 3.17 2.79 2.48 2.24 2.04

7.29 5.56 4.47 3.74 3.21 2.81 2.51 2.26 2.08

7.37 5.62 4.53 3.78 3.25 2.85 2.54 2.31

10.58 7.48 5.72 4.60 3.85 3.31 2.91 2.60

11.79t 10.80 7.64 5.84 4.73 3.95 3.41 3.03

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 3lL

Configuration: Rail +50..100mm Locked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

6

Dn Cant Up Cant Safety Factor: 90%
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Rail-Ability Ltd RACD-10000609

125
135 Stafford, ST16 3HS
235 4
225 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.70

4.66s 4.05

4.12 3.52

4.50s 4.11 3.58 3.07

4.72 4.10 3.60 3.11 2.68

5.21s 4.68 4.07 3.57 3.15 2.72

6.30s 5.41 4.64 4.03 3.56 3.17 2.73 2.37

6.34 5.25 4.57 4.00 3.53 3.17 2.75 2.38

6.18 5.20 4.50 3.96 3.52 3.16 2.74 2.39

6.13 5.15 4.46 3.93 3.50 3.16 2.74 2.38 2.08

7.22s 6.04 5.14 4.45 3.90 3.48 3.15 2.72 2.37 2.08

7.36 6.02 5.09 4.41 3.90 3.49 3.13 2.70 2.35 2.06

8.49d 7.38 5.99 5.09 4.43 3.88 3.47 3.07 2.66 2.33 2.05

5.47d 9.23 7.29 6.03 5.10 4.41 3.87 3.43 3.03 2.62 2.30 2.03

7.04d 9.26 7.19 5.97t 5.04 4.36 3.82 3.40 2.97 2.59 2.27 2.01

8.69d 9.06 7.19 5.91 4.95 4.32 3.79 3.37 2.91 2.55 2.25 2.00

11.12d 9.07 7.12 5.83 4.92 4.29 3.77 3.29 2.86 2.51 2.22

9.02 7.03 5.79 4.90 4.24 3.72 3.22 2.81 2.47 2.20

10.59t 9.00 7.02 5.75 4.71 4.22 3.64 3.15 2.77 2.44

12.50 9.01 7.03 5.75 4.87 4.16 3.57 3.11 2.73 2.43

12.56 9.05 7.07 5.80 4.83 4.08 3.51 3.07 2.72

12.78 9.17 7.11 5.73 4.77 4.04 3.49 3.07

12.10t 18.43t 12.86 9.17 7.04 5.68 4.74 4.03 3.50

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.66

4.52s 4.03

3.88s 3.49

4.50s 3.89s 3.52 3.05

4.47s 3.87s 3.41s 3.06 2.66

5.20s 4.45s 3.85s 3.39s 3.05 2.67

6.30s 5.28s 4.39s 3.82s 3.38s 3.01 2.66 2.36

5.98s 5.03s 4.33s 3.80s 3.34 2.96 2.63 2.34

5.88s 4.96 4.26 3.73 3.27 2.91 2.59 2.32

5.92 4.77 4.12 3.62 3.20 2.85 2.55 2.29 2.07

7.22s 5.76 4.64 4.00 3.52 3.12 2.79 2.51 2.26 2.05

6.97s 5.60 4.52 3.88 3.43 3.05 2.73 2.47 2.23 2.03

6.50d 6.70d 5.42 4.41 3.77 3.33 2.77t 2.68 2.42 2.20 2.01

5.36d 5.48d 5.80d 5.26 4.31 3.69 3.09t 2.93 2.64 2.40 2.18 2.00

4.97d 5.09d 5.33d 5.13 4.21 3.62t 3.26 2.89 2.60 2.36 2.16 1.99

4.00d 4.97d 5.13d 5.05 4.18 3.64 3.24 2.86 2.58 2.35 2.15 1.99

4.77d 3.51d 5.05d 4.99 4.19 3.61 3.19 2.86 2.57 2.34 2.15

3.69d 5.03d 5.03 4.20 3.65 3.19 2.84 2.57 2.34 2.16

5.94d 6.30 5.10 4.23 3.64 3.20 2.86 2.58 2.36

8.24d 6.32 5.10 4.26 3.67 3.22 2.88 2.60 2.39

8.31 6.37 5.15 4.32 3.71 3.26 2.91 2.65

11.88 8.43 6.48 5.23 4.39 3.77 3.32 2.98

7.73t 12.22t 12.09 8.59 6.61 5.35 4.49 3.88 3.45

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 3mL

Configuration: Rail +50..100mm Locked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

6

Dn Cant Up Cant Safety Factor: 90%
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Rail-Ability Ltd RACD-10000609

135
145 Stafford, ST16 3HS
225 4
215 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

5.22s

4.77s 4.76

4.52s 4.65s 4.15

4.51s 4.66s 4.18 3.64

4.74s 4.72s 4.19 3.69 3.20

5.35s 5.16s 4.72 4.16s 3.71 3.24

6.46s 5.96s 5.35 4.68 4.15 3.70s 3.26 2.85

7.28 6.15 5.30 4.63 4.11s 3.68s 3.27 2.87

7.17 6.05 5.22 4.60 4.09s 3.68s 3.26 2.87

7.06s 5.99 5.19s 4.53 4.07s 3.67s 3.26 2.86 2.53

7.25s 7.00s 5.96s 5.16s 4.52 4.04 3.67s 3.24 2.86 2.52

8.52 6.98s 5.92s 5.13s 4.53 4.04s 3.66 3.22 2.83 2.51

8.70d 8.52 6.99s 5.92s 5.13 4.53s 4.06 3.63 3.18 2.81 2.50

5.57d 9.31d 8.50 7.01 5.93 5.14 4.52 4.02 3.60 3.15 2.78 2.48

7.07d 10.69d 8.42t 6.94 5.87 5.06 4.47 3.99 3.54 3.12 2.76 2.46

8.98d 10.79 8.40 6.86 5.50 5.05 4.45 3.95 3.49 3.07 2.73 2.44

11.12d 10.62 8.37 6.87 5.79 5.03 4.42 3.93 3.43 3.03 2.70

9.99d 10.60 8.32 6.87 5.80 5.01 4.44 3.84 3.38 3.00 2.68

13.38d 10.60 8.31 6.83 5.79 5.00 4.35 3.79 3.34 2.97

10.64 8.30 6.83 5.78 4.96 4.27 3.73 3.30 2.96

12.05t 10.67 8.33 6.87 5.75 4.88 4.22 3.71 3.29

12.78t 14.98 10.82 8.41 6.81 5.67 4.84 4.20 3.70

12.29t 18.51d 15.01 10.79 8.35 6.76 5.64 4.83 4.21

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.75d

4.51s 4.21d

4.52s 3.88s 3.94d

4.50s 4.02s 3.65d 3.62

4.47s 3.88s 3.39s 3.61d 3.19

5.33s 4.56s 3.85s 3.39s 3.40d 3.20

6.11s 5.27s 4.39s 3.93s 3.37s 3.36s 3.18 2.84

5.97s 5.03s 4.32s 3.90s 3.36s 3.19s 3.15 2.83

5.87s 5.66s 4.28s 3.76s 3.34s 3.18s 3.12 2.81

5.79s 4.90s 4.24s 3.72s 3.32s 3.27s 3.07 2.78 2.51

6.99s 5.75s 5.15s 4.21s 3.70s 3.31s 3.30t 3.03 2.75 2.50

8.44 5.88s 4.84s 4.19s 3.70s 3.32s 3.20t 2.99 2.72 2.48

6.66d 6.74d 5.87s 4.83s 4.20s 3.70s 2.88t 3.25 2.95 2.69 2.46

5.28d 5.48d 5.79d 6.13t 4.64t 4.00t 3.21t 2.93t 3.22 2.92 2.66 2.45

5.04d 5.09d 5.43d 4.81t 5.13 4.05t 3.31t 3.25t 3.18 2.89 2.65 2.44

4.19d 4.98d 5.13d 5.46t 4.53t 4.42 3.73t 3.42t 3.15 2.87 2.64 2.44

4.90d 3.69d 5.13d 5.33d 5.07t 4.37t 3.90 3.48 3.14 2.87 2.63

3.88d 5.03d 6.08 5.11 4.46 3.89 3.48 3.14 2.87 2.65

5.78d 6.90d 6.11 5.14 4.44 3.90 3.49 3.15 2.88

8.07d 7.59 6.16 5.17 4.46 3.93 3.51 3.18 2.92

9.93 7.65 6.22 5.23 4.51 3.97 3.54 3.22

13.80d 10.05 7.76 6.30 5.29 4.57 4.02 3.61

7.76t 12.43t 14.27 10.22 7.90 6.42 5.40 4.67 4.17

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 3nL

Configuration: Rail +50..100mm Locked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

6

Dn Cant Up Cant Safety Factor: 90%
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Rail-Ability Ltd RACD-10000609

145
155 Stafford, ST16 3HS
215 4
205 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

5.33s

4.76s 5.02s

4.65s 4.76s 4.93s

4.63s 4.76s 4.79s 4.86s

4.86s 4.82s 4.85s 4.79t 4.32

5.17s 4.86s 4.98s 4.81t 4.36

6.46s 5.96s 5.54s 5.34s 5.19s 4.84 4.37 3.88

7.52s 6.78s 6.14s 5.68s 5.36s 4.80 4.36 3.90

7.69s 7.48s 6.71s 5.96 5.31 4.79 4.35 3.89

7.92s 7.75s 6.72 5.91 5.28 4.77 4.35 3.89 3.48

7.61s 8.56s 7.69 6.67 5.88 5.27 4.75 4.35 3.88 3.47

9.08s 9.02 7.66 6.64 5.87 5.25 4.74 4.33 3.86 3.46

8.67t 9.80d 9.04 7.65 6.63 5.87 5.24 4.75t 4.29 3.84 3.45

5.67d 9.16d 10.76s 9.05 7.67 6.63 5.87 5.25 4.73 4.26 3.81 3.43

7.23d 10.63t 11.04 9.05 7.67 6.61 5.86 5.22 4.71 4.22 3.78 3.41

9.08d 12.56t 11.04 9.05 7.37 6.62 5.84 5.21 4.70 4.18 3.76

11.23d 14.14 11.02 9.04 7.65 6.58 5.83 5.21 4.65 4.15 3.73

10.06d 14.13 11.05 9.03 7.65t 6.60 5.84 5.19 4.59 4.12 3.71

16.75d 14.11 11.08 9.07 7.67 6.64 5.85 5.13 4.56 4.09

14.08 11.06 9.09 7.71 6.65 5.77 5.08 4.53 4.07

14.15 11.10 9.13 7.67 6.56 5.71 5.05 4.51

19.66 14.30 11.17 9.06 7.61 6.53 5.70 5.04

12.14t 18.75d 19.85 14.27 11.11 9.05 7.58 6.51 5.70

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.63d

4.50s 4.28d

4.50s 3.86s 4.01d

4.63s 3.87s 3.69d 3.66d

4.60s 3.87s 3.39s 3.50d 3.58d

4.42s 3.84s 3.39s 3.47d 3.49d

6.29s 5.09s 4.37s 3.81s 3.36s 3.44s 3.41d 3.37d

5.97s 5.01s 4.33s 3.78s 3.35s 3.27s 3.42d 3.43d

6.04s 5.51s 4.28s 3.87s 3.33s 3.27s 3.37d 3.29d

5.79s 4.89s 4.23s 3.72s 3.32s 3.35s 3.32d 3.31d 3.29d

6.99s 5.73s 5.14s 4.20s 3.70s 3.31s 3.31t 3.53d 3.47d 3.43d

6.94s 5.70s 4.83s 4.19s 3.69s 3.31s 3.40t 3.53d 3.40d 3.43

6.50d 6.73d 5.69s 4.97s 4.18s 3.70s 2.77t 3.40t 3.59d 3.62d 3.42

5.28d 5.48d 5.80d 5.24t 4.49t 3.74t 3.08t 2.93t 3.65t 3.78d 3.64d 3.40

4.97d 5.10d 5.35d 5.46t 4.41t 3.61t 3.55t 3.24t 4.12d 3.89d 3.67 3.39

4.47d 4.98d 5.14d 5.48d 4.90t 4.55t 3.72t 3.53t 4.26d 3.99 3.66

5.04d 3.86d 5.06d 5.44d 5.26t 4.36t 3.94t 4.51t 4.36 3.98 3.66

4.05d 5.11d 7.26d 5.71t 4.87t 4.43t 4.82 4.36 3.98 3.67

7.42d 7.57d 8.31t 6.52t 5.57t 5.40 4.83 4.37 4.00

8.31d 9.19d 8.43 7.12 6.15 5.43 4.85 4.40 4.03

11.28d 10.40 8.49 7.16 6.19 5.46 4.89 4.45

13.99d 13.51 10.50 8.57 7.22 6.25 5.52 4.95

7.83t 12.47t 18.98 13.66 10.63 8.69 7.35 6.37 5.70

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 3oL

Configuration: Rail +50..100mm Locked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

6

Dn Cant Up Cant Safety Factor: 90%
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Rail-Ability Ltd RACD-10000609

155
205 Stafford, ST16 3HS
205 4
155 356

50
310 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

5.59s 5.04d

5.32s 5.33s 5.37d

5.16s 5.12s 5.24s 5.11t

5.30s 5.23s 5.16s 5.06t 4.70d

5.37s 5.40s 5.05s 5.06t 4.83s

6.08d 5.46s 5.13s 5.43s 5.10t 4.82t 4.55t

7.43d 7.01s 6.48s 5.97s 5.62t 5.18t 4.84t 4.61t 3.59d

7.84s 8.01s 7.18s 6.42t 5.78t 5.30t 4.92t 4.63t 4.35d

7.52s 8.53s 7.74t 6.73t 5.98t 5.43t 5.01t 4.69t 4.45t

7.75s 8.71s 8.44t 7.11t 6.23t 5.60t 5.13t 4.77t 4.53t

8.62s 9.27s 9.19t 7.59t 6.53t 5.80t 5.27t 4.87t 4.60t 3.93d

8.95s 9.76s 9.97s 9.78s 8.12t 6.85t 6.03t 5.43t 4.99t 4.69t 4.22t

9.02d 10.41s 10.21s 10.14s 8.57t 7.22t 6.28t 5.61t 5.13t 4.80t 4.28t

6.68d 9.64d 11.22t 10.91s 10.44d 9.23t 7.58t 6.54t 5.81t 5.28t 4.93t 4.12d

5.70d 8.01d 10.99t 12.20d 11.55d 10.74s 9.56s 7.95t 6.81t 6.02t 5.45t 5.07t

7.37d 9.91d 12.92d 13.42s 12.31s 11.02s 9.63s 8.31t 7.08t 6.23t 5.63t 5.17t

12.04d 15.20d 14.52s 12.80s 11.09s 9.64s 8.55s 7.36t 6.45t 5.83t 5.19t

11.67d 17.95d 15.37s 13.09s 11.14s 9.70s 8.59s 7.64t 6.69t 6.03t 4.80d

19.30s 15.90s 12.95s 11.20s 9.75s 8.64s 7.78s 6.94t 6.04t

12.20t 20.19s 16.04s 13.26s 11.29s 9.85s 8.75s 7.84s 6.84s 5.27d

18.96t 27.47s 20.44s 16.19s 13.42s 11.50s 10.00s 8.71s 7.46s 6.09s

27.94s 20.81s 16.41s 13.50s 11.34s 9.58s 8.02s 6.41s

12.62t 20.46t 26.58s 19.65s 15.48s 12.50s 10.25s 8.32s

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

5.09s 4.67d

5.16s 4.30d 4.32d

5.16s 4.40s 3.94d 3.98d

5.12s 4.50s 3.79s 3.65d 3.75d

5.24s 4.34s 3.79s 3.50d 3.62d

5.98s 5.02s 4.44s 3.77s 3.31s 3.47d 3.50d

7.16d 5.90s 5.11s 4.40s 3.85s 3.31s 3.34d 3.34d 3.38d

7.08s 6.43s 4.89s 4.25s 3.71s 3.29s 3.34d 3.30d 3.32d

6.89s 6.19s 4.83s 4.32s 3.70s 3.29s 3.80d 3.30d 3.30d

6.99s 5.79s 4.78s 4.30s 3.66s 3.28s 3.36d 3.44d 3.30d

6.72s 5.75s 4.89s 4.12s 3.65s 3.07t 3.46d 3.36d 3.34d 3.31d

8.71s 6.69s 5.54s 4.87s 4.24s 3.86s 2.74t 3.55d 3.43d 3.52d 3.46d

6.49d 6.35t 5.69s 4.86s 3.88t 2.98t 2.76t 3.58d 3.63d 3.61d 3.52d

5.31d 5.54d 4.95t 6.41d 4.21t 3.53t 3.27t 2.92t 3.78d 3.71d 3.71d 3.58d

4.98d 5.06d 5.22d 5.44d 5.03t 3.95t 3.95t 3.25t 3.14t 4.04d 3.92d 3.82d

5.14d 4.97d 5.01d 5.29d 5.17t 4.36t 4.85t 3.52t 3.82t 4.28d 3.99d 3.79d

5.01d 4.97d 5.19d 5.86t 4.86t 4.25t 3.89t 4.66d 4.41d 4.34d 3.90d

4.97d 5.37d 6.75t 5.48t 4.75t 4.79t 5.21d 4.90d 4.33d 4.09d

6.47d 7.41d 7.81t 6.27t 5.43t 6.32d 5.53d 5.17d 4.60d

9.15d 9.94d 9.21t 7.33t 7.61d 6.72d 5.79d 5.20d 4.52d

11.41d 12.36d 12.80s 10.67s 9.45s 8.45s 7.09d 6.12d 5.19d

15.13d 16.35s 12.91s 10.71s 9.14s 7.91s 7.01s 6.10d

8.73t 14.47t 21.26d 16.56s 13.05s 10.78s 9.19s 8.04s

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 3pL

Configuration: Rail +50..100mm Locked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

6

Dn Cant Up Cant Safety Factor: 87%

Maximum Loads (t)
(m)
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Rail-Ability Ltd RACD-10000609

205
215 Stafford, ST16 3HS
155 4
145 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

5.68s 4.94d

5.41s 5.35d

5.14s 5.20s 5.31s 5.09t

5.39s 5.31s 5.22s 5.07s 4.68d

5.63s 5.46s 5.34s 5.05t 4.82t

6.06d 5.96s 5.11s 5.41s 5.10t 4.81t 4.54t

7.33d 7.10s 6.56s 6.02s 5.60t 5.17t 4.84s 4.60t

7.98s 8.07s 7.21t 6.39t 5.76t 5.28t 4.90t 4.62t 4.32t

7.63s 8.50s 7.68t 6.70t 5.96t 5.41t 4.99t 4.68t 4.44t

8.01s 8.81s 8.35t 7.07t 6.21t 5.58t 5.11t 4.75t 4.51

8.88s 9.37s 8.68 7.50 6.50t 5.78t 5.25t 4.86t 4.50 3.58d

9.10d 9.78s 10.06s 8.66 7.55 6.67t 5.95t 5.38t 4.92 4.49 4.05

6.49d 9.15t 10.49s 10.13 8.63 7.52 6.67 5.97 5.40 4.93t 4.46 4.04

6.90d 9.74t 11.30d 10.12s 8.56 7.54t 6.66t 5.97 5.39 4.93 4.44 3.95d

6.41d 8.20d 10.92t 12.23 10.16 8.64 7.53 6.65 5.95 5.39 4.89 4.42

7.38d 9.97d 12.97d 12.30 10.15 8.51 7.50 6.65 5.95 5.40 4.86 4.39

12.17d 15.39d 12.29 10.14 8.65 7.52 6.64 5.96 5.37 4.83 4.37

15.62 12.31 10.15 8.66 7.52 6.66 5.98 5.33 4.80 4.36

11.71d 14.34d 17.97d 15.57 12.36 10.21 8.68 7.55 6.70t 5.93 5.30 4.78

17.51d 15.60 12.43 10.11 8.74 7.59 6.66 5.88 5.27 4.78

21.02 15.67 12.45 10.33 8.74 7.54 6.61 5.86 5.26

21.19 15.77 12.44 10.26 8.69 7.50 6.58

12.68t 20.79t 21.25 15.75 12.42 10.21 8.66 7.50

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.72d 4.65d

4.18d 4.28d

5.14s 4.37s 3.86d 3.91d

5.10s 4.36s 3.76s 3.75d 3.75d

5.21s 4.33s 3.76s 3.58d 3.54d

5.94s 4.99s 4.42s 3.74s 3.41s 3.40d 3.50d

7.13s 5.85s 4.95s 4.27s 3.72s 3.30s 3.72d 3.46d

7.19s 5.75s 5.03s 4.22s 3.69s 3.28s 3.30d 3.42d 3.32d

6.88s 5.84s 4.81s 4.18s 3.68s 3.28s 3.34d 3.45d 3.29d

6.75s 5.60s 5.17s 4.14s 3.65s 3.27s 3.32d 3.35d 3.30d

6.88s 5.72s 4.73s 4.11s 3.64s 2.83t 3.37d 3.53d 3.33d 3.34d

8.38s 7.41s 5.51s 4.85s 4.10s 3.58t 2.73t 3.50d 3.43d 3.39d 3.34d

6.49d 6.54d 6.86d 5.41t 4.61t 3.76t 2.86t 2.75t 3.58d 3.62d 3.60d 3.38d

5.33d 5.55d 5.43t 5.16t 3.75t 3.26t 3.26t 2.92t 3.78d 3.71d 3.56d 3.44d

4.97d 4.99d 5.15d 5.44d 4.55t 7.38d 3.80t 3.25t 3.13t 4.09d 3.91d 3.67d

5.13d 4.97d 5.01d 5.29d 5.15t 4.34t 4.95t 3.52t 3.91t 4.33d 3.98d 3.78d

5.00d 4.97d 5.12d 5.82t 4.83t 4.22t 3.89t 4.80d 4.47d 4.16d 3.95d

4.96d 5.72d 6.70t 5.45t 4.73t 4.89t 5.19d 4.67d 4.31d 4.13d

6.57d 7.88d 7.74t 6.24t 5.42t 6.00d 5.59d 5.14d 4.58d

9.43d 10.18d 9.17t 7.30t 7.15 6.33 5.69 5.17d 4.51d

11.58d 12.29d 11.77 9.70 8.26 7.19 6.37 5.73 5.17d

15.35d 15.02 11.87 9.80 8.34 7.26 6.43

8.84t 14.79t 20.52 15.21 12.02 9.94 8.48 7.45

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 3NL

Configuration: Rail +50..100mm Locked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

6

Dn Cant Up Cant Safety Factor: 90%

Maximum Loads (t)
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Rail-Ability Ltd RACD-10000609

215
225 Stafford, ST16 3HS
145 4
135 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

5.77s 4.90d

5.38s 5.47s 5.21d

5.38s 5.18s 5.36s 5.03d

5.23s 5.37s 5.27s 5.06s 4.53d

5.58s 5.33s 5.38t 5.04t 4.68

6.12d 6.02s 5.79s 5.47t 5.09t 4.70 4.18

7.41d 6.92s 6.62s 6.07s 5.58t 5.16t 4.69 4.21

7.89s 8.12s 7.17t 6.37t 5.75t 5.18 4.67 4.21 3.77

7.77s 8.73s 7.49 6.51 5.75 5.14 4.65 4.21 3.77

7.86s 8.66s 7.42 6.47 5.73 5.14 4.64 4.21 3.77

8.81s 8.62 7.38 6.43 5.71 5.11 4.64 4.19 3.76 3.39

9.16d 9.94s 8.62 7.34 6.43 5.70 5.11t 4.61 4.18 3.75 3.39

7.02d 9.34d 10.35d 8.56 7.35 6.41 5.68 5.09 4.60 4.15 3.73 3.38

7.02d 9.96t 10.33 8.57 7.31 6.39 5.65 5.07 4.58 4.12 3.71 3.37

6.56d 8.32d 11.23d 10.29 8.50 7.30 6.37 5.63 5.05 4.57 4.09 3.69

7.46d 10.09d 12.95d 10.28 8.54 7.28 6.34 5.61 5.04 4.53 4.06 3.67

12.25d 12.97 10.28 8.52 7.24 6.34 5.61 5.04 4.49 4.03 3.65

12.94 10.32 8.53 7.28 6.34 5.62 4.99 4.45 4.00 3.64

17.24 12.94 10.33 8.55 7.27 6.36 5.59 4.95 4.43 3.99

12.46t 17.36 12.96 10.34 8.58 7.33 6.33 5.55 4.91 4.40

13.20t 19.64t 17.42 13.00 10.37 8.60 7.27 6.28 5.51 4.89 4.40

19.83t 17.57 13.09 10.35 8.54 7.24 6.26 5.49

12.73t 21.10t 17.61 13.02 10.33 8.51 7.20 6.24

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.78d 4.70d

5.08s 4.22d 4.16d

5.11s 4.33s 4.14d 3.87d

5.06s 4.34s 3.74s 3.75d 3.71d

5.16s 4.30s 3.76s 3.50d 3.50d

5.94s 5.12s 4.29s 3.74s 3.50s 3.47d 3.46d

7.09s 5.83s 4.91s 4.24s 3.71s 3.29s 3.33d 3.42d

6.95s 5.75s 4.85s 4.19s 3.68s 3.28s 3.73d 3.34d 3.32d

6.82s 5.63s 4.96s 4.15s 3.66s 3.27s 3.45d 3.37d 3.29d

6.74s 5.57s 5.02s 4.14s 3.65s 3.27s 3.40d 3.35d 3.30d

6.66s 5.69s 4.71s 4.11s 3.64s 2.56t 3.72t 3.44d 3.33d 3.38d

8.25t 6.61s 5.49s 4.83s 4.09s 3.49t 2.73t 3.45d 3.43d 3.39d 3.37d

6.45d 6.52d 6.09t 5.78t 4.49t 3.64t 2.86t 2.75t 3.76t 3.62d 3.60d 3.37

5.33d 5.66d 4.88t 5.35t 3.59t 3.25t 3.14t 2.91t 3.73d 3.70d 3.56d 3.36

4.97d 4.99d 5.16d 5.44d 4.55t 6.82 3.50t 3.24t 3.24t 4.03d 3.91d 3.62

5.11d 5.44d 5.08d 5.22d 5.34t 4.51t 4.80t 3.64t 3.91t 4.29 3.93 3.62

5.00d 4.97d 5.12d 5.80t 4.82t 4.21t 3.88t 4.71d 4.29 3.92 3.62

4.96d 5.52d 6.69t 5.42t 4.72t 4.87t 4.72 4.29 3.92 3.64

7.14d 7.62d 7.66t 6.19t 5.39t 5.27 4.73 4.29 3.94

9.23d 9.72 8.03 6.84 5.96 5.28 4.75 4.31

11.79d 12.35 9.79 8.08 6.89 5.99 5.31 4.78 4.36

14.94t 15.49d 12.47 9.88 8.15 6.95 6.06 5.37

8.75t 15.01t 17.00 12.61 10.01 8.28 7.08 6.23

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 3ML

Configuration: Rail +50..100mm Locked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

6

Dn Cant Up Cant Safety Factor: 75%

Maximum Loads (t)
(m)
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Rail-Ability Ltd RACD-10000609

225
235 Stafford, ST16 3HS
135 4
125 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

5.86s 4.61d

5.49s 5.06 4.33

5.22s 5.07 4.40 3.80

5.46s 5.07 4.41 3.86 3.36

5.70s 5.04 4.41 3.89 3.40

6.13d 5.81 5.01 4.40 3.89 3.43 3.01

7.42d 6.75s 5.74 4.97 4.37 3.88 3.44 3.03

8.05 6.69 5.67 4.87 4.34 3.88 3.45 3.04 2.68

7.89s 6.58 5.63 4.89 4.32 3.86 3.45 3.04 2.69

7.88 6.55 5.59 4.84 4.29 3.85 3.44 3.03 2.69

7.82 6.50 5.55 4.82 4.29 3.84t 3.42 3.02 2.67

9.14t 7.78 6.47 5.52 4.82 4.26 3.81 3.40 3.00 2.66 2.38

7.19d 9.28t 7.74 6.44 5.52 4.80 4.23 3.78 3.36 2.97 2.65 2.37

7.15d 9.54 7.63t 6.28 5.46 4.73 4.20 3.75 3.33 2.95 2.63 2.36

6.88d 8.43d 9.53 7.60 6.33 5.41 4.71 4.15 3.72 3.29 2.92 2.61

7.70d 10.21d 9.49 7.56 6.28 5.37 4.68 4.14 3.69 3.25 2.89 2.58

12.36d 9.43 7.55 6.26 5.36 4.66 4.13 3.63 3.21 2.85 2.57

11.82d 9.38 7.51 6.24 5.34 4.65 4.10 3.58 3.17 2.83

12.55 9.38 7.48 6.23 5.32 4.65 4.02 3.53 3.14 2.82

17.59d 9.37 7.46 6.22 5.32 4.57 3.97 3.50 3.12

12.60 9.42 7.52 6.22 5.25 4.51 3.94 3.48 3.12

18.94 12.75 9.54 7.51 6.15 5.20 4.48 3.92

12.75t 19.05t 12.78 9.48 7.48 6.13 5.18

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.95d 4.61d

5.05s 4.25d 4.27d

5.06s 4.30s 4.00d 3.78

5.18s 4.32s 3.71s 3.68d 3.34

4.99s 4.41s 3.73s 3.53d 3.37

5.86s 4.94s 4.26s 3.72s 3.40d 3.35 2.99

7.17d 5.97s 4.90s 4.22s 3.81s 3.27s 3.34 2.98

6.89s 6.05s 4.84s 4.19s 3.68s 3.27s 3.29 2.97 2.67

6.97s 5.61s 5.38 4.14s 3.66s 3.26s 3.26 2.94 2.65

6.68s 5.70s 4.86s 4.37s 3.63s 3.20t 3.22 2.90 2.63

6.81s 5.49s 4.69s 4.11s 3.74s 2.56t 3.17 2.87 2.61

8.60d 7.17s 5.64s 4.67s 4.08s 3.40t 2.82t 3.13 2.84 2.59 2.37

6.49d 6.49d 6.83d 5.22t 4.59t 3.52t 2.96t 2.75t 3.09 2.81 2.57 2.36

5.42d 5.57d 4.83t 4.06t 3.88t 3.50t 3.02t 2.91t 3.05 2.79 2.55 2.36

4.97d 5.00d 5.24d 5.44d 4.97t 3.90t 3.49t 3.23t 3.23t 3.03 2.76 2.54

5.11d 5.50d 5.01d 5.22d 5.07t 4.77 3.81t 3.51t 3.33 3.01 2.75 2.53

4.99d 4.97d 5.13d 5.60 4.78 4.16 3.70 3.31 3.00 2.75 2.53

5.15d 5.93d 5.62 4.78 4.16 3.69 3.31 3.01 2.75

6.74d 6.86 5.66 4.80 4.19 3.70 3.32 3.01 2.77

8.75 6.89 5.68 4.83 4.20 3.72 3.34 3.04

11.75d 8.82 6.96 5.73 4.86 4.24 3.75 3.37 3.08

14.89d 12.05 8.93 7.04 5.80 4.93 4.29 3.81

9.04t 15.53t 12.24 9.08 7.18 5.93 5.06

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 3LL

Configuration: Rail +50..100mm Locked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

6

Dn Cant Up Cant Safety Factor: 75%

Maximum Loads (t)
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Sector: 125-135°
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Rail-Ability Ltd RACD-10000609

235
245 Stafford, ST16 3HS
125 4
115 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

5.95s 4.69d

5.58s 5.16 4.39

5.32s 5.17 4.47 3.84

5.56s 5.17 4.49 3.91 3.37

5.80s 5.13 4.49 3.95 3.42

5.71d 6.14d 5.87s 5.10 4.47 3.96 3.46 3.01

7.41d 6.88 5.85 5.06 4.44 3.94 3.48 3.03

8.23 6.80 5.77 4.96 4.40 3.93 3.48 3.05 2.67

7.84s 6.69 5.72 4.97 4.38 3.91 3.49 3.05 2.67

7.95 6.60 5.66 4.91 4.36 3.90 3.47 3.04 2.67

7.87 6.57 5.62 4.89 4.34 3.89t 3.45 3.03 2.66

9.07d 7.83 6.54 5.61 4.87 4.32 3.86 3.43 3.01 2.65 2.35

7.36d 9.31d 7.75 6.52t 5.59 4.85t 4.29 3.81 3.38 2.97 2.62 2.33

7.26d 9.63 7.74 6.45 5.51 4.80t 4.23 3.78 3.35 2.94 2.60

6.82d 8.53d 9.60 7.65 6.37 5.23 4.74 4.20 3.75 3.31 2.91 2.58

7.71d 10.25d 9.52 7.64 6.33 5.41 4.68 4.18 3.71 3.25 2.87 2.55

12.48d 9.48 7.59 6.30 5.39 4.67 4.16 3.64 3.20 2.83 2.53

11.90d 9.43 7.55 6.30 5.36 4.69 4.12 3.58 3.16 2.81

14.60d 9.41 7.55 6.28 5.34 4.67 4.03 3.53 3.12 2.78

9.45 7.54 6.27 5.37 4.58 3.97 3.48 3.09

12.69 9.50 7.57 6.29 5.27 4.51 3.93 3.46 3.09

18.93 12.86 9.62 7.57 6.19 5.21 4.48 3.91

12.75t 19.20 12.91 9.56 7.51 6.16 5.20

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.75d 4.69d

5.01s 4.24d 4.16d

5.16s 4.28s 3.99d 3.82

5.00s 4.28s 3.71s 3.71d 3.35

4.99s 4.27s 3.72s 3.57d 3.39

5.71d 5.84s 4.93s 4.26s 3.83s 3.54d 3.39 2.99

7.02s 6.10s 4.88s 4.20s 3.69s 3.36s 3.35 2.98

7.06s 5.70s 4.82s 4.18s 3.77s 3.26s 3.31 2.96 2.65

6.76s 5.75s 5.06s 4.13s 3.64s 3.26s 3.26 2.93 2.64

6.64s 5.53s 5.12s 4.24s 3.62s 3.07t 3.21 2.89 2.61

6.61s 5.64s 4.96s 4.08s 3.73s 2.74t 3.16 2.85 2.59

8.44t 6.55s 5.45s 4.66s 4.19s 3.31t 2.64t 3.10 2.82 2.56 2.34

6.44d 6.64d 6.26t 5.61t 4.34t 3.62t 2.85t 2.75t 3.06 2.78 2.54 2.33

5.31d 5.56d 5.30t 5.73 4.43t 3.24t 3.02t 2.91t 3.02 2.76 2.52

5.44d 5.00d 5.16d 5.46d 4.71t 4.72 3.77t 3.23t 3.31 2.99 2.73 2.50

5.10d 5.49d 5.08d 5.23d 5.29t 4.29t 3.80t 3.50t 3.28 2.97 2.71 2.49

5.04d 4.97d 5.13d 5.54 4.71 4.11 3.64 3.27 2.96 2.71 2.50

5.04d 5.59d 5.57 4.73 4.12 3.64 3.27 2.96 2.71

6.80d 6.79 5.59 4.74 4.12 3.65 3.27 2.97 2.73

8.70 6.85 5.62 4.77 4.15 3.67 3.30 3.00

11.89d 8.78 6.92 5.68 4.82 4.19 3.71 3.33 3.06

15.06d 12.08 8.91 7.03 5.78 4.90 4.26 3.79

9.13t 15.46t 12.29 9.10 7.19 5.93 5.06

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 3KL

Configuration: Rail +50..100mm Locked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

6

Dn Cant Up Cant Safety Factor: 90%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 115-125°
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(m)
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Rail-Ability Ltd RACD-10000609

245
255 Stafford, ST16 3HS
115 4
105 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

5.97s 5.38

5.42 4.60 3.89

5.30s 4.66 3.98 3.40

5.43s 4.65 4.04 3.46 2.97

5.76d 5.37 4.63 4.03 3.51 3.02

6.17s 5.32 4.60 4.00 3.54 3.05 2.64

7.46d 6.22 5.28 4.56 3.98 3.54 3.07 2.66

7.40 6.14 5.21 4.51 3.96 3.54 3.09 2.68 2.33

7.27 6.04 5.15 4.48 3.95 3.52 3.08 2.68 2.34

7.18 5.95 5.06 4.44 3.92 3.52 3.07 2.67 2.33

7.07 5.91 5.05 4.42 3.91 3.48 3.06 2.66 2.32

8.83 7.11 5.90 5.03 4.41 3.87 3.45 3.04 2.64 2.31 2.03

7.51d 8.72 6.98 5.86 5.01 4.34 3.84 3.40 3.00 2.61 2.29 2.02

7.37d 8.59 6.92t 5.76 4.95 4.29 3.77 3.37 2.94 2.57 2.27

6.82d 8.49d 8.57t 6.83 5.66 4.88 4.24 3.74 3.33t 2.90 2.53 2.24

8.01d 10.27d 8.50 6.78 5.66 4.82 4.21 3.72 3.28 2.85 2.50 2.22

11.16 8.42 6.75 5.61 4.79 4.19 3.70 3.21 2.80 2.47 2.20

10.38d 11.97d 8.36 6.68 5.55 4.76 4.15 3.63 3.14 2.76 2.44

12.06t 8.34 6.66 5.54 4.74 4.12 3.55 3.09 2.72 2.42

16.75 8.32 6.65 5.54 4.73 4.03 3.49 3.05 2.69

11.23 8.41 6.70 5.56 4.64 3.97 3.44 3.02 2.69

16.94 11.38 8.51 6.70 5.47 4.58 3.93 3.42

12.79t 17.16 11.41 8.45 6.65 5.43 4.57

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

5.96s 4.68d

5.00s 4.16d 3.86

5.15s 4.27s 3.93 3.37

4.98s 4.27s 3.80s 3.42 2.95

5.76d 4.96s 4.26s 3.71s 3.42 2.98

6.01s 4.90s 4.24s 3.69s 3.38 2.97 2.62

6.97s 5.75s 4.86s 4.19s 3.68s 3.34 2.95 2.62

6.85s 5.66s 4.80s 4.16s 3.67s 3.26s 2.91 2.59 2.31

6.71s 5.58s 4.75s 4.15 3.64 3.21 2.86 2.56 2.30

6.84s 5.50s 4.63 4.03 3.54 2.92t 2.81 2.52 2.28

6.77s 5.42 4.45 3.90 3.45 2.55t 2.76 2.49 2.25

8.16t 6.53s 5.27 4.33 3.79 3.21t 2.73t 2.72 2.45 2.23 2.03

6.46d 6.66d 5.83t 5.06t 4.24 3.40t 2.96t 2.75t 2.66 2.42 2.20 2.01

5.32d 5.57d 4.85t 4.42t 3.56t 3.36t 3.01t 2.91 2.63 2.39 2.18

5.50d 5.00d 5.24d 5.45d 4.49t 4.10 3.48t 3.19 2.87 2.60 2.37 2.16

5.09d 5.49d 5.01d 5.24d 4.82 4.08 3.57 3.17 2.84 2.58 2.35 2.16

4.99d 4.97d 5.13d 4.80 4.09 3.55 3.16 2.84 2.56 2.34 2.16

5.03d 5.66d 4.84 4.09 3.56 3.15 2.83 2.56 2.35

7.15d 5.91 4.85 4.13 3.58 3.16 2.84 2.57 2.37

7.63 5.97 4.91 4.16 3.61 3.18 2.86 2.60

10.45 7.69 6.05 4.96 4.20 3.65 3.22 2.90 2.67

15.06d 10.59 7.81 6.15 5.05 4.28 3.71 3.31

9.14t 15.92t 10.85 8.00 6.31 5.20 4.43

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 3JL

Configuration: Rail +50..100mm Locked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

6

Dn Cant Up Cant Safety Factor: 90%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 105-115°
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Rail-Ability Ltd RACD-10000609

255
265 Stafford, ST16 3HS
105 4

95 356
10

350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

5.93s 5.03 4.17

5.13 4.31 3.63

5.14 4.37 3.72 3.16

5.10 4.38 3.78 3.23 2.76

5.81d 5.07 4.35 3.79 3.27 2.81

5.74d 5.93 5.02 4.33 3.78 3.30 2.84 2.45

7.15 5.86 4.97 4.28 3.74 3.33 2.86 2.47

6.96 5.79 4.91 4.25 3.74 3.33 2.87 2.48 2.15

6.83 5.67 4.86 4.20 3.72 3.32 2.87 2.48 2.16

6.75 5.64 4.76 4.18 3.68 3.30 2.87 2.48 2.16

6.71 5.56 4.74 4.16 3.67 3.27 2.84 2.46 2.15

8.35 6.67 5.56 4.75 4.13 3.63 3.23t 2.82 2.44 2.13 1.87

7.53d 8.16t 6.58 5.48 4.69 4.09 3.60 3.18 2.78 2.41 2.11 1.86

7.48d 8.10 6.48 5.43 4.60 4.03 3.55 3.14 2.74 2.38 2.09

7.08d 8.50d 8.03 6.39 5.33 4.57 3.95 3.50 3.11 2.69 2.35 2.06

8.02d 10.35d 7.92 6.36 5.29 4.51 3.88 3.48 3.04 2.64 2.31 2.04

10.42 7.84 6.29 5.24 4.48 3.87 3.44 2.98 2.59 2.28 2.02

10.36d 11.93d 7.78 6.23 5.18 4.43 3.86 3.37 2.91 2.54 2.25

7.75 6.20 5.14 4.40 3.84 3.29 2.86 2.51 2.23

7.76 6.19 5.15 4.41 3.74 3.23 2.81 2.49

10.46 7.81 6.23 5.17 4.33 3.68 3.19 2.79 2.48

15.96 10.62 7.95 6.22 5.09 4.27 3.65 3.17

12.65t 16.16 10.68 7.88 6.17 5.05 4.25

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

5.92s 4.75d 4.17

4.97s 4.27 3.59

5.01s 4.25s 3.68 3.14

5.00s 4.29 3.68 3.18 2.74

5.81d 5.03 4.24 3.66 3.18 2.78

5.74d 5.80s 4.90 4.20 3.61 3.15 2.77 2.43

6.98s 5.71s 4.78 4.10 3.55 3.10 2.74 2.43

6.81 5.49 4.63 3.99 3.47 3.05 2.70 2.41 2.13

6.69 5.30 4.47 3.87 3.38 2.99 2.65 2.37 2.12

6.53 5.15 4.28 3.74 3.29 2.77t 2.60 2.33 2.10

6.52 5.03 4.22 3.62 3.19 2.56t 2.55 2.30 2.07

8.11t 6.14 4.90 4.01 3.50 3.11 2.63t 2.50 2.26 2.05 1.86

6.47d 6.49d 5.80t 4.75 3.89 3.39t 2.95t 2.72 2.46 2.23 2.03 1.85

5.33d 5.57d 4.82t 4.04t 3.56t 3.35 2.98 2.68 2.42 2.20 2.00

5.50d 4.99d 5.16d 5.45d 4.48t 3.77 3.31 2.98 2.65 2.39 2.17 1.99

5.09d 5.49d 5.01d 5.22d 4.44 3.76 3.28 2.94 2.61 2.37 2.16 1.98

4.98d 4.97d 5.13d 4.43 3.77 3.32 2.90 2.61 2.36 2.15 1.99

5.03d 5.43 4.44 3.82 3.27 2.90 2.60 2.36 2.16

7.00d 5.47 4.47 3.80 3.29 2.92 2.61 2.37 2.18

7.05 5.51 4.52 3.83 3.32 2.93 2.63 2.40

9.69 7.12 5.59 4.58 3.87 3.36 2.97 2.67 2.47

15.03 9.83 7.25 5.70 4.67 3.96 3.44 3.05

9.10t 15.39 10.09 7.44 5.86 4.83 4.11

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 3IL

Configuration: Rail +50..100mm Locked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

6

Dn Cant Up Cant Safety Factor: 90%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 95-105°
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Rail-Ability Ltd RACD-10000609

265
285 Stafford, ST16 3HS

95 4
75 356
20

340 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

5.93s 4.96

5.05 4.24 3.57

5.03 4.31 3.66 3.11

5.03 4.28 3.72 3.18 2.71

5.81d 5.01 4.28 3.73 3.22 2.76

5.74d 5.85 4.95 4.26 3.72 3.25 2.80 2.41

6.96 5.76 4.90 4.22 3.69 3.28 2.81 2.43

6.86 5.68 4.84 4.19 3.68 3.27 2.82 2.44 2.11

6.73 5.58 4.69 4.14 3.65 3.27 2.83 2.44 2.12

6.65 5.53s 4.72s 4.11 3.63 3.25 2.82 2.44 2.12

6.61 5.50 4.69s 4.10 3.61 3.22 2.79 2.42 2.10

8.18 6.57 5.48 4.68 4.07 3.59 3.19 2.77 2.40 2.09 1.83

6.92d 8.05 6.49 5.38 4.62 4.03t 3.54 3.13 2.73 2.37 2.07 1.82

7.48d 7.95 6.38 5.35 4.53 3.97 3.50 3.11t 2.70 2.34 2.05

7.08d 8.58d 7.91 6.33 5.28 4.52 3.90t 3.46 3.06 2.65 2.31 2.03

8.02d 10.28d 7.80 6.26 5.21 4.44 3.81 3.43 2.99 2.59 2.27 2.00

10.26 7.72 6.18 5.16 4.41 3.81 3.38 2.93 2.54 2.23 1.98

11.93d 7.66 6.13 5.10 4.36 3.80 3.31 2.86 2.50 2.21

7.63 6.11 5.06 4.33 3.78 3.23 2.81 2.47 2.18

15.50 7.67 6.11 5.07 4.34 3.68 3.17 2.77 2.44

10.32 7.71 6.15 5.09 4.26 3.62 3.13 2.74 2.44

15.82 10.48 7.85 6.15 5.01 4.20 3.58 3.11

12.55t 15.99t 10.51 7.75 6.10 4.97 4.18

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

5.91s 4.75d

4.97s 4.21 3.54

5.01s 4.24 3.61 3.09

5.02 4.23 3.62 3.13 2.70

5.81d 4.95 4.18 3.61 3.13 2.73

5.74d 5.80s 4.83 4.14 3.56 3.10 2.73 2.39

6.91 5.64 4.71 4.04 3.49 3.05 2.69 2.39

6.71 5.40 4.56 3.92 3.40 3.00 2.65 2.36 2.10

6.59 5.22 4.40 3.82 3.32 2.94 2.61 2.33 2.09

6.43 5.07 4.21 3.68 3.23 2.77t 2.56 2.29 2.06

6.42 4.95 4.15 3.55 3.14 2.56t 2.50 2.26 2.04

8.02 6.05 4.81 3.94 3.44 3.05 2.63t 2.45 2.22 2.01 1.83

6.59d 6.49d 5.80t 4.65 3.82 3.39t 2.95t 2.67 2.42 2.18 1.99 1.81

5.33d 5.57d 4.82t 4.04t 3.71t 3.29 2.93 2.63 2.37 2.16 1.97

5.55d 4.99d 5.16d 5.45d 4.43 3.70 3.24 2.92 2.60 2.35 2.13 1.95

5.09d 5.49d 5.01d 5.22d 4.36 3.69 3.22 2.89 2.56 2.32 2.12 1.94

4.98d 4.97d 5.13d 4.34 3.70 3.25 2.84 2.56 2.32 2.11 1.95

5.03d 5.33 4.36 3.75 3.24 2.84 2.55 2.31 2.12

6.89 5.38 4.42 3.73 3.23 2.86 2.56 2.32 2.14

6.93 5.42 4.44 3.76 3.26 2.89 2.58 2.35

9.56 7.01 5.50 4.50 3.80 3.30 2.92 2.62 2.42

14.86 9.70 7.14 5.61 4.60 3.89 3.37 3.00

9.02t 15.23 9.96 7.34 5.77 4.75 4.05

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 3HL

Configuration: Rail +50..100mm Locked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

6

Dn Cant Up Cant Safety Factor: 90%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 75-95°
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Rail-Ability Ltd RACD-10000609

285
295 Stafford, ST16 3HS

75 4
65 356
10

350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

5.91s 5.07

5.14 4.34 3.66

5.16 4.41s 3.75 3.19

5.14 4.40s 3.81 3.25 2.78

5.81d 5.11 4.40s 3.81 3.30 2.83

5.76d 6.00 5.06 4.35 3.80 3.33 2.87 2.47

7.16 5.91s 5.00s 4.33 3.79 3.36 2.89 2.49

7.00 5.82s 4.94 4.27 3.76 3.35 2.90 2.51 2.17

6.92 5.69 4.89 4.23 3.74 3.34 2.90 2.51 2.18

6.83 5.68 4.84 4.21 3.72 3.32 2.89 2.50 2.18

6.76 5.61 4.78 4.19 3.71 3.30 2.88 2.49 2.17

8.38t 6.75 5.60 4.79 4.16 3.69 3.25 2.84 2.47 2.15 1.89

7.51d 8.21t 6.65 5.52 4.75 4.12 3.63 3.21t 2.81 2.43 2.13 1.88

7.47d 8.17t 6.54 5.46 4.65 4.07 3.57 3.19 2.76 2.40 2.11

7.08d 8.49d 8.09t 6.46 5.40 4.62 3.99 3.53 3.14 2.72 2.37 2.09

8.01d 10.34d 8.00 6.42 5.34 4.54 3.93 3.51 3.07 2.67 2.34 2.06

10.54 7.92 6.35 5.28 4.51 3.94 3.46 3.00 2.62 2.30 2.04

11.92d 7.87 6.30 5.22 4.48 3.90 3.41 2.94 2.58 2.27

7.84 6.26 5.21 4.45 3.87 3.32 2.89 2.54 2.25

16.00 7.86 6.26 5.21 4.46 3.78 3.26 2.85 2.52

10.61 7.91 6.30 5.23 4.38 3.72 3.22 2.82 2.51

16.27 10.78 8.06 6.32 5.15 4.31 3.69 3.20

12.40t 16.45 10.84 7.99 6.25 5.12 4.30

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

5.91s 4.71d

5.00s 4.19d 3.63

4.99s 4.27s 3.70 3.16

4.98s 4.27s 3.72 3.21 2.77

5.76d 4.97s 4.26s 3.68 3.22 2.80

5.76d 5.80s 4.91s 4.22 3.63 3.17 2.79 2.45

6.97s 5.77 4.82 4.13 3.57 3.14 2.76 2.44

6.84 5.55 4.68 4.02 3.50 3.08 2.73 2.42 2.16

6.71s 5.36 4.52 3.89 3.41 3.02 2.68 2.39 2.14

6.61s 5.21 4.33 3.77 3.31 2.84t 2.62 2.36 2.12

6.58 5.07 4.18 3.65 3.22 2.56t 2.58 2.32 2.10

8.12t 6.22 4.94 4.04 3.54 3.14 2.73t 2.53 2.29 2.07 1.88

6.46d 6.48d 5.83t 4.80 3.95 3.40t 2.96t 2.75t 2.48 2.25 2.05 1.87

5.32d 5.57d 4.83t 4.05t 3.56t 3.37t 3.01 2.70 2.45 2.22 2.03

5.55d 4.99d 5.24d 5.45d 4.49t 3.82 3.35 2.97 2.68 2.42 2.20 2.01

5.09d 5.49d 5.01d 5.22d 4.49 3.80 3.32 2.95 2.64 2.40 2.18 2.01

4.99d 4.97d 5.13d 4.47 3.81 3.30 2.93 2.63 2.38 2.18 2.01

5.03d 5.50 4.50 3.81 3.31 2.93 2.63 2.38 2.18

7.00d 5.54 4.52 3.85 3.33 2.94 2.64 2.39 2.20

7.15 5.59 4.57 3.87 3.36 2.96 2.66 2.42

9.83 7.22 5.66 4.63 3.91 3.40 3.00 2.70 2.49

15.20d 9.99 7.35 5.77 4.73 4.01 3.47 3.08

8.88t 15.20t 10.25 7.54 5.93 4.88 4.16

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 3GL

Configuration: Rail +50..100mm Locked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

6

Dn Cant Up Cant Safety Factor: 90%

Maximum Loads (t)
(m)
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Rail-Ability Ltd RACD-10000609

295
305 Stafford, ST16 3HS

65 4
55 356
10

350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

5.92s 5.19

5.25 4.44 3.74

5.24 4.50 3.84 3.27

5.25 4.49 3.89 3.33 2.85

5.79d 5.21 4.47 3.89 3.38 2.91

5.71d 5.99s 5.16 4.45 3.87 3.41 2.94 2.54

7.30 5.95 5.10 4.41 3.85 3.42 2.96 2.56

7.16 5.89 5.04 4.35 3.82 3.41 2.97 2.57 2.23

7.06 5.85 4.94 4.31 3.81 3.41 2.97 2.57 2.24

6.94 5.79 4.94 4.23 3.78 3.40 2.95 2.57 2.23

6.86 5.74 4.90 4.24 3.69 3.36 2.94 2.55 2.23

8.54 6.87 5.70 4.88 4.24 3.76 3.32 2.92 2.53 2.21 1.94

7.49d 8.41 6.78t 5.67 4.85 4.22 3.69 3.30 2.87 2.50 2.19 1.93

7.36d 8.31 6.68 5.59 4.78 4.14 3.67 3.26 2.84 2.47 2.17

7.07d 8.47d 8.27 6.64 5.52 4.67 4.10 3.61 3.22 2.79 2.43 2.15

7.65d 10.25d 8.20 6.58 5.45 4.63 4.07 3.59 3.15 2.73 2.40 2.12

10.79 8.04 6.52 5.41 4.64 4.04 3.56 3.09 2.69 2.36 2.10

11.94d 8.09 6.44 5.38 4.57 3.99 3.49 3.02 2.64 2.34

11.93d 10.82 8.05 6.41 5.34 4.56 3.97 3.41 2.97 2.61 2.32

12.36t 8.06 6.41 5.34 4.57 3.87 3.35 2.92 2.58

10.93 8.12 6.47 5.36 4.48 3.82 3.30 2.90 2.57

16.60 11.10 8.27 6.47 5.28 4.42 3.78 3.29

12.04t 17.02 11.16 8.21 6.42 5.25 4.40

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

5.92s 4.98d

5.01s 4.27d 3.72

5.01s 4.27s 3.79 3.24

5.01s 4.28s 3.70s 3.29 2.84

5.79d 5.10s 4.28s 3.72s 3.30 2.87

5.71d 5.82s 5.05s 4.23s 3.70s 3.25 2.86 2.52

6.96s 5.73s 4.94 4.20s 3.66 3.22 2.84 2.52

6.82s 5.67 4.79 4.12 3.59 3.16 2.79 2.49 2.21

6.91 5.46 4.61 3.99 3.49 3.09 2.74 2.46 2.20

6.78 5.39 4.44 3.87 3.41 2.99t 2.70 2.42 2.18

6.58s 5.22 4.27 3.76 3.32 2.65t 2.64 2.38 2.15

8.18t 6.38 5.07 4.16 3.67 3.23 2.64t 2.59 2.34 2.13 1.94

6.44d 6.64d 5.84t 4.91 4.06 3.54 2.85t 2.75t 2.55 2.31 2.10 1.92

5.31d 5.56d 5.07t 4.80 3.57t 3.24t 3.02t 2.80 2.51 2.28 2.08

5.50d 5.00d 5.16d 5.46d 4.51t 3.92 3.44 3.05 2.74 2.48 2.26 2.07

5.10d 5.49d 5.01d 5.23d 4.62 3.92 3.54 3.03 2.73 2.46 2.24 2.06

4.99d 4.97d 5.13d 4.60 3.91 3.40 3.03 2.70 2.45 2.24 2.06

5.03d 5.59d 4.65 3.92 3.41 3.02 2.71 2.45 2.24

7.30d 5.69 4.66 3.95 3.42 3.03 2.71 2.46 2.27

7.35 5.75 4.70 3.98 3.45 3.05 2.73 2.49

10.15 7.44 5.82 4.76 4.03 3.49 3.09 2.78 2.55

14.90t 10.31 7.57 5.93 4.86 4.11 3.57 3.17

8.75t 15.33t 10.58 7.75 6.09 5.01 4.27

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 3FL

Configuration: Rail +50..100mm Locked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

6

Dn Cant Up Cant Safety Factor: 90%

Maximum Loads (t)
(m)
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Rail-Ability Ltd RACD-10000609

305
315 Stafford, ST16 3HS

55 4
45 356
10

350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

5.58 4.65

5.44s 4.79 4.05

5.33s 4.81 4.14 3.54

5.29s 4.80 4.18 3.60 3.10

5.77d 5.52s 4.78s 4.17 3.64 3.15

6.16s 5.50 4.74s 4.15 3.67 3.18 2.76

7.37d 6.40 5.37 4.71 4.12s 3.66s 3.20 2.78

7.64s 6.34 5.38 4.66 4.10s 3.65s 3.21 2.79 2.44

7.51 6.25 5.32s 4.55 4.08s 3.64s 3.22 2.79 2.44

7.43 6.18s 5.25 4.57s 4.06s 3.64s 3.20 2.79 2.44

7.37s 6.13 5.24s 4.57s 4.00 3.61 3.18 2.77 2.43

9.17 7.30 6.11s 5.21 4.54 4.00 3.58 3.16 2.76 2.42 2.13

7.32d 9.04 7.28 6.05 5.19 4.51 3.99 3.54t 3.12 2.72 2.39 2.12

7.24d 9.00 7.20 5.91 5.11 4.45 3.92 3.50 3.08 2.69 2.38

6.82d 8.50d 8.91 7.12 5.94 4.95 4.40 3.89 3.47 3.03 2.65 2.35

7.70d 10.21d 8.84 7.09 5.88 5.04t 4.35 3.86 3.42 2.97 2.62 2.32

11.72 8.79 7.03 5.83 5.01 4.36 3.85 3.35 2.93 2.59 2.30

8.74 7.01 5.82 4.97 4.33 3.78 3.28 2.88 2.56

14.48d 11.67 8.73 6.97 5.78 4.94 4.30 3.71 3.23 2.85 2.54

11.78 8.78 6.97 5.79 4.95 4.22 3.65 3.19 2.83

12.96d 11.89 8.82 7.02 5.81 4.87 4.15 3.60 3.17 2.82

18.23 12.08 8.99 7.03 5.74 4.82 4.12 3.59

11.96t 18.45 12.17 8.89 6.99 5.70 4.79

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.64d 4.60d

5.00s 4.31d 4.02

5.17s 4.29s 3.89d 3.51

5.01s 4.28s 3.70s 3.56 3.08

5.77d 5.11s 4.28s 3.73s 3.55 3.11

5.85s 4.95s 4.36s 3.83s 3.40d 3.11 2.74

6.97s 5.75s 5.02s 4.21s 3.69s 3.27s 3.07 2.73

6.86s 5.66s 4.98s 4.30s 3.66s 3.27s 3.03 2.71 2.42

6.76s 5.59s 4.76s 4.14s 3.64s 3.26s 2.99 2.68 2.41

6.65s 5.53s 4.71s 4.10s 3.63s 3.21t 2.94 2.64 2.39

6.59s 5.64s 4.68s 4.08 3.60 2.56t 2.89 2.60 2.36

8.48t 6.57s 5.53 4.54 3.97 3.49t 2.73t 2.84 2.56 2.33 2.12

6.41d 6.49d 6.70 5.35t 4.36t 3.52t 2.97t 2.75t 2.79 2.53 2.31 2.11

5.30d 5.66d 5.35t 5.23 4.17t 3.63t 3.14t 2.91t 2.75 2.50 2.28

5.50d 4.99d 5.16d 5.44d 4.77t 3.90t 3.49t 3.24t 3.01 2.72 2.48 2.27

5.11d 5.49d 5.01d 5.22d 5.06 4.29 3.74 3.32 2.98 2.70 2.46 2.26

5.05d 4.97d 5.12d 5.05 4.30 3.80 3.31 2.98 2.69 2.46 2.27

5.04d 5.58d 5.07 4.34 3.74 3.31 2.97 2.69 2.46

6.79d 6.23 5.12 4.33 3.76 3.32 2.98 2.70 2.48

8.04 6.29 5.15 4.36 3.79 3.35 3.00 2.73

11.12 8.13 6.37 5.21 4.41 3.83 3.38 3.04 2.79

14.74t 11.29 8.26 6.48 5.31 4.50 3.90 3.46

8.55t 14.90t 11.57 8.46 6.64 5.47 4.65

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 3EL

Configuration: Rail +50..100mm Locked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

6

Dn Cant Up Cant Safety Factor: 90%

Maximum Loads (t)
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Rail-Ability Ltd RACD-10000609

315
325 Stafford, ST16 3HS

45 4
35 356
10

350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

5.84s 4.69d

5.48s 5.38 4.60

5.21s 5.34s 4.69 4.04

5.46s 5.23s 4.70 4.10 3.55

5.70s 5.37 4.69 4.13 3.60

6.02s 5.49s 5.28 4.66 4.14 3.63 3.17

7.39d 7.14s 6.07 5.28 4.64 4.11 3.66 3.19

8.17s 7.08 6.00 5.20 4.60 4.10 3.66 3.21 2.82

7.89s 6.99 5.96 5.16 4.56 4.08 3.66 3.21 2.82

8.10s 6.89 5.91 5.12 4.51 4.07 3.65 3.20 2.82

8.26 6.86 5.86 5.10 4.52 4.06 3.63 3.19 2.81 2.49

9.07t 8.22 6.83 5.85 5.10 4.52 4.03 3.61 3.17 2.80 2.48

7.14d 9.34d 8.17t 6.80 5.84 5.08 4.47 3.99 3.57 3.14 2.78 2.47

7.11d 9.96t 8.11 6.74t 5.78 5.03t 4.45 3.96 3.53 3.11 2.76 2.46

6.66d 8.39d 10.14 8.06 6.70t 5.49 5.00 4.39 3.93 3.48 3.07 2.73

7.47d 10.16d 10.12 8.03 6.67 5.70 4.94 4.37 3.91 3.43 3.03 2.70

12.29d 10.08 8.02 6.64 5.67 4.93 4.37 3.84 3.38 3.00 2.68

10.33d 10.05 7.99 6.66 5.64 4.92 4.33 3.78 3.33 2.97 2.67

14.40d 13.52 10.03 7.98 6.63 5.66 4.94 4.26 3.73 3.30 2.95

17.50d 10.07 7.99 6.62 5.67 4.84 4.19 3.68 3.27

13.71 10.12 8.04 6.66 5.58 4.78 4.16 3.66 3.27

13.88 10.26 8.07 6.58 5.53 4.74 4.14

11.68t 20.47t 13.95 10.20 8.01 6.54 5.51

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.65d 4.66d

5.03s 4.63s 4.20d

5.05s 4.30s 3.85d 3.94d

5.17s 4.31s 3.72s 3.64d 3.53

4.99s 4.41s 3.74s 3.53d 3.50d

5.85s 4.95s 4.26s 3.71s 3.57s 3.56 3.15

7.02s 5.77s 4.91s 4.22s 3.71s 3.27s 3.33d 3.15

6.88s 5.69s 4.98s 4.19s 3.68s 3.27s 3.38d 3.12 2.80

6.79s 5.61s 4.77s 4.15s 3.76s 3.27s 3.29d 3.09 2.78

6.89s 5.55s 4.73s 4.11s 3.63s 3.26s 3.38 3.05 2.76

6.81s 5.67s 4.70s 4.09s 3.62s 2.74t 3.33 3.01 2.73 2.49

8.20t 6.98s 5.48s 4.82s 4.32s 3.58t 2.64t 3.28 2.97 2.71 2.47

6.45d 6.64d 6.85d 5.26t 4.49t 3.64t 2.86t 2.76t 3.23 2.94 2.69 2.46

5.41d 5.55d 4.88t 4.09t 3.59t 3.25t 3.26t 2.91t 3.20 2.91 2.66 2.45

4.97d 4.99d 5.23d 5.45d 4.55t 5.01 3.93t 3.37t 3.24t 3.16 2.88 2.65

5.12d 5.50d 5.01d 5.30d 5.12t 4.33t 3.83t 3.53t 3.47 3.15 2.87 2.64

5.00d 4.97d 5.12d 5.80t 4.82t 4.37 3.86 3.47 3.13 2.86 2.64

5.03d 5.59d 5.92 5.01 4.37 3.85 3.46 3.13 2.87 2.67

6.73d 7.25 5.93 5.03 4.37 3.88 3.47 3.15 2.89

9.32 7.30 5.98 5.07 4.40 3.90 3.50 3.17

11.70d 9.41 7.38 6.05 5.12 4.44 3.93 3.53 3.23

13.04 9.55 7.49 6.15 5.21 4.52 4.01

8.32t 14.24t 13.31 9.76 7.66 6.30 5.35

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 3DL

Configuration: Rail +50..100mm Locked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

6

Dn Cant Up Cant Safety Factor: 90%

Maximum Loads (t)
(m)
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Rail-Ability Ltd RACD-10000609

325
335 Stafford, ST16 3HS

35 4
25 356
10

350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

5.76s 4.99d

5.25s 5.37s 5.23d

5.25s 5.28s 5.27s 4.85

5.22s 5.26s 5.18s 4.90 4.29

5.57s 5.22s 5.34s 4.90 4.34

6.12d 6.02s 5.70s 5.47t 4.87 4.37 3.85

7.47d 7.17s 6.49s 6.08s 5.45 4.85 4.36 3.87

8.04s 8.14s 7.06 6.13 5.39 4.83 4.35 3.88 3.44

7.75s 8.18 6.99 6.09 5.36 4.81 4.33 3.88 3.44

7.97s 8.12 6.94 6.03 5.34 4.77 4.33 3.87 3.44

8.83s 8.06 6.89 6.00 5.32 4.77 4.32 3.85 3.43 3.06

9.18t 9.59s 8.04 6.86 5.98 5.30 4.77 4.30 3.83 3.42 3.06

6.41d 9.10t 9.67 8.04 6.84s 5.97 5.30 4.74 4.26 3.80 3.40 3.05

6.99d 9.96d 9.65 8.00 6.82 5.95 5.27t 4.71 4.25 3.77 3.38 3.03

6.41d 8.27d 11.14d 9.62 7.93 6.79 5.92 5.24 4.68t 4.20 3.74 3.35

7.46d 10.04d 12.11 9.58 7.95 6.70 5.90 5.21 4.67 4.15 3.70 3.32

12.17d 12.14 9.61 7.92 6.75 5.87 5.20 4.66 4.12 3.67 3.30

12.11 9.62 7.95 6.77 5.88 5.22 4.59 4.07 3.64 3.28

11.46t 12.12 9.61 7.98 6.79 5.92 5.16 4.53 4.03 3.62

11.94d 12.15 9.66 7.99 6.83 5.86 5.09 4.49 4.01 3.61

16.57 12.21 9.71 8.03 6.75 5.79 5.05 4.47 4.00

16.81 12.38 9.72 7.96 6.69 5.76 5.04

11.41t 20.14t 16.92 12.36 9.69 7.94 6.68 5.76

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.64d 4.61d

5.24s 4.43d 4.27d

5.08s 4.34s 3.93d 3.97d

5.05s 4.32s 3.74s 3.71d 3.75d

5.04s 4.43s 3.74s 3.64d 3.58d

6.08s 5.11s 4.28s 3.75s 3.49s 3.40d 3.53d

7.40d 6.00s 4.90s 4.24s 3.72s 3.29s 3.41d 3.34d

6.94s 6.36s 4.85s 4.19s 3.70s 3.28s 3.45d 3.42d 3.35d

7.02s 5.63s 5.46s 4.15s 3.66s 3.27s 3.37d 3.29d 3.33d

6.73s 5.57s 4.75s 4.38s 3.65s 3.27s 3.32d 3.44d 3.34d

6.66s 5.52s 4.72s 4.34s 3.64s 2.74t 3.72t 3.36d 3.35 3.06

8.33s 6.62s 5.66s 4.69s 4.11s 3.59t 2.64t 3.59d 3.48d 3.32 3.04

6.41d 6.47d 6.13t 5.54t 4.73t 3.87t 2.98t 2.76t 3.58d 3.61 3.30 3.03

5.31d 5.55d 5.18t 6.43d 4.06t 3.52t 3.03t 2.92t 3.84d 3.58 3.28 3.02

4.97d 4.99d 5.14d 5.42d 5.00t 3.94t 4.20t 3.38t 3.13t 3.89 3.55 3.26

5.13d 4.97d 5.01d 5.20d 5.59d 4.34t 3.84t 3.54t 3.92t 3.87 3.54 3.26

5.00d 4.97d 5.11d 6.10d 4.84t 4.72t 3.89t 4.27 3.86 3.53 3.26

4.96d 5.43d 6.72t 6.12t 4.75t 4.75 4.26 3.86 3.54 3.28

6.63d 7.53d 7.32 6.21 5.38 4.77 4.27 3.87 3.55

9.14d 8.93 7.35 6.23 5.41 4.79 4.30 3.90 3.61

11.74d 11.50 9.02 7.41 6.28 5.46 4.83 4.34 3.96

15.38d 11.64 9.13 7.51 6.36 5.53 4.90

8.11t 13.88t 16.20 11.86 9.32 7.66 6.51 5.72

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 3CL

Configuration: Rail +50..100mm Locked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

6

Dn Cant Up Cant Safety Factor: 90%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 25-35°

0

5.5

5

4.5

4

3.5

3

2.5

2

1.5

1

0.5

6.5

-0.5

-1

-1.5

-2

-2.5

-3

-3.5

Minimum Loads (t)
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Rail-Ability Ltd RACD-10000609

335
345 Stafford, ST16 3HS

25 4
15 356
10

350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

5.66s 5.05d

5.26s 5.29s 5.29d

5.11s 5.21s 5.21s 5.09t

5.25s 5.19s 5.12s 5.05t 4.72d

5.49s 5.25s 5.28s 5.04t 4.82t

5.93s 5.95s 5.63s 5.47s 5.09t 4.80t 4.55t

7.35d 7.09s 6.43s 6.01s 5.60t 5.18t 4.84t 4.60t 3.45d

7.77s 8.08s 7.05s 6.40t 5.78t 5.29t 4.91t 4.63t 4.34t

7.61s 8.56s 7.71t 6.70t 5.98t 5.43t 5.00t 4.68t 4.45t

7.88s 8.61s 8.40t 7.11t 6.22t 5.60t 5.12t 4.76t 4.45

8.78s 8.84s 8.58 7.46 6.52t 5.80t 5.27t 4.86t 4.44 3.79d

8.78d 9.80s 9.84s 8.56 7.45 6.59 5.90t 5.34 4.87 4.42 4.00

6.44d 9.25t 10.27d 10.00 8.53 7.44 6.60 5.91 5.34 4.87 4.40 3.99d

6.86d 9.89t 11.17t 10.04 8.56 7.46 6.59t 5.90 5.33 4.87 4.38 3.97

6.10d 8.15d 11.20t 12.18 10.03 8.39 7.44 6.58 5.89 5.33 4.83 4.36

7.40d 9.91d 12.84d 12.19 10.06 8.57 7.45 6.58 5.89 5.34 4.80 4.34

12.02d 15.27t 12.21 10.07 8.46t 7.45 6.58 5.89 5.31 4.77 4.32

11.66d 15.53 12.23 10.11t 8.35 7.45 6.60 5.91 5.27 4.74 4.30

14.20d 17.69d 15.58 12.31t 10.12 8.59 7.49 6.65 5.86 5.24 4.72

17.19d 21.16 15.61 12.36 10.21 8.69 7.54 6.58 5.82 5.21 4.71

18.09t 21.33 15.71 12.43 10.29 8.67 7.48 6.53 5.80 5.21

21.59 15.88 12.48 10.22 8.62 7.43 6.52 5.81

11.26t 19.72t 21.77 15.86 12.45 10.21 8.60 7.45

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

5.02s 4.66d

5.11s 4.21d 4.19d

5.11s 4.37s 3.86d 3.86d

5.24s 4.60s 3.77s 3.68d 3.67d

5.19s 4.45s 3.76s 3.54d 3.54d

5.92s 4.98s 4.30s 3.75s 3.40s 3.44d 3.56d

7.13s 5.84s 4.94s 4.26s 3.73s 3.30s 3.37d 3.38d 3.41d

6.98s 5.76s 5.04s 4.21s 3.71s 3.28s 3.42d 3.30d 3.36d

7.03s 5.66s 4.82s 4.17s 3.67s 3.28s 3.45d 3.30d 3.34d

6.74s 5.60s 4.90s 4.14s 3.65s 3.27s 3.40d 3.32d 3.34d

6.69s 5.54s 4.73s 4.12s 3.64s 3.00t 3.50d 3.36d 3.38d 3.35d

8.41s 7.07s 5.70s 4.72s 4.11s 3.64s 2.64t 3.58t 3.53d 3.39d 3.34d

6.44d 6.49d 6.79d 5.98t 4.87s 3.98t 2.98t 2.76t 3.58d 3.68d 3.47d 3.39d

5.31d 5.63d 4.95t 4.32t 3.62t 3.67t 3.04t 2.92t 3.89d 3.76d 3.57d 3.45d

4.98d 4.99d 5.14d 5.42d 4.62t 3.95t 3.54t 3.39t 3.14t 4.16d 3.98d 3.68d

5.14d 4.97d 5.07d 5.20d 5.44t 5.10t 3.85t 3.67t 3.83t 4.17d 4.05d 3.85d

5.01d 4.97d 5.11d 5.95t 5.48t 4.43t 3.91t 4.74d 4.49d 4.17d 3.96d

5.09d 5.44d 6.76t 5.50t 4.78t 4.80t 5.30d 4.70d 4.40d 4.16d

6.61d 7.53d 7.92t 6.30t 5.47t 6.02d 5.60 4.94d 4.49d

9.05d 10.28d 9.34t 7.42t 7.08 6.27 5.62 5.11 4.59d

11.52d 12.21d 11.73 9.65 8.20 7.13 6.31 5.66 5.16

15.22d 15.09 11.87 9.75 8.28 7.19 6.38 5.78

7.96t 13.57t 20.98 15.32 12.05 9.91 8.43 7.37

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 3BL

Configuration: Rail +50..100mm Locked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

6

Dn Cant Up Cant Safety Factor: 90%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 15-25°
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Rail-Ability Ltd RACD-10000609

345
5 Stafford, ST16 3HS

15 4
355 356

20
340 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.73s 3.38d

3.46s 3.49s 3.63d

3.44s 3.47s 3.43t

3.43s 3.34s 3.38t 3.19t

3.50s 3.53s 3.50s 3.38t 3.23t

4.09d 3.93s 3.72s 3.63s 3.42t 3.23t 3.06t

5.01d 4.69s 4.27s 3.99s 3.75s 3.48t 3.25t 3.09t 2.52d

4.98s 5.37s 4.69s 4.28s 3.88t 3.55t 3.30t 3.11t 2.91d

4.90s 5.59s 5.21t 4.51t 4.02t 3.65t 3.36t 3.14t 2.99t

5.09s 5.73s 5.66t 4.78t 4.19t 3.77t 3.45t 3.20t 3.04t

5.78s 6.17s 6.19t 5.11t 4.39t 3.90t 3.54t 3.27t 3.09t 2.74d

6.01s 6.42s 6.66d 6.57s 5.47t 4.62t 4.06t 3.65t 3.35t 3.15t 2.84t

6.06t 6.93s 6.94s 6.74s 5.86t 4.86t 4.23t 3.78t 3.45t 3.22t 2.90t

4.45d 6.62d 7.39t 7.33s 6.96s 6.23t 5.12t 4.40t 3.91t 3.55t 3.31t 2.92t

3.82d 5.33d 7.46d 8.25s 7.80d 7.24s 6.42s 5.37t 4.59t 4.05t 3.67t 3.41t

4.93d 6.59d 8.62d 9.03s 8.24d 7.41s 6.48s 5.63t 4.78t 4.20t 3.79t 3.48t

8.00d 10.30d 9.75s 8.65s 7.48s 6.50s 5.76s 4.97t 4.35t 3.93t 3.50t

12.11d 10.38d 8.85s 7.50s 6.54s 5.78s 5.16t 4.51t 4.06t 3.41t

11.82d 13.12s 10.77s 8.90s 7.56s 6.58s 5.82s 5.23s 4.68t 4.10t

13.77s 10.89s 8.97s 7.63s 6.64s 5.90s 5.29s 4.63s 3.64d

18.45d 13.99s 11.02s 9.09s 7.77s 6.75s 5.89s 5.06s 4.13s

19.43s 14.22s 11.17s 9.17s 7.68s 6.52s 5.44s 4.37s

7.45t 12.91t 18.55s 13.55s 10.60s 8.53s 6.98s 5.63s

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.40s 3.09d

3.46s 2.90s 2.82d

2.93s 2.82s 2.64d

2.93s 2.54s 2.49d 2.46d

3.41s 2.92s 2.53s 2.42d 2.35d

4.00s 3.36s 2.89s 2.59s 2.22s 2.28d 2.29d

4.80s 3.95s 3.33s 2.87s 2.50s 2.22s 2.29d 2.27d 2.26d

4.71s 3.87s 3.28s 2.84s 2.49s 2.21s 2.21d 2.21d 2.22d

4.75s 3.93s 3.24s 2.89s 2.47s 2.20s 2.26d 2.24d 2.24d

4.54s 3.77s 3.48s 2.96s 2.45s 2.20s 2.46d 2.22d 2.24d

4.78s 3.74s 3.18s 2.76s 2.45s 2.16t 2.40t 2.28d 2.24d 2.32d

5.85s 4.49s 3.71s 3.17s 2.76s 2.66s 1.77t 2.40t 2.36d 2.28d 2.30d

4.35d 4.31t 3.72s 3.36s 2.68t 2.08t 1.85t 2.43d 2.47d 2.42d 2.33d

3.56d 3.69d 3.52t 3.95t 2.54t 2.20t 2.04t 2.03t 2.57d 2.53d 2.49d 2.41d

3.34d 3.39d 3.44d 3.62d 3.10t 4.23t 2.38t 2.27t 2.10t 2.75d 2.63d 2.57d

3.46d 3.33d 3.35d 3.48d 3.53t 3.32t 2.60t 2.38t 2.57t 2.96d 2.68d 2.55d

3.36d 3.33d 3.47d 4.01t 3.30t 2.86t 2.62t 3.14d 2.97d 2.92d 2.62d

3.33d 3.54d 4.58t 3.71t 3.20t 3.22t 3.45d 3.30d 2.91d 2.79d

4.33d 5.13d 5.57t 4.26t 3.68t 4.34d 3.73d 3.48d 3.15d

6.16d 6.73d 6.36t 4.99t 5.40t 4.46d 3.91d 3.50d 3.09d

7.60d 8.04d 8.77s 7.16s 6.39s 5.71s 4.89d 4.29d 3.62d

10.05d 11.03d 8.89s 7.23s 6.19s 5.38s 4.72s 4.19d

5.20t 8.87t 14.03d 11.33s 8.90s 7.32s 6.23s 5.43s

RTE019 through to RTE021
Locked 01/06/2020

3aLT

Rail-Ability Ltd, Tollgate Drive

Tel: 01785 214747
mail@railability.co.uk

Rated Lift Capacity Chart

Machine type:
Configuration:

Equipment:

Fleet Number:

RA310
Rail +50..100mm Locked Tandem
1.9 + 3.4 + 2.1

Floating Axle:

7.5

7

6.5

6

Maximum Loads (t)
(m)

Safety Factor: 58% (67% of 87%)
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Rail-Ability Ltd RACD-10000609

5
15 Stafford, ST16 3HS

355 4
345 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.49s 3.58d

3.33s 3.49s

3.17s 3.27s 3.41s

3.15s 3.26s 3.32s 3.23t

3.47s 3.37s 3.19s 3.26s 3.22t 2.78d

3.71s 3.57s 3.47s 3.39s 3.23s 3.09t

4.99d 4.46s 4.10s 3.74s 3.69s 3.46s 3.25t 3.10t 2.87t

4.78s 5.12s 4.63s 4.23s 3.91t 3.58t 3.32t 3.12t 2.88

5.31s 5.12s 4.58t 4.07t 3.68t 3.39t 3.16t 2.88

4.77s 5.47s 5.61 4.87t 4.25t 3.81t 3.48t 3.19 2.88 2.59

5.36s 5.93s 5.59 4.86 4.30 3.85 3.48 3.18 2.87 2.59

6.18d 6.49s 5.59 4.85 4.29 3.85 3.48 3.17 2.86 2.58

5.87d 6.73d 6.55 5.58 4.84 4.29 3.84 3.47 3.17 2.84 2.57

4.08d 6.48d 7.36s 6.55 5.57 4.85 4.29 3.84 3.47t 3.15 2.83d 2.56

3.46d 5.08d 7.30t 8.05 6.59 5.61 4.86t 4.28 3.83 3.46 3.13 2.81 2.55

6.29d 8.49t 8.05 6.61 5.59 4.85 4.28 3.83 3.46 3.10 2.80

7.71d 10.06d 8.07 6.61 5.60 4.86 4.28 3.82 3.44 3.08 2.78

6.77d 10.33 8.10 6.63 5.60 4.85t 4.29 3.83 3.41 3.06 2.77

10.34 8.14 6.66 5.64 4.88t 4.32 3.80 3.39 3.05

7.60t 13.77d 10.37 8.14 6.65 5.67 4.91 4.27 3.77 3.36 3.04

14.43 10.43 8.20 6.76 5.67 4.86 4.24 3.76 3.36

14.63 10.57 8.23 6.69 5.64 4.84 4.23 3.75

12.42t 14.75 10.58 8.21 6.69 5.62 4.84

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.48s 3.20d

2.96s 2.86d

2.98s 2.55s 2.61d

3.05s 2.57s 2.65d 2.48d

3.46s 2.96s 2.79s 2.24s 2.40d 2.40d

3.41s 3.01s 2.55s 2.25s 2.30d 2.31d

4.90s 4.00s 3.37s 2.90s 2.53s 2.24s 2.45s 2.24d 2.28d

4.78s 3.93s 3.32s 2.88s 2.59s 2.23s 2.34s 2.21d 2.30d

3.99s 3.28s 2.84s 2.49s 2.22s 2.29d 2.21d 2.21d

4.64s 3.93s 3.24s 2.99s 2.47s 2.21s 2.23d 2.25d 2.22d 2.21d

4.72s 3.79s 3.22s 2.80s 2.46s 2.21s 2.29t 2.31d 2.32d 2.27d

4.57s 3.77s 3.31s 2.78s 2.61s 1.97t 2.32t 2.37d 2.31d 2.27d

4.33d 4.63d 4.10s 3.20s 2.87s 2.30t 1.92t 2.41t 2.44d 2.33d 2.28d

3.53d 3.68d 3.90d 3.94t 3.08t 2.40t 2.06t 1.96t 2.51d 2.47d 2.40d 2.32d

3.35d 3.34d 3.43d 3.60d 3.17t 2.71t 2.40t 2.21t 2.11t 2.83d 2.68d 2.58d 2.41d

3.34d 3.34d 3.45d 3.58t 3.26t 2.63t 2.40t 2.44t 2.93d 2.69d 2.57d

3.37d 3.33d 3.40d 3.77d 3.35t 3.34t 2.64t 3.09t 2.99d 2.90d 2.65d

3.02d 3.39d 4.74t 4.11t 3.26t 3.07t 3.43d 3.26 2.94d 2.75

4.10d 4.81d 5.53t 4.36t 3.72t 4.03 3.61 3.27 2.99

5.74d 6.32d 6.26 5.12t 4.59 4.05 3.63 3.29 3.02

7.31d 7.67d 7.73 6.31 5.33 4.62 4.08 3.65 3.32

9.61d 10.02 7.80 6.37 5.38 4.66 4.11 3.70

8.37t 13.29d 10.18 7.91 6.47 5.47 4.75
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Dn Cant Up Cant Safety Factor: 60% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 345-355°

Fleet Number: RTE019 through to RTE021 3bLT

Configuration: Rail +50..100mm Locked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747
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Rail-Ability Ltd RACD-10000609

15
25 Stafford, ST16 3HS

345 4
335 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.61s

3.25s 3.41

3.17s 3.21s 3.00

3.16s 3.21s 3.02 2.64

3.31s 3.14s 3.02 2.67 2.33

3.44s 3.27s 3.39 3.00 2.68 2.35

3.95s 3.80s 3.36 2.98 2.67 2.37 2.08

5.15s 4.40 3.81 3.33 2.97 2.67 2.37 2.09

5.12 4.34 3.76 3.31 2.95 2.66 2.37 2.10

5.05 4.30 3.72 3.27 2.93 2.65 2.37 2.09 1.86

5.27s 5.02 4.28 3.71 3.27 2.93 2.65 2.36 2.09 1.85

6.09 5.00 4.26 3.70 3.27 2.91s 2.65 2.34 2.08 1.85

5.96t 6.10 5.02 4.25 3.70 3.26 2.91 2.63 2.33 2.06 1.83

3.93d 6.31t 6.08 4.93 4.27 3.69 3.25 2.90 2.61 2.30 2.04 1.83

3.42d 5.01d 7.21d 6.06 5.00 4.17 3.67 3.23 2.88 2.58 2.27 2.02 1.81

6.17d 7.74 6.04 4.97 4.05 3.65 3.22 2.87 2.54 2.25 2.01

7.65d 7.70 6.04 4.95 4.20t 3.64 3.20 2.85 2.51 2.22 1.99

7.65 6.03 4.95 4.19 3.64 3.21 2.81 2.47 2.20 1.98

7.16d 9.23d 10.55 7.66 6.02 4.96 4.21 3.66 3.16 2.77 2.44 2.18

7.72 6.05 4.97 4.21 3.61 3.12 2.73 2.43 2.18

8.02t 11.03t 7.76 6.09 4.99 4.18 3.56 3.09 2.72 2.42

10.96 7.89 6.10 4.95 4.14 3.54 3.08 2.72

12.27t 11.04 7.88 6.09 4.93 4.13 3.53

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.09d

2.98s 3.02d

2.98s 2.56s 2.58d

2.99s 2.58s 2.44d 2.53d

2.97s 2.57s 2.25s 2.42d 2.32

3.42s 3.02s 2.63s 2.25s 2.35d 2.33

3.38s 2.91s 2.53s 2.25s 2.31d 2.26d 2.07

4.06s 3.33s 2.97s 2.59s 2.23s 2.21d 2.24d 2.07

3.90s 3.75s 2.86s 2.49s 2.22s 2.21d 2.21d 2.06

3.96s 3.26s 2.82s 2.49s 2.21s 2.25d 2.25 2.04 1.85

4.63s 3.81s 3.23s 2.80s 2.47s 2.21s 2.30t 2.23 2.02 1.84

4.61s 3.90s 3.32s 2.88s 2.47s 2.14t 2.24t 2.19 2.00 1.83

4.34d 4.50d 3.78s 3.21s 2.88s 2.37t 1.93t 2.33t 2.17 1.98 1.82

3.54d 3.67d 3.81t 4.23d 2.90t 2.50t 2.06t 1.96t 2.36 2.15 1.97 1.81

3.38d 3.33d 3.42d 3.65d 3.65t 2.71t 2.51t 2.21t 2.11t 2.34 2.13 1.95 1.80

3.14d 3.39d 3.45d 3.68d 3.15t 3.26 2.40t 2.37t 2.33 2.12 1.95

3.38d 3.37d 3.39d 3.64d 3.37t 2.92t 2.65t 2.57 2.32 2.12 1.95

2.85d 3.38d 4.46 3.76 3.26 2.87 2.57 2.32 2.12 1.96

4.64d 4.86d 4.48 3.78 3.26 2.88 2.57 2.33 2.13

5.60d 5.56 4.52 3.80 3.28 2.89 2.59 2.35 2.16

7.26 5.61 4.56 3.84 3.32 2.92 2.62 2.38

9.53d 7.35 5.69 4.62 3.89 3.36 2.96 2.66

8.26t 10.53 7.49 5.80 4.71 3.97 3.44
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Dn Cant Up Cant Safety Factor: 60% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 335-345°

Fleet Number: RTE019 through to RTE021 3cLT

Configuration: Rail +50..100mm Locked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

25
35 Stafford, ST16 3HS

335 4
325 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.14

3.18s 2.71

3.08s 2.76 2.36

3.17s 2.76 2.40 2.06

3.16s 2.75 2.41 2.09 1.80

3.64s 3.13 2.72s 2.40 2.11 1.82

4.30 3.61 3.11 2.70 2.40 2.13 1.84 1.59

4.20 3.56 3.07 2.69 2.38 2.13 1.84 1.60

4.16 3.52 3.03 2.66 2.37s 2.13 1.85 1.61

4.10s 3.47 2.96 2.65s 2.36 2.12 1.84 1.60 1.40

4.94 4.07s 3.45s 2.98 2.63s 2.35s 2.12 1.83 1.60 1.40

4.92s 4.05s 3.43s 2.97 2.62s 2.36s 2.09 1.81 1.58 1.39

5.76d 4.90 4.05s 3.43s 2.96 2.63s 2.34 2.07 1.79 1.57 1.38

3.85d 6.20 4.87 4.03 3.43 2.95 2.59t 2.31 2.03 1.77 1.55 1.37

3.39d 4.89d 6.17 4.83 3.96 3.36 2.91 2.56 2.29 2.00 1.74 1.53 1.36

6.12d 6.03 4.81t 3.94 3.35 2.87 2.55 2.27 1.96 1.71 1.51

7.56d 6.03 4.77 3.93 3.34 2.89 2.53 2.22 1.93 1.69 1.50

5.99 4.72 3.89 3.30 2.86 2.51 2.16 1.89 1.67 1.48

6.00 4.71 3.86 3.28 2.85 2.45 2.12 1.87 1.65

7.49t 11.07t 6.06 4.72 3.88 3.29 2.80 2.41 2.09 1.84 1.64

6.12 4.76 3.91 3.25 2.75 2.37 2.08 1.83

8.65 6.20 4.80 3.86 3.21 2.72 2.36 2.07

12.17t 8.78 6.19 4.75 3.84 3.19 2.73

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.11

2.99s 2.69

3.08s 2.57s 2.34

3.00s 2.60s 2.36 2.04

2.98s 2.58s 2.26s 2.06 1.79

3.45s 2.94s 2.64s 2.26s 2.04 1.80

4.04s 3.50s 2.92s 2.54s 2.25s 2.02 1.79 1.58

3.99s 3.47 2.88s 2.52s 2.23s 1.99 1.77 1.58

3.90s 3.30s 2.85s 2.50 2.20 1.96 1.75 1.56

3.95 3.19 2.77 2.43 2.15 1.92 1.72 1.55 1.39

4.77s 3.83s 3.13 2.69 2.37 2.09 1.88 1.69 1.53 1.38

4.63s 3.72 3.02 2.62 2.31 2.05 1.84 1.66 1.51 1.37

4.44d 4.50d 3.62 2.96 2.54 2.25 1.93t 1.81 1.64 1.49 1.36

3.53d 3.67d 3.88d 3.50t 2.89 2.49 2.14t 1.96t 1.78 1.62 1.47 1.35

3.35d 3.38d 3.41d 3.64d 3.37t 2.83 2.47 2.19 1.95 1.76 1.60 1.46 1.34

2.96d 3.34d 3.44d 3.38 2.83 2.46 2.18 1.93 1.74 1.59 1.46

3.42d 2.56d 3.39d 3.36 2.83 2.44 2.15 1.93 1.74 1.58 1.45

2.72d 3.42d 3.38 2.83 2.46 2.16 1.92 1.74 1.58 1.46

3.98d 4.23 3.40 2.85 2.46 2.16 1.93 1.75 1.59

5.54d 4.25 3.43 2.88 2.48 2.18 1.95 1.76 1.62

5.61 4.30 3.48 2.91 2.51 2.21 1.97 1.79

8.05 5.70 4.38 3.54 2.96 2.55 2.25 2.01

8.08t 8.24 5.82 4.48 3.62 3.04 2.63

-3

-3.5

0

-0.5

-1

-1.5

-2

-2.5

0.5

6

5.5

5

4.5

4

3.5

3

2.5

2

1.5

1

6.5

-0.5

-1

-1.5

-2

-2.5

-3

-3.5

Minimum Loads (t)
(m)

7.5

7

0

5.5

5

4.5

4

3.5

3

2.5

2

1.5

1

0.5

6

Dn Cant Up Cant Safety Factor: 60% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 325-335°

Fleet Number: RTE019 through to RTE021 3dLT

Configuration: Rail +50..100mm Locked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.

mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk


Rail-Ability Ltd RACD-10000609

35
45 Stafford, ST16 3HS

325 4
315 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.70

2.77 2.33

2.77 2.38 2.01

2.76 2.39 2.05 1.74

2.74 2.37 2.08 1.78 1.51

3.18 2.72 2.35 2.06 1.80 1.54

3.74 3.14 2.68 2.33 2.06 1.81 1.55 1.33

3.68 3.09 2.64 2.32 2.04 1.82 1.56 1.34

3.60 3.04 2.61 2.29 2.03 1.82 1.56 1.34

3.53 2.96 2.59 2.27 2.03 1.81 1.55 1.34 1.16

4.28 3.49 2.97 2.53 2.26 2.01 1.80 1.54 1.33 1.15

4.25 3.49 2.95 2.53 2.26 2.02 1.77 1.52 1.32 1.14

5.43 4.24 3.49 2.95 2.55 2.26 2.01 1.76 1.51 1.30 1.13

3.78d 5.36 4.22 3.38 2.96 2.55 2.24t 1.98 1.72 1.48 1.29 1.12

3.35d 4.83d 5.26 4.18 3.41 2.92 2.51 2.22 1.95 1.69 1.45 1.27 1.11

6.05d 5.22 4.11 3.40 2.88 2.49 2.18 1.92 1.65 1.43 1.25

7.13 5.17 4.06 3.33 2.83 2.45 2.15 1.87 1.61 1.40 1.23

5.14 4.01 3.30 2.80 2.42 2.12 1.82 1.58 1.38 1.22

5.14 4.00 3.28 2.78 2.40 2.07 1.78 1.55 1.36

7.20 5.16 4.01 3.29 2.78 2.37 2.02 1.75 1.53 1.35

10.89d 7.27 5.20 4.06 3.32 2.75 2.32 1.99 1.73 1.52

7.41 5.30 4.09 3.26 2.70 2.29 1.97 1.72

12.01t 7.50 5.29 4.04 3.25 2.69 2.29 1.98

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.68

2.76 2.31

2.77 2.34 2.00

2.76 2.35 2.02 1.73

2.73 2.32 2.01 1.74 1.50

3.17 2.68 2.30 1.98 1.74 1.51

3.71 3.12 2.62 2.23 1.95 1.70 1.50 1.32

3.52 2.96 2.52 2.17 1.90 1.68 1.48 1.31

3.44 2.82 2.42 2.11 1.85 1.64 1.46 1.30

3.36 2.70 2.33 2.04 1.80 1.60 1.43 1.28 1.15

4.23 3.25 2.61 2.25 1.98 1.75 1.56 1.40 1.26 1.14

4.06 3.15 2.53 2.17 1.92 1.70 1.52 1.38 1.24 1.12

4.32d 3.90 3.04 2.46 2.10 1.86 1.66 1.50 1.35 1.22 1.11

3.52d 3.67d 3.73 2.94 2.40 2.05 1.84 1.63 1.47 1.33 1.21 1.10

3.35d 3.33d 3.41d 3.57d 2.86 2.33 2.03 1.81 1.61 1.45 1.31 1.19 1.10

2.86d 3.33d 3.44d 2.81 2.32 2.01 1.79 1.58 1.43 1.30 1.19

3.28d 2.44d 3.38d 2.77 2.32 2.00 1.76 1.58 1.42 1.29 1.19

2.74d 3.37d 2.80 2.33 2.02 1.77 1.57 1.42 1.29 1.19

3.91d 3.51 2.85 2.38 2.02 1.78 1.58 1.43 1.30

4.66 3.55 2.85 2.38 2.04 1.79 1.60 1.44 1.33

4.72 3.59 2.89 2.41 2.07 1.82 1.62 1.48

6.83 4.79 3.66 2.94 2.46 2.11 1.86 1.67

7.88t 7.01 4.92 3.76 3.03 2.54 2.18 1.96
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Dn Cant Up Cant Safety Factor: 60% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 315-325°

Fleet Number: RTE019 through to RTE021 3eLT

Configuration: Rail +50..100mm Locked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

45
55 Stafford, ST16 3HS

315 4
305 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.54

2.60 2.18

2.61 2.23 1.88

2.60 2.24 1.92 1.62

2.58 2.23 1.94 1.66 1.40

2.98 2.55 2.21 1.93 1.68 1.43

3.51 2.94 2.51 2.18 1.92 1.69 1.44 1.23

3.45 2.89 2.49 2.16 1.91 1.69 1.45 1.24

3.35 2.85 2.45 2.14 1.90 1.70 1.45 1.24

3.32 2.78 2.42 2.12 1.88 1.69 1.44 1.24 1.06

3.99 3.29 2.78 2.36 2.11 1.88 1.67 1.43 1.23 1.06

3.85 3.25 2.76 2.37 2.11 1.89 1.66 1.42 1.22 1.05

5.08 3.98 3.25 2.75 2.38 2.11 1.88 1.64 1.39 1.20 1.04

3.72d 5.05 4.00 3.26 2.77 2.40 2.10 1.86 1.60 1.37 1.18 1.03

4.72d 4.96 3.95 3.26 2.71 2.38 2.07 1.82 1.57 1.35 1.17 1.02

5.99d 4.89 3.85 3.16 2.66 2.33 2.03 1.79 1.53 1.32 1.15 1.01

6.65 4.82 3.78 3.12 2.62 2.25 2.00 1.74 1.49 1.29 1.13

6.56d 4.79 3.76 3.07 2.58 2.25 1.98 1.69 1.46 1.27 1.12

9.07d 4.80 3.73 3.06 2.59 2.24 1.92 1.65 1.43 1.25

4.81 3.75 3.06 2.59 2.20 1.87 1.61 1.41 1.24

4.86 3.77 3.09 2.56 2.15 1.84 1.59 1.40

6.93 4.96 3.82 3.06 2.51 2.12 1.82 1.59

11.37 7.03 4.96 3.77 3.02 2.50 2.11 1.83

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.51

2.59 2.16

2.61 2.20 1.86

2.60 2.20 1.88 1.61

2.57 2.17 1.87 1.62 1.39

2.98 2.51 2.14 1.86 1.61 1.40

3.49 2.90 2.44 2.11 1.81 1.58 1.39 1.22

3.32 2.76 2.36 2.03 1.77 1.55 1.37 1.21

3.23 2.63 2.26 1.96 1.72 1.52 1.35 1.20

3.14 2.50 2.16 1.89 1.67 1.48 1.32 1.18 1.05

3.94 3.07 2.43 2.07 1.83 1.62 1.44 1.29 1.16 1.04

3.78 2.92 2.36 1.99 1.77 1.57 1.40 1.26 1.14 1.03

4.43d 3.63 2.83 2.28 1.99 1.72 1.53 1.37 1.24 1.12 1.02

3.53d 3.73d 3.48 2.72 2.20 1.88 1.68 1.49 1.34 1.21 1.10 1.01

3.37d 3.41d 3.36 2.64 2.14 1.86 1.64 1.47 1.32 1.20 1.09 1.00

2.68d 3.38d 3.28 2.58 2.12 1.84 1.64 1.45 1.31 1.18 1.08 1.00

3.17d 2.31d 3.22 2.55 2.13 1.84 1.61 1.44 1.30 1.18 1.08

2.59d 3.22 2.57 2.15 1.84 1.62 1.44 1.30 1.18 1.09

3.87d 3.26 2.60 2.18 1.85 1.63 1.45 1.30 1.19

4.32 3.28 2.63 2.18 1.87 1.64 1.46 1.32 1.22

4.38 3.32 2.67 2.22 1.90 1.67 1.49 1.35

6.36 4.46 3.39 2.72 2.26 1.94 1.71 1.53

7.92t 6.52 4.56 3.49 2.81 2.34 2.01 1.79
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Dn Cant Up Cant Safety Factor: 60% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 305-315°

Fleet Number: RTE019 through to RTE021 3fLT

Configuration: Rail +50..100mm Locked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

55
65 Stafford, ST16 3HS

305 4
295 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.41

2.48 2.07

2.48 2.12 1.78

2.47 2.12 1.82 1.53

2.46 2.11 1.84 1.56 1.32

2.84 2.42 2.09 1.83 1.59 1.34

3.35 2.80 2.38 2.06 1.82 1.60 1.36 1.15

3.23 2.74 2.36 2.04 1.80 1.61 1.36 1.16

3.19 2.70 2.31 2.03 1.79 1.60 1.37 1.16 .99

3.13 2.65 2.28 2.01 1.77 1.61 1.36 1.16 .99

3.77 3.09 2.61 2.25 2.00 1.78 1.59 1.35 1.15 .99

3.77 3.09 2.61 2.25 1.94 1.78 1.57 1.34 1.14 .98

4.83 3.72 3.09 2.61 2.26 1.98 1.79 1.55 1.31 1.12 .97

3.65d 4.82 3.78 3.10 2.61 2.26 1.99 1.75 1.52 1.29 1.11 .95

4.71d 4.71 3.73 3.03 2.61 2.22 1.96 1.72 1.48 1.26 1.09 .94

5.80d 4.60 3.64 3.01 2.55 2.14 1.91 1.69 1.44 1.23 1.07 .93

6.30 4.58 3.59 2.93 2.50 2.15 1.88 1.64 1.40 1.21 1.05

6.50t 4.54 3.54 2.91 2.46 2.12 1.86 1.59 1.36 1.18 1.04

9.05d 4.51 3.54 2.89 2.44 2.11 1.81 1.54 1.33 1.17

10.49t 4.56 3.53 2.89 2.44 2.07 1.76 1.51 1.31 1.16

7.89t 4.60 3.57 2.92 2.41 2.02 1.72 1.49 1.31

6.61 4.70 3.60 2.88 2.37 2.00 1.71 1.49

10.79 6.69 4.68 3.56 2.86 2.36 1.99 1.71

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.39

2.46 2.05

2.48 2.09 1.77

2.47 2.09 1.78 1.52

2.44 2.07 1.77 1.53 1.31

2.84 2.38 2.03 1.75 1.53 1.32

3.32 2.77 2.32 1.99 1.71 1.50 1.31 1.14

3.15 2.63 2.23 1.92 1.67 1.46 1.29 1.14

3.07 2.49 2.13 1.85 1.62 1.43 1.26 1.12 .99

2.99 2.38 2.05 1.78 1.57 1.39 1.23 1.10 .98

3.77 2.87 2.29 1.94 1.71 1.52 1.35 1.21 1.08 .97

3.61 2.78 2.21 1.86 1.65 1.46 1.31 1.18 1.06 .96

4.33d 3.43 2.65 2.13 1.80 1.60 1.43 1.28 1.16 1.04 .94

3.58d 3.66d 3.29 2.56 2.06 1.77 1.56 1.40 1.25 1.13 1.03 .94

1.90d 3.40d 3.15 2.46 2.00 1.73 1.53 1.37 1.23 1.11 1.01 .93

2.59d 3.33d 3.06 2.41 1.98 1.71 1.51 1.35 1.21 1.10 1.01 .93

3.08d 2.21d 3.03 2.39 1.99 1.78 1.52 1.34 1.20 1.09 1.00

2.42d 3.02 2.40 1.99 1.71 1.50 1.34 1.20 1.10 1.01

4.03 3.03 2.42 2.01 1.73 1.51 1.34 1.21 1.11

4.06 3.07 2.45 2.04 1.75 1.53 1.36 1.23 1.13

4.11 3.11 2.49 2.07 1.78 1.55 1.38 1.26

6.00 4.19 3.18 2.54 2.12 1.81 1.59 1.43

7.84t 6.15 4.30 3.28 2.63 2.19 1.88 1.67
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Dn Cant Up Cant Safety Factor: 60% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 295-305°

Fleet Number: RTE019 through to RTE021 3gLT

Configuration: Rail +50..100mm Locked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

65
85 Stafford, ST16 3HS

295 4
275 356

20
340 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.32

2.37 1.98

2.04 1.70

2.38 2.04 1.75 1.47

2.34 2.03 1.76 1.50 1.26

2.74 2.33 2.01 1.76 1.52 1.28

2.68 2.29 1.98 1.75 1.54 1.29 1.09

3.14 2.62 2.25 1.96 1.73 1.55 1.30 1.10

3.07 2.57 2.22 1.93 1.72 1.54 1.31 1.11 .94

3.01 2.54 2.19 1.92 1.70 1.53 1.30 1.10 .94

3.64 2.98 2.52 2.18 1.90 1.70 1.53 1.29 1.10 .93

3.62 2.94 2.50 2.16 1.90 1.70 1.51 1.27 1.08 .92

4.64 3.55 2.93 2.49 2.15 1.91 1.72 1.47 1.25 1.07 .91

3.59d 4.63 3.61 2.87 2.51 2.18 1.91 1.68 1.44 1.23 1.05 .90

4.65d 4.53 3.57 2.96 2.42 2.14 1.87 1.64 1.41 1.20 1.03 .89

5.91d 4.44 3.50 2.88 2.42 2.09 1.83 1.61 1.37 1.17 1.01 .88

6.08 4.33 3.41 2.82 2.38 2.04 1.80 1.56 1.33 1.14 .99

6.55t 4.33 3.40 2.77 2.32 2.03 1.78 1.51 1.30 1.12 .98

6.92t 9.02d 6.05 4.34 3.37 2.75 2.20 2.02 1.73 1.47 1.27 1.10

10.15 4.36 3.39 2.76 2.33 1.98 1.67 1.43 1.24 1.09

7.95t 4.40 3.41 2.79 2.31 1.93 1.64 1.41 1.23

6.29 4.49 3.44 2.75 2.26 1.90 1.62 1.41

10.35 6.39 4.49 3.40 2.72 2.24 1.89 1.63

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.29

2.37 1.97

2.01 1.69

2.38 2.01 1.70 1.45

2.34 1.99 1.70 1.46 1.25

2.74 2.30 1.96 1.69 1.46 1.26

2.63 2.25 1.89 1.64 1.43 1.24 1.08

3.03 2.52 2.14 1.84 1.59 1.40 1.22 1.08

2.96 2.39 2.04 1.77 1.55 1.36 1.20 1.06 .94

2.85 2.25 1.94 1.70 1.50 1.32 1.17 1.04 .93

3.60 2.76 2.20 1.85 1.63 1.44 1.28 1.14 1.02 .92

3.47 2.64 2.11 1.77 1.57 1.40 1.24 1.11 1.00 .90

4.31d 3.28 2.53 2.02 1.77 1.53 1.35 1.21 1.09 .98 .89

3.52d 3.65d 3.13 2.42 1.94 1.66 1.49 1.31 1.18 1.07 .97 .88

1.90d 3.40d 3.00 2.35 1.90 1.63 1.46 1.29 1.16 1.05 .95 .87

2.60d 3.33d 2.92 2.29 1.87 1.62 1.45 1.27 1.14 1.04 .95 .87

2.99d 2.25d 2.88 2.26 1.87 1.61 1.41 1.26 1.14 1.03 .94

2.46d 2.87 2.27 1.90 1.62 1.42 1.26 1.14 1.03 .95

3.79d 2.89 2.30 1.92 1.63 1.42 1.27 1.14 1.04

3.86 2.91 2.32 1.93 1.65 1.44 1.28 1.16 1.07

3.91 2.96 2.36 1.96 1.68 1.47 1.31 1.19

5.71 3.99 3.02 2.41 2.01 1.72 1.50 1.35

7.93t 5.88 4.10 3.11 2.49 2.08 1.78 1.58
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Dn Cant Up Cant Safety Factor: 60% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 275-295°

Fleet Number: RTE019 through to RTE021 3hLT

Configuration: Rail +50..100mm Locked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

85
95 Stafford, ST16 3HS

275 4
265 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.33

2.40 2.00

2.05 1.72

2.39 2.03 1.76 1.48

2.37 2.03 1.77 1.51 1.27

2.75 2.34 2.02 1.77 1.53 1.29

3.24 2.71 2.30 2.00 1.75 1.55 1.31 1.10

3.15 2.64 2.27 1.97 1.74 1.56 1.31 1.11

3.10 2.61 2.23 1.95 1.72 1.55 1.32 1.11 .94

3.04 2.56 2.19 1.94 1.72 1.54 1.31 1.11 .95

3.66 3.01 2.53 2.19 1.92 1.71 1.54 1.30 1.10 .94

3.65 2.97 2.51 2.18 1.88 1.71 1.52 1.29 1.09 .93

4.69 3.57 2.96 2.51 2.16 1.91 1.73 1.49 1.26 1.08 .92

3.52d 4.69 3.63 2.94 2.53 2.19 1.94 1.69 1.46 1.23 1.06 .91

4.61d 4.56 3.59 2.98 2.45 2.16 1.88 1.66 1.42 1.21 1.04 .90

5.90d 4.47 3.53 2.89 2.43 2.12 1.84 1.62 1.38 1.18 1.02 .89

6.14 4.39 3.45 2.84 2.38 2.08 1.81 1.58 1.34 1.15 1.00

6.50t 4.38 3.43 2.81 2.37 2.02 1.79 1.53 1.30 1.13 .99

6.12 4.38 3.39 2.77 2.35 2.03 1.74 1.48 1.28 1.11

4.40 3.41 2.78 2.35 2.00 1.69 1.45 1.26 1.10

4.44 3.44 2.82 2.32 1.95 1.65 1.42 1.25

6.35 4.52 3.49 2.78 2.28 1.92 1.64 1.42

10.41 6.43 4.50 3.44 2.74 2.26 1.91 1.64

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.31

2.39 1.98

2.03 1.70

2.39 2.02 1.72 1.47

2.37 2.00 1.71 1.48 1.26

2.75 2.32 1.96 1.69 1.46 1.27

3.22 2.69 2.24 1.92 1.66 1.44 1.26 1.09

3.06 2.54 2.15 1.85 1.61 1.41 1.24 1.09

2.97 2.40 2.06 1.78 1.56 1.37 1.21 1.07 .94

2.90 2.28 1.96 1.72 1.50 1.33 1.18 1.05 .94

3.66 2.77 2.20 1.87 1.64 1.46 1.29 1.15 1.03 .92

3.48 2.67 2.12 1.79 1.58 1.40 1.26 1.13 1.01 .91

4.58 3.31 2.55 2.05 1.73 1.53 1.36 1.22 1.10 .99 .90

3.52d 3.65d 3.16 2.44 1.97 1.68 1.48 1.33 1.19 1.08 .98 .89

1.90d 3.40d 3.03 2.37 1.91 1.65 1.49 1.30 1.17 1.06 .97 .88

2.46d 3.37d 2.94 2.31 1.89 1.64 1.44 1.29 1.15 1.05 .96 .88

2.99d 2.10d 2.90 2.28 1.89 1.63 1.43 1.27 1.15 1.04 .95

2.31d 2.89 2.29 1.90 1.66 1.43 1.27 1.14 1.04 .96

2.26d 2.93 2.33 1.92 1.65 1.44 1.28 1.15 1.05

3.90 2.94 2.35 1.94 1.66 1.45 1.29 1.17 1.08

3.95 2.98 2.38 1.98 1.69 1.48 1.32 1.20

5.76 4.02 3.04 2.43 2.02 1.73 1.52 1.36

7.95t 5.91 4.12 3.14 2.51 2.09 1.80 1.59
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Dn Cant Up Cant Safety Factor: 60% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 265-275°

Fleet Number: RTE019 through to RTE021 3iLT

Configuration: Rail +50..100mm Locked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

95
105 Stafford, ST16 3HS
265 4
255 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.46

2.52 2.11

2.16 1.82

2.51 2.16 1.86 1.57

2.50 2.14 1.87 1.60 1.35

2.47 2.13 1.87 1.62 1.38

3.42 2.86 2.43 2.12 1.85 1.64 1.39 1.18

3.31 2.79 2.40 2.08 1.85 1.65 1.39 1.19

3.27 2.75 2.37 2.07 1.82 1.64 1.40 1.19 1.01

3.21 2.71 2.32 2.05 1.82 1.64 1.39 1.19 1.02

3.86 3.18 2.67 2.31 2.04 1.81 1.63 1.38 1.18 1.01

3.86 3.14 2.65 2.31 1.98 1.81 1.61 1.37 1.17 1.00

4.96 3.78 3.14 2.65 2.29 2.02 1.83 1.59 1.34 1.16 1.00

3.52d 4.96 3.86 3.11 2.68 2.31 2.05 1.79 1.55 1.32 1.14 .98

4.61d 4.83 3.80 3.15 2.61 2.29 1.99 1.76 1.51 1.29 1.12 .97

5.90d 4.74 3.74 3.06 2.56 2.24 1.95 1.72 1.47 1.26 1.10 .96

6.51 4.66 3.66 3.02 2.52 2.20 1.92 1.68 1.43 1.24 1.08

6.52t 4.65 3.64 2.98 2.52 2.16 1.91 1.63 1.39 1.22 1.06

6.49 4.65 3.61 2.95 2.50 2.16 1.85 1.58 1.37 1.20

4.66 3.62 2.96 2.49 2.13 1.80 1.55 1.35 1.19

4.69 3.65 2.98 2.47 2.07 1.76 1.52 1.34

6.67 4.79 3.68 2.94 2.42 2.04 1.75 1.52

10.86 6.74 4.76 3.63 2.91 2.40 2.03 1.75

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.44

2.52 2.10

2.14 1.80

2.51 2.13 1.83 1.56

2.49 2.12 1.81 1.57 1.34

2.44 2.07 1.79 1.55 1.35

3.40 2.83 2.36 2.03 1.76 1.53 1.34 1.17

3.24 2.68 2.29 1.96 1.71 1.50 1.32 1.17

3.15 2.55 2.18 1.90 1.66 1.46 1.30 1.15 1.01

3.07 2.42 2.09 1.83 1.60 1.42 1.27 1.13 1.01

3.86 2.96 2.34 2.01 1.75 1.56 1.38 1.23 1.11 1.00

3.69 2.84 2.27 1.92 1.69 1.50 1.35 1.21 1.09 .98

4.45d 3.52 2.73 2.20 1.85 1.64 1.47 1.31 1.18 1.07 .97

3.52d 3.73d 3.37 2.63 2.12 1.80 1.59 1.43 1.28 1.16 1.05 .96

3.37d 3.40d 3.24 2.54 2.06 1.78 1.57 1.40 1.26 1.14 1.04 .95

2.46d 3.37d 3.15 2.48 2.03 1.77 1.55 1.39 1.24 1.13 1.03 .95

2.99d 2.10d 3.11 2.45 2.04 1.76 1.55 1.37 1.24 1.12 1.03

2.31d 3.10 2.46 2.05 1.78 1.54 1.38 1.23 1.12 1.04

2.26d 3.14 2.50 2.07 1.77 1.55 1.38 1.24 1.13

4.16 3.15 2.52 2.09 1.79 1.56 1.39 1.26 1.16

4.21 3.19 2.55 2.12 1.82 1.59 1.42 1.29

6.11 4.28 3.25 2.60 2.17 1.86 1.63 1.46

7.95t 6.25 4.39 3.35 2.69 2.24 1.92 1.70
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Dn Cant Up Cant Safety Factor: 60% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 255-265°

Fleet Number: RTE019 through to RTE021 3jLT

Configuration: Rail +50..100mm Locked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

105
115 Stafford, ST16 3HS
255 4
245 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.61

2.67 2.24

2.29 1.93

2.67 2.29 1.97 1.67

2.65 2.28 1.99 1.70 1.45

3.07 2.61 2.26 1.98 1.72 1.47

3.62 3.02 2.57 2.23 1.97 1.74 1.48 1.26

3.53 2.94 2.53 2.21 1.95 1.75 1.49 1.27

3.47 2.86 2.49 2.20 1.94 1.75 1.49 1.28 1.09

3.41 2.88 2.41 2.17 1.92 1.74 1.49 1.27 1.09

4.10 3.36 2.85 2.46 2.16 1.93 1.73 1.48 1.27 1.09

4.10 3.33 2.82 2.45 2.15 1.93 1.71 1.45 1.25 1.08

5.26 3.99 3.32 2.82 2.44 2.16 1.93 1.67 1.44 1.24 1.07

3.52d 5.23 4.08 3.28 2.84 2.46 2.16t 1.91 1.65 1.41 1.22 1.06

4.61d 5.13 4.03 3.33 2.75 2.43 2.12 1.86 1.62 1.39 1.20 1.05

5.91d 5.03 3.97 3.27 2.74 2.38 2.08 1.84 1.57 1.36 1.18 1.04

6.90 4.94 3.89 3.20 2.69 2.34 2.05 1.79 1.53 1.33 1.16

4.94 3.86 3.16 2.68 2.31 2.03 1.74 1.50 1.31 1.15

4.94 3.83 3.14 2.66 2.30 1.98 1.69 1.47 1.29

7.50d 10.75t 4.94 3.85 3.14 2.66 2.26 1.92 1.66 1.45 1.28

4.99 3.87 3.17 2.63 2.21 1.89 1.64 1.44

7.08 5.06 3.91 3.13 2.58 2.18 1.87 1.63

11.39 7.16 5.06 3.87 3.09 2.57 2.17 1.87

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.58

2.67 2.22

2.26 1.92

2.66 2.26 1.94 1.66

2.65 2.24 1.92 1.67 1.44

3.06 2.59 2.21 1.91 1.66 1.45

3.59 2.96 2.52 2.17 1.88 1.64 1.44 1.25

3.41 2.84 2.42 2.09 1.82 1.60 1.41 1.25

3.34 2.71 2.32 2.02 1.77 1.56 1.38 1.23 1.09

3.24 2.58 2.22 1.95 1.72 1.53 1.36 1.22 1.09

4.10 3.14 2.54 2.14 1.89 1.66 1.48 1.33 1.19 1.07

3.93 3.04 2.50 2.05 1.83 1.62 1.45 1.30 1.17 1.06

4.54d 3.75 2.92 2.35 2.06 1.76 1.57 1.41 1.27 1.16 1.05

3.52d 3.65d 3.60 2.81 2.28 1.94 1.75 1.54 1.38 1.25 1.14 1.04

1.90d 3.40d 3.47 2.73 2.22 1.92 1.72 1.51 1.36 1.24 1.13 1.03

2.50d 3.37d 3.38 2.67 2.20 1.90 1.67 1.50 1.34 1.22 1.12 1.03

2.99d 2.25d 3.34 2.64 2.20 1.89 1.66 1.48 1.34 1.22 1.12

2.46d 3.32 2.65 2.21 1.91 1.66 1.49 1.34 1.22 1.12

3.79d 3.36 2.68 2.25 1.91 1.67 1.49 1.35 1.23

4.45 3.37 2.71 2.25 1.93 1.69 1.50 1.36 1.25

4.49 3.41 2.74 2.29 1.96 1.72 1.53 1.39

6.49 4.57 3.48 2.80 2.33 1.99 1.75 1.57

8.03t 6.63 4.67 3.57 2.87 2.40 2.06 1.83
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Dn Cant Up Cant Safety Factor: 60% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 245-255°

Fleet Number: RTE019 through to RTE021 3kLT

Configuration: Rail +50..100mm Locked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

115
125 Stafford, ST16 3HS
245 4
235 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.83

2.89 2.43

2.48 2.11

2.88 2.48 2.15 1.83

2.86 2.47 2.17 1.86 1.59

2.83 2.45 2.16 1.88 1.61

3.90 3.26 2.80 2.44 2.14 1.89 1.63 1.40

3.83 3.22 2.76 2.41 2.13 1.90 1.64 1.41

3.73 3.17 2.73 2.39 2.11 1.91 1.63 1.41 1.22

3.71 3.11 2.70 2.36 2.11 1.90 1.63 1.40 1.22

4.46 3.67 3.10 2.64 2.36 2.10 1.88 1.62 1.40 1.21

4.45 3.64 3.09 2.65 2.35 2.10 1.86 1.60 1.39 1.21

5.69t 4.39 3.61 3.08 2.67 2.35 2.10 1.84 1.58 1.37 1.19

3.60d 5.63t 4.44 3.53 3.08 2.67 2.34 2.06 1.81 1.56 1.35 1.18

4.66d 5.59 4.39t 3.57 2.97 2.63 2.30 2.04 1.77 1.53 1.33 1.17

5.92d 5.47 4.30 3.56 3.01 2.57 2.28 2.00 1.72 1.50 1.31 1.16

7.34d 5.37 4.25 3.50 2.96 2.51 2.24 1.96 1.69 1.47 1.29

5.36 4.21 3.45 2.92 2.53 2.22 1.91 1.65 1.45 1.28

9.02d 5.37 4.20 3.44 2.91 2.51 2.16 1.86 1.62 1.43

5.38 4.20 3.44 2.91 2.47 2.11 1.83 1.60 1.42

8.02t 10.84d 5.42 4.23 3.46 2.88 2.42 2.08 1.81 1.60

7.71 5.53 4.26 3.42 2.84 2.40 2.07 1.80

12.19 7.75 5.50 4.21 3.39 2.81 2.39 2.07

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.80

2.88 2.41

2.45 2.09

2.88 2.45 2.11 1.82

2.84 2.44 2.10 1.82 1.58

2.79 2.39 2.07 1.81 1.59

3.90 3.22 2.73 2.35 2.04 1.79 1.58 1.39

3.70 3.11 2.64 2.29 1.99 1.76 1.56 1.38

3.62 2.97 2.55 2.21 1.94 1.72 1.53 1.37 1.22

3.56 2.85 2.44 2.14 1.89 1.68 1.50 1.35 1.21

4.44 3.43 2.77 2.35 2.07 1.84 1.64 1.47 1.33 1.20

4.31 3.32 2.68 2.27 2.01 1.79 1.60 1.45 1.31 1.18

4.33d 4.12 3.21 2.59 2.20 1.96 1.74 1.57 1.42 1.29 1.17

3.53d 3.66d 3.87d 3.10 2.52 2.16 1.92 1.71 1.54 1.39 1.27 1.16

1.90d 3.40d 3.62d 3.02 2.47 2.13 1.88 1.69 1.52 1.38 1.26 1.16

2.59d 3.33d 3.43d 2.96 2.45 2.12 1.87 1.67 1.51 1.37 1.25 1.16

3.08d 2.24d 3.43d 2.93 2.45 2.11 1.86 1.66 1.49 1.36 1.25

2.46d 3.36d 2.94 2.46 2.11 1.87 1.66 1.49 1.36 1.25

3.79d 3.69 2.96 2.48 2.13 1.87 1.66 1.50 1.37

4.89 3.72 2.99 2.51 2.15 1.88 1.68 1.52 1.39

4.94 3.77 3.03 2.53 2.18 1.91 1.70 1.55

7.09 5.01 3.83 3.08 2.58 2.21 1.95 1.74

7.90t 7.24 5.12 3.92 3.17 2.65 2.28 2.03
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Dn Cant Up Cant Safety Factor: 60% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 235-245°

Fleet Number: RTE019 through to RTE021 3lLT

Configuration: Rail +50..100mm Locked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

125
135 Stafford, ST16 3HS
235 4
225 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.15

3.12s 2.72

2.76 2.36

3.01s 2.75 2.40 2.06

3.16 2.75 2.41 2.09 1.80

3.49s 3.13 2.73 2.39 2.11 1.82

4.22s 3.63 3.11 2.70 2.38 2.12 1.83 1.59

4.25 3.52 3.06 2.68 2.37 2.12 1.84 1.60

4.14 3.49 3.01 2.66 2.36 2.12 1.84 1.60

4.11 3.45 2.99 2.64 2.35 2.12 1.83 1.59 1.39

4.84s 4.05 3.45 2.98 2.61 2.33 2.11 1.82 1.59 1.39

4.93 4.03 3.41 2.95 2.62 2.34 2.09 1.81 1.57 1.38

5.69d 4.95 4.02 3.41 2.97 2.60 2.32 2.06 1.78 1.56 1.37

3.66d 6.18 4.88 4.04 3.42 2.95 2.59 2.30 2.03 1.76 1.54 1.36

4.72d 6.20 4.82 4.00t 3.38 2.92 2.56 2.28 1.99 1.74 1.52 1.35

5.82d 6.07 4.82 3.96 3.32 2.89 2.54 2.26 1.95 1.71 1.51 1.34

7.45d 6.08 4.77 3.91 3.30 2.87 2.52 2.21 1.92 1.68 1.49

6.04 4.71 3.88 3.28 2.84 2.49 2.16 1.88 1.65 1.47

7.10t 6.03 4.70 3.85 3.16 2.83 2.44 2.11 1.85 1.64

8.38 6.04 4.71 3.86 3.26 2.78 2.39 2.08 1.83 1.63

8.41 6.07 4.74 3.89 3.23 2.73 2.35 2.06 1.82

8.56 6.14 4.77 3.84 3.19 2.71 2.34 2.06

8.11t 12.35t 8.62 6.14 4.72 3.81 3.17 2.70 2.35

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.12

3.03s 2.70

2.60s 2.34

3.01s 2.61s 2.36 2.04

2.99s 2.59s 2.28s 2.05 1.79

3.48s 2.98s 2.58s 2.27s 2.04 1.79

4.22s 3.54s 2.94s 2.56s 2.26s 2.02 1.78 1.58

4.01s 3.37s 2.90s 2.54s 2.24 1.99 1.76 1.57

3.94s 3.32 2.85 2.50 2.19 1.95 1.74 1.56

3.96 3.20 2.76 2.43 2.14 1.91 1.71 1.54 1.38

4.84s 3.86 3.11 2.68 2.36 2.09 1.87 1.68 1.52 1.37

4.67s 3.75 3.03 2.60 2.30 2.04 1.83 1.65 1.50 1.36

4.35d 4.49d 3.63 2.96 2.52 2.23 1.86t 1.79 1.62 1.48 1.35

3.59d 3.67d 3.89d 3.52 2.89 2.47 2.07t 1.96 1.77 1.61 1.46 1.34

3.33d 3.41d 3.57d 3.44 2.82 2.42t 2.19 1.93 1.75 1.58 1.45 1.33

2.68d 3.33d 3.44d 3.38 2.80 2.44 2.17 1.92 1.73 1.57 1.44 1.33

3.20d 2.35d 3.38d 3.35 2.81 2.42 2.14 1.92 1.72 1.57 1.44

2.47d 3.37d 3.37 2.81 2.45 2.14 1.90 1.72 1.57 1.45

3.98d 4.22 3.42 2.83 2.44 2.14 1.91 1.73 1.58

5.52d 4.23 3.42 2.86 2.46 2.16 1.93 1.74 1.60

5.57 4.27 3.45 2.89 2.49 2.19 1.95 1.77

7.96 5.65 4.34 3.50 2.94 2.53 2.22 2.00

5.18t 8.18t 8.10 5.75 4.43 3.58 3.01 2.60 2.31
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Dn Cant Up Cant Safety Factor: 60% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 225-235°

Fleet Number: RTE019 through to RTE021 3mLT

Configuration: Rail +50..100mm Locked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

135
145 Stafford, ST16 3HS
225 4
215 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.50s

3.20s 3.19

3.03s 3.12s 2.78

3.02s 3.12s 2.80 2.44

3.18s 3.16s 2.80 2.47 2.15

3.59s 3.46s 3.16 2.79s 2.49 2.17

4.33s 4.00s 3.58 3.14 2.78 2.48s 2.18 1.91

4.88 4.12 3.55 3.10 2.75s 2.47s 2.19 1.92

4.81 4.06 3.50 3.08 2.74s 2.47s 2.19 1.92

4.73s 4.02 3.48s 3.04 2.73s 2.46s 2.18 1.92 1.69

4.86s 4.69s 3.99s 3.45s 3.03 2.71 2.46s 2.17 1.91 1.69

5.71 4.68s 3.96s 3.44s 3.03 2.71s 2.45 2.16 1.90 1.68

5.83d 5.71 4.69s 3.96s 3.43 3.04s 2.72 2.43 2.13 1.88 1.67

3.73d 6.24d 5.70 4.70 3.97 3.44 3.03 2.69 2.41 2.11 1.87 1.66

4.74d 7.16d 5.64t 4.65 3.93 3.39 3.00 2.67 2.37 2.09 1.85 1.65

6.01d 7.23 5.63 4.60 3.68 3.39 2.98 2.65 2.34 2.06 1.83 1.64

7.45d 7.12 5.61 4.61 3.88 3.37 2.96 2.63 2.30 2.03 1.81

6.69d 7.10 5.58 4.60 3.89 3.36 2.97 2.57 2.26 2.01 1.80

8.96d 7.10 5.57 4.58 3.88 3.35 2.92 2.54 2.24 1.99

7.13 5.56 4.58 3.87 3.32 2.86 2.50 2.21 1.98

8.07t 7.15 5.58 4.61 3.85 3.27 2.83 2.48 2.20

8.56t 10.03 7.25 5.64 4.56 3.80 3.24 2.81 2.48

8.23t 12.40d 10.06 7.23 5.59 4.53 3.78 3.24 2.82

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.18d

3.02s 2.82d

3.03s 2.60s 2.64d

3.02s 2.69s 2.44d 2.42

3.00s 2.60s 2.27s 2.42d 2.13

3.57s 3.06s 2.58s 2.27s 2.28d 2.14

4.09s 3.53s 2.94s 2.63s 2.26s 2.25s 2.13 1.90

4.00s 3.37s 2.90s 2.61s 2.25s 2.14s 2.11 1.90

3.93s 3.79s 2.87s 2.52s 2.24s 2.13s 2.09 1.88

3.88s 3.29s 2.84s 2.49s 2.22s 2.19s 2.06 1.86 1.68

4.69s 3.85s 3.45s 2.82s 2.48s 2.22s 2.21t 2.03 1.84 1.67

5.66 3.94s 3.24s 2.81s 2.48s 2.22s 2.15t 2.00 1.82 1.66

4.46d 4.52d 3.94s 3.23s 2.81s 2.48s 1.93t 2.18 1.98 1.80 1.65

3.54d 3.67d 3.88d 4.11t 3.11t 2.68t 2.15t 1.96t 2.16 1.95 1.79 1.64

3.37d 3.41d 3.64d 3.22t 3.44 2.71t 2.22t 2.17t 2.13 1.94 1.77 1.63

2.81d 3.33d 3.44d 3.66t 3.03t 2.96 2.50t 2.29t 2.11 1.92 1.77 1.64

3.28d 2.48d 3.43d 3.57d 3.40t 2.92t 2.61 2.33 2.11 1.92 1.76

2.60d 3.37d 4.07 3.42 2.99 2.61 2.33 2.11 1.92 1.77

3.87d 4.62d 4.09 3.44 2.98 2.61 2.34 2.11 1.93

5.41d 5.09 4.12 3.47 2.99 2.63 2.35 2.13 1.95

6.65 5.13 4.17 3.50 3.02 2.66 2.38 2.16

9.25d 6.73 5.20 4.22 3.54 3.06 2.70 2.42

5.20t 8.32t 9.56 6.85 5.29 4.30 3.62 3.13 2.79
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Dn Cant Up Cant Safety Factor: 60% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 215-225°

Fleet Number: RTE019 through to RTE021 3nLT

Configuration: Rail +50..100mm Locked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

145
155 Stafford, ST16 3HS
215 4
205 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.57s

3.19s 3.36s

3.11s 3.19s 3.30s

3.10s 3.19s 3.21s 3.26s

3.26s 3.23s 3.25s 3.21t 2.89

3.47s 3.26s 3.34s 3.22t 2.92

4.33s 3.99s 3.71s 3.58s 3.48s 3.24 2.93 2.60

5.04s 4.54s 4.11s 3.80s 3.59s 3.22 2.92 2.61

5.15s 5.01s 4.49s 3.99 3.56 3.21 2.92 2.61

5.31s 5.19s 4.50 3.96 3.54 3.19 2.91 2.61 2.33

5.10s 5.74s 5.15 4.47 3.94 3.53 3.18 2.92 2.60 2.33

6.08s 6.04 5.13 4.45 3.93 3.52 3.18 2.90 2.59 2.32

5.81t 6.57d 6.06 5.13 4.44 3.93 3.51 3.18t 2.88 2.57 2.31

3.80d 6.14d 7.21s 6.07 5.14 4.44 3.93 3.52 3.17 2.85 2.55 2.30

4.85d 7.13t 7.40 6.06 5.14 4.43 3.93 3.50 3.16 2.83 2.53 2.29

6.08d 8.41t 7.39 6.06 4.94 4.43 3.91 3.49 3.15 2.80 2.52

7.53d 9.48 7.38 6.06 5.12 4.41 3.91 3.49 3.12 2.78 2.50

6.74d 9.47 7.41 6.05 5.12t 4.42 3.91 3.48 3.08 2.76 2.49

11.22d 9.45 7.43 6.08 5.14 4.45 3.92 3.44 3.05 2.74

9.44 7.41 6.09 5.16 4.46 3.87 3.40 3.03 2.73

9.48 7.44 6.12 5.14 4.40 3.83 3.38 3.02

13.17 9.58 7.48 6.07 5.10 4.37 3.82 3.38

8.13t 12.56d 13.30 9.56 7.44 6.06 5.08 4.36 3.82

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.10d

3.02s 2.87d

3.02s 2.59s 2.69d

3.10s 2.60s 2.47d 2.45d

3.08s 2.59s 2.27s 2.35d 2.40d

2.96s 2.57s 2.27s 2.33d 2.34d

4.21s 3.41s 2.92s 2.55s 2.25s 2.31s 2.29d 2.25d

4.00s 3.36s 2.90s 2.53s 2.24s 2.19s 2.29d 2.30d

4.05s 3.69s 2.87s 2.59s 2.23s 2.19s 2.26d 2.21d

3.88s 3.28s 2.83s 2.49s 2.23s 2.24s 2.22d 2.21d 2.21d

4.68s 3.84s 3.44s 2.81s 2.48s 2.21s 2.21t 2.37d 2.32d 2.30d

4.65s 3.82s 3.24s 2.80s 2.48s 2.22s 2.28t 2.36d 2.28d 2.30

4.36d 4.51d 3.81s 3.33s 2.80s 2.48s 1.86t 2.28t 2.41d 2.43d 2.29

3.54d 3.67d 3.88d 3.51t 3.01t 2.51t 2.06t 1.96t 2.45t 2.53d 2.44d 2.28

3.33d 3.42d 3.59d 3.66t 2.95t 2.42t 2.38t 2.17t 2.76d 2.61d 2.46 2.27

2.99d 3.34d 3.44d 3.67d 3.28t 3.05t 2.49t 2.36t 2.85d 2.67 2.45

3.38d 2.58d 3.39d 3.65d 3.53t 2.92t 2.64t 3.02t 2.92 2.67 2.45

2.72d 3.43d 4.86d 3.82t 3.26t 2.97t 3.23 2.92 2.67 2.46

4.97d 5.07d 5.57t 4.37t 3.73t 3.62 3.24 2.93 2.68

5.57d 6.16d 5.65 4.77 4.12 3.64 3.25 2.95 2.70

7.56d 6.97 5.69 4.80 4.15 3.66 3.28 2.98

9.37d 9.05 7.03 5.74 4.84 4.19 3.70 3.32

5.25t 8.36t 12.72 9.15 7.12 5.82 4.92 4.27 3.82
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Dn Cant Up Cant Safety Factor: 60% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 205-215°

Fleet Number: RTE019 through to RTE021 3oLT

Configuration: Rail +50..100mm Locked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

155
205 Stafford, ST16 3HS
205 4
155 356

50
310 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.74s 3.38d

3.56s 3.57s 3.60d

3.46s 3.43s 3.51s 3.43t

3.55s 3.51s 3.46s 3.39t 3.15d

3.60s 3.62s 3.38s 3.39t 3.23s

4.08d 3.66s 3.44s 3.64s 3.42t 3.23t 3.05t

4.98d 4.70s 4.34s 4.00s 3.76t 3.47t 3.24t 3.09t 2.41d

5.25s 5.37s 4.81s 4.30t 3.87t 3.55t 3.29t 3.10t 2.91d

5.04s 5.71s 5.19t 4.51t 4.01t 3.64t 3.36t 3.14t 2.98t

5.19s 5.84s 5.65t 4.77t 4.18t 3.75t 3.44t 3.19t 3.03t

5.78s 6.21s 6.16t 5.08t 4.37t 3.89t 3.53t 3.26t 3.08t 2.63d

6.00s 6.54s 6.68s 6.55s 5.44t 4.59t 4.04t 3.64t 3.34t 3.14t 2.83t

6.04d 6.98s 6.84s 6.79s 5.74t 4.83t 4.21t 3.76t 3.44t 3.22t 2.87t

4.48d 6.46d 7.52t 7.31s 6.99d 6.18t 5.08t 4.38t 3.89t 3.54t 3.30t 2.76d

3.82d 5.37d 7.36t 8.17d 7.74d 7.19s 6.40s 5.32t 4.56t 4.03t 3.65t 3.40t

4.94d 6.64d 8.66d 8.99s 8.25s 7.38s 6.45s 5.57t 4.74t 4.17t 3.77t 3.46t

8.07d 10.19d 9.73s 8.58s 7.43s 6.46s 5.73s 4.93t 4.32t 3.91t 3.47t

7.82d 12.03d 10.30s 8.77s 7.46s 6.50s 5.75s 5.12t 4.48t 4.04t 3.22d

12.93s 10.66s 8.68s 7.51s 6.53s 5.79s 5.21s 4.65t 4.05t

8.17t 13.52s 10.75s 8.88s 7.57s 6.60s 5.87s 5.25s 4.58s 3.53d

12.70t 18.40s 13.70s 10.85s 8.99s 7.70s 6.70s 5.84s 5.00s 4.08s

18.72s 13.94s 11.00s 9.04s 7.60s 6.42s 5.38s 4.30s

8.45t 13.71t 17.81s 13.17s 10.37s 8.38s 6.87s 5.57s

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.41s 3.13d

3.46s 2.88d 2.89d

3.46s 2.95s 2.64d 2.67d

3.43s 3.02s 2.54s 2.44d 2.52d

3.51s 2.91s 2.54s 2.35d 2.42d

4.01s 3.37s 2.97s 2.53s 2.22s 2.33d 2.34d

4.80d 3.95s 3.43s 2.95s 2.58s 2.22s 2.23d 2.24d 2.26d

4.74s 4.31s 3.28s 2.84s 2.48s 2.21s 2.24d 2.21d 2.22d

4.62s 4.15s 3.24s 2.90s 2.48s 2.21s 2.55d 2.21d 2.21d

4.68s 3.88s 3.20s 2.88s 2.45s 2.20s 2.25d 2.30d 2.21d

4.50s 3.85s 3.28s 2.76s 2.45s 2.06t 2.32d 2.25d 2.24d 2.22d

5.83s 4.48s 3.71s 3.26s 2.84s 2.59s 1.83t 2.38d 2.30d 2.36d 2.32d

4.35d 4.26t 3.81s 3.26s 2.60t 2.00t 1.85t 2.40d 2.43d 2.42d 2.36d

3.56d 3.71d 3.31t 4.30d 2.82t 2.37t 2.19t 1.95t 2.54d 2.49d 2.48d 2.40d

3.33d 3.39d 3.50d 3.64d 3.37t 2.65t 2.65t 2.18t 2.10t 2.71d 2.63d 2.56d

3.44d 3.33d 3.35d 3.54d 3.46t 2.92t 3.25t 2.36t 2.56t 2.87d 2.67d 2.54d

3.36d 3.33d 3.48d 3.93t 3.26t 2.84t 2.60t 3.12d 2.96d 2.91d 2.61d

3.33d 3.59d 4.52t 3.67t 3.18t 3.21t 3.49d 3.28d 2.90d 2.74d

4.33d 4.96d 5.23t 4.20t 3.64t 4.23d 3.70d 3.46d 3.08d

6.13d 6.66d 6.17t 4.91t 5.10d 4.50d 3.88d 3.48d 3.03d

7.64d 8.28d 8.57s 7.15s 6.33s 5.66s 4.75d 4.10d 3.48d

10.14d 10.95s 8.65s 7.18s 6.12s 5.30s 4.70s 4.09d

5.85t 9.70t 14.24d 11.09s 8.74s 7.22s 6.16s 5.39s
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Dn Cant Up Cant Safety Factor: 58% (67% of 87%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 155-205°

Fleet Number: RTE019 through to RTE021 3pLT

Configuration: Rail +50..100mm Locked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

205
215 Stafford, ST16 3HS
155 4
145 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.81s 3.31d

3.62s 3.59d

3.44s 3.48s 3.56s 3.41t

3.61s 3.56s 3.50s 3.39s 3.14d

3.77s 3.66s 3.58s 3.38t 3.23t

4.06d 3.99s 3.42s 3.62s 3.42t 3.22t 3.04t

4.91d 4.75s 4.39s 4.03s 3.75t 3.47t 3.24s 3.08t

5.34s 5.41s 4.83t 4.28t 3.86t 3.54t 3.28t 3.10t 2.90t

5.11s 5.70s 5.15t 4.49t 3.99t 3.63t 3.35t 3.13t 2.97t

5.37s 5.90s 5.60t 4.73t 4.16t 3.74t 3.42t 3.19t 3.02

5.95s 6.28s 5.81 5.03 4.35t 3.87t 3.52t 3.25t 3.02 2.40d

6.10d 6.55s 6.74s 5.80 5.06 4.47t 3.99t 3.61t 3.30 3.01 2.72

4.35d 6.13t 7.03s 6.78 5.78 5.04 4.47 4.00 3.62 3.30t 2.99 2.71

4.62d 6.52t 7.57d 6.78s 5.73 5.05t 4.46t 4.00 3.61 3.30 2.98 2.65d

4.29d 5.50d 7.31t 8.20 6.81 5.79 5.04 4.45 3.99 3.61 3.28 2.96

4.94d 6.68d 8.69d 8.24 6.80 5.70 5.02 4.45 3.99 3.62 3.26 2.94

8.15d 10.31d 8.23 6.79 5.80 5.04 4.45 3.99 3.60 3.23 2.93

10.46 8.25 6.80 5.80 5.04 4.46 4.00 3.57 3.21 2.92

7.84d 9.61d 12.04d 10.43 8.28 6.84 5.82 5.06 4.49t 3.97 3.55 3.20

11.73d 10.45 8.33 6.77 5.85 5.09 4.46 3.94 3.53 3.20

14.09 10.50 8.34 6.92 5.86 5.05 4.43 3.93 3.53

14.20 10.57 8.34 6.88 5.82 5.02 4.41

8.49t 13.93t 14.24 10.55 8.32 6.84 5.80 5.02

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.16d 3.12d

2.80d 2.87d

3.44s 2.93s 2.58d 2.62d

3.41s 2.92s 2.52s 2.51d 2.51d

3.49s 2.90s 2.52s 2.40d 2.37d

3.98s 3.34s 2.96s 2.51s 2.28s 2.28d 2.34d

4.78s 3.92s 3.31s 2.86s 2.49s 2.21s 2.49d 2.32d

4.82s 3.85s 3.37s 2.83s 2.47s 2.20s 2.21d 2.29d 2.22d

4.61s 3.91s 3.23s 2.80s 2.47s 2.20s 2.23d 2.31d 2.21d

4.52s 3.75s 3.47s 2.77s 2.45s 2.19s 2.22d 2.25d 2.21d

4.61s 3.83s 3.17s 2.76s 2.44s 1.89t 2.26d 2.36d 2.23d 2.24d

5.61s 4.96s 3.69s 3.25s 2.75s 2.40t 1.83t 2.35d 2.30d 2.27d 2.24d

4.35d 4.38d 4.59d 3.63t 3.09t 2.52t 1.92t 1.85t 2.40d 2.43d 2.41d 2.27d

3.57d 3.72d 3.64t 3.46t 2.51t 2.19t 2.18t 1.96t 2.53d 2.48d 2.39d 2.31d

3.33d 3.35d 3.45d 3.65d 3.05t 4.95d 2.55t 2.17t 2.10t 2.74d 2.62d 2.46d

3.44d 3.33d 3.36d 3.55d 3.45t 2.91t 3.31t 2.36t 2.62t 2.90d 2.66d 2.53d

3.35d 3.33d 3.43d 3.90t 3.24t 2.83t 2.61t 3.21d 3.00d 2.79d 2.64d

3.33d 3.83d 4.49t 3.65t 3.17t 3.27t 3.48d 3.13d 2.89d 2.77d

4.40d 5.28d 5.19t 4.18t 3.63t 4.02d 3.75d 3.44d 3.07d

6.32d 6.82d 6.14t 4.89t 4.79 4.24 3.81 3.46d 3.02d

7.76d 8.24d 7.89 6.50 5.53 4.82 4.27 3.84 3.46d

10.28d 10.06 7.95 6.57 5.59 4.86 4.31

5.92t 9.91t 13.75 10.19 8.06 6.66 5.68 4.99
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Dn Cant Up Cant Safety Factor: 60% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 145-155°

Fleet Number: RTE019 through to RTE021 3NLT

Configuration: Rail +50..100mm Locked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

215
225 Stafford, ST16 3HS
145 4
135 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.86s 3.28d

3.60s 3.67s 3.49d

3.60s 3.47s 3.59s 3.37d

3.51s 3.60s 3.53s 3.39s 3.03d

3.74s 3.57s 3.60t 3.37t 3.14

4.10d 4.04s 3.88s 3.66t 3.41t 3.15 2.80

4.96d 4.64s 4.43s 4.07s 3.74t 3.46t 3.14 2.82

5.29s 5.44s 4.80t 4.26t 3.85t 3.47 3.13 2.82 2.53

5.20s 5.85s 5.02 4.36 3.85 3.45 3.12 2.82 2.53

5.26s 5.80s 4.97 4.33 3.84 3.44 3.11 2.82 2.53

5.91s 5.78 4.95 4.31 3.83 3.42 3.11 2.81 2.52 2.27

6.14d 6.66s 5.77 4.92 4.31 3.82 3.43t 3.09 2.80 2.51 2.27

4.70d 6.26d 6.94d 5.74 4.93 4.29 3.81 3.41 3.08 2.78 2.50 2.26

4.71d 6.67t 6.92 5.74 4.90 4.28 3.78 3.39 3.07 2.76 2.49 2.25

4.40d 5.57d 7.53d 6.89 5.70 4.89 4.27 3.77 3.38 3.06 2.74 2.47

5.00d 6.76d 8.68d 6.89 5.72 4.87 4.25 3.76 3.38 3.03 2.72 2.46

8.21d 8.69 6.89 5.71 4.85 4.25 3.76 3.37 3.01 2.70 2.45

8.67 6.92 5.71 4.88 4.25 3.76 3.35 2.98 2.68 2.44

11.55 8.67 6.92 5.73 4.87 4.26 3.74 3.31 2.96 2.67

8.35t 11.63 8.69 6.93 5.75 4.91 4.24 3.72 3.29 2.95

8.85t 13.16t 11.67 8.71 6.95 5.76 4.87 4.20 3.69 3.28 2.95

13.29t 11.77 8.77 6.93 5.72 4.85 4.19 3.68

8.53t 14.14t 11.80 8.72 6.92 5.70 4.83 4.18

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.20d 3.15d

3.40s 2.83d 2.79d

3.42s 2.90s 2.77d 2.59d

3.39s 2.91s 2.50s 2.52d 2.49d

3.46s 2.88s 2.52s 2.34d 2.35d

3.98s 3.43s 2.88s 2.50s 2.34s 2.33d 2.32d

4.75s 3.90s 3.29s 2.84s 2.48s 2.20s 2.23d 2.29d

4.66s 3.85s 3.25s 2.81s 2.47s 2.19s 2.50d 2.24d 2.22d

4.57s 3.77s 3.32s 2.78s 2.45s 2.19s 2.31d 2.26d 2.21d

4.51s 3.73s 3.36s 2.77s 2.45s 2.19s 2.28d 2.25d 2.21d

4.46s 3.81s 3.16s 2.76s 2.44s 1.71t 2.49t 2.31d 2.23d 2.27d

5.52t 4.43s 3.68s 3.24s 2.74s 2.34t 1.83t 2.31d 2.30d 2.27d 2.26d

4.32d 4.37d 4.08t 3.88t 3.01t 2.44t 1.91t 1.84t 2.52t 2.43d 2.41d 2.26

3.57d 3.79d 3.27t 3.59t 2.40t 2.18t 2.11t 1.95t 2.50d 2.48d 2.38d 2.25

3.33d 3.35d 3.45d 3.65d 3.05t 4.57 2.35t 2.17t 2.17t 2.70d 2.62d 2.43

3.43d 3.64d 3.40d 3.50d 3.58t 3.02t 3.21t 2.44t 2.62t 2.88 2.63 2.42

3.35d 3.33d 3.43d 3.88t 3.23t 2.82t 2.60t 3.16d 2.87 2.63 2.42

3.33d 3.70d 4.48t 3.63t 3.16t 3.26t 3.16 2.87 2.63 2.44

4.79d 5.10d 5.13t 4.15t 3.61t 3.53 3.17 2.87 2.64

6.18d 6.51 5.38 4.58 3.99 3.54 3.18 2.89

7.90d 8.28 6.56 5.41 4.61 4.02 3.56 3.20 2.92

10.01t 10.38d 8.36 6.62 5.46 4.65 4.06 3.60

5.86t 10.06t 11.39 8.45 6.71 5.55 4.74 4.17
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Dn Cant Up Cant Safety Factor: 50% (67% of 75%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 135-145°

Fleet Number: RTE019 through to RTE021 3MLT

Configuration: Rail +50..100mm Locked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

225
235 Stafford, ST16 3HS
135 4
125 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.92s 3.09d

3.68s 3.39 2.90

3.50s 3.40 2.95 2.55

3.66s 3.40 2.96 2.58 2.25

3.82s 3.37 2.96 2.61 2.28

4.11d 3.89 3.35 2.95 2.61 2.30 2.02

4.97d 4.52s 3.85 3.33 2.93 2.60 2.31 2.03

5.40 4.48 3.80 3.27 2.91 2.60 2.31 2.03 1.80

5.29s 4.41 3.77 3.28 2.90 2.59 2.31 2.04 1.80

5.28 4.39 3.74 3.24 2.88 2.58 2.30 2.03 1.80

5.24 4.35 3.72 3.23 2.87 2.57t 2.29 2.02 1.79

6.13t 5.21 4.33 3.70 3.23 2.86 2.55 2.28 2.01 1.78 1.59

4.82d 6.22t 5.19 4.31 3.70 3.21 2.84 2.53 2.25 1.99 1.77 1.59

4.79d 6.39 5.11t 4.21 3.66 3.17 2.81 2.51 2.23 1.98 1.76 1.58

4.61d 5.65d 6.39 5.09 4.24 3.62 3.16 2.78 2.49 2.21 1.95 1.75

5.16d 6.84d 6.36 5.06 4.21 3.60 3.14 2.77 2.47 2.18 1.93 1.73

8.28d 6.32 5.06 4.19 3.59 3.12 2.77 2.43 2.15 1.91 1.72

7.92d 6.29 5.03 4.18 3.58 3.12 2.74 2.40 2.12 1.90

8.41 6.28 5.01 4.17 3.57 3.11 2.70 2.37 2.10 1.89

11.79d 6.27 5.00 4.17 3.56 3.06 2.66 2.34 2.09

8.44 6.31 5.04 4.17 3.51 3.02 2.64 2.33 2.09

12.69 8.54 6.39 5.03 4.12 3.49 3.00 2.63

8.55t 12.76t 8.56 6.35 5.01 4.11 3.47

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.31d 3.09d

3.38s 2.85d 2.86d

3.39s 2.88s 2.68d 2.53

3.47s 2.89s 2.49s 2.46d 2.24

3.34s 2.96s 2.50s 2.37d 2.26

3.93s 3.31s 2.85s 2.49s 2.28d 2.25 2.00

4.81d 4.00s 3.28s 2.82s 2.55s 2.19s 2.24 2.00

4.62s 4.05s 3.24s 2.81s 2.47s 2.19s 2.21 1.99 1.79

4.67s 3.76s 3.61 2.78s 2.46s 2.19s 2.18 1.97 1.78

4.48s 3.82s 3.26s 2.93s 2.43s 2.15t 2.16 1.94 1.76

4.56s 3.68s 3.14s 2.75s 2.51s 1.71t 2.13 1.92 1.75

5.76d 4.80s 3.78s 3.13s 2.73s 2.28t 1.89t 2.10 1.90 1.73 1.59

4.35d 4.35d 4.57d 3.50t 3.07t 2.36t 1.98t 1.84t 2.07 1.88 1.72 1.58

3.63d 3.73d 3.24t 2.72t 2.60t 2.34t 2.02t 1.95t 2.05 1.87 1.71 1.58

3.33d 3.35d 3.51d 3.65d 3.33t 2.62t 2.34t 2.16t 2.16t 2.03 1.85 1.70

3.42d 3.68d 3.36d 3.50d 3.39t 3.20 2.56t 2.35t 2.23 2.02 1.84 1.70

3.34d 3.33d 3.44d 3.75 3.20 2.79 2.48 2.22 2.01 1.84 1.70

3.45d 3.97d 3.76 3.20 2.79 2.47 2.22 2.01 1.84

4.51d 4.59 3.79 3.22 2.80 2.48 2.22 2.02 1.85

5.86 4.62 3.80 3.24 2.82 2.49 2.24 2.03

7.87d 5.91 4.66 3.84 3.26 2.84 2.51 2.26 2.06

9.97d 8.07 5.98 4.72 3.89 3.31 2.87 2.55

6.05t 10.41t 8.20 6.08 4.81 3.98 3.39
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Dn Cant Up Cant Safety Factor: 50% (67% of 75%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 125-135°

Fleet Number: RTE019 through to RTE021 3LLT

Configuration: Rail +50..100mm Locked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

235
245 Stafford, ST16 3HS
125 4
115 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.99s 3.14d

3.74s 3.46 2.94

3.57s 3.46 3.00 2.57

3.73s 3.47 3.01 2.62 2.26

3.88s 3.43 3.01 2.65 2.29

3.83d 4.12d 3.93s 3.42 3.00 2.65 2.32 2.02

4.96d 4.61 3.92 3.39 2.98 2.64 2.33 2.03

5.51 4.56 3.87 3.32 2.95 2.63 2.33 2.04 1.79

5.25s 4.48 3.83 3.33 2.94 2.62 2.34 2.04 1.79

5.33 4.42 3.79 3.29 2.92 2.62 2.32 2.03 1.79

5.27 4.40 3.77 3.28 2.91 2.61t 2.31 2.03 1.78

6.07d 5.25 4.38 3.76 3.26 2.90 2.58 2.30 2.01 1.77 1.57

4.93d 6.24d 5.20 4.37t 3.74 3.25t 2.87 2.55 2.27 1.99 1.76 1.56

4.87d 6.45 5.19 4.32 3.69 3.22t 2.83 2.53 2.24 1.97 1.74

4.57d 5.72d 6.43 5.13 4.27 3.50 3.18 2.81 2.51 2.21 1.95 1.73

5.16d 6.87d 6.38 5.12 4.24 3.62 3.13 2.80 2.49 2.18 1.92 1.71

8.36d 6.35 5.09 4.22 3.61 3.13 2.79 2.44 2.14 1.90 1.70

7.97d 6.32 5.06 4.22 3.59 3.14 2.76 2.40 2.11 1.88

9.78d 6.31 5.06 4.20 3.58 3.13 2.70 2.36 2.09 1.86

6.33 5.05 4.20 3.60 3.07 2.66 2.33 2.07

8.50 6.36 5.07 4.22 3.53 3.02 2.63 2.32 2.07

12.68 8.62 6.45 5.07 4.15 3.49 3.00 2.62

8.54t 12.87 8.65 6.40 5.03 4.13 3.48

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.18d 3.14d

3.36s 2.84d 2.79d

3.46s 2.87s 2.67d 2.56

3.35s 2.87s 2.48s 2.49d 2.25

3.34s 2.86s 2.49s 2.39d 2.27

3.83d 3.91s 3.30s 2.85s 2.57s 2.37d 2.27 2.00

4.70s 4.09s 3.27s 2.82s 2.47s 2.25s 2.24 2.00

4.73s 3.82s 3.23s 2.80s 2.53s 2.19s 2.22 1.99 1.78

4.53s 3.85s 3.39s 2.77s 2.44s 2.18s 2.18 1.96 1.77

4.45s 3.71s 3.43s 2.84s 2.43s 2.05t 2.15 1.94 1.75

4.43s 3.78s 3.32s 2.74s 2.50s 1.83t 2.11 1.91 1.73

5.66t 4.39s 3.65s 3.12s 2.81s 2.22t 1.77t 2.08 1.89 1.72 1.57

4.31d 4.45d 4.19t 3.76t 2.91t 2.43t 1.91t 1.85t 2.05 1.86 1.70 1.56

3.56d 3.72d 3.55t 3.84 2.97t 2.17t 2.02t 1.95t 2.02 1.85 1.69

3.64d 3.35d 3.46d 3.66d 3.16t 3.16 2.53t 2.17t 2.22 2.01 1.83 1.68

3.42d 3.68d 3.41d 3.50d 3.54t 2.87t 2.55t 2.34t 2.20 1.99 1.82 1.67

3.38d 3.33d 3.43d 3.71 3.16 2.75 2.44 2.19 1.99 1.81 1.67

3.38d 3.74d 3.74 3.17 2.76 2.44 2.19 1.99 1.82

4.56d 4.55 3.74 3.17 2.76 2.45 2.19 1.99 1.83

5.83 4.59 3.77 3.20 2.78 2.46 2.21 2.01

7.97d 5.88 4.64 3.81 3.23 2.81 2.48 2.23 2.05

10.09d 8.09 5.97 4.71 3.87 3.29 2.86 2.54

6.12t 10.36t 8.23 6.09 4.82 3.97 3.39
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Dn Cant Up Cant Safety Factor: 60% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 115-125°

Fleet Number: RTE019 through to RTE021 3KLT

Configuration: Rail +50..100mm Locked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747
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Rail-Ability Ltd RACD-10000609

245
255 Stafford, ST16 3HS
115 4
105 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.00s 3.60

3.63 3.08 2.60

3.55s 3.12 2.67 2.27

3.64s 3.11 2.70 2.32 1.99

3.86d 3.60 3.10 2.70 2.35 2.02

4.13s 3.56 3.08 2.68 2.37 2.05 1.77

5.00d 4.17 3.54 3.06 2.67 2.37 2.06 1.79

4.96 4.11 3.49 3.02 2.65 2.37 2.07 1.79 1.56

4.87 4.04 3.45 3.00 2.65 2.36 2.06 1.79 1.57

4.81 3.99 3.39 2.98 2.62 2.36 2.06 1.79 1.56

4.74 3.96 3.38 2.96 2.62 2.33 2.05 1.78 1.56

5.91 4.76 3.95 3.37 2.95 2.59 2.31 2.03 1.77 1.55 1.36

5.03d 5.84 4.68 3.92 3.36 2.91 2.57 2.28 2.01 1.75 1.53 1.35

4.94d 5.75 4.64t 3.86 3.32 2.87 2.53 2.26 1.97 1.72 1.52

4.57d 5.69d 5.74t 4.58 3.80 3.27 2.84 2.51 2.23t 1.94 1.70 1.50

5.37d 6.88d 5.69 4.54 3.79 3.23 2.82 2.49 2.20 1.91 1.68 1.48

7.47 5.64 4.53 3.76 3.21 2.81 2.48 2.15 1.88 1.65 1.47

6.95d 8.02d 5.60 4.48 3.72 3.19 2.78 2.43 2.11 1.85 1.63

8.08t 5.59 4.46 3.71 3.17 2.76 2.38 2.07 1.82 1.62

11.22 5.57 4.45 3.71 3.17 2.70 2.34 2.04 1.80

7.52 5.63 4.49 3.73 3.11 2.66 2.30 2.02 1.80

11.35 7.63 5.70 4.49 3.67 3.07 2.63 2.29

8.57t 11.50 7.64 5.66 4.45 3.64 3.06

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.99s 3.14d

3.35s 2.79d 2.59

3.45s 2.86s 2.64 2.26

3.34s 2.86s 2.54s 2.29 1.98

3.86d 3.33s 2.86s 2.49s 2.29 2.00

4.03s 3.29s 2.84s 2.47s 2.26 1.99 1.76

4.67s 3.85s 3.25s 2.81s 2.47s 2.24 1.98 1.76

4.59s 3.79s 3.21s 2.79s 2.46s 2.18s 1.95 1.74 1.55

4.50s 3.74s 3.18s 2.78 2.44 2.15 1.92 1.71 1.54

4.58s 3.69s 3.10 2.70 2.37 1.96t 1.88 1.69 1.52

4.54s 3.63 2.98 2.61 2.31 1.71t 1.85 1.67 1.51

5.47t 4.37s 3.53 2.90 2.54 2.15t 1.83t 1.82 1.64 1.49 1.36

4.33d 4.46d 3.90t 3.39t 2.84 2.28t 1.98t 1.84t 1.78 1.62 1.47 1.35

3.57d 3.73d 3.25t 2.96t 2.38t 2.25t 2.02t 1.95 1.76 1.60 1.46

3.68d 3.35d 3.51d 3.65d 3.01t 2.75 2.33t 2.14 1.92 1.74 1.59 1.45

3.41d 3.68d 3.36d 3.51d 3.23 2.74 2.39 2.12 1.91 1.73 1.58 1.45

3.34d 3.33d 3.44d 3.22 2.74 2.38 2.12 1.90 1.72 1.57 1.45

3.37d 3.79d 3.24 2.74 2.39 2.11 1.89 1.72 1.57

4.79d 3.96 3.25 2.77 2.40 2.12 1.90 1.72 1.59

5.11 4.00 3.29 2.79 2.42 2.13 1.92 1.74

7.00 5.15 4.05 3.33 2.81 2.44 2.16 1.95 1.79

10.09d 7.10 5.23 4.12 3.38 2.87 2.49 2.22

6.12t 10.67t 7.27 5.36 4.23 3.48 2.97
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Dn Cant Up Cant Safety Factor: 60% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 105-115°

Fleet Number: RTE019 through to RTE021 3JLT

Configuration: Rail +50..100mm Locked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747
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Rail-Ability Ltd RACD-10000609

255
265 Stafford, ST16 3HS
105 4

95 356
10

350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.97s 3.37 2.79

3.43 2.88 2.43

3.44 2.93 2.49 2.12

3.42 2.94 2.53 2.16 1.85

3.89d 3.40 2.91 2.54 2.19 1.88

3.85d 3.98 3.36 2.90 2.53 2.21 1.90 1.64

4.79 3.92 3.33 2.87 2.51 2.23 1.92 1.66

4.66 3.88 3.29 2.85 2.50 2.23 1.92 1.66 1.44

4.58 3.80 3.26 2.82 2.49 2.22 1.93 1.66 1.44

4.52 3.78 3.19 2.80 2.47 2.21 1.92 1.66 1.44

4.50 3.72 3.18 2.79 2.46 2.19 1.90 1.65 1.44

5.59 4.47 3.73 3.18 2.77 2.44 2.17t 1.89 1.63 1.43 1.25

5.04d 5.47t 4.41 3.67 3.14 2.74 2.41 2.13 1.86 1.62 1.42 1.24

5.01d 5.43 4.34 3.64 3.08 2.70 2.38 2.11 1.84 1.60 1.40

4.74d 5.70d 5.38 4.28 3.57 3.06 2.65 2.34 2.09 1.81 1.57 1.38

5.37d 6.94d 5.31 4.26 3.55 3.02 2.60 2.33 2.04 1.77 1.55 1.36

6.98 5.25 4.21 3.51 3.00 2.59 2.30 1.99 1.73 1.52 1.35

6.94d 8.00d 5.21 4.17 3.47 2.97 2.59 2.26 1.95 1.70 1.51

5.19 4.16 3.44 2.95 2.57 2.20 1.91 1.68 1.49

5.20 4.15 3.45 2.96 2.51 2.16 1.89 1.67

7.01 5.23 4.18 3.46 2.90 2.47 2.14 1.87 1.66

10.69 7.12 5.33 4.17 3.41 2.86 2.44 2.12

8.47t 10.83 7.15 5.28 4.13 3.39 2.85

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.97s 3.18d 2.79

3.33s 2.86 2.41

3.35s 2.85s 2.47 2.10

3.35s 2.88 2.47 2.13 1.84

3.89d 3.37 2.84 2.46 2.13 1.86

3.84d 3.89s 3.29 2.82 2.42 2.11 1.86 1.63

4.68s 3.83s 3.20 2.75 2.38 2.08 1.83 1.63

4.56 3.68 3.10 2.67 2.33 2.05 1.81 1.61 1.43

4.48 3.55 2.99 2.60 2.27 2.00 1.78 1.59 1.42

4.37 3.45 2.87 2.51 2.20 1.85t 1.75 1.56 1.41

4.37 3.37 2.83 2.42 2.14 1.71t 1.71 1.54 1.39

5.43t 4.12 3.28 2.68 2.35 2.08 1.77t 1.68 1.51 1.37 1.25

4.33d 4.35d 3.89t 3.18 2.61 2.27t 1.98t 1.82 1.65 1.49 1.36 1.24

3.57d 3.73d 3.23t 2.71t 2.39t 2.25 2.00 1.79 1.62 1.47 1.34

3.68d 3.34d 3.46d 3.65d 3.00t 2.53 2.21 1.99 1.78 1.60 1.45 1.33

3.41d 3.68d 3.36d 3.50d 2.97 2.52 2.20 1.97 1.75 1.59 1.44 1.33

3.34d 3.33d 3.44d 2.97 2.53 2.22 1.94 1.75 1.58 1.44 1.33

3.37d 3.64 2.98 2.56 2.19 1.94 1.74 1.58 1.44

4.69d 3.67 2.99 2.55 2.21 1.95 1.75 1.59 1.46

4.72 3.69 3.03 2.56 2.22 1.96 1.76 1.61

6.49 4.77 3.75 3.07 2.59 2.25 1.99 1.79 1.65

10.07 6.59 4.85 3.82 3.13 2.65 2.30 2.04

6.09t 10.31 6.76 4.98 3.93 3.24 2.75
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Dn Cant Up Cant Safety Factor: 60% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 95-105°

Fleet Number: RTE019 through to RTE021 3ILT

Configuration: Rail +50..100mm Locked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747
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Rail-Ability Ltd RACD-10000609

265
285 Stafford, ST16 3HS

95 4
75 356
20

340 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.97s 3.32

3.39 2.84 2.39

3.37 2.89 2.45 2.08

3.37 2.87 2.50 2.13 1.82

3.89d 3.35 2.87 2.50 2.16 1.85

3.85d 3.92 3.32 2.86 2.49 2.18 1.87 1.61

4.66 3.86 3.28 2.83 2.47 2.20 1.89 1.63

4.60 3.81 3.24 2.81 2.47 2.19 1.89 1.63 1.42

4.51 3.74 3.14 2.78 2.44 2.19 1.90 1.63 1.42

4.46 3.70s 3.16s 2.75 2.43 2.18 1.89 1.63 1.42

4.43 3.68 3.14s 2.74 2.42 2.16 1.87 1.62 1.41

5.48 4.40 3.67 3.14 2.73 2.41 2.14 1.86 1.61 1.40 1.23

4.64d 5.39 4.35 3.61 3.09 2.70t 2.37 2.10 1.83 1.59 1.39 1.22

5.01d 5.33 4.28 3.58 3.04 2.66 2.34 2.08t 1.81 1.57 1.37

4.74d 5.75d 5.30 4.24 3.54 3.03 2.62t 2.32 2.05 1.78 1.54 1.36

5.37d 6.89d 5.23 4.19 3.49 2.98 2.56 2.30 2.00 1.74 1.52 1.34

6.87 5.17 4.14 3.45 2.95 2.55 2.27 1.96 1.70 1.50 1.33

8.00d 5.13 4.11 3.42 2.92 2.55 2.22 1.92 1.67 1.48

5.11 4.09 3.39 2.90 2.53 2.17 1.88 1.65 1.46

10.39 5.14 4.09 3.40 2.91 2.46 2.12 1.85 1.64

6.91 5.17 4.12 3.41 2.85 2.43 2.10 1.84 1.63

10.60 7.02 5.26 4.12 3.36 2.81 2.40 2.08

8.41t 10.71t 7.04 5.20 4.08 3.33 2.80

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.96s 3.18d

3.33s 2.82 2.37

3.35s 2.84 2.42 2.07

3.36 2.83 2.42 2.10 1.81

3.89d 3.32 2.80 2.42 2.09 1.83

3.84d 3.89s 3.24 2.78 2.38 2.08 1.83 1.60

4.63 3.78 3.16 2.71 2.34 2.05 1.80 1.60

4.49 3.62 3.05 2.63 2.28 2.01 1.78 1.58 1.40

4.42 3.49 2.95 2.56 2.23 1.97 1.75 1.56 1.40

4.31 3.40 2.82 2.47 2.17 1.85t 1.72 1.53 1.38

4.30 3.31 2.78 2.38 2.10 1.71t 1.68 1.51 1.36

5.37 4.05 3.22 2.64 2.31 2.05 1.77t 1.64 1.49 1.35 1.22

4.41d 4.35d 3.89t 3.12 2.56 2.27t 1.98t 1.79 1.62 1.46 1.33 1.22

3.57d 3.73d 3.23t 2.71t 2.48t 2.20 1.96 1.76 1.59 1.45 1.32

3.72d 3.34d 3.46d 3.65d 2.97 2.48 2.17 1.96 1.74 1.57 1.43 1.31

3.41d 3.68d 3.36d 3.50d 2.92 2.47 2.16 1.94 1.72 1.56 1.42 1.30

3.34d 3.33d 3.44d 2.91 2.48 2.18 1.90 1.71 1.55 1.42 1.31

3.37d 3.57 2.92 2.51 2.17 1.90 1.71 1.55 1.42

4.62 3.60 2.96 2.50 2.17 1.92 1.71 1.56 1.43

4.64 3.63 2.97 2.52 2.18 1.93 1.73 1.58

6.40 4.70 3.68 3.02 2.55 2.21 1.96 1.76 1.62

9.95 6.50 4.78 3.76 3.08 2.60 2.26 2.01

6.05t 10.20 6.67 4.92 3.87 3.18 2.71
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Dn Cant Up Cant Safety Factor: 60% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 75-95°

Fleet Number: RTE019 through to RTE021 3HLT

Configuration: Rail +50..100mm Locked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747
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Rail-Ability Ltd RACD-10000609

285
295 Stafford, ST16 3HS

75 4
65 356
10

350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.96s 3.40

3.44 2.91 2.45

3.46 2.95s 2.51 2.14

3.44 2.95s 2.55 2.18 1.86

3.90d 3.42 2.95s 2.55 2.21 1.90

3.86d 4.02 3.39 2.92 2.55 2.23 1.92 1.66

4.80 3.96s 3.35s 2.90 2.54 2.25 1.93 1.67

4.69 3.90s 3.31 2.86 2.52 2.24 1.94 1.68 1.45

4.63 3.81 3.28 2.84 2.51 2.24 1.94 1.68 1.46

4.58 3.80 3.24 2.82 2.50 2.23 1.94 1.67 1.46

4.53 3.76 3.20 2.81 2.49 2.21 1.93 1.67 1.45

5.61t 4.52 3.75 3.21 2.79 2.47 2.17 1.90 1.65 1.44 1.27

5.03d 5.50t 4.46 3.70 3.18 2.76 2.43 2.15t 1.88 1.63 1.43 1.26

5.00d 5.48t 4.38 3.65 3.12 2.73 2.39 2.13 1.85 1.61 1.42

4.74d 5.69d 5.42t 4.33 3.62 3.09 2.67 2.37 2.10 1.82 1.58 1.40

5.37d 6.93d 5.36 4.30 3.58 3.04 2.64 2.35 2.05 1.79 1.57 1.38

7.06 5.31 4.26 3.54 3.02 2.64 2.32 2.01 1.76 1.54 1.37

7.99d 5.27 4.22 3.50 3.00 2.61 2.28 1.97 1.73 1.52

5.25 4.19 3.49 2.98 2.59 2.23 1.93 1.70 1.51

10.72 5.27 4.20 3.49 2.99 2.53 2.19 1.91 1.69

7.11 5.30 4.22 3.50 2.93 2.49 2.16 1.89 1.68

10.90 7.22 5.40 4.23 3.45 2.89 2.47 2.14

8.31t 11.02 7.27 5.35 4.19 3.43 2.88

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.96s 3.16d

3.35s 2.81d 2.43

3.34s 2.86s 2.48 2.12

3.34s 2.86s 2.49 2.15 1.85

3.86d 3.33s 2.86s 2.47 2.16 1.88

3.86d 3.88s 3.29s 2.83 2.43 2.13 1.87 1.64

4.67s 3.87 3.23 2.77 2.39 2.10 1.85 1.64

4.58 3.72 3.13 2.70 2.34 2.06 1.83 1.62 1.45

4.50s 3.59 3.03 2.61 2.29 2.02 1.80 1.60 1.44

4.43s 3.49 2.90 2.52 2.22 1.91t 1.76 1.58 1.42

4.41 3.40 2.80 2.44 2.16 1.71t 1.73 1.56 1.41

5.44t 4.17 3.31 2.71 2.37 2.11 1.83t 1.69 1.53 1.39 1.26

4.33d 4.34d 3.90t 3.21 2.65 2.28t 1.98t 1.84t 1.66 1.51 1.37 1.25

3.57d 3.73d 3.23t 2.71t 2.38t 2.26t 2.02 1.81 1.64 1.49 1.36

3.72d 3.34d 3.51d 3.65d 3.01t 2.56 2.24 1.99 1.80 1.62 1.47 1.35

3.41d 3.68d 3.36d 3.50d 3.01 2.55 2.22 1.97 1.77 1.61 1.46 1.34

3.34d 3.33d 3.44d 3.00 2.55 2.21 1.97 1.76 1.60 1.46 1.35

3.37d 3.68 3.02 2.55 2.22 1.96 1.76 1.60 1.46

4.69d 3.71 3.03 2.58 2.23 1.97 1.77 1.60 1.47

4.79 3.74 3.06 2.60 2.25 1.98 1.79 1.62

6.59 4.84 3.79 3.10 2.62 2.28 2.01 1.81 1.67

10.18d 6.69 4.92 3.87 3.17 2.68 2.33 2.07

5.95t 10.18t 6.87 5.05 3.97 3.27 2.79
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Dn Cant Up Cant Safety Factor: 60% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 65-75°

Fleet Number: RTE019 through to RTE021 3GLT

Configuration: Rail +50..100mm Locked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

295
305 Stafford, ST16 3HS

65 4
55 356
10

350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.97s 3.48

3.52 2.98 2.51

3.51 3.01 2.57 2.19

3.52 3.01 2.61 2.23 1.91

3.88d 3.49 3.00 2.61 2.26 1.95

3.83d 4.01s 3.45 2.98 2.60 2.29 1.97 1.70

4.89 3.98 3.42 2.95 2.58 2.29 1.98 1.72

4.80 3.95 3.38 2.92 2.56 2.29 1.99 1.72 1.49

4.73 3.92 3.31 2.89 2.55 2.28 1.99 1.72 1.50

4.65 3.88 3.31 2.83 2.53 2.28 1.98 1.72 1.50

4.60 3.84 3.28 2.84 2.47 2.25 1.97 1.71 1.49

5.72 4.61 3.82 3.27 2.84 2.52 2.22 1.95 1.70 1.48 1.30

5.02d 5.63 4.54t 3.80 3.25 2.83 2.47 2.21 1.93 1.68 1.47 1.29

4.93d 5.57 4.48 3.75 3.20 2.77 2.46 2.18 1.90 1.66 1.45

4.74d 5.68d 5.54 4.45 3.70 3.13 2.75 2.42 2.16 1.87 1.63 1.44

5.13d 6.86d 5.50 4.41 3.65 3.10 2.73 2.41 2.11 1.83 1.61 1.42

7.23 5.39 4.37 3.63 3.11 2.70 2.38 2.07 1.80 1.58 1.41

8.00d 5.42 4.31 3.60 3.06 2.67 2.34 2.02 1.77 1.57

8.00d 7.25 5.39 4.30 3.58 3.05 2.66 2.28 1.99 1.75 1.55

8.28t 5.40 4.30 3.58 3.06 2.60 2.24 1.96 1.73

7.32 5.44 4.33 3.59 3.00 2.56 2.21 1.94 1.72

11.12 7.44 5.54 4.34 3.54 2.96 2.53 2.20

8.06t 11.40 7.48 5.50 4.30 3.52 2.95

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.97s 3.34d

3.35s 2.86d 2.49

3.36s 2.86s 2.54 2.17

3.35s 2.87s 2.48s 2.21 1.90

3.88d 3.42s 2.87s 2.49s 2.21 1.92

3.83d 3.90s 3.38s 2.83s 2.48s 2.18 1.92 1.69

4.66s 3.84s 3.31 2.82s 2.45 2.15 1.90 1.69

4.57s 3.80 3.21 2.76 2.40 2.11 1.87 1.67 1.48

4.63 3.66 3.09 2.67 2.34 2.07 1.84 1.65 1.48

4.54 3.61 2.97 2.59 2.28 2.01t 1.81 1.62 1.46

4.41s 3.50 2.86 2.52 2.23 1.77t 1.77 1.59 1.44

5.48t 4.28 3.40 2.79 2.46 2.17 1.77t 1.74 1.57 1.43 1.30

4.31d 4.45d 3.92t 3.29 2.72 2.37 1.91t 1.84t 1.71 1.55 1.41 1.29

3.56d 3.72d 3.40t 3.22 2.39t 2.17t 2.02t 1.87 1.68 1.53 1.40

3.68d 3.35d 3.46d 3.66d 3.02t 2.63 2.31 2.05 1.84 1.66 1.51 1.39

3.42d 3.68d 3.36d 3.50d 3.09 2.63 2.37 2.03 1.83 1.65 1.50 1.38

3.34d 3.33d 3.43d 3.08 2.62 2.28 2.03 1.81 1.64 1.50 1.38

3.37d 3.74d 3.11 2.63 2.28 2.02 1.81 1.64 1.50

4.89d 3.81 3.12 2.64 2.29 2.03 1.82 1.65 1.52

4.93 3.85 3.15 2.67 2.31 2.05 1.83 1.67

6.80 4.99 3.90 3.19 2.70 2.34 2.07 1.86 1.71

9.98t 6.91 5.07 3.97 3.26 2.76 2.39 2.12

5.86t 10.27t 7.09 5.19 4.08 3.36 2.86
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Dn Cant Up Cant Safety Factor: 60% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 55-65°

Fleet Number: RTE019 through to RTE021 3FLT

Configuration: Rail +50..100mm Locked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

305
315 Stafford, ST16 3HS

55 4
45 356
10

350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.74 3.11

3.64s 3.21 2.71

3.57s 3.22 2.77 2.37

3.55s 3.22 2.80 2.41 2.08

3.87d 3.70s 3.20s 2.80 2.44 2.11

4.12s 3.69 3.18s 2.78 2.46 2.13 1.85

4.94d 4.29 3.60 3.15 2.76s 2.45s 2.15 1.86

5.12s 4.25 3.60 3.12 2.75s 2.44s 2.15 1.87 1.63

5.03 4.18 3.57s 3.05 2.73s 2.44s 2.16 1.87 1.64

4.98 4.14s 3.52 3.06s 2.72s 2.44s 2.14 1.87 1.63

4.94s 4.10 3.51s 3.06s 2.68 2.42 2.13 1.85 1.63

6.15 4.89 4.09s 3.49 3.04 2.68 2.40 2.12 1.85 1.62 1.43

4.90d 6.06 4.87 4.05 3.48 3.02 2.67 2.37t 2.09 1.82 1.60 1.42

4.85d 6.03 4.83 3.96 3.43 2.98 2.63 2.34 2.06 1.80 1.59

4.57d 5.70d 5.97 4.77 3.98 3.32 2.95 2.60 2.32 2.03 1.78 1.58

5.16d 6.84d 5.92 4.75 3.94 3.37t 2.92 2.58 2.29 1.99 1.76 1.56

7.85 5.89 4.71 3.91 3.35 2.92 2.58 2.25 1.96 1.73 1.54

5.85 4.69 3.90 3.33 2.90 2.53 2.20 1.93 1.71

9.70d 7.82 5.85 4.67 3.87 3.31 2.88 2.48 2.16 1.91 1.70

7.89 5.88 4.67 3.88 3.32 2.83 2.45 2.14 1.89

8.68d 7.97 5.91 4.71 3.89 3.26 2.78 2.41 2.12 1.89

12.21 8.09 6.03 4.71 3.85 3.23 2.76 2.41

8.01t 12.36 8.15 5.96 4.68 3.82 3.21

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.11d 3.08d

3.35s 2.88d 2.69

3.46s 2.87s 2.60d 2.35

3.36s 2.87s 2.48s 2.38 2.06

3.87d 3.43s 2.87s 2.50s 2.38 2.09

3.92s 3.31s 2.92s 2.57s 2.28d 2.08 1.83

4.67s 3.86s 3.37s 2.82s 2.47s 2.19s 2.06 1.83

4.59s 3.80s 3.33s 2.88s 2.45s 2.19s 2.03 1.81 1.62

4.53s 3.75s 3.19s 2.78s 2.44s 2.18s 2.00 1.79 1.61

4.46s 3.71s 3.16s 2.75s 2.43s 2.15t 1.97 1.77 1.60

4.41s 3.78s 3.14s 2.73 2.41 1.71t 1.93 1.74 1.58

5.68t 4.40s 3.71 3.04 2.66 2.34t 1.83t 1.90 1.72 1.56 1.42

4.29d 4.35d 4.49 3.58t 2.92t 2.36t 1.99t 1.85t 1.87 1.69 1.55 1.41

3.55d 3.79d 3.58t 3.51 2.79t 2.43t 2.10t 1.95t 1.84 1.68 1.53

3.68d 3.35d 3.45d 3.65d 3.20t 2.62t 2.34t 2.17t 2.01 1.82 1.66 1.52

3.42d 3.68d 3.36d 3.50d 3.39 2.87 2.51 2.22 2.00 1.81 1.65 1.52

3.38d 3.33d 3.43d 3.38 2.88 2.54 2.22 2.00 1.80 1.65 1.52

3.38d 3.74d 3.39 2.91 2.51 2.22 1.99 1.80 1.65

4.55d 4.17 3.43 2.90 2.52 2.22 2.00 1.81 1.66

5.39 4.22 3.45 2.92 2.54 2.24 2.01 1.83

7.45 5.45 4.27 3.49 2.96 2.56 2.27 2.04 1.87

9.88t 7.57 5.54 4.34 3.56 3.02 2.61 2.32

5.73t 9.98t 7.75 5.67 4.45 3.66 3.12
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Dn Cant Up Cant Safety Factor: 60% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 45-55°

Fleet Number: RTE019 through to RTE021 3ELT

Configuration: Rail +50..100mm Locked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

315
325 Stafford, ST16 3HS

45 4
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10

350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.91s 3.14d

3.67s 3.60 3.08

3.49s 3.58s 3.14 2.71

3.66s 3.50s 3.15 2.75 2.38

3.82s 3.60 3.14 2.77 2.41

4.03s 3.68s 3.54 3.12 2.77 2.43 2.13

4.95d 4.79s 4.07 3.54 3.11 2.76 2.45 2.14

5.48s 4.74 4.02 3.48 3.08 2.75 2.45 2.15 1.89

5.28s 4.68 3.99 3.46 3.06 2.74 2.45 2.15 1.89

5.43s 4.62 3.96 3.43 3.02 2.73 2.45 2.14 1.89

5.53 4.60 3.93 3.42 3.03 2.72 2.43 2.14 1.88 1.67

6.08t 5.50 4.58 3.92 3.42 3.03 2.70 2.42 2.12 1.87 1.66

4.78d 6.26d 5.48t 4.55 3.91 3.41 3.00 2.68 2.39 2.10 1.86 1.66

4.77d 6.67t 5.43 4.52t 3.87 3.37t 2.98 2.66 2.36 2.08 1.85 1.65

4.46d 5.62d 6.80 5.40 4.49t 3.68 3.35 2.94 2.64 2.33 2.06 1.83

5.01d 6.81d 6.78 5.38 4.47 3.82 3.31 2.93 2.62 2.30 2.03 1.81

8.24d 6.75 5.37 4.45 3.80 3.31 2.93 2.57 2.27 2.01 1.80

6.92d 6.73 5.35 4.46 3.78 3.30 2.90 2.53 2.23 1.99 1.79

9.65d 9.06 6.72 5.34 4.44 3.79 3.31 2.85 2.50 2.21 1.97

11.72d 6.75 5.35 4.44 3.80 3.25 2.81 2.47 2.19

9.19 6.78 5.39 4.46 3.74 3.20 2.79 2.45 2.19

9.30 6.87 5.40 4.41 3.70 3.17 2.78

7.83t 13.71t 9.35 6.84 5.37 4.38 3.69

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.11d 3.12d

3.37s 3.10s 2.81d

3.39s 2.88s 2.58d 2.64d

3.47s 2.89s 2.49s 2.44d 2.37

3.35s 2.95s 2.51s 2.37d 2.35d

3.92s 3.31s 2.85s 2.49s 2.39s 2.38 2.11

4.70s 3.87s 3.29s 2.82s 2.48s 2.19s 2.23d 2.11

4.61s 3.81s 3.34s 2.81s 2.46s 2.19s 2.26d 2.09 1.88

4.55s 3.76s 3.20s 2.78s 2.52s 2.19s 2.21d 2.07 1.86

4.61s 3.72s 3.17s 2.76s 2.43s 2.18s 2.27 2.04 1.85

4.57s 3.80s 3.15s 2.74s 2.43s 1.84t 2.23 2.02 1.83 1.67

5.50t 4.68s 3.67s 3.23s 2.90s 2.40t 1.77t 2.20 1.99 1.81 1.66

4.32d 4.45d 4.59d 3.52t 3.01t 2.44t 1.91t 1.85t 2.17 1.97 1.80 1.65

3.62d 3.72d 3.27t 2.74t 2.40t 2.18t 2.18t 1.95t 2.14 1.95 1.78 1.64

3.33d 3.35d 3.50d 3.65d 3.05t 3.36 2.63t 2.26t 2.17t 2.12 1.93 1.77

3.43d 3.68d 3.36d 3.55d 3.43t 2.90t 2.56t 2.36t 2.32 2.11 1.92 1.77

3.35d 3.33d 3.43d 3.88t 3.23t 2.93 2.58 2.32 2.10 1.92 1.77

3.37d 3.74d 3.97 3.36 2.93 2.58 2.32 2.10 1.92 1.79

4.51d 4.86 3.98 3.37 2.93 2.60 2.32 2.11 1.94

6.24 4.89 4.01 3.39 2.95 2.61 2.34 2.13

7.84d 6.31 4.94 4.05 3.43 2.98 2.64 2.37 2.16

8.74 6.40 5.02 4.12 3.49 3.03 2.68

5.57t 9.54t 8.92 6.54 5.13 4.22 3.59
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Dn Cant Up Cant Safety Factor: 60% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 35-45°

Fleet Number: RTE019 through to RTE021 3DLT

Configuration: Rail +50..100mm Locked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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35 4
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350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.86s 3.34d

3.51s 3.60s 3.50d

3.52s 3.54s 3.53s 3.25

3.50s 3.52s 3.47s 3.28 2.88

3.73s 3.50s 3.58s 3.28 2.91

4.10d 4.03s 3.82s 3.66t 3.26 2.93 2.58

5.00d 4.80s 4.35s 4.07s 3.65 3.25 2.92 2.59

5.38s 5.45s 4.73 4.10 3.61 3.24 2.91 2.60 2.30

5.19s 5.48 4.69 4.08 3.59 3.22 2.90 2.60 2.31

5.34s 5.44 4.65 4.04 3.58 3.20 2.90 2.59 2.31

5.92s 5.40 4.62 4.02 3.57 3.20 2.89 2.58 2.30 2.05

6.15t 6.43s 5.39 4.59 4.01 3.55 3.20 2.88 2.57 2.29 2.05

4.29d 6.10t 6.48 5.39 4.58s 4.00 3.55 3.18 2.86 2.55 2.28 2.04

4.68d 6.67d 6.47 5.36 4.57 3.99 3.53t 3.15 2.85 2.53 2.26 2.03

4.29d 5.54d 7.46d 6.45 5.31 4.55 3.96 3.51 3.13t 2.82 2.51 2.24

5.00d 6.73d 8.11 6.42 5.32 4.49 3.95 3.49 3.13 2.78 2.48 2.23

8.15d 8.14 6.44 5.30 4.52 3.94 3.48 3.12 2.76 2.46 2.21

8.12 6.44 5.33 4.54 3.94 3.50 3.07 2.72 2.44 2.20

7.68t 8.12 6.44 5.34 4.55 3.97 3.46 3.04 2.70 2.43

8.00d 8.14 6.47 5.35 4.58 3.92 3.41 3.01 2.68 2.42

11.10 8.18 6.51 5.38 4.52 3.88 3.39 2.99 2.68

11.26 8.29 6.51 5.33 4.48 3.86 3.37

7.64t 13.49t 11.33 8.28 6.49 5.32 4.48 3.86

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.11d 3.09d

3.51s 2.97d 2.86d

3.41s 2.91s 2.63d 2.66d

3.38s 2.90s 2.51s 2.49d 2.51d

3.38s 2.97s 2.51s 2.44d 2.40d

4.08s 3.42s 2.87s 2.51s 2.34s 2.28d 2.37d

4.96d 4.02s 3.29s 2.84s 2.49s 2.20s 2.28d 2.24d

4.65s 4.26s 3.25s 2.81s 2.48s 2.20s 2.31d 2.29d 2.25d

4.70s 3.77s 3.66s 2.78s 2.45s 2.19s 2.26d 2.21d 2.23d

4.51s 3.73s 3.18s 2.94s 2.45s 2.19s 2.22d 2.30d 2.24d

4.46s 3.70s 3.16s 2.91s 2.44s 1.84t 2.49t 2.25d 2.25 2.05

5.58s 4.44s 3.79s 3.14s 2.75s 2.40t 1.77t 2.41d 2.33d 2.23 2.04

4.29d 4.34d 4.11t 3.71t 3.17t 2.59t 2.00t 1.85t 2.40d 2.42 2.21 2.03

3.56d 3.72d 3.47t 4.31d 2.72t 2.36t 2.03t 1.96t 2.57d 2.40 2.20 2.02

3.33d 3.34d 3.45d 3.63d 3.35t 2.64t 2.82t 2.26t 2.10t 2.61 2.38 2.18

3.44d 3.33d 3.36d 3.49d 3.74d 2.91t 2.57t 2.37t 2.63t 2.59 2.37 2.18

3.35d 3.33d 3.42d 4.09d 3.25t 3.17t 2.61t 2.86 2.59 2.37 2.18

3.33d 3.64d 4.50t 4.10t 3.18t 3.18 2.85 2.59 2.37 2.20

4.44d 5.05d 4.90 4.16 3.60 3.20 2.86 2.60 2.38

6.13d 5.98 4.92 4.17 3.63 3.21 2.88 2.61 2.42

7.86d 7.71 6.04 4.96 4.21 3.66 3.23 2.91 2.65

10.30d 7.80 6.12 5.03 4.26 3.70 3.28

5.43t 9.30t 10.86 7.95 6.24 5.13 4.36 3.83
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Dn Cant Up Cant Safety Factor: 60% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 25-35°

Fleet Number: RTE019 through to RTE021 3CLT

Configuration: Rail +50..100mm Locked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

335
345 Stafford, ST16 3HS

25 4
15 356
10

350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.79s 3.38d

3.53s 3.55s 3.55d

3.42s 3.49s 3.49s 3.41t

3.52s 3.48s 3.43s 3.38t 3.16d

3.68s 3.52s 3.54s 3.38t 3.23t

3.97s 3.99s 3.77s 3.67s 3.41t 3.22t 3.05t

4.93d 4.75s 4.31s 4.03s 3.75t 3.47t 3.25t 3.09t 2.31d

5.21s 5.42s 4.73s 4.29t 3.87t 3.54t 3.29t 3.10t 2.91t

5.10s 5.73s 5.17t 4.49t 4.00t 3.64t 3.35t 3.14t 2.98t

5.28s 5.77s 5.63t 4.76t 4.17t 3.75t 3.43t 3.19t 2.98

5.88s 5.93s 5.75 5.00 4.37t 3.89t 3.53t 3.26t 2.97 2.54d

5.88d 6.57s 6.59s 5.73 4.99 4.42 3.95t 3.58 3.26 2.96 2.68

4.32d 6.20t 6.88d 6.70 5.72 4.99 4.42 3.96 3.58 3.26 2.95 2.67d

4.59d 6.63t 7.48t 6.73 5.74 5.00 4.41t 3.95 3.57 3.26 2.94 2.66

4.08d 5.46d 7.51t 8.16 6.72 5.62 4.98 4.41 3.95 3.57 3.24 2.92

4.96d 6.64d 8.60d 8.16 6.74 5.74 4.99 4.41 3.95 3.57 3.22 2.90

8.05d 10.23t 8.18 6.75 5.67t 4.99 4.41 3.95 3.56 3.20 2.89

7.81d 10.40 8.20 6.77t 5.60 4.99 4.42 3.96 3.53 3.17 2.88

9.51d 11.85d 10.44 8.24t 6.78 5.75 5.02 4.45 3.92 3.51 3.16

11.52d 14.18 10.46 8.28 6.84 5.82 5.05 4.41 3.90 3.49 3.16

12.12t 14.29 10.53 8.33 6.89 5.81 5.01 4.38 3.88 3.49

14.47 10.64 8.36 6.85 5.77 4.98 4.37 3.89

7.54t 13.21t 14.59 10.63 8.34 6.84 5.76 4.99

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.37s 3.12d

3.42s 2.82d 2.81d

3.42s 2.93s 2.58d 2.59d

3.51s 3.08s 2.52s 2.46d 2.46d

3.48s 2.98s 2.52s 2.37d 2.37d

3.97s 3.34s 2.88s 2.51s 2.28s 2.30d 2.39d

4.78s 3.91s 3.31s 2.85s 2.50s 2.21s 2.26d 2.26d 2.29d

4.68s 3.86s 3.37s 2.82s 2.49s 2.20s 2.29d 2.21d 2.25d

4.71s 3.79s 3.23s 2.80s 2.46s 2.20s 2.31d 2.21d 2.23d

4.52s 3.75s 3.28s 2.77s 2.45s 2.19s 2.28d 2.22d 2.24d

4.48s 3.71s 3.17s 2.76s 2.44s 2.01t 2.35d 2.25d 2.26d 2.24d

5.63s 4.74s 3.82s 3.16s 2.75s 2.44s 1.77t 2.40t 2.36d 2.27d 2.24d

4.32d 4.35d 4.55d 4.01t 3.26s 2.67t 2.00t 1.85t 2.40d 2.46d 2.33d 2.27d

3.56d 3.77d 3.31t 2.90t 2.43t 2.46t 2.04t 1.96t 2.61d 2.52d 2.39d 2.31d

3.34d 3.34d 3.44d 3.63d 3.09t 2.64t 2.37t 2.27t 2.10t 2.78d 2.67d 2.46d

3.45d 3.33d 3.40d 3.48d 3.64t 3.42t 2.58t 2.46t 2.57t 2.79d 2.71d 2.58d

3.36d 3.33d 3.42d 3.99t 3.67t 2.97t 2.62t 3.18d 3.01d 2.80d 2.65d

3.41d 3.64d 4.53t 3.68t 3.20t 3.22t 3.55d 3.15d 2.95d 2.78d

4.43d 5.05d 5.31t 4.22t 3.67t 4.03d 3.75 3.31d 3.01d

6.06d 6.89d 6.26t 4.97t 4.74 4.20 3.77 3.42 3.08d

7.72d 8.18d 7.86 6.47 5.49 4.77 4.23 3.79 3.46

10.20d 10.11 7.95 6.53 5.55 4.82 4.27 3.87

5.34t 9.09t 14.06 10.27 8.07 6.64 5.65 4.94

-3

-3.5

0

-0.5

-1

-1.5

-2

-2.5

0.5

6

5.5

5

4.5

4

3.5

3

2.5

2

1.5

1

6.5

-0.5

-1

-1.5

-2

-2.5

-3

-3.5

Minimum Loads (t)
(m)

7.5

7

0

5.5

5

4.5

4

3.5

3

2.5

2

1.5

1

0.5

6

Dn Cant Up Cant Safety Factor: 60% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 15-25°

Fleet Number: RTE019 through to RTE021 3BLT

Configuration: Rail +50..100mm Locked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

345
5 Stafford, ST16 3HS

15 4
355 356

20
340 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

5.57s 5.04d

5.16s 5.21s 5.41d

5.13s 5.17s 5.12t

5.11s 4.98s 5.04t 4.77t

5.22s 5.27s 5.22s 5.05t 4.83t

6.10d 5.86s 5.56s 5.41s 5.10t 4.82t 4.57t

7.48d 7.00s 6.37s 5.95s 5.60s 5.19t 4.85t 4.61t 3.76d

7.44s 8.02s 7.00s 6.38s 5.79t 5.31t 4.92t 4.64t 4.35d

7.31s 8.35s 7.77t 6.74t 6.01t 5.45t 5.02t 4.69t 4.46t

7.60s 8.55s 8.44t 7.14t 6.25t 5.62t 5.14t 4.78t 4.54t

8.63s 9.21s 9.24t 7.62t 6.56t 5.83t 5.29t 4.88t 4.61t 4.09d

8.98s 9.58s 9.94d 9.81s 8.16t 6.89t 6.06t 5.45t 5.01t 4.70t 4.24t

9.05t 10.35s 10.36s 10.06s 8.75t 7.26t 6.31t 5.64t 5.15t 4.81t 4.33t

6.64d 9.89d 11.04t 10.95s 10.39s 9.30t 7.63t 6.57t 5.84t 5.31t 4.95t 4.35t

5.70d 7.96d 11.13d 12.32s 11.64d 10.80s 9.59s 8.02t 6.85t 6.05t 5.47t 5.09t

7.35d 9.84d 12.87d 13.48s 12.30d 11.05s 9.66s 8.40t 7.13t 6.27t 5.66t 5.19t

11.94d 15.37d 14.55s 12.92s 11.17s 9.70s 8.59s 7.41t 6.49t 5.86t 5.22t

18.07d 15.49d 13.21s 11.19s 9.76s 8.63s 7.70t 6.73t 6.07t 5.09t

17.64d 19.58s 16.08s 13.29s 11.29s 9.81s 8.69s 7.81s 6.99t 6.12t

20.56s 16.26s 13.38s 11.39s 9.91s 8.81s 7.89s 6.91s 5.44d

27.54d 20.88s 16.45s 13.56s 11.60s 10.08s 8.79s 7.56s 6.16s

29.00s 21.23s 16.68s 13.69s 11.46s 9.73s 8.12s 6.52s

11.12t 19.28t 27.69s 20.23s 15.82s 12.73s 10.41s 8.40s

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

5.07s 4.61d

5.16s 4.32s 4.20d

4.37s 4.20s 3.94d

4.37s 3.79s 3.72d 3.67d

5.10s 4.35s 3.78s 3.61d 3.51d

5.97s 5.01s 4.32s 3.87s 3.31s 3.40d 3.42d

7.16s 5.89s 4.97s 4.28s 3.73s 3.31s 3.41d 3.38d 3.37d

7.03s 5.78s 4.89s 4.23s 3.72s 3.30s 3.30d 3.30d 3.32d

7.08s 5.87s 4.84s 4.31s 3.68s 3.29s 3.38d 3.34d 3.34d

6.78s 5.62s 5.20s 4.42s 3.66s 3.28s 3.67d 3.32d 3.35d

7.14s 5.58s 4.75s 4.13s 3.65s 3.23t 3.58t 3.41d 3.34d 3.47d

8.73s 6.70s 5.54s 4.73s 4.12s 3.97s 2.65t 3.58t 3.53d 3.40d 3.43d

6.50d 6.43t 5.55s 5.01s 4.00t 3.10t 2.76t 3.63d 3.68d 3.61d 3.48d

5.31d 5.51d 5.26t 5.90t 3.79t 3.28t 3.05t 3.03t 3.84d 3.77d 3.72d 3.59d

4.98d 5.06d 5.14d 5.41d 4.63t 6.31t 3.55t 3.39t 3.14t 4.10d 3.93d 3.83d

5.16d 4.97d 5.00d 5.19d 5.26t 4.96t 3.87t 3.55t 3.84t 4.42d 3.99d 3.80d

5.02d 4.97d 5.17d 5.98t 4.92t 4.27t 3.91t 4.69d 4.44d 4.36d 3.91d

4.97d 5.28d 6.84t 5.53t 4.78t 4.80t 5.15d 4.92d 4.35d 4.17d

6.46d 7.66d 8.31t 6.36t 5.50t 6.47d 5.57d 5.20d 4.70d

9.20d 10.04d 9.50t 7.45t 8.06t 6.65d 5.83d 5.23d 4.62d

11.35d 12.00d 13.08s 10.69s 9.54s 8.52s 7.30d 6.41d 5.40d

15.00d 16.47d 13.27s 10.79s 9.23s 8.03s 7.04s 6.25d

7.77t 13.24t 20.93d 16.90s 13.28s 10.92s 9.30s 8.10s
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Maximum Loads (t)
(m)

Safety Factor: 87%
RTE019 through to RTE021
Unlocked 01/06/2020

3aU

Rail-Ability Ltd, Tollgate Drive

Tel: 01785 214747
mail@railability.co.uk

Rated Lift Capacity Chart

Machine type:
Configuration:

Equipment:

Fleet Number:

RA310
Rail +50..100mm Unlocked
1.9 + 3.4 + 2.1

Floating Axle:

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

5
15 Stafford, ST16 3HS

355 4
345 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.30 3.57

3.66 3.09

3.67 3.16 2.69

3.65 3.17 2.74 2.35

4.26 3.65 3.14 2.77 2.39 2.06

4.20 3.60 3.14 2.77 2.41 2.09

6.06 4.94 4.14 3.57 3.12 2.76 2.42 2.10 1.83

5.88 4.86 4.08 3.54 3.09 2.75 2.43 2.11 1.84

4.76 4.06 3.50 3.07 2.74 2.43 2.11 1.84

5.71 4.70 4.00 3.45 3.06 2.73 2.43 2.10 1.84 1.61

5.64 4.68 3.98 3.45 3.04 2.73 2.41 2.09 1.83 1.61

5.65 4.67 3.95 3.44 3.01 2.73 2.38 2.07 1.82 1.60

7.20 5.55 4.62 3.95 3.43 3.05 2.70 2.35 2.06 1.80 1.59

6.10d 7.10 5.63 4.60 3.95 3.45 3.03 2.67 2.33 2.03 1.78 1.58

5.16d 7.58d 7.00 5.58 4.62 3.93 3.40 2.98 2.63 2.29 2.00 1.76 1.57

9.32d 6.90 5.48 4.52 3.84 3.33 2.93 2.59 2.25 1.97 1.74

9.36 6.85 5.40 4.48 3.80 3.27 2.90 2.54 2.21 1.94 1.72

10.10d 6.82 5.38 4.44 3.75 3.27 2.87 2.49 2.17 1.92 1.71

6.83 5.36 4.42 3.75 3.25 2.81 2.44 2.14 1.90

11.34t 9.45 6.85 5.36 4.35 3.76 3.20 2.76 2.40 2.12 1.89

9.59 6.91 5.42 4.47 3.71 3.15 2.72 2.38 2.11

9.78 7.05 5.45 4.40 3.67 3.12 2.70 2.38

16.12 9.88 7.04 5.43 4.38 3.65 3.12

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.28 3.55

3.63 3.07

3.66 3.11 2.67

3.64 3.11 2.69 2.34

4.26 3.59 3.10 2.69 2.36 2.05

4.17 3.55 3.05 2.66 2.35 2.06

6.00 4.88 4.08 3.49 2.99 2.63 2.32 2.06 1.82

5.88 4.70 3.94 3.37 2.92 2.58 2.28 2.04 1.82

4.57 3.80 3.27 2.86 2.53 2.24 2.01 1.80

5.68 4.48 3.64 3.17 2.78 2.47 2.20 1.97 1.78 1.60

5.55 4.38 3.55 3.08 2.71 2.42 2.16 1.95 1.76 1.59

5.38 4.24 3.51 3.00 2.64 2.36 2.12 1.92 1.74 1.58

6.46d 5.21 4.13 3.38 2.91 2.59 2.32 2.09 1.89 1.72 1.57

5.27d 5.49d 5.02 4.01 3.31 2.86 2.54 2.28 2.06 1.87 1.70 1.56

5.00d 4.98d 5.12d 4.92 3.93 3.25 2.84 2.51 2.25 2.04 1.85 1.69 1.56

4.98d 4.99d 4.82 3.87 3.24 2.82 2.49 2.23 2.01 1.83 1.68

5.04d 4.97d 4.78 3.85 3.25 2.81 2.49 2.23 2.00 1.83 1.68

4.51d 4.78 3.87 3.26 2.82 2.48 2.22 2.00 1.83 1.69

6.12d 4.81 3.90 3.27 2.83 2.49 2.23 2.01 1.84

6.30 4.86 3.93 3.30 2.86 2.51 2.24 2.04 1.87

8.95 6.37 4.92 3.98 3.34 2.89 2.54 2.27 2.07

9.09 6.47 5.00 4.05 3.40 2.93 2.58 2.32

12.49t 9.33 6.63 5.11 4.15 3.50 3.03

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 3bU

Configuration: Rail +50..100mm Unlocked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020
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Dn Cant Up Cant Safety Factor: 67%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 345-355°
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Rail-Ability Ltd RACD-10000609

15
25 Stafford, ST16 3HS

345 4
335 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.74

2.82 2.36

2.83 2.42 2.03

2.84 2.43 2.08 1.75

2.81 2.42 2.11 1.79 1.51

3.26 2.77 2.39 2.11 1.81 1.54

3.21 2.74 2.37 2.10 1.83 1.56 1.32

3.71 3.15 2.69 2.35 2.08 1.84 1.57 1.33

3.67 3.03 2.67 2.33 2.07 1.83 1.56 1.34

3.59 3.04 2.64 2.32 2.06 1.83 1.56 1.33 1.14

4.32 3.56 3.02 2.61 2.30 2.06 1.81 1.55 1.33 1.14

4.30 3.53 2.99 2.59 2.30 2.07 1.80 1.53 1.31 1.13

5.48 4.31 3.55 3.00 2.59 2.30 2.04 1.76 1.51 1.29 1.12

5.86d 5.44 4.33 3.27 3.02 2.61 2.29 2.01 1.73 1.48 1.27 1.11

5.11d 7.10 5.29 4.21 3.46 2.98 2.56 2.24 1.97 1.69 1.45 1.26 1.10

7.10 5.22 4.12 3.41 2.90 2.46 2.20 1.93 1.65 1.42 1.24

7.08 5.16 4.06 3.36 2.85 2.47 2.16 1.87 1.61 1.40 1.22

5.11 4.03 3.32 2.82 2.43 2.14 1.82 1.57 1.37 1.20

10.69d 11.53 7.05 5.11 4.02 3.30 2.80 2.43 2.07 1.78 1.54 1.35

5.16 4.03 3.31 2.80 2.37 2.02 1.74 1.52 1.34

11.97t 11.98 5.21 4.08 3.33 2.76 2.32 1.99 1.72 1.51

7.43 5.34 4.09 3.29 2.71 2.29 1.97 1.72

12.62 7.52 5.32 4.07 3.26 2.70 2.29

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.71

2.80 2.34

2.82 2.38 2.02

2.81 2.38 2.04 1.74

2.78 2.37 2.03 1.75 1.50

3.24 2.73 2.32 2.00 1.74 1.51

3.14 2.63 2.28 1.97 1.72 1.51 1.31

3.58 3.00 2.54 2.20 1.91 1.68 1.49 1.31

3.47 2.86 2.45 2.13 1.87 1.64 1.46 1.29

3.37 2.70 2.34 2.05 1.81 1.60 1.43 1.27 1.14

4.22 3.25 2.61 2.26 1.98 1.75 1.56 1.40 1.25 1.12

4.07 3.14 2.53 2.18 1.91 1.70 1.52 1.36 1.23 1.11

5.22 3.86 3.02 2.44 2.08 1.87 1.66 1.48 1.34 1.21 1.10

5.28d 4.96 3.69 2.91 2.36 2.03 1.82 1.62 1.45 1.31 1.19 1.09

5.05d 4.98d 4.74 3.59 2.82 2.30 2.02 1.77 1.58 1.43 1.29 1.18 1.08

4.69d 4.63 3.49 2.76 2.29 1.99 1.76 1.58 1.41 1.28 1.17

5.04d 4.58 3.45 2.74 2.30 1.98 1.74 1.56 1.40 1.28 1.17

4.26d 3.44 2.76 2.30 1.99 1.75 1.56 1.41 1.28 1.18

4.57 3.50 2.78 2.32 2.00 1.75 1.56 1.41 1.29

4.61 3.51 2.82 2.35 2.02 1.77 1.58 1.43 1.32

4.68 3.57 2.87 2.39 2.05 1.80 1.61 1.47

6.80 4.77 3.64 2.93 2.44 2.10 1.85 1.66

11.78 6.99 4.91 3.77 3.03 2.54 2.19

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 3cU

Configuration: Rail +50..100mm Unlocked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

6

Dn Cant Up Cant Safety Factor: 67%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 335-345°
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Rail-Ability Ltd RACD-10000609

25
35 Stafford, ST16 3HS

335 4
325 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.32

2.40 1.98

2.39 2.04 1.70

2.41 2.06 1.74 1.45

2.38 2.04 1.77 1.48 1.23

2.77 2.34 2.01 1.77 1.51 1.26

3.25 2.70 2.31 1.99 1.76 1.52 1.28 1.06

3.17 2.63 2.27 1.97 1.74 1.53 1.28 1.08

3.08 2.60 2.23 1.95 1.72 1.53 1.29 1.08

3.01 2.52 2.13 1.92 1.72 1.52 1.28 1.08 .85

3.59 2.99 2.53 2.15 1.90 1.71 1.52 1.26 1.07 .84

3.60 2.95 2.50 2.15 1.89 1.72 1.49 1.25 1.06 .83

4.62 3.53 2.95 2.51 2.16 1.92 1.71 1.46 1.22 1.04 .81

5.75d 4.59 3.63 2.96 2.52 2.18 1.91 1.67 1.42 1.20 1.02 .80

5.06d 5.96 4.45 3.55 2.92 2.40 2.13 1.86 1.63 1.38 1.17 .99 .77

5.91 4.29 3.45 2.86 2.42 2.08 1.82 1.59 1.34 1.14 .96

5.89 4.27 3.39 2.79 2.37 2.04 1.78 1.54 1.30 1.11 .93

4.23 3.34 2.75 2.33 2.01 1.76 1.48 1.27 1.09 .91

4.24 3.32 2.72 2.31 2.00 1.69 1.43 1.23 1.07

11.18t 9.86 4.29 3.33 2.73 2.31 1.95 1.65 1.40 1.21 1.06

4.35 3.37 2.76 2.27 1.89 1.61 1.38 1.20

6.22 4.45 3.41 2.71 2.22 1.86 1.59 1.37

10.70 6.35 4.43 3.36 2.68 2.21 1.86

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.29

2.38 1.96

2.39 2.01 1.68

2.38 2.01 1.70 1.44

2.35 1.98 1.69 1.45 1.22

2.73 2.29 1.95 1.66 1.43 1.24

3.19 2.63 2.21 1.88 1.63 1.41 1.22 1.06

3.01 2.52 2.12 1.82 1.59 1.37 1.20 1.05

2.91 2.36 2.02 1.75 1.52 1.34 1.18 1.03

2.82 2.21 1.92 1.67 1.47 1.30 1.14 1.02 .84

3.54 2.70 2.14 1.83 1.60 1.41 1.25 1.11 .98 .82

3.38 2.57 2.03 1.75 1.54 1.36 1.21 1.08 .95 .80

4.38 3.19 2.45 1.96 1.66 1.47 1.31 1.18 1.06 .92 .78

5.26d 4.08 3.02 2.35 1.88 1.61 1.45 1.27 1.14 1.03 .89 .77

5.00d 5.04d 3.89 2.91 2.26 1.82 1.59 1.41 1.25 1.12 1.01 .87 .76

4.41d 3.78 2.81 2.20 1.80 1.57 1.39 1.22 1.10 1.00 .86

5.10d 3.69 2.76 2.17 1.81 1.55 1.36 1.22 1.09 .98 .86

3.68 2.76 2.18 1.82 1.57 1.38 1.21 1.09 .99 .87

3.72 2.79 2.21 1.84 1.57 1.38 1.22 1.10 1.00

3.75 2.82 2.25 1.86 1.59 1.40 1.24 1.12 1.04

3.80 2.87 2.30 1.90 1.63 1.42 1.27 1.16

5.60 3.90 2.95 2.36 1.95 1.67 1.47 1.32

9.89 5.79 4.04 3.06 2.45 2.04 1.76

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 3dU

Configuration: Rail +50..100mm Unlocked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

6

Dn Cant Up Cant Safety Factor: 67%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 325-335°
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Rail-Ability Ltd RACD-10000609

35
45 Stafford, ST16 3HS

325 4
315 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.06

2.13 1.75

2.14 1.81 1.49

2.13 1.82 1.53 1.26

2.10 1.80 1.56 1.30 1.06

2.46 2.08 1.78 1.55 1.32 1.09

2.89 2.41 2.04 1.76 1.54 1.34 1.11 .85

2.81 2.35 2.00 1.74 1.52 1.35 1.11 .87

2.73 2.30 1.96 1.71 1.51 1.34 1.11 .87

2.65 2.21 1.94 1.70 1.50 1.33 1.11 .87 .63

3.20 2.61 2.22 1.87 1.68 1.49 1.33 1.10 .85 .62

3.18 2.61 2.19 1.88 1.68 1.50 1.30 1.07 .84 .61

4.07 3.17 2.60 2.20 1.89 1.68 1.50 1.27 1.06 .81 .59

5.36 4.07 3.15 2.49 2.20 1.91 1.67 1.46 1.24 1.03 .78 .57

5.01d 5.25 3.89 3.10 2.58 2.19 1.85 1.63 1.42 1.20 .99 .75 .55

5.20 3.83 3.02 2.50 2.12 1.82 1.59 1.39 1.16 .94 .72

5.20 3.77 2.97 2.43 2.06 1.78 1.55 1.33 1.11 .90 .69

3.73 2.91 2.40 2.03 1.75 1.53 1.27 1.07 .86 .67

3.73 2.89 2.37 2.00 1.73 1.46 1.23 1.04 .83

5.26 3.75 2.91 2.38 2.01 1.69 1.41 1.19 1.02 .82

8.93 5.34 3.80 2.95 2.41 1.97 1.63 1.37 1.17 1.01

5.48 3.91 2.99 2.35 1.92 1.60 1.36 1.17

9.58 5.57 3.89 2.94 2.33 1.90 1.60 1.36

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.04

2.13 1.73

2.13 1.77 1.48

2.12 1.78 1.50 1.25

2.09 1.75 1.49 1.26 1.05

2.45 2.04 1.72 1.46 1.26 1.06

2.86 2.39 1.97 1.65 1.42 1.22 1.05 .84

2.65 2.21 1.87 1.58 1.37 1.19 1.03 .83

2.55 2.05 1.75 1.52 1.32 1.15 1.00 .81

2.46 1.92 1.65 1.44 1.26 1.10 .95 .77 .61

3.17 2.35 1.82 1.56 1.37 1.20 1.06 .90 .74 .60

2.97 2.24 1.74 1.47 1.31 1.15 1.02 .86 .71 .58

3.86 2.79 2.11 1.66 1.39 1.23 1.10 .97 .82 .68 .56

5.26d 3.57 2.61 2.00 1.58 1.34 1.21 1.06 .93 .78 .65 .54

5.01d 4.92 3.35 2.48 1.91 1.52 1.31 1.18 1.04 .89 .75 .63 .53

4.27d 3.26 2.39 1.85 1.50 1.30 1.16 1.01 .86 .73 .62

4.64 3.15 2.34 1.81 1.50 1.29 1.13 1.01 .84 .72 .62

3.16 2.34 1.84 1.51 1.30 1.14 .99 .84 .72 .63

3.17 2.36 1.89 1.56 1.30 1.14 1.01 .86 .74

3.21 2.40 1.90 1.56 1.33 1.16 1.03 .88 .78

3.27 2.45 1.94 1.60 1.36 1.19 1.06 .94

4.87 3.36 2.52 2.00 1.65 1.41 1.23 1.11

8.64 5.05 3.49 2.63 2.09 1.74 1.49 1.34

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 3eU

Configuration: Rail +50..100mm Unlocked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

6

Dn Cant Up Cant Safety Factor: 67%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 315-325°
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Rail-Ability Ltd RACD-10000609

45
55 Stafford, ST16 3HS

315 4
305 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.92

1.99 1.63

2.01 1.69 1.38

2.00 1.70 1.42 1.16

1.98 1.68 1.45 1.20 .95

2.29 1.93 1.66 1.44 1.22 .99

2.69 2.24 1.89 1.63 1.42 1.24 1.01 .73

2.62 2.18 1.86 1.61 1.41 1.24 1.02 .74

2.51 2.13 1.83 1.59 1.40 1.25 1.02 .75

2.47 2.06 1.80 1.57 1.38 1.24 1.02 .74 .51

2.97 2.44 2.05 1.73 1.55 1.38 1.22 1.00 .73 .50

2.80 2.40 2.04 1.74 1.55 1.39 1.20 .98 .71 .49

3.77 2.95 2.40 2.02 1.75 1.55 1.40 1.18 .94 .69 .47

5.00 3.79 2.97 2.41 2.05 1.77 1.56 1.35 1.14 .90 .65 .46

4.88 3.63 2.91 2.40 1.98 1.74 1.50 1.31 1.10 .86 .62 .44

4.84 3.54 2.80 2.30 1.92 1.69 1.46 1.28 1.06 .81 .59 .42

4.78 3.47 2.72 2.25 1.88 1.60 1.43 1.22 1.01 .76 .56

9.78d 3.44 2.70 2.20 1.84 1.61 1.40 1.17 .96 .72 .54

8.01 3.45 2.67 2.19 1.84 1.59 1.34 1.12 .91 .69

3.45 2.68 2.19 1.85 1.55 1.29 1.08 .87 .68

3.51 2.71 2.22 1.82 1.49 1.25 1.06 .86

5.08 3.62 2.76 2.18 1.76 1.46 1.23 1.05

8.82 5.18 3.61 2.70 2.14 1.74 1.45 1.24

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.90

1.98 1.61

2.01 1.65 1.36

2.00 1.65 1.38 1.15

1.96 1.63 1.37 1.16 .94

2.29 1.90 1.59 1.35 1.14 .95

2.66 2.19 1.82 1.55 1.31 1.12 .94 .71

2.48 2.04 1.73 1.47 1.26 1.08 .90 .71

2.39 1.90 1.62 1.39 1.21 1.05 .86 .68

2.28 1.75 1.51 1.31 1.15 1.00 .81 .65 .50

2.92 2.20 1.67 1.41 1.24 1.09 .93 .76 .62 .48

2.74 2.04 1.59 1.32 1.17 1.04 .87 .72 .58 .46

3.60 2.56 1.93 1.50 1.31 1.13 .97 .82 .67 .55 .44

4.91 3.30 2.40 1.81 1.42 1.20 1.08 .92 .77 .64 .52 .42

4.55 3.08 2.26 1.73 1.36 1.17 1.03 .89 .74 .61 .50 .41

4.00d 2.98 2.17 1.66 1.33 1.15 1.03 .84 .71 .59 .49 .42

4.26 2.88 2.11 1.63 1.34 1.15 1.00 .84 .69 .58 .49

2.86 2.11 1.64 1.37 1.15 1.01 .83 .69 .58 .50

2.90 2.15 1.68 1.38 1.16 1.02 .84 .70 .60

2.92 2.17 1.71 1.40 1.18 1.03 .87 .73 .64

2.98 2.22 1.75 1.44 1.22 1.06 .91 .78

4.46 3.07 2.29 1.81 1.49 1.27 1.11 .98

8.00 4.64 3.19 2.40 1.90 1.57 1.34 1.20

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 3fU

Configuration: Rail +50..100mm Unlocked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

6

Dn Cant Up Cant Safety Factor: 67%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 305-315°
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Rail-Ability Ltd RACD-10000609

55
65 Stafford, ST16 3HS

305 4
295 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.85

1.93 1.57

1.93 1.63 1.32

1.92 1.63 1.37 1.11

1.90 1.62 1.39 1.15 .88

2.21 1.86 1.60 1.38 1.17 .92

2.60 2.16 1.82 1.56 1.37 1.18 .95 .66

2.47 2.09 1.79 1.54 1.35 1.19 .95 .68

2.43 2.05 1.74 1.52 1.34 1.19 .96 .68 .45

2.36 2.00 1.71 1.50 1.32 1.19 .95 .68 .45

2.83 2.32 1.95 1.68 1.49 1.32 1.17 .93 .67 .45

2.83 2.32 1.95 1.68 1.43 1.33 1.15 .91 .64 .43

3.63 2.77 2.32 1.95 1.69 1.47 1.33 1.13 .87 .62 .42

4.81 3.62 2.84 2.33 1.95 1.69 1.48 1.29 1.09 .83 .60 .39

4.70 3.50 2.77 2.25 1.95 1.64 1.44 1.26 1.05 .79 .56 .38

4.62 3.38 2.67 2.22 1.88 1.55 1.39 1.22 1.00 .74 .53 .36

4.60 3.35 2.63 2.15 1.82 1.57 1.36 1.17 .94 .70 .50

9.70t 3.31 2.57 2.12 1.78 1.53 1.34 1.11 .88 .66 .47

7.64 3.28 2.56 2.09 1.76 1.52 1.28 1.06 .83 .62

7.83 3.32 2.55 2.09 1.76 1.48 1.23 1.03 .79 .61

11.78t 3.36 2.60 2.12 1.73 1.42 1.18 1.00 .78

4.91 3.47 2.64 2.08 1.68 1.39 1.17 .99

8.55 5.00 3.45 2.59 2.05 1.67 1.38 1.17

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.83

1.91 1.55

1.93 1.60 1.31

1.92 1.60 1.33 1.10

1.88 1.57 1.31 1.11 .87

2.21 1.82 1.53 1.29 1.10 .88

2.58 2.14 1.75 1.48 1.25 1.08 .86 .65

2.38 1.97 1.65 1.40 1.20 1.03 .83 .64

2.30 1.82 1.55 1.33 1.15 .99 .79 .61 .45

2.20 1.69 1.45 1.25 1.09 .92 .74 .58 .44

2.83 2.07 1.60 1.34 1.17 1.03 .86 .69 .55 .42

2.65 1.97 1.51 1.25 1.10 .95 .79 .65 .51 .40

3.46 2.46 1.83 1.41 1.18 1.05 .90 .74 .61 .48 .38

4.76 3.16 2.29 1.73 1.34 1.14 .99 .84 .69 .57 .46 .36

2.84d 2.94 2.15 1.62 1.28 1.10 .94 .79 .66 .54 .44 .35

3.87d 2.84 2.05 1.57 1.25 1.08 .91 .76 .63 .52 .43 .35

4.07 2.72 2.01 1.53 1.26 1.15 .93 .74 .61 .51 .42

2.71 2.00 1.55 1.27 1.08 .91 .75 .61 .51 .43

2.75 2.01 1.57 1.29 1.10 .92 .75 .62 .53

2.78 2.06 1.61 1.32 1.12 .94 .78 .65 .57

2.84 2.10 1.65 1.36 1.15 .99 .82 .70

4.26 2.92 2.18 1.71 1.41 1.19 1.04 .89

7.63 4.43 3.04 2.28 1.80 1.48 1.27 1.13

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 3gU

Configuration: Rail +50..100mm Unlocked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

6

Dn Cant Up Cant Safety Factor: 67%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 295-305°
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Minimum Loads (t)
(m)

7.5

7

0.5
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2.5
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1.5
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Rail-Ability Ltd RACD-10000609

65
85 Stafford, ST16 3HS

295 4
275 356

20
340 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.83

1.89 1.55

1.60 1.30

1.90 1.61 1.35 1.09

1.86 1.60 1.37 1.13 .86

2.19 1.84 1.58 1.36 1.15 .90

2.12 1.80 1.54 1.35 1.17 .92 .64

2.48 2.06 1.75 1.52 1.33 1.18 .93 .66

2.40 2.01 1.72 1.49 1.32 1.18 .94 .66 .43

2.34 1.97 1.69 1.48 1.30 1.17 .93 .66 .43

2.81 2.30 1.94 1.67 1.45 1.30 1.16 .92 .65 .43

2.79 2.26 1.92 1.66 1.46 1.30 1.14 .88 .62 .41

3.59 2.71 2.24 1.91 1.65 1.46 1.32 1.10 .85 .60 .40

4.75 3.59 2.78 2.19 1.93 1.67 1.47 1.28 1.07 .81 .57 .37

4.64 3.46 2.73 2.28 1.83 1.63 1.42 1.23 1.03 .76 .54 .36

4.57 3.36 2.66 2.19 1.84 1.57 1.38 1.20 .98 .71 .51 .34

4.57 3.25 2.56 2.12 1.78 1.53 1.34 1.14 .91 .67 .48

9.78t 3.24 2.54 2.07 1.72 1.51 1.32 1.09 .85 .63 .45

10.32t 7.63 4.55 3.25 2.51 2.05 1.59 1.49 1.26 1.04 .80 .60

7.68 3.27 2.53 2.05 1.73 1.46 1.20 1.00 .77 .58

11.87t 3.32 2.56 2.09 1.71 1.40 1.16 .96 .75

4.81 3.41 2.59 2.04 1.65 1.36 1.14 .96

8.32 4.91 3.41 2.55 2.01 1.63 1.35 1.15

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.80

1.89 1.53

1.57 1.29

1.90 1.57 1.31 1.08

1.86 1.55 1.30 1.09 .84

2.18 1.81 1.52 1.29 1.09 .86

2.07 1.76 1.45 1.23 1.06 .84 .63

2.36 1.94 1.63 1.38 1.18 1.02 .80 .62

2.28 1.80 1.53 1.31 1.13 .96 .76 .59 .43

2.16 1.65 1.41 1.23 1.07 .90 .72 .56 .42

2.78 2.06 1.59 1.32 1.16 1.01 .83 .67 .53 .40

2.63 1.92 1.49 1.22 1.09 .94 .76 .62 .49 .37

3.40 2.42 1.81 1.39 1.22 1.04 .86 .71 .58 .46 .36

4.71 3.12 2.25 1.69 1.31 1.10 .99 .80 .66 .54 .43 .34

2.84d 2.91 2.11 1.60 1.25 1.07 .93 .76 .62 .51 .41 .33

3.87d 2.79 2.02 1.53 1.23 1.05 .92 .73 .60 .49 .40 .33

4.00 2.68 1.97 1.50 1.23 1.05 .86 .71 .59 .48 .40

2.66 1.96 1.51 1.26 1.06 .87 .71 .59 .49 .41

2.70 1.98 1.54 1.27 1.06 .88 .73 .60 .50

2.73 2.01 1.58 1.29 1.09 .91 .75 .63 .54

2.78 2.06 1.62 1.32 1.12 .96 .79 .67

4.18 2.86 2.13 1.67 1.38 1.17 1.01 .86

7.46 4.36 2.99 2.23 1.76 1.46 1.24 1.10

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 3hU

Configuration: Rail +50..100mm Unlocked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

6

Dn Cant Up Cant Safety Factor: 67%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 275-295°
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Minimum Loads (t)
(m)

7.5
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Rail-Ability Ltd RACD-10000609

85
95 Stafford, ST16 3HS

275 4
265 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.85

1.92 1.57

1.63 1.32

1.92 1.60 1.37 1.11

1.90 1.61 1.39 1.15 .88

2.21 1.86 1.59 1.38 1.17 .92

2.60 2.16 1.82 1.57 1.36 1.19 .95 .66

2.51 2.09 1.79 1.53 1.35 1.20 .95 .68

2.44 2.05 1.74 1.52 1.33 1.19 .96 .68 .45

2.37 2.00 1.70 1.50 1.33 1.19 .95 .68 .45

2.84 2.34 1.96 1.70 1.48 1.32 1.18 .94 .67 .44

2.84 2.29 1.94 1.68 1.43 1.32 1.16 .91 .65 .43

3.66 2.74 2.29 1.93 1.66 1.48 1.34 1.13 .87 .63 .41

4.82 3.65 2.81 2.26 1.96 1.69 1.50 1.30 1.09 .83 .59 .40

4.72 3.51 2.77 2.31 1.88 1.66 1.44 1.26 1.05 .79 .56 .37

4.65 3.41 2.70 2.21 1.84 1.61 1.39 1.22 1.00 .74 .53 .36

4.65 3.32 2.61 2.16 1.79 1.57 1.36 1.17 .93 .69 .50

9.71t 3.31 2.58 2.11 1.78 1.51 1.34 1.11 .87 .66 .47

4.63 3.30 2.55 2.08 1.76 1.52 1.28 1.06 .83 .62

3.32 2.57 2.09 1.76 1.48 1.22 1.03 .79 .61

3.37 2.60 2.12 1.73 1.42 1.18 .99 .77

4.88 3.46 2.65 2.08 1.68 1.39 1.17 .98

8.44 4.98 3.44 2.60 2.04 1.66 1.38 1.17

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.83

1.92 1.55

1.60 1.31

1.92 1.59 1.33 1.10

1.90 1.57 1.32 1.11 .87

2.21 1.83 1.53 1.29 1.10 .88

2.58 2.14 1.75 1.48 1.26 1.07 .86 .65

2.39 1.97 1.65 1.40 1.21 1.03 .83 .64

2.30 1.82 1.55 1.33 1.15 .98 .79 .61 .45

2.22 1.68 1.44 1.26 1.09 .92 .74 .58 .44

2.84 2.08 1.60 1.35 1.17 1.03 .85 .69 .55 .42

2.65 1.97 1.50 1.25 1.10 .96 .79 .65 .51 .40

3.53 2.46 1.84 1.43 1.18 1.04 .89 .74 .60 .48 .38

4.82 3.17 2.29 1.72 1.34 1.13 .99 .83 .69 .56 .46 .36

2.84d 2.97 2.15 1.63 1.28 1.10 .99 .78 .65 .54 .44 .35

3.68d 2.85 2.05 1.57 1.25 1.08 .91 .77 .62 .52 .42 .35

4.08 2.73 2.01 1.53 1.25 1.07 .90 .74 .61 .50 .42

2.71 2.00 1.54 1.27 1.10 .90 .74 .61 .51 .43

2.73 2.03 1.58 1.29 1.09 .91 .75 .62 .52

2.78 2.05 1.61 1.31 1.11 .94 .77 .65 .56

2.84 2.10 1.65 1.35 1.14 .98 .82 .70

4.25 2.91 2.17 1.71 1.40 1.19 1.04 .88

7.55 4.42 3.03 2.27 1.79 1.48 1.26 1.12

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 3iU

Configuration: Rail +50..100mm Unlocked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

6

Dn Cant Up Cant Safety Factor: 67%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 265-275°
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Minimum Loads (t)
(m)
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Rail-Ability Ltd RACD-10000609

95
105 Stafford, ST16 3HS
265 4
255 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.88

1.95 1.60

1.65 1.35

1.95 1.65 1.39 1.13

1.93 1.63 1.41 1.17 .91

1.89 1.62 1.41 1.19 .95

2.64 2.19 1.85 1.60 1.39 1.21 .97 .69

2.52 2.12 1.82 1.56 1.38 1.22 .98 .71

2.48 2.08 1.78 1.55 1.35 1.22 .99 .71 .47

2.41 2.03 1.72 1.52 1.35 1.21 .98 .70 .48

2.89 2.38 1.99 1.72 1.51 1.34 1.20 .96 .69 .47

2.88 2.33 1.97 1.71 1.45 1.34 1.18 .94 .68 .46

3.72 2.79 2.33 1.97 1.69 1.49 1.36 1.15 .90 .65 .44

4.90 3.71 2.88 2.31 1.99 1.72 1.53 1.32 1.11 .85 .62 .42

4.82 3.57 2.81 2.35 1.92 1.69 1.46 1.28 1.07 .81 .59 .40

4.73 3.47 2.75 2.25 1.87 1.64 1.41 1.24 1.02 .76 .55 .38

4.73 3.39 2.66 2.19 1.82 1.60 1.39 1.19 .96 .72 .53

9.72t 3.37 2.63 2.15 1.81 1.55 1.36 1.13 .90 .68 .50

4.72 3.36 2.60 2.12 1.79 1.54 1.31 1.09 .86 .65

3.38 2.62 2.13 1.79 1.51 1.25 1.05 .82 .63

3.41 2.65 2.15 1.76 1.45 1.21 1.02 .81

4.93 3.52 2.68 2.11 1.71 1.42 1.19 1.02

8.52 5.02 3.50 2.63 2.08 1.69 1.41 1.19

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.86

1.95 1.58

1.63 1.33

1.94 1.62 1.36 1.12

1.92 1.60 1.34 1.13 .90

1.86 1.55 1.31 1.12 .91

2.63 2.17 1.78 1.50 1.28 1.09 .89 .67

2.45 2.00 1.70 1.43 1.23 1.05 .86 .67

2.35 1.85 1.58 1.36 1.17 1.01 .82 .64 .47

2.26 1.72 1.47 1.28 1.11 .95 .77 .61 .46

2.89 2.14 1.63 1.38 1.20 1.06 .88 .72 .57 .44

2.70 2.01 1.54 1.29 1.13 .99 .82 .67 .54 .42

3.56 2.51 1.88 1.46 1.20 1.07 .93 .77 .63 .51 .40

4.90 3.26 2.34 1.77 1.38 1.15 1.02 .87 .72 .59 .48 .38

4.52 3.03 2.20 1.67 1.31 1.13 .98 .82 .68 .56 .46 .37

3.68d 2.91 2.10 1.61 1.28 1.12 .95 .80 .65 .54 .45 .37

4.16 2.79 2.06 1.57 1.29 1.10 .94 .77 .64 .53 .44

2.77 2.04 1.58 1.30 1.13 .93 .78 .64 .53 .46

2.79 2.08 1.62 1.32 1.12 .95 .78 .65 .55

2.84 2.10 1.65 1.35 1.14 .97 .81 .68 .59

2.89 2.14 1.69 1.39 1.17 1.02 .85 .73

4.32 2.97 2.21 1.74 1.43 1.22 1.06 .92

7.64 4.48 3.09 2.32 1.83 1.51 1.29 1.14

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 3jU

Configuration: Rail +50..100mm Unlocked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

6

Dn Cant Up Cant Safety Factor: 67%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 255-265°
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Rail-Ability Ltd RACD-10000609

105
115 Stafford, ST16 3HS
255 4
245 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.95

2.02 1.65

1.71 1.40

2.02 1.71 1.45 1.18

2.00 1.70 1.47 1.22 .97

2.32 1.96 1.68 1.45 1.24 1.01

2.74 2.27 1.92 1.64 1.44 1.26 1.03 .75

2.64 2.18 1.87 1.62 1.42 1.27 1.04 .76

2.57 2.09 1.82 1.61 1.41 1.26 1.04 .77 .53

2.51 2.11 1.74 1.58 1.39 1.26 1.04 .76 .53

3.01 2.46 2.08 1.79 1.57 1.39 1.25 1.03 .75 .52

3.00 2.42 2.05 1.78 1.56 1.40 1.23 .99 .73 .51

3.86 2.88 2.41 2.04 1.77 1.56 1.41 1.19 .96 .70 .49

5.09 3.85 2.98 2.37 2.07 1.79 1.57 1.37 1.16 .92 .67 .48

4.99 3.70 2.93 2.44 1.97 1.76 1.52 1.32 1.12 .88 .64 .45

4.92 3.60 2.85 2.35 1.96 1.70 1.48 1.30 1.07 .83 .61 .44

4.91 3.51 2.76 2.28 1.91 1.66 1.45 1.24 1.03 .78 .58

3.50 2.74 2.23 1.89 1.63 1.42 1.19 .98 .74 .56

3.50 2.70 2.21 1.87 1.61 1.36 1.14 .93 .71

11.20d 8.16 3.51 2.72 2.21 1.87 1.57 1.30 1.10 .89 .70

3.55 2.74 2.24 1.83 1.51 1.26 1.07 .88

5.12 3.64 2.79 2.20 1.78 1.48 1.25 1.07

8.72 5.21 3.64 2.74 2.16 1.77 1.47 1.25

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.92

2.02 1.64

1.68 1.39

2.02 1.68 1.41 1.17

2.00 1.65 1.39 1.18 .96

2.32 1.94 1.62 1.37 1.17 .98

2.72 2.21 1.85 1.57 1.34 1.14 .96 .73

2.52 2.08 1.75 1.49 1.28 1.11 .92 .72

2.43 1.93 1.64 1.42 1.22 1.06 .88 .70 .53

2.32 1.78 1.53 1.33 1.17 1.02 .84 .67 .51

3.01 2.22 1.73 1.44 1.26 1.11 .95 .78 .63 .50

2.82 2.10 1.70 1.34 1.20 1.05 .90 .73 .60 .48

3.68 2.62 1.97 1.53 1.34 1.13 1.00 .83 .69 .57 .46

5.09 3.36 2.45 1.84 1.45 1.22 1.11 .94 .79 .66 .54 .44

2.84d 3.16 2.31 1.76 1.39 1.19 1.08 .89 .75 .63 .52 .43

3.73d 3.04 2.21 1.70 1.36 1.17 1.03 .87 .72 .61 .51 .43

4.33 2.92 2.16 1.66 1.36 1.16 1.02 .85 .72 .60 .50

2.91 2.15 1.67 1.38 1.18 1.02 .85 .71 .60 .51

2.95 2.18 1.71 1.41 1.18 1.03 .86 .73 .62

2.97 2.20 1.74 1.42 1.20 1.05 .88 .75 .65

3.02 2.25 1.77 1.46 1.24 1.08 .93 .80

4.49 3.10 2.32 1.83 1.51 1.28 1.12 .99

7.89 4.65 3.22 2.42 1.92 1.59 1.35 1.21

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 3kU

Configuration: Rail +50..100mm Unlocked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

6

Dn Cant Up Cant Safety Factor: 67%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 245-255°
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Rail-Ability Ltd RACD-10000609

115
125 Stafford, ST16 3HS
245 4
235 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.04

2.11 1.73

1.78 1.47

2.10 1.78 1.51 1.24

2.08 1.77 1.53 1.28 1.04

2.04 1.75 1.52 1.30 1.07

2.84 2.36 2.01 1.73 1.51 1.31 1.08 .82

2.76 2.31 1.97 1.71 1.50 1.32 1.09 .84

2.65 2.25 1.93 1.68 1.48 1.33 1.09 .84 .60

2.62 2.18 1.90 1.65 1.47 1.32 1.09 .83 .60

3.14 2.58 2.18 1.83 1.64 1.46 1.30 1.08 .82 .59

3.13 2.55 2.16 1.84 1.64 1.46 1.28 1.06 .81 .58

4.02 3.05 2.51 2.15 1.86 1.64 1.47 1.25 1.03 .78 .56

5.29 4.01 3.14 2.43 2.15 1.86 1.65 1.43 1.22 1.01 .75 .54

5.22 3.88 3.06 2.47 2.15 1.82 1.60 1.40 1.17 .96 .72 .52

5.14 3.76 2.97 2.46 2.08 1.75 1.56 1.36 1.13 .91 .69 .50

5.13 3.64 2.91 2.39 2.02 1.69 1.51 1.30 1.09 .87 .66

3.64 2.87 2.34 1.98 1.71 1.49 1.25 1.05 .83 .63

8.44 3.66 2.85 2.33 1.96 1.69 1.43 1.20 1.01 .79

3.66 2.85 2.33 1.96 1.65 1.38 1.16 .98 .78

11.98t 8.61 3.71 2.88 2.35 1.93 1.59 1.34 1.14 .97

5.35 3.82 2.92 2.31 1.88 1.57 1.32 1.13

9.07 5.42 3.80 2.86 2.28 1.86 1.56 1.33

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.01

2.10 1.71

1.75 1.45

2.10 1.75 1.47 1.23

2.06 1.73 1.46 1.23 1.03

2.00 1.69 1.43 1.22 1.04

2.84 2.31 1.93 1.63 1.40 1.20 1.03 .81

2.62 2.19 1.83 1.57 1.34 1.16 1.01 .80

2.53 2.04 1.74 1.49 1.29 1.12 .96 .78 .60

2.46 1.90 1.62 1.40 1.23 1.08 .91 .74 .58

3.12 2.33 1.81 1.52 1.33 1.17 1.04 .87 .71 .57

2.98 2.20 1.71 1.43 1.26 1.12 .98 .82 .68 .55

3.83 2.76 2.08 1.62 1.35 1.21 1.07 .93 .78 .64 .52

5.27d 3.54 2.58 1.96 1.54 1.30 1.16 1.03 .88 .74 .62 .51

2.84d 3.33 2.44 1.87 1.48 1.27 1.12 1.01 .85 .71 .60 .50

3.87d 3.21 2.35 1.80 1.46 1.25 1.11 .96 .82 .69 .58 .50

4.55 3.09 2.29 1.77 1.46 1.25 1.09 .96 .80 .68 .58

3.07 2.28 1.79 1.47 1.25 1.10 .95 .80 .68 .59

3.11 2.30 1.81 1.49 1.26 1.11 .96 .81 .70

3.13 2.33 1.84 1.52 1.30 1.12 .99 .84 .74

3.19 2.38 1.88 1.55 1.32 1.15 1.02 .89

4.71 3.27 2.45 1.94 1.60 1.36 1.19 1.07

8.20 4.87 3.39 2.55 2.03 1.68 1.44 1.28

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 3lU

Configuration: Rail +50..100mm Unlocked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

6

Dn Cant Up Cant Safety Factor: 67%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 235-245°
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Rail-Ability Ltd RACD-10000609

125
135 Stafford, ST16 3HS
235 4
225 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.29

2.36 1.95

2.01 1.66

2.35 2.01 1.71 1.42

2.33 1.99 1.73 1.45 1.20

2.72 2.30 1.97 1.72 1.48 1.23

3.18 2.65 2.26 1.95 1.71 1.49 1.24 1.03

3.10 2.59 2.21 1.93 1.69 1.50 1.25 1.04

3.02 2.53 2.18 1.90 1.68 1.50 1.25 1.05

2.94 2.49 2.15 1.87 1.67 1.49 1.25 1.04 .80

3.53 2.90 2.46 2.12 1.86 1.66 1.48 1.23 1.04 .80

3.52 2.89 2.43 2.11 1.86 1.66 1.46 1.22 1.02 .78

4.53 3.54 2.89 2.43 2.10 1.86 1.67 1.42 1.19 1.00 .77

5.47d 4.51 3.56 2.90 2.43 2.12 1.87 1.63 1.39 1.16 .97 .75

5.90 4.38 3.48 2.85 2.43 2.09 1.82 1.59 1.35 1.14 .94 .73

5.81 4.23 3.37 2.76 2.30 2.04 1.77 1.56 1.30 1.11 .91 .71

5.78 4.22 3.31 2.71 2.28 1.99 1.74 1.50 1.26 1.08 .88

4.18 3.25 2.68 2.26 1.95 1.71 1.44 1.22 1.05 .86

10.59t 4.17 3.24 2.65 2.12 1.94 1.65 1.39 1.20 1.03

5.82 4.18 3.25 2.65 2.24 1.89 1.59 1.36 1.17 1.02

5.87 4.22 3.28 2.69 2.21 1.84 1.55 1.33 1.16

6.03 4.30 3.31 2.64 2.16 1.81 1.53 1.33

12.10t 10.08 6.10 4.30 3.26 2.60 2.14 1.80 1.54

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.26

2.35 1.93

1.97 1.64

2.35 1.97 1.66 1.40

2.31 1.96 1.66 1.41 1.19

2.71 2.25 1.90 1.63 1.41 1.20

3.18 2.60 2.17 1.85 1.60 1.38 1.19 1.03

2.96 2.47 2.09 1.78 1.54 1.34 1.17 1.02

2.89 2.31 1.97 1.71 1.48 1.30 1.14 1.00

2.78 2.17 1.87 1.63 1.43 1.26 1.11 .97 .79

3.53 2.66 2.08 1.77 1.56 1.37 1.21 1.08 .93 .77

3.36 2.54 1.98 1.68 1.49 1.32 1.17 1.05 .90 .75

4.33 3.15 2.41 1.91 1.60 1.42 1.26 1.13 1.02 .86 .73

5.36d 4.05 2.97 2.29 1.83 1.55 1.40 1.23 1.11 .98 .84 .72

4.97d 3.82 2.84 2.20 1.76 1.52 1.37 1.20 1.08 .95 .82 .71

4.00d 3.71 2.74 2.14 1.73 1.51 1.35 1.18 1.06 .93 .81 .71

4.77d 3.51d 2.69 2.09 1.74 1.49 1.31 1.18 1.05 .93 .80

3.56 2.68 2.12 1.75 1.52 1.31 1.16 1.05 .92 .81

3.61 2.72 2.16 1.77 1.51 1.32 1.18 1.06 .94

3.63 2.73 2.18 1.79 1.53 1.34 1.19 1.08 .98

3.68 2.78 2.21 1.83 1.56 1.37 1.22 1.11

5.39 3.77 2.85 2.27 1.88 1.61 1.41 1.27

7.73t 9.23 5.55 3.89 2.95 2.36 1.96 1.69 1.51

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 3mU

Configuration: Rail +50..100mm Unlocked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

6

Dn Cant Up Cant Safety Factor: 67%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 225-235°
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(m)
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Rail-Ability Ltd RACD-10000609

135
145 Stafford, ST16 3HS
225 4
215 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.64

2.71 2.26

2.72 2.32 1.94

2.71 2.32 1.99 1.67

2.69 2.32 2.01 1.71 1.43

3.12 2.65 2.30 2.00 1.73 1.46

3.68 3.05 2.62 2.25 1.99 1.74 1.48 1.25

3.57 3.00 2.57 2.23 1.98 1.75 1.48 1.26

3.50 2.89 2.54 2.22 1.96 1.75 1.48 1.26

3.44 2.90 2.50 2.19 1.95 1.74 1.48 1.26 1.07

4.15 3.40 2.84 2.48 2.18 1.94 1.73 1.47 1.25 1.07

3.96 3.35 2.86 2.47 2.17 1.95 1.71 1.45 1.24 1.06

5.26 4.12 3.34 2.85 2.47 2.18 1.94 1.67 1.42 1.22 1.05

5.57d 5.27 4.14 3.31 2.86 2.47 2.18 1.91 1.64 1.40 1.20 1.03

6.88 5.09 4.05 3.35 2.73 2.42 2.13 1.86 1.60 1.37 1.18 1.02

6.84 5.00 3.95 3.26 2.76 2.34 2.08 1.84 1.56 1.34 1.16 1.01

6.78 4.90 3.86 3.20 2.71 2.34 2.05 1.78 1.52 1.31 1.14

9.99d 4.87 3.83 3.15 2.67 2.31 2.02 1.72 1.48 1.28 1.12

10.97 4.87 3.81 3.13 2.65 2.28 1.96 1.68 1.45 1.26

4.90 3.80 3.13 2.65 2.25 1.90 1.63 1.42 1.25

12.05t 4.92 3.83 3.16 2.62 2.19 1.87 1.61 1.41

12.78t 6.99 5.04 3.89 3.11 2.56 2.16 1.85 1.61

12.29t 11.55 7.03 5.01 3.84 3.08 2.54 2.15 1.85

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.62

2.69 2.24

2.72 2.28 1.92

2.71 2.28 1.95 1.66

2.67 2.26 1.93 1.66 1.42

3.11 2.60 2.22 1.92 1.65 1.43

3.65 3.00 2.53 2.17 1.86 1.63 1.42 1.24

3.45 2.87 2.43 2.09 1.82 1.59 1.40 1.23

3.34 2.71 2.33 2.01 1.76 1.55 1.37 1.22

3.23 2.58 2.23 1.95 1.70 1.51 1.34 1.20 1.06

4.13 3.13 2.50 2.12 1.86 1.65 1.46 1.31 1.17 1.05

3.91 3.00 2.39 2.03 1.79 1.59 1.43 1.28 1.15 1.04

5.06 3.72 2.86 2.30 1.95 1.73 1.55 1.38 1.25 1.13 1.02

5.28d 4.74 3.55 2.75 2.23 1.92 1.69 1.51 1.36 1.22 1.11 1.01

5.04d 4.54 3.40 2.66 2.16 1.87 1.65 1.48 1.33 1.20 1.10 1.00

4.19d 4.43 3.32 2.60 2.14 1.85 1.63 1.46 1.31 1.19 1.09 1.01

4.90d 3.69d 3.26 2.57 2.15 1.90 1.63 1.45 1.30 1.19 1.09

3.88d 3.24 2.58 2.15 1.88 1.62 1.45 1.31 1.19 1.10

4.33 3.27 2.61 2.17 1.87 1.63 1.46 1.31 1.20

4.34 3.30 2.64 2.20 1.88 1.65 1.47 1.33 1.22

4.40 3.34 2.68 2.24 1.92 1.68 1.50 1.36

6.35 4.48 3.42 2.75 2.29 1.96 1.72 1.55

7.76t 10.73 6.51 4.61 3.52 2.83 2.36 2.04 1.83

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 3nU

Configuration: Rail +50..100mm Unlocked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

6

Dn Cant Up Cant Safety Factor: 67%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 215-225°
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Rail-Ability Ltd RACD-10000609

145
155 Stafford, ST16 3HS
215 4
205 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.30

3.38 2.84

3.38 2.90 2.46

3.36 2.91 2.51 2.14

3.34 2.90 2.54 2.18 1.87

3.32 2.87 2.53 2.20 1.89

4.56 3.82 3.27 2.85 2.51 2.21 1.91 1.65

4.47 3.77 3.24 2.83 2.50 2.22 1.92 1.65

4.37 3.65 3.20 2.80 2.49 2.22 1.91 1.66

4.32 3.67 3.16 2.78 2.48 2.21 1.91 1.65 1.44

5.22 4.29 3.61 3.14 2.77 2.46 2.20 1.90 1.65 1.44

5.20 4.25 3.61 3.13 2.76 2.47 2.17 1.87 1.63 1.43

6.64 5.06 4.25 3.59 3.13 2.77 2.47 2.15 1.86 1.61 1.42

5.67d 6.63 5.16 4.26 3.60 3.14 2.76 2.43 2.12 1.83 1.60 1.40

7.23d 6.39 5.10 4.19 3.56 3.10 2.69 2.38 2.07 1.80 1.58 1.39

8.64 6.33 5.01 4.11 3.49 3.00 2.66 2.35 2.02 1.77 1.55

8.62 6.28 4.93 4.08 3.45 2.99 2.63 2.29 1.99 1.74 1.53

10.06d 6.24 4.90 4.02 3.42 2.96 2.60 2.24 1.95 1.71 1.52

8.58 6.23 4.88 4.01 3.39 2.94 2.54 2.19 1.92 1.69

6.22 4.87 4.00 3.39 2.90 2.48 2.15 1.89 1.68

6.26 4.91 4.03 3.36 2.84 2.44 2.13 1.88

8.78 6.38 4.95 3.98 3.30 2.81 2.43 2.13

12.14t 14.23t 8.91 6.35 4.90 3.96 3.29 2.80 2.43

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.27

3.35 2.82

3.37 2.87 2.44

3.36 2.86 2.46 2.13

3.32 2.84 2.45 2.14 1.85

3.26 2.80 2.43 2.13 1.87

4.55 3.76 3.19 2.74 2.38 2.10 1.85 1.63

4.33 3.62 3.09 2.68 2.34 2.07 1.83 1.63

4.22 3.48 2.99 2.59 2.28 2.02 1.81 1.61

4.11 3.31 2.87 2.52 2.22 1.98 1.77 1.59 1.43

5.15 4.00 3.24 2.77 2.44 2.17 1.93 1.74 1.57 1.42

4.97 3.90 3.16 2.68 2.37 2.11 1.90 1.71 1.55 1.41

6.38 4.78 3.75 3.05 2.61 2.31 2.07 1.86 1.68 1.53 1.39

5.28d 5.48d 4.61 3.64 2.97 2.56 2.27 2.02 1.83 1.65 1.51 1.38

4.97d 5.10d 4.47 3.54 2.91 2.52 2.23 2.00 1.80 1.64 1.49 1.38

4.47d 4.98d 4.36 3.47 2.89 2.51 2.21 1.98 1.79 1.62 1.49

5.04d 3.86d 4.31 3.44 2.89 2.57 2.21 1.98 1.77 1.62 1.49

4.05d 4.30 3.46 2.91 2.50 2.20 1.96 1.78 1.62 1.49

5.65 4.35 3.49 2.93 2.52 2.21 1.97 1.78 1.63

5.67 4.36 3.52 2.95 2.54 2.23 1.99 1.80 1.66

5.73 4.40 3.56 2.98 2.57 2.26 2.02 1.84

8.16 5.82 4.47 3.62 3.03 2.61 2.30 2.07

7.83t 12.47t 8.33 5.94 4.57 3.71 3.12 2.70 2.43

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 3oU

Configuration: Rail +50..100mm Unlocked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

6

Dn Cant Up Cant Safety Factor: 67%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 205-215°
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Rail-Ability Ltd RACD-10000609

155
165 Stafford, ST16 3HS
205 4
195 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.77

4.83 4.14

4.77s 4.19 3.63

4.76s 4.18 3.67 3.19

4.78 4.17 3.68 3.23 2.83

5.31s 4.75 4.15 3.67 3.25 2.85

7.40d 6.48 5.46 4.72 4.13 3.66 3.27 2.87 2.53

6.41 5.42 4.67 4.10 3.63 3.27 2.87 2.54

6.29 5.35 4.64 4.07 3.62 3.27 2.88 2.54

6.26 5.30 4.60 4.05 3.61 3.26 2.86 2.54 2.26

7.55 6.22 5.28 4.55 4.04 3.61s 3.25 2.85 2.53 2.26

7.51 6.18 5.26 4.55 4.01s 3.60 3.22 2.84 2.51 2.25

8.84d 7.51 6.17 5.24 4.55 4.03 3.58 3.20 2.81 2.50 2.24

5.78d 9.47t 7.46 6.15 5.21 4.53 3.98 3.55 3.16 2.79 2.48 2.22

5.05d 7.34d 9.38t 7.38 6.10 5.09 4.49 3.96 3.52 3.12 2.76 2.46 2.21

9.19d 9.35 7.33 6.06 5.13 4.46 3.93 3.51 3.08 2.73 2.44

11.37d 9.20 7.31 6.02 5.12 4.44 3.91 3.44 3.03 2.70 2.41

9.23 7.26 5.98 5.08 4.42 3.88 3.39 3.00 2.67 2.40

9.20 7.24 5.97 4.95 4.39 3.82 3.35 2.97 2.65

16.72d 12.66 9.20 7.23 5.92 5.06 4.34 3.77 3.31 2.94 2.64

12.72 9.27 7.27 5.99 5.02 4.30 3.73 3.29 2.94

12.87 9.36 7.30 5.94 4.98 4.27 3.72 3.28

12.24t 18.93d 12.95 9.31 7.26 5.90 4.95 4.26

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.68d

4.48s 4.11

4.49s 3.85s 3.60

4.61s 3.88s 3.62 3.18

4.58s 3.87s 3.37s 3.19 2.81

5.17s 4.40s 3.83s 3.38s 3.18 2.83

7.36d 6.06s 5.10s 4.49s 3.80s 3.37s 3.15 2.81 2.52

5.93s 5.03s 4.30s 3.77s 3.35s 3.12 2.80 2.52

5.85s 4.94s 4.26s 3.75s 3.33s 3.07 2.76 2.50

5.77s 4.88s 4.33 3.71s 3.32s 3.03 2.73 2.48 2.25

6.95s 5.88s 4.90 4.22 3.73 3.30s 2.99 2.70 2.46 2.24

7.10s 5.67s 4.81 4.13 3.66 3.20t 2.94 2.67 2.43 2.23

6.48d 6.92d 5.70 4.71 4.06 3.60 2.77t 2.91 2.64 2.41 2.21

5.28d 5.51d 5.74t 5.58 4.64 3.59t 3.07t 2.93t 2.88 2.62 2.39 2.20

5.00d 5.05d 5.11d 5.36d 4.75t 4.05t 3.59t 3.54t 3.13t 2.85 2.60 2.38 2.20

4.74d 4.99d 5.16d 5.37t 4.55 3.96 3.50 3.13 2.83 2.58 2.37

5.09d 4.05d 5.07d 5.39 4.55 4.02 3.49 3.13 2.83 2.58 2.37

4.29d 5.05d 5.42 4.59 3.95 3.49 3.12 2.82 2.58 2.38

5.95d 6.66 5.46 4.59 3.97 3.51 3.13 2.83 2.59

8.60d 6.71 5.47 4.61 3.99 3.52 3.15 2.85 2.62

10.70d 8.69 6.76 5.50 4.65 4.02 3.54 3.17 2.88

12.16 8.77 6.83 5.57 4.70 4.06 3.59 3.22

7.93t 12.73t 12.35 8.92 6.94 5.66 4.78 4.15

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 3pU

Configuration: Rail +50..100mm Unlocked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

6

Dn Cant Up Cant Safety Factor: 67%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 195-205°

0

5.5

5

4.5

4

3.5

3

2.5

2

1.5

1

0.5

6.5

-0.5

-1

-1.5

-2

-2.5

-3

-3.5

Minimum Loads (t)
(m)

7.5

7

0.5

6

5.5

5

4.5

4

3.5

3

2.5

2

1.5

1

-3

-3.5

0

-0.5

-1

-1.5

-2

-2.5

Issue 1

Uncontrolled when printed.

mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk


Rail-Ability Ltd RACD-10000609

165
215 Stafford, ST16 3HS
195 4
145 356

50
310 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

5.68s 4.94d

5.41s 5.35d

5.14s 5.20s 5.31s 5.09t

5.39s 5.31s 5.22s 5.07s 4.68d

5.63s 5.46s 5.34s 5.05t 4.82t

6.06d 5.96s 5.11s 5.41s 5.10t 4.81t 4.54t

7.33d 7.10s 6.56s 6.02s 5.60t 5.17t 4.84s 4.60t

7.98s 8.07s 7.21t 6.39t 5.76t 5.28t 4.90t 4.62t 4.32t

7.63s 8.50s 7.68t 6.70t 5.96t 5.41t 4.99t 4.68t 4.44t

8.01s 8.81s 8.35t 7.07t 6.21t 5.58t 5.11t 4.75t 4.51t

8.88s 9.37s 9.14t 7.55t 6.50t 5.78t 5.25t 4.86t 4.59t 3.58d

9.10d 9.78s 10.06s 9.82s 8.06t 6.82t 6.00t 5.41t 4.98t 4.68t 4.20t

6.49d 9.15t 10.49s 10.35s 10.16s 8.42t 7.17t 6.24t 5.59t 5.12t 4.79t 4.26t

6.90d 9.74t 11.30d 10.99s 10.46s 9.15t 7.53t 6.50t 5.78t 5.27t 4.92t 3.95d

6.41d 8.20d 10.92t 12.25t 11.58d 10.72s 9.52s 7.90t 6.77t 5.99t 5.43t 5.05t

7.38d 9.97d 12.97d 13.42s 12.29d 10.98s 9.59s 8.27t 7.05t 6.20t 5.61t 5.14d

12.17d 15.39d 14.51s 12.75s 11.03s 9.62s 8.52s 7.32t 6.43t 5.81t 5.15t

17.92s 15.30s 13.02s 11.08s 9.66s 8.56s 7.59t 6.66t 6.01t 4.47d

11.71d 14.34d 17.97d 19.24s 15.81s 12.89s 11.15s 9.71s 8.61s 7.75s 6.92t 6.03t

17.51d 20.01s 15.93s 13.18s 11.23s 9.81s 8.72s 7.80s 6.78s 4.86d

27.32s 20.28s 16.09s 13.35s 11.44s 9.94s 8.65s 7.38s 5.98s

27.57s 20.57s 16.26s 13.39s 11.27s 9.49s 7.91s

12.68t 20.79t 26.13s 19.41s 15.29s 12.36s 10.09s 8.14s

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.72d 4.65d

4.18d 4.28d

5.14s 4.37s 3.86d 3.91d

5.10s 4.36s 3.76s 3.75d 3.75d

5.21s 4.33s 3.76s 3.58d 3.54d

5.94s 4.99s 4.42s 3.74s 3.41s 3.40d 3.50d

7.13s 5.85s 4.95s 4.27s 3.72s 3.30s 3.72d 3.46d

7.19s 5.75s 5.03s 4.22s 3.69s 3.28s 3.30d 3.42d 3.32d

6.88s 5.84s 4.81s 4.18s 3.68s 3.28s 3.34d 3.45d 3.29d

6.75s 5.60s 5.17s 4.14s 3.65s 3.27s 3.32d 3.35d 3.30d

6.88s 5.72s 4.73s 4.11s 3.64s 2.83t 3.37d 3.53d 3.33d 3.34d

8.38s 7.41s 5.51s 4.85s 4.10s 3.58t 2.73t 3.50d 3.43d 3.39d 3.34d

6.49d 6.54d 6.86d 5.41t 4.61t 3.76t 2.86t 2.75t 3.58d 3.62d 3.60d 3.38d

5.33d 5.55d 5.43t 5.16t 3.75t 3.26t 3.26t 2.92t 3.78d 3.71d 3.56d 3.44d

4.97d 4.99d 5.15d 5.44d 4.55t 7.38d 3.80t 3.25t 3.13t 4.09d 3.91d 3.67d

5.13d 4.97d 5.01d 5.29d 5.15t 4.34t 4.95t 3.52t 3.91t 4.33d 3.98d 3.78d

5.00d 4.97d 5.12d 5.82t 4.83t 4.22t 3.89t 4.80d 4.47d 4.16d 3.95d

4.96d 5.72d 6.70t 5.45t 4.73t 4.89t 5.19d 4.67d 4.31d 4.13d

6.57d 7.88d 7.74t 6.24t 5.42t 6.00d 5.59d 5.14d 4.58d

9.43d 10.18d 9.17t 7.30t 7.57d 6.55d 5.75d 5.17d 4.51d

11.58d 12.29d 12.72s 10.59s 9.35s 8.36s 7.03d 6.09d 5.17d

15.35d 16.17s 12.82s 10.58s 9.02s 7.85s 6.96s

8.84t 14.79t 21.69d 16.35s 12.94s 10.71s 9.14s 8.02s

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 3qU

Configuration: Rail +50..100mm Unlocked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

6

Dn Cant Up Cant Safety Factor: 87%

Maximum Loads (t)
(m)
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6.5

Sector: 145-195°
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Rail-Ability Ltd RACD-10000609

215
225 Stafford, ST16 3HS
145 4
135 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

5.27 4.42

5.30 4.52 3.86

5.30 4.55 3.93 3.39

5.23s 4.55 3.97 3.44 2.99

5.25 4.54 3.95 3.47 3.03

6.12d 5.20 4.51 3.94 3.50 3.05 2.68

7.32 6.10 5.17 4.47 3.93 3.49 3.06 2.70

7.29 6.02 5.04 4.43 3.91 3.48 3.07 2.70 2.39

7.17 5.96 5.06 4.40 3.89 3.47 3.07 2.70 2.39

7.10 5.87 5.03 4.37 3.86 3.46s 3.07 2.70 2.39

7.00 5.85 5.00 4.33 3.86 3.45 3.04 2.68 2.38 2.12

8.82 7.02 5.83 4.98 4.33 3.82 3.40 3.02 2.67 2.37 2.12

7.02d 8.71 6.93 5.81t 4.95t 4.30 3.80 3.38 3.00 2.65 2.35 2.10

7.02d 8.61 6.88 5.73 4.87t 4.27 3.77 3.35 2.97 2.62 2.34 2.09

6.56d 8.32d 8.55 6.80 5.68 4.71 4.21 3.73 3.33 2.93 2.59 2.32

7.46d 10.09d 8.50 6.77 5.62 4.82 4.17 3.70 3.29 2.89 2.57 2.30

11.23 8.38 6.72 5.61 4.79 4.18 3.69 3.24 2.85 2.54 2.28

8.36 6.70 5.56 4.76 4.14 3.65 3.19 2.82 2.51 2.27

11.18 8.36 6.67 5.54 4.73 4.13 3.58 3.14 2.79 2.50

12.46t 11.23 8.38 6.68 5.54 4.74 4.06 3.53 3.11 2.77

13.20t 17.08 11.29 8.41 6.71 5.56 4.67 4.01 3.51 3.09 2.77

17.14 11.42 8.50 6.69 5.50 4.64 3.99 3.49

12.73t 17.22 11.46 8.44 6.67 5.47 4.61 3.98

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.78d 4.41

5.08s 4.22d 3.83

5.11s 4.33s 3.89 3.37

5.06s 4.34s 3.74s 3.40 2.98

5.16s 4.30s 3.76s 3.39 3.00

5.94s 5.12s 4.29s 3.74s 3.37 3.00 2.66

7.09s 5.83s 4.91s 4.24s 3.71s 3.29s 2.97 2.65

6.95s 5.75s 4.85s 4.19s 3.68s 3.28s 2.93 2.64 2.37

6.82s 5.63s 4.81 4.15s 3.65 3.24 2.90 2.61 2.36

6.74s 5.57s 4.65 4.06 3.58 3.19 2.86 2.58 2.34

6.66s 5.54 4.60 3.96 3.51 2.56t 2.82 2.55 2.32 2.12

8.25t 6.61s 5.38 4.44 3.87 3.44 2.73t 2.78 2.52 2.30 2.11

6.45d 6.52d 6.09t 5.25 4.38 3.64t 2.86t 2.75t 2.75 2.50 2.28 2.10

5.33d 5.66d 4.88t 5.13 3.59t 3.25t 3.14t 2.91t 2.72 2.48 2.27 2.09

4.97d 4.99d 5.16d 5.44d 4.55t 4.27 3.50t 3.24t 2.97 2.69 2.46 2.26

5.11d 5.44d 5.08d 5.22d 5.00 4.25 3.71 3.29 2.96 2.68 2.45 2.25

5.00d 4.97d 5.12d 4.99 4.25 3.75 3.29 2.94 2.67 2.44 2.25

4.96d 5.52d 5.01 4.28 3.70 3.28 2.94 2.67 2.44 2.27

7.14d 6.10 5.03 4.27 3.72 3.29 2.95 2.68 2.46

7.81 6.15 5.06 4.29 3.74 3.31 2.97 2.70

10.67 7.86 6.20 5.10 4.33 3.76 3.33 3.00 2.74

14.94t 10.76 7.96 6.28 5.17 4.39 3.82 3.38

8.75t 15.01t 10.96 8.10 6.40 5.28 4.50 3.97

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 3MU

Configuration: Rail +50..100mm Unlocked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

6

Dn Cant Up Cant Safety Factor: 67%

Maximum Loads (t)
(m)
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Sector: 135-145°
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Rail-Ability Ltd RACD-10000609

225
235 Stafford, ST16 3HS
135 4
125 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.05 3.36

4.11 3.46 2.92

4.12 3.51 2.99 2.55

4.10 3.51 3.03 2.60 2.23

4.07 3.48 3.03 2.63 2.27

4.77 4.03 3.47 3.03 2.66 2.29 1.98

5.73 4.71 3.99 3.43 3.00 2.67 2.31 2.00

5.62 4.63 3.94 3.41 3.00 2.66 2.31 2.01 1.75

5.52 4.57 3.82 3.38 2.98 2.66 2.31 2.01 1.75

5.46 4.52 3.84 3.33 2.95 2.65 2.30 2.00 1.75

5.36 4.49 3.82 3.34 2.95 2.65t 2.29 1.99 1.74

6.67 5.31 4.45 3.81 3.33 2.95 2.61 2.27 1.98 1.73 1.52

7.19d 6.71 5.25 4.47 3.80 3.32 2.93 2.58 2.24 1.95 1.72 1.51

7.15d 6.61 5.30 4.26t 3.79 3.28 2.89 2.55 2.21 1.93 1.70 1.50

6.88d 8.43d 6.43 5.23 4.34 3.72 3.23 2.84 2.51 2.17 1.90 1.68

7.70d 8.45 6.39 5.12 4.27 3.62 3.18 2.80 2.45 2.14 1.87 1.66

8.42 6.32 5.06 4.21 3.58 3.14 2.77 2.40 2.10 1.85 1.64

11.82d 6.28 5.02 4.17 3.57 3.10 2.72 2.35 2.06 1.83

8.40 6.27 4.99 4.15 3.55 3.10 2.66 2.31 2.04 1.81

12.69 6.26 4.98 4.15 3.55 3.03 2.61 2.28 2.02

8.45 6.30 5.03 4.15 3.48 2.98 2.58 2.26 2.01

12.87 8.58 6.41 5.03 4.09 3.44 2.95 2.56

12.75t 13.12 8.60 6.36 4.99 4.07 3.42

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.01 3.36

4.09 3.43 2.91

4.12 3.46 2.96 2.53

4.07 3.45 2.96 2.56 2.22

4.03 3.42 2.95 2.57 2.24

4.73 3.96 3.36 2.91 2.54 2.23 1.97

5.63 4.59 3.85 3.29 2.85 2.51 2.21 1.96

5.50 4.44 3.73 3.20 2.80 2.45 2.18 1.95 1.73

5.43 4.27 3.60 3.11 2.73 2.40 2.14 1.92 1.72

5.29 4.18 3.48 3.02 2.66 2.36 2.11 1.89 1.70

5.15 4.08 3.34 2.93 2.59 2.30 2.07 1.86 1.68

6.58 4.99 3.98 3.25 2.85 2.52 2.26 2.03 1.83 1.66 1.52

6.49d 6.32 4.84 3.85 3.18 2.78 2.48 2.22 1.99 1.81 1.65 1.51

5.42d 5.57d 4.68 3.76 3.11 2.73 2.43 2.18 1.96 1.79 1.63 1.50

4.97d 5.00d 5.24d 4.55 3.67 3.08 2.71 2.39 2.15 1.94 1.77 1.62

5.11d 5.50d 5.01d 4.47 3.62 3.06 2.68 2.37 2.13 1.93 1.76 1.61

4.99d 4.97d 4.42 3.60 3.07 2.66 2.37 2.12 1.92 1.75 1.62

5.15d 4.42 3.62 3.07 2.66 2.36 2.12 1.92 1.76

5.69 4.45 3.66 3.09 2.69 2.37 2.12 1.93 1.77

5.73 4.48 3.67 3.12 2.70 2.38 2.14 1.95

7.88 5.78 4.54 3.72 3.14 2.73 2.41 2.17 1.98

12.17 7.99 5.88 4.61 3.78 3.21 2.78 2.47

9.04t 12.43 8.15 6.02 4.74 3.90 3.32

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 3LU

Configuration: Rail +50..100mm Unlocked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

6

Dn Cant Up Cant Safety Factor: 67%

Maximum Loads (t)
(m)
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Sector: 125-135°
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Rail-Ability Ltd RACD-10000609

235
245 Stafford, ST16 3HS
125 4
115 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.42 2.82

3.48 2.92 2.44

3.48 2.97 2.51 2.12

3.48 2.96 2.56 2.17 1.84

3.46 2.95 2.56 2.20 1.88

4.94 4.05 3.42 2.94 2.55 2.23 1.90 1.62

4.87 3.97 3.38 2.90 2.54 2.24 1.91 1.64

4.72 3.93 3.33 2.88 2.51 2.24 1.92 1.65 1.42

4.66 3.84 3.26 2.84 2.50 2.23 1.92 1.65 1.42

4.59 3.82 3.21 2.81 2.48 2.23 1.92 1.64 1.42

4.54 3.76 3.20 2.81 2.47 2.22 1.90 1.64 1.41

5.62 4.51 3.76 3.20 2.78 2.48 2.20 1.88 1.62 1.40 1.22

7.36d 5.63 4.48 3.70 3.20 2.79 2.46 2.15 1.85 1.59 1.38 1.21

7.22 5.55 4.46 3.61 3.13 2.76 2.40 2.12 1.82 1.57 1.37

6.82d 7.12 5.41 4.37 3.63 2.84 2.69 2.36 2.08 1.79 1.55 1.35

7.71d 7.04 5.26 4.27 3.55 3.05 2.64 2.32 2.02 1.75 1.52 1.33

6.96 5.22 4.18 3.51 3.00 2.60 2.29 1.97 1.71 1.49 1.32

10.48 5.18 4.14 3.46 2.93 2.57 2.24 1.93 1.68 1.47

10.42 5.17 4.14 3.44 2.92 2.56 2.18 1.89 1.65 1.46

5.19 4.14 3.44 2.94 2.48 2.14 1.85 1.63

7.00 5.23 4.16 3.45 2.87 2.44 2.10 1.84 1.63

10.76 7.13 5.33 4.16 3.38 2.83 2.41 2.09

12.75t 10.89 7.16 5.27 4.12 3.36 2.82

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.40 2.82

3.45 2.89 2.42

3.47 2.92 2.47 2.10

3.44 2.90 2.48 2.14 1.83

3.40 2.88 2.46 2.13 1.85

4.94 4.01 3.36 2.82 2.44 2.12 1.85 1.61

4.75 3.88 3.25 2.75 2.37 2.08 1.82 1.61

4.62 3.71 3.12 2.67 2.32 2.03 1.79 1.59 1.41

4.55 3.55 2.99 2.59 2.25 1.98 1.75 1.57 1.39

4.41 3.46 2.85 2.49 2.19 1.93 1.72 1.54 1.38

4.29 3.43 2.72 2.41 2.12 1.88 1.68 1.51 1.36

5.51 4.14 3.25 2.65 2.31 2.06 1.84 1.64 1.48 1.34 1.21

6.44d 5.25 3.95 3.15 2.57 2.25 1.99 1.79 1.61 1.45 1.32 1.20

5.31d 4.98 3.82 3.04 2.51 2.19 1.97 1.75 1.58 1.44 1.31

5.44d 5.00d 4.82 3.70 2.96 2.47 2.16 1.93 1.73 1.56 1.42 1.29

5.10d 5.49d 4.70 3.61 2.91 2.46 2.14 1.91 1.70 1.54 1.40 1.29

5.04d 4.63 3.57 2.90 2.45 2.14 1.89 1.69 1.54 1.40 1.29

4.61 3.58 2.93 2.47 2.14 1.89 1.70 1.53 1.40

4.62 3.59 2.94 2.48 2.15 1.90 1.70 1.54 1.42

4.65 3.63 2.96 2.50 2.17 1.92 1.72 1.56

6.46 4.71 3.69 3.01 2.54 2.20 1.94 1.75 1.61

10.04 6.57 4.81 3.77 3.08 2.60 2.25 2.00

9.13t 10.29 6.73 4.95 3.89 3.19 2.71

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 3KU

Configuration: Rail +50..100mm Unlocked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

6

Dn Cant Up Cant Safety Factor: 67%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 115-125°
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Minimum Loads (t)
(m)

7.5

7

0.5

6

5.5

5

4.5

4

3.5

3

2.5

2

1.5

1

-3

-3.5

0

-0.5
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-1.5
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-2.5
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Rail-Ability Ltd RACD-10000609

245
255 Stafford, ST16 3HS
115 4
105 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.74 3.05

3.11 2.59 2.15

3.11 2.64 2.22 1.86

3.10 2.64 2.27 1.91 1.60

3.68 3.08 2.63 2.28 1.94 1.64

3.62 3.04 2.61 2.26 1.97 1.67 1.41

4.35 3.57 3.00 2.58 2.25 1.98 1.68 1.43

4.23 3.50 2.96 2.56 2.24 1.99 1.69 1.44 1.22

4.15 3.44 2.92 2.51 2.21 1.98 1.69 1.44 1.22

4.05 3.38 2.88 2.50 2.20 1.98 1.68 1.43 1.22

4.02 3.35 2.86 2.48 2.20 1.97 1.67 1.42 1.21

4.99 4.00 3.33 2.84 2.48 2.20 1.93 1.65 1.41 1.20 1.04

6.60 5.00 4.00 3.33 2.83 2.47 2.17 1.91 1.62 1.39 1.19 1.03

6.38 4.90 3.99 3.29 2.83 2.43 2.13 1.87 1.59 1.36 1.17

6.82d 6.24 4.77 3.83 3.22 2.71 2.37 2.08 1.82 1.55 1.33 1.15

8.01d 6.18 4.67 3.76 3.14 2.68 2.30 2.04 1.77 1.51 1.31 1.14

6.09 4.61 3.70 3.07 2.61 2.29 2.01 1.72 1.48 1.28 1.12

10.38d 9.11 4.57 3.64 3.02 2.59 2.25 1.96 1.67 1.45 1.26

12.06t 4.55 3.63 3.02 2.57 2.23 1.90 1.63 1.42 1.24

9.18 4.54 3.62 3.01 2.57 2.17 1.85 1.60 1.40

6.16 4.60 3.66 3.03 2.50 2.12 1.82 1.58 1.40

9.50 6.27 4.68 3.65 2.96 2.46 2.09 1.80

12.79t 9.60 6.29 4.63 3.62 2.93 2.45

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.73 3.01

3.08 2.57 2.13

3.10 2.59 2.19 1.84

3.08 2.59 2.20 1.88 1.59

3.67 3.02 2.56 2.17 1.88 1.61

3.56 2.97 2.50 2.15 1.85 1.61 1.40

4.22 3.44 2.87 2.43 2.10 1.82 1.59 1.40

4.09 3.27 2.75 2.35 2.03 1.78 1.56 1.37 1.21

4.02 3.13 2.62 2.26 1.97 1.73 1.53 1.35 1.20

3.90 3.04 2.50 2.16 1.90 1.68 1.48 1.32 1.18

3.75 2.93 2.36 2.07 1.83 1.62 1.45 1.30 1.16

4.84 3.60 2.82 2.27 1.99 1.77 1.57 1.42 1.27 1.14 1.03

6.46d 4.60 3.44 2.71 2.21 1.93 1.71 1.53 1.38 1.24 1.12 1.02

5.32d 4.35 3.30 2.61 2.13 1.88 1.67 1.50 1.35 1.22 1.11

5.50d 5.00d 4.17 3.18 2.54 2.10 1.85 1.64 1.47 1.33 1.21 1.10

5.09d 5.49d 4.05 3.10 2.48 2.09 1.83 1.62 1.45 1.31 1.20 1.10

4.99d 3.99 3.06 2.47 2.10 1.82 1.61 1.45 1.30 1.19 1.10

3.97 3.07 2.49 2.10 1.82 1.61 1.44 1.30 1.19

4.01 3.08 2.51 2.13 1.84 1.62 1.45 1.31 1.21

4.03 3.12 2.55 2.15 1.86 1.63 1.46 1.33

5.60 4.08 3.18 2.59 2.18 1.88 1.66 1.49 1.38

8.77 5.70 4.17 3.26 2.66 2.24 1.93 1.72

9.14t 9.02 5.89 4.31 3.37 2.76 2.35

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 3JU

Configuration: Rail +50..100mm Unlocked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

6

Dn Cant Up Cant Safety Factor: 67%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 105-115°
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1.5
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Minimum Loads (t)
(m)

7.5

7

0.5
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5.5
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4.5
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3.5

3

2.5

2

1.5

1
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-3.5

0
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-1.5
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-2.5
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Rail-Ability Ltd RACD-10000609

255
265 Stafford, ST16 3HS
105 4

95 356
10

350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.49 2.85 2.31

2.91 2.42 2.00

2.93 2.47 2.06 1.72

2.92 2.47 2.11 1.77 1.48

3.45 2.88 2.45 2.12 1.80 1.52

4.16 3.40 2.84 2.43 2.12 1.83 1.54 1.29

4.08 3.32 2.80 2.42 2.08 1.85 1.56 1.31

3.93 3.27 2.77 2.38 2.08 1.85 1.56 1.32 1.11

3.87 3.17 2.72 2.36 2.07 1.85 1.56 1.32 1.12

3.81 3.16 2.69 2.33 2.06 1.85 1.56 1.32 1.12

3.74 3.12 2.67 2.32 2.03 1.84 1.54 1.30 1.11

4.64 3.71 3.09 2.64 2.29 2.05 1.80 1.52 1.29 1.10 .90

6.20 4.66 3.73 3.10 2.62 2.31 2.02 1.76 1.49 1.27 1.09 .89

5.90 4.55 3.71 3.09 2.63 2.25 1.97 1.72 1.47 1.25 1.07

7.08d 5.79 4.43 3.56 3.00 2.55 2.21 1.92 1.69 1.43 1.22 1.05

7.90 5.72 4.33 3.48 2.91 2.46 2.10 1.89 1.63 1.39 1.19 1.03

5.67 4.27 3.42 2.85 2.43 2.09 1.86 1.58 1.35 1.17 1.02

10.36d 8.47 4.22 3.38 2.81 2.40 2.09 1.81 1.54 1.32 1.15

4.20 3.36 2.77 2.38 2.07 1.75 1.49 1.30 1.13

4.21 3.35 2.78 2.38 2.00 1.70 1.46 1.28

5.70 4.25 3.38 2.80 2.32 1.95 1.67 1.45 1.27

8.81 5.82 4.35 3.37 2.74 2.28 1.93 1.65

12.65t 8.93 5.86 4.29 3.34 2.71 2.26

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.48 2.82 2.31

2.90 2.39 1.98

2.90 2.41 2.04 1.71

2.89 2.41 2.04 1.74 1.47

3.44 2.84 2.37 2.03 1.73 1.50

4.15 3.35 2.75 2.34 1.99 1.72 1.49 1.28

3.96 3.21 2.66 2.27 1.94 1.68 1.47 1.28

3.81 3.05 2.55 2.18 1.88 1.64 1.44 1.26 1.10

3.73 2.90 2.43 2.10 1.82 1.59 1.40 1.24 1.10

3.61 2.79 2.29 2.00 1.75 1.54 1.37 1.21 1.08

3.60 2.70 2.24 1.90 1.68 1.49 1.32 1.18 1.06

4.50 3.32 2.60 2.08 1.82 1.62 1.44 1.29 1.16 1.04 .89

6.05 4.23 3.18 2.49 2.00 1.83 1.56 1.40 1.26 1.13 1.02 .88

5.33d 4.00 3.02 2.39 1.94 1.71 1.52 1.36 1.23 1.11 1.00

5.50d 4.99d 3.82 2.92 2.31 1.91 1.67 1.52 1.34 1.21 1.09 .99

5.09d 5.08 3.72 2.84 2.26 1.90 1.66 1.49 1.31 1.19 1.08 .98

4.98 3.65 2.79 2.25 1.91 1.68 1.46 1.31 1.18 1.08 .98

3.64 2.79 2.26 1.95 1.65 1.46 1.30 1.18 1.08

3.66 2.82 2.28 1.93 1.67 1.47 1.31 1.19 1.09

3.69 2.85 2.32 1.95 1.68 1.48 1.33 1.21

5.15 3.75 2.91 2.37 1.98 1.72 1.51 1.36 1.26

8.12 5.26 3.84 2.99 2.44 2.05 1.77 1.57

9.10t 8.39 5.45 3.98 3.11 2.55 2.16

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 3IU

Configuration: Rail +50..100mm Unlocked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

6

Dn Cant Up Cant Safety Factor: 67%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 95-105°

0
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1.5

1

0.5
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-2.5
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Minimum Loads (t)
(m)

7.5

7

0.5

6

5.5

5

4.5

4

3.5

3

2.5

2

1.5

1

-3

-3.5

0

-0.5

-1

-1.5

-2

-2.5
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Rail-Ability Ltd RACD-10000609

265
285 Stafford, ST16 3HS

95 4
75 356
20

340 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.43 2.80

2.87 2.38 1.96

2.88 2.42 2.03 1.69

2.85 2.40 2.08 1.74 1.45

3.39 2.83 2.41 2.09 1.77 1.48

4.09 3.34 2.79 2.39 2.08 1.79 1.51 1.27

3.93 3.26 2.75 2.37 2.05 1.81 1.52 1.29

3.86 3.22 2.72 2.33 2.05 1.82 1.53 1.29 1.09

3.81 3.11 2.60 2.32 2.03 1.81 1.53 1.29 1.09

3.74 3.11 2.64 2.27 2.02 1.81 1.53 1.29 1.09

3.67 3.05 2.62 2.28 2.01 1.80 1.51 1.28 1.08

4.56 3.64 3.03 2.59 2.25 2.01 1.77 1.49 1.26 1.07 .86

6.01 4.58 3.67 3.04 2.58 2.27 1.99 1.73 1.46 1.24 1.06 .85

5.80 4.47 3.64 3.04 2.58 2.21 1.93 1.69 1.44 1.22 1.04

7.08d 5.68 4.35 3.50 2.90 2.50 2.17 1.89 1.65 1.40 1.19 1.02

7.75 5.61 4.25 3.41 2.84 2.41 2.06 1.85 1.60 1.36 1.17 1.00

5.56 4.18 3.35 2.80 2.39 2.05 1.82 1.55 1.32 1.14 .98

8.31 4.14 3.31 2.76 2.35 2.05 1.77 1.50 1.29 1.12

4.12 3.29 2.73 2.33 2.03 1.71 1.46 1.27 1.10

8.43 4.14 3.30 2.73 2.34 1.96 1.66 1.43 1.25

5.60 4.18 3.33 2.74 2.27 1.91 1.63 1.42 1.24

8.71 5.72 4.28 3.32 2.69 2.23 1.89 1.62

12.55t 8.85 5.75 4.21 3.29 2.66 2.22

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.42 2.77

2.83 2.35 1.94

2.85 2.37 2.00 1.67

2.84 2.37 2.00 1.70 1.44

3.38 2.80 2.33 1.99 1.70 1.46

4.08 3.30 2.71 2.30 1.95 1.68 1.46 1.25

3.90 3.16 2.61 2.23 1.90 1.65 1.44 1.25

3.75 2.98 2.50 2.14 1.84 1.61 1.41 1.24 1.08

3.66 2.84 2.38 2.06 1.78 1.56 1.37 1.21 1.07

3.54 2.74 2.24 1.96 1.71 1.50 1.34 1.18 1.05

3.53 2.64 2.19 1.86 1.64 1.46 1.29 1.16 1.03

4.42 3.26 2.55 2.04 1.78 1.58 1.42 1.26 1.13 1.01 .86

5.94 4.15 3.10 2.43 1.96 1.78 1.53 1.36 1.23 1.10 .99 .85

5.33d 3.92 2.96 2.33 1.89 1.67 1.48 1.33 1.19 1.08 .96

5.55d 4.99d 3.74 2.84 2.26 1.87 1.63 1.48 1.31 1.18 1.06 .95

5.09d 4.98 3.63 2.77 2.20 1.85 1.61 1.45 1.28 1.16 1.05 .94

4.87 3.57 2.73 2.20 1.86 1.64 1.42 1.28 1.16 1.05 .95

3.56 2.72 2.21 1.89 1.63 1.42 1.27 1.15 1.05

3.58 2.76 2.25 1.88 1.62 1.43 1.28 1.16 1.07

3.61 2.79 2.27 1.91 1.64 1.45 1.30 1.18

5.06 3.67 2.85 2.31 1.94 1.67 1.48 1.33 1.23

8.00 5.17 3.77 2.93 2.39 2.00 1.73 1.54

9.02t 8.27 5.36 3.91 3.05 2.50 2.12

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 3HU

Configuration: Rail +50..100mm Unlocked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

6

Dn Cant Up Cant Safety Factor: 67%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 75-95°
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Minimum Loads (t)
(m)
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Rail-Ability Ltd RACD-10000609

285
295 Stafford, ST16 3HS

75 4
65 356
10

350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.48 2.85

2.92 2.42 2.00

2.92 2.47 2.07 1.72

2.91 2.47 2.11 1.77 1.48

3.45 2.89 2.47 2.13 1.81 1.52

4.14 3.39 2.86 2.43 2.12 1.83 1.54 1.30

4.06 3.33 2.81 2.41 2.10 1.85 1.56 1.31

3.97 3.27 2.77 2.39 2.08 1.85 1.57 1.32 1.11

3.86 3.20 2.72 2.35 2.06 1.84 1.56 1.33 1.12

3.80 3.16 2.69 2.34 2.05 1.85 1.56 1.32 1.12

3.73 3.13 2.66 2.31 2.05 1.83 1.55 1.31 1.11

4.66 3.72 3.09 2.63 2.31 2.05 1.80 1.52 1.29 1.10 .90

6.20 4.66 3.73 3.10 2.64 2.31 2.02 1.77 1.50 1.27 1.09 .89

5.91 4.55 3.72 3.10 2.63 2.27 1.98 1.73 1.46 1.25 1.07

7.08d 5.80 4.44 3.57 3.00 2.54 2.21 1.93 1.68 1.43 1.22 1.05

7.94 5.73 4.34 3.48 2.92 2.45 2.11 1.89 1.63 1.39 1.20 1.03

5.69 4.28 3.43 2.85 2.43 2.12 1.86 1.58 1.36 1.17 1.02

8.52 4.23 3.39 2.80 2.40 2.09 1.81 1.54 1.32 1.15

4.22 3.36 2.79 2.38 2.07 1.75 1.50 1.30 1.13

8.66 4.23 3.36 2.79 2.39 2.00 1.71 1.47 1.28

5.74 4.27 3.39 2.81 2.33 1.95 1.67 1.45 1.28

8.93 5.87 4.38 3.40 2.75 2.28 1.93 1.66

12.40t 9.12 5.91 4.32 3.35 2.73 2.27

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.47 2.81

2.89 2.40 1.98

2.91 2.42 2.04 1.71

2.88 2.41 2.05 1.74 1.47

3.44 2.84 2.39 2.02 1.74 1.49

4.14 3.33 2.79 2.33 1.98 1.71 1.49 1.29

3.96 3.21 2.66 2.26 1.94 1.69 1.46 1.28

3.81 3.05 2.56 2.18 1.88 1.64 1.44 1.26 1.11

3.72 2.91 2.44 2.09 1.82 1.59 1.41 1.24 1.09

3.65 2.80 2.30 1.99 1.74 1.54 1.36 1.21 1.08

3.61 2.70 2.18 1.90 1.68 1.50 1.33 1.19 1.06

4.49 3.34 2.60 2.08 1.82 1.62 1.44 1.29 1.16 1.04 .90

6.05 4.24 3.18 2.49 2.02 1.78 1.56 1.40 1.25 1.13 1.02 .88

5.32d 4.00 3.04 2.39 1.94 1.71 1.52 1.36 1.23 1.11 1.01

5.55d 4.99d 3.84 2.92 2.32 1.92 1.68 1.49 1.35 1.21 1.10 .99

5.09d 5.10 3.72 2.84 2.26 1.90 1.66 1.47 1.32 1.19 1.08 .98

4.99d 3.66 2.80 2.25 1.91 1.65 1.46 1.31 1.18 1.08 .98

3.65 2.80 2.27 1.91 1.65 1.46 1.31 1.18 1.08

3.68 2.83 2.29 1.94 1.67 1.47 1.31 1.19 1.10

3.71 2.87 2.33 1.96 1.69 1.48 1.33 1.21

5.18 3.77 2.92 2.37 1.99 1.72 1.51 1.36 1.26

8.24 5.30 3.86 3.00 2.44 2.06 1.77 1.57

8.88t 8.52 5.49 4.00 3.12 2.56 2.17

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 3GU

Configuration: Rail +50..100mm Unlocked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

6

Dn Cant Up Cant Safety Factor: 67%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 65-75°
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Minimum Loads (t)
(m)

7.5

7

0.5
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Rail-Ability Ltd RACD-10000609

295
305 Stafford, ST16 3HS

65 4
55 356
10

350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.63 2.98

3.05 2.53 2.10

3.05 2.58 2.17 1.81

3.05 2.59 2.22 1.86 1.56

3.60 3.01 2.58 2.22 1.90 1.60

4.35 3.55 2.97 2.54 2.21 1.92 1.62 1.37

4.23 3.48 2.93 2.53 2.20 1.94 1.64 1.39

4.14 3.36 2.88 2.49 2.18 1.94 1.65 1.40 1.18

4.03 3.36 2.84 2.47 2.17 1.93 1.65 1.40 1.19

3.97 3.29 2.80 2.43 2.16 1.93 1.64 1.39 1.19

3.94 3.27 2.78 2.39 2.14 1.92 1.62 1.38 1.18

4.87 3.91 3.25 2.78 2.42 2.12 1.90 1.61 1.37 1.17 1.00

6.45 4.88 3.92 3.20 2.78 2.41 2.13 1.86 1.58 1.35 1.16 .98

6.23 4.79 3.88 3.16 2.76 2.39 2.08 1.82 1.55 1.32 1.14

7.07d 6.11 4.66 3.76 3.15 2.59 2.29 2.03 1.78 1.51 1.30 1.12

7.65d 6.05 4.57 3.68 3.07 2.62 2.27 1.99 1.73 1.47 1.27 1.10

5.98 4.45 3.62 3.00 2.57 2.23 1.96 1.68 1.44 1.24 1.09

9.01 4.47 3.56 2.97 2.52 2.20 1.91 1.63 1.40 1.22

11.93d 5.99 4.45 3.54 2.94 2.51 2.18 1.85 1.59 1.38 1.21

12.36t 4.45 3.54 2.94 2.52 2.11 1.80 1.55 1.36

6.07 4.50 3.58 2.96 2.45 2.07 1.77 1.54 1.35

9.52 6.20 4.61 3.58 2.90 2.41 2.04 1.76

12.04t 9.67 6.24 4.57 3.54 2.88 2.39

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.63 2.94

3.03 2.51 2.09

3.02 2.54 2.14 1.80

3.01 2.53 2.15 1.84 1.55

3.59 2.97 2.49 2.13 1.84 1.57

4.34 3.52 2.89 2.45 2.09 1.80 1.57 1.36

4.12 3.35 2.80 2.37 2.04 1.78 1.55 1.36

3.98 3.19 2.69 2.29 1.98 1.73 1.52 1.34 1.17

3.92 3.04 2.55 2.20 1.91 1.68 1.48 1.31 1.17

3.81 2.98 2.42 2.11 1.85 1.63 1.45 1.29 1.15

3.68 2.86 2.30 2.03 1.79 1.58 1.41 1.26 1.13

4.74 3.53 2.75 2.22 1.96 1.72 1.53 1.37 1.23 1.11 .99

6.37 4.48 3.36 2.63 2.14 1.87 1.68 1.49 1.34 1.21 1.09 .98

5.31d 4.24 3.23 2.55 2.08 1.83 1.63 1.46 1.31 1.19 1.08

5.50d 5.00d 4.07 3.10 2.46 2.04 1.79 1.59 1.42 1.28 1.17 1.07

5.10d 5.40 3.95 3.02 2.41 2.03 1.86 1.57 1.41 1.27 1.16 1.06

4.99d 3.90 2.98 2.40 2.03 1.76 1.57 1.40 1.26 1.15 1.06

3.88 2.99 2.43 2.04 1.77 1.56 1.40 1.26 1.16

3.93 3.01 2.44 2.06 1.78 1.57 1.40 1.27 1.17

3.94 3.05 2.47 2.08 1.80 1.59 1.42 1.29

5.51 4.00 3.10 2.52 2.12 1.83 1.61 1.45 1.34

8.75 5.63 4.10 3.18 2.59 2.18 1.89 1.67

8.75t 9.09 5.83 4.23 3.31 2.70 2.30

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 3FU

Configuration: Rail +50..100mm Unlocked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

6

Dn Cant Up Cant Safety Factor: 67%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 55-65°

0

5.5

5

4.5

4

3.5

3

2.5

2

1.5

1

0.5

6.5

-0.5

-1

-1.5

-2

-2.5

-3

-3.5

Minimum Loads (t)
(m)

7.5

7

0.5

6

5.5

5

4.5

4

3.5

3

2.5

2

1.5

1

-3

-3.5

0

-0.5

-1

-1.5

-2

-2.5
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Rail-Ability Ltd RACD-10000609

305
315 Stafford, ST16 3HS

55 4
45 356
10

350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.21 2.64

3.27 2.74 2.28

3.27 2.78 2.35 1.97

3.27 2.78 2.39 2.02 1.71

3.87 3.23 2.77 2.40 2.06 1.75

3.82 3.21 2.74 2.39 2.08 1.77 1.51

4.56 3.75 3.15 2.72 2.38 2.10 1.79 1.52

4.47 3.68 3.11 2.69 2.35 2.09 1.79 1.53 1.31

4.37 3.62 3.07 2.67 2.34 2.09 1.80 1.53 1.31

4.30 3.57 3.04 2.64 2.33 2.08 1.78 1.53 1.31

4.25 3.52 3.01 2.60 2.32 2.08 1.77 1.51 1.30

5.25 4.23 3.49 2.99 2.61 2.30 2.05 1.75 1.50 1.29 1.12

7.04 5.27 4.14 3.49 2.99 2.62 2.30 2.02 1.72 1.48 1.28 1.11

6.79 5.20 4.18 3.30 2.95 2.56 2.25 1.98 1.70 1.45 1.26

6.82d 6.67 5.08 4.09 3.40 2.91 2.52 2.21 1.94 1.66 1.43 1.24

7.70d 6.60 4.94 4.00 3.32 2.83 2.42 2.16 1.89 1.61 1.40 1.22

6.53 4.90 3.92 3.27 2.79 2.43 2.14 1.84 1.58 1.38 1.21

4.85 3.90 3.24 2.76 2.40 2.08 1.79 1.55 1.35

9.89 6.48 4.85 3.87 3.20 2.74 2.38 2.03 1.74 1.52 1.34

6.56 4.89 3.87 3.21 2.75 2.32 1.98 1.72 1.50

12.96d 6.64 4.92 3.91 3.23 2.69 2.27 1.95 1.70 1.50

10.41 6.78 5.04 3.91 3.17 2.64 2.25 1.94

11.96t 10.62 6.83 4.97 3.88 3.14 2.62

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.18 2.62

3.25 2.72 2.26

3.27 2.74 2.31 1.96

3.24 2.72 2.33 1.99 1.70

3.86 3.20 2.70 2.30 1.99 1.72

3.77 3.12 2.65 2.26 1.97 1.72 1.49

4.48 3.64 3.02 2.58 2.23 1.93 1.69 1.48

4.34 3.48 2.91 2.49 2.16 1.89 1.66 1.47 1.30

4.25 3.31 2.79 2.40 2.10 1.84 1.63 1.44 1.29

4.13 3.22 2.65 2.30 2.02 1.79 1.59 1.42 1.27

3.99 3.12 2.59 2.21 1.95 1.73 1.55 1.39 1.25

5.12 3.84 3.02 2.44 2.13 1.89 1.68 1.51 1.36 1.23 1.11

6.41d 4.88 3.68 2.91 2.37 2.14 1.84 1.65 1.48 1.33 1.21 1.10

5.30d 4.66 3.54 2.80 2.29 2.02 1.79 1.61 1.45 1.31 1.20

5.50d 4.99d 4.47 3.42 2.73 2.27 1.98 1.76 1.58 1.43 1.30 1.19

5.11d 5.49d 4.36 3.34 2.68 2.26 1.97 1.74 1.56 1.42 1.29 1.18

5.05d 4.30 3.30 2.67 2.26 2.00 1.74 1.56 1.40 1.28 1.18

4.29 3.31 2.68 2.29 1.96 1.73 1.55 1.40 1.29

4.30 3.33 2.72 2.29 1.98 1.74 1.56 1.41 1.30

4.34 3.37 2.74 2.31 2.00 1.76 1.58 1.43

6.09 4.41 3.43 2.79 2.35 2.03 1.79 1.61 1.48

9.69 6.21 4.51 3.51 2.86 2.41 2.08 1.85

8.55t 10.05 6.41 4.66 3.63 2.97 2.52

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 3EU

Configuration: Rail +50..100mm Unlocked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

6

Dn Cant Up Cant Safety Factor: 67%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 45-55°

0

5.5

5

4.5

4

3.5

3

2.5

2

1.5

1

0.5

6.5

-0.5

-1

-1.5

-2

-2.5

-3

-3.5

Minimum Loads (t)
(m)

7.5

7

0.5

6

5.5

5

4.5

4

3.5

3

2.5

2

1.5

1

-3

-3.5

0

-0.5

-1

-1.5

-2

-2.5
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Rail-Ability Ltd RACD-10000609

315
325 Stafford, ST16 3HS

45 4
35 356
10

350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.57 2.93

3.62 3.04 2.55

3.63 3.09 2.62 2.22

3.61 3.08 2.66 2.27 1.93

3.58 3.06 2.67 2.30 1.96

4.21 3.55 3.04 2.65 2.32 1.99 1.70

5.05 4.14 3.51 3.01 2.64 2.34 2.01 1.72

4.95 4.07 3.45 2.99 2.62 2.33 2.01 1.73 1.49

4.84 4.02 3.41 2.96 2.59 2.32 2.02 1.73 1.49

4.75 3.97 3.38 2.93 2.59 2.32 2.00 1.72 1.49

4.71 3.92 3.35 2.91 2.57 2.31 1.99 1.72 1.49 1.29

5.87 4.67 3.90 3.33 2.89 2.56 2.29 1.97 1.70 1.48 1.28

7.14d 5.87 4.57 3.90 3.34 2.91 2.57 2.26 1.94 1.68 1.46 1.28

7.11d 5.83 4.70 3.91 3.34 2.88 2.51 2.22 1.91 1.66 1.45 1.27

6.66d 7.45 5.64 4.56 3.82 2.97 2.80 2.47 2.18 1.87 1.63 1.42

7.47d 7.40 5.59 4.47 3.73 3.19 2.77 2.43 2.12 1.84 1.60 1.41

7.38 5.52 4.42 3.67 3.14 2.71 2.40 2.07 1.80 1.57 1.39

10.33d 5.50 4.36 3.64 3.10 2.70 2.35 2.03 1.77 1.55 1.38

11.33 7.40 5.48 4.35 3.62 3.09 2.69 2.29 1.99 1.74 1.54

11.46 5.51 4.36 3.61 3.09 2.62 2.25 1.95 1.72

7.53 5.55 4.40 3.64 3.02 2.57 2.22 1.94 1.72

7.66 5.65 4.42 3.58 2.98 2.54 2.21

11.68t 12.17 7.70 5.61 4.37 3.55 2.97

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.53 2.92

3.59 3.01 2.53

3.63 3.03 2.59 2.20

3.58 3.03 2.59 2.23 1.91

3.55 3.00 2.57 2.23 1.94

4.18 3.50 2.94 2.53 2.20 1.93 1.69

4.96 4.04 3.38 2.87 2.48 2.17 1.91 1.69

4.83 3.86 3.25 2.79 2.42 2.13 1.88 1.67 1.48

4.75 3.71 3.12 2.70 2.36 2.08 1.84 1.64 1.47

4.63 3.63 2.99 2.61 2.29 2.03 1.80 1.61 1.45

4.51 3.52 2.86 2.51 2.21 1.97 1.77 1.58 1.43 1.29

5.73 4.31 3.41 2.80 2.43 2.15 1.92 1.73 1.56 1.41 1.28

6.45d 5.51 4.17 3.32 2.70 2.36 2.10 1.88 1.69 1.53 1.39 1.27

5.41d 5.26 4.03 3.21 2.65 2.31 2.06 1.85 1.67 1.51 1.38 1.26

4.97d 4.99d 5.09 3.91 3.14 2.61 2.28 2.06 1.82 1.64 1.49 1.37

5.12d 5.50d 4.97 3.84 3.08 2.60 2.26 2.00 1.80 1.63 1.48 1.36

5.00d 4.91 3.78 3.06 2.59 2.27 2.00 1.79 1.62 1.48 1.36

4.90 3.78 3.09 2.61 2.27 1.99 1.79 1.62 1.48 1.38

4.93 3.82 3.11 2.62 2.27 2.01 1.80 1.63 1.50

4.96 3.86 3.14 2.65 2.29 2.03 1.82 1.65

6.93 5.03 3.92 3.19 2.69 2.32 2.05 1.84 1.69

7.06 5.13 4.00 3.27 2.75 2.38 2.11

8.32t 11.45 7.25 5.29 4.12 3.37 2.86

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 3DU

Configuration: Rail +50..100mm Unlocked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

6

Dn Cant Up Cant Safety Factor: 67%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 35-45°

0
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3
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2

1.5

1

0.5

6.5
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-1.5

-2

-2.5

-3

-3.5

Minimum Loads (t)
(m)

7.5

7

0.5

6

5.5

5

4.5

4

3.5

3

2.5

2

1.5

1

-3

-3.5

0

-0.5

-1

-1.5

-2

-2.5
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Rail-Ability Ltd RACD-10000609

325
335 Stafford, ST16 3HS

35 4
25 356
10

350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.26 3.54

4.31 3.64 3.08

4.31 3.68 3.15 2.69

4.28 3.66 3.19 2.74 2.36

4.27 3.64 3.18 2.77 2.39

5.00 4.21 3.64 3.18 2.79 2.42 2.10

5.94 4.93 4.16 3.61 3.16 2.80 2.43 2.11

5.88 4.81 4.13 3.56 3.14 2.79 2.44 2.12 1.85

5.77 4.79 4.01 3.53 3.11 2.78 2.44 2.12 1.86

5.71 4.74 4.05 3.49 3.11 2.78 2.44 2.12 1.85

5.68 4.70 4.02 3.46 3.10 2.79 2.41 2.10 1.85 1.62

7.07 5.65 4.67 4.00 3.49 3.09 2.75 2.39 2.09 1.84 1.62

6.41d 7.04 5.66 4.68 3.99 3.48 3.08 2.73 2.37 2.06 1.82 1.61

6.99d 6.96 5.56 4.47 3.98 3.46 3.04 2.68 2.34 2.04 1.80 1.60

6.41d 8.27d 6.89 5.53 4.58 3.93 3.37 2.99 2.65 2.30 2.02 1.78

7.46d 9.06 6.72 5.43 4.50 3.86 3.36 2.95 2.60 2.26 1.99 1.76

9.00 6.71 5.35 4.46 3.81 3.29 2.92 2.54 2.23 1.96 1.75

6.69 5.33 4.43 3.75 3.29 2.88 2.49 2.19 1.94 1.74

11.46t 6.69 5.30 4.40 3.76 3.27 2.82 2.45 2.16 1.93

11.94d 6.71 5.33 4.40 3.76 3.20 2.76 2.42 2.14 1.92

9.19 6.75 5.37 4.43 3.70 3.16 2.74 2.40 2.14

9.35 6.87 5.37 4.38 3.66 3.13 2.72

11.41t 14.88 9.42 6.85 5.35 4.36 3.65 3.13

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.22 3.51

4.31 3.61 3.06

4.30 3.64 3.11 2.67

4.27 3.62 3.11 2.70 2.34

4.21 3.59 3.10 2.70 2.37

4.96 4.14 3.54 3.06 2.67 2.35 2.08

5.90 4.81 4.04 3.46 3.00 2.64 2.34 2.07

5.78 4.64 3.93 3.39 2.95 2.59 2.30 2.06 1.84

5.70 4.50 3.79 3.29 2.88 2.54 2.27 2.03 1.82

5.57 4.42 3.66 3.20 2.80 2.49 2.23 2.00 1.81

5.45 4.32 3.54 3.09 2.73 2.44 2.19 1.97 1.79 1.62

6.95 5.28 4.22 3.47 3.01 2.67 2.39 2.15 1.94 1.77 1.61

6.41d 6.47d 5.13 4.10 3.37 2.94 2.61 2.35 2.12 1.92 1.75 1.60

5.31d 5.55d 4.97 4.00 3.31 2.89 2.57 2.31 2.08 1.90 1.73 1.59

4.97d 4.99d 5.14d 4.85 3.92 3.27 2.86 2.57 2.28 2.06 1.88 1.72

5.13d 4.97d 5.01d 4.77 3.87 3.26 2.84 2.52 2.26 2.05 1.87 1.72

5.00d 4.97d 4.74 3.85 3.26 2.84 2.51 2.26 2.04 1.86 1.72

4.96d 4.74 3.86 3.27 2.85 2.51 2.25 2.04 1.87 1.73

6.11 4.76 3.91 3.31 2.85 2.53 2.26 2.05 1.88

6.16 4.80 3.93 3.32 2.88 2.54 2.28 2.07 1.92

8.58 6.24 4.87 3.97 3.36 2.91 2.57 2.31 2.11

8.73 6.34 4.95 4.05 3.42 2.96 2.62

8.11t 13.88t 8.92 6.50 5.08 4.16 3.53 3.11

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 3CU

Configuration: Rail +50..100mm Unlocked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

6

Dn Cant Up Cant Safety Factor: 67%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 25-35°

0
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4.5
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3.5

3

2.5

2

1.5

1

0.5

6.5

-0.5
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-1.5

-2

-2.5

-3

-3.5

Minimum Loads (t)
(m)

7.5

7

0.5

6

5.5

5

4.5

4

3.5

3

2.5

2

1.5

1

-3

-3.5

0

-0.5

-1

-1.5

-2

-2.5
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Rail-Ability Ltd RACD-10000609

335
345 Stafford, ST16 3HS

25 4
15 356
10

350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

5.45 4.58

5.26s 4.69 4.00

5.11s 4.70 4.07 3.52

5.25s 4.69 4.10 3.57 3.11

5.43 4.66 4.09 3.60 3.14

5.93s 5.36 4.64 4.08 3.61 3.17 2.78

7.35d 6.24 5.33 4.60 4.05 3.60 3.19 2.80 2.47

7.51 6.21 5.28 4.58 4.02 3.58s 3.19 2.81 2.48

7.39 6.11 5.23 4.53 4.00 3.58s 3.19 2.81 2.49

7.33 6.09 5.19 4.51 3.98s 3.57s 3.18 2.81 2.48

7.24 6.02 5.16 4.47 3.96 3.57s 3.17 2.79 2.48 2.21

8.78d 7.27 6.02 5.14s 4.48s 3.97s 3.54 3.15 2.77 2.47 2.21

6.44d 9.02 7.21 6.02 5.13 4.47 3.94t 3.51 3.13 2.75 2.45 2.19

6.86d 8.97 7.13t 5.96 5.05 4.42 3.90 3.48 3.08 2.72 2.43 2.18

6.10d 8.15d 8.93 7.09 5.90 5.00 4.39 3.87 3.46 3.04 2.70 2.42

7.40d 9.91d 8.90 7.07 5.86 5.01 4.35 3.84 3.42 3.01 2.67 2.39

11.92 8.86 7.03 5.86 4.96 4.34 3.83 3.37 2.97 2.65 2.38

11.66d 8.79 7.01 5.81 4.96 4.31 3.80 3.32 2.94 2.63 2.37

14.20d 11.95 8.82 6.99 5.80 4.94 4.31 3.73 3.27 2.91 2.61

17.19d 12.00 8.84 7.00 5.80 4.95 4.25 3.69 3.25 2.89 2.60

18.09t 12.11 8.91 7.04 5.83 4.89 4.20 3.65 3.23 2.89

12.29 9.04 7.07 5.77 4.85 4.16 3.64 3.23

11.26t 19.29 12.40 9.01 7.05 5.76 4.84 4.17

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

5.02s 4.56

5.11s 4.21d 3.98

5.11s 4.37s 3.86d 3.50

5.24s 4.60s 3.77s 3.53 3.09

5.19s 4.45s 3.76s 3.52 3.11

5.92s 4.98s 4.30s 3.75s 3.40s 3.10 2.76

7.13s 5.84s 4.94s 4.26s 3.73s 3.30s 3.08 2.76 2.47

6.98s 5.76s 5.04s 4.21s 3.71s 3.28s 3.05 2.74 2.47

7.03s 5.66s 4.82s 4.17s 3.67s 3.28s 3.01 2.71 2.46

6.74s 5.60s 4.83 4.14s 3.65s 3.27s 2.98 2.68 2.43

6.69s 5.54s 4.72 4.12s 3.64s 3.00t 2.93 2.66 2.42 2.20

8.41s 6.97 5.62 4.66 4.04 3.58 2.64t 2.89 2.63 2.39 2.20

6.44d 6.49d 6.77 5.48 4.56 3.97 2.98t 2.76t 2.86 2.60 2.38 2.18

5.31d 5.63d 4.95t 4.32t 3.62t 3.67t 3.04t 2.92t 2.83 2.58 2.36 2.17

4.98d 4.99d 5.14d 5.42d 4.62t 3.95t 3.54t 3.39t 3.10 2.81 2.56 2.35

5.14d 4.97d 5.07d 5.20d 5.23 4.44 3.85t 3.43 3.09 2.79 2.55 2.34

5.01d 4.97d 5.11d 5.23 4.45 3.87 3.42 3.07 2.79 2.54 2.34

5.09d 5.44d 5.24 4.45 3.88 3.42 3.07 2.78 2.55 2.36

6.61d 6.43 5.29 4.49 3.88 3.43 3.08 2.79 2.56

8.28 6.48 5.31 4.51 3.91 3.45 3.10 2.82 2.60

11.49 8.35 6.54 5.36 4.54 3.94 3.49 3.13 2.85

11.63 8.47 6.64 5.44 4.60 3.99 3.53 3.22

7.96t 13.57t 11.86 8.63 6.76 5.55 4.72 4.12

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 3BU

Configuration: Rail +50..100mm Unlocked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

6

Dn Cant Up Cant Safety Factor: 67%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 15-25°

0

5.5

5

4.5

4

3.5

3

2.5

2

1.5

1

0.5

6.5

-0.5

-1

-1.5

-2

-2.5

-3

-3.5

Minimum Loads (t)
(m)

7.5

7

0.5

6

5.5

5

4.5

4

3.5

3

2.5

2

1.5

1

-3

-3.5

0

-0.5

-1

-1.5
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-2.5
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Rail-Ability Ltd RACD-10000609

345
5 Stafford, ST16 3HS

15 4
355 356

20
340 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.73s 3.38d

3.46s 3.49s 3.63d

3.44s 3.47s 3.43t

3.43s 3.34s 3.38t 3.19t

3.50s 3.53s 3.50s 3.38t 3.23t

4.09d 3.93s 3.72s 3.63s 3.42t 3.23t 3.06t

5.01d 4.69s 4.27s 3.99s 3.75s 3.48t 3.25t 3.09t 2.52d

4.98s 5.37s 4.69s 4.28s 3.88t 3.55t 3.30t 3.11t 2.91d

4.90s 5.59s 5.21t 4.51t 4.02t 3.65t 3.36t 3.14t 2.99t

5.09s 5.73s 5.66t 4.78t 4.19t 3.77t 3.45t 3.20t 3.04t

5.78s 6.17s 6.19t 5.11t 4.39t 3.90t 3.54t 3.27t 3.09t 2.74d

6.01s 6.42s 6.66d 6.57s 5.47t 4.62t 4.06t 3.65t 3.35t 3.15t 2.84t

6.06t 6.93s 6.94s 6.74s 5.86t 4.86t 4.23t 3.78t 3.45t 3.22t 2.90t

4.45d 6.62d 7.39t 7.33s 6.96s 6.23t 5.12t 4.40t 3.91t 3.55t 3.31t 2.92t

3.82d 5.33d 7.46d 8.25s 7.80d 7.24s 6.42s 5.37t 4.59t 4.05t 3.67t 3.41t

4.93d 6.59d 8.62d 9.03s 8.24d 7.41s 6.48s 5.63t 4.78t 4.20t 3.79t 3.48t

8.00d 10.30d 9.75s 8.65s 7.48s 6.50s 5.76s 4.97t 4.35t 3.93t 3.50t

12.11d 10.38d 8.85s 7.50s 6.54s 5.78s 5.16t 4.51t 4.06t 3.41t

11.82d 13.12s 10.77s 8.90s 7.56s 6.58s 5.82s 5.23s 4.68t 4.10t

13.77s 10.89s 8.97s 7.63s 6.64s 5.90s 5.29s 4.63s 3.64d

18.45d 13.99s 11.02s 9.09s 7.77s 6.75s 5.89s 5.06s 4.13s

19.43s 14.22s 11.17s 9.17s 7.68s 6.52s 5.44s 4.37s

7.45t 12.91t 18.55s 13.55s 10.60s 8.53s 6.98s 5.63s

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.40s 3.09d

3.46s 2.90s 2.82d

2.93s 2.82s 2.64d

2.93s 2.54s 2.49d 2.46d

3.41s 2.92s 2.53s 2.42d 2.35d

4.00s 3.36s 2.89s 2.59s 2.22s 2.28d 2.29d

4.80s 3.95s 3.33s 2.87s 2.50s 2.22s 2.29d 2.27d 2.26d

4.71s 3.87s 3.28s 2.84s 2.49s 2.21s 2.21d 2.21d 2.22d

4.75s 3.93s 3.24s 2.89s 2.47s 2.20s 2.26d 2.24d 2.24d

4.54s 3.77s 3.48s 2.96s 2.45s 2.20s 2.46d 2.22d 2.24d

4.78s 3.74s 3.18s 2.76s 2.45s 2.16t 2.40t 2.28d 2.24d 2.32d

5.85s 4.49s 3.71s 3.17s 2.76s 2.66s 1.77t 2.40t 2.36d 2.28d 2.30d

4.35d 4.31t 3.72s 3.36s 2.68t 2.08t 1.85t 2.43d 2.47d 2.42d 2.33d

3.56d 3.69d 3.52t 3.95t 2.54t 2.20t 2.04t 2.03t 2.57d 2.53d 2.49d 2.41d

3.34d 3.39d 3.44d 3.62d 3.10t 4.23t 2.38t 2.27t 2.10t 2.75d 2.63d 2.57d

3.46d 3.33d 3.35d 3.48d 3.53t 3.32t 2.60t 2.38t 2.57t 2.96d 2.68d 2.55d

3.36d 3.33d 3.47d 4.01t 3.30t 2.86t 2.62t 3.14d 2.97d 2.92d 2.62d

3.33d 3.54d 4.58t 3.71t 3.20t 3.22t 3.45d 3.30d 2.91d 2.79d

4.33d 5.13d 5.57t 4.26t 3.68t 4.34d 3.73d 3.48d 3.15d

6.16d 6.73d 6.36t 4.99t 5.40t 4.46d 3.91d 3.50d 3.09d

7.60d 8.04d 8.77s 7.16s 6.39s 5.71s 4.89d 4.29d 3.62d

10.05d 11.03d 8.89s 7.23s 6.19s 5.38s 4.72s 4.19d

5.20t 8.87t 14.03d 11.33s 8.90s 7.32s 6.23s 5.43s

RTE019 through to RTE021
Unlocked 01/06/2020

3aUT

Rail-Ability Ltd, Tollgate Drive

Tel: 01785 214747
mail@railability.co.uk

Rated Lift Capacity Chart

Machine type:
Configuration:

Equipment:

Fleet Number:

RA310
Rail +50..100mm Unlocked Tandem
1.9 + 3.4 + 2.1

Floating Axle:

7.5

7

6.5

6

Maximum Loads (t)
(m)

Safety Factor: 58% (67% of 87%)

5.5

5

4.5

4

3.5

3

2.5

2

1.5

1

0.5

0

-0.5

-1

-1.5

-2

-2.5

-3

-3.5

7.5

Minimum Loads (t)
(m)

4

3.5

3

2.5

7

6.5

6

5.5

5

-3

-3.5

Sector: 355-15°

Dn Cant Up Cant

-0.5

-1

-1.5

-2

-2.5

2

1.5

1

0.5

0

4.5
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Rail-Ability Ltd RACD-10000609

5
15 Stafford, ST16 3HS

355 4
345 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.88 2.39

2.45 2.07

2.46 2.11 1.80

2.44 2.12 1.83 1.58

2.86 2.44 2.10 1.86 1.60 1.38

2.81 2.41 2.10 1.86 1.62 1.40

4.06 3.31 2.77 2.39 2.09 1.85 1.62 1.41 1.22

3.94 3.25 2.73 2.37 2.07 1.84 1.63 1.41 1.23

3.19 2.72 2.35 2.06 1.84 1.63 1.42 1.24

3.83 3.15 2.68 2.31 2.05 1.83 1.63 1.41 1.23 1.08

3.78 3.14 2.66 2.31 2.04 1.83 1.62 1.40 1.22 1.08

3.79 3.13 2.65 2.30 2.02 1.83 1.60 1.39 1.22 1.07

4.83 3.72 3.10 2.65 2.30 2.04 1.81 1.58 1.38 1.21 1.07

4.08d 4.76 3.77 3.08 2.64 2.31 2.03 1.79 1.56 1.36 1.19 1.06

3.46d 5.08d 4.69 3.74 3.10 2.63 2.28 1.99 1.76 1.54 1.34 1.18 1.05

6.25d 4.62 3.67 3.03 2.57 2.23 1.97 1.73 1.51 1.32 1.17

6.27 4.59 3.62 3.00 2.55 2.19 1.94 1.70 1.48 1.30 1.15

6.77d 4.57 3.60 2.98 2.51 2.19 1.92 1.67 1.45 1.29 1.15

4.57 3.59 2.96 2.51 2.18 1.88 1.63 1.43 1.27

7.60t 6.33 4.59 3.59 2.92 2.52 2.15 1.85 1.61 1.42 1.27

6.43 4.63 3.63 2.99 2.49 2.11 1.82 1.60 1.42

6.55 4.72 3.65 2.95 2.46 2.09 1.81 1.59

10.80 6.62 4.72 3.64 2.93 2.45 2.09

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.87 2.38

2.43 2.06

2.46 2.08 1.79

2.44 2.08 1.80 1.57

2.85 2.41 2.08 1.80 1.58 1.37

2.79 2.38 2.04 1.78 1.57 1.38

4.02 3.27 2.73 2.34 2.00 1.76 1.56 1.38 1.22

3.94 3.15 2.64 2.26 1.96 1.73 1.53 1.36 1.22

3.06 2.54 2.19 1.92 1.69 1.50 1.35 1.21

3.81 3.00 2.44 2.12 1.86 1.65 1.48 1.32 1.19 1.07

3.72 2.93 2.38 2.06 1.82 1.62 1.44 1.30 1.18 1.07

3.60 2.84 2.35 2.01 1.77 1.58 1.42 1.28 1.17 1.06

4.33d 3.49 2.76 2.27 1.95 1.74 1.55 1.40 1.27 1.15 1.05

3.53d 3.68d 3.36 2.69 2.22 1.92 1.70 1.53 1.38 1.25 1.14 1.05

3.35d 3.34d 3.43d 3.29 2.64 2.17 1.90 1.68 1.50 1.36 1.24 1.13 1.04

3.34d 3.34d 3.23 2.60 2.17 1.89 1.67 1.49 1.35 1.23 1.13

3.37d 3.33d 3.20 2.58 2.17 1.88 1.67 1.49 1.34 1.23 1.13

3.02d 3.21 2.59 2.18 1.89 1.66 1.48 1.34 1.23 1.13

4.10d 3.22 2.61 2.19 1.90 1.67 1.49 1.35 1.24

4.22 3.25 2.63 2.21 1.91 1.68 1.50 1.36 1.26

5.99 4.27 3.30 2.67 2.24 1.93 1.70 1.52 1.39

6.09 4.34 3.35 2.71 2.28 1.96 1.73 1.56

8.37t 6.25 4.44 3.43 2.78 2.34 2.03
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Minimum Loads (t)
(m)

7.5

7

0

5.5

5

4.5

4

3.5

3

2.5

2

1.5

1

0.5

6

Dn Cant Up Cant Safety Factor: 45% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 345-355°

Fleet Number: RTE019 through to RTE021 3bUT

Configuration: Rail +50..100mm Unlocked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747
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Rail-Ability Ltd RACD-10000609

15
25 Stafford, ST16 3HS

345 4
335 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.84

1.89 1.58

1.90 1.62 1.36

1.90 1.63 1.39 1.17

1.88 1.62 1.41 1.20 1.01

2.18 1.85 1.60 1.41 1.21 1.03

2.15 1.84 1.59 1.40 1.23 1.04 .89

2.48 2.11 1.80 1.57 1.39 1.23 1.05 .89

2.46 2.03 1.79 1.56 1.39 1.23 1.05 .90

2.41 2.04 1.77 1.55 1.38 1.23 1.04 .89 .77

2.90 2.39 2.02 1.75 1.54 1.38 1.21 1.04 .89 .76

2.88 2.37 2.00 1.73 1.54 1.38 1.20 1.02 .88 .76

3.67 2.89 2.38 2.01 1.74 1.54 1.37 1.18 1.01 .87 .75

3.93d 3.65 2.90 2.19 2.02 1.75 1.54 1.35 1.16 .99 .85 .74

3.42d 4.76 3.55 2.82 2.32 2.00 1.72 1.50 1.32 1.13 .97 .84 .73

4.76 3.50 2.76 2.29 1.94 1.65 1.47 1.30 1.11 .95 .83

4.74 3.46 2.72 2.25 1.91 1.65 1.45 1.26 1.08 .93 .81

3.42 2.70 2.22 1.89 1.63 1.44 1.22 1.05 .92 .81

7.16d 7.73 4.72 3.42 2.69 2.21 1.88 1.63 1.39 1.19 1.03 .90

3.46 2.70 2.22 1.87 1.59 1.35 1.17 1.02 .90

8.02t 8.03 3.49 2.73 2.23 1.85 1.55 1.33 1.15 1.01

4.98 3.57 2.74 2.20 1.82 1.54 1.32 1.15

8.45 5.04 3.56 2.72 2.18 1.81 1.53

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.82

1.88 1.57

1.89 1.59 1.35

1.88 1.59 1.37 1.17

1.86 1.59 1.36 1.17 1.01

2.17 1.83 1.55 1.34 1.17 1.01

2.11 1.77 1.52 1.32 1.15 1.01 .88

2.40 2.01 1.70 1.47 1.28 1.13 1.00 .88

2.32 1.91 1.64 1.42 1.25 1.10 .98 .87

2.26 1.81 1.57 1.37 1.21 1.07 .96 .85 .76

2.83 2.18 1.75 1.51 1.32 1.17 1.04 .94 .84 .75

2.73 2.11 1.70 1.46 1.28 1.14 1.02 .91 .82 .74

3.50 2.58 2.02 1.64 1.40 1.25 1.11 .99 .90 .81 .74

3.54d 3.32 2.48 1.95 1.58 1.36 1.22 1.09 .97 .88 .80 .73

3.38d 3.33d 3.18 2.40 1.89 1.54 1.35 1.19 1.06 .96 .87 .79 .73

3.14d 3.11 2.34 1.85 1.54 1.33 1.18 1.06 .95 .86 .79

3.38d 3.07 2.31 1.84 1.54 1.32 1.17 1.04 .94 .86 .79

2.85d 2.31 1.85 1.54 1.33 1.17 1.04 .94 .86 .79

3.06 2.34 1.87 1.56 1.34 1.18 1.05 .95 .87

3.09 2.35 1.89 1.58 1.35 1.19 1.06 .96 .89

3.14 2.39 1.92 1.60 1.38 1.21 1.08 .98

4.55 3.20 2.44 1.96 1.64 1.41 1.24 1.11

7.89 4.68 3.29 2.52 2.03 1.70 1.47
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Dn Cant Up Cant Safety Factor: 45% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 335-345°

Fleet Number: RTE019 through to RTE021 3cUT

Configuration: Rail +50..100mm Unlocked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747
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Rail-Ability Ltd RACD-10000609

25
35 Stafford, ST16 3HS

335 4
325 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.55

1.61 1.33

1.60 1.37 1.14

1.61 1.38 1.17 .97

1.60 1.37 1.18 .99 .83

1.86 1.57 1.35 1.18 1.01 .84

2.17 1.81 1.55 1.34 1.18 1.02 .85 .71

2.12 1.76 1.52 1.32 1.16 1.03 .86 .72

2.07 1.74 1.49 1.31 1.15 1.02 .86 .72

2.02 1.69 1.42 1.29 1.15 1.02 .86 .72 .57

2.41 2.00 1.69 1.44 1.27 1.15 1.02 .85 .72 .56

2.41 1.98 1.67 1.44 1.27 1.15 1.00 .84 .71 .56

3.10 2.37 1.97 1.68 1.45 1.29 1.14 .98 .82 .70 .54

3.85d 3.08 2.43 1.98 1.69 1.46 1.28 1.12 .95 .80 .68 .53

3.39d 3.99 2.98 2.38 1.96 1.61 1.42 1.25 1.09 .93 .78 .66 .52

3.96 2.87 2.31 1.91 1.62 1.39 1.22 1.07 .90 .76 .64

3.95 2.86 2.27 1.87 1.59 1.37 1.19 1.03 .87 .75 .62

2.83 2.23 1.84 1.56 1.35 1.18 .99 .85 .73 .61

2.84 2.23 1.82 1.55 1.34 1.14 .96 .83 .71

7.49t 6.60 2.88 2.23 1.83 1.55 1.30 1.10 .94 .81 .71

2.91 2.26 1.85 1.52 1.27 1.08 .93 .80

4.17 2.98 2.29 1.82 1.49 1.25 1.07 .92

7.17 4.25 2.97 2.25 1.80 1.48 1.25

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.54

1.59 1.31

1.60 1.34 1.13

1.60 1.35 1.14 .96

1.57 1.33 1.14 .97 .82

1.83 1.54 1.30 1.11 .96 .83

2.14 1.76 1.48 1.26 1.09 .94 .82 .71

2.02 1.69 1.42 1.22 1.06 .92 .81 .71

1.95 1.58 1.36 1.17 1.02 .90 .79 .69

1.89 1.48 1.29 1.12 .98 .87 .77 .68 .56

2.37 1.81 1.43 1.22 1.07 .94 .84 .75 .66 .55

2.27 1.72 1.36 1.17 1.03 .91 .81 .73 .64 .54

2.93 2.14 1.64 1.31 1.11 .99 .88 .79 .71 .62 .52

3.53d 2.74 2.02 1.57 1.26 1.08 .97 .85 .77 .69 .60 .51

3.35d 3.38d 2.61 1.95 1.51 1.22 1.06 .94 .84 .75 .68 .58 .51

2.96d 2.53 1.88 1.47 1.21 1.05 .93 .82 .74 .67 .58

3.42d 2.47 1.85 1.45 1.21 1.04 .91 .82 .73 .66 .58

2.46 1.85 1.46 1.22 1.05 .92 .81 .73 .66 .59

2.49 1.87 1.48 1.23 1.05 .92 .82 .74 .67

2.51 1.89 1.51 1.25 1.07 .93 .83 .75 .69

2.55 1.93 1.54 1.28 1.09 .95 .85 .77

3.75 2.61 1.98 1.58 1.31 1.12 .98 .88

6.63 3.88 2.70 2.05 1.64 1.37 1.18
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Minimum Loads (t)
(m)

7.5
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Dn Cant Up Cant Safety Factor: 45% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 325-335°

Fleet Number: RTE019 through to RTE021 3dUT

Configuration: Rail +50..100mm Unlocked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

35
45 Stafford, ST16 3HS

325 4
315 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.38

1.43 1.17

1.43 1.22 1.00

1.42 1.22 1.03 .84

1.41 1.21 1.05 .87 .71

1.65 1.40 1.19 1.04 .88 .73

1.93 1.61 1.37 1.18 1.03 .90 .74 .57

1.88 1.57 1.34 1.17 1.02 .90 .75 .58

1.83 1.54 1.31 1.14 1.01 .90 .74 .58

1.78 1.48 1.30 1.14 1.01 .89 .74 .58 .42

2.15 1.75 1.49 1.25 1.13 1.00 .89 .74 .57 .41

2.13 1.75 1.47 1.26 1.12 1.00 .87 .72 .56 .41

2.73 2.13 1.74 1.47 1.27 1.13 1.01 .85 .71 .55 .40

3.59 2.73 2.11 1.67 1.47 1.28 1.12 .98 .83 .69 .52 .38

3.35d 3.52 2.61 2.08 1.73 1.47 1.24 1.09 .95 .80 .66 .50 .37

3.49 2.57 2.02 1.68 1.42 1.22 1.06 .93 .78 .63 .48

3.48 2.53 1.99 1.63 1.38 1.19 1.04 .89 .74 .61 .46

2.50 1.95 1.61 1.36 1.17 1.02 .85 .72 .58 .45

2.50 1.94 1.59 1.34 1.16 .98 .82 .70 .56

3.52 2.51 1.95 1.59 1.35 1.13 .94 .80 .68 .55

5.98 3.57 2.54 1.98 1.62 1.32 1.10 .92 .79 .68

3.67 2.62 2.00 1.57 1.29 1.07 .91 .78

6.42 3.73 2.61 1.97 1.56 1.28 1.07 .91

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.36

1.43 1.16

1.43 1.19 .99

1.42 1.19 1.00 .84

1.40 1.17 1.00 .85 .71

1.64 1.36 1.15 .98 .84 .71

1.91 1.60 1.32 1.11 .95 .82 .71 .56

1.78 1.48 1.25 1.06 .92 .80 .69 .55

1.71 1.38 1.18 1.02 .88 .77 .67 .54

1.65 1.29 1.11 .96 .84 .74 .63 .52 .41

2.12 1.57 1.22 1.05 .92 .80 .71 .61 .50 .40

1.99 1.50 1.16 .99 .87 .77 .68 .58 .47 .39

2.58 1.87 1.41 1.11 .93 .83 .74 .65 .55 .45 .37

3.52d 2.39 1.75 1.34 1.06 .90 .81 .71 .62 .52 .44 .36

3.35d 3.30 2.25 1.66 1.28 1.02 .88 .79 .70 .60 .50 .42 .36

2.86d 2.18 1.60 1.24 1.00 .87 .78 .68 .58 .49 .42

3.11 2.11 1.57 1.22 1.01 .86 .76 .67 .57 .48 .41

2.11 1.56 1.23 1.01 .87 .76 .67 .57 .48 .42

2.13 1.58 1.26 1.04 .87 .77 .68 .57 .50

2.15 1.61 1.27 1.05 .89 .78 .69 .59 .52

2.19 1.64 1.30 1.07 .91 .80 .71 .63

3.26 2.25 1.69 1.34 1.11 .94 .83 .74

5.79 3.39 2.34 1.77 1.40 1.16 1.00 .90
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7.5
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Dn Cant Up Cant Safety Factor: 45% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 315-325°

Fleet Number: RTE019 through to RTE021 3eUT

Configuration: Rail +50..100mm Unlocked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

45
55 Stafford, ST16 3HS

315 4
305 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.29

1.33 1.09

1.34 1.13 .92

1.34 1.14 .95 .78

1.32 1.13 .97 .80 .64

1.53 1.30 1.12 .96 .82 .66

1.80 1.50 1.27 1.09 .95 .83 .68 .49

1.75 1.46 1.25 1.08 .95 .83 .69 .50

1.68 1.43 1.22 1.06 .94 .83 .68 .50

1.66 1.38 1.20 1.05 .93 .83 .68 .50 .34

1.99 1.63 1.38 1.16 1.04 .93 .81 .67 .49 .34

1.88 1.61 1.37 1.16 1.04 .93 .80 .65 .47 .33

2.53 1.98 1.61 1.35 1.18 1.04 .93 .79 .63 .46 .32

3.35 2.54 1.99 1.61 1.37 1.19 1.05 .91 .76 .60 .44 .31

3.27 2.43 1.95 1.61 1.32 1.17 1.01 .88 .74 .57 .42 .29

3.25 2.37 1.88 1.54 1.29 1.13 .98 .85 .71 .54 .40 .28

3.21 2.33 1.82 1.51 1.26 1.08 .96 .82 .68 .51 .38

6.56d 2.30 1.81 1.47 1.23 1.08 .94 .78 .64 .49 .36

5.37 2.31 1.79 1.47 1.24 1.07 .90 .75 .61 .46

2.31 1.80 1.46 1.24 1.04 .86 .72 .58 .46

2.35 1.82 1.49 1.22 1.00 .84 .71 .57

3.40 2.42 1.85 1.46 1.18 .98 .82 .71

5.91 3.47 2.42 1.81 1.43 1.17 .97 .83

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.27

1.33 1.08

1.34 1.11 .91

1.34 1.11 .92 .77

1.31 1.09 .92 .78 .63

1.53 1.27 1.07 .91 .77 .64

1.79 1.47 1.22 1.04 .87 .75 .63 .48

1.66 1.37 1.16 .98 .84 .73 .61 .47

1.60 1.27 1.08 .93 .81 .70 .58 .46

1.53 1.17 1.01 .88 .77 .67 .54 .44 .33

1.95 1.47 1.12 .94 .83 .73 .63 .51 .41 .32

1.83 1.37 1.07 .88 .79 .70 .58 .48 .39 .31

2.41 1.72 1.29 1.01 .88 .75 .65 .55 .45 .37 .29

3.29 2.21 1.61 1.21 .95 .80 .72 .61 .52 .43 .35 .28

3.05 2.07 1.52 1.16 .91 .78 .69 .59 .50 .41 .34 .28

2.68d 1.99 1.46 1.11 .89 .77 .69 .56 .48 .39 .33 .28

2.86 1.93 1.42 1.09 .90 .77 .67 .56 .46 .39 .33

1.92 1.41 1.10 .92 .77 .68 .55 .47 .39 .34

1.94 1.44 1.12 .93 .78 .68 .56 .47 .40

1.96 1.45 1.14 .94 .79 .69 .58 .49 .43

2.00 1.49 1.17 .96 .82 .71 .61 .53

2.99 2.06 1.54 1.21 1.00 .85 .74 .66

5.36 3.11 2.14 1.61 1.28 1.05 .90 .81
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Dn Cant Up Cant Safety Factor: 45% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 305-315°

Fleet Number: RTE019 through to RTE021 3fUT

Configuration: Rail +50..100mm Unlocked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

55
65 Stafford, ST16 3HS

305 4
295 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.24

1.29 1.05

1.29 1.09 .89

1.29 1.09 .92 .74

1.27 1.08 .93 .77 .59

1.48 1.25 1.07 .93 .79 .62

1.74 1.45 1.22 1.05 .92 .79 .63 .44

1.66 1.40 1.20 1.03 .91 .80 .64 .45

1.63 1.37 1.17 1.02 .90 .80 .64 .46 .30

1.58 1.34 1.15 1.01 .88 .80 .64 .45 .30

1.90 1.55 1.30 1.13 1.00 .89 .79 .63 .45 .30

1.89 1.55 1.31 1.13 .96 .89 .77 .61 .43 .29

2.43 1.86 1.55 1.31 1.13 .99 .89 .75 .58 .42 .28

3.22 2.42 1.90 1.56 1.31 1.13 .99 .87 .73 .55 .40 .26

3.15 2.34 1.86 1.51 1.31 1.10 .97 .84 .70 .53 .38 .25

3.09 2.26 1.79 1.49 1.26 1.04 .93 .82 .67 .49 .35 .24

3.08 2.24 1.76 1.44 1.22 1.05 .91 .78 .63 .47 .33

6.50t 2.22 1.72 1.42 1.20 1.02 .90 .74 .59 .44 .32

5.12 2.19 1.72 1.40 1.18 1.02 .86 .71 .55 .42

5.25 2.22 1.71 1.40 1.18 .99 .82 .69 .53 .41

7.89t 2.25 1.74 1.42 1.16 .95 .79 .67 .52

3.29 2.33 1.77 1.39 1.13 .93 .78 .66

5.73 3.35 2.31 1.74 1.37 1.12 .93 .78

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.23

1.28 1.04

1.29 1.07 .88

1.29 1.07 .89 .74

1.26 1.05 .88 .74 .58

1.48 1.22 1.03 .87 .74 .59

1.73 1.43 1.17 .99 .84 .72 .58 .44

1.60 1.32 1.11 .94 .80 .69 .56 .43

1.54 1.22 1.04 .89 .77 .66 .53 .41 .30

1.47 1.13 .97 .84 .73 .61 .50 .39 .29

1.90 1.39 1.07 .89 .78 .69 .58 .47 .37 .28

1.77 1.32 1.01 .83 .74 .64 .53 .43 .34 .27

2.32 1.65 1.22 .95 .79 .70 .61 .50 .41 .32 .25

3.19 2.12 1.54 1.16 .90 .76 .66 .57 .46 .38 .31 .24

1.90d 1.97 1.44 1.09 .85 .73 .63 .53 .44 .36 .29 .24

2.59d 1.90 1.37 1.05 .84 .72 .61 .51 .42 .35 .29 .24

2.73 1.82 1.34 1.03 .84 .77 .62 .50 .41 .34 .28

1.82 1.34 1.04 .85 .72 .61 .50 .41 .34 .29

1.84 1.35 1.05 .86 .74 .61 .50 .42 .35

1.86 1.38 1.08 .88 .75 .63 .52 .44 .38

1.90 1.41 1.11 .91 .77 .66 .55 .47

2.86 1.96 1.46 1.15 .94 .80 .70 .60

5.11 2.97 2.04 1.53 1.21 .99 .85 .76
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Dn Cant Up Cant Safety Factor: 45% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 295-305°

Fleet Number: RTE019 through to RTE021 3gUT

Configuration: Rail +50..100mm Unlocked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

65
85 Stafford, ST16 3HS

295 4
275 356

20
340 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.22

1.27 1.04

1.07 .87

1.27 1.08 .91 .73

1.25 1.07 .92 .76 .57

1.47 1.23 1.06 .91 .77 .60

1.42 1.21 1.03 .90 .79 .62 .43

1.66 1.38 1.17 1.02 .89 .79 .62 .44

1.61 1.34 1.15 1.00 .88 .79 .63 .44 .29

1.57 1.32 1.13 .99 .87 .78 .62 .44 .29

1.88 1.54 1.30 1.12 .97 .87 .78 .61 .43 .29

1.87 1.51 1.29 1.11 .98 .87 .77 .59 .42 .27

2.41 1.82 1.50 1.28 1.10 .98 .88 .74 .57 .40 .27

3.18 2.40 1.87 1.46 1.29 1.12 .98 .86 .71 .54 .38 .25

3.11 2.32 1.83 1.53 1.22 1.09 .95 .83 .69 .51 .36 .24

3.06 2.25 1.78 1.47 1.23 1.05 .92 .81 .65 .48 .34 .23

3.06 2.18 1.72 1.42 1.19 1.02 .90 .76 .61 .45 .32

6.55t 2.17 1.70 1.39 1.16 1.01 .88 .73 .57 .42 .30

6.92t 5.12 3.05 2.18 1.68 1.37 1.07 1.00 .84 .70 .54 .40

5.14 2.19 1.70 1.38 1.16 .98 .80 .67 .51 .39

7.95t 2.22 1.71 1.40 1.14 .94 .78 .64 .50

3.22 2.29 1.74 1.37 1.11 .91 .77 .64

5.57 3.29 2.29 1.71 1.35 1.09 .91 .77

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.21

1.27 1.03

1.05 .86

1.27 1.05 .87 .73

1.25 1.04 .87 .73 .57

1.46 1.21 1.02 .86 .73 .58

1.39 1.18 .97 .82 .71 .56 .42

1.58 1.30 1.09 .93 .79 .68 .54 .41

1.53 1.21 1.02 .88 .76 .64 .51 .39 .29

1.45 1.11 .95 .82 .72 .60 .48 .38 .28

1.86 1.38 1.06 .88 .77 .68 .55 .45 .35 .27

1.76 1.29 1.00 .82 .73 .63 .51 .41 .33 .25

2.28 1.62 1.21 .93 .81 .70 .57 .47 .39 .31 .24

3.16 2.09 1.51 1.13 .88 .74 .66 .54 .44 .36 .29 .23

1.90d 1.95 1.41 1.07 .84 .72 .63 .51 .42 .34 .28 .22

2.60d 1.87 1.36 1.03 .82 .71 .62 .49 .40 .33 .27 .22

2.68 1.80 1.32 1.01 .82 .70 .58 .48 .40 .32 .27

1.78 1.31 1.01 .84 .71 .58 .48 .40 .33 .27

1.81 1.33 1.03 .85 .71 .59 .49 .40 .34

1.83 1.35 1.06 .86 .73 .61 .50 .42 .36

1.86 1.38 1.09 .89 .75 .64 .53 .45

2.80 1.92 1.43 1.12 .92 .78 .68 .57

5.00 2.92 2.01 1.50 1.18 .97 .83 .74
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Dn Cant Up Cant Safety Factor: 45% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 275-295°

Fleet Number: RTE019 through to RTE021 3hUT

Configuration: Rail +50..100mm Unlocked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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95 Stafford, ST16 3HS
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265 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.24

1.29 1.05

1.09 .89

1.28 1.08 .92 .75

1.27 1.08 .93 .77 .59

1.48 1.25 1.07 .93 .79 .62

1.74 1.44 1.22 1.05 .91 .80 .63 .44

1.68 1.40 1.20 1.03 .91 .80 .64 .46

1.63 1.37 1.17 1.02 .89 .80 .64 .46 .30

1.59 1.34 1.14 1.00 .89 .79 .64 .45 .30

1.91 1.57 1.31 1.14 .99 .88 .79 .63 .45 .30

1.90 1.54 1.30 1.13 .96 .88 .78 .61 .44 .29

2.45 1.84 1.54 1.29 1.12 .99 .90 .76 .58 .42 .28

3.23 2.45 1.88 1.51 1.31 1.13 1.01 .87 .73 .55 .40 .27

3.16 2.35 1.86 1.55 1.26 1.12 .96 .84 .70 .53 .38 .25

3.11 2.28 1.81 1.48 1.24 1.08 .93 .82 .67 .49 .35 .24

3.11 2.22 1.75 1.44 1.20 1.05 .91 .78 .62 .46 .33

6.50t 2.22 1.73 1.42 1.19 1.01 .90 .75 .58 .44 .32

3.11 2.21 1.71 1.39 1.18 1.02 .86 .71 .55 .42

2.22 1.72 1.40 1.18 .99 .82 .69 .53 .41

2.26 1.74 1.42 1.16 .95 .79 .66 .52

3.27 2.32 1.78 1.40 1.13 .93 .78 .66

5.65 3.33 2.30 1.74 1.37 1.11 .92 .78

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.23

1.29 1.04

1.07 .88

1.28 1.07 .89 .74

1.27 1.05 .88 .74 .58

1.48 1.23 1.02 .87 .73 .59

1.73 1.43 1.17 .99 .84 .72 .58 .43

1.60 1.32 1.11 .94 .81 .69 .56 .43

1.54 1.22 1.04 .89 .77 .66 .53 .41 .30

1.49 1.13 .97 .84 .73 .62 .50 .39 .29

1.91 1.40 1.07 .90 .79 .69 .57 .46 .37 .28

1.77 1.32 1.01 .84 .74 .64 .53 .43 .34 .27

2.37 1.65 1.23 .96 .79 .70 .60 .49 .41 .32 .25

3.23 2.12 1.54 1.15 .90 .75 .66 .56 .46 .38 .31 .24

1.90d 1.99 1.44 1.09 .86 .73 .66 .52 .44 .36 .29 .23

2.46d 1.91 1.38 1.05 .84 .73 .61 .52 .42 .35 .28 .23

2.73 1.83 1.35 1.03 .84 .72 .61 .50 .41 .34 .28

1.81 1.34 1.03 .85 .74 .60 .50 .41 .34 .29

1.83 1.36 1.06 .86 .73 .61 .50 .42 .35

1.86 1.37 1.08 .88 .74 .63 .52 .43 .38

1.90 1.41 1.11 .91 .77 .66 .55 .47

2.85 1.95 1.45 1.14 .94 .80 .69 .59

5.06 2.96 2.03 1.52 1.20 .99 .85 .75
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Dn Cant Up Cant Safety Factor: 45% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 265-275°

Fleet Number: RTE019 through to RTE021 3iUT

Configuration: Rail +50..100mm Unlocked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

95
105 Stafford, ST16 3HS
265 4
255 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.26

1.31 1.07

1.11 .90

1.30 1.11 .93 .76

1.29 1.09 .94 .78 .61

1.26 1.08 .94 .80 .64

1.77 1.47 1.24 1.07 .93 .81 .65 .46

1.69 1.42 1.22 1.04 .92 .82 .66 .47

1.66 1.39 1.19 1.04 .90 .81 .66 .47 .32

1.62 1.36 1.16 1.02 .90 .81 .66 .47 .32

1.94 1.59 1.33 1.15 1.01 .90 .80 .65 .46 .31

1.93 1.56 1.32 1.15 .97 .90 .79 .63 .45 .31

2.49 1.87 1.56 1.32 1.13 1.00 .91 .77 .60 .44 .30

3.29 2.49 1.93 1.55 1.34 1.15 1.02 .88 .74 .57 .41 .28

3.23 2.39 1.88 1.57 1.29 1.13 .98 .86 .72 .55 .39 .27

3.17 2.32 1.84 1.51 1.25 1.10 .95 .83 .69 .51 .37 .26

3.17 2.27 1.78 1.47 1.22 1.07 .93 .80 .65 .48 .35

6.52t 2.26 1.76 1.44 1.22 1.04 .91 .76 .60 .46 .33

3.16 2.25 1.74 1.42 1.20 1.03 .88 .73 .57 .44

2.26 1.75 1.43 1.20 1.01 .83 .70 .55 .43

2.29 1.77 1.44 1.18 .97 .81 .68 .54

3.30 2.36 1.80 1.41 1.14 .95 .80 .68

5.71 3.36 2.34 1.76 1.39 1.13 .94 .80

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.25

1.31 1.06

1.09 .89

1.30 1.08 .91 .75

1.29 1.07 .90 .76 .60

1.25 1.04 .88 .75 .61

1.76 1.45 1.19 1.01 .86 .73 .60 .45

1.64 1.34 1.14 .96 .83 .71 .58 .45

1.57 1.24 1.06 .91 .78 .68 .55 .43 .32

1.52 1.15 .99 .86 .74 .64 .52 .41 .31

1.94 1.43 1.09 .92 .80 .71 .59 .48 .38 .30

1.81 1.34 1.03 .86 .76 .66 .55 .45 .36 .28

2.39 1.68 1.26 .98 .81 .72 .62 .51 .42 .34 .27

3.29 2.19 1.57 1.19 .92 .77 .69 .58 .48 .40 .32 .26

3.03 2.03 1.47 1.12 .88 .75 .66 .55 .46 .38 .31 .25

2.46d 1.95 1.41 1.08 .86 .75 .64 .54 .44 .36 .30 .25

2.79 1.87 1.38 1.05 .86 .74 .63 .52 .43 .36 .30

1.85 1.37 1.06 .87 .76 .62 .52 .43 .36 .31

1.87 1.39 1.09 .88 .75 .63 .52 .44 .37

1.90 1.41 1.11 .90 .76 .65 .54 .45 .40

1.94 1.44 1.13 .93 .79 .68 .57 .49

2.90 1.99 1.48 1.17 .96 .81 .71 .61

5.12 3.00 2.07 1.55 1.23 1.01 .86 .77
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Dn Cant Up Cant Safety Factor: 45% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 255-265°

Fleet Number: RTE019 through to RTE021 3jUT

Configuration: Rail +50..100mm Unlocked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

105
115 Stafford, ST16 3HS
255 4
245 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.31

1.36 1.11

1.14 .94

1.35 1.14 .97 .79

1.34 1.14 .98 .81 .65

1.56 1.31 1.13 .97 .83 .68

1.84 1.52 1.28 1.10 .97 .84 .69 .50

1.77 1.46 1.26 1.09 .95 .85 .69 .51

1.72 1.40 1.22 1.08 .95 .85 .70 .52 .35

1.68 1.41 1.17 1.06 .93 .84 .69 .51 .35

2.01 1.65 1.39 1.20 1.05 .93 .84 .69 .50 .35

2.01 1.62 1.37 1.19 1.04 .94 .82 .66 .49 .34

2.59 1.93 1.62 1.37 1.18 1.05 .95 .79 .65 .47 .33

3.41 2.58 2.00 1.59 1.38 1.20 1.05 .92 .78 .62 .45 .32

3.34 2.48 1.96 1.63 1.32 1.18 1.02 .89 .75 .59 .43 .30

3.29 2.41 1.91 1.57 1.32 1.14 .99 .87 .72 .56 .41 .29

3.29 2.35 1.85 1.53 1.28 1.11 .97 .83 .69 .53 .39

2.34 1.83 1.49 1.27 1.09 .95 .79 .66 .50 .37

2.34 1.81 1.48 1.25 1.08 .91 .76 .62 .48

7.50d 5.47 2.35 1.82 1.48 1.25 1.05 .87 .74 .60 .47

2.38 1.84 1.50 1.23 1.01 .85 .72 .59

3.43 2.44 1.87 1.47 1.19 .99 .83 .71

5.84 3.49 2.44 1.84 1.45 1.18 .99 .84

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.29

1.35 1.10

1.12 .93

1.35 1.12 .94 .78

1.34 1.11 .93 .79 .64

1.55 1.30 1.08 .92 .78 .65

1.82 1.48 1.24 1.05 .90 .76 .64 .49

1.69 1.39 1.17 1.00 .86 .74 .61 .48

1.63 1.29 1.10 .95 .82 .71 .59 .47 .35

1.56 1.20 1.03 .89 .78 .68 .56 .45 .34

2.01 1.48 1.16 .96 .85 .74 .64 .52 .42 .33

1.89 1.41 1.14 .90 .80 .70 .60 .49 .40 .32

2.47 1.75 1.32 1.02 .90 .76 .67 .56 .46 .38 .30

3.41 2.25 1.64 1.24 .97 .82 .74 .63 .53 .44 .36 .29

1.90d 2.12 1.55 1.18 .93 .80 .72 .60 .50 .42 .35 .29

2.50d 2.04 1.48 1.14 .91 .79 .69 .59 .49 .41 .34 .29

2.90 1.96 1.45 1.11 .91 .78 .68 .57 .48 .40 .34

1.95 1.44 1.12 .92 .79 .68 .57 .47 .40 .34

1.97 1.46 1.14 .95 .79 .69 .57 .49 .41

1.99 1.47 1.16 .95 .81 .70 .59 .50 .44

2.02 1.50 1.19 .98 .83 .72 .62 .53

3.01 2.08 1.56 1.23 1.01 .86 .75 .67

5.28 3.12 2.15 1.62 1.29 1.06 .91 .81
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Dn Cant Up Cant Safety Factor: 45% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 245-255°

Fleet Number: RTE019 through to RTE021 3kUT

Configuration: Rail +50..100mm Unlocked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

115
125 Stafford, ST16 3HS
245 4
235 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.37

1.41 1.16

1.19 .98

1.40 1.19 1.01 .83

1.39 1.19 1.03 .85 .70

1.37 1.17 1.02 .87 .72

1.90 1.58 1.35 1.16 1.01 .88 .73 .55

1.85 1.55 1.32 1.14 1.00 .88 .73 .56

1.78 1.51 1.29 1.13 .99 .89 .73 .56 .40

1.76 1.46 1.27 1.11 .98 .88 .73 .56 .40

2.10 1.73 1.46 1.22 1.10 .98 .87 .72 .55 .40

2.10 1.71 1.45 1.23 1.10 .98 .86 .71 .54 .39

2.69 2.04 1.68 1.44 1.25 1.10 .99 .84 .69 .53 .38

3.54 2.69 2.10 1.63 1.44 1.25 1.10 .96 .82 .67 .50 .37

3.50 2.60 2.05 1.66 1.44 1.22 1.07 .93 .79 .64 .48 .35

3.45 2.52 1.99 1.65 1.39 1.17 1.04 .91 .76 .61 .46 .34

3.44 2.44 1.95 1.60 1.36 1.13 1.01 .87 .73 .58 .44

2.44 1.92 1.57 1.32 1.14 1.00 .84 .70 .55 .42

5.65 2.45 1.91 1.56 1.32 1.13 .96 .80 .68 .53

2.45 1.91 1.56 1.32 1.10 .92 .78 .66 .52

8.02t 5.77 2.49 1.93 1.58 1.29 1.07 .90 .76 .65

3.59 2.56 1.95 1.55 1.26 1.05 .89 .76

6.08 3.63 2.54 1.92 1.53 1.24 1.04 .89

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.35

1.40 1.14

1.17 .97

1.40 1.17 .99 .82

1.38 1.16 .98 .83 .69

1.34 1.13 .96 .82 .70

1.90 1.55 1.29 1.09 .94 .80 .69 .54

1.75 1.47 1.23 1.05 .90 .78 .68 .54

1.70 1.36 1.16 1.00 .86 .75 .64 .52 .40

1.65 1.28 1.08 .94 .82 .72 .61 .50 .39

2.09 1.56 1.21 1.02 .89 .78 .69 .58 .48 .38

2.00 1.48 1.14 .96 .85 .75 .66 .55 .45 .37

2.56 1.85 1.39 1.08 .91 .81 .72 .63 .52 .43 .35

3.53d 2.37 1.73 1.31 1.03 .87 .78 .69 .59 .49 .41 .34

1.90d 2.23 1.63 1.25 .99 .85 .75 .67 .57 .47 .40 .33

2.59d 2.15 1.57 1.21 .98 .84 .74 .65 .55 .46 .39 .33

3.05 2.07 1.54 1.19 .98 .84 .73 .64 .54 .46 .39

2.05 1.53 1.20 .99 .84 .74 .63 .54 .46 .40

2.08 1.54 1.21 1.00 .85 .74 .64 .54 .47

2.10 1.56 1.23 1.02 .87 .75 .66 .56 .49

2.14 1.60 1.26 1.04 .89 .77 .68 .60

3.16 2.19 1.64 1.30 1.07 .91 .80 .72

5.50 3.26 2.27 1.71 1.36 1.12 .96 .86
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Dn Cant Up Cant Safety Factor: 45% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 235-245°

Fleet Number: RTE019 through to RTE021 3lUT

Configuration: Rail +50..100mm Unlocked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

125
135 Stafford, ST16 3HS
235 4
225 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.53

1.58 1.31

1.34 1.11

1.57 1.34 1.15 .95

1.56 1.33 1.16 .97 .81

1.82 1.54 1.32 1.15 .99 .82

2.13 1.77 1.51 1.31 1.15 1.00 .83 .69

2.08 1.74 1.48 1.29 1.13 1.01 .84 .70

2.02 1.69 1.46 1.27 1.12 1.00 .84 .70

1.97 1.67 1.44 1.25 1.12 1.00 .83 .70 .54

2.36 1.94 1.65 1.42 1.25 1.11 .99 .83 .69 .54

2.36 1.94 1.63 1.42 1.25 1.11 .98 .82 .68 .53

3.03 2.37 1.94 1.63 1.41 1.25 1.12 .95 .80 .67 .52

3.66d 3.02 2.39 1.94 1.63 1.42 1.25 1.09 .93 .78 .65 .50

3.96 2.93 2.33 1.91 1.63 1.40 1.22 1.06 .90 .76 .63 .49

3.89 2.83 2.26 1.85 1.54 1.36 1.19 1.04 .87 .74 .61 .48

3.88 2.83 2.22 1.82 1.52 1.33 1.16 1.00 .85 .72 .59

2.80 2.18 1.80 1.52 1.31 1.14 .97 .82 .70 .57

7.10t 2.79 2.17 1.77 1.42 1.30 1.10 .93 .80 .69

3.90 2.80 2.18 1.78 1.50 1.27 1.07 .91 .78 .68

3.93 2.82 2.20 1.80 1.48 1.23 1.04 .89 .78

4.04 2.88 2.22 1.77 1.45 1.21 1.03 .89

8.11t 6.75 4.09 2.88 2.19 1.74 1.43 1.21 1.03

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.52

1.57 1.29

1.32 1.10

1.57 1.32 1.11 .94

1.55 1.31 1.11 .95 .80

1.82 1.51 1.27 1.09 .94 .81

2.13 1.74 1.45 1.24 1.07 .92 .80 .69

1.99 1.65 1.40 1.19 1.03 .90 .78 .68

1.93 1.54 1.32 1.15 .99 .87 .77 .67

1.86 1.45 1.25 1.09 .96 .84 .74 .65 .53

2.36 1.78 1.39 1.19 1.04 .92 .81 .72 .62 .52

2.25 1.70 1.33 1.13 1.00 .88 .78 .70 .60 .50

2.90 2.11 1.61 1.28 1.07 .95 .85 .76 .68 .58 .49

3.59d 2.71 1.99 1.53 1.22 1.04 .94 .82 .74 .66 .56 .48

3.33d 2.56 1.90 1.47 1.18 1.02 .91 .80 .72 .64 .55 .47

2.68d 2.49 1.83 1.43 1.16 1.01 .90 .79 .71 .62 .54 .47

3.20d 2.35d 1.81 1.40 1.16 1.00 .88 .79 .70 .62 .54

2.39 1.79 1.42 1.17 1.02 .88 .78 .70 .62 .55

2.42 1.82 1.45 1.18 1.01 .88 .79 .71 .63

2.43 1.83 1.46 1.20 1.03 .90 .80 .72 .66

2.47 1.86 1.48 1.23 1.05 .92 .82 .74

3.61 2.52 1.91 1.52 1.26 1.08 .94 .85

5.18t 6.19 3.72 2.60 1.98 1.58 1.31 1.13 1.01
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Dn Cant Up Cant Safety Factor: 45% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 225-235°

Fleet Number: RTE019 through to RTE021 3mUT

Configuration: Rail +50..100mm Unlocked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

135
145 Stafford, ST16 3HS
225 4
215 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.77

1.82 1.51

1.82 1.55 1.30

1.82 1.56 1.33 1.12

1.80 1.55 1.35 1.14 .96

2.09 1.77 1.54 1.34 1.16 .98

2.46 2.05 1.75 1.51 1.33 1.17 .99 .84

2.39 2.01 1.72 1.50 1.32 1.17 .99 .84

2.35 1.93 1.70 1.49 1.32 1.17 .99 .85

2.30 1.95 1.68 1.47 1.30 1.16 .99 .84 .72

2.78 2.28 1.90 1.66 1.46 1.30 1.16 .98 .84 .71

2.65 2.24 1.91 1.65 1.46 1.31 1.15 .97 .83 .71

3.52 2.76 2.24 1.91 1.65 1.46 1.30 1.12 .95 .82 .70

3.73d 3.53 2.77 2.22 1.92 1.65 1.46 1.28 1.10 .94 .80 .69

4.61 3.41 2.71 2.24 1.83 1.62 1.43 1.25 1.07 .92 .79 .68

4.58 3.35 2.65 2.19 1.85 1.56 1.39 1.23 1.04 .90 .78 .67

4.54 3.28 2.58 2.14 1.82 1.57 1.37 1.19 1.02 .88 .76

6.69d 3.26 2.56 2.11 1.79 1.54 1.36 1.15 .99 .86 .75

7.35 3.27 2.55 2.10 1.77 1.53 1.31 1.12 .97 .85

3.28 2.55 2.10 1.77 1.50 1.27 1.10 .95 .84

8.07t 3.30 2.57 2.12 1.75 1.47 1.25 1.08 .95

8.56t 4.69 3.37 2.61 2.09 1.71 1.44 1.24 1.08

8.23t 7.74 4.71 3.36 2.57 2.06 1.70 1.44 1.24

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.75

1.80 1.50

1.82 1.53 1.29

1.81 1.53 1.30 1.11

1.79 1.51 1.29 1.11 .95

2.08 1.74 1.49 1.28 1.11 .96

2.44 2.01 1.69 1.45 1.25 1.09 .95 .83

2.31 1.92 1.63 1.40 1.22 1.07 .94 .83

2.24 1.82 1.56 1.35 1.18 1.04 .92 .82

2.17 1.73 1.49 1.31 1.14 1.01 .90 .80 .71

2.76 2.10 1.68 1.42 1.24 1.11 .98 .88 .79 .70

2.62 2.01 1.60 1.36 1.20 1.07 .96 .86 .77 .70

3.39 2.50 1.92 1.54 1.31 1.16 1.04 .93 .84 .76 .69

3.54d 3.18 2.38 1.85 1.49 1.29 1.13 1.01 .91 .82 .74 .68

3.37d 3.04 2.28 1.78 1.45 1.25 1.11 .99 .89 .81 .74 .67

2.81d 2.96 2.22 1.74 1.44 1.24 1.09 .98 .88 .80 .73 .67

3.28d 2.48d 2.18 1.72 1.44 1.27 1.09 .97 .87 .80 .73

2.60d 2.17 1.73 1.44 1.26 1.09 .97 .87 .79 .73

2.90 2.19 1.75 1.46 1.25 1.09 .98 .88 .80

2.91 2.21 1.77 1.47 1.26 1.10 .98 .89 .82

2.95 2.24 1.80 1.50 1.28 1.13 1.00 .91

4.26 3.00 2.29 1.84 1.53 1.31 1.15 1.04

5.20t 7.19 4.37 3.09 2.36 1.90 1.58 1.36 1.22
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Dn Cant Up Cant Safety Factor: 45% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 215-225°

Fleet Number: RTE019 through to RTE021 3nUT

Configuration: Rail +50..100mm Unlocked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

145
155 Stafford, ST16 3HS
215 4
205 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.21

2.26 1.90

2.26 1.94 1.65

2.25 1.95 1.68 1.44

2.24 1.94 1.70 1.46 1.25

2.22 1.93 1.70 1.47 1.27

3.06 2.56 2.19 1.91 1.68 1.48 1.28 1.10

2.99 2.52 2.17 1.90 1.68 1.49 1.28 1.11

2.93 2.45 2.14 1.87 1.67 1.49 1.28 1.11

2.90 2.46 2.12 1.86 1.66 1.48 1.28 1.11 .96

3.50 2.88 2.42 2.11 1.85 1.65 1.47 1.27 1.10 .96

3.48 2.85 2.42 2.10 1.85 1.66 1.45 1.26 1.09 .96

4.45 3.39 2.85 2.41 2.10 1.85 1.66 1.44 1.24 1.08 .95

3.80d 4.44 3.46 2.86 2.41 2.10 1.85 1.63 1.42 1.23 1.07 .94

4.85d 4.28 3.42 2.80 2.39 2.08 1.80 1.60 1.39 1.21 1.06 .93

5.79 4.24 3.35 2.75 2.34 2.01 1.78 1.57 1.36 1.18 1.04

5.78 4.21 3.30 2.73 2.31 2.01 1.76 1.54 1.33 1.16 1.03

6.74d 4.18 3.28 2.69 2.29 1.98 1.74 1.50 1.30 1.15 1.02

5.75 4.17 3.27 2.68 2.27 1.97 1.70 1.47 1.28 1.13

4.16 3.26 2.68 2.27 1.94 1.66 1.44 1.27 1.13

4.20 3.29 2.70 2.25 1.90 1.63 1.43 1.26

5.88 4.27 3.32 2.66 2.21 1.88 1.63 1.43

8.13t 9.53t 5.97 4.26 3.29 2.65 2.20 1.87 1.63

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.19

2.25 1.89

2.26 1.92 1.64

2.25 1.92 1.65 1.43

2.23 1.90 1.64 1.43 1.24

2.19 1.88 1.63 1.42 1.25

3.05 2.52 2.14 1.83 1.60 1.41 1.24 1.10

2.90 2.43 2.07 1.80 1.57 1.38 1.23 1.09

2.83 2.33 2.00 1.74 1.53 1.36 1.21 1.08

2.76 2.22 1.92 1.69 1.49 1.33 1.19 1.07 .96

3.45 2.68 2.17 1.86 1.63 1.46 1.30 1.17 1.05 .95

3.33 2.61 2.12 1.80 1.59 1.42 1.27 1.15 1.04 .94

4.27 3.20 2.51 2.04 1.75 1.55 1.39 1.24 1.13 1.02 .93

3.54d 3.67d 3.09 2.44 1.99 1.72 1.52 1.36 1.23 1.11 1.01 .93

3.33d 3.42d 2.99 2.37 1.95 1.69 1.50 1.34 1.21 1.10 1.00 .92

2.99d 3.34d 2.92 2.33 1.94 1.68 1.48 1.33 1.20 1.09 1.00

3.38d 2.58d 2.89 2.30 1.94 1.72 1.48 1.32 1.19 1.08 1.00

2.72d 2.88 2.32 1.95 1.68 1.47 1.32 1.19 1.08 1.00

3.78 2.92 2.34 1.96 1.69 1.48 1.32 1.19 1.09

3.80 2.92 2.36 1.98 1.70 1.49 1.33 1.21 1.11

3.84 2.95 2.39 2.00 1.72 1.51 1.35 1.23

5.47 3.90 3.00 2.43 2.03 1.75 1.54 1.38

5.25t 8.36t 5.58 3.98 3.06 2.49 2.09 1.81 1.63
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Dn Cant Up Cant Safety Factor: 45% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 205-215°

Fleet Number: RTE019 through to RTE021 3oUT

Configuration: Rail +50..100mm Unlocked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

155
165 Stafford, ST16 3HS
205 4
195 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.20

3.23 2.77

3.20s 2.81 2.43

3.19s 2.80 2.46 2.14

3.21 2.79 2.46 2.16 1.89

3.56s 3.18 2.78 2.46 2.18 1.91

4.96d 4.34 3.66 3.16 2.77 2.45 2.19 1.92 1.70

4.30 3.63 3.13 2.75 2.43 2.19 1.93 1.70

4.22 3.59 3.11 2.73 2.43 2.19 1.93 1.70

4.19 3.55 3.08 2.71 2.42 2.18 1.92 1.70 1.51

5.06 4.17 3.54 3.05 2.70 2.42s 2.18 1.91 1.69 1.51

5.03 4.14 3.52 3.05 2.69s 2.41 2.16 1.90 1.68 1.51

5.92d 5.03 4.14 3.51 3.05 2.70 2.40 2.14 1.88 1.68 1.50

3.87d 6.34t 5.00 4.12 3.49 3.04 2.67 2.38 2.12 1.87 1.66 1.49

3.38d 4.92d 6.29t 4.95 4.08 3.41 3.01 2.65 2.36 2.09 1.85 1.65 1.48

6.16d 6.26 4.91 4.06 3.43 2.99 2.63 2.35 2.06 1.83 1.63

7.62d 6.16 4.90 4.03 3.43 2.97 2.62 2.30 2.03 1.81 1.62

6.18 4.87 4.00 3.41 2.96 2.60 2.27 2.01 1.79 1.61

6.17 4.85 4.00 3.32 2.94 2.56 2.24 1.99 1.78

11.20d 8.48 6.16 4.85 3.97 3.39 2.91 2.53 2.22 1.97 1.77

8.52 6.21 4.87 4.01 3.37 2.88 2.50 2.20 1.97

8.62 6.27 4.89 3.98 3.33 2.86 2.49 2.20

8.20t 12.69d 8.67 6.24 4.86 3.95 3.32 2.85

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.14d

3.00s 2.76

3.01s 2.58s 2.42

3.09s 2.60s 2.43 2.13

3.07s 2.59s 2.26s 2.14 1.88

3.46s 2.95s 2.57s 2.26s 2.13 1.89

4.93d 4.06s 3.42s 3.01s 2.55s 2.26s 2.11 1.88 1.69

3.98s 3.37s 2.88s 2.52s 2.24s 2.09 1.88 1.69

3.92s 3.31s 2.85s 2.51s 2.23s 2.06 1.85 1.67

3.87s 3.27s 2.90 2.49s 2.22s 2.03 1.83 1.66 1.51

4.65s 3.94s 3.28 2.83 2.50 2.21s 2.00 1.81 1.65 1.50

4.76s 3.80s 3.22 2.77 2.45 2.14t 1.97 1.79 1.63 1.49

4.34d 4.64d 3.82 3.16 2.72 2.41 1.86t 1.95 1.77 1.62 1.48

3.54d 3.69d 3.85t 3.74 3.11 2.41t 2.06t 1.96t 1.93 1.76 1.60 1.48

3.35d 3.38d 3.42d 3.59d 3.18t 2.71t 2.41t 2.37t 2.10t 1.91 1.74 1.60 1.47

3.18d 3.34d 3.46d 3.60t 3.05 2.65 2.34 2.10 1.90 1.73 1.59

3.41d 2.71d 3.39d 3.61 3.05 2.69 2.34 2.10 1.89 1.73 1.59

2.87d 3.38d 3.63 3.07 2.65 2.34 2.09 1.89 1.73 1.60

3.99d 4.46 3.66 3.08 2.66 2.35 2.10 1.90 1.74

5.76d 4.50 3.66 3.09 2.67 2.36 2.11 1.91 1.76

7.17d 5.83 4.53 3.69 3.12 2.69 2.37 2.13 1.93

8.15 5.87 4.58 3.73 3.15 2.72 2.40 2.16

5.32t 8.53t 8.27 5.97 4.65 3.79 3.20 2.78
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Dn Cant Up Cant Safety Factor: 45% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 195-205°

Fleet Number: RTE019 through to RTE021 3pUT

Configuration: Rail +50..100mm Unlocked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

165
215 Stafford, ST16 3HS
195 4
145 356

50
310 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.81s 3.31d

3.62s 3.59d

3.44s 3.48s 3.56s 3.41t

3.61s 3.56s 3.50s 3.39s 3.14d

3.77s 3.66s 3.58s 3.38t 3.23t

4.06d 3.99s 3.42s 3.62s 3.42t 3.22t 3.04t

4.91d 4.75s 4.39s 4.03s 3.75t 3.47t 3.24s 3.08t

5.34s 5.41s 4.83t 4.28t 3.86t 3.54t 3.28t 3.10t 2.90t

5.11s 5.70s 5.15t 4.49t 3.99t 3.63t 3.35t 3.13t 2.97t

5.37s 5.90s 5.60t 4.73t 4.16t 3.74t 3.42t 3.19t 3.02t

5.95s 6.28s 6.13t 5.06t 4.35t 3.87t 3.52t 3.25t 3.08t 2.40d

6.10d 6.55s 6.74s 6.58s 5.40t 4.57t 4.02t 3.63t 3.34t 3.14t 2.81t

4.35d 6.13t 7.03s 6.94s 6.81s 5.64t 4.81t 4.18t 3.75t 3.43t 3.21t 2.85t

4.62d 6.52t 7.57d 7.37s 7.01s 6.13t 5.04t 4.36t 3.88t 3.53t 3.29t 2.65d

4.29d 5.50d 7.31t 8.21t 7.76d 7.18s 6.38s 5.29t 4.54t 4.01t 3.64t 3.39t

4.94d 6.68d 8.69d 8.99s 8.24d 7.36s 6.42s 5.54t 4.72t 4.16t 3.76t 3.44d

8.15d 10.31d 9.72s 8.55s 7.39s 6.44s 5.71s 4.91t 4.31t 3.89t 3.45t

12.01s 10.25s 8.73s 7.42s 6.47s 5.73s 5.09t 4.46t 4.02t 3.00d

7.84d 9.61d 12.04d 12.89s 10.60s 8.64s 7.47s 6.51s 5.77s 5.19s 4.63t 4.04t

11.73d 13.41s 10.67s 8.83s 7.52s 6.57s 5.84s 5.23s 4.54s 3.25d

18.30s 13.59s 10.78s 8.94s 7.66s 6.66s 5.80s 4.95s 4.01s

18.47s 13.78s 10.89s 8.97s 7.55s 6.36s 5.30s

8.49t 13.93t 17.50s 13.00s 10.25s 8.28s 6.76s 5.46s

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.16d 3.12d

2.80d 2.87d

3.44s 2.93s 2.58d 2.62d

3.41s 2.92s 2.52s 2.51d 2.51d

3.49s 2.90s 2.52s 2.40d 2.37d

3.98s 3.34s 2.96s 2.51s 2.28s 2.28d 2.34d

4.78s 3.92s 3.31s 2.86s 2.49s 2.21s 2.49d 2.32d

4.82s 3.85s 3.37s 2.83s 2.47s 2.20s 2.21d 2.29d 2.22d

4.61s 3.91s 3.23s 2.80s 2.47s 2.20s 2.23d 2.31d 2.21d

4.52s 3.75s 3.47s 2.77s 2.45s 2.19s 2.22d 2.25d 2.21d

4.61s 3.83s 3.17s 2.76s 2.44s 1.89t 2.26d 2.36d 2.23d 2.24d

5.61s 4.96s 3.69s 3.25s 2.75s 2.40t 1.83t 2.35d 2.30d 2.27d 2.24d

4.35d 4.38d 4.59d 3.63t 3.09t 2.52t 1.92t 1.85t 2.40d 2.43d 2.41d 2.27d

3.57d 3.72d 3.64t 3.46t 2.51t 2.19t 2.18t 1.96t 2.53d 2.48d 2.39d 2.31d

3.33d 3.35d 3.45d 3.65d 3.05t 4.95d 2.55t 2.17t 2.10t 2.74d 2.62d 2.46d

3.44d 3.33d 3.36d 3.55d 3.45t 2.91t 3.31t 2.36t 2.62t 2.90d 2.66d 2.53d

3.35d 3.33d 3.43d 3.90t 3.24t 2.83t 2.61t 3.21d 3.00d 2.79d 2.64d

3.33d 3.83d 4.49t 3.65t 3.17t 3.27t 3.48d 3.13d 2.89d 2.77d

4.40d 5.28d 5.19t 4.18t 3.63t 4.02d 3.75d 3.44d 3.07d

6.32d 6.82d 6.14t 4.89t 5.08d 4.39d 3.85d 3.46d 3.02d

7.76d 8.24d 8.52s 7.09s 6.26s 5.60s 4.71d 4.08d 3.46d

10.28d 10.83s 8.59s 7.09s 6.04s 5.26s 4.67s

5.92t 9.91t 14.54d 10.95s 8.67s 7.18s 6.13s 5.38s
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Dn Cant Up Cant Safety Factor: 58% (67% of 87%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 145-195°

Fleet Number: RTE019 through to RTE021 3qUT

Configuration: Rail +50..100mm Unlocked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

215
225 Stafford, ST16 3HS
145 4
135 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.53 2.96

3.55 3.03 2.59

3.55 3.05 2.63 2.27

3.51s 3.05 2.66 2.30 2.00

3.52 3.04 2.64 2.33 2.03

4.10d 3.49 3.02 2.64 2.34 2.05 1.79

4.90 4.09 3.46 3.00 2.63 2.34 2.05 1.81

4.88 4.04 3.38 2.97 2.62 2.33 2.06 1.81 1.60

4.81 3.99 3.39 2.95 2.60 2.33 2.06 1.81 1.60

4.75 3.94 3.37 2.93 2.59 2.32s 2.06 1.81 1.60

4.69 3.92 3.35 2.90 2.58 2.31 2.04 1.80 1.59 1.42

5.91 4.70 3.90 3.34 2.90 2.56 2.28 2.03 1.79 1.59 1.42

4.70d 5.84 4.65 3.89t 3.31t 2.88 2.55 2.27 2.01 1.77 1.57 1.41

4.71d 5.77 4.61 3.84 3.26t 2.86 2.53 2.25 1.99 1.76 1.57 1.40

4.40d 5.57d 5.73 4.56 3.81 3.16 2.82 2.50 2.23 1.97 1.74 1.55

5.00d 6.76d 5.69 4.54 3.76 3.23 2.79 2.48 2.20 1.94 1.72 1.54

7.52 5.62 4.50 3.76 3.21 2.80 2.47 2.17 1.91 1.70 1.53

5.60 4.49 3.73 3.19 2.77 2.44 2.13 1.89 1.68 1.52

7.49 5.60 4.47 3.71 3.17 2.77 2.40 2.10 1.87 1.67

8.35t 7.53 5.61 4.47 3.71 3.18 2.72 2.37 2.09 1.86

8.85t 11.44 7.57 5.64 4.49 3.72 3.13 2.69 2.35 2.07 1.85

11.48 7.65 5.70 4.48 3.69 3.11 2.67 2.34

8.53t 11.54 7.68 5.65 4.47 3.67 3.09 2.67

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.20d 2.95

3.40s 2.83d 2.57

3.42s 2.90s 2.61 2.26

3.39s 2.91s 2.50s 2.28 1.99

3.46s 2.88s 2.52s 2.27 2.01

3.98s 3.43s 2.88s 2.50s 2.26 2.01 1.78

4.75s 3.90s 3.29s 2.84s 2.48s 2.20s 1.99 1.78

4.66s 3.85s 3.25s 2.81s 2.47s 2.19s 1.96 1.77 1.59

4.57s 3.77s 3.22 2.78s 2.45 2.17 1.94 1.75 1.58

4.51s 3.73s 3.12 2.72 2.40 2.14 1.92 1.73 1.57

4.46s 3.71 3.08 2.65 2.35 1.71t 1.89 1.71 1.56 1.42

5.52t 4.43s 3.60 2.97 2.60 2.30 1.83t 1.86 1.69 1.54 1.41

4.32d 4.37d 4.08t 3.52 2.93 2.44t 1.91t 1.84t 1.84 1.67 1.53 1.41

3.57d 3.79d 3.27t 3.44 2.40t 2.18t 2.11t 1.95t 1.82 1.66 1.52 1.40

3.33d 3.35d 3.45d 3.65d 3.05t 2.86 2.35t 2.17t 1.99 1.81 1.65 1.51

3.43d 3.64d 3.40d 3.50d 3.35 2.85 2.49 2.20 1.98 1.79 1.64 1.51

3.35d 3.33d 3.43d 3.34 2.85 2.52 2.20 1.97 1.79 1.64 1.51

3.33d 3.70d 3.35 2.87 2.48 2.20 1.97 1.79 1.64 1.52

4.79d 4.09 3.37 2.86 2.49 2.20 1.98 1.79 1.65

5.23 4.12 3.39 2.88 2.50 2.21 1.99 1.81

7.15 5.27 4.15 3.42 2.90 2.52 2.23 2.01 1.83

10.01t 7.21 5.34 4.21 3.46 2.94 2.56 2.27

5.86t 10.06t 7.34 5.42 4.29 3.54 3.02 2.66
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Dn Cant Up Cant Safety Factor: 45% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 135-145°

Fleet Number: RTE019 through to RTE021 3MUT

Configuration: Rail +50..100mm Unlocked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

225
235 Stafford, ST16 3HS
135 4
125 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.72 2.25

2.75 2.32 1.96

2.76 2.35 2.00 1.71

2.74 2.35 2.03 1.74 1.49

2.73 2.33 2.03 1.76 1.52

3.20 2.70 2.32 2.03 1.78 1.54 1.33

3.84 3.15 2.68 2.30 2.01 1.79 1.54 1.34

3.77 3.10 2.64 2.29 2.01 1.78 1.55 1.35 1.17

3.70 3.06 2.56 2.26 2.00 1.78 1.55 1.35 1.17

3.66 3.03 2.57 2.23 1.98 1.78 1.54 1.34 1.17

3.59 3.01 2.56 2.24 1.97 1.78t 1.53 1.34 1.16

4.47 3.56 2.98 2.55 2.23 1.98 1.75 1.52 1.32 1.16 1.02

4.82d 4.50 3.52 2.99 2.55 2.22 1.97 1.73 1.50 1.31 1.15 1.01

4.79d 4.43 3.55 2.86t 2.54 2.20 1.93 1.71 1.48 1.29 1.14 1.01

4.61d 5.65d 4.31 3.51 2.91 2.49 2.16 1.90 1.68 1.46 1.27 1.13

5.16d 5.66 4.28 3.43 2.86 2.42 2.13 1.87 1.64 1.43 1.26 1.11

5.64 4.23 3.39 2.82 2.40 2.10 1.85 1.61 1.41 1.24 1.10

7.92d 4.21 3.36 2.79 2.39 2.08 1.82 1.58 1.38 1.22

5.63 4.20 3.35 2.78 2.38 2.07 1.78 1.55 1.36 1.21

8.50 4.19 3.34 2.78 2.38 2.03 1.75 1.53 1.35

5.66 4.22 3.37 2.78 2.33 1.99 1.73 1.52 1.35

8.63 5.75 4.30 3.37 2.74 2.31 1.97 1.72

8.55t 8.79 5.76 4.26 3.35 2.73 2.29

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.69 2.25

2.74 2.30 1.95

2.76 2.32 1.98 1.70

2.72 2.31 1.98 1.72 1.48

2.70 2.29 1.98 1.72 1.50

3.17 2.66 2.25 1.95 1.70 1.49 1.32

3.77 3.08 2.58 2.20 1.91 1.68 1.48 1.31

3.69 2.97 2.50 2.15 1.87 1.64 1.46 1.30 1.16

3.63 2.86 2.41 2.08 1.83 1.61 1.44 1.29 1.15

3.55 2.80 2.33 2.02 1.78 1.58 1.41 1.27 1.14

3.45 2.73 2.24 1.96 1.73 1.54 1.39 1.25 1.13

4.41 3.34 2.66 2.18 1.91 1.69 1.51 1.36 1.23 1.12 1.02

4.35d 4.24 3.24 2.58 2.13 1.86 1.66 1.48 1.34 1.21 1.11 1.01

3.63d 3.73d 3.13 2.52 2.08 1.83 1.63 1.46 1.32 1.20 1.09 1.01

3.33d 3.35d 3.51d 3.05 2.46 2.06 1.82 1.60 1.44 1.30 1.18 1.09

3.42d 3.68d 3.36d 3.00 2.42 2.05 1.79 1.59 1.43 1.29 1.18 1.08

3.34d 3.33d 2.96 2.41 2.06 1.78 1.59 1.42 1.29 1.17 1.08

3.45d 2.96 2.42 2.06 1.79 1.58 1.42 1.29 1.18

3.81 2.98 2.45 2.07 1.80 1.59 1.42 1.29 1.19

3.84 3.00 2.46 2.09 1.81 1.60 1.43 1.30

5.28 3.88 3.04 2.49 2.11 1.83 1.62 1.45 1.33

8.15 5.35 3.94 3.09 2.54 2.15 1.86 1.65

6.05t 8.33 5.46 4.03 3.17 2.61 2.22
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Dn Cant Up Cant Safety Factor: 45% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 125-135°

Fleet Number: RTE019 through to RTE021 3LUT

Configuration: Rail +50..100mm Unlocked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

235
245 Stafford, ST16 3HS
125 4
115 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.29 1.89

2.33 1.96 1.64

2.33 1.99 1.68 1.42

2.33 1.98 1.71 1.45 1.23

2.32 1.98 1.71 1.47 1.26

3.31 2.71 2.29 1.97 1.71 1.49 1.27 1.09

3.26 2.66 2.26 1.94 1.70 1.50 1.28 1.10

3.17 2.63 2.23 1.93 1.68 1.50 1.29 1.11 .95

3.12 2.57 2.19 1.90 1.67 1.50 1.29 1.11 .95

3.08 2.56 2.15 1.88 1.66 1.50 1.29 1.10 .95

3.04 2.52 2.14 1.88 1.66 1.49 1.27 1.10 .95

3.77 3.02 2.52 2.14 1.86 1.66 1.47 1.26 1.09 .94 .82

4.93d 3.77 3.00 2.48 2.15 1.87 1.65 1.44 1.24 1.07 .93 .81

4.84 3.72 2.99 2.42 2.10 1.85 1.61 1.42 1.22 1.05 .92

4.57d 4.77 3.62 2.93 2.43 1.90 1.80 1.58 1.39 1.20 1.04 .90

5.16d 4.72 3.52 2.86 2.38 2.04 1.77 1.56 1.36 1.17 1.02 .89

4.66 3.50 2.80 2.35 2.01 1.74 1.53 1.32 1.15 1.00 .88

7.02 3.47 2.78 2.32 1.97 1.72 1.50 1.29 1.12 .99

6.98 3.46 2.78 2.31 1.96 1.71 1.46 1.26 1.10 .98

3.48 2.77 2.30 1.97 1.66 1.43 1.24 1.09

4.69 3.51 2.79 2.31 1.92 1.63 1.41 1.23 1.09

7.21 4.78 3.57 2.79 2.27 1.89 1.62 1.40

8.54t 7.30 4.80 3.53 2.76 2.25 1.89

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.28 1.89

2.31 1.93 1.62

2.33 1.95 1.66 1.41

2.30 1.94 1.66 1.43 1.22

2.28 1.93 1.65 1.43 1.24

3.31 2.69 2.25 1.89 1.63 1.42 1.24 1.08

3.19 2.60 2.17 1.84 1.59 1.39 1.22 1.08

3.09 2.49 2.09 1.79 1.55 1.36 1.20 1.07 .94

3.05 2.38 2.00 1.73 1.51 1.33 1.18 1.05 .93

2.95 2.32 1.91 1.67 1.47 1.29 1.15 1.03 .92

2.88 2.30 1.83 1.61 1.42 1.26 1.12 1.01 .91

3.69 2.77 2.17 1.77 1.55 1.38 1.23 1.10 .99 .90 .81

4.31d 3.51 2.65 2.11 1.72 1.50 1.34 1.20 1.08 .97 .89 .81

3.56d 3.34 2.56 2.04 1.68 1.47 1.32 1.17 1.06 .96 .88

3.64d 3.35d 3.23 2.48 1.98 1.65 1.45 1.30 1.16 1.04 .95 .87

3.42d 3.68d 3.15 2.42 1.95 1.65 1.44 1.28 1.14 1.03 .94 .86

3.38d 3.10 2.39 1.94 1.64 1.43 1.27 1.14 1.03 .94 .86

3.09 2.40 1.96 1.65 1.44 1.27 1.14 1.03 .94

3.10 2.41 1.97 1.66 1.44 1.27 1.14 1.03 .95

3.12 2.44 1.98 1.68 1.45 1.28 1.15 1.05

4.33 3.16 2.47 2.01 1.70 1.47 1.30 1.17 1.08

6.73 4.40 3.22 2.52 2.06 1.74 1.51 1.34

6.12t 6.89 4.51 3.31 2.61 2.14 1.82
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Dn Cant Up Cant Safety Factor: 45% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 115-125°

Fleet Number: RTE019 through to RTE021 3KUT

Configuration: Rail +50..100mm Unlocked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

245
255 Stafford, ST16 3HS
115 4
105 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.50 2.04

2.09 1.74 1.44

2.08 1.77 1.49 1.25

2.08 1.77 1.52 1.28 1.07

2.46 2.07 1.76 1.52 1.30 1.10

2.43 2.04 1.75 1.52 1.32 1.12 .94

2.91 2.39 2.01 1.73 1.51 1.33 1.12 .96

2.84 2.34 1.98 1.71 1.50 1.33 1.13 .96 .82

2.78 2.30 1.96 1.68 1.48 1.33 1.13 .96 .82

2.72 2.26 1.93 1.68 1.47 1.33 1.13 .96 .82

2.69 2.24 1.92 1.66 1.47 1.32 1.12 .95 .81

3.35 2.68 2.23 1.90 1.66 1.47 1.30 1.11 .94 .81 .69

4.42 3.35 2.68 2.23 1.89 1.66 1.45 1.28 1.09 .93 .80 .69

4.27 3.28 2.67 2.21 1.90 1.63 1.43 1.25 1.06 .91 .79

4.57d 4.18 3.20 2.57 2.16 1.82 1.59 1.39 1.22 1.04 .89 .77

5.37d 4.14 3.13 2.52 2.10 1.80 1.54 1.36 1.19 1.01 .88 .76

4.08 3.09 2.48 2.05 1.75 1.53 1.35 1.15 .99 .86 .75

6.95d 6.10 3.06 2.44 2.03 1.74 1.51 1.31 1.12 .97 .84

8.08t 3.05 2.43 2.02 1.72 1.50 1.27 1.09 .95 .83

6.15 3.04 2.42 2.02 1.72 1.45 1.24 1.07 .94

4.12 3.08 2.45 2.03 1.68 1.42 1.22 1.06 .93

6.36 4.20 3.14 2.45 1.99 1.65 1.40 1.21

8.57t 6.43 4.21 3.10 2.42 1.96 1.64

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.50 2.02

2.07 1.72 1.43

2.08 1.74 1.47 1.23

2.07 1.73 1.47 1.26 1.07

2.46 2.03 1.71 1.45 1.26 1.08

2.39 1.99 1.67 1.44 1.24 1.08 .94

2.83 2.30 1.92 1.63 1.41 1.22 1.07 .93

2.74 2.19 1.84 1.57 1.36 1.19 1.05 .92 .81

2.70 2.10 1.75 1.51 1.32 1.16 1.02 .90 .80

2.61 2.03 1.67 1.45 1.27 1.12 .99 .89 .79

2.51 1.96 1.58 1.39 1.22 1.09 .97 .87 .78

3.25 2.41 1.89 1.52 1.33 1.18 1.05 .95 .85 .77 .69

4.33d 3.08 2.30 1.82 1.48 1.29 1.15 1.03 .92 .83 .75 .68

3.57d 2.91 2.21 1.75 1.43 1.26 1.12 1.00 .91 .82 .74

3.68d 3.35d 2.80 2.13 1.70 1.41 1.24 1.10 .98 .89 .81 .74

3.41d 3.68d 2.72 2.08 1.66 1.40 1.22 1.08 .97 .88 .80 .73

3.34d 2.67 2.05 1.65 1.41 1.22 1.08 .97 .87 .80 .73

2.66 2.05 1.67 1.41 1.22 1.08 .96 .87 .80

2.69 2.06 1.68 1.42 1.23 1.08 .97 .88 .81

2.70 2.09 1.71 1.44 1.24 1.09 .98 .89

3.75 2.73 2.13 1.73 1.46 1.26 1.11 1.00 .93

5.88 3.82 2.79 2.18 1.78 1.50 1.30 1.15

6.12t 6.04 3.95 2.89 2.26 1.85 1.57
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Dn Cant Up Cant Safety Factor: 45% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 105-115°

Fleet Number: RTE019 through to RTE021 3JUT

Configuration: Rail +50..100mm Unlocked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

255
265 Stafford, ST16 3HS
105 4

95 356
10

350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.34 1.91 1.55

1.95 1.62 1.34

1.96 1.66 1.38 1.15

1.96 1.66 1.42 1.19 .99

2.31 1.93 1.64 1.42 1.21 1.02

2.79 2.28 1.90 1.63 1.42 1.22 1.03 .87

2.73 2.22 1.88 1.62 1.40 1.24 1.04 .88

2.63 2.19 1.85 1.59 1.40 1.24 1.05 .88 .75

2.59 2.12 1.82 1.58 1.39 1.24 1.05 .88 .75

2.55 2.12 1.80 1.56 1.38 1.24 1.05 .88 .75

2.50 2.09 1.79 1.55 1.36 1.23 1.03 .87 .75

3.11 2.49 2.07 1.77 1.53 1.37 1.21 1.02 .86 .74 .60

4.15 3.13 2.50 2.07 1.76 1.55 1.36 1.18 1.00 .85 .73 .60

3.96 3.05 2.48 2.07 1.76 1.51 1.32 1.16 .98 .84 .71

4.74d 3.88 2.97 2.39 2.01 1.71 1.48 1.29 1.13 .96 .82 .70

5.29 3.83 2.90 2.33 1.95 1.65 1.40 1.27 1.09 .93 .80 .69

3.80 2.86 2.29 1.91 1.63 1.40 1.24 1.06 .91 .78 .68

6.94d 5.67 2.83 2.26 1.88 1.61 1.40 1.21 1.03 .88 .77

2.82 2.25 1.86 1.59 1.39 1.17 1.00 .87 .76

2.82 2.25 1.87 1.60 1.34 1.14 .98 .86

3.82 2.85 2.27 1.87 1.55 1.31 1.12 .97 .85

5.90 3.90 2.92 2.26 1.84 1.53 1.29 1.11

8.47t 5.98 3.93 2.88 2.24 1.82 1.52

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.33 1.89 1.55

1.94 1.60 1.32

1.94 1.62 1.37 1.14

1.93 1.61 1.37 1.16 .98

2.30 1.91 1.59 1.36 1.16 1.00

2.78 2.24 1.85 1.57 1.33 1.15 1.00 .86

2.65 2.15 1.78 1.52 1.30 1.12 .98 .86

2.56 2.04 1.71 1.46 1.26 1.10 .96 .85 .74

2.50 1.94 1.63 1.40 1.22 1.07 .94 .83 .73

2.42 1.87 1.53 1.34 1.17 1.03 .91 .81 .72

2.41 1.81 1.50 1.28 1.12 1.00 .89 .79 .71

3.02 2.23 1.74 1.40 1.22 1.08 .97 .86 .78 .70 .60

4.05 2.83 2.13 1.67 1.34 1.22 1.05 .93 .84 .76 .69 .59

3.57d 2.68 2.02 1.60 1.30 1.15 1.02 .91 .82 .74 .67

3.68d 3.34d 2.56 1.95 1.55 1.28 1.12 1.02 .90 .81 .73 .66

3.41d 3.40 2.49 1.90 1.51 1.27 1.11 1.00 .88 .80 .72 .65

3.34 2.45 1.87 1.51 1.28 1.13 .98 .88 .79 .72 .66

2.44 1.87 1.51 1.30 1.11 .98 .87 .79 .72

2.46 1.89 1.53 1.29 1.12 .99 .88 .80 .73

2.47 1.91 1.55 1.31 1.13 .99 .89 .81

3.45 2.51 1.95 1.59 1.33 1.15 1.01 .91 .84

5.44 3.52 2.57 2.01 1.63 1.37 1.19 1.05

6.09t 5.62 3.65 2.67 2.09 1.71 1.45
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Dn Cant Up Cant Safety Factor: 45% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 95-105°

Fleet Number: RTE019 through to RTE021 3IUT

Configuration: Rail +50..100mm Unlocked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609
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285 Stafford, ST16 3HS

95 4
75 356
20

340 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.30 1.87

1.92 1.59 1.31

1.93 1.62 1.36 1.13

1.91 1.61 1.39 1.16 .97

2.27 1.90 1.61 1.40 1.19 .99

2.74 2.24 1.87 1.60 1.40 1.20 1.01 .85

2.63 2.19 1.84 1.59 1.37 1.22 1.02 .86

2.59 2.16 1.82 1.56 1.37 1.22 1.03 .87 .73

2.55 2.09 1.74 1.55 1.36 1.21 1.03 .87 .73

2.51 2.08 1.77 1.52 1.35 1.21 1.03 .86 .73

2.46 2.04 1.75 1.52 1.34 1.21 1.01 .85 .73

3.05 2.44 2.03 1.73 1.51 1.35 1.18 1.00 .84 .72 .58

4.03 3.07 2.46 2.04 1.73 1.52 1.33 1.16 .98 .83 .71 .57

3.88 2.99 2.44 2.04 1.73 1.48 1.30 1.13 .96 .82 .70

4.74d 3.81 2.92 2.34 1.94 1.68 1.45 1.26 1.11 .94 .80 .69

5.19 3.76 2.85 2.28 1.90 1.61 1.38 1.24 1.07 .91 .78 .67

3.73 2.80 2.24 1.87 1.60 1.38 1.22 1.04 .89 .76 .66

5.57 2.77 2.22 1.85 1.58 1.37 1.19 1.01 .86 .75

2.76 2.21 1.83 1.56 1.36 1.15 .98 .85 .74

5.65 2.78 2.21 1.83 1.57 1.31 1.11 .96 .84

3.75 2.80 2.23 1.84 1.52 1.28 1.10 .95 .83

5.84 3.83 2.87 2.23 1.80 1.49 1.26 1.08

8.41t 5.93 3.85 2.82 2.20 1.78 1.49

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.29 1.85

1.90 1.57 1.30

1.91 1.59 1.34 1.12

1.90 1.59 1.34 1.14 .96

2.27 1.87 1.56 1.33 1.14 .98

2.73 2.21 1.81 1.54 1.31 1.13 .98 .84

2.61 2.12 1.75 1.49 1.27 1.10 .96 .84

2.51 2.00 1.68 1.43 1.23 1.08 .94 .83 .72

2.45 1.90 1.60 1.38 1.19 1.05 .92 .81 .72

2.37 1.83 1.50 1.31 1.15 1.01 .89 .79 .71

2.37 1.77 1.47 1.25 1.10 .98 .87 .77 .69

2.96 2.18 1.71 1.37 1.19 1.06 .95 .84 .76 .68 .58

3.98 2.78 2.08 1.63 1.31 1.19 1.02 .91 .82 .74 .66 .57

3.57d 2.63 1.98 1.56 1.27 1.12 .99 .89 .80 .73 .65

3.72d 3.34d 2.51 1.91 1.51 1.25 1.09 .99 .88 .79 .71 .64

3.41d 3.33 2.44 1.86 1.48 1.24 1.08 .97 .86 .78 .71 .63

3.27 2.39 1.83 1.47 1.24 1.10 .95 .86 .77 .70 .63

2.38 1.82 1.48 1.27 1.09 .95 .85 .77 .70

2.40 1.85 1.51 1.26 1.09 .96 .86 .78 .72

2.42 1.87 1.52 1.28 1.10 .97 .87 .79

3.39 2.46 1.91 1.55 1.30 1.12 .99 .89 .82

5.36 3.46 2.52 1.97 1.60 1.34 1.16 1.03

6.05t 5.54 3.59 2.62 2.04 1.67 1.42
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(m)
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Dn Cant Up Cant Safety Factor: 45% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 75-95°

Fleet Number: RTE019 through to RTE021 3HUT

Configuration: Rail +50..100mm Unlocked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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295 Stafford, ST16 3HS

75 4
65 356
10

350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.33 1.91

1.96 1.62 1.34

1.95 1.66 1.38 1.15

1.95 1.66 1.42 1.19 .99

2.31 1.94 1.65 1.43 1.21 1.02

2.78 2.27 1.91 1.63 1.42 1.22 1.03 .87

2.72 2.23 1.88 1.62 1.41 1.24 1.04 .88

2.66 2.19 1.85 1.60 1.39 1.24 1.05 .89 .75

2.59 2.15 1.83 1.58 1.38 1.23 1.05 .89 .75

2.55 2.11 1.80 1.56 1.37 1.24 1.05 .88 .75

2.50 2.09 1.78 1.55 1.37 1.23 1.04 .88 .75

3.12 2.49 2.07 1.77 1.55 1.37 1.20 1.02 .87 .74 .60

4.15 3.13 2.50 2.07 1.77 1.55 1.36 1.19 1.01 .85 .73 .60

3.96 3.05 2.49 2.07 1.76 1.52 1.33 1.16 .98 .84 .72

4.74d 3.89 2.97 2.39 2.01 1.70 1.48 1.30 1.13 .96 .82 .70

5.32 3.84 2.91 2.33 1.95 1.64 1.42 1.27 1.09 .93 .80 .69

3.81 2.86 2.30 1.91 1.63 1.42 1.24 1.06 .91 .78 .68

5.71 2.84 2.27 1.88 1.61 1.40 1.21 1.03 .89 .77

2.83 2.25 1.87 1.60 1.38 1.17 1.00 .87 .76

5.80 2.83 2.25 1.87 1.60 1.34 1.14 .98 .86

3.85 2.86 2.27 1.88 1.56 1.31 1.12 .97 .86

5.99 3.93 2.93 2.28 1.84 1.53 1.29 1.11

8.31t 6.11 3.96 2.89 2.25 1.83 1.52

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.33 1.88

1.94 1.61 1.33

1.95 1.62 1.36 1.14

1.93 1.61 1.37 1.17 .98

2.30 1.90 1.60 1.35 1.17 1.00

2.78 2.23 1.87 1.56 1.33 1.15 1.00 .86

2.65 2.15 1.78 1.52 1.30 1.13 .98 .86

2.55 2.04 1.71 1.46 1.26 1.10 .97 .85 .74

2.49 1.95 1.63 1.40 1.22 1.07 .94 .83 .73

2.44 1.88 1.54 1.34 1.17 1.03 .91 .81 .72

2.42 1.81 1.46 1.27 1.12 1.00 .89 .80 .71

3.01 2.24 1.74 1.40 1.22 1.08 .96 .87 .78 .70 .60

4.05 2.84 2.13 1.67 1.35 1.19 1.05 .94 .84 .76 .69 .59

3.57d 2.68 2.04 1.60 1.30 1.15 1.02 .91 .82 .74 .67

3.72d 3.34d 2.58 1.96 1.55 1.29 1.13 1.00 .90 .81 .73 .66

3.41d 3.42 2.50 1.91 1.52 1.27 1.11 .99 .88 .80 .73 .66

3.34d 2.45 1.88 1.51 1.28 1.11 .98 .88 .79 .72 .66

2.45 1.88 1.52 1.28 1.11 .98 .87 .79 .72

2.47 1.90 1.53 1.30 1.12 .98 .88 .80 .73

2.48 1.92 1.56 1.31 1.13 .99 .89 .81

3.47 2.52 1.96 1.59 1.33 1.15 1.01 .91 .85

5.52 3.55 2.59 2.01 1.64 1.38 1.19 1.05

5.95t 5.71 3.68 2.68 2.09 1.71 1.46
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Dn Cant Up Cant Safety Factor: 45% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 65-75°

Fleet Number: RTE019 through to RTE021 3GUT

Configuration: Rail +50..100mm Unlocked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.43 2.00

2.04 1.70 1.41

2.04 1.73 1.45 1.21

2.04 1.73 1.48 1.25 1.05

2.41 2.01 1.73 1.49 1.27 1.07

2.91 2.38 1.99 1.70 1.48 1.29 1.09 .92

2.83 2.33 1.96 1.69 1.48 1.30 1.10 .93

2.77 2.25 1.93 1.67 1.46 1.30 1.10 .94 .79

2.70 2.25 1.91 1.65 1.45 1.30 1.11 .94 .80

2.66 2.20 1.88 1.63 1.44 1.30 1.10 .93 .80

2.64 2.19 1.86 1.60 1.43 1.29 1.09 .92 .79

3.26 2.62 2.18 1.86 1.62 1.42 1.27 1.08 .92 .78 .67

4.32 3.27 2.62 2.15 1.86 1.62 1.43 1.24 1.06 .90 .77 .66

4.18 3.21 2.60 2.12 1.85 1.60 1.39 1.22 1.04 .89 .76

4.74d 4.09 3.12 2.52 2.11 1.74 1.54 1.36 1.19 1.01 .87 .75

5.13d 4.05 3.06 2.46 2.05 1.76 1.52 1.33 1.16 .99 .85 .74

4.00 2.98 2.42 2.01 1.72 1.50 1.31 1.13 .96 .83 .73

6.04 3.00 2.38 1.99 1.69 1.47 1.28 1.09 .94 .82

8.00d 4.01 2.98 2.37 1.97 1.68 1.46 1.24 1.06 .92 .81

8.28t 2.98 2.37 1.97 1.69 1.42 1.21 1.04 .91

4.07 3.01 2.40 1.98 1.64 1.39 1.19 1.03 .91

6.38 4.15 3.09 2.40 1.94 1.61 1.37 1.18

8.06t 6.48 4.18 3.06 2.37 1.93 1.60

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.43 1.97

2.03 1.68 1.40

2.03 1.70 1.43 1.21

2.02 1.69 1.44 1.23 1.04

2.41 1.99 1.67 1.42 1.23 1.05

2.91 2.36 1.93 1.64 1.40 1.21 1.05 .91

2.76 2.24 1.87 1.59 1.37 1.19 1.04 .91

2.67 2.14 1.80 1.54 1.33 1.16 1.02 .90 .79

2.62 2.04 1.71 1.47 1.28 1.13 .99 .88 .78

2.56 2.00 1.62 1.41 1.24 1.09 .97 .86 .77

2.46 1.92 1.54 1.36 1.20 1.06 .94 .84 .76

3.17 2.36 1.84 1.49 1.31 1.15 1.03 .92 .82 .74 .67

4.27 3.00 2.25 1.76 1.44 1.25 1.12 1.00 .90 .81 .73 .66

3.56d 2.84 2.16 1.71 1.39 1.23 1.09 .98 .88 .79 .72

3.68d 3.35d 2.73 2.07 1.65 1.37 1.20 1.06 .95 .86 .78 .71

3.42d 3.62 2.65 2.02 1.62 1.36 1.25 1.05 .95 .85 .77 .71

3.34d 2.61 2.00 1.61 1.36 1.18 1.05 .94 .85 .77 .71

2.60 2.00 1.63 1.37 1.18 1.05 .94 .85 .77

2.63 2.01 1.64 1.38 1.19 1.05 .94 .85 .78

2.64 2.04 1.66 1.39 1.20 1.06 .95 .87

3.69 2.68 2.08 1.69 1.42 1.22 1.08 .97 .90

5.86 3.77 2.75 2.13 1.74 1.46 1.26 1.12

5.86t 6.09 3.90 2.84 2.21 1.81 1.54
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Dn Cant Up Cant Safety Factor: 45% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 55-65°

Fleet Number: RTE019 through to RTE021 3FUT

Configuration: Rail +50..100mm Unlocked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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305
315 Stafford, ST16 3HS
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350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.15 1.77

2.19 1.83 1.53

2.19 1.87 1.57 1.32

2.19 1.86 1.60 1.36 1.14

2.59 2.16 1.86 1.61 1.38 1.17

2.56 2.15 1.83 1.60 1.40 1.19 1.01

3.05 2.51 2.11 1.83 1.59 1.41 1.20 1.02

2.99 2.46 2.08 1.80 1.58 1.40 1.20 1.02 .88

2.92 2.42 2.06 1.79 1.57 1.40 1.20 1.02 .88

2.88 2.39 2.04 1.77 1.56 1.40 1.20 1.02 .88

2.85 2.36 2.02 1.74 1.55 1.40 1.19 1.01 .87

3.52 2.83 2.34 2.00 1.75 1.54 1.37 1.18 1.01 .87 .75

4.72 3.53 2.78 2.34 2.01 1.75 1.54 1.35 1.15 .99 .86 .74

4.55 3.48 2.80 2.21 1.98 1.71 1.51 1.33 1.14 .97 .85

4.57d 4.47 3.40 2.74 2.28 1.95 1.69 1.48 1.30 1.11 .96 .83

5.16d 4.42 3.31 2.68 2.22 1.89 1.62 1.45 1.26 1.08 .94 .82

4.38 3.28 2.63 2.19 1.87 1.63 1.43 1.23 1.06 .92 .81

3.25 2.61 2.17 1.85 1.61 1.40 1.20 1.04 .91

6.63 4.34 3.25 2.59 2.15 1.84 1.59 1.36 1.17 1.02 .90

4.39 3.27 2.59 2.15 1.84 1.55 1.33 1.15 1.01

8.68d 4.45 3.29 2.62 2.16 1.80 1.52 1.31 1.14 1.00

6.98 4.54 3.38 2.62 2.13 1.77 1.50 1.30

8.01t 7.12 4.58 3.33 2.60 2.11 1.76

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.13 1.75

2.18 1.82 1.52

2.19 1.84 1.55 1.31

2.17 1.82 1.56 1.33 1.14

2.58 2.14 1.81 1.54 1.33 1.15

2.53 2.09 1.78 1.51 1.32 1.15 1.00

3.00 2.44 2.02 1.73 1.49 1.29 1.13 .99

2.91 2.33 1.95 1.67 1.45 1.26 1.11 .98 .87

2.85 2.22 1.87 1.61 1.40 1.23 1.09 .97 .86

2.77 2.16 1.78 1.54 1.35 1.20 1.06 .95 .85

2.67 2.09 1.73 1.48 1.31 1.16 1.04 .93 .84

3.43 2.57 2.03 1.63 1.43 1.26 1.13 1.01 .91 .82 .74

4.29d 3.27 2.47 1.95 1.59 1.43 1.23 1.11 .99 .89 .81 .74

3.55d 3.12 2.37 1.88 1.54 1.35 1.20 1.08 .97 .88 .80

3.68d 3.35d 3.00 2.29 1.83 1.52 1.33 1.18 1.06 .96 .87 .80

3.42d 3.68d 2.92 2.24 1.79 1.51 1.32 1.17 1.05 .95 .86 .79

3.38d 2.88 2.21 1.79 1.52 1.34 1.16 1.05 .94 .86 .79

2.87 2.22 1.80 1.53 1.32 1.16 1.04 .94 .86

2.88 2.23 1.82 1.53 1.33 1.17 1.05 .95 .87

2.91 2.26 1.84 1.55 1.34 1.18 1.06 .96

4.08 2.96 2.30 1.87 1.57 1.36 1.20 1.08 .99

6.49 4.16 3.02 2.35 1.92 1.62 1.39 1.24

5.73t 6.74 4.30 3.12 2.43 1.99 1.69
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Dn Cant Up Cant Safety Factor: 45% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 45-55°

Fleet Number: RTE019 through to RTE021 3EUT

Configuration: Rail +50..100mm Unlocked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.39 1.96

2.42 2.04 1.71

2.43 2.07 1.75 1.49

2.42 2.06 1.78 1.52 1.29

2.40 2.05 1.79 1.54 1.32

2.82 2.38 2.04 1.77 1.56 1.33 1.14

3.39 2.78 2.35 2.02 1.77 1.56 1.34 1.15

3.32 2.73 2.31 2.00 1.76 1.56 1.35 1.16 1.00

3.25 2.69 2.29 1.98 1.74 1.56 1.35 1.16 1.00

3.18 2.66 2.26 1.96 1.73 1.55 1.34 1.15 1.00

3.16 2.62 2.24 1.95 1.72 1.55 1.33 1.15 1.00 .87

3.93 3.13 2.62 2.23 1.93 1.72 1.53 1.32 1.14 .99 .86

4.78d 3.93 3.06 2.61 2.24 1.95 1.72 1.51 1.30 1.13 .98 .86

4.77d 3.91 3.15 2.62 2.23 1.93 1.68 1.49 1.28 1.11 .97 .85

4.46d 4.99 3.78 3.06 2.56 1.99 1.88 1.65 1.46 1.26 1.09 .95

5.01d 4.96 3.74 2.99 2.50 2.14 1.86 1.63 1.42 1.23 1.07 .94

4.95 3.70 2.96 2.46 2.10 1.81 1.61 1.39 1.21 1.06 .93

6.92d 3.68 2.92 2.44 2.08 1.81 1.57 1.36 1.18 1.04 .92

7.59 4.96 3.67 2.92 2.42 2.07 1.80 1.54 1.33 1.16 1.03

7.68 3.69 2.92 2.42 2.07 1.75 1.51 1.31 1.15

5.05 3.72 2.95 2.44 2.03 1.72 1.49 1.30 1.15

5.13 3.78 2.96 2.40 2.00 1.70 1.48

7.83t 8.15 5.16 3.76 2.93 2.38 1.99

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.37 1.96

2.41 2.02 1.70

2.43 2.03 1.73 1.47

2.40 2.03 1.73 1.50 1.28

2.38 2.01 1.72 1.50 1.30

2.80 2.34 1.97 1.70 1.47 1.29 1.13

3.33 2.71 2.26 1.92 1.66 1.46 1.28 1.13

3.24 2.59 2.18 1.87 1.62 1.42 1.26 1.12 .99

3.18 2.49 2.09 1.81 1.58 1.39 1.24 1.10 .98

3.10 2.44 2.00 1.75 1.53 1.36 1.21 1.08 .97

3.02 2.36 1.92 1.68 1.48 1.32 1.18 1.06 .96 .87

3.84 2.89 2.29 1.87 1.63 1.44 1.29 1.16 1.04 .94 .86

4.32d 3.69 2.79 2.22 1.81 1.58 1.40 1.26 1.13 1.03 .93 .85

3.62d 3.53 2.70 2.15 1.77 1.55 1.38 1.24 1.12 1.01 .92 .85

3.33d 3.35d 3.41 2.62 2.10 1.75 1.53 1.38 1.22 1.10 1.00 .92

3.43d 3.68d 3.33 2.57 2.06 1.74 1.52 1.34 1.20 1.09 .99 .91

3.35d 3.29 2.54 2.05 1.74 1.52 1.34 1.20 1.08 .99 .91

3.28 2.53 2.07 1.75 1.52 1.34 1.20 1.08 .99 .92

3.30 2.56 2.08 1.76 1.52 1.35 1.20 1.09 1.00

3.33 2.58 2.11 1.77 1.54 1.36 1.22 1.10

4.65 3.37 2.62 2.14 1.80 1.56 1.38 1.24 1.13

4.73 3.44 2.68 2.19 1.84 1.59 1.41

5.57t 7.67 4.86 3.54 2.76 2.26 1.91

-3

-3.5

0

-0.5

-1

-1.5

-2

-2.5

0.5

6

5.5

5

4.5

4

3.5

3

2.5

2

1.5

1

6.5

-0.5

-1

-1.5

-2

-2.5

-3

-3.5

Minimum Loads (t)
(m)

7.5

7

0

5.5

5

4.5

4

3.5

3

2.5

2

1.5

1

0.5

6

Dn Cant Up Cant Safety Factor: 45% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 35-45°

Fleet Number: RTE019 through to RTE021 3DUT

Configuration: Rail +50..100mm Unlocked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.

mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk


Rail-Ability Ltd RACD-10000609

325
335 Stafford, ST16 3HS

35 4
25 356
10

350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.85 2.37

2.89 2.44 2.06

2.89 2.47 2.11 1.80

2.87 2.45 2.13 1.83 1.58

2.86 2.44 2.13 1.86 1.60

3.35 2.82 2.44 2.13 1.87 1.62 1.41

3.98 3.30 2.79 2.42 2.12 1.88 1.63 1.42

3.94 3.22 2.77 2.39 2.11 1.87 1.63 1.42 1.24

3.87 3.21 2.69 2.36 2.09 1.86 1.64 1.42 1.24

3.83 3.18 2.71 2.34 2.08 1.86 1.63 1.42 1.24

3.81 3.15 2.69 2.32 2.07 1.87 1.62 1.41 1.24 1.09

4.74 3.78 3.13 2.68 2.34 2.07 1.84 1.60 1.40 1.23 1.08

4.29d 4.72 3.79 3.13 2.67 2.33 2.06 1.83 1.59 1.38 1.22 1.08

4.68d 4.66 3.73 2.99 2.67 2.32 2.04 1.80 1.57 1.37 1.21 1.07

4.29d 5.54d 4.61 3.71 3.07 2.63 2.26 2.00 1.78 1.54 1.35 1.19

5.00d 6.07 4.50 3.64 3.02 2.59 2.25 1.98 1.74 1.51 1.33 1.18

6.03 4.50 3.58 2.99 2.56 2.21 1.96 1.70 1.49 1.32 1.17

4.48 3.57 2.97 2.51 2.20 1.93 1.67 1.47 1.30 1.16

7.68t 4.48 3.55 2.95 2.52 2.19 1.89 1.64 1.45 1.29

8.00d 4.49 3.57 2.95 2.52 2.15 1.85 1.62 1.44 1.29

6.15 4.53 3.60 2.97 2.48 2.11 1.83 1.61 1.43

6.26 4.60 3.60 2.93 2.45 2.10 1.82

7.64t 9.97 6.31 4.59 3.58 2.92 2.45 2.10

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.83 2.35

2.89 2.42 2.05

2.88 2.44 2.08 1.79

2.86 2.42 2.09 1.81 1.57

2.82 2.41 2.08 1.81 1.59

3.32 2.77 2.37 2.05 1.79 1.58 1.39

3.95 3.23 2.71 2.32 2.01 1.77 1.57 1.39

3.87 3.11 2.64 2.27 1.97 1.74 1.54 1.38 1.23

3.82 3.02 2.54 2.20 1.93 1.70 1.52 1.36 1.22

3.73 2.96 2.45 2.14 1.88 1.67 1.49 1.34 1.21

3.65 2.90 2.37 2.07 1.83 1.63 1.47 1.32 1.20 1.09

4.65 3.54 2.83 2.33 2.02 1.79 1.60 1.44 1.30 1.18 1.08

4.29d 4.34d 3.43 2.74 2.26 1.97 1.75 1.57 1.42 1.29 1.17 1.07

3.56d 3.72d 3.33 2.68 2.22 1.94 1.72 1.55 1.40 1.27 1.16 1.07

3.33d 3.34d 3.45d 3.25 2.63 2.19 1.92 1.72 1.53 1.38 1.26 1.15

3.44d 3.33d 3.36d 3.20 2.59 2.18 1.90 1.69 1.52 1.37 1.25 1.15

3.35d 3.33d 3.18 2.58 2.18 1.90 1.68 1.52 1.37 1.25 1.15

3.33d 3.17 2.59 2.19 1.91 1.68 1.51 1.37 1.25 1.16

4.10 3.19 2.62 2.21 1.91 1.69 1.52 1.37 1.26

4.13 3.22 2.63 2.22 1.93 1.70 1.53 1.39 1.29

5.75 4.18 3.26 2.66 2.25 1.95 1.72 1.55 1.41

5.85 4.25 3.32 2.71 2.29 1.99 1.76

5.43t 9.30t 5.98 4.35 3.40 2.79 2.36 2.08
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Dn Cant Up Cant Safety Factor: 45% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 25-35°

Fleet Number: RTE019 through to RTE021 3CUT

Configuration: Rail +50..100mm Unlocked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

335
345 Stafford, ST16 3HS

25 4
15 356
10

350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.65 3.07

3.53s 3.14 2.68

3.42s 3.15 2.73 2.36

3.52s 3.14 2.74 2.39 2.08

3.64 3.12 2.74 2.41 2.11

3.97s 3.59 3.11 2.73 2.42 2.12 1.87

4.93d 4.18 3.57 3.08 2.71 2.41 2.13 1.88 1.65

5.03 4.16 3.54 3.07 2.70 2.40s 2.14 1.88 1.66

4.95 4.09 3.50 3.03 2.68 2.40s 2.14 1.88 1.67

4.91 4.08 3.48 3.02 2.67s 2.39s 2.13 1.88 1.66

4.85 4.03 3.46 2.99 2.65 2.39s 2.12 1.87 1.66 1.48

5.88d 4.87 4.03 3.45s 3.00s 2.66s 2.38 2.11 1.86 1.65 1.48

4.32d 6.05 4.83 4.03 3.44 2.99 2.64t 2.35 2.09 1.84 1.64 1.47

4.59d 6.01 4.78t 3.99 3.39 2.96 2.61 2.33 2.06 1.83 1.63 1.46

4.08d 5.46d 5.98 4.75 3.95 3.35 2.94 2.59 2.31 2.04 1.81 1.62

4.96d 6.64d 5.96 4.74 3.92 3.35 2.92 2.57 2.29 2.01 1.79 1.60

7.99 5.94 4.71 3.92 3.33 2.91 2.57 2.26 1.99 1.77 1.59

7.81d 5.89 4.70 3.89 3.33 2.89 2.55 2.23 1.97 1.76 1.59

9.51d 8.01 5.91 4.69 3.89 3.31 2.89 2.50 2.19 1.95 1.75

11.52d 8.04 5.92 4.69 3.89 3.31 2.85 2.47 2.17 1.94 1.74

12.12t 8.12 5.97 4.72 3.90 3.28 2.81 2.45 2.16 1.93

8.23 6.05 4.74 3.87 3.25 2.79 2.44 2.17

7.54t 12.93 8.31 6.04 4.72 3.86 3.24 2.80

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.37s 3.06

3.42s 2.82d 2.67

3.42s 2.93s 2.58d 2.34

3.51s 3.08s 2.52s 2.36 2.07

3.48s 2.98s 2.52s 2.36 2.09

3.97s 3.34s 2.88s 2.51s 2.28s 2.08 1.85

4.78s 3.91s 3.31s 2.85s 2.50s 2.21s 2.06 1.85 1.65

4.68s 3.86s 3.37s 2.82s 2.49s 2.20s 2.04 1.84 1.65

4.71s 3.79s 3.23s 2.80s 2.46s 2.20s 2.01 1.82 1.65

4.52s 3.75s 3.24 2.77s 2.45s 2.19s 1.99 1.80 1.63

4.48s 3.71s 3.16 2.76s 2.44s 2.01t 1.96 1.78 1.62 1.48

5.63s 4.67 3.77 3.12 2.70 2.40 1.77t 1.94 1.76 1.60 1.47

4.32d 4.35d 4.54 3.67 3.05 2.66 2.00t 1.85t 1.92 1.74 1.59 1.46

3.56d 3.77d 3.31t 2.90t 2.43t 2.46t 2.04t 1.96t 1.90 1.73 1.58 1.46

3.34d 3.34d 3.44d 3.63d 3.09t 2.64t 2.37t 2.27t 2.08 1.88 1.72 1.57

3.45d 3.33d 3.40d 3.48d 3.51 2.97 2.58t 2.30 2.07 1.87 1.71 1.57

3.36d 3.33d 3.42d 3.50 2.98 2.59 2.29 2.06 1.87 1.70 1.57

3.41d 3.64d 3.51 2.98 2.60 2.29 2.06 1.86 1.71 1.58

4.43d 4.31 3.54 3.01 2.60 2.30 2.07 1.87 1.72

5.55 4.34 3.56 3.02 2.62 2.31 2.08 1.89 1.74

7.70 5.60 4.38 3.59 3.04 2.64 2.34 2.10 1.91

7.79 5.67 4.45 3.64 3.08 2.67 2.37 2.16

5.34t 9.09t 7.95 5.78 4.53 3.72 3.16 2.76
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Dn Cant Up Cant Safety Factor: 45% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 15-25°

Fleet Number: RTE019 through to RTE021 3BUT

Configuration: Rail +50..100mm Unlocked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

335
5 Stafford, ST16 3HS

25 4
355 356

30
330 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

5.83s 4.85d

5.30s 5.42s 5.28d

5.13s 5.33s 5.31s 5.09t

5.38s 5.31s 5.30s 5.08s 4.61d

5.62s 5.46s 5.34s 5.06s 4.84t

6.11d 6.07s 5.53s 5.40s 5.11t 4.81t 4.54t

7.40d 7.22s 6.55s 6.15t 5.61t 5.18t 4.85t 4.61t

8.10s 8.16s 7.14s 6.39t 5.76t 5.29t 4.91t 4.63t 4.32t

7.76s 8.73s 7.69t 6.69t 5.96t 5.42t 5.00t 4.68t 4.45t

7.86s 8.84s 8.33t 7.08t 6.20t 5.59t 5.12t 4.76t 4.52t

8.98s 9.44s 9.06t 7.53t 6.50t 5.78t 5.26t 4.87t 4.60d 3.55d

9.13t 9.83d 10.06s 9.91s 8.06t 6.83t 6.01t 5.43t 4.99t 4.70t 4.12d

6.78d 9.31d 10.44s 10.49s 10.19s 8.58t 7.18t 6.25t 5.60t 5.13t 4.81t 4.24d

7.11d 10.03d 11.19t 11.06d 10.48s 9.15t 7.53t 6.51t 5.80t 5.28t 4.93t 3.84d

6.36d 8.39d 11.31d 12.44s 11.66s 10.78s 9.54s 7.91t 6.78t 6.00t 5.44t 5.06t

7.49d 10.16d 13.16t 13.51s 12.25s 11.01s 9.61s 8.29t 7.07t 6.22t 5.63t 5.16d

12.28d 15.57t 14.62s 12.82s 11.07s 9.64s 8.54s 7.35t 6.45t 5.83t 5.15t

11.82d 18.07s 15.38s 13.06s 11.11s 9.68s 8.58s 7.63t 6.69t 6.03t 4.38d

19.44d 15.91s 13.15s 11.20s 9.75s 8.64s 7.78s 6.94t 6.03t

11.81d 22.26d 20.28s 16.02s 13.27s 11.29s 9.85s 8.76s 7.81s 6.78s

12.24t 27.93s 20.61s 16.27s 13.48s 11.52s 9.98s 8.67s 7.39s 5.92s

28.55s 20.97s 16.51s 13.50s 11.29s 9.52s 7.92s

9.93t 19.09t 27.03s 19.74s 15.43s 12.41s 10.10s 8.14s

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.67d 4.64d

5.11s 4.57s 4.29d

5.13s 4.35s 3.98d 3.87d

5.09s 4.36s 3.76s 3.73d 3.68d

5.20s 4.33s 3.77s 3.92d 3.51d

6.09d 4.99s 4.42s 3.75s 3.50s 3.76d 3.43d

7.09s 5.83s 4.94s 4.37s 3.72s 3.30s 3.34d 3.35d

7.37s 5.74s 5.02s 4.22s 3.70s 3.29s 3.35d 3.31d 3.40d

6.81s 5.97s 4.81s 4.18s 3.69s 3.28s 3.61d 3.34d 3.42d

6.74s 5.74s 5.30s 4.14s 3.65s 3.28s 3.37d 3.32d 3.43d

6.66s 5.53s 4.87s 4.11s 3.64s 2.57t 3.47d 3.41d 3.47d 3.31d

8.30t 6.62s 5.83s 4.71s 4.10s 3.51t 2.84t 3.64t 3.58d 3.49d 3.47d

6.45d 6.63d 6.11t 5.82t 4.52t 3.66t 3.10t 2.77t 3.68d 3.59d 3.57d 3.52d

5.42d 5.55d 4.92t 5.40t 3.61t 3.28t 3.16t 3.03t 3.75d 3.67d 3.67d 3.45d

4.99d 5.01d 5.16d 5.45d 4.59t 6.84t 3.53t 3.26t 3.15t 3.99d 3.87d 3.83d

5.14d 4.98d 5.02d 5.30d 5.40t 4.55t 4.58t 3.54t 3.93t 4.29d 3.99d 3.79d

5.02d 4.98d 5.13d 5.87t 4.87t 4.25t 3.91t 4.67d 4.43d 4.35d 3.90d

5.04d 5.60d 6.75t 5.49t 4.77t 4.92t 5.21d 4.69d 4.33d 4.10d

6.74d 8.06d 8.18t 6.29t 5.45t 6.14d 5.62d 4.95d 4.60d

9.44d 10.28d 9.28t 7.38t 7.76d 6.72d 5.79d 5.20d

11.90d 12.51d 13.02s 10.59s 9.33s 8.35s 7.07d 6.13d 5.34d

15.74d 16.52s 13.01s 10.80s 9.08s 7.90s 7.01s

7.32t 13.23t 22.16d 16.90s 13.20s 10.85s 9.23s 8.14s
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Maximum Loads (t)
(m)

Safety Factor: 87%
RTE019 through to RTE021
Locked 01/06/2020

4aL

Rail-Ability Ltd, Tollgate Drive

Tel: 01785 214747
mail@railability.co.uk

Rated Lift Capacity Chart

Machine type:
Configuration:

Equipment:

Fleet Number:

RA310
Rail +100..150mm Locked
1.9 + 3.4 + 2.1

Floating Axle:

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

5
15 Stafford, ST16 3HS

355 4
345 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

5.45s

4.91s 5.10s

4.76s 4.86s 5.06s

4.74s 4.74s 4.88s 4.73

4.97s 4.71s 4.93s 4.75 4.20

5.47s 5.27s 5.13s 5.03s 4.73 4.23

5.93s 5.70s 5.47s 5.20s 4.71 4.25 3.77

7.73s 6.87s 6.29s 5.80s 5.22 4.68 4.25 3.78

7.85s 7.61 6.61 5.82 5.18 4.67 4.25 3.78

6.97s 8.12s 7.55 6.54 5.77 5.14 4.66 4.24 3.78 3.38

7.35s 8.77 7.47 6.50 5.74 5.14 4.64 4.23 3.77 3.37

9.23s 8.75 7.47 6.48 5.72 5.13 4.64 4.20 3.75 3.36

8.91t 9.96d 8.78 7.45 6.47 5.73 5.14 4.63 4.18 3.73 3.35

6.00d 9.50d 10.71 8.82 7.48 6.50 5.73 5.12 4.61 4.14 3.70 3.33

5.12d 7.50d 10.91d 10.69 8.80t 7.40 6.45 5.70 5.10 4.59 4.11 3.68 3.32

9.30d 12.87d 10.72 8.78 7.44 6.45 5.68 5.08 4.56 4.07 3.65

11.53d 13.69 10.73 8.77 7.44 6.41 5.68 5.08 4.52 4.03 3.62

13.75 10.76 8.79 7.44 6.44 5.70 5.06 4.47 4.00 3.61

13.77 10.79 8.85 7.36 6.48 5.68 4.99 4.43 3.98

13.83 10.83 8.90 7.54 6.48 5.62 4.95 4.41 3.97

13.94 10.90 8.96 7.49 6.41 5.58 4.92 4.40

19.90 14.19 10.97 8.88 7.44 6.37 5.57 4.92

17.62t 20.15 14.19 10.93 8.87 7.44 6.39

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.76d

4.48s 4.25d

4.76s 3.85s 3.87d

4.49s 3.87s 3.66d 3.79d

4.46s 3.86s 3.38s 3.62d 3.59d

5.15s 4.54s 3.95s 3.38s 3.52d 3.50d

5.08s 4.36s 3.80s 3.37s 3.46d 3.39d 3.42d

6.10s 5.00s 4.45s 3.77s 3.35s 3.44s 3.50d 3.32d

6.17s 5.49s 4.40s 3.74s 3.33s 3.35d 3.35d 3.30d

6.97s 5.93s 4.87s 4.22s 3.83s 3.32s 3.41d 3.49d 3.32d 3.37

6.90s 5.71s 4.83s 4.20s 3.71s 3.31s 3.38t 3.54d 3.35d 3.35

6.88s 5.84s 4.96s 4.18s 3.70s 3.13t 3.35t 3.58d 3.50d 3.33

6.63d 6.75d 5.67s 4.81s 4.18s 3.55t 2.88t 3.49t 3.70d 3.49d 3.32

5.38d 5.51d 5.70t 5.04t 4.33t 3.87t 3.21t 3.05t 3.80t 3.69d 3.59 3.30

5.12d 4.99d 5.12d 5.37d 5.24t 5.38t 3.91t 3.31t 3.16t 3.96d 3.85d 3.57 3.30

4.84d 5.00d 5.16d 5.46t 4.51t 3.95t 3.60t 3.66t 4.21d 3.88 3.56

5.11d 4.16d 5.09d 5.46d 5.68t 4.38t 3.97t 4.62t 4.24 3.87 3.56

4.45d 5.34d 7.50t 5.73t 4.90t 4.60t 4.68 4.24 3.88 3.58

6.07d 7.11d 8.21 6.89 5.63t 5.25 4.70 4.25 3.89

8.70d 9.58d 8.22 6.93 6.00 5.29 4.73 4.28 3.93

11.47d 10.19 8.30 6.98 6.04 5.33 4.76 4.33

14.33d 13.36 10.32 8.40 7.06 6.11 5.39 4.84

11.71t 19.30 13.62 10.52 8.55 7.20 6.24

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 4bL

Configuration: Rail +100..150mm Locked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

6

Dn Cant Up Cant Safety Factor: 90%

Maximum Loads (t)
(m)
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6.5

Sector: 345-355°
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Rail-Ability Ltd RACD-10000609

15
25 Stafford, ST16 3HS

345 4
335 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

5.16

4.78s 4.46

4.67s 4.49 3.88

4.66s 4.48 3.93 3.39

4.74s 4.47 3.92 3.43 2.97

5.34s 5.07 4.43 3.90 3.47 3.01

6.46s 5.85 5.02 4.38 3.88 3.47 3.03 2.64

6.82 5.74 4.96 4.35 3.86 3.46 3.04 2.65

6.74 5.69 4.92 4.31 3.83 3.45 3.04 2.66

6.62 5.62 4.86 4.26s 3.82 3.45 3.02 2.65 2.33

7.62s 6.59 5.58 4.82 4.26s 3.81s 3.46 3.01 2.64 2.32

7.98 6.54 5.55s 4.82s 4.25s 3.81s 3.42 2.99 2.62 2.31

8.70t 7.99 6.56 5.55 4.81s 4.26s 3.80 3.39 2.95 2.59 2.30

5.68d 9.25d 7.95t 6.35 5.55 4.80 4.23 3.76 3.35 2.92 2.58 2.28

5.07d 7.31d 10.00 7.89 6.45 5.50 4.76 4.19 3.73 3.29 2.88 2.55 2.27

9.14d 9.93 7.87 6.44 5.47 4.74 4.16 3.71 3.24 2.84 2.51

11.29d 9.92 7.81 6.41 5.44 4.71 4.14t 3.64 3.18 2.80 2.49

9.90 7.77 6.40 5.42 4.69 4.13 3.57 3.13 2.77 2.47

13.66d 9.93 7.78 6.36 5.21 4.67 4.04 3.51 3.09 2.74

16.02d 14.01 10.01 7.79 6.38 5.40 4.62 3.97 3.46 3.06 2.73

10.10 7.85 6.44 5.36 4.55 3.93 3.44 3.05

14.51 10.30 7.92 6.38 5.30 4.51 3.90 3.43

17.52t 14.73 10.31 7.90 6.34 5.28 4.51

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.68d

4.52s 4.17d

4.53s 3.88s 3.85

4.51s 3.89s 3.80s 3.37

4.47s 3.89s 3.40s 3.38 2.96

5.20s 4.57s 3.86s 3.40s 3.37 2.98

6.10s 5.26s 4.51s 3.93s 3.38s 3.33 2.96 2.63

6.48s 5.02s 4.32s 3.78s 3.37s 3.28s 2.93 2.62

6.04s 5.45 4.28s 3.76s 3.33s 3.20s 2.88 2.59

5.79s 4.90s 4.24s 3.73s 3.32s 3.17 2.85 2.57 2.32

6.96s 5.74s 4.87s 4.21s 3.71s 3.32s 3.11 2.80 2.54 2.30

6.95s 5.87s 4.84s 4.19s 3.70s 3.33s 3.05 2.76 2.51 2.28

6.62d 6.72d 5.70s 4.90 4.20s 3.71s 2.78t 3.00 2.72 2.48 2.26

5.39d 5.60d 5.80d 5.27t 4.52t 3.76t 3.09t 3.05t 2.97 2.69 2.46 2.25

5.01d 5.05d 5.10d 5.36d 5.29t 4.62t 3.63t 3.57t 3.24 2.93 2.66 2.44 2.24

4.28d 5.06d 5.15d 5.49d 4.70 4.08 3.60 3.22 2.91 2.64 2.42

5.05d 3.81d 5.07d 5.35d 4.70 4.08 3.59 3.20 2.89 2.64 2.42

4.01d 5.19d 5.62 4.73 4.11 3.59 3.20 2.90 2.64 2.44

5.96d 6.97d 5.66 4.75 4.10 3.60 3.22 2.91 2.66

8.28d 7.08 5.72 4.80 4.13 3.63 3.24 2.93 2.70

9.35 7.16 5.80 4.86 4.18 3.67 3.28 2.98

13.59 9.51 7.28 5.89 4.93 4.24 3.73 3.35

11.50t 13.98 9.74 7.46 6.04 5.05 4.37

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 4cL

Configuration: Rail +100..150mm Locked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

6

Dn Cant Up Cant Safety Factor: 90%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 335-345°
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Rail-Ability Ltd RACD-10000609

25
35 Stafford, ST16 3HS

335 4
325 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.27

4.36 3.66

4.35 3.74 3.16

4.34 3.73 3.23 2.75

4.31 3.72 3.25 2.79 2.39

4.98 4.25 3.69 3.24 2.82 2.42

5.87 4.91 4.19 3.64 3.21 2.84 2.44 2.10

5.70 4.80 4.13 3.61 3.20 2.85 2.45 2.11

5.62 4.66 4.08 3.57 3.18 2.85 2.45 2.12

5.52 4.68 4.04 3.55 3.16 2.84 2.45 2.11 1.83

6.64 5.47 4.63 4.02 3.51 3.15 2.82 2.42 2.10 1.82

6.60 5.46 4.60 4.00 3.52 3.15 2.80 2.40 2.08 1.81

8.48d 6.68 5.46 4.60 3.99 3.53 3.14 2.75 2.37 2.06 1.79

5.55d 8.43 6.62 5.47 4.60 3.99 3.50 3.10 2.70 2.34 2.03 1.77

7.05d 8.31 6.54 5.39 4.57 3.91 3.46 3.05 2.64 2.29 2.00 1.76

8.95d 8.22 6.47 5.31 4.45 3.90 3.41 3.02 2.59 2.25 1.97 1.74

11.07d 8.11 6.37 5.25 4.42 3.83 3.37 2.94 2.54 2.22 1.95

8.09 6.35 5.18 4.36 3.80 3.34 2.86 2.49 2.18 1.93

11.31 8.11 6.33 5.17 4.37 3.78 3.26 2.80 2.44 2.15

8.18 6.33 5.18 4.38 3.72 3.19 2.75 2.41 2.14

11.52t 11.67 8.24 6.40 5.22 4.34 3.65 3.14 2.73 2.40

11.94 8.43 6.46 5.18 4.28 3.61 3.11 2.72

17.40t 12.13 8.44 6.44 5.14 4.25 3.61 3.12

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.22

4.34 3.63

4.35 3.69 3.14

4.33 3.69 3.16 2.73

4.28 3.64 3.15 2.74 2.37

4.97 4.20 3.61 3.13 2.72 2.38

5.83 4.86 4.10 3.51 3.05 2.68 2.37 2.08

5.54 4.64 3.96 3.42 2.99 2.63 2.34 2.07

5.44 4.44 3.82 3.32 2.91 2.58 2.29 2.05

5.29 4.25 3.68 3.21 2.83 2.52 2.26 2.02 1.81

6.64 5.14 4.12 3.54 3.11 2.76 2.46 2.21 1.99 1.79

6.39 4.98 4.00 3.43 3.02 2.68 2.41 2.17 1.96 1.78

6.62d 6.14 4.80 3.89 3.31 2.93 2.62 2.36 2.13 1.93 1.76

5.27d 5.46d 5.77d 4.65 3.80 3.24 2.91 2.57 2.32 2.10 1.91 1.75

5.04d 5.10d 5.34d 4.53 3.70 3.21 2.86 2.53 2.28 2.07 1.89 1.74

3.97d 5.05d 5.14d 4.45 3.67 3.18 2.84 2.50 2.26 2.05 1.88 1.74

4.74d 3.46d 5.06d 4.40 3.68 3.17 2.79 2.50 2.25 2.05 1.88

3.82d 5.24d 4.43 3.72 3.19 2.79 2.49 2.25 2.05 1.89

5.79d 5.60 4.48 3.75 3.20 2.81 2.51 2.26 2.06

7.41 5.63 4.52 3.76 3.23 2.84 2.53 2.28 2.10

10.47d 7.53 5.72 4.58 3.82 3.28 2.88 2.56 2.33

11.03 7.66 5.83 4.67 3.89 3.34 2.94 2.63

11.08t 11.34 7.88 5.98 4.81 4.01 3.45 3.08

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 4dL

Configuration: Rail +100..150mm Locked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

6

Dn Cant Up Cant Safety Factor: 90%

Maximum Loads (t)
(m)

7.5
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6.5

Sector: 325-335°
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Rail-Ability Ltd RACD-10000609

35
45 Stafford, ST16 3HS

325 4
315 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.77

3.86 3.23

3.29 2.78

3.30 2.84 2.40

3.80 3.26 2.86 2.44 2.07

3.75 3.24 2.84 2.47 2.10

5.21 4.34 3.70 3.22 2.80 2.49 2.12 1.80

5.08 4.24 3.64 3.17 2.81 2.50 2.13 1.82

4.93 4.17 3.58 3.14 2.77 2.50 2.14 1.82 1.55

4.87 4.08 3.55 3.12 2.77 2.50 2.13 1.81 1.56

5.89 4.81 4.08 3.52 3.07 2.76 2.47 2.10 1.80 1.55

5.86 4.80 4.05 3.48 3.08 2.76 2.44 2.08 1.78 1.54

7.53 5.84 4.79 4.05 3.50 3.09 2.78 2.41 2.05 1.76 1.52

5.26d 7.53 5.84 4.76 4.03 3.51 3.11 2.72 2.35 2.01 1.74 1.50

6.88d 7.25 5.80 4.81 4.00 3.50 3.05 2.68 2.31 1.98 1.70 1.48

8.81d 7.23 5.70 4.66 3.87 3.41 2.98 2.62 2.24 1.93 1.68 1.47

9.97 7.11 5.59 4.58 3.89 3.36 2.93 2.55 2.19 1.89 1.65

9.57t 7.12 5.56 4.55 3.84 3.30 2.90 2.48 2.14 1.86 1.63

13.44d 7.14 5.51 4.51 3.81 3.29 2.83 2.41 2.09 1.82

15.39t 10.13 7.18 5.55 4.52 3.81 3.24 2.75 2.37 2.06 1.81

15.54d 7.26 5.58 4.58 3.77 3.17 2.70 2.34 2.05

10.51 7.41 5.66 4.53 3.72 3.13 2.68 2.33

17.45d 10.72 7.43 5.61 4.47 3.69 3.12 2.68

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.73

3.86 3.20

3.26 2.75

3.26 2.78 2.38

3.80 3.22 2.77 2.40 2.05

3.72 3.17 2.72 2.37 2.06

5.21 4.30 3.62 3.10 2.68 2.33 2.04 1.78

4.92 4.09 3.47 3.01 2.60 2.28 2.01 1.78

4.77 3.89 3.34 2.88 2.54 2.24 1.98 1.76 1.55

4.66 3.71 3.18 2.78 2.45 2.17 1.93 1.73 1.54

5.89 4.52 3.59 3.04 2.68 2.37 2.11 1.89 1.70 1.52

5.64 4.34 3.46 2.92 2.58 2.30 2.05 1.84 1.67 1.50

6.43d 5.37 4.17 3.33 2.82 2.51 2.23 2.01 1.80 1.63 1.48

5.26d 5.56d 5.14 4.02 3.24 2.77 2.44 2.18 1.96 1.78 1.61 1.47

2.53d 5.09d 4.95 3.89 3.15 2.72 2.40 2.15 1.93 1.74 1.59 1.46

3.69d 5.04d 4.82 3.80 3.11 2.69 2.37 2.11 1.91 1.73 1.58 1.46

4.44d 3.13d 4.77 3.75 3.12 2.70 2.38 2.11 1.89 1.72 1.58

3.42d 4.75 3.77 3.14 2.69 2.37 2.10 1.89 1.72 1.59

3.36d 4.81 3.84 3.17 2.73 2.37 2.11 1.90 1.74

6.43 4.84 3.87 3.21 2.75 2.40 2.13 1.93 1.77

6.52 4.92 3.93 3.26 2.79 2.44 2.17 1.97

9.64 6.64 5.03 4.01 3.33 2.85 2.50 2.24

11.03t 9.92 6.86 5.18 4.14 3.44 2.95 2.62

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 4eL

Configuration: Rail +100..150mm Locked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

6

Dn Cant Up Cant Safety Factor: 90%

Maximum Loads (t)
(m)

7.5
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Sector: 315-325°
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Rail-Ability Ltd RACD-10000609

45
55 Stafford, ST16 3HS

315 4
305 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.51

3.00

3.06 2.57

3.05 2.64 2.21

3.54 3.05 2.64 2.26 1.90

3.49 3.00 2.64 2.29 1.93

4.84 4.03 3.43 2.98 2.61 2.31 1.95 1.65

4.69 3.96 3.37 2.93 2.59 2.31 1.97 1.66

4.60 3.88 3.33 2.89 2.55 2.30 1.96 1.66 1.41

4.53 3.81 3.27 2.86 2.55 2.30 1.95 1.66 1.41

4.44 3.77 3.25 2.85 2.54 2.30 1.94 1.65 1.40

5.39 4.42 3.75 3.23 2.77 2.54 2.27 1.91 1.63 1.39

7.06 5.44 4.41 3.75 3.24 2.85 2.56 2.23 1.88 1.61 1.37

7.06 5.47 4.32 3.76 3.24 2.86 2.52 2.18 1.84 1.58 1.36

6.78d 6.82 5.39 4.34 3.66 3.24 2.82 2.46 2.13 1.81 1.55 1.34

8.70d 6.67 5.27 4.34 3.59 3.16 2.75 2.42 2.06 1.76 1.52 1.32

6.65 5.17 4.23 3.59 3.08 2.71 2.35 2.00 1.72 1.49

9.43d 6.57 5.13 4.20 3.54 3.05 2.67 2.27 1.95 1.69 1.47

13.36d 6.62 5.12 4.17 3.49 3.03 2.60 2.21 1.91 1.66 1.46

6.65 5.11 4.17 3.52 2.98 2.52 2.16 1.87 1.64

9.59 6.70 5.18 4.22 3.48 2.91 2.46 2.13 1.86

9.80 6.87 5.25 4.17 3.41 2.87 2.45 2.12

16.70 9.94 6.87 5.19 4.13 3.39 2.86 2.45

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.47

2.98

3.03 2.55

3.04 2.58 2.19

3.54 2.98 2.56 2.20 1.88

3.46 2.94 2.51 2.19 1.89

4.82 3.99 3.38 2.87 2.47 2.15 1.87 1.63

4.57 3.80 3.21 2.78 2.40 2.10 1.84 1.62

4.47 3.60 3.08 2.66 2.32 2.04 1.81 1.60 1.40

4.34 3.41 2.92 2.54 2.24 1.99 1.76 1.57 1.39

4.18 3.30 2.77 2.45 2.16 1.92 1.71 1.53 1.37

5.26 4.00 3.17 2.66 2.36 2.10 1.87 1.67 1.50 1.35

6.79d 4.97 3.84 3.05 2.56 2.29 2.03 1.81 1.63 1.47 1.33

5.44d 4.73 3.67 2.94 2.50 2.23 1.97 1.77 1.60 1.45 1.32

2.38d 5.08d 4.55 3.54 2.85 2.45 2.18 1.93 1.74 1.57 1.43 1.31

3.42d 2.20d 4.41 3.46 2.82 2.43 2.16 1.91 1.71 1.55 1.42 1.31

2.81d 4.35 3.41 2.82 2.43 2.12 1.89 1.70 1.55 1.42

3.24d 4.34 3.42 2.84 2.43 2.15 1.89 1.70 1.55 1.43

5.85 4.38 3.49 2.87 2.45 2.15 1.90 1.71 1.56 1.46

5.90 4.42 3.53 2.91 2.49 2.17 1.92 1.74 1.60

5.98 4.49 3.58 2.96 2.53 2.21 1.96 1.78

8.88 6.10 4.60 3.65 3.03 2.59 2.27 2.02

11.10t 9.16 6.28 4.74 3.78 3.13 2.68 2.37

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 4fL

Configuration: Rail +100..150mm Locked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

6

Dn Cant Up Cant Safety Factor: 90%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 305-315°
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Rail-Ability Ltd RACD-10000609

55
65 Stafford, ST16 3HS

305 4
295 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.36

2.87

2.92 2.46

2.92 2.52 2.10

2.89 2.52 2.15 1.80

3.35 2.87 2.51 2.18 1.83

3.86 3.29 2.83 2.49 2.20 1.85 1.55

4.45 3.78 3.21 2.80 2.46 2.19 1.87 1.57

4.41 3.70 3.17 2.77 2.44 2.18 1.86 1.57 1.32

4.30 3.64 3.13 2.74 2.42 2.18 1.85 1.57 1.33

4.26 3.59 3.09 2.69 2.41 2.18 1.84 1.56 1.32

5.18 4.24 3.53 3.08 2.70 2.41 2.17 1.81 1.54 1.31

6.74 5.08 4.23 3.54 3.08 2.69 2.43 2.12 1.78 1.51 1.29

6.76 5.22 4.24 3.58 3.08 2.71 2.40 2.06 1.75 1.49 1.27

6.63d 6.56 5.15 4.23 3.60 3.07 2.68 2.34 2.02 1.71 1.46 1.26

8.54d 6.44 5.01 4.15 3.49 3.01 2.61 2.29 1.95 1.66 1.43 1.24

6.35 4.95 4.06 3.38 2.95 2.57 2.24 1.89 1.62 1.40

6.32 4.90 4.00 3.37 2.90 2.54 2.16 1.84 1.59 1.38

8.86 6.31 4.86 3.97 3.11 2.88 2.46 2.10 1.80 1.55 1.37

9.02 6.34 4.86 3.94 3.34 2.83 2.39 2.04 1.76 1.54

6.40 4.93 4.02 3.32 2.75 2.34 2.01 1.75

9.33 6.57 5.00 3.96 3.24 2.71 2.31 2.00

15.89 9.47 6.57 4.96 3.92 3.22 2.70 2.32

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.32

2.84

2.90 2.43

2.88 2.46 2.08

2.86 2.43 2.09 1.79

3.32 2.79 2.40 2.08 1.79

3.80 3.20 2.72 2.36 2.03 1.77 1.54

4.37 3.63 3.08 2.63 2.27 1.99 1.74 1.53

4.26 3.41 2.92 2.52 2.21 1.93 1.70 1.50 1.32

4.16 3.27 2.79 2.41 2.13 1.88 1.66 1.48 1.31

3.99 3.14 2.63 2.31 2.04 1.81 1.61 1.44 1.29

5.00 3.83 3.04 2.51 2.22 1.97 1.76 1.57 1.41 1.27

6.49d 4.74 3.62 2.89 2.40 2.16 1.90 1.70 1.53 1.38 1.25

5.44d 4.51 3.48 2.79 2.34 2.09 1.85 1.66 1.50 1.36 1.23

2.05d 5.14d 4.31 3.34 2.68 2.30 2.04 1.81 1.63 1.47 1.34 1.22

3.09d 2.03d 4.19 3.26 2.64 2.28 2.03 1.79 1.60 1.45 1.32 1.22

2.64d 4.11 3.21 2.65 2.28 1.99 1.77 1.59 1.44 1.32

3.07d 4.10 3.23 2.66 2.27 1.99 1.77 1.59 1.45 1.33

2.98d 4.13 3.27 2.69 2.29 2.00 1.78 1.60 1.46 1.36

5.60 4.18 3.32 2.73 2.32 2.02 1.80 1.62 1.49

5.67 4.25 3.37 2.79 2.38 2.07 1.84 1.67

8.45 5.79 4.35 3.45 2.86 2.43 2.12 1.90

10.89t 8.69 5.97 4.48 3.57 2.95 2.52 2.22

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 4gL

Configuration: Rail +100..150mm Locked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

6

Dn Cant Up Cant Safety Factor: 90%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 295-305°
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Rail-Ability Ltd RACD-10000609

65
75 Stafford, ST16 3HS

295 4
285 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.22

2.75

2.80 2.35

2.78 2.40 2.00

2.79 2.41 2.05 1.71

3.20 2.74 2.39 2.09 1.74

3.70 3.15 2.70 2.37 2.10 1.77 1.48

4.32 3.61 3.07 2.68 2.35 2.09 1.78 1.49

4.19 3.54 3.03 2.64 2.32 2.08 1.78 1.49 1.25

4.13 3.43 2.99 2.61 2.30 2.08 1.77 1.49 1.25

4.06 3.40 2.96 2.56 2.30 2.09 1.75 1.48 1.24

4.96 4.02 3.41 2.90 2.57 2.29 2.05 1.72 1.45 1.23

6.47 4.97 4.01 3.40 2.94 2.58 2.32 2.03 1.69 1.44 1.22

6.43 4.95 4.06 3.38 2.95 2.60 2.30 1.97 1.66 1.40 1.20

6.61d 6.16 4.96 3.98 3.35 2.96 2.54 2.24 1.92 1.62 1.38 1.18

8.47 6.16 4.80 3.94 2.77 2.81 2.48 2.19 1.86 1.57 1.34 1.16

6.08 4.72 3.85 3.26 2.81 2.45 2.13 1.80 1.53 1.32

9.28t 6.03 4.66 3.80 3.21 2.76 2.41 2.06 1.74 1.49 1.29

6.00 4.65 3.77 3.18 2.74 2.35 1.99 1.70 1.46 1.28

6.05 4.66 3.78 3.18 2.70 2.28 1.93 1.66 1.45

6.10 4.70 3.83 3.15 2.62 2.22 1.90 1.65

8.92 6.25 4.76 3.77 3.08 2.58 2.19 1.89 1.66

15.10 9.04 6.25 4.71 3.73 3.06 2.56 2.19

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.19

2.72

2.77 2.32

2.78 2.34 1.98

2.74 2.33 2.00 1.70

3.18 2.68 2.30 1.98 1.70

3.66 3.07 2.60 2.24 1.94 1.69 1.46

4.21 3.47 2.95 2.50 2.18 1.89 1.66 1.44

4.11 3.28 2.79 2.41 2.10 1.84 1.61 1.42 1.24

3.95 3.09 2.64 2.30 2.01 1.77 1.57 1.39 1.23

3.81 2.97 2.50 2.19 1.93 1.71 1.52 1.36 1.21

4.80 3.62 2.85 2.36 2.09 1.86 1.66 1.48 1.33 1.19

6.32 4.52 3.47 2.73 2.37 2.01 1.79 1.60 1.44 1.30 1.17

5.53d 4.30 3.30 2.62 2.20 1.95 1.74 1.56 1.40 1.27 1.16

1.81d 5.06d 4.10 3.16 2.53 2.16 1.90 1.70 1.53 1.38 1.25 1.14

2.96d 1.86d 3.97 3.08 2.49 2.14 1.88 1.67 1.50 1.36 1.24 1.14

2.48d 3.90 3.02 2.50 2.13 1.87 1.66 1.49 1.35 1.24

2.85d 3.88 3.04 2.52 2.19 1.88 1.66 1.49 1.35 1.25

5.27 3.93 3.07 2.57 2.17 1.89 1.66 1.50 1.37 1.28

5.31 3.96 3.12 2.57 2.19 1.91 1.69 1.52 1.40

5.38 4.02 3.18 2.62 2.23 1.94 1.73 1.57

8.02 5.49 4.12 3.26 2.69 2.29 2.01 1.79 1.66

10.89t 8.25 5.66 4.25 3.38 2.79 2.37 2.09

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 4hL

Configuration: Rail +100..150mm Locked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

6

Dn Cant Up Cant Safety Factor: 90%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 285-295°
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Rail-Ability Ltd RACD-10000609

75
95 Stafford, ST16 3HS

285 4
265 356

20
340 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.22

2.74

2.80 2.35

2.79 2.41 2.00

2.76 2.41 2.05 1.71

3.19 2.75 2.39 2.09 1.74

3.69 3.14 2.71 2.37 2.10 1.77 1.47

4.25 3.57 3.08 2.66 2.35 2.08 1.78 1.49

4.21 3.53 3.02 2.63 2.32 2.07 1.78 1.49 1.25

4.09 3.47 2.98 2.59 2.30 2.07 1.78 1.49 1.25

4.07 3.43 2.89 2.58 2.29 2.08 1.76 1.47 1.24

4.89 4.04 3.38 2.93 2.57 2.29 2.07 1.73 1.46 1.23

6.49 4.97 4.02 3.38 2.93 2.53 2.31 2.02 1.70 1.43 1.21

6.45 4.91 3.96 3.40 2.93 2.57 2.29 1.98 1.66 1.41 1.19

6.54d 6.24 4.94 4.07 3.38 2.95 2.55 2.23 1.91 1.62 1.37 1.17

8.48 6.12 4.82 3.92 3.34 2.86 2.49 2.19 1.85 1.58 1.34 1.16

6.03 4.73 3.87 3.23 2.80 2.44 2.13 1.80 1.53 1.32

9.36t 6.04 4.67 3.80 3.21 2.76 2.41 2.05 1.74 1.49 1.29

10.05d 8.47 6.01 4.63 3.77 3.18 2.74 2.34 1.99 1.69 1.46 1.28

8.61 6.04 4.65 3.77 3.18 2.70 2.26 1.93 1.66 1.45

11.27d 6.12 4.70 3.81 3.15 2.61 2.21 1.90 1.64

12.10t 8.90 6.26 4.78 3.77 3.08 2.57 2.18 1.89 1.66

15.02 9.04 6.25 4.69 3.73 3.05 2.56 2.19

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.19

2.72

2.77 2.32

2.78 2.35 1.99

2.75 2.33 1.99 1.69

3.16 2.69 2.30 1.98 1.70

3.69 3.07 2.61 2.28 1.95 1.69 1.46

4.21 3.48 2.93 2.51 2.16 1.89 1.66 1.44

4.09 3.26 2.79 2.40 2.10 1.83 1.62 1.42 1.24

3.96 3.09 2.64 2.29 2.01 1.77 1.56 1.39 1.23

3.81 2.98 2.49 2.19 1.93 1.71 1.52 1.35 1.21

4.80 3.63 2.85 2.40 2.10 1.85 1.65 1.48 1.32 1.19

6.34 4.54 3.45 2.74 2.27 2.03 1.80 1.60 1.44 1.29 1.17

5.44d 4.29 3.29 2.63 2.20 1.97 1.74 1.56 1.41 1.27 1.15

1.72d 5.14d 4.09 3.16 2.52 2.16 1.93 1.69 1.53 1.38 1.25 1.14

3.01d 1.69d 3.97 3.07 2.49 2.13 1.91 1.68 1.51 1.36 1.24 1.14

2.48d 3.90 3.03 2.49 2.13 1.86 1.66 1.49 1.35 1.23

2.91d 3.88 3.04 2.50 2.13 1.86 1.65 1.49 1.35 1.24

2.77d 3.91 3.08 2.53 2.15 1.87 1.66 1.50 1.36 1.27

5.31 3.95 3.12 2.57 2.18 1.90 1.68 1.52 1.39

5.37 4.01 3.18 2.62 2.23 1.94 1.72 1.56

8.00 5.48 4.11 3.25 2.69 2.29 2.00 1.79 1.65

10.94t 8.20 5.63 4.24 3.36 2.78 2.37 2.09

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 4iL

Configuration: Rail +100..150mm Locked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

6

Dn Cant Up Cant Safety Factor: 90%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 265-285°
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Rail-Ability Ltd RACD-10000609

95
105 Stafford, ST16 3HS
265 4
255 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.34

2.85

2.90 2.44

2.89 2.50 2.09

2.87 2.50 2.14 1.79

3.31 2.85 2.49 2.17 1.82

3.82 3.25 2.81 2.46 2.18 1.84 1.55

4.49 3.73 3.19 2.78 2.44 2.17 1.85 1.56

4.36 3.67 3.15 2.74 2.41 2.16 1.86 1.56 1.31

4.25 3.61 3.09 2.69 2.39 2.16 1.85 1.56 1.31

4.22 3.56 3.00 2.69 2.38 2.16 1.83 1.55 1.30

5.06 4.19 3.50 3.05 2.67 2.39 2.15 1.81 1.52 1.29

6.74 5.17 4.18 3.51 3.05 2.68 2.40 2.11 1.77 1.50 1.28

6.70 5.17 4.13 3.53 3.05 2.70 2.38 2.06 1.73 1.48 1.26

6.54d 6.49 5.13 4.24 3.53 3.06 2.66 2.32 1.99 1.69 1.44 1.24

8.49d 6.37 5.01 4.07 3.47 2.98 2.60 2.28 1.94 1.65 1.41 1.22

6.28 4.93 4.03 3.35 2.92 2.54 2.22 1.88 1.61 1.39

9.36t 6.27 4.86 3.97 3.33 2.87 2.52 2.14 1.82 1.57 1.36

10.14d 8.82 6.26 4.84 3.93 3.31 2.85 2.44 2.07 1.78 1.54 1.35

10.89t 8.87 6.29 4.84 3.93 3.29 2.80 2.37 2.02 1.75 1.52

6.34 4.89 3.97 3.28 2.73 2.31 1.99 1.73

9.20 6.46 4.97 3.93 3.21 2.69 2.29 1.98 1.74

15.37t 9.31 6.50 4.88 3.88 3.18 2.67 2.29

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.30

2.82

2.88 2.41

2.89 2.44 2.07

2.85 2.42 2.08 1.77

3.28 2.79 2.40 2.07 1.78

3.82 3.20 2.71 2.35 2.03 1.76 1.52

4.39 3.61 3.05 2.62 2.25 1.98 1.73 1.51

4.27 3.40 2.91 2.50 2.19 1.91 1.69 1.49 1.30

4.12 3.24 2.76 2.39 2.11 1.86 1.64 1.46 1.29

3.97 3.12 2.60 2.30 2.02 1.80 1.60 1.42 1.27

5.00 3.79 2.98 2.48 2.20 1.95 1.73 1.55 1.39 1.25

6.45d 4.76 3.61 2.87 2.38 2.14 1.89 1.69 1.51 1.36 1.23

5.44d 4.48 3.45 2.76 2.32 2.07 1.83 1.64 1.48 1.34 1.22

1.72d 5.14d 4.29 3.32 2.65 2.27 2.03 1.79 1.61 1.45 1.32 1.20

2.85d 1.69d 4.16 3.23 2.62 2.25 2.02 1.76 1.59 1.44 1.30 1.20

2.53d 4.09 3.19 2.62 2.24 1.96 1.75 1.57 1.42 1.30

2.91d 4.07 3.19 2.63 2.25 1.96 1.74 1.57 1.42 1.31

2.77d 4.10 3.23 2.66 2.27 1.97 1.75 1.58 1.44 1.34

5.55 4.14 3.28 2.70 2.30 2.00 1.78 1.60 1.47

5.61 4.20 3.33 2.76 2.34 2.04 1.81 1.65

8.30 5.71 4.29 3.40 2.82 2.40 2.10 1.87 1.73

11.06t 8.50 5.88 4.42 3.52 2.91 2.48 2.19

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 4jL

Configuration: Rail +100..150mm Locked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

6

Dn Cant Up Cant Safety Factor: 90%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 255-265°
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Rail-Ability Ltd RACD-10000609

105
115 Stafford, ST16 3HS
255 4
245 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.80

3.26

3.31 2.81

3.32 2.87 2.42

3.29 2.86 2.47 2.08

3.78 3.25 2.84 2.50 2.12

4.37 3.73 3.23 2.81 2.51 2.14 1.82

5.05 4.27 3.66 3.18 2.80 2.50 2.15 1.84

4.96 4.20 3.58 3.14 2.78 2.49 2.15 1.84 1.57

4.91 4.14 3.57 3.11 2.76 2.48 2.14 1.83 1.57

4.86 4.09 3.52 3.08 2.75 2.49 2.12 1.82 1.56

5.94 4.83 4.05 3.51 3.08 2.75 2.48 2.11 1.81 1.55

7.63d 5.94 4.81 4.05 3.51 3.07 2.77 2.44 2.08 1.78 1.53

7.69 5.88 4.72 4.06 3.52 3.09 2.75 2.38 2.03 1.75 1.51

6.55d 7.46 5.91 4.72 4.03 3.53 3.05 2.69 2.33 1.99 1.72 1.50

8.50d 7.30 5.77 4.72 4.00 3.41 3.00 2.65 2.27 1.95 1.69 1.48

7.24 5.67 4.63 3.91 3.38 2.95 2.58 2.20 1.90 1.66

7.25 5.61 4.57 3.87 3.33 2.92 2.51 2.15 1.86 1.64

7.24 5.57 4.56 3.76 3.31 2.84 2.43 2.10 1.84 1.62

10.26 7.26 5.57 4.54 3.84 3.27 2.77 2.38 2.07 1.82

7.31 5.34 4.59 3.81 3.19 2.72 2.34 2.05

10.53 7.44 5.69 4.53 3.74 3.14 2.69 2.33 2.06

17.30 10.66 7.43 5.64 4.51 3.71 3.13 2.69

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.77

3.23

3.30 2.78

3.28 2.81 2.40

3.26 2.79 2.41 2.07

3.76 3.19 2.75 2.39 2.08

4.34 3.64 3.15 2.69 2.35 2.06 1.80

4.98 4.16 3.51 3.01 2.62 2.30 2.03 1.79

4.89 3.93 3.36 2.91 2.55 2.25 1.99 1.76 1.56

4.76 3.77 3.21 2.80 2.46 2.19 1.94 1.74 1.55

4.60 3.64 3.08 2.69 2.38 2.12 1.90 1.70 1.53

5.77 4.42 3.52 2.96 2.59 2.32 2.07 1.86 1.67 1.51

6.47d 5.51 4.24 3.38 2.84 2.52 2.24 2.01 1.81 1.64 1.49

5.45d 5.24 4.07 3.28 2.77 2.46 2.19 1.97 1.78 1.61 1.47

2.12d 5.06d 5.05 3.94 3.18 2.75 2.41 2.15 1.94 1.75 1.59 1.46

3.01d 1.93d 4.92 3.85 3.14 2.71 2.40 2.13 1.91 1.73 1.58 1.46

2.48d 4.84 3.80 3.14 2.71 2.37 2.10 1.90 1.72 1.58

2.91d 4.82 3.82 3.17 2.70 2.36 2.11 1.89 1.73 1.59

6.24d 4.86 3.85 3.19 2.74 2.39 2.11 1.90 1.74 1.62

6.51 4.89 3.89 3.22 2.76 2.41 2.13 1.93 1.77

6.57 4.95 3.95 3.28 2.80 2.45 2.18 1.97

9.62 6.67 5.04 4.02 3.34 2.86 2.50 2.24 2.06

11.11t 9.84 6.82 5.18 4.13 3.43 2.94 2.59

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 4kL

Configuration: Rail +100..150mm Locked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

6

Dn Cant Up Cant Safety Factor: 90%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 245-255°
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Rail-Ability Ltd RACD-10000609

115
125 Stafford, ST16 3HS
245 4
235 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.06

3.48

3.53 3.00

3.54 3.06 2.60

3.51 3.06 2.64 2.24

4.02 3.47 3.04 2.67 2.28

4.64 3.97 3.45 3.02 2.69 2.30 1.97

5.48 4.57 3.92 3.40 2.99 2.68 2.31 1.98

5.35 4.49 3.86 3.36 2.98 2.67 2.32 1.98 1.70

5.25 4.43 3.81 3.33 2.96 2.67 2.30 1.98 1.70

5.17 4.38 3.71 3.31 2.95 2.68 2.29 1.96 1.69

6.34 5.14 4.36 3.76 3.30 2.95 2.65 2.27 1.95 1.68

7.82d 6.31 5.12 4.35 3.74 3.31 2.97 2.60 2.23 1.93 1.67

8.15 6.29 5.18 4.37 3.75 3.33 2.93 2.56 2.19 1.89 1.65

6.63d 7.91 6.31 5.13 4.36 3.75 3.28 2.89 2.50 2.15 1.86 1.63

8.53d 7.89 6.15 5.07 4.23 3.68 3.22 2.84 2.44 2.11 1.84 1.61

7.79 6.04 4.96 4.20 3.55 3.16 2.77 2.38 2.06 1.81

7.71 6.02 4.91 4.12 3.54 3.13 2.70 2.33 2.02 1.79

13.05d 7.69 5.99 4.88 4.11 3.55 3.06 2.62 2.27 2.00 1.77

15.38d 7.73 5.99 4.88 4.11 3.51 2.98 2.57 2.25 1.98

11.31d 15.59t 7.81 6.02 4.92 4.07 3.42 2.93 2.54 2.23

11.13 7.93 6.10 4.87 4.01 3.38 2.89 2.52

17.65t 11.32 7.93 6.03 4.81 3.98 3.37 2.90

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.02

3.46

3.50 2.98

3.50 3.00 2.57

3.47 2.99 2.58 2.23

4.00 3.41 2.94 2.57 2.23

4.64 3.88 3.35 2.89 2.53 2.22 1.95

5.34 4.43 3.75 3.25 2.82 2.48 2.19 1.94

5.21 4.22 3.62 3.13 2.74 2.41 2.15 1.91 1.69

5.09 4.04 3.46 3.02 2.65 2.36 2.10 1.88 1.68

4.91 3.95 3.30 2.92 2.58 2.30 2.06 1.85 1.66

6.17 4.75 3.79 3.18 2.83 2.50 2.24 2.01 1.82 1.64

6.63d 5.89 4.58 3.67 3.08 2.73 2.45 2.19 1.97 1.79 1.62

5.55d 5.64 4.40 3.55 3.02 2.67 2.40 2.15 1.94 1.76 1.61

2.05d 5.07d 5.30d 4.26 3.47 2.97 2.66 2.34 2.11 1.91 1.74 1.60

3.14d 2.10d 5.18d 4.18 3.41 2.95 2.59 2.31 2.09 1.90 1.73 1.60

2.69d 5.03d 4.12 3.42 2.94 2.59 2.30 2.07 1.88 1.73

2.92d 5.01d 4.13 3.44 2.96 2.58 2.30 2.07 1.88 1.73

3.00d 5.24 4.22 3.47 2.97 2.59 2.30 2.08 1.90 1.77

6.99 5.28 4.23 3.51 3.00 2.62 2.33 2.10 1.93

7.05 5.34 4.28 3.55 3.04 2.66 2.37 2.15

10.26 7.16 5.43 4.34 3.61 3.10 2.71 2.43

11.22t 10.48 7.33 5.57 4.46 3.71 3.18 2.81

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 4lL

Configuration: Rail +100..150mm Locked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

6

Dn Cant Up Cant Safety Factor: 90%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 235-245°
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Rail-Ability Ltd RACD-10000609

125
135 Stafford, ST16 3HS
235 4
225 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.30

3.69

3.74 3.18

3.74 3.24 2.76

4.33 3.70 3.25 2.81 2.39

4.27 3.69 3.23 2.84 2.43

4.92 4.21 3.64 3.22 2.86 2.45 2.10

5.79 4.83 4.15 3.62 3.19 2.85 2.46 2.12

5.65 4.75 4.08 3.58 3.16 2.84 2.46 2.12 1.83

5.57 4.68 4.05 3.55 3.14 2.84 2.44 2.12 1.83

5.51 4.62 3.94 3.51 3.14 2.84 2.43 2.10 1.82

6.72 5.48 4.62 3.98 3.51 3.13 2.80 2.42 2.08 1.81

8.17d 6.63 5.47 4.61 3.97 3.47 3.14 2.77 2.37 2.06 1.80

8.57 6.71 5.42 4.61 4.00 3.51 3.11 2.71 2.34 2.02 1.77

6.65d 8.47 6.63 5.40t 4.57 3.93 3.46 3.07 2.66 2.29 2.00 1.76

8.58d 8.33 6.52 5.33 4.53 3.85 3.41 3.02 2.59 2.25 1.97 1.74

10.73d 8.19 6.42 5.23 4.46 3.82 3.36 2.95 2.54 2.21 1.94

9.63d 8.17 6.35 5.19 4.36 3.76 3.33 2.87 2.48 2.17 1.92

8.15 6.34 5.16 4.37 3.78 3.25 2.80 2.44 2.15 1.91

11.48 8.18 6.35 5.17 4.37 3.74 3.17 2.75 2.41 2.13

8.25 6.39 5.21 4.33 3.65 3.12 2.71 2.39

12.45t 11.78 8.39 6.46 5.16 4.26 3.61 3.09 2.71

17.79t 11.89 8.37 6.38 5.11 4.23 3.59 3.10

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.26

3.65

3.72 3.16

3.70 3.18 2.74

4.33 3.68 3.16 2.75 2.38

4.22 3.60 3.13 2.72 2.39

4.89 4.11 3.53 3.09 2.69 2.37 2.09

5.64 4.71 3.99 3.43 3.01 2.63 2.34 2.07

5.50 4.48 3.83 3.34 2.92 2.59 2.30 2.04 1.82

5.40 4.30 3.68 3.23 2.84 2.52 2.25 2.02 1.81

5.22 4.16 3.54 3.11 2.76 2.46 2.21 1.99 1.79

6.55 5.02 4.04 3.41 3.01 2.68 2.40 2.17 1.96 1.77

6.80d 6.27 4.87 3.92 3.40 2.93 2.63 2.35 2.12 1.93 1.75

5.47d 5.77d 4.68 3.80 3.24 2.87 2.58 2.31 2.09 1.90 1.74

2.21d 5.08d 5.30d 4.56 3.72 3.19 2.82 2.52 2.28 2.06 1.88 1.72

3.27d 2.27d 5.11d 4.48 3.68 3.17 2.79 2.49 2.25 2.04 1.87 1.72

4.06d 2.86d 5.03d 4.42 3.68 3.16 2.79 2.48 2.23 2.03 1.86

3.31d 5.16d 4.44 3.70 3.20 2.78 2.49 2.23 2.03 1.87

3.10d 5.60 4.46 3.74 3.19 2.79 2.48 2.24 2.05 1.91

7.43 5.63 4.51 3.77 3.22 2.82 2.51 2.27 2.08

7.49 5.69 4.57 3.81 3.26 2.85 2.54 2.31

10.85 7.60 5.78 4.65 3.88 3.32 2.92 2.61

11.37t 11.06 7.76 5.93 4.77 3.98 3.41 3.02

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 4mL

Configuration: Rail +100..150mm Locked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

6

Dn Cant Up Cant Safety Factor: 90%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 225-235°
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Rail-Ability Ltd RACD-10000609

135
145 Stafford, ST16 3HS
225 4
215 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.89

4.20

4.23 3.64

4.23 3.69 3.17

4.55s 4.20 3.68 3.22 2.77

4.80 4.18 3.67 3.25 2.80

5.56 4.75 4.13 3.64 3.25 2.82 2.45

6.49 5.44 4.69 4.08 3.62 3.23 2.83 2.46

6.37 5.39 4.58s 4.04 3.59 3.22 2.83 2.46 2.15

6.29 5.31 4.58 4.01 3.57 3.22 2.82 2.46 2.15

6.21 5.24 4.55 3.96s 3.56 3.23 2.81 2.45 2.14

7.48 6.20 5.24 4.51 3.94 3.55 3.21t 2.78 2.43 2.12

8.56d 7.59 6.19 5.20 4.51 3.98 3.56 3.16 2.74 2.40 2.11

9.06t 7.56 6.20 5.22 4.53 3.96 3.51 3.12 2.71 2.37 2.10

6.82d 9.56 7.45 6.12 5.10 4.45 3.92 3.48t 3.06 2.67 2.34 2.07

8.75d 9.37 7.41 6.06 4.99t 4.43 3.89 3.46 3.00 2.61 2.32 2.06

10.92d 9.38 7.35 6.04 5.10 4.37 3.87 3.39 2.94 2.58 2.29

9.27 7.28 5.95 5.00 4.36 3.83 3.32 2.89 2.55 2.26

13.43d 9.29 7.25 5.94 4.82 4.34 3.75 3.25 2.85 2.52

11.20d 16.05d 9.30 7.26 5.93 5.02 4.29 3.68 3.20 2.82 2.50

13.12 9.40 7.30 5.98 4.98 4.20 3.63 3.17 2.80

13.36 9.51 7.33 5.90 4.91 4.16 3.59 3.15

18.05t 13.46 9.53 7.30 5.87 4.88 4.15 3.61

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.78d

4.17

3.94s 3.61

3.96s 3.43s 3.15

4.55s 4.04s 3.44s 3.16 2.75

4.48s 3.89s 3.43s 3.14 2.76

5.34s 4.43s 3.97s 3.40s 3.10 2.74 2.43

6.08s 5.10s 4.38s 3.82s 3.45 3.03s 2.71 2.42

5.96s 5.02s 4.32s 3.79s 3.36s 2.99 2.67 2.40 2.14

5.88s 4.94 4.25 3.72 3.29 2.93 2.63 2.36 2.13

5.82s 4.84 4.12 3.63 3.21 2.86 2.58 2.33 2.11

7.41 5.78 4.70 3.98 3.54 3.13 2.81 2.54 2.30 2.09

6.51d 6.90d 5.62 4.57 3.89 3.43 2.89t 2.76 2.50 2.27 2.07

5.48d 5.78d 5.44 4.45 3.81 3.35t 3.02 2.71 2.46 2.25 2.06

2.53d 5.17d 5.33d 5.33 4.13t 3.77 3.36 2.97 2.68 2.44 2.23 2.05

3.60d 4.98d 5.12d 5.22 4.33 3.74 3.34 2.95 2.66 2.42 2.22 2.05

4.35d 3.04d 5.12d 5.18 4.33 3.73 3.28 2.93 2.65 2.41 2.21

3.49d 5.03d 5.19 4.36 3.75 3.28 2.93 2.64 2.41 2.22

3.35d 6.49 5.22 4.39 3.75 3.31 2.94 2.66 2.43

7.84d 6.54 5.27 4.42 3.78 3.33 2.96 2.68 2.46

10.32d 8.64 6.60 5.33 4.46 3.83 3.36 3.00 2.72

12.41 8.74 6.71 5.40 4.52 3.89 3.42 3.06

11.68t 12.65 8.93 6.84 5.52 4.63 3.98 3.53

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 4nL

Configuration: Rail +100..150mm Locked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

6

Dn Cant Up Cant Safety Factor: 90%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 215-225°
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Rail-Ability Ltd RACD-10000609

145
155 Stafford, ST16 3HS
215 4
205 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

5.19s

4.60s 4.91s

4.63s 4.56

4.58s 4.63s 4.56 4.00

4.66s 4.70s 4.54 4.04 3.52

5.26s 4.87s 4.74s 4.52s 4.04 3.56

6.39s 5.89s 4.93s 5.06 4.49 4.02 3.57 3.14

7.52s 6.67s 5.74s 5.01 4.46 4.00 3.58 3.16

7.37s 6.58s 5.68s 4.99 4.43 3.99 3.58 3.15 2.79

7.66 6.51 5.61 4.94 4.35 3.97 3.57 3.15 2.79

7.10s 7.60 6.46 5.58 4.92 4.39 3.96 3.56 3.14 2.78

8.75s 7.60 6.42 5.55 4.90 4.35 3.97 3.53 3.11 2.77

8.53t 9.24 7.57 6.39 5.54 4.89 4.39 3.94 3.49 3.09 2.76

5.29d 9.35t 9.25 7.58 6.39 5.54 4.89 4.36 3.91t 3.45 3.07 2.74

6.92d 10.54d 9.17 7.53 6.39 5.53 4.85t 4.33 3.88 3.42 3.04 2.72

8.88d 11.78 9.18 7.52 6.01 5.46 4.82t 4.31 3.82 3.37 3.00 2.70

11.01d 11.60 9.16 7.48 6.32 5.45 4.81 4.30 3.77 3.33 2.98

11.62 9.12 7.49 6.32 5.47t 4.81 4.22 3.71 3.30 2.96

11.64 9.11 7.47 6.32 5.48 4.76 4.15 3.67 3.27

16.21 11.68 9.09 7.46 6.32 5.42 4.69 4.10 3.63 3.26

12.08d 16.45d 11.74 9.16 7.51 6.27 5.35 4.64 4.07 3.62

16.48 11.88 9.20 7.45 6.22 5.30 4.61 4.07

18.23d 16.69 11.90 9.17 7.41 6.19 5.29 4.62

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.74d

4.59s 4.19d

3.94s 4.03d

4.58s 3.94s 3.63s 3.78d

4.55s 3.93s 3.43s 3.51d 3.51

5.25s 4.48s 3.90s 3.43s 3.56s 3.42d

6.19s 5.19s 4.42s 3.85s 3.40s 3.30s 3.35d 3.13

6.07s 5.08s 4.37s 3.82s 3.38s 3.12s 3.35d 3.11

5.96s 5.00s 4.32s 3.78s 3.35s 3.03s 3.30d 3.09 2.79

5.87s 5.39s 4.27s 3.88s 3.34s 3.12s 3.38 3.06 2.77

7.10s 5.80s 4.90s 4.73s 3.73s 3.33s 3.31t 3.34 3.03 2.76

7.06s 5.79s 4.88s 4.48s 3.73s 3.33s 3.21t 3.30 2.99 2.74

6.84d 6.77d 6.10s 4.86s 4.21s 3.73s 2.89t 3.34t 3.26 2.96 2.72

5.29d 5.49d 5.80d 6.29d 4.95t 4.14t 3.22t 3.04t 3.54 3.22 2.94 2.70

4.98d 5.10d 5.43d 5.74d 4.11t 4.08t 3.32t 3.14t 3.51 3.19 2.92 2.69

4.07d 4.99d 5.14d 5.51t 4.56t 4.88t 3.74t 3.42t 3.48 3.18 2.91 2.69

4.65d 3.36d 5.13d 5.33d 5.11t 4.39t 3.97t 3.84 3.47 3.16 2.91

3.68d 5.04d 6.72 5.65 4.87 4.30 3.85 3.47 3.16 2.92

6.88d 6.85d 6.75 5.68 4.91 4.31 3.85 3.48 3.18

7.99d 8.38 6.79 5.71 4.93 4.33 3.87 3.50 3.22

10.87d 8.46 6.85 5.76 4.97 4.37 3.91 3.55

13.60d 11.10 8.55 6.94 5.84 5.03 4.43 3.97

12.06t 15.85 11.26 8.70 7.06 5.94 5.13 4.56

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 4oL

Configuration: Rail +100..150mm Locked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

6

Dn Cant Up Cant Safety Factor: 90%

Maximum Loads (t)
(m)
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Rail-Ability Ltd RACD-10000609

155
225 Stafford, ST16 3HS
205 4
135 356

70
290 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

6.08s 6.02s

5.64s 5.66s 5.02d

5.37s 5.49s 5.41t 4.90d

5.60s 5.54s 5.32s 5.08t 4.24d

5.75d 5.84s 5.32s 5.38t 5.05t 4.80t

6.15d 6.02s 5.85s 5.44t 5.08t 4.79t 4.50t

7.37d 7.32d 6.77s 6.11t 5.56t 5.15t 4.81t 4.58t

8.50s 8.20t 7.12t 6.32t 5.71t 5.24t 4.87t 4.61t 4.28d

8.05s 8.85t 7.56t 6.61t 5.90t 5.37t 4.96t 4.65t 4.40t

8.08s 9.13s 8.20t 6.96t 6.13t 5.53t 5.07t 4.73t 4.49t

9.13s 9.64s 8.73t 7.40t 6.41t 5.72t 5.21t 4.83t 4.57t

9.33t 10.17s 10.26s 9.73t 7.89t 6.72t 5.94t 5.37t 4.94t 4.66t 3.38d

7.56t 9.42t 10.70d 10.61d 10.23s 8.43t 7.07t 6.17t 5.54t 5.08t 4.77t 3.59d

7.43d 9.97d 11.36d 11.13s 10.48s 8.93t 7.40t 6.42t 5.73t 5.22t 4.88t

6.85d 8.55d 11.32t 12.46d 11.63s 10.67s 9.42s 7.75t 6.68t 5.92t 5.39t 5.00t

8.16d 10.34d 13.09t 13.47s 12.28s 10.86s 9.47s 8.12t 6.95t 6.13t 5.56t 5.08t

12.30d 15.31d 14.47s 12.67d 10.89s 9.51s 8.43s 7.21t 6.35t 5.77t 5.02t

15.21d 17.81d 15.20s 12.81s 10.94s 9.55s 8.47s 7.48t 6.58t 5.93t

18.57d 19.02s 15.51s 12.87s 11.00s 9.60s 8.53s 7.67t 6.84t 5.88t

23.05d 19.56s 15.60s 12.97s 11.09s 9.71s 8.64t 7.67s 6.59s

20.73t 26.43s 19.79s 15.79s 13.18s 11.29s 9.78s 8.47s 7.18s 5.65s

20.59t 26.57s 20.03s 15.92s 13.09s 10.98s 9.20s 7.61s

12.56t 21.72d 24.93s 18.63s 14.65s 11.87s 9.68s

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

6.07s 4.72d

5.07s 4.22d 4.26d

5.21s 4.32s 3.86d 3.88d

5.05s 4.32s 3.71d 3.65d 3.69d

5.75d 5.02s 4.31s 3.73s 3.62d 3.59d

6.08s 4.96s 4.38s 3.73s 3.75s 3.52d 3.47d

7.05s 5.81s 4.90s 4.23s 3.81s 3.39s 3.38d 3.39d

6.92s 5.69s 4.84s 4.31s 3.68s 3.27s 3.38d 3.31d 3.40d

6.77s 5.63s 4.94s 4.14s 3.65s 3.26s 3.30d 3.34d 3.38d

6.69s 5.54s 4.75s 4.37s 3.64s 2.77t 3.71d 3.32d 3.38d

6.78s 5.48s 4.70s 4.09s 3.62s 2.74t 3.41d 3.44d 3.38d

8.15t 6.74s 5.61s 4.80s 4.19s 3.48t 2.64t 3.68d 3.43d 3.43d 3.33d

6.51d 6.53d 5.80t 5.04t 4.56t 3.40t 2.96t 2.76t 3.76d 3.67d 3.51d 3.38d

5.35d 5.60d 4.81t 4.04t 3.72t 3.61t 3.13t 2.92t 3.83d 3.80d 3.65d

5.51d 5.01d 5.18d 5.48d 5.09t 3.88t 3.48t 3.23t 3.33t 3.91d 3.85d 3.66d

5.10d 5.51d 5.03d 5.25d 5.30t 4.46t 3.80t 3.50t 4.08t 4.20d 3.96d 3.76d

4.99d 4.98d 5.30d 5.70t 4.75t 4.18t 3.86t 4.70d 4.39d 4.24d 3.86d

5.12d 5.04d 5.82d 6.51t 5.77t 4.68t 4.96t 5.14d 4.84d 4.29d

7.64d 6.92d 7.89d 7.54t 6.11t 5.51t 5.94d 5.45d 5.01d 4.40d

9.25d 9.51d 10.88d 8.90t 7.20t 7.43d 6.48d 5.97d 5.27d

12.15d 13.17d 12.62s 10.31s 9.00s 8.02s 7.15d 6.10d 5.35d

15.23d 16.16d 15.86s 12.55s 10.41s 8.88s 7.83s 6.91s

9.14t 15.68t 21.44s 16.03s 12.71s 10.55s 9.05s

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 4pL

Configuration: Rail +100..150mm Locked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

6

Dn Cant Up Cant Safety Factor: 87%

Maximum Loads (t)
(m)
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Rail-Ability Ltd RACD-10000609

225
235 Stafford, ST16 3HS
135 4
125 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

6.17s 6.16s

5.73s 5.70s 5.01d

5.46s 5.52s 5.22s 4.52

5.69s 5.61s 5.21 4.58 3.98

5.84d 5.91s 5.75s 5.19s 4.61 4.04

5.69d 6.18s 5.58s 5.87 5.16 4.59 4.07 3.57

7.39d 7.33d 6.74 5.85s 5.14 4.58 4.09 3.60

8.57s 7.82s 6.65 5.77 5.11 4.55 4.09 3.61 3.19

8.40s 7.71 6.60 5.73 5.06 4.54 4.09 3.61 3.19

8.64s 7.62 6.53 5.68 5.03 4.52 4.07t 3.60 3.19

8.23s 9.10 7.59 6.47 5.67 5.02 4.50 4.05 3.59 3.18

9.32d 8.99 7.54 6.46 5.64 5.01 4.45 4.01 3.57 3.16

7.38t 9.53t 8.97 7.50 6.39 5.59 4.97 4.43 4.00 3.53 3.14

7.67d 10.08t 8.89 7.40 6.36 5.56 4.92 4.40 3.95 3.50 3.13

7.11d 8.76d 11.06 8.87 7.38 6.28 5.51 4.89 4.37 3.91 3.47 3.10

8.49d 10.56d 11.06 8.84 7.33 6.29 5.49 4.87 4.37 3.86 3.43 3.08

12.76d 10.98t 8.83 7.31 6.24 5.47 4.85 4.32 3.81 3.40 3.05

12.10d 14.53 11.02 8.82 7.32 6.28 5.47 4.85 4.25 3.77 3.37

14.60 10.97 8.81 7.36 6.29 5.49 4.77 4.19 3.73 3.35

17.93d 14.61 11.01 8.79 7.36 6.31 5.41 4.71 4.16 3.70

13.58d 14.69 11.04 8.86 7.36 6.21 5.35 4.66 4.13

21.06t 14.85 11.18 8.86 7.28 6.16 5.31 4.66

12.90t 21.77 14.89 11.12 8.80 7.26 6.15

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

6.00s 4.67d

5.00s 4.22d 4.18d

5.31s 4.26s 3.86d 3.99d

5.14s 4.29s 3.66d 3.72d 3.73d

5.77d 5.11s 4.27s 3.71s 3.61d 3.55d

5.69d 5.81s 5.05s 4.24s 3.71s 3.55d 3.48d 3.50d

6.97s 5.75s 4.88s 4.32s 3.69s 3.55s 3.33d 3.39d

7.04s 5.65s 4.80s 4.15s 3.76s 3.30d 3.38d 3.31d 3.17

6.71s 5.57s 4.74s 4.12s 3.64s 3.11t 3.30d 3.33d 3.16

6.63s 5.52s 4.70s 4.10s 3.62s 2.77t 3.48d 3.31d 3.14

8.17s 6.55s 5.61s 4.80s 4.06s 3.83s 2.65t 3.46d 3.42 3.12

7.76t 6.50s 5.58s 4.78s 4.05s 3.02t 2.82t 3.68d 3.38 3.09

6.49d 6.29t 6.52t 4.88t 4.43t 3.38t 2.95t 2.75t 3.57d 3.35 3.07

5.35d 5.61d 5.22t 4.73t 3.54t 3.48t 3.01t 2.91t 3.64 3.32 3.04

5.45d 5.01d 5.27d 5.43t 4.44t 3.86t 3.47t 3.22t 3.33t 3.61 3.29 3.03

5.09d 5.60d 5.03d 5.25d 5.44t 4.43t 3.77t 3.49t 3.95 3.59 3.28 3.02

5.04d 4.98d 5.16d 5.65t 4.71t 4.16t 3.85t 3.95 3.58 3.27 3.02

5.00d 5.13d 5.76d 6.45t 5.32t 4.65t 4.38 3.94 3.58 3.28

7.34d 8.07 6.68 5.68 4.95 4.39 3.95 3.59 3.30

9.19d 9.71d 8.13 6.71 5.71 4.98 4.41 3.98 3.62

12.33d 10.33 8.21 6.78 5.77 5.02 4.46 4.01

15.42d 14.04 10.47 8.30 6.88 5.86 5.10 4.55

9.37t 16.15t 14.32 10.67 8.48 7.03 6.02

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 4KL

Configuration: Rail +100..150mm Locked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

6

Dn Cant Up Cant Safety Factor: 90%

Maximum Loads (t)
(m)
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Rail-Ability Ltd RACD-10000609

235
245 Stafford, ST16 3HS
125 4
115 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

6.25s 5.93

5.92s 5.79s 5.09 4.32

5.68s 5.13 4.41 3.79

5.80d 5.64s 5.11 4.46 3.85 3.33

5.83d 5.91 5.09 4.46 3.90 3.38

5.78d 6.22d 5.86 5.06 4.43 3.93 3.41 2.97

7.11d 7.42d 6.82 5.77 4.96s 4.41 3.92 3.43 3.00

8.09 6.73 5.73 4.90 4.37 3.90 3.44 3.01 2.63

7.96 6.63 5.67 4.91 4.35 3.89 3.43 3.01 2.64

7.85 6.53 5.60 4.89 4.27 3.89 3.43 3.00 2.64

7.79 6.49 5.56 4.85 4.32 3.85 3.41 2.98 2.63

9.39d 7.76 6.45 5.55 4.85 4.28 3.81 3.38 2.96 2.61

7.73d 9.39t 7.68 6.40 5.50 4.79 4.23 3.77 3.34 2.93 2.59

7.91d 9.40 7.56 6.33 5.40 4.73 4.18t 3.74 3.31 2.90 2.57

7.05d 8.97d 9.36 7.50 6.28 5.38 4.70 4.14 3.71 3.26 2.87 2.55

8.76d 10.61d 9.37 7.49t 6.25 5.28 4.64 4.13 3.67 3.21 2.83 2.53

12.27 9.26 7.44 6.21 5.31 4.64 4.10 3.60 3.16 2.80 2.51

12.22 9.22 7.42 6.19 5.31 4.64 4.05 3.54 3.11 2.77

12.54t 12.19 9.21 7.39 6.16 5.28 4.60 3.98 3.48 3.08 2.76

12.20 9.22 7.39 6.16 5.28 4.51 3.91 3.44 3.06

12.28 9.25 7.42 6.17 5.18 4.46 3.88 3.42

18.25 12.41 9.38 7.42 6.09 5.14 4.41 3.86

12.92t 18.44 12.45 9.28 7.35 6.05 5.12

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

5.91s 4.97d

5.92s 4.95s 4.28d 4.17d

4.97s 4.23s 3.85d 3.76

5.80d 5.10s 4.25s 3.69d 3.68d 3.32

5.81d 4.91s 4.25s 3.68s 3.61d 3.35

5.75d 5.96s 4.89s 4.21s 3.68s 3.44d 3.35 2.95

7.11d 6.93s 5.68s 4.83s 4.19s 3.66s 3.33d 3.31 2.96

6.76s 5.64s 5.06s 4.15s 3.75s 3.41d 3.27 2.93 2.62

6.66s 5.54s 5.37 4.24s 3.63s 3.40t 3.22 2.90 2.61

6.75s 5.49s 4.67s 4.52 3.60s 2.77t 3.18 2.87 2.59

6.51s 5.42s 4.78s 4.05s 3.60s 2.65t 3.12 2.83 2.56

7.64t 6.84s 5.39s 4.76s 3.97t 2.92t 2.73t 3.07 2.79 2.54

6.65d 6.19t 5.53t 5.12t 4.19t 3.14t 2.94t 2.85t 3.04 2.75 2.52

5.45d 5.60d 4.72t 3.99t 4.51t 3.34t 3.22t 2.91t 2.99 2.73 2.49

5.51d 5.01d 5.19d 5.43t 4.63t 4.17t 3.45t 3.21t 3.28 2.97 2.70 2.48

5.08d 5.56d 5.10d 5.27d 4.96t 4.59t 3.76t 3.48t 3.24 2.94 2.69 2.47

6.21d 5.05d 5.16d 5.43 4.65 4.05 3.60 3.24 2.94 2.68 2.48

5.05d 5.11d 6.56d 5.47 4.68 4.06 3.59 3.23 2.93 2.69

7.95d 7.09d 6.64 5.48 4.67 4.07 3.60 3.24 2.95 2.71

9.31d 8.48 6.69 5.53 4.70 4.10 3.63 3.27 2.97

11.50 8.57 6.79 5.60 4.75 4.13 3.67 3.31

15.67d 11.65 8.70 6.88 5.69 4.84 4.22 3.77

9.48t 16.94t 11.90 8.89 7.05 5.85 5.01

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 4JL

Configuration: Rail +100..150mm Locked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

6

Dn Cant Up Cant Safety Factor: 90%

Maximum Loads (t)
(m)
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Rail-Ability Ltd RACD-10000609

245
255 Stafford, ST16 3HS
115 4
105 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

6.18s 5.27

5.91s 5.37 4.52 3.82

5.91s 5.37s 4.60 3.91 3.34

5.80d 5.37s 4.60 3.98 3.40 2.92

5.83d 5.31 4.57 3.99 3.45 2.97

5.80d 6.23d 5.28 4.54 3.98 3.48 3.01 2.60

7.13d 7.35d 6.07 5.22 4.52 3.97 3.50 3.03 2.63

7.30 6.06 5.16 4.46 3.94 3.51 3.03 2.64 2.29

7.19 5.94 5.04 4.44 3.92 3.51 3.04 2.64 2.30

7.08 5.91 5.06 4.35 3.90 3.48 3.02 2.64 2.30

8.53s 6.99 5.84 5.03 4.38 3.89 3.44 3.01 2.62 2.29

8.62 6.89 5.80 4.98 4.36 3.83 3.40 2.98 2.60 2.28

7.64d 8.46t 6.86 5.75 4.94 4.29 3.79 3.37 2.94 2.57 2.26

8.04d 8.38 6.78 5.66 4.83 4.23 3.74 3.33 2.91 2.54 2.23

7.32d 9.08d 8.32 6.70 5.58 4.35 4.19 3.69 3.29 2.86 2.50 2.21

8.90d 10.78 8.20 6.63 5.54 4.73 4.11 3.67 3.23 2.81 2.47 2.19

10.78 8.19 6.58 5.50 4.72 4.13 3.65 3.15 2.76 2.43 2.17

12.18d 10.68 8.13 6.53 5.46 4.67 4.09 3.57 3.09 2.71 2.41

12.72d 14.84d 8.10 6.51 5.43 4.66 4.06 3.49 3.04 2.68 2.39

10.75 8.09 6.51 5.44 4.66 3.97 3.43 3.00 2.66

10.84 8.15 6.55 5.44 4.56 3.90 3.39 2.98

16.12 10.97 8.26 6.54 5.36 4.51 3.87 3.37

12.91t 16.33 11.00 8.19 6.48 5.32 4.49

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

5.83s 4.62d

5.91s 4.92s 4.16d 3.79

5.91s 4.93s 4.20s 3.85d 3.32

5.79d 4.94s 4.22s 3.69d 3.36 2.91

5.79s 4.90s 4.21s 3.67s 3.37 2.94

5.77d 5.73s 5.00s 4.18s 3.67s 3.34 2.95 2.58

7.10d 6.87s 5.66s 4.82s 4.15s 3.65s 3.29 2.91 2.58

6.73s 5.60s 4.74s 4.22 3.63s 3.23 2.87 2.57 2.28

6.63s 5.51s 4.73 4.09s 3.58 3.16t 2.83 2.53 2.27

6.52s 5.42 4.56 3.98 3.50 2.84t 2.78 2.50 2.26

8.53s 6.65s 5.30 4.39 3.85 3.41 2.73t 2.72 2.46 2.23

7.90t 6.44s 5.14 4.26 3.74 3.10t 2.63t 2.68 2.42 2.20

6.81d 6.47t 6.26 4.70t 3.93t 3.01t 2.83t 2.75t 2.64 2.39 2.18

5.34d 5.59d 5.18t 4.68t 3.51t 3.20t 2.99t 2.87 2.60 2.37 2.16

5.51d 5.01d 5.19d 5.36t 4.41t 3.82t 3.54 3.15 2.83 2.57 2.34 2.15

5.07d 5.62d 5.03d 5.26d 4.71 4.03 3.52 3.13 2.81 2.55 2.33 2.14

6.23d 4.98d 5.16d 4.71 4.02 3.54 3.13 2.81 2.54 2.32 2.14

4.99d 5.29d 5.77 4.73 4.03 3.53 3.12 2.79 2.54 2.33

7.39 5.77 4.76 4.07 3.53 3.13 2.81 2.55 2.35

9.59d 7.40 5.84 4.80 4.08 3.55 3.15 2.83 2.58

10.07 7.48 5.91 4.87 4.13 3.59 3.18 2.87

15.26 10.22 7.61 6.02 4.96 4.22 3.68 3.29

9.59t 15.60 10.49 7.80 6.20 5.12 4.39

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 4IL

Configuration: Rail +100..150mm Locked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

6

Dn Cant Up Cant Safety Factor: 90%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 105-115°
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Minimum Loads (t)
(m)

7.5

7

0.5

6

5.5

5

4.5

4

3.5

3

2.5

2

1.5

1

-3

-3.5

0

-0.5

-1

-1.5

-2

-2.5
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Rail-Ability Ltd RACD-10000609

255
265 Stafford, ST16 3HS
105 4

95 356
10

350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

5.98 4.93

5.88s 5.04 4.22 3.55

5.87s 5.04 4.31 3.65 3.10

5.82d 5.05 4.31 3.71 3.17 2.70

5.87d 5.02 4.30 3.74 3.22 2.76

5.84d 5.87 4.95 4.27 3.74 3.25 2.79 2.41

7.23d 6.99 5.77 4.90 4.24 3.72 3.27 2.81 2.43

6.83 5.69 4.86 4.20 3.70 3.28 2.83 2.44 2.12

6.74 5.60 4.81 4.17 3.67 3.27 2.82 2.44 2.12

6.67 5.55 4.72 4.15 3.67 3.25 2.82 2.44 2.12

8.23 6.59 5.49 4.72 4.09 3.63t 3.22 2.79 2.42 2.11

8.08 6.58 5.45 4.71 4.10 3.60 3.18 2.78 2.40 2.10

7.75t 7.93 6.44 5.37 4.63t 4.03 3.55 3.15 2.74 2.38 2.08

8.06d 7.86 6.33 5.18 4.56 3.98 3.51 3.11 2.70 2.34 2.06

7.32d 9.10d 7.76 6.26 5.23 4.48 3.91 3.46 3.07 2.64 2.31 2.04

8.97d 10.08 7.71 6.20 5.18t 4.44 3.89 3.43 2.99 2.60 2.28 2.01

9.98 7.62 6.15 5.13 4.41 3.84 3.39 2.93 2.55 2.25 1.99

12.25d 9.99 7.57 6.09 5.09 4.36 3.81 3.31 2.87 2.51 2.21

14.75 7.53 6.06 5.06 4.33 3.77 3.24 2.81 2.47 2.20

10.02 7.55 6.05 5.06 4.33 3.68 3.17 2.77 2.45

10.05 7.59 6.10 5.06 4.24 3.62 3.13 2.75

15.14 10.22 7.71 6.08 4.97 4.18 3.58 3.12

12.75t 15.35 10.25 7.62 6.02 4.94 4.16

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

5.80s 4.74d

5.87s 4.90s 4.18 3.53

5.87s 4.91s 4.18s 3.61 3.08

5.82d 4.91s 4.21s 3.62 3.13 2.70

5.86d 4.87s 4.18 3.61 3.13 2.74

5.83d 5.81 4.85s 4.11 3.56 3.11 2.73 2.39

7.23d 6.81 5.59 4.69 4.03 3.49 3.06 2.70 2.39

6.65 5.40 4.55 3.92 3.41 3.00 2.66 2.37 2.10

6.48 5.15 4.39 3.80 3.33 2.95 2.62 2.34 2.10

6.35 5.05 4.22 3.68 3.24 2.87 2.57 2.31 2.07

8.02s 6.19 4.95 4.15 3.57 3.15 2.65t 2.52 2.27 2.05

7.84t 5.98 4.78 3.92 3.50 2.70t 2.64t 2.47 2.24 2.03

6.42d 6.43t 5.78 4.62 3.83 3.01t 2.94t 2.69 2.43 2.20 2.00

5.35d 5.60d 4.96t 3.98t 3.76 3.20t 2.94 2.64 2.39 2.17 1.99

5.57d 5.01d 5.19d 5.45 4.41 3.71 3.26 2.90 2.61 2.36 2.15 1.97

5.06d 5.62d 5.03d 5.27d 4.34 3.70 3.25 2.87 2.58 2.35 2.14 1.96

6.23d 4.98d 5.24d 4.34 3.72 3.22 2.86 2.57 2.33 2.13 1.97

4.98d 5.28d 5.30 4.41 3.74 3.23 2.86 2.58 2.33 2.14

6.80 5.33 4.38 3.73 3.24 2.87 2.58 2.34 2.16

9.25 6.84 5.39 4.42 3.76 3.27 2.89 2.60 2.37

9.32 6.92 5.47 4.49 3.81 3.31 2.93 2.64

14.22 9.48 7.05 5.58 4.59 3.90 3.40 3.03

9.55t 14.59 9.74 7.25 5.75 4.75 4.08

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 4HL

Configuration: Rail +100..150mm Locked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

6

Dn Cant Up Cant Safety Factor: 90%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 95-105°
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Minimum Loads (t)
(m)
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Rail-Ability Ltd RACD-10000609

265
285 Stafford, ST16 3HS

95 4
75 356
20

340 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

5.89 4.85

4.96 4.16 3.49

5.87s 4.96 4.24 3.59 3.05

5.82d 4.95 4.24 3.66 3.12 2.66

5.86 4.94 4.24 3.69 3.16 2.71

5.84d 5.78 4.88 4.20 3.68 3.20 2.75 2.37

7.23d 6.90 5.69 4.83 4.18 3.67 3.22 2.77 2.39

6.74 5.62 4.78 4.14 3.65 3.23 2.78 2.40 2.08

6.64 5.51 4.73 4.11 3.62 3.23 2.78 2.40 2.08

6.55 5.48 4.66 4.08 3.60 3.20 2.78 2.40 2.08

8.06 6.47 5.42 4.65 4.03 3.60 3.17 2.75 2.38 2.07

7.99 6.46 5.39s 4.64 4.04 3.54 3.14 2.73 2.36 2.06

7.75t 7.84t 6.36 5.28 4.57 3.97 3.49 3.10 2.69 2.33 2.04

8.06d 7.75t 6.23 5.11 4.50t 3.93 3.45 3.06 2.65 2.30 2.02

7.32d 9.10d 7.62 6.18t 5.15 4.42 3.86t 3.41 3.02 2.60 2.27 2.00

8.90d 9.93 7.59 6.14 5.13 4.37 3.83 3.38 2.94 2.56 2.24 1.97

9.83 7.50 6.06 5.06 4.34 3.77 3.33 2.88 2.50 2.21 1.95

12.20d 9.84 7.45 6.00 5.01 4.29 3.75 3.26 2.82 2.46 2.17

12.58t 14.52 7.44 5.97 4.97 4.27 3.71 3.18 2.76 2.43 2.16

13.07t 9.87 7.43 5.95 4.98 4.27 3.62 3.12 2.73 2.41

9.93 7.47 6.00 4.98 4.17 3.56 3.08 2.70

15.01 10.07 7.59 5.99 4.89 4.11 3.52 3.07

12.63t 15.13 10.09 7.50 5.95 4.87 4.10

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

5.79s 4.74d

4.88s 4.12 3.47

5.87s 4.90s 4.16 3.55 3.03

5.81d 4.89 4.16 3.57 3.08 2.66

5.76s 4.85 4.12 3.56 3.08 2.69

5.79d 5.66 4.80 4.05 3.50 3.06 2.68 2.35

7.19d 6.71 5.51 4.63 3.97 3.44 3.01 2.65 2.35

6.50 5.30 4.48 3.85 3.36 2.95 2.62 2.33 2.06

6.39 5.07 4.32 3.73 3.28 2.90 2.58 2.30 2.06

6.26 4.95 4.15 3.61 3.18 2.82 2.52 2.26 2.04

8.01 6.10 4.97 4.07 3.51 3.10 2.65t 2.48 2.23 2.01

7.64t 5.89 4.69 3.86 3.43 2.70t 2.64t 2.43 2.20 1.99

6.42d 6.43t 5.69 4.54 3.76 3.13t 2.94t 2.64 2.38 2.16 1.97

5.35d 5.60d 4.93t 3.98t 3.69 3.20t 2.89 2.60 2.35 2.13 1.95

5.54d 5.01d 5.19d 5.36 4.32 3.64 3.20 2.85 2.56 2.32 2.11 1.93

5.06d 5.62d 5.10d 5.26 4.26 3.63 3.29 2.82 2.53 2.30 2.10 1.93

6.28d 4.98d 5.20 4.26 3.64 3.16 2.81 2.52 2.28 2.09 1.93

4.98d 5.28d 5.20 4.33 3.67 3.17 2.80 2.53 2.29 2.10

6.68 5.24 4.30 3.66 3.18 2.81 2.53 2.30 2.12

9.11 6.72 5.29 4.34 3.69 3.21 2.84 2.55 2.33

9.20 6.82 5.37 4.42 3.74 3.25 2.88 2.59

14.05 9.35 6.94 5.49 4.51 3.83 3.33 2.98

9.42t 14.44 9.63 7.14 5.66 4.68 4.02

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 4GL

Configuration: Rail +100..150mm Locked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

6

Dn Cant Up Cant Safety Factor: 90%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 75-95°

0

5.5

5

4.5

4

3.5

3

2.5

2

1.5

1

0.5

6.5

-0.5

-1

-1.5

-2

-2.5

-3

-3.5

Minimum Loads (t)
(m)
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Rail-Ability Ltd RACD-10000609

285
295 Stafford, ST16 3HS

75 4
65 356
10

350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

6.02 4.97

5.85s 5.07 4.26 3.58

5.08 4.33s 3.68 3.13

5.84s 5.07 4.34s 3.74 3.20 2.73

5.88d 5.04 4.34s 3.77 3.25 2.79

5.86d 5.88 5.00s 4.32 3.77 3.28 2.82 2.43

6.99 5.82s 4.95s 4.26 3.73 3.30 2.84 2.45

6.92s 5.67 4.88 4.23 3.72 3.31 2.85 2.46 2.14

6.77 5.67 4.82 4.19 3.72 3.31 2.85 2.47 2.15

6.71 5.58 4.80 4.17 3.70 3.28 2.84 2.46 2.15

8.28 6.67 5.55 4.76 4.16 3.69 3.25 2.83 2.45 2.13

8.18 6.63 5.51 4.74 4.12 3.62 3.21 2.80 2.43 2.12

7.77d 8.00 6.49 5.42 4.65 4.06 3.59 3.18 2.76 2.40 2.10

8.04d 7.93 6.39 5.36 4.54 4.00 3.54 3.14 2.72 2.37 2.08

7.32d 9.08d 7.84 6.34 5.26 4.48 3.93 3.49 3.09 2.68 2.33 2.06

8.90d 10.20 7.79 6.28 5.23 4.47 3.92t 3.47 3.03 2.62 2.30 2.03

10.11 7.71 6.18 5.18 4.46 3.88 3.42 2.96 2.58 2.27 2.02

12.18d 10.13 7.60 6.15 5.15 4.40 3.83 3.35 2.90 2.54 2.24

14.84d 10.13 7.64 6.14 5.12 4.38 3.81 3.27 2.84 2.50 2.22

10.18 7.66 6.13 5.11 4.37 3.72 3.21 2.80 2.48

13.50t 15.30 10.26 7.72 6.18 5.11 4.29 3.66 3.17 2.79

15.58 10.44 7.83 6.16 5.05 4.23 3.63 3.16

12.23t 15.79 10.44 7.75 6.11 5.01 4.22

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

5.81s 4.93

5.84s 4.89s 4.16d 3.56

4.93s 4.18s 3.64 3.11

5.83s 5.02 4.22s 3.66 3.16 2.72

5.80s 4.96 4.22s 3.63 3.17 2.76

5.86d 5.71s 4.83s 4.16 3.60 3.13 2.75 2.42

6.87 5.63 4.73 4.06 3.52 3.09 2.73 2.41

6.67 5.43 4.58 3.95 3.45 3.04 2.69 2.39 2.13

6.57 5.21 4.44 3.83 3.36 2.97 2.64 2.36 2.12

6.43 5.09 4.25 3.73 3.27 2.84t 2.60 2.33 2.10

8.06s 6.24 4.97 4.10 3.62 3.18 2.65t 2.54 2.29 2.07

7.86t 6.06 4.82 3.96 3.50 2.70t 2.77 2.49 2.26 2.05

6.41d 6.45t 5.83 4.69t 3.87 3.01t 2.83t 2.72 2.46 2.22 2.03

5.34d 5.60d 5.16t 4.35t 3.80 3.20t 2.97 2.67 2.42 2.20 2.01

5.57d 5.01d 5.19d 5.51d 4.47 3.76 3.30 2.93 2.65 2.38 2.18 1.99

5.07d 5.62d 5.03d 5.26d 4.38 3.75 3.27 2.91 2.61 2.37 2.16 1.99

6.23d 4.98d 5.24d 4.39 3.75 3.27 2.90 2.61 2.36 2.16 1.99

4.99d 5.33d 5.38 4.42 3.74 3.28 2.89 2.60 2.36 2.16

7.01d 6.89 5.41 4.44 3.78 3.28 2.90 2.61 2.37 2.18

9.40 6.94 5.45 4.48 3.81 3.31 2.93 2.64 2.40

9.50 7.03 5.54 4.55 3.86 3.35 2.97 2.67

14.60 9.69 7.17 5.65 4.66 3.95 3.44 3.07

9.23t 15.02 9.93 7.38 5.84 4.82 4.14

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 4FL

Configuration: Rail +100..150mm Locked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

6

Dn Cant Up Cant Safety Factor: 90%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 65-75°
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Rail-Ability Ltd RACD-10000609

295
305 Stafford, ST16 3HS

65 4
55 356
10

350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

6.18 5.10

5.20 4.37 3.68

5.19 4.44 3.78 3.21

5.83d 5.18 4.45 3.84 3.28 2.81

5.87d 5.15 4.43 3.85 3.33 2.86

5.84d 6.01 5.09 4.41 3.85 3.36 2.90 2.50

7.19 5.95 5.04 4.36 3.83 3.38 2.91 2.52

7.04 5.84 4.97 4.33 3.80 3.40 2.93 2.54 2.20

6.94 5.77 4.93 4.28 3.78 3.39 2.92 2.54 2.21

6.87 5.72 4.87 4.26 3.76 3.37 2.92 2.53 2.20

8.46 6.75 5.64 4.84 4.21 3.76 3.33 2.91 2.52 2.20

8.38t 6.71 5.61 4.84 4.23 3.71 3.28 2.87 2.50 2.18

7.60d 8.21 6.63 5.57 4.77 4.16 3.66 3.25 2.84 2.47 2.16

8.01d 8.08 6.53 5.50 4.69 4.10 3.62 3.22 2.80 2.44 2.14

7.31d 9.05d 8.09 6.49 5.42t 4.64 4.05 3.58 3.18 2.75 2.40 2.12

8.76d 10.51 7.96 6.45 5.38 4.61t 4.02 3.54 3.11 2.70 2.37 2.09

10.46 7.93 6.36 5.34 4.55 3.97 3.51 3.04 2.65 2.34 2.08

10.52d 10.38 7.87 6.32 5.28 4.52 3.94 3.43 2.98 2.61 2.31

12.31d 10.42 7.84 6.29 5.23 4.50 3.91 3.36 2.93 2.58 2.29

12.76t 15.71 10.50 7.86 6.31 5.24 4.49 3.83 3.30 2.89 2.55

10.61 7.94 6.34 5.25 4.42 3.76 3.26 2.86

16.23 10.77 8.06 6.35 5.18 4.36 3.73 3.25

11.85t 16.51 10.83 8.01 6.31 5.15 4.34

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

5.85s 4.68d

4.91s 4.19d 3.65

5.08s 4.20s 3.74 3.19

5.83d 4.95s 4.22s 3.75 3.25 2.79

5.80d 4.91s 4.22s 3.68s 3.24 2.83

5.84d 5.73s 4.85s 4.18s 3.66s 3.21 2.83 2.48

6.85s 5.81 4.87 4.15 3.62 3.16 2.81 2.48

6.83 5.57 4.72 4.05 3.54 3.12 2.76 2.46 2.19

6.71 5.35 4.55 3.93 3.46 3.05 2.72 2.43 2.18

6.52s 5.25 4.37 3.81 3.36 2.98 2.67 2.39 2.16

8.46 6.43 5.09 4.21 3.70 3.27 2.56t 2.62 2.36 2.13

8.11 6.24 4.96 4.10 3.60 2.81t 2.64t 2.57 2.33 2.11

6.77d 6.50d 6.01 4.83 3.95t 3.26t 3.05t 2.76t 2.52 2.29 2.09

5.33d 5.58d 4.72t 4.69 3.53t 3.45 3.00t 2.75 2.49 2.26 2.07

5.57d 5.01d 5.18d 5.40t 4.44t 3.85t 3.42 3.06 2.71 2.46 2.24 2.05

5.08d 5.62d 5.03d 5.25d 4.52 3.86 3.38 2.99 2.69 2.44 2.23 2.05

6.23d 4.98d 5.16d 4.52 3.85 3.36 2.98 2.68 2.43 2.22 2.05

4.99d 5.16d 5.55 4.54 3.87 3.36 2.98 2.68 2.43 2.23

7.10 5.57 4.59 3.88 3.39 2.99 2.68 2.44 2.25

9.58d 7.17 5.64 4.63 3.92 3.41 3.02 2.71 2.47

9.84 7.26 5.71 4.69 3.97 3.45 3.05 2.75

15.30 10.01 7.39 5.83 4.79 4.07 3.53 3.15

8.87t 15.75 10.30 7.61 6.01 4.96 4.25

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 4EL

Configuration: Rail +100..150mm Locked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

6

Dn Cant Up Cant Safety Factor: 90%
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Rail-Ability Ltd RACD-10000609

305
315 Stafford, ST16 3HS

55 4
45 356
10

350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

6.10s 5.51

5.58 4.72 3.99

5.57 4.76 4.09 3.49

5.79d 5.52s 4.76 4.14 3.56 3.06

5.83d 5.52 4.75 4.14 3.60 3.11

5.77d 6.22d 5.45 4.71 4.13 3.64 3.14 2.73

7.37d 6.32 5.38 4.67s 4.10 3.64s 3.17 2.75

7.52 6.25 5.34 4.62s 4.08 3.63 3.17 2.76 2.41

7.43s 6.18 5.26 4.58s 4.05s 3.62s 3.18 2.76 2.41

7.31 6.11s 5.23 4.54s 4.02s 3.61 3.16 2.76 2.41

8.11s 7.24 6.06 5.20s 4.53 4.02s 3.59 3.15 2.74 2.41

8.90 7.24s 6.04 5.17s 4.52 3.99 3.54 3.13 2.72 2.39

7.52t 8.88 7.08 5.98 5.09 4.47 3.94 3.51 3.09 2.70 2.37

7.77d 8.72 7.03 5.80 5.04 4.41 3.89 3.47 3.04 2.67 2.35

7.04d 8.92d 8.68 7.00 5.84t 4.54 4.37 3.85 3.44 2.99 2.63 2.33

8.56d 10.55d 8.70 6.98 5.80 4.95 4.33 3.83 3.37 2.95 2.59 2.30

11.43 8.63 6.93 5.77 4.94 4.29 3.82 3.31 2.90 2.56 2.28

11.42 8.58 6.89 5.72 4.91 4.28 3.74 3.25 2.85 2.53

14.68d 8.57 6.85 5.70 4.88 4.25 3.67 3.20 2.82 2.51

11.51 8.59 6.86 5.71 4.89 4.16 3.60 3.16 2.80

17.66 11.59 8.68 6.91 5.73 4.80 4.11 3.57 3.14

17.79 11.78 8.80 6.91 5.66 4.76 4.07 3.55

11.42t 18.12 11.90 8.75 6.88 5.62 4.73

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

5.89s 4.79d

4.95s 4.28d 3.97

5.25s 4.24s 3.93d 3.47

5.79d 4.98s 4.26s 4.00s 3.51 3.04

5.81d 5.06s 4.24s 3.69s 3.51 3.08

5.76d 5.96s 4.89s 4.20s 3.69s 3.44d 3.08 2.71

7.34d 5.69s 4.83s 4.18s 3.67s 3.44 3.05 2.71

7.32s 6.03 4.77s 4.15s 3.65s 3.34d 3.01 2.69 2.40

6.84s 5.81 4.72s 4.24s 3.62s 3.29t 2.96 2.65 2.38

6.57s 5.48s 4.79 4.07s 3.61s 3.00t 2.91 2.62 2.36

8.11s 6.70s 5.42s 4.60 4.03 3.57 2.56t 2.86 2.58 2.34

7.69t 6.68s 5.41s 4.46 3.92 3.12t 2.64t 2.81 2.54 2.31

6.41d 6.26t 5.59t 4.89t 4.08t 3.39t 2.84t 2.85t 2.77 2.51 2.29

5.44d 5.58d 5.00t 4.02t 3.85t 3.22t 3.01t 2.92t 2.73 2.48 2.27

5.51d 5.01d 5.18d 5.49d 4.87t 3.86t 3.75 3.23t 2.98 2.70 2.46 2.26

5.09d 5.56d 5.03d 5.25d 4.98 4.24 3.70 3.32 2.95 2.68 2.45 2.25

4.99d 5.05d 5.30d 4.98 4.24 3.69 3.27 2.94 2.67 2.44 2.26

5.06d 5.13d 5.83d 5.01 4.25 3.70 3.29 2.95 2.67 2.44

7.08d 6.12 5.03 4.28 3.72 3.30 2.95 2.68 2.47

9.29d 7.87 6.18 5.07 4.31 3.75 3.32 2.98 2.71

10.84 7.97 6.27 5.14 4.36 3.79 3.35 3.02

15.43d 11.04 8.11 6.38 5.25 4.46 3.87 3.45

8.52t 15.31t 11.32 8.33 6.57 5.42 4.63

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 4DL

Configuration: Rail +100..150mm Locked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

6

Dn Cant Up Cant Safety Factor: 90%
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Rail-Ability Ltd RACD-10000609

315
325 Stafford, ST16 3HS

45 4
35 356
10

350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

6.00s 6.06s

5.59s 5.35 4.57

5.58s 5.38 4.66 4.00

5.55s 5.35 4.67 4.07 3.52

5.79d 5.88s 5.32 4.65 4.11 3.57

6.19d 6.13 5.27 4.63 4.12 3.60 3.15

7.48d 7.13 6.06 5.25 4.60 4.10 3.62 3.17

8.45 7.01 5.98 5.15 4.56 4.08 3.63 3.18 2.79

8.27s 6.92 5.91 5.15 4.55 4.06 3.63 3.19 2.80

8.20s 6.86 5.87 5.10 4.48 4.06 3.62 3.17 2.80

8.18s 8.15 6.78 5.82 5.08 4.50s 4.03 3.61 3.15 2.79

9.23t 8.13 6.78 5.81 5.07 4.49 4.01 3.57 3.14 2.77 2.47

7.09d 9.33t 8.03 6.74 5.75 5.04 4.45 3.97 3.55 3.11 2.75 2.45

7.61d 9.97 8.01 6.68t 5.72 4.99 4.40 3.93 3.50 3.08 2.73

7.10d 8.70d 9.91t 7.95 6.62 5.25 4.93 4.38 3.91 3.44 3.04 2.71

8.10d 10.48d 9.91 7.93 6.59 5.64 4.91t 4.34 3.88 3.40 3.01 2.68

12.65d 9.84 7.91 6.56 5.56 4.90 4.33 3.82 3.35 2.97 2.67

9.88 7.90 6.57 5.61t 4.89 4.29 3.75 3.31 2.94

9.85 7.87 6.54 5.60 4.88 4.23 3.69 3.27 2.93

17.72d 9.90 7.89 6.57 5.62 4.79 4.16 3.65 3.25

12.79t 13.41 9.97 7.96 6.58 5.53 4.73 4.12 3.64

19.53d 13.68 10.16 7.96 6.51 5.48 4.71 4.11

10.93t 20.20t 13.76 10.08 7.93 6.48 5.46

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

5.99s 4.65d

5.02s 4.17d 4.16d

5.01s 4.27s 3.97d 3.87d

5.00s 4.29s 3.77d 3.68d 3.51

5.79d 4.97s 4.28s 3.71s 3.50d 3.54

6.00s 4.91s 4.35s 3.71s 3.48d 3.40d 3.13

6.96s 5.75s 4.86s 4.20s 3.69s 3.46s 3.50 3.12

6.84s 5.65s 4.79s 4.17s 3.66s 3.26s 3.30d 3.10 2.78

6.91s 5.57s 4.75s 4.12s 3.63s 3.25s 3.38d 3.07 2.77

6.63s 5.67s 4.70s 4.10s 3.62s 2.69t 3.32d 3.03 2.74

8.18s 6.54s 5.46s 4.67s 4.07s 3.62s 2.56t 3.31 2.99 2.72

7.86t 6.56s 5.44s 4.65s 4.07s 3.13t 2.74t 3.26 2.96 2.69 2.47

6.63d 6.38t 6.88d 5.33t 4.22t 3.51t 2.85t 2.76t 3.21 2.92 2.67 2.45

5.33d 5.58d 4.80t 5.98 4.29t 3.23t 3.02t 2.92t 3.18 2.89 2.65

5.51d 5.01d 5.18d 5.48d 4.71t 4.96 4.04t 3.23t 3.34t 3.15 2.87 2.63

5.15d 5.59d 5.10d 5.25d 5.06t 4.28t 3.81t 3.52t 3.45 3.13 2.85 2.63

5.05d 4.98d 5.14d 5.81 4.94 4.20t 3.83 3.44 3.12 2.85 2.63

5.24d 5.74d 5.86 4.95 4.32 3.83 3.44 3.12 2.85

6.97d 7.14 5.86 5.00 4.34 3.84 3.45 3.13 2.88

9.16 7.19 5.92 5.03 4.37 3.86 3.47 3.16

12.17d 9.26 7.28 5.99 5.08 4.42 3.90 3.51

14.49t 12.86 9.42 7.42 6.09 5.17 4.49 3.99

8.13t 14.73t 13.20 9.67 7.61 6.26 5.34

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 4CL

Configuration: Rail +100..150mm Locked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

6

Dn Cant Up Cant Safety Factor: 90%
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Rail-Ability Ltd RACD-10000609

325
335 Stafford, ST16 3HS

35 4
25 356
10

350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

5.87s

5.53s 5.56s 5.17d

5.37s 5.27s 5.39t 4.83

5.33s 5.45s 5.35s 4.89 4.26

5.78d 5.56s 5.51s 5.38s 4.87 4.32

6.18d 6.11s 5.77s 5.45 4.86 4.34 3.83

7.48d 7.24s 6.69s 6.12t 5.44 4.84 4.35 3.85

8.33s 8.20s 7.05 6.12 5.39 4.82 4.34 3.86 3.42

7.89s 8.13 6.96 6.06 5.35 4.79 4.34 3.86 3.43

8.37s 8.05 6.89 6.02 5.32 4.78 4.33 3.85 3.42

9.18s 8.01 6.85 5.99 5.31 4.75 4.30 3.84 3.41

9.26t 9.60 7.99 6.83 5.97 5.30 4.75 4.27 3.81 3.40 3.05

6.77d 9.31d 9.58 7.92 6.81 5.94 5.26 4.71 4.25 3.79 3.38 3.03

7.36d 10.14t 9.52 7.86 6.78 5.90 5.24 4.68 4.23 3.75 3.36

6.84d 8.48d 11.39d 9.48 7.89 6.59 5.88 5.20 4.66 4.19 3.72 3.33

7.67d 10.26d 11.93 9.47 7.85 6.60 5.86 5.19 4.64 4.14 3.68 3.31

12.18d 11.92 9.52 7.84 6.72 5.85 5.18 4.63 4.09 3.64 3.29

15.03d 11.97 9.52 7.88 6.66 5.85 5.19 4.56 4.05 3.62

11.60d 14.51d 11.97 9.54 7.91 6.72 5.89 5.12 4.51 4.01 3.60

12.02 9.57 7.95 6.78 5.81 5.07 4.47 3.99

16.37 12.13 9.62 7.98 6.70 5.77 5.03 4.45 3.98

16.66 12.30 9.63 7.89 6.65 5.73 5.02

10.44t 19.79t 16.85 12.27 9.64 7.89 6.64

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.67d

5.05s 4.30d 4.17d

5.21s 4.32s 3.90d 3.87d

5.05s 4.31s 3.67d 3.73d 3.69d

5.78d 5.15s 4.31s 3.73s 4.00d 3.62d

5.89s 5.10s 4.26s 3.72s 3.67s 3.41d 3.47d

7.01s 5.78s 4.89s 4.24s 3.71s 3.29s 3.76d 3.39d

6.90s 5.68s 4.83s 4.18s 3.68s 3.27s 3.31d 3.31d 3.36d

6.76s 5.64s 4.78s 4.14s 3.66s 3.26s 3.38d 3.38d 3.34d

6.68s 5.54s 4.74s 4.12s 3.75s 3.15t 3.37d 3.36d 3.35d

6.62s 5.66s 4.71s 4.09s 3.63s 2.83t 3.51d 3.49d 3.34

8.27t 6.56s 5.46s 4.68s 4.20s 3.32t 2.65t 3.46d 3.44d 3.31 3.03

6.44d 6.52d 5.91t 5.64t 4.36t 3.64t 2.86t 2.86t 3.82d 3.60 3.29 3.02

5.32d 5.57d 5.12t 5.82t 4.45t 3.25t 3.03t 3.03t 3.84d 3.56 3.27

4.98d 5.00d 5.17d 5.47d 4.54t 6.11 3.80t 3.25t 3.35t 3.88 3.54 3.25

5.12d 5.51d 5.02d 5.24d 5.11t 4.32t 3.83t 3.52t 4.02t 3.86 3.52 3.25

5.01d 4.98d 5.14d 6.10t 4.81t 4.22t 3.89t 4.24 3.85 3.52 3.25

5.13d 5.04d 5.67d 6.63t 5.45t 4.74t 4.73 4.25 3.85 3.53

7.01d 7.76d 7.23 6.17 5.35 4.74 4.25 3.86 3.55

9.56d 8.85 7.28 6.19 5.38 4.77 4.28 3.89

12.02d 11.38 8.95 7.37 6.24 5.43 4.81 4.32 3.96

15.81 11.55 9.08 7.47 6.33 5.51 4.89

7.71t 13.87t 16.19 11.80 9.27 7.64 6.50

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 4BL

Configuration: Rail +100..150mm Locked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

6

Dn Cant Up Cant Safety Factor: 90%
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Rail-Ability Ltd RACD-10000609

335
5 Stafford, ST16 3HS

25 4
355 356

30
330 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.90s 3.25d

3.55s 3.63s 3.54d

3.44s 3.57s 3.56s 3.41t

3.60s 3.55s 3.55s 3.40s 3.09d

3.77s 3.66s 3.58s 3.39s 3.24t

4.09d 4.07s 3.71s 3.62s 3.42t 3.23t 3.04t

4.96d 4.84s 4.39s 4.12t 3.76t 3.47t 3.25t 3.09t

5.43s 5.47s 4.78s 4.28t 3.86t 3.54t 3.29t 3.10t 2.90t

5.20s 5.85s 5.16t 4.48t 3.99t 3.63t 3.35t 3.14t 2.98t

5.26s 5.92s 5.58t 4.74t 4.16t 3.74t 3.43t 3.19t 3.03t

6.02s 6.32s 6.07t 5.04t 4.35t 3.87t 3.52t 3.26t 3.08d 2.38d

6.12t 6.58d 6.74s 6.64s 5.40t 4.57t 4.03t 3.64t 3.34t 3.15t 2.76d

4.54d 6.24d 6.99s 7.03s 6.83s 5.75t 4.81t 4.19t 3.75t 3.43t 3.22t 2.84d

4.77d 6.72d 7.50t 7.41d 7.02s 6.13t 5.05t 4.36t 3.88t 3.54t 3.30t 2.57d

4.26d 5.62d 7.58d 8.34s 7.81s 7.22s 6.39s 5.30t 4.55t 4.02t 3.65t 3.39t

5.02d 6.81d 8.82t 9.05s 8.21s 7.38s 6.44s 5.55t 4.73t 4.17t 3.77t 3.46d

8.23d 10.43t 9.79s 8.59s 7.42s 6.46s 5.72s 4.92t 4.32t 3.91t 3.45t

7.92d 12.11s 10.30s 8.75s 7.44s 6.49s 5.75s 5.11t 4.48t 4.04t 2.93d

13.02d 10.66s 8.81s 7.50s 6.53s 5.79s 5.21s 4.65t 4.04t

7.91d 14.91d 13.59s 10.73s 8.89s 7.57s 6.60s 5.87s 5.23s 4.54s

8.20t 18.71s 13.81s 10.90s 9.03s 7.72s 6.68s 5.81s 4.95s 3.97s

19.13s 14.05s 11.06s 9.05s 7.56s 6.38s 5.31s

6.65t 12.79t 18.11s 13.23s 10.34s 8.31s 6.77s 5.45s

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.13d 3.11d

3.42s 3.06s 2.88d

3.44s 2.91s 2.67d 2.60d

3.41s 2.92s 2.52s 2.50d 2.47d

3.48s 2.90s 2.53s 2.62d 2.35d

4.08d 3.34s 2.96s 2.51s 2.35s 2.52d 2.30d

4.75s 3.90s 3.31s 2.93s 2.50s 2.21s 2.24d 2.25d

4.94s 3.85s 3.36s 2.82s 2.48s 2.20s 2.24d 2.22d 2.28d

4.56s 4.00s 3.22s 2.80s 2.47s 2.20s 2.42d 2.24d 2.29d

4.51s 3.85s 3.55s 2.77s 2.45s 2.19s 2.26d 2.23d 2.30d

4.46s 3.70s 3.26s 2.76s 2.44s 1.72t 2.32d 2.29d 2.32d 2.22d

5.56t 4.44s 3.91s 3.16s 2.75s 2.35t 1.90t 2.44t 2.40d 2.34d 2.32d

4.32d 4.44d 4.10t 3.90t 3.03t 2.45t 2.07t 1.85t 2.47d 2.41d 2.39d 2.36d

3.63d 3.72d 3.30t 3.62t 2.42t 2.19t 2.12t 2.03t 2.51d 2.46d 2.46d 2.31d

3.34d 3.35d 3.46d 3.65d 3.08t 4.58t 2.36t 2.18t 2.11t 2.68d 2.60d 2.57d

3.44d 3.34d 3.36d 3.55d 3.62t 3.05t 3.07t 2.37t 2.63t 2.88d 2.67d 2.54d

3.36d 3.34d 3.44d 3.93t 3.26t 2.85t 2.62t 3.13d 2.96d 2.91d 2.61d

3.38d 3.75d 4.52t 3.68t 3.20t 3.30t 3.49d 3.15d 2.90d 2.74d

4.52d 5.40d 5.48t 4.21t 3.65t 4.12d 3.76d 3.31d 3.08d

6.33d 6.89d 6.22t 4.95t 5.20d 4.50d 3.88d 3.48d

7.98d 8.38d 8.72s 7.10s 6.25s 5.59s 4.73d 4.11d 3.58d

10.54d 11.07s 8.72s 7.24s 6.08s 5.29s 4.70s

4.91t 8.86t 14.85d 11.32s 8.84s 7.27s 6.19s 5.45s

RTE019 through to RTE021
Locked 01/06/2020

4aLT

Rail-Ability Ltd, Tollgate Drive

Tel: 01785 214747
mail@railability.co.uk

Rated Lift Capacity Chart

Machine type:
Configuration:

Equipment:

Fleet Number:

RA310
Rail +100..150mm Locked Tandem
1.9 + 3.4 + 2.1

Floating Axle:

7.5

7

6.5

6

Maximum Loads (t)
(m)

Safety Factor: 58% (67% of 87%)

5.5

5

4.5

4

3.5

3

2.5

2

1.5

1

0.5

0

-0.5

-1

-1.5

-2

-2.5

-3

-3.5

7.5

Minimum Loads (t)
(m)

4

3.5

3

2.5

7

6.5

6

5.5

5

-3

-3.5

Sector: 355-25°

Dn Cant Up Cant

-0.5

-1

-1.5

-2

-2.5

2

1.5

1

0.5

0

4.5
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Rail-Ability Ltd RACD-10000609

5
15 Stafford, ST16 3HS

355 4
345 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.65s

3.29s 3.42s

3.19s 3.25s 3.39s

3.18s 3.18s 3.27s 3.17

3.33s 3.16s 3.31s 3.18 2.81

3.67s 3.53s 3.44s 3.37s 3.17 2.84

3.97s 3.82s 3.67s 3.48s 3.16 2.84 2.53

5.18s 4.60s 4.21s 3.89s 3.50 3.14 2.85 2.53

5.26s 5.10 4.43 3.90 3.47 3.13 2.85 2.53

4.67s 5.44s 5.06 4.38 3.87 3.45 3.12 2.84 2.53 2.26

4.93s 5.87 5.01 4.35 3.85 3.45 3.11 2.83 2.52 2.26

6.18s 5.86 5.00 4.34 3.83 3.44 3.11 2.81 2.51 2.25

5.97t 6.67d 5.89 4.99 4.34 3.84 3.44 3.10 2.80 2.50 2.24

4.02d 6.37d 7.18 5.91 5.01 4.35 3.84 3.43 3.09 2.78 2.48 2.23

3.43d 5.03d 7.31d 7.16 5.90t 4.96 4.32 3.82 3.41 3.08 2.75 2.46 2.22

6.23d 8.62d 7.18 5.88 4.98 4.32 3.81 3.41 3.06 2.72 2.44

7.72d 9.17 7.19 5.87 4.99 4.30 3.81 3.40 3.03 2.70 2.43

9.21 7.21 5.89 4.98 4.32 3.82 3.39 2.99 2.68 2.42

9.23 7.23 5.93 4.93 4.34 3.81 3.34 2.97 2.66

9.27 7.26 5.96 5.05 4.34 3.77 3.31 2.95 2.66

9.34 7.30 6.00 5.02 4.29 3.74 3.30 2.95

13.33 9.51 7.35 5.95 4.99 4.27 3.73 3.30

11.81t 13.50 9.51 7.32 5.94 4.99 4.28

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.19d

3.00s 2.85d

3.19s 2.58s 2.59d

3.01s 2.60s 2.45d 2.54d

2.99s 2.59s 2.26s 2.43d 2.41d

3.45s 3.04s 2.65s 2.27s 2.36d 2.34d

3.40s 2.92s 2.55s 2.26s 2.32d 2.27d 2.29d

4.09s 3.35s 2.98s 2.52s 2.25s 2.31s 2.35d 2.23d

4.14s 3.68s 2.95s 2.51s 2.23s 2.24d 2.24d 2.21d

4.67s 3.98s 3.26s 2.83s 2.57s 2.23s 2.29d 2.34d 2.22d 2.26

4.63s 3.82s 3.24s 2.81s 2.48s 2.22s 2.26t 2.37d 2.25d 2.25

4.61s 3.91s 3.32s 2.80s 2.48s 2.09t 2.25t 2.40d 2.34d 2.23

4.44d 4.52d 3.80s 3.22s 2.80s 2.38t 1.93t 2.34t 2.48d 2.34d 2.22

3.61d 3.69d 3.82t 3.38t 2.90t 2.59t 2.15t 2.04t 2.54t 2.47d 2.40 2.21

3.43d 3.34d 3.43d 3.60d 3.51t 3.60t 2.62t 2.22t 2.12t 2.65d 2.58d 2.39 2.21

3.24d 3.35d 3.46d 3.66t 3.02t 2.64t 2.41t 2.45t 2.82d 2.60 2.39

3.42d 2.79d 3.41d 3.65d 3.81t 2.93t 2.66t 3.09t 2.84 2.59 2.38

2.98d 3.58d 5.02t 3.84t 3.28t 3.08t 3.14 2.84 2.60 2.40

4.07d 4.76d 5.50 4.62 3.77t 3.52 3.15 2.85 2.61

5.83d 6.42d 5.51 4.65 4.02 3.54 3.17 2.87 2.63

7.69d 6.83 5.56 4.68 4.05 3.57 3.19 2.90

9.60d 8.95 6.91 5.63 4.73 4.09 3.61 3.24

7.84t 12.93 9.12 7.05 5.73 4.83 4.18
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Minimum Loads (t)
(m)

7.5
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3.5

3

2.5
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1.5

1
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6

Dn Cant Up Cant Safety Factor: 60% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 345-355°

Fleet Number: RTE019 through to RTE021 4bLT

Configuration: Rail +100..150mm Locked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

15
25 Stafford, ST16 3HS

345 4
335 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.46

3.20s 2.99

3.13s 3.01 2.60

3.12s 3.00 2.64 2.27

3.18s 3.00 2.63 2.30 1.99

3.58s 3.40 2.97 2.62 2.32 2.01

4.33s 3.92 3.36 2.94 2.60 2.32 2.03 1.77

4.57 3.85 3.32 2.92 2.59 2.32 2.03 1.78

4.51 3.81 3.30 2.89 2.57 2.31 2.04 1.78

4.43 3.77 3.26 2.86s 2.56 2.31 2.03 1.78 1.56

5.10s 4.41 3.74 3.23 2.86s 2.55s 2.32 2.02 1.77 1.56

5.35 4.38 3.72s 3.23s 2.85s 2.55s 2.29 2.00 1.76 1.55

5.83t 5.35 4.39 3.72 3.22s 2.85s 2.54 2.27 1.98 1.74 1.54

3.80d 6.20d 5.33t 4.25 3.72 3.22 2.83 2.52 2.24 1.96 1.73 1.53

3.40d 4.89d 6.70 5.29 4.32 3.68 3.19 2.80 2.50 2.21 1.93 1.71 1.52

6.13d 6.65 5.27 4.31 3.66 3.18 2.79 2.48 2.17 1.90 1.68

7.56d 6.64 5.23 4.30 3.64 3.16 2.77t 2.44 2.13 1.87 1.67

6.63 5.21 4.29 3.63 3.14 2.77 2.39 2.09 1.86 1.66

9.15d 6.65 5.21 4.26 3.49 3.13 2.71 2.35 2.07 1.84

10.73d 9.39 6.71 5.22 4.28 3.62 3.09 2.66 2.32 2.05 1.83

6.77 5.26 4.31 3.59 3.05 2.63 2.30 2.04

9.72 6.90 5.31 4.27 3.55 3.02 2.62 2.30

11.74t 9.87 6.91 5.29 4.25 3.54 3.02

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.13d

3.03s 2.79d

3.03s 2.60s 2.58

3.02s 2.61s 2.54s 2.26

3.00s 2.61s 2.28s 2.26 1.98

3.48s 3.06s 2.59s 2.28s 2.26 1.99

4.09s 3.53s 3.02s 2.64s 2.26s 2.23 1.98 1.76

4.34s 3.36s 2.90s 2.53s 2.26s 2.20s 1.96 1.75

4.05s 3.65 2.86s 2.52s 2.23s 2.14s 1.93 1.74

3.88s 3.29s 2.84s 2.50s 2.23s 2.12 1.91 1.72 1.55

4.66s 3.84s 3.26s 2.82s 2.48s 2.23s 2.08 1.88 1.70 1.54

4.66s 3.93s 3.24s 2.81s 2.48s 2.23s 2.05 1.85 1.68 1.53

4.43d 4.50d 3.82s 3.28 2.81s 2.48s 1.86t 2.01 1.82 1.66 1.52

3.61d 3.75d 3.89d 3.53t 3.03t 2.52t 2.07t 2.04t 1.99 1.80 1.65 1.51

3.36d 3.38d 3.42d 3.59d 3.55t 3.10t 2.44t 2.39t 2.17 1.96 1.78 1.63 1.50

2.87d 3.39d 3.45d 3.68d 3.15 2.73 2.41 2.16 1.95 1.77 1.62

3.38d 2.55d 3.40d 3.59d 3.15 2.74 2.40 2.15 1.94 1.77 1.62

2.69d 3.48d 3.77 3.17 2.76 2.40 2.15 1.94 1.77 1.63

3.99d 4.67d 3.79 3.18 2.75 2.41 2.16 1.95 1.78

5.55d 4.74 3.83 3.21 2.77 2.43 2.17 1.97 1.81

6.26 4.80 3.88 3.25 2.80 2.46 2.20 2.00

9.10 6.37 4.88 3.94 3.30 2.84 2.50 2.24

7.71t 9.37 6.53 5.00 4.04 3.38 2.93

-3

-3.5

0

-0.5

-1

-1.5

-2

-2.5

0.5

6

5.5

5

4.5

4

3.5

3

2.5

2

1.5

1

6.5

-0.5

-1

-1.5

-2

-2.5

-3

-3.5

Minimum Loads (t)
(m)

7.5
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1.5

1

0.5

6

Dn Cant Up Cant Safety Factor: 60% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 335-345°

Fleet Number: RTE019 through to RTE021 4cLT

Configuration: Rail +100..150mm Locked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

25
35 Stafford, ST16 3HS

335 4
325 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.86

2.92 2.46

2.91 2.50 2.12

2.91 2.50 2.16 1.84

2.89 2.49 2.18 1.87 1.60

3.34 2.85 2.47 2.17 1.89 1.62

3.93 3.29 2.81 2.44 2.15 1.90 1.64 1.41

3.82 3.22 2.77 2.42 2.14 1.91 1.64 1.41

3.77 3.12 2.73 2.39 2.13 1.91 1.64 1.42

3.70 3.14 2.70 2.38 2.12 1.90 1.64 1.41 1.22

4.45 3.67 3.10 2.69 2.35 2.11 1.89 1.62 1.41 1.22

4.42 3.66 3.08 2.68 2.36 2.11 1.87 1.61 1.39 1.21

5.68d 4.47 3.66 3.08 2.67 2.37 2.10 1.84 1.59 1.38 1.20

3.72d 5.64 4.44 3.67 3.08 2.67 2.34 2.07 1.81 1.57 1.36 1.19

4.73d 5.57 4.38 3.61 3.06 2.62 2.32 2.05 1.77 1.54 1.34 1.18

5.99d 5.51 4.33 3.55 2.98 2.62 2.29 2.02 1.73 1.51 1.32 1.17

7.42d 5.43 4.27 3.52 2.96 2.56 2.26 1.97 1.70 1.48 1.30

5.42 4.25 3.47 2.92 2.54 2.23 1.92 1.67 1.46 1.29

7.58 5.44 4.24 3.47 2.93 2.53 2.18 1.88 1.63 1.44

5.48 4.24 3.47 2.93 2.49 2.13 1.84 1.62 1.43

7.72t 7.82 5.52 4.29 3.50 2.91 2.45 2.10 1.83 1.61

8.00 5.65 4.33 3.47 2.87 2.42 2.08 1.82

11.66t 8.13 5.65 4.32 3.45 2.85 2.42 2.09

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.83

2.91 2.43

2.91 2.47 2.11

2.90 2.47 2.12 1.83

2.86 2.44 2.11 1.84 1.59

3.33 2.82 2.42 2.10 1.82 1.60

3.90 3.26 2.75 2.35 2.05 1.80 1.59 1.40

3.71 3.11 2.65 2.29 2.00 1.76 1.57 1.39

3.64 2.98 2.56 2.22 1.95 1.73 1.54 1.38

3.54 2.84 2.46 2.15 1.90 1.69 1.51 1.36 1.21

4.45 3.44 2.76 2.37 2.08 1.85 1.65 1.48 1.33 1.20

4.28 3.34 2.68 2.30 2.02 1.80 1.61 1.45 1.32 1.19

4.43d 4.11 3.22 2.61 2.22 1.96 1.76 1.58 1.42 1.29 1.18

3.53d 3.66d 3.87d 3.12 2.54 2.17 1.95 1.72 1.55 1.41 1.28 1.17

3.38d 3.42d 3.58d 3.03 2.48 2.15 1.92 1.69 1.53 1.39 1.27 1.16

2.66d 3.38d 3.44d 2.98 2.46 2.13 1.90 1.68 1.51 1.37 1.26 1.16

3.18d 2.32d 3.39d 2.95 2.46 2.12 1.87 1.68 1.51 1.37 1.26

2.56d 3.51d 2.97 2.49 2.14 1.87 1.67 1.51 1.37 1.26

3.88d 3.75 3.00 2.51 2.14 1.89 1.68 1.51 1.38

4.97 3.77 3.03 2.52 2.16 1.90 1.69 1.53 1.41

7.01d 5.04 3.83 3.07 2.56 2.20 1.93 1.72 1.56

7.39 5.13 3.90 3.13 2.61 2.24 1.97 1.76

7.43t 7.59 5.28 4.01 3.22 2.69 2.31 2.06
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Dn Cant Up Cant Safety Factor: 60% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 325-335°

Fleet Number: RTE019 through to RTE021 4dLT

Configuration: Rail +100..150mm Locked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

35
45 Stafford, ST16 3HS

325 4
315 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.53

2.59 2.16

2.20 1.86

2.21 1.90 1.61

2.55 2.18 1.91 1.64 1.38

2.51 2.17 1.91 1.66 1.41

3.49 2.91 2.48 2.16 1.87 1.67 1.42 1.21

3.40 2.84 2.44 2.12 1.88 1.68 1.43 1.22

3.31 2.80 2.40 2.11 1.86 1.67 1.43 1.22 1.04

3.27 2.74 2.38 2.09 1.85 1.68 1.43 1.21 1.04

3.95 3.22 2.73 2.36 2.06 1.85 1.65 1.41 1.21 1.04

3.93 3.22 2.72 2.33 2.07 1.85 1.63 1.39 1.19 1.03

5.04 3.91 3.21 2.71 2.35 2.07 1.86 1.61 1.38 1.18 1.02

3.52d 5.05 3.91 3.19 2.70 2.35 2.08 1.83 1.58 1.35 1.16 1.01

4.61d 4.86 3.89 3.22 2.68 2.34 2.04 1.79 1.55 1.33 1.14 .99

5.90d 4.85 3.82 3.13 2.60 2.29 1.99 1.75 1.50 1.30 1.12 .98

6.68 4.76 3.74 3.07 2.61 2.25 1.96 1.71 1.47 1.26 1.10

6.41t 4.77 3.72 3.05 2.57 2.21 1.94 1.66 1.43 1.25 1.09

9.01d 4.79 3.69 3.02 2.56 2.20 1.90 1.62 1.40 1.22

10.31t 6.79 4.81 3.72 3.03 2.56 2.17 1.84 1.59 1.38 1.22

10.41d 4.87 3.74 3.07 2.53 2.12 1.81 1.57 1.37

7.04 4.96 3.80 3.03 2.49 2.10 1.80 1.56

11.69d 7.18 4.98 3.76 3.00 2.47 2.09 1.80

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.50

2.59 2.14

2.18 1.85

2.18 1.86 1.59

2.54 2.16 1.86 1.60 1.37

2.49 2.12 1.82 1.58 1.38

3.49 2.88 2.42 2.07 1.79 1.56 1.37 1.20

3.29 2.74 2.33 2.01 1.74 1.53 1.35 1.19

3.19 2.61 2.24 1.93 1.70 1.50 1.32 1.18 1.04

3.12 2.48 2.13 1.86 1.64 1.45 1.29 1.16 1.03

3.95 3.03 2.40 2.04 1.80 1.59 1.41 1.27 1.14 1.02

3.78 2.90 2.32 1.96 1.73 1.54 1.37 1.24 1.12 1.01

4.31d 3.60 2.80 2.23 1.89 1.68 1.49 1.34 1.21 1.09 .99

3.52d 3.73d 3.44 2.69 2.17 1.85 1.63 1.46 1.32 1.19 1.08 .98

1.69d 3.41d 3.32 2.60 2.11 1.82 1.61 1.44 1.29 1.17 1.06 .98

2.47d 3.38d 3.23 2.55 2.09 1.80 1.59 1.42 1.28 1.16 1.06 .98

2.98d 2.10d 3.19 2.51 2.09 1.81 1.60 1.41 1.27 1.15 1.06

2.29d 3.19 2.53 2.10 1.80 1.59 1.41 1.27 1.15 1.06

2.25d 3.23 2.57 2.12 1.83 1.59 1.41 1.27 1.16

4.31 3.24 2.59 2.15 1.84 1.61 1.43 1.29 1.19

4.37 3.30 2.63 2.19 1.87 1.63 1.46 1.32

6.46 4.45 3.37 2.69 2.23 1.91 1.68 1.50

7.39t 6.65 4.59 3.47 2.77 2.31 1.98 1.75
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Dn Cant Up Cant Safety Factor: 60% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 315-325°

Fleet Number: RTE019 through to RTE021 4eLT

Configuration: Rail +100..150mm Locked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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305 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.35

2.01

2.05 1.72

2.04 1.77 1.48

2.37 2.04 1.77 1.51 1.27

2.34 2.01 1.77 1.53 1.29

3.24 2.70 2.30 2.00 1.75 1.55 1.31 1.10

3.14 2.65 2.26 1.96 1.73 1.55 1.32 1.11

3.09 2.60 2.23 1.94 1.71 1.54 1.31 1.11 .94

3.04 2.55 2.19 1.92 1.71 1.54 1.31 1.11 .94

2.97 2.53 2.18 1.91 1.70 1.54 1.30 1.10 .94

3.61 2.96 2.51 2.17 1.85 1.70 1.52 1.28 1.09 .93

4.73 3.65 2.95 2.51 2.17 1.91 1.72 1.49 1.26 1.08 .92

4.73 3.67 2.90 2.52 2.17 1.92 1.69 1.46 1.24 1.06 .91

4.54d 4.57 3.61 2.91 2.45 2.17 1.89 1.65 1.42 1.21 1.04 .90

5.83d 4.47 3.53 2.91 2.41 2.11 1.85 1.62 1.38 1.18 1.02 .88

4.46 3.47 2.84 2.41 2.07 1.81 1.57 1.34 1.15 1.00

6.32d 4.40 3.44 2.82 2.37 2.04 1.79 1.52 1.31 1.13 .99

8.95d 4.44 3.43 2.79 2.34 2.03 1.74 1.48 1.28 1.11 .98

4.46 3.42 2.80 2.36 2.00 1.69 1.45 1.25 1.10

6.42 4.49 3.47 2.83 2.33 1.95 1.65 1.43 1.24

6.57 4.60 3.52 2.80 2.28 1.92 1.64 1.42

11.19 6.66 4.61 3.48 2.77 2.27 1.91 1.64

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.32

2.00

2.03 1.71

2.04 1.73 1.47

2.37 2.00 1.72 1.47 1.26

2.32 1.97 1.68 1.47 1.27

3.23 2.67 2.26 1.92 1.65 1.44 1.25 1.09

3.06 2.55 2.15 1.86 1.61 1.41 1.24 1.08

3.00 2.41 2.06 1.78 1.56 1.37 1.21 1.07 .94

2.91 2.28 1.96 1.70 1.50 1.33 1.18 1.05 .93

2.80 2.21 1.86 1.64 1.45 1.28 1.15 1.03 .92

3.52 2.68 2.13 1.78 1.58 1.40 1.25 1.12 1.01 .91

4.55d 3.33 2.57 2.04 1.71 1.53 1.36 1.21 1.10 .99 .89

3.65d 3.17 2.46 1.97 1.67 1.49 1.32 1.18 1.07 .97 .88

1.59d 3.40d 3.05 2.37 1.91 1.64 1.46 1.29 1.17 1.05 .96 .88

2.29d 1.48d 2.95 2.32 1.89 1.63 1.45 1.28 1.15 1.04 .95 .88

1.88d 2.92 2.29 1.89 1.63 1.42 1.27 1.14 1.04 .95

2.17d 2.91 2.29 1.90 1.63 1.44 1.27 1.14 1.04 .95

3.92 2.94 2.34 1.92 1.64 1.44 1.27 1.15 1.05 .98

3.96 2.96 2.36 1.95 1.67 1.45 1.29 1.16 1.07

4.01 3.01 2.40 1.99 1.70 1.48 1.32 1.19

5.95 4.09 3.08 2.45 2.03 1.73 1.52 1.36

7.44t 6.14 4.21 3.18 2.53 2.10 1.80 1.59
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Dn Cant Up Cant Safety Factor: 60% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 305-315°

Fleet Number: RTE019 through to RTE021 4fLT

Configuration: Rail +100..150mm Locked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.25

1.92

1.96 1.65

1.95 1.69 1.41

1.93 1.69 1.44 1.20

2.24 1.92 1.68 1.46 1.23

2.59 2.20 1.89 1.67 1.47 1.24 1.04

2.98 2.53 2.15 1.88 1.65 1.47 1.25 1.05

2.95 2.48 2.12 1.85 1.63 1.46 1.25 1.06 .89

2.88 2.44 2.10 1.83 1.62 1.46 1.24 1.05 .89

2.85 2.41 2.07 1.80 1.62 1.46 1.23 1.05 .88

3.47 2.84 2.36 2.06 1.81 1.61 1.45 1.21 1.03 .88

4.52 3.40 2.84 2.37 2.06 1.80 1.63 1.42 1.19 1.01 .86

4.53 3.50 2.84 2.40 2.06 1.82 1.61 1.38 1.17 1.00 .85

4.44d 4.39 3.45 2.84 2.41 2.05 1.79 1.57 1.35 1.14 .98 .84

5.72d 4.31 3.36 2.78 2.34 2.02 1.75 1.54 1.30 1.12 .96 .83

4.25 3.31 2.72 2.26 1.97 1.72 1.50 1.27 1.09 .94

4.23 3.29 2.68 2.26 1.94 1.70 1.45 1.23 1.06 .92

5.94 4.22 3.26 2.66 2.08 1.93 1.65 1.40 1.21 1.04 .92

6.04 4.25 3.26 2.64 2.24 1.90 1.60 1.36 1.18 1.03

4.29 3.30 2.69 2.22 1.85 1.57 1.34 1.17

6.25 4.40 3.35 2.66 2.17 1.82 1.55 1.34

10.64 6.34 4.40 3.32 2.62 2.16 1.81 1.55

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.22

1.90

1.94 1.63

1.93 1.65 1.40

1.92 1.63 1.40 1.20

2.22 1.87 1.61 1.40 1.20

2.55 2.14 1.82 1.58 1.36 1.19 1.03

2.93 2.43 2.06 1.76 1.52 1.34 1.17 1.02

2.86 2.29 1.96 1.69 1.48 1.29 1.14 1.01 .88

2.79 2.19 1.87 1.62 1.42 1.26 1.11 .99 .87

2.67 2.10 1.76 1.55 1.37 1.21 1.08 .97 .86

3.35 2.57 2.03 1.68 1.49 1.32 1.18 1.05 .95 .85

4.35d 3.18 2.43 1.94 1.61 1.44 1.28 1.14 1.03 .93 .84

3.65d 3.02 2.33 1.87 1.57 1.40 1.24 1.11 1.00 .91 .83

1.38d 3.45d 2.88 2.24 1.80 1.54 1.37 1.21 1.09 .98 .90 .82

2.07d 1.36d 2.81 2.18 1.77 1.53 1.36 1.20 1.07 .97 .89 .82

1.77d 2.75 2.15 1.77 1.53 1.33 1.19 1.07 .97 .88

2.05d 2.75 2.16 1.78 1.52 1.33 1.19 1.06 .97 .89

2.00d 2.76 2.19 1.80 1.54 1.34 1.19 1.07 .98 .91

3.75 2.80 2.22 1.83 1.56 1.36 1.21 1.09 1.00

3.80 2.85 2.26 1.87 1.59 1.39 1.23 1.12

5.66 3.88 2.91 2.31 1.91 1.63 1.42 1.27

7.29t 5.82 4.00 3.00 2.39 1.98 1.69 1.49
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Dn Cant Up Cant Safety Factor: 60% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 295-305°

Fleet Number: RTE019 through to RTE021 4gLT

Configuration: Rail +100..150mm Locked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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295 4
285 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.16

1.84

1.88 1.57

1.86 1.61 1.34

1.87 1.62 1.38 1.14

2.15 1.84 1.60 1.40 1.17

2.48 2.11 1.81 1.59 1.41 1.18 .99

2.89 2.42 2.06 1.79 1.57 1.40 1.19 1.00

2.81 2.37 2.03 1.77 1.55 1.39 1.19 1.00 .84

2.77 2.30 2.00 1.75 1.54 1.39 1.18 1.00 .84

2.72 2.28 1.98 1.72 1.54 1.40 1.17 .99 .83

3.32 2.70 2.28 1.94 1.72 1.53 1.38 1.16 .97 .82

4.33 3.33 2.68 2.28 1.97 1.73 1.55 1.36 1.14 .96 .81

4.31 3.32 2.72 2.26 1.98 1.74 1.54 1.32 1.11 .94 .80

4.43d 4.13 3.32 2.67 2.24 1.98 1.71 1.50 1.29 1.08 .92 .79

5.68 4.13 3.22 2.64 1.86 1.88 1.66 1.47 1.25 1.05 .90 .78

4.08 3.16 2.58 2.19 1.88 1.64 1.43 1.21 1.03 .88

6.22t 4.04 3.12 2.55 2.15 1.85 1.61 1.38 1.17 1.00 .87

4.02 3.12 2.52 2.13 1.84 1.58 1.33 1.14 .98 .86

4.06 3.12 2.54 2.13 1.81 1.52 1.29 1.11 .97

4.09 3.15 2.57 2.11 1.76 1.48 1.27 1.10

5.98 4.19 3.19 2.52 2.06 1.73 1.47 1.27 1.11

10.12 6.06 4.19 3.16 2.50 2.05 1.71 1.47

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.14

1.82

1.86 1.56

1.86 1.57 1.33

1.83 1.56 1.34 1.14

2.13 1.79 1.54 1.33 1.14

2.45 2.06 1.74 1.50 1.30 1.13 .98

2.82 2.33 1.97 1.68 1.46 1.27 1.11 .97

2.75 2.19 1.87 1.62 1.40 1.23 1.08 .95 .83

2.64 2.07 1.77 1.54 1.35 1.19 1.05 .93 .82

2.55 1.99 1.68 1.47 1.29 1.15 1.02 .91 .81

3.21 2.43 1.91 1.58 1.40 1.25 1.11 .99 .89 .80

4.24 3.03 2.32 1.83 1.59 1.35 1.20 1.07 .97 .87 .78

3.71d 2.88 2.21 1.76 1.47 1.31 1.16 1.04 .94 .85 .77

1.22d 3.39d 2.75 2.12 1.70 1.45 1.28 1.14 1.02 .92 .84 .77

1.98d 1.25d 2.66 2.06 1.67 1.44 1.26 1.12 1.01 .91 .83 .76

1.66d 2.61 2.02 1.67 1.43 1.25 1.11 1.00 .91 .83

1.91d 2.60 2.04 1.69 1.47 1.26 1.11 1.00 .91 .83

3.53 2.63 2.06 1.72 1.45 1.26 1.11 1.00 .91 .85

3.56 2.65 2.09 1.72 1.47 1.28 1.13 1.02 .94

3.61 2.69 2.13 1.76 1.50 1.30 1.16 1.05

5.37 3.68 2.76 2.19 1.80 1.54 1.34 1.20 1.11

7.30t 5.53 3.79 2.84 2.26 1.87 1.59 1.40
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Dn Cant Up Cant Safety Factor: 60% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 285-295°

Fleet Number: RTE019 through to RTE021 4hLT

Configuration: Rail +100..150mm Locked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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285 4
265 356

20
340 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.16

1.84

1.88 1.57

1.87 1.61 1.34

1.85 1.61 1.38 1.14

2.14 1.84 1.60 1.40 1.17

2.47 2.10 1.81 1.59 1.41 1.18 .99

2.85 2.39 2.06 1.78 1.57 1.40 1.19 1.00

2.82 2.37 2.02 1.76 1.56 1.39 1.19 1.00 .84

2.74 2.32 2.00 1.74 1.54 1.39 1.19 1.00 .84

2.72 2.30 1.94 1.73 1.53 1.39 1.18 .98 .83

3.28 2.70 2.27 1.97 1.73 1.54 1.39 1.16 .97 .82

4.35 3.33 2.69 2.26 1.96 1.70 1.55 1.36 1.14 .96 .81

4.32 3.29 2.65 2.28 1.96 1.72 1.53 1.32 1.11 .94 .80

4.38d 4.18 3.31 2.73 2.26 1.98 1.71 1.50 1.28 1.08 .92 .79

5.68 4.10 3.23 2.62 2.24 1.92 1.67 1.47 1.24 1.06 .90 .77

4.04 3.17 2.59 2.17 1.88 1.64 1.43 1.20 1.03 .88

6.27t 4.05 3.13 2.55 2.15 1.85 1.62 1.37 1.16 1.00 .87

6.73d 5.67 4.03 3.10 2.53 2.13 1.83 1.57 1.33 1.13 .98 .86

5.77 4.05 3.12 2.53 2.13 1.81 1.52 1.29 1.11 .97

7.55d 4.10 3.15 2.55 2.11 1.75 1.48 1.27 1.10

8.11t 5.96 4.19 3.20 2.53 2.06 1.72 1.46 1.26 1.11

10.06 6.06 4.18 3.14 2.50 2.04 1.71 1.47

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.13

1.82

1.86 1.56

1.87 1.57 1.33

1.84 1.56 1.34 1.14

2.12 1.80 1.54 1.32 1.14

2.47 2.06 1.75 1.53 1.31 1.13 .98

2.82 2.33 1.97 1.68 1.45 1.27 1.11 .97

2.74 2.19 1.87 1.61 1.40 1.23 1.08 .95 .83

2.66 2.07 1.77 1.53 1.35 1.19 1.05 .93 .82

2.55 2.00 1.67 1.47 1.29 1.15 1.02 .91 .81

3.22 2.43 1.91 1.61 1.40 1.24 1.11 .99 .89 .80

4.25 3.04 2.31 1.83 1.52 1.36 1.20 1.08 .96 .87 .78

3.64d 2.87 2.20 1.76 1.47 1.32 1.17 1.05 .94 .85 .77

1.15d 3.44d 2.74 2.12 1.69 1.45 1.29 1.14 1.02 .92 .84 .76

2.02d 1.13d 2.66 2.06 1.67 1.43 1.28 1.13 1.01 .91 .83 .76

1.66d 2.61 2.03 1.67 1.43 1.25 1.11 1.00 .90 .83

1.95d 2.60 2.04 1.68 1.43 1.25 1.11 1.00 .90 .83

1.86d 2.62 2.06 1.70 1.44 1.25 1.11 1.00 .91 .85

3.56 2.65 2.09 1.72 1.46 1.27 1.13 1.02 .93

3.60 2.69 2.13 1.76 1.49 1.30 1.15 1.05

5.36 3.67 2.75 2.18 1.80 1.53 1.34 1.20 1.11

7.33t 5.49 3.77 2.84 2.25 1.86 1.59 1.40
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Dn Cant Up Cant Safety Factor: 60% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 265-285°

Fleet Number: RTE019 through to RTE021 4iLT

Configuration: Rail +100..150mm Locked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.24

1.91

1.95 1.64

1.94 1.68 1.40

1.92 1.68 1.43 1.20

2.22 1.91 1.67 1.45 1.22

2.56 2.18 1.88 1.65 1.46 1.24 1.04

3.01 2.50 2.14 1.86 1.64 1.45 1.24 1.04

2.92 2.46 2.11 1.84 1.62 1.45 1.24 1.05 .88

2.85 2.42 2.07 1.81 1.60 1.44 1.24 1.04 .88

2.83 2.39 2.01 1.80 1.59 1.45 1.23 1.04 .87

3.39 2.81 2.35 2.04 1.79 1.60 1.44 1.21 1.02 .87

4.51 3.46 2.80 2.35 2.04 1.80 1.61 1.41 1.19 1.00 .86

4.49 3.47 2.77 2.37 2.04 1.81 1.60 1.38 1.16 .99 .85

4.38d 4.34 3.44 2.84 2.36 2.05 1.78 1.56 1.33 1.13 .97 .83

5.69d 4.26 3.36 2.73 2.33 1.99 1.74 1.53 1.30 1.10 .95 .82

4.21 3.30 2.70 2.25 1.95 1.70 1.49 1.26 1.08 .93

6.27t 4.20 3.26 2.66 2.23 1.92 1.69 1.43 1.22 1.05 .91

6.79d 5.91 4.20 3.24 2.64 2.22 1.91 1.64 1.39 1.19 1.03 .90

7.29t 5.94 4.21 3.25 2.63 2.21 1.88 1.59 1.35 1.17 1.02

4.25 3.28 2.66 2.20 1.83 1.55 1.33 1.16

6.16 4.33 3.33 2.63 2.15 1.80 1.53 1.32 1.16

10.30t 6.24 4.35 3.27 2.60 2.13 1.79 1.53

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.21

1.89

1.93 1.62

1.93 1.63 1.39

1.91 1.62 1.39 1.19

2.20 1.87 1.61 1.38 1.19

2.56 2.14 1.82 1.57 1.36 1.18 1.02

2.94 2.42 2.04 1.75 1.51 1.32 1.16 1.01

2.86 2.28 1.95 1.68 1.47 1.28 1.13 1.00 .87

2.76 2.17 1.85 1.60 1.41 1.24 1.10 .98 .87

2.66 2.09 1.74 1.54 1.36 1.20 1.07 .95 .85

3.35 2.54 2.00 1.66 1.47 1.30 1.16 1.04 .93 .84

4.32d 3.19 2.42 1.92 1.60 1.43 1.27 1.13 1.01 .91 .82

3.64d 3.00 2.31 1.85 1.55 1.39 1.23 1.10 .99 .90 .81

1.15d 3.44d 2.87 2.22 1.78 1.52 1.36 1.20 1.08 .97 .88 .81

1.91d 1.13d 2.79 2.16 1.75 1.50 1.35 1.18 1.06 .96 .87 .81

1.70d 2.74 2.14 1.75 1.50 1.32 1.17 1.05 .95 .87

1.95d 2.72 2.14 1.76 1.51 1.32 1.17 1.05 .95 .88

1.86d 2.75 2.17 1.78 1.52 1.32 1.17 1.06 .96 .90

3.72 2.77 2.20 1.81 1.54 1.34 1.19 1.07 .98

3.76 2.81 2.23 1.85 1.57 1.37 1.21 1.10

5.56 3.83 2.88 2.28 1.89 1.61 1.40 1.26 1.16

7.41t 5.69 3.94 2.96 2.36 1.95 1.66 1.47
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Dn Cant Up Cant Safety Factor: 60% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 255-265°

Fleet Number: RTE019 through to RTE021 4jLT

Configuration: Rail +100..150mm Locked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

105
115 Stafford, ST16 3HS
255 4
245 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.55

2.19

2.22 1.88

2.22 1.92 1.62

2.20 1.92 1.65 1.40

2.53 2.18 1.90 1.68 1.42

2.93 2.50 2.16 1.88 1.68 1.43 1.22

3.39 2.86 2.45 2.13 1.87 1.68 1.44 1.23

3.33 2.82 2.40 2.10 1.87 1.67 1.44 1.23 1.05

3.29 2.77 2.39 2.09 1.85 1.66 1.43 1.23 1.05

3.26 2.74 2.36 2.06 1.84 1.67 1.42 1.22 1.05

3.98 3.24 2.72 2.35 2.07 1.84 1.66 1.41 1.21 1.04

5.12d 3.98 3.22 2.71 2.35 2.06 1.85 1.63 1.39 1.19 1.03

5.15 3.94 3.16 2.72 2.36 2.07 1.84 1.59 1.36 1.17 1.01

4.39d 5.00 3.96 3.16 2.70 2.36 2.04 1.80 1.56 1.34 1.15 1.00

5.69d 4.89 3.87 3.16 2.68 2.28 2.01 1.77 1.52 1.31 1.13 .99

4.85 3.80 3.10 2.62 2.26 1.98 1.73 1.48 1.27 1.11

4.86 3.76 3.06 2.59 2.23 1.96 1.68 1.44 1.25 1.10

4.85 3.73 3.05 2.52 2.22 1.91 1.63 1.41 1.23 1.09

6.88 4.86 3.73 3.04 2.57 2.19 1.85 1.60 1.39 1.22

4.90 3.58 3.08 2.55 2.14 1.82 1.57 1.38

7.05 4.98 3.81 3.04 2.50 2.10 1.80 1.56 1.38

11.59 7.14 4.98 3.78 3.02 2.48 2.10 1.80

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.53

2.16

2.21 1.86

2.20 1.88 1.61

2.18 1.87 1.61 1.39

2.52 2.14 1.84 1.60 1.39

2.91 2.44 2.11 1.80 1.57 1.38 1.21

3.34 2.79 2.35 2.02 1.76 1.54 1.36 1.20

3.27 2.63 2.25 1.95 1.71 1.51 1.33 1.18 1.04

3.19 2.52 2.15 1.88 1.65 1.47 1.30 1.16 1.04

3.08 2.44 2.07 1.80 1.59 1.42 1.27 1.14 1.02

3.87 2.96 2.36 1.98 1.74 1.55 1.39 1.24 1.12 1.01

4.33d 3.69 2.84 2.27 1.91 1.69 1.50 1.35 1.21 1.10 1.00

3.65d 3.51 2.73 2.20 1.85 1.65 1.47 1.32 1.19 1.08 .99

1.42d 3.39d 3.38 2.64 2.13 1.84 1.62 1.44 1.30 1.17 1.07 .98

2.01d 1.29d 3.30 2.58 2.11 1.82 1.61 1.43 1.28 1.16 1.06 .98

1.66d 3.24 2.54 2.11 1.82 1.59 1.41 1.27 1.15 1.06

1.95d 3.23 2.56 2.12 1.81 1.58 1.42 1.27 1.16 1.06

4.18d 3.26 2.58 2.13 1.84 1.60 1.42 1.27 1.16 1.08

4.36 3.27 2.61 2.16 1.85 1.62 1.43 1.29 1.19

4.40 3.32 2.65 2.20 1.88 1.64 1.46 1.32

6.44 4.47 3.38 2.69 2.24 1.91 1.67 1.50 1.38

7.44t 6.59 4.57 3.47 2.77 2.30 1.97 1.73
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Dn Cant Up Cant Safety Factor: 60% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 245-255°

Fleet Number: RTE019 through to RTE021 4kLT

Configuration: Rail +100..150mm Locked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

115
125 Stafford, ST16 3HS
245 4
235 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.72

2.33

2.37 2.01

2.37 2.05 1.74

2.35 2.05 1.77 1.50

2.69 2.32 2.04 1.79 1.53

3.11 2.66 2.31 2.02 1.80 1.54 1.32

3.67 3.06 2.62 2.28 2.01 1.80 1.55 1.32

3.59 3.01 2.59 2.25 2.00 1.79 1.55 1.33 1.14

3.52 2.97 2.55 2.23 1.98 1.79 1.54 1.32 1.14

3.47 2.94 2.48 2.22 1.98 1.80 1.54 1.32 1.13

4.25 3.44 2.92 2.52 2.21 1.98 1.77 1.52 1.31 1.13

5.24d 4.23 3.43 2.91 2.50 2.22 1.99 1.74 1.50 1.29 1.12

5.46 4.22 3.47 2.93 2.51 2.23 1.97 1.72 1.47 1.27 1.11

4.44d 5.30 4.23 3.43 2.92 2.52 2.20 1.94 1.67 1.44 1.25 1.09

5.71d 5.28 4.12 3.39 2.83 2.47 2.16 1.90 1.63 1.41 1.23 1.08

5.22 4.05 3.32 2.81 2.38 2.12 1.85 1.59 1.38 1.21

5.17 4.03 3.29 2.76 2.37 2.10 1.81 1.56 1.36 1.20

8.74d 5.15 4.01 3.27 2.76 2.38 2.05 1.76 1.52 1.34 1.19

10.30d 5.18 4.01 3.27 2.76 2.35 2.00 1.72 1.50 1.33

7.58d 10.45t 5.23 4.03 3.30 2.73 2.29 1.96 1.70 1.49

7.46 5.31 4.09 3.27 2.68 2.27 1.94 1.69

11.82t 7.58 5.31 4.04 3.23 2.66 2.26 1.95

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.69

2.32

2.34 2.00

2.35 2.01 1.72

2.32 2.00 1.73 1.49

2.68 2.29 1.97 1.72 1.50

3.11 2.60 2.24 1.93 1.69 1.49 1.30

3.58 2.97 2.51 2.18 1.89 1.66 1.47 1.30

3.49 2.82 2.42 2.10 1.84 1.62 1.44 1.28 1.14

3.41 2.70 2.32 2.02 1.78 1.58 1.41 1.26 1.13

3.29 2.65 2.21 1.96 1.73 1.54 1.38 1.24 1.11

4.13 3.18 2.54 2.13 1.90 1.67 1.50 1.35 1.22 1.10

4.44d 3.94 3.07 2.46 2.07 1.83 1.64 1.47 1.32 1.20 1.09

3.72d 3.78 2.95 2.38 2.03 1.79 1.61 1.44 1.30 1.18 1.08

1.38d 3.40d 3.55d 2.86 2.33 1.99 1.78 1.57 1.42 1.28 1.17 1.07

2.10d 1.41d 3.47d 2.80 2.29 1.98 1.74 1.55 1.40 1.27 1.16 1.07

1.80d 3.37d 2.76 2.29 1.97 1.74 1.54 1.39 1.26 1.16

1.95d 3.36d 2.77 2.30 1.98 1.73 1.54 1.39 1.26 1.16

2.01d 3.51 2.83 2.33 1.99 1.74 1.54 1.39 1.27 1.18

4.68 3.54 2.83 2.35 2.01 1.75 1.56 1.41 1.29

4.72 3.58 2.87 2.38 2.03 1.78 1.59 1.44

6.88 4.79 3.64 2.91 2.42 2.08 1.82 1.63

7.52t 7.02 4.91 3.73 2.99 2.49 2.13 1.88
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Dn Cant Up Cant Safety Factor: 60% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 235-245°

Fleet Number: RTE019 through to RTE021 4lLT

Configuration: Rail +100..150mm Locked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

125
135 Stafford, ST16 3HS
235 4
225 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.88

2.47

2.51 2.13

2.50 2.17 1.85

2.90 2.48 2.18 1.88 1.60

2.86 2.47 2.16 1.90 1.63

3.30 2.82 2.44 2.16 1.91 1.64 1.41

3.88 3.24 2.78 2.42 2.14 1.91 1.65 1.42

3.78 3.18 2.74 2.40 2.12 1.90 1.65 1.42 1.22

3.74 3.14 2.71 2.38 2.10 1.90 1.64 1.42 1.23

3.69 3.10 2.64 2.35 2.10 1.90 1.63 1.40 1.22

4.50 3.67 3.10 2.67 2.35 2.10 1.88 1.62 1.40 1.21

5.47d 4.44 3.66 3.09 2.66 2.33 2.10 1.85 1.59 1.38 1.20

5.74 4.49 3.63 3.09 2.68 2.35 2.08 1.81 1.57 1.36 1.19

4.46d 5.67 4.44 3.62t 3.06 2.63 2.32 2.05 1.78 1.54 1.34 1.18

5.75d 5.58 4.37 3.57 3.04 2.58 2.29 2.02 1.74 1.51 1.32 1.17

7.19d 5.49 4.30 3.51 2.99 2.56 2.25 1.97 1.70 1.48 1.30

6.45d 5.48 4.25 3.48 2.92 2.52 2.23 1.92 1.66 1.45 1.29

5.46 4.25 3.46 2.92 2.53 2.18 1.87 1.64 1.44 1.28

7.69 5.48 4.25 3.46 2.93 2.50 2.13 1.84 1.61 1.43

5.53 4.28 3.49 2.90 2.45 2.09 1.82 1.60

8.34t 7.89 5.62 4.33 3.46 2.86 2.42 2.07 1.81

11.92t 7.97 5.61 4.27 3.43 2.84 2.41 2.08

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.85

2.45

2.49 2.12

2.48 2.13 1.83

2.90 2.46 2.12 1.84 1.59

2.83 2.42 2.10 1.83 1.60

3.28 2.75 2.36 2.07 1.80 1.59 1.40

3.78 3.15 2.67 2.30 2.02 1.77 1.57 1.39

3.68 3.00 2.57 2.24 1.95 1.73 1.54 1.37 1.22

3.62 2.88 2.46 2.16 1.90 1.69 1.51 1.35 1.21

3.50 2.79 2.37 2.09 1.85 1.65 1.48 1.33 1.20

4.39 3.36 2.71 2.28 2.02 1.80 1.61 1.45 1.31 1.19

4.56d 4.20 3.26 2.63 2.28 1.96 1.76 1.58 1.42 1.29 1.17

3.66d 3.87d 3.14 2.55 2.17 1.92 1.73 1.55 1.40 1.27 1.16

1.48d 3.40d 3.55d 3.05 2.49 2.14 1.89 1.69 1.53 1.38 1.26 1.16

2.19d 1.52d 3.43d 3.00 2.46 2.13 1.87 1.67 1.51 1.37 1.25 1.16

2.72d 1.92d 3.37d 2.96 2.47 2.12 1.87 1.66 1.50 1.36 1.25

2.22d 3.45d 2.98 2.48 2.14 1.86 1.67 1.50 1.36 1.25

2.08d 3.75 2.99 2.51 2.14 1.87 1.66 1.50 1.37 1.28

4.98 3.77 3.02 2.53 2.15 1.89 1.68 1.52 1.39

5.02 3.81 3.06 2.55 2.18 1.91 1.70 1.55

7.27 5.09 3.88 3.11 2.60 2.23 1.95 1.75

7.62t 7.41 5.20 3.97 3.19 2.66 2.29 2.02
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Dn Cant Up Cant Safety Factor: 60% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 225-235°

Fleet Number: RTE019 through to RTE021 4mLT

Configuration: Rail +100..150mm Locked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

135
145 Stafford, ST16 3HS
225 4
215 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.28

2.82

2.83 2.44

2.83 2.48 2.12

3.05s 2.81 2.47 2.15 1.86

3.21 2.80 2.46 2.18 1.88

3.72 3.18 2.76 2.44 2.18 1.89 1.64

4.35 3.65 3.14 2.74 2.43 2.17 1.89 1.65

4.27 3.61 3.07s 2.70 2.41 2.16 1.90 1.65 1.44

4.22 3.56 3.07 2.69 2.39 2.16 1.89 1.65 1.44

4.16 3.51 3.05 2.65s 2.39 2.16 1.88 1.64 1.43

5.01 4.15 3.51 3.02 2.64 2.38 2.15t 1.86 1.62 1.42

5.73d 5.08 4.15 3.48 3.02 2.67 2.38 2.11 1.83 1.61 1.41

6.07t 5.07 4.16 3.50 3.04 2.65 2.35 2.09 1.82 1.59 1.40

4.57d 6.41 4.99 4.10 3.41 2.98 2.63 2.33t 2.05 1.79 1.57 1.39

5.86d 6.28 4.97 4.06 3.34t 2.97 2.61 2.32 2.01 1.75 1.55 1.38

7.32d 6.28 4.93 4.04 3.42 2.93 2.59 2.27 1.97 1.73 1.53

6.21 4.88 3.99 3.35 2.92 2.57 2.22 1.93 1.71 1.52

9.00d 6.23 4.86 3.98 3.23 2.91 2.52 2.18 1.91 1.69

7.51d 10.75d 6.23 4.86 3.98 3.36 2.88 2.47 2.14 1.89 1.68

8.79 6.30 4.89 4.01 3.34 2.82 2.43 2.12 1.88

8.95 6.37 4.91 3.95 3.29 2.79 2.41 2.11

12.09t 9.02 6.39 4.89 3.93 3.27 2.78 2.42

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.20d

2.79

2.64s 2.42

2.65s 2.30s 2.11

3.05s 2.71s 2.31s 2.12 1.84

3.00s 2.61s 2.30s 2.10 1.85

3.58s 2.97s 2.66s 2.28s 2.08 1.84 1.63

4.08s 3.42s 2.93s 2.56s 2.31 2.03s 1.82 1.62

4.00s 3.36s 2.90s 2.54s 2.25s 2.00 1.79 1.61 1.43

3.94s 3.31 2.85 2.49 2.21 1.97 1.76 1.58 1.43

3.90s 3.24 2.76 2.43 2.15 1.92 1.73 1.56 1.41

4.97 3.87 3.15 2.67 2.37 2.10 1.89 1.70 1.54 1.40

4.36d 4.62d 3.77 3.06 2.61 2.30 1.94t 1.85 1.68 1.52 1.39

3.67d 3.88d 3.65 2.98 2.55 2.24t 2.02 1.82 1.65 1.51 1.38

1.69d 3.46d 3.57d 3.57 2.76t 2.52 2.25 1.99 1.80 1.63 1.49 1.37

2.41d 3.34d 3.43d 3.50 2.90 2.50 2.24 1.98 1.78 1.62 1.48 1.37

2.92d 2.04d 3.43d 3.47 2.90 2.50 2.20 1.96 1.78 1.61 1.48

2.34d 3.37d 3.48 2.92 2.51 2.20 1.96 1.77 1.61 1.49

2.24d 4.35 3.50 2.94 2.52 2.22 1.97 1.78 1.62

5.25d 4.38 3.53 2.96 2.53 2.23 1.98 1.80 1.65

6.92d 5.79 4.42 3.57 2.99 2.57 2.25 2.01 1.82

8.31 5.86 4.49 3.62 3.03 2.61 2.29 2.05

7.83t 8.48 5.98 4.58 3.70 3.10 2.67 2.37
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Dn Cant Up Cant Safety Factor: 60% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 215-225°

Fleet Number: RTE019 through to RTE021 4nLT

Configuration: Rail +100..150mm Locked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

145
155 Stafford, ST16 3HS
215 4
205 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.48s

3.08s 3.29s

3.10s 3.05

3.07s 3.10s 3.06 2.68

3.12s 3.15s 3.04 2.71 2.36

3.53s 3.26s 3.18s 3.03s 2.70 2.38

4.28s 3.94s 3.30s 3.39 3.01 2.70 2.40 2.10

5.04s 4.47s 3.85s 3.36 2.99 2.68 2.40 2.11

4.94s 4.41s 3.81s 3.34 2.97 2.67 2.40 2.11 1.87

5.13 4.36 3.76 3.31 2.92 2.66 2.39 2.11 1.87

4.76s 5.09 4.33 3.74 3.29 2.94 2.66 2.38 2.10 1.87

5.86s 5.09 4.30 3.72 3.28 2.91 2.66 2.37 2.09 1.86

5.72t 6.19 5.07 4.28 3.71 3.27 2.94 2.64 2.34 2.07 1.85

3.54d 6.26t 6.20 5.08 4.28 3.71 3.28 2.92 2.62t 2.31 2.06 1.83

4.64d 7.06d 6.14 5.05 4.28 3.70 3.25t 2.90 2.60 2.29 2.04 1.82

5.95d 7.89 6.15 5.04 4.03 3.66 3.23t 2.89 2.56 2.26 2.01 1.81

7.38d 7.77 6.14 5.01 4.23 3.65 3.22 2.88 2.52 2.23 2.00

7.78 6.11 5.02 4.23 3.66t 3.22 2.83 2.49 2.21 1.98

7.80 6.11 5.00 4.24 3.67 3.19 2.78 2.46 2.19

10.86 7.83 6.09 5.00 4.23 3.63 3.14 2.75 2.43 2.18

8.09d 11.02d 7.86 6.14 5.03 4.20 3.58 3.11 2.73 2.43

11.04 7.96 6.16 4.99 4.17 3.55 3.09 2.72

12.21d 11.18 7.97 6.14 4.96 4.15 3.55 3.09

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.17d

3.08s 2.80d

2.64s 2.70d

3.07s 2.64s 2.43s 2.54d

3.05s 2.63s 2.30s 2.35d 2.35

3.52s 3.00s 2.61s 2.30s 2.39s 2.29d

4.15s 3.48s 2.96s 2.58s 2.28s 2.21s 2.24d 2.09

4.07s 3.41s 2.93s 2.56s 2.27s 2.09s 2.24d 2.09

3.99s 3.35s 2.89s 2.53s 2.25s 2.03s 2.21d 2.07 1.87

3.93s 3.61s 2.86s 2.60s 2.24s 2.09s 2.26 2.05 1.86

4.76s 3.88s 3.29s 3.17s 2.50s 2.23s 2.22t 2.24 2.03 1.85

4.73s 3.88s 3.27s 3.00s 2.50s 2.23s 2.15t 2.21 2.00 1.83

4.58d 4.54d 4.09s 3.26s 2.82s 2.50s 1.93t 2.24t 2.18 1.99 1.82

3.54d 3.68d 3.89d 4.21d 3.32t 2.78t 2.16t 2.04t 2.37 2.15 1.97 1.81

3.34d 3.41d 3.64d 3.85d 2.75t 2.73t 2.23t 2.11t 2.35 2.14 1.96 1.80

2.73d 3.34d 3.44d 3.69t 3.05t 3.27t 2.50t 2.29t 2.33 2.13 1.95 1.80

3.12d 2.25d 3.44d 3.57d 3.42t 2.94t 2.66t 2.57 2.32 2.12 1.95

2.46d 3.38d 4.50 3.78 3.27 2.88 2.58 2.32 2.12 1.95

4.61d 4.59d 4.52 3.80 3.29 2.88 2.58 2.33 2.13

5.36d 5.62 4.55 3.83 3.30 2.90 2.59 2.35 2.15

7.28d 5.67 4.59 3.86 3.33 2.93 2.62 2.38

9.11d 7.44 5.73 4.65 3.91 3.37 2.97 2.66

8.08t 10.62 7.55 5.83 4.73 3.98 3.44 3.05
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Dn Cant Up Cant Safety Factor: 60% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 205-215°

Fleet Number: RTE019 through to RTE021 4oLT

Configuration: Rail +100..150mm Locked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

155
225 Stafford, ST16 3HS
205 4
135 356

70
290 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.07s 4.03s

3.78s 3.79s 3.37d

3.60s 3.68s 3.62t 3.28d

3.76s 3.71s 3.56s 3.41t 2.84d

3.85d 3.91s 3.56s 3.61t 3.38t 3.22t

4.12d 4.03s 3.92s 3.65t 3.40t 3.21t 3.01t

4.94d 4.90d 4.53s 4.09t 3.73t 3.45t 3.22t 3.07t

5.69s 5.50t 4.77t 4.24t 3.83t 3.51t 3.27t 3.09t 2.87d

5.39s 5.93t 5.06t 4.43t 3.95t 3.60t 3.32t 3.12t 2.95t

5.42s 6.12s 5.49t 4.67t 4.11t 3.70t 3.40t 3.17t 3.01t

6.12s 6.46s 5.85t 4.96t 4.29t 3.83t 3.49t 3.23t 3.06t

6.25t 6.81s 6.87s 6.52t 5.29t 4.50t 3.98t 3.60t 3.31t 3.12t 2.26d

5.07t 6.31t 7.17d 7.11d 6.85s 5.65t 4.73t 4.13t 3.71t 3.40t 3.20t 2.40d

4.98d 6.68d 7.61d 7.46s 7.02s 5.98t 4.96t 4.30t 3.84t 3.50t 3.27t

4.59d 5.73d 7.59t 8.35d 7.79s 7.15s 6.31s 5.19t 4.47t 3.97t 3.61t 3.35t

5.47d 6.93d 8.77t 9.03s 8.22s 7.27s 6.35s 5.44t 4.66t 4.11t 3.73t 3.40t

8.24d 10.26d 9.70s 8.49d 7.29s 6.37s 5.65s 4.83t 4.25t 3.86t 3.37t

10.19d 11.93d 10.18s 8.58s 7.33s 6.40s 5.68s 5.01t 4.41t 3.98t

12.44d 12.75s 10.39s 8.62s 7.37s 6.43s 5.72s 5.14t 4.58t 3.94t

15.44d 13.11s 10.45s 8.69s 7.43s 6.50s 5.79t 5.14s 4.42s

13.89t 17.71s 13.26s 10.58s 8.83s 7.56s 6.55s 5.67s 4.81s 3.78s

13.79t 17.80s 13.42s 10.67s 8.77s 7.36s 6.17s 5.10s

8.41t 14.55d 16.70s 12.48s 9.82s 7.95s 6.49s

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.07s 3.16d

3.40s 2.83d 2.85d

3.49s 2.89s 2.59d 2.60d

3.38s 2.90s 2.48d 2.45d 2.47d

3.85d 3.36s 2.89s 2.50s 2.42d 2.40d

4.07s 3.32s 2.94s 2.50s 2.52s 2.36d 2.32d

4.72s 3.90s 3.29s 2.83s 2.55s 2.27s 2.26d 2.27d

4.64s 3.82s 3.24s 2.89s 2.46s 2.19s 2.27d 2.22d 2.28d

4.54s 3.77s 3.31s 2.78s 2.45s 2.18s 2.21d 2.24d 2.26d

4.48s 3.71s 3.18s 2.93s 2.44s 1.86t 2.48d 2.22d 2.27d

4.55s 3.67s 3.15s 2.74s 2.42s 1.84t 2.29d 2.31d 2.26d

5.46t 4.52s 3.76s 3.22s 2.81s 2.33t 1.77t 2.46d 2.30d 2.30d 2.23d

4.36d 4.37d 3.88t 3.38t 3.06t 2.28t 1.98t 1.85t 2.52d 2.46d 2.35d 2.26d

3.58d 3.75d 3.22t 2.71t 2.49t 2.42t 2.10t 1.95t 2.57d 2.54d 2.44d

3.69d 3.36d 3.47d 3.67d 3.41t 2.60t 2.33t 2.16t 2.23t 2.62d 2.58d 2.45d

3.41d 3.69d 3.37d 3.51d 3.55t 2.99t 2.54t 2.35t 2.73t 2.81d 2.65d 2.52d

3.35d 3.34d 3.55d 3.82t 3.18t 2.80t 2.59t 3.15d 2.94d 2.84d 2.59d

3.43d 3.38d 3.90d 4.36t 3.86t 3.14t 3.32t 3.45d 3.24d 2.88d

5.12d 4.64d 5.29d 5.05t 4.09t 3.69t 3.98d 3.65d 3.36d 2.95d

6.20d 6.37d 7.29d 5.96t 4.82t 4.98d 4.34d 4.00d 3.53d

8.14d 8.83d 8.46s 6.91s 6.03s 5.37s 4.79d 4.09d 3.58d

10.21d 10.83d 10.63s 8.41s 6.97s 5.95s 5.25s 4.63s

6.12t 10.50t 14.36s 10.74s 8.51s 7.07s 6.06s
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Dn Cant Up Cant Safety Factor: 58% (67% of 87%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 135-205°

Fleet Number: RTE019 through to RTE021 4pLT

Configuration: Rail +100..150mm Locked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

225
235 Stafford, ST16 3HS
135 4
125 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.14s 4.13s

3.84s 3.82s 3.36d

3.66s 3.70s 3.50s 3.03

3.81s 3.76s 3.49 3.07 2.67

3.91d 3.96s 3.85s 3.48s 3.09 2.71

3.82d 4.14s 3.74s 3.93 3.46 3.08 2.73 2.39

4.95d 4.91d 4.52 3.92s 3.44 3.07 2.74 2.41

5.74s 5.24s 4.46 3.87 3.42 3.05 2.74 2.42 2.14

5.63s 5.17 4.42 3.84 3.39 3.04 2.74 2.42 2.14

5.79s 5.11 4.37 3.81 3.37 3.03 2.73t 2.41 2.14

5.51s 6.10 5.08 4.33 3.80 3.37 3.02 2.71 2.40 2.13

6.24d 6.02 5.05 4.33 3.78 3.36 2.98 2.69 2.39 2.12

4.94t 6.39t 6.01 5.02 4.28 3.75 3.33 2.97 2.68 2.37 2.11

5.14d 6.76t 5.96 4.96 4.26 3.72 3.29 2.94 2.65 2.35 2.09

4.77d 5.87d 7.41 5.94 4.95 4.21 3.69 3.28 2.93 2.62 2.32 2.07

5.69d 7.07d 7.41 5.92 4.91 4.21 3.68 3.26 2.93 2.59 2.30 2.06

8.55d 7.36t 5.92 4.90 4.18 3.66 3.25 2.89 2.55 2.28 2.05

8.11d 9.74 7.38 5.91 4.91 4.21 3.67 3.25 2.85 2.52 2.26

9.78 7.35 5.90 4.93 4.21 3.68 3.20 2.81 2.50 2.24

12.01d 9.79 7.37 5.89 4.93 4.23 3.62 3.16 2.79 2.48

9.10d 9.84 7.40 5.94 4.93 4.16 3.58 3.13 2.77

14.11t 9.95 7.49 5.93 4.88 4.12 3.56 3.12

8.64t 14.59 9.98 7.45 5.90 4.86 4.12

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.02s 3.13d

3.35s 2.82d 2.80d

3.55s 2.86s 2.59d 2.67d

3.44s 2.88s 2.45d 2.49d 2.50d

3.86d 3.43s 2.86s 2.48s 2.42d 2.38d

3.82d 3.89s 3.39s 2.84s 2.49s 2.38d 2.33d 2.35d

4.67s 3.86s 3.27s 2.89s 2.47s 2.38s 2.23d 2.27d

4.72s 3.79s 3.22s 2.78s 2.52s 2.21d 2.26d 2.21d 2.13

4.49s 3.73s 3.18s 2.76s 2.44s 2.08t 2.21d 2.23d 2.12

4.44s 3.70s 3.15s 2.75s 2.43s 1.86t 2.33d 2.22d 2.10

5.47s 4.39s 3.76s 3.21s 2.72s 2.57s 1.78t 2.32d 2.29 2.09

5.20t 4.35s 3.74s 3.20s 2.72s 2.02t 1.89t 2.46d 2.27 2.07

4.35d 4.21t 4.37t 3.27t 2.97t 2.27t 1.98t 1.84t 2.39d 2.24 2.05

3.59d 3.76d 3.50t 3.17t 2.37t 2.33t 2.01t 1.95t 2.44 2.23 2.04

3.65d 3.36d 3.53d 3.64t 2.98t 2.58t 2.32t 2.16t 2.23t 2.42 2.21 2.03

3.41d 3.75d 3.37d 3.52d 3.64t 2.97t 2.53t 2.34t 2.65 2.40 2.20 2.02

3.38d 3.34d 3.45d 3.78t 3.16t 2.78t 2.58t 2.64 2.40 2.19 2.03

3.35d 3.44d 3.86d 4.32t 3.56t 3.11t 2.94 2.64 2.40 2.20

4.92d 5.41 4.47 3.81 3.32 2.94 2.65 2.41 2.21

6.16d 6.51d 5.45 4.49 3.83 3.34 2.96 2.66 2.42

8.26d 6.92 5.50 4.54 3.86 3.36 2.99 2.69

10.33d 9.41 7.02 5.56 4.61 3.92 3.42 3.05

6.28t 10.82t 9.59 7.15 5.68 4.71 4.03
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Dn Cant Up Cant Safety Factor: 60% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 125-135°

Fleet Number: RTE019 through to RTE021 4KLT

Configuration: Rail +100..150mm Locked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

235
245 Stafford, ST16 3HS
125 4
115 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.18s 3.98

3.97s 3.88s 3.41 2.90

3.81s 3.43 2.96 2.54

3.89d 3.78s 3.42 2.99 2.58 2.23

3.91d 3.96 3.41 2.99 2.61 2.26

3.87d 4.17d 3.93 3.39 2.97 2.63 2.29 1.99

4.76d 4.97d 4.57 3.86 3.32s 2.96 2.63 2.30 2.01

5.42 4.51 3.84 3.29 2.93 2.61 2.30 2.01 1.76

5.33 4.44 3.80 3.29 2.91 2.61 2.30 2.01 1.77

5.26 4.38 3.75 3.28 2.86 2.60 2.30 2.01 1.77

5.22 4.35 3.72 3.25 2.89 2.58 2.29 2.00 1.76

6.29d 5.20 4.32 3.72 3.25 2.86 2.56 2.26 1.99 1.75

5.18d 6.29t 5.15 4.29 3.68 3.21 2.83 2.53 2.24 1.96 1.74

5.30d 6.30 5.06 4.24 3.62 3.17 2.80t 2.51 2.22 1.95 1.72

4.72d 6.01d 6.27 5.03 4.21 3.61 3.15 2.78 2.48 2.18 1.92 1.71

5.87d 7.11d 6.28 5.02t 4.19 3.54 3.11 2.76 2.46 2.15 1.90 1.69

8.22 6.21 4.98 4.16 3.56 3.11 2.75 2.41 2.11 1.88 1.68

8.19 6.18 4.97 4.15 3.56 3.11 2.72 2.37 2.09 1.86

8.40t 8.16 6.17 4.95 4.13 3.54 3.09 2.67 2.33 2.06 1.85

8.17 6.18 4.95 4.13 3.54 3.02 2.62 2.31 2.05

8.23 6.20 4.97 4.14 3.47 2.99 2.60 2.29

12.23 8.31 6.29 4.97 4.08 3.44 2.95 2.58

8.66t 12.35 8.34 6.22 4.92 4.05 3.43

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.96s 3.33d

3.97s 3.32s 2.87d 2.79d

3.33s 2.83s 2.58d 2.52

3.89d 3.42s 2.85s 2.47d 2.47d 2.22

3.90d 3.29s 2.85s 2.46s 2.42d 2.24

3.85d 3.99s 3.28s 2.82s 2.47s 2.30d 2.24 1.98

4.76d 4.64s 3.81s 3.24s 2.81s 2.45s 2.23d 2.22 1.98

4.53s 3.78s 3.39s 2.78s 2.51s 2.29d 2.19 1.97 1.76

4.46s 3.71s 3.60 2.84s 2.43s 2.28t 2.16 1.94 1.75

4.52s 3.68s 3.13s 3.03 2.41s 1.85t 2.13 1.92 1.74

4.36s 3.63s 3.20s 2.71s 2.41s 1.77t 2.09 1.89 1.72

5.12t 4.58s 3.61s 3.19s 2.66t 1.95t 1.83t 2.06 1.87 1.70

4.46d 4.15t 3.71t 3.43t 2.81t 2.11t 1.97t 1.91t 2.03 1.85 1.69

3.65d 3.76d 3.16t 2.67t 3.02t 2.24t 2.16t 1.95t 2.01 1.83 1.67

3.69d 3.36d 3.48d 3.64t 3.10t 2.80t 2.31t 2.15t 2.20 1.99 1.81 1.66

3.40d 3.73d 3.42d 3.53d 3.33t 3.07t 2.52t 2.33t 2.17 1.97 1.80 1.66

4.16d 3.38d 3.45d 3.64 3.12 2.71 2.42 2.17 1.97 1.80 1.66

3.38d 3.43d 4.40d 3.67 3.14 2.72 2.41 2.16 1.97 1.80

5.32d 4.75d 4.45 3.67 3.13 2.72 2.41 2.17 1.97 1.82

6.24d 5.68 4.48 3.70 3.15 2.74 2.43 2.19 1.99

7.70 5.74 4.55 3.75 3.19 2.77 2.46 2.22

10.50d 7.81 5.83 4.61 3.81 3.24 2.83 2.52

6.35t 11.35t 7.97 5.96 4.72 3.92 3.36
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Dn Cant Up Cant Safety Factor: 60% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 115-125°

Fleet Number: RTE019 through to RTE021 4JLT

Configuration: Rail +100..150mm Locked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

245
255 Stafford, ST16 3HS
115 4
105 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.14s 3.53

3.96s 3.60 3.03 2.56

3.96s 3.60s 3.08 2.62 2.24

3.88d 3.60s 3.08 2.66 2.28 1.96

3.91d 3.56 3.06 2.67 2.31 1.99

3.89d 4.18d 3.54 3.04 2.67 2.33 2.01 1.74

4.78d 4.92d 4.07 3.50 3.03 2.66 2.35 2.03 1.76

4.89 4.06 3.46 2.99 2.64 2.35 2.03 1.77 1.54

4.82 3.98 3.38 2.98 2.63 2.35 2.04 1.77 1.54

4.74 3.96 3.39 2.92 2.61 2.33 2.03 1.77 1.54

5.72s 4.69 3.91 3.37 2.94 2.60 2.30 2.02 1.75 1.54

5.77 4.62 3.89 3.34 2.92 2.57 2.28 1.99 1.74 1.53

5.12d 5.67t 4.60 3.85 3.31 2.87 2.54 2.26 1.97 1.72 1.51

5.39d 5.62 4.54 3.79 3.24 2.84 2.50 2.23 1.95 1.70 1.50

4.90d 6.08d 5.58 4.49 3.74 2.91 2.81 2.47 2.21 1.92 1.68 1.48

5.96d 7.22 5.49 4.44 3.71 3.17 2.75 2.46 2.16 1.88 1.66 1.47

7.22 5.49 4.41 3.69 3.16 2.77 2.44 2.11 1.85 1.63 1.45

8.16d 7.16 5.44 4.38 3.66 3.13 2.74 2.39 2.07 1.82 1.61

8.52d 9.94d 5.43 4.37 3.64 3.12 2.72 2.34 2.04 1.80 1.60

7.21 5.42 4.36 3.64 3.12 2.66 2.30 2.01 1.78

7.26 5.46 4.39 3.64 3.05 2.61 2.27 2.00

10.80 7.35 5.53 4.38 3.59 3.02 2.59 2.26

8.65t 10.94 7.37 5.49 4.34 3.56 3.01

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.90s 3.10d

3.96s 3.29s 2.79d 2.54

3.96s 3.30s 2.81s 2.58d 2.22

3.88d 3.31s 2.83s 2.47d 2.25 1.95

3.88s 3.28s 2.82s 2.46s 2.26 1.97

3.86d 3.84s 3.35s 2.80s 2.46s 2.24 1.97 1.73

4.76d 4.60s 3.79s 3.23s 2.78s 2.45s 2.21 1.95 1.73

4.51s 3.75s 3.18s 2.83 2.43s 2.17 1.92 1.72 1.53

4.44s 3.69s 3.17 2.74s 2.40 2.12t 1.89 1.70 1.52

4.37s 3.63 3.05 2.67 2.35 1.91t 1.86 1.67 1.51

5.72s 4.46s 3.55 2.94 2.58 2.29 1.83t 1.83 1.65 1.49

5.29t 4.32s 3.45 2.85 2.51 2.08t 1.76t 1.80 1.62 1.48

4.56d 4.34t 4.20 3.15t 2.63t 2.02t 1.89t 1.84t 1.77 1.60 1.46

3.58d 3.75d 3.47t 3.14t 2.35t 2.15t 2.01t 1.92 1.74 1.58 1.45

3.69d 3.36d 3.48d 3.59t 2.95t 2.56t 2.37 2.11 1.90 1.72 1.57 1.44

3.40d 3.77d 3.37d 3.52d 3.16 2.70 2.36 2.10 1.88 1.71 1.56 1.43

4.18d 3.34d 3.46d 3.16 2.69 2.38 2.10 1.88 1.70 1.55 1.44

3.34d 3.54d 3.87 3.17 2.70 2.36 2.09 1.87 1.70 1.56

4.95 3.87 3.19 2.72 2.36 2.09 1.88 1.71 1.57

6.43d 4.95 3.91 3.22 2.73 2.38 2.11 1.89 1.73

6.75 5.01 3.96 3.26 2.76 2.41 2.13 1.92

10.22 6.85 5.10 4.03 3.32 2.83 2.46 2.20

6.42t 10.46 7.03 5.22 4.15 3.43 2.94
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Dn Cant Up Cant Safety Factor: 60% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 105-115°

Fleet Number: RTE019 through to RTE021 4ILT

Configuration: Rail +100..150mm Locked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

255
265 Stafford, ST16 3HS
105 4

95 356
10

350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.01 3.30

3.94s 3.38 2.83 2.38

3.93s 3.37 2.89 2.44 2.08

3.90d 3.38 2.89 2.49 2.12 1.81

3.93d 3.36 2.88 2.51 2.15 1.85

3.91d 3.93 3.31 2.86 2.50 2.18 1.87 1.61

4.84d 4.68 3.87 3.28 2.84 2.49 2.19 1.89 1.63

4.58 3.81 3.25 2.81 2.48 2.20 1.90 1.64 1.42

4.52 3.75 3.22 2.80 2.46 2.19 1.89 1.64 1.42

4.47 3.72 3.16 2.78 2.46 2.18 1.89 1.63 1.42

5.51 4.42 3.68 3.16 2.74 2.43t 2.16 1.87 1.62 1.42

5.41 4.41 3.65 3.15 2.75 2.41 2.13 1.86 1.61 1.41

5.19t 5.31 4.31 3.59 3.10t 2.70 2.38 2.11 1.84 1.60 1.39

5.40d 5.27 4.24 3.47 3.06 2.66 2.35 2.08 1.81 1.57 1.38

4.91d 6.10d 5.20 4.20 3.50 3.00 2.62 2.32 2.05 1.77 1.55 1.36

6.01d 6.76 5.16 4.16 3.47t 2.97 2.61 2.30 2.00 1.74 1.52 1.35

6.69 5.10 4.12 3.44 2.96 2.57 2.27 1.96 1.71 1.50 1.33

8.21d 6.70 5.07 4.08 3.41 2.92 2.55 2.22 1.92 1.68 1.48

9.88 5.05 4.06 3.39 2.90 2.53 2.17 1.88 1.66 1.47

6.72 5.06 4.05 3.39 2.90 2.47 2.12 1.86 1.64

6.73 5.09 4.08 3.39 2.84 2.43 2.10 1.84

10.14 6.85 5.16 4.08 3.33 2.80 2.40 2.09

8.54t 10.28 6.87 5.11 4.04 3.31 2.79

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.88s 3.18d

3.93s 3.28s 2.80 2.36

3.93s 3.29s 2.80s 2.42 2.06

3.90d 3.29s 2.82s 2.43 2.10 1.81

3.92d 3.27s 2.80 2.42 2.10 1.83

3.91d 3.89 3.25s 2.75 2.38 2.08 1.83 1.60

4.84d 4.56 3.75 3.14 2.70 2.34 2.05 1.81 1.60

4.45 3.62 3.05 2.63 2.29 2.01 1.78 1.59 1.41

4.34 3.45 2.94 2.55 2.23 1.98 1.76 1.57 1.41

4.26 3.39 2.83 2.46 2.17 1.92 1.72 1.55 1.39

5.37s 4.15 3.31 2.78 2.39 2.11 1.77t 1.69 1.52 1.37

5.25t 4.01 3.20 2.63 2.34 1.81t 1.77t 1.66 1.50 1.36

4.30d 4.31t 3.87 3.10 2.56 2.02t 1.97t 1.80 1.63 1.48 1.34

3.58d 3.75d 3.32t 2.67t 2.52 2.14t 1.97 1.77 1.60 1.46 1.33

3.73d 3.36d 3.48d 3.65 2.95 2.49 2.19 1.95 1.75 1.58 1.44 1.32

3.39d 3.77d 3.37d 3.53d 2.91 2.48 2.18 1.93 1.73 1.57 1.43 1.32

4.18d 3.34d 3.51d 2.91 2.49 2.16 1.92 1.72 1.56 1.43 1.32

3.34d 3.54d 3.55 2.95 2.50 2.17 1.91 1.73 1.56 1.43

4.55 3.57 2.94 2.50 2.17 1.92 1.73 1.57 1.45

6.19 4.58 3.61 2.96 2.52 2.19 1.94 1.74 1.59

6.25 4.64 3.66 3.01 2.55 2.22 1.97 1.77

9.53 6.35 4.72 3.74 3.07 2.61 2.27 2.03

6.40t 9.77 6.52 4.86 3.85 3.18 2.73
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Dn Cant Up Cant Safety Factor: 60% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 95-105°

Fleet Number: RTE019 through to RTE021 4HLT

Configuration: Rail +100..150mm Locked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

265
285 Stafford, ST16 3HS

95 4
75 356
20

340 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.95 3.25

3.33 2.79 2.34

3.93s 3.32 2.84 2.41 2.04

3.90d 3.32 2.84 2.45 2.09 1.78

3.93 3.31 2.84 2.47 2.12 1.82

3.91d 3.87 3.27 2.82 2.47 2.14 1.84 1.58

4.84d 4.62 3.82 3.24 2.80 2.46 2.16 1.86 1.60

4.52 3.77 3.20 2.77 2.44 2.17 1.86 1.61 1.39

4.45 3.69 3.17 2.76 2.42 2.16 1.86 1.61 1.40

4.39 3.67 3.12 2.74 2.41 2.14 1.86 1.61 1.40

5.40 4.33 3.63 3.12 2.70 2.41 2.13 1.84 1.60 1.39

5.35 4.33 3.61s 3.11 2.71 2.37 2.10 1.83 1.58 1.38

5.19t 5.26t 4.26 3.54 3.06 2.66 2.34 2.08 1.81 1.56 1.37

5.40d 5.19t 4.18 3.43 3.02t 2.63 2.31 2.05 1.78 1.54 1.35

4.91d 6.10d 5.11 4.14t 3.45 2.96 2.59t 2.28 2.02 1.74 1.52 1.34

5.96d 6.65 5.08 4.11 3.44 2.93 2.57 2.26 1.97 1.71 1.50 1.32

6.59 5.02 4.06 3.39 2.91 2.53 2.23 1.93 1.68 1.48 1.31

8.17d 6.59 4.99 4.02 3.36 2.88 2.51 2.18 1.89 1.65 1.46

8.43t 9.73 4.98 4.00 3.33 2.86 2.49 2.13 1.85 1.63 1.45

8.76t 6.61 4.98 3.99 3.34 2.86 2.43 2.09 1.83 1.61

6.65 5.01 4.02 3.34 2.79 2.38 2.06 1.81

10.06 6.75 5.09 4.01 3.27 2.75 2.36 2.06

8.46t 10.14 6.76 5.03 3.99 3.26 2.75

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.88s 3.18d

3.27s 2.76 2.33

3.93s 3.29s 2.79 2.38 2.03

3.89d 3.27 2.78 2.39 2.06 1.78

3.86s 3.25 2.76 2.38 2.07 1.80

3.88d 3.79 3.21 2.71 2.35 2.05 1.79 1.57

4.82d 4.50 3.69 3.10 2.66 2.31 2.02 1.78 1.57

4.35 3.55 3.00 2.58 2.25 1.98 1.76 1.56 1.38

4.28 3.40 2.90 2.50 2.20 1.94 1.73 1.54 1.38

4.19 3.32 2.78 2.42 2.13 1.89 1.69 1.52 1.36

5.37 4.09 3.33 2.73 2.35 2.08 1.77t 1.66 1.49 1.35

5.12t 3.94 3.14 2.59 2.30 1.81t 1.77t 1.63 1.47 1.33

4.30d 4.31t 3.81 3.04 2.52 2.10t 1.97t 1.77 1.60 1.45 1.32

3.58d 3.75d 3.30t 2.67t 2.47 2.14t 1.94 1.74 1.57 1.43 1.31

3.71d 3.36d 3.48d 3.59 2.89 2.44 2.14 1.91 1.71 1.55 1.41 1.30

3.39d 3.77d 3.42d 3.52 2.85 2.43 2.20 1.89 1.70 1.54 1.40 1.29

4.21d 3.34d 3.48 2.86 2.44 2.12 1.88 1.69 1.53 1.40 1.29

3.34d 3.54d 3.49 2.90 2.46 2.12 1.88 1.69 1.53 1.40

4.48 3.51 2.88 2.45 2.13 1.89 1.69 1.54 1.42

6.10 4.50 3.54 2.91 2.47 2.15 1.90 1.71 1.56

6.16 4.57 3.60 2.96 2.51 2.18 1.93 1.74

9.41 6.27 4.65 3.68 3.02 2.57 2.23 2.00

6.31t 9.67 6.45 4.79 3.79 3.14 2.69
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Dn Cant Up Cant Safety Factor: 60% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 75-95°

Fleet Number: RTE019 through to RTE021 4GLT

Configuration: Rail +100..150mm Locked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

285
295 Stafford, ST16 3HS

75 4
65 356
10

350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.04 3.33

3.92s 3.40 2.85 2.40

3.41 2.90s 2.47 2.10

3.91s 3.40 2.91s 2.51 2.14 1.83

3.94d 3.38 2.91s 2.53 2.17 1.87

3.93d 3.94 3.35s 2.89 2.52 2.20 1.89 1.63

4.69 3.90s 3.31s 2.85 2.50 2.21 1.90 1.64

4.64s 3.80 3.27 2.83 2.49 2.22 1.91 1.65 1.43

4.54 3.80 3.23 2.81 2.49 2.21 1.91 1.66 1.44

4.50 3.74 3.21 2.79 2.48 2.20 1.90 1.65 1.44

5.55 4.47 3.72 3.19 2.79 2.47 2.18 1.90 1.64 1.43

5.48 4.44 3.69 3.18 2.76 2.43 2.15 1.87 1.63 1.42

5.21d 5.36 4.35 3.63 3.12 2.72 2.40 2.13 1.85 1.61 1.41

5.39d 5.31 4.28 3.59 3.04 2.68 2.37 2.10 1.82 1.59 1.40

4.90d 6.08d 5.25 4.25 3.53 3.00 2.63 2.34 2.07 1.79 1.56 1.38

5.96d 6.84 5.22 4.21 3.50 2.99 2.63t 2.32 2.03 1.76 1.54 1.36

6.78 5.16 4.14 3.47 2.99 2.60 2.29 1.98 1.73 1.52 1.35

8.16d 6.79 5.09 4.12 3.45 2.95 2.57 2.24 1.94 1.70 1.50

9.94d 6.79 5.12 4.11 3.43 2.93 2.55 2.19 1.91 1.68 1.49

6.82 5.13 4.11 3.43 2.93 2.49 2.15 1.88 1.66

9.05t 10.25 6.87 5.17 4.14 3.42 2.88 2.45 2.13 1.87

10.44 7.00 5.25 4.12 3.38 2.84 2.43 2.12

8.20t 10.58 7.00 5.19 4.10 3.36 2.83

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.89s 3.30

3.91s 3.27s 2.79d 2.39

3.30s 2.80s 2.44 2.08

3.91s 3.36 2.83s 2.45 2.12 1.82

3.89s 3.33 2.82s 2.43 2.12 1.85

3.93d 3.83s 3.24s 2.79 2.41 2.09 1.84 1.62

4.61 3.77 3.17 2.72 2.36 2.07 1.83 1.62

4.47 3.64 3.07 2.65 2.31 2.03 1.80 1.60 1.42

4.40 3.49 2.98 2.57 2.25 1.99 1.77 1.58 1.42

4.31 3.41 2.85 2.50 2.19 1.91t 1.74 1.56 1.41

5.40s 4.18 3.33 2.75 2.42 2.13 1.78t 1.70 1.54 1.39

5.27t 4.06 3.23 2.65 2.34 1.81t 1.86 1.67 1.51 1.37

4.29d 4.32t 3.91 3.14t 2.59 2.01t 1.90t 1.82 1.65 1.49 1.36

3.58d 3.75d 3.46t 2.91t 2.54 2.15t 1.99 1.79 1.62 1.47 1.34

3.73d 3.36d 3.48d 3.69d 2.99 2.52 2.21 1.97 1.78 1.60 1.46 1.34

3.40d 3.77d 3.37d 3.52d 2.94 2.51 2.19 1.95 1.75 1.59 1.45 1.33

4.18d 3.34d 3.51d 2.94 2.51 2.19 1.95 1.75 1.58 1.44 1.33

3.34d 3.57d 3.60 2.96 2.51 2.20 1.94 1.74 1.58 1.45

4.70d 4.62 3.62 2.97 2.53 2.20 1.95 1.75 1.59 1.46

6.30 4.65 3.65 3.00 2.55 2.22 1.96 1.77 1.61

6.37 4.71 3.71 3.05 2.59 2.25 1.99 1.79

9.78 6.49 4.80 3.78 3.12 2.65 2.30 2.05

6.18t 10.06 6.65 4.94 3.91 3.23 2.77
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Dn Cant Up Cant Safety Factor: 60% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 65-75°

Fleet Number: RTE019 through to RTE021 4FLT

Configuration: Rail +100..150mm Locked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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305 Stafford, ST16 3HS

65 4
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10

350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.14 3.42

3.48 2.93 2.47

3.48 2.97 2.53 2.15

3.91d 3.47 2.98 2.57 2.20 1.88

3.93d 3.45 2.97 2.58 2.23 1.92

3.91d 4.03 3.41 2.95 2.58 2.25 1.94 1.68

4.82 3.99 3.38 2.92 2.57 2.27 1.95 1.69

4.72 3.91 3.33 2.90 2.54 2.28 1.96 1.70 1.47

4.65 3.87 3.30 2.87 2.53 2.27 1.96 1.70 1.48

4.60 3.83 3.26 2.85 2.52 2.26 1.95 1.69 1.48

5.67 4.52 3.78 3.24 2.82 2.52 2.23 1.95 1.69 1.47

5.61t 4.50 3.76 3.24 2.84 2.49 2.20 1.92 1.67 1.46

5.09d 5.50 4.44 3.73 3.20 2.79 2.45 2.18 1.90 1.65 1.45

5.36d 5.42 4.38 3.68 3.15 2.75 2.42 2.16 1.88 1.64 1.43

4.90d 6.06d 5.42 4.35 3.63t 3.11 2.71 2.40 2.13 1.84 1.61 1.42

5.87d 7.04 5.33 4.32 3.60 3.09t 2.69 2.37 2.08 1.81 1.59 1.40

7.01 5.31 4.26 3.58 3.05 2.66 2.35 2.04 1.78 1.57 1.39

7.05d 6.96 5.28 4.23 3.54 3.03 2.64 2.30 2.00 1.75 1.55

8.25d 6.98 5.25 4.22 3.50 3.01 2.62 2.25 1.96 1.73 1.53

8.55t 10.52 7.03 5.27 4.23 3.51 3.01 2.56 2.21 1.94 1.71

7.11 5.32 4.25 3.52 2.96 2.52 2.19 1.92

10.88 7.21 5.40 4.26 3.47 2.92 2.50 2.18

7.94t 11.06 7.26 5.37 4.23 3.45 2.91

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.92s 3.13d

3.29s 2.81d 2.45

3.40s 2.82s 2.51 2.14

3.90d 3.31s 2.83s 2.51 2.17 1.87

3.88d 3.29s 2.83s 2.46s 2.17 1.90

3.91d 3.84s 3.25s 2.80s 2.45s 2.15 1.89 1.66

4.59s 3.89 3.26 2.78 2.43 2.12 1.88 1.66

4.57 3.73 3.16 2.71 2.37 2.09 1.85 1.65 1.47

4.50 3.59 3.05 2.64 2.32 2.05 1.82 1.63 1.46

4.37s 3.52 2.93 2.55 2.25 2.00 1.79 1.60 1.45

5.67 4.31 3.41 2.82 2.48 2.19 1.72t 1.76 1.58 1.43

5.43 4.18 3.32 2.75 2.41 1.89t 1.77t 1.72 1.56 1.41

4.54d 4.36d 4.02 3.24 2.64t 2.18t 2.04t 1.85t 1.69 1.54 1.40

3.57d 3.74d 3.16t 3.14 2.37t 2.31 2.01t 1.84 1.67 1.51 1.38

3.73d 3.35d 3.47d 3.62t 2.97t 2.58t 2.29 2.05 1.82 1.65 1.50 1.38

3.40d 3.77d 3.37d 3.52d 3.03 2.58 2.27 2.01 1.80 1.64 1.49 1.37

4.18d 3.34d 3.45d 3.03 2.58 2.25 2.00 1.79 1.62 1.49 1.37

3.35d 3.46d 3.72 3.04 2.60 2.25 2.00 1.80 1.63 1.49

4.76 3.73 3.08 2.60 2.27 2.00 1.80 1.63 1.51

6.42d 4.80 3.78 3.10 2.63 2.29 2.02 1.82 1.65

6.59 4.86 3.83 3.14 2.66 2.31 2.05 1.84

10.25 6.71 4.95 3.90 3.21 2.73 2.37 2.11

5.94t 10.55 6.90 5.10 4.03 3.32 2.84

-3

-3.5

0

-0.5

-1

-1.5

-2

-2.5

0.5

6

5.5

5

4.5

4

3.5

3

2.5

2

1.5

1

6.5

-0.5

-1

-1.5

-2

-2.5

-3

-3.5

Minimum Loads (t)
(m)

7.5

7

0

5.5

5

4.5

4

3.5

3

2.5

2

1.5

1

0.5

6

Dn Cant Up Cant Safety Factor: 60% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 55-65°

Fleet Number: RTE019 through to RTE021 4ELT

Configuration: Rail +100..150mm Locked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.09s 3.69

3.74 3.16 2.67

3.73 3.19 2.74 2.34

3.88d 3.70s 3.19 2.77 2.38 2.05

3.90d 3.70 3.18 2.77 2.41 2.09

3.87d 4.17d 3.65 3.16 2.76 2.44 2.11 1.83

4.94d 4.24 3.61 3.13s 2.75 2.44s 2.12 1.84

5.04 4.19 3.58 3.09s 2.73 2.43 2.12 1.85 1.61

4.98s 4.14 3.52 3.07s 2.72s 2.43s 2.13 1.85 1.62

4.90 4.09s 3.50 3.04s 2.70s 2.42 2.12 1.85 1.62

5.44s 4.85 4.06 3.48s 3.04 2.69s 2.40 2.11 1.83 1.61

5.97 4.85s 4.05 3.47s 3.03 2.67 2.37 2.10 1.82 1.60

5.04t 5.95 4.74 4.01 3.41 3.00 2.64 2.35 2.07 1.81 1.59

5.20d 5.84 4.71 3.89 3.38 2.95 2.61 2.33 2.04 1.79 1.57

4.72d 5.97d 5.81 4.69 3.91t 3.04 2.93 2.58 2.30 2.00 1.76 1.56

5.74d 7.07d 5.83 4.68 3.88 3.31 2.90 2.57 2.26 1.98 1.74 1.54

7.66 5.78 4.64 3.87 3.31 2.87 2.56 2.22 1.94 1.71 1.53

7.65 5.75 4.61 3.83 3.29 2.87 2.51 2.18 1.91 1.70

9.83d 5.74 4.59 3.82 3.27 2.85 2.46 2.14 1.89 1.68

7.71 5.76 4.60 3.83 3.28 2.79 2.41 2.12 1.87

11.83 7.76 5.81 4.63 3.84 3.22 2.75 2.39 2.10

11.92 7.90 5.90 4.63 3.79 3.19 2.73 2.38

7.65t 12.14 7.97 5.86 4.61 3.76 3.17

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.94s 3.21d

3.32s 2.86d 2.66

3.52s 2.84s 2.63d 2.32

3.88d 3.34s 2.85s 2.68s 2.35 2.04

3.89d 3.39s 2.84s 2.47s 2.35 2.06

3.86d 3.99s 3.27s 2.82s 2.47s 2.30d 2.07 1.82

4.91d 3.81s 3.23s 2.80s 2.46s 2.30 2.04 1.81

4.90s 4.04 3.20s 2.78s 2.45s 2.24d 2.02 1.80 1.61

4.58s 3.89 3.16s 2.84s 2.43s 2.20t 1.98 1.78 1.60

4.40s 3.67s 3.21 2.73s 2.42s 2.01t 1.95 1.75 1.58

5.44s 4.49s 3.63s 3.08 2.70 2.39 1.72t 1.91 1.73 1.57

5.15t 4.47s 3.62s 2.99 2.63 2.09t 1.77t 1.88 1.70 1.55

4.29d 4.20t 3.74t 3.28t 2.73t 2.27t 1.90t 1.91t 1.85 1.68 1.53

3.64d 3.74d 3.35t 2.70t 2.58t 2.16t 2.01t 1.95t 1.83 1.66 1.52

3.69d 3.35d 3.47d 3.68d 3.26t 2.59t 2.51 2.16t 2.00 1.81 1.65 1.51

3.41d 3.73d 3.37d 3.52d 3.33 2.84 2.48 2.22 1.98 1.79 1.64 1.51

3.34d 3.38d 3.55d 3.34 2.84 2.48 2.19 1.97 1.79 1.63 1.51

3.39d 3.44d 3.90d 3.36 2.85 2.48 2.20 1.98 1.79 1.64

4.74d 4.10 3.37 2.87 2.49 2.21 1.98 1.80 1.65

6.23d 5.27 4.14 3.40 2.89 2.51 2.22 2.00 1.82

7.26 5.34 4.20 3.45 2.92 2.54 2.25 2.02

10.34d 7.40 5.44 4.28 3.52 2.99 2.59 2.31

5.71t 10.26t 7.59 5.58 4.40 3.63 3.10
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Dn Cant Up Cant Safety Factor: 60% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 45-55°

Fleet Number: RTE019 through to RTE021 4DLT

Configuration: Rail +100..150mm Locked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.02s 4.06s

3.74s 3.59 3.06

3.74s 3.61 3.12 2.68

3.72s 3.58 3.13 2.72 2.36

3.88d 3.94s 3.57 3.12 2.75 2.39

4.15d 4.11 3.53 3.10 2.76 2.42 2.11

5.01d 4.78 4.06 3.52 3.08 2.74 2.43 2.12

5.66 4.70 4.01 3.45 3.06 2.73 2.43 2.13 1.87

5.54s 4.64 3.96 3.45 3.05 2.72 2.43 2.13 1.88

5.49s 4.60 3.93 3.42 3.00 2.72 2.43 2.13 1.88

5.48s 5.46 4.55 3.90 3.40 3.01s 2.70 2.42 2.11 1.87

6.19t 5.45 4.54 3.89 3.39 3.01 2.69 2.39 2.11 1.86 1.65

4.75d 6.25t 5.38 4.52 3.85 3.38 2.98 2.66 2.38 2.08 1.84 1.64

5.10d 6.68 5.37 4.47t 3.83 3.34 2.95 2.63 2.35 2.06 1.83

4.76d 5.83d 6.64t 5.33 4.44 3.52 3.30 2.93 2.62 2.31 2.04 1.82

5.43d 7.02d 6.64 5.31 4.42 3.78 3.29t 2.91 2.60 2.28 2.02 1.80

8.48d 6.59 5.30 4.40 3.73 3.28 2.90 2.56 2.24 1.99 1.79

6.62 5.29 4.40 3.76t 3.27 2.88 2.51 2.22 1.97

6.60 5.27 4.38 3.75 3.27 2.83 2.48 2.19 1.96

11.88d 6.63 5.29 4.40 3.77 3.21 2.79 2.45 2.18

8.57t 8.99 6.68 5.33 4.41 3.70 3.17 2.76 2.44

13.09d 9.16 6.80 5.33 4.36 3.67 3.16 2.75

7.32t 13.53t 9.22 6.75 5.31 4.34 3.66

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.01s 3.11d

3.36s 2.79d 2.79d

3.36s 2.86s 2.66d 2.60d

3.35s 2.88s 2.53d 2.47d 2.35

3.88d 3.33s 2.87s 2.49s 2.35d 2.37

4.02s 3.29s 2.92s 2.49s 2.33d 2.28d 2.10

4.66s 3.85s 3.25s 2.81s 2.47s 2.32s 2.34 2.09

4.58s 3.78s 3.21s 2.79s 2.45s 2.19s 2.21d 2.07 1.86

4.63s 3.73s 3.18s 2.76s 2.44s 2.18s 2.26d 2.05 1.85

4.44s 3.80s 3.15s 2.75s 2.43s 1.80t 2.23d 2.03 1.84

5.48s 4.38s 3.66s 3.13s 2.73s 2.43s 1.72t 2.22 2.01 1.82

5.27t 4.39s 3.64s 3.11s 2.72s 2.09t 1.84t 2.18 1.98 1.80 1.65

4.44d 4.27t 4.61d 3.57t 2.83t 2.35t 1.91t 1.85t 2.15 1.96 1.79 1.64

3.57d 3.74d 3.21t 4.01 2.88t 2.17t 2.02t 1.96t 2.13 1.94 1.77

3.69d 3.36d 3.47d 3.67d 3.16t 3.32 2.70t 2.17t 2.24t 2.11 1.92 1.77

3.45d 3.75d 3.42d 3.52d 3.39t 2.87t 2.55t 2.36t 2.31 2.10 1.91 1.76

3.39d 3.34d 3.45d 3.89 3.31 2.81t 2.56 2.31 2.09 1.91 1.76

3.51d 3.85d 3.93 3.32 2.89 2.56 2.30 2.09 1.91

4.67d 4.78 3.93 3.35 2.91 2.57 2.31 2.10 1.93

6.14 4.82 3.97 3.37 2.93 2.59 2.33 2.12

8.15d 6.21 4.88 4.01 3.40 2.96 2.62 2.35

9.71t 8.62 6.31 4.97 4.08 3.47 3.01 2.68

5.45t 9.87t 8.84 6.48 5.10 4.19 3.58
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Dn Cant Up Cant Safety Factor: 60% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 35-45°

Fleet Number: RTE019 through to RTE021 4CLT

Configuration: Rail +100..150mm Locked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.94s

3.70s 3.73s 3.46d

3.60s 3.53s 3.61t 3.23

3.57s 3.65s 3.58s 3.27 2.85

3.87d 3.73s 3.69s 3.61s 3.27 2.89

4.14d 4.09s 3.87s 3.65 3.26 2.91 2.56

5.01d 4.85s 4.48s 4.10t 3.65 3.24 2.92 2.58

5.58s 5.50s 4.72 4.10 3.61 3.23 2.91 2.59 2.29

5.28s 5.45 4.66 4.06 3.58 3.21 2.90 2.59 2.30

5.61s 5.39 4.62 4.03 3.57 3.20 2.90 2.58 2.29

6.15s 5.36 4.59 4.01 3.56 3.18 2.88 2.57 2.28

6.20t 6.43 5.35 4.58 4.00 3.55 3.18 2.86 2.56 2.27 2.04

4.53d 6.24d 6.42 5.31 4.56 3.98 3.53 3.16 2.84 2.54 2.26 2.03

4.93d 6.79t 6.38 5.26 4.54 3.95 3.51 3.14 2.83 2.51 2.25

4.58d 5.68d 7.63d 6.35 5.29 4.41 3.94 3.48 3.12 2.81 2.49 2.23

5.14d 6.87d 7.99 6.35 5.26 4.42 3.92 3.48 3.11 2.78 2.47 2.22

8.16d 7.98 6.38 5.25 4.50 3.92 3.47 3.10 2.74 2.44 2.20

10.07d 8.02 6.38 5.28 4.46 3.92 3.48 3.06 2.71 2.42

7.77d 9.72d 8.02 6.39 5.30 4.50 3.94 3.43 3.02 2.69 2.41

8.05 6.41 5.33 4.55 3.89 3.40 2.99 2.67

10.97 8.13 6.44 5.35 4.49 3.87 3.37 2.98 2.67

11.16 8.24 6.45 5.28 4.46 3.84 3.36

6.99t 13.26t 11.29 8.22 6.46 5.29 4.45

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.13d

3.39s 2.88d 2.79d

3.49s 2.90s 2.61d 2.60d

3.38s 2.89s 2.46d 2.50d 2.47d

3.87d 3.45s 2.89s 2.50s 2.68d 2.43d

3.95s 3.42s 2.85s 2.49s 2.46s 2.28d 2.32d

4.70s 3.87s 3.27s 2.84s 2.49s 2.20s 2.52d 2.27d

4.62s 3.81s 3.23s 2.80s 2.47s 2.19s 2.22d 2.22d 2.25d

4.53s 3.78s 3.20s 2.77s 2.45s 2.19s 2.27d 2.26d 2.24d

4.48s 3.71s 3.17s 2.76s 2.51s 2.11t 2.26d 2.25d 2.24d

4.43s 3.80s 3.16s 2.74s 2.43s 1.90t 2.35d 2.34d 2.24

5.54t 4.40s 3.66s 3.13s 2.82s 2.22t 1.77t 2.32d 2.30d 2.22 2.03

4.32d 4.37d 3.96t 3.78t 2.92t 2.44t 1.92t 1.92t 2.56d 2.41 2.20 2.03

3.57d 3.73d 3.43t 3.90t 2.98t 2.18t 2.03t 2.03t 2.57d 2.39 2.19

3.34d 3.35d 3.47d 3.66d 3.04t 4.10 2.54t 2.18t 2.24t 2.60 2.37 2.18

3.43d 3.69d 3.37d 3.51d 3.43t 2.89t 2.56t 2.36t 2.69t 2.59 2.36 2.18

3.35d 3.34d 3.44d 4.09t 3.22t 2.83t 2.61t 2.84 2.58 2.36 2.18

3.44d 3.38d 3.80d 4.44t 3.65t 3.18t 3.17 2.85 2.58 2.36

4.70d 5.20d 4.85 4.14 3.59 3.18 2.85 2.59 2.38

6.40d 5.93 4.88 4.14 3.60 3.20 2.87 2.61

8.05d 7.63 5.99 4.94 4.18 3.64 3.22 2.90 2.65

10.59 7.74 6.08 5.00 4.24 3.69 3.28

5.16t 9.30t 10.85 7.91 6.21 5.12 4.35
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Dn Cant Up Cant Safety Factor: 60% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 25-35°

Fleet Number: RTE019 through to RTE021 4BLT

Configuration: Rail +100..150mm Locked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747
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Rail-Ability Ltd RACD-10000609

345
5 Stafford, ST16 3HS

15 4
355 356

20
340 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

5.60s 5.17d

5.21s 5.29 4.55

5.04s 4.60 4.00

5.30s 5.24s 4.60 4.04 3.54

5.55s 5.22 4.57 4.06 3.57

6.12d 5.46s 5.20 4.55 4.04 3.59 3.17

7.49d 7.02s 5.94 5.16 4.54 4.03 3.61 3.19 2.83

7.66s 6.92 5.89 5.10 4.51 4.02 3.61 3.19 2.84

7.48s 6.85 5.83 5.07 4.48 4.01 3.60 3.20 2.84

7.76s 6.79 5.79 5.04 4.45 3.99 3.60 3.18 2.84

8.05s 6.75 5.76 5.02 4.44 3.98 3.58 3.18 2.83 2.54

8.92s 8.12 6.73 5.73 5.00 4.43 3.98 3.56 3.16 2.82 2.53

6.66d 9.31t 8.08 6.73 5.73 5.01t 4.41 3.94 3.54 3.14 2.80 2.52

6.87d 9.96t 8.04 6.67 5.69t 4.96 4.38 3.91 3.51 3.11 2.78 2.51

6.11d 8.17d 10.08 7.99 6.61 5.66 4.91 4.35 3.89 3.47 3.08 2.77

7.42d 9.86d 10.05 7.96 6.59 5.64 4.88 4.33 3.88 3.43 3.06 2.75

12.09d 10.04 7.96 6.59 5.61 4.89 4.32t 3.83 3.39 3.03 2.73

10.03 7.95 6.59 5.59 4.89 4.31 3.78 3.36 3.00 2.72

13.63 10.02 7.95 6.58 5.61 4.89 4.24 3.73 3.33 2.99

11.59t 10.08 7.95 6.58 5.62 4.83 4.20 3.71 3.31 2.99

13.96 10.17 8.03 6.61 5.57 4.78 4.17 3.69 3.31

14.19 10.35 8.05 6.57 5.53 4.76 4.16 3.70

18.33t 14.43 10.37 8.05 6.57 5.53 4.76

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

5.11s 4.65d

5.21s 4.28d 4.18d

4.40s 3.88d 3.97

5.30s 4.40s 3.79s 3.77d 3.52

5.24s 4.49s 3.79s 3.81s 3.54

5.98s 5.03s 4.34s 3.78s 3.32s 3.45d 3.15

7.45d 5.90s 4.99s 4.40s 3.76s 3.32s 3.34d 3.15 2.82

7.43s 6.44s 4.90s 4.25s 3.71s 3.31s 3.35d 3.12 2.82

6.90s 6.02s 4.84s 4.33s 3.70s 3.30s 3.43 3.10 2.81

6.79s 5.62s 4.80s 4.54s 3.67s 3.28s 3.38 3.06 2.79

6.74s 5.74s 4.75s 4.13s 3.67s 3.09t 3.35 3.03 2.77 2.53

8.43s 6.68s 5.71s 4.87s 4.12s 3.76s 2.66t 3.31 3.00 2.75 2.52

6.45d 6.49d 6.80d 5.87s 4.87s 3.89t 2.99t 2.77t 3.27 2.98 2.73 2.51

5.32d 5.64d 4.97t 4.35t 4.38t 3.56t 3.06t 3.04t 3.25 2.96 2.71 2.50

5.00d 5.00d 5.15d 5.43d 4.64t 3.97t 4.24t 3.40t 3.15t 3.23 2.94 2.70

5.16d 4.99d 5.09d 5.21d 5.47t 4.40t 3.88t 3.56t 3.55 3.21 2.93 2.69

5.03d 4.98d 5.12d 6.00 4.90t 4.29t 3.94 3.53 3.20 2.92 2.70

5.23d 5.45d 6.02 5.11 4.46 3.93 3.53 3.20 2.93 2.71

6.58d 7.40 6.06 5.15 4.46 3.94 3.54 3.21 2.94

9.36d 7.44 6.09 5.17 4.49 3.97 3.56 3.23 2.98

11.54d 9.61 7.51 6.15 5.21 4.52 4.00 3.59 3.27

13.50 9.75 7.62 6.24 5.28 4.57 4.05 3.68

12.68t 13.86 9.95 7.76 6.37 5.40 4.71
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Maximum Loads (t)
(m)

Safety Factor: 67%
RTE019 through to RTE021
Unlocked 01/06/2020

4aU

Rail-Ability Ltd, Tollgate Drive

Tel: 01785 214747
mail@railability.co.uk

Rated Lift Capacity Chart

Machine type:
Configuration:

Equipment:

Fleet Number:

RA310
Rail +100..150mm Unlocked
1.9 + 3.4 + 2.1

Floating Axle:
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Rail-Ability Ltd RACD-10000609

5
15 Stafford, ST16 3HS

355 4
345 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.39

3.47 2.92

3.45 2.98 2.53

3.46 2.98 2.57 2.20

3.43 2.97 2.60 2.23 1.92

3.96 3.38 2.94 2.60 2.26 1.94

3.92 3.36 2.92 2.59 2.27 1.96 1.69

4.54 3.86 3.31 2.89 2.57 2.27 1.96 1.71

4.47 3.74 3.27 2.88 2.56 2.28 1.96 1.70

5.35 4.40 3.75 3.25 2.85 2.55 2.27 1.96 1.70 1.48

5.32 4.39 3.72 3.23 2.84 2.53 2.25 1.94 1.69 1.48

5.30 4.34 3.69 3.21 2.84 2.54 2.24 1.93 1.68 1.47

6.75 5.29 4.36 3.70 3.21 2.84 2.53 2.20 1.90 1.66 1.46

6.00d 6.68 5.33 4.37 3.71 3.21 2.82 2.48 2.16 1.88 1.65 1.45

5.12d 7.50d 6.52 5.20 4.30 3.59 3.16 2.78 2.45 2.13 1.85 1.63 1.44

8.81 6.45 5.13 4.24 3.60 3.12 2.74 2.41 2.09 1.82 1.60

8.75 6.39 5.07 4.17 3.52 3.06 2.70 2.35 2.04 1.79 1.59

6.42 5.03 4.13 3.51 3.05 2.67 2.31 2.01 1.77 1.57

6.42 5.03 4.12 3.38 3.03 2.61 2.26 1.98 1.75

6.46 5.05 4.14 3.50 2.98 2.56 2.23 1.96 1.74

6.52 5.09 4.18 3.47 2.93 2.53 2.21 1.95

9.40 6.68 5.13 4.12 3.42 2.91 2.52 2.21

16.24 9.54 6.66 5.10 4.11 3.42 2.91

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.36

3.44 2.89

3.44 2.94 2.51

3.43 2.94 2.53 2.18

3.40 2.92 2.52 2.19 1.91

3.96 3.35 2.86 2.49 2.18 1.92

3.85 3.25 2.80 2.46 2.16 1.91 1.68

4.41 3.70 3.16 2.74 2.40 2.13 1.88 1.68

4.29 3.54 3.06 2.67 2.35 2.08 1.86 1.67

5.35 4.20 3.39 2.95 2.59 2.29 2.04 1.83 1.64 1.48

5.27 4.07 3.33 2.86 2.51 2.24 1.99 1.80 1.62 1.47

5.03 3.97 3.21 2.77 2.44 2.18 1.96 1.77 1.60 1.45

6.45 4.85 3.84 3.13 2.70 2.39 2.14 1.92 1.74 1.58 1.44

5.38d 5.51d 4.68 3.72 3.06 2.64 2.34 2.10 1.89 1.71 1.56 1.43

5.12d 4.99d 5.12d 4.56 3.63 2.99 2.61 2.31 2.07 1.87 1.70 1.55 1.43

4.84d 5.00d 4.48 3.58 2.99 2.59 2.29 2.05 1.85 1.68 1.54

5.11d 4.16d 4.43 3.56 2.99 2.59 2.28 2.05 1.84 1.68 1.54

4.45d 4.43 3.57 3.02 2.59 2.28 2.04 1.84 1.68 1.55

5.86 4.47 3.64 3.03 2.61 2.29 2.05 1.85 1.69

5.90 4.52 3.65 3.06 2.64 2.32 2.07 1.87 1.72

5.98 4.58 3.70 3.09 2.67 2.34 2.09 1.91

8.70 6.10 4.67 3.77 3.15 2.71 2.39 2.15

11.71t 8.97 6.27 4.81 3.88 3.25 2.81

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 4bU

Configuration: Rail +100..150mm Unlocked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020
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Dn Cant Up Cant Safety Factor: 67%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 345-355°
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Rail-Ability Ltd RACD-10000609

15
25 Stafford, ST16 3HS

345 4
335 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.54

2.61 2.17

2.62 2.23 1.86

2.61 2.23 1.91 1.60

2.58 2.23 1.93 1.63 1.37

3.01 2.54 2.21 1.93 1.65 1.39

3.53 2.93 2.50 2.17 1.91 1.67 1.41 1.18

3.38 2.87 2.47 2.14 1.90 1.67 1.41 1.20

3.34 2.76 2.43 2.13 1.88 1.68 1.42 1.20

3.30 2.78 2.40 2.10 1.87 1.67 1.41 1.19 1.01

3.96 3.25 2.75 2.38 2.09 1.87 1.65 1.40 1.19 1.00

3.94 3.22 2.73 2.37 2.09 1.87 1.63 1.38 1.17 .99

5.02 3.84 3.22 2.72 2.37 2.09 1.87 1.60 1.36 1.15 .98

5.68d 5.02 3.91 3.24 2.74 2.38 2.09 1.82 1.57 1.33 1.14 .96

5.07d 6.53 4.86 3.87 3.18 2.68 2.34 2.02 1.78 1.53 1.30 1.12 .94

6.49 4.72 3.78 3.10 2.62 2.25 1.99 1.75 1.48 1.27 1.09

6.49 4.70 3.70 3.06 2.59 2.24 1.96 1.69 1.44 1.24 1.08

4.67 3.67 3.02 2.55 2.20 1.94 1.64 1.40 1.22 1.06

10.70 4.68 3.67 2.99 2.40 2.19 1.87 1.59 1.37 1.20

11.19 6.65 4.73 3.67 3.01 2.54 2.15 1.82 1.56 1.35 1.19

4.80 3.72 3.04 2.51 2.09 1.78 1.54 1.34

6.96 4.93 3.76 3.00 2.46 2.06 1.77 1.53

12.50 7.10 4.92 3.73 2.96 2.45 2.07

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.52

2.60 2.15

2.62 2.19 1.85

2.60 2.19 1.86 1.58

2.56 2.17 1.85 1.59 1.36

2.98 2.49 2.12 1.85 1.58 1.37

3.49 2.87 2.42 2.08 1.78 1.56 1.36 1.18

3.29 2.73 2.32 2.00 1.74 1.52 1.34 1.17

3.18 2.59 2.22 1.92 1.68 1.48 1.30 1.15

3.08 2.43 2.11 1.84 1.62 1.43 1.28 1.13 1.00

3.88 2.98 2.36 2.01 1.76 1.57 1.39 1.24 1.11 .98

3.73 2.87 2.27 1.92 1.70 1.51 1.35 1.21 1.09 .96

4.80 3.54 2.73 2.17 1.85 1.64 1.47 1.31 1.18 1.07 .94

5.39d 4.51 3.35 2.61 2.10 1.81 1.60 1.43 1.28 1.16 1.05 .93

5.01d 5.05d 4.29 3.22 2.52 2.04 1.77 1.56 1.40 1.26 1.14 1.04 .92

4.28d 4.20 3.14 2.46 2.02 1.75 1.54 1.38 1.25 1.12 1.03

5.05d 3.81d 3.09 2.43 2.03 1.75 1.54 1.37 1.23 1.12 1.03

4.01d 3.08 2.45 2.04 1.78 1.53 1.37 1.23 1.12 1.04

4.15 3.13 2.48 2.06 1.77 1.54 1.38 1.24 1.14

4.18 3.16 2.52 2.09 1.79 1.57 1.40 1.26 1.16

4.26 3.21 2.57 2.14 1.82 1.60 1.42 1.30

6.32 4.36 3.30 2.64 2.19 1.87 1.64 1.47

11.50t 6.58 4.52 3.42 2.74 2.28 1.96

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 4cU

Configuration: Rail +100..150mm Unlocked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020
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Dn Cant Up Cant Safety Factor: 67%

Maximum Loads (t)
(m)
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Rail-Ability Ltd RACD-10000609

25
35 Stafford, ST16 3HS

335 4
325 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.09

2.16 1.77

2.16 1.83 1.50

2.15 1.83 1.55 1.27

2.13 1.82 1.57 1.31 1.07

2.47 2.09 1.80 1.56 1.33 1.10

2.91 2.42 2.05 1.76 1.54 1.34 1.11 .86

2.79 2.34 2.00 1.74 1.53 1.35 1.12 .88

2.73 2.24 1.97 1.71 1.52 1.35 1.12 .88

2.66 2.25 1.94 1.70 1.50 1.34 1.12 .88 .63

3.18 2.62 2.21 1.92 1.66 1.50 1.33 1.10 .87 .63

3.16 2.61 2.19 1.91 1.68 1.50 1.31 1.08 .85 .62

4.07 3.20 2.61 2.19 1.90 1.68 1.51 1.28 1.06 .82 .60

5.39 4.06 3.22 2.62 2.19 1.92 1.69 1.47 1.24 1.04 .79 .58

5.30 3.94 3.15 2.58 2.18 1.89 1.63 1.42 1.20 1.00 .76 .56

5.28 3.86 3.05 2.50 2.08 1.83 1.59 1.40 1.16 .95 .73 .54

5.27 3.78 2.97 2.45 2.05 1.78 1.56 1.34 1.12 .91 .70

3.76 2.95 2.40 2.01 1.75 1.53 1.28 1.08 .87 .67

5.26 3.77 2.93 2.39 2.02 1.74 1.47 1.23 1.05 .84

3.81 2.94 2.40 2.02 1.70 1.42 1.20 1.03 .83

11.52t 5.48 3.85 2.98 2.43 1.99 1.64 1.38 1.18 1.02

5.67 3.98 3.02 2.39 1.94 1.61 1.36 1.17

10.47 5.78 3.97 3.00 2.36 1.92 1.61 1.37

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.07

2.15 1.75

2.16 1.80 1.49

2.15 1.80 1.51 1.26

2.11 1.76 1.49 1.27 1.06

2.47 2.05 1.74 1.48 1.25 1.07

2.89 2.39 1.98 1.66 1.42 1.23 1.06 .85

2.68 2.23 1.88 1.60 1.38 1.19 1.04 .84

2.60 2.07 1.77 1.52 1.32 1.15 1.00 .82

2.49 1.93 1.67 1.45 1.26 1.11 .96 .78 .62

3.18 2.38 1.84 1.57 1.37 1.21 1.06 .91 .75 .60

3.00 2.26 1.75 1.48 1.30 1.15 1.03 .86 .72 .58

3.90 2.81 2.13 1.67 1.40 1.24 1.10 .97 .81 .68 .56

5.27d 3.62 2.64 2.02 1.59 1.34 1.22 1.06 .93 .78 .65 .55

4.98 3.40 2.50 1.92 1.52 1.32 1.18 1.03 .89 .75 .63 .54

3.97d 3.29 2.41 1.86 1.50 1.30 1.17 1.02 .86 .73 .62 .54

4.69 3.19 2.36 1.83 1.51 1.29 1.13 1.01 .85 .73 .62

3.18 2.36 1.85 1.53 1.30 1.13 1.00 .85 .72 .63

3.23 2.40 1.88 1.56 1.31 1.15 1.02 .86 .74

3.26 2.42 1.91 1.57 1.33 1.17 1.03 .89 .78

4.88 3.33 2.48 1.96 1.61 1.37 1.19 1.06 .94

5.02 3.42 2.56 2.02 1.66 1.42 1.24 1.11

9.43 5.23 3.57 2.67 2.12 1.75 1.49 1.34

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 4dU

Configuration: Rail +100..150mm Unlocked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

6

Dn Cant Up Cant Safety Factor: 67%

Maximum Loads (t)
(m)
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6.5

Sector: 325-335°
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Rail-Ability Ltd RACD-10000609

35
45 Stafford, ST16 3HS

325 4
315 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.87

1.94 1.58

1.62 1.33

1.63 1.38 1.12

1.90 1.60 1.39 1.15 .88

1.86 1.59 1.38 1.17 .92

2.61 2.16 1.82 1.57 1.35 1.19 .94 .67

2.51 2.09 1.77 1.53 1.35 1.20 .96 .68

2.41 2.04 1.74 1.52 1.33 1.19 .96 .68 .45

2.36 1.97 1.71 1.49 1.32 1.19 .96 .68 .45

2.84 2.31 1.96 1.69 1.46 1.31 1.17 .92 .67 .44

2.82 2.31 1.94 1.65 1.47 1.32 1.15 .90 .64 .43

3.64 2.81 2.30 1.94 1.68 1.48 1.33 1.12 .87 .62 .41

4.81 3.64 2.80 2.28 1.93 1.68 1.49 1.29 1.09 .83 .59 .39

4.72 3.43 2.78 2.31 1.90 1.67 1.44 1.25 1.05 .79 .55 .37

4.66 3.41 2.70 2.20 1.81 1.61 1.39 1.21 1.00 .74 .52 .35

4.67 3.33 2.61 2.14 1.82 1.56 1.35 1.16 .94 .69 .49

9.57t 3.32 2.59 2.12 1.78 1.52 1.34 1.11 .88 .65 .47

7.93 3.33 2.56 2.09 1.76 1.52 1.28 1.06 .82 .62

8.15 4.76 3.35 2.58 2.10 1.76 1.48 1.22 1.02 .79 .60

8.44 3.41 2.60 2.13 1.73 1.42 1.19 .99 .78

5.01 3.51 2.66 2.09 1.69 1.39 1.17 .99

9.32 5.15 3.52 2.62 2.06 1.67 1.39 1.17

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.84

1.94 1.56

1.60 1.31

1.60 1.33 1.10

1.90 1.57 1.32 1.11 .87

1.84 1.53 1.29 1.09 .89

2.61 2.13 1.76 1.48 1.26 1.07 .86 .65

2.39 1.98 1.65 1.42 1.20 1.03 .83 .64

2.29 1.83 1.56 1.33 1.15 .99 .79 .62 .45

2.21 1.69 1.44 1.25 1.09 .92 .74 .58 .43

2.84 2.10 1.60 1.33 1.17 1.03 .85 .69 .55 .41

2.66 1.96 1.51 1.24 1.10 .96 .78 .64 .51 .39

3.49 2.46 1.84 1.41 1.17 1.05 .88 .73 .60 .48 .37

4.81 3.19 2.29 1.73 1.34 1.13 .98 .82 .69 .56 .45 .36

2.53d 2.97 2.15 1.63 1.27 1.09 .94 .79 .65 .53 .43 .34

3.69d 2.85 2.05 1.57 1.25 1.07 .91 .75 .63 .51 .42 .35

4.09 2.74 2.01 1.53 1.25 1.07 .92 .74 .61 .50 .41

2.71 2.00 1.55 1.26 1.07 .90 .73 .61 .51 .43

2.74 2.04 1.59 1.29 1.10 .91 .74 .62 .52

2.81 2.06 1.62 1.32 1.11 .94 .77 .65 .56

2.87 2.12 1.66 1.36 1.15 .98 .81 .70

4.39 2.96 2.20 1.72 1.41 1.19 1.04 .89

8.30 4.58 3.11 2.31 1.81 1.49 1.27 1.12

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 4eU

Configuration: Rail +100..150mm Unlocked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

6

Dn Cant Up Cant Safety Factor: 67%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 315-325°
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Minimum Loads (t)
(m)

7.5
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Rail-Ability Ltd RACD-10000609

45
55 Stafford, ST16 3HS

315 4
305 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.77

1.49

1.53 1.25

1.53 1.30 1.04

1.80 1.53 1.31 1.08 .79

1.76 1.49 1.30 1.10 .83

2.46 2.03 1.72 1.48 1.28 1.12 .85 .58

2.35 1.98 1.67 1.44 1.26 1.12 .86 .59

2.29 1.92 1.64 1.41 1.24 1.11 .86 .59 .36

2.23 1.87 1.59 1.39 1.24 1.11 .85 .59 .36

2.17 1.84 1.58 1.38 1.23 1.11 .84 .58 .36

2.63 2.15 1.82 1.57 1.32 1.23 1.09 .81 .56 .35

3.47 2.66 2.14 1.82 1.57 1.38 1.24 1.06 .78 .53 .33

3.47 2.68 2.08 1.83 1.57 1.39 1.21 1.02 .73 .50 .31

4.47 3.30 2.62 2.09 1.76 1.57 1.36 1.17 .96 .69 .47 .29

4.43 3.19 2.53 2.09 1.71 1.51 1.31 1.14 .89 .64 .44 .27

3.16 2.45 2.01 1.71 1.46 1.27 1.08 .83 .59 .40

9.43d 3.10 2.43 1.98 1.67 1.43 1.25 1.03 .77 .55 .38

7.57 3.13 2.41 1.96 1.63 1.41 1.20 .97 .72 .52 .37

3.15 2.40 1.96 1.65 1.38 1.13 .91 .68 .50

4.59 3.18 2.46 1.99 1.62 1.32 1.09 .87 .67

4.75 3.31 2.51 1.96 1.57 1.29 1.08 .86

8.67 4.85 3.30 2.46 1.93 1.55 1.28 1.08

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.74

1.48

1.52 1.24

1.52 1.25 1.03

1.79 1.48 1.25 1.04 .78

1.74 1.45 1.21 1.03 .79

2.45 2.00 1.68 1.39 1.18 .99 .76 .56

2.27 1.87 1.55 1.33 1.13 .94 .73 .54

2.19 1.71 1.46 1.24 1.07 .87 .69 .52 .36

2.09 1.57 1.34 1.16 1.01 .81 .64 .49 .35

1.97 1.49 1.23 1.09 .92 .74 .59 .45 .33

2.52 1.84 1.40 1.14 1.02 .84 .69 .54 .42 .31

3.31 2.31 1.72 1.31 1.07 .94 .76 .62 .50 .39 .29

2.98 2.13 1.59 1.22 1.02 .87 .70 .57 .46 .36 .27

2.38d 2.78 1.99 1.50 1.16 .97 .81 .66 .54 .43 .34 .26

3.42d 2.20d 1.90 1.43 1.13 .95 .80 .63 .51 .41 .32 .26

2.53 1.85 1.40 1.13 .95 .76 .61 .50 .40 .32

2.51 1.85 1.41 1.15 .95 .78 .61 .49 .40 .33

2.58 1.87 1.45 1.17 .97 .78 .62 .50 .42 .37

2.61 1.90 1.48 1.20 1.02 .81 .65 .53 .46

2.66 1.95 1.52 1.24 1.05 .85 .69 .59

4.10 2.75 2.03 1.58 1.29 1.09 .91 .76

7.76 4.29 2.88 2.13 1.67 1.36 1.16 1.02

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 4fU

Configuration: Rail +100..150mm Unlocked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

6

Dn Cant Up Cant Safety Factor: 67%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 305-315°
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Minimum Loads (t)
(m)
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Rail-Ability Ltd RACD-10000609

55
65 Stafford, ST16 3HS

305 4
295 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.71

1.44

1.48 1.21

1.48 1.25 1.00

1.46 1.25 1.04 .73

1.70 1.44 1.25 1.06 .77

1.97 1.66 1.41 1.23 1.08 .79 .52

2.25 1.91 1.61 1.39 1.21 1.07 .81 .54

2.21 1.85 1.57 1.37 1.19 1.06 .80 .55 .32

2.13 1.80 1.54 1.34 1.18 1.06 .80 .54 .32

2.10 1.77 1.52 1.31 1.18 1.06 .78 .53 .31

2.55 2.08 1.72 1.50 1.32 1.17 1.05 .75 .50 .30

3.34 2.47 2.08 1.73 1.51 1.31 1.19 1.02 .72 .48 .28

3.35 2.58 2.09 1.76 1.51 1.33 1.17 .96 .68 .45 .26

4.33 3.20 2.53 2.08 1.77 1.50 1.30 1.12 .90 .63 .42 .24

4.29 3.11 2.42 2.01 1.69 1.45 1.25 1.09 .83 .58 .38 .22

3.04 2.37 1.95 1.61 1.41 1.22 1.05 .77 .54 .35

3.02 2.34 1.91 1.60 1.37 1.20 .97 .71 .50 .33

4.24 3.01 2.31 1.88 1.41 1.36 1.14 .90 .66 .46 .31

4.34 3.03 2.31 1.86 1.58 1.32 1.09 .84 .62 .45

3.07 2.36 1.91 1.56 1.26 1.04 .80 .60

4.56 3.19 2.41 1.88 1.51 1.23 1.02 .80

8.35 4.67 3.19 2.37 1.84 1.49 1.22 1.03

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.69

1.42

1.46 1.19

1.46 1.21 .98

1.44 1.19 .99 .72

1.69 1.39 1.17 .98 .73

1.93 1.60 1.33 1.13 .92 .70 .51

2.19 1.79 1.51 1.27 1.07 .88 .67 .49

2.11 1.64 1.39 1.18 1.02 .81 .63 .46 .31

2.03 1.53 1.29 1.11 .94 .75 .58 .44 .30

1.91 1.43 1.17 1.03 .84 .68 .53 .40 .28

2.42 1.78 1.35 1.08 .93 .76 .61 .48 .37 .26

3.21 2.23 1.63 1.25 1.00 .86 .69 .56 .44 .33 .24

2.90 2.05 1.52 1.17 .93 .79 .63 .51 .40 .30 .22

2.05d 2.68 1.90 1.42 1.09 .89 .74 .59 .48 .37 .28 .21

3.09d 2.03d 1.82 1.36 1.07 .86 .72 .57 .45 .35 .27 .20

2.41 1.76 1.32 1.07 .86 .68 .54 .43 .34 .26

2.39 1.75 1.34 1.08 .86 .68 .54 .43 .34 .28

2.40 1.77 1.37 1.10 .88 .69 .55 .44 .36 .31

2.49 1.81 1.40 1.13 .91 .72 .57 .47 .39

2.55 1.86 1.44 1.17 .97 .77 .62 .52

3.93 2.63 1.93 1.50 1.22 1.03 .83 .69

7.37 4.10 2.76 2.03 1.59 1.29 1.09 .93

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 4gU

Configuration: Rail +100..150mm Unlocked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

6

Dn Cant Up Cant Safety Factor: 67%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 295-305°
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Rail-Ability Ltd RACD-10000609

65
85 Stafford, ST16 3HS

295 4
275 356

20
340 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.70

1.43

1.47 1.20

1.45 1.24 .98

1.46 1.24 1.03 .72

1.69 1.43 1.23 1.06 .76

1.95 1.65 1.40 1.22 1.06 .78 .51

2.27 1.89 1.59 1.38 1.20 1.06 .80 .53

2.17 1.83 1.56 1.35 1.17 1.05 .79 .53 .31

2.12 1.75 1.53 1.33 1.16 1.05 .79 .53 .31

2.07 1.72 1.50 1.29 1.16 1.06 .77 .52 .30

2.53 2.04 1.73 1.46 1.29 1.15 1.03 .74 .49 .29

3.32 2.54 2.03 1.73 1.49 1.30 1.17 1.01 .70 .47 .27

3.29 2.52 2.07 1.71 1.50 1.32 1.16 .95 .67 .44 .25

4.31 3.10 2.53 2.01 1.69 1.50 1.28 1.12 .89 .62 .41 .23

4.24 3.08 2.42 1.98 1.26 1.40 1.23 1.08 .83 .57 .37 .21

3.03 2.34 1.91 1.62 1.39 1.21 1.03 .76 .52 .34

9.28t 2.99 2.30 1.87 1.58 1.36 1.18 .96 .69 .48 .31

2.97 2.30 1.85 1.56 1.34 1.14 .88 .64 .45 .30

3.00 2.30 1.86 1.56 1.31 1.08 .82 .60 .43

3.04 2.33 1.90 1.54 1.25 1.03 .78 .58

4.52 3.15 2.38 1.85 1.49 1.22 1.01 .77 .60

8.18 4.62 3.15 2.34 1.82 1.47 1.21 1.02

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.68

1.41

1.45 1.18

1.45 1.20 .96

1.42 1.18 .97 .71

1.67 1.38 1.16 .96 .71

1.92 1.59 1.32 1.12 .91 .70 .50

2.18 1.78 1.50 1.25 1.07 .86 .66 .48

2.11 1.64 1.38 1.18 1.01 .80 .61 .45 .30

1.99 1.50 1.27 1.10 .92 .73 .57 .42 .29

1.89 1.41 1.17 1.01 .82 .66 .51 .39 .27

2.41 1.75 1.32 1.06 .91 .75 .60 .47 .35 .24

3.21 2.21 1.63 1.23 1.07 .82 .67 .54 .42 .32 .22

2.90 2.04 1.51 1.15 .90 .75 .61 .49 .38 .29 .21

1.81d 2.66 1.89 1.40 1.08 .86 .70 .57 .46 .35 .27 .19

2.96d 1.86d 1.80 1.34 1.05 .84 .67 .54 .43 .33 .25 .19

2.37 1.74 1.30 1.06 .83 .66 .52 .41 .32 .25

2.35 1.73 1.32 1.07 .89 .67 .52 .41 .33 .26

2.44 1.76 1.34 1.10 .87 .68 .53 .42 .34 .29

2.46 1.79 1.38 1.11 .90 .70 .56 .45 .38

2.52 1.83 1.42 1.15 .94 .74 .60 .50

3.88 2.60 1.90 1.48 1.20 1.01 .81 .66 .60

7.25 4.05 2.72 2.00 1.56 1.27 1.07 .91

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 4hU

Configuration: Rail +100..150mm Unlocked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

6

Dn Cant Up Cant Safety Factor: 67%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 275-295°
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Rail-Ability Ltd RACD-10000609

85
95 Stafford, ST16 3HS

275 4
265 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.72

1.45

1.49 1.21

1.48 1.26 1.01

1.46 1.26 1.04 .74

1.70 1.45 1.25 1.07 .78

1.97 1.66 1.42 1.23 1.08 .80 .53

2.24 1.88 1.62 1.38 1.22 1.07 .81 .55

2.21 1.85 1.57 1.36 1.20 1.06 .82 .55 .32

2.13 1.80 1.54 1.33 1.18 1.06 .81 .55 .33

2.10 1.77 1.48 1.33 1.17 1.06 .79 .53 .32

2.51 2.08 1.74 1.51 1.32 1.17 1.06 .76 .51 .30

3.37 2.57 2.07 1.73 1.50 1.29 1.18 1.02 .73 .48 .29

3.36 2.53 2.03 1.75 1.50 1.32 1.17 .97 .68 .46 .26

4.39 3.20 2.54 2.11 1.73 1.52 1.30 1.13 .90 .64 .42 .24

4.32 3.11 2.46 1.99 1.70 1.45 1.25 1.10 .84 .59 .39 .22

3.04 2.39 1.96 1.62 1.41 1.22 1.05 .77 .54 .36

9.36t 3.04 2.34 1.91 1.61 1.37 1.20 .98 .71 .50 .33

10.05d 4.27 3.02 2.32 1.89 1.58 1.36 1.14 .91 .66 .47 .32

4.36 3.04 2.33 1.88 1.58 1.33 1.09 .84 .63 .45

11.27d 3.09 2.36 1.91 1.56 1.27 1.04 .81 .60

12.10t 4.57 3.20 2.42 1.88 1.51 1.24 1.03 .80 .62

8.19 4.68 3.19 2.36 1.85 1.49 1.22 1.03

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.70

1.43

1.47 1.20

1.48 1.21 .99

1.45 1.20 1.00 .73

1.68 1.40 1.18 .98 .73

1.97 1.61 1.34 1.16 .94 .72 .51

2.22 1.81 1.51 1.27 1.08 .88 .68 .50

2.12 1.65 1.40 1.19 1.03 .81 .64 .47 .32

2.03 1.52 1.29 1.11 .94 .75 .58 .44 .30

1.91 1.44 1.18 1.03 .85 .68 .54 .40 .28

2.45 1.78 1.34 1.11 .94 .76 .61 .48 .36 .26

3.26 2.26 1.65 1.26 1.01 .87 .70 .56 .44 .33 .24

2.95 2.07 1.53 1.18 .93 .80 .64 .51 .40 .30 .22

1.72d 2.72 1.92 1.43 1.10 .89 .75 .59 .47 .37 .28 .21

3.01d 1.69d 1.83 1.36 1.07 .86 .73 .58 .46 .35 .27 .20

2.42 1.78 1.34 1.07 .86 .68 .54 .43 .34 .26

2.39 1.76 1.35 1.08 .86 .68 .54 .44 .34 .27

2.38 1.79 1.37 1.10 .88 .69 .55 .44 .36 .31

2.51 1.82 1.41 1.14 .92 .72 .58 .47 .39

2.55 1.86 1.45 1.17 .96 .76 .62 .52

3.93 2.63 1.93 1.50 1.22 1.03 .83 .69 .62

7.26 4.08 2.75 2.03 1.58 1.29 1.09 .93

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 4iU

Configuration: Rail +100..150mm Unlocked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

6

Dn Cant Up Cant Safety Factor: 67%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 265-275°
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Rail-Ability Ltd RACD-10000609

95
105 Stafford, ST16 3HS
265 4
255 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.78

1.51

1.54 1.26

1.54 1.31 1.05

1.52 1.31 1.09 .80

1.76 1.50 1.30 1.11 .84

2.04 1.72 1.47 1.28 1.12 .87 .59

2.38 1.97 1.68 1.45 1.27 1.11 .88 .60

2.29 1.92 1.64 1.42 1.25 1.11 .88 .61 .38

2.21 1.88 1.60 1.39 1.23 1.10 .87 .61 .38

2.19 1.84 1.54 1.38 1.22 1.11 .85 .59 .37

2.60 2.17 1.80 1.57 1.37 1.22 1.10 .83 .57 .36

3.51 2.68 2.16 1.81 1.57 1.38 1.23 1.07 .79 .54 .34

3.49 2.69 2.12 1.82 1.57 1.39 1.22 1.03 .74 .51 .32

4.58 3.33 2.65 2.20 1.82 1.58 1.36 1.18 .97 .70 .48 .29

4.51 3.24 2.56 2.08 1.78 1.51 1.32 1.15 .91 .65 .44 .27

3.18 2.50 2.04 1.69 1.47 1.28 1.10 .84 .60 .41

9.36t 3.16 2.45 2.00 1.67 1.44 1.25 1.04 .78 .56 .39

10.14d 4.45 3.16 2.43 1.97 1.66 1.42 1.20 .98 .73 .53 .37

10.89t 4.49 3.18 2.44 1.97 1.64 1.39 1.15 .92 .69 .51

3.22 2.47 2.00 1.63 1.33 1.10 .88 .67

4.73 3.31 2.53 1.97 1.58 1.30 1.08 .87 .69

8.44 4.82 3.33 2.46 1.94 1.56 1.29 1.09

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.76

1.49

1.52 1.25

1.53 1.26 1.04

1.50 1.25 1.05 .79

1.74 1.46 1.24 1.04 .79

2.04 1.68 1.40 1.19 1.01 .78 .57

2.31 1.88 1.57 1.33 1.13 .95 .75 .56

2.22 1.72 1.47 1.25 1.08 .88 .70 .53 .37

2.12 1.61 1.35 1.16 1.02 .82 .64 .49 .36

2.00 1.51 1.24 1.09 .92 .75 .60 .46 .33

2.55 1.87 1.41 1.15 1.02 .84 .68 .54 .42 .31

3.39 2.37 1.73 1.33 1.07 .95 .78 .63 .50 .39 .29

3.08 2.17 1.62 1.25 1.03 .88 .72 .58 .46 .36 .27

1.72d 2.85 2.03 1.52 1.17 .98 .84 .66 .54 .44 .34 .26

2.85d 1.69d 1.94 1.45 1.14 .95 .82 .63 .52 .41 .32 .26

2.53d 1.88 1.42 1.14 .95 .76 .62 .50 .40 .32

2.52 1.87 1.43 1.15 .96 .76 .61 .50 .40 .33

2.51 1.89 1.45 1.17 .98 .77 .63 .51 .42 .36

2.64 1.92 1.49 1.21 1.01 .80 .65 .53 .45

2.68 1.96 1.53 1.25 1.04 .85 .69 .58

4.09 2.76 2.03 1.58 1.29 1.09 .91 .76 .68

7.48 4.24 2.88 2.13 1.67 1.36 1.15 1.01

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 4jU

Configuration: Rail +100..150mm Unlocked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

6

Dn Cant Up Cant Safety Factor: 67%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 255-265°
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Minimum Loads (t)
(m)

7.5

7

0.5

6

5.5

5

4.5

4

3.5

3

2.5

2

1.5

1
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-3.5
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Rail-Ability Ltd RACD-10000609

105
115 Stafford, ST16 3HS
255 4
245 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.95

1.65

1.69 1.39

1.69 1.44 1.17

1.67 1.43 1.21 .96

1.93 1.64 1.42 1.23 1.00

2.23 1.89 1.62 1.40 1.24 1.02 .73

2.56 2.16 1.84 1.59 1.39 1.23 1.03 .75

2.49 2.11 1.78 1.56 1.38 1.22 1.02 .75 .51

2.45 2.06 1.77 1.54 1.36 1.22 1.02 .74 .51

2.41 2.03 1.74 1.51 1.35 1.23 1.00 .73 .50

2.94 2.39 2.00 1.73 1.52 1.35 1.22 .98 .72 .49

3.86 2.95 2.38 1.99 1.73 1.51 1.36 1.18 .95 .69 .47

3.83 2.90 2.31 2.00 1.74 1.52 1.35 1.14 .90 .65 .45

5.05 3.67 2.93 2.31 1.98 1.74 1.49 1.30 1.10 .86 .62 .43

4.98 3.55 2.82 2.31 1.96 1.65 1.45 1.27 1.06 .81 .58 .41

3.51 2.75 2.25 1.89 1.63 1.42 1.22 1.01 .75 .55

3.50 2.71 2.20 1.86 1.60 1.39 1.17 .95 .71 .53

3.49 2.67 2.19 1.78 1.58 1.34 1.11 .90 .68 .51

4.99 3.51 2.68 2.18 1.84 1.55 1.28 1.08 .86 .66

3.55 2.51 2.22 1.82 1.49 1.25 1.05 .84

5.19 3.65 2.77 2.17 1.76 1.45 1.22 1.04 .85

9.13 5.28 3.64 2.73 2.15 1.74 1.45 1.22

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.92

1.63

1.67 1.37

1.66 1.39 1.16

1.65 1.38 1.16 .94

1.91 1.60 1.35 1.15 .95

2.22 1.83 1.57 1.31 1.12 .93 .71

2.51 2.08 1.73 1.46 1.26 1.08 .89 .70

2.44 1.91 1.62 1.39 1.20 1.04 .85 .67 .50

2.34 1.78 1.51 1.31 1.14 .99 .80 .64 .49

2.22 1.69 1.41 1.22 1.08 .91 .75 .60 .47

2.83 2.09 1.60 1.32 1.15 1.03 .86 .70 .57 .44

3.75 2.63 1.95 1.50 1.24 1.10 .95 .80 .65 .53 .42

3.41 2.44 1.83 1.42 1.18 1.05 .89 .75 .62 .50 .40

2.12d 3.17 2.29 1.73 1.35 1.17 1.02 .85 .71 .59 .48 .39

3.01d 1.93d 2.20 1.67 1.32 1.14 1.01 .83 .68 .57 .47 .39

2.48d 2.14 1.63 1.33 1.13 .97 .80 .67 .55 .47

2.83 2.12 1.64 1.34 1.13 .97 .81 .67 .56 .47

2.94 2.15 1.66 1.36 1.16 1.00 .81 .68 .57 .51

2.97 2.18 1.70 1.39 1.18 1.02 .84 .70 .61

3.01 2.22 1.74 1.43 1.21 1.04 .88 .75

4.54 3.09 2.29 1.79 1.47 1.25 1.08 .95 .85

8.20 4.70 3.20 2.39 1.88 1.54 1.31 1.15

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 4kU

Configuration: Rail +100..150mm Unlocked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

6

Dn Cant Up Cant Safety Factor: 67%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 245-255°
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Minimum Loads (t)
(m)

7.5

7

0.5
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4.5
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3.5
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2.5

2

1.5
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-3.5
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Rail-Ability Ltd RACD-10000609

115
125 Stafford, ST16 3HS
245 4
235 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.99

1.68

1.72 1.42

1.72 1.46 1.19

1.70 1.46 1.23 .99

1.96 1.67 1.45 1.25 1.02

2.27 1.92 1.65 1.43 1.26 1.04 .76

2.66 2.20 1.88 1.62 1.41 1.26 1.05 .77

2.57 2.15 1.84 1.59 1.40 1.25 1.05 .78 .53

2.50 2.10 1.80 1.56 1.39 1.25 1.04 .77 .53

2.44 2.07 1.73 1.56 1.38 1.26 1.03 .76 .52

3.00 2.42 2.05 1.76 1.55 1.38 1.23 1.01 .74 .51

3.91 2.99 2.40 2.04 1.75 1.55 1.39 1.20 .97 .71 .50

3.86 2.97 2.45 2.06 1.76 1.57 1.37 1.17 .93 .68 .48

5.11 3.70 2.98 2.41 2.07 1.76 1.53 1.34 1.12 .88 .65 .46

5.03 3.66 2.86 2.36 1.96 1.71 1.49 1.30 1.08 .84 .61 .43

3.59 2.78 2.28 1.94 1.61 1.44 1.25 1.03 .79 .58

3.54 2.76 2.25 1.88 1.60 1.42 1.19 .98 .75 .56

8.47 3.51 2.74 2.23 1.87 1.61 1.37 1.14 .93 .71 .55

8.56 3.54 2.74 2.23 1.87 1.58 1.31 1.10 .89 .70

11.31d 8.71 3.61 2.77 2.26 1.84 1.52 1.27 1.08 .88

5.21 3.70 2.82 2.22 1.79 1.48 1.25 1.06

9.19 5.35 3.69 2.77 2.18 1.77 1.48 1.25

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.96

1.66

1.69 1.40

1.70 1.42 1.18

1.67 1.41 1.19 .97

1.94 1.63 1.37 1.17 .98

2.26 1.85 1.58 1.33 1.14 .96 .74

2.57 2.11 1.76 1.51 1.28 1.11 .93 .73

2.47 1.95 1.66 1.42 1.22 1.06 .89 .70 .53

2.38 1.82 1.54 1.34 1.16 1.02 .83 .67 .51

2.25 1.75 1.43 1.27 1.11 .96 .79 .63 .49

2.88 2.13 1.63 1.34 1.20 1.05 .89 .73 .59 .47

3.81 2.67 2.00 1.55 1.27 1.13 1.00 .84 .69 .56 .45

3.48 2.49 1.87 1.46 1.22 1.08 .95 .79 .65 .53 .43

2.05d 3.23 2.33 1.77 1.40 1.18 1.07 .89 .75 .62 .51 .42

3.14d 2.10d 2.24 1.71 1.35 1.17 1.02 .86 .73 .60 .50 .42

2.69d 2.19 1.67 1.36 1.16 1.02 .84 .70 .59 .50

2.89 2.17 1.68 1.37 1.17 1.01 .84 .70 .59 .50

2.93 2.19 1.74 1.40 1.18 1.02 .85 .71 .61 .54

3.02 2.22 1.75 1.43 1.20 1.04 .88 .74 .64

3.06 2.27 1.79 1.46 1.23 1.07 .92 .79

4.60 3.14 2.34 1.84 1.51 1.28 1.11 .99

8.24 4.76 3.26 2.44 1.92 1.58 1.34 1.18

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 4lU

Configuration: Rail +100..150mm Unlocked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

6

Dn Cant Up Cant Safety Factor: 67%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 235-245°
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Minimum Loads (t)
(m)

7.5

7

0.5
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Rail-Ability Ltd RACD-10000609

125
135 Stafford, ST16 3HS
235 4
225 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.17

1.84

1.88 1.56

1.88 1.60 1.32

2.19 1.85 1.61 1.36 1.11

2.15 1.84 1.59 1.38 1.14

2.48 2.11 1.81 1.59 1.39 1.16 .92

2.91 2.41 2.06 1.79 1.57 1.39 1.16 .93

2.81 2.36 2.01 1.76 1.55 1.38 1.17 .94 .68

2.75 2.30 1.99 1.74 1.53 1.38 1.15 .93 .68

2.71 2.26 1.91 1.71 1.53 1.38 1.14 .91 .67

3.30 2.69 2.26 1.94 1.71 1.52 1.36 1.13 .90 .66

4.29 3.23 2.68 2.25 1.93 1.68 1.54 1.33 1.10 .87 .65

4.29 3.30 2.65 2.25 1.96 1.73 1.51 1.29 1.08 .83 .62

5.60 4.12 3.24 2.69 2.23 1.95 1.68 1.47 1.25 1.04 .80 .60

5.55 4.02 3.16 2.57 2.20 1.85 1.64 1.44 1.20 1.01 .77 .58

5.52 3.93 3.08 2.51 2.14 1.82 1.60 1.39 1.16 .96 .74

9.63d 3.91 3.03 2.48 2.07 1.78 1.58 1.33 1.12 .92 .71

3.89 3.03 2.45 2.07 1.79 1.52 1.28 1.09 .89 .70

5.52 3.92 3.03 2.46 2.07 1.76 1.46 1.24 1.06 .87

3.97 3.06 2.49 2.05 1.70 1.42 1.21 1.05

12.45t 5.74 4.07 3.11 2.45 2.00 1.66 1.40 1.21

9.92 5.83 4.05 3.05 2.42 1.97 1.65 1.41

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.14

1.81

1.86 1.54

1.85 1.56 1.31

2.19 1.84 1.55 1.31 1.10

2.12 1.78 1.52 1.30 1.11

2.46 2.04 1.72 1.49 1.27 1.10 .90

2.81 2.32 1.95 1.65 1.43 1.23 1.08 .89

2.70 2.16 1.83 1.58 1.37 1.20 1.05 .86 .68

2.63 2.02 1.72 1.50 1.30 1.14 1.00 .83 .66

2.49 1.92 1.62 1.42 1.25 1.10 .96 .79 .64

3.18 2.35 1.84 1.52 1.34 1.19 1.06 .91 .76 .62

4.18 2.97 2.23 1.74 1.51 1.28 1.15 1.02 .86 .73 .60

3.83 2.77 2.10 1.66 1.40 1.24 1.11 .98 .83 .70 .58

2.21d 3.58 2.62 2.01 1.60 1.36 1.20 1.07 .94 .79 .67 .57

3.27d 2.27d 2.51 1.95 1.56 1.34 1.18 1.05 .91 .78 .66 .57

4.06d 2.86d 2.47 1.90 1.57 1.34 1.18 1.04 .89 .76 .66

3.27 2.45 1.92 1.58 1.36 1.17 1.05 .90 .77 .67

3.10d 2.48 1.94 1.61 1.36 1.18 1.05 .90 .78 .70

3.38 2.51 1.97 1.64 1.38 1.20 1.06 .93 .82

3.42 2.55 2.02 1.66 1.41 1.23 1.09 .98

5.09 3.50 2.62 2.08 1.71 1.46 1.27 1.14

9.01 5.24 3.62 2.73 2.17 1.79 1.52 1.35

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 4mU

Configuration: Rail +100..150mm Unlocked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

6

Dn Cant Up Cant Safety Factor: 67%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 225-235°
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(m)
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Rail-Ability Ltd RACD-10000609

135
145 Stafford, ST16 3HS
225 4
215 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.42

2.05

2.10 1.75

2.10 1.80 1.49

2.44 2.07 1.81 1.53 1.27

2.39 2.06 1.80 1.55 1.30

2.77 2.35 2.02 1.77 1.57 1.31 1.09

3.25 2.71 2.31 2.00 1.75 1.57 1.31 1.10

3.16 2.65 2.27 1.97 1.74 1.56 1.32 1.11 .88

3.09 2.60 2.24 1.95 1.73 1.56 1.31 1.10 .88

3.04 2.55 2.20 1.94 1.72 1.55 1.30 1.10 .87

3.57 3.02 2.54 2.20 1.87 1.72 1.53 1.28 1.08 .86

4.78 3.70 3.01 2.51 2.18 1.93 1.74 1.49 1.25 1.06 .84

4.77 3.70 3.02 2.53 2.21 1.94 1.70 1.46 1.23 1.04 .83

6.27 4.59 3.65 2.98 2.55 2.15 1.89 1.66 1.42 1.20 1.02 .80

6.20 4.44 3.53 2.92 2.47 2.09 1.85 1.63 1.37 1.16 .99 .78

6.14 4.43 3.48 2.86 2.41 2.05 1.82 1.57 1.32 1.13 .96

4.35 3.43 2.80 2.34 2.04 1.79 1.52 1.29 1.11 .93

10.15 4.38 3.41 2.79 2.20 2.03 1.73 1.47 1.26 1.09

11.20d 10.21 4.38 3.41 2.78 2.35 1.99 1.68 1.43 1.23 1.08

6.24 4.45 3.45 2.82 2.32 1.93 1.64 1.41 1.22

6.40 4.54 3.47 2.76 2.27 1.90 1.61 1.39

10.89 6.48 4.54 3.44 2.73 2.25 1.89 1.62

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.39

2.03

2.07 1.73

2.07 1.75 1.48

2.43 2.05 1.74 1.49 1.26

2.36 2.01 1.71 1.47 1.27

2.72 2.31 1.98 1.68 1.45 1.25 1.08

3.12 2.58 2.19 1.87 1.61 1.41 1.23 1.08

3.04 2.43 2.07 1.80 1.56 1.36 1.20 1.06 .87

2.93 2.29 1.96 1.71 1.50 1.32 1.17 1.03 .87

2.85 2.21 1.86 1.64 1.44 1.27 1.13 1.01 .84

3.53 2.67 2.12 1.76 1.57 1.38 1.23 1.10 .97 .82

4.59 3.34 2.55 2.02 1.69 1.50 1.34 1.19 1.08 .94 .80

4.29 3.16 2.42 1.93 1.64 1.47 1.30 1.16 1.05 .92 .78

2.53d 4.07 3.00 2.33 1.87 1.60 1.44 1.26 1.14 1.03 .89 .77

3.60d 3.94 2.91 2.26 1.84 1.58 1.42 1.25 1.12 1.02 .88 .77

4.35d 3.04d 2.85 2.23 1.84 1.58 1.38 1.23 1.11 1.00 .87

3.49d 2.84 2.24 1.86 1.59 1.39 1.23 1.11 1.00 .89

3.35d 2.85 2.26 1.88 1.60 1.40 1.24 1.12 1.02

3.85 2.89 2.29 1.91 1.62 1.42 1.25 1.14 1.04

5.64 3.91 2.94 2.34 1.94 1.65 1.44 1.28 1.17

5.74 3.98 3.01 2.40 1.99 1.70 1.49 1.33

9.99 5.92 4.12 3.11 2.48 2.07 1.77 1.57

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 4nU

Configuration: Rail +100..150mm Unlocked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

6

Dn Cant Up Cant Safety Factor: 67%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 215-225°
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Rail-Ability Ltd RACD-10000609

145
155 Stafford, ST16 3HS
215 4
205 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.95

3.01 2.52

2.57 2.17

3.00 2.57 2.21 1.87

2.98 2.56 2.22 1.90 1.61

3.45 2.93 2.54 2.22 1.93 1.64

4.07 3.39 2.89 2.50 2.20 1.94 1.65 1.41

3.96 3.31 2.83 2.48 2.19 1.94 1.66 1.42

3.87 3.25 2.80 2.44 2.16 1.95 1.66 1.42 1.22

3.80 3.17 2.77 2.42 2.16 1.94 1.65 1.42 1.22

4.59 3.76 3.17 2.69 2.41 2.14 1.92 1.64 1.41 1.21

4.56 3.74 3.15 2.71 2.40 2.15 1.90 1.63 1.39 1.20

5.86 4.48 3.69 3.15 2.72 2.40 2.15 1.87 1.59 1.37 1.19

5.29d 5.81 4.54 3.61 3.14 2.72 2.41 2.11 1.83 1.57 1.36 1.18

6.92d 5.69 4.48 3.64 3.14 2.68 2.36 2.08 1.79 1.54 1.34 1.17

7.63 5.55 4.38 3.63 3.07 2.59 2.31 2.04 1.75 1.51 1.31 1.15

7.60 5.42 4.33 3.55 3.01 2.60 2.27 1.98 1.70 1.48 1.29

5.42 4.26 3.51 2.97 2.56 2.25 1.93 1.66 1.45 1.28

5.44 4.26 3.48 2.95 2.55 2.19 1.88 1.63 1.43

7.62 5.47 4.25 3.48 2.95 2.50 2.14 1.84 1.61 1.42

12.08d 12.65 5.51 4.29 3.51 2.91 2.45 2.10 1.82 1.60

7.82 5.62 4.32 3.46 2.86 2.42 2.08 1.81

13.10 7.95 5.62 4.30 3.44 2.85 2.41 2.08

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.92

3.01 2.50

2.54 2.15

3.00 2.54 2.17 1.86

2.95 2.51 2.16 1.87 1.60

3.44 2.90 2.47 2.12 1.85 1.61

4.04 3.32 2.84 2.40 2.08 1.82 1.60 1.40

3.83 3.19 2.71 2.34 2.04 1.78 1.58 1.39

3.74 3.05 2.60 2.26 1.98 1.74 1.54 1.38 1.22

3.62 2.89 2.48 2.17 1.91 1.69 1.51 1.35 1.21

4.59 3.51 2.81 2.38 2.09 1.85 1.65 1.48 1.33 1.19

4.39 3.37 2.70 2.29 2.02 1.80 1.61 1.45 1.30 1.18

5.67 4.18 3.24 2.61 2.21 1.97 1.75 1.58 1.42 1.28 1.17

5.29d 5.34 4.00 3.12 2.53 2.17 1.91 1.72 1.54 1.39 1.27 1.15

4.98d 5.10d 3.85 3.03 2.46 2.13 1.88 1.68 1.52 1.37 1.25 1.15

4.07d 4.99d 3.76 2.96 2.44 2.11 1.86 1.66 1.50 1.36 1.24 1.15

4.65d 3.36d 3.69 2.93 2.45 2.18 1.86 1.65 1.49 1.35 1.24

3.68d 3.68 2.94 2.45 2.10 1.85 1.65 1.49 1.35 1.25

4.88 3.69 2.96 2.47 2.13 1.86 1.65 1.49 1.37

4.91 3.73 2.99 2.50 2.14 1.87 1.67 1.51 1.39

4.96 3.79 3.04 2.54 2.17 1.90 1.70 1.54

7.19 5.06 3.85 3.10 2.59 2.22 1.95 1.75

12.06t 7.38 5.19 3.97 3.19 2.67 2.29 2.04

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 4oU

Configuration: Rail +100..150mm Unlocked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

6

Dn Cant Up Cant Safety Factor: 67%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 205-215°
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Rail-Ability Ltd RACD-10000609

155
165 Stafford, ST16 3HS
205 4
195 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.22

4.28 3.63

4.26 3.69 3.16

4.25 3.69 3.20 2.76

4.23 3.67 3.22 2.80 2.43

4.91 4.18 3.65 3.21 2.82 2.46

5.78 4.83 4.15 3.60 3.19 2.83 2.47 2.16

5.63 4.74 4.10 3.58 3.18 2.84 2.48 2.17

5.55 4.64 4.06 3.56 3.15 2.83 2.47 2.17

5.49 4.65 4.02 3.53 3.15 2.82 2.47 2.17 1.91

6.65 5.46 4.60 3.99 3.52 3.14 2.82 2.46 2.16 1.91

6.45 5.42 4.57 3.98 3.51 3.13 2.78 2.43 2.14 1.90

8.42 6.60 5.38 4.58 3.96 3.51 3.11 2.76 2.41 2.13 1.89

5.59d 8.31 6.52 5.31 4.57 3.96 3.47 3.09 2.72 2.39 2.10 1.87

7.11d 8.20 6.48 5.31 4.42 3.90 3.45 3.06 2.67 2.35 2.09 1.86

9.02d 8.12 6.40 5.28 4.48 3.88 3.41 3.02 2.63 2.32 2.06

11.05 7.97 6.34 5.20 4.38 3.84 3.36 2.96 2.59 2.29 2.04

10.06t 8.01 6.28 5.17 4.39 3.80 3.35 2.90 2.55 2.26 2.03

13.69d 10.96 8.00 6.26 5.15 4.37 3.79 3.28 2.86 2.52 2.24

8.02 6.27 5.14 4.36 3.74 3.22 2.82 2.50 2.23

12.21t 8.05 6.31 5.18 4.32 3.68 3.19 2.80 2.49

11.32 8.16 6.34 5.13 4.28 3.65 3.17 2.80

11.96t 18.19 11.41 8.17 6.31 5.11 4.26 3.65 3.18

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.18

4.26 3.61

4.26 3.64 3.14

4.24 3.64 3.16 2.75

4.20 3.62 3.14 2.76 2.42

4.87 4.13 3.57 3.13 2.75 2.43

5.72 4.75 4.05 3.52 3.07 2.72 2.42 2.15

5.53 4.62 3.94 3.43 3.02 2.68 2.39 2.14

5.39 4.46 3.84 3.36 2.96 2.64 2.36 2.13

5.28 4.33 3.74 3.27 2.90 2.59 2.33 2.10 1.90

6.61 5.18 4.22 3.62 3.20 2.83 2.55 2.29 2.08 1.89

6.39 5.04 4.11 3.55 3.13 2.78 2.50 2.26 2.06 1.88

6.71d 6.16 4.89 4.03 3.45 3.06 2.73 2.47 2.24 2.04 1.86

5.31d 5.51d 5.83d 4.78 3.95 3.40 3.03 2.69 2.43 2.21 2.02 1.85

5.05d 5.11d 5.46d 4.68 3.87 3.37 2.99 2.67 2.41 2.19 2.00 1.85

4.34d 4.99d 5.15d 4.62 3.86 3.35 2.97 2.64 2.39 2.18 1.99

4.96d 3.70d 5.15d 4.58 3.85 3.34 2.94 2.63 2.38 2.17 1.99

4.10d 5.05d 4.60 3.86 3.35 2.95 2.64 2.38 2.17 2.00

5.85d 5.69 4.66 3.91 3.35 2.95 2.64 2.39 2.18

7.43 5.73 4.66 3.91 3.38 2.97 2.65 2.40 2.21

7.48 5.78 4.70 3.95 3.41 3.00 2.68 2.44

10.62 7.59 5.86 4.76 4.00 3.46 3.04 2.73

7.61t 12.23t 10.83 7.73 5.98 4.86 4.09 3.54 3.16

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 4pU

Configuration: Rail +100..150mm Unlocked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

6

Dn Cant Up Cant Safety Factor: 67%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 195-205°
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Rail-Ability Ltd RACD-10000609

165
215 Stafford, ST16 3HS
195 4
145 356

50
310 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

5.97s 4.80d

5.59s 5.61s 5.27d

5.43s 5.44s 5.40t 5.00d

5.56s 5.41s 5.38s 5.08t 4.50d

5.74d 5.62s 5.55s 5.41t 5.07s 4.83t

6.13s 6.17s 5.72s 5.47t 5.10s 4.81t 4.53d

7.24d 7.32s 6.64s 6.13t 5.60t 5.17t 4.83t 4.59t

8.30s 8.29s 7.18t 6.36t 5.75t 5.27t 4.89t 4.62t 4.30t

7.99s 8.78s 7.66t 6.65t 5.94t 5.39t 4.98t 4.67t 4.42t

8.19s 9.02s 8.24t 7.03t 6.17t 5.56t 5.10t 4.75t 4.51t

9.13s 9.53s 9.05t 7.48t 6.46t 5.75t 5.23t 4.84t 4.59t

9.03t 10.03d 10.18s 9.86t 7.99t 6.77t 5.97t 5.39t 4.96t 4.68t 3.84d

6.53d 9.28t 10.66s 10.55s 10.24s 8.48t 7.11t 6.21t 5.57t 5.10t 4.79t 3.91d

7.18d 9.95d 11.32d 11.11s 10.49s 9.05t 7.47t 6.47t 5.76t 5.25t 4.90d

6.90d 8.47d 11.29d 12.49s 11.67s 10.74s 9.49s 7.83t 6.73t 5.96t 5.41t 5.03t

7.78d 10.26d 13.04d 13.53s 12.24s 10.93s 9.54s 8.18t 7.00t 6.17t 5.59t 5.11t

12.42d 15.52d 14.50s 12.74s 10.97s 9.56s 8.48s 7.27t 6.39t 5.79t 5.10t

10.35d 11.88d 17.84s 15.24s 12.90s 11.01s 9.60s 8.52s 7.54t 6.63t 5.98t

14.55d 19.11s 15.65s 12.88s 11.08s 9.66s 8.58s 7.72s 6.88t 5.96t

17.67d 19.81s 15.77s 13.06s 11.16s 9.76s 8.69s 7.74s 6.67s

26.84s 20.04s 15.94s 13.26s 11.35s 9.86s 8.55s 7.27s 5.78s

20.16d 27.07s 20.32s 16.09s 13.23s 11.11s 9.34s 7.74s

12.50t 21.28t 25.48s 18.99s 14.96s 12.11s 9.90s

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.70d 4.75d

5.14s 4.21d 4.26d

5.16s 4.35s 3.95d 4.00d

5.10s 4.60s 3.75s 3.66d 3.69d

5.74d 5.20s 4.34s 3.77s 3.51d 3.59d

5.96s 5.15s 4.29s 3.74s 3.56d 3.41d 3.43d

7.14d 5.85s 4.93s 4.27s 3.73s 3.29s 3.38d 3.35d

7.02s 5.75s 4.86s 4.21s 3.70s 3.28s 3.42d 3.31d 3.33d

7.05s 5.98s 4.97s 4.16s 3.68s 3.28s 3.34d 3.34d 3.30d

6.92s 5.75s 5.03s 4.27s 3.65s 3.21t 3.75d 3.32d 3.31d

6.87s 5.53s 4.86s 4.12s 3.86s 2.56t 3.42d 3.41d 3.34d

8.17t 7.19s 5.66s 4.69s 4.09s 3.66t 2.74t 3.64d 3.57d 3.39d 3.38d

6.53d 6.52d 6.86d 5.22t 4.70t 3.53t 2.97t 2.76t 3.72d 3.58d 3.47d 3.43d

5.44d 5.59d 4.83t 4.06t 3.89t 3.51t 3.03t 2.92t 3.73d 3.71d 3.56d

4.98d 5.01d 5.26d 5.46d 4.95t 3.90t 3.50t 3.24t 3.24t 4.09d 3.96d 3.66d

5.17d 5.51d 5.03d 5.24d 5.55t 4.84t 4.66t 3.64t 4.00t 4.15d 4.03d 3.88d

5.00d 4.99d 5.14d 5.79t 4.99t 4.20t 3.88t 4.78d 4.53d 4.14d 3.99d

5.10d 6.14d 6.88t 5.39t 4.70t 4.98t 5.33d 4.65d 4.37d

6.76d 7.70d 7.61t 6.15t 5.56t 5.95d 5.41d 4.89d 4.56d

9.35d 10.78d 9.00t 7.25t 8.11d 6.74d 5.81d 5.14d

12.00d 12.69d 12.56s 10.43s 9.21s 8.19s 7.10d 6.04d 5.28d

15.07d 16.00d 15.94s 12.79s 10.60s 9.04s 7.81s 6.94s

8.92t 15.22t 21.73s 16.18s 12.97s 10.64s 9.11s

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 4qU

Configuration: Rail +100..150mm Unlocked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

6

Dn Cant Up Cant Safety Factor: 87%

Maximum Loads (t)
(m)

7.5
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Sector: 145-195°
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Rail-Ability Ltd RACD-10000609

215
225 Stafford, ST16 3HS
145 4
135 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

6.08s 5.26

5.28 4.50 3.84

5.29 4.53 3.91 3.37

5.27 4.53 3.94 3.42 2.97

5.75d 5.25 4.50 3.95 3.45 3.01

6.15d 5.20 4.49 3.93 3.47 3.03 2.66

7.29 6.06 5.14 4.45 3.90 3.48 3.04 2.68

7.22 5.99 5.07 4.40 3.89 3.47 3.05 2.68 2.37

7.10 5.88 5.04 4.37 3.87 3.46 3.05 2.68 2.38

7.03 5.83 4.98 4.36 3.84 3.45 3.04 2.68 2.37

7.00 5.82 4.96 4.34 3.78 3.42 3.02 2.66 2.36

8.61 6.96 5.75 4.93 4.32 3.81 3.39 3.00 2.65 2.35 2.10

7.56t 8.52 6.85 5.73 4.91 4.27 3.77 3.36 2.98 2.63 2.34 2.09

7.43d 8.43 6.78 5.57t 4.83 4.23 3.74 3.33 2.95 2.60 2.32

6.85d 8.55d 8.42 6.74 5.59 4.68 4.16 3.71 3.31 2.90 2.57 2.30

8.16d 10.34d 8.34 6.70 5.54 4.77 4.15 3.68 3.26 2.87 2.55 2.28

10.94 8.27 6.62 5.54 4.75 4.14 3.66 3.20 2.83 2.52 2.27

10.93 8.22 6.59 5.49 4.69 4.11 3.61 3.16 2.80 2.50

10.90 8.20 6.57 5.47 4.69 4.08 3.55 3.12 2.77 2.48

10.93 8.21 6.57 5.47 4.70 4.02 3.50 3.09 2.75

16.46 11.01 8.26 6.61 5.49 4.62 3.97 3.47 3.07 2.75

16.59 11.13 8.35 6.61 5.43 4.59 3.94 3.46

12.56t 16.78t 11.20 8.29 6.55 5.40 4.57

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

6.07s 4.72d

5.07s 4.22d 3.82

5.21s 4.32s 3.86d 3.35

5.05s 4.32s 3.71d 3.38 2.95

5.75d 5.02s 4.31s 3.73s 3.37 2.98

6.08s 4.96s 4.38s 3.73s 3.35 2.98 2.64

7.05s 5.81s 4.90s 4.23s 3.76 3.32 2.95 2.65

6.92s 5.69s 4.84s 4.22 3.68s 3.27s 2.92 2.62 2.36

6.77s 5.63s 4.76 4.14 3.63 3.22 2.88 2.60 2.35

6.69s 5.52 4.62 4.03 3.56 2.77t 2.85 2.57 2.33

6.74 5.40 4.56 3.93 3.49 2.74t 2.80 2.54 2.31

8.15t 6.59 5.30 4.40 3.85 3.44 2.64t 2.76 2.51 2.29 2.10

6.51d 6.53d 5.80t 5.04t 4.32 3.40t 2.96t 2.76t 2.73 2.48 2.27 2.09

5.35d 5.60d 4.81t 4.04t 3.72t 3.61t 3.13t 2.92t 2.70 2.46 2.26

5.51d 5.01d 5.18d 5.48d 4.99 3.88t 3.48t 3.23t 2.95 2.68 2.44 2.24

5.10d 5.51d 5.03d 5.25d 4.94 4.20 3.67 3.28 2.94 2.66 2.44 2.24

4.99d 4.98d 5.30d 4.93 4.20 3.68 3.25 2.93 2.65 2.43 2.24

5.12d 5.04d 5.82d 4.93 4.23 3.68 3.26 2.93 2.65 2.43

7.64d 6.92d 6.02 4.97 4.22 3.68 3.26 2.93 2.66 2.45

9.25d 7.66 6.06 4.99 4.25 3.70 3.28 2.95 2.68

10.41 7.74 6.11 5.04 4.29 3.73 3.31 2.98 2.75

15.23d 10.52 7.82 6.19 5.11 4.35 3.79 3.37

9.14t 15.68t 10.73 7.98 6.32 5.23 4.48

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 4MU

Configuration: Rail +100..150mm Unlocked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

6

Dn Cant Up Cant Safety Factor: 67%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 135-145°
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3

2.5

2

1.5

1

0.5

6.5

-0.5

-1

-1.5

-2

-2.5

-3

-3.5

Minimum Loads (t)
(m)

7.5

7

0.5

6

5.5

5

4.5

4

3.5

3

2.5

2

1.5

1

-3

-3.5

0

-0.5

-1

-1.5

-2

-2.5
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Rail-Ability Ltd RACD-10000609

225
235 Stafford, ST16 3HS
135 4
125 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.89 4.02

4.08 3.43 2.89

4.07 3.49 2.96 2.52

4.06 3.49 3.00 2.57 2.20

4.81 4.04 3.47 3.03 2.60 2.24

5.69d 4.73 3.99 3.45 3.02 2.63 2.26 1.96

5.66 4.68 3.97 3.40 3.00 2.64 2.28 1.98

5.55 4.61 3.91 3.38 2.97 2.65 2.29 1.99 1.73

5.48 4.54 3.87 3.36 2.97 2.65 2.29 1.99 1.73

5.39 4.49 3.84 3.34 2.95 2.64 2.28 1.98 1.73

6.69 5.35 4.44 3.79 3.31 2.92 2.62 2.26 1.97 1.72

6.63 5.32 4.42 3.78 3.31 2.94 2.59 2.24 1.95 1.71

7.38t 6.55 5.22 4.42 3.76 3.30 2.90 2.56 2.22 1.93 1.69

7.67d 6.49 5.24 4.35 3.74 3.24 2.85 2.53 2.19 1.91 1.68

7.11d 8.34 6.36 5.14 4.30 3.67 3.20 2.81 2.48 2.15 1.88 1.66

8.49d 8.22 6.17 5.04 4.19 3.60 3.15 2.77 2.43 2.11 1.85 1.64

8.16 6.18 4.97 4.16 3.56 3.10 2.74 2.38 2.07 1.83 1.63

12.01 8.10 6.14 4.93 4.11 3.52 3.07 2.68 2.33 2.04 1.81

8.14 6.11 4.90 4.09 3.51 3.04 2.62 2.28 2.01 1.79

12.13 8.15 6.13 4.89 4.09 3.51 2.98 2.58 2.26 1.99

13.58d 8.21 6.16 4.94 4.09 3.43 2.94 2.54 2.24

12.43 8.33 6.26 4.93 4.03 3.39 2.91 2.54

12.90t 12.55 8.36 6.22 4.89 4.01 3.38

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.86 3.98

4.05 3.40 2.87

4.06 3.43 2.93 2.50

4.03 3.42 2.94 2.54 2.19

4.77 3.99 3.38 2.91 2.54 2.22

5.69d 4.67 3.94 3.32 2.87 2.52 2.21 1.95

5.55 4.54 3.80 3.26 2.82 2.48 2.19 1.95

5.42 4.38 3.69 3.17 2.77 2.43 2.16 1.93 1.72

5.29 4.20 3.56 3.08 2.70 2.39 2.13 1.91 1.71

5.18 4.12 3.43 2.99 2.63 2.34 2.09 1.87 1.69

6.64 5.05 4.01 3.31 2.91 2.56 2.28 2.05 1.85 1.67

6.43 4.90 3.91 3.21 2.85 2.50 2.23 2.01 1.82 1.66

6.49d 6.17 4.73 3.79 3.13 2.75 2.45 2.19 1.98 1.80 1.64

5.35d 5.61d 4.57 3.69 3.07 2.70 2.40 2.15 1.95 1.78 1.62

5.45d 5.01d 5.27d 4.46 3.61 3.04 2.66 2.37 2.13 1.93 1.75 1.61

5.09d 5.60d 5.03d 4.39 3.56 3.02 2.67 2.35 2.11 1.91 1.74 1.60

5.04d 4.98d 4.34 3.54 3.03 2.64 2.34 2.10 1.91 1.74 1.61

5.00d 5.13d 4.35 3.56 3.04 2.64 2.34 2.10 1.90 1.75

5.58 4.36 3.59 3.05 2.65 2.34 2.11 1.91 1.76

7.56 5.59 4.41 3.61 3.07 2.67 2.36 2.12 1.93

7.65 5.64 4.46 3.67 3.11 2.70 2.39 2.15

11.65 7.76 5.75 4.53 3.74 3.17 2.76 2.46

9.37t 11.92 7.95 5.90 4.66 3.85 3.30

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 4LU

Configuration: Rail +100..150mm Unlocked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

6

Dn Cant Up Cant Safety Factor: 67%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 125-135°
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4

3.5

3

2.5

2

1.5

1

0.5

6.5
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-1.5

-2

-2.5

-3

-3.5

Minimum Loads (t)
(m)

7.5

7

0.5

6

5.5

5

4.5

4

3.5

3

2.5

2

1.5

1

-3

-3.5

0

-0.5

-1

-1.5

-2

-2.5
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Rail-Ability Ltd RACD-10000609

235
245 Stafford, ST16 3HS
125 4
115 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.12 3.37

4.13 3.44 2.87 2.40

3.45 2.93 2.47 2.09

4.12 3.44 2.94 2.52 2.13 1.81

4.07 3.41 2.93 2.54 2.17 1.85

4.91 4.01 3.39 2.91 2.53 2.19 1.87 1.60

6.06 4.81 3.95 3.34 2.89 2.51 2.21 1.89 1.62

4.70 3.89 3.28 2.86 2.49 2.21 1.89 1.63 1.40

4.61 3.83 3.18 2.82 2.49 2.21 1.90 1.63 1.40

4.51 3.78 3.22 2.73 2.47 2.21 1.88 1.62 1.40

4.50 3.74 3.18 2.79 2.47 2.19 1.87 1.61 1.39

5.55 4.41 3.72 3.17 2.78 2.47 2.16 1.85 1.60 1.38

7.26 5.55 4.46 3.68 3.17 2.78 2.43 2.12 1.82 1.57 1.37

7.02 5.43 4.42 3.69 3.08 2.72 2.37 2.09 1.80 1.55 1.35

7.05d 6.87 5.29 4.29 3.57 3.04 2.66 2.34 2.05 1.76 1.52 1.33

8.76d 6.80 5.19 4.19 3.51 2.98 2.61 2.29 2.00 1.72 1.50 1.32

6.76 5.10 4.12 3.45 2.95 2.57 2.26 1.95 1.68 1.48 1.30

6.73 5.07 4.08 3.40 2.91 2.54 2.20 1.90 1.65 1.45

12.54t 6.70 5.06 4.06 3.38 2.89 2.52 2.15 1.86 1.63 1.44

6.72 5.07 4.05 3.38 2.89 2.45 2.10 1.83 1.61

6.77 5.10 4.08 3.39 2.82 2.40 2.07 1.82

10.24 6.87 5.19 4.08 3.32 2.79 2.37 2.06

12.92t 10.35 6.90 5.12 4.03 3.30 2.77

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.09 3.34

4.13 3.41 2.85 2.39

3.42 2.87 2.44 2.07

4.12 3.40 2.87 2.45 2.10 1.80

4.04 3.35 2.83 2.43 2.11 1.83

4.86 3.93 3.30 2.78 2.39 2.08 1.83 1.59

6.06 4.65 3.80 3.18 2.72 2.35 2.05 1.80 1.59

4.52 3.65 3.07 2.63 2.29 2.01 1.77 1.57 1.39

4.43 3.48 2.96 2.55 2.23 1.96 1.73 1.55 1.38

4.30 3.42 2.82 2.45 2.16 1.91 1.70 1.52 1.37

4.18 3.30 2.76 2.38 2.09 1.86 1.66 1.49 1.34

5.31 4.02 3.18 2.60 2.32 2.03 1.81 1.62 1.47 1.33

6.65d 5.07 3.87 3.08 2.52 2.22 1.97 1.77 1.60 1.44 1.31

5.45d 4.85 3.72 2.98 2.46 2.17 1.93 1.73 1.56 1.42 1.29

5.51d 5.01d 4.68 3.61 2.91 2.44 2.14 1.90 1.71 1.54 1.40 1.28

5.08d 5.56d 4.56 3.53 2.86 2.42 2.12 1.88 1.69 1.53 1.39 1.28

5.91 4.49 3.49 2.84 2.42 2.11 1.87 1.68 1.52 1.39 1.28

5.05d 4.47 3.49 2.87 2.45 2.11 1.87 1.67 1.52 1.39

6.13 4.49 3.51 2.88 2.44 2.12 1.87 1.68 1.53 1.41

6.15 4.54 3.55 2.91 2.47 2.14 1.89 1.70 1.55

6.22 4.59 3.62 2.96 2.50 2.17 1.92 1.73

9.55 6.33 4.69 3.69 3.03 2.57 2.23 1.99

9.48t 9.78 6.52 4.84 3.81 3.15 2.70

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 4KU

Configuration: Rail +100..150mm Unlocked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

6

Dn Cant Up Cant Safety Factor: 67%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 115-125°
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1.5

1

0.5

6.5
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-2

-2.5

-3
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Minimum Loads (t)
(m)

7.5

7

0.5

6

5.5

5

4.5

4

3.5

3

2.5

2

1.5

1

-3

-3.5

0

-0.5

-1

-1.5

-2

-2.5
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Rail-Ability Ltd RACD-10000609

245
255 Stafford, ST16 3HS
115 4
105 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.67 2.98

3.71 3.06 2.54 2.11

3.70 3.07 2.60 2.18 1.82

3.67 3.07 2.61 2.23 1.87 1.57

3.62 3.05 2.60 2.25 1.91 1.61

4.38 3.57 3.01 2.58 2.25 1.93 1.64 1.38

5.39 4.28 3.52 2.98 2.55 2.24 1.95 1.65 1.40

4.18 3.46 2.92 2.53 2.22 1.95 1.66 1.41 1.20

4.10 3.40 2.82 2.50 2.20 1.96 1.66 1.41 1.20

4.02 3.35 2.86 2.48 2.20 1.95 1.65 1.41 1.20

4.89 3.95 3.31 2.81 2.47 2.19 1.93 1.64 1.40 1.20

4.88 3.95 3.26 2.80 2.46 2.17 1.91 1.61 1.38 1.19

6.41 4.89 3.83 3.29 2.82 2.47 2.15 1.88 1.59 1.36 1.17

6.16 4.80 3.86 3.21 2.78 2.40 2.10 1.84 1.56 1.34 1.15

7.32d 6.01 4.62 3.78 3.17 2.70 2.30 2.05 1.79 1.53 1.31 1.13

8.00 5.95 4.50 3.67 3.07 2.64 2.23 2.01 1.74 1.49 1.29 1.12

5.90 4.48 3.60 3.01 2.58 2.25 1.98 1.69 1.45 1.26 1.10

8.67 5.83 4.43 3.56 2.97 2.53 2.22 1.92 1.64 1.42 1.24

12.72d 8.67 4.42 3.55 2.95 2.53 2.20 1.87 1.60 1.40 1.23

5.88 4.41 3.54 2.96 2.53 2.13 1.82 1.57 1.38

5.94 4.46 3.57 2.96 2.46 2.08 1.79 1.56

8.90 6.04 4.53 3.57 2.90 2.42 2.06 1.78

12.91t 9.05 6.07 4.49 3.52 2.87 2.40

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.64 2.96

3.70 3.03 2.52 2.09

3.70 3.04 2.55 2.15 1.81

3.66 3.01 2.54 2.16 1.84 1.57

3.59 2.98 2.52 2.15 1.85 1.59

4.33 3.50 2.90 2.46 2.11 1.83 1.59 1.37

5.36 4.13 3.38 2.81 2.40 2.06 1.79 1.57 1.37

4.00 3.21 2.71 2.32 2.00 1.75 1.54 1.36 1.19

3.91 3.05 2.59 2.23 1.94 1.70 1.50 1.34 1.18

3.78 2.95 2.46 2.14 1.88 1.65 1.47 1.31 1.17

4.89 3.66 2.86 2.33 2.05 1.81 1.60 1.43 1.28 1.15

4.68 3.50 2.74 2.23 1.96 1.75 1.55 1.40 1.25 1.13

6.27 4.45 3.37 2.65 2.15 1.96 1.70 1.52 1.37 1.23 1.12

5.34d 4.21 3.21 2.56 2.11 1.85 1.66 1.48 1.33 1.21 1.10

5.51d 5.01d 4.04 3.10 2.48 2.08 1.82 1.62 1.45 1.31 1.19 1.09

5.07d 5.27 3.93 3.03 2.42 2.07 1.80 1.60 1.43 1.30 1.18 1.08

5.09 3.87 2.98 2.42 2.06 1.82 1.60 1.43 1.29 1.18 1.09

4.99d 3.85 3.00 2.43 2.06 1.81 1.59 1.42 1.29 1.18

3.89 3.00 2.46 2.09 1.81 1.60 1.43 1.30 1.20

5.33 3.90 3.05 2.49 2.10 1.82 1.61 1.45 1.32

5.39 3.97 3.11 2.54 2.14 1.86 1.64 1.48

8.29 5.50 4.06 3.19 2.61 2.21 1.92 1.72

9.59t 8.55 5.70 4.20 3.32 2.73 2.34

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 4JU

Configuration: Rail +100..150mm Unlocked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

6

Dn Cant Up Cant Safety Factor: 67%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 105-115°
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Minimum Loads (t)
(m)

7.5
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0.5
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1.5

1
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-3.5
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-1.5
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Rail-Ability Ltd RACD-10000609

255
265 Stafford, ST16 3HS
105 4

95 356
10

350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.42 2.78

3.47 2.86 2.37 1.95

3.46 2.87 2.43 2.02 1.68

3.42 2.87 2.44 2.07 1.73 1.44

3.40 2.85 2.43 2.10 1.77 1.49

4.08 3.34 2.82 2.40 2.10 1.79 1.51 1.27

4.99 4.00 3.27 2.77 2.39 2.09 1.81 1.53 1.29

3.85 3.23 2.73 2.37 2.07 1.82 1.54 1.30 1.09

3.82 3.13 2.70 2.34 2.06 1.81 1.53 1.30 1.10

3.74 3.10 2.63 2.32 2.04 1.81 1.53 1.29 1.10

4.62 3.68 3.09 2.64 2.30 2.04 1.80 1.51 1.28 1.09

4.54 3.68 3.07 2.62 2.30 2.04 1.77 1.50 1.27 1.08

5.94 4.54 3.60 3.05 2.61 2.30 1.99 1.73 1.47 1.25 1.07

5.71 4.46 3.61 3.03 2.55 2.23 1.94 1.71 1.44 1.22 1.05

7.32d 5.57 4.26 3.49 2.91 2.45 2.17 1.90 1.66 1.40 1.20 1.03

7.77d 5.49 4.21 3.39 2.86 2.42 2.12 1.86 1.60 1.37 1.17 1.01

5.43 4.15 3.35 2.79 2.40 2.08 1.83 1.56 1.33 1.15 .99

7.98 5.43 4.11 3.31 2.76 2.36 2.06 1.77 1.51 1.30 1.13

8.03 4.08 3.28 2.73 2.33 2.03 1.72 1.47 1.27 1.11

5.45 4.10 3.27 2.74 2.34 1.96 1.67 1.44 1.26

5.47 4.12 3.31 2.74 2.27 1.92 1.64 1.43

8.33 5.60 4.21 3.30 2.67 2.22 1.89 1.63

12.75t 8.48 5.62 4.15 3.25 2.65 2.21

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.39 2.75

3.46 2.83 2.34 1.94

3.46 2.84 2.37 2.00 1.67

3.42 2.82 2.37 2.01 1.71 1.44

3.36 2.77 2.34 2.00 1.71 1.47

4.06 3.30 2.73 2.28 1.96 1.69 1.47 1.26

4.99 3.84 3.14 2.61 2.22 1.91 1.65 1.44 1.26

3.72 2.99 2.50 2.14 1.85 1.61 1.42 1.25 1.08

3.60 2.81 2.39 2.06 1.79 1.57 1.38 1.22 1.08

3.51 2.73 2.25 1.96 1.72 1.52 1.35 1.20 1.06

4.53 3.39 2.66 2.21 1.88 1.65 1.47 1.31 1.17 1.05

4.32 3.23 2.53 2.03 1.83 1.60 1.43 1.27 1.15 1.03

5.78 4.07 3.08 2.42 1.97 1.73 1.54 1.38 1.24 1.12 1.01

5.35d 3.86 2.94 2.33 1.91 1.69 1.50 1.35 1.21 1.10 .99

5.57d 5.01d 3.70 2.84 2.26 1.88 1.65 1.47 1.32 1.19 1.08 .97

5.06d 4.84 3.59 2.76 2.21 1.87 1.65 1.45 1.30 1.18 1.07 .96

4.65 3.53 2.72 2.20 1.89 1.62 1.44 1.29 1.17 1.07 .97

4.65 3.52 2.72 2.26 1.90 1.63 1.44 1.29 1.17 1.07

3.54 2.75 2.24 1.89 1.64 1.44 1.30 1.18 1.09

4.89 3.58 2.79 2.27 1.92 1.66 1.46 1.31 1.20

4.95 3.64 2.85 2.32 1.95 1.69 1.49 1.34

7.68 5.07 3.73 2.93 2.39 2.02 1.75 1.57

9.55t 7.95 5.26 3.88 3.05 2.51 2.15

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 4IU

Configuration: Rail +100..150mm Unlocked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

6

Dn Cant Up Cant Safety Factor: 67%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 95-105°
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Minimum Loads (t)
(m)

7.5

7

0.5

6

5.5
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3

2.5
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1.5

1

-3

-3.5

0

-0.5
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-1.5
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-2.5
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Rail-Ability Ltd RACD-10000609

265
285 Stafford, ST16 3HS

95 4
75 356
20

340 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.36 2.73

2.82 2.32 1.91

3.41 2.82 2.39 1.98 1.65

3.37 2.83 2.40 2.03 1.70 1.41

3.34 2.80 2.39 2.07 1.73 1.46

4.02 3.28 2.77 2.36 2.06 1.76 1.48 1.24

4.94 3.93 3.22 2.73 2.34 2.05 1.78 1.50 1.26

3.80 3.18 2.68 2.32 2.03 1.79 1.50 1.27 1.07

3.72 3.08 2.65 2.30 2.02 1.78 1.50 1.27 1.07

3.66 3.06 2.59 2.28 2.01 1.77 1.50 1.27 1.07

4.51 3.63 3.01 2.59 2.23 2.00 1.77 1.48 1.25 1.07

4.48 3.60 3.02 2.57 2.25 2.01 1.74 1.47 1.24 1.06

5.84 4.46 3.55 3.00 2.57 2.25 1.95 1.70 1.44 1.22 1.04

5.61 4.38 3.55 2.98 2.50 2.19 1.90 1.67 1.41 1.20 1.02

7.32d 5.49 4.16 3.42 2.86 2.42 2.13 1.87 1.63 1.37 1.17 1.00

7.77d 5.39 4.13 3.35 2.81 2.37 2.08 1.83 1.57 1.34 1.15 .98

5.32 4.07 3.29 2.75 2.35 2.04 1.79 1.52 1.30 1.12 .95

7.86 5.32 4.03 3.24 2.70 2.31 2.01 1.74 1.48 1.27 1.10

12.58t 7.88 4.02 3.22 2.68 2.30 1.99 1.68 1.44 1.25 1.09

13.07t 5.35 4.02 3.21 2.68 2.29 1.92 1.63 1.41 1.23

5.39 4.05 3.25 2.69 2.22 1.88 1.60 1.39

8.23 5.50 4.13 3.23 2.62 2.18 1.85 1.60

12.63t 8.32 5.51 4.07 3.21 2.60 2.17

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.34 2.70

2.78 2.30 1.90

3.41 2.79 2.33 1.96 1.64

3.37 2.76 2.32 1.97 1.67 1.41

3.30 2.73 2.29 1.96 1.67 1.44

3.95 3.19 2.69 2.24 1.92 1.66 1.43 1.23

4.91 3.78 3.08 2.57 2.18 1.87 1.62 1.41 1.23

3.62 2.93 2.46 2.09 1.81 1.58 1.39 1.22 1.06

3.54 2.76 2.34 2.01 1.76 1.54 1.35 1.20 1.05

3.44 2.67 2.21 1.92 1.68 1.48 1.32 1.17 1.04

4.45 3.32 2.68 2.15 1.84 1.62 1.44 1.28 1.14 1.02

4.24 3.17 2.47 1.99 1.78 1.56 1.39 1.24 1.12 1.00

5.70 3.99 3.02 2.36 1.92 1.69 1.51 1.35 1.21 1.09 .97

5.28 3.78 2.87 2.28 1.87 1.65 1.46 1.31 1.18 1.07 .95

5.54d 5.01d 3.62 2.77 2.19 1.84 1.61 1.43 1.29 1.16 1.05 .93

5.06d 4.74 3.52 2.70 2.15 1.82 1.68 1.41 1.27 1.15 1.04 .93

4.55 3.45 2.65 2.15 1.83 1.58 1.40 1.26 1.14 1.04 .93

4.55 3.44 2.66 2.20 1.85 1.59 1.40 1.26 1.14 1.04

3.47 2.68 2.18 1.85 1.60 1.41 1.26 1.15 1.06

4.80 3.50 2.72 2.21 1.87 1.62 1.43 1.28 1.17

4.87 3.57 2.79 2.27 1.91 1.65 1.46 1.31

7.56 4.98 3.66 2.87 2.34 1.98 1.71 1.53

9.42t 7.84 5.19 3.81 3.00 2.47 2.11

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 4HU

Configuration: Rail +100..150mm Unlocked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

6

Dn Cant Up Cant Safety Factor: 67%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 75-95°

0

5.5

5

4.5

4

3.5

3

2.5

2

1.5

1

0.5

6.5

-0.5

-1

-1.5

-2

-2.5

-3

-3.5

Minimum Loads (t)
(m)

7.5

7

0.5

6

5.5

5

4.5

4

3.5

3

2.5

2

1.5

1

-3

-3.5

0

-0.5

-1

-1.5

-2

-2.5
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Rail-Ability Ltd RACD-10000609

285
295 Stafford, ST16 3HS

75 4
65 356
10

350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.43 2.79

3.45 2.87 2.37 1.95

2.88 2.43 2.03 1.69

3.44 2.86 2.44 2.07 1.74 1.45

3.40 2.84 2.44 2.10 1.77 1.49

4.06 3.35 2.81 2.41 2.10 1.80 1.51 1.27

3.94 3.28 2.77 2.39 2.09 1.81 1.53 1.29

3.91 3.16 2.74 2.36 2.07 1.82 1.54 1.30 1.09

3.82 3.17 2.69 2.34 2.05 1.83 1.53 1.30 1.10

3.76 3.12 2.67 2.31 2.05 1.82 1.53 1.29 1.10

4.61 3.69 3.09 2.63 2.30 2.04 1.80 1.52 1.29 1.09

4.54 3.68 3.07 2.62 2.30 2.04 1.77 1.50 1.27 1.08

6.02 4.54 3.59 3.07 2.63 2.30 2.00 1.73 1.47 1.25 1.06

5.72 4.48 3.60 3.02 2.57 2.24 1.94 1.71 1.44 1.23 1.05

7.32d 5.58 4.26 3.49 2.92 2.42 2.18 1.90 1.66 1.41 1.20 1.03

7.77d 5.51 4.22 3.41 2.85 2.45 2.13 1.87 1.61 1.37 1.18 1.02

5.45 4.16 3.33 2.79 2.40 2.09 1.83 1.56 1.33 1.15 1.00

8.08 5.46 4.09 3.31 2.77 2.36 2.05 1.78 1.51 1.30 1.13

8.11 5.46 4.11 3.30 2.74 2.35 2.03 1.72 1.47 1.28 1.12

5.49 4.12 3.29 2.74 2.34 1.96 1.68 1.44 1.26

13.50t 8.30 5.54 4.16 3.33 2.74 2.28 1.92 1.65 1.43

8.50 5.68 4.25 3.31 2.69 2.24 1.90 1.63

12.23t 8.65 5.68 4.19 3.28 2.66 2.22

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.40 2.76

3.44 2.82 2.34 1.94

2.84 2.37 2.00 1.67

3.43 2.82 2.36 2.01 1.71 1.44

3.37 2.78 2.36 1.99 1.71 1.47

4.06 3.27 2.71 2.30 1.97 1.68 1.46 1.26

3.86 3.13 2.61 2.22 1.91 1.66 1.45 1.26

3.70 2.98 2.50 2.14 1.85 1.62 1.42 1.24 1.09

3.62 2.82 2.39 2.06 1.79 1.57 1.38 1.22 1.08

3.52 2.73 2.25 1.97 1.72 1.52 1.35 1.20 1.07

4.53 3.38 2.64 2.14 1.89 1.66 1.48 1.31 1.17 1.05

4.32 3.24 2.53 2.04 1.80 1.59 1.42 1.27 1.14 1.03

5.78 4.07 3.08 2.44 1.97 1.73 1.55 1.38 1.24 1.12 1.01

5.34d 3.86 2.94 2.33 1.91 1.69 1.50 1.35 1.21 1.10 .99

5.57d 5.01d 3.71 2.84 2.27 1.88 1.65 1.47 1.33 1.19 1.08 .98

5.07d 4.86 3.61 2.77 2.21 1.88 1.64 1.45 1.30 1.18 1.07 .97

4.68 3.55 2.73 2.21 1.88 1.63 1.45 1.30 1.17 1.07 .97

4.68 3.53 2.73 2.23 1.88 1.64 1.44 1.29 1.17 1.07

4.90 3.56 2.76 2.25 1.90 1.64 1.45 1.30 1.18 1.09

4.93 3.59 2.80 2.27 1.92 1.66 1.47 1.32 1.20

5.00 3.66 2.86 2.33 1.96 1.69 1.50 1.35

7.82 5.14 3.76 2.94 2.41 2.03 1.76 1.57

9.23t 8.12 5.32 3.92 3.08 2.53 2.17

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 4GU

Configuration: Rail +100..150mm Unlocked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

6

Dn Cant Up Cant Safety Factor: 67%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 65-75°

0
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3.5

3

2.5

2

1.5

1

0.5

6.5

-0.5

-1

-1.5

-2

-2.5

-3

-3.5

Minimum Loads (t)
(m)

7.5

7

0.5

6

5.5

5

4.5

4

3.5

3

2.5

2

1.5

1

-3

-3.5

0

-0.5

-1

-1.5

-2

-2.5
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Rail-Ability Ltd RACD-10000609

295
305 Stafford, ST16 3HS

65 4
55 356
10

350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.59 2.92

3.01 2.49 2.06

3.00 2.55 2.13 1.78

3.59 3.01 2.56 2.18 1.83 1.53

3.56 2.99 2.55 2.20 1.86 1.57

4.25 3.50 2.94 2.52 2.20 1.89 1.60 1.35

4.17 3.44 2.90 2.50 2.19 1.91 1.61 1.37

4.04 3.37 2.87 2.47 2.17 1.92 1.62 1.38 1.17

3.97 3.28 2.83 2.45 2.15 1.91 1.62 1.38 1.17

3.93 3.26 2.76 2.43 2.15 1.90 1.61 1.37 1.17

4.80 3.89 3.22 2.77 2.42 2.13 1.89 1.61 1.36 1.16

4.74 3.87 3.21 2.75 2.39 2.14 1.86 1.58 1.35 1.15

6.26 4.77 3.73 3.16 2.74 2.40 2.08 1.83 1.55 1.33 1.14

6.03 4.66 3.82 3.09 2.72 2.34 2.05 1.80 1.53 1.31 1.12

7.31d 5.89 4.53 3.70 3.10 2.65 2.29 2.01 1.75 1.49 1.28 1.10

7.89d 5.84 4.43 3.61 2.99 2.57 2.24 1.97 1.70 1.45 1.25 1.09

5.80 4.40 3.53 2.96 2.51 2.19 1.93 1.65 1.42 1.23 1.07

10.52d 5.75 4.36 3.49 2.92 2.50 2.17 1.88 1.60 1.39 1.21

12.31d 5.76 4.33 3.47 2.88 2.48 2.15 1.82 1.57 1.36 1.19

12.76t 8.73 5.82 4.35 3.49 2.89 2.47 2.08 1.78 1.54 1.34

5.89 4.40 3.51 2.90 2.42 2.03 1.75 1.52

9.11 6.01 4.49 3.51 2.84 2.37 2.01 1.74

11.85t 9.32 6.05 4.45 3.48 2.82 2.36

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.56 2.89

2.96 2.46 2.04

2.98 2.50 2.11 1.77

3.58 2.97 2.48 2.11 1.81 1.52

3.53 2.92 2.47 2.11 1.80 1.55

4.25 3.43 2.84 2.41 2.07 1.78 1.55 1.34

4.05 3.31 2.76 2.33 2.02 1.75 1.53 1.34

3.88 3.14 2.64 2.26 1.95 1.71 1.50 1.32 1.16

3.79 2.97 2.52 2.17 1.90 1.66 1.47 1.30 1.15

3.70 2.90 2.39 2.08 1.82 1.61 1.43 1.27 1.13

4.80 3.58 2.79 2.27 1.99 1.75 1.56 1.40 1.25 1.12

4.54 3.44 2.68 2.18 1.92 1.70 1.52 1.35 1.22 1.10

6.16 4.32 3.27 2.59 2.10 1.85 1.64 1.47 1.32 1.20 1.08

5.33d 4.11 3.14 2.49 2.05 1.81 1.60 1.44 1.30 1.17 1.07

5.57d 5.01d 3.94 3.03 2.41 2.02 1.78 1.60 1.41 1.27 1.16 1.06

5.08d 5.18 3.84 2.96 2.36 2.00 1.75 1.55 1.39 1.26 1.15 1.05

5.01 3.79 2.92 2.35 2.00 1.74 1.54 1.38 1.25 1.14 1.05

4.99 3.77 2.93 2.37 2.01 1.74 1.54 1.39 1.25 1.15

3.79 2.94 2.41 2.02 1.76 1.55 1.39 1.26 1.16

5.27 3.84 2.99 2.43 2.05 1.78 1.57 1.41 1.28

5.34 3.91 3.05 2.48 2.09 1.81 1.60 1.44

8.43 5.46 4.00 3.13 2.56 2.16 1.87 1.67

8.87t 8.76 5.67 4.16 3.27 2.68 2.29

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 4FU

Configuration: Rail +100..150mm Unlocked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

6

Dn Cant Up Cant Safety Factor: 67%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 55-65°
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1.5
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0.5

6.5
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Minimum Loads (t)
(m)

7.5

7

0.5

6

5.5

5

4.5

4

3.5

3

2.5

2

1.5

1

-3

-3.5

0

-0.5

-1

-1.5

-2

-2.5
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Rail-Ability Ltd RACD-10000609

305
315 Stafford, ST16 3HS

55 4
45 356
10

350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.88 3.17

3.24 2.70 2.25

3.23 2.76 2.32 1.95

3.88 3.25 2.76 2.36 2.00 1.68

3.82 3.20 2.75 2.38 2.03 1.72

4.61 3.77 3.18 2.72 2.38 2.05 1.75 1.48

4.43 3.72 3.14 2.71 2.36 2.07 1.76 1.50

4.36 3.57 3.08 2.68 2.35 2.08 1.77 1.51 1.29

4.30 3.54 3.04 2.64 2.33 2.08 1.77 1.51 1.29

4.25 3.54 2.97 2.62 2.31 2.07 1.76 1.51 1.29

5.22 4.17 3.50 2.99 2.61 2.31 2.06 1.75 1.49 1.29

5.21 4.16 3.47 2.98 2.58 2.30 2.02 1.73 1.48 1.28

6.87 5.22 4.17 3.48 2.98 2.60 2.28 1.99 1.71 1.46 1.26

6.58 5.09 4.12 3.47 2.93 2.54 2.23 1.96 1.67 1.44 1.24

7.04d 6.45 4.96 4.01 3.33 2.88 2.45 2.19 1.91 1.63 1.41 1.23

8.56d 6.39 4.87 3.91 3.28 2.81 2.41 2.14 1.86 1.60 1.38 1.21

6.37 4.81 3.86 3.21 2.75 2.38 2.12 1.81 1.56 1.36 1.19

6.36 4.77 3.83 3.18 2.73 2.37 2.06 1.77 1.53 1.34

9.59 4.76 3.81 3.16 2.71 2.35 2.00 1.73 1.50 1.33

6.42 4.78 3.81 3.17 2.71 2.28 1.95 1.70 1.49

9.89 6.47 4.84 3.84 3.18 2.64 2.24 1.93 1.68

10.07 6.61 4.93 3.85 3.12 2.61 2.22 1.92

11.42t 10.43 6.68 4.89 3.82 3.10 2.59

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.86 3.13

3.21 2.68 2.23

3.22 2.70 2.29 1.93

3.87 3.21 2.69 2.29 1.96 1.67

3.79 3.14 2.68 2.29 1.96 1.70

4.58 3.70 3.10 2.62 2.25 1.94 1.70 1.47

4.41 3.57 3.00 2.53 2.20 1.91 1.67 1.47

4.23 3.41 2.88 2.46 2.13 1.87 1.65 1.46 1.28

4.16 3.25 2.75 2.37 2.07 1.82 1.61 1.43 1.27

4.04 3.16 2.64 2.27 2.00 1.77 1.58 1.41 1.26

5.22 3.92 3.05 2.49 2.19 1.93 1.72 1.53 1.38 1.24

4.97 3.75 2.96 2.40 2.11 1.87 1.68 1.50 1.35 1.22

6.41d 4.76 3.60 2.85 2.33 2.05 1.82 1.63 1.47 1.32 1.20

5.44d 4.51 3.46 2.76 2.27 2.00 1.78 1.59 1.44 1.30 1.19

5.51d 5.01d 4.36 3.34 2.68 2.24 1.97 1.77 1.57 1.42 1.29 1.18

5.09d 5.56d 4.25 3.27 2.63 2.23 1.95 1.75 1.55 1.40 1.28 1.17

4.99d 4.19 3.23 2.63 2.23 1.94 1.72 1.54 1.39 1.27 1.18

5.06d 4.18 3.23 2.65 2.24 1.94 1.73 1.54 1.39 1.28

4.20 3.27 2.67 2.26 1.96 1.73 1.55 1.40 1.29

5.84 4.25 3.31 2.70 2.28 1.98 1.75 1.57 1.42

5.93 4.32 3.38 2.75 2.32 2.01 1.77 1.59

9.42 6.07 4.43 3.46 2.83 2.39 2.07 1.84

8.52t 9.81 6.28 4.59 3.59 2.95 2.52

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 4EU

Configuration: Rail +100..150mm Unlocked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

6

Dn Cant Up Cant Safety Factor: 67%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 45-55°

0
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1.5
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0.5

6.5

-0.5
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Minimum Loads (t)
(m)

7.5

7

0.5

6

5.5

5

4.5

4

3.5

3

2.5

2

1.5

1

-3

-3.5

0

-0.5

-1

-1.5

-2

-2.5
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Rail-Ability Ltd RACD-10000609

315
325 Stafford, ST16 3HS

45 4
35 356
10

350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.32 3.54

3.61 3.02 2.53

3.60 3.07 2.59 2.19

3.59 3.07 2.64 2.24 1.91

4.24 3.57 3.06 2.65 2.28 1.95

4.18 3.53 3.02 2.65 2.30 1.97 1.69

5.01 4.13 3.49 3.00 2.63 2.31 1.98 1.71

4.89 4.05 3.44 2.97 2.61 2.32 1.99 1.72 1.48

4.78 3.99 3.40 2.94 2.59 2.32 1.99 1.72 1.48

4.73 3.92 3.36 2.92 2.58 2.32 1.98 1.71 1.48

5.83 4.68 3.89 3.33 2.90 2.57 2.30 1.97 1.69 1.47

5.82 4.67 3.88 3.32 2.90 2.57 2.26 1.95 1.69 1.46 1.28

7.09d 5.83 4.52 3.85 3.32 2.89 2.55 2.24 1.93 1.66 1.44 1.27

7.42 5.73 4.62 3.69 3.25 2.86 2.50 2.20 1.89 1.64 1.43

7.10d 7.31 5.54 4.51 3.76 2.79 2.77 2.45 2.15 1.85 1.61 1.41

8.10d 7.22 5.45 4.42 3.69 3.16 2.75 2.41 2.10 1.82 1.59 1.39

7.19 5.39 4.36 3.62 3.09 2.70 2.38 2.06 1.78 1.56 1.38

5.40 4.32 3.59 3.07 2.67 2.33 2.01 1.75 1.54

5.39 4.30 3.56 3.05 2.66 2.28 1.97 1.72 1.53

11.11 5.41 4.31 3.58 3.06 2.58 2.23 1.94 1.71

12.79t 7.37 5.47 4.36 3.59 3.00 2.54 2.20 1.92

11.72 7.55 5.59 4.36 3.54 2.96 2.53 2.19

10.93t 12.04 7.60 5.54 4.33 3.52 2.94

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.31 3.51

3.58 2.99 2.51

3.58 3.01 2.56 2.18

3.55 3.00 2.58 2.21 1.90

4.23 3.50 2.98 2.55 2.21 1.92

4.11 3.45 2.92 2.51 2.19 1.92 1.68

4.90 3.98 3.35 2.85 2.46 2.15 1.89 1.67

4.74 3.81 3.23 2.77 2.40 2.11 1.87 1.65 1.46

4.65 3.66 3.08 2.67 2.34 2.06 1.83 1.63 1.46

4.55 3.57 2.96 2.58 2.27 2.01 1.79 1.60 1.44

5.83 4.39 3.46 2.83 2.49 2.20 1.96 1.75 1.58 1.42

5.62 4.25 3.37 2.76 2.43 2.13 1.91 1.72 1.55 1.40 1.28

6.63d 5.35 4.09 3.25 2.67 2.35 2.09 1.87 1.68 1.53 1.39 1.27

5.33d 5.14 3.95 3.16 2.61 2.30 2.04 1.83 1.66 1.50 1.37

5.51d 5.01d 4.97 3.83 3.09 2.58 2.28 2.01 1.80 1.64 1.49 1.36

5.15d 5.59d 4.87 3.76 3.04 2.57 2.25 1.99 1.78 1.62 1.47 1.35

5.05d 4.81 3.73 3.03 2.57 2.24 1.98 1.78 1.61 1.47 1.36

4.80 3.73 3.06 2.58 2.24 1.98 1.78 1.61 1.47

4.83 3.76 3.07 2.61 2.26 1.99 1.78 1.62 1.49

4.88 3.80 3.11 2.63 2.28 2.01 1.80 1.64

6.80 4.95 3.86 3.16 2.66 2.31 2.04 1.83

10.91 6.96 5.06 3.96 3.23 2.73 2.37 2.10

8.13t 11.41 7.20 5.24 4.10 3.36 2.86

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 4DU

Configuration: Rail +100..150mm Unlocked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

6

Dn Cant Up Cant Safety Factor: 67%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 35-45°

0

5.5

5

4.5

4

3.5

3

2.5

2

1.5

1

0.5

6.5

-0.5

-1

-1.5

-2

-2.5

-3

-3.5

Minimum Loads (t)
(m)

7.5

7

0.5

6

5.5

5

4.5

4

3.5

3

2.5

2

1.5

1

-3

-3.5

0

-0.5

-1

-1.5

-2

-2.5
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Rail-Ability Ltd RACD-10000609

325
335 Stafford, ST16 3HS

35 4
25 356
10

350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.25

4.30 3.63 3.06

4.28 3.67 3.13 2.68

4.28 3.66 3.17 2.72 2.34

5.05 4.24 3.65 3.17 2.76 2.38

5.00 4.20 3.61 3.16 2.77 2.40 2.08

5.97 4.92 4.15 3.60 3.15 2.80 2.41 2.10

5.85 4.85 4.10 3.55 3.13 2.79 2.42 2.11 1.84

5.77 4.78 4.07 3.52 3.11 2.78 2.42 2.11 1.84

5.67 4.72 4.03 3.51 3.09 2.78 2.42 2.11 1.84

5.62 4.67 4.00 3.49 3.09 2.77 2.40 2.09 1.83

7.01 5.60 4.67 3.97 3.46 3.09 2.74 2.37 2.08 1.82 1.61

6.77d 6.97 5.61 4.61 3.98 3.47 3.06 2.70 2.36 2.06 1.81 1.60

7.36d 6.88 5.50 4.53 3.92 3.41 3.01 2.66 2.32 2.03 1.79

6.84d 8.48d 6.78 5.47 4.56 3.60 3.37 2.97 2.62 2.29 2.01 1.77

7.67d 8.89 6.69 5.38 4.48 3.84 3.33 2.94 2.57 2.25 1.98 1.76

8.83 6.65 5.32 4.42 3.79 3.29 2.90 2.53 2.21 1.95 1.74

8.85 6.62 5.27 4.39 3.74 3.26 2.85 2.48 2.18 1.93

11.60d 13.56 6.61 5.27 4.37 3.74 3.25 2.79 2.44 2.15 1.92

6.64 5.28 4.38 3.74 3.18 2.75 2.41 2.13

9.07 6.71 5.31 4.40 3.67 3.15 2.72 2.39 2.13

9.27 6.83 5.32 4.34 3.63 3.12 2.71

10.44t 14.98 9.38 6.80 5.32 4.33 3.63

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.20

4.28 3.60 3.05

4.28 3.62 3.10 2.66

4.25 3.60 3.11 2.69 2.33

5.03 4.20 3.56 3.08 2.69 2.35

4.95 4.11 3.53 3.04 2.66 2.34 2.07

5.85 4.78 4.01 3.45 2.99 2.62 2.33 2.07

5.72 4.61 3.89 3.36 2.93 2.58 2.30 2.04 1.83

5.63 4.47 3.77 3.27 2.86 2.53 2.25 2.02 1.82

5.49 4.38 3.63 3.18 2.79 2.48 2.21 1.99 1.80

5.38 4.36 3.50 3.07 2.72 2.43 2.18 1.97 1.78

6.81 5.23 4.15 3.43 2.99 2.67 2.38 2.14 1.94 1.76 1.60

6.44d 6.52d 5.04 4.06 3.34 2.93 2.60 2.33 2.11 1.91 1.74 1.60

5.32d 5.57d 4.91 3.95 3.28 2.88 2.59 2.30 2.08 1.89 1.73

4.98d 5.00d 5.17d 4.78 3.87 3.25 2.85 2.54 2.28 2.06 1.87 1.72

5.12d 5.51d 5.02d 4.71 3.82 3.25 2.83 2.52 2.25 2.04 1.86 1.71

5.01d 4.98d 4.68 3.81 3.24 2.82 2.50 2.24 2.04 1.86 1.71

5.13d 5.04d 4.69 3.85 3.25 2.83 2.50 2.25 2.04 1.86

6.06 4.71 3.86 3.29 2.84 2.51 2.25 2.04 1.88

6.10 4.76 3.89 3.30 2.86 2.53 2.27 2.06

8.49 6.18 4.83 3.95 3.34 2.90 2.56 2.30 2.11

8.66 6.29 4.92 4.03 3.40 2.96 2.62

7.71t 13.87t 8.92 6.47 5.06 4.16 3.53

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 4CU

Configuration: Rail +100..150mm Unlocked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

6

Dn Cant Up Cant Safety Factor: 67%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 25-35°

0

5.5

5

4.5

4

3.5

3

2.5

2

1.5

1

0.5

6.5

-0.5

-1

-1.5

-2

-2.5

-3

-3.5

Minimum Loads (t)
(m)

7.5

7

0.5

6

5.5

5

4.5

4

3.5

3

2.5

2

1.5

1

-3

-3.5

0

-0.5

-1

-1.5

-2

-2.5
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Rail-Ability Ltd RACD-10000609

335
345 Stafford, ST16 3HS

25 4
15 356
10

350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

5.48 4.59

5.30s 4.69 4.01

5.13s 4.70 4.07 3.52

5.38s 4.69 4.10 3.56 3.10

5.43 4.67 4.09 3.59 3.14

6.11d 5.36 4.64 4.07 3.61 3.16 2.78

7.40d 6.23 5.33 4.61 4.04 3.60 3.18 2.79

7.50 6.21 5.27 4.57 4.03 3.59 3.18 2.80 2.48

7.37 6.13 5.22 4.52 4.00 3.58s 3.18 2.80 2.48

7.32 6.05 5.17 4.50 3.99 3.57s 3.17 2.79 2.48

7.24 6.02 5.12 4.49 3.93 3.56 3.16 2.79 2.47 2.21

9.02 7.22 5.98 5.12 4.47 3.97s 3.53 3.14 2.77 2.46 2.20

6.78d 8.92 7.10 5.99 5.10 4.45 3.92 3.50 3.11 2.74 2.44 2.19

7.11d 8.88t 7.09 5.91 5.04 4.39 3.89 3.47 3.08 2.72 2.43 2.18

6.36d 8.39d 8.86 7.04 5.87 4.88 4.35 3.85 3.45 3.04 2.70 2.41

7.49d 10.16d 8.82 7.01 5.83 4.99 4.34 3.83 3.41 3.00 2.66 2.39

11.75 8.77 7.00 5.82 4.96 4.32 3.82 3.36 2.97 2.64 2.38

11.82d 8.76 6.96 5.79 4.94 4.30 3.78 3.31 2.93 2.62 2.37

8.75 6.95 5.76 4.93 4.29 3.72 3.27 2.91 2.60

11.81d 11.93 8.80 6.97 5.78 4.93 4.23 3.68 3.24 2.89

12.24t 12.07 8.88 7.03 5.81 4.88 4.18 3.65 3.22 2.88

12.32 9.02 7.06 5.76 4.84 4.16 3.64

9.93t 19.09t 12.47 8.99 7.04 5.74 4.84 4.17

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.67d 4.57

5.11s 4.57s 3.98

5.13s 4.35s 3.98d 3.50

5.09s 4.36s 3.76s 3.53 3.09

5.20s 4.33s 3.77s 3.51 3.11

6.09d 4.99s 4.42s 3.75s 3.49 3.11 2.76

7.09s 5.83s 4.94s 4.37s 3.72s 3.30s 3.08 2.76

7.37s 5.74s 5.02s 4.22s 3.70s 3.29s 3.05 2.73 2.46

6.81s 5.86 4.81s 4.18s 3.69s 3.28s 3.01 2.71 2.45

6.74s 5.74s 4.83 4.14s 3.65s 3.28s 2.96 2.68 2.43

6.66s 5.53s 4.69 4.11s 3.64s 2.57t 2.93 2.65 2.41 2.20

8.30t 6.62s 5.56 4.62 4.04 3.51t 2.84t 2.89 2.62 2.39 2.19

6.45d 6.63d 6.11t 5.44 4.52t 3.66t 3.10t 2.77t 2.86 2.59 2.37 2.18

5.42d 5.55d 4.92t 5.33 3.61t 3.28t 3.16t 3.03t 2.82 2.57 2.36 2.17

4.99d 5.01d 5.16d 5.45d 4.59t 4.44 3.53t 3.26t 3.09 2.80 2.56 2.35

5.14d 4.98d 5.02d 5.30d 5.21 4.42 3.86 3.42 3.08 2.79 2.54 2.34

5.02d 4.98d 5.13d 5.20 4.42 3.91 3.42 3.06 2.78 2.54 2.34

5.04d 5.60d 5.24 4.45 3.86 3.42 3.07 2.78 2.54 2.36

6.74d 6.41 5.25 4.46 3.88 3.43 3.07 2.79 2.56

8.25 6.45 5.29 4.49 3.90 3.45 3.09 2.81

11.46 8.33 6.52 5.35 4.53 3.94 3.48 3.13 2.85

11.65 8.46 6.63 5.43 4.59 3.99 3.54

7.32t 13.23t 11.97 8.65 6.77 5.55 4.71 4.17

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 4BU

Configuration: Rail +100..150mm Unlocked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

6

Dn Cant Up Cant Safety Factor: 67%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 15-25°

0
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2.5

2

1.5

1

0.5

6.5
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-1.5

-2

-2.5

-3

-3.5

Minimum Loads (t)
(m)

7.5

7

0.5

6

5.5

5
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4

3.5

3

2.5

2

1.5

1

-3

-3.5

0

-0.5

-1

-1.5
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-2.5
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Rail-Ability Ltd RACD-10000609

345
5 Stafford, ST16 3HS

15 4
355 356

20
340 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.75s 3.46d

3.49s 3.54 3.05

3.37s 3.08 2.68

3.55s 3.51s 3.08 2.71 2.37

3.72s 3.50 3.06 2.72 2.39

4.10d 3.66s 3.48 3.05 2.71 2.41 2.12

5.02d 4.70s 3.98 3.46 3.04 2.70 2.42 2.14 1.89

5.13s 4.64 3.94 3.42 3.02 2.69 2.42 2.14 1.90

5.01s 4.59 3.90 3.40 3.00 2.69 2.42 2.14 1.90

5.20s 4.55 3.88 3.38 2.98 2.68 2.41 2.13 1.90

5.39s 4.52 3.86 3.36 2.98 2.67 2.40 2.13 1.89 1.70

5.97s 5.44 4.51 3.84 3.35 2.97 2.66 2.39 2.12 1.89 1.69

4.46d 6.23t 5.41 4.51 3.84 3.36t 2.95 2.64 2.37 2.10 1.88 1.69

4.60d 6.67t 5.39 4.47 3.81t 3.32 2.93 2.62 2.35 2.09 1.86 1.68

4.10d 5.47d 6.75 5.35 4.43 3.80 3.29 2.91 2.61 2.32 2.06 1.85

4.97d 6.61d 6.73 5.33 4.42 3.78 3.27 2.90 2.60 2.30 2.05 1.84

8.10d 6.73 5.33 4.41 3.76 3.27 2.89t 2.56 2.27 2.03 1.83

6.72 5.33 4.41 3.74 3.28 2.89 2.53 2.25 2.01 1.82

9.13 6.71 5.33 4.41 3.76 3.28 2.84 2.50 2.23 2.00

7.77t 6.76 5.33 4.41 3.77 3.23 2.81 2.48 2.22 2.00

9.35 6.81 5.38 4.43 3.73 3.20 2.79 2.47 2.22

9.51 6.93 5.39 4.40 3.71 3.19 2.79 2.48

12.28t 9.67 6.94 5.39 4.40 3.71 3.19

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.43s 3.11d

3.49s 2.87d 2.80d

2.95s 2.60d 2.66

3.55s 2.95s 2.54s 2.52d 2.36

3.51s 3.01s 2.54s 2.55s 2.37

4.01s 3.37s 2.91s 2.53s 2.22s 2.31d 2.11

4.99d 3.95s 3.34s 2.95s 2.52s 2.23s 2.24d 2.11 1.89

4.98s 4.31s 3.28s 2.85s 2.49s 2.22s 2.24d 2.09 1.89

4.62s 4.03s 3.24s 2.90s 2.48s 2.21s 2.30 2.07 1.88

4.55s 3.77s 3.22s 3.04s 2.46s 2.20s 2.27 2.05 1.87

4.51s 3.85s 3.18s 2.77s 2.46s 2.07t 2.24 2.03 1.86 1.69

5.65s 4.48s 3.83s 3.26s 2.76s 2.52s 1.78t 2.22 2.01 1.84 1.69

4.32d 4.35d 4.56d 3.94s 3.26s 2.61t 2.01t 1.86t 2.19 2.00 1.83 1.68

3.56d 3.78d 3.33t 2.91t 2.93t 2.39t 2.05t 2.03t 2.18 1.98 1.82 1.68

3.35d 3.35d 3.45d 3.64d 3.11t 2.66t 2.84t 2.28t 2.11t 2.16 1.97 1.81

3.46d 3.34d 3.41d 3.49d 3.67t 2.95t 2.60t 2.39t 2.38 2.15 1.96 1.81

3.37d 3.34d 3.43d 4.02 3.28t 2.87t 2.64 2.36 2.14 1.96 1.81

3.50d 3.65d 4.04 3.42 2.99 2.64 2.36 2.14 1.96 1.82

4.41d 4.96 4.06 3.45 2.99 2.64 2.37 2.15 1.97

6.27d 4.99 4.08 3.46 3.01 2.66 2.38 2.17 2.00

7.73d 6.44 5.03 4.12 3.49 3.03 2.68 2.40 2.19

9.05 6.53 5.10 4.18 3.54 3.06 2.71 2.47

8.49t 9.28 6.67 5.20 4.27 3.62 3.16

RTE019 through to RTE021
Unlocked 01/06/2020

4aUT

Rail-Ability Ltd, Tollgate Drive

Tel: 01785 214747
mail@railability.co.uk

Rated Lift Capacity Chart

Machine type:
Configuration:

Equipment:

Fleet Number:

RA310
Rail +100..150mm Unlocked Tandem
1.9 + 3.4 + 2.1

Floating Axle:

7.5

7

6.5

6

Maximum Loads (t)
(m)

Safety Factor: 45% (67% of 90%)

5.5

5

4.5

4

3.5

3

2.5

2

1.5

1

0.5

0

-0.5

-1

-1.5

-2

-2.5

-3

-3.5

7.5

Minimum Loads (t)
(m)

4

3.5

3

2.5

7

6.5

6

5.5

5

-3

-3.5

Sector: 355-15°

Dn Cant Up Cant

-0.5

-1

-1.5

-2

-2.5

2

1.5

1

0.5

0

4.5
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Rail-Ability Ltd RACD-10000609

5
15 Stafford, ST16 3HS

355 4
345 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.27

2.32 1.95

2.31 2.00 1.69

2.32 2.00 1.72 1.47

2.30 1.99 1.74 1.50 1.29

2.66 2.27 1.97 1.74 1.51 1.30

2.62 2.25 1.96 1.73 1.52 1.31 1.13

3.04 2.58 2.22 1.94 1.72 1.52 1.32 1.14

2.99 2.50 2.19 1.93 1.71 1.53 1.32 1.14

3.58 2.95 2.52 2.18 1.91 1.71 1.52 1.31 1.14 .99

3.57 2.94 2.49 2.16 1.91 1.70 1.51 1.30 1.13 .99

3.55 2.91 2.47 2.15 1.90 1.70 1.50 1.29 1.12 .99

4.52 3.54 2.92 2.48 2.15 1.90 1.69 1.48 1.28 1.12 .98

4.02d 4.47 3.57 2.93 2.48 2.15 1.89 1.66 1.45 1.26 1.10 .97

3.43d 5.03d 4.37 3.49 2.88 2.41 2.12 1.86 1.64 1.43 1.24 1.09 .96

5.90 4.32 3.44 2.84 2.41 2.09 1.83 1.61 1.40 1.22 1.07

5.86 4.28 3.40 2.79 2.36 2.05 1.81 1.58 1.37 1.20 1.06

4.30 3.37 2.77 2.35 2.04 1.79 1.55 1.35 1.19 1.05

4.30 3.37 2.76 2.26 2.03 1.75 1.51 1.33 1.17

4.33 3.38 2.77 2.35 2.00 1.72 1.49 1.31 1.17

4.37 3.41 2.80 2.32 1.97 1.69 1.48 1.31

6.29 4.48 3.44 2.76 2.29 1.95 1.69 1.48

10.88 6.39 4.46 3.42 2.75 2.29 1.95

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.25

2.30 1.94

2.31 1.97 1.68

2.30 1.97 1.70 1.46

2.28 1.95 1.69 1.47 1.28

2.65 2.24 1.92 1.67 1.46 1.29

2.58 2.18 1.88 1.65 1.45 1.28 1.13

2.96 2.48 2.11 1.84 1.61 1.42 1.26 1.13

2.88 2.37 2.05 1.79 1.57 1.39 1.25 1.12

3.58 2.81 2.27 1.98 1.73 1.53 1.37 1.22 1.10 .99

3.53 2.73 2.23 1.91 1.68 1.50 1.34 1.20 1.09 .98

3.37 2.66 2.15 1.85 1.64 1.46 1.31 1.18 1.07 .97

4.32 3.25 2.57 2.10 1.81 1.60 1.43 1.29 1.17 1.06 .97

3.61d 3.69d 3.14 2.49 2.05 1.77 1.57 1.40 1.27 1.15 1.05 .96

3.43d 3.34d 3.43d 3.06 2.43 2.00 1.75 1.55 1.38 1.25 1.14 1.04 .96

3.24d 3.35d 3.00 2.40 2.00 1.73 1.53 1.37 1.24 1.13 1.03

3.42d 2.79d 2.97 2.39 2.00 1.73 1.53 1.37 1.23 1.12 1.03

2.98d 2.97 2.39 2.02 1.73 1.53 1.36 1.23 1.13 1.04

3.92 3.00 2.44 2.03 1.75 1.53 1.37 1.24 1.13

3.95 3.03 2.45 2.05 1.77 1.55 1.38 1.25 1.15

4.01 3.07 2.48 2.07 1.79 1.57 1.40 1.28

5.83 4.09 3.13 2.53 2.11 1.82 1.60 1.44

7.84t 6.01 4.20 3.22 2.60 2.18 1.88
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Dn Cant Up Cant Safety Factor: 45% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 345-355°

Fleet Number: RTE019 through to RTE021 4bUT

Configuration: Rail +100..150mm Unlocked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

15
25 Stafford, ST16 3HS

345 4
335 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.70

1.75 1.46

1.76 1.50 1.25

1.75 1.49 1.28 1.07

1.73 1.49 1.29 1.09 .92

2.01 1.70 1.48 1.29 1.11 .93

2.36 1.97 1.67 1.45 1.28 1.12 .94 .79

2.27 1.92 1.66 1.44 1.27 1.12 .95 .80

2.24 1.85 1.63 1.43 1.26 1.12 .95 .80

2.21 1.86 1.61 1.41 1.25 1.12 .94 .80 .68

2.65 2.18 1.84 1.59 1.40 1.25 1.10 .93 .80 .67

2.64 2.16 1.83 1.59 1.40 1.25 1.09 .93 .79 .67

3.36 2.57 2.16 1.82 1.59 1.40 1.25 1.07 .91 .77 .65

3.80d 3.36 2.62 2.17 1.84 1.59 1.40 1.22 1.05 .89 .76 .64

3.40d 4.37 3.26 2.59 2.13 1.80 1.57 1.35 1.19 1.02 .87 .75 .63

4.35 3.16 2.53 2.08 1.76 1.51 1.33 1.17 .99 .85 .73

4.35 3.15 2.48 2.05 1.73 1.50 1.31 1.13 .96 .83 .72

3.13 2.46 2.02 1.71 1.48 1.30 1.10 .94 .81 .71

7.17 3.13 2.46 2.00 1.61 1.47 1.25 1.07 .92 .80

7.50 4.46 3.17 2.46 2.01 1.70 1.44 1.22 1.04 .90 .79

3.21 2.49 2.04 1.68 1.40 1.19 1.03 .90

4.67 3.30 2.52 2.01 1.65 1.38 1.18 1.03

8.37 4.75 3.30 2.50 1.99 1.64 1.38

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.69

1.74 1.44

1.75 1.47 1.24

1.75 1.47 1.25 1.06

1.72 1.45 1.24 1.07 .91

2.00 1.67 1.42 1.24 1.06 .92

2.34 1.92 1.62 1.39 1.20 1.04 .91 .79

2.21 1.83 1.56 1.34 1.17 1.02 .89 .78

2.13 1.73 1.49 1.29 1.12 .99 .87 .77

2.06 1.63 1.41 1.23 1.09 .96 .86 .76 .67

2.60 2.00 1.58 1.34 1.18 1.05 .93 .83 .74 .66

2.50 1.92 1.52 1.29 1.14 1.01 .91 .81 .73 .64

3.21 2.37 1.83 1.46 1.24 1.10 .98 .88 .79 .71 .63

3.61d 3.02 2.24 1.75 1.41 1.21 1.07 .96 .86 .78 .70 .62

3.36d 3.38d 2.88 2.16 1.69 1.37 1.18 1.05 .94 .84 .76 .69 .61

2.87d 2.81 2.11 1.65 1.36 1.17 1.03 .92 .84 .75 .69

3.38d 2.55d 2.07 1.63 1.36 1.17 1.03 .92 .83 .75 .69

2.69d 2.06 1.64 1.37 1.19 1.03 .92 .83 .75 .69

2.78 2.09 1.66 1.38 1.19 1.03 .92 .83 .76

2.80 2.12 1.69 1.40 1.20 1.05 .93 .84 .78

2.85 2.15 1.72 1.43 1.22 1.07 .95 .87

4.24 2.92 2.21 1.77 1.47 1.25 1.10 .99

7.71t 4.41 3.03 2.29 1.84 1.53 1.32
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Dn Cant Up Cant Safety Factor: 45% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 335-345°

Fleet Number: RTE019 through to RTE021 4cUT

Configuration: Rail +100..150mm Unlocked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

25
35 Stafford, ST16 3HS

335 4
325 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.40

1.45 1.19

1.45 1.23 1.01

1.44 1.23 1.04 .85

1.43 1.22 1.05 .88 .72

1.66 1.40 1.21 1.05 .89 .73

1.95 1.62 1.37 1.18 1.03 .90 .75 .58

1.87 1.57 1.34 1.17 1.03 .91 .75 .59

1.83 1.50 1.32 1.15 1.02 .90 .75 .59

1.78 1.51 1.30 1.14 1.01 .90 .75 .59 .42

2.13 1.75 1.48 1.29 1.11 1.00 .89 .74 .58 .42

2.12 1.75 1.47 1.28 1.12 1.00 .88 .73 .57 .41

2.73 2.15 1.75 1.47 1.27 1.13 1.01 .86 .71 .55 .40

3.61 2.72 2.16 1.76 1.47 1.28 1.13 .98 .83 .69 .53 .39

3.55 2.64 2.11 1.73 1.46 1.27 1.09 .95 .80 .67 .51 .38

3.54 2.58 2.04 1.67 1.39 1.23 1.07 .94 .78 .64 .49 .36

3.53 2.53 1.99 1.64 1.37 1.19 1.04 .90 .75 .61 .47

2.52 1.98 1.61 1.35 1.17 1.03 .86 .72 .58 .45

3.52 2.53 1.96 1.60 1.35 1.16 .99 .83 .70 .56

2.55 1.97 1.61 1.35 1.14 .95 .80 .69 .55

7.72t 3.67 2.58 2.00 1.63 1.33 1.10 .93 .79 .68

3.80 2.66 2.02 1.60 1.30 1.08 .91 .79

7.02 3.87 2.66 2.01 1.58 1.29 1.08 .92

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.38

1.44 1.18

1.45 1.21 1.00

1.44 1.20 1.01 .84

1.41 1.18 1.00 .85 .71

1.65 1.38 1.17 .99 .84 .72

1.93 1.60 1.33 1.11 .95 .82 .71 .57

1.79 1.49 1.26 1.07 .92 .80 .70 .56

1.74 1.39 1.19 1.02 .88 .77 .67 .55

1.67 1.29 1.12 .97 .84 .74 .64 .52 .41

2.13 1.59 1.23 1.05 .92 .81 .71 .61 .50 .40

2.01 1.51 1.17 .99 .87 .77 .69 .58 .48 .39

2.62 1.88 1.43 1.12 .94 .83 .74 .65 .55 .46 .37

3.53d 2.43 1.77 1.35 1.07 .90 .82 .71 .62 .53 .44 .37

3.34 2.28 1.68 1.29 1.02 .88 .79 .69 .59 .50 .42 .36

2.66d 2.20 1.61 1.25 1.01 .87 .78 .68 .58 .49 .42 .36

3.14 2.13 1.58 1.23 1.01 .86 .76 .68 .57 .49 .42

2.13 1.58 1.24 1.03 .87 .76 .67 .57 .49 .42

2.16 1.61 1.26 1.04 .88 .77 .68 .58 .50

2.18 1.62 1.28 1.05 .89 .78 .69 .60 .53

3.27 2.23 1.66 1.31 1.08 .92 .80 .71 .63

3.37 2.29 1.71 1.35 1.11 .95 .83 .74

6.32 3.50 2.39 1.79 1.42 1.17 1.00 .90
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Dn Cant Up Cant Safety Factor: 45% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 325-335°

Fleet Number: RTE019 through to RTE021 4dUT

Configuration: Rail +100..150mm Unlocked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

35
45 Stafford, ST16 3HS

325 4
315 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.25

1.30 1.06

1.09 .89

1.09 .92 .75

1.27 1.07 .93 .77 .59

1.25 1.06 .92 .79 .62

1.75 1.45 1.22 1.05 .90 .80 .63 .45

1.68 1.40 1.19 1.03 .90 .80 .64 .46

1.61 1.36 1.16 1.02 .89 .80 .64 .46 .30

1.58 1.32 1.15 1.00 .89 .80 .64 .45 .30

1.90 1.55 1.32 1.13 .98 .88 .78 .62 .45 .30

1.89 1.55 1.30 1.11 .99 .88 .77 .60 .43 .29

2.44 1.88 1.54 1.30 1.12 .99 .89 .75 .58 .41 .28

3.22 2.44 1.88 1.53 1.29 1.12 1.00 .86 .73 .55 .40 .26

3.16 2.30 1.86 1.55 1.28 1.12 .97 .84 .70 .53 .37 .25

3.12 2.28 1.81 1.48 1.21 1.08 .93 .81 .67 .49 .35 .24

3.13 2.23 1.75 1.44 1.22 1.05 .91 .78 .63 .46 .33

6.41t 2.22 1.73 1.42 1.19 1.02 .89 .74 .59 .44 .32

5.32 2.23 1.71 1.40 1.18 1.02 .86 .71 .55 .41

5.46 3.19 2.25 1.73 1.40 1.18 .99 .82 .69 .53 .40

5.66 2.28 1.74 1.43 1.16 .95 .80 .67 .52

3.36 2.35 1.78 1.40 1.13 .93 .78 .66

6.24 3.45 2.36 1.76 1.38 1.12 .93 .78

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.23

1.30 1.04

1.07 .88

1.07 .89 .74

1.27 1.05 .89 .75 .58

1.23 1.03 .86 .73 .59

1.75 1.43 1.18 .99 .84 .72 .58 .43

1.60 1.32 1.11 .95 .80 .69 .55 .43

1.53 1.22 1.04 .89 .77 .66 .53 .41 .30

1.48 1.13 .96 .83 .73 .61 .49 .39 .29

1.90 1.41 1.07 .89 .79 .69 .57 .46 .37 .28

1.78 1.32 1.01 .83 .74 .64 .52 .43 .34 .26

2.34 1.65 1.24 .95 .78 .70 .59 .49 .40 .32 .25

3.22 2.14 1.54 1.16 .90 .76 .66 .55 .46 .38 .30 .24

1.69d 1.99 1.44 1.09 .85 .73 .63 .53 .43 .35 .29 .23

2.47d 1.91 1.38 1.05 .84 .72 .61 .50 .42 .34 .28 .23

2.74 1.83 1.35 1.03 .84 .72 .62 .50 .41 .34 .28

1.82 1.34 1.04 .85 .72 .60 .49 .41 .34 .29

1.84 1.37 1.06 .86 .74 .61 .50 .41 .35

1.89 1.38 1.08 .88 .75 .63 .52 .43 .37

1.92 1.42 1.11 .91 .77 .66 .55 .47

2.94 1.98 1.47 1.15 .94 .80 .70 .59

5.56 3.07 2.08 1.54 1.21 1.00 .85 .75
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Dn Cant Up Cant Safety Factor: 45% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 315-325°

Fleet Number: RTE019 through to RTE021 4eUT

Configuration: Rail +100..150mm Unlocked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

45
55 Stafford, ST16 3HS

315 4
305 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.19

1.00

1.03 .84

1.03 .87 .70

1.20 1.02 .87 .72 .53

1.18 1.00 .87 .74 .55

1.65 1.36 1.15 .99 .86 .75 .57 .39

1.57 1.33 1.12 .97 .85 .75 .58 .40

1.53 1.29 1.10 .95 .83 .75 .58 .40 .24

1.49 1.25 1.07 .93 .83 .74 .57 .39 .24

1.45 1.23 1.06 .93 .82 .75 .56 .39 .24

1.76 1.44 1.22 1.05 .89 .82 .73 .54 .38 .23

2.32 1.78 1.43 1.22 1.05 .92 .83 .71 .52 .36 .22

2.32 1.80 1.39 1.23 1.05 .93 .81 .68 .49 .34 .21

3.00 2.21 1.75 1.40 1.18 1.05 .91 .78 .65 .46 .31 .19

2.97 2.14 1.69 1.40 1.14 1.01 .88 .76 .60 .43 .29 .18

2.12 1.64 1.35 1.14 .98 .85 .73 .55 .40 .27

6.32d 2.08 1.62 1.33 1.12 .96 .84 .69 .52 .37 .26

5.07 2.10 1.61 1.31 1.09 .95 .80 .65 .48 .35 .25

2.11 1.61 1.31 1.10 .92 .76 .61 .46 .34

3.08 2.13 1.65 1.34 1.08 .89 .73 .59 .45

3.18 2.22 1.68 1.31 1.05 .87 .72 .58

5.81 3.25 2.21 1.65 1.29 1.04 .86 .72

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.17

.99

1.02 .83

1.02 .84 .69

1.20 .99 .83 .70 .52

1.17 .97 .81 .69 .53

1.64 1.34 1.12 .93 .79 .67 .51 .37

1.52 1.25 1.04 .89 .75 .63 .49 .37

1.47 1.15 .98 .83 .72 .59 .46 .35 .24

1.40 1.05 .90 .77 .67 .54 .43 .33 .23

1.32 1.00 .82 .73 .61 .49 .39 .30 .22

1.69 1.23 .94 .76 .68 .56 .46 .36 .28 .21

2.22 1.55 1.15 .88 .72 .63 .51 .41 .33 .26 .19

2.00 1.43 1.07 .82 .69 .58 .47 .38 .31 .24 .18

1.59d 1.86 1.34 1.01 .78 .65 .54 .44 .36 .29 .22 .17

2.29d 1.48d 1.27 .96 .76 .63 .54 .42 .34 .27 .22 .17

1.70 1.24 .94 .76 .63 .51 .41 .33 .27 .21

1.68 1.24 .95 .77 .64 .52 .41 .33 .27 .22

1.73 1.25 .97 .78 .65 .53 .42 .34 .28 .25

1.75 1.27 .99 .81 .68 .54 .43 .36 .30

1.78 1.31 1.02 .83 .70 .57 .46 .39

2.75 1.84 1.36 1.06 .86 .73 .61 .51

5.20 2.88 1.93 1.43 1.12 .91 .77 .69
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Dn Cant Up Cant Safety Factor: 45% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 305-315°

Fleet Number: RTE019 through to RTE021 4fUT

Configuration: Rail +100..150mm Unlocked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

55
65 Stafford, ST16 3HS

305 4
295 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.15

.97

.99 .81

.99 .84 .67

.98 .84 .70 .49

1.14 .97 .84 .71 .52

1.32 1.11 .95 .83 .72 .53 .35

1.51 1.28 1.08 .93 .81 .72 .54 .36

1.48 1.24 1.05 .92 .80 .71 .54 .37 .21

1.43 1.21 1.03 .90 .79 .71 .53 .36 .22

1.41 1.18 1.02 .88 .79 .71 .52 .35 .21

1.71 1.40 1.15 1.01 .88 .79 .70 .50 .34 .20

2.24 1.66 1.39 1.16 1.01 .88 .80 .68 .48 .32 .19

2.25 1.73 1.40 1.18 1.01 .89 .78 .64 .46 .30 .18

2.90 2.14 1.70 1.39 1.19 1.00 .87 .75 .60 .42 .28 .16

2.88 2.08 1.62 1.35 1.14 .97 .84 .73 .55 .39 .26 .15

2.04 1.59 1.31 1.08 .94 .82 .70 .51 .36 .23

2.02 1.57 1.28 1.07 .92 .80 .65 .47 .33 .22

2.84 2.01 1.55 1.26 .94 .91 .76 .60 .44 .31 .21

2.91 2.03 1.55 1.25 1.06 .89 .73 .56 .41 .30

2.06 1.58 1.28 1.05 .85 .70 .54 .40

3.06 2.14 1.61 1.26 1.01 .83 .69 .53

5.60 3.13 2.14 1.59 1.23 1.00 .82 .69

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.13

.95

.98 .80

.98 .81 .66

.97 .80 .66 .48

1.13 .93 .78 .66 .49

1.29 1.07 .89 .76 .62 .47 .34

1.46 1.20 1.01 .85 .72 .59 .45 .33

1.41 1.10 .93 .79 .69 .54 .42 .31 .21

1.36 1.02 .87 .74 .63 .50 .39 .29 .20

1.28 .96 .79 .69 .57 .45 .36 .27 .19

1.62 1.19 .91 .73 .63 .51 .41 .32 .24 .17

2.15 1.50 1.09 .83 .67 .58 .46 .37 .29 .22 .16

1.94 1.37 1.02 .79 .62 .53 .42 .34 .27 .20 .15

1.38d 1.80 1.28 .95 .73 .59 .49 .39 .32 .25 .19 .14

2.07d 1.36d 1.22 .91 .71 .58 .48 .38 .30 .23 .18 .14

1.62 1.18 .89 .71 .58 .45 .36 .29 .23 .18

1.60 1.17 .89 .72 .57 .45 .37 .29 .23 .18

1.61 1.19 .92 .74 .59 .46 .37 .29 .24 .21

1.67 1.21 .94 .76 .61 .48 .38 .31 .26

1.71 1.25 .97 .78 .65 .51 .42 .35

2.63 1.76 1.29 1.00 .82 .69 .55 .46

4.94 2.75 1.85 1.36 1.06 .87 .73 .63
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Dn Cant Up Cant Safety Factor: 45% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 295-305°

Fleet Number: RTE019 through to RTE021 4gUT

Configuration: Rail +100..150mm Unlocked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

65
85 Stafford, ST16 3HS

295 4
275 356

20
340 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.14

.96

.98 .80

.97 .83 .66

.98 .83 .69 .48

1.13 .96 .83 .71 .51

1.31 1.10 .93 .81 .71 .52 .34

1.52 1.26 1.06 .92 .80 .71 .53 .35

1.45 1.23 1.04 .90 .79 .70 .53 .36 .21

1.42 1.17 1.02 .89 .78 .70 .53 .35 .21

1.38 1.15 1.01 .87 .78 .71 .51 .35 .20

1.69 1.37 1.16 .98 .87 .77 .69 .50 .33 .19

2.22 1.70 1.36 1.16 1.00 .87 .79 .68 .47 .32 .18

2.21 1.69 1.39 1.15 1.00 .88 .78 .64 .45 .29 .17

2.89 2.08 1.69 1.35 1.13 1.01 .86 .75 .60 .42 .27 .15

2.84 2.07 1.62 1.33 .84 .94 .83 .72 .55 .38 .25 .14

2.03 1.57 1.28 1.09 .93 .81 .69 .51 .35 .23

6.22t 2.00 1.54 1.26 1.06 .91 .79 .64 .46 .32 .21

1.99 1.54 1.24 1.05 .90 .76 .59 .43 .30 .20

2.01 1.54 1.25 1.05 .88 .72 .55 .40 .29

2.03 1.56 1.27 1.03 .84 .69 .53 .39

3.03 2.11 1.59 1.24 1.00 .82 .68 .52 .40

5.48 3.09 2.11 1.57 1.22 .98 .81 .68

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.13

.95

.97 .79

.97 .80 .64

.95 .79 .65 .47

1.12 .92 .78 .64 .48

1.29 1.06 .89 .75 .61 .47 .33

1.46 1.19 1.00 .84 .72 .58 .44 .32

1.41 1.10 .92 .79 .68 .54 .41 .30 .20

1.33 1.01 .85 .74 .61 .49 .38 .28 .19

1.26 .94 .78 .68 .55 .44 .34 .26 .18

1.62 1.17 .88 .71 .61 .50 .40 .31 .24 .16

2.15 1.48 1.09 .82 .71 .55 .45 .36 .28 .21 .15

1.94 1.37 1.01 .77 .61 .50 .41 .33 .26 .19 .14

1.22d 1.78 1.27 .94 .73 .58 .47 .38 .31 .24 .18 .13

1.98d 1.25d 1.20 .90 .70 .56 .45 .36 .29 .22 .17 .13

1.59 1.17 .87 .71 .56 .44 .35 .28 .22 .17

1.58 1.16 .88 .71 .60 .45 .35 .28 .22 .17

1.63 1.18 .90 .74 .58 .46 .35 .28 .23 .20

1.65 1.20 .92 .75 .60 .47 .37 .30 .25

1.69 1.23 .95 .77 .63 .50 .40 .33

2.60 1.74 1.28 .99 .80 .68 .54 .45 .40

4.86 2.71 1.82 1.34 1.05 .85 .72 .61
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Dn Cant Up Cant Safety Factor: 45% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 275-295°

Fleet Number: RTE019 through to RTE021 4hUT

Configuration: Rail +100..150mm Unlocked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

85
95 Stafford, ST16 3HS

275 4
265 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.15

.97

1.00 .81

.99 .84 .67

.98 .84 .70 .49

1.14 .97 .84 .72 .52

1.32 1.11 .95 .83 .72 .54 .36

1.50 1.26 1.08 .93 .81 .72 .55 .37

1.48 1.24 1.05 .91 .80 .71 .55 .37 .22

1.42 1.21 1.03 .89 .79 .71 .54 .37 .22

1.41 1.19 .99 .89 .78 .71 .53 .35 .21

1.68 1.39 1.16 1.01 .88 .79 .71 .51 .34 .20

2.26 1.72 1.39 1.16 1.01 .86 .79 .69 .49 .32 .19

2.25 1.69 1.36 1.17 1.01 .89 .78 .65 .46 .31 .18

2.94 2.14 1.70 1.41 1.16 1.02 .87 .76 .60 .43 .28 .16

2.89 2.08 1.64 1.33 1.14 .97 .84 .74 .56 .40 .26 .15

2.04 1.60 1.31 1.09 .94 .82 .70 .52 .36 .24

6.27t 2.04 1.57 1.28 1.08 .92 .80 .66 .48 .34 .22

6.73d 2.86 2.02 1.55 1.26 1.06 .91 .77 .61 .44 .31 .21

2.92 2.04 1.56 1.26 1.06 .89 .73 .56 .42 .30

7.55d 2.07 1.58 1.28 1.05 .85 .70 .54 .40

8.11t 3.06 2.14 1.62 1.26 1.01 .83 .69 .53 .41

5.49 3.13 2.14 1.58 1.24 1.00 .82 .69

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.14

.96

.98 .80

.99 .81 .66

.97 .80 .67 .49

1.13 .94 .79 .66 .49

1.32 1.08 .90 .78 .63 .48 .34

1.48 1.21 1.01 .85 .72 .59 .46 .33

1.42 1.11 .94 .80 .69 .54 .43 .32 .21

1.36 1.02 .86 .74 .63 .50 .39 .29 .20

1.28 .96 .79 .69 .57 .46 .36 .27 .19

1.64 1.19 .90 .74 .63 .51 .41 .32 .24 .17

2.19 1.51 1.10 .84 .68 .58 .47 .38 .29 .22 .16

1.97 1.39 1.03 .79 .62 .53 .43 .34 .27 .20 .15

1.15d 1.82 1.29 .96 .74 .60 .50 .39 .32 .25 .19 .14

2.02d 1.13d 1.23 .91 .72 .58 .49 .39 .31 .24 .18 .14

1.62 1.19 .89 .72 .58 .45 .36 .29 .23 .18

1.60 1.18 .90 .73 .58 .45 .36 .29 .23 .18

1.60 1.20 .92 .74 .59 .46 .37 .30 .24 .21

1.68 1.22 .94 .76 .61 .48 .39 .32 .26

1.71 1.25 .97 .79 .65 .51 .41 .35

2.63 1.77 1.30 1.00 .82 .69 .55 .46 .41

4.87 2.73 1.84 1.36 1.06 .86 .73 .62
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Dn Cant Up Cant Safety Factor: 45% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 265-275°

Fleet Number: RTE019 through to RTE021 4iUT

Configuration: Rail +100..150mm Unlocked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

95
105 Stafford, ST16 3HS
265 4
255 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.20

1.01

1.03 .85

1.03 .88 .71

1.02 .88 .73 .54

1.18 1.01 .87 .75 .56

1.37 1.15 .99 .86 .75 .58 .40

1.60 1.32 1.12 .97 .85 .75 .59 .40

1.54 1.29 1.10 .95 .83 .74 .59 .41 .25

1.48 1.26 1.07 .93 .82 .74 .59 .41 .25

1.47 1.23 1.03 .93 .81 .74 .57 .40 .25

1.74 1.45 1.20 1.05 .92 .82 .74 .55 .38 .24

2.35 1.79 1.45 1.21 1.05 .92 .83 .72 .53 .36 .23

2.34 1.80 1.42 1.22 1.05 .93 .82 .69 .50 .34 .22

3.07 2.23 1.77 1.47 1.22 1.06 .91 .79 .65 .47 .32 .20

3.02 2.17 1.72 1.39 1.19 1.01 .88 .77 .61 .43 .30 .18

2.13 1.67 1.37 1.13 .99 .86 .74 .56 .41 .28

6.27t 2.12 1.64 1.34 1.12 .96 .84 .70 .52 .38 .26

6.79d 2.98 2.11 1.63 1.32 1.11 .95 .80 .65 .49 .35 .25

7.29t 3.01 2.13 1.63 1.32 1.10 .93 .77 .61 .46 .34

2.16 1.65 1.34 1.09 .89 .74 .59 .45

3.17 2.22 1.70 1.32 1.06 .87 .73 .58 .46

5.66 3.23 2.23 1.65 1.30 1.04 .86 .73

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.18

1.00

1.02 .84

1.03 .85 .70

1.01 .84 .70 .53

1.17 .98 .83 .70 .53

1.37 1.13 .94 .80 .67 .52 .38

1.55 1.26 1.05 .89 .76 .64 .50 .37

1.49 1.15 .98 .84 .72 .59 .47 .35 .25

1.42 1.08 .91 .78 .68 .55 .43 .33 .24

1.34 1.01 .83 .73 .62 .50 .40 .31 .22

1.71 1.25 .95 .77 .68 .56 .46 .36 .28 .21

2.27 1.59 1.16 .89 .72 .64 .52 .42 .33 .26 .19

2.07 1.46 1.08 .84 .69 .59 .48 .39 .31 .24 .18

1.15d 1.91 1.36 1.02 .78 .66 .56 .44 .36 .29 .23 .17

1.91d 1.13d 1.30 .97 .77 .64 .55 .42 .35 .28 .22 .17

1.70d 1.26 .95 .77 .64 .51 .42 .33 .27 .21

1.69 1.25 .96 .77 .64 .51 .41 .34 .27 .22

1.68 1.27 .97 .79 .65 .52 .42 .34 .28 .24

1.77 1.29 1.00 .81 .68 .54 .44 .36 .30

1.80 1.32 1.02 .84 .70 .57 .46 .39

2.74 1.85 1.36 1.06 .87 .73 .61 .51 .46

5.01 2.84 1.93 1.43 1.12 .91 .77 .68
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Dn Cant Up Cant Safety Factor: 45% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 255-265°

Fleet Number: RTE019 through to RTE021 4jUT

Configuration: Rail +100..150mm Unlocked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

105
115 Stafford, ST16 3HS
255 4
245 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.30

1.10

1.13 .93

1.13 .96 .78

1.12 .96 .81 .64

1.29 1.10 .95 .82 .67

1.50 1.27 1.09 .94 .83 .68 .49

1.72 1.45 1.24 1.06 .93 .83 .69 .50

1.67 1.41 1.19 1.05 .92 .82 .69 .50 .34

1.64 1.38 1.19 1.03 .91 .82 .68 .50 .34

1.62 1.36 1.17 1.01 .91 .82 .67 .49 .34

1.97 1.60 1.34 1.16 1.02 .91 .82 .66 .48 .33

2.58 1.98 1.59 1.33 1.16 1.01 .91 .79 .64 .46 .31

2.56 1.94 1.55 1.34 1.16 1.02 .90 .76 .60 .44 .30

3.38 2.46 1.96 1.55 1.33 1.17 1.00 .87 .74 .57 .41 .29

3.33 2.38 1.89 1.55 1.31 1.11 .97 .85 .71 .54 .39 .27

2.35 1.84 1.50 1.27 1.09 .95 .82 .67 .51 .37

2.35 1.81 1.47 1.25 1.07 .93 .78 .64 .48 .35

2.34 1.79 1.47 1.20 1.06 .90 .75 .60 .46 .34

3.34 2.35 1.80 1.46 1.23 1.04 .86 .72 .58 .44

2.38 1.68 1.48 1.22 1.00 .83 .70 .56

3.48 2.44 1.85 1.46 1.18 .97 .82 .70 .57

6.12 3.54 2.44 1.83 1.44 1.17 .97 .82

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.29

1.09

1.12 .92

1.12 .93 .77

1.10 .92 .78 .63

1.28 1.07 .90 .77 .64

1.48 1.22 1.05 .88 .75 .62 .48

1.68 1.39 1.16 .98 .84 .72 .60 .47

1.63 1.28 1.08 .93 .80 .70 .57 .45 .34

1.57 1.20 1.01 .88 .76 .66 .54 .43 .33

1.49 1.13 .95 .82 .72 .61 .50 .40 .31

1.89 1.40 1.07 .88 .77 .69 .58 .47 .38 .30

2.51 1.76 1.31 1.01 .83 .74 .64 .53 .44 .36 .28

2.29 1.63 1.23 .95 .79 .70 .60 .50 .41 .34 .27

1.42d 2.12 1.53 1.16 .91 .78 .68 .57 .48 .39 .32 .26

2.01d 1.29d 1.47 1.12 .89 .76 .68 .56 .46 .38 .31 .26

1.66d 1.43 1.09 .89 .76 .65 .54 .45 .37 .31

1.90 1.42 1.10 .90 .76 .65 .54 .45 .37 .32

1.97 1.44 1.12 .91 .78 .67 .54 .45 .38 .34

1.99 1.46 1.14 .93 .79 .68 .56 .47 .41

2.02 1.49 1.17 .95 .81 .70 .59 .50

3.04 2.07 1.54 1.20 .99 .84 .73 .63 .57

5.50 3.15 2.14 1.60 1.26 1.03 .88 .77
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Dn Cant Up Cant Safety Factor: 45% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 245-255°

Fleet Number: RTE019 through to RTE021 4kUT

Configuration: Rail +100..150mm Unlocked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

115
125 Stafford, ST16 3HS
245 4
235 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.33

1.12

1.15 .95

1.15 .98 .80

1.14 .98 .82 .66

1.31 1.12 .97 .84 .69

1.52 1.29 1.11 .96 .85 .70 .51

1.78 1.48 1.26 1.08 .95 .84 .70 .52

1.72 1.44 1.23 1.06 .94 .84 .70 .52 .36

1.68 1.41 1.21 1.05 .93 .84 .69 .52 .36

1.64 1.39 1.16 1.04 .92 .84 .69 .51 .35

2.01 1.62 1.37 1.18 1.04 .92 .83 .68 .50 .34

2.62 2.00 1.61 1.37 1.17 1.04 .93 .80 .65 .48 .33

2.59 1.99 1.64 1.38 1.18 1.05 .92 .78 .62 .45 .32

3.43 2.48 2.00 1.61 1.38 1.18 1.03 .89 .75 .59 .43 .30

3.37 2.45 1.91 1.58 1.31 1.15 1.00 .87 .72 .56 .41 .29

2.41 1.86 1.53 1.30 1.08 .97 .83 .69 .53 .39

2.37 1.85 1.51 1.26 1.08 .95 .80 .66 .50 .37

5.67 2.35 1.84 1.49 1.25 1.08 .92 .76 .62 .48 .37

5.73 2.37 1.84 1.49 1.25 1.06 .88 .74 .60 .47

7.58d 5.83 2.42 1.85 1.51 1.24 1.02 .85 .72 .59

3.49 2.48 1.89 1.49 1.20 .99 .83 .71

6.16 3.58 2.47 1.86 1.46 1.19 .99 .84

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.31

1.11

1.13 .94

1.14 .95 .79

1.12 .94 .79 .65

1.30 1.09 .92 .79 .66

1.51 1.24 1.06 .89 .77 .65 .49

1.72 1.41 1.18 1.01 .86 .74 .62 .49

1.66 1.31 1.11 .95 .82 .71 .59 .47 .35

1.59 1.22 1.03 .90 .78 .68 .56 .45 .34

1.51 1.17 .96 .85 .74 .64 .53 .42 .33

1.93 1.43 1.09 .90 .80 .70 .59 .49 .40 .32

2.55 1.79 1.34 1.04 .85 .75 .67 .56 .46 .38 .30

2.33 1.67 1.25 .98 .82 .72 .64 .53 .44 .36 .29

1.38d 2.17 1.56 1.19 .94 .79 .72 .60 .50 .42 .34 .28

2.10d 1.41d 1.50 1.15 .91 .78 .69 .57 .49 .40 .33 .28

1.80d 1.47 1.12 .91 .78 .68 .57 .47 .39 .33

1.94 1.45 1.12 .92 .78 .68 .56 .47 .39 .34

1.97 1.47 1.17 .94 .79 .68 .57 .48 .41 .36

2.02 1.49 1.17 .96 .81 .70 .59 .50 .43

2.05 1.52 1.20 .98 .83 .72 .61 .53

3.08 2.11 1.57 1.23 1.01 .86 .75 .66

5.52 3.19 2.19 1.63 1.29 1.06 .90 .79
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Dn Cant Up Cant Safety Factor: 45% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 235-245°

Fleet Number: RTE019 through to RTE021 4lUT

Configuration: Rail +100..150mm Unlocked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

125
135 Stafford, ST16 3HS
235 4
225 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.45

1.23

1.26 1.04

1.26 1.07 .88

1.47 1.24 1.08 .91 .75

1.44 1.23 1.07 .92 .76

1.66 1.41 1.21 1.06 .93 .77 .61

1.95 1.62 1.38 1.20 1.05 .93 .78 .62

1.88 1.58 1.35 1.18 1.04 .92 .78 .63 .46

1.84 1.54 1.33 1.16 1.03 .92 .77 .62 .46

1.81 1.52 1.28 1.15 1.02 .92 .76 .61 .45

2.21 1.80 1.51 1.30 1.15 1.02 .91 .76 .60 .44

2.87 2.17 1.79 1.51 1.29 1.13 1.03 .89 .74 .58 .43

2.87 2.21 1.77 1.51 1.31 1.16 1.01 .86 .72 .56 .42

3.75 2.76 2.17 1.80 1.49 1.30 1.13 .99 .84 .70 .54 .40

3.72 2.70 2.12 1.72 1.47 1.24 1.10 .96 .80 .67 .52 .39

3.70 2.64 2.07 1.68 1.43 1.22 1.07 .93 .78 .64 .50

6.45d 2.62 2.03 1.66 1.39 1.19 1.06 .89 .75 .61 .48

2.61 2.03 1.64 1.39 1.20 1.02 .86 .73 .59 .47

3.70 2.62 2.03 1.65 1.39 1.18 .98 .83 .71 .58

2.66 2.05 1.67 1.37 1.14 .95 .81 .70

8.34t 3.84 2.73 2.08 1.64 1.34 1.11 .94 .81

6.65 3.90 2.72 2.05 1.62 1.32 1.11 .94

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.44

1.22

1.25 1.03

1.24 1.04 .87

1.47 1.23 1.04 .88 .74

1.42 1.19 1.02 .87 .74

1.65 1.37 1.16 1.00 .85 .74 .60

1.88 1.56 1.30 1.11 .96 .82 .72 .59

1.81 1.45 1.23 1.06 .91 .80 .70 .57 .45

1.76 1.36 1.15 1.01 .87 .77 .67 .56 .44

1.67 1.29 1.08 .95 .84 .74 .64 .53 .43

2.13 1.57 1.23 1.02 .90 .80 .71 .61 .51 .42

2.80 1.99 1.50 1.17 1.01 .86 .77 .69 .58 .49 .40

2.57 1.86 1.41 1.11 .94 .83 .74 .65 .55 .47 .39

1.48d 2.40 1.76 1.35 1.07 .91 .81 .72 .63 .53 .45 .38

2.19d 1.52d 1.68 1.30 1.05 .90 .79 .70 .61 .52 .44 .38

2.72d 1.92d 1.66 1.28 1.05 .90 .79 .70 .60 .51 .44

2.19 1.64 1.29 1.06 .91 .78 .70 .60 .51 .45

2.08d 1.66 1.30 1.08 .91 .79 .70 .61 .52 .47

2.26 1.68 1.32 1.10 .92 .80 .71 .62 .55

2.29 1.71 1.35 1.11 .95 .82 .73 .66

3.41 2.35 1.76 1.39 1.15 .98 .85 .76

6.03 3.51 2.43 1.83 1.45 1.20 1.02 .90
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Dn Cant Up Cant Safety Factor: 45% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 225-235°

Fleet Number: RTE019 through to RTE021 4mUT

Configuration: Rail +100..150mm Unlocked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

135
145 Stafford, ST16 3HS
225 4
215 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.62

1.38

1.41 1.17

1.41 1.20 1.00

1.63 1.39 1.21 1.02 .85

1.60 1.38 1.20 1.04 .87

1.85 1.57 1.35 1.19 1.05 .88 .73

2.18 1.81 1.54 1.34 1.17 1.05 .88 .74

2.11 1.78 1.52 1.32 1.17 1.05 .88 .74 .59

2.07 1.74 1.50 1.30 1.16 1.05 .88 .74 .59

2.04 1.71 1.48 1.30 1.15 1.04 .87 .73 .59

2.39 2.02 1.70 1.47 1.26 1.15 1.02 .86 .72 .58

3.20 2.48 2.01 1.68 1.46 1.29 1.17 1.00 .84 .71 .56

3.19 2.48 2.03 1.70 1.48 1.30 1.14 .98 .83 .70 .55

4.20 3.08 2.45 2.00 1.71 1.44 1.26 1.11 .95 .80 .68 .54

4.16 2.98 2.36 1.96 1.66 1.40 1.24 1.09 .92 .78 .66 .52

4.12 2.97 2.33 1.91 1.61 1.37 1.22 1.05 .89 .76 .64

2.92 2.30 1.87 1.57 1.37 1.20 1.02 .86 .74 .63

6.80 2.93 2.28 1.87 1.48 1.36 1.16 .98 .84 .73

7.51d 6.84 2.94 2.29 1.86 1.57 1.33 1.12 .96 .83 .72

4.18 2.98 2.31 1.89 1.56 1.29 1.10 .94 .82

4.29 3.04 2.33 1.85 1.52 1.27 1.08 .93

7.30 4.34 3.04 2.31 1.83 1.51 1.27 1.09

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.60

1.36

1.39 1.16

1.39 1.17 .99

1.63 1.37 1.16 1.00 .84

1.58 1.34 1.15 .99 .85

1.82 1.55 1.33 1.12 .97 .84 .73

2.09 1.73 1.47 1.25 1.08 .94 .82 .72

2.04 1.63 1.39 1.20 1.04 .91 .80 .71 .59

1.96 1.53 1.31 1.14 1.00 .89 .78 .69 .58

1.91 1.48 1.25 1.10 .96 .85 .76 .68 .56

2.36 1.79 1.42 1.18 1.05 .93 .83 .74 .65 .55

3.08 2.24 1.71 1.35 1.13 1.00 .89 .80 .72 .63 .54

2.87 2.11 1.62 1.29 1.10 .99 .87 .78 .70 .61 .53

1.69d 2.73 2.01 1.56 1.25 1.07 .96 .85 .76 .69 .60 .52

2.41d 2.64 1.95 1.51 1.23 1.06 .95 .84 .75 .68 .59 .52

2.92d 2.04d 1.91 1.49 1.23 1.06 .93 .83 .75 .67 .59

2.34d 1.90 1.50 1.25 1.06 .93 .83 .74 .67 .59

2.24d 1.91 1.52 1.26 1.07 .94 .83 .75 .68

2.58 1.94 1.54 1.28 1.08 .95 .84 .76 .70

3.78 2.62 1.97 1.57 1.30 1.11 .97 .86 .78

3.85 2.67 2.02 1.61 1.33 1.14 1.00 .89

6.70 3.96 2.76 2.09 1.66 1.38 1.18 1.05
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Dn Cant Up Cant Safety Factor: 45% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 215-225°

Fleet Number: RTE019 through to RTE021 4nUT

Configuration: Rail +100..150mm Unlocked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

145
155 Stafford, ST16 3HS
215 4
205 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.98

2.02 1.69

1.72 1.45

2.01 1.72 1.48 1.25

1.99 1.71 1.49 1.28 1.08

2.31 1.96 1.70 1.49 1.29 1.10

2.73 2.27 1.93 1.68 1.47 1.30 1.11 .94

2.65 2.22 1.90 1.66 1.46 1.30 1.11 .95

2.59 2.17 1.88 1.64 1.45 1.31 1.11 .95 .82

2.55 2.13 1.86 1.62 1.44 1.30 1.11 .95 .82

3.08 2.52 2.13 1.80 1.61 1.43 1.28 1.10 .94 .81

3.05 2.50 2.11 1.81 1.61 1.44 1.27 1.09 .93 .81

3.93 3.00 2.47 2.11 1.82 1.61 1.44 1.25 1.07 .92 .80

3.54d 3.90 3.04 2.42 2.10 1.82 1.61 1.42 1.23 1.05 .91 .79

4.64d 3.81 3.00 2.44 2.11 1.80 1.58 1.39 1.20 1.03 .89 .78

5.11 3.72 2.93 2.43 2.06 1.74 1.55 1.36 1.17 1.01 .88 .77

5.09 3.63 2.90 2.38 2.02 1.74 1.52 1.33 1.14 .99 .87

3.63 2.86 2.35 1.99 1.71 1.51 1.29 1.11 .97 .86

3.65 2.85 2.33 1.97 1.71 1.47 1.26 1.09 .96

5.11 3.67 2.84 2.33 1.97 1.68 1.43 1.23 1.08 .95

8.09d 8.47 3.69 2.88 2.35 1.95 1.64 1.41 1.22 1.07

5.24 3.77 2.89 2.32 1.92 1.62 1.39 1.22

8.78 5.32 3.77 2.88 2.30 1.91 1.62 1.40

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.96

2.02 1.68

1.70 1.44

2.01 1.70 1.45 1.24

1.98 1.68 1.45 1.25 1.07

2.31 1.94 1.66 1.42 1.24 1.08

2.71 2.23 1.90 1.61 1.40 1.22 1.07 .94

2.57 2.14 1.82 1.57 1.36 1.20 1.06 .93

2.51 2.04 1.74 1.51 1.33 1.17 1.03 .92 .82

2.43 1.93 1.66 1.45 1.28 1.14 1.01 .90 .81

3.08 2.35 1.88 1.59 1.40 1.24 1.11 .99 .89 .80

2.94 2.26 1.81 1.53 1.36 1.21 1.08 .97 .87 .79

3.80 2.80 2.17 1.75 1.48 1.32 1.17 1.06 .95 .86 .78

3.54d 3.58 2.68 2.09 1.69 1.45 1.28 1.15 1.03 .93 .85 .77

3.34d 3.41d 2.58 2.03 1.65 1.42 1.26 1.13 1.02 .92 .84 .77

2.73d 3.34d 2.52 1.98 1.64 1.41 1.24 1.11 1.00 .91 .83 .77

3.12d 2.25d 2.47 1.96 1.64 1.46 1.25 1.10 1.00 .90 .83

2.46d 2.46 1.97 1.64 1.41 1.24 1.11 1.00 .91 .84

3.27 2.48 1.98 1.66 1.43 1.24 1.11 1.00 .92

3.29 2.50 2.01 1.67 1.44 1.26 1.12 1.01 .93

3.33 2.54 2.03 1.70 1.46 1.27 1.14 1.03

4.82 3.39 2.58 2.08 1.73 1.49 1.31 1.17

8.08t 4.94 3.47 2.66 2.14 1.79 1.54 1.37
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Dn Cant Up Cant Safety Factor: 45% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 205-215°

Fleet Number: RTE019 through to RTE021 4oUT

Configuration: Rail +100..150mm Unlocked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609
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165 Stafford, ST16 3HS
205 4
195 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.83

2.87 2.44

2.86 2.47 2.12

2.85 2.47 2.15 1.85

2.83 2.46 2.16 1.87 1.63

3.29 2.80 2.44 2.15 1.89 1.65

3.87 3.23 2.78 2.41 2.14 1.90 1.66 1.45

3.77 3.18 2.75 2.40 2.13 1.90 1.66 1.46

3.72 3.11 2.72 2.38 2.11 1.90 1.66 1.45

3.68 3.12 2.69 2.37 2.11 1.89 1.65 1.45 1.28

4.46 3.66 3.08 2.67 2.36 2.10 1.89 1.65 1.44 1.28

4.32 3.63 3.06 2.67 2.35 2.10 1.86 1.63 1.43 1.27

5.64 4.43 3.60 3.07 2.65 2.35 2.09 1.85 1.62 1.42 1.27

3.75d 5.57 4.37 3.56 3.06 2.65 2.33 2.07 1.82 1.60 1.41 1.26

4.76d 5.49 4.34 3.56 2.96 2.62 2.31 2.05 1.79 1.58 1.40 1.25

6.05d 5.44 4.29 3.54 3.00 2.60 2.28 2.02 1.76 1.56 1.38

7.41 5.34 4.25 3.49 2.94 2.57 2.25 1.98 1.74 1.53 1.37

6.74t 5.36 4.20 3.46 2.94 2.55 2.24 1.95 1.71 1.52 1.36

9.17d 7.34 5.36 4.19 3.45 2.93 2.54 2.20 1.92 1.69 1.50

5.37 4.20 3.45 2.92 2.51 2.16 1.89 1.67 1.50

8.18t 5.40 4.23 3.47 2.89 2.47 2.14 1.87 1.67

7.58 5.47 4.25 3.44 2.87 2.45 2.12 1.87

8.01t 12.19 7.64 5.47 4.22 3.42 2.85 2.45 2.13

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.80

2.86 2.42

2.86 2.44 2.10

2.84 2.44 2.12 1.84

2.81 2.42 2.11 1.85 1.62

3.26 2.77 2.39 2.09 1.84 1.63

3.84 3.19 2.71 2.36 2.06 1.82 1.62 1.44

3.70 3.10 2.64 2.30 2.03 1.80 1.60 1.43

3.61 2.99 2.57 2.25 1.98 1.77 1.58 1.42

3.54 2.90 2.50 2.19 1.95 1.73 1.56 1.41 1.28

4.43 3.47 2.83 2.42 2.14 1.90 1.71 1.54 1.39 1.27

4.28 3.38 2.76 2.38 2.10 1.87 1.67 1.52 1.38 1.26

4.50d 4.13 3.28 2.70 2.31 2.05 1.83 1.65 1.50 1.37 1.25

3.56d 3.69d 3.91d 3.20 2.64 2.28 2.03 1.80 1.63 1.48 1.35 1.24

3.39d 3.42d 3.66d 3.13 2.59 2.26 2.00 1.79 1.61 1.47 1.34 1.24

2.91d 3.35d 3.45d 3.10 2.58 2.25 1.99 1.77 1.60 1.46 1.34

3.32d 2.48d 3.45d 3.07 2.58 2.24 1.97 1.76 1.60 1.45 1.33

2.74d 3.39d 3.08 2.59 2.24 1.98 1.77 1.59 1.45 1.34

3.92d 3.81 3.12 2.62 2.25 1.98 1.77 1.60 1.46

4.98 3.84 3.12 2.62 2.26 1.99 1.78 1.61 1.48

5.01 3.87 3.15 2.64 2.28 2.01 1.80 1.63

7.12 5.09 3.93 3.19 2.68 2.32 2.04 1.83

5.10t 8.20t 7.26 5.18 4.00 3.26 2.74 2.37 2.12
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Dn Cant Up Cant Safety Factor: 45% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 195-205°

Fleet Number: RTE019 through to RTE021 4pUT

Configuration: Rail +100..150mm Unlocked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

165
215 Stafford, ST16 3HS
195 4
145 356

50
310 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.00s 3.22d

3.75s 3.76s 3.53d

3.64s 3.64s 3.62t 3.35d

3.73s 3.62s 3.61s 3.41t 3.01d

3.84d 3.76s 3.72s 3.62t 3.40s 3.24t

4.11s 4.14s 3.83s 3.66t 3.42s 3.22t 3.04d

4.85d 4.90s 4.45s 4.11t 3.75t 3.47t 3.24t 3.08t

5.56s 5.56s 4.81t 4.26t 3.85t 3.53t 3.28t 3.09t 2.88t

5.35s 5.88s 5.13t 4.46t 3.98t 3.61t 3.34t 3.13t 2.96t

5.48s 6.04s 5.52t 4.71t 4.14t 3.73t 3.41t 3.18t 3.02t

6.12s 6.39s 6.06t 5.01t 4.32t 3.85t 3.51t 3.25t 3.07t

6.05t 6.72d 6.82s 6.61t 5.35t 4.54t 4.00t 3.61t 3.33t 3.13t 2.57d

4.37d 6.22t 7.14s 7.07s 6.86s 5.68t 4.76t 4.16t 3.73t 3.42t 3.21t 2.62d

4.81d 6.67d 7.58d 7.44s 7.03s 6.06t 5.00t 4.33t 3.86t 3.52t 3.29d

4.63d 5.67d 7.56d 8.37s 7.82s 7.20s 6.36s 5.24t 4.51t 3.99t 3.63t 3.37t

5.21d 6.87d 8.73d 9.06s 8.20s 7.32s 6.39s 5.48t 4.69t 4.13t 3.75t 3.42t

8.32d 10.40d 9.71s 8.54s 7.35s 6.41s 5.68s 4.87t 4.28t 3.88t 3.42t

6.93d 7.96d 11.95s 10.21s 8.65s 7.38s 6.43s 5.71s 5.05t 4.44t 4.01t

9.75d 12.80s 10.49s 8.63s 7.42s 6.47s 5.75s 5.17s 4.61t 3.99t

11.84d 13.27s 10.56s 8.75s 7.48s 6.54s 5.82s 5.18s 4.47s

17.98s 13.42s 10.68s 8.89s 7.61s 6.61s 5.73s 4.87s 3.87s

13.51d 18.14s 13.61s 10.78s 8.86s 7.45s 6.25s 5.19s

8.37t 14.25t 17.07s 12.72s 10.02s 8.11s 6.64s

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.15d 3.18d

3.44s 2.82d 2.86d

3.45s 2.92s 2.64d 2.68d

3.42s 3.08s 2.51s 2.45d 2.47d

3.84d 3.48s 2.91s 2.53s 2.35d 2.41d

4.00s 3.45s 2.87s 2.51s 2.38d 2.28d 2.30d

4.78d 3.92s 3.31s 2.86s 2.50s 2.21s 2.27d 2.25d

4.71s 3.85s 3.26s 2.82s 2.48s 2.20s 2.29d 2.22d 2.23d

4.72s 4.01s 3.33s 2.79s 2.47s 2.20s 2.24d 2.24d 2.21d

4.64s 3.85s 3.37s 2.86s 2.44s 2.15t 2.51d 2.22d 2.22d

4.60s 3.71s 3.26s 2.76s 2.59s 1.72t 2.29d 2.28d 2.24d

5.47t 4.82s 3.79s 3.14s 2.74s 2.45t 1.83t 2.44d 2.39d 2.27d 2.27d

4.37d 4.37d 4.60d 3.50t 3.15t 2.36t 1.99t 1.85t 2.49d 2.40d 2.32d 2.30d

3.65d 3.74d 3.24t 2.72t 2.60t 2.35t 2.03t 1.95t 2.50d 2.48d 2.38d

3.34d 3.36d 3.52d 3.66d 3.32t 2.62t 2.34t 2.17t 2.17t 2.74d 2.66d 2.45d

3.46d 3.69d 3.37d 3.51d 3.72t 3.24t 3.12t 2.44t 2.68t 2.78d 2.70d 2.60d

3.35d 3.34d 3.44d 3.88t 3.35t 2.81t 2.60t 3.20d 3.03d 2.78d 2.67d

3.41d 4.12d 4.61t 3.61t 3.15t 3.33t 3.57d 3.11d 2.93d

4.53d 5.16d 5.10t 4.12t 3.72t 3.99d 3.62d 3.28d 3.05d

6.26d 7.22d 6.03t 4.86t 5.43d 4.52d 3.89d 3.44d

8.04d 8.51d 8.42s 6.99s 6.17s 5.49s 4.75d 4.05d 3.54d

10.10d 10.72d 10.68s 8.57s 7.10s 6.06s 5.23s 4.65s

5.97t 10.20t 14.56s 10.84s 8.69s 7.13s 6.10s
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Dn Cant Up Cant Safety Factor: 58% (67% of 87%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 145-195°

Fleet Number: RTE019 through to RTE021 4qUT

Configuration: Rail +100..150mm Unlocked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

215
225 Stafford, ST16 3HS
145 4
135 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.07s 3.52

3.54 3.02 2.57

3.55 3.04 2.62 2.26

3.53 3.03 2.64 2.29 1.99

3.85d 3.52 3.02 2.65 2.31 2.02

4.12d 3.48 3.01 2.63 2.32 2.03 1.78

4.88 4.06 3.44 2.98 2.62 2.33 2.04 1.79

4.84 4.01 3.40 2.95 2.60 2.32 2.04 1.80 1.59

4.76 3.94 3.38 2.93 2.59 2.32 2.04 1.80 1.59

4.71 3.91 3.34 2.92 2.58 2.31 2.03 1.79 1.59

4.69 3.90 3.32 2.91 2.53 2.29 2.02 1.78 1.58

5.77 4.66 3.86 3.31 2.90 2.55 2.27 2.01 1.77 1.58 1.41

5.07t 5.71 4.59 3.84 3.29 2.86 2.53 2.25 1.99 1.76 1.56 1.40

4.98d 5.65 4.55 3.73t 3.24 2.83 2.50 2.23 1.97 1.74 1.56

4.59d 5.73d 5.64 4.51 3.75 3.14 2.79 2.48 2.22 1.95 1.72 1.54

5.47d 6.93d 5.59 4.49 3.71 3.20 2.78 2.46 2.18 1.92 1.71 1.53

7.33 5.54 4.44 3.71 3.18 2.77 2.45 2.14 1.90 1.69 1.52

7.32 5.50 4.42 3.68 3.14 2.75 2.42 2.12 1.87 1.68

7.30 5.49 4.40 3.67 3.14 2.74 2.38 2.09 1.85 1.66

7.32 5.50 4.40 3.67 3.15 2.69 2.35 2.07 1.84

11.03 7.38 5.53 4.43 3.68 3.10 2.66 2.32 2.06 1.84

11.11 7.45 5.60 4.43 3.63 3.07 2.64 2.32

8.41t 11.24t 7.51 5.55 4.39 3.62 3.06

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.07s 3.16d

3.40s 2.83d 2.56

3.49s 2.89s 2.59d 2.25

3.38s 2.90s 2.48d 2.26 1.98

3.85d 3.36s 2.89s 2.50s 2.26 2.00

4.07s 3.32s 2.94s 2.50s 2.25 2.00 1.77

4.72s 3.90s 3.29s 2.83s 2.52 2.22 1.98 1.77

4.64s 3.82s 3.24s 2.83 2.46s 2.19s 1.96 1.76 1.58

4.54s 3.77s 3.19 2.77 2.43 2.16 1.93 1.74 1.57

4.48s 3.70 3.09 2.70 2.39 1.86t 1.91 1.72 1.56

4.52 3.62 3.06 2.63 2.34 1.84t 1.88 1.70 1.55

5.46t 4.41 3.55 2.95 2.58 2.30 1.77t 1.85 1.68 1.53 1.41

4.36d 4.37d 3.88t 3.38t 2.89 2.28t 1.98t 1.85t 1.83 1.66 1.52 1.40

3.58d 3.75d 3.22t 2.71t 2.49t 2.42t 2.10t 1.95t 1.81 1.65 1.51

3.69d 3.36d 3.47d 3.67d 3.34 2.60t 2.33t 2.16t 1.98 1.79 1.64 1.50

3.41d 3.69d 3.37d 3.51d 3.31 2.82 2.46 2.20 1.97 1.78 1.63 1.50

3.35d 3.34d 3.55d 3.30 2.82 2.47 2.18 1.96 1.78 1.63 1.50

3.43d 3.38d 3.90d 3.31 2.83 2.47 2.18 1.96 1.78 1.63

5.12d 4.64d 4.03 3.33 2.83 2.47 2.19 1.96 1.78 1.64

6.20d 5.13 4.06 3.34 2.85 2.48 2.20 1.97 1.80

6.98 5.18 4.10 3.38 2.87 2.50 2.22 2.00 1.84

10.21d 7.05 5.24 4.15 3.43 2.91 2.54 2.26

6.12t 10.50t 7.19 5.35 4.23 3.50 3.00
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Dn Cant Up Cant Safety Factor: 45% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 135-145°

Fleet Number: RTE019 through to RTE021 4MUT

Configuration: Rail +100..150mm Unlocked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.

mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk


Rail-Ability Ltd RACD-10000609

225
235 Stafford, ST16 3HS
135 4
125 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.27 2.69

2.73 2.30 1.94

2.73 2.34 1.98 1.69

2.72 2.34 2.01 1.72 1.48

3.22 2.71 2.33 2.03 1.75 1.50

3.82d 3.17 2.67 2.31 2.02 1.76 1.52 1.31

3.79 3.13 2.66 2.28 2.01 1.77 1.53 1.32

3.72 3.09 2.62 2.27 1.99 1.77 1.53 1.33 1.16

3.67 3.04 2.59 2.25 1.99 1.78 1.53 1.33 1.16

3.61 3.01 2.57 2.24 1.98 1.77 1.53 1.33 1.16

4.48 3.58 2.98 2.54 2.21 1.96 1.76 1.51 1.32 1.15

4.45 3.57 2.96 2.53 2.22 1.97 1.73 1.50 1.31 1.15

4.94t 4.39 3.50 2.96 2.52 2.21 1.95 1.72 1.49 1.29 1.13

5.14d 4.35 3.51 2.91 2.50 2.17 1.91 1.69 1.47 1.28 1.13

4.77d 5.59 4.26 3.44 2.88 2.46 2.14 1.88 1.66 1.44 1.26 1.11

5.69d 5.51 4.13 3.37 2.81 2.41 2.11 1.85 1.63 1.42 1.24 1.10

5.47 4.14 3.33 2.79 2.39 2.08 1.83 1.59 1.39 1.23 1.09

8.05 5.43 4.11 3.31 2.76 2.36 2.06 1.80 1.56 1.37 1.21

5.45 4.09 3.28 2.74 2.35 2.04 1.76 1.53 1.35 1.20

8.13 5.46 4.11 3.28 2.74 2.35 2.00 1.73 1.51 1.34

9.10d 5.50 4.13 3.31 2.74 2.30 1.97 1.70 1.50

8.33 5.58 4.19 3.31 2.70 2.27 1.95 1.70

8.64t 8.41 5.60 4.16 3.28 2.69 2.27

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.26 2.66

2.72 2.28 1.92

2.72 2.30 1.96 1.68

2.70 2.29 1.97 1.70 1.47

3.20 2.67 2.26 1.95 1.70 1.49

3.82d 3.13 2.64 2.23 1.92 1.69 1.48 1.30

3.72 3.04 2.55 2.18 1.89 1.66 1.47 1.30

3.63 2.93 2.47 2.13 1.86 1.63 1.45 1.29 1.15

3.55 2.81 2.39 2.06 1.81 1.60 1.42 1.28 1.15

3.47 2.76 2.30 2.00 1.76 1.57 1.40 1.26 1.13

4.45 3.38 2.69 2.21 1.95 1.72 1.53 1.37 1.24 1.12

4.31 3.28 2.62 2.15 1.91 1.68 1.50 1.35 1.22 1.11

4.35d 4.13 3.17 2.54 2.10 1.84 1.64 1.47 1.33 1.20 1.10

3.59d 3.76d 3.06 2.47 2.06 1.81 1.61 1.44 1.31 1.19 1.09

3.65d 3.36d 3.53d 2.99 2.42 2.04 1.78 1.59 1.43 1.29 1.18 1.08

3.41d 3.75d 3.37d 2.94 2.39 2.02 1.79 1.57 1.41 1.28 1.17 1.08

3.38d 3.34d 2.91 2.37 2.03 1.77 1.57 1.41 1.28 1.17 1.08

3.35d 3.44d 2.91 2.39 2.04 1.77 1.57 1.41 1.27 1.17

3.74 2.92 2.41 2.04 1.77 1.57 1.41 1.28 1.18

5.06 3.74 2.95 2.42 2.06 1.79 1.58 1.42 1.30

5.12 3.78 2.99 2.46 2.08 1.81 1.60 1.44

7.80 5.20 3.85 3.04 2.51 2.13 1.85 1.65

6.28t 7.99 5.33 3.95 3.12 2.58 2.21
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Dn Cant Up Cant Safety Factor: 45% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 125-135°

Fleet Number: RTE019 through to RTE021 4LUT

Configuration: Rail +100..150mm Unlocked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

235
245 Stafford, ST16 3HS
125 4
115 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.76 2.26

2.76 2.30 1.92 1.61

2.31 1.96 1.65 1.40

2.76 2.30 1.97 1.69 1.43 1.21

2.73 2.29 1.97 1.70 1.45 1.24

3.29 2.68 2.27 1.95 1.70 1.47 1.25 1.07

4.06 3.22 2.65 2.24 1.93 1.68 1.48 1.26 1.08

3.15 2.61 2.20 1.91 1.67 1.48 1.27 1.09 .93

3.09 2.56 2.13 1.89 1.67 1.48 1.27 1.09 .94

3.02 2.53 2.16 1.83 1.66 1.48 1.26 1.09 .94

3.01 2.50 2.13 1.87 1.66 1.47 1.26 1.08 .93

3.72 2.96 2.49 2.12 1.86 1.66 1.45 1.24 1.07 .93

4.86 3.72 2.99 2.46 2.12 1.87 1.63 1.42 1.22 1.05 .91

4.70 3.64 2.96 2.47 2.06 1.82 1.59 1.40 1.20 1.04 .91

4.72d 4.60 3.54 2.88 2.39 2.03 1.78 1.57 1.37 1.18 1.02 .89

5.87d 4.56 3.47 2.81 2.35 1.99 1.75 1.54 1.34 1.15 1.00 .88

4.53 3.42 2.76 2.31 1.98 1.72 1.52 1.30 1.13 .99 .87

4.51 3.40 2.73 2.28 1.95 1.70 1.48 1.27 1.11 .97

8.40t 4.49 3.39 2.72 2.26 1.94 1.69 1.44 1.25 1.09 .97

4.50 3.39 2.72 2.26 1.94 1.64 1.41 1.23 1.08

4.54 3.41 2.73 2.27 1.89 1.61 1.39 1.22

6.86 4.61 3.48 2.73 2.23 1.87 1.59 1.38

8.66t 6.93 4.63 3.43 2.70 2.21 1.86

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.74 2.24

2.76 2.28 1.91 1.60

2.29 1.92 1.63 1.39

2.76 2.28 1.92 1.64 1.41 1.21

2.70 2.24 1.90 1.63 1.41 1.22

3.25 2.63 2.21 1.86 1.60 1.39 1.22 1.06

4.06 3.12 2.55 2.13 1.82 1.57 1.37 1.21 1.07

3.03 2.45 2.05 1.76 1.54 1.35 1.19 1.05 .93

2.97 2.33 1.98 1.71 1.49 1.32 1.16 1.04 .92

2.88 2.29 1.89 1.64 1.44 1.28 1.14 1.02 .91

2.80 2.21 1.85 1.59 1.40 1.25 1.11 1.00 .90

3.56 2.69 2.13 1.74 1.55 1.36 1.21 1.09 .98 .89

4.46d 3.40 2.59 2.06 1.69 1.49 1.32 1.18 1.07 .97 .88

3.65d 3.25 2.49 2.00 1.65 1.45 1.29 1.16 1.05 .95 .87

3.69d 3.36d 3.13 2.42 1.95 1.63 1.43 1.27 1.15 1.03 .94 .86

3.40d 3.73d 3.06 2.37 1.91 1.62 1.42 1.26 1.13 1.02 .93 .86

3.96 3.01 2.34 1.90 1.62 1.41 1.26 1.13 1.02 .93 .86

3.38d 3.00 2.34 1.92 1.64 1.42 1.25 1.12 1.02 .93

4.11 3.01 2.35 1.93 1.64 1.42 1.26 1.13 1.02 .94

4.12 3.04 2.38 1.95 1.65 1.43 1.27 1.14 1.04

4.17 3.08 2.42 1.99 1.68 1.45 1.29 1.16

6.40 4.24 3.15 2.47 2.03 1.72 1.50 1.34

6.35t 6.55 4.37 3.24 2.55 2.11 1.81
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Dn Cant Up Cant Safety Factor: 45% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 115-125°

Fleet Number: RTE019 through to RTE021 4KUT

Configuration: Rail +100..150mm Unlocked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

245
255 Stafford, ST16 3HS
115 4
105 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.46 2.00

2.48 2.05 1.70 1.41

2.48 2.05 1.74 1.46 1.22

2.46 2.06 1.75 1.49 1.25 1.05

2.43 2.04 1.74 1.51 1.28 1.08

2.93 2.39 2.01 1.73 1.51 1.29 1.10 .93

3.61 2.87 2.36 1.99 1.71 1.50 1.30 1.11 .94

2.80 2.32 1.96 1.69 1.49 1.31 1.11 .95 .80

2.75 2.28 1.89 1.67 1.47 1.31 1.11 .95 .81

2.69 2.24 1.91 1.66 1.47 1.31 1.11 .94 .80

3.28 2.65 2.22 1.88 1.65 1.47 1.29 1.10 .94 .80

3.27 2.65 2.19 1.87 1.65 1.45 1.28 1.08 .93 .79

4.29 3.27 2.56 2.20 1.89 1.65 1.44 1.26 1.06 .91 .78

4.13 3.22 2.59 2.15 1.87 1.61 1.41 1.23 1.05 .90 .77

4.90d 4.03 3.10 2.53 2.12 1.81 1.54 1.37 1.20 1.02 .88 .76

5.36 3.99 3.01 2.46 2.06 1.77 1.50 1.35 1.17 1.00 .86 .75

3.95 3.00 2.41 2.02 1.73 1.51 1.33 1.13 .97 .84 .74

5.81 3.91 2.97 2.38 1.99 1.70 1.49 1.29 1.10 .95 .83

8.52d 5.81 2.96 2.38 1.98 1.70 1.47 1.25 1.07 .94 .82

3.94 2.95 2.37 1.98 1.69 1.43 1.22 1.05 .93

3.98 2.99 2.39 1.98 1.65 1.39 1.20 1.04

5.96 4.05 3.04 2.39 1.94 1.62 1.38 1.19

8.65t 6.06 4.06 3.01 2.36 1.92 1.61

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.44 1.98

2.48 2.03 1.69 1.40

2.48 2.04 1.71 1.44 1.21

2.46 2.02 1.70 1.45 1.24 1.05

2.40 2.00 1.69 1.44 1.24 1.07

2.90 2.34 1.94 1.65 1.42 1.22 1.07 .92

3.59 2.77 2.26 1.88 1.61 1.38 1.20 1.05 .92

2.68 2.15 1.81 1.55 1.34 1.17 1.03 .91 .80

2.62 2.04 1.73 1.49 1.30 1.14 1.01 .89 .79

2.53 1.97 1.65 1.43 1.26 1.11 .98 .88 .78

3.28 2.45 1.91 1.56 1.37 1.21 1.07 .96 .86 .77

3.13 2.35 1.84 1.50 1.32 1.17 1.04 .93 .84 .76

4.20 2.98 2.25 1.78 1.44 1.32 1.14 1.02 .92 .82 .75

3.58d 2.82 2.15 1.71 1.41 1.24 1.11 .99 .89 .81 .74

3.69d 3.36d 2.70 2.08 1.66 1.39 1.22 1.08 .97 .88 .80 .73

3.40d 3.53 2.63 2.03 1.62 1.39 1.20 1.07 .96 .87 .79 .73

3.41 2.59 2.00 1.62 1.38 1.22 1.07 .96 .87 .79 .73

3.34d 2.58 2.01 1.63 1.38 1.21 1.07 .95 .86 .79

2.61 2.01 1.65 1.40 1.21 1.07 .96 .87 .80

3.57 2.61 2.05 1.67 1.41 1.22 1.08 .97 .88

3.61 2.66 2.08 1.70 1.43 1.24 1.10 .99

5.55 3.69 2.72 2.14 1.75 1.48 1.29 1.15

6.42t 5.73 3.82 2.82 2.22 1.83 1.57
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Dn Cant Up Cant Safety Factor: 45% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 105-115°

Fleet Number: RTE019 through to RTE021 4JUT

Configuration: Rail +100..150mm Unlocked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.

mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk


Rail-Ability Ltd RACD-10000609

255
265 Stafford, ST16 3HS
105 4

95 356
10

350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.29 1.86

2.32 1.92 1.58 1.31

2.32 1.92 1.63 1.36 1.13

2.29 1.92 1.63 1.39 1.16 .97

2.28 1.91 1.63 1.41 1.19 1.00

2.73 2.24 1.89 1.61 1.40 1.20 1.01 .85

3.35 2.68 2.19 1.86 1.60 1.40 1.21 1.02 .86

2.58 2.16 1.83 1.58 1.39 1.22 1.03 .87 .73

2.56 2.10 1.81 1.57 1.38 1.22 1.03 .87 .73

2.50 2.08 1.76 1.55 1.37 1.21 1.03 .87 .73

3.09 2.46 2.07 1.77 1.54 1.36 1.20 1.01 .86 .73

3.04 2.46 2.06 1.75 1.54 1.37 1.18 1.00 .85 .72

3.98 3.04 2.41 2.04 1.75 1.54 1.33 1.16 .99 .84 .71

3.83 2.99 2.42 2.03 1.71 1.50 1.30 1.14 .96 .82 .70

4.91d 3.73 2.85 2.34 1.95 1.64 1.46 1.27 1.11 .94 .80 .69

5.21d 3.68 2.82 2.27 1.92 1.62 1.42 1.25 1.07 .92 .79 .68

3.64 2.78 2.24 1.87 1.61 1.40 1.23 1.04 .89 .77 .67

5.35 3.64 2.75 2.22 1.85 1.58 1.38 1.19 1.01 .87 .75

5.38 2.74 2.20 1.83 1.56 1.36 1.15 .98 .85 .75

3.65 2.74 2.19 1.83 1.57 1.31 1.12 .96 .84

3.67 2.76 2.22 1.84 1.52 1.29 1.10 .95

5.58 3.75 2.82 2.21 1.79 1.49 1.27 1.09

8.54t 5.68 3.76 2.78 2.18 1.77 1.48

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.27 1.84

2.32 1.89 1.57 1.30

2.32 1.90 1.59 1.34 1.12

2.29 1.89 1.59 1.34 1.14 .97

2.25 1.86 1.56 1.34 1.14 .98

2.72 2.21 1.83 1.53 1.31 1.13 .98 .84

3.35 2.57 2.10 1.75 1.49 1.28 1.11 .97 .84

2.49 2.01 1.68 1.44 1.24 1.08 .95 .84 .73

2.41 1.88 1.60 1.38 1.20 1.05 .93 .82 .72

2.35 1.83 1.51 1.31 1.15 1.02 .90 .80 .71

3.04 2.27 1.78 1.48 1.26 1.11 .98 .88 .78 .70

2.90 2.16 1.69 1.36 1.22 1.07 .96 .85 .77 .69

3.87 2.73 2.06 1.62 1.32 1.16 1.03 .92 .83 .75 .67

3.58d 2.59 1.97 1.56 1.28 1.13 1.00 .90 .81 .73 .66

3.73d 3.36d 2.48 1.90 1.51 1.26 1.11 .99 .89 .80 .72 .65

3.39d 3.24 2.41 1.85 1.48 1.25 1.10 .97 .87 .79 .72 .65

3.12 2.37 1.82 1.48 1.26 1.09 .97 .86 .78 .71 .65

3.11 2.36 1.82 1.51 1.27 1.09 .96 .87 .78 .72

2.37 1.84 1.50 1.27 1.10 .97 .87 .79 .73

3.28 2.40 1.87 1.52 1.28 1.11 .98 .88 .80

3.32 2.44 1.91 1.55 1.31 1.13 1.00 .90

5.15 3.40 2.50 1.96 1.60 1.36 1.17 1.05

6.40t 5.33 3.52 2.60 2.05 1.68 1.44
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Dn Cant Up Cant Safety Factor: 45% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 95-105°

Fleet Number: RTE019 through to RTE021 4IUT

Configuration: Rail +100..150mm Unlocked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

265
285 Stafford, ST16 3HS

95 4
75 356
20

340 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.25 1.83

1.89 1.56 1.28

2.28 1.89 1.60 1.33 1.10

2.26 1.89 1.61 1.36 1.14 .95

2.24 1.87 1.60 1.38 1.16 .98

2.69 2.20 1.86 1.58 1.38 1.18 .99 .83

3.31 2.63 2.16 1.83 1.57 1.37 1.19 1.00 .84

2.55 2.13 1.79 1.56 1.36 1.20 1.01 .85 .71

2.49 2.06 1.78 1.54 1.36 1.19 1.01 .85 .72

2.45 2.05 1.73 1.53 1.34 1.19 1.01 .85 .72

3.02 2.43 2.02 1.74 1.49 1.34 1.18 .99 .84 .71

3.00 2.41 2.02 1.72 1.51 1.34 1.16 .98 .83 .71

3.91 2.99 2.38 2.01 1.72 1.51 1.31 1.14 .97 .82 .70

3.76 2.93 2.38 2.00 1.68 1.47 1.27 1.12 .94 .80 .69

4.91d 3.68 2.79 2.29 1.92 1.62 1.43 1.25 1.09 .92 .78 .67

5.21d 3.61 2.77 2.24 1.88 1.59 1.40 1.22 1.05 .90 .77 .65

3.57 2.72 2.20 1.84 1.57 1.36 1.20 1.02 .87 .75 .64

5.27 3.57 2.70 2.17 1.81 1.55 1.35 1.16 .99 .85 .74

8.43t 5.28 2.69 2.16 1.80 1.54 1.33 1.13 .96 .83 .73

8.76t 3.58 2.69 2.15 1.80 1.54 1.29 1.09 .94 .82

3.61 2.71 2.17 1.80 1.49 1.26 1.07 .93

5.51 3.69 2.77 2.17 1.75 1.46 1.24 1.07

8.46t 5.58 3.69 2.73 2.15 1.74 1.46

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.24 1.81

1.86 1.54 1.27

2.28 1.87 1.56 1.31 1.10

2.25 1.85 1.56 1.32 1.12 .95

2.21 1.83 1.54 1.31 1.12 .96

2.65 2.14 1.80 1.50 1.29 1.11 .96 .82

3.29 2.53 2.07 1.72 1.46 1.26 1.09 .95 .82

2.43 1.96 1.65 1.40 1.22 1.06 .93 .82 .71

2.37 1.85 1.57 1.35 1.18 1.03 .91 .80 .71

2.31 1.79 1.48 1.28 1.13 .99 .88 .78 .70

2.98 2.23 1.79 1.44 1.23 1.08 .96 .86 .76 .68

2.84 2.12 1.66 1.34 1.19 1.04 .93 .83 .75 .67

3.82 2.68 2.02 1.58 1.29 1.13 1.01 .90 .81 .73 .65

3.54 2.53 1.92 1.53 1.25 1.11 .98 .88 .79 .72 .64

3.71d 3.36d 2.42 1.86 1.47 1.23 1.08 .96 .86 .78 .71 .63

3.39d 3.17 2.36 1.81 1.44 1.22 1.12 .95 .85 .77 .70 .62

3.05 2.31 1.78 1.44 1.23 1.06 .94 .84 .76 .70 .62

3.05 2.30 1.78 1.48 1.24 1.06 .94 .85 .76 .70

2.32 1.80 1.46 1.24 1.07 .94 .85 .77 .71

3.21 2.34 1.82 1.48 1.25 1.08 .96 .86 .78

3.26 2.39 1.87 1.52 1.28 1.10 .98 .88

5.06 3.34 2.45 1.92 1.57 1.32 1.15 1.03

6.31t 5.26 3.48 2.55 2.01 1.65 1.41
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Dn Cant Up Cant Safety Factor: 45% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 75-95°

Fleet Number: RTE019 through to RTE021 4HUT

Configuration: Rail +100..150mm Unlocked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

285
295 Stafford, ST16 3HS

75 4
65 356
10

350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.30 1.87

2.31 1.92 1.59 1.31

1.93 1.63 1.36 1.13

2.30 1.92 1.64 1.39 1.16 .97

2.28 1.90 1.63 1.41 1.19 1.00

2.72 2.24 1.88 1.62 1.41 1.20 1.01 .85

2.64 2.20 1.86 1.60 1.40 1.21 1.02 .86

2.62 2.12 1.84 1.58 1.39 1.22 1.03 .87 .73

2.56 2.13 1.80 1.57 1.38 1.22 1.03 .87 .74

2.52 2.09 1.79 1.55 1.37 1.22 1.02 .87 .74

3.09 2.48 2.07 1.76 1.54 1.37 1.20 1.02 .86 .73

3.04 2.46 2.06 1.75 1.54 1.37 1.18 1.00 .85 .72

4.03 3.04 2.40 2.05 1.76 1.54 1.34 1.16 .99 .84 .71

3.83 3.00 2.41 2.02 1.72 1.50 1.30 1.14 .96 .82 .71

4.90d 3.74 2.86 2.34 1.95 1.62 1.46 1.28 1.11 .94 .80 .69

5.20d 3.69 2.83 2.28 1.91 1.64 1.43 1.25 1.08 .92 .79 .68

3.65 2.79 2.23 1.87 1.61 1.40 1.23 1.04 .89 .77 .67

5.41 3.66 2.74 2.22 1.85 1.58 1.38 1.19 1.01 .87 .76

5.44 3.66 2.75 2.21 1.84 1.57 1.36 1.15 .99 .86 .75

3.68 2.76 2.21 1.84 1.57 1.32 1.12 .97 .84

9.05t 5.56 3.71 2.79 2.23 1.84 1.53 1.29 1.10 .96

5.70 3.80 2.85 2.22 1.80 1.50 1.27 1.10

8.20t 5.79 3.81 2.81 2.20 1.79 1.49

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.28 1.85

2.31 1.89 1.57 1.30

1.90 1.59 1.34 1.12

2.30 1.89 1.58 1.35 1.14 .96

2.26 1.87 1.58 1.33 1.15 .98

2.72 2.19 1.82 1.54 1.32 1.13 .98 .85

2.58 2.10 1.75 1.49 1.28 1.11 .97 .84

2.48 2.00 1.68 1.44 1.24 1.08 .95 .83 .73

2.43 1.89 1.60 1.38 1.20 1.05 .93 .82 .72

2.36 1.83 1.51 1.32 1.16 1.02 .90 .80 .71

3.03 2.26 1.77 1.43 1.27 1.11 .99 .88 .78 .70

2.89 2.17 1.69 1.37 1.21 1.07 .95 .85 .77 .69

3.87 2.73 2.06 1.63 1.32 1.16 1.04 .93 .83 .75 .68

3.58d 2.59 1.97 1.56 1.28 1.13 1.01 .90 .81 .74 .66

3.73d 3.36d 2.49 1.90 1.52 1.26 1.11 .99 .89 .80 .73 .65

3.40d 3.26 2.42 1.85 1.48 1.26 1.10 .97 .87 .79 .72 .65

3.14 2.38 1.83 1.48 1.26 1.09 .97 .87 .79 .72 .65

3.14 2.37 1.83 1.49 1.26 1.10 .97 .86 .79 .72

3.28 2.39 1.85 1.50 1.27 1.10 .97 .87 .79 .73

3.31 2.41 1.87 1.52 1.29 1.11 .98 .88 .80

3.35 2.45 1.91 1.56 1.31 1.14 1.00 .90

5.24 3.44 2.52 1.97 1.61 1.36 1.18 1.05

6.18t 5.44 3.56 2.63 2.06 1.70 1.45
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Dn Cant Up Cant Safety Factor: 45% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 65-75°

Fleet Number: RTE019 through to RTE021 4GUT

Configuration: Rail +100..150mm Unlocked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

295
305 Stafford, ST16 3HS

65 4
55 356
10

350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.41 1.96

2.01 1.67 1.38

2.01 1.71 1.43 1.19

2.40 2.02 1.71 1.46 1.23 1.03

2.38 2.00 1.71 1.48 1.25 1.05

2.85 2.35 1.97 1.69 1.47 1.27 1.07 .90

2.79 2.30 1.94 1.67 1.46 1.28 1.08 .92

2.71 2.26 1.92 1.65 1.45 1.28 1.09 .92 .78

2.66 2.20 1.90 1.64 1.44 1.28 1.08 .92 .78

2.63 2.18 1.85 1.63 1.44 1.27 1.08 .92 .78

3.21 2.61 2.16 1.85 1.62 1.43 1.27 1.08 .91 .78

3.18 2.59 2.15 1.85 1.60 1.43 1.25 1.06 .90 .77

4.19 3.20 2.50 2.12 1.84 1.61 1.40 1.22 1.04 .89 .76

4.04 3.12 2.56 2.07 1.82 1.57 1.37 1.21 1.02 .87 .75

4.90d 3.95 3.04 2.48 2.08 1.77 1.53 1.35 1.17 1.00 .86 .74

5.29d 3.91 2.97 2.42 2.00 1.72 1.50 1.32 1.14 .97 .84 .73

3.88 2.95 2.36 1.98 1.68 1.47 1.30 1.11 .95 .82 .72

7.05d 3.85 2.92 2.34 1.96 1.67 1.46 1.26 1.08 .93 .81

8.25d 3.86 2.90 2.33 1.93 1.66 1.44 1.22 1.05 .91 .80

8.55t 5.85 3.90 2.91 2.34 1.93 1.66 1.40 1.19 1.03 .90

3.95 2.95 2.35 1.94 1.62 1.36 1.17 1.02

6.10 4.02 3.01 2.35 1.91 1.59 1.35 1.17

7.94t 6.24 4.05 2.98 2.33 1.89 1.58

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.39 1.94

1.98 1.65 1.37

2.00 1.67 1.41 1.18

2.40 1.99 1.66 1.42 1.21 1.02

2.36 1.96 1.65 1.41 1.21 1.04

2.85 2.30 1.90 1.61 1.38 1.19 1.04 .90

2.71 2.22 1.85 1.56 1.35 1.17 1.03 .90

2.60 2.10 1.77 1.51 1.31 1.15 1.00 .88 .78

2.54 1.99 1.69 1.45 1.27 1.11 .98 .87 .77

2.48 1.94 1.60 1.39 1.22 1.08 .96 .85 .76

3.21 2.40 1.87 1.52 1.33 1.18 1.05 .93 .84 .75

3.05 2.31 1.80 1.46 1.28 1.14 1.02 .91 .82 .74

4.13 2.90 2.19 1.73 1.40 1.24 1.10 .98 .88 .80 .72

3.57d 2.75 2.11 1.67 1.37 1.21 1.07 .96 .87 .78 .71

3.73d 3.35d 2.64 2.03 1.61 1.35 1.19 1.07 .94 .85 .78 .71

3.40d 3.47 2.57 1.98 1.58 1.34 1.18 1.04 .93 .84 .77 .70

3.35 2.54 1.95 1.58 1.34 1.17 1.03 .93 .84 .77 .71

3.34 2.52 1.96 1.59 1.35 1.17 1.03 .93 .84 .77

2.54 1.97 1.61 1.36 1.18 1.04 .93 .84 .78

3.53 2.57 2.00 1.63 1.37 1.19 1.05 .94 .86

3.58 2.62 2.04 1.66 1.40 1.21 1.07 .96

5.65 3.66 2.68 2.10 1.71 1.45 1.25 1.12

5.94t 5.87 3.80 2.79 2.19 1.80 1.53
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Dn Cant Up Cant Safety Factor: 45% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 55-65°

Fleet Number: RTE019 through to RTE021 4FUT

Configuration: Rail +100..150mm Unlocked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.60 2.12

2.17 1.81 1.50

2.16 1.85 1.55 1.30

2.60 2.18 1.85 1.58 1.34 1.13

2.56 2.14 1.84 1.59 1.36 1.15

3.09 2.52 2.13 1.82 1.59 1.38 1.17 .99

2.97 2.49 2.10 1.81 1.58 1.39 1.18 1.01

2.92 2.39 2.06 1.79 1.57 1.39 1.18 1.01 .86

2.88 2.37 2.04 1.77 1.56 1.39 1.19 1.01 .87

2.85 2.37 1.99 1.75 1.55 1.38 1.18 1.01 .87

3.50 2.79 2.35 2.01 1.75 1.55 1.38 1.17 1.00 .86

3.49 2.79 2.33 2.00 1.73 1.54 1.36 1.16 .99 .86

4.60 3.50 2.80 2.33 1.99 1.74 1.52 1.33 1.14 .98 .85

4.41 3.41 2.76 2.32 1.96 1.70 1.50 1.31 1.12 .96 .83

4.72d 4.32 3.32 2.69 2.23 1.93 1.64 1.46 1.28 1.09 .95 .82

5.74d 4.28 3.26 2.62 2.19 1.88 1.61 1.44 1.25 1.07 .93 .81

4.27 3.22 2.59 2.15 1.84 1.59 1.42 1.21 1.05 .91 .80

4.26 3.20 2.57 2.13 1.83 1.59 1.38 1.18 1.03 .90

6.42 3.19 2.55 2.12 1.81 1.57 1.34 1.16 1.01 .89

4.30 3.20 2.55 2.12 1.81 1.53 1.31 1.14 1.00

6.63 4.33 3.24 2.57 2.13 1.77 1.50 1.29 1.13

6.75 4.43 3.30 2.58 2.09 1.75 1.49 1.28

7.65t 6.99 4.48 3.27 2.56 2.07 1.74

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.58 2.10

2.15 1.80 1.49

2.15 1.81 1.53 1.29

2.59 2.15 1.80 1.54 1.32 1.12

2.54 2.10 1.79 1.53 1.31 1.14

3.07 2.48 2.07 1.76 1.50 1.30 1.14 .99

2.96 2.39 2.01 1.70 1.47 1.28 1.12 .99

2.84 2.28 1.93 1.65 1.43 1.25 1.10 .98 .86

2.79 2.18 1.84 1.59 1.39 1.22 1.08 .96 .85

2.71 2.12 1.77 1.52 1.34 1.18 1.06 .94 .84

3.50 2.62 2.05 1.67 1.46 1.29 1.15 1.03 .92 .83

3.33 2.51 1.98 1.61 1.41 1.25 1.12 1.00 .90 .82

4.29d 3.19 2.41 1.91 1.56 1.37 1.22 1.09 .98 .89 .81

3.64d 3.02 2.32 1.85 1.52 1.34 1.19 1.07 .96 .87 .80

3.69d 3.35d 2.92 2.24 1.80 1.50 1.32 1.19 1.05 .95 .86 .79

3.41d 3.73d 2.85 2.19 1.76 1.50 1.30 1.17 1.04 .94 .86 .78

3.34d 2.81 2.17 1.76 1.49 1.30 1.15 1.03 .93 .85 .79

3.39d 2.80 2.17 1.78 1.50 1.30 1.16 1.03 .93 .85

2.82 2.19 1.79 1.52 1.31 1.16 1.04 .94 .87

3.91 2.85 2.22 1.81 1.53 1.32 1.17 1.05 .95

3.98 2.90 2.26 1.84 1.55 1.35 1.19 1.07

6.31 4.07 2.97 2.32 1.90 1.60 1.39 1.24

5.71t 6.57 4.21 3.07 2.41 1.98 1.69
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Dn Cant Up Cant Safety Factor: 45% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 45-55°

Fleet Number: RTE019 through to RTE021 4EUT

Configuration: Rail +100..150mm Unlocked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.89 2.37

2.42 2.02 1.70

2.41 2.06 1.74 1.47

2.41 2.06 1.77 1.50 1.28

2.84 2.39 2.05 1.77 1.53 1.30

2.80 2.36 2.02 1.77 1.54 1.32 1.13

3.36 2.76 2.34 2.01 1.76 1.55 1.33 1.14

3.28 2.71 2.31 1.99 1.75 1.56 1.33 1.15 .99

3.20 2.67 2.28 1.97 1.73 1.55 1.33 1.15 .99

3.17 2.63 2.25 1.96 1.73 1.56 1.33 1.14 .99

3.90 3.13 2.61 2.23 1.94 1.72 1.54 1.32 1.14 .98

3.90 3.13 2.60 2.22 1.94 1.72 1.52 1.30 1.13 .98 .85

4.75d 3.91 3.03 2.58 2.22 1.94 1.71 1.50 1.29 1.11 .97 .85

4.97 3.84 3.10 2.47 2.18 1.91 1.67 1.48 1.27 1.10 .96

4.76d 4.90 3.71 3.02 2.52 1.87 1.85 1.64 1.44 1.24 1.08 .95

5.43d 4.84 3.65 2.96 2.47 2.11 1.84 1.61 1.41 1.22 1.06 .93

4.82 3.61 2.92 2.43 2.07 1.81 1.60 1.38 1.19 1.05 .93

3.62 2.89 2.40 2.06 1.79 1.56 1.34 1.17 1.03

3.61 2.88 2.39 2.05 1.78 1.52 1.32 1.15 1.02

7.45 3.63 2.89 2.40 2.05 1.73 1.49 1.30 1.14

8.57t 4.94 3.66 2.92 2.41 2.01 1.70 1.47 1.29

7.85 5.06 3.75 2.92 2.37 1.98 1.69 1.46

7.32t 8.07 5.09 3.71 2.90 2.36 1.97

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.89 2.35

2.40 2.00 1.68

2.40 2.02 1.72 1.46

2.38 2.01 1.73 1.48 1.27

2.83 2.34 2.00 1.71 1.48 1.29

2.76 2.31 1.96 1.68 1.47 1.29 1.12

3.28 2.67 2.24 1.91 1.65 1.44 1.27 1.12

3.17 2.55 2.16 1.85 1.61 1.41 1.25 1.11 .98

3.12 2.45 2.07 1.79 1.57 1.38 1.23 1.09 .98

3.05 2.39 1.99 1.73 1.52 1.35 1.20 1.07 .96

3.90 2.94 2.32 1.90 1.67 1.48 1.31 1.17 1.06 .95

3.77 2.85 2.26 1.85 1.63 1.43 1.28 1.15 1.04 .94 .85

4.44d 3.58 2.74 2.18 1.79 1.57 1.40 1.25 1.13 1.02 .93 .85

3.57d 3.44 2.65 2.12 1.75 1.54 1.37 1.23 1.11 1.01 .92

3.69d 3.36d 3.33 2.57 2.07 1.73 1.52 1.35 1.21 1.10 1.00 .91

3.45d 3.75d 3.26 2.52 2.03 1.72 1.51 1.33 1.20 1.08 .99 .91

3.39d 3.22 2.50 2.03 1.72 1.50 1.33 1.19 1.08 .99 .91

3.22 2.50 2.05 1.73 1.50 1.33 1.19 1.08 .99

3.23 2.52 2.06 1.75 1.51 1.33 1.20 1.09 1.00

3.27 2.55 2.08 1.76 1.53 1.35 1.21 1.10

4.56 3.32 2.59 2.12 1.78 1.55 1.37 1.23

7.31 4.67 3.39 2.65 2.17 1.83 1.59 1.41

5.45t 7.65 4.82 3.51 2.75 2.25 1.91
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Dn Cant Up Cant Safety Factor: 45% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 35-45°

Fleet Number: RTE019 through to RTE021 4DUT

Configuration: Rail +100..150mm Unlocked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.84

2.88 2.43 2.05

2.87 2.46 2.10 1.79

2.87 2.45 2.13 1.82 1.57

3.38 2.84 2.45 2.12 1.85 1.59

3.35 2.81 2.42 2.12 1.86 1.61 1.40

4.00 3.30 2.78 2.41 2.11 1.87 1.62 1.41

3.92 3.25 2.75 2.38 2.10 1.87 1.62 1.41 1.23

3.86 3.21 2.72 2.36 2.09 1.86 1.62 1.41 1.24

3.80 3.16 2.70 2.35 2.07 1.86 1.62 1.41 1.24

3.77 3.13 2.68 2.34 2.07 1.85 1.61 1.40 1.23

4.70 3.75 3.13 2.66 2.32 2.07 1.84 1.59 1.39 1.22 1.08

4.53d 4.67 3.76 3.09 2.67 2.32 2.05 1.81 1.58 1.38 1.21 1.07

4.93d 4.61 3.68 3.03 2.63 2.29 2.02 1.78 1.55 1.36 1.20

4.58d 5.68d 4.54 3.66 3.05 2.41 2.26 1.99 1.76 1.53 1.34 1.19

5.14d 5.96 4.48 3.60 3.00 2.57 2.23 1.97 1.72 1.51 1.32 1.18

5.91 4.45 3.56 2.96 2.54 2.20 1.94 1.69 1.48 1.31 1.17

5.93 4.43 3.53 2.94 2.50 2.18 1.91 1.66 1.46 1.29

7.77d 9.08 4.43 3.53 2.93 2.50 2.18 1.87 1.63 1.44 1.28

4.45 3.54 2.94 2.50 2.13 1.84 1.61 1.43

6.08 4.50 3.56 2.95 2.46 2.11 1.82 1.60 1.43

6.21 4.58 3.56 2.91 2.44 2.09 1.82

6.99t 10.03 6.28 4.56 3.56 2.90 2.43

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.81

2.87 2.41 2.04

2.87 2.43 2.07 1.78

2.85 2.41 2.08 1.80 1.56

3.37 2.81 2.39 2.06 1.80 1.58

3.31 2.76 2.37 2.03 1.78 1.57 1.39

3.92 3.21 2.69 2.31 2.00 1.76 1.56 1.38

3.83 3.09 2.61 2.25 1.96 1.73 1.54 1.37 1.22

3.77 3.00 2.53 2.19 1.91 1.70 1.51 1.35 1.22

3.68 2.93 2.43 2.13 1.87 1.66 1.48 1.34 1.21

3.60 2.92 2.35 2.06 1.82 1.63 1.46 1.32 1.19

4.56 3.50 2.78 2.30 2.00 1.79 1.60 1.43 1.30 1.18 1.07

4.32d 4.37d 3.38 2.72 2.24 1.96 1.74 1.56 1.41 1.28 1.17 1.07

3.57d 3.73d 3.29 2.65 2.20 1.93 1.73 1.54 1.39 1.27 1.16

3.34d 3.35d 3.47d 3.20 2.59 2.18 1.91 1.70 1.53 1.38 1.26 1.15

3.43d 3.69d 3.37d 3.15 2.56 2.18 1.90 1.69 1.51 1.37 1.25 1.15

3.35d 3.34d 3.14 2.55 2.17 1.89 1.67 1.50 1.36 1.24 1.15

3.44d 3.38d 3.14 2.58 2.18 1.90 1.68 1.51 1.36 1.25

4.06 3.16 2.59 2.20 1.90 1.68 1.51 1.37 1.26

4.09 3.19 2.61 2.21 1.92 1.70 1.52 1.38

5.69 4.14 3.23 2.65 2.24 1.94 1.72 1.54 1.42

5.80 4.21 3.30 2.70 2.28 1.98 1.76

5.16t 9.30t 5.98 4.34 3.39 2.78 2.36
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Dn Cant Up Cant Safety Factor: 45% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 25-35°

Fleet Number: RTE019 through to RTE021 4CUT

Configuration: Rail +100..150mm Unlocked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.67 3.08

3.55s 3.14 2.68

3.44s 3.15 2.73 2.36

3.60s 3.14 2.74 2.39 2.08

3.64 3.13 2.74 2.41 2.10

4.09d 3.59 3.11 2.73 2.42 2.12 1.86

4.96d 4.17 3.57 3.09 2.71 2.41 2.13 1.87

5.02 4.16 3.53 3.06 2.70 2.40 2.13 1.88 1.66

4.94 4.11 3.50 3.03 2.68 2.40s 2.13 1.88 1.66

4.90 4.05 3.46 3.01 2.67 2.39s 2.12 1.87 1.66

4.85 4.03 3.43 3.01 2.63 2.38 2.11 1.87 1.66 1.48

6.04 4.84 4.01 3.43 2.99 2.66s 2.36 2.10 1.85 1.65 1.47

4.54d 5.98 4.76 4.02 3.42 2.98 2.63 2.34 2.08 1.84 1.64 1.47

4.77d 5.95t 4.75 3.96 3.37 2.94 2.60 2.33 2.06 1.83 1.63 1.46

4.26d 5.62d 5.94 4.72 3.93 3.27 2.92 2.58 2.31 2.04 1.81 1.61

5.02d 6.81d 5.91 4.70 3.90 3.34 2.90 2.57 2.28 2.01 1.78 1.60

7.87 5.87 4.69 3.90 3.33 2.89 2.56 2.25 1.99 1.77 1.59

7.92d 5.87 4.66 3.88 3.31 2.88 2.54 2.22 1.96 1.76 1.58

5.86 4.65 3.86 3.30 2.87 2.49 2.19 1.95 1.75

7.91d 8.00 5.90 4.67 3.87 3.30 2.83 2.46 2.17 1.93

8.20t 8.09 5.95 4.71 3.89 3.27 2.80 2.44 2.16 1.93

8.25 6.04 4.73 3.86 3.24 2.79 2.44

6.65t 12.79t 8.35 6.03 4.72 3.85 3.24 2.79

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.13d 3.06

3.42s 3.06s 2.67

3.44s 2.91s 2.67d 2.34

3.41s 2.92s 2.52s 2.36 2.07

3.48s 2.90s 2.53s 2.35 2.08

4.08d 3.34s 2.96s 2.51s 2.34 2.08 1.85

4.75s 3.90s 3.31s 2.93s 2.50s 2.21s 2.06 1.85

4.94s 3.85s 3.36s 2.82s 2.48s 2.20s 2.04 1.83 1.65

4.56s 3.92 3.22s 2.80s 2.47s 2.20s 2.02 1.82 1.64

4.51s 3.85s 3.24 2.77s 2.45s 2.19s 1.99 1.80 1.63

4.46s 3.70s 3.14 2.76s 2.44s 1.72t 1.96 1.78 1.62 1.47

5.56t 4.44s 3.73 3.09 2.71 2.35t 1.90t 1.94 1.76 1.60 1.47

4.32d 4.44d 4.10t 3.64 3.03t 2.45t 2.07t 1.85t 1.91 1.74 1.59 1.46

3.63d 3.72d 3.30t 3.57 2.42t 2.19t 2.12t 2.03t 1.89 1.72 1.58 1.46

3.34d 3.35d 3.46d 3.65d 3.08t 2.97 2.36t 2.18t 2.07 1.88 1.71 1.57

3.44d 3.34d 3.36d 3.55d 3.49 2.96 2.59 2.29 2.07 1.87 1.71 1.57

3.36d 3.34d 3.44d 3.48 2.96 2.62 2.29 2.05 1.86 1.70 1.57

3.38d 3.75d 3.51 2.98 2.58 2.29 2.05 1.87 1.70 1.58

4.52d 4.29 3.52 2.99 2.60 2.30 2.06 1.87 1.71

5.52 4.32 3.54 3.01 2.61 2.31 2.07 1.88

7.68 5.58 4.37 3.59 3.04 2.64 2.33 2.10 1.91

7.81 5.67 4.44 3.64 3.08 2.67 2.37

4.91t 8.86t 8.02 5.80 4.54 3.72 3.16 2.79
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Dn Cant Up Cant Safety Factor: 45% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 15-25°

Fleet Number: RTE019 through to RTE021 4BUT

Configuration: Rail +100..150mm Unlocked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.31 2.63

2.75 2.22

2.77 2.31 1.87

2.75 2.33 1.93 1.57

3.23 2.70 2.32 1.97 1.62 1.31

3.81 3.16 2.67 2.30 1.99 1.65 1.35

4.58 3.71 3.07 2.63 2.26 1.98 1.67 1.37 1.11

4.40 3.59 3.01 2.56 2.24 1.96 1.67 1.38 1.13

4.21 3.44 2.93 2.52 2.20 1.95 1.68 1.38 1.13

4.11 3.40 2.88 2.49 2.18 1.94 1.66 1.37 1.12

4.05 3.34 2.83 2.45 2.16 1.94 1.63 1.35 1.12 .91

5.01 3.95 3.31 2.81 2.44 2.12 1.94 1.61 1.33 1.10 .91

5.06 3.97 3.26 2.81 2.43 2.16 1.87 1.57 1.30 1.08 .89

6.46 5.01 3.99 3.32 2.76 2.41 2.10 1.82 1.53 1.27 1.05 .88

5.68d 6.32 4.80 3.85 3.21 2.73 2.31 2.04 1.78 1.47 1.23 1.02 .86

7.39d 6.22 4.64 3.73 3.09 2.64 2.20 1.98 1.71 1.42 1.19 1.00

6.20 4.61 3.66 3.03 2.57 2.22 1.94 1.64 1.37 1.15 .98

9.94 4.57 3.61 2.98 2.52 2.18 1.89 1.57 1.32 1.12 .96

4.58 3.59 2.95 2.49 2.17 1.81 1.52 1.28 1.10

10.62 4.63 3.59 2.96 2.52 2.09 1.75 1.47 1.26 1.09

6.63 4.73 3.67 3.01 2.44 2.02 1.70 1.45 1.25

6.93 4.91 3.72 2.94 2.39 2.00 1.69 1.45

12.96 7.13 4.90 3.70 2.92 2.38 2.00

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.29 2.61

2.71 2.20

2.72 2.26 1.86

2.70 2.25 1.88 1.56

3.22 2.65 2.21 1.86 1.58 1.31

3.81 3.11 2.57 2.19 1.84 1.56 1.33

4.54 3.63 2.95 2.46 2.10 1.78 1.53 1.32 1.10

4.35 3.35 2.78 2.35 2.01 1.72 1.48 1.28 1.11

4.21 3.16 2.57 2.21 1.90 1.64 1.43 1.25 1.09

4.05 3.02 2.40 2.08 1.80 1.57 1.37 1.21 1.06

3.84 2.87 2.30 1.93 1.70 1.49 1.32 1.17 1.03 .91

5.01 3.61 2.72 2.12 1.86 1.60 1.43 1.27 1.13 1.00 .89

4.64 3.36 2.55 2.00 1.72 1.53 1.36 1.22 1.09 .98 .87

5.43d 4.29 3.14 2.42 1.91 1.66 1.47 1.32 1.18 1.06 .95 .86

5.02d 5.09d 4.03 2.99 2.31 1.85 1.62 1.46 1.28 1.15 1.03 .94 .86

5.21d 5.01d 3.88 2.88 2.23 1.83 1.59 1.43 1.26 1.12 1.02 .93

5.06d 3.81 2.82 2.20 1.84 1.66 1.39 1.25 1.12 1.01 .93

3.79 2.82 2.24 1.85 1.62 1.40 1.24 1.12 1.02 .95

3.84 2.87 2.28 1.90 1.61 1.40 1.25 1.13 1.04

3.91 2.93 2.32 1.93 1.64 1.43 1.28 1.16 1.08

5.85 4.03 3.02 2.40 1.98 1.69 1.47 1.32 1.21

6.11 4.20 3.15 2.50 2.06 1.76 1.54 1.42

11.82t 6.51 4.45 3.33 2.66 2.21 1.92

-3

-3.5

Sector: 355-5°

Dn Cant Up Cant

-0.5

-1

-1.5

-2

-2.5

2

1.5

1

0.5

0

4.5

4

3.5

3

2.5

7

6.5

6

5.5

5

-2

-2.5

-3

-3.5

7.5

Minimum Loads (t)
(m)

0.5

0

-0.5

-1

-1.5

3

2.5

2

1.5

1

5.5

5

4.5

4

3.5

7.5

7

6.5

6

Maximum Loads (t)
(m)

Safety Factor: 90%
RTE019 through to RTE021
Locked 01/06/2020

5aL

Rail-Ability Ltd, Tollgate Drive

Tel: 01785 214747
mail@railability.co.uk

Rated Lift Capacity Chart

Machine type:
Configuration:

Equipment:

Fleet Number:

RA310
Rail +150..200mm Locked
1.9 + 3.4 + 2.1

Floating Axle:
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Rail-Ability Ltd RACD-10000609

5
175 Stafford, ST16 3HS
355 4
185 356
170
190 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.37

2.40 2.01

2.05 1.70

2.37 2.04 1.74 1.42

2.33 2.03 1.76 1.46 1.18

2.68 2.29 1.99 1.75 1.48 1.21

3.71 2.99 2.61 2.26 1.97 1.74 1.50 1.22

3.55 2.92 2.56 2.21 1.95 1.73 1.49 1.22 1.00

3.46 2.93 2.51 2.19 1.93 1.72 1.48 1.22 1.00

3.41 2.84 2.48 2.16 1.90 1.72 1.46 1.20 .99

3.40 2.85 2.45 2.15 1.91 1.74 1.44 1.19 .98

5.51 4.23 3.41 2.83 2.45 2.15 1.92 1.71 1.41 1.17 .96

5.55 4.26 3.34 2.83 2.45 2.17 1.94 1.65 1.37 1.14 .94

6.22d 5.38 4.25 3.29 2.88 2.48 2.15 1.88 1.61 1.32 1.11 .92

7.40 5.28 4.10 3.35 2.49 2.39 2.10 1.83 1.54 1.28 1.07 .90

5.16 4.01 3.25 2.72 2.30 2.05 1.78 1.48 1.24 1.04 .89

8.37t 5.12 3.94 3.21 2.65 2.31 2.01 1.70 1.42 1.20 1.01

12.94d 5.13 3.93 3.16 2.42 2.28 1.95 1.63 1.37 1.17 1.00

10.56d 5.14 3.92 3.18 2.66 2.26 1.88 1.57 1.34 1.15

13.19 5.23 3.99 3.21 2.65 2.18 1.81 1.54 1.32

7.76 5.36 4.09 3.18 2.57 2.13 1.79 1.52 1.32

13.65 7.96 5.37 4.01 3.14 2.53 2.11 1.79

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.35

2.40 1.98

2.01 1.68

2.36 1.98 1.68 1.41

2.29 1.94 1.66 1.41 1.18

2.65 2.22 1.89 1.62 1.39 1.19

3.66 2.98 2.50 2.12 1.82 1.57 1.36 1.17

3.55 2.76 2.34 2.01 1.74 1.51 1.32 1.15 .99

3.41 2.63 2.18 1.90 1.65 1.45 1.28 1.11 .97

3.26 2.51 2.03 1.78 1.57 1.39 1.22 1.08 .95

3.08 2.36 1.90 1.68 1.49 1.32 1.18 1.04 .93

5.51 3.90 2.89 2.23 1.81 1.61 1.43 1.27 1.13 1.01 .91

5.04 3.61 2.71 2.12 1.74 1.54 1.38 1.22 1.10 .99 .89

1.04d 4.72 3.40 2.59 2.02 1.69 1.50 1.33 1.19 1.07 .97 .88

2.06d .81d 3.27 2.48 1.95 1.67 1.49 1.30 1.16 1.05 .96 .88

1.67d 3.19 2.43 1.96 1.67 1.45 1.30 1.15 1.04 .95 .88

2.19d .22d 2.43 1.98 1.67 1.45 1.28 1.15 1.04 .96

2.24d 3.19 2.47 2.01 1.71 1.47 1.30 1.16 1.05 .98

4.44 3.23 2.52 2.06 1.74 1.49 1.31 1.18 1.09

4.50 3.30 2.58 2.10 1.77 1.53 1.36 1.23

6.85 4.59 3.38 2.65 2.16 1.83 1.59 1.41 1.30

10.17t 7.05 4.76 3.51 2.76 2.26 1.91 1.67

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 5bL

Configuration: Rail +150..200mm Locked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020
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Dn Cant Up Cant Safety Factor: 90%

Maximum Loads (t)
(m)
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Rail-Ability Ltd RACD-10000609

175
185 Stafford, ST16 3HS
185 4
175 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

5.62s 5.41d

5.26s 5.44s

4.99s 5.18s 5.24t

4.95s 4.97s 5.12s 4.86t

5.45s 5.27s 5.22s 5.13t 4.88s 3.80d

5.80s 5.29s 5.42s 5.17t 4.87t 4.63t

7.13d 6.35s 5.95s 5.66s 5.26t 4.91t 4.67t 4.05d

7.39s 7.93s 7.01s 6.46s 5.88t 5.37t 4.98t 4.69t 4.43t

7.18s 8.35s 7.93t 6.85t 6.08t 5.52t 5.08t 4.75t 4.51t

7.46s 8.39s 8.57t 7.24t 6.33t 5.69t 5.20t 4.83t 4.58t

8.41s 9.01s 9.31s 7.70t 6.64t 5.89t 5.34t 4.93t 4.65t 4.20d

8.72s 9.57s 9.92s 9.81s 8.27t 6.97t 6.12t 5.50t 5.05t 4.74t 4.30t

8.93t 10.32d 10.35s 10.15d 8.81t 7.34t 6.37t 5.69t 5.19t 4.85t 4.36t

6.32d 9.77t 11.18t 10.81s 10.48s 9.43t 7.72t 6.63t 5.89t 5.35t 4.98t 4.43t

5.19d 7.83d 10.97d 12.36s 11.68s 10.83s 9.69s 8.09t 6.91t 6.10t 5.52t 5.12t 3.69d

7.30d 9.68d 12.84d 13.37d 12.39s 11.16s 9.77s 8.46t 7.19t 6.32t 5.70t 5.25t

11.93d 15.36d 14.61s 12.91d 11.26s 9.79s 8.67s 7.48t 6.55t 5.90t 5.28t

18.11s 15.51s 13.28s 11.26s 9.84s 8.71s 7.77t 6.78t 6.11t 5.15t

14.20d 19.56s 16.22s 13.40s 11.38s 9.90s 8.76s 7.87s 7.04t 6.17t

20.64s 16.38s 13.49s 11.47s 9.98s 8.87s 7.97s 7.00s 5.75s

27.72d 21.03s 16.58s 13.67s 11.68s 10.16s 8.87s 7.65s 6.26s

29.21s 21.48s 16.88s 13.80s 11.61s 9.82s 8.24d 6.63s

11.10t 19.43t 28.07s 20.51s 15.95s 12.90s 10.60s 8.56s

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

5.46s 4.82d

4.57s 4.38d

4.58s 4.00d 3.96d

4.56s 3.92s 4.10d 3.79d

5.32s 4.50s 3.90s 3.58d 3.58d 3.59d

5.21s 4.46s 3.88s 3.39s 3.43d 3.56d

7.05d 5.12s 4.39s 3.84s 3.38s 3.48d 3.37d 3.48d

7.39s 6.51s 5.04s 4.33s 3.79s 3.36s 3.37d 3.37d 3.46d

7.18s 5.87s 4.96s 4.43s 3.76s 3.34s 3.68s 3.36d 3.32d

7.26s 5.77s 4.89s 4.24s 3.73s 3.33s 3.34d 3.34d 3.33d

6.93s 5.70s 4.84s 4.20s 3.70s 3.32s 3.55t 3.38d 3.36d 3.37d

8.72s 6.87s 5.82s 4.81s 4.18s 4.02s 2.76t 3.54t 3.50d 3.55d 3.36d

6.59d 6.68t 5.63s 4.94s 4.13t 3.12t 2.88t 3.62t 3.70d 3.59d 3.42d

5.36d 5.58d 5.30t 6.12t 3.97t 3.31t 3.07t 2.94t 3.86d 3.74d 3.69d 3.52d

5.01d 5.03d 5.17d 5.45d 5.52t 6.10t 3.57t 3.29t 3.15t 4.07d 3.89d 3.81d 3.64d

5.19d 5.07d 5.11d 5.23d 5.30t 5.16t 3.90t 3.57t 3.76t 4.38d 4.02d 3.83d

5.11d 5.07d 5.14d 5.87d 4.93t 4.30t 3.94t 4.70d 4.45d 4.32d 3.94d

5.00d 5.32d 6.87t 5.57t 4.82t 4.82t 5.19d 4.96d 4.38d 4.20d

6.40d 7.38d 8.35t 6.62t 5.50t 6.28d 5.59d 5.00d 4.73d

9.04d 9.91d 11.48s 7.52t 7.75d 6.71d 5.97d 5.44d 4.80d

11.32d 11.96d 13.16s 11.03s 9.79s 8.65s 7.48d 6.13d 5.29d

15.18d 16.33d 13.37s 10.88s 9.33s 8.11s 7.11s 6.41s

7.81t 13.25t 20.88d 17.26s 13.42s 11.15s 9.38s 8.18s

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 5cL

Configuration: Rail +150..200mm Locked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020
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Dn Cant Up Cant Safety Factor: 87%

Maximum Loads (t)
(m)
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Sector: 175-185°
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Rail-Ability Ltd RACD-10000609

185
355 Stafford, ST16 3HS
175 4

5 356
170
190 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.58 2.86

3.64 2.99 2.42 1.94

3.65 3.02 2.51 2.05 1.65

3.63 3.02 2.55 2.11 1.73

4.40 3.58 2.98 2.54 2.16 1.78 1.45

5.31d 4.32 3.53 2.94 2.50 2.18 1.81 1.48 1.21

5.27 4.18 3.45 2.90 2.49 2.16 1.83 1.50 1.23

5.07 4.03 3.28 2.84 2.46 2.15 1.84 1.51 1.24 1.01

4.92 3.97 3.27 2.80 2.42 2.13 1.84 1.52 1.25 1.02

4.82 3.89 3.24 2.76 2.41 2.12 1.83 1.50 1.24 1.02

4.74 3.83 3.18 2.72 2.38 2.12 1.82 1.49 1.23 1.01

4.65 3.80 3.13 2.72 2.38 2.08 1.79 1.46 1.21 1.00

6.07 4.64 3.59 3.13 2.72 2.33 2.02 1.73 1.44 1.18 .98

5.73 4.51 3.65 3.09 2.49 2.27 1.96 1.68 1.39 1.15 .96

7.07 5.51 4.31 3.51 2.96 2.54 2.19 1.90 1.63 1.35 1.12 .93

7.67 5.37 4.19 3.41 2.85 2.42 2.11 1.85 1.56 1.30 1.09 .91

5.32 4.07 3.31 2.77 2.37 2.06 1.81 1.50 1.25 1.06 .90

7.68 5.30 4.02 3.26 2.73 2.34 2.02 1.72 1.44 1.22 1.03

7.64 5.26 4.01 3.21 2.70 2.31 1.98 1.65 1.39 1.18 1.01

7.78 5.32 4.02 3.23 2.69 2.29 1.90 1.59 1.35 1.16

7.90 5.37 4.07 3.27 2.69 2.20 1.84 1.56 1.33

8.13 5.53 4.14 3.23 2.62 2.16 1.81 1.54

12.76t 8.25 5.56 4.10 3.19 2.58

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.54 2.83

3.63 2.93 2.39 1.94

3.62 2.95 2.44 2.01 1.65

3.58 2.93 2.43 2.03 1.70

4.39 3.50 2.87 2.39 2.01 1.70 1.43

5.31d 4.21 3.39 2.78 2.32 1.97 1.67 1.43 1.20

5.16 3.98 3.23 2.67 2.25 1.91 1.64 1.41 1.20

5.07 3.75 3.02 2.53 2.15 1.84 1.58 1.37 1.19 1.00

4.92 3.64 2.79 2.37 2.03 1.76 1.52 1.32 1.16 1.00

4.79 3.49 2.66 2.23 1.92 1.67 1.46 1.28 1.12 .98

4.54 3.32 2.53 2.04 1.80 1.58 1.39 1.23 1.09 .96

4.26 3.15 2.39 1.92 1.70 1.50 1.33 1.18 1.05 .94

5.71 4.00 2.95 2.27 1.82 1.70 1.43 1.29 1.15 1.03 .92

5.23 3.70 2.76 2.14 1.75 1.55 1.38 1.24 1.10 1.00 .90

5.65d 4.86 3.48 2.63 2.05 1.71 1.51 1.34 1.20 1.08 .97 .88

5.04d 4.49 3.35 2.53 1.99 1.69 1.48 1.31 1.18 1.06 .96 .88

4.28 3.26 2.48 1.99 1.69 1.50 1.30 1.16 1.05 .96 .89

4.27 3.25 2.49 2.01 1.71 1.47 1.29 1.16 1.05 .96

4.56 3.29 2.52 2.05 1.72 1.49 1.31 1.17 1.06 .99

4.60 3.35 2.58 2.08 1.75 1.51 1.33 1.19 1.09

4.70 3.43 2.66 2.16 1.81 1.55 1.37 1.24

7.32 4.86 3.57 2.78 2.26 1.90 1.65 1.51

10.00t 7.72 5.12 3.78 2.97 2.44

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 5BL

Configuration: Rail +150..200mm Locked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020
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Dn Cant Up Cant Safety Factor: 90%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 5-175°
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Rail-Ability Ltd RACD-10000609

355
5 Stafford, ST16 3HS
5 4

355 356
10

350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.22 1.76

1.84 1.49

1.85 1.54 1.25

1.84 1.56 1.30 1.05

2.16 1.81 1.55 1.32 1.08 .88

2.55 2.12 1.79 1.54 1.33 1.10 .90

3.07 2.49 2.06 1.76 1.51 1.32 1.12 .92 .75

2.95 2.41 2.02 1.72 1.50 1.31 1.12 .92 .76

2.82 2.30 1.96 1.69 1.48 1.30 1.12 .92 .76

2.75 2.28 1.93 1.67 1.46 1.30 1.11 .92 .75

2.72 2.24 1.90 1.64 1.45 1.30 1.09 .90 .75 .61

3.36 2.65 2.22 1.88 1.63 1.42 1.30 1.08 .89 .74 .61

3.39 2.66 2.19 1.88 1.63 1.45 1.25 1.05 .87 .72 .60

4.33 3.36 2.68 2.23 1.85 1.62 1.41 1.22 1.02 .85 .71 .59

3.80d 4.23 3.22 2.58 2.15 1.83 1.54 1.37 1.19 .99 .82 .69 .58

4.95d 4.17 3.11 2.50 2.07 1.77 1.48 1.33 1.15 .95 .80 .67

4.16 3.09 2.45 2.03 1.72 1.49 1.30 1.10 .92 .77 .65

6.66 3.06 2.42 1.99 1.69 1.46 1.27 1.05 .89 .75 .64

3.07 2.41 1.98 1.67 1.45 1.21 1.02 .86 .74

7.12 3.10 2.41 1.98 1.69 1.40 1.17 .99 .84 .73

4.44 3.17 2.46 2.02 1.63 1.36 1.14 .97 .84

4.65 3.29 2.49 1.97 1.60 1.34 1.13 .97

8.68 4.78 3.28 2.48 1.95 1.59 1.34

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.20 1.75

1.82 1.47

1.82 1.51 1.24

1.81 1.51 1.26 1.05

2.16 1.78 1.48 1.25 1.06 .88

2.55 2.08 1.72 1.47 1.23 1.05 .89

3.04 2.43 1.97 1.65 1.40 1.19 1.02 .88 .74

2.91 2.25 1.86 1.57 1.34 1.15 .99 .86 .74

2.82 2.12 1.72 1.48 1.27 1.10 .96 .84 .73

2.71 2.03 1.61 1.39 1.20 1.05 .92 .81 .71

2.57 1.92 1.54 1.30 1.14 1.00 .88 .78 .69 .61

3.36 2.42 1.82 1.42 1.25 1.08 .96 .85 .75 .67 .60

3.11 2.25 1.71 1.34 1.15 1.02 .91 .82 .73 .65 .59

3.64d 2.87 2.10 1.62 1.28 1.11 .99 .89 .79 .71 .64 .58

3.36d 3.41d 2.70 2.01 1.55 1.24 1.08 .98 .86 .77 .69 .63 .58

3.49d 3.36d 2.60 1.93 1.49 1.23 1.06 .96 .84 .75 .68 .62

3.39d 2.55 1.89 1.48 1.23 1.11 .93 .84 .75 .68 .62

2.54 1.89 1.50 1.24 1.08 .94 .83 .75 .68 .63

2.57 1.93 1.53 1.27 1.08 .94 .84 .76 .69

2.62 1.96 1.56 1.29 1.10 .96 .85 .77 .73

3.92 2.70 2.02 1.61 1.33 1.13 .99 .88 .81

4.10 2.81 2.11 1.68 1.38 1.18 1.03 .95

7.92t 4.36 2.98 2.23 1.78 1.48 1.29

RTE019 through to RTE021
Locked 01/06/2020

5aLT

Rail-Ability Ltd, Tollgate Drive

Tel: 01785 214747
mail@railability.co.uk

Rated Lift Capacity Chart

Machine type:
Configuration:

Equipment:

Fleet Number:

RA310
Rail +150..200mm Locked Tandem
1.9 + 3.4 + 2.1

Floating Axle:

7.5

7

6.5

6

Maximum Loads (t)
(m)

Safety Factor: 60% (67% of 90%)

5.5

5

4.5

4

3.5

3

2.5

2

1.5

1

0.5

0

-0.5

-1

-1.5

-2

-2.5

-3

-3.5

7.5

Minimum Loads (t)
(m)

4

3.5

3

2.5

7

6.5

6

5.5

5

-3

-3.5

Sector: 355-5°

Dn Cant Up Cant

-0.5

-1

-1.5

-2
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1

0.5

0

4.5
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Rail-Ability Ltd RACD-10000609

5
175 Stafford, ST16 3HS
355 4
185 356
170
190 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.59

1.61 1.34

1.37 1.14

1.58 1.37 1.17 .95

1.56 1.36 1.18 .98 .79

1.80 1.53 1.34 1.17 .99 .81

2.48 2.00 1.75 1.51 1.32 1.17 1.00 .82

2.38 1.96 1.71 1.48 1.31 1.16 1.00 .82 .67

2.32 1.96 1.68 1.46 1.29 1.15 .99 .81 .67

2.28 1.91 1.66 1.45 1.27 1.15 .98 .81 .66

2.28 1.91 1.64 1.44 1.28 1.17 .97 .80 .66

3.69 2.83 2.28 1.90 1.64 1.44 1.29 1.14 .94 .78 .65

3.72 2.85 2.23 1.90 1.64 1.45 1.30 1.11 .92 .76 .63

4.17d 3.60 2.85 2.20 1.93 1.66 1.44 1.26 1.08 .89 .74 .62

4.96 3.54 2.75 2.24 1.67 1.60 1.41 1.23 1.03 .86 .72 .60

3.46 2.69 2.18 1.82 1.54 1.37 1.19 .99 .83 .70 .59

5.61t 3.43 2.64 2.15 1.78 1.55 1.35 1.14 .95 .80 .68

8.67d 3.44 2.63 2.12 1.62 1.53 1.31 1.09 .92 .78 .67

7.08d 3.44 2.62 2.13 1.78 1.51 1.26 1.05 .89 .77

8.84 3.50 2.67 2.15 1.77 1.46 1.21 1.03 .88

5.20 3.59 2.74 2.13 1.72 1.42 1.20 1.02 .89

9.15 5.33 3.59 2.69 2.10 1.70 1.42 1.20

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.57

1.61 1.33

1.35 1.12

1.58 1.33 1.12 .94

1.54 1.30 1.11 .95 .79

1.77 1.49 1.27 1.08 .93 .80

2.45 2.00 1.67 1.42 1.22 1.05 .91 .79

2.38 1.85 1.57 1.35 1.17 1.01 .88 .77 .66

2.29 1.76 1.46 1.27 1.11 .97 .85 .75 .65

2.19 1.68 1.36 1.19 1.05 .93 .82 .72 .64

2.06 1.58 1.28 1.13 1.00 .88 .79 .70 .62

3.69 2.62 1.93 1.49 1.21 1.08 .96 .85 .76 .68 .61

3.38 2.42 1.82 1.42 1.17 1.03 .93 .82 .74 .66 .60

.69d 3.16 2.28 1.73 1.35 1.13 1.00 .89 .80 .72 .65 .59

1.38d .54d 2.19 1.66 1.31 1.12 1.00 .87 .78 .71 .64 .59

1.12d 2.13 1.63 1.32 1.12 .97 .87 .77 .70 .64 .59

1.47d .15d 1.63 1.33 1.12 .97 .86 .77 .70 .64

1.50d 2.14 1.65 1.35 1.15 .98 .87 .78 .71 .66

2.97 2.17 1.69 1.38 1.16 1.00 .88 .79 .73

3.01 2.21 1.73 1.41 1.19 1.03 .91 .82

4.59 3.08 2.27 1.78 1.45 1.23 1.06 .95 .87

6.81t 4.72 3.19 2.35 1.85 1.51 1.28 1.12
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-0.5

-1

-1.5

-2

-2.5

-3

-3.5

Minimum Loads (t)
(m)

7.5

7

0

5.5

5

4.5

4

3.5

3

2.5

2

1.5

1

0.5

6

Dn Cant Up Cant Safety Factor: 60% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 185-355°

Fleet Number: RTE019 through to RTE021 5bLT

Configuration: Rail +150..200mm Locked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

175
185 Stafford, ST16 3HS
185 4
175 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.76s 3.62d

3.52s 3.64s

3.34s 3.47s 3.51t

3.32s 3.33s 3.43s 3.26t

3.65s 3.53s 3.50s 3.43t 3.27s 2.55d

3.89s 3.55s 3.63s 3.46t 3.26t 3.10t

4.78d 4.26s 3.99s 3.79s 3.52t 3.29t 3.13t 2.71d

4.95s 5.31s 4.70s 4.33s 3.94t 3.60t 3.34t 3.14t 2.96t

4.81s 5.60s 5.31t 4.59t 4.08t 3.70t 3.40t 3.18t 3.02t

5.00s 5.62s 5.74t 4.85t 4.24t 3.81t 3.48t 3.23t 3.07t

5.63s 6.04s 6.24s 5.16t 4.45t 3.94t 3.58t 3.30t 3.11t 2.82d

5.84s 6.41s 6.65s 6.57s 5.54t 4.67t 4.10t 3.69t 3.39t 3.17t 2.88t

5.99t 6.91d 6.94s 6.80d 5.90t 4.92t 4.27t 3.81t 3.48t 3.25t 2.92t

4.23d 6.55t 7.49t 7.25s 7.02s 6.32t 5.17t 4.45t 3.95t 3.58t 3.34t 2.97t

3.48d 5.24d 7.35d 8.28s 7.83s 7.25s 6.49s 5.42t 4.63t 4.09t 3.70t 3.43t 2.47d

4.89d 6.48d 8.60d 8.96d 8.30s 7.48s 6.55s 5.67t 4.82t 4.23t 3.82t 3.52t

8.00d 10.29d 9.79s 8.65d 7.54s 6.56s 5.81s 5.01t 4.39t 3.95t 3.54t

12.13s 10.39s 8.90s 7.54s 6.59s 5.83s 5.20t 4.54t 4.10t 3.45t

9.51d 13.10s 10.86s 8.98s 7.62s 6.63s 5.87s 5.28s 4.72t 4.14t

13.83s 10.98s 9.04s 7.69s 6.69s 5.95s 5.34s 4.69s 3.85s

18.57d 14.09s 11.11s 9.16s 7.83s 6.81s 5.94s 5.12s 4.19s

19.57s 14.39s 11.31s 9.25s 7.78s 6.58s 5.52d 4.44s

7.44t 13.02t 18.81s 13.74s 10.69s 8.64s 7.10s 5.74s

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.66s 3.23d

3.06s 2.93d

3.07s 2.68d 2.65d

3.05s 2.63s 2.75d 2.54d

3.56s 3.02s 2.62s 2.40d 2.40d 2.40d

3.49s 2.99s 2.60s 2.27s 2.30d 2.39d

4.73d 3.43s 2.94s 2.57s 2.27s 2.33d 2.26d 2.33d

4.95s 4.36s 3.38s 2.90s 2.54s 2.25s 2.26d 2.26d 2.32d

4.81s 3.94s 3.32s 2.97s 2.52s 2.24s 2.47s 2.25d 2.22d

4.86s 3.87s 3.27s 2.84s 2.50s 2.23s 2.24d 2.24d 2.23d

4.64s 3.82s 3.24s 2.81s 2.48s 2.22s 2.38t 2.27d 2.25d 2.26d

5.84s 4.60s 3.90s 3.22s 2.80s 2.69s 1.85t 2.37t 2.35d 2.38d 2.25d

4.41d 4.48t 3.77s 3.31s 2.77t 2.09t 1.93t 2.43t 2.48d 2.40d 2.29d

3.59d 3.74d 3.55t 4.10t 2.66t 2.22t 2.06t 1.97t 2.59d 2.51d 2.47d 2.36d

3.36d 3.37d 3.47d 3.65d 3.70t 4.09t 2.39t 2.20t 2.11t 2.72d 2.61d 2.55d 2.44d

3.48d 3.40d 3.42d 3.50d 3.55t 3.45t 2.61t 2.39t 2.52t 2.94d 2.69d 2.56d

3.42d 3.40d 3.44d 3.93d 3.30t 2.88t 2.64t 3.15d 2.98d 2.90d 2.64d

3.35d 3.57d 4.60t 3.73t 3.23t 3.23t 3.47d 3.32d 2.93d 2.81d

4.29d 4.94d 5.60t 4.44t 3.69t 4.21d 3.74d 3.35d 3.17d

6.06d 6.64d 7.69s 5.04t 5.19d 4.49d 4.00d 3.65d 3.22d

7.59d 8.01d 8.82s 7.39s 6.56s 5.80s 5.01d 4.11d 3.55d

10.17d 10.94d 8.96s 7.29s 6.25s 5.43s 4.76s 4.29s

5.23t 8.88t 13.99d 11.56s 8.99s 7.47s 6.28s 5.48s
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Minimum Loads (t)
(m)
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1

0.5

6

Dn Cant Up Cant Safety Factor: 58% (67% of 87%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 175-185°

Fleet Number: RTE019 through to RTE021 5cLT

Configuration: Rail +150..200mm Locked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1
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Rail-Ability Ltd RACD-10000609

185
355 Stafford, ST16 3HS
175 4

5 356
170
190 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.40 1.92

2.44 2.00 1.62 1.30

2.45 2.02 1.68 1.37 1.11

2.43 2.03 1.71 1.41 1.16

2.95 2.40 1.99 1.70 1.45 1.19 .97

3.56d 2.89 2.36 1.97 1.68 1.46 1.21 .99 .81

3.53 2.80 2.31 1.94 1.67 1.45 1.23 1.01 .83

3.40 2.70 2.20 1.91 1.65 1.44 1.23 1.01 .83 .67

3.30 2.66 2.19 1.88 1.62 1.43 1.23 1.02 .84 .68

3.23 2.61 2.17 1.85 1.61 1.42 1.22 1.01 .83 .68

3.18 2.56 2.13 1.82 1.59 1.42 1.22 1.00 .83 .68

3.11 2.55 2.10 1.82 1.59 1.39 1.20 .98 .81 .67

4.06 3.11 2.40 2.10 1.82 1.56 1.35 1.16 .96 .79 .66

3.84 3.02 2.45 2.07 1.67 1.52 1.32 1.13 .93 .77 .64

4.73 3.69 2.89 2.35 1.99 1.70 1.47 1.28 1.09 .90 .75 .63

5.14 3.60 2.81 2.28 1.91 1.62 1.42 1.24 1.05 .87 .73 .61

3.56 2.73 2.21 1.86 1.59 1.38 1.22 1.00 .84 .71 .60

5.15 3.55 2.70 2.19 1.83 1.57 1.36 1.15 .96 .81 .69

5.12 3.52 2.69 2.15 1.81 1.55 1.33 1.11 .93 .79 .68

5.21 3.56 2.69 2.16 1.81 1.53 1.28 1.07 .91 .78

5.30 3.60 2.73 2.19 1.81 1.47 1.23 1.04 .89

5.44 3.70 2.78 2.16 1.75 1.44 1.21 1.03

8.55t 5.53 3.73 2.74 2.14 1.73

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.37 1.89

2.43 1.96 1.60 1.30

2.43 1.98 1.63 1.35 1.10

2.40 1.96 1.63 1.36 1.14

2.94 2.35 1.93 1.60 1.35 1.14 .96

3.56d 2.82 2.27 1.86 1.56 1.32 1.12 .96 .80

3.46 2.67 2.16 1.79 1.51 1.28 1.10 .94 .80

3.40 2.51 2.02 1.70 1.44 1.23 1.06 .92 .79 .67

3.30 2.44 1.87 1.59 1.36 1.18 1.02 .89 .78 .67

3.21 2.34 1.78 1.49 1.28 1.12 .98 .86 .75 .66

3.04 2.23 1.70 1.37 1.21 1.06 .93 .82 .73 .64

2.85 2.11 1.60 1.29 1.14 1.01 .89 .79 .71 .63

3.83 2.68 1.97 1.52 1.22 1.14 .96 .86 .77 .69 .61

3.51 2.48 1.85 1.44 1.18 1.04 .92 .83 .74 .67 .60

3.78d 3.26 2.33 1.76 1.37 1.14 1.01 .90 .80 .72 .65 .59

3.38d 3.01 2.25 1.70 1.33 1.13 .99 .88 .79 .71 .64 .59

2.87 2.18 1.66 1.33 1.13 1.01 .87 .78 .70 .64 .59

2.86 2.18 1.67 1.35 1.15 .98 .87 .78 .70 .64

3.06 2.20 1.69 1.37 1.15 1.00 .87 .78 .71 .66

3.08 2.24 1.73 1.40 1.17 1.01 .89 .80 .73

3.15 2.30 1.78 1.44 1.21 1.04 .92 .83

4.91 3.25 2.39 1.86 1.52 1.28 1.11 1.01

6.70t 5.17 3.43 2.53 1.99 1.64
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Dn Cant Up Cant Safety Factor: 60% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 5-175°

Fleet Number: RTE019 through to RTE021 5BLT

Configuration: Rail +150..200mm Locked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

355
5 Stafford, ST16 3HS
5 4

355 356
10

350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.83 1.41

1.50 1.17

1.52 1.23 .94

1.50 1.26 1.00 .66

1.78 1.47 1.25 1.04 .72 .42

2.11 1.73 1.45 1.23 1.05 .75 .47

2.53 2.04 1.67 1.42 1.20 1.04 .77 .49 .25

2.40 1.95 1.62 1.37 1.19 1.03 .78 .50 .26

2.26 1.84 1.56 1.34 1.16 1.02 .78 .50 .27

2.19 1.81 1.53 1.31 1.15 1.01 .76 .49 .26

2.15 1.77 1.50 1.29 1.13 1.01 .74 .47 .25 .06

2.64 2.08 1.74 1.48 1.28 1.10 1.01 .71 .45 .23 .05

2.68 2.09 1.71 1.48 1.27 1.14 .94 .67 .42 .21 .04

3.35 2.64 2.11 1.75 1.44 1.26 1.09 .89 .62 .38 .18 .02

4.86 3.24 2.49 2.00 1.67 1.42 1.18 1.04 .84 .56 .33 .15 .00

4.90 3.16 2.37 1.91 1.58 1.35 1.10 .99 .76 .50 .29 .12

3.13 2.33 1.85 1.53 1.30 1.12 .94 .68 .44 .25 .10

5.05 2.30 1.82 1.49 1.26 1.09 .89 .61 .39 .21 .08

2.30 1.80 1.48 1.24 1.08 .80 .55 .35 .19

5.43 2.33 1.80 1.48 1.25 1.01 .73 .50 .32 .18

3.39 2.40 1.85 1.51 1.20 .94 .68 .47 .31

3.59 2.53 1.88 1.46 1.16 .91 .66 .47

6.95 3.70 2.51 1.86 1.44 1.15 .91

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.82 1.39

1.47 1.15

1.48 1.20 .92

1.47 1.20 .95 .65

1.78 1.43 1.17 .93 .67 .42

2.11 1.69 1.37 1.15 .90 .65 .44

2.50 1.97 1.58 1.29 1.08 .84 .62 .43 .24

2.36 1.77 1.46 1.21 1.02 .77 .57 .39 .24

2.26 1.63 1.30 1.11 .90 .69 .51 .36 .22

2.14 1.53 1.18 1.01 .79 .60 .45 .31 .19

1.99 1.42 1.10 .85 .68 .52 .39 .27 .16 .05

2.64 1.83 1.31 .94 .77 .57 .45 .34 .22 .13 .03

2.36 1.64 1.18 .81 .62 .49 .38 .27 .18 .10 .02

3.18 2.11 1.48 1.08 .71 .54 .43 .34 .24 .15 .07 .01

4.76 2.86 1.91 1.36 .99 .64 .50 .42 .28 .20 .12 .05 .00

4.53 2.68 1.80 1.28 .91 .62 .47 .38 .26 .17 .10 .04

2.62 1.75 1.24 .88 .63 .54 .34 .25 .17 .09 .04

1.73 1.24 .92 .64 .50 .34 .24 .16 .10 .06

1.76 1.27 .96 .69 .49 .35 .25 .17 .12

1.81 1.31 1.01 .73 .52 .38 .28 .21 .17

2.83 1.89 1.37 1.06 .78 .57 .43 .32 .26

2.99 2.00 1.46 1.14 .87 .65 .50 .43

6.20 3.26 2.18 1.59 1.25 1.03 .83
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Maximum Loads (t)
(m)

Safety Factor: 67%
RTE019 through to RTE021
Unlocked 01/06/2020

5aU

Rail-Ability Ltd, Tollgate Drive

Tel: 01785 214747
mail@railability.co.uk

Rated Lift Capacity Chart

Machine type:
Configuration:

Equipment:

Fleet Number:

RA310
Rail +150..200mm Unlocked
1.9 + 3.4 + 2.1

Floating Axle:
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Rail-Ability Ltd RACD-10000609

5
175 Stafford, ST16 3HS
355 4
185 356
170
190 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.27

1.29 1.05

1.08 .78

1.26 1.07 .84 .53

1.23 1.06 .86 .57 .31

1.43 1.20 1.04 .85 .59 .34

1.98 1.57 1.37 1.18 1.02 .83 .61 .35

1.87 1.52 1.34 1.15 1.00 .82 .61 .35 .14

1.80 1.52 1.30 1.13 .98 .81 .60 .35 .15

1.76 1.46 1.28 1.11 .95 .81 .58 .33 .14

1.76 1.47 1.26 1.10 .96 .83 .56 .32 .12

2.87 2.19 1.76 1.45 1.26 1.10 .97 .80 .52 .29 .10

2.89 2.22 1.71 1.45 1.26 1.11 .99 .74 .48 .26 .08

3.80 2.77 2.21 1.67 1.49 1.28 1.10 .93 .68 .42 .22 .06

3.74 2.69 2.10 1.72 1.20 1.21 1.07 .87 .61 .38 .19 .04

2.61 2.03 1.64 1.37 1.14 1.02 .81 .54 .33 .16 .02

8.37t 2.58 1.98 1.61 1.32 1.15 .99 .72 .48 .28 .12

6.71 2.58 1.97 1.58 1.15 1.13 .93 .65 .42 .25 .11

10.56d 2.59 1.96 1.59 1.32 1.11 .84 .58 .38 .22

6.97 2.65 2.01 1.61 1.31 1.05 .77 .54 .36

4.01 2.75 2.08 1.59 1.26 1.02 .74 .53 .37

7.58 4.16 2.76 2.03 1.56 1.23 1.00 .74

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.25

1.29 1.03

1.05 .76

1.26 1.03 .76 .52

1.21 1.00 .74 .52 .30

1.40 1.16 .94 .70 .50 .32

1.95 1.56 1.29 1.08 .85 .64 .46 .30

1.87 1.40 1.18 .99 .77 .58 .41 .27 .13

1.76 1.30 1.06 .87 .67 .51 .37 .23 .12

1.65 1.21 .91 .74 .58 .44 .31 .19 .09

1.51 1.11 .77 .63 .49 .37 .26 .16 .07

2.87 1.95 1.37 1.00 .66 .54 .43 .31 .21 .12 .04

2.52 1.74 1.24 .89 .60 .46 .37 .26 .17 .09 .02

1.04d 2.28 1.58 1.15 .77 .54 .42 .32 .22 .14 .07 .01

2.06d .81d 1.48 1.07 .69 .51 .41 .28 .19 .13 .06 .01

1.67d 1.42 1.03 .71 .51 .37 .28 .18 .11 .05 .02

1.92 .22d 1.04 .72 .51 .37 .26 .18 .11 .06

1.93 1.42 1.06 .76 .56 .39 .28 .19 .12 .09

2.07 1.46 1.10 .82 .58 .41 .30 .22 .16

2.12 1.51 1.14 .86 .63 .46 .34 .26

3.36 2.19 1.57 1.20 .93 .69 .52 .41 .35

6.50 3.50 2.31 1.66 1.28 1.03 .78 .61

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 5bU

Configuration: Rail +150..200mm Unlocked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020
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Dn Cant Up Cant Safety Factor: 67%

Maximum Loads (t)
(m)
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Sector: 185-355°
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Rail-Ability Ltd RACD-10000609

175
185 Stafford, ST16 3HS
185 4
175 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

5.62s 5.41d

5.26s 5.44s

4.99s 5.18s 5.24t

4.95s 4.97s 5.12s 4.86t

5.45s 5.27s 5.22s 5.13t 4.88s 3.80d

5.80s 5.29s 5.42s 5.17t 4.87t 4.63t

7.13d 6.35s 5.95s 5.66s 5.26t 4.91t 4.67t 4.05d

7.39s 7.93s 7.01s 6.46s 5.88t 5.37t 4.98t 4.69t 4.43t

7.18s 8.35s 7.93t 6.85t 6.08t 5.52t 5.08t 4.75t 4.51t

7.46s 8.39s 8.57t 7.24t 6.33t 5.69t 5.20t 4.83t 4.58t

8.41s 9.01s 9.31s 7.70t 6.64t 5.89t 5.34t 4.93t 4.65t 4.20d

8.72s 9.57s 9.92s 9.81s 8.27t 6.97t 6.12t 5.50t 5.05t 4.74t 4.30t

8.93t 10.32d 10.35s 10.15d 8.81t 7.34t 6.37t 5.69t 5.19t 4.85t 4.36t

6.32d 9.77t 11.18t 10.81s 10.48s 9.43t 7.72t 6.63t 5.89t 5.35t 4.98t 4.43t

5.19d 7.83d 10.97d 12.36s 11.68s 10.83s 9.69s 8.09t 6.91t 6.10t 5.52t 5.12t 3.69d

7.30d 9.68d 12.84d 13.37d 12.39s 11.16s 9.77s 8.46t 7.19t 6.32t 5.70t 5.25t

11.93d 15.36d 14.61s 12.91d 11.26s 9.79s 8.67s 7.48t 6.55t 5.90t 5.28t

18.11s 15.51s 13.28s 11.26s 9.84s 8.71s 7.77t 6.78t 6.11t 5.15t

14.20d 19.56s 16.22s 13.40s 11.38s 9.90s 8.76s 7.87s 7.04t 6.17t

20.64s 16.38s 13.49s 11.47s 9.98s 8.87s 7.97s 7.00s 5.75s

27.72d 21.03s 16.58s 13.67s 11.68s 10.16s 8.87s 7.65s 6.26s

29.21s 21.48s 16.88s 13.80s 11.61s 9.82s 8.24d 6.63s

11.10t 19.43t 28.07s 20.51s 15.95s 12.90s 10.60s 8.56s

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

5.46s 4.82d

4.57s 4.38d

4.58s 4.00d 3.96d

4.56s 3.92s 4.10d 3.79d

5.32s 4.50s 3.90s 3.58d 3.58d 3.59d

5.21s 4.46s 3.88s 3.39s 3.43d 3.56d

7.05d 5.12s 4.39s 3.84s 3.38s 3.48d 3.37d 3.48d

7.39s 6.51s 5.04s 4.33s 3.79s 3.36s 3.37d 3.37d 3.46d

7.18s 5.87s 4.96s 4.43s 3.76s 3.34s 3.68s 3.36d 3.32d

7.26s 5.77s 4.89s 4.24s 3.73s 3.33s 3.34d 3.34d 3.33d

6.93s 5.70s 4.84s 4.20s 3.70s 3.32s 3.55t 3.38d 3.36d 3.37d

8.72s 6.87s 5.82s 4.81s 4.18s 4.02s 2.76t 3.54t 3.50d 3.55d 3.36d

6.59d 6.68t 5.63s 4.94s 4.13t 3.12t 2.88t 3.62t 3.70d 3.59d 3.42d

5.36d 5.58d 5.30t 6.12t 3.97t 3.31t 3.07t 2.94t 3.86d 3.74d 3.69d 3.52d

5.01d 5.03d 5.17d 5.45d 5.52t 6.10t 3.57t 3.29t 3.15t 4.07d 3.89d 3.81d 3.64d

5.19d 5.07d 5.11d 5.23d 5.30t 5.16t 3.90t 3.57t 3.76t 4.38d 4.02d 3.83d

5.11d 5.07d 5.14d 5.87d 4.93t 4.30t 3.94t 4.70d 4.45d 4.32d 3.94d

5.00d 5.32d 6.87t 5.57t 4.82t 4.82t 5.19d 4.96d 4.38d 4.20d

6.40d 7.38d 8.35t 6.62t 5.50t 6.28d 5.59d 5.00d 4.73d

9.04d 9.91d 11.48s 7.52t 7.75d 6.71d 5.97d 5.44d 4.80d

11.32d 11.96d 13.16s 11.03s 9.79s 8.65s 7.48d 6.13d 5.29d

15.18d 16.33d 13.37s 10.88s 9.33s 8.11s 7.11s 6.41s

7.81t 13.25t 20.88d 17.26s 13.42s 11.15s 9.38s 8.18s

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 5cU

Configuration: Rail +150..200mm Unlocked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020
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Dn Cant Up Cant Safety Factor: 87%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 175-185°
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Rail-Ability Ltd RACD-10000609

185
355 Stafford, ST16 3HS
175 4

5 356
170
190 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.00 1.56

2.05 1.65 1.29 .99

2.05 1.67 1.36 1.07 .73

2.03 1.68 1.39 1.12 .81

2.48 2.00 1.64 1.38 1.16 .87 .56

3.09 2.42 1.96 1.61 1.36 1.17 .90 .60 .33

2.95 2.32 1.90 1.58 1.35 1.16 .93 .62 .36

2.80 2.21 1.78 1.55 1.33 1.15 .94 .63 .37 .15

2.69 2.17 1.77 1.51 1.30 1.14 .93 .63 .38 .16

2.61 2.10 1.75 1.48 1.29 1.13 .92 .62 .37 .16

2.55 2.06 1.70 1.45 1.27 1.13 .91 .61 .36 .15

2.48 2.04 1.67 1.45 1.27 1.10 .88 .58 .33 .14

3.24 2.48 1.88 1.67 1.45 1.23 1.05 .82 .54 .30 .12

2.99 2.38 1.93 1.64 1.28 1.18 1.01 .76 .50 .27 .09

3.97 2.83 2.23 1.82 1.54 1.31 1.13 .94 .71 .44 .24 .07

3.89 2.72 2.14 1.75 1.45 1.23 1.07 .89 .63 .39 .20 .05

2.68 2.06 1.67 1.40 1.19 1.03 .84 .56 .34 .17 .03

3.87 2.67 2.02 1.64 1.37 1.17 1.00 .74 .49 .30 .14

3.86 2.64 2.01 1.60 1.34 1.15 .95 .66 .44 .26 .12

3.95 2.68 2.01 1.61 1.34 1.13 .86 .60 .39 .23

4.04 2.72 2.05 1.64 1.34 1.06 .79 .56 .37

4.20 2.84 2.11 1.62 1.28 1.03 .76 .54

8.14 4.30 2.86 2.07 1.59 1.25

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.97 1.53

2.04 1.61 1.28 .99

2.03 1.62 1.31 1.05 .72

2.00 1.61 1.31 1.06 .78

2.48 1.94 1.57 1.27 1.05 .78 .54

3.09 2.34 1.86 1.50 1.23 1.02 .75 .54 .32

2.87 2.18 1.74 1.42 1.17 .95 .71 .51 .33

2.80 2.00 1.58 1.31 1.10 .87 .66 .47 .31 .14

2.69 1.92 1.41 1.19 1.01 .78 .58 .42 .28 .14

2.59 1.81 1.32 1.09 .88 .68 .52 .37 .24 .12

2.41 1.69 1.22 .92 .75 .59 .44 .32 .20 .10

2.20 1.55 1.12 .78 .63 .50 .37 .26 .16 .07

2.98 2.00 1.40 1.03 .66 .64 .42 .33 .22 .13 .05

2.63 1.78 1.27 .89 .59 .47 .36 .27 .18 .10 .03

3.51 2.35 1.62 1.17 .79 .54 .42 .32 .23 .15 .08 .01

3.12 2.12 1.52 1.10 .72 .53 .39 .29 .21 .12 .06 .01

1.99 1.46 1.06 .72 .52 .41 .28 .18 .12 .06 .02

1.98 1.45 1.06 .74 .55 .38 .27 .19 .11 .06

2.13 1.48 1.09 .79 .55 .40 .28 .19 .13 .09

2.16 1.52 1.13 .82 .59 .43 .31 .22 .16

2.23 1.58 1.20 .91 .65 .48 .35 .28

3.63 2.35 1.68 1.28 1.02 .76 .58 .50

7.60 3.92 2.54 1.84 1.42 1.16

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 5BU

Configuration: Rail +150..200mm Unlocked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020
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Dn Cant Up Cant Safety Factor: 67%

Maximum Loads (t)
(m)
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Sector: 5-175°

0

5.5

5

4.5

4

3.5

3

2.5

2

1.5

1

0.5

6.5

-0.5

-1

-1.5

-2

-2.5

-3

-3.5

Minimum Loads (t)
(m)

7.5

7

0.5

6

5.5

5

4.5

4

3.5

3

2.5

2

1.5

1

-3

-3.5

0

-0.5

-1

-1.5

-2

-2.5

Issue 1

Uncontrolled when printed.

mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk


Rail-Ability Ltd RACD-10000609

355
5 Stafford, ST16 3HS
5 4

355 356
10

350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.23 .94

1.00 .78

1.02 .83 .63

1.01 .84 .67 .45

1.19 .99 .84 .70 .48 .28

1.41 1.16 .97 .82 .70 .50 .31

1.69 1.36 1.12 .95 .81 .70 .52 .33 .16

1.61 1.31 1.09 .92 .80 .69 .52 .34 .18

1.52 1.23 1.05 .90 .78 .68 .52 .33 .18

1.46 1.21 1.03 .88 .77 .68 .51 .33 .17

1.44 1.19 1.00 .86 .76 .68 .49 .31 .17 .04

1.77 1.39 1.17 .99 .86 .74 .68 .47 .30 .16 .03

1.80 1.40 1.15 .99 .85 .76 .63 .45 .28 .14 .02

2.24 1.77 1.41 1.18 .96 .85 .73 .60 .41 .25 .12 .01

3.26 2.17 1.67 1.34 1.12 .95 .79 .70 .56 .37 .22 .10 .00

3.28 2.12 1.59 1.28 1.06 .91 .74 .66 .51 .33 .19 .08

2.10 1.56 1.24 1.03 .87 .75 .63 .46 .29 .17 .06

3.38 1.54 1.22 1.00 .85 .73 .59 .41 .26 .14 .05

1.54 1.21 .99 .83 .72 .54 .37 .23 .13

3.64 1.56 1.20 .99 .84 .68 .49 .33 .21 .12

2.27 1.61 1.24 1.01 .80 .63 .46 .32 .21

2.40 1.69 1.26 .98 .78 .61 .44 .32

4.66 2.48 1.68 1.25 .96 .77 .61

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.22 .93

.99 .77

.99 .80 .62

.98 .80 .64 .44

1.19 .96 .78 .62 .45 .28

1.41 1.13 .92 .77 .60 .44 .30

1.67 1.32 1.06 .87 .73 .56 .41 .29 .16

1.58 1.19 .97 .81 .68 .51 .38 .26 .16

1.52 1.09 .87 .74 .60 .46 .35 .24 .15

1.44 1.03 .79 .68 .53 .40 .30 .21 .13

1.33 .95 .73 .57 .45 .35 .26 .18 .10 .04

1.77 1.22 .88 .63 .51 .39 .30 .23 .15 .08 .02

1.58 1.10 .79 .54 .41 .33 .25 .18 .12 .07 .01

2.13 1.41 .99 .73 .48 .36 .29 .23 .16 .10 .05 .00

3.19 1.91 1.28 .91 .66 .43 .33 .28 .19 .14 .08 .04 .00

3.03 1.80 1.21 .86 .61 .42 .31 .25 .17 .11 .07 .03

1.75 1.17 .83 .59 .42 .36 .22 .17 .11 .06 .03

1.16 .83 .61 .43 .33 .23 .16 .11 .07 .04

1.18 .85 .64 .46 .33 .24 .17 .12 .08

1.21 .88 .67 .49 .35 .26 .19 .14 .12

1.89 1.26 .92 .71 .52 .38 .29 .22 .18

2.01 1.34 .98 .76 .58 .43 .33 .29

4.15 2.18 1.46 1.07 .84 .69 .56

RTE019 through to RTE021
Unlocked 01/06/2020

5aUT

Rail-Ability Ltd, Tollgate Drive

Tel: 01785 214747
mail@railability.co.uk

Rated Lift Capacity Chart

Machine type:
Configuration:

Equipment:

Fleet Number:

RA310
Rail +150..200mm Unlocked Tandem
1.9 + 3.4 + 2.1

Floating Axle:

7.5

7

6.5

6

Maximum Loads (t)
(m)

Safety Factor: 45% (67% of 90%)
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(m)
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Sector: 355-5°

Dn Cant Up Cant
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Rail-Ability Ltd RACD-10000609

5
175 Stafford, ST16 3HS
355 4
185 356
170
190 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

.85

.86 .70

.72 .52

.85 .72 .56 .36

.83 .71 .58 .38 .21

.96 .81 .70 .57 .40 .23

1.33 1.05 .92 .79 .69 .56 .41 .24

1.25 1.02 .90 .77 .67 .55 .41 .24 .10

1.21 1.02 .87 .76 .65 .54 .40 .23 .10

1.18 .98 .85 .74 .63 .54 .39 .22 .09

1.18 .98 .84 .74 .64 .56 .37 .21 .08

1.92 1.47 1.18 .97 .84 .74 .65 .53 .35 .20 .07

1.94 1.48 1.14 .97 .84 .75 .66 .49 .32 .17 .06

2.55 1.85 1.48 1.12 1.00 .86 .74 .62 .46 .28 .15 .04

2.51 1.80 1.41 1.15 .81 .81 .71 .58 .41 .25 .13 .02

1.75 1.36 1.10 .92 .77 .69 .54 .36 .22 .10 .01

5.61t 1.73 1.32 1.08 .88 .77 .66 .49 .32 .19 .08

4.50 1.73 1.32 1.06 .77 .76 .62 .43 .28 .17 .07

7.08d 1.73 1.31 1.06 .89 .75 .56 .39 .26 .15

4.67 1.78 1.35 1.08 .88 .71 .52 .36 .24

2.69 1.84 1.40 1.07 .84 .68 .50 .35 .25

5.08 2.78 1.85 1.36 1.04 .83 .67 .50

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

.84

.86 .69

.70 .51

.84 .69 .51 .35

.81 .67 .50 .35 .20

.94 .77 .63 .47 .33 .21

1.30 1.05 .87 .72 .57 .43 .31 .20

1.25 .94 .79 .66 .52 .39 .28 .18 .09

1.18 .87 .71 .58 .45 .34 .25 .16 .08

1.11 .81 .61 .49 .39 .30 .21 .13 .06

1.01 .74 .52 .42 .33 .25 .17 .11 .05

1.92 1.30 .92 .67 .44 .36 .28 .21 .14 .08 .03

1.69 1.16 .83 .59 .40 .31 .25 .17 .12 .06 .02

.69d 1.53 1.06 .77 .51 .36 .28 .21 .15 .10 .05 .01

1.38d .54d .99 .72 .46 .34 .28 .19 .13 .08 .04 .00

1.12d .95 .69 .47 .34 .25 .19 .12 .07 .04 .01

1.28 .15d .69 .49 .35 .25 .18 .12 .07 .04

1.29 .95 .71 .51 .37 .26 .19 .13 .08 .06

1.39 .98 .74 .55 .39 .28 .20 .14 .11

1.42 1.01 .77 .57 .42 .31 .23 .18

2.25 1.47 1.05 .80 .62 .46 .35 .27 .23

4.35 2.35 1.55 1.11 .86 .69 .52 .41
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Dn Cant Up Cant Safety Factor: 45% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 185-355°

Fleet Number: RTE019 through to RTE021 5bUT

Configuration: Rail +150..200mm Unlocked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

175
185 Stafford, ST16 3HS
185 4
175 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.76s 3.62d

3.52s 3.64s

3.34s 3.47s 3.51t

3.32s 3.33s 3.43s 3.26t

3.65s 3.53s 3.50s 3.43t 3.27s 2.55d

3.89s 3.55s 3.63s 3.46t 3.26t 3.10t

4.78d 4.26s 3.99s 3.79s 3.52t 3.29t 3.13t 2.71d

4.95s 5.31s 4.70s 4.33s 3.94t 3.60t 3.34t 3.14t 2.96t

4.81s 5.60s 5.31t 4.59t 4.08t 3.70t 3.40t 3.18t 3.02t

5.00s 5.62s 5.74t 4.85t 4.24t 3.81t 3.48t 3.23t 3.07t

5.63s 6.04s 6.24s 5.16t 4.45t 3.94t 3.58t 3.30t 3.11t 2.82d

5.84s 6.41s 6.65s 6.57s 5.54t 4.67t 4.10t 3.69t 3.39t 3.17t 2.88t

5.99t 6.91d 6.94s 6.80d 5.90t 4.92t 4.27t 3.81t 3.48t 3.25t 2.92t

4.23d 6.55t 7.49t 7.25s 7.02s 6.32t 5.17t 4.45t 3.95t 3.58t 3.34t 2.97t

3.48d 5.24d 7.35d 8.28s 7.83s 7.25s 6.49s 5.42t 4.63t 4.09t 3.70t 3.43t 2.47d

4.89d 6.48d 8.60d 8.96d 8.30s 7.48s 6.55s 5.67t 4.82t 4.23t 3.82t 3.52t

8.00d 10.29d 9.79s 8.65d 7.54s 6.56s 5.81s 5.01t 4.39t 3.95t 3.54t

12.13s 10.39s 8.90s 7.54s 6.59s 5.83s 5.20t 4.54t 4.10t 3.45t

9.51d 13.10s 10.86s 8.98s 7.62s 6.63s 5.87s 5.28s 4.72t 4.14t

13.83s 10.98s 9.04s 7.69s 6.69s 5.95s 5.34s 4.69s 3.85s

18.57d 14.09s 11.11s 9.16s 7.83s 6.81s 5.94s 5.12s 4.19s

19.57s 14.39s 11.31s 9.25s 7.78s 6.58s 5.52d 4.44s

7.44t 13.02t 18.81s 13.74s 10.69s 8.64s 7.10s 5.74s

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.66s 3.23d

3.06s 2.93d

3.07s 2.68d 2.65d

3.05s 2.63s 2.75d 2.54d

3.56s 3.02s 2.62s 2.40d 2.40d 2.40d

3.49s 2.99s 2.60s 2.27s 2.30d 2.39d

4.73d 3.43s 2.94s 2.57s 2.27s 2.33d 2.26d 2.33d

4.95s 4.36s 3.38s 2.90s 2.54s 2.25s 2.26d 2.26d 2.32d

4.81s 3.94s 3.32s 2.97s 2.52s 2.24s 2.47s 2.25d 2.22d

4.86s 3.87s 3.27s 2.84s 2.50s 2.23s 2.24d 2.24d 2.23d

4.64s 3.82s 3.24s 2.81s 2.48s 2.22s 2.38t 2.27d 2.25d 2.26d

5.84s 4.60s 3.90s 3.22s 2.80s 2.69s 1.85t 2.37t 2.35d 2.38d 2.25d

4.41d 4.48t 3.77s 3.31s 2.77t 2.09t 1.93t 2.43t 2.48d 2.40d 2.29d

3.59d 3.74d 3.55t 4.10t 2.66t 2.22t 2.06t 1.97t 2.59d 2.51d 2.47d 2.36d

3.36d 3.37d 3.47d 3.65d 3.70t 4.09t 2.39t 2.20t 2.11t 2.72d 2.61d 2.55d 2.44d

3.48d 3.40d 3.42d 3.50d 3.55t 3.45t 2.61t 2.39t 2.52t 2.94d 2.69d 2.56d

3.42d 3.40d 3.44d 3.93d 3.30t 2.88t 2.64t 3.15d 2.98d 2.90d 2.64d

3.35d 3.57d 4.60t 3.73t 3.23t 3.23t 3.47d 3.32d 2.93d 2.81d

4.29d 4.94d 5.60t 4.44t 3.69t 4.21d 3.74d 3.35d 3.17d

6.06d 6.64d 7.69s 5.04t 5.19d 4.49d 4.00d 3.65d 3.22d

7.59d 8.01d 8.82s 7.39s 6.56s 5.80s 5.01d 4.11d 3.55d

10.17d 10.94d 8.96s 7.29s 6.25s 5.43s 4.76s 4.29s

5.23t 8.88t 13.99d 11.56s 8.99s 7.47s 6.28s 5.48s
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Dn Cant Up Cant Safety Factor: 58% (67% of 87%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 175-185°

Fleet Number: RTE019 through to RTE021 5cUT

Configuration: Rail +150..200mm Unlocked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

185
355 Stafford, ST16 3HS
175 4

5 356
170
190 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.34 1.04

1.37 1.10 .87 .66

1.37 1.12 .91 .72 .49

1.36 1.12 .93 .75 .54

1.66 1.34 1.10 .93 .78 .58 .37

2.07 1.62 1.31 1.08 .91 .78 .60 .40 .22

1.98 1.56 1.27 1.06 .90 .78 .62 .41 .24

1.88 1.48 1.19 1.04 .89 .77 .63 .42 .25 .10

1.80 1.45 1.19 1.01 .87 .76 .63 .42 .26 .11

1.75 1.41 1.17 .99 .86 .75 .62 .41 .25 .11

1.71 1.38 1.14 .97 .85 .75 .61 .41 .24 .10

1.66 1.36 1.12 .97 .85 .74 .59 .39 .22 .09

2.17 1.66 1.26 1.12 .97 .82 .71 .55 .36 .20 .08

2.00 1.60 1.29 1.10 .86 .79 .68 .51 .33 .18 .06

2.66 1.90 1.50 1.22 1.03 .88 .75 .63 .47 .30 .16 .05

2.60 1.82 1.43 1.17 .97 .82 .72 .59 .42 .26 .13 .03

1.80 1.38 1.12 .94 .80 .69 .57 .37 .22 .11 .02

2.59 1.79 1.35 1.10 .92 .78 .67 .50 .33 .20 .09

2.59 1.77 1.35 1.07 .90 .77 .64 .44 .29 .17 .08

2.65 1.80 1.35 1.08 .90 .76 .58 .40 .26 .16

2.71 1.83 1.38 1.10 .90 .71 .53 .37 .25

2.82 1.90 1.41 1.08 .86 .69 .51 .36

5.45 2.88 1.92 1.39 1.06 .84

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.32 1.03

1.36 1.08 .86 .66

1.36 1.09 .88 .70 .49

1.34 1.08 .88 .71 .52

1.66 1.30 1.05 .85 .70 .52 .36

2.07 1.57 1.25 1.00 .82 .68 .51 .36 .22

1.92 1.46 1.16 .95 .78 .64 .48 .34 .22

1.88 1.34 1.06 .88 .73 .59 .44 .32 .21 .10

1.80 1.29 .95 .80 .68 .52 .39 .28 .19 .09

1.73 1.21 .88 .73 .59 .46 .35 .25 .16 .08

1.61 1.13 .82 .61 .50 .39 .30 .21 .14 .07

1.47 1.04 .75 .52 .42 .33 .25 .18 .11 .05

2.00 1.34 .94 .69 .44 .43 .28 .22 .15 .09 .03

1.76 1.20 .85 .60 .40 .31 .24 .18 .12 .07 .02

2.35 1.58 1.08 .78 .53 .36 .28 .21 .15 .10 .05 .01

2.09 1.42 1.02 .74 .48 .35 .26 .19 .14 .08 .04 .01

1.33 .98 .71 .48 .35 .28 .19 .12 .08 .04 .01

1.33 .97 .71 .50 .37 .25 .18 .12 .08 .04

1.43 .99 .73 .53 .37 .27 .19 .13 .09 .06

1.45 1.02 .76 .55 .40 .29 .21 .15 .11

1.50 1.06 .80 .61 .44 .32 .24 .19

2.43 1.57 1.13 .86 .69 .51 .39 .34

5.09 2.63 1.71 1.23 .95 .77

-3

-3.5

0

-0.5

-1

-1.5

-2

-2.5

0.5

6

5.5

5

4.5

4

3.5

3

2.5

2

1.5

1

6.5

-0.5

-1

-1.5

-2

-2.5

-3

-3.5

Minimum Loads (t)
(m)

7.5

7

0

5.5

5

4.5

4

3.5

3

2.5

2

1.5

1

0.5

6

Dn Cant Up Cant Safety Factor: 45% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 5-175°

Fleet Number: RTE019 through to RTE021 5BUT

Configuration: Rail +150..200mm Unlocked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

15
345 Stafford, ST16 3HS
345 4

15 356
30

330 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

5.40s 5.15d

5.13s 5.21s 5.38s

5.01s 5.07s 5.12t

5.13s 5.09s 5.07s 5.03s 4.76t

5.39s 5.06s 4.96s 4.88s 4.81t 3.72d

6.08d 5.73s 5.55s 5.35s 5.09t 4.81t 4.57t

7.51d 6.86s 6.35s 5.79s 5.59s 5.18t 4.84s 4.61t 3.78d

7.46s 7.89s 6.99s 6.38s 5.80t 5.31t 4.93t 4.63t 4.37d

7.14s 8.32s 7.79t 6.76t 6.01t 5.45t 5.02t 4.69t 4.46t

7.57s 8.49s 8.46t 7.16t 6.26t 5.62t 5.14t 4.78t 4.53t

8.51s 9.08s 8.82s 7.65t 6.57t 5.83t 5.29t 4.88t 4.61t 4.16t

8.80s 9.54s 9.84s 9.75s 8.19t 6.90t 6.07t 5.46t 5.01t 4.70t 4.28t

9.12d 10.16s 10.26s 10.08d 8.78t 7.28t 6.31t 5.64t 5.15t 4.81t 4.34d

6.51d 9.67d 11.18d 10.89s 10.35s 9.34t 7.66t 6.58t 5.84t 5.31t 4.94t 4.37t

5.26d 7.77d 10.97t 12.26s 11.58s 10.79s 9.58s 8.03t 6.87t 6.05t 5.47t 5.09t 3.71d

7.28d 9.65d 12.69d 13.44s 12.28s 11.05s 9.68s 8.41t 7.15t 6.28t 5.66t 5.21t

11.73d 15.10t 14.55s 12.90s 11.20s 9.72s 8.60s 7.43t 6.50t 5.86t 5.25t

10.20d 14.34d 17.97s 15.42s 13.19s 11.19s 9.77s 8.64s 7.71t 6.74t 6.07t 5.12t

11.06t 19.55s 16.13d 13.31s 11.30s 9.82s 8.69s 7.81s 6.99t 6.14t

11.75t 20.53s 16.28s 13.40s 11.39s 9.91s 8.80s 7.90s 6.94s 5.70s

27.46d 20.89s 16.45s 13.55s 11.59s 10.09s 8.80s 7.60d 6.24s

28.91s 21.26s 16.73s 13.69s 11.52s 9.75s 8.19s 6.62s

11.82t 19.55t 27.58s 20.27s 15.85s 12.83s 10.48s 8.54s

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

5.06s 4.71d

5.13s 4.32s 4.30d

4.37s 4.09s 3.85d

5.13s 4.38s 3.78s 3.64d 3.70d

5.08s 4.47s 3.78s 3.60d 3.49d 3.54d

5.96s 5.16s 4.44s 3.76s 3.31s 3.47d 3.45d

7.16s 5.88s 4.95s 4.27s 3.75s 3.32s 3.33d 3.45d 3.37d

7.04s 6.28s 5.20s 4.23s 3.71s 3.30s 3.37d 3.45d 3.35d

6.91s 5.69s 5.51s 4.19s 3.80s 3.29s 3.29d 3.41d 3.37d

7.02s 5.63s 4.80s 4.17s 3.68s 3.28s 3.74t 3.35d 3.38d

6.74s 5.59s 4.75s 4.25s 3.65s 3.28s 3.41d 3.44d 3.38d 3.42d

8.60d 7.12s 5.57s 4.73s 4.12s 3.65s 2.64t 3.45d 3.57d 3.39d 3.42d

6.44d 6.79d 5.73s 4.73s 4.20t 3.10t 2.76t 3.59t 3.54d 3.61d 3.43d

5.30d 5.50d 5.80t 6.38d 4.24t 3.42t 3.05t 2.92t 3.89d 3.77d 3.71d 3.54d

4.98d 4.98d 5.20d 5.40d 5.08t 6.79d 3.55t 3.39t 3.13t 4.10d 3.93d 3.83d 3.66d

5.16d 4.97d 4.99d 5.26d 5.25t 4.79t 3.87t 3.54t 3.73t 4.35d 3.99d 3.80d

5.01d 4.96d 5.16d 5.81d 5.53t 4.28t 3.92t 4.68d 4.43d 4.30d 3.91d

5.03d 5.08d 5.27d 6.87t 5.55t 4.79t 4.79t 5.07d 4.85d 4.35d 4.12d

6.95d 7.30d 8.37t 6.35t 5.47t 6.26d 5.48d 5.19d 4.63d

9.00d 9.80d 9.43t 7.45t 7.95t 7.14d 5.83d 5.24d 4.70d

11.21d 11.78d 13.18s 10.80s 9.61s 8.57s 7.16d 6.42d 5.50d

14.79d 16.04d 13.11s 10.88s 9.15s 7.95s 7.11s 6.35s

8.15t 13.54t 20.50d 16.85s 13.25s 10.97s 9.28s 8.08s

RTE019 through to RTE021
Locked 01/06/2020

6aL

Rail-Ability Ltd, Tollgate Drive

Tel: 01785 214747
mail@railability.co.uk

Rated Lift Capacity Chart

Machine type:
Configuration:

Equipment:

Fleet Number:

RA310
Rail -0..50mm Locked
1.9 + 3.4 + 2.1

Floating Axle:

7.5
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Safety Factor: 87%
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Sector: 345-15°
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Rail-Ability Ltd RACD-10000609

345
335 Stafford, ST16 3HS

15 4
25 356
10

350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

5.15s 5.42d

5.03s 5.18s

4.70s 4.95s 4.95

4.92s 4.84s 4.93s 4.38

5.13s 4.99s 5.02s 4.78s 4.42 3.88

5.37s 5.39s 5.22s 4.92 4.42 3.92

7.26s 6.76s 6.20s 5.75s 5.43s 4.90s 4.41 3.94 3.49

7.15s 7.74s 6.86s 6.20s 5.47 4.88 4.39 3.95 3.50

7.98s 7.10 6.18 5.44 4.86 4.38 3.95 3.51

7.13s 8.25s 7.05 6.12 5.40s 4.83 4.37 3.94 3.50 3.12

8.13s 8.22 7.00 6.09 5.38 4.81s 4.36 3.93 3.50 3.12

8.61d 9.26d 8.20 6.98 6.07 5.36 4.81 4.37 3.91 3.48 3.11

8.92d 9.97 8.11 6.98 6.07 5.36 4.82 4.33 3.88 3.46 3.10

6.09d 9.62t 10.00 8.15 6.99 6.08 5.35 4.79 4.31 3.85 3.43 3.08

5.15d 7.58d 10.80d 9.94 8.16 6.90 6.04 5.32 4.76 4.30 3.80 3.40 3.06

9.39d 12.57 9.94 8.15 6.92 6.00 5.31 4.74 4.25 3.77 3.38

11.51d 12.69 9.97 8.16 6.89 6.01 5.30 4.74 4.19 3.73 3.35

12.64 9.98 8.17 6.87 6.01 5.31 4.68 4.14 3.70 3.33

10.85t 12.64 9.95 8.21 6.85 6.04 5.28 4.62 4.10 3.68

12.67 9.95 8.17 6.98 5.99 5.20 4.57 4.07 3.66

12.30t 17.13t 17.52 12.72 10.03 8.27 6.92 5.92 5.15 4.55 4.06

17.74 12.87 10.06 8.17 6.86 5.88 5.14 4.55

11.84t 19.05d 17.82 12.86 10.02 8.15 6.84 5.88

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

5.13s 4.71d

4.39s 4.21d

4.43s 3.79s 3.93d

4.53s 3.82s 3.68d 3.65d

5.12s 4.39s 4.14s 3.44s 3.57d 3.65d

5.23s 4.36s 3.78s 3.34s 3.43d 3.48d

7.26s 5.94s 5.15s 4.30s 3.87s 3.33s 3.33d 3.34d 3.47

7.11s 6.17s 4.94s 4.26s 3.74s 3.32s 3.41d 3.30d 3.31d

5.75s 5.56s 4.36s 3.82s 3.30s 3.49s 3.29d 3.33d

6.89s 5.69s 5.25s 4.18s 3.80s 3.29s 3.56d 3.43d 3.34d 3.12

6.84s 5.63s 5.08s 4.16s 3.67s 3.29s 3.58t 3.53d 3.34d 3.10

8.61d 7.01s 5.78s 4.77s 4.15s 3.66s 2.93t 3.40t 3.57d 3.37 3.09

6.47d 6.72d 5.60s 4.77s 4.14s 3.52t 2.77t 3.53t 3.65 3.34 3.07

5.27d 5.49d 5.82d 6.34d 4.15t 3.71t 3.18t 3.03t 3.84t 3.63 3.32 3.05

4.99d 4.97d 5.10d 5.45d 4.71t 4.02t 3.73t 3.28t 3.13t 3.95 3.60 3.30 3.05

4.97d 5.05d 5.15d 5.68d 4.65t 3.91t 3.70t 3.63t 3.93 3.58 3.29

5.03d 5.02d 5.07d 5.63d 4.97t 5.41t 3.93t 4.33 3.92 3.58 3.29

4.53d 5.05d 7.01t 5.86t 4.83t 4.57t 4.32 3.92 3.58 3.30

6.11d 7.17d 7.50 6.37 5.50 4.84 4.33 3.93 3.59

8.56d 9.24 7.55 6.38 5.52 4.87 4.36 3.95 3.63

10.90d 11.45d 9.34 7.61 6.42 5.57 4.91 4.40 4.00

14.50d 12.10 9.43 7.69 6.49 5.63 4.97 4.47

7.78t 12.68t 17.01 12.28 9.58 7.83 6.62 5.75
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Up Cant Dn Cant Safety Factor: 90%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 15-25°

Fleet Number: RTE019 through to RTE021 6bL

Configuration: Rail -0..50mm Locked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609
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325 Stafford, ST16 3HS

25 4
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10

350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

5.18s 5.32d

4.94s 4.70

4.70s 4.74 4.10

4.68s 4.73 4.16 3.61

5.15s 5.01s 4.71 4.16 3.66 3.18

5.52s 5.31s 4.69 4.15 3.69 3.21

7.47d 6.64s 6.10s 5.32 4.65 4.12 3.69 3.24 2.83

7.20 6.09 5.26 4.62 4.11 3.69 3.25 2.85

7.09 6.02 5.22 4.58 4.08 3.68 3.25 2.85

6.94s 7.00 5.96 5.16 4.52 4.06 3.68 3.25 2.85 2.52

8.02s 6.97 5.92 5.13 4.54 4.05 3.67 3.22 2.84 2.51

8.42 6.92 5.88 5.13 4.53 4.06 3.64 3.20 2.82 2.50

8.76t 8.44 6.94 5.90 5.11 4.51 4.03 3.61 3.17 2.79 2.49

5.96d 9.64d 8.39 6.91 5.87 5.10 4.49 4.00t 3.57 3.14 2.78 2.47

5.15d 7.50d 10.61 8.33 6.81t 5.78 5.06 4.45 3.97 3.53 3.10 2.75 2.45

9.30d 10.51 8.30 6.82 5.79 5.02 4.43t 3.94 3.46 3.06 2.72

11.53d 10.45 8.27t 6.81 5.72 5.00 4.41 3.89 3.42 3.02 2.69

10.11d 10.48 8.26 6.78 5.77 5.00 4.41 3.83 3.37 2.99 2.68

10.80d 10.47 8.22 6.76 5.75 5.00 4.32 3.77 3.32 2.96

16.77d 10.47 8.24 6.78 5.76 4.94 4.25 3.73 3.29 2.96

17.05t 14.50 10.54 8.27 6.82 5.70 4.85 4.20 3.69 3.29

12.58t 14.70 10.68 8.31 6.73 5.63 4.81 4.18 3.69

11.87t 18.85t 14.80 10.67 8.27 6.71 5.61 4.81

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

5.15s 4.76d

4.39s 4.26d

4.43s 3.78s 3.89d

4.68s 3.82s 3.92d 3.59

5.14s 4.40s 3.83s 3.34s 3.53d 3.16

5.07s 4.48s 3.79s 3.35s 3.43d 3.18

7.28s 5.95s 5.18s 4.31s 3.88s 3.33s 3.33d 3.17 2.82

5.85s 5.12s 4.27s 3.75s 3.32s 3.49s 3.14 2.82

6.10s 4.89s 4.22s 3.82s 3.30s 3.41d 3.11 2.80

6.94s 5.87s 4.84s 4.20s 3.69s 3.29s 3.41 3.07 2.77 2.51

7.06s 5.66s 4.79s 4.16s 3.80s 3.29s 3.35 3.03 2.74 2.49

6.83s 5.62s 4.79s 4.28s 3.67s 3.02t 3.30 2.99 2.72 2.48

6.44d 6.89d 5.96s 4.92s 4.28s 3.43t 2.77t 3.24 2.95 2.69 2.46

5.37d 5.48d 5.80d 5.16t 4.58t 3.46t 3.07t 2.92t 3.21 2.91 2.66 2.45

5.09d 4.97d 5.10d 5.36d 4.73t 5.09 3.58t 3.29t 3.13t 3.17 2.89 2.65 2.44

4.87d 4.98d 5.15d 5.35t 5.06 4.41 3.57t 3.50 3.16 2.87 2.64

5.08d 4.96d 5.06d 5.53d 5.01t 4.32t 3.88 3.47 3.14 2.87 2.63

4.47d 5.04d 6.05 5.10 4.43 3.89 3.48 3.14 2.87 2.65

6.05d 7.10d 6.10 5.12 4.42 3.90 3.48 3.15 2.89

8.43d 7.53 6.12 5.15 4.45 3.92 3.50 3.18 2.93

11.08d 9.80 7.59 6.18 5.21 4.49 3.96 3.55 3.23

13.80 9.92 7.69 6.26 5.27 4.55 4.02 3.61

7.75t 12.92t 14.07 10.11 7.84 6.39 5.39 4.68
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Up Cant Dn Cant Safety Factor: 90%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 25-35°

Fleet Number: RTE019 through to RTE021 6cL

Configuration: Rail -0..50mm Locked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

5.19s 4.61

4.72 3.99

4.71s 4.07 3.47

4.70s 4.07 3.54 3.03

4.68 4.07s 3.57s 3.08 2.65

5.42 4.64 4.04s 3.57s 3.11 2.69

7.35s 6.34 5.35 4.59s 4.01s 3.54s 3.14 2.71 2.35

6.19 5.19 4.53 3.97 3.53s 3.15 2.72 2.37

6.13s 5.19s 4.48s 3.95s 3.52s 3.14 2.73 2.37

6.05 5.12 4.39 3.93s 3.49 3.13 2.71 2.37 2.07

7.28s 5.99 5.10s 4.40 3.89 3.50 3.12 2.70 2.36 2.06

7.28s 5.99s 5.07 4.40 3.89 3.50t 3.08 2.68 2.34 2.05

8.84t 7.27s 5.99s 5.07 4.42s 3.90 3.45 3.04 2.65 2.32 2.04

5.98d 9.10 7.17 5.75t 5.06 4.36 3.85t 3.41 3.01 2.62 2.29 2.02

5.10d 7.48d 9.04 7.12 5.82 4.97 4.30t 3.80 3.38 2.96 2.57 2.27 2.00

9.21d 8.95 7.08t 5.80 4.87t 4.29 3.77 3.34 2.89 2.53 2.24

11.43d 8.87 6.99 5.78 4.87 4.19 3.75 3.27 2.85 2.50 2.21

10.10d 8.81 6.95 5.74 4.85 4.22 3.71 3.20 2.79 2.46 2.19

8.80 6.91 5.71 4.84 4.20 3.62 3.14 2.75 2.44

8.84 6.92 5.70 4.84 4.14 3.55 3.09 2.72 2.43

12.30 8.89 6.99 5.75 4.79 4.06 3.50 3.06 2.71

12.47 9.06 7.01 5.67 4.71 4.02 3.48 3.06

11.80t 18.98d 12.53 9.02 6.96 5.64 4.70 4.01

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

5.17s 4.57

4.41s 3.97

4.44s 3.80s 3.45

4.55s 3.84s 3.48 3.02

4.41s 3.83s 3.34s 3.04 2.64

5.09s 4.49s 3.79s 3.35s 3.02 2.66

7.35s 6.00s 5.02s 4.32s 3.77s 3.34s 2.99 2.64 2.34

5.90s 4.95s 4.36 3.79 3.32 2.94 2.62 2.34

5.77s 4.90s 4.23s 3.68 3.24 2.89 2.58 2.32

5.70s 4.73 4.09 3.58 3.17 2.83 2.54 2.29 2.06

6.88s 5.66 4.60 3.95 3.49 3.11 2.78 2.50 2.26 2.05

6.85s 5.47 4.47 3.83 3.39 3.03 2.72 2.46 2.23 2.03

6.61d 6.73d 5.32 4.37 3.83 3.32 2.77t 2.68 2.42 2.20 2.01

5.36d 5.49d 5.65t 5.00t 4.26 3.46t 3.19t 2.92 2.63 2.39 2.18 2.00

5.04d 4.97d 5.10d 5.37d 5.06 4.17 3.64 3.22 2.90 2.61 2.37 2.17 1.99

4.87d 4.98d 5.14d 4.98 4.16 3.61 3.19 2.86 2.58 2.35 2.15

5.03d 4.14d 5.07d 4.94 4.16 3.61 3.19 2.85 2.57 2.34 2.15

4.53d 5.12d 4.96 4.18 3.61 3.18 2.84 2.57 2.34 2.16

6.47d 6.21 5.00 4.23 3.64 3.19 2.85 2.58 2.36

8.10 6.23 5.05 4.24 3.66 3.21 2.88 2.60 2.40

10.78d 8.17 6.29 5.12 4.29 3.70 3.25 2.91 2.65

11.62 8.29 6.41 5.19 4.36 3.76 3.31 2.98

7.75t 12.60t 11.86 8.47 6.55 5.32 4.48 3.87
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Up Cant Dn Cant Safety Factor: 90%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 35-45°

Fleet Number: RTE019 through to RTE021 6dL

Configuration: Rail -0..50mm Locked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.13

4.24 3.57

4.27 3.65 3.09

4.24 3.68 3.16 2.69

4.21 3.67 3.20 2.74 2.33

4.90 4.18 3.64 3.20 2.77 2.37

7.06 5.74 4.84 4.15 3.60 3.19 2.79 2.40 2.06

5.64 4.76 4.08 3.57 3.17 2.79 2.40 2.07

5.49 4.67 4.04 3.55 3.15 2.80 2.41 2.08

6.60 5.43 4.63 4.01 3.53 3.14 2.79 2.40 2.07 1.79

6.57 5.42 4.59 3.98 3.51 3.14 2.77 2.39 2.06 1.79

6.54 5.36 4.55 3.95 3.50 3.14 2.75 2.36 2.05 1.78

8.25 6.55 5.39 4.57 3.95 3.50 3.10 2.70 2.34 2.02 1.77

5.85d 8.15 6.47 5.00 4.54 3.92 3.44 3.06 2.66 2.29 1.99 1.75

5.05d 7.40d 8.10 6.39 5.27 4.49 3.89 3.40 3.02 2.60 2.25 1.97 1.73

9.19d 7.99 6.29 5.19 4.41 3.76 3.36 2.97 2.55 2.22 1.94

10.82 7.89 6.21 5.14 4.36 3.78 3.31 2.89 2.50 2.18 1.92

10.11d 7.86 6.18 5.08 4.32 3.74 3.29 2.82 2.44 2.14 1.90

7.83 6.15 5.05 4.29 3.71 3.19 2.75 2.40 2.12

16.60d 10.85 7.87 6.16 5.06 4.29 3.65 3.12 2.70 2.37 2.11

10.92 7.92 6.20 5.10 4.24 3.57 3.08 2.68 2.36

11.11 8.05 6.24 5.01 4.16 3.54 3.05 2.67

11.95t 17.64t 11.21 8.03 6.18 4.98 4.15 3.53

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.09

4.21 3.54

4.26 3.59 3.07

4.22 3.61 3.09 2.67

4.19 3.57 3.08 2.69 2.32

4.87 4.11 3.53 3.06 2.68 2.34

7.02 5.66 4.70 4.00 3.44 3.02 2.64 2.32 2.04

5.42 4.55 3.88 3.35 2.94 2.60 2.30 2.04

5.29 4.35 3.75 3.27 2.87 2.54 2.26 2.02

6.60 5.16 4.14 3.61 3.16 2.79 2.48 2.22 1.99 1.79

6.43 4.99 4.08 3.50 3.07 2.72 2.43 2.18 1.96 1.77

6.23 4.85 3.94 3.38 2.98 2.64 2.38 2.14 1.93 1.75

6.47d 5.94 4.68 3.80 3.26 2.91 2.60 2.33 2.10 1.91 1.74

5.28d 5.48d 5.67t 4.54 3.71 3.20 2.85 2.55 2.28 2.07 1.89 1.73

4.99d 4.97d 5.10d 5.35d 4.42 3.62 3.17 2.79 2.50 2.25 2.04 1.87 1.72

4.68d 5.04d 5.14d 4.33 3.61 3.14 2.78 2.48 2.23 2.03 1.86

5.03d 5.02d 5.06d 4.29 3.62 3.12 2.75 2.46 2.22 2.02 1.86

4.25d 5.04d 4.32 3.62 3.14 2.76 2.46 2.22 2.02 1.87

6.00d 5.45 4.36 3.65 3.14 2.77 2.46 2.23 2.04

7.11 5.45 4.40 3.69 3.17 2.79 2.49 2.25 2.08

10.12 7.19 5.52 4.46 3.74 3.22 2.83 2.53 2.30

10.29 7.31 5.62 4.54 3.80 3.28 2.89 2.59

7.76t 12.48t 10.50 7.49 5.77 4.68 3.93 3.40
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Up Cant Dn Cant Safety Factor: 90%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 45-55°

Fleet Number: RTE019 through to RTE021 6eL

Configuration: Rail -0..50mm Locked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.75

3.86 3.23

3.86 3.32 2.79

3.87 3.33 2.85 2.41

3.84 3.31 2.90 2.46 2.08

4.44 3.81 3.30 2.90 2.49 2.12

5.21 4.37 3.75 3.27 2.87 2.51 2.14 1.82

5.05 4.31 3.71 3.24 2.86 2.53 2.15 1.84

5.02 4.24 3.66 3.19 2.85 2.52 2.16 1.84

4.96 4.14 3.61 3.18 2.82 2.51 2.14 1.84 1.58

5.95 4.90 4.13 3.54 3.15 2.82 2.50 2.13 1.83 1.57

5.80 4.87 4.13 3.58 3.13 2.83 2.46 2.11 1.81 1.56

7.55 5.91 4.86 4.10 3.58 3.17 2.81 2.42 2.08 1.79 1.55

5.76d 7.47 5.93 4.72 4.10 3.60 3.12 2.76 2.38 2.04 1.76 1.53

5.05d 7.39d 7.33 5.80 4.77t 4.08 3.53 3.06 2.71 2.33 2.00 1.73 1.52

9.17d 7.20 5.68 4.71 3.94 3.42 3.02 2.66 2.28 1.96 1.71

9.70 7.11 5.61 4.61 3.91 3.40 2.98 2.57 2.21 1.92 1.68

7.06 5.55 4.55 3.87 3.35 2.94 2.51 2.17 1.89 1.67

13.76d 7.06 5.52 4.54 3.69 3.33 2.85 2.45 2.13 1.86

9.78 7.06 5.51 4.48 3.85 3.26 2.78 2.40 2.10 1.85

9.88 7.13 5.57 4.57 3.79 3.19 2.73 2.37 2.08

10.04 7.25 5.61 4.51 3.72 3.15 2.71 2.36

12.03t 16.08 10.14 7.21 5.56 4.47 3.70 3.14

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.72

3.83 3.20

3.85 3.27 2.76

3.84 3.27 2.80 2.39

3.80 3.24 2.78 2.41 2.07

4.43 3.73 3.18 2.77 2.39 2.09

5.17 4.28 3.64 3.11 2.70 2.36 2.07 1.81

4.92 4.11 3.51 3.02 2.64 2.32 2.04 1.81

4.77 3.92 3.37 2.92 2.56 2.27 2.01 1.79

4.62 3.71 3.23 2.82 2.49 2.21 1.97 1.76 1.57

5.84 4.48 3.60 3.09 2.72 2.41 2.16 1.92 1.73 1.56

5.58 4.34 3.50 2.97 2.63 2.35 2.09 1.88 1.70 1.54

6.46d 5.34 4.18 3.37 2.88 2.55 2.28 2.05 1.85 1.67 1.52

5.27d 5.47d 5.14 4.03 3.26 2.82 2.49 2.23 2.00 1.82 1.65 1.51

4.99d 4.97d 5.10d 4.96 3.90 3.19 2.77 2.49 2.20 1.98 1.79 1.64 1.50

4.59d 4.98d 4.82 3.82 3.16 2.74 2.42 2.16 1.95 1.77 1.62

5.03d 3.98d 4.76 3.78 3.17 2.82 2.41 2.16 1.94 1.77 1.62

4.28d 4.75 3.81 3.19 2.74 2.41 2.15 1.94 1.77 1.64

5.94d 4.78 3.86 3.22 2.77 2.42 2.16 1.95 1.78

6.33 4.83 3.89 3.25 2.79 2.45 2.18 1.98 1.82

9.04 6.40 4.90 3.94 3.29 2.83 2.49 2.22 2.02

9.20 6.52 5.00 4.03 3.36 2.89 2.54 2.29

7.75t 12.57t 9.42 6.68 5.14 4.15 3.48 3.01
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Minimum Loads (t)
(m)

7.5
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6

Up Cant Dn Cant Safety Factor: 90%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 55-65°

Fleet Number: RTE019 through to RTE021 6fL

Configuration: Rail -0..50mm Locked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

295
275 Stafford, ST16 3HS

65 4
85 356
20

340 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.58

3.69 3.08

3.71 3.17 2.65

3.69 3.18 2.72 2.29

3.66 3.17 2.76 2.34 1.97

4.25 3.63 3.14 2.75 2.37 2.01

6.16 5.01 4.18 3.57 3.11 2.74 2.39 2.03 1.72

4.90 4.11 3.53 3.08 2.72 2.40 2.04 1.74

4.79 4.05 3.48 3.05 2.70 2.40 2.04 1.74

4.71 3.99 3.44 3.01 2.70 2.38 2.04 1.74 1.48

5.66 4.65 3.92 3.42 3.00 2.69 2.37 2.01 1.72 1.48

5.56 4.64 3.93 3.40 2.99 2.70 2.33 1.99 1.71 1.47

7.19 5.65 4.59 3.91 3.40 3.01 2.68 2.31 1.96 1.68 1.45

5.76d 7.15 5.68 4.54 3.92 3.43 2.99 2.62 2.25 1.93 1.66 1.44

5.04d 7.31d 6.98 5.56 4.59 3.88 3.35 2.92 2.57 2.20 1.89 1.63 1.42

9.16d 6.85 5.42 4.49 3.81 3.28 2.86 2.53 2.15 1.85 1.61

9.23 6.68 5.33 4.38 3.70 3.21 2.83 2.45 2.10 1.81 1.58

6.72 5.27 4.33 3.66 3.18 2.79 2.38 2.04 1.78 1.56

13.74d 6.70 5.23 4.30 3.65 3.16 2.70 2.32 2.00 1.75

9.25 6.71 5.25 4.31 3.65 3.10 2.63 2.26 1.97 1.74

9.41 6.77 5.26 4.35 3.60 3.02 2.58 2.23 1.96

9.56 6.89 5.32 4.27 3.52 2.98 2.56 2.23

12.06t 15.39 9.64 6.87 5.27 4.23 3.50 2.97

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.55

3.67 3.06

3.71 3.11 2.63

3.69 3.11 2.66 2.27

3.63 3.08 2.65 2.29 1.96

4.22 3.55 3.05 2.62 2.27 1.97

6.13 4.94 4.08 3.45 2.95 2.56 2.24 1.97 1.71

4.69 3.91 3.33 2.88 2.50 2.20 1.94 1.71

4.54 3.72 3.20 2.77 2.42 2.14 1.90 1.69

4.41 3.52 3.05 2.67 2.35 2.09 1.85 1.66 1.47

5.55 4.29 3.41 2.91 2.56 2.28 2.03 1.81 1.63 1.46

5.29 4.10 3.29 2.79 2.48 2.20 1.97 1.78 1.60 1.44

6.44d 5.09 3.94 3.19 2.71 2.40 2.15 1.93 1.74 1.57 1.43

5.27d 5.49d 4.86 3.80 3.07 2.64 2.34 2.09 1.89 1.70 1.55 1.41

4.99d 5.03d 5.09d 4.68 3.68 2.99 2.59 2.30 2.05 1.85 1.68 1.53 1.40

4.59d 4.98d 4.55 3.59 2.97 2.57 2.27 2.03 1.84 1.66 1.52

5.03d 4.01d 4.49 3.55 2.97 2.56 2.27 2.01 1.82 1.65 1.52

4.28d 4.47 3.59 3.01 2.57 2.26 2.01 1.82 1.66 1.53

5.94d 4.50 3.65 3.03 2.60 2.27 2.03 1.83 1.67

5.98 4.56 3.66 3.06 2.62 2.29 2.05 1.85 1.71

8.56 6.05 4.62 3.71 3.10 2.66 2.33 2.08 1.90

8.72 6.17 4.71 3.79 3.16 2.72 2.39 2.15

7.75t 12.58t 8.93 6.34 4.86 3.92 3.29 2.83
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Minimum Loads (t)
(m)

7.5

7

0

5.5

5

4.5

4

3.5

3

2.5

2

1.5

1

0.5

6

Up Cant Dn Cant Safety Factor: 90%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 65-85°

Fleet Number: RTE019 through to RTE021 6gL

Configuration: Rail -0..50mm Locked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.

mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk


Rail-Ability Ltd RACD-10000609

275
265 Stafford, ST16 3HS

85 4
95 356
10

350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.61

3.73 3.11

3.74 3.19 2.68

3.72 3.20 2.74 2.31

3.71 3.20 2.78 2.36 1.99

4.31 3.66 3.16 2.79 2.39 2.03

6.20 5.06 4.23 3.62 3.13 2.76 2.41 2.05 1.74

4.94 4.16 3.56 3.10 2.74 2.42 2.06 1.76

4.85 4.09 3.51 3.08 2.72 2.43 2.06 1.76

4.77 4.03 3.48 3.06 2.72 2.42 2.06 1.76 1.50

5.71 4.69 3.99 3.45 3.04 2.71 2.40 2.05 1.75 1.50

5.64 4.68 3.97 3.44 3.03 2.72 2.38 2.01 1.73 1.49

7.25 5.69 4.64 3.95 3.44 3.04 2.70 2.33 1.99 1.71 1.47

5.76d 7.21 5.70 4.61 3.96 3.46 3.01 2.64 2.29 1.95 1.68 1.45

5.04d 7.31d 7.04 5.61 4.64 3.76 3.38 2.95 2.59 2.22 1.91 1.65 1.44

9.15d 6.92 5.48 4.53 3.84 3.32 2.90 2.55 2.17 1.87 1.62

9.34 6.78 5.39 4.42 3.73 3.20 2.85 2.48 2.12 1.83 1.60

6.79 5.31 4.38 3.69 3.20 2.82 2.40 2.07 1.80 1.58

13.69d 6.78 5.29 4.35 3.69 3.19 2.73 2.34 2.02 1.77

6.79 5.31 4.35 3.68 3.13 2.66 2.29 1.99 1.76

9.48 6.85 5.34 4.40 3.63 3.06 2.61 2.26 1.98

9.63 6.97 5.38 4.32 3.56 3.01 2.58 2.25

12.02t 15.42 9.77 6.94 5.31 4.28 3.54 3.00

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.58

3.70 3.08

3.73 3.14 2.66

3.71 3.14 2.69 2.29

3.66 3.11 2.68 2.31 1.98

4.27 3.60 3.06 2.64 2.29 2.00

6.20 4.98 4.12 3.48 3.01 2.60 2.26 1.98 1.73

4.73 3.96 3.36 2.91 2.52 2.22 1.96 1.72

4.60 3.75 3.22 2.80 2.46 2.16 1.92 1.70

4.47 3.56 3.08 2.69 2.37 2.11 1.88 1.67 1.49

5.59 4.33 3.44 2.95 2.60 2.31 2.05 1.84 1.64 1.48

5.38 4.14 3.33 2.83 2.50 2.23 2.00 1.80 1.62 1.46

6.44d 5.13 3.98 3.22 2.74 2.43 2.17 1.95 1.76 1.59 1.44

5.26d 5.49d 4.90 3.85 3.11 2.67 2.37 2.13 1.91 1.72 1.57 1.43

4.99d 5.03d 5.09d 4.73 3.73 3.02 2.63 2.33 2.08 1.87 1.70 1.55 1.42

4.54d 4.98d 4.60 3.64 3.00 2.60 2.30 2.06 1.86 1.68 1.54

5.09d 4.04d 4.54 3.60 3.01 2.59 2.31 2.04 1.84 1.67 1.54

4.31d 4.53 3.62 3.03 2.60 2.29 2.04 1.84 1.68 1.55

5.94d 4.56 3.71 3.08 2.62 2.30 2.05 1.85 1.69

6.05 4.61 3.71 3.08 2.66 2.32 2.07 1.87 1.73

8.66 6.11 4.67 3.76 3.14 2.70 2.36 2.11 1.92

8.80 6.24 4.77 3.83 3.20 2.75 2.42 2.17

7.77t 12.51t 9.02 6.41 4.91 3.96 3.32 2.86
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(m)
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Up Cant Dn Cant Safety Factor: 90%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 85-95°

Fleet Number: RTE019 through to RTE021 6hL

Configuration: Rail -0..50mm Locked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

265
255 Stafford, ST16 3HS

95 4
105 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.77

3.88 3.25

3.89 3.34 2.81

3.88 3.34 2.87 2.43

3.87 3.34 2.91 2.48 2.10

4.49 3.82 3.30 2.91 2.51 2.13

6.46 5.27 4.42 3.78 3.27 2.89 2.53 2.16 1.84

5.15 4.34 3.72 3.24 2.87 2.54 2.16 1.85

5.04 4.26 3.67 3.22 2.85 2.54 2.17 1.86

4.98 4.21 3.64 3.20 2.84 2.54 2.16 1.85 1.59

5.97 4.90 4.17 3.61 3.18 2.84 2.51 2.15 1.84 1.59

5.90 4.89 4.15 3.59 3.17 2.85 2.49 2.12 1.82 1.58

7.58 5.95 4.85 4.13 3.60 3.18 2.82 2.45 2.10 1.80 1.56

5.76d 7.54 5.96 4.84 4.14 3.61t 3.15 2.77 2.40 2.06 1.78 1.54

5.04d 7.31d 7.37 5.87 4.84 3.94 3.50 3.09 2.72 2.35 2.02 1.75 1.53

9.15d 7.25 5.74 4.74 4.03 3.47 3.04 2.67 2.28 1.98 1.72

9.79 7.10 5.65 4.64 3.91 3.36 2.99 2.60 2.24 1.94 1.69

7.04 5.56 4.60 3.87 3.36 2.96 2.53 2.18 1.90 1.68

13.69d 7.06 5.53 4.57 3.86 3.34 2.87 2.47 2.14 1.88

7.12 5.56 4.57 3.87 3.28 2.80 2.42 2.11 1.87

9.94 7.15 5.60 4.60 3.81 3.22 2.75 2.39 2.09

10.08 7.30 5.64 4.54 3.74 3.17 2.72 2.38

12.06t 16.06 10.13 7.27 5.57 4.49 3.73 3.16

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.74

3.86 3.22

3.89 3.28 2.78

3.87 3.28 2.81 2.41

3.82 3.26 2.81 2.43 2.08

4.46 3.76 3.20 2.76 2.41 2.10

6.46 5.19 4.37 3.64 3.15 2.72 2.37 2.09 1.83

4.94 4.13 3.52 3.05 2.65 2.33 2.06 1.82

4.82 3.93 3.38 2.94 2.58 2.28 2.02 1.80

4.69 3.76 3.24 2.83 2.50 2.22 1.98 1.77 1.58

5.85 4.57 3.62 3.11 2.74 2.43 2.16 1.94 1.74 1.57

5.64 4.36 3.51 2.99 2.64 2.36 2.12 1.90 1.71 1.55

6.44d 5.39 4.21 3.41 2.99 2.57 2.30 2.06 1.86 1.69 1.53

5.26d 5.49d 5.16 4.06 3.29 2.83 2.51 2.25 2.03 1.83 1.66 1.52

4.99d 5.03d 5.09d 4.99 3.94 3.20 2.78 2.47 2.20 1.99 1.80 1.64 1.51

4.59d 4.98d 4.86 3.85 3.19 2.76 2.44 2.19 1.97 1.78 1.63

5.09d 4.04d 4.80 3.81 3.19 2.75 2.45 2.17 1.96 1.78 1.63

4.31d 4.78 3.84 3.20 2.76 2.43 2.17 1.95 1.78 1.64

5.94d 4.82 3.86 3.26 2.77 2.44 2.17 1.96 1.80

6.37 4.87 3.92 3.26 2.82 2.46 2.19 1.99 1.83

9.11 6.44 4.92 3.98 3.32 2.85 2.50 2.24 2.04

9.24 6.56 5.02 4.05 3.38 2.91 2.56 2.30

7.83t 12.51t 9.47 6.73 5.17 4.18 3.50 3.02
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Up Cant Dn Cant Safety Factor: 90%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 95-105°

Fleet Number: RTE019 through to RTE021 6iL

Configuration: Rail -0..50mm Locked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

255
245 Stafford, ST16 3HS
105 4
115 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.21

4.33 3.64

4.34 3.73 3.16

4.33 3.74 3.22 2.74

4.29 3.73 3.26 2.79 2.39

5.00 4.26 3.70 3.25 2.83 2.42

7.19 5.86 4.92 4.20 3.67 3.24 2.84 2.44 2.10

5.75 4.85 4.16 3.63 3.22 2.85 2.46 2.12

5.64 4.77 4.11 3.61 3.20 2.86 2.46 2.13

5.56 4.72 4.08 3.58 3.20 2.84 2.45 2.12 1.84

6.69 5.50 4.65 4.05 3.57 3.19 2.83 2.43 2.11 1.83

6.62 5.49 4.66 4.04 3.56 3.20 2.81 2.41 2.09 1.82

8.42 6.64 5.45 4.64 4.04 3.57 3.15 2.77 2.37 2.06 1.81

5.76d 8.35 6.56 5.41 4.63 4.01 3.51 3.10 2.72 2.34 2.05 1.79

5.04d 7.31d 8.29 6.53 5.33 4.44 3.93 3.47 3.07 2.65 2.30 2.02 1.77

9.16d 8.16 6.46 5.34 4.50t 3.92 3.42 3.03 2.61 2.26 1.99

11.00d 8.01 6.37 5.23 4.43 3.78 3.38 2.95 2.55 2.23 1.96

8.03 6.28 5.18 4.38 3.80 3.35 2.88 2.49 2.19 1.94

10.76t 8.01 6.26 5.16 4.38 3.79 3.26 2.82 2.45 2.17

8.02 6.28 5.16 4.37 3.73 3.19 2.76 2.43 2.15

11.16 8.08 6.33 5.20 4.31 3.65 3.14 2.74 2.42

11.30 8.19 6.35 5.12 4.25 3.61 3.11 2.73

12.10t 17.78 11.44 8.16 6.27 5.08 4.22 3.60

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.19

4.30 3.61

4.34 3.67 3.13

4.31 3.67 3.17 2.73

4.26 3.64 3.15 2.74 2.37

4.94 4.18 3.60 3.11 2.73 2.39

7.19 5.79 4.81 4.07 3.51 3.08 2.69 2.38 2.09

5.54 4.66 3.96 3.43 3.00 2.65 2.35 2.09

5.42 4.44 3.82 3.34 2.93 2.59 2.32 2.07

5.26 4.25 3.68 3.23 2.85 2.54 2.27 2.04 1.83

6.57 5.14 4.13 3.54 3.12 2.78 2.48 2.23 2.01 1.81

6.36 4.95 4.02 3.42 3.03 2.70 2.43 2.19 1.98 1.79

6.44d 6.12 4.79 3.91 3.34 2.96 2.65 2.38 2.15 1.96 1.78

5.27d 5.49d 5.81d 4.66 3.80 3.27 2.90 2.60 2.34 2.12 1.93 1.77

4.99d 5.03d 5.09d 5.34d 4.53 3.71 3.22 2.85 2.55 2.31 2.09 1.91 1.76

4.59d 4.98d 5.14d 4.44 3.69 3.20 2.83 2.53 2.29 2.07 1.90

5.09d 4.04d 5.05d 4.40 3.70 3.19 2.83 2.51 2.27 2.07 1.90

4.28d 5.04d 4.43 3.72 3.20 2.81 2.51 2.27 2.07 1.91

5.94d 5.53 4.50 3.76 3.21 2.82 2.53 2.28 2.09

7.27 5.58 4.51 3.78 3.25 2.85 2.54 2.30 2.12

10.32 7.35 5.64 4.56 3.82 3.29 2.89 2.58 2.35

10.45 7.46 5.73 4.64 3.88 3.35 2.95 2.65

7.86t 12.58t 10.67 7.62 5.87 4.76 4.00 3.46
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(m)
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Up Cant Dn Cant Safety Factor: 90%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 105-115°

Fleet Number: RTE019 through to RTE021 6jL

Configuration: Rail -0..50mm Locked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

245
235 Stafford, ST16 3HS
115 4
125 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.50

4.60 3.89

4.47s 3.96 3.38

4.59s 3.97s 3.44 2.94

4.56s 3.95 3.48 2.99 2.57

5.29 4.52 3.94s 3.46 3.02 2.61

7.38d 6.20 5.22s 4.48s 3.90 3.46 3.04 2.63 2.27

6.10s 5.12 4.42s 3.87 3.44 3.06 2.64 2.29

6.00s 5.08s 4.36s 3.85 3.42 3.05 2.64 2.29

5.91 4.97 4.24 3.81 3.40 3.04 2.63 2.28 1.99

7.05 5.86 4.97 4.27 3.79 3.40 3.03 2.61 2.27 1.99

7.05 5.80 4.94 4.27 3.76 3.40 2.99 2.60 2.25 1.98

8.81d 7.10 5.79 4.96 4.29 3.78 3.34 2.97 2.56 2.23 1.96

5.76d 8.91 7.04 5.74 4.91t 4.24 3.74 3.31 2.91 2.53 2.21 1.94

5.04d 7.32d 8.83 6.92 5.72 4.74t 4.19 3.69 3.27 2.86 2.49 2.19 1.93

9.17d 8.73 6.90 5.65 4.77 4.17 3.67 3.25 2.80 2.45 2.16

11.34d 8.55 6.81 5.60 4.76 4.13 3.63 3.17 2.75 2.41 2.13

10.07d 8.59 6.75 5.55 4.72 4.08 3.59 3.09 2.70 2.38 2.11

10.83t 8.56 6.72 5.53 4.69 4.06 3.50 3.03 2.66 2.35

11.49t 16.66d 11.78 8.56 6.72 5.52 4.69 4.00 3.43 2.98 2.63 2.34

12.31d 11.93 8.61 6.77 5.56 4.63 3.92 3.38 2.95 2.61

12.80t 12.07 8.77 6.78 5.49 4.57 3.88 3.36 2.95

12.15t 18.76 12.14 8.74 6.76 5.44 4.54 3.88

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.46

4.43s 3.86

4.47s 3.82s 3.35

4.44s 3.86s 3.38 2.92

4.41s 3.89 3.35s 2.95 2.55

5.27 4.38s 3.82s 3.35 2.93 2.57

7.38d 6.01s 5.13 4.33s 3.76 3.28 2.90 2.56 2.26

5.91s 4.95 4.24 3.67 3.22 2.85 2.53 2.25

5.76 4.77 4.11 3.57 3.15 2.80 2.49 2.23

5.64 4.56 3.95 3.48 3.07 2.74 2.45 2.21 1.98

6.89s 5.50 4.44 3.82 3.37 3.00 2.68 2.41 2.18 1.97

6.77 5.33 4.33 3.70 3.28 2.94 2.62 2.37 2.15 1.95

6.46d 6.54 5.16 4.21 3.61 3.20 2.76t 2.58 2.34 2.12 1.93

5.27d 5.47d 5.73t 5.02 4.11 3.55 3.07t 2.81 2.54 2.30 2.10 1.92

4.99d 5.04d 5.10d 5.35d 4.75t 4.03 3.50 3.14 2.79 2.51 2.28 2.08 1.91

4.59d 4.98d 5.15d 4.81 4.01 3.48 3.07 2.75 2.48 2.26 2.07

5.03d 3.98d 5.06d 4.77 4.01 3.56 3.06 2.74 2.47 2.25 2.07

4.28d 5.04d 4.81 4.05 3.47 3.06 2.73 2.47 2.25 2.08

5.94d 5.97 4.86 4.06 3.50 3.07 2.74 2.48 2.27

7.83 6.02 4.87 4.09 3.52 3.09 2.77 2.50 2.30

10.67d 7.90 6.08 4.93 4.13 3.56 3.13 2.80 2.55

11.21 8.01 6.18 5.01 4.20 3.62 3.19 2.87

7.86t 12.71t 11.41 8.17 6.33 5.14 4.31 3.74
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Up Cant Dn Cant Safety Factor: 90%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 115-125°

Fleet Number: RTE019 through to RTE021 6kL

Configuration: Rail -0..50mm Locked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

235
225 Stafford, ST16 3HS
125 4
135 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

5.14

4.84s 4.47

4.73s 4.52 3.92

4.71s 4.52 3.97 3.46

4.94s 4.49 3.98 3.50 3.06

5.13s 4.99s 4.47 3.96 3.52 3.09

5.89s 5.02 4.44 3.94 3.53 3.11 2.74

6.87 5.82 5.03 4.41 3.92 3.53 3.12 2.75

6.80 5.75 4.97 4.38 3.90 3.52 3.11 2.76

6.70 5.71 4.95 4.36 3.89 3.52 3.11 2.75 2.45

7.86s 6.68 5.66 4.91 4.33 3.87 3.52 3.10 2.74 2.44

8.04 6.65 5.63 4.89 4.32 3.88 3.49 3.07 2.73 2.43

8.88t 8.05 6.63s 5.65 4.89 4.32 3.87 3.47 3.06 2.70 2.42

5.77d 9.39t 8.04 6.54 5.65 4.90 4.31t 3.84 3.43 3.02 2.69 2.41

5.04d 7.40d 10.18 8.00 6.54 5.53t 4.83 4.27 3.82 3.39 2.99 2.66 2.39

9.18d 10.16 7.96 6.53 5.56 4.82t 4.24 3.78 3.33 2.96 2.64

11.10d 10.07 7.94 6.52 5.49 4.81 4.22 3.74 3.29 2.93 2.62

10.02 7.89 6.51 5.52 4.80 4.22 3.69 3.25 2.89 2.61

10.89d 10.02 7.88 6.46 5.50 4.78 4.15 3.63 3.22 2.87

11.57t 16.71d 13.78 10.01 7.87 6.49 5.51 4.73 4.09 3.59 3.19 2.86

12.37t 13.85 10.06 7.92 6.51 5.45 4.65 4.05 3.56 3.18

13.97 10.18 7.93 6.44 5.40 4.63 4.03 3.56

12.26t 18.95t 14.03 10.16 7.88 6.41 5.39 4.62

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.69d

4.42s 4.34d

4.45s 3.81s 3.88d

4.57s 3.85s 3.67d 3.44

4.43s 3.84s 3.35s 3.45 3.05

5.11s 4.51s 3.81s 3.36s 3.44 3.06

5.03s 4.34s 3.78s 3.35s 3.41 3.06 2.73

6.23s 4.97s 4.42s 3.86s 3.33s 3.33d 3.03 2.72

5.80s 5.58 4.26s 3.72s 3.31s 3.29d 2.99 2.70

5.90s 5.00s 4.20s 3.70s 3.30s 3.28 2.96 2.68 2.44

6.90s 5.67s 4.82s 4.18s 3.68s 3.30s 3.23 2.93 2.66 2.42

6.91s 5.65s 5.08s 4.41s 3.67s 3.19t 3.19 2.89 2.63 2.41

6.47d 6.71d 5.64s 5.07s 4.29s 3.72t 2.87t 3.15 2.86 2.61 2.40

5.28d 5.48d 5.69t 6.04 4.88t 3.72t 3.07t 2.92t 3.11 2.83 2.59 2.38

4.99d 4.97d 5.10d 5.35d 5.65t 4.04t 3.59t 3.29t 3.13t 3.09 2.81 2.58 2.38

4.73d 4.98d 5.14d 5.49d 4.93 4.29 3.57t 3.39 3.07 2.80 2.57

5.03d 5.02d 5.06d 5.45d 4.93 4.28 3.77 3.38 3.06 2.79 2.57

4.28d 5.04d 5.87 4.96 4.31 3.79 3.38 3.06 2.79 2.58

5.94d 7.15d 5.90 4.97 4.30 3.79 3.39 3.07 2.81

8.54d 7.27 5.92 5.00 4.32 3.81 3.41 3.09 2.84

10.69d 9.43 7.32 5.97 5.04 4.35 3.84 3.44 3.13

13.20 9.52 7.41 6.04 5.09 4.40 3.89 3.49

7.95t 12.78t 13.37 9.66 7.52 6.15 5.19 4.50
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Up Cant Dn Cant Safety Factor: 75%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 125-135°

Fleet Number: RTE019 through to RTE021 6lL

Configuration: Rail -0..50mm Locked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

225
215 Stafford, ST16 3HS
135 4
145 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

5.19s 5.45s

4.96s 5.13s

4.71s 4.89s 4.58

4.84s 4.78s 4.60 4.05

5.02s 4.96s 4.59 4.09 3.60

5.54s 5.33s 5.15 4.57 4.10 3.64

7.35s 6.67s 6.14s 5.59s 5.12 4.56 4.10s 3.65 3.24

7.67s 6.67 5.79 5.10 4.53 4.08 3.66 3.25

7.81 6.64 5.74 5.05 4.51s 4.07 3.66 3.26

6.95s 7.72 6.57 5.71 5.04s 4.50 4.06 3.65 3.25 2.91

7.52s 7.68 6.54 5.67 5.02s 4.48 4.06s 3.64 3.25 2.91

9.19s 7.67s 6.52s 5.66s 5.00s 4.48s 4.06 3.62 3.23 2.90

8.88d 9.30 7.68s 6.52s 5.65 5.00 4.49 4.03 3.60 3.21 2.89

5.86d 9.37d 9.25 7.60 6.52 5.65 4.99 4.45 4.01 3.57 3.19 2.87

5.05d 7.41d 10.79d 9.25 7.59 6.39 5.63 4.96t 4.43 3.98 3.54 3.17 2.86

9.21d 11.80 9.25 7.60 6.41 5.60 4.94 4.41 3.94 3.50 3.14

11.38d 11.75 9.23 7.59 6.43 5.58 4.92 4.39 3.89 3.47 3.12

11.71 9.22 7.58 6.43 5.58 4.93 4.34 3.84 3.44 3.11

11.68 9.20 7.58 6.45 5.59 4.88 4.29 3.81 3.42

16.71d 11.70 9.20 7.60 6.46 5.54 4.83 4.25 3.79 3.41

17.23d 16.09 11.77 9.25 7.61 6.41 5.49 4.78 4.23 3.78

16.29 11.87 9.27 7.56 6.34 5.44 4.76 4.21

12.38t 19.13t 16.30 11.84 9.20 7.53 6.33 5.44

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

5.19s 4.60d

4.42s 4.23d

4.44s 3.81s 3.85d

4.45s 3.84s 3.75d 3.66d

4.41s 3.83s 3.35s 3.53d 3.53d

5.27s 4.38s 3.92s 3.36s 3.43d 3.52d

7.35s 5.98s 5.20s 4.32s 3.89s 3.34s 3.58s 3.41d 3.23

5.90s 5.27s 4.29s 3.76s 3.32s 3.42s 3.34d 3.23

5.79s 4.91s 4.23s 3.83s 3.31s 3.35s 3.37d 3.21

6.95s 5.72s 4.85s 4.34s 3.69s 3.30s 3.43s 3.50 3.19 2.90

6.88s 5.66s 4.81s 4.19s 3.91s 3.29s 3.36t 3.36d 3.16 2.89

6.85s 5.82s 4.94s 4.16s 4.10s 3.11t 3.40t 3.44 3.14 2.88

6.61d 6.73d 5.64s 4.79s 4.16s 3.52t 2.77t 3.60t 3.41 3.12 2.86

5.28d 5.49d 5.65t 5.00t 4.31t 3.84t 3.19t 3.03t 3.71 3.38 3.09 2.85

4.99d 4.97d 5.10d 5.45d 5.40t 5.03t 3.88t 3.29t 3.14t 3.69 3.36 3.08 2.85

4.87d 5.05d 5.14d 5.58d 4.48t 3.92t 3.57t 3.52t 3.67 3.34 3.07

5.03d 5.02d 5.06d 5.44d 4.99t 4.98t 3.92t 4.04 3.65 3.33 3.07

4.34d 5.05d 6.96 5.88 4.84t 4.51 4.03 3.65 3.34 3.08

7.37d 7.42d 6.99 5.90 5.11 4.51 4.05 3.66 3.35

8.41d 8.60 7.02 5.94 5.14 4.54 4.06 3.68 3.38

10.86d 11.11 8.65 7.08 5.98 5.18 4.57 4.09 3.72

14.07d 11.19 8.73 7.14 6.03 5.23 4.61 4.15

8.00t 13.05t 15.66 11.34 8.86 7.25 6.13 5.33
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Up Cant Dn Cant Safety Factor: 75%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 135-145°

Fleet Number: RTE019 through to RTE021 6mL

Configuration: Rail -0..50mm Locked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

215
205 Stafford, ST16 3HS
145 4
155 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

5.19s 5.38d

4.95s 5.19s

4.84s 4.88s 5.07s

4.83s 4.88s 4.90s 4.81t

5.15s 4.90s 4.94s 4.95s 4.79t 4.09d

5.26s 5.30s 4.81s 4.87s 4.80s 4.60t

5.97s 5.33s 5.77s 5.45s 5.21t 4.86t 4.62t 4.15

7.79s 6.89s 6.23s 5.81s 5.33t 4.95t 4.65 4.18

7.82s 7.73s 6.77s 6.06t 5.49t 5.06t 4.64 4.18

8.09s 8.16 7.12s 6.28 5.62 5.07 4.63 4.17 3.75

7.88s 8.72s 8.14 7.08 6.26 5.59 5.06 4.62 4.16 3.74

9.11s 9.55 8.11 7.06 6.24 5.59 5.05 4.60 4.14 3.73

8.80t 9.84s 9.52 8.12 7.04 6.24 5.58 5.06 4.60 4.12 3.71

6.00d 9.53d 10.85d 9.56 8.12 7.07 6.23 5.58 5.03t 4.57 4.09 3.70

5.04d 7.50d 10.91t 11.70 9.60 8.07 7.04 6.22 5.56 5.02 4.52 4.06 3.68

9.24d 12.72d 11.70t 9.59 8.12 7.04t 6.22 5.55 5.02 4.49 4.04

11.47d 14.94 11.68 9.57 8.13 7.03 6.21 5.55 4.98 4.46 4.02

14.89 11.72 9.60 8.13 7.06 6.23 5.55 4.93 4.42 4.00

16.98d 14.94 11.78 9.60 8.06 7.07 6.23 5.50 4.89 4.39

14.92 11.75 9.69 8.21 7.10 6.18 5.45 4.87 4.39

20.50 14.97 11.82 9.73 8.19 7.02 6.13 5.42 4.86

20.65 15.10 11.84 9.66 8.13 6.99 6.11 5.41

12.30t 19.19d 20.74 15.07 11.78 9.61 8.09 6.97

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

5.18s 4.68d

4.41s 4.18d

4.43s 3.80s 3.86d

4.44s 3.84s 3.68d 3.66d

5.14s 4.40s 3.83s 3.34s 3.50d 3.57d

5.24s 4.37s 3.81s 3.35s 3.39d 3.41d

5.97s 5.04s 4.45s 3.78s 3.34s 3.33d 3.45d 3.36d

5.87s 4.96s 4.27s 3.75s 3.32s 3.37d 3.38d 3.39d

5.79s 5.58s 4.37s 3.73s 3.30s 3.37d 3.41d 3.41d

5.72s 5.13s 4.20s 3.81s 3.29s 3.48d 3.35d 3.42d 3.37d

6.86s 5.83s 4.95s 4.17s 3.68s 3.29s 3.47t 3.40d 3.42d 3.31d

6.83s 5.62s 4.79s 4.41s 3.67s 3.02t 3.34t 3.43d 3.39d 3.34d

6.64d 6.76d 5.80s 4.92s 4.17s 3.62t 2.76t 3.47t 3.54d 3.61d 3.53d

5.37d 5.50d 5.83d 4.98t 4.44t 3.45t 3.30t 2.92t 3.77t 3.77d 3.67d 3.60d

5.04d 4.97d 5.10d 5.36d 4.95t 6.02t 3.58t 3.53t 3.13t 4.11d 3.88d 3.74d 3.54d

4.87d 4.98d 5.15d 5.35t 4.45t 4.07t 3.57t 3.63t 4.24d 4.18d 3.93d

5.02d 4.96d 5.07d 5.45d 5.20t 4.32t 3.93t 4.58t 4.65d 4.20d 3.96

4.53d 5.32d 7.35t 5.63t 4.82t 4.56t 5.20 4.71 4.30 3.97

6.32d 7.10d 8.15t 6.46t 5.53t 5.82 5.21 4.72 4.32

8.43d 9.40d 9.03 7.56t 6.62 5.84 5.23 4.74 4.36

10.80d 11.34d 11.09 9.09 7.68 6.66 5.88 5.27 4.79

14.35d 14.31 11.19 9.16 7.75 6.71 5.93 5.34

8.00t 12.91t 19.44d 14.49 11.32 9.29 7.87 6.83
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Up Cant Dn Cant Safety Factor: 90%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 145-155°

Fleet Number: RTE019 through to RTE021 6nL

Configuration: Rail -0..50mm Locked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.

mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk


Rail-Ability Ltd RACD-10000609

205
155 Stafford, ST16 3HS
155 4
205 356

50
310 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

5.55s 5.21d

5.13s 5.21s 5.35d

5.01s 5.08s 5.11t

5.12s 4.98s 4.99s 5.03t 4.76t

5.37s 5.29s 5.15s 5.04t 4.82t 3.62d

6.05d 5.59s 5.03s 5.34s 5.08t 4.81t 4.57t

7.37d 6.98s 6.39s 5.96s 5.62t 5.17s 4.84s 4.61t 3.87d

7.63s 8.01s 7.08s 6.43t 5.79t 5.30t 4.92t 4.63t 4.35t

7.32s 8.36s 7.79t 6.75t 6.00t 5.44t 5.02t 4.69t 4.46t

7.60s 8.55s 8.47t 7.16t 6.25t 5.62t 5.14t 4.77t 4.53t

8.53s 9.13s 9.22t 7.63t 6.56t 5.82t 5.28t 4.88t 4.60t 4.16t

8.86d 9.60d 9.85s 9.75s 8.16t 6.89t 6.05t 5.45t 5.00t 4.69t 4.24t

9.11t 10.12s 10.12d 10.08s 8.73t 7.25t 6.31t 5.63t 5.14t 4.81t 4.32t

6.53d 9.72d 11.16t 10.85s 10.42s 9.32t 7.64t 6.57t 5.83t 5.30t 4.94t 4.37t

5.69d 7.79d 10.98d 12.15t 11.50s 10.77s 9.51s 8.01t 6.85t 6.04t 5.47t 5.08t 3.57d

7.29d 9.68d 12.76d 13.40s 12.21s 11.06s 9.59s 8.39t 7.12t 6.26t 5.64t 5.19t

11.77d 15.20d 14.44s 12.85s 11.16s 9.69s 8.58s 7.40t 6.48t 5.85t 5.23t

11.62d 17.93s 15.44s 13.19s 11.21s 9.74s 8.62s 7.69t 6.72t 6.06t 5.08t

11.41t 14.10d 19.42s 16.05s 13.21s 11.26s 9.80s 8.67s 7.79s 6.98t 6.11t

20.41s 16.18s 13.33s 11.35s 9.88s 8.78s 7.87s 6.91s 5.62d

18.32t 27.75s 20.68s 16.33s 13.48s 11.54s 10.04s 8.77s 7.56s 6.19s

28.39s 21.04s 16.57s 13.62s 11.44s 9.70s 8.13s 6.55s

12.61t 20.14d 27.03s 20.00s 15.68s 12.68s 10.43s 8.50s

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

5.07s 4.69d

5.13s 4.32s 4.20d

4.37s 3.85d 3.86d

5.11s 4.38s 3.79s 3.75d 3.74d

5.24s 4.37s 3.78s 3.53d 3.50d 3.58d

6.01s 5.02s 4.33s 3.76s 3.31s 3.39d 3.49d

7.18s 6.09s 5.13s 4.40s 3.74s 3.31s 3.44d 3.34d 3.48d

7.04s 5.80s 4.90s 4.25s 3.72s 3.30s 3.30d 3.30d 3.42d

6.91s 5.70s 4.84s 4.45s 3.69s 3.29s 3.29d 3.29d 3.29d

6.83s 5.80s 4.93s 4.15s 3.66s 3.27s 3.40d 3.39d 3.30d

6.76s 5.75s 4.78s 4.13s 3.66s 3.28s 3.45d 3.36d 3.46d 3.34d

8.86d 7.31s 5.73s 5.01s 4.13s 3.65s 2.74t 3.51t 3.43d 3.48d 3.34d

6.47d 7.09d 5.88s 4.73s 4.19t 2.98t 2.86t 3.65t 3.58d 3.51d 3.39d

5.31d 5.52d 5.54t 4.53t 4.37t 3.55t 3.16t 2.92t 3.73d 3.66d 3.56d 3.45d

5.03d 4.98d 5.21d 5.41d 4.85t 3.97t 3.83t 3.26t 3.13t 3.93d 3.82d 3.73d 3.52d

5.15d 4.96d 4.99d 5.26d 5.21t 4.39t 4.32t 3.67t 3.82t 4.16d 4.11d 3.85d

5.01d 4.96d 5.24d 5.82d 5.11t 4.91t 3.90t 4.72t 4.56d 4.17d 4.02d

5.08d 5.28d 7.12t 6.18t 4.77t 4.66t 5.30d 4.69d 4.47d 4.00d

6.81d 7.32d 7.93t 6.33t 5.46t 6.03d 5.74d 4.94d 4.48d

8.97d 9.78d 9.40t 7.41t 7.64d 6.73d 5.90d 5.15d 4.56d

11.24d 11.87d 12.98s 10.88s 9.66s 8.55s 7.38d 6.06d 5.22d

14.85d 16.42d 12.99s 10.73s 9.19s 7.99s 7.01s 6.33s

8.43t 14.14t 20.65d 16.76s 13.16s 10.84s 9.24s 8.06s
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Up Cant Dn Cant Safety Factor: 87%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 155-205°

Fleet Number: RTE019 through to RTE021 6oL

Configuration: Rail -0..50mm Locked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

155
145 Stafford, ST16 3HS
205 4
215 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

5.54s 5.10d

5.12s 5.21s 5.42d

5.13s 5.09s 5.14s 5.12d

5.10s 4.97s 5.06s 5.04t 4.73d

5.35s 5.28s 5.22s 4.94s 4.81s 3.54d

6.08d 5.45s 5.46s 5.41s 5.08t 4.81t 4.47

7.43d 6.85s 6.37s 5.95s 5.61t 5.17t 4.84t 4.50 3.62d

7.44s 8.02s 7.00s 6.38s 5.78t 5.30t 4.91t 4.50 4.01

7.31s 8.35s 7.76t 6.72t 5.99t 5.44t 4.94 4.50 4.02

7.59s 8.55s 7.90 6.87 6.09 5.44 4.93 4.49 4.02

8.50s 9.13s 7.85 6.85 6.05 5.43 4.91 4.47 4.00 3.60

8.96s 9.64d 9.18 7.84 6.82 6.04 5.42 4.90 4.45 3.99 3.59

9.06t 10.31d 9.16 7.83 6.81 6.04 5.41 4.88t 4.42 3.96 3.58

6.64d 9.86t 11.03t 9.20 7.84 6.80 6.02 5.38 4.87 4.39 3.94 3.56

5.84d 7.89d 11.13d 11.10 9.18 7.80 6.77 6.00t 5.36 4.85 4.36 3.92

7.34d 9.77d 12.78d 11.11 9.16 7.76 6.76 5.98 5.36 4.83 4.32 3.89

11.94d 14.08 11.10 9.16 7.79 6.74 5.97 5.36 4.78 4.28 3.87

11.42d 14.08 11.16 9.18 7.80 6.78 5.99 5.34 4.75 4.26 3.85

11.30t 17.59d 14.11 11.17 9.19 7.82 6.81 6.00 5.29 4.70 4.24

17.17d 19.08 14.09 11.19 9.26 7.86 6.79 5.93 5.24 4.68 4.23

19.18 14.17 11.23 9.29 7.83 6.74 5.89 5.21 4.67

13.42t 19.32 14.26 11.23 9.21 7.77 6.69 5.86 5.21

12.57t 20.23t 19.37 14.21 11.19 9.17 7.74 6.69

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

5.05s 4.64d

5.12s 4.31s 4.23d

5.13s 4.37s 4.13d 3.90d

5.10s 4.37s 3.77s 3.75d 3.67d

5.22s 4.46s 3.78s 3.49d 3.54d 3.54d

5.97s 5.00s 4.32s 3.75s 3.31s 3.39d 3.41d

7.16s 5.89s 5.10s 4.28s 3.74s 3.31s 3.44d 3.41d 3.41d

7.03s 5.78s 4.88s 4.23s 3.72s 3.29s 3.30d 3.34d 3.31d

7.08s 5.86s 4.82s 4.32s 3.68s 3.28s 3.73d 3.37d 3.33d

6.81s 5.62s 5.19s 4.41s 3.66s 3.27s 3.48d 3.31d 3.34d

6.94s 5.58s 4.75s 4.12s 3.64s 3.22t 3.58t 3.40d 3.38d 3.30d

8.72s 6.69s 5.87s 4.72s 4.11s 3.96s 2.64t 3.57t 3.47d 3.39d 3.46d

6.50d 6.41t 5.54s 5.00s 3.98t 3.09t 2.76t 3.62d 3.67d 3.60d 3.47d

5.40d 5.62d 5.25t 5.05t 3.78t 3.28t 3.04t 2.91t 3.83d 3.76d 3.71d 3.55

4.97d 4.98d 5.13d 5.40d 4.61t 5.90t 3.54t 3.38t 3.13t 4.09d 3.92d 3.68d

5.14d 5.02d 5.06d 5.19d 5.45t 5.10t 3.86t 3.53t 3.83t 4.28d 3.98d 3.79d

5.00d 4.96d 5.10d 6.08d 4.88t 4.25t 3.89t 4.79t 4.42d 4.15 3.82

4.96d 5.69d 6.78t 5.51t 4.75t 4.78t 5.00 4.53 4.15 3.84

6.39d 7.40d 7.88t 6.29t 5.45t 5.58 5.01 4.54 4.16

8.84d 9.81d 8.60 7.29 6.34 5.61 5.03 4.57 4.21

11.27d 12.09d 10.52 8.65 7.34 6.38 5.64 5.07 4.62

14.91d 13.51 10.63 8.74 7.41 6.44 5.71 5.16

8.38t 14.23t 18.60 13.68 10.79 8.89 7.56 6.60

-3

-3.5

0

-0.5

-1

-1.5

-2

-2.5

0.5

6

5.5

5

4.5

4

3.5

3

2.5

2

1.5

1

6.5

-0.5

-1

-1.5

-2

-2.5

-3

-3.5

Minimum Loads (t)
(m)

7.5

7

0

5.5

5

4.5

4

3.5

3

2.5

2

1.5

1

0.5

6

Up Cant Dn Cant Safety Factor: 90%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 205-215°

Fleet Number: RTE019 through to RTE021 6NL

Configuration: Rail -0..50mm Locked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

145
135 Stafford, ST16 3HS
215 4
225 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

5.53s 5.01d

5.27s 5.29s 5.08

5.11s 5.08s 5.12 4.48

5.26s 5.19s 5.05s 4.53 3.97

5.51s 5.35s 5.11 4.52 4.01

6.10d 5.84s 5.63s 5.06 4.52 4.04 3.56

7.50d 6.96s 6.46s 5.73 5.06 4.50 4.05 3.58 3.18

7.78s 7.73 6.56 5.70 5.01 4.48 4.04s 3.59 3.19

7.48s 7.65 6.50 5.64 4.98 4.46 4.03s 3.59 3.20

7.75s 7.56 6.46 5.62 4.96 4.44 4.03s 3.59 3.19

8.47s 7.54 6.43 5.58 4.94 4.43s 4.01 3.57 3.19 2.86

8.92s 9.04 7.49 6.40 5.57 4.94s 4.42 3.98 3.55 3.17 2.85

8.96d 9.00 7.51 6.37 5.58 4.93 4.40 3.96 3.53 3.16 2.84

6.65d 9.58d 9.00 7.43 6.33 5.53 4.89 4.37t 3.94 3.50 3.13 2.83

5.69d 7.98d 11.08d 8.95 7.40 6.24 5.51 4.86 4.35t 3.91 3.47 3.11

7.35d 9.86d 11.27 8.94 7.39 6.30 5.46 4.84 4.34 3.86 3.44 3.09

11.98d 11.29 8.93 7.38 6.27 5.46 4.83 4.31 3.81 3.41 3.07

11.62d 11.24 8.93 7.39 6.28 5.46 4.84 4.25 3.78 3.38 3.06

11.50t 15.13 11.21 8.91 7.38 6.30 5.47 4.78 4.21 3.74 3.36

15.16 11.19 8.90 7.38 6.30 5.42 4.72 4.17 3.72 3.36

15.25 11.24 8.93 7.39 6.22 5.36 4.68 4.15 3.71

15.35 11.37 8.96 7.34 6.17 5.33 4.66 4.14

12.47t 20.40d 15.43 11.34 8.90 7.29 6.17 5.33

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

5.03s 4.61d

5.11s 4.25d 4.18d

5.11s 4.36s 3.89d 3.85d

5.08s 4.37s 3.76s 3.75d 3.74d

5.20s 4.35s 3.89s 3.78s 3.57d

5.93s 4.99s 4.30s 3.75s 3.30s 3.39d 3.45d

7.17s 5.85s 4.95s 4.26s 3.73s 3.30s 3.44d 3.45d 3.17

6.99s 6.12s 5.18s 4.22s 3.71s 3.29s 3.69d 3.38d 3.17

6.89s 5.69s 4.99s 4.18s 3.67s 3.27s 3.41d 3.41d 3.16

6.99s 5.78s 4.77s 4.15s 3.77s 3.27s 3.31d 3.39d 3.14

6.73s 5.72s 5.01s 4.48s 3.64s 3.15t 3.37d 3.42 3.11 2.85

8.48s 6.67s 5.54s 4.73s 4.35s 3.64s 2.64t 3.45d 3.39 3.09 2.84

6.64d 6.36t 5.53s 4.71s 4.08t 2.86t 2.85t 3.69 3.36 3.07 2.82

5.29d 5.52d 4.97t 6.42d 4.07t 3.40t 3.15t 2.91t 3.65 3.33 3.05 2.82

4.97d 5.05d 5.13d 5.42d 5.24t 5.75 3.53t 3.25t 3.13t 3.63 3.31 3.04

5.14d 4.96d 5.00d 5.27d 5.19t 4.56t 4.16t 3.53t 3.82t 3.61 3.30 3.03

5.06d 4.96d 5.17d 5.90t 5.08t 4.99 3.90t 3.97 3.60 3.29 3.03

4.96d 5.28d 6.78 5.84 4.76t 4.42 3.97 3.60 3.29 3.05

6.45d 7.62d 6.79 5.78 5.01 4.44 3.98 3.61 3.31

8.91d 8.31 6.83 5.80 5.03 4.46 3.99 3.63 3.34

11.45d 10.64 8.37 6.87 5.84 5.06 4.48 4.03 3.67

14.59 10.74 8.45 6.95 5.90 5.12 4.54 4.11

8.46t 14.40t 14.83 10.89 8.58 7.07 6.01 5.25
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Up Cant Dn Cant Safety Factor: 75%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 215-225°

Fleet Number: RTE019 through to RTE021 6ML

Configuration: Rail -0..50mm Locked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

135
125 Stafford, ST16 3HS
225 4
235 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

5.65s 4.97

5.25s 5.06s 4.35

5.09s 5.08 4.42 3.81

5.23s 5.08s 4.42 3.87 3.37

5.48s 5.05s 4.41 3.90 3.41

6.07d 5.81s 5.02s 4.39s 3.90 3.44 3.01

7.40d 6.79 5.75 4.96s 4.36 3.88 3.46 3.03 2.68

7.75s 6.69 5.69 4.94 4.34 3.87 3.46 3.05 2.69

7.28s 6.62s 5.63s 4.90 4.32 3.86 3.46 3.04 2.69

7.86s 6.55 5.58 4.85 4.30 3.84 3.45 3.04 2.69

7.87 6.50 5.56 4.84 4.28 3.84 3.44 3.03 2.68 2.39

8.87s 7.83 6.50 5.54 4.82 4.26 3.82 3.41 3.01 2.67 2.38

9.14d 7.80 6.48 5.53 4.82 4.25 3.78 3.39 2.99 2.65 2.37

6.75d 9.73 7.74 6.38 5.49 4.76 4.21 3.76 3.35 2.96 2.63 2.36

5.63d 8.06d 9.67 7.70 6.38 5.44 4.72 4.17 3.73 3.31 2.92 2.61

7.35d 9.89d 9.66 7.65 6.34 5.40 4.70 4.15 3.71 3.26 2.89 2.59

12.01d 9.57 7.64 6.33 5.37 4.69 4.14 3.65 3.22 2.86 2.57

10.21d 11.69d 9.56 7.58 6.30 5.37 4.68 4.11 3.59 3.17 2.84 2.56

9.53 7.57 6.27 5.35 4.66 4.04 3.54 3.14 2.82

12.14d 12.86 9.54 7.56 6.27 5.35 4.59 3.98 3.51 3.12 2.81

12.92 9.59 7.60 6.30 5.28 4.53 3.95 3.49 3.12

13.09 9.68 7.60 6.23 5.24 4.51 3.93 3.48

12.60t 19.73 13.13 9.63 7.55 6.20 5.22 4.50

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

5.01s 4.65d

5.09s 4.42s 4.15d

5.09s 4.35s 4.00d 3.79

5.23s 4.35s 3.76s 3.64d 3.35

5.05s 4.33s 3.75s 3.53d 3.38

6.06d 5.13s 4.29s 3.74s 3.30s 3.36 2.99

7.11s 6.52s 4.92s 4.25s 3.72s 3.30s 3.33d 2.99 2.67

6.96s 5.74s 4.88s 4.20s 3.70s 3.29s 3.30 2.96 2.67

6.87s 5.66s 4.81s 4.17s 3.67s 3.27s 3.26 2.94 2.65

6.76s 5.60s 5.17s 4.13s 3.66s 3.27s 3.21 2.91 2.64

6.71s 5.55s 4.73s 4.11s 3.65s 3.07t 3.17 2.87 2.62 2.38

8.44s 6.87s 5.68s 4.85s 4.10s 3.74s 2.64t 3.13 2.84 2.59 2.37

6.47d 6.52t 5.84s 4.85s 3.87t 2.98t 2.75t 3.09 2.81 2.57 2.36

5.30d 5.53d 4.94t 5.83 4.22t 3.53t 3.27t 2.91t 3.06 2.79 2.55 2.35

4.97d 4.98d 5.21d 5.40d 4.82t 3.95t 4.07t 3.25t 3.13t 3.03 2.76 2.54

5.17d 4.96d 5.00d 5.19d 5.16t 4.36t 3.85t 3.53t 3.33 3.02 2.75 2.53

5.00d 4.96d 5.18d 5.65 4.80 4.24 3.71 3.32 3.00 2.75 2.53

4.96d 5.36d 5.66 4.81 4.18 3.70 3.31 3.00 2.75 2.55

6.46d 6.93 5.69 4.82 4.19 3.70 3.32 3.01 2.76

8.90 6.97 5.72 4.85 4.22 3.72 3.34 3.03 2.80

11.39d 8.96 7.04 5.78 4.89 4.25 3.76 3.37 3.08

12.34 9.07 7.12 5.85 4.95 4.30 3.81 3.46

8.68t 14.37t 12.53 9.20 7.25 5.96 5.07 4.43
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Minimum Loads (t)
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6

Up Cant Dn Cant Safety Factor: 75%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 225-235°

Fleet Number: RTE019 through to RTE021 6LL

Configuration: Rail -0..50mm Locked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

125
115 Stafford, ST16 3HS
235 4
245 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

5.22 4.32

5.22s 4.46 3.75

4.47 3.84 3.26

5.08s 4.48 3.88s 3.33 2.85

5.20s 4.45s 3.87s 3.38 2.90

6.10 5.16 4.42s 3.84 3.41s 2.93 2.53

7.29 6.03s 5.08s 4.38s 3.83 3.40 2.95 2.55 2.20

7.17s 5.93s 5.03 4.34s 3.81s 3.39 2.96 2.56 2.22

7.07s 5.84 4.97s 4.31s 3.78 3.38 2.96 2.56 2.22

6.96 5.75 4.92s 4.27s 3.76 3.36 2.96 2.56 2.22

6.91s 5.71 4.85 4.19 3.74 3.36 2.94 2.54 2.22 1.93

8.64s 6.84s 5.70s 4.84 4.21 3.75 3.32 2.91 2.51 2.20 1.93

6.44d 8.51 6.73 5.66 4.86t 4.21 3.70 3.27 2.86 2.49 2.18 1.91

6.77d 8.37 6.72 5.59 4.77t 4.14 3.65 3.24 2.82 2.45 2.15 1.90

6.15d 8.08d 8.33 6.64 5.50 4.67 4.08 3.60 3.21 2.77 2.42 2.13

7.36d 9.90d 8.26 6.61 5.47 4.64 4.05 3.57 3.13 2.72 2.38 2.10

10.95 8.13 6.50 5.40 4.62 4.02 3.54 3.07 2.67 2.34 2.08

10.23d 11.71d 8.11 6.47 5.36 4.57 3.97 3.48 3.00 2.63 2.31 2.06

8.11 6.42 5.32 4.54 3.95 3.39 2.94 2.58 2.29

12.15t 8.12 6.43 5.32 4.55 3.86 3.33 2.90 2.56 2.28

16.99 11.06 8.17 6.47 5.36 4.47 3.79 3.29 2.88 2.55

11.22 8.28 6.49 5.29 4.41 3.76 3.26 2.87

12.64t 17.14 11.28 8.23 6.42 5.24 4.39 3.76

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.97d 4.30

5.07s 4.25d 3.72

4.34s 3.80 3.24

5.08s 4.33s 3.75s 3.28 2.83

5.02s 4.31s 3.77s 3.28 2.86

5.92s 4.97s 4.36 3.74 3.24 2.86 2.50

7.14s 5.83s 4.96 4.23 3.66 3.20 2.82 2.50 2.20

6.95s 5.69 4.81 4.11 3.58 3.14 2.77 2.47 2.20

6.99 5.50 4.60 3.99 3.48 3.06 2.72 2.43 2.18

6.74s 5.42 4.42 3.86 3.38 3.00 2.68 2.40 2.16

6.68 5.30 4.27 3.72 3.29 2.92 2.62 2.36 2.13 1.93

8.39s 6.45 5.13 4.15 3.61 3.20 2.64t 2.56 2.32 2.10 1.91

6.44d 6.49d 6.23 4.94 4.05 3.52 2.98t 2.76t 2.53 2.29 2.08 1.90

5.30d 5.54d 4.93t 4.31t 3.61t 3.45 3.03t 2.76 2.48 2.25 2.06 1.89

4.97d 4.98d 5.13d 5.41d 4.60t 3.90 3.41 3.03 2.71 2.45 2.23 2.04

5.13d 4.96d 5.07d 5.19d 4.60 3.88 3.38 3.00 2.70 2.43 2.22 2.03

5.00d 4.96d 5.10d 4.59 3.88 3.39 2.99 2.67 2.42 2.21 2.04

5.02d 5.43d 4.60 3.89 3.40 2.98 2.68 2.42 2.21 2.05

6.97d 5.69 4.67 3.94 3.39 2.99 2.68 2.43 2.23

7.38 5.74 4.69 3.95 3.42 3.02 2.70 2.46 2.28

10.25 7.47 5.82 4.74 4.00 3.46 3.06 2.75 2.51

10.40 7.58 5.91 4.83 4.08 3.53 3.12 2.85

8.68t 14.45t 10.62 7.76 6.07 4.98 4.21 3.69
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Up Cant Dn Cant Safety Factor: 90%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 235-245°

Fleet Number: RTE019 through to RTE021 6KL

Configuration: Rail -0..50mm Locked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

115
105 Stafford, ST16 3HS
245 4
255 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.90 4.03

4.97 4.17 3.50

4.96 4.22 3.59 3.04

4.94 4.20 3.65 3.11 2.65

4.92 4.21 3.64 3.16 2.70

5.77 4.84 4.16 3.63 3.19 2.73 2.34

6.86 5.67 4.78 4.12 3.61 3.19 2.75 2.37

6.73 5.56 4.73 4.08 3.58 3.18 2.76 2.38 2.05

6.67 5.50 4.65 4.02 3.55 3.17 2.77 2.38 2.06

6.54 5.41 4.62 3.99 3.54 3.16 2.75 2.37 2.05

6.45 5.39 4.56 3.95 3.52 3.15 2.73 2.36 2.04 1.78

8.14 6.38 5.36 4.57 3.94 3.52 3.10 2.70 2.34 2.03 1.77

6.45d 7.96 6.33 5.35 4.56 3.96 3.46 3.07 2.67 2.31 2.00 1.76

6.86d 7.91 6.30 5.26 4.48 3.89 3.42 3.02 2.63 2.28 1.98 1.74

6.15d 8.16d 7.85 6.23 5.16 4.25 3.82 3.38 2.99 2.58 2.24 1.96

7.36d 9.92d 7.70 6.17 5.11 4.34 3.80 3.33 2.92 2.52 2.20 1.93

10.21 7.54 6.05 5.05 4.28 3.68 3.29 2.86 2.47 2.16 1.91

10.27d 11.68d 7.53 6.02 4.98 4.22 3.70 3.23 2.78 2.42 2.13 1.90

7.54 5.98 4.96 4.23 3.68 3.15 2.73 2.38 2.11

7.53 5.99 4.96 4.24 3.59 3.08 2.68 2.35 2.10

15.81 10.31 7.61 6.03 4.99 4.15 3.52 3.04 2.66 2.35

10.47 7.74 6.03 4.91 4.09 3.48 3.02 2.66

12.51t 16.10 10.49 7.68 5.98 4.86 4.07 3.48

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.84d 4.01

4.95 4.13 3.47

4.96 4.17 3.54 3.02

4.93 4.14 3.55 3.06 2.63

4.86 4.12 3.53 3.05 2.65

5.74 4.76 4.04 3.47 3.03 2.65 2.32

6.84 5.54 4.62 3.94 3.40 2.97 2.62 2.31

6.67 5.30 4.47 3.84 3.32 2.92 2.58 2.29 2.03

6.56 5.14 4.30 3.70 3.23 2.85 2.53 2.26 2.02

6.39 5.01 4.12 3.57 3.14 2.78 2.47 2.21 1.99

6.17 4.88 3.96 3.46 3.04 2.71 2.43 2.18 1.97 1.77

7.97 5.99 4.72 3.84 3.37 2.96 2.64t 2.37 2.14 1.94 1.76

6.45d 6.62d 5.75 4.56 3.75 3.25 2.89 2.59 2.33 2.11 1.91 1.74

5.31d 5.63d 5.57 4.30t 3.61t 3.20 2.83 2.54 2.28 2.08 1.89 1.73

5.02d 4.98d 5.14d 5.39 4.31 3.59 3.14 2.82 2.50 2.25 2.05 1.87

5.13d 4.96d 5.07d 5.20d 4.24 3.57 3.13 2.79 2.47 2.23 2.03 1.86

5.00d 4.96d 5.10d 4.22 3.58 3.10 2.74 2.47 2.22 2.03 1.87

5.08d 5.21 4.25 3.58 3.11 2.75 2.45 2.22 2.03 1.89

6.66d 5.25 4.29 3.62 3.12 2.76 2.47 2.23 2.05

6.82 5.30 4.32 3.65 3.15 2.78 2.49 2.26 2.10

9.51 6.91 5.38 4.37 3.69 3.19 2.82 2.53 2.31

9.65 7.03 5.49 4.46 3.76 3.25 2.88 2.65

8.52t 14.40t 9.89 7.19 5.64 4.61 3.90 3.42
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Up Cant Dn Cant Safety Factor: 90%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 245-255°

Fleet Number: RTE019 through to RTE021 6JL

Configuration: Rail -0..50mm Locked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

105
95 Stafford, ST16 3HS

255 4
265 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.40 3.59

4.47 3.74 3.12

4.48 3.79 3.21 2.70

4.45 3.78 3.26 2.76 2.33

4.40 3.75 3.27 2.81 2.38

5.17 4.36 3.74 3.25 2.84 2.42 2.06

6.24 5.08 4.30 3.70 3.23 2.85 2.44 2.08 1.77

6.07 5.01 4.24 3.65 3.20 2.83 2.45 2.09 1.79

5.95 4.88 4.18 3.61 3.17 2.83 2.44 2.09 1.79

5.86 4.84 4.13 3.48 3.16 2.82 2.44 2.09 1.79

5.77 4.78 4.06 3.54 3.14 2.82 2.42 2.06 1.78 1.53

7.27 5.67 4.77 4.07 3.53 3.10 2.79 2.39 2.05 1.76 1.52

6.46d 7.18t 5.64 4.77 4.07 3.53 3.09t 2.74 2.36 2.01 1.74 1.51

6.87d 7.04 5.68 4.73 3.97 3.48 3.07 2.70 2.31 1.99 1.72 1.50

6.09d 8.16d 6.88 5.58 4.63 3.71 3.44 3.01 2.64 2.27 1.95 1.69

7.36d 9.11 6.83 5.47 4.56 3.85 3.37 2.95 2.58 2.21 1.91 1.67

9.06 6.75 5.39 4.47 3.80 3.30 2.91 2.50 2.16 1.88 1.64

10.27d 11.68d 6.65 5.32 4.40 3.74 3.27 2.85 2.44 2.11 1.84 1.63

6.65 5.30 4.39 3.74 3.25 2.77 2.39 2.07 1.82

6.68 5.30 4.38 3.74 3.16 2.70 2.34 2.05 1.82

14.05 9.12 6.73 5.33 4.41 3.65 3.09 2.66 2.31 2.04

9.28 6.85 5.33 4.33 3.60 3.06 2.64 2.31

12.51t 14.51 9.29 6.80 5.28 4.30 3.58 3.05

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.34 3.58

4.47 3.70 3.10

4.48 3.75 3.16 2.68

4.42 3.72 3.16 2.72 2.32

4.36 3.67 3.15 2.71 2.35

5.17 4.27 3.62 3.09 2.69 2.34 2.03

6.15 4.96 4.13 3.52 3.03 2.63 2.31 2.03 1.77

5.95 4.74 3.98 3.39 2.95 2.57 2.27 2.01 1.77

5.87 4.57 3.80 3.27 2.85 2.51 2.22 1.97 1.75

5.71 4.44 3.63 3.14 2.77 2.43 2.16 1.93 1.73

5.49 4.31 3.53 3.03 2.67 2.37 2.11 1.89 1.70 1.53

7.11 5.31 4.15 3.35 2.93 2.59 2.29 2.06 1.85 1.67 1.51

6.46d 6.50d 5.07 4.01 3.26 2.82 2.50 2.24 2.01 1.82 1.65 1.50

5.39d 5.52d 4.86 3.85 3.15 2.75 2.47 2.19 1.97 1.79 1.63 1.49

5.02d 4.98d 5.14d 4.70 3.74 3.10 2.73 2.43 2.17 1.94 1.76 1.61

5.13d 4.96d 5.07d 4.60 3.66 3.08 2.69 2.40 2.12 1.92 1.75 1.60

5.00d 4.96d 4.53 3.64 3.09 2.67 2.36 2.12 1.91 1.74 1.60

5.08d 4.52 3.68 3.18 2.68 2.37 2.11 1.91 1.75 1.62

5.94 4.56 3.71 3.13 2.69 2.38 2.12 1.92 1.76

5.97 4.61 3.74 3.15 2.73 2.40 2.15 1.95 1.81

8.35 6.04 4.68 3.80 3.19 2.76 2.43 2.18 2.00

8.49 6.16 4.79 3.89 3.28 2.83 2.50 2.31

8.56t 13.64 8.74 6.33 4.94 4.04 3.41 3.00

-3

-3.5

0

-0.5

-1

-1.5

-2

-2.5

0.5

6

5.5

5

4.5

4

3.5

3

2.5

2

1.5

1

6.5

-0.5

-1

-1.5

-2

-2.5

-3

-3.5

Minimum Loads (t)
(m)

7.5

7

0

5.5

5

4.5

4

3.5

3

2.5

2

1.5

1

0.5

6

Up Cant Dn Cant Safety Factor: 90%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 255-265°

Fleet Number: RTE019 through to RTE021 6IL

Configuration: Rail -0..50mm Locked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

95
85 Stafford, ST16 3HS

265 4
275 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.22 3.44

3.59 2.98

4.30 3.64 3.07 2.57

4.28 3.62 3.12 2.64 2.22

4.22 3.60 3.13 2.69 2.27

4.97 4.18 3.59 3.12 2.72 2.31 1.95

5.99 4.88 4.13 3.54 3.09 2.72 2.33 1.98 1.67

5.83 4.81 4.06 3.49 3.07 2.71 2.34 1.99 1.69

5.70 4.67 4.01 3.46 3.03 2.70 2.33 1.99 1.70

5.61 4.63 3.96 3.33 3.02 2.70 2.32 1.98 1.69

5.52 4.58 3.90 3.40 2.99 2.70 2.30 1.96 1.69 1.44

6.96 5.42 4.57 3.86 3.37 2.97 2.66 2.28 1.95 1.67 1.44

6.46d 6.93t 5.39 4.57 3.90 3.38 2.99 2.62 2.25 1.91 1.65 1.42

6.87d 6.83 5.46t 4.54 3.88 3.34 2.93 2.58 2.20 1.89 1.63 1.41

6.09d 8.16d 6.54 5.33 4.46 3.53 3.29 2.87 2.52 2.15 1.85 1.60

7.36d 8.69 6.52 5.21 4.35 3.68 3.20 2.81 2.45 2.10 1.81 1.57

8.64 6.44 5.14 4.27 3.62 3.15 2.77 2.38 2.05 1.78 1.55

10.27d 11.68d 6.32 5.07 4.20 3.57 3.12 2.71 2.32 2.00 1.74 1.54

6.36 5.05 4.18 3.56 3.10 2.63 2.26 1.96 1.72

12.15t 6.37 5.06 4.17 3.57 3.01 2.57 2.22 1.94 1.71

13.50 8.74 6.42 5.07 4.20 3.48 2.94 2.52 2.19 1.93

8.86 6.54 5.11 4.12 3.43 2.90 2.50 2.19

12.47t 13.88 8.95 6.49 5.06 4.10 3.41 2.90

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.17 3.43

3.55 2.96

4.30 3.57 3.03 2.56

4.24 3.56 3.03 2.59 2.21

4.18 3.52 3.02 2.59 2.23

4.97 4.10 3.46 2.96 2.57 2.23 1.93

5.91 4.76 3.95 3.36 2.89 2.51 2.20 1.92 1.67

5.70 4.53 3.81 3.24 2.81 2.45 2.16 1.91 1.67

5.60 4.37 3.62 3.11 2.71 2.39 2.11 1.87 1.66

5.46 4.24 3.45 2.98 2.62 2.31 2.05 1.83 1.63

5.25 4.10 3.35 2.88 2.53 2.25 2.00 1.79 1.61 1.44

6.80 5.06 3.94 3.18 2.77 2.45 2.17 1.95 1.75 1.58 1.42

6.46d 6.41 4.82 3.80 3.06 2.66 2.36 2.12 1.90 1.72 1.55 1.41

5.39d 5.52d 4.61 3.65 2.97 2.60 2.34 2.06 1.86 1.69 1.53 1.40

5.02d 4.98d 5.14d 4.45 3.54 2.92 2.57 2.29 2.04 1.83 1.66 1.52

5.13d 4.96d 5.00d 4.35 3.46 2.90 2.54 2.26 2.00 1.81 1.65 1.51

5.00d 4.96d 4.29 3.44 2.91 2.52 2.23 2.00 1.80 1.64 1.51

5.15d 4.28 3.48 3.01 2.52 2.23 1.99 1.80 1.64 1.53

5.63 4.31 3.50 2.95 2.54 2.24 2.00 1.81 1.66

5.66 4.37 3.54 2.98 2.57 2.26 2.02 1.83 1.71

7.95 5.74 4.44 3.59 3.02 2.61 2.30 2.06 1.89

8.08 5.86 4.54 3.69 3.10 2.68 2.36 2.18

8.65t 13.05 8.33 6.03 4.70 3.83 3.24 2.85
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Up Cant Dn Cant Safety Factor: 90%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 265-275°

Fleet Number: RTE019 through to RTE021 6HL

Configuration: Rail -0..50mm Locked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

85
65 Stafford, ST16 3HS

275 4
295 356

20
340 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.19 3.42

4.26 3.56 2.95

4.26 3.61 3.05 2.55

4.23 3.58 3.10 2.62 2.20

4.21 3.56 3.10 2.66 2.25

4.93 4.14 3.55 3.09 2.70 2.28 1.93

5.93 4.84 4.08 3.51 3.06 2.70 2.31 1.96

5.74 4.75 4.03 3.46 3.04 2.69 2.31 1.97 1.67

5.65 4.62 3.96 3.42 3.00 2.68 2.32 1.97 1.68

5.56 4.59 3.92 3.37 2.99 2.67 2.30 1.96 1.67

5.47 4.57 3.85 3.36 2.98 2.68 2.28 1.95 1.67 1.43

6.90 5.37 4.53 3.86 3.34 2.98 2.64t 2.26 1.93 1.65 1.42

6.45d 6.89 5.35 4.53 3.86 3.35 2.96 2.59 2.22 1.90 1.63 1.41

6.86d 6.77 5.40 4.51t 3.83 3.30 2.91 2.55 2.18 1.87 1.61 1.39

6.09d 8.16d 6.51 5.28 4.43 3.52 3.26 2.84 2.49 2.13 1.83 1.58

7.36d 8.62 6.47 5.18 4.29 3.64 3.19 2.78 2.43 2.08 1.79 1.56

8.57 6.39 5.09 4.23 3.58 3.11 2.75 2.36 2.03 1.75 1.53

10.27d 11.68d 6.29 5.03 4.16 3.53 3.09 2.68 2.29 1.98 1.72 1.52

6.30 5.01 4.14 3.53 3.07 2.61 2.24 1.94 1.70

6.32 5.00 4.14 3.53 2.98 2.54 2.19 1.92 1.70

13.43 8.64 6.38 5.05 4.17 3.45 2.91 2.50 2.17 1.91

8.81 6.50 5.04 4.09 3.40 2.88 2.48 2.17

12.37t 13.84 8.83 6.45 5.00 4.05 3.37 2.87

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.13 3.40

4.25 3.52 2.93

4.26 3.56 2.99 2.53

4.22 3.53 3.01 2.57 2.19

4.14 3.50 2.99 2.56 2.21

4.92 4.05 3.42 2.93 2.54 2.21 1.91

5.85 4.73 3.92 3.32 2.86 2.48 2.17 1.90

5.65 4.49 3.77 3.21 2.78 2.43 2.13 1.88 1.65

5.57 4.33 3.58 3.09 2.68 2.36 2.08 1.85 1.64

5.41 4.19 3.42 2.96 2.60 2.29 2.03 1.81 1.61

5.19 4.06 3.33 2.85 2.50 2.22 1.98 1.77 1.59 1.42

6.74 5.01 3.90 3.14 2.76 2.43 2.15 1.93 1.73 1.56 1.41

6.45d 6.41 4.77 3.76 3.05 2.63 2.34 2.10 1.88 1.70 1.53 1.40

5.39d 5.52d 4.59 3.61 2.94 2.59 2.32 2.04 1.84 1.67 1.51 1.39

5.03d 4.98d 5.14d 4.41 3.50 2.89 2.53 2.27 2.01 1.81 1.64 1.50

5.13d 4.96d 5.07d 4.30 3.42 2.87 2.55 2.24 1.98 1.79 1.63 1.49

5.00d 4.96d 4.24 3.40 2.88 2.49 2.20 1.98 1.78 1.62 1.49

5.08d 4.24 3.43 2.98 2.50 2.21 1.96 1.78 1.62 1.51

5.58 4.27 3.47 2.92 2.51 2.21 1.98 1.79 1.64

5.60 4.33 3.50 2.95 2.54 2.24 2.00 1.81 1.69

7.88 5.68 4.40 3.56 2.99 2.58 2.27 2.04 1.87

8.03 5.82 4.50 3.65 3.06 2.64 2.33 2.16

8.62t 12.97 8.28 5.98 4.66 3.79 3.21 2.81
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Up Cant Dn Cant Safety Factor: 90%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 275-295°

Fleet Number: RTE019 through to RTE021 6GL

Configuration: Rail -0..50mm Locked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

65
55 Stafford, ST16 3HS

295 4
305 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.38 3.60

4.44 3.73 3.11

4.44 3.78 3.20 2.69

4.45 3.78 3.25 2.75 2.33

4.39 3.75 3.25 2.80 2.38

5.19 4.35 3.71 3.23 2.83 2.41 2.05

6.14 5.10 4.27 3.67 3.20 2.84 2.43 2.07 1.76

6.05 4.90 4.22 3.64 3.18 2.82 2.44 2.08 1.78

5.94 4.92 4.06 3.59 3.16 2.82 2.44 2.09 1.78

5.85 4.80 4.12 3.57 3.14 2.81 2.44 2.07 1.78

5.76 4.79 4.08 3.49 3.13 2.81 2.42 2.06 1.77 1.53

7.24 5.69 4.72 4.06 3.50 3.13 2.77 2.39 2.04 1.75 1.52

6.44d 7.21 5.61 4.70 4.02 3.52 3.10 2.75 2.34 2.01 1.74 1.51

6.85d 7.08 5.69 4.71 3.99 3.48 3.04 2.69 2.30 1.98 1.72 1.49

6.15d 8.15d 6.88 5.56 4.63 3.95 3.43 2.99 2.64 2.25 1.94 1.68

7.36d 9.10 6.82 5.46 4.52 3.82 3.36 2.93 2.56 2.20 1.90 1.66

9.03 6.66 5.35 4.46 3.76 3.26 2.89 2.50 2.15 1.87 1.64

11.66d 6.65 5.31 4.40 3.75 3.25 2.85 2.43 2.11 1.84 1.63

11.44t 6.67 5.27 4.36 3.72 3.24 2.76 2.37 2.06 1.82

9.08 6.67 5.29 4.38 3.73 3.16 2.69 2.33 2.04 1.81

9.16 6.75 5.34 4.41 3.65 3.09 2.65 2.30 2.03

9.33 6.88 5.34 4.33 3.59 3.04 2.63 2.31

12.28t 14.67 9.36 6.81 5.29 4.28 3.57 3.04

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.33 3.57

4.43 3.69 3.08

4.44 3.73 3.15 2.67

4.41 3.71 3.16 2.71 2.31

4.35 3.68 3.13 2.71 2.34

5.13 4.27 3.59 3.10 2.66 2.32 2.02

6.10 4.99 4.14 3.50 3.02 2.63 2.31 2.02 1.76

5.97 4.74 3.99 3.39 2.93 2.56 2.25 1.99 1.76

5.83 4.54 3.78 3.26 2.84 2.49 2.20 1.96 1.74

5.67 4.44 3.62 3.14 2.74 2.43 2.16 1.92 1.72

5.50 4.30 3.45 3.00 2.65 2.35 2.10 1.89 1.69 1.52

7.07 5.28 4.12 3.33 2.94 2.56 2.28 2.05 1.85 1.67 1.51

6.44d 6.49d 5.04 3.97 3.23 2.80 2.49 2.24 2.01 1.81 1.64 1.49

5.30d 5.63d 4.86 3.85 3.14 2.74 2.43 2.19 1.96 1.78 1.62 1.48

5.03d 4.98d 5.13d 4.68 3.72 3.09 2.70 2.39 2.14 1.93 1.76 1.60

5.13d 4.96d 5.07d 4.58 3.65 3.07 2.67 2.36 2.13 1.91 1.74 1.59

5.00d 4.96d 4.52 3.63 3.08 2.66 2.35 2.10 1.91 1.73 1.60

5.08d 4.51 3.66 3.08 2.68 2.35 2.10 1.90 1.74 1.61

5.95 4.55 3.71 3.12 2.68 2.36 2.12 1.91 1.76

5.96 4.60 3.74 3.14 2.71 2.39 2.13 1.94 1.80

8.37 6.04 4.68 3.79 3.18 2.75 2.43 2.18 1.99

8.52 6.16 4.78 3.88 3.26 2.81 2.49 2.29

8.55t 13.81 8.77 6.34 4.93 4.02 3.40 2.98
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Up Cant Dn Cant Safety Factor: 90%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 295-305°

Fleet Number: RTE019 through to RTE021 6FL

Configuration: Rail -0..50mm Locked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

55
45 Stafford, ST16 3HS

305 4
315 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.82 3.98

4.90 4.12 3.45

4.90 4.16 3.54 3.00

4.88 4.13 3.59 3.06 2.61

4.82 4.12 3.59 3.11 2.66

5.68 4.78 4.11 3.58 3.15 2.69 2.31

6.83 5.60 4.73 4.07 3.55 3.14 2.71 2.33 1.99

6.67 5.51 4.65 4.02 3.53 3.13 2.72 2.34 2.01

6.53 5.43 4.60 3.99 3.49 3.11 2.72 2.34 2.02

6.45 5.34 4.51 3.95 3.47 3.11 2.71 2.33 2.02

6.39 5.30 4.51 3.93 3.46 3.10 2.69 2.31 2.01 1.75

8.01 6.33 5.25 4.48 3.91 3.46 3.06 2.66 2.30 1.99 1.73

6.43d 7.94 6.18 5.23 4.47 3.88 3.43 3.03 2.63 2.26 1.97 1.72

6.75d 7.79 6.19t 5.13 4.43 3.82 3.37 2.99 2.59 2.24 1.95 1.71

6.09d 8.06d 7.69 6.15 5.06 4.36 3.76 3.33 2.94 2.54 2.20 1.92

7.35d 9.89d 7.60 6.08 5.03 4.32 3.74 3.29 2.88 2.48 2.16 1.90

10.09 7.48 5.97 4.96 4.25 3.69 3.24 2.81 2.43 2.13 1.88

11.69d 7.46 5.95 4.92 4.19 3.65 3.19 2.74 2.38 2.10 1.86

11.37d 7.45 5.91 4.89 4.11 3.62 3.10 2.68 2.34 2.07

10.16 7.48 5.91 4.69 4.18 3.54 3.04 2.64 2.32 2.07

12.72d 10.24 7.54 5.96 4.92 4.09 3.48 2.99 2.61 2.31

10.41 7.66 5.98 4.83 4.04 3.43 2.97 2.62

12.20t 16.12 10.49 7.61 5.92 4.80 4.01 3.43

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.79 3.96

4.89 4.08 3.43

4.90 4.11 3.50 2.98

4.86 4.10 3.50 3.02 2.59

4.81 4.05 3.48 3.00 2.62

5.67 4.70 3.99 3.42 2.98 2.61 2.28

6.78 5.47 4.56 3.88 3.35 2.93 2.57 2.28 1.99

6.56 5.23 4.41 3.78 3.27 2.86 2.53 2.25 2.00

6.43 5.06 4.23 3.66 3.18 2.80 2.48 2.22 1.98

6.30 4.96 4.04 3.51 3.09 2.73 2.43 2.18 1.96

6.13 4.81 3.88 3.39 2.99 2.66 2.37 2.14 1.93 1.74

7.83 5.91 4.66 3.80 3.27 2.90 2.59 2.33 2.10 1.90 1.72

6.43d 6.47d 5.69 4.49 3.68 3.21 2.84 2.53 2.28 2.06 1.87 1.71

5.30d 5.53d 4.94t 4.36 3.59 3.12 2.77 2.48 2.24 2.03 1.86 1.70

4.97d 4.98d 5.13d 5.33 4.25 3.52 3.08 2.73 2.45 2.22 2.01 1.84

5.14d 4.96d 5.00d 5.19d 4.18 3.51 3.05 2.70 2.42 2.19 1.99 1.83

5.00d 4.96d 5.10d 4.15 3.51 3.10 2.70 2.41 2.18 1.99 1.83

5.02d 5.15 4.17 3.52 3.08 2.69 2.41 2.18 1.99 1.85

6.73 5.17 4.20 3.54 3.07 2.70 2.42 2.19 2.01

6.75 5.23 4.25 3.58 3.09 2.73 2.44 2.22 2.06

9.43 6.83 5.30 4.31 3.63 3.14 2.76 2.48 2.27

9.59 6.94 5.40 4.40 3.70 3.20 2.83 2.59

8.46t 14.16t 9.83 7.13 5.55 4.54 3.84 3.36
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Up Cant Dn Cant Safety Factor: 90%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 305-315°

Fleet Number: RTE019 through to RTE021 6EL

Configuration: Rail -0..50mm Locked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

45
35 Stafford, ST16 3HS

315 4
325 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

5.38 4.47

5.26s 4.61 3.89

5.11s 4.63 3.97 3.39

5.09s 4.63 4.01 3.45 2.96

5.33s 4.59 4.00s 3.50 3.01

6.11d 5.30 4.56s 3.98s 3.52s 3.04 2.63

7.46d 6.20 5.22s 4.52 3.96 3.51s 3.06 2.65 2.29

7.38 6.09 5.16 4.47 3.93s 3.49 3.07 2.66 2.31

7.25s 6.02 5.06 4.43s 3.90s 3.48s 3.08 2.66 2.32

7.18s 5.96s 5.06s 4.40s 3.88s 3.46s 3.06 2.66 2.31

7.10 5.88 5.03s 4.37 3.86s 3.47s 3.05 2.64 2.31 2.02

8.92s 7.09 5.86 5.01s 4.36s 3.83 3.42 3.02 2.61 2.29 2.01

8.79 6.94 5.87s 5.00 4.35 3.83 3.39 2.98 2.59 2.27 2.00

6.74d 8.71 6.95 5.61 4.92 4.28 3.77 3.35 2.93 2.55 2.24 1.99

5.93d 8.05d 8.67 6.91 5.68 4.88 4.23t 3.73 3.32 2.89 2.52 2.22

7.35d 9.86d 8.60 6.84 5.68 4.83 4.19 3.70 3.27 2.84 2.48 2.19

11.45 8.53 6.79 5.63 4.79 4.16 3.67 3.20 2.78 2.44 2.17

11.67d 8.46 6.72 5.56 4.74 4.13 3.62 3.13 2.74 2.41 2.16

14.21d 11.47 8.47 6.70 5.55 4.72 4.12 3.54 3.07 2.70 2.39

8.47 6.69 5.54 4.73 4.02 3.46 3.02 2.67 2.38

11.57 8.51 6.74 5.58 4.66 3.95 3.42 3.00 2.67

11.80 8.68 6.76 5.49 4.59 3.92 3.41 2.99

12.08t 18.11 11.87 8.63 6.71 5.46 4.57 3.92

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

5.00s 4.44

5.10s 4.28d 3.86

5.11s 4.33s 3.92d 3.36

5.08s 4.46s 3.76s 3.40 2.94

5.03s 4.31s 3.76s 3.39 2.97

5.95s 4.99s 4.41s 3.75s 3.30s 2.96 2.60

7.10s 6.00s 5.08s 4.37s 3.73s 3.30s 2.92 2.60 2.29

7.15s 5.74s 4.86s 4.22s 3.70 3.26 2.88 2.57 2.29

6.85s 5.71 4.78 4.13 3.60 3.19 2.84 2.54 2.27

6.77s 5.58 4.58 3.99 3.52 3.12 2.78 2.50 2.25

6.69s 5.43 4.44 3.88 3.42 3.05 2.73 2.46 2.22 2.01

8.43s 6.67s 5.29 4.34 3.77 3.35 2.74t 2.67 2.42 2.19 2.00

6.45d 6.36t 5.14 4.22 3.67 2.87t 2.86t 2.63 2.39 2.17 1.98

5.29d 5.52d 4.96t 5.01 4.08t 3.41t 3.16t 2.87 2.59 2.35 2.15 1.97

4.97d 4.98d 5.21d 5.42d 4.89 4.07 3.57 3.18 2.83 2.56 2.33 2.13

5.14d 4.96d 5.00d 5.27d 4.82 4.06 3.54 3.16 2.81 2.54 2.32 2.12

5.00d 4.96d 5.17d 4.80 4.06 3.52 3.12 2.80 2.53 2.31 2.13

4.96d 5.35d 4.83 4.10 3.53 3.13 2.79 2.53 2.31 2.14

6.45d 5.96 4.85 4.10 3.56 3.13 2.80 2.54 2.33

7.75 6.01 4.89 4.14 3.58 3.16 2.83 2.57 2.37

10.78 7.82 6.09 4.96 4.18 3.62 3.19 2.86 2.62

10.93 7.95 6.19 5.05 4.25 3.68 3.26 2.97

8.24t 14.05t 11.18 8.13 6.35 5.19 4.39 3.85
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Up Cant Dn Cant Safety Factor: 90%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 315-325°

Fleet Number: RTE019 through to RTE021 6DL

Configuration: Rail -0..50mm Locked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

35
25 Stafford, ST16 3HS

325 4
335 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

5.50s 5.12d

5.12s 5.29s 4.60

5.09s 4.66 4.02

5.11s 5.07s 4.67 4.09 3.54

5.47s 5.28s 4.66 4.11 3.59

6.07d 5.81s 5.28 4.62 4.09 3.62 3.16

7.39d 6.95s 6.09 5.20 4.60 4.08 3.64 3.18 2.79

7.74s 7.06 6.00 5.20 4.57 4.07 3.65 3.19 2.80

7.44s 6.97 5.93 5.15 4.54 4.04 3.65 3.20 2.81

7.55s 6.89 5.87 5.11 4.50 4.02 3.64 3.18 2.80

8.25 6.85 5.84 5.07 4.49 4.03 3.62 3.17 2.79 2.47

8.96s 8.18 6.83 5.81 5.07 4.49 4.02 3.59 3.15 2.78 2.46

9.01t 8.19 6.77 5.79 5.07 4.46 3.98t 3.56 3.12 2.75 2.45

6.64d 9.86t 8.17 6.60 5.78t 5.00 4.42 3.95 3.51 3.08 2.73 2.44

5.69d 7.96d 10.18 8.08 6.71 5.64 4.94 4.37 3.92 3.46 3.05 2.71

7.34d 9.84d 10.14 8.06 6.67 5.62t 4.90 4.35 3.90 3.41 3.01 2.68

11.94d 10.15 8.04 6.65 5.66 4.91 4.33 3.84 3.35 2.97 2.65

10.12 8.03 6.65 5.66 4.92 4.32 3.76 3.31 2.94 2.64

13.69 10.07 7.99 6.60 5.62 4.91 4.23 3.70 3.27 2.92

17.17d 10.11 8.01 6.37 5.64 4.83 4.18 3.67 3.25 2.91

18.09t 13.88 10.18 8.06 6.66 5.57 4.76 4.13 3.64 3.24

13.02t 14.03 10.29 8.07 6.56 5.51 4.73 4.11 3.64

11.93t 19.89t 14.15 10.25 8.02 6.55 5.49 4.71

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

5.03s 4.67d

5.12s 4.21d 4.26d

4.37s 3.99d 3.93d

5.10s 4.34s 3.77s 3.75d 3.52

5.04s 4.32s 3.76s 3.49d 3.55

6.07d 5.01s 4.42s 3.75s 3.30s 3.43d 3.13

7.13s 5.83s 4.93s 4.25s 3.74s 3.30s 3.44d 3.12 2.78

6.99s 5.76s 4.88s 4.35s 3.70s 3.29s 3.30d 3.09 2.78

6.86s 5.66s 4.82s 4.17s 3.69s 3.27s 3.41 3.06 2.76

6.78s 5.60s 5.05s 4.14s 3.66s 3.28s 3.35 3.02 2.74

6.74s 5.56s 4.74s 4.12s 3.65s 3.15t 3.30 2.98 2.71 2.46

8.47s 6.69s 5.53s 4.72s 4.11s 3.75s 2.64t 3.25 2.94 2.68 2.45

6.62d 6.41t 5.53s 4.72s 4.09t 2.87t 2.76t 3.20 2.91 2.66 2.43

5.30d 5.51d 5.24t 6.08 3.78t 3.27t 3.04t 3.02t 3.17 2.88 2.63 2.42

4.97d 5.05d 5.13d 5.40d 4.61t 4.99 3.54t 3.39t 3.13t 3.13 2.85 2.62

5.19d 4.96d 4.99d 5.19d 5.23t 4.94t 3.86t 3.54t 3.44 3.12 2.84 2.61

5.06d 4.96d 5.10d 5.86 4.99 4.26t 3.83 3.43 3.10 2.83 2.61

4.96d 5.35d 5.90 4.98 4.35 3.82 3.43 3.10 2.84 2.63

6.45d 7.27 5.93 5.03 4.35 3.84 3.43 3.11 2.85

8.89d 7.29 5.97 5.05 4.37 3.86 3.46 3.14 2.90

11.42d 9.45 7.38 6.02 5.09 4.41 3.90 3.50 3.19

13.16 9.57 7.48 6.12 5.17 4.48 3.96 3.59

8.11t 13.85t 13.46 9.77 7.65 6.26 5.31 4.63
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Up Cant Dn Cant Safety Factor: 90%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 325-335°

Fleet Number: RTE019 through to RTE021 6CL

Configuration: Rail -0..50mm Locked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747
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mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk


Rail-Ability Ltd RACD-10000609

25
15 Stafford, ST16 3HS

335 4
345 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

5.53s 5.09d

5.13s 5.21s 5.37d

5.10s 5.14s 4.88

5.12s 5.08s 5.06s 4.92 4.33

5.37s 5.29s 5.03s 4.90 4.37 3.65d

5.94s 5.84s 5.53s 5.34s 4.88 4.38 3.88

7.53d 6.98s 6.13s 5.87s 5.47 4.87 4.37 3.90 3.45

7.63s 8.01s 7.08s 6.17 5.44 4.82 4.36 3.90 3.46

7.28s 8.24s 7.05 6.11 5.38 4.80 4.35 3.91 3.47

7.38s 8.18 6.97 6.07 5.36 4.80 4.34 3.90 3.46

8.53s 8.12 6.93 6.03 5.34 4.77 4.34 3.88 3.45 3.08

8.95s 9.60s 8.11 6.91 6.02 5.33 4.78 4.31 3.87 3.44 3.08

9.11t 9.81 8.04 6.90 6.01 5.32s 4.77 4.30 3.84 3.41 3.06

6.62d 9.72d 9.74 8.06t 6.87 5.99 5.29 4.74 4.27 3.80 3.39 3.05

5.69d 7.86d 11.08d 9.75 8.06 6.86t 5.95t 5.26 4.70t 4.25 3.77 3.37 3.03

7.33d 9.74d 12.34 9.73 8.04 6.85t 5.93 5.24 4.70 4.19 3.73 3.34

11.90d 12.30 9.72 8.04 6.83 5.94 5.24 4.70 4.13 3.69 3.32

10.18d 12.32 9.76 8.05 6.80t 5.94 5.25 4.62 4.10 3.65 3.30

14.10d 16.67d 12.33 9.77 8.07 6.85 5.96 5.20 4.57 4.06 3.63

12.37 9.75 8.07 6.89 5.91 5.14 4.53 4.03 3.63

16.94 12.39 9.83 8.13 6.81 5.84 5.09 4.49 4.02

17.11 12.57 9.85 8.03 6.77 5.80 5.07 4.50

11.97t 19.82d 17.20 12.52 9.78 8.00 6.74 5.81

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

5.04s 4.72d

5.12s 4.31s 4.26d

4.37s 3.85d 3.86d

5.12s 4.61s 3.77s 3.85d 3.66d

5.06s 4.33s 3.78s 3.70s 3.53d 3.65d

5.94s 5.03s 4.30s 3.76s 3.31s 3.50d 3.52d

7.53d 5.86s 4.94s 4.26s 3.74s 3.31s 3.71d 3.34d 3.44

7.21s 5.80s 5.05s 4.22s 3.70s 3.29s 3.76s 3.30d 3.42d

6.87s 5.70s 4.85s 4.18s 3.79s 3.28s 3.29d 3.33d 3.29d

6.79s 5.62s 4.78s 4.15s 3.67s 3.28s 3.44d 3.43d 3.30d

6.92s 5.56s 4.89s 4.60s 3.87s 3.28s 3.50d 3.36d 3.34d 3.07

8.60d 6.74s 5.71s 4.87s 4.24s 3.64s 2.74t 3.52t 3.43d 3.34 3.06

6.47d 6.47t 6.03s 4.86s 4.00t 2.98t 2.86t 3.58d 3.58d 3.31 3.04

5.39d 5.52d 5.51t 4.53t 3.80t 3.68t 3.27t 2.92t 3.73d 3.59 3.29 3.03

4.98d 4.98d 5.12d 5.39d 4.65t 3.97t 4.10t 3.26t 3.13t 3.92 3.57 3.27 3.03

5.15d 5.02d 5.06d 5.18d 5.51t 4.39t 4.74t 3.55t 3.83t 3.89 3.55 3.26

5.01d 4.96d 5.09d 5.91d 4.91t 4.27t 3.90t 4.28 3.89 3.54 3.27

4.96d 5.48d 6.86t 5.77t 4.79t 4.79t 4.28 3.88 3.55 3.29

6.44d 7.38d 7.42 6.25 5.43 4.79 4.30 3.90 3.57

8.83d 9.06 7.42 6.28 5.45 4.82 4.32 3.92 3.61

11.24d 11.66 9.13 7.48 6.33 5.50 4.86 4.36 3.97

14.85d 11.80 9.23 7.57 6.40 5.56 4.91 4.45

8.26t 13.62t 16.45 11.98 9.40 7.71 6.54 5.71
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Up Cant Dn Cant Safety Factor: 90%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 335-345°

Fleet Number: RTE019 through to RTE021 6BL

Configuration: Rail -0..50mm Locked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747
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Rail-Ability Ltd RACD-10000609

15
345 Stafford, ST16 3HS
345 4

15 356
30

330 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.62s 3.45d

3.44s 3.49s 3.60s

3.36s 3.40s 3.43t

3.44s 3.41s 3.39s 3.37s 3.19t

3.61s 3.39s 3.32s 3.27s 3.22t 2.49d

4.07d 3.84s 3.72s 3.59s 3.41t 3.22t 3.06t

5.03d 4.60s 4.25s 3.88s 3.75s 3.47t 3.24s 3.09t 2.53d

5.00s 5.29s 4.68s 4.27s 3.89t 3.56t 3.30t 3.11t 2.93d

4.79s 5.58s 5.22t 4.53t 4.02t 3.65t 3.36t 3.14t 2.99t

5.07s 5.69s 5.67t 4.80t 4.20t 3.77t 3.45t 3.20t 3.04t

5.70s 6.09s 5.91s 5.13t 4.40t 3.91t 3.54t 3.27t 3.09t 2.79t

5.90s 6.39s 6.60s 6.53s 5.49t 4.63t 4.06t 3.66t 3.36t 3.15t 2.86t

6.11d 6.81s 6.88s 6.76d 5.88t 4.88t 4.23t 3.78t 3.45t 3.22t 2.91d

4.36d 6.48d 7.49d 7.30s 6.94s 6.26t 5.13t 4.41t 3.91t 3.56t 3.31t 2.93t

3.52d 5.21d 7.35t 8.21s 7.76s 7.23s 6.42s 5.38t 4.60t 4.05t 3.67t 3.41t 2.49d

4.88d 6.46d 8.50d 9.00s 8.22s 7.40s 6.48s 5.63t 4.79t 4.20t 3.79t 3.49t

7.86d 10.11t 9.75s 8.64s 7.50s 6.51s 5.76s 4.98t 4.36t 3.92t 3.52t

6.83d 9.61d 12.04s 10.33s 8.84s 7.50s 6.55s 5.79s 5.17t 4.52t 4.07t 3.43t

7.41t 13.10s 10.81d 8.92s 7.57s 6.58s 5.83s 5.23s 4.69t 4.11t

7.87t 13.76s 10.91s 8.98s 7.63s 6.64s 5.90s 5.29s 4.65s 3.82s

18.40d 14.00s 11.02s 9.08s 7.76s 6.76s 5.90s 5.09d 4.18s

19.37s 14.25s 11.21s 9.17s 7.72s 6.53s 5.49s 4.44s

7.92t 13.10t 18.48s 13.58s 10.62s 8.60s 7.02s 5.72s

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.39s 3.16d

3.43s 2.90s 2.88d

2.93s 2.74s 2.58d

3.43s 2.94s 2.53s 2.44d 2.48d

3.40s 3.00s 2.54s 2.42d 2.34d 2.37d

3.99s 3.46s 2.98s 2.52s 2.22s 2.32d 2.31d

4.80s 3.94s 3.32s 2.86s 2.51s 2.22s 2.23d 2.31d 2.26d

4.72s 4.21s 3.48s 2.83s 2.48s 2.21s 2.26d 2.31d 2.24d

4.63s 3.81s 3.69s 2.81s 2.54s 2.20s 2.21d 2.28d 2.26d

4.70s 3.77s 3.22s 2.79s 2.46s 2.19s 2.51t 2.25d 2.27d

4.52s 3.74s 3.18s 2.85s 2.44s 2.20s 2.29d 2.31d 2.26d 2.29d

5.76d 4.77s 3.73s 3.17s 2.76s 2.45s 1.77t 2.31d 2.39d 2.27d 2.29d

4.32d 4.55d 3.84s 3.17s 2.82t 2.08t 1.85t 2.41t 2.37d 2.42d 2.30d

3.55d 3.69d 3.89t 4.28d 2.84t 2.29t 2.04t 1.95t 2.61d 2.52d 2.49d 2.37d

3.34d 3.33d 3.48d 3.62d 3.41t 4.55d 2.38t 2.27t 2.10t 2.75d 2.63d 2.57d 2.46d

3.46d 3.33d 3.34d 3.52d 3.52t 3.21t 2.59t 2.37t 2.50t 2.92d 2.68d 2.55d

3.36d 3.32d 3.46d 3.89d 3.70t 2.86t 2.62t 3.13d 2.97d 2.88d 2.62d

3.37d 3.41d 3.53d 4.60t 3.72t 3.21t 3.21t 3.39d 3.25d 2.92d 2.76d

4.66d 4.89d 5.61t 4.25t 3.66t 4.19d 3.67d 3.48d 3.10d

6.03d 6.57d 6.32t 4.99t 5.32t 4.78d 3.91d 3.51d 3.15d

7.51d 7.89d 8.83s 7.23s 6.44s 5.74s 4.80d 4.30d 3.69d

9.91d 10.75d 8.78s 7.29s 6.13s 5.33s 4.76s 4.25s

5.46t 9.07t 13.73d 11.29s 8.88s 7.35s 6.22s 5.42s
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Maximum Loads (t)
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Safety Factor: 58% (67% of 87%)
RTE019 through to RTE021
Locked 01/06/2020

6aLT

Rail-Ability Ltd, Tollgate Drive

Tel: 01785 214747
mail@railability.co.uk

Rated Lift Capacity Chart

Machine type:
Configuration:

Equipment:

Fleet Number:

RA310
Rail -0..50mm Locked Tandem
1.9 + 3.4 + 2.1

Floating Axle:
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Rail-Ability Ltd RACD-10000609

345
335 Stafford, ST16 3HS

15 4
25 356
10

350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.45s 3.63d

3.37s 3.47s

3.15s 3.32s 3.32

3.29s 3.24s 3.30s 2.93

3.44s 3.34s 3.36s 3.21s 2.96 2.60

3.60s 3.61s 3.50s 3.30 2.96 2.63

4.86s 4.53s 4.16s 3.85s 3.64s 3.28s 2.95 2.64 2.34

4.79s 5.19s 4.60s 4.16s 3.66 3.27 2.94 2.65 2.35

5.35s 4.76 4.14 3.64 3.25 2.93 2.65 2.35

4.78s 5.52s 4.72 4.10 3.62s 3.23 2.92 2.64 2.35 2.09

5.45s 5.51 4.69 4.08 3.61 3.22s 2.92 2.63 2.34 2.09

5.77d 6.20d 5.50 4.68 4.07 3.59 3.22 2.93 2.62 2.33 2.08

5.98d 6.68 5.43 4.68 4.06 3.59 3.23 2.90 2.60 2.32 2.07

4.08d 6.44t 6.70 5.46 4.69 4.08 3.58 3.21 2.89 2.58 2.30 2.06

3.45d 5.08d 7.23d 6.66 5.47 4.62 4.05 3.56 3.19 2.88 2.55 2.28 2.05

6.29d 8.42 6.66 5.46 4.64 4.02 3.56 3.18 2.85 2.53 2.26

7.71d 8.50 6.68 5.47 4.61 4.02 3.55 3.18 2.81 2.50 2.25

8.47 6.68 5.47 4.60 4.02 3.56 3.14 2.77 2.48 2.23

7.27t 8.47 6.67 5.50 4.59 4.05 3.54 3.10 2.75 2.46

8.49 6.66 5.48 4.68 4.02 3.48 3.06 2.73 2.45

8.24t 11.48t 11.74 8.52 6.72 5.54 4.64 3.97 3.45 3.05 2.72

11.89 8.62 6.74 5.47 4.60 3.94 3.44 3.05

7.93t 12.76d 11.94 8.62 6.72 5.46 4.58 3.94

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.44s 3.15d

2.94s 2.82d

2.97s 2.54s 2.63d

3.04s 2.56s 2.46d 2.45d

3.43s 2.94s 2.78s 2.30s 2.39d 2.45d

3.50s 2.92s 2.54s 2.24s 2.30d 2.33d

4.86s 3.98s 3.45s 2.88s 2.59s 2.23s 2.23d 2.24d 2.33

4.76s 4.14s 3.31s 2.85s 2.51s 2.23s 2.29d 2.21d 2.22d

3.85s 3.72s 2.92s 2.56s 2.21s 2.34s 2.21d 2.23d

4.61s 3.81s 3.52s 2.80s 2.55s 2.20s 2.38d 2.30d 2.24d 2.09

4.58s 3.77s 3.40s 2.78s 2.46s 2.20s 2.40t 2.36d 2.24d 2.08

5.77d 4.70s 3.87s 3.19s 2.78s 2.45s 1.96t 2.28t 2.39d 2.26 2.07

4.33d 4.50d 3.75s 3.20s 2.78s 2.36t 1.85t 2.37t 2.45 2.24 2.06

3.53d 3.68d 3.90d 4.25d 2.78t 2.49t 2.13t 2.03t 2.57t 2.43 2.22 2.05

3.34d 3.33d 3.42d 3.65d 3.15t 2.69t 2.50t 2.20t 2.10t 2.64 2.41 2.21 2.04

3.33d 3.38d 3.45d 3.80d 3.12t 2.62t 2.48t 2.43t 2.63 2.40 2.21

3.37d 3.36d 3.40d 3.77d 3.33t 3.63t 2.64t 2.90 2.63 2.40 2.21

3.04d 3.38d 4.69t 3.93t 3.23t 3.06t 2.90 2.63 2.40 2.21

4.09d 4.80d 5.03 4.27 3.69 3.25 2.90 2.63 2.41

5.73d 6.19 5.06 4.27 3.70 3.26 2.92 2.65 2.43

7.31d 7.67d 6.26 5.10 4.30 3.73 3.29 2.95 2.68

9.71d 8.11 6.32 5.15 4.35 3.77 3.33 2.99

5.21t 8.49t 11.40 8.22 6.42 5.25 4.44 3.85

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 6bLT

Configuration: Rail -0..50mm Locked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

6

Up Cant Dn Cant Safety Factor: 60% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 15-25°
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Rail-Ability Ltd RACD-10000609

335
325 Stafford, ST16 3HS

25 4
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10

350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.47s 3.56d

3.31s 3.15

3.15s 3.18 2.75

3.14s 3.17 2.79 2.42

3.45s 3.35s 3.16 2.79 2.45 2.13

3.70s 3.56s 3.15 2.78 2.47 2.15

5.01d 4.45s 4.09s 3.57 3.11 2.76 2.48 2.17 1.90

4.82 4.08 3.52 3.10 2.75 2.47 2.18 1.91

4.75 4.04 3.50 3.07 2.73 2.47 2.18 1.91

4.65s 4.69 3.99 3.46 3.03 2.72 2.46 2.17 1.91 1.69

5.38s 4.67 3.97 3.43 3.04 2.72 2.46 2.16 1.90 1.68

5.64 4.64 3.94 3.44 3.03 2.72 2.44 2.15 1.89 1.68

5.87t 5.66 4.65 3.95 3.42 3.02 2.70 2.42 2.12 1.87 1.67

3.99d 6.46d 5.62 4.63 3.94 3.42 3.01 2.68t 2.39 2.10 1.86 1.66

3.45d 5.02d 7.11 5.58 4.56t 3.87 3.39 2.98 2.66 2.36 2.08 1.84 1.64

6.23d 7.04 5.56 4.57 3.88 3.37 2.97t 2.64 2.32 2.05 1.82

7.72d 7.00 5.54t 4.57 3.84 3.35 2.95 2.61 2.29 2.03 1.81

6.78d 7.02 5.53 4.54 3.87 3.35 2.96 2.56 2.26 2.00 1.80

7.23d 7.02 5.51 4.53 3.85 3.35 2.90 2.52 2.23 1.99

11.23d 7.01 5.52 4.54 3.86 3.31 2.85 2.50 2.21 1.98

11.42t 9.72 7.06 5.54 4.57 3.82 3.25 2.82 2.47 2.20

8.43t 9.85 7.16 5.57 4.51 3.77 3.22 2.80 2.47

7.95t 12.63t 9.92 7.15 5.54 4.49 3.76 3.22

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.45s 3.19d

2.94s 2.85d

2.97s 2.54s 2.61d

3.14s 2.56s 2.63d 2.40

3.45s 2.95s 2.56s 2.24s 2.37d 2.12

3.40s 3.00s 2.54s 2.24s 2.30d 2.13

4.88s 3.99s 3.47s 2.88s 2.60s 2.23s 2.23d 2.12 1.89

3.92s 3.43s 2.86s 2.51s 2.23s 2.34s 2.10 1.89

4.09s 3.27s 2.83s 2.56s 2.21s 2.28d 2.08 1.87

4.65s 3.93s 3.24s 2.81s 2.47s 2.21s 2.28 2.05 1.86 1.68

4.73s 3.79s 3.21s 2.79s 2.54s 2.20s 2.24 2.03 1.84 1.67

4.58s 3.77s 3.21s 2.87s 2.46s 2.02t 2.21 2.00 1.82 1.66

4.31d 4.62d 3.99s 3.30s 2.87s 2.30t 1.85t 2.17 1.98 1.80 1.65

3.60d 3.67d 3.88d 3.46t 3.07t 2.32t 2.05t 1.96t 2.15 1.95 1.78 1.64

3.41d 3.33d 3.42d 3.59d 3.17t 3.41 2.40t 2.21t 2.10t 2.13 1.94 1.77 1.64

3.26d 3.34d 3.45d 3.59t 3.39 2.96 2.39t 2.35 2.12 1.93 1.77

3.40d 3.32d 3.39d 3.70d 3.35t 2.89t 2.60 2.33 2.10 1.92 1.77

2.99d 3.38d 4.05 3.41 2.97 2.61 2.33 2.11 1.92 1.78

4.06d 4.75d 4.08 3.43 2.96 2.61 2.33 2.11 1.93

5.65d 5.04 4.10 3.45 2.98 2.63 2.35 2.13 1.96

7.42d 6.56 5.08 4.14 3.49 3.01 2.65 2.38 2.16

9.25 6.65 5.15 4.20 3.53 3.05 2.69 2.42

5.19t 8.65t 9.42 6.78 5.25 4.28 3.61 3.14

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 6cLT

Configuration: Rail -0..50mm Locked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

6

Up Cant Dn Cant Safety Factor: 60% (67% of 90%)

Maximum Loads (t)
(m)
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350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.47s 3.09

3.16 2.68

3.16s 2.72 2.33

3.15s 2.73 2.37 2.03

3.13 2.72s 2.39s 2.07 1.78

3.63 3.11 2.71s 2.39s 2.09 1.80

4.93s 4.25 3.58 3.08s 2.69s 2.37s 2.10 1.82 1.58

4.15 3.48 3.03 2.66 2.37s 2.11 1.83 1.59

4.11s 3.48s 3.00s 2.64s 2.36s 2.10 1.83 1.59

4.06 3.43 2.94 2.63s 2.34 2.10 1.82 1.59 1.38

4.88s 4.02 3.42s 2.95 2.60 2.34 2.09 1.81 1.58 1.38

4.88s 4.01s 3.40 2.95 2.61 2.35t 2.07 1.80 1.57 1.38

5.92t 4.87s 4.01s 3.40 2.96s 2.61 2.31 2.04 1.78 1.55 1.36

4.01d 6.10 4.80 3.85t 3.39 2.92 2.58t 2.29 2.01 1.75 1.54 1.36

3.42d 5.01d 6.06 4.77 3.90 3.33 2.88t 2.55 2.26 1.98 1.72 1.52 1.34

6.17d 6.00 4.74t 3.89 3.26t 2.87 2.53 2.24 1.94 1.70 1.50

7.66d 5.94 4.68 3.87 3.27 2.81 2.51 2.19 1.91 1.67 1.48

6.77d 5.90 4.66 3.84 3.25 2.83 2.48 2.14 1.87 1.65 1.47

5.90 4.63 3.82 3.24 2.81 2.42 2.10 1.84 1.63

5.93 4.64 3.82 3.24 2.77 2.38 2.07 1.83 1.63

8.24 5.96 4.68 3.85 3.21 2.72 2.34 2.05 1.82

8.35 6.07 4.70 3.80 3.16 2.69 2.33 2.05

7.91t 12.72d 8.40 6.05 4.66 3.78 3.15 2.68

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.47s 3.06

2.95s 2.66

2.97s 2.54s 2.31

3.05s 2.57s 2.33 2.02

2.96s 2.57s 2.24s 2.03 1.77

3.41s 3.01s 2.54s 2.24s 2.03 1.78

4.93s 4.02s 3.36s 2.89s 2.53s 2.24s 2.00 1.77 1.57

3.95s 3.32s 2.92 2.54 2.22 1.97 1.75 1.57

3.87s 3.28s 2.83s 2.47 2.17 1.94 1.73 1.55

3.82s 3.17 2.74 2.40 2.12 1.90 1.70 1.53 1.38

4.61s 3.79 3.08 2.65 2.34 2.08 1.86 1.67 1.51 1.37

4.59s 3.67 3.00 2.57 2.27 2.03 1.82 1.65 1.49 1.36

4.43d 4.51d 3.56 2.93 2.57 2.22 1.85t 1.80 1.62 1.47 1.35

3.59d 3.68d 3.79t 3.35t 2.85 2.32t 2.14t 1.96 1.76 1.60 1.46 1.34

3.38d 3.33d 3.42d 3.60d 3.39 2.80 2.44 2.16 1.94 1.75 1.59 1.45 1.33

3.26d 3.34d 3.45d 3.34 2.79 2.42 2.14 1.91 1.73 1.57 1.44

3.37d 2.78d 3.39d 3.31 2.79 2.42 2.14 1.91 1.72 1.57 1.44

3.03d 3.43d 3.33 2.80 2.42 2.13 1.90 1.72 1.57 1.45

4.33d 4.16 3.35 2.83 2.44 2.14 1.91 1.73 1.58

5.43 4.17 3.38 2.84 2.45 2.15 1.93 1.74 1.61

7.22d 5.48 4.22 3.43 2.87 2.48 2.18 1.95 1.78

7.78 5.56 4.29 3.48 2.92 2.52 2.22 2.00

5.19t 8.44t 7.94 5.68 4.39 3.56 3.00 2.60

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 6dLT

Configuration: Rail -0..50mm Locked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

6

Up Cant Dn Cant Safety Factor: 60% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 35-45°
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350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.77

2.84 2.39

2.86 2.45 2.07

2.84 2.46 2.12 1.80

2.82 2.46 2.14 1.83 1.56

3.28 2.80 2.44 2.15 1.85 1.59

4.73 3.85 3.24 2.78 2.42 2.14 1.87 1.61 1.38

3.78 3.19 2.73 2.39 2.12 1.87 1.61 1.39

3.68 3.13 2.70 2.38 2.11 1.88 1.61 1.39

4.42 3.64 3.10 2.69 2.36 2.10 1.87 1.61 1.39 1.20

4.40 3.63 3.08 2.67 2.35 2.10 1.85 1.60 1.38 1.20

4.38 3.59 3.05 2.65 2.35 2.11 1.84 1.58 1.37 1.19

5.52 4.39 3.61 3.06 2.65 2.34 2.08 1.81 1.57 1.35 1.18

3.92d 5.46 4.34 3.35 3.04 2.63 2.31 2.05 1.78 1.53 1.34 1.17

3.38d 4.96d 5.43 4.28 3.53 3.01 2.61 2.28 2.02 1.74 1.51 1.32 1.16

6.16d 5.35 4.22 3.48 2.95 2.52 2.25 1.99 1.71 1.48 1.30

7.25 5.29 4.16 3.45 2.92 2.53 2.22 1.93 1.67 1.46 1.28

6.77d 5.27 4.14 3.41 2.89 2.50 2.20 1.89 1.64 1.44 1.27

5.25 4.12 3.38 2.88 2.49 2.14 1.84 1.61 1.42

11.12d 7.27 5.27 4.13 3.39 2.87 2.45 2.09 1.81 1.59 1.41

7.32 5.31 4.15 3.42 2.84 2.39 2.06 1.79 1.58

7.44 5.39 4.18 3.36 2.79 2.37 2.04 1.79

8.01t 11.82t 7.51 5.38 4.14 3.34 2.78 2.37

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.74

2.82 2.37

2.86 2.41 2.06

2.82 2.42 2.07 1.79

2.80 2.39 2.07 1.80 1.56

3.26 2.75 2.37 2.05 1.79 1.57

4.70 3.79 3.15 2.68 2.31 2.02 1.77 1.56 1.37

3.63 3.05 2.60 2.25 1.97 1.74 1.54 1.37

3.54 2.91 2.51 2.19 1.93 1.70 1.52 1.35

4.42 3.46 2.78 2.42 2.12 1.87 1.66 1.49 1.33 1.20

4.31 3.34 2.74 2.34 2.06 1.82 1.63 1.46 1.32 1.19

4.17 3.25 2.64 2.27 2.00 1.77 1.60 1.43 1.30 1.18

4.34d 3.98 3.13 2.55 2.19 1.95 1.74 1.56 1.41 1.28 1.17

3.53d 3.67d 3.80t 3.04 2.48 2.14 1.91 1.71 1.53 1.39 1.26 1.16

3.34d 3.33d 3.42d 3.59d 2.96 2.42 2.13 1.87 1.67 1.51 1.37 1.25 1.15

3.13d 3.38d 3.44d 2.90 2.42 2.10 1.86 1.66 1.49 1.36 1.24

3.37d 3.36d 3.39d 2.88 2.42 2.09 1.84 1.65 1.49 1.35 1.24

2.85d 3.38d 2.89 2.43 2.11 1.85 1.65 1.49 1.35 1.25

4.02d 3.65 2.92 2.45 2.11 1.85 1.65 1.49 1.37

4.77 3.65 2.95 2.47 2.13 1.87 1.67 1.51 1.39

6.78 4.82 3.70 2.99 2.51 2.16 1.89 1.70 1.54

6.89 4.90 3.77 3.04 2.55 2.20 1.93 1.74

5.20t 8.36t 7.03 5.02 3.87 3.13 2.63 2.28

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 6eLT

Configuration: Rail -0..50mm Locked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

6

Up Cant Dn Cant Safety Factor: 60% (67% of 90%)

Maximum Loads (t)
(m)
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350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.51

2.59 2.16

2.58 2.22 1.87

2.59 2.23 1.91 1.61

2.57 2.22 1.94 1.65 1.39

2.98 2.55 2.21 1.94 1.67 1.42

3.49 2.93 2.51 2.19 1.92 1.68 1.43 1.22

3.38 2.88 2.48 2.17 1.92 1.69 1.44 1.23

3.36 2.84 2.45 2.14 1.91 1.69 1.45 1.23

3.32 2.77 2.42 2.13 1.89 1.68 1.43 1.23 1.06

3.99 3.28 2.76 2.37 2.11 1.89 1.68 1.43 1.22 1.05

3.89 3.27 2.77 2.40 2.10 1.90 1.65 1.41 1.21 1.05

5.06 3.96 3.26 2.75 2.40 2.12 1.88 1.62 1.39 1.20 1.04

3.86d 5.01 3.98 3.17 2.75 2.41 2.09 1.85 1.60 1.37 1.18 1.03

3.38d 4.95d 4.91 3.89 3.20t 2.73 2.37 2.05 1.81 1.56 1.34 1.16 1.02

6.14d 4.82 3.81 3.15 2.64 2.29 2.02 1.78 1.52 1.32 1.15

6.50 4.76 3.76 3.09 2.62 2.27 1.99 1.72 1.48 1.29 1.13

4.73 3.72 3.05 2.59 2.25 1.97 1.68 1.45 1.26 1.12

9.22d 4.73 3.70 3.04 2.47 2.23 1.91 1.64 1.43 1.25

6.56 4.73 3.69 3.00 2.58 2.19 1.86 1.61 1.40 1.24

6.62 4.78 3.73 3.06 2.54 2.14 1.83 1.59 1.40

6.73 4.86 3.76 3.02 2.49 2.11 1.82 1.58

8.06t 10.78 6.79 4.83 3.72 3.00 2.48 2.10

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.49

2.57 2.14

2.58 2.19 1.85

2.57 2.19 1.88 1.60

2.54 2.17 1.87 1.62 1.39

2.97 2.50 2.13 1.86 1.60 1.40

3.47 2.87 2.44 2.09 1.81 1.58 1.39 1.21

3.30 2.75 2.35 2.02 1.77 1.56 1.37 1.21

3.20 2.62 2.26 1.96 1.72 1.52 1.35 1.20

3.10 2.48 2.17 1.89 1.67 1.48 1.32 1.18 1.05

3.91 3.00 2.41 2.07 1.82 1.62 1.45 1.29 1.16 1.04

3.74 2.91 2.35 1.99 1.76 1.57 1.40 1.26 1.14 1.03

4.33d 3.58 2.80 2.26 1.93 1.71 1.53 1.37 1.24 1.12 1.02

3.53d 3.66d 3.44 2.70 2.18 1.89 1.67 1.49 1.34 1.22 1.11 1.01

3.34d 3.33d 3.41d 3.32 2.61 2.14 1.85 1.67 1.48 1.33 1.20 1.10 1.01

3.08d 3.33d 3.23 2.56 2.12 1.84 1.62 1.45 1.31 1.19 1.09

3.37d 2.67d 3.19 2.53 2.12 1.89 1.61 1.45 1.30 1.18 1.09

2.87d 3.18 2.56 2.14 1.83 1.61 1.44 1.30 1.19 1.10

3.98d 3.20 2.59 2.16 1.85 1.62 1.45 1.31 1.19

4.24 3.24 2.61 2.18 1.87 1.64 1.46 1.32 1.22

6.06 4.29 3.28 2.64 2.20 1.90 1.67 1.49 1.36

6.16 4.37 3.35 2.70 2.25 1.94 1.70 1.53

5.19t 8.42t 6.31 4.48 3.44 2.78 2.33 2.01

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 6fLT

Configuration: Rail -0..50mm Locked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

6

Up Cant Dn Cant Safety Factor: 60% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 55-65°
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20

340 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.40

2.47 2.06

2.49 2.12 1.78

2.47 2.13 1.82 1.53

2.45 2.13 1.85 1.57 1.32

2.85 2.43 2.10 1.84 1.59 1.35

4.13 3.35 2.80 2.39 2.08 1.84 1.60 1.36 1.15

3.28 2.75 2.37 2.06 1.82 1.61 1.37 1.16

3.21 2.71 2.33 2.05 1.81 1.61 1.37 1.17

3.16 2.67 2.30 2.02 1.81 1.60 1.37 1.16 .99

3.79 3.11 2.63 2.29 2.01 1.80 1.59 1.35 1.15 .99

3.73 3.11 2.64 2.28 2.00 1.81 1.56 1.34 1.15 .98

4.82 3.79 3.08 2.62 2.28 2.02 1.80 1.55 1.31 1.13 .97

3.86d 4.79 3.81 3.04 2.63 2.30 2.00 1.75 1.51 1.29 1.11 .96

3.38d 4.90d 4.67 3.73 3.08 2.60 2.25 1.96 1.72 1.48 1.27 1.09 .95

6.14d 4.59 3.63 3.01 2.55 2.20 1.92 1.69 1.44 1.24 1.08

6.19 4.48 3.57 2.93 2.48 2.15 1.89 1.64 1.41 1.21 1.06

4.50 3.53 2.90 2.45 2.13 1.87 1.59 1.37 1.19 1.05

9.21d 4.49 3.50 2.88 2.45 2.12 1.81 1.55 1.34 1.17

6.20 4.49 3.51 2.88 2.45 2.07 1.76 1.52 1.32 1.17

6.30 4.54 3.52 2.91 2.41 2.03 1.73 1.50 1.32

6.40 4.62 3.56 2.86 2.36 2.00 1.71 1.49

8.08t 10.31 6.46 4.60 3.53 2.83 2.35 1.99

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.38

2.46 2.05

2.48 2.08 1.76

2.47 2.09 1.78 1.52

2.43 2.06 1.77 1.53 1.31

2.83 2.38 2.04 1.75 1.52 1.32

4.11 3.31 2.74 2.31 1.98 1.71 1.50 1.32 1.14

3.14 2.62 2.23 1.93 1.68 1.47 1.30 1.14

3.04 2.49 2.14 1.85 1.62 1.44 1.27 1.13

2.96 2.36 2.04 1.79 1.57 1.40 1.24 1.11 .99

3.72 2.87 2.28 1.95 1.72 1.53 1.36 1.22 1.09 .98

3.54 2.75 2.21 1.87 1.66 1.48 1.32 1.19 1.07 .97

4.32d 3.41 2.64 2.14 1.81 1.61 1.44 1.29 1.17 1.05 .96

3.53d 3.68d 3.26 2.54 2.06 1.77 1.57 1.40 1.26 1.14 1.04 .95

3.34d 3.37d 3.41d 3.13 2.47 2.01 1.74 1.54 1.38 1.24 1.13 1.02 .94

3.08d 3.33d 3.05 2.41 1.99 1.72 1.52 1.36 1.23 1.11 1.02

3.37d 2.69d 3.01 2.38 1.99 1.72 1.52 1.35 1.22 1.11 1.02

2.87d 3.00 2.40 2.02 1.72 1.51 1.35 1.22 1.11 1.03

3.98d 3.02 2.45 2.03 1.74 1.52 1.36 1.22 1.12

4.00 3.05 2.45 2.05 1.76 1.54 1.37 1.24 1.15

5.74 4.05 3.10 2.49 2.07 1.78 1.56 1.40 1.27

5.84 4.13 3.16 2.54 2.12 1.82 1.60 1.44

5.19t 8.43t 5.98 4.25 3.25 2.63 2.20 1.90

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 6gLT

Configuration: Rail -0..50mm Locked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

6

Up Cant Dn Cant Safety Factor: 60% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 65-85°

0
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4.5

4

3.5

3
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2

1.5
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0.5

6.5

-0.5
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-2

-2.5
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-3.5

Minimum Loads (t)
(m)

7.5

7

0.5

6

5.5

5

4.5

4

3.5

3

2.5

2

1.5

1

-3

-3.5

0

-0.5

-1

-1.5

-2

-2.5
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Rail-Ability Ltd RACD-10000609

275
265 Stafford, ST16 3HS

85 4
95 356
10

350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.42

2.50 2.08

2.50 2.14 1.80

2.49 2.15 1.84 1.55

2.49 2.14 1.87 1.58 1.33

2.89 2.45 2.12 1.87 1.60 1.36

4.16 3.39 2.83 2.43 2.10 1.85 1.62 1.38 1.17

3.31 2.79 2.38 2.08 1.84 1.62 1.38 1.18

3.25 2.74 2.35 2.07 1.83 1.63 1.38 1.18

3.20 2.70 2.33 2.05 1.82 1.62 1.38 1.18 1.01

3.83 3.14 2.67 2.31 2.04 1.82 1.61 1.37 1.17 1.00

3.78 3.13 2.66 2.31 2.03 1.82 1.59 1.35 1.16 1.00

4.86 3.81 3.11 2.64 2.31 2.04 1.81 1.56 1.33 1.14 .99

3.86d 4.83 3.82 3.09 2.65 2.32 2.02 1.77 1.53 1.30 1.13 .97

3.38d 4.90d 4.72 3.76 3.11 2.52 2.26 1.98 1.74 1.49 1.28 1.11 .96

6.13d 4.64 3.67 3.04 2.58 2.22 1.94 1.71 1.45 1.26 1.09

6.26 4.54 3.61 2.96 2.50 2.15 1.91 1.66 1.42 1.23 1.07

4.55 3.55 2.93 2.47 2.14 1.89 1.61 1.38 1.21 1.06

9.17d 4.54 3.54 2.92 2.47 2.14 1.83 1.57 1.36 1.19

4.55 3.55 2.92 2.47 2.10 1.78 1.53 1.33 1.18

6.35 4.59 3.58 2.95 2.43 2.05 1.75 1.52 1.33

6.45 4.67 3.61 2.90 2.39 2.02 1.73 1.51

8.06t 10.33 6.54 4.65 3.56 2.87 2.37 2.01

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.40

2.48 2.07

2.50 2.10 1.78

2.49 2.10 1.80 1.54

2.45 2.09 1.80 1.55 1.33

2.86 2.41 2.05 1.77 1.54 1.34

4.16 3.34 2.76 2.33 2.02 1.74 1.51 1.33 1.16

3.17 2.66 2.25 1.95 1.69 1.48 1.31 1.15

3.08 2.51 2.16 1.88 1.65 1.45 1.29 1.14

3.00 2.39 2.06 1.81 1.59 1.41 1.26 1.12 1.00

3.75 2.90 2.31 1.98 1.74 1.54 1.37 1.23 1.10 .99

3.60 2.78 2.23 1.90 1.68 1.49 1.34 1.20 1.08 .98

4.31d 3.44 2.67 2.16 1.84 1.63 1.46 1.30 1.18 1.07 .97

3.53d 3.68d 3.28 2.58 2.08 1.79 1.59 1.42 1.28 1.15 1.05 .96

3.34d 3.37d 3.41d 3.17 2.50 2.03 1.76 1.56 1.39 1.26 1.14 1.04 .95

3.04d 3.33d 3.08 2.44 2.01 1.75 1.54 1.38 1.24 1.13 1.03

3.41d 2.71d 3.04 2.41 2.02 1.74 1.55 1.37 1.23 1.12 1.03

2.89d 3.04 2.43 2.03 1.74 1.53 1.37 1.23 1.12 1.04

3.98d 3.06 2.49 2.06 1.75 1.54 1.37 1.24 1.14

4.05 3.09 2.49 2.07 1.78 1.56 1.39 1.25 1.16

5.80 4.10 3.13 2.52 2.10 1.81 1.58 1.41 1.29

5.89 4.18 3.19 2.57 2.15 1.84 1.62 1.46

5.21t 8.38t 6.05 4.29 3.29 2.66 2.23 1.92

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 6hLT

Configuration: Rail -0..50mm Locked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

6

Up Cant Dn Cant Safety Factor: 60% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 85-95°
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Minimum Loads (t)
(m)

7.5

7

0.5
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5.5
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3
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2

1.5

1
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-3.5

0
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-1.5
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Rail-Ability Ltd RACD-10000609

265
255 Stafford, ST16 3HS

95 4
105 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.53

2.60 2.18

2.61 2.24 1.88

2.60 2.24 1.92 1.63

2.59 2.23 1.95 1.66 1.41

3.01 2.56 2.21 1.95 1.68 1.43

4.33 3.53 2.96 2.53 2.19 1.93 1.69 1.45 1.23

3.45 2.91 2.49 2.17 1.92 1.70 1.45 1.24

3.38 2.85 2.46 2.16 1.91 1.71 1.45 1.24

3.34 2.82 2.44 2.14 1.90 1.70 1.45 1.24 1.07

4.00 3.28 2.79 2.42 2.13 1.90 1.68 1.44 1.24 1.06

3.95 3.28 2.78 2.41 2.13 1.91 1.67 1.42 1.22 1.06

5.08 3.99 3.25 2.77 2.41 2.13 1.89 1.64 1.40 1.21 1.05

3.86d 5.05 3.99 3.24 2.77 2.42t 2.11 1.85 1.61 1.38 1.19 1.03

3.38d 4.90d 4.94 3.93 3.24 2.64 2.35 2.07 1.82 1.57 1.35 1.17 1.02

6.13d 4.86 3.84 3.18 2.70 2.33 2.04 1.79 1.53 1.33 1.15

6.56 4.76 3.78 3.11 2.62 2.25 2.01 1.74 1.50 1.30 1.14

4.72 3.73 3.08 2.59 2.25 1.99 1.69 1.46 1.28 1.12

9.17d 4.73 3.71 3.06 2.59 2.24 1.92 1.65 1.43 1.26

4.77 3.73 3.06 2.59 2.20 1.87 1.62 1.41 1.25

6.66 4.79 3.75 3.08 2.55 2.15 1.84 1.60 1.40

6.75 4.89 3.78 3.04 2.51 2.13 1.82 1.59

8.08t 10.76 6.79 4.87 3.73 3.01 2.50 2.12

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.50

2.58 2.16

2.61 2.20 1.86

2.59 2.20 1.88 1.61

2.56 2.18 1.88 1.63 1.40

2.99 2.52 2.15 1.85 1.61 1.41

4.33 3.48 2.93 2.44 2.11 1.82 1.59 1.40 1.22

3.31 2.77 2.36 2.04 1.77 1.56 1.38 1.22

3.23 2.64 2.27 1.97 1.73 1.52 1.36 1.21

3.14 2.52 2.17 1.90 1.67 1.49 1.33 1.19 1.06

3.92 3.06 2.43 2.08 1.83 1.63 1.45 1.30 1.17 1.05

3.78 2.92 2.35 2.00 1.77 1.58 1.42 1.27 1.15 1.04

4.31d 3.61 2.82 2.28 2.00 1.72 1.54 1.38 1.25 1.13 1.03

3.53d 3.68d 3.45 2.72 2.20 1.90 1.68 1.51 1.36 1.22 1.11 1.02

3.34d 3.37d 3.41d 3.34 2.64 2.15 1.86 1.65 1.48 1.33 1.21 1.10 1.01

3.08d 3.33d 3.26 2.58 2.13 1.85 1.63 1.46 1.32 1.20 1.09

3.41d 2.71d 3.22 2.55 2.14 1.84 1.64 1.45 1.31 1.19 1.09

2.89d 3.20 2.57 2.15 1.85 1.63 1.45 1.31 1.19 1.10

3.98d 3.23 2.59 2.18 1.86 1.63 1.46 1.31 1.20

4.27 3.26 2.63 2.19 1.89 1.65 1.47 1.33 1.23

6.10 4.31 3.30 2.66 2.22 1.91 1.67 1.50 1.36

6.19 4.40 3.37 2.71 2.27 1.95 1.71 1.54

5.25t 8.38t 6.35 4.51 3.46 2.80 2.35 2.02

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 6iLT

Configuration: Rail -0..50mm Locked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

6

Up Cant Dn Cant Safety Factor: 60% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 95-105°
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Minimum Loads (t)
(m)

7.5
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Rail-Ability Ltd RACD-10000609

255
245 Stafford, ST16 3HS
105 4
115 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.82

2.90 2.44

2.91 2.50 2.12

2.90 2.50 2.16 1.84

2.88 2.50 2.19 1.87 1.60

3.35 2.85 2.48 2.18 1.89 1.62

4.82 3.92 3.30 2.82 2.46 2.17 1.90 1.64 1.41

3.85 3.25 2.79 2.43 2.16 1.91 1.65 1.42

3.78 3.20 2.75 2.42 2.15 1.92 1.65 1.42

3.73 3.17 2.73 2.40 2.14 1.90 1.64 1.42 1.23

4.49 3.68 3.11 2.72 2.39 2.14 1.89 1.63 1.41 1.23

4.43 3.68 3.12 2.70 2.39 2.14 1.88 1.61 1.40 1.22

5.64 4.45 3.65 3.11 2.71 2.39 2.11 1.85 1.59 1.38 1.21

3.86d 5.59 4.39 3.62 3.11 2.69 2.35 2.08 1.82 1.57 1.37 1.20

3.38d 4.90d 5.55 4.37 3.57 2.97 2.64 2.32 2.05 1.78 1.54 1.35 1.19

6.14d 5.47 4.33 3.58 3.02t 2.62 2.29 2.03 1.75 1.52 1.33

7.37d 5.36 4.27 3.50 2.97 2.53 2.27 1.98 1.71 1.49 1.31

5.38 4.21 3.47 2.93 2.55 2.25 1.93 1.67 1.47 1.30

7.21t 5.37 4.20 3.45 2.93 2.54 2.19 1.89 1.64 1.45

5.37 4.21 3.46 2.93 2.50 2.13 1.85 1.63 1.44

7.48 5.41 4.24 3.49 2.89 2.45 2.10 1.83 1.62

7.57 5.49 4.25 3.43 2.84 2.42 2.09 1.83

8.11t 11.91 7.66 5.47 4.20 3.40 2.83 2.41

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.81

2.88 2.42

2.90 2.46 2.10

2.89 2.46 2.12 1.83

2.86 2.44 2.11 1.84 1.59

3.31 2.80 2.41 2.09 1.83 1.60

4.82 3.88 3.22 2.73 2.35 2.06 1.80 1.59 1.40

3.71 3.12 2.65 2.30 2.01 1.77 1.58 1.40

3.63 2.98 2.56 2.23 1.96 1.74 1.55 1.39

3.52 2.85 2.47 2.16 1.91 1.70 1.52 1.37 1.22

4.40 3.44 2.77 2.37 2.09 1.86 1.66 1.49 1.35 1.21

4.26 3.32 2.69 2.29 2.03 1.81 1.63 1.47 1.33 1.20

4.32d 4.10 3.21 2.62 2.24 1.98 1.78 1.59 1.44 1.31 1.19

3.53d 3.68d 3.90d 3.12 2.54 2.19 1.94 1.74 1.57 1.42 1.29 1.18

3.34d 3.37d 3.41d 3.58d 3.04 2.48 2.16 1.91 1.71 1.54 1.40 1.28 1.18

3.08d 3.33d 3.45d 2.97 2.47 2.14 1.89 1.70 1.53 1.39 1.27

3.41d 2.71d 3.39d 2.95 2.48 2.14 1.89 1.68 1.52 1.38 1.27

2.87d 3.37d 2.97 2.49 2.14 1.89 1.68 1.52 1.39 1.28

3.98d 3.70 3.02 2.52 2.15 1.89 1.69 1.53 1.40

4.87 3.74 3.02 2.54 2.18 1.91 1.70 1.54 1.42

6.91 4.92 3.78 3.06 2.56 2.20 1.93 1.73 1.58

7.00 5.00 3.84 3.11 2.60 2.24 1.97 1.78

5.27t 8.43t 7.15 5.11 3.93 3.19 2.68 2.32

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 6jLT

Configuration: Rail -0..50mm Locked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

6

Up Cant Dn Cant Safety Factor: 60% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 105-115°
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Minimum Loads (t)
(m)

7.5
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Rail-Ability Ltd RACD-10000609

245
235 Stafford, ST16 3HS
115 4
125 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.01

3.08 2.60

3.00s 2.66 2.26

3.08s 2.66s 2.30 1.97

3.06s 2.64 2.33 2.00 1.72

3.54 3.03 2.64s 2.32 2.03 1.75

4.95d 4.15 3.49s 3.00s 2.61 2.32 2.04 1.76 1.52

4.09s 3.43 2.96s 2.59 2.30 2.05 1.77 1.53

4.02s 3.40s 2.92s 2.58 2.29 2.04 1.77 1.53

3.96 3.33 2.84 2.55 2.28 2.04 1.76 1.53 1.33

4.73 3.93 3.33 2.86 2.54 2.28 2.03 1.75 1.52 1.33

4.72 3.89 3.31 2.86 2.52 2.28 2.00 1.74 1.51 1.33

5.90d 4.76 3.88 3.32 2.87 2.53 2.23 1.99 1.72 1.50 1.31

3.86d 5.97 4.72 3.85 3.29t 2.84 2.50 2.22 1.95 1.69 1.48 1.30

3.38d 4.90d 5.92 4.64 3.83 3.18t 2.81 2.47 2.19 1.91 1.67 1.46 1.29

6.14d 5.85 4.63 3.78 3.19 2.79 2.46 2.18 1.88 1.64 1.44

7.60d 5.73 4.56 3.75 3.19 2.77 2.43 2.12 1.84 1.61 1.43

6.75d 5.75 4.52 3.72 3.16 2.73 2.40 2.07 1.81 1.59 1.42

7.25t 5.74 4.51 3.71 3.14 2.72 2.35 2.03 1.78 1.57

7.70t 11.16d 7.90 5.74 4.50 3.70 3.14 2.68 2.30 2.00 1.76 1.57

8.25d 7.99 5.77 4.54 3.73 3.11 2.63 2.26 1.98 1.75

8.58t 8.09 5.88 4.55 3.68 3.06 2.60 2.25 1.98

8.14t 12.57 8.13 5.85 4.53 3.65 3.05 2.60

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.99

2.97s 2.59

3.00s 2.56s 2.25

2.98s 2.58s 2.27 1.96

2.95s 2.61 2.25s 1.97 1.71

3.53 2.94s 2.56s 2.24 1.97 1.73

4.95d 4.03s 3.43 2.90s 2.52 2.20 1.94 1.71 1.51

3.96s 3.31 2.84 2.46 2.16 1.91 1.69 1.51

3.86 3.20 2.75 2.39 2.11 1.87 1.67 1.50

3.78 3.06 2.65 2.33 2.06 1.83 1.64 1.48 1.33

4.62s 3.68 2.97 2.56 2.26 2.01 1.80 1.61 1.46 1.32

4.54 3.57 2.90 2.48 2.20 1.97 1.76 1.59 1.44 1.31

4.33d 4.38 3.46 2.82 2.42 2.14 1.85t 1.73 1.56 1.42 1.30

3.53d 3.66d 3.84t 3.36 2.76 2.38 2.06t 1.88 1.70 1.54 1.40 1.29

3.34d 3.37d 3.41d 3.58d 3.18t 2.70 2.34 2.11 1.87 1.68 1.53 1.39 1.28

3.08d 3.33d 3.45d 3.22 2.68 2.33 2.06 1.84 1.66 1.52 1.39

3.37d 2.67d 3.39d 3.20 2.69 2.39 2.05 1.84 1.65 1.51 1.38

2.87d 3.38d 3.22 2.71 2.33 2.05 1.83 1.65 1.51 1.39

3.98d 4.00 3.26 2.72 2.34 2.06 1.84 1.66 1.52

5.25 4.03 3.27 2.74 2.36 2.07 1.85 1.68 1.54

7.15d 5.29 4.07 3.30 2.77 2.39 2.10 1.88 1.71

7.51 5.36 4.14 3.36 2.81 2.43 2.14 1.92

5.27t 8.52t 7.64 5.48 4.24 3.44 2.89 2.51

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 6kLT

Configuration: Rail -0..50mm Locked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

6

Up Cant Dn Cant Safety Factor: 60% (67% of 90%)

Maximum Loads (t)
(m)
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Rail-Ability Ltd RACD-10000609

235
225 Stafford, ST16 3HS
125 4
135 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.44

3.24s 3.00

3.17s 3.03 2.63

3.16s 3.03 2.66 2.32

3.31s 3.01 2.66 2.34 2.05

3.44s 3.34s 2.99 2.65 2.36 2.07

3.95s 3.36 2.98 2.64 2.37 2.08 1.84

4.60 3.90 3.37 2.96 2.63 2.36 2.09 1.84

4.56 3.85 3.33 2.94 2.61 2.36 2.09 1.85

4.49 3.83 3.31 2.92 2.60 2.36 2.08 1.84 1.64

5.26s 4.48 3.80 3.29 2.90 2.60 2.36 2.08 1.84 1.63

5.39 4.45 3.77 3.28 2.89 2.60 2.34 2.06 1.83 1.63

5.95t 5.39 4.45s 3.78 3.28 2.90 2.59 2.32 2.05 1.81 1.62

3.87d 6.29t 5.39 4.38 3.79 3.28 2.89t 2.57 2.30 2.02 1.80 1.61

3.38d 4.96d 6.82 5.36 4.38 3.71t 3.24 2.86 2.56 2.27 2.00 1.79 1.60

6.15d 6.81 5.34 4.38 3.73 3.23t 2.84 2.54 2.23 1.98 1.77

7.43d 6.75 5.32 4.37 3.68 3.22 2.83 2.51 2.21 1.96 1.75

6.71 5.28 4.36 3.70 3.21 2.83 2.47 2.18 1.94 1.75

7.30d 6.71 5.28 4.33 3.69 3.20 2.78 2.43 2.15 1.93

7.75t 11.19d 9.23 6.71 5.27 4.35 3.69 3.17 2.74 2.41 2.14 1.92

8.29t 9.28 6.74 5.30 4.36 3.65 3.12 2.72 2.39 2.13

9.36 6.82 5.31 4.32 3.62 3.10 2.70 2.39

8.21t 12.70t 9.40 6.81 5.28 4.30 3.61 3.09

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.14d

2.96s 2.91d

2.98s 2.56s 2.60d

3.06s 2.58s 2.46d 2.30

2.97s 2.57s 2.25s 2.31 2.04

3.43s 3.02s 2.55s 2.25s 2.31 2.05

3.37s 2.91s 2.53s 2.24s 2.29 2.05 1.83

4.17s 3.33s 2.96s 2.59s 2.23s 2.23d 2.03 1.82

3.88s 3.74 2.85s 2.49s 2.22s 2.20d 2.00 1.81

3.95s 3.35s 2.81s 2.48s 2.21s 2.20 1.98 1.80 1.63

4.62s 3.80s 3.23s 2.80s 2.47s 2.21s 2.17 1.96 1.78 1.62

4.63s 3.78s 3.40s 2.96s 2.46s 2.14t 2.14 1.94 1.76 1.61

4.34d 4.50d 3.78s 3.40s 2.87s 2.49t 1.92t 2.11 1.91 1.75 1.61

3.53d 3.67d 3.81t 4.05 3.27t 2.49t 2.05t 1.96t 2.09 1.90 1.74 1.60

3.34d 3.33d 3.42d 3.59d 3.79t 2.71t 2.40t 2.21t 2.10t 2.07 1.88 1.73 1.59

3.17d 3.34d 3.44d 3.68d 3.30 2.87 2.39t 2.27 2.06 1.87 1.72

3.37d 3.36d 3.39d 3.65d 3.30 2.87 2.53 2.26 2.05 1.87 1.72

2.87d 3.38d 3.93 3.32 2.89 2.54 2.27 2.05 1.87 1.73

3.98d 4.79d 3.95 3.33 2.88 2.54 2.27 2.05 1.88

5.72d 4.87 3.97 3.35 2.89 2.55 2.28 2.07 1.90

7.16d 6.32 4.90 4.00 3.38 2.92 2.57 2.30 2.10

8.85 6.38 4.97 4.04 3.41 2.95 2.61 2.34

5.32t 8.56t 8.96 6.47 5.04 4.12 3.48 3.01

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 6lLT

Configuration: Rail -0..50mm Locked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

6

Up Cant Dn Cant Safety Factor: 50% (67% of 75%)
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Rail-Ability Ltd RACD-10000609

225
215 Stafford, ST16 3HS
135 4
145 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.48s 3.65s

3.32s 3.44s

3.16s 3.28s 3.07

3.24s 3.20s 3.08 2.71

3.36s 3.32s 3.08 2.74 2.42

3.71s 3.57s 3.45 3.06 2.75 2.44

4.93s 4.47s 4.11s 3.74s 3.43 3.06 2.75s 2.45 2.17

5.14s 4.47 3.88 3.42 3.04 2.73 2.45 2.18

5.24 4.45 3.84 3.38 3.02s 2.73 2.45 2.18

4.66s 5.17 4.40 3.83 3.38s 3.01 2.72 2.45 2.18 1.95

5.04s 5.14 4.38 3.80 3.36s 3.00 2.72s 2.44 2.17 1.95

6.16s 5.14s 4.37s 3.79s 3.35s 3.00s 2.72 2.43 2.16 1.94

5.95d 6.23 5.15s 4.37s 3.78 3.35 3.01 2.70 2.41 2.15 1.94

3.93d 6.28d 6.20 5.09 4.37 3.79 3.34 2.98 2.68 2.39 2.14 1.93

3.38d 4.97d 7.23d 6.20 5.08 4.28 3.77 3.32t 2.97 2.67 2.37 2.12 1.92

6.17d 7.90 6.19 5.09 4.29 3.75 3.31 2.96 2.64 2.35 2.11

7.62d 7.87 6.19 5.08 4.31 3.74 3.30 2.94 2.60 2.32 2.09

7.85 6.17 5.08 4.31 3.74 3.30 2.91 2.58 2.31 2.08

7.82 6.17 5.08 4.32 3.75 3.27 2.87 2.55 2.29

11.20d 7.84 6.16 5.09 4.33 3.71 3.23 2.85 2.54 2.28

11.54d 10.78 7.89 6.20 5.10 4.29 3.68 3.20 2.83 2.53

10.91 7.95 6.21 5.07 4.25 3.65 3.19 2.82

8.30t 12.82t 10.92 7.93 6.17 5.04 4.24 3.65

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.47s 3.08d

2.96s 2.83d

2.98s 2.55s 2.58d

2.98s 2.58s 2.51d 2.45d

2.95s 2.57s 2.24s 2.37d 2.37d

3.53s 2.94s 2.62s 2.25s 2.30d 2.36d

4.93s 4.01s 3.49s 2.89s 2.61s 2.24s 2.40s 2.28d 2.16

3.95s 3.53s 2.87s 2.52s 2.23s 2.29s 2.24d 2.16

3.88s 3.29s 2.84s 2.57s 2.21s 2.24s 2.26d 2.15

4.66s 3.83s 3.25s 2.91s 2.48s 2.21s 2.30s 2.35 2.14 1.94

4.61s 3.79s 3.23s 2.80s 2.62s 2.21s 2.25t 2.25d 2.12 1.94

4.59s 3.90s 3.31s 2.79s 2.75s 2.08t 2.28t 2.30 2.10 1.93

4.43d 4.51d 3.78s 3.21s 2.79s 2.36t 1.85t 2.41t 2.28 2.09 1.92

3.54d 3.68d 3.79t 3.35t 2.89t 2.57t 2.13t 2.03t 2.49 2.26 2.07 1.91

3.34d 3.33d 3.42d 3.65d 3.62t 3.37t 2.60t 2.20t 2.10t 2.47 2.25 2.07 1.91

3.26d 3.38d 3.45d 3.74d 3.00t 2.62t 2.39t 2.36t 2.46 2.24 2.06

3.37d 3.36d 3.39d 3.64d 3.34t 3.34t 2.63t 2.71 2.45 2.23 2.06

2.91d 3.38d 4.66 3.94 3.25t 3.02 2.70 2.45 2.24 2.06

4.94d 4.97d 4.68 3.96 3.43 3.02 2.71 2.45 2.25

5.64d 5.77 4.71 3.98 3.45 3.04 2.72 2.47 2.27

7.28d 7.44 5.80 4.74 4.01 3.47 3.06 2.74 2.49

9.43d 7.50 5.85 4.78 4.04 3.50 3.09 2.78

5.36t 8.74t 10.49 7.60 5.94 4.86 4.11 3.57

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 6mLT

Configuration: Rail -0..50mm Locked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

6

Up Cant Dn Cant Safety Factor: 50% (67% of 75%)

Maximum Loads (t)
(m)
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Rail-Ability Ltd RACD-10000609

215
205 Stafford, ST16 3HS
145 4
155 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.48s 3.61d

3.32s 3.48s

3.24s 3.27s 3.40s

3.23s 3.27s 3.28s 3.23t

3.45s 3.28s 3.31s 3.32s 3.21t 2.74d

3.52s 3.55s 3.23s 3.26s 3.22s 3.08t

4.00s 3.57s 3.86s 3.65s 3.49t 3.26t 3.10t 2.78

5.22s 4.61s 4.17s 3.89s 3.57t 3.31t 3.11 2.80

5.24s 5.18s 4.54s 4.06t 3.68t 3.39t 3.11 2.80

5.42s 5.47 4.77s 4.21 3.76 3.40 3.10 2.79 2.51

5.28s 5.84s 5.45 4.75 4.20 3.75 3.39 3.10 2.79 2.51

6.10s 6.40 5.44 4.73 4.18 3.74 3.39 3.08 2.77 2.50

5.89t 6.59s 6.38 5.44 4.72 4.18 3.74 3.39 3.08 2.76 2.49

4.02d 6.38d 7.27d 6.41 5.44 4.73 4.18 3.74 3.37t 3.06 2.74 2.48

3.38d 5.02d 7.31t 7.84 6.43 5.41 4.72 4.17 3.73 3.37 3.03 2.72 2.47

6.19d 8.53d 7.84t 6.43 5.44 4.71t 4.17 3.72 3.36 3.01 2.71

7.68d 10.01 7.83 6.41 5.44 4.71 4.16 3.72 3.34 2.99 2.69

9.98 7.85 6.44 5.45 4.73 4.17 3.72 3.31 2.96 2.68

11.38d 10.01 7.89 6.43 5.40 4.74 4.17 3.68 3.28 2.94

9.99 7.87 6.49 5.50 4.76 4.14 3.65 3.26 2.94

13.73 10.03 7.92 6.52 5.49 4.71 4.11 3.63 3.25

13.84 10.12 7.93 6.47 5.44 4.68 4.10 3.63

8.24t 12.86d 13.90 10.10 7.89 6.44 5.42 4.67

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.47s 3.13d

2.96s 2.80d

2.97s 2.54s 2.58d

2.97s 2.57s 2.46d 2.45d

3.45s 2.95s 2.56s 2.24s 2.34d 2.39d

3.51s 2.93s 2.56s 2.24s 2.27d 2.28d

4.00s 3.38s 2.98s 2.54s 2.24s 2.23d 2.31d 2.25d

3.93s 3.33s 2.86s 2.51s 2.23s 2.26d 2.26d 2.27d

3.88s 3.74s 2.93s 2.50s 2.21s 2.26d 2.28d 2.28d

3.83s 3.44s 2.81s 2.55s 2.21s 2.33d 2.25d 2.29d 2.26d

4.60s 3.91s 3.32s 2.79s 2.47s 2.20s 2.33t 2.28d 2.29d 2.21d

4.58s 3.77s 3.21s 2.95s 2.46s 2.02t 2.24t 2.30d 2.27d 2.24d

4.45d 4.53d 3.89s 3.30s 2.79s 2.42t 1.85t 2.32t 2.37d 2.42d 2.36d

3.60d 3.69d 3.91d 3.34t 2.97t 2.31t 2.21t 1.96t 2.53t 2.53d 2.46d 2.41d

3.38d 3.33d 3.42d 3.59d 3.32t 4.04t 2.40t 2.37t 2.10t 2.75d 2.60d 2.51d 2.37d

3.26d 3.34d 3.45d 3.59t 2.98t 2.73t 2.39t 2.43t 2.84d 2.80d 2.63d

3.37d 3.32d 3.40d 3.65d 3.49t 2.89t 2.63t 3.07t 3.12d 2.81d 2.65

3.03d 3.57d 4.92t 3.77t 3.23t 3.05t 3.49 3.15 2.88 2.66

4.23d 4.75d 5.46t 4.33t 3.70t 3.90 3.49 3.16 2.89

5.65d 6.30d 6.05 5.06t 4.44 3.91 3.51 3.18 2.92

7.24d 7.59d 7.43 6.09 5.14 4.46 3.94 3.53 3.21

9.62d 9.59 7.50 6.14 5.19 4.50 3.97 3.58

5.36t 8.65t 13.03d 9.71 7.59 6.23 5.27 4.58

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 6nLT

Configuration: Rail -0..50mm Locked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

6

Up Cant Dn Cant Safety Factor: 60% (67% of 90%)
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Rail-Ability Ltd RACD-10000609

205
155 Stafford, ST16 3HS
155 4
205 356

50
310 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.72s 3.49d

3.44s 3.49s 3.59d

3.36s 3.40s 3.42t

3.43s 3.34s 3.34s 3.37t 3.19t

3.60s 3.55s 3.45s 3.38t 3.23t 2.42d

4.05d 3.75s 3.37s 3.58s 3.40t 3.22t 3.06t

4.94d 4.68s 4.28s 4.00s 3.76t 3.47s 3.24s 3.09t 2.59d

5.11s 5.37s 4.75s 4.31t 3.88t 3.55t 3.30t 3.10t 2.91t

4.90s 5.60s 5.22t 4.52t 4.02t 3.65t 3.36t 3.14t 2.99t

5.09s 5.73s 5.67t 4.80t 4.19t 3.76t 3.44t 3.20t 3.03t

5.71s 6.12s 6.18t 5.11t 4.39t 3.90t 3.54t 3.27t 3.08t 2.78t

5.94d 6.43d 6.60s 6.53s 5.46t 4.62t 4.06t 3.65t 3.35t 3.14t 2.84t

6.10t 6.78s 6.78d 6.76s 5.85t 4.86t 4.23t 3.78t 3.45t 3.22t 2.90t

4.38d 6.51d 7.48t 7.27s 6.98s 6.24t 5.12t 4.40t 3.91t 3.55t 3.31t 2.93t

3.81d 5.22d 7.35d 8.14t 7.70s 7.21s 6.37s 5.36t 4.59t 4.05t 3.66t 3.40t 2.39d

4.88d 6.48d 8.55d 8.98s 8.18s 7.41s 6.42s 5.62t 4.77t 4.19t 3.78t 3.48t

7.89d 10.18d 9.67s 8.61s 7.48s 6.49s 5.75s 4.96t 4.34t 3.92t 3.50t

7.79d 12.02s 10.35s 8.83s 7.51s 6.53s 5.77s 5.15t 4.50t 4.06t 3.40t

7.65t 9.45d 13.01s 10.75s 8.85s 7.54s 6.56s 5.81s 5.22s 4.67t 4.10t

13.68s 10.84s 8.93s 7.60s 6.62s 5.88s 5.28s 4.63s 3.77d

12.28t 18.59s 13.86s 10.94s 9.03s 7.73s 6.73s 5.87s 5.06s 4.15s

19.02s 14.10s 11.10s 9.12s 7.67s 6.50s 5.45s 4.39s

8.45t 13.49d 18.11s 13.40s 10.51s 8.50s 6.99s 5.69s

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.40s 3.14d

3.44s 2.90s 2.81d

2.93s 2.58d 2.59d

3.43s 2.93s 2.54s 2.51d 2.51d

3.51s 2.93s 2.54s 2.37d 2.34d 2.40d

4.03s 3.36s 2.90s 2.52s 2.22s 2.27d 2.34d

4.81s 4.08s 3.43s 2.95s 2.51s 2.22s 2.31d 2.24d 2.33d

4.72s 3.89s 3.28s 2.85s 2.50s 2.21s 2.21d 2.21d 2.29d

4.63s 3.82s 3.24s 2.98s 2.47s 2.20s 2.21d 2.21d 2.21d

4.57s 3.88s 3.30s 2.78s 2.45s 2.19s 2.28d 2.27d 2.21d

4.53s 3.85s 3.20s 2.77s 2.45s 2.19s 2.31d 2.25d 2.32d 2.24d

5.94d 4.90s 3.84s 3.36s 2.77s 2.44s 1.84t 2.35t 2.30d 2.33d 2.24d

4.34d 4.75d 3.94s 3.17s 2.81t 2.00t 1.91t 2.44t 2.40d 2.35d 2.27d

3.56d 3.70d 3.71t 3.03t 2.93t 2.38t 2.12t 1.96t 2.50d 2.45d 2.39d 2.31d

3.37d 3.34d 3.49d 3.62d 3.25t 2.66t 2.57t 2.19t 2.10t 2.63d 2.56d 2.50d 2.36d

3.45d 3.33d 3.35d 3.53d 3.49t 2.94t 2.90t 2.46t 2.56t 2.79d 2.75d 2.58d

3.36d 3.32d 3.51d 3.90d 3.42t 3.29t 2.61t 3.16t 3.05d 2.79d 2.69d

3.41d 3.54d 4.77t 4.14t 3.20t 3.13t 3.55d 3.14d 3.00d 2.68d

4.56d 4.90d 5.31t 4.24t 3.66t 4.04d 3.84d 3.31d 3.00d

6.01d 6.55d 6.30t 4.96t 5.12d 4.51d 3.95d 3.45d 3.05d

7.53d 7.95d 8.69s 7.29s 6.47s 5.73s 4.94d 4.06d 3.50d

9.95d 11.00d 8.71s 7.19s 6.16s 5.35s 4.70s 4.24s

5.65t 9.47t 13.84d 11.23s 8.81s 7.26s 6.19s 5.40s

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 6oLT

Configuration: Rail -0..50mm Locked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

6

Up Cant Dn Cant Safety Factor: 58% (67% of 87%)

Maximum Loads (t)
(m)
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Rail-Ability Ltd RACD-10000609

155
145 Stafford, ST16 3HS
205 4
215 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.71s 3.42d

3.43s 3.49s 3.63d

3.44s 3.41s 3.45s 3.43d

3.42s 3.33s 3.39s 3.38t 3.17d

3.58s 3.54s 3.50s 3.31s 3.22s 2.37d

4.07d 3.65s 3.66s 3.63s 3.40t 3.22t 3.00

4.98d 4.59s 4.27s 3.99s 3.76t 3.46t 3.24t 3.01 2.42d

4.99s 5.37s 4.69s 4.28s 3.87t 3.55t 3.29t 3.02 2.69

4.90s 5.59s 5.20t 4.50t 4.02t 3.64t 3.31 3.01 2.69

5.09s 5.73s 5.29 4.61 4.08 3.65 3.30 3.01 2.69

5.70s 6.12s 5.26 4.59 4.05 3.64 3.29 3.00 2.68 2.41

6.01s 6.46d 6.15 5.25 4.57 4.05 3.63 3.29 2.98 2.67 2.40

6.07t 6.91d 6.14 5.25 4.56 4.05 3.62 3.27t 2.96 2.66 2.40

4.45d 6.61t 7.39t 6.16 5.25 4.56 4.03 3.60 3.26 2.94 2.64 2.39

3.92d 5.28d 7.46d 7.44 6.15 5.23 4.54 4.02t 3.59 3.25 2.92 2.62

4.92d 6.55d 8.56d 7.45 6.14 5.20 4.53 4.00 3.59 3.24 2.89 2.61

8.00d 9.44 7.43 6.14 5.22 4.52 4.00 3.59 3.20 2.87 2.59

7.65d 9.43 7.48 6.15 5.23 4.54 4.01 3.58 3.18 2.86 2.58

7.57t 11.79d 9.45 7.48 6.16 5.24 4.56 4.02 3.54 3.15 2.84

11.51d 12.78 9.44 7.50 6.21 5.27 4.55 3.97 3.51 3.13 2.83

12.85 9.49 7.52 6.22 5.25 4.52 3.95 3.49 3.13

8.99t 12.94 9.56 7.52 6.17 5.20 4.48 3.93 3.49

8.43t 13.55t 12.98 9.52 7.50 6.15 5.18 4.48

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.38s 3.11d

3.43s 2.89s 2.84d

3.44s 2.93s 2.77d 2.61d

3.42s 2.93s 2.53s 2.51d 2.46d

3.50s 2.99s 2.54s 2.34d 2.37d 2.37d

4.00s 3.35s 2.89s 2.51s 2.21s 2.27d 2.29d

4.80s 3.95s 3.42s 2.87s 2.50s 2.22s 2.31d 2.29d 2.28d

4.71s 3.87s 3.27s 2.83s 2.49s 2.20s 2.21d 2.24d 2.22d

4.75s 3.93s 3.23s 2.89s 2.47s 2.20s 2.50d 2.26d 2.23d

4.57s 3.76s 3.48s 2.96s 2.45s 2.19s 2.33d 2.22d 2.24d

4.65s 3.74s 3.18s 2.76s 2.44s 2.16t 2.40t 2.28d 2.26d 2.21d

5.84s 4.48s 3.93s 3.16s 2.75s 2.66s 1.77t 2.39t 2.33d 2.27d 2.32d

4.35d 4.29t 3.71s 3.35s 2.67t 2.07t 1.85t 2.43d 2.46d 2.41d 2.33d

3.62d 3.77d 3.52t 3.38t 2.53t 2.20t 2.04t 1.95t 2.57d 2.52d 2.48d 2.38

3.33d 3.34d 3.44d 3.62d 3.09t 3.95t 2.37t 2.26t 2.10t 2.74d 2.63d 2.47d

3.45d 3.37d 3.39d 3.47d 3.65t 3.42t 2.59t 2.37t 2.56t 2.87d 2.67d 2.54d

3.35d 3.32d 3.41d 4.07d 3.27t 2.85t 2.61t 3.21t 2.96d 2.78 2.56

3.32d 3.81d 4.54t 3.69t 3.19t 3.20t 3.35 3.04 2.78 2.57

4.28d 4.96d 5.28t 4.22t 3.65t 3.74 3.35 3.04 2.79

5.92d 6.57d 5.76 4.89 4.25 3.76 3.37 3.06 2.82

7.55d 8.10d 7.05 5.79 4.92 4.27 3.78 3.40 3.10

9.99d 9.05 7.12 5.86 4.97 4.31 3.82 3.46

5.61t 9.53t 12.46 9.16 7.23 5.95 5.06 4.42

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 6NLT

Configuration: Rail -0..50mm Locked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

6

Up Cant Dn Cant Safety Factor: 60% (67% of 90%)

Maximum Loads (t)
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Rail-Ability Ltd RACD-10000609

145
135 Stafford, ST16 3HS
215 4
225 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.70s 3.36d

3.53s 3.54s 3.40

3.43s 3.40s 3.43 3.00

3.52s 3.48s 3.38s 3.03 2.66

3.69s 3.59s 3.43 3.03 2.69

4.09d 3.91s 3.78s 3.39 3.03 2.70 2.39

5.03d 4.66s 4.33s 3.84 3.39 3.02 2.71 2.40 2.13

5.22s 5.18 4.40 3.82 3.35 3.00 2.71s 2.41 2.14

5.01s 5.13 4.35 3.78 3.33 2.99 2.70s 2.41 2.14

5.19s 5.07 4.33 3.77 3.32 2.98 2.70s 2.41 2.14

5.68s 5.05 4.31 3.74 3.31 2.96s 2.69 2.39 2.13 1.92

5.98s 6.06 5.02 4.29 3.73 3.31s 2.96 2.67 2.38 2.13 1.91

6.00d 6.03 5.03 4.27 3.74 3.30 2.95 2.65 2.36 2.12 1.90

4.46d 6.42d 6.03 4.98 4.24 3.70 3.27 2.93t 2.64 2.35 2.10 1.89

3.81d 5.34d 7.42d 6.00 4.96 4.18 3.69 3.26 2.92t 2.62 2.33 2.09

4.92d 6.61d 7.55 5.99 4.95 4.22 3.66 3.25 2.91 2.59 2.30 2.07

8.03d 7.57 5.98 4.94 4.20 3.66 3.24 2.88 2.56 2.28 2.06

7.79d 7.53 5.98 4.95 4.21 3.66 3.24 2.85 2.53 2.27 2.05

7.70t 10.14 7.51 5.97 4.94 4.22 3.67 3.20 2.82 2.51 2.25

10.16 7.50 5.96 4.94 4.22 3.63 3.16 2.79 2.49 2.25

10.22 7.53 5.98 4.95 4.17 3.59 3.13 2.78 2.49

10.29 7.62 6.01 4.92 4.14 3.57 3.12 2.78

8.36t 13.67d 10.34 7.60 5.96 4.88 4.14 3.57

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.37s 3.09d

3.42s 2.85d 2.80d

3.43s 2.92s 2.61d 2.58d

3.40s 2.93s 2.52s 2.51d 2.51d

3.48s 2.91s 2.61s 2.54s 2.39d

3.97s 3.34s 2.88s 2.51s 2.21s 2.27d 2.31d

4.81s 3.92s 3.32s 2.86s 2.50s 2.21s 2.31d 2.31d 2.13

4.68s 4.10s 3.47s 2.82s 2.49s 2.20s 2.47d 2.26d 2.13

4.61s 3.81s 3.34s 2.80s 2.46s 2.19s 2.28d 2.28d 2.12

4.68s 3.87s 3.20s 2.78s 2.53s 2.19s 2.22d 2.27d 2.10

4.51s 3.83s 3.36s 3.00s 2.44s 2.11t 2.26d 2.29 2.09 1.91

5.68s 4.47s 3.71s 3.17s 2.91s 2.44s 1.77t 2.31d 2.27 2.07 1.90

4.45d 4.26t 3.70s 3.16s 2.73t 1.92t 1.91t 2.47 2.25 2.06 1.89

3.54d 3.70d 3.33t 4.30d 2.73t 2.28t 2.11t 1.95t 2.45 2.23 2.05 1.89

3.33d 3.38d 3.44d 3.63d 3.51t 3.85 2.37t 2.18t 2.10t 2.43 2.22 2.03

3.44d 3.32d 3.35d 3.53d 3.48t 3.06t 2.79t 2.37t 2.56t 2.42 2.21 2.03

3.39d 3.32d 3.47d 3.95t 3.41t 3.35 2.61t 2.66 2.41 2.20 2.03

3.32d 3.54d 4.54 3.91 3.19t 2.96 2.66 2.41 2.21 2.04

4.32d 5.10d 4.55 3.87 3.36 2.97 2.67 2.42 2.22

5.97d 5.57 4.57 3.88 3.37 2.99 2.67 2.43 2.24

7.67d 7.13 5.61 4.60 3.91 3.39 3.00 2.70 2.46

9.78 7.20 5.66 4.65 3.95 3.43 3.04 2.76

5.67t 9.65t 9.93 7.30 5.75 4.73 4.02 3.52

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 6MLT

Configuration: Rail -0..50mm Locked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

6

Up Cant Dn Cant Safety Factor: 50% (67% of 75%)

Maximum Loads (t)
(m)
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Sector: 215-225°
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Rail-Ability Ltd RACD-10000609

135
125 Stafford, ST16 3HS
225 4
235 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.79s 3.33

3.51s 3.39s 2.91

3.41s 3.41 2.96 2.56

3.50s 3.41s 2.96 2.59 2.26

3.67s 3.38s 2.96 2.62 2.28

4.06d 3.89s 3.36s 2.94s 2.61 2.30 2.02

4.96d 4.55 3.85 3.32s 2.92 2.60 2.32 2.03 1.79

5.19s 4.48 3.81 3.31 2.91 2.59 2.32 2.04 1.80

4.88s 4.44s 3.77s 3.28 2.89 2.58 2.32 2.04 1.80

5.27s 4.39 3.74 3.25 2.88 2.57 2.31 2.04 1.80

5.27 4.36 3.73 3.24 2.87 2.57 2.30 2.03 1.80 1.60

5.95s 5.25 4.35 3.71 3.23 2.85 2.56 2.29 2.02 1.79 1.59

6.12d 5.22 4.34 3.71 3.23 2.85 2.54 2.27 2.00 1.78 1.59

4.53d 6.52 5.19 4.28 3.68 3.19 2.82 2.52 2.24 1.98 1.76 1.58

3.77d 5.40d 6.48 5.16 4.27 3.65 3.16 2.80 2.50 2.21 1.96 1.75

4.93d 6.62d 6.47 5.12 4.25 3.62 3.15 2.78 2.49 2.18 1.94 1.73

8.05d 6.41 5.12 4.24 3.59 3.14 2.78 2.45 2.16 1.92 1.72

6.84d 7.83d 6.40 5.08 4.22 3.60 3.13 2.75 2.41 2.13 1.90 1.71

6.39 5.07 4.20 3.58 3.12 2.71 2.38 2.10 1.89

8.14d 8.62 6.39 5.07 4.20 3.58 3.08 2.67 2.35 2.09 1.88

8.65 6.42 5.09 4.22 3.54 3.04 2.65 2.34 2.09

8.77 6.49 5.09 4.17 3.51 3.02 2.63 2.33

8.44t 13.22 8.80 6.45 5.06 4.15 3.50 3.02

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.35s 3.11d

3.41s 2.96s 2.78d

3.41s 2.92s 2.68d 2.54

3.50s 2.92s 2.52s 2.44d 2.25

3.38s 2.90s 2.51s 2.37d 2.26

4.06d 3.44s 2.87s 2.51s 2.21s 2.25 2.00

4.76s 4.37s 3.30s 2.85s 2.49s 2.21s 2.23d 2.00 1.79

4.66s 3.85s 3.27s 2.82s 2.48s 2.20s 2.21 1.99 1.79

4.61s 3.79s 3.22s 2.79s 2.46s 2.19s 2.19 1.97 1.78

4.53s 3.75s 3.47s 2.77s 2.45s 2.19s 2.15 1.95 1.77

4.49s 3.72s 3.17s 2.76s 2.45s 2.06t 2.13 1.92 1.75 1.59

5.65s 4.60s 3.81s 3.25s 2.75s 2.51s 1.77t 2.10 1.90 1.73 1.59

4.34d 4.37t 3.92s 3.25s 2.59t 1.99t 1.85t 2.07 1.88 1.72 1.58

3.55d 3.71d 3.31t 3.91 2.83t 2.36t 2.19t 1.95t 2.05 1.87 1.71 1.57

3.33d 3.34d 3.49d 3.62d 3.23t 2.65t 2.73t 2.18t 2.10t 2.03 1.85 1.70

3.47d 3.32d 3.35d 3.48d 3.46t 2.92t 2.58t 2.36t 2.23 2.02 1.84 1.69

3.35d 3.32d 3.47d 3.79 3.21 2.84 2.49 2.22 2.01 1.84 1.70

3.32d 3.59d 3.79 3.22 2.80 2.48 2.22 2.01 1.84 1.71

4.33d 4.65 3.81 3.23 2.81 2.48 2.22 2.02 1.85

5.97 4.67 3.83 3.25 2.82 2.49 2.24 2.03 1.88

7.63d 6.01 4.72 3.87 3.28 2.85 2.52 2.26 2.06

8.27 6.08 4.77 3.92 3.32 2.88 2.55 2.32

5.82t 9.63t 8.39 6.17 4.86 3.99 3.40 2.97

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 6LLT

Configuration: Rail -0..50mm Locked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

6

Up Cant Dn Cant Safety Factor: 50% (67% of 75%)

Maximum Loads (t)
(m)
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Sector: 225-235°
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Rail-Ability Ltd RACD-10000609

125
115 Stafford, ST16 3HS
235 4
245 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.50 2.90

3.50s 2.99 2.51

3.00 2.57 2.19

3.41s 3.00 2.60s 2.23 1.91

3.48s 2.98s 2.60s 2.26 1.94

4.08 3.46 2.96s 2.57 2.28s 1.96 1.69

4.88 4.04s 3.41s 2.93s 2.57 2.28 1.98 1.71 1.48

4.80s 3.97s 3.37 2.91s 2.55s 2.27 1.98 1.72 1.49

4.74s 3.91 3.33s 2.89s 2.53 2.26 1.99 1.72 1.49

4.67 3.85 3.30s 2.86s 2.52 2.25 1.98 1.72 1.49

4.63s 3.83 3.25 2.81 2.51 2.25 1.97 1.70 1.48 1.30

5.79s 4.59s 3.82s 3.24 2.82 2.51 2.22 1.95 1.68 1.47 1.29

4.32d 5.70 4.51 3.79 3.26t 2.82 2.48 2.19 1.92 1.67 1.46 1.28

4.53d 5.61 4.50 3.74 3.20t 2.78 2.45 2.17 1.89 1.64 1.44 1.27

4.12d 5.41d 5.58 4.45 3.69 3.13 2.73 2.41 2.15 1.85 1.62 1.43

4.93d 6.64d 5.54 4.43 3.66 3.11 2.71 2.39 2.10 1.82 1.59 1.41

7.34 5.45 4.35 3.62 3.10 2.69 2.37 2.06 1.79 1.57 1.39

6.85d 7.85d 5.43 4.33 3.59 3.06 2.66 2.33 2.01 1.76 1.55 1.38

5.44 4.30 3.56 3.04 2.65 2.27 1.97 1.73 1.54

8.14t 5.44 4.31 3.57 3.05 2.59 2.23 1.94 1.71 1.53

11.38 7.41 5.47 4.34 3.59 2.99 2.54 2.20 1.93 1.71

7.51 5.55 4.35 3.54 2.95 2.52 2.18 1.92

8.47t 11.48 7.56 5.51 4.30 3.51 2.94 2.52

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.33d 2.88

3.40s 2.84d 2.49

2.91s 2.54 2.17

3.40s 2.90s 2.51s 2.20 1.90

3.36s 2.89s 2.52s 2.20 1.92

3.97s 3.33s 2.92 2.50 2.17 1.92 1.68

4.78s 3.90s 3.32 2.83 2.45 2.14 1.89 1.67 1.48

4.66s 3.81 3.22 2.75 2.40 2.10 1.86 1.65 1.47

4.68 3.68 3.08 2.67 2.33 2.05 1.82 1.63 1.46

4.51s 3.63 2.96 2.58 2.26 2.01 1.79 1.61 1.45

4.48 3.55 2.86 2.49 2.20 1.96 1.75 1.58 1.43 1.29

5.62s 4.32 3.44 2.78 2.42 2.14 1.77t 1.72 1.56 1.41 1.28

4.32d 4.35d 4.18 3.31 2.71 2.36 1.99t 1.85t 1.69 1.53 1.39 1.27

3.55d 3.71d 3.30t 2.89t 2.42t 2.31 2.03t 1.85 1.66 1.51 1.38 1.26

3.33d 3.34d 3.44d 3.62d 3.08t 2.61 2.29 2.03 1.82 1.64 1.50 1.37

3.44d 3.32d 3.39d 3.48d 3.08 2.60 2.27 2.01 1.81 1.63 1.49 1.36

3.35d 3.32d 3.42d 3.07 2.60 2.27 2.00 1.79 1.62 1.48 1.36

3.36d 3.64d 3.08 2.61 2.28 2.00 1.79 1.62 1.48 1.37

4.67d 3.81 3.13 2.64 2.27 2.01 1.80 1.63 1.49

4.94 3.84 3.14 2.65 2.29 2.02 1.81 1.65 1.53

6.87 5.00 3.90 3.18 2.68 2.32 2.05 1.84 1.68

6.96 5.08 3.96 3.24 2.73 2.36 2.09 1.91

5.82t 9.68t 7.12 5.20 4.06 3.34 2.82 2.47

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 6KLT

Configuration: Rail -0..50mm Locked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

6

Up Cant Dn Cant Safety Factor: 60% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 235-245°
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1.5
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0.5

6.5

-0.5

-1

-1.5

-2

-2.5

-3

-3.5

Minimum Loads (t)
(m)

7.5

7

0.5

6

5.5

5

4.5

4

3.5

3

2.5

2

1.5

1

-3

-3.5

0

-0.5

-1

-1.5

-2

-2.5
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Rail-Ability Ltd RACD-10000609

115
105 Stafford, ST16 3HS
245 4
255 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.28 2.70

3.33 2.80 2.35

3.33 2.83 2.41 2.04

3.31 2.81 2.45 2.08 1.78

3.30 2.82 2.44 2.12 1.81

3.87 3.24 2.79 2.43 2.13 1.83 1.57

4.60 3.80 3.20 2.76 2.42 2.13 1.84 1.58

4.51 3.73 3.17 2.73 2.40 2.13 1.85 1.59 1.37

4.47 3.69 3.12 2.69 2.38 2.12 1.85 1.59 1.38

4.38 3.62 3.10 2.67 2.37 2.12 1.84 1.59 1.37

4.32 3.61 3.05 2.65 2.36 2.11 1.83 1.58 1.37 1.19

5.45 4.28 3.59 3.06 2.64 2.36 2.08 1.81 1.57 1.36 1.19

4.32d 5.33 4.24 3.58 3.06 2.65 2.32 2.06 1.79 1.55 1.34 1.18

4.60d 5.30 4.22 3.52 3.00 2.61 2.29 2.03 1.76 1.53 1.33 1.17

4.12d 5.47d 5.26 4.17 3.45 2.84 2.56 2.26 2.01 1.73 1.50 1.31

4.93d 6.64d 5.16 4.13 3.42 2.91 2.55 2.23 1.96 1.69 1.47 1.29

6.84 5.05 4.06 3.38 2.87 2.46 2.20 1.91 1.66 1.45 1.28

6.88d 7.82d 5.04 4.03 3.34 2.83 2.48 2.16 1.87 1.62 1.43 1.27

5.05 4.01 3.33 2.83 2.47 2.11 1.83 1.60 1.41

5.05 4.01 3.32 2.84 2.41 2.06 1.80 1.58 1.41

10.59 6.91 5.10 4.04 3.34 2.78 2.36 2.04 1.78 1.58

7.01 5.18 4.04 3.29 2.74 2.33 2.02 1.78

8.38t 10.79 7.03 5.15 4.01 3.26 2.73 2.33

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.24d 2.69

3.32 2.77 2.33

3.32 2.80 2.37 2.02

3.30 2.78 2.38 2.05 1.76

3.26 2.76 2.36 2.04 1.78

3.84 3.19 2.70 2.33 2.03 1.78 1.56

4.58 3.71 3.10 2.64 2.28 1.99 1.75 1.55

4.47 3.55 3.00 2.57 2.22 1.96 1.73 1.53 1.36

4.39 3.45 2.88 2.48 2.17 1.91 1.70 1.51 1.35

4.28 3.36 2.76 2.39 2.10 1.86 1.66 1.48 1.33

4.14 3.27 2.65 2.32 2.04 1.82 1.63 1.46 1.32 1.19

5.34 4.01 3.16 2.58 2.26 1.98 1.77t 1.59 1.43 1.30 1.18

4.32d 4.43d 3.85 3.06 2.51 2.17 1.93 1.73 1.56 1.41 1.28 1.17

3.55d 3.77d 3.73 2.88t 2.42t 2.15 1.89 1.70 1.53 1.39 1.27 1.16

3.37d 3.34d 3.44d 3.61 2.89 2.41 2.11 1.89 1.67 1.51 1.37 1.26

3.44d 3.32d 3.40d 3.48d 2.84 2.39 2.10 1.87 1.66 1.49 1.36 1.25

3.35d 3.32d 3.42d 2.83 2.40 2.08 1.84 1.65 1.49 1.36 1.25

3.41d 3.49 2.85 2.40 2.08 1.85 1.64 1.49 1.36 1.26

4.46d 3.52 2.87 2.43 2.09 1.85 1.65 1.50 1.37

4.57 3.55 2.89 2.44 2.11 1.86 1.67 1.51 1.40

6.37 4.63 3.60 2.93 2.47 2.14 1.89 1.69 1.55

6.46 4.71 3.68 2.99 2.52 2.18 1.93 1.77

5.71t 9.65t 6.63 4.82 3.78 3.09 2.62 2.29

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 6JLT

Configuration: Rail -0..50mm Locked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

6

Up Cant Dn Cant Safety Factor: 60% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 245-255°
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Minimum Loads (t)
(m)

7.5
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Rail-Ability Ltd RACD-10000609

105
95 Stafford, ST16 3HS

255 4
265 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.95 2.41

2.99 2.51 2.09

3.00 2.54 2.15 1.81

2.98 2.53 2.19 1.85 1.56

2.95 2.51 2.19 1.88 1.60

3.47 2.92 2.51 2.18 1.90 1.62 1.38

4.18 3.41 2.88 2.48 2.16 1.91 1.63 1.39 1.18

4.07 3.36 2.84 2.44 2.15 1.90 1.64 1.40 1.20

3.99 3.27 2.80 2.42 2.12 1.89 1.64 1.40 1.20

3.93 3.24 2.77 2.33 2.11 1.89 1.63 1.40 1.20

3.86 3.20 2.72 2.37 2.11 1.89 1.62 1.38 1.19 1.03

4.87 3.80 3.20 2.73 2.36 2.08 1.87 1.60 1.37 1.18 1.02

4.33d 4.81t 3.78 3.20 2.73 2.37 2.07t 1.84 1.58 1.35 1.17 1.01

4.60d 4.72 3.81 3.17 2.66 2.33 2.05 1.81 1.55 1.33 1.15 1.00

4.08d 5.47d 4.61 3.74 3.10 2.49 2.30 2.01 1.77 1.52 1.31 1.13

4.93d 6.10 4.58 3.67 3.05 2.58 2.26 1.98 1.73 1.48 1.28 1.12

6.07 4.52 3.61 3.00 2.55 2.21 1.95 1.68 1.45 1.26 1.10

6.88d 7.83d 4.46 3.57 2.95 2.50 2.19 1.91 1.63 1.41 1.24 1.09

4.45 3.55 2.94 2.51 2.18 1.86 1.60 1.39 1.22

4.47 3.55 2.93 2.51 2.12 1.81 1.57 1.37 1.22

9.42 6.11 4.51 3.57 2.95 2.45 2.07 1.78 1.55 1.37

6.22 4.59 3.57 2.90 2.41 2.05 1.77 1.55

8.38t 9.72 6.23 4.55 3.54 2.88 2.40 2.04

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.91 2.40

2.99 2.48 2.08

3.00 2.51 2.12 1.80

2.96 2.49 2.12 1.82 1.55

2.92 2.46 2.11 1.82 1.57

3.47 2.86 2.42 2.07 1.80 1.57 1.36

4.12 3.33 2.77 2.36 2.03 1.76 1.55 1.36 1.18

3.99 3.17 2.67 2.27 1.97 1.72 1.52 1.34 1.18

3.94 3.06 2.54 2.19 1.91 1.68 1.49 1.32 1.17

3.83 2.98 2.43 2.11 1.85 1.63 1.45 1.29 1.16

3.68 2.88 2.37 2.03 1.79 1.59 1.42 1.27 1.14 1.02

4.76 3.55 2.78 2.25 1.96 1.73 1.54 1.38 1.24 1.12 1.01

4.33d 4.36d 3.39 2.68 2.18 1.89 1.68 1.50 1.35 1.22 1.10 1.01

3.61d 3.70d 3.26 2.58 2.11 1.85 1.66 1.47 1.32 1.20 1.09 1.00

3.37d 3.34d 3.44d 3.15 2.51 2.07 1.83 1.62 1.45 1.30 1.18 1.08

3.44d 3.32d 3.40d 3.08 2.45 2.06 1.80 1.61 1.42 1.29 1.17 1.07

3.35d 3.32d 3.04 2.44 2.07 1.79 1.58 1.42 1.28 1.17 1.07

3.41d 3.03 2.47 2.13 1.79 1.59 1.41 1.28 1.17 1.09

3.98 3.05 2.49 2.09 1.80 1.59 1.42 1.29 1.18

4.00 3.09 2.51 2.11 1.83 1.61 1.44 1.30 1.21

5.59 4.05 3.14 2.55 2.14 1.85 1.63 1.46 1.34

5.69 4.13 3.21 2.61 2.19 1.90 1.67 1.54

5.73t 9.14 5.86 4.24 3.31 2.70 2.29 2.01

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 6ILT

Configuration: Rail -0..50mm Locked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

6

Up Cant Dn Cant Safety Factor: 60% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 255-265°
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(m)
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Rail-Ability Ltd RACD-10000609

95
85 Stafford, ST16 3HS

265 4
275 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.83 2.30

2.40 2.00

2.88 2.44 2.06 1.73

2.86 2.43 2.09 1.77 1.49

2.83 2.41 2.10 1.80 1.52

3.33 2.80 2.40 2.09 1.82 1.54 1.31

4.01 3.27 2.76 2.37 2.07 1.83 1.56 1.32 1.12

3.90 3.22 2.72 2.34 2.05 1.81 1.57 1.33 1.13

3.82 3.13 2.68 2.32 2.03 1.81 1.56 1.33 1.14

3.76 3.10 2.65 2.23 2.02 1.81 1.56 1.33 1.13

3.70 3.07 2.61 2.27 2.00 1.81 1.54 1.31 1.13 .97

4.67 3.63 3.06 2.59 2.26 1.99 1.78 1.53 1.31 1.12 .96

4.33d 4.64t 3.61 3.06 2.61 2.26 2.00 1.76 1.51 1.28 1.10 .95

4.60d 4.57 3.66t 3.04 2.60 2.24 1.96 1.73 1.48 1.26 1.09 .94

4.08d 5.47d 4.38 3.57 2.99 2.36 2.20 1.92 1.69 1.44 1.24 1.07

4.93d 5.83 4.37 3.49 2.92 2.46 2.15 1.88 1.64 1.41 1.21 1.05

5.79 4.32 3.44 2.86 2.43 2.11 1.86 1.59 1.37 1.19 1.04

6.88d 7.83d 4.24 3.40 2.81 2.39 2.09 1.82 1.55 1.34 1.17 1.03

4.26 3.39 2.80 2.39 2.07 1.76 1.52 1.32 1.15

8.14t 4.26 3.39 2.80 2.39 2.02 1.72 1.48 1.30 1.15

9.04 5.85 4.30 3.40 2.82 2.33 1.97 1.69 1.47 1.29

5.94 4.38 3.42 2.76 2.29 1.94 1.68 1.47

8.35t 9.30 5.99 4.35 3.39 2.74 2.28 1.94

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.79 2.30

2.38 1.98

2.88 2.39 2.03 1.71

2.84 2.39 2.03 1.74 1.48

2.80 2.36 2.02 1.73 1.50

3.33 2.75 2.32 1.98 1.72 1.50 1.29

3.96 3.19 2.65 2.25 1.94 1.68 1.47 1.29 1.12

3.82 3.04 2.55 2.17 1.88 1.64 1.44 1.28 1.12

3.75 2.93 2.43 2.09 1.82 1.60 1.41 1.25 1.11

3.66 2.84 2.31 2.00 1.76 1.55 1.37 1.22 1.09

3.51 2.75 2.25 1.93 1.70 1.51 1.34 1.20 1.08 .96

4.56 3.39 2.64 2.13 1.86 1.64 1.46 1.31 1.17 1.06 .95

4.33d 4.29 3.23 2.55 2.05 1.79 1.58 1.42 1.27 1.15 1.04 .95

3.61d 3.70d 3.09 2.45 1.99 1.74 1.57 1.38 1.25 1.13 1.03 .94

3.37d 3.34d 3.44d 2.98 2.37 1.96 1.72 1.53 1.37 1.23 1.11 1.02

3.44d 3.32d 3.35d 2.92 2.32 1.95 1.70 1.51 1.34 1.21 1.10 1.01

3.35d 3.32d 2.87 2.30 1.95 1.69 1.49 1.34 1.20 1.10 1.01

3.45d 2.87 2.33 2.01 1.69 1.50 1.33 1.21 1.10 1.02

3.77 2.89 2.35 1.98 1.70 1.50 1.34 1.21 1.11

3.79 2.93 2.37 2.00 1.72 1.52 1.36 1.23 1.15

5.32 3.85 2.97 2.41 2.02 1.75 1.54 1.38 1.27

5.41 3.92 3.04 2.47 2.08 1.79 1.58 1.46

5.80t 8.75 5.58 4.04 3.15 2.57 2.17 1.91

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 6HLT

Configuration: Rail -0..50mm Locked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

6

Up Cant Dn Cant Safety Factor: 60% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 265-275°
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Minimum Loads (t)
(m)
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Rail-Ability Ltd RACD-10000609

85
65 Stafford, ST16 3HS

275 4
295 356

20
340 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.81 2.29

2.86 2.38 1.98

2.85 2.42 2.04 1.71

2.84 2.40 2.08 1.75 1.47

2.82 2.39 2.08 1.78 1.51

3.30 2.77 2.38 2.07 1.81 1.53 1.29

3.97 3.24 2.73 2.35 2.05 1.81 1.54 1.31

3.85 3.18 2.70 2.32 2.04 1.80 1.55 1.32 1.12

3.78 3.10 2.65 2.29 2.01 1.79 1.55 1.32 1.13

3.72 3.07 2.63 2.26 2.00 1.79 1.54 1.31 1.12

3.66 3.06 2.58 2.25 2.00 1.79 1.53 1.31 1.12 .96

4.62 3.60 3.03 2.59 2.24 1.99 1.77t 1.51 1.29 1.11 .95

4.32d 4.62 3.58 3.03 2.59 2.24 1.98 1.74 1.49 1.27 1.09 .94

4.60d 4.53 3.62 3.02t 2.57 2.21 1.95 1.71 1.46 1.25 1.08 .93

4.08d 5.47d 4.36 3.54 2.97 2.36 2.18 1.90 1.67 1.43 1.22 1.06

4.93d 5.78 4.33 3.47 2.87 2.44 2.14 1.86 1.63 1.39 1.20 1.04

5.74 4.28 3.41 2.83 2.40 2.09 1.84 1.58 1.36 1.17 1.03

6.88d 7.82d 4.21 3.37 2.79 2.36 2.07 1.80 1.54 1.33 1.15 1.02

4.22 3.36 2.78 2.37 2.06 1.75 1.50 1.30 1.14

4.23 3.35 2.77 2.36 2.00 1.70 1.47 1.28 1.14

9.00 5.79 4.27 3.38 2.79 2.31 1.95 1.67 1.45 1.28

5.90 4.35 3.38 2.74 2.28 1.93 1.66 1.45

8.29t 9.27 5.92 4.32 3.35 2.71 2.26 1.92

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.77 2.28

2.85 2.36 1.96

2.85 2.38 2.01 1.70

2.83 2.36 2.01 1.72 1.47

2.78 2.34 2.00 1.71 1.48

3.30 2.71 2.29 1.96 1.70 1.48 1.28

3.92 3.17 2.62 2.23 1.91 1.66 1.46 1.27

3.78 3.01 2.53 2.15 1.86 1.63 1.43 1.26 1.11

3.73 2.90 2.40 2.07 1.80 1.58 1.40 1.24 1.10

3.62 2.81 2.29 1.98 1.74 1.53 1.36 1.21 1.08

3.48 2.72 2.23 1.91 1.67 1.49 1.33 1.19 1.07 .95

4.51 3.36 2.61 2.11 1.85 1.63 1.44 1.29 1.16 1.05 .94

4.32d 4.29 3.20 2.52 2.04 1.76 1.57 1.41 1.26 1.14 1.03 .94

3.61d 3.70d 3.07 2.42 1.97 1.74 1.55 1.37 1.23 1.12 1.01 .93

3.37d 3.34d 3.44d 2.95 2.34 1.93 1.70 1.52 1.34 1.21 1.10 1.00

3.44d 3.32d 3.40d 2.88 2.29 1.92 1.71 1.50 1.33 1.20 1.09 1.00

3.35d 3.32d 2.84 2.28 1.93 1.67 1.47 1.32 1.19 1.09 1.00

3.41d 2.84 2.30 2.00 1.67 1.48 1.32 1.19 1.09 1.01

3.74 2.86 2.33 1.96 1.68 1.48 1.32 1.20 1.10

3.75 2.90 2.35 1.98 1.70 1.50 1.34 1.22 1.13

5.28 3.81 2.95 2.39 2.00 1.73 1.52 1.36 1.25

5.38 3.90 3.02 2.45 2.05 1.77 1.56 1.44

5.77t 8.69 5.55 4.01 3.12 2.54 2.15 1.88

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 6GLT

Configuration: Rail -0..50mm Locked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

6

Up Cant Dn Cant Safety Factor: 60% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 275-295°
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Minimum Loads (t)
(m)
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0.5

6

5.5

5

4.5

4

3.5

3

2.5

2

1.5

1

-3

-3.5

0

-0.5

-1

-1.5

-2

-2.5

Issue 1

Uncontrolled when printed.

mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk


Rail-Ability Ltd RACD-10000609

65
55 Stafford, ST16 3HS

295 4
305 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.94 2.41

2.98 2.50 2.08

2.97 2.54 2.14 1.80

2.98 2.53 2.18 1.85 1.56

2.94 2.52 2.18 1.87 1.59

3.48 2.92 2.49 2.16 1.90 1.61 1.37

4.11 3.41 2.86 2.46 2.15 1.90 1.63 1.39 1.18

4.06 3.28 2.82 2.44 2.13 1.89 1.63 1.40 1.19

3.98 3.29 2.72 2.40 2.12 1.89 1.64 1.40 1.19

3.92 3.21 2.76 2.39 2.10 1.88 1.63 1.39 1.19

3.86 3.21 2.73 2.34 2.10 1.88 1.62 1.38 1.18 1.02

4.85 3.81 3.16 2.72 2.34 2.10 1.86 1.60 1.37 1.17 1.02

4.32d 4.83 3.76 3.15 2.69 2.36 2.08 1.84 1.57 1.35 1.16 1.01

4.59d 4.75 3.81 3.16 2.67 2.33 2.04 1.80 1.54 1.32 1.15 1.00

4.12d 5.46d 4.61 3.73 3.10 2.65 2.30 2.01 1.77 1.51 1.30 1.13

4.93d 6.10 4.57 3.66 3.03 2.56 2.25 1.97 1.72 1.47 1.27 1.11

6.05 4.46 3.58 2.99 2.52 2.19 1.94 1.67 1.44 1.25 1.10

7.82d 4.45 3.56 2.95 2.51 2.18 1.91 1.63 1.41 1.23 1.09

7.67t 4.47 3.53 2.92 2.50 2.17 1.85 1.59 1.38 1.22

6.08 4.47 3.54 2.93 2.50 2.11 1.80 1.56 1.37 1.21

6.13 4.52 3.58 2.95 2.45 2.07 1.77 1.54 1.36

6.25 4.61 3.58 2.90 2.40 2.04 1.76 1.55

8.23t 9.83 6.27 4.56 3.55 2.87 2.40 2.04

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.90 2.39

2.97 2.48 2.06

2.97 2.50 2.11 1.79

2.96 2.48 2.12 1.82 1.55

2.91 2.46 2.09 1.82 1.57

3.44 2.86 2.40 2.08 1.79 1.56 1.36

4.09 3.34 2.77 2.34 2.03 1.76 1.54 1.35 1.18

4.00 3.17 2.67 2.27 1.96 1.72 1.51 1.33 1.18

3.91 3.04 2.53 2.19 1.90 1.67 1.48 1.31 1.17

3.80 2.97 2.42 2.10 1.84 1.63 1.45 1.29 1.15

3.68 2.88 2.31 2.01 1.77 1.58 1.41 1.26 1.13 1.02

4.74 3.53 2.76 2.23 1.97 1.72 1.53 1.37 1.24 1.12 1.01

4.32d 4.35d 3.38 2.66 2.17 1.88 1.67 1.50 1.35 1.21 1.10 1.00

3.55d 3.77d 3.26 2.58 2.10 1.84 1.63 1.46 1.32 1.19 1.08 .99

3.37d 3.34d 3.44d 3.14 2.50 2.07 1.81 1.60 1.43 1.30 1.18 1.07

3.44d 3.32d 3.39d 3.07 2.45 2.05 1.79 1.58 1.42 1.28 1.17 1.07

3.35d 3.32d 3.03 2.43 2.06 1.78 1.57 1.41 1.28 1.16 1.07

3.41d 3.02 2.45 2.06 1.80 1.57 1.41 1.27 1.16 1.08

3.99 3.05 2.48 2.09 1.80 1.58 1.42 1.28 1.18

3.99 3.08 2.50 2.10 1.82 1.60 1.43 1.30 1.21

5.61 4.05 3.13 2.54 2.13 1.84 1.63 1.46 1.33

5.71 4.13 3.20 2.60 2.19 1.88 1.67 1.53

5.73t 9.26 5.87 4.25 3.31 2.70 2.28 2.00

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 6FLT

Configuration: Rail -0..50mm Locked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

6

Up Cant Dn Cant Safety Factor: 60% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 295-305°
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Rail-Ability Ltd RACD-10000609

55
45 Stafford, ST16 3HS

305 4
315 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.23 2.67

3.28 2.76 2.31

3.28 2.79 2.37 2.01

3.27 2.77 2.41 2.05 1.75

3.23 2.76 2.40 2.08 1.78

3.81 3.21 2.76 2.40 2.11 1.80 1.54

4.58 3.75 3.17 2.73 2.38 2.11 1.82 1.56 1.34

4.47 3.69 3.12 2.69 2.36 2.10 1.82 1.57 1.35

4.37 3.64 3.08 2.67 2.34 2.09 1.82 1.57 1.35

4.32 3.58 3.02 2.65 2.32 2.09 1.82 1.56 1.35

4.28 3.55 3.02 2.63 2.32 2.08 1.80 1.55 1.34 1.17

5.37 4.24 3.52 3.00 2.62 2.32 2.05 1.78 1.54 1.33 1.16

4.31d 5.32 4.14 3.50 3.00 2.60 2.30 2.03 1.76 1.52 1.32 1.16

4.53d 5.22 4.15t 3.44 2.97 2.56 2.26 2.00 1.73 1.50 1.30 1.14

4.08d 5.40d 5.15 4.12 3.39 2.92 2.52 2.23 1.97 1.70 1.47 1.29

4.93d 6.62d 5.09 4.08 3.37 2.89 2.50 2.20 1.93 1.66 1.45 1.27

6.76 5.01 4.00 3.32 2.85 2.47 2.17 1.88 1.63 1.42 1.26

7.83d 5.00 3.98 3.30 2.81 2.44 2.14 1.83 1.59 1.40 1.25

7.62d 4.99 3.96 3.28 2.75 2.43 2.08 1.80 1.57 1.39

6.81 5.01 3.96 3.14 2.80 2.37 2.03 1.77 1.55 1.38

8.52d 6.86 5.05 4.00 3.29 2.74 2.33 2.01 1.75 1.55

6.97 5.13 4.01 3.24 2.71 2.30 1.99 1.75

8.17t 10.80 7.03 5.10 3.96 3.22 2.69 2.30

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.21 2.65

3.27 2.73 2.30

3.28 2.76 2.34 2.00

3.26 2.75 2.34 2.02 1.74

3.22 2.71 2.33 2.01 1.76

3.80 3.15 2.67 2.29 2.00 1.75 1.53

4.54 3.66 3.06 2.60 2.25 1.96 1.72 1.53 1.34

4.40 3.50 2.95 2.53 2.19 1.92 1.70 1.51 1.34

4.31 3.39 2.83 2.45 2.13 1.88 1.66 1.48 1.33

4.22 3.32 2.71 2.35 2.07 1.83 1.63 1.46 1.31

4.11 3.22 2.60 2.27 2.00 1.78 1.59 1.43 1.29 1.16

5.25 3.96 3.12 2.55 2.19 1.94 1.74 1.56 1.41 1.27 1.16

4.31d 4.34d 3.82 3.01 2.46 2.15 1.90 1.70 1.53 1.38 1.26 1.15

3.55d 3.71d 3.31t 2.92 2.40 2.09 1.86 1.66 1.50 1.36 1.24 1.14

3.33d 3.34d 3.44d 3.57 2.85 2.36 2.06 1.83 1.64 1.49 1.35 1.23

3.44d 3.32d 3.35d 3.48d 2.80 2.35 2.05 1.81 1.62 1.47 1.34 1.23

3.35d 3.32d 3.41d 2.78 2.35 2.08 1.81 1.61 1.46 1.33 1.23

3.36d 3.45 2.79 2.36 2.06 1.80 1.62 1.46 1.34 1.24

4.51 3.46 2.81 2.37 2.06 1.81 1.62 1.47 1.35

4.52 3.50 2.85 2.40 2.07 1.83 1.63 1.48 1.38

6.32 4.57 3.55 2.88 2.43 2.10 1.85 1.66 1.52

6.43 4.65 3.62 2.95 2.48 2.14 1.90 1.73

5.67t 9.49t 6.59 4.78 3.72 3.04 2.57 2.25

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 6ELT

Configuration: Rail -0..50mm Locked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

6

Up Cant Dn Cant Safety Factor: 60% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 305-315°
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Rail-Ability Ltd RACD-10000609

45
35 Stafford, ST16 3HS

315 4
325 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.60 3.00

3.52s 3.09 2.60

3.43s 3.10 2.66 2.27

3.41s 3.10 2.69 2.31 1.98

3.57s 3.08 2.68s 2.34 2.02

4.09d 3.55 3.05s 2.67s 2.36s 2.04 1.76

5.00d 4.15 3.50s 3.03 2.65 2.35s 2.05 1.78 1.54

4.95 4.08 3.46 2.99 2.63s 2.34 2.06 1.78 1.55

4.86s 4.03 3.39 2.97s 2.62s 2.33s 2.06 1.79 1.55

4.81s 3.99s 3.39s 2.95s 2.60s 2.32s 2.05 1.78 1.55

4.76 3.94 3.37s 2.93 2.59s 2.32s 2.05 1.77 1.54 1.35

5.98s 4.75 3.92 3.36s 2.92s 2.56 2.29 2.03 1.75 1.53 1.35

5.89 4.65 3.94s 3.35 2.92 2.56 2.27 1.99 1.73 1.52 1.34

4.52d 5.84 4.66 3.76 3.30 2.86 2.52 2.25 1.97 1.71 1.50 1.33

3.97d 5.39d 5.81 4.63 3.80 3.27 2.83t 2.50 2.22 1.94 1.69 1.49

4.92d 6.61d 5.76 4.58 3.80 3.24 2.80 2.48 2.19 1.90 1.66 1.47

7.67 5.71 4.55 3.77 3.21 2.79 2.46 2.14 1.86 1.64 1.46

7.82d 5.67 4.50 3.73 3.17 2.77 2.42 2.10 1.83 1.62 1.44

9.52d 7.69 5.68 4.49 3.72 3.17 2.76 2.37 2.06 1.81 1.60

5.67 4.48 3.71 3.17 2.69 2.32 2.03 1.79 1.60

7.75 5.70 4.51 3.74 3.12 2.65 2.29 2.01 1.79

7.90 5.82 4.53 3.68 3.08 2.63 2.28 2.01

8.09t 12.14 7.95 5.78 4.50 3.66 3.06 2.63

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.35s 2.98

3.42s 2.87d 2.59

3.43s 2.90s 2.63d 2.25

3.40s 2.99s 2.52s 2.28 1.97

3.37s 2.89s 2.52s 2.27 1.99

3.98s 3.34s 2.96s 2.51s 2.21s 1.98 1.74

4.76s 4.02s 3.40s 2.93s 2.50s 2.21s 1.96 1.74 1.54

4.79s 3.84s 3.26s 2.83s 2.48 2.19 1.93 1.72 1.53

4.59s 3.83 3.20 2.77 2.42 2.14 1.90 1.70 1.52

4.54s 3.74 3.07 2.67 2.36 2.09 1.86 1.67 1.51

4.49s 3.64 2.98 2.60 2.29 2.05 1.83 1.65 1.49 1.35

5.65s 4.47s 3.55 2.91 2.52 2.24 1.83t 1.79 1.62 1.47 1.34

4.32d 4.26t 3.45 2.83 2.46 1.92t 1.91t 1.76 1.60 1.46 1.33

3.54d 3.70d 3.32t 3.36 2.73t 2.28t 2.12t 1.92 1.74 1.58 1.44 1.32

3.33d 3.34d 3.49d 3.63d 3.28 2.73 2.39 2.13 1.90 1.71 1.56 1.43

3.45d 3.32d 3.35d 3.53d 3.23 2.72 2.37 2.12 1.88 1.70 1.55 1.42

3.35d 3.32d 3.47d 3.22 2.72 2.36 2.09 1.88 1.70 1.55 1.42

3.32d 3.59d 3.24 2.74 2.36 2.10 1.87 1.70 1.55 1.44

4.32d 3.99 3.25 2.75 2.39 2.10 1.88 1.70 1.56

5.19 4.03 3.28 2.77 2.40 2.12 1.89 1.72 1.59

7.22 5.24 4.08 3.32 2.80 2.43 2.14 1.92 1.75

7.33 5.32 4.15 3.38 2.85 2.47 2.18 1.99

5.52t 9.42t 7.49 5.45 4.25 3.48 2.94 2.58

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 6DLT

Configuration: Rail -0..50mm Locked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

6

Up Cant Dn Cant Safety Factor: 60% (67% of 90%)

Maximum Loads (t)
(m)

7.5
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6.5

Sector: 315-325°
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Rail-Ability Ltd RACD-10000609

35
25 Stafford, ST16 3HS

325 4
335 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.68s 3.43d

3.43s 3.54s 3.08

3.41s 3.13 2.70

3.42s 3.40s 3.13 2.74 2.37

3.67s 3.54s 3.12 2.76 2.40

4.07d 3.90s 3.54 3.10 2.74 2.42 2.12

4.95d 4.66s 4.08 3.48 3.08 2.74 2.44 2.13 1.87

5.19s 4.73 4.02 3.48 3.06 2.73 2.45 2.14 1.88

4.99s 4.67 3.97 3.45 3.04 2.71 2.44 2.14 1.88

5.06s 4.62 3.93 3.43 3.02 2.70 2.44 2.13 1.88

5.53 4.59 3.91 3.40 3.01 2.70 2.43 2.13 1.87 1.66

6.01s 5.48 4.58 3.89 3.40 3.01 2.69 2.41 2.11 1.86 1.65

6.04t 5.49 4.54 3.88 3.39 2.99 2.67t 2.38 2.09 1.85 1.64

4.45d 6.61t 5.47 4.42 3.87t 3.35 2.96 2.64 2.35 2.06 1.83 1.63

3.81d 5.33d 6.82 5.42 4.49 3.78 3.31 2.93 2.62 2.32 2.04 1.81

4.92d 6.59d 6.80 5.40 4.47 3.76t 3.28 2.92 2.61 2.28 2.02 1.80

8.00d 6.80 5.39 4.46 3.79 3.29 2.90 2.57 2.25 1.99 1.78

6.78 5.38 4.46 3.79 3.29 2.89 2.52 2.22 1.97 1.77

9.17 6.75 5.36 4.42 3.76 3.29 2.84 2.48 2.19 1.96

11.51d 6.77 5.37 4.27 3.78 3.23 2.80 2.46 2.18 1.95

12.12t 9.30 6.82 5.40 4.46 3.73 3.19 2.76 2.44 2.17

8.72t 9.40 6.89 5.41 4.40 3.69 3.17 2.75 2.44

7.99t 13.32t 9.48 6.87 5.37 4.39 3.68 3.16

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.37s 3.13d

3.43s 2.82d 2.86d

2.93s 2.68d 2.63d

3.42s 2.91s 2.53s 2.51d 2.36

3.38s 2.89s 2.52s 2.34d 2.38

4.07d 3.36s 2.96s 2.52s 2.21s 2.30d 2.10

4.78s 3.91s 3.30s 2.85s 2.50s 2.21s 2.31d 2.09 1.86

4.68s 3.86s 3.27s 2.91s 2.48s 2.20s 2.21d 2.07 1.86

4.59s 3.79s 3.23s 2.80s 2.47s 2.19s 2.29 2.05 1.85

4.54s 3.75s 3.38s 2.78s 2.45s 2.20s 2.25 2.03 1.84

4.52s 3.73s 3.17s 2.76s 2.45s 2.11t 2.21 2.00 1.82 1.65

5.68s 4.48s 3.71s 3.16s 2.75s 2.51s 1.77t 2.18 1.97 1.80 1.64

4.43d 4.29t 3.70s 3.16s 2.74t 1.92t 1.85t 2.15 1.95 1.78 1.63

3.55d 3.69d 3.51t 4.08 2.53t 2.19t 2.04t 2.02t 2.12 1.93 1.76 1.62

3.33d 3.38d 3.44d 3.62d 3.09t 3.34 2.37t 2.27t 2.10t 2.10 1.91 1.76

3.48d 3.33d 3.35d 3.47d 3.50t 3.31t 2.59t 2.37t 2.30 2.09 1.90 1.75

3.39d 3.32d 3.41d 3.93 3.34 2.85t 2.57 2.30 2.08 1.90 1.75

3.32d 3.58d 3.95 3.34 2.91 2.56 2.30 2.08 1.90 1.76

4.32d 4.87 3.97 3.37 2.91 2.57 2.30 2.08 1.91

5.96d 4.89 4.00 3.39 2.93 2.58 2.32 2.10 1.94

7.65d 6.33 4.94 4.03 3.41 2.96 2.61 2.34 2.14

8.82 6.41 5.01 4.10 3.47 3.00 2.65 2.41

5.43t 9.28t 9.02 6.55 5.12 4.19 3.56 3.10

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 6CLT

Configuration: Rail -0..50mm Locked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

6

Up Cant Dn Cant Safety Factor: 60% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 325-335°

0

5.5

5

4.5

4

3.5

3

2.5

2

1.5

1

0.5

6.5

-0.5

-1

-1.5

-2

-2.5

-3

-3.5

Minimum Loads (t)
(m)

7.5

7

0.5

6

5.5

5

4.5

4

3.5

3

2.5

2

1.5

1

-3

-3.5

0

-0.5

-1

-1.5

-2

-2.5
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Rail-Ability Ltd RACD-10000609

25
15 Stafford, ST16 3HS

335 4
345 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.71s 3.41d

3.44s 3.49s 3.60d

3.42s 3.45s 3.27

3.43s 3.40s 3.39s 3.30 2.90

3.60s 3.54s 3.37s 3.28 2.93 2.45d

3.98s 3.91s 3.70s 3.58s 3.27 2.94 2.60

5.04d 4.68s 4.11s 3.93s 3.66 3.26 2.93 2.61 2.31

5.11s 5.37s 4.75s 4.14 3.64 3.23 2.92 2.61 2.32

4.87s 5.52s 4.72 4.09 3.61 3.22 2.91 2.62 2.32

4.95s 5.48 4.67 4.07 3.59 3.21 2.91 2.61 2.32

5.71s 5.44 4.65 4.04 3.58 3.20 2.91 2.60 2.31 2.07

6.00s 6.43s 5.43 4.63 4.03 3.57 3.20 2.89 2.59 2.30 2.06

6.10t 6.57 5.39 4.62 4.03 3.57s 3.19 2.88 2.57 2.29 2.05

4.43d 6.51d 6.53 5.40t 4.60 4.01 3.54 3.17 2.86 2.55 2.27 2.04

3.81d 5.27d 7.42d 6.53 5.40 4.60t 3.99t 3.52 3.15t 2.85 2.53 2.26 2.03

4.91d 6.53d 8.27 6.52 5.39 4.59t 3.97 3.51 3.15 2.81 2.50 2.24

7.97d 8.24 6.51 5.39 4.58 3.98 3.51 3.15 2.77 2.47 2.22

6.82d 8.25 6.54 5.39 4.55t 3.98 3.52 3.10 2.74 2.45 2.21

9.45d 11.17d 8.26 6.54 5.41 4.59 4.00 3.48 3.06 2.72 2.43

8.29 6.53 5.41 4.62 3.96 3.44 3.03 2.70 2.43

11.35 8.30 6.59 5.45 4.56 3.91 3.41 3.01 2.69

11.46 8.43 6.60 5.38 4.53 3.89 3.40 3.01

8.02t 13.28d 11.52 8.39 6.56 5.36 4.52 3.89

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.38s 3.16d

3.43s 2.89s 2.85d

2.93s 2.58d 2.59d

3.43s 3.09s 2.53s 2.58d 2.45d

3.39s 2.90s 2.54s 2.48s 2.37d 2.45d

3.98s 3.37s 2.88s 2.52s 2.21s 2.35d 2.36d

5.04d 3.92s 3.31s 2.85s 2.51s 2.22s 2.49d 2.24d 2.30

4.83s 3.89s 3.38s 2.83s 2.48s 2.20s 2.52s 2.21d 2.29d

4.60s 3.82s 3.25s 2.80s 2.54s 2.20s 2.21d 2.23d 2.21d

4.55s 3.76s 3.20s 2.78s 2.46s 2.20s 2.30d 2.30d 2.21d

4.64s 3.73s 3.28s 3.08s 2.60s 2.20s 2.34d 2.25d 2.23d 2.06

5.76d 4.51s 3.83s 3.26s 2.84s 2.44s 1.84t 2.36t 2.30d 2.24 2.05

4.34d 4.34t 4.04s 3.26s 2.68t 2.00t 1.92t 2.40d 2.40d 2.22 2.04

3.61d 3.70d 3.69t 3.03t 2.54t 2.46t 2.19t 1.95t 2.50d 2.41 2.21 2.03

3.33d 3.34d 3.43d 3.61d 3.11t 2.66t 2.75t 2.19t 2.10t 2.62 2.39 2.19 2.03

3.45d 3.37d 3.39d 3.47d 3.69t 2.94t 3.18t 2.38t 2.56t 2.61 2.38 2.19

3.36d 3.32d 3.41d 3.96d 3.29t 2.86t 2.62t 2.87 2.60 2.37 2.19

3.32d 3.67d 4.59t 3.87t 3.21t 3.21t 2.87 2.60 2.38 2.20

4.32d 4.95d 4.97 4.18 3.64 3.21 2.88 2.61 2.39

5.91d 6.07 4.97 4.21 3.65 3.23 2.89 2.63 2.42

7.53d 7.82 6.12 5.01 4.24 3.68 3.25 2.92 2.66

9.95d 7.91 6.19 5.07 4.29 3.72 3.29 2.98

5.53t 9.12t 11.02 8.03 6.30 5.17 4.38 3.82

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 6BLT

Configuration: Rail -0..50mm Locked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

6

Up Cant Dn Cant Safety Factor: 60% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 335-345°
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Minimum Loads (t)
(m)

7.5

7

0.5

6
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4

3.5

3
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1
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Rail-Ability Ltd RACD-10000609

5
355 Stafford, ST16 3HS
355 4

5 356
10

350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

5.43s 5.28d

5.12s 5.31s

5.01s 5.07s 5.13t

5.00s 4.99s 5.04t 4.78t

5.10s 4.97s 4.88s 5.04s 4.80t 3.79d

6.01s 5.74s 5.45s 5.28s 5.07t 4.80t 4.58t

7.46d 6.73s 6.25s 5.80s 5.61s 5.18s 4.86t 4.62t 4.01d

7.45s 7.94s 7.03s 6.41s 5.81t 5.31t 4.93t 4.64t 4.38t

6.96s 8.17s 7.73s 6.77t 6.02t 5.46s 5.03t 4.70t 4.47t

7.44s 8.46s 8.52t 7.18t 6.28t 5.64t 5.15t 4.78t 4.54t 3.41d

8.10s 9.04s 9.20s 7.67t 6.59t 5.84t 5.30t 4.89t 4.61t 4.16t

8.79d 9.47d 9.56s 9.59s 8.24t 6.93t 6.08t 5.47t 5.02t 4.70t 4.28t

8.92d 10.21s 10.26s 10.05s 8.79t 7.30t 6.34t 5.65t 5.16t 4.82t 4.36t

6.40d 9.72t 11.01t 10.73s 10.40d 9.39t 7.68t 6.60t 5.86t 5.32t 4.95t 4.40t

5.26d 7.68d 11.05d 12.19d 11.53d 10.75s 9.51s 8.07t 6.89t 6.07t 5.49t 5.10t 3.93d

7.27d 9.55d 12.86t 13.36s 12.19s 11.09s 9.72s 8.46t 7.17t 6.29t 5.67t 5.21t

11.76d 15.08d 14.46s 12.90s 11.22s 9.74s 8.62s 7.46t 6.52t 5.87t 5.26t

18.01s 15.52s 13.28s 11.28s 9.79s 8.65s 7.74t 6.76t 6.09t 5.15t

19.56s 16.16s 13.27s 11.33s 9.85s 8.71s 7.82s 7.01t 6.16t

17.04d 21.37d 20.65s 16.34s 13.45s 11.42s 9.93s 8.81s 7.91s 6.96s 5.74s

12.07d 17.60t 27.14d 21.00s 16.51s 13.60s 11.61s 10.10s 8.84s 7.64s 6.29s

29.15s 21.34s 16.79s 13.75s 11.55s 9.79s 8.26s 6.69s

11.87t 19.48t 27.79s 20.43s 15.96s 12.90s 10.56s 8.61s

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

5.08s 4.67d

4.34s 4.26d

4.40s 3.93d 3.93d

4.39s 3.79s 3.64d 3.66d

5.09s 4.48s 3.78s 3.53s 3.54d 3.58d

5.98s 5.18s 4.44s 3.99s 3.32s 3.43d 3.52d

7.18s 5.91s 4.98s 4.27s 3.75s 3.31s 3.33d 3.37d 3.44d

7.05s 5.80s 4.91s 4.23s 3.83s 3.30s 3.34d 3.38d 3.42d

6.92s 5.71s 4.84s 4.20s 3.80s 3.29s 3.60d 3.33d 3.29d

6.83s 5.81s 5.08s 4.30s 3.68s 3.28s 3.32d 3.31d 3.30d 3.37d

6.79s 5.61s 4.78s 4.14s 3.65s 3.28s 3.53t 3.36d 3.46d 3.30d

8.50s 6.75s 5.90s 4.88s 4.13s 3.78s 2.74t 3.57t 3.43d 3.44d 3.46d

6.60d 6.76d 5.57s 4.88s 4.26s 3.31t 2.86t 3.58d 3.58d 3.47d 3.52d

5.29d 5.60d 5.28t 6.35d 3.96t 3.29t 3.29t 3.02t 3.74d 3.67d 3.57d 3.59d

5.03d 4.98d 5.12d 5.38d 4.66t 5.54t 4.12t 3.27t 3.13t 3.94d 3.83d 3.68d 3.53d

5.17d 4.97d 5.06d 5.17d 5.53t 4.41t 4.63t 3.68t 3.74t 4.18d 4.06d 3.80d

5.02d 5.02d 5.08d 5.89d 4.94t 4.94t 3.91t 4.66t 4.50d 4.18d 3.98d

4.96d 5.20d 6.93t 6.03t 4.79t 4.68t 5.24d 4.72d 4.43d 4.01d

6.28d 7.63d 8.06t 6.39t 5.49t 6.48d 5.68d 4.98d 4.50d

8.72d 9.54d 9.57t 7.49t 7.88d 6.66d 5.95d 5.19d 4.58d

11.11d 11.89d 13.06s 10.96s 9.77s 8.76s 7.46d 6.11d 5.25d

14.63d 16.07d 13.36s 10.84s 9.18s 8.12s 7.12s 6.17d

7.88t 13.26t 20.56d 17.03s 13.36s 10.98s 9.31s 8.10s

RTE019 through to RTE021
Unlocked 01/06/2020

6aU

Rail-Ability Ltd, Tollgate Drive

Tel: 01785 214747
mail@railability.co.uk

Rated Lift Capacity Chart

Machine type:
Configuration:

Equipment:

Fleet Number:

RA310
Rail -0..50mm Unlocked
1.9 + 3.4 + 2.1

Floating Axle:

7.5

7

6.5

6

Maximum Loads (t)
(m)

Safety Factor: 87%

5.5

5

4.5

4

3.5

3

2.5

2

1.5

1

0.5

0

-0.5

-1

-1.5

-2

-2.5

-3

-3.5

7.5

Minimum Loads (t)
(m)

4

3.5

3

2.5

7

6.5

6

5.5

5

-3

-3.5

Sector: 355-5°

Up Cant Dn Cant

-0.5
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-1.5
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2

1.5
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0

4.5
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Rail-Ability Ltd RACD-10000609

355
345 Stafford, ST16 3HS

5 4
15 356
10

350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.93 4.12

4.22 3.59

4.21 3.66 3.14

4.22 3.67 3.19 2.76

4.90 4.21 3.66 3.22 2.80 2.44

4.86 4.19 3.65 3.23 2.83 2.47

6.96 4.82 4.14 3.62 3.22 2.84 2.48 2.18

6.85 5.63 4.76 4.11 3.61 3.20 2.84 2.49 2.19

6.71 5.53 4.71 4.08 3.58 3.20 2.85 2.49 2.19

6.64 5.48 4.67 4.05 3.57 3.19 2.85 2.49 2.19 1.94

6.59 5.46 4.64 3.98 3.56 3.19 2.83 2.48 2.18 1.93

8.29 6.50 5.44 4.60 4.02 3.55 3.18 2.80 2.46 2.17 1.93

8.32 6.60 5.43 4.62 4.01 3.54 3.15 2.77 2.43 2.15 1.92

6.20d 8.21 6.49 5.21 4.56 3.97 3.51 3.12 2.75 2.41 2.13 1.90

5.15d 7.61d 8.18 6.45 5.34 4.46 3.93 3.48 3.09 2.70 2.38 2.11 1.89

9.48d 8.06 6.39 5.31 4.46 3.89 3.45 3.05 2.66 2.35 2.09

10.89 8.02 6.34 5.23 4.45 3.87 3.41 2.98 2.62 2.32 2.08

7.94 6.30 5.20 4.43 3.84 3.38 2.94 2.59 2.30 2.06

13.91d 10.85 7.97 6.29 5.18 4.41 3.82 3.32 2.90 2.56 2.28

11.58t 8.00 6.29 5.18 4.41 3.77 3.26 2.86 2.54 2.27

11.01 8.04 6.32 5.22 4.36 3.73 3.23 2.84 2.53

11.20 8.14 6.35 5.17 4.32 3.69 3.21 2.84

11.75t 17.70t 11.28 8.11 6.31 5.14 4.30 3.68

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.90 4.10

4.19 3.57

4.20 3.61 3.12

4.20 3.62 3.14 2.75

4.89 4.16 3.60 3.13 2.76 2.43

4.82 4.10 3.55 3.12 2.75 2.44

6.96 4.71 4.04 3.51 3.07 2.73 2.43 2.17

6.78 5.43 4.58 3.93 3.44 3.03 2.70 2.41 2.17

6.71 5.34 4.46 3.84 3.37 2.98 2.66 2.39 2.15

6.61 5.22 4.29 3.74 3.29 2.93 2.62 2.36 2.13 1.93

6.46 5.13 4.20 3.66 3.22 2.87 2.58 2.33 2.11 1.92

8.29 6.29 5.01 4.12 3.59 3.15 2.74t 2.53 2.30 2.09 1.91

6.62d 6.11 4.88 4.05 3.49 3.11 2.78 2.51 2.27 2.07 1.90

5.28d 5.51d 5.62t 4.79t 3.96 3.31t 3.06 2.74 2.47 2.25 2.06 1.89

4.98d 4.97d 5.11d 5.37d 4.70 3.91 3.42 3.02 2.71 2.45 2.23 2.04 1.89

4.97d 4.98d 5.16d 4.64 3.90 3.41 3.00 2.69 2.43 2.21 2.04

5.02d 4.96d 5.08d 4.61 3.90 3.38 3.01 2.69 2.42 2.21 2.04

4.69d 5.12d 4.63 3.92 3.40 2.99 2.68 2.42 2.21 2.04

6.94d 5.73 4.69 3.93 3.40 3.00 2.69 2.43 2.23

7.43 5.75 4.70 3.96 3.42 3.02 2.71 2.45 2.26

10.40 7.49 5.82 4.74 4.00 3.45 3.05 2.73 2.49

10.50 7.58 5.89 4.81 4.05 3.50 3.09 2.78

7.80t 13.07t 10.71 7.73 6.01 4.91 4.14 3.60
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Minimum Loads (t)
(m)

7.5

7

0

5.5

5

4.5

4

3.5

3

2.5

2

1.5

1

0.5

6

Up Cant Dn Cant Safety Factor: 67%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 5-15°

Fleet Number: RTE019 through to RTE021 6bU

Configuration: Rail -0..50mm Unlocked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747
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Rail-Ability Ltd RACD-10000609

345
335 Stafford, ST16 3HS

15 4
25 356
10

350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.66 3.04

3.12 2.63

3.15 2.69 2.27

3.12 2.71 2.32 1.98

3.65 3.12 2.68 2.36 2.01 1.72

3.61 3.09 2.68 2.37 2.04 1.75

5.17 4.22 3.55 3.05 2.65 2.35 2.05 1.76 1.51

5.08 4.11 3.51 3.02 2.65 2.34 2.06 1.77 1.53

4.09 3.39 2.98 2.61 2.33 2.06 1.77 1.53

4.90 4.03 3.38 2.96 2.59 2.32 2.05 1.77 1.53 1.32

4.83 3.99 3.36 2.93 2.59 2.32 2.03 1.75 1.52 1.32

6.08 4.78 3.96 3.37 2.93 2.59 2.33 2.02 1.74 1.51 1.31

6.12 4.73 3.97 3.38 2.93 2.58 2.30 1.99 1.71 1.49 1.30

6.09d 6.11 4.81 3.85 3.38 2.92 2.57 2.26 1.95 1.69 1.47 1.29

5.15d 7.58d 5.94 4.74 3.93 3.34 2.88 2.52 2.22 1.92 1.66 1.45 1.28

7.89 5.84 4.62 3.82 3.26 2.83 2.47 2.18 1.88 1.63 1.43

7.87 5.78 4.56 3.78 3.21 2.73 2.44 2.13 1.84 1.60 1.41

5.74 4.53 3.74 3.17 2.75 2.41 2.07 1.80 1.58 1.40

10.85t 5.73 4.51 3.72 3.06 2.74 2.35 2.03 1.77 1.56

5.76 4.51 3.69 3.16 2.68 2.30 1.99 1.75 1.55

12.30t 12.81 8.01 5.79 4.56 3.76 3.11 2.63 2.26 1.97 1.74

8.16 5.90 4.58 3.69 3.07 2.60 2.25 1.97

11.84t 13.28 8.22 5.88 4.55 3.66 3.05 2.60

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.66 3.01

3.10 2.60

3.14 2.65 2.26

3.11 2.65 2.28 1.96

3.65 3.07 2.63 2.28 1.98 1.71

3.58 3.01 2.59 2.25 1.96 1.72

5.17 4.17 3.46 2.95 2.55 2.22 1.94 1.72 1.51

5.05 3.99 3.35 2.86 2.48 2.17 1.92 1.70 1.50

3.87 3.20 2.75 2.40 2.11 1.88 1.67 1.49

4.87 3.78 3.07 2.65 2.33 2.06 1.83 1.64 1.47 1.32

4.69 3.66 2.99 2.56 2.25 2.00 1.79 1.61 1.45 1.31

6.08 4.53 3.56 2.88 2.47 2.19 1.96 1.75 1.58 1.43 1.30

5.82 4.36 3.44 2.79 2.47 2.13 1.91 1.71 1.55 1.41 1.28

5.27d 5.49d 4.19 3.32 2.72 2.35 2.09 1.87 1.68 1.53 1.39 1.27

4.99d 4.97d 5.10d 4.08 3.24 2.66 2.32 2.05 1.85 1.66 1.51 1.38 1.27

4.97d 5.05d 3.99 3.18 2.65 2.30 2.04 1.82 1.64 1.50 1.37

5.03d 5.02d 3.95 3.15 2.66 2.30 2.03 1.81 1.64 1.49 1.37

4.53d 3.94 3.17 2.67 2.30 2.02 1.81 1.64 1.49 1.38

5.17 3.96 3.20 2.71 2.32 2.03 1.82 1.64 1.50

5.21 4.00 3.23 2.71 2.34 2.05 1.84 1.66 1.53

7.39 5.27 4.06 3.28 2.75 2.37 2.08 1.86 1.70

7.51 5.36 4.13 3.34 2.80 2.42 2.13 1.91

7.78t 12.50 7.69 5.48 4.24 3.44 2.89 2.51
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Up Cant Dn Cant Safety Factor: 67%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 15-25°

Fleet Number: RTE019 through to RTE021 6cU

Configuration: Rail -0..50mm Unlocked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.08 2.51

2.60 2.16

2.62 2.23 1.86

2.60 2.24 1.91 1.60

3.06 2.59 2.24 1.94 1.64 1.37

3.00 2.55 2.21 1.94 1.66 1.40

4.35 3.54 2.95 2.53 2.19 1.94 1.68 1.42 1.19

3.45 2.90 2.50 2.18 1.92 1.68 1.42 1.21

3.35 2.85 2.45 2.15 1.91 1.68 1.43 1.21

4.04 3.31 2.81 2.43 2.13 1.90 1.68 1.42 1.21 1.02

3.96 3.29 2.79 2.41 2.11 1.90 1.66 1.41 1.20 1.02

3.97 3.26 2.77 2.39 2.12 1.91 1.65 1.39 1.19 1.02

5.06 3.83 3.23 2.75 2.39 2.12 1.89 1.62 1.37 1.17 1.00

5.96d 5.02 3.93 3.25 2.75 2.42 2.10 1.84 1.58 1.34 1.15 .98

5.15d 6.47 4.82 3.88 3.22 2.57 2.36 2.05 1.81 1.54 1.32 1.13 .96

6.46 4.74 3.80 3.14 2.61 2.27 2.01 1.76 1.49 1.28 1.11

6.39 4.67 3.72 3.06 2.60 2.26 1.98 1.70 1.46 1.26 1.09

10.11d 4.68 3.69 3.02 2.58 2.22 1.95 1.65 1.42 1.23 1.08

10.80d 4.67 3.66 3.00 2.55 2.21 1.89 1.61 1.39 1.21

10.38 4.68 3.67 3.01 2.56 2.17 1.83 1.58 1.37 1.21

10.54 6.53 4.73 3.69 3.05 2.51 2.11 1.80 1.55 1.36

12.58t 6.67 4.82 3.72 2.98 2.46 2.07 1.78 1.55

11.87t 11.04 6.74 4.81 3.69 2.96 2.45 2.07

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.06 2.49

2.58 2.14

2.61 2.19 1.84

2.60 2.19 1.87 1.59

3.05 2.55 2.17 1.87 1.60 1.36

2.97 2.50 2.13 1.83 1.59 1.38

4.32 3.47 2.87 2.44 2.08 1.80 1.57 1.37 1.19

3.29 2.74 2.33 2.01 1.75 1.54 1.35 1.18

3.16 2.61 2.24 1.94 1.70 1.50 1.32 1.17

4.04 3.08 2.45 2.14 1.86 1.64 1.45 1.29 1.15 1.02

3.88 3.01 2.36 2.03 1.79 1.58 1.41 1.26 1.13 1.01

3.68 2.86 2.30 1.98 1.73 1.53 1.37 1.23 1.11 .99

4.76 3.52 2.73 2.20 1.88 1.68 1.50 1.33 1.20 1.09 .97

5.37d 4.50 3.35 2.63 2.12 1.84 1.64 1.46 1.31 1.18 1.07 .96

5.09d 4.97d 4.30 3.23 2.54 2.07 1.80 1.59 1.42 1.28 1.16 1.06 .95

4.87d 4.18 3.14 2.48 2.05 1.79 1.58 1.41 1.27 1.15 1.05

5.08d 4.11 3.10 2.46 2.05 1.78 1.56 1.39 1.25 1.14 1.05

4.10 3.09 2.48 2.07 1.80 1.57 1.39 1.26 1.14 1.06

4.12 3.12 2.51 2.09 1.79 1.57 1.40 1.26 1.16

4.14 3.16 2.53 2.11 1.81 1.59 1.41 1.28 1.19

5.94 4.20 3.20 2.58 2.15 1.84 1.62 1.45 1.32

6.05 4.29 3.28 2.64 2.20 1.89 1.66 1.49

7.75t 10.22 6.24 4.42 3.39 2.73 2.29 1.98

-3

-3.5

0

-0.5

-1

-1.5

-2

-2.5

0.5

6

5.5

5

4.5

4

3.5

3

2.5

2

1.5

1

6.5

-0.5

-1

-1.5

-2

-2.5

-3

-3.5

Minimum Loads (t)
(m)

7.5

7

0

5.5

5

4.5

4

3.5

3

2.5

2

1.5

1

0.5

6

Up Cant Dn Cant Safety Factor: 67%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 25-35°

Fleet Number: RTE019 through to RTE021 6dU

Configuration: Rail -0..50mm Unlocked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.74 2.23

2.31 1.91

2.33 1.97 1.63

2.31 1.99 1.68 1.39

2.31 1.98 1.71 1.43 1.18

2.67 2.26 1.96 1.71 1.45 1.21

3.88 3.15 2.62 2.24 1.93 1.70 1.47 1.23 1.02

3.06 2.57 2.19 1.91 1.69 1.47 1.23 1.03

2.98 2.52 2.17 1.89 1.67 1.47 1.24 1.03

2.93 2.48 2.06 1.88 1.67 1.46 1.23 1.03 .78

3.51 2.87 2.42 2.08 1.86 1.66 1.46 1.22 1.02 .78

3.49 2.84 2.43 2.11 1.83 1.67 1.43 1.20 1.01 .77

4.47 3.49 2.86 2.43 2.11 1.87 1.65 1.40 1.18 .98 .75

5.83 4.39 3.51 2.88 2.44 2.12 1.84 1.61 1.37 1.15 .96 .74

5.10d 5.68 4.25 3.40 2.81 2.31 2.04 1.80 1.57 1.33 1.12 .92 .71

5.66 4.17 3.32 2.74 2.33 2.01 1.75 1.53 1.29 1.09 .89

5.62 4.11 3.24 2.68 2.25 1.91 1.72 1.47 1.25 1.06 .87

10.10d 4.06 3.20 2.65 2.23 1.94 1.69 1.42 1.21 1.04 .84

4.05 3.18 2.62 2.22 1.92 1.63 1.38 1.18 1.02

4.09 3.19 2.62 2.22 1.87 1.58 1.34 1.16 1.01

5.73 4.12 3.23 2.65 2.18 1.82 1.54 1.32 1.15

5.85 4.24 3.25 2.59 2.13 1.79 1.52 1.32

11.80t 9.74 5.91 4.21 3.21 2.57 2.11 1.78

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.74 2.20

2.30 1.89

2.32 1.94 1.61

2.31 1.94 1.64 1.38

2.26 1.92 1.64 1.39 1.17

2.64 2.21 1.87 1.60 1.38 1.19

3.88 3.09 2.55 2.13 1.83 1.57 1.36 1.17 1.01

2.89 2.41 2.04 1.76 1.52 1.32 1.15 1.01

2.79 2.27 1.95 1.68 1.46 1.29 1.13 .98

2.71 2.14 1.84 1.60 1.41 1.24 1.10 .95 .78

3.45 2.59 2.04 1.74 1.53 1.36 1.20 1.07 .92 .76

3.24 2.46 1.95 1.65 1.46 1.30 1.16 1.04 .89 .74

4.18 3.05 2.34 1.88 1.65 1.41 1.25 1.13 1.01 .86 .73

5.36d 3.89 2.89 2.24 1.79 1.54 1.36 1.22 1.09 .97 .83 .71

5.04d 4.97d 3.70 2.76 2.15 1.73 1.50 1.33 1.20 1.08 .95 .81 .70

4.87d 3.60 2.68 2.09 1.72 1.49 1.31 1.17 1.05 .93 .80

5.03d 3.53 2.63 2.06 1.72 1.48 1.31 1.17 1.04 .92 .80

3.51 2.62 2.08 1.73 1.48 1.30 1.16 1.04 .92 .81

3.53 2.66 2.10 1.77 1.51 1.31 1.17 1.05 .94

3.55 2.68 2.14 1.78 1.52 1.33 1.19 1.07 .98

5.15 3.60 2.73 2.19 1.81 1.55 1.36 1.21 1.11

5.26 3.69 2.81 2.25 1.86 1.60 1.40 1.26

7.75t 8.95 5.43 3.82 2.92 2.34 1.96 1.68
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Up Cant Dn Cant Safety Factor: 67%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 35-45°

Fleet Number: RTE019 through to RTE021 6eU

Configuration: Rail -0..50mm Unlocked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.

mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk


Rail-Ability Ltd RACD-10000609

315
305 Stafford, ST16 3HS

45 4
55 356
10

350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.08

2.16 1.77

2.18 1.84 1.51

2.17 1.86 1.56 1.28

2.14 1.85 1.59 1.32 1.08

2.51 2.12 1.83 1.59 1.34 1.11

3.63 2.93 2.46 2.09 1.80 1.58 1.36 1.13 .88

2.85 2.40 2.04 1.78 1.57 1.36 1.13 .90

2.75 2.34 2.01 1.76 1.55 1.37 1.13 .91

3.30 2.71 2.31 1.99 1.74 1.55 1.36 1.13 .90 .66

3.27 2.69 2.28 1.97 1.73 1.54 1.34 1.12 .88 .65

3.25 2.65 2.25 1.94 1.73 1.55 1.33 1.10 .87 .64

4.17 3.25 2.67 2.26 1.95 1.73 1.53 1.30 1.08 .84 .63

5.43 4.10 3.27 2.38 2.27 1.96 1.72 1.50 1.27 1.05 .81 .61

5.05d 5.29 3.97 3.15 2.58 2.23 1.91 1.67 1.46 1.22 1.02 .79 .59

5.25 3.88 3.06 2.52 2.14 1.81 1.62 1.42 1.18 .98 .76

5.22 3.81 3.00 2.48 2.10 1.82 1.59 1.36 1.14 .94 .73

10.11d 3.78 2.97 2.44 2.07 1.79 1.57 1.31 1.10 .90 .71

3.76 2.95 2.41 2.05 1.77 1.49 1.26 1.07 .87

8.45 5.24 3.78 2.95 2.42 2.05 1.72 1.44 1.22 1.05 .87

5.30 3.83 2.98 2.45 2.01 1.66 1.41 1.20 1.04

5.43 3.92 3.01 2.39 1.96 1.64 1.39 1.20

11.95t 9.12 5.51 3.90 2.97 2.36 1.94 1.63

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.05

2.14 1.76

2.18 1.80 1.50

2.15 1.81 1.51 1.27

2.12 1.78 1.51 1.28 1.07

2.48 2.07 1.75 1.49 1.28 1.09

3.61 2.88 2.36 1.99 1.68 1.46 1.25 1.08 .87

2.70 2.25 1.90 1.62 1.40 1.22 1.05 .87

2.60 2.10 1.80 1.55 1.35 1.18 1.03 .85

3.30 2.50 1.95 1.69 1.47 1.29 1.13 .99 .81 .65

3.17 2.38 1.90 1.61 1.40 1.23 1.09 .95 .78 .63

3.01 2.27 1.79 1.52 1.34 1.18 1.06 .90 .75 .61

3.89 2.80 2.14 1.69 1.44 1.29 1.14 1.01 .86 .72 .60

5.28d 3.62 2.67 2.04 1.62 1.39 1.24 1.11 .97 .82 .70 .58

4.99d 4.92 3.40 2.53 1.95 1.55 1.37 1.20 1.07 .93 .79 .67 .57

4.68d 3.29 2.43 1.89 1.55 1.34 1.19 1.06 .91 .78 .66

4.67 3.23 2.39 1.86 1.55 1.33 1.17 1.04 .90 .77 .66

3.20 2.38 1.88 1.56 1.34 1.17 1.04 .90 .77 .68

3.21 2.43 1.91 1.58 1.35 1.18 1.04 .91 .79

3.24 2.44 1.94 1.61 1.37 1.20 1.06 .94 .83

4.73 3.30 2.49 1.98 1.64 1.40 1.23 1.09 .99

4.84 3.39 2.56 2.04 1.69 1.45 1.27 1.14

7.76t 8.29 5.01 3.52 2.67 2.14 1.78 1.54
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Up Cant Dn Cant Safety Factor: 67%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 45-55°

Fleet Number: RTE019 through to RTE021 6fU

Configuration: Rail -0..50mm Unlocked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.99

2.07 1.69

2.07 1.76 1.44

2.08 1.77 1.49 1.22

2.06 1.76 1.52 1.25 1.02

2.39 2.03 1.75 1.52 1.28 1.05

2.80 2.34 1.99 1.73 1.50 1.29 1.07 .80

2.68 2.29 1.96 1.70 1.50 1.30 1.08 .82

2.66 2.24 1.93 1.67 1.48 1.30 1.08 .82

2.61 2.16 1.89 1.66 1.47 1.29 1.07 .81 .58

3.12 2.57 2.15 1.84 1.64 1.46 1.29 1.06 .81 .58

3.01 2.55 2.15 1.86 1.62 1.47 1.26 1.04 .79 .57

3.96 3.10 2.54 2.13 1.86 1.65 1.46 1.22 1.02 .76 .55

5.17 3.90 3.12 2.44 2.13 1.88 1.63 1.42 1.20 .98 .73 .53

5.05d 5.03 3.79 3.02 2.51 2.13 1.83 1.57 1.38 1.16 .94 .70 .51

4.97 3.69 2.92 2.42 2.01 1.74 1.54 1.35 1.12 .89 .67

4.94 3.63 2.86 2.35 1.99 1.73 1.51 1.28 1.07 .85 .64

3.59 2.82 2.31 1.96 1.69 1.48 1.23 1.04 .81 .63

7.95 3.59 2.80 2.30 1.83 1.68 1.41 1.19 1.00 .78

5.00 3.58 2.79 2.25 1.94 1.63 1.36 1.15 .97 .77

5.07 3.64 2.84 2.32 1.90 1.57 1.32 1.13 .95

5.19 3.73 2.86 2.27 1.85 1.54 1.31 1.12

12.03t 8.70 5.26 3.71 2.82 2.25 1.83 1.54

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.97

2.05 1.67

2.07 1.73 1.42

2.06 1.73 1.45 1.21

2.03 1.70 1.44 1.22 1.01

2.38 1.97 1.66 1.43 1.20 1.03

2.77 2.27 1.91 1.61 1.37 1.18 1.02 .79

2.59 2.14 1.81 1.54 1.33 1.15 .99 .79

2.47 2.00 1.71 1.47 1.27 1.11 .95 .76

2.37 1.84 1.61 1.40 1.22 1.07 .90 .73 .57

3.04 2.26 1.76 1.50 1.32 1.16 1.03 .85 .70 .56

2.85 2.16 1.69 1.41 1.25 1.11 .97 .81 .67 .54

3.69 2.68 2.03 1.59 1.34 1.19 1.06 .92 .77 .63 .52

5.06 3.42 2.52 1.92 1.51 1.30 1.15 1.02 .87 .73 .61 .51

4.99d 4.67 3.21 2.38 1.83 1.46 1.26 1.14 1.00 .84 .70 .59 .50

4.49 3.11 2.28 1.77 1.44 1.24 1.10 .96 .81 .69 .58

4.43 3.02 2.24 1.74 1.44 1.29 1.09 .95 .80 .68 .58

3.02 2.23 1.76 1.46 1.24 1.09 .94 .79 .68 .59

3.03 2.25 1.79 1.48 1.26 1.09 .95 .81 .70

3.06 2.29 1.82 1.50 1.28 1.12 .98 .84 .74

4.47 3.11 2.34 1.86 1.53 1.31 1.14 1.02 .89

4.58 3.20 2.42 1.92 1.58 1.35 1.19 1.07

7.75t 7.87 4.75 3.32 2.52 2.01 1.67 1.44
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Up Cant Dn Cant Safety Factor: 67%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 55-65°

Fleet Number: RTE019 through to RTE021 6gU

Configuration: Rail -0..50mm Unlocked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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340 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.97

2.06 1.68

2.07 1.74 1.42

2.05 1.75 1.47 1.20

2.03 1.75 1.51 1.24 1.01

2.37 2.01 1.73 1.50 1.26 1.04

3.45 2.79 2.31 1.97 1.70 1.49 1.28 1.05 .78

2.71 2.26 1.94 1.68 1.48 1.29 1.06 .80

2.63 2.22 1.90 1.66 1.46 1.28 1.06 .81

2.57 2.17 1.87 1.63 1.46 1.28 1.06 .80 .57

3.08 2.52 2.12 1.85 1.62 1.45 1.27 1.04 .79 .56

3.01 2.52 2.13 1.84 1.61 1.46 1.24 1.03 .77 .55

3.91 3.07 2.48 2.11 1.84 1.63 1.45 1.22 1.00 .74 .53

5.11 3.89 3.09 2.45 2.12 1.86 1.61 1.40 1.18 .96 .72 .51

5.04d 5.00 3.75 3.00 2.49 2.09 1.81 1.56 1.36 1.14 .92 .69 .50

4.93 3.66 2.90 2.40 2.04 1.75 1.52 1.33 1.10 .87 .66

4.90 3.54 2.83 2.32 1.96 1.70 1.49 1.27 1.06 .83 .63

3.56 2.79 2.28 1.93 1.67 1.47 1.22 1.02 .79 .61

7.96 3.54 2.76 2.27 1.92 1.66 1.40 1.17 .98 .77

4.91 3.55 2.77 2.27 1.92 1.61 1.34 1.14 .95 .75

5.02 3.60 2.78 2.30 1.88 1.56 1.31 1.11 .94

5.14 3.69 2.83 2.25 1.83 1.53 1.29 1.11

12.06t 8.58 5.20 3.67 2.79 2.21 1.81 1.52

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.95

2.04 1.66

2.07 1.71 1.41

2.05 1.71 1.43 1.19

2.01 1.68 1.42 1.21 1.00

2.35 1.95 1.65 1.40 1.20 1.01

3.44 2.75 2.25 1.88 1.59 1.36 1.17 1.00 .77

2.56 2.12 1.79 1.53 1.31 1.14 .97 .77

2.45 1.98 1.69 1.45 1.25 1.10 .93 .75

2.35 1.82 1.58 1.38 1.20 1.06 .88 .72 .56

3.00 2.26 1.74 1.48 1.30 1.15 1.01 .84 .68 .54

2.81 2.12 1.66 1.39 1.23 1.09 .95 .79 .65 .52

3.67 2.66 2.00 1.58 1.32 1.18 1.05 .90 .75 .62 .50

5.01 3.40 2.49 1.89 1.49 1.28 1.13 1.01 .85 .71 .59 .49

4.99d 4.68 3.17 2.35 1.81 1.43 1.24 1.10 .96 .82 .69 .57 .48

4.47 3.08 2.26 1.74 1.42 1.22 1.08 .94 .80 .67 .56

4.38 3.00 2.21 1.71 1.42 1.22 1.08 .92 .77 .66 .56

2.98 2.20 1.74 1.45 1.22 1.07 .92 .78 .66 .57

3.00 2.23 1.78 1.46 1.25 1.08 .93 .79 .68

3.02 2.26 1.80 1.49 1.26 1.10 .96 .81 .72

4.42 3.07 2.31 1.83 1.51 1.29 1.12 1.00 .87

4.53 3.16 2.38 1.89 1.56 1.34 1.17 1.05

7.75t 7.79 4.69 3.29 2.49 1.99 1.65 1.42
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Up Cant Dn Cant Safety Factor: 67%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 65-85°

Fleet Number: RTE019 through to RTE021 6hU

Configuration: Rail -0..50mm Unlocked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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265 Stafford, ST16 3HS

85 4
95 356
10

350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.03

2.11 1.73

2.12 1.79 1.47

2.11 1.80 1.52 1.24

2.10 1.79 1.55 1.28 1.05

2.45 2.06 1.77 1.55 1.31 1.07

3.54 2.87 2.39 2.03 1.75 1.53 1.32 1.09 .83

2.78 2.33 1.99 1.72 1.52 1.33 1.10 .85

2.71 2.28 1.95 1.71 1.50 1.33 1.10 .86

2.66 2.24 1.93 1.69 1.50 1.33 1.10 .85 .61

3.17 2.60 2.21 1.91 1.68 1.49 1.31 1.09 .84 .61

3.12 2.59 2.19 1.90 1.67 1.50 1.29 1.06 .82 .60

4.03 3.15 2.56 2.18 1.90 1.68 1.49 1.26 1.04 .80 .58

5.29 4.00 3.16 2.54 2.19 1.91 1.65 1.44 1.23 1.01 .77 .56

5.04d 5.16 3.87 3.09 2.56 2.04 1.85 1.61 1.40 1.18 .98 .74 .54

5.09 3.77 2.99 2.48 2.10 1.81 1.57 1.37 1.14 .93 .70

5.06 3.68 2.93 2.40 2.01 1.72 1.54 1.32 1.10 .88 .68

3.68 2.87 2.37 1.99 1.72 1.52 1.26 1.06 .85 .66

8.20 3.66 2.85 2.34 1.98 1.72 1.45 1.22 1.03 .82

3.67 2.86 2.35 1.98 1.67 1.39 1.18 1.00 .81

5.17 3.72 2.89 2.38 1.94 1.61 1.36 1.16 .99

5.28 3.81 2.92 2.32 1.89 1.58 1.33 1.15

12.02t 8.82 5.38 3.79 2.87 2.29 1.88 1.57

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.01

2.09 1.71

2.11 1.75 1.45

2.10 1.75 1.48 1.23

2.07 1.73 1.47 1.24 1.04

2.42 2.02 1.69 1.44 1.23 1.05

3.54 2.82 2.31 1.93 1.65 1.41 1.21 1.04 .82

2.63 2.19 1.84 1.58 1.35 1.17 1.02 .82

2.53 2.04 1.74 1.50 1.30 1.13 .98 .79

2.44 1.89 1.63 1.42 1.24 1.10 .94 .76 .60

3.09 2.33 1.80 1.53 1.35 1.19 1.05 .89 .73 .58

2.92 2.19 1.72 1.45 1.28 1.13 1.01 .85 .70 .57

3.78 2.74 2.08 1.64 1.38 1.23 1.09 .95 .80 .67 .55

5.16 3.51 2.57 1.97 1.55 1.33 1.18 1.06 .92 .76 .64 .53

4.99d 4.84 3.31 2.44 1.88 1.49 1.29 1.15 1.02 .87 .74 .62 .53

4.54d 3.19 2.35 1.82 1.48 1.28 1.13 1.01 .85 .72 .61

4.54 3.11 2.30 1.79 1.48 1.27 1.13 .98 .83 .71 .61

3.09 2.29 1.81 1.50 1.28 1.12 .98 .83 .71 .62

3.11 2.32 1.87 1.53 1.29 1.12 1.00 .84 .73

3.13 2.35 1.87 1.54 1.32 1.14 1.02 .87 .77

4.58 3.18 2.40 1.91 1.58 1.35 1.17 1.05 .93

4.68 3.27 2.47 1.96 1.63 1.39 1.22 1.09

7.77t 8.05 4.85 3.40 2.58 2.06 1.71 1.47
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Up Cant Dn Cant Safety Factor: 67%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 85-95°

Fleet Number: RTE019 through to RTE021 6iU

Configuration: Rail -0..50mm Unlocked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

265
255 Stafford, ST16 3HS

95 4
105 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.10

2.19 1.79

2.20 1.86 1.53

2.18 1.87 1.58 1.30

2.18 1.86 1.61 1.34 1.10

2.53 2.14 1.84 1.61 1.36 1.12

3.66 2.97 2.48 2.11 1.81 1.59 1.37 1.14 .90

2.88 2.42 2.06 1.79 1.58 1.38 1.15 .92

2.80 2.36 2.02 1.77 1.56 1.39 1.15 .92

2.76 2.33 2.01 1.76 1.56 1.38 1.14 .92 .67

3.29 2.70 2.29 1.98 1.74 1.55 1.36 1.14 .91 .67

3.24 2.69 2.28 1.97 1.74 1.56 1.35 1.11 .89 .66

4.18 3.27 2.66 2.26 1.97 1.74 1.55 1.31 1.10 .87 .64

5.50 4.17 3.28 2.65 2.27 1.99 1.72 1.50 1.28 1.07 .84 .62

5.04d 5.37 4.02 3.22 2.66 2.12 1.90 1.68 1.46 1.24 1.04 .81 .61

5.30 3.93 3.12 2.58 2.19 1.88 1.64 1.43 1.19 1.00 .77

5.27 3.83 3.05 2.50 2.10 1.80 1.60 1.38 1.16 .96 .74

3.78 2.99 2.47 2.07 1.80 1.58 1.32 1.12 .92 .72

8.54 3.79 2.97 2.45 2.07 1.79 1.51 1.28 1.08 .89

3.83 2.99 2.45 2.07 1.74 1.46 1.24 1.06 .88

5.38 3.86 3.01 2.47 2.03 1.69 1.42 1.22 1.05

5.49 3.97 3.04 2.42 1.98 1.66 1.40 1.21

12.06t 9.17 5.55 3.94 2.99 2.39 1.96 1.65

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.08

2.17 1.78

2.19 1.82 1.51

2.18 1.82 1.54 1.29

2.14 1.80 1.53 1.30 1.09

2.51 2.10 1.76 1.50 1.29 1.10

3.66 2.92 2.44 2.00 1.72 1.47 1.26 1.09 .89

2.73 2.27 1.92 1.64 1.41 1.23 1.07 .88

2.63 2.12 1.81 1.57 1.36 1.19 1.04 .86

2.54 1.99 1.71 1.49 1.30 1.15 1.01 .83 .66

3.21 2.45 1.89 1.61 1.41 1.25 1.10 .97 .80 .65

3.05 2.29 1.80 1.52 1.35 1.20 1.07 .92 .77 .63

3.93 2.86 2.19 1.72 1.52 1.29 1.15 1.03 .88 .74 .61

5.26d 3.66 2.69 2.08 1.64 1.40 1.24 1.12 1.00 .84 .71 .60

4.99d 5.03d 3.46 2.56 1.99 1.58 1.37 1.21 1.08 .95 .81 .69 .59

4.59d 3.35 2.47 1.92 1.56 1.35 1.19 1.07 .93 .79 .68

4.75 3.27 2.42 1.89 1.57 1.35 1.20 1.05 .92 .79 .68

3.25 2.41 1.91 1.58 1.35 1.19 1.05 .91 .79 .69

3.27 2.44 1.93 1.62 1.36 1.19 1.06 .92 .81

3.29 2.48 1.97 1.62 1.39 1.21 1.08 .95 .85

4.79 3.34 2.52 2.01 1.66 1.42 1.24 1.11 1.01

4.89 3.43 2.59 2.06 1.71 1.46 1.28 1.15

7.83t 8.34 5.06 3.56 2.70 2.16 1.80 1.55
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Up Cant Dn Cant Safety Factor: 67%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 95-105°

Fleet Number: RTE019 through to RTE021 6jU

Configuration: Rail -0..50mm Unlocked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.

mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk


Rail-Ability Ltd RACD-10000609

255
245 Stafford, ST16 3HS
105 4
115 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.31

2.40 1.98

2.41 2.04 1.69

2.39 2.05 1.74 1.45

2.37 2.05 1.77 1.48 1.23

2.77 2.34 2.02 1.77 1.51 1.26

4.01 3.25 2.72 2.30 2.00 1.76 1.52 1.28 1.07

3.17 2.66 2.27 1.98 1.74 1.53 1.28 1.08

3.09 2.60 2.23 1.96 1.73 1.54 1.29 1.08

3.03 2.57 2.21 1.93 1.72 1.52 1.28 1.08 .85

3.63 2.98 2.51 2.19 1.93 1.72 1.51 1.26 1.07 .84

3.58 2.97 2.52 2.18 1.92 1.73 1.50 1.25 1.06 .83

4.61 3.59 2.94 2.50 2.18 1.93 1.71 1.46 1.23 1.04 .82

5.76d 4.58 3.62 2.91 2.51 2.19 1.91 1.67 1.43 1.20 1.02 .80

5.04d 5.95 4.45 3.56 2.94 2.35 2.14 1.86 1.63 1.38 1.17 .99 .78

5.89 4.36 3.45 2.86 2.42 2.09 1.82 1.60 1.35 1.14 .96

5.86 4.26 3.39 2.78 2.35 1.99 1.79 1.54 1.31 1.11 .93

4.26 3.32 2.74 2.31 2.01 1.76 1.49 1.26 1.09 .91

10.76t 4.25 3.31 2.72 2.31 2.00 1.70 1.44 1.23 1.07

4.25 3.32 2.72 2.30 1.95 1.64 1.40 1.21 1.06

5.96 4.30 3.36 2.76 2.26 1.89 1.61 1.38 1.20

6.06 4.39 3.38 2.70 2.21 1.86 1.59 1.38

12.10t 10.04 6.16 4.36 3.32 2.67 2.20 1.85

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.29

2.38 1.96

2.40 2.00 1.68

2.39 2.00 1.70 1.44

2.35 1.98 1.69 1.45 1.22

2.74 2.29 1.95 1.66 1.44 1.24

4.01 3.20 2.63 2.21 1.89 1.63 1.41 1.23 1.06

3.01 2.52 2.12 1.83 1.58 1.38 1.21 1.05

2.92 2.36 2.02 1.75 1.53 1.34 1.18 1.04

2.81 2.22 1.92 1.67 1.47 1.30 1.15 1.02 .84

3.55 2.71 2.13 1.81 1.60 1.42 1.25 1.12 .98 .82

3.39 2.57 2.04 1.73 1.53 1.36 1.21 1.09 .95 .80

4.36 3.21 2.46 1.96 1.66 1.47 1.32 1.18 1.06 .93 .79

5.27d 4.09 3.03 2.36 1.88 1.61 1.43 1.28 1.15 1.03 .90 .77

4.99d 5.03d 3.88 2.90 2.26 1.82 1.58 1.40 1.25 1.12 1.02 .88 .76

4.59d 3.77 2.81 2.20 1.80 1.56 1.38 1.23 1.11 .99 .86

5.09d 3.69 2.76 2.17 1.81 1.55 1.38 1.22 1.10 .99 .87

3.67 2.75 2.19 1.82 1.56 1.37 1.22 1.10 .99 .88

3.69 2.77 2.24 1.85 1.57 1.37 1.23 1.10 1.01

3.71 2.81 2.25 1.87 1.60 1.39 1.24 1.12 1.04

5.36 3.77 2.86 2.29 1.90 1.63 1.42 1.27 1.16

5.46 3.85 2.92 2.34 1.95 1.67 1.46 1.32

7.86t 9.20 5.62 3.97 3.03 2.44 2.03 1.75
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Up Cant Dn Cant Safety Factor: 67%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 105-115°

Fleet Number: RTE019 through to RTE021 6kU

Configuration: Rail -0..50mm Unlocked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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245
235 Stafford, ST16 3HS
115 4
125 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.33

2.41 1.99

2.43 2.06 1.71

2.41 2.07 1.75 1.46

2.39 2.04 1.78 1.49 1.24

2.78 2.37 2.04 1.78 1.52 1.27

4.05 3.28 2.72 2.32 2.02 1.77 1.53 1.29 1.07

3.18 2.64 2.29 2.00 1.76 1.54 1.29 1.08

3.11 2.63 2.26 1.96 1.75 1.54 1.30 1.09

3.06 2.53 2.14 1.95 1.74 1.53 1.29 1.08 .86

3.67 3.02 2.53 2.16 1.92 1.73 1.52 1.28 1.08 .85

3.59 2.99 2.53 2.20 1.90 1.73 1.50 1.26 1.06 .84

4.65 3.65 2.94 2.52 2.20 1.94 1.73 1.48 1.24 1.05 .83

5.76d 4.61 3.67 2.91 2.52 2.21 1.93 1.68 1.43 1.21 1.03 .81

5.04d 5.99 4.48 3.58 2.96 2.51 2.16 1.87 1.64 1.40 1.18 1.01 .79

5.92 4.38 3.48 2.88 2.38 2.09 1.83 1.61 1.36 1.15 .97

5.88 4.25 3.41 2.80 2.37 2.06 1.80 1.55 1.32 1.12 .95

10.07d 4.28 3.36 2.76 2.34 2.02 1.77 1.49 1.28 1.10 .93

10.83t 4.26 3.34 2.75 2.32 2.01 1.71 1.45 1.25 1.08

11.49t 9.53 5.88 4.26 3.33 2.74 2.32 1.96 1.65 1.41 1.22 1.07

12.31d 5.99 4.30 3.38 2.77 2.28 1.91 1.62 1.39 1.21

12.80t 6.10 4.42 3.39 2.71 2.23 1.87 1.60 1.39

12.15t 10.06 6.16 4.39 3.37 2.68 2.22 1.87

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.30

2.39 1.97

2.43 2.02 1.69

2.41 2.02 1.71 1.45

2.36 2.00 1.70 1.46 1.23

2.76 2.31 1.98 1.68 1.45 1.25

4.05 3.22 2.65 2.24 1.90 1.64 1.43 1.23 1.06

3.04 2.52 2.14 1.84 1.59 1.39 1.21 1.06

2.92 2.38 2.04 1.76 1.54 1.35 1.19 1.05

2.83 2.23 1.93 1.69 1.48 1.31 1.16 1.03 .85

3.58 2.72 2.14 1.83 1.61 1.43 1.27 1.12 1.00 .84

3.39 2.60 2.06 1.74 1.54 1.38 1.22 1.10 .97 .82

4.40 3.22 2.48 1.97 1.68 1.48 1.32 1.19 1.07 .94 .80

5.27d 4.12 3.06 2.37 1.90 1.63 1.44 1.29 1.16 1.04 .91 .78

4.99d 5.04d 3.90 2.93 2.28 1.84 1.59 1.44 1.27 1.14 1.03 .89 .77

4.59d 3.80 2.83 2.21 1.82 1.57 1.39 1.24 1.12 1.02 .88

5.03d 3.70 2.78 2.18 1.82 1.63 1.38 1.24 1.11 1.00 .88

3.69 2.77 2.21 1.84 1.57 1.38 1.23 1.11 1.01 .89

3.71 2.79 2.25 1.86 1.59 1.39 1.24 1.11 1.02

3.74 2.83 2.26 1.89 1.61 1.40 1.25 1.13 1.05

5.38 3.79 2.88 2.30 1.91 1.64 1.44 1.28 1.17

5.49 3.87 2.95 2.36 1.96 1.68 1.48 1.33

7.86t 9.24 5.64 3.99 3.06 2.46 2.05 1.77
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Up Cant Dn Cant Safety Factor: 67%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 115-125°

Fleet Number: RTE019 through to RTE021 6lU

Configuration: Rail -0..50mm Unlocked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

235
225 Stafford, ST16 3HS
125 4
135 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.53

2.62 2.17

2.63 2.24 1.87

2.61 2.25 1.92 1.61

2.61 2.25 1.95 1.64 1.38

3.03 2.57 2.22 1.95 1.67 1.41

2.97 2.54 2.20 1.94 1.68 1.42 1.20

3.43 2.92 2.49 2.17 1.92 1.69 1.43 1.21

3.39 2.79 2.47 2.16 1.91 1.69 1.43 1.21

3.32 2.80 2.43 2.14 1.90 1.68 1.42 1.21 1.03

3.99 3.29 2.79 2.41 2.13 1.90 1.66 1.42 1.20 1.02

3.99 3.26 2.75 2.38 2.12 1.90 1.65 1.39 1.19 1.02

5.09 3.98 3.27 2.74 2.39 2.11 1.88 1.62 1.38 1.17 1.00

5.77d 5.02 4.00 3.08 2.75 2.41 2.11 1.85 1.59 1.34 1.16 .98

5.04d 6.55 4.91 3.89 3.18 2.75 2.37 2.06 1.81 1.55 1.32 1.13 .96

6.49 4.81 3.79 3.12 2.64 2.27 2.02 1.77 1.50 1.29 1.11

6.45 4.74 3.74 3.09 2.62 2.26 1.98 1.71 1.46 1.26 1.09

4.70 3.69 3.04 2.58 2.23 1.95 1.66 1.43 1.23 1.08

10.89d 4.69 3.68 3.00 2.56 2.22 1.89 1.61 1.39 1.21

11.57t 10.40 6.49 4.68 3.67 3.02 2.56 2.17 1.84 1.58 1.37 1.21

12.37t 6.55 4.74 3.71 3.05 2.51 2.11 1.80 1.55 1.36

6.66 4.84 3.73 2.99 2.47 2.08 1.78 1.55

12.26t 10.88 6.73 4.82 3.68 2.96 2.46 2.07

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.50

2.60 2.15

2.62 2.20 1.85

2.61 2.20 1.87 1.59

2.57 2.18 1.87 1.61 1.37

3.02 2.52 2.14 1.84 1.60 1.38

2.91 2.43 2.08 1.81 1.57 1.38 1.19

3.31 2.77 2.34 2.02 1.75 1.54 1.36 1.19

3.20 2.63 2.24 1.95 1.70 1.50 1.32 1.17

3.10 2.47 2.14 1.87 1.65 1.45 1.29 1.15 1.02

3.89 2.99 2.38 2.04 1.80 1.59 1.41 1.26 1.13 1.01

3.73 2.90 2.30 1.98 1.74 1.54 1.37 1.23 1.11 .99

4.81 3.56 2.76 2.21 1.88 1.69 1.49 1.34 1.20 1.09 .97

5.28d 4.54 3.38 2.64 2.13 1.84 1.64 1.46 1.31 1.18 1.07 .96

4.99d 4.97d 4.32 3.25 2.55 2.08 1.81 1.61 1.42 1.28 1.16 1.06 .95

4.73d 4.22 3.16 2.49 2.05 1.78 1.59 1.40 1.27 1.15 1.05

5.03d 4.15 3.11 2.46 2.06 1.78 1.56 1.39 1.26 1.14 1.05

4.11 3.10 2.48 2.07 1.80 1.57 1.40 1.26 1.14 1.06

4.12 3.12 2.51 2.09 1.79 1.57 1.40 1.26 1.16

4.15 3.16 2.54 2.12 1.81 1.59 1.42 1.28 1.19

5.95 4.21 3.21 2.58 2.15 1.84 1.62 1.45 1.32

6.05 4.29 3.29 2.64 2.20 1.89 1.66 1.49

7.95t 10.09 6.20 4.41 3.39 2.74 2.29 1.97
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Up Cant Dn Cant Safety Factor: 67%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 125-135°

Fleet Number: RTE019 through to RTE021 6mU

Configuration: Rail -0..50mm Unlocked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

225
215 Stafford, ST16 3HS
135 4
145 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.79 3.15

3.24 2.72

3.24 2.78 2.36

3.24 2.79 2.40 2.05

3.22 2.79 2.44 2.08 1.78

3.72 3.19 2.75 2.44 2.11 1.81

5.37 4.39 3.67 3.15 2.73 2.42 2.12 1.83 1.57

4.30 3.60 3.12 2.73 2.41 2.13 1.83 1.58

4.21 3.57 3.08 2.69 2.39 2.14 1.84 1.59

5.04 4.17 3.53 3.04 2.68 2.39 2.13 1.83 1.58 1.37

5.01 4.12 3.49 3.03 2.65 2.38 2.11 1.82 1.58 1.37

4.99 4.08 3.47 3.02 2.62 2.39 2.08 1.80 1.56 1.36

6.34 4.99 4.09 3.48 3.01 2.67 2.37 2.05 1.78 1.55 1.35

5.86d 6.30 5.01 4.11 3.49 3.01 2.65 2.33 2.02 1.75 1.53 1.34

5.05d 7.41d 6.13 4.88 4.01 3.39 2.96 2.61 2.29 1.99 1.72 1.51 1.33

8.23 6.07 4.78 3.96 3.38 2.92 2.56 2.26 1.95 1.69 1.48

8.19 5.99 4.72 3.91 3.32 2.84 2.53 2.20 1.90 1.66 1.47

5.95 4.68 3.87 3.25 2.84 2.50 2.14 1.86 1.64 1.45

5.92 4.67 3.84 3.26 2.83 2.43 2.10 1.83 1.62

12.99 5.95 4.67 3.85 3.26 2.78 2.38 2.07 1.81 1.61

13.14 8.22 6.00 4.71 3.87 3.22 2.73 2.34 2.04 1.80

8.39 6.09 4.73 3.82 3.17 2.69 2.32 2.03

12.38t 13.47 8.41 6.07 4.67 3.79 3.15 2.69

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.79 3.12

3.21 2.69

3.23 2.74 2.34

3.22 2.74 2.37 2.03

3.17 2.72 2.36 2.05 1.77

3.69 3.12 2.67 2.32 2.04 1.79

5.37 4.31 3.59 3.06 2.63 2.29 2.01 1.78 1.56

4.14 3.46 2.96 2.56 2.24 1.98 1.76 1.56

4.01 3.31 2.85 2.49 2.19 1.94 1.73 1.54

5.04 3.92 3.17 2.75 2.41 2.13 1.90 1.70 1.53 1.37

4.96 3.81 3.10 2.65 2.33 2.08 1.85 1.67 1.50 1.36

4.72 3.71 2.99 2.57 2.27 2.02 1.82 1.64 1.48 1.34

6.08 4.53 3.57 2.91 2.57 2.22 1.98 1.78 1.61 1.46 1.33

5.28d 5.49d 4.36 3.45 2.84 2.44 2.16 1.94 1.75 1.58 1.44 1.32

4.99d 4.97d 5.10d 4.25 3.38 2.77 2.41 2.13 1.91 1.73 1.57 1.43 1.32

4.87d 5.05d 4.15 3.31 2.76 2.40 2.11 1.89 1.71 1.55 1.42

5.03d 5.02d 4.10 3.28 2.76 2.39 2.12 1.88 1.70 1.55 1.42

4.34d 4.09 3.30 2.77 2.39 2.10 1.88 1.70 1.55 1.43

5.37 4.15 3.32 2.78 2.40 2.11 1.89 1.70 1.56

5.40 4.15 3.35 2.81 2.42 2.13 1.90 1.72 1.59

7.63 5.45 4.20 3.40 2.85 2.46 2.16 1.93 1.76

7.74 5.53 4.27 3.46 2.90 2.50 2.20 1.98

8.00t 12.68 7.91 5.66 4.38 3.55 2.99 2.59
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Up Cant Dn Cant Safety Factor: 67%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 135-145°

Fleet Number: RTE019 through to RTE021 6nU

Configuration: Rail -0..50mm Unlocked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

215
205 Stafford, ST16 3HS
145 4
155 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.68 3.91

4.01 3.40

4.01 3.46 2.97

4.01 3.48 3.02 2.60

4.65 3.98 3.47 3.05 2.64 2.29

4.60 3.96 3.46 3.05 2.66 2.32

5.39 4.57 3.92 3.43 3.04 2.68 2.33 2.04

5.31 4.50 3.88 3.41 3.02 2.69 2.34 2.05

5.27 4.39 3.85 3.39 3.00 2.68 2.34 2.05

5.21 4.38 3.82 3.36 3.00 2.68 2.34 2.05 1.81

6.24 5.15 4.37 3.80 3.35 3.00 2.66 2.33 2.04 1.80

6.23 5.14 4.36 3.77 3.35 3.01 2.64 2.31 2.03 1.80

7.90 6.21 5.12 4.35 3.79 3.34 2.97t 2.61 2.28 2.01 1.78

6.00d 7.85 6.19 5.13 4.36 3.77 3.31t 2.95 2.58 2.26 1.99 1.77

5.04d 7.50d 7.69 6.14 5.07 4.20 3.70 3.27 2.91 2.54 2.23 1.97 1.76

9.24d 7.60 6.06 5.01 4.26 3.68 3.23 2.86 2.50 2.20 1.95

10.32 7.56 5.99 4.93 4.18 3.64 3.20 2.81 2.45 2.17 1.93

7.49 5.93 4.89 4.16 3.61 3.17 2.75 2.42 2.14 1.92

10.24 7.52 5.92 4.87 4.14 3.59 3.11 2.71 2.39 2.12

7.51 5.91 4.87 4.14 3.54 3.06 2.67 2.37 2.12

10.37 7.55 5.96 4.90 4.10 3.49 3.02 2.65 2.36

10.48 7.65 5.98 4.85 4.05 3.46 3.01 2.65

12.30t 16.50 10.54 7.62 5.93 4.81 4.03 3.45

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.67 3.89

3.98 3.37

4.00 3.42 2.95

3.99 3.43 2.97 2.59

4.64 3.94 3.40 2.97 2.60 2.28

4.59 3.88 3.38 2.96 2.59 2.29

5.39 4.52 3.81 3.31 2.90 2.57 2.28 2.03

5.17 4.33 3.73 3.24 2.86 2.53 2.26 2.03

5.05 4.19 3.63 3.17 2.80 2.49 2.23 2.01

4.96 4.05 3.53 3.09 2.75 2.45 2.21 1.99 1.80

6.17 4.84 3.95 3.41 3.03 2.68 2.41 2.18 1.97 1.79

6.00 4.72 3.87 3.33 2.96 2.64 2.37 2.15 1.95 1.78

6.64d 5.79 4.60 3.79 3.26 2.89 2.59 2.33 2.11 1.93 1.77

5.37d 5.50d 5.62 4.49 3.70 3.21 2.87 2.56 2.30 2.09 1.91 1.75

5.04d 4.97d 5.10d 5.36d 4.40 3.65 3.18 2.84 2.52 2.28 2.07 1.90 1.75

4.87d 4.98d 5.15d 4.34 3.63 3.16 2.82 2.50 2.26 2.06 1.89

5.02d 4.96d 5.07d 4.32 3.63 3.21 2.78 2.49 2.25 2.06 1.89

4.53d 5.32d 4.33 3.80 3.19 2.79 2.49 2.25 2.06 1.90

6.32d 5.37 4.39 3.67 3.17 2.80 2.50 2.26 2.07

6.95 5.38 4.39 3.70 3.19 2.81 2.51 2.28 2.10

9.74 7.01 5.44 4.43 3.72 3.22 2.84 2.54 2.31

9.85 7.09 5.51 4.49 3.78 3.26 2.88 2.59

8.00t 12.91t 10.01 7.22 5.61 4.58 3.87 3.35
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Up Cant Dn Cant Safety Factor: 67%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 145-155°

Fleet Number: RTE019 through to RTE021 6oU

Configuration: Rail -0..50mm Unlocked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

205
155 Stafford, ST16 3HS
155 4
205 356

50
310 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

5.55s 5.21d

5.13s 5.21s 5.35d

5.01s 5.08s 5.11t

5.12s 4.98s 4.99s 5.03t 4.76t

5.37s 5.29s 5.15s 5.04t 4.82t 3.62d

6.05d 5.59s 5.03s 5.34s 5.08t 4.81t 4.57t

7.37d 6.98s 6.39s 5.96s 5.62t 5.17s 4.84s 4.61t 3.87d

7.63s 8.01s 7.08s 6.43t 5.79t 5.30t 4.92t 4.63t 4.35t

7.32s 8.36s 7.79t 6.75t 6.00t 5.44t 5.02t 4.69t 4.46t

7.60s 8.55s 8.47t 7.16t 6.25t 5.62t 5.14t 4.77t 4.53t

8.53s 9.13s 9.22t 7.63t 6.56t 5.82t 5.28t 4.88t 4.60t 4.16t

8.86d 9.60d 9.85s 9.75s 8.16t 6.89t 6.05t 5.45t 5.00t 4.69t 4.24t

9.11t 10.12s 10.12d 10.08s 8.73t 7.25t 6.31t 5.63t 5.14t 4.81t 4.32t

6.53d 9.72d 11.16t 10.85s 10.42s 9.32t 7.64t 6.57t 5.83t 5.30t 4.94t 4.37t

5.69d 7.79d 10.98d 12.15t 11.50s 10.77s 9.51s 8.01t 6.85t 6.04t 5.47t 5.08t 3.57d

7.29d 9.68d 12.76d 13.40s 12.21s 11.06s 9.59s 8.39t 7.12t 6.26t 5.64t 5.19t

11.77d 15.20d 14.44s 12.85s 11.16s 9.69s 8.58s 7.40t 6.48t 5.85t 5.23t

11.62d 17.93s 15.44s 13.19s 11.21s 9.74s 8.62s 7.69t 6.72t 6.06t 5.08t

11.41t 14.10d 19.42s 16.05s 13.21s 11.26s 9.80s 8.67s 7.79s 6.98t 6.11t

20.41s 16.18s 13.33s 11.35s 9.88s 8.78s 7.87s 6.91s 5.62d

18.32t 27.75s 20.68s 16.33s 13.48s 11.54s 10.04s 8.77s 7.56s 6.19s

28.39s 21.04s 16.57s 13.62s 11.44s 9.70s 8.13s 6.55s

12.61t 20.14d 27.03s 20.00s 15.68s 12.68s 10.43s 8.50s

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

5.07s 4.69d

5.13s 4.32s 4.20d

4.37s 3.85d 3.86d

5.11s 4.38s 3.79s 3.75d 3.74d

5.24s 4.37s 3.78s 3.53d 3.50d 3.58d

6.01s 5.02s 4.33s 3.76s 3.31s 3.39d 3.49d

7.18s 6.09s 5.13s 4.40s 3.74s 3.31s 3.44d 3.34d 3.48d

7.04s 5.80s 4.90s 4.25s 3.72s 3.30s 3.30d 3.30d 3.42d

6.91s 5.70s 4.84s 4.45s 3.69s 3.29s 3.29d 3.29d 3.29d

6.83s 5.80s 4.93s 4.15s 3.66s 3.27s 3.40d 3.39d 3.30d

6.76s 5.75s 4.78s 4.13s 3.66s 3.28s 3.45d 3.36d 3.46d 3.34d

8.86d 7.31s 5.73s 5.01s 4.13s 3.65s 2.74t 3.51t 3.43d 3.48d 3.34d

6.47d 7.09d 5.88s 4.73s 4.19t 2.98t 2.86t 3.65t 3.58d 3.51d 3.39d

5.31d 5.52d 5.54t 4.53t 4.37t 3.55t 3.16t 2.92t 3.73d 3.66d 3.56d 3.45d

5.03d 4.98d 5.21d 5.41d 4.85t 3.97t 3.83t 3.26t 3.13t 3.93d 3.82d 3.73d 3.52d

5.15d 4.96d 4.99d 5.26d 5.21t 4.39t 4.32t 3.67t 3.82t 4.16d 4.11d 3.85d

5.01d 4.96d 5.24d 5.82d 5.11t 4.91t 3.90t 4.72t 4.56d 4.17d 4.02d

5.08d 5.28d 7.12t 6.18t 4.77t 4.66t 5.30d 4.69d 4.47d 4.00d

6.81d 7.32d 7.93t 6.33t 5.46t 6.03d 5.74d 4.94d 4.48d

8.97d 9.78d 9.40t 7.41t 7.64d 6.73d 5.90d 5.15d 4.56d

11.24d 11.87d 12.98s 10.88s 9.66s 8.55s 7.38d 6.06d 5.22d

14.85d 16.42d 12.99s 10.73s 9.19s 7.99s 7.01s 6.33s

8.43t 14.14t 20.65d 16.76s 13.16s 10.84s 9.24s 8.06s
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Up Cant Dn Cant Safety Factor: 87%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 155-205°

Fleet Number: RTE019 through to RTE021 6pU

Configuration: Rail -0..50mm Unlocked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

155
145 Stafford, ST16 3HS
205 4
215 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.59 3.82

4.62 3.93 3.33

4.62 3.95 3.39 2.91

4.60 3.95 3.42 2.96 2.55

4.58 3.91 3.43 2.99 2.59 2.25

5.39 4.53 3.91 3.40 3.01 2.61 2.28

6.46 5.32 4.48 3.88 3.39 3.01 2.63 2.29 2.00

6.35 5.22 4.44 3.84 3.37 3.00 2.64 2.30 2.01

6.25 5.14 4.38 3.80 3.35 2.99 2.63 2.30 2.02

6.18 5.11 4.30 3.76 3.33 2.98 2.63 2.30 2.01

6.11 5.08 4.32 3.75 3.32 2.98 2.61 2.28 2.01 1.77

7.66 6.10 5.02 4.31 3.75 3.28 2.96 2.59 2.26 2.00 1.77

7.66 6.11 5.04 4.28 3.75 3.31t 2.93 2.56 2.24 1.98 1.76

6.64d 7.56 6.02 5.00 4.24 3.71 3.26 2.90 2.53 2.21 1.96 1.75

5.84d 7.89d 7.49 5.97 4.92 4.11 3.66 3.23 2.87 2.49 2.19 1.94

7.34d 9.77d 7.36 5.89 4.88 4.13 3.62 3.19 2.80 2.46 2.17 1.92

9.85 7.31 5.81 4.82 4.12 3.58 3.15 2.76 2.42 2.13 1.91

11.42d 7.25 5.78 4.79 4.08 3.55 3.11 2.71 2.38 2.12 1.89

11.30t 9.79 7.27 5.75 4.77 4.06 3.54 3.05 2.67 2.35 2.10

15.24 9.85 7.26 5.76 4.76 4.06 3.47 3.00 2.63 2.33 2.09

9.92 7.31 5.79 4.79 4.01 3.42 2.97 2.61 2.32

13.42t 10.03 7.39 5.79 4.73 3.96 3.39 2.95 2.61

12.57t 15.52t 10.07 7.34 5.76 4.70 3.94 3.39

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.55 3.80

4.61 3.89 3.31

4.62 3.90 3.35 2.89

4.59 3.91 3.36 2.92 2.54

4.54 3.86 3.35 2.92 2.56 2.25

5.35 4.50 3.84 3.30 2.89 2.54 2.26

6.40 5.24 4.37 3.74 3.24 2.86 2.52 2.25 2.00

6.32 5.04 4.25 3.66 3.18 2.81 2.50 2.23 2.00

6.21 4.91 4.11 3.56 3.12 2.75 2.46 2.21 1.98

6.09 4.83 3.97 3.46 3.04 2.70 2.41 2.17 1.97

5.95 4.72 3.85 3.35 2.97 2.65 2.37 2.15 1.94 1.77

7.64 5.76 4.58 3.79 3.28 2.91 2.60 2.34 2.12 1.93 1.76

6.50d 5.60 4.47 3.70 3.21 2.86 2.55 2.30 2.09 1.91 1.75

5.40d 5.62d 5.25t 4.37 3.63 3.16 2.81 2.51 2.27 2.07 1.89 1.74

4.97d 4.98d 5.13d 5.32 4.29 3.58 3.12 2.77 2.49 2.25 2.05 1.88

5.14d 5.02d 5.06d 5.19d 4.23 3.57 3.11 2.75 2.47 2.24 2.04 1.87

5.00d 4.96d 5.10d 4.21 3.57 3.15 2.75 2.46 2.22 2.03 1.87

4.96d 5.17 4.22 3.58 3.13 2.74 2.45 2.22 2.03 1.88

6.39d 5.19 4.26 3.59 3.11 2.75 2.46 2.23 2.05

6.71 5.23 4.28 3.62 3.14 2.77 2.48 2.25 2.08

9.27 6.77 5.28 4.32 3.65 3.16 2.79 2.51 2.29

9.38 6.85 5.36 4.39 3.70 3.21 2.84 2.58

8.38t 14.23t 9.55 6.98 5.48 4.49 3.81 3.33
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Up Cant Dn Cant Safety Factor: 67%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 205-215°

Fleet Number: RTE019 through to RTE021 6OU

Configuration: Rail -0..50mm Unlocked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

145
135 Stafford, ST16 3HS
215 4
225 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.70 3.05

3.74 3.15 2.64

3.74 3.18 2.71 2.29

3.72 3.18 2.74 2.34 2.00

3.68 3.17 2.74 2.38 2.03

4.35 3.65 3.14 2.73 2.40 2.06 1.77

5.24 4.29 3.61 3.11 2.71 2.40 2.07 1.78 1.53

5.12 4.19 3.54 3.07 2.69 2.38 2.08 1.79 1.54

5.01 4.15 3.51 3.04 2.67 2.38 2.08 1.79 1.55

4.91 4.07 3.48 3.01 2.65 2.37 2.08 1.79 1.54

4.88 4.03 3.42 2.95 2.64 2.37 2.06 1.77 1.54 1.34

6.15 4.86 4.03 3.43 2.96 2.64 2.37 2.04 1.75 1.53 1.33

6.13 4.87 4.02 3.43 2.97 2.65 2.32 2.00 1.73 1.51 1.32

6.65d 6.08 4.87 3.78 3.42 2.97 2.59 2.29 1.97 1.71 1.49 1.31

5.69d 7.85 5.91 4.75 3.90 3.13 2.91 2.55 2.25 1.94 1.68 1.47

7.35d 7.77 5.75 4.63 3.86 3.28 2.84 2.50 2.20 1.90 1.65 1.46

7.69 5.76 4.58 3.80 3.23 2.77 2.47 2.14 1.86 1.63 1.43

11.62d 5.71 4.54 3.75 3.18 2.77 2.44 2.10 1.83 1.60 1.43

11.50t 7.69 5.69 4.52 3.73 3.18 2.77 2.37 2.05 1.80 1.59

7.72 5.68 4.51 3.73 3.18 2.71 2.32 2.02 1.78 1.58

7.80 5.73 4.54 3.75 3.12 2.66 2.29 2.00 1.77

7.90 5.84 4.56 3.70 3.07 2.63 2.27 2.00

12.47t 12.37 7.97 5.81 4.51 3.66 3.07 2.63

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.67 3.03

3.73 3.11 2.62

3.74 3.14 2.67 2.27

3.71 3.13 2.68 2.31 1.98

3.68 3.09 2.66 2.31 2.01

4.32 3.61 3.05 2.62 2.28 1.99 1.75

5.16 4.19 3.48 2.97 2.56 2.24 1.98 1.74 1.53

5.04 4.01 3.37 2.88 2.50 2.20 1.94 1.72 1.53

4.95 3.89 3.24 2.79 2.44 2.15 1.90 1.69 1.52

4.83 3.78 3.10 2.69 2.36 2.09 1.87 1.67 1.50

4.71 3.68 3.03 2.61 2.29 2.03 1.82 1.64 1.48 1.33

6.07 4.52 3.57 2.90 2.53 2.23 1.99 1.78 1.61 1.46 1.32

5.78 4.35 3.46 2.83 2.44 2.17 1.95 1.75 1.58 1.44 1.31

5.29d 5.52 4.20 3.34 2.75 2.40 2.13 1.91 1.72 1.56 1.42 1.30

4.97d 5.05d 5.13d 4.07 3.26 2.70 2.37 2.12 1.88 1.70 1.54 1.41

5.14d 4.96d 5.00d 4.00 3.20 2.69 2.36 2.10 1.86 1.68 1.53 1.40

5.06d 4.96d 3.95 3.19 2.69 2.33 2.06 1.85 1.67 1.52 1.40

4.96d 3.94 3.21 2.77 2.34 2.06 1.85 1.67 1.53 1.42

5.12 3.97 3.22 2.73 2.35 2.08 1.86 1.68 1.54

5.15 4.00 3.25 2.75 2.37 2.09 1.87 1.70 1.57

7.19 5.21 4.05 3.29 2.78 2.40 2.12 1.90 1.74

7.29 5.31 4.13 3.36 2.83 2.45 2.16 1.97

8.46t 11.66 7.49 5.44 4.24 3.47 2.93 2.57
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Up Cant Dn Cant Safety Factor: 67%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 215-225°

Fleet Number: RTE019 through to RTE021 6NU

Configuration: Rail -0..50mm Unlocked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

135
125 Stafford, ST16 3HS
225 4
235 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.99 2.43

3.03 2.54 2.10

3.03 2.57 2.17 1.81

3.02 2.57 2.21 1.86 1.55

3.00 2.55 2.20 1.89 1.59

3.52 2.95 2.52 2.19 1.92 1.62 1.36

4.24 3.42 2.91 2.49 2.17 1.91 1.63 1.38 1.16

4.13 3.40 2.87 2.46 2.15 1.90 1.64 1.39 1.17

4.03 3.32 2.82 2.43 2.12 1.90 1.64 1.39 1.18

3.96 3.27 2.74 2.40 2.12 1.89 1.63 1.38 1.18

3.90 3.23 2.75 2.39 2.11 1.89 1.61 1.37 1.17 .99

4.90 3.87 3.20 2.72 2.38 2.09 1.88 1.59 1.36 1.15 .97

4.88 3.84 3.18 2.72 2.38 2.10 1.84 1.57 1.34 1.14 .96

6.30 4.83 3.90 3.02 2.71 2.35 2.05 1.81 1.54 1.31 1.12 .94

5.63d 6.19 4.65 3.75 3.12 2.67 2.27 2.01 1.76 1.50 1.28 1.10

7.35d 6.09 4.58 3.66 3.04 2.60 2.24 1.97 1.72 1.46 1.25 1.08

6.05 4.50 3.60 2.97 2.55 2.21 1.93 1.66 1.42 1.23 1.07

10.21d 9.26 4.48 3.54 2.95 2.51 2.17 1.89 1.61 1.38 1.20 1.05

4.46 3.53 2.92 2.48 2.16 1.83 1.57 1.35 1.18

12.14d 6.03 4.47 3.52 2.92 2.49 2.10 1.78 1.53 1.34 1.18

6.09 4.51 3.56 2.94 2.43 2.04 1.75 1.51 1.33

6.24 4.60 3.56 2.88 2.39 2.02 1.73 1.51

12.60t 9.81 6.29 4.55 3.52 2.85 2.37 2.02

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.96 2.42

3.02 2.51 2.08

3.03 2.53 2.13 1.79

3.01 2.52 2.14 1.82 1.54

2.96 2.49 2.11 1.83 1.56

3.51 2.88 2.43 2.07 1.79 1.55 1.34

4.18 3.37 2.82 2.36 2.04 1.76 1.53 1.34 1.16

4.05 3.19 2.67 2.28 1.96 1.71 1.50 1.32 1.16

3.97 3.05 2.54 2.18 1.90 1.66 1.46 1.29 1.14

3.83 2.97 2.40 2.08 1.82 1.60 1.42 1.27 1.13

3.77 2.86 2.28 1.99 1.76 1.56 1.38 1.23 1.11 .97

4.82 3.56 2.74 2.21 1.90 1.69 1.51 1.35 1.21 1.09 .96

4.54 3.37 2.64 2.12 1.91 1.65 1.46 1.31 1.18 1.07 .94

5.30d 4.29 3.21 2.54 2.05 1.79 1.60 1.42 1.29 1.16 1.05 .93

4.97d 4.98d 4.11 3.11 2.45 2.01 1.76 1.56 1.40 1.26 1.14 1.04

5.17d 4.96d 3.98 3.01 2.39 2.00 1.74 1.54 1.38 1.25 1.13 1.03

5.00d 3.91 2.97 2.38 2.00 1.79 1.54 1.37 1.23 1.12 1.03

3.89 2.97 2.39 2.01 1.73 1.53 1.36 1.23 1.13 1.05

3.89 2.99 2.41 2.02 1.75 1.53 1.37 1.24 1.14

3.93 3.02 2.44 2.05 1.77 1.55 1.39 1.26 1.18

5.54 3.99 3.08 2.49 2.09 1.80 1.58 1.42 1.30

5.64 4.08 3.15 2.56 2.14 1.85 1.63 1.50

8.68t 9.11 5.81 4.20 3.27 2.66 2.24 1.96
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Up Cant Dn Cant Safety Factor: 67%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 225-235°

Fleet Number: RTE019 through to RTE021 6MU

Configuration: Rail -0..50mm Unlocked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

125
115 Stafford, ST16 3HS
235 4
245 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.75 2.23

2.79 2.33 1.91

2.36 1.98 1.64

2.79 2.36 2.02 1.69 1.40

2.75 2.34 2.02 1.72 1.44

3.26 2.72 2.31 1.98 1.75 1.46 1.22

3.91 3.19 2.66 2.28 1.98 1.75 1.48 1.24 1.03

3.79 3.10 2.62 2.26 1.96 1.74 1.48 1.25 1.05

3.68 3.05 2.57 2.23 1.95 1.73 1.49 1.25 1.05

3.62 3.00 2.54 2.20 1.93 1.72 1.48 1.25 1.05

3.58 2.95 2.52 2.18 1.92 1.73 1.47 1.23 1.04 .81

4.47 3.51 2.92 2.50 2.17 1.92 1.71 1.45 1.21 1.03 .80

5.98 4.49 3.42 2.89 2.48 2.16 1.92 1.68 1.41 1.20 1.01 .78

5.73 4.40 3.56 2.94 2.51 2.13 1.88 1.63 1.38 1.17 .99 .77

6.15d 5.60 4.21 3.40 2.85 2.43 2.09 1.82 1.60 1.34 1.14 .96

7.36d 5.52 4.15 3.33 2.75 2.32 2.04 1.78 1.54 1.31 1.11 .93

5.46 4.06 3.25 2.69 2.31 2.00 1.75 1.50 1.27 1.09 .90

10.23d 8.38 4.04 3.22 2.67 2.27 1.96 1.71 1.45 1.24 1.06 .89

4.04 3.18 2.63 2.25 1.95 1.65 1.40 1.20 1.05

12.15t 4.04 3.19 2.64 2.25 1.89 1.60 1.37 1.19 1.04

8.55 5.55 4.08 3.23 2.67 2.19 1.84 1.57 1.35 1.18

5.66 4.17 3.24 2.61 2.15 1.81 1.55 1.35

12.64t 8.92 5.71 4.13 3.19 2.57 2.14 1.81

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.71 2.21

2.78 2.30 1.89

2.32 1.95 1.62

2.79 2.32 1.95 1.65 1.39

2.73 2.28 1.94 1.65 1.41

3.22 2.68 2.26 1.90 1.62 1.41 1.21

3.83 3.10 2.56 2.16 1.85 1.59 1.38 1.20 1.03

3.72 2.92 2.45 2.07 1.78 1.55 1.35 1.18 1.03

3.61 2.77 2.29 1.98 1.71 1.49 1.31 1.16 1.02

3.51 2.71 2.16 1.88 1.64 1.44 1.28 1.13 .99

3.38 2.62 2.05 1.78 1.57 1.39 1.23 1.10 .96 .80

4.35 3.22 2.50 1.96 1.70 1.50 1.34 1.19 1.07 .93 .78

5.98 4.10 3.05 2.36 1.89 1.63 1.45 1.30 1.16 1.05 .91 .77

5.30d 3.87 2.89 2.25 1.81 1.58 1.41 1.27 1.13 1.02 .88 .76

4.97d 4.98d 3.67 2.77 2.16 1.77 1.55 1.38 1.23 1.11 1.00 .86

5.13d 4.96d 3.55 2.68 2.11 1.76 1.53 1.36 1.22 1.09 .99 .86

4.91 3.48 2.64 2.10 1.76 1.53 1.35 1.20 1.09 .97 .86

3.46 2.63 2.11 1.77 1.54 1.34 1.20 1.08 .98 .88

3.51 2.65 2.16 1.80 1.54 1.35 1.21 1.09 1.00

3.51 2.69 2.17 1.81 1.56 1.37 1.22 1.11 1.04

4.97 3.57 2.75 2.21 1.85 1.59 1.40 1.26 1.15

5.08 3.66 2.82 2.28 1.91 1.64 1.45 1.33

8.68t 8.25 5.25 3.79 2.93 2.39 2.01 1.76
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Up Cant Dn Cant Safety Factor: 67%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 235-245°

Fleet Number: RTE019 through to RTE021 6LU

Configuration: Rail -0..50mm Unlocked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

115
105 Stafford, ST16 3HS
245 4
255 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.72 2.20

2.78 2.30 1.89

2.78 2.34 1.96 1.62

2.76 2.32 2.00 1.67 1.39

2.74 2.33 2.00 1.71 1.43

3.22 2.69 2.30 1.99 1.73 1.45 1.21

3.82 3.15 2.64 2.27 1.97 1.73 1.47 1.23

3.72 3.07 2.60 2.23 1.95 1.73 1.47 1.24 1.03

3.67 3.02 2.55 2.19 1.93 1.72 1.48 1.23 1.04

3.58 2.95 2.52 2.16 1.92 1.71 1.46 1.23 1.03

3.51 2.93 2.47 2.14 1.91 1.72 1.45 1.22 1.03 .79

4.44 3.47 2.92 2.48 2.13 1.91 1.70 1.43 1.21 1.02 .78

5.94 4.46 3.42 2.91 2.48 2.15 1.90 1.66 1.40 1.19 .99 .77

5.66 4.34 3.47 2.92 2.49 2.14 1.86 1.62 1.37 1.16 .97 .75

6.15d 5.55 4.22 3.38 2.83 2.24 2.08 1.81 1.59 1.34 1.13 .94

7.36d 5.48 4.11 3.30 2.73 2.31 2.03 1.76 1.53 1.30 1.10 .91

5.42 4.00 3.22 2.68 2.27 1.94 1.73 1.48 1.26 1.07 .88

10.27d 8.30 3.98 3.19 2.63 2.22 1.95 1.69 1.43 1.22 1.05 .87

3.99 3.16 2.62 2.23 1.94 1.63 1.39 1.19 1.04

3.99 3.17 2.62 2.23 1.87 1.58 1.36 1.17 1.03

8.46 5.50 4.05 3.20 2.64 2.17 1.82 1.55 1.34 1.17

5.62 4.14 3.20 2.58 2.12 1.79 1.53 1.34

12.51t 8.87 5.64 4.10 3.16 2.54 2.11 1.79

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.69 2.18

2.77 2.27 1.88

2.77 2.31 1.92 1.61

2.75 2.28 1.93 1.64 1.38

2.70 2.27 1.92 1.63 1.39

3.20 2.63 2.20 1.87 1.61 1.39 1.20

3.80 3.06 2.53 2.13 1.82 1.57 1.37 1.19

3.67 2.88 2.41 2.06 1.76 1.54 1.34 1.17 1.02

3.59 2.76 2.28 1.96 1.70 1.48 1.30 1.15 1.01

3.47 2.66 2.15 1.86 1.63 1.43 1.26 1.12 .98

3.31 2.56 2.03 1.78 1.55 1.38 1.23 1.09 .95 .79

4.32 3.17 2.44 1.94 1.71 1.49 1.32 1.18 1.06 .92 .77

5.94 4.07 3.00 2.33 1.87 1.62 1.44 1.29 1.15 1.04 .89 .76

5.31d 3.83 2.86 2.23 1.80 1.58 1.39 1.25 1.12 1.01 .87 .75

5.02d 4.98d 3.64 2.73 2.14 1.76 1.54 1.39 1.22 1.10 .98 .85

5.13d 4.95 3.51 2.65 2.09 1.74 1.53 1.36 1.20 1.08 .97 .84

4.86 3.44 2.61 2.07 1.75 1.51 1.33 1.20 1.07 .96 .84

3.43 2.60 2.09 1.75 1.51 1.34 1.19 1.07 .96 .86

3.46 2.62 2.12 1.78 1.52 1.34 1.20 1.08 .98

3.47 2.66 2.15 1.80 1.54 1.36 1.21 1.10 1.03

4.93 3.54 2.72 2.18 1.83 1.57 1.39 1.24 1.14

5.03 3.63 2.80 2.25 1.89 1.62 1.43 1.33

8.52t 8.20 5.21 3.75 2.91 2.36 1.99 1.75
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Up Cant Dn Cant Safety Factor: 67%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 245-255°

Fleet Number: RTE019 through to RTE021 6KU

Configuration: Rail -0..50mm Unlocked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

105
95 Stafford, ST16 3HS

255 4
265 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.49 1.99

2.54 2.10 1.71

2.55 2.14 1.78 1.46

2.53 2.13 1.82 1.51 1.24

2.49 2.11 1.82 1.55 1.28

2.94 2.46 2.10 1.81 1.57 1.30 1.08

3.54 2.87 2.42 2.07 1.79 1.57 1.32 1.09 .84

3.42 2.82 2.37 2.03 1.78 1.56 1.33 1.10 .86

3.33 2.72 2.33 2.00 1.75 1.56 1.32 1.10 .86

3.26 2.68 2.29 1.90 1.74 1.55 1.32 1.10 .86

3.19 2.64 2.24 1.96 1.73 1.55 1.30 1.08 .85 .62

4.03 3.12 2.64 2.25 1.94 1.70 1.53 1.28 1.07 .83 .61

5.39 4.03 3.10 2.64 2.25 1.95 1.72 1.49 1.26 1.05 .81 .60

5.12 3.93 3.14 2.65 2.26 1.94 1.67 1.46 1.23 1.03 .78 .58

6.09d 4.98 3.74 3.05 2.56 1.98 1.88 1.63 1.42 1.19 .99 .76

7.35 4.93 3.70 2.97 2.48 2.09 1.82 1.59 1.37 1.15 .95 .73

4.89 3.64 2.91 2.41 2.04 1.77 1.56 1.32 1.11 .91 .70

10.27d 7.44 3.57 2.86 2.36 2.00 1.75 1.51 1.27 1.07 .87 .68

3.57 2.84 2.35 2.00 1.74 1.45 1.23 1.05 .85

3.59 2.85 2.35 2.00 1.67 1.40 1.19 1.03 .84

7.64 4.93 3.63 2.87 2.37 1.94 1.62 1.37 1.18 1.02

5.05 3.72 2.87 2.30 1.90 1.59 1.36 1.17

12.51t 7.99 5.07 3.68 2.83 2.29 1.88 1.59

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.45 1.98

2.54 2.07 1.70

2.55 2.11 1.75 1.45

2.51 2.08 1.75 1.48 1.23

2.46 2.05 1.74 1.47 1.25

2.94 2.40 2.01 1.70 1.45 1.25 1.06

3.48 2.78 2.29 1.93 1.64 1.41 1.22 1.05 .84

3.33 2.61 2.18 1.84 1.59 1.37 1.19 1.04 .84

3.28 2.49 2.05 1.75 1.51 1.32 1.16 1.01 .82

3.15 2.39 1.92 1.66 1.45 1.27 1.11 .97 .79

2.99 2.29 1.85 1.57 1.38 1.22 1.08 .92 .76 .62

3.91 2.85 2.17 1.71 1.50 1.32 1.16 1.04 .88 .73 .60

5.39 3.63 2.67 2.07 1.65 1.41 1.26 1.12 .99 .84 .70 .59

4.89 3.39 2.52 1.96 1.56 1.37 1.23 1.08 .95 .81 .68 .57

5.02d 4.57 3.23 2.40 1.87 1.52 1.35 1.20 1.07 .92 .78 .67

5.13d 4.40 3.10 2.33 1.82 1.51 1.32 1.18 1.04 .90 .76 .65

4.31 3.04 2.28 1.80 1.52 1.30 1.15 1.03 .88 .76 .66

3.02 2.27 1.83 1.58 1.31 1.16 1.03 .88 .76 .68

3.05 2.30 1.85 1.55 1.32 1.16 1.03 .89 .78

3.07 2.34 1.88 1.57 1.35 1.18 1.05 .92 .83

4.38 3.12 2.39 1.92 1.60 1.37 1.21 1.08 .98

4.49 3.22 2.47 1.98 1.66 1.42 1.25 1.17

8.56t 7.38 4.67 3.34 2.58 2.09 1.76 1.55
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Minimum Loads (t)
(m)
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Up Cant Dn Cant Safety Factor: 67%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 255-265°

Fleet Number: RTE019 through to RTE021 6JU

Configuration: Rail -0..50mm Unlocked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

95
85 Stafford, ST16 3HS

265 4
275 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.40 1.92

2.03 1.65

2.47 2.06 1.71 1.40

2.45 2.06 1.75 1.45 1.19

2.41 2.04 1.76 1.49 1.22

2.84 2.37 2.03 1.75 1.51 1.25 1.03

3.42 2.78 2.34 1.99 1.73 1.51 1.27 1.04 .77

3.30 2.72 2.29 1.96 1.71 1.50 1.27 1.05 .79

3.21 2.62 2.25 1.93 1.69 1.50 1.27 1.05 .80

3.14 2.59 2.21 1.83 1.68 1.49 1.26 1.05 .79

3.08 2.55 2.17 1.89 1.66 1.50 1.25 1.03 .78 .56

3.88 3.01 2.54 2.14 1.87 1.64 1.47 1.23 1.02 .77 .55

5.20 3.88 2.98 2.54 2.16 1.87 1.66 1.44 1.21 .99 .74 .54

4.92 3.78 3.04 2.55 2.18 1.86 1.61 1.40 1.17 .96 .72 .52

6.09d 4.78 3.58 2.93 2.46 1.89 1.80 1.57 1.36 1.14 .91 .69

7.18 4.73 3.56 2.85 2.38 2.00 1.74 1.52 1.31 1.10 .87 .66

4.69 3.50 2.79 2.32 1.96 1.70 1.49 1.26 1.06 .84 .63

10.27d 7.14 3.41 2.74 2.26 1.92 1.68 1.45 1.21 1.02 .80 .62

3.43 2.73 2.25 1.92 1.66 1.39 1.17 .98 .77

12.15t 3.44 2.73 2.25 1.92 1.60 1.34 1.13 .96 .77

7.38 4.76 3.48 2.74 2.27 1.85 1.54 1.30 1.12 .94

4.85 3.58 2.76 2.21 1.81 1.52 1.29 1.11

12.47t 7.69 4.91 3.53 2.73 2.19 1.80 1.51

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.37 1.91

2.00 1.63

2.46 2.02 1.68 1.39

2.42 2.01 1.68 1.42 1.18

2.38 1.98 1.67 1.41 1.20

2.84 2.32 1.93 1.63 1.40 1.19 1.01

3.36 2.69 2.21 1.86 1.58 1.36 1.17 1.00 .77

3.22 2.52 2.10 1.77 1.52 1.31 1.14 .98 .77

3.14 2.39 1.96 1.68 1.45 1.26 1.10 .94 .75

3.03 2.29 1.84 1.58 1.38 1.21 1.06 .89 .73

2.87 2.19 1.76 1.50 1.32 1.16 1.02 .85 .70 .55

3.77 2.73 2.08 1.63 1.42 1.26 1.10 .97 .81 .67 .54

5.20 3.48 2.56 1.97 1.55 1.34 1.19 1.06 .91 .77 .64 .52

4.70 3.25 2.40 1.86 1.48 1.29 1.17 1.02 .87 .74 .62 .51

5.02d 4.37 3.07 2.28 1.78 1.44 1.27 1.13 1.00 .84 .71 .60

5.13d 4.20 2.96 2.21 1.72 1.43 1.24 1.11 .96 .82 .69 .59

4.12 2.89 2.16 1.70 1.43 1.23 1.09 .95 .80 .69 .59

2.88 2.16 1.73 1.50 1.24 1.09 .94 .80 .69 .61

2.90 2.18 1.75 1.46 1.25 1.10 .96 .81 .71

2.92 2.22 1.78 1.48 1.27 1.11 .98 .84 .76

4.19 2.98 2.28 1.82 1.51 1.30 1.14 1.02 .90

4.29 3.07 2.35 1.89 1.57 1.35 1.19 1.11

8.65t 7.10 4.47 3.20 2.47 2.00 1.68 1.48
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Up Cant Dn Cant Safety Factor: 67%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 265-275°

Fleet Number: RTE019 through to RTE021 6IU

Configuration: Rail -0..50mm Unlocked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

85
65 Stafford, ST16 3HS

275 4
295 356

20
340 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.35 1.87

2.40 1.97 1.60

2.40 2.01 1.67 1.36

2.38 1.99 1.71 1.41 1.15

2.37 1.98 1.71 1.44 1.19

2.77 2.31 1.97 1.70 1.47 1.21 .98

3.33 2.70 2.27 1.94 1.68 1.47 1.23 1.01

3.20 2.64 2.23 1.90 1.66 1.47 1.23 1.02 .74

3.13 2.54 2.18 1.87 1.64 1.45 1.24 1.02 .75

3.06 2.51 2.15 1.84 1.63 1.45 1.22 1.01 .74

2.99 2.50 2.09 1.83 1.62 1.46 1.21 1.00 .73 .51

3.78 2.92 2.47 2.10 1.81 1.62 1.44 1.19 .97 .72 .51

5.05 3.77 2.89 2.47 2.10 1.82 1.61 1.39 1.17 .95 .69 .49

4.78 3.69 2.94 2.48 2.12 1.81 1.57 1.36 1.13 .91 .67 .47

6.09d 4.64 3.49 2.85 2.39 1.85 1.75 1.52 1.32 1.10 .86 .64

6.98 4.59 3.45 2.77 2.29 1.94 1.70 1.47 1.27 1.06 .82 .61

4.55 3.39 2.71 2.25 1.89 1.65 1.45 1.22 1.02 .78 .59

10.27d 6.94 3.32 2.66 2.19 1.86 1.62 1.40 1.17 .97 .74 .57

3.33 2.65 2.18 1.86 1.61 1.34 1.13 .93 .72

3.34 2.64 2.18 1.86 1.55 1.29 1.09 .90 .72

7.20 4.61 3.39 2.67 2.20 1.80 1.49 1.26 1.08 .89

4.73 3.48 2.67 2.14 1.76 1.47 1.25 1.07

12.37t 7.52 4.75 3.44 2.64 2.11 1.74 1.46

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.31 1.86

2.39 1.95 1.59

2.40 1.98 1.63 1.35

2.38 1.96 1.64 1.38 1.14

2.32 1.93 1.63 1.37 1.16

2.76 2.25 1.88 1.58 1.35 1.15 .96

3.28 2.62 2.15 1.80 1.53 1.31 1.13 .95

3.13 2.44 2.04 1.72 1.47 1.27 1.10 .92 .72

3.07 2.33 1.90 1.63 1.40 1.22 1.06 .89 .71

2.95 2.23 1.77 1.53 1.34 1.17 1.02 .84 .68

2.79 2.12 1.71 1.45 1.26 1.12 .97 .80 .65 .51

3.66 2.65 2.01 1.57 1.38 1.21 1.06 .91 .76 .62 .49

5.05 3.41 2.47 1.90 1.50 1.29 1.14 1.02 .86 .72 .59 .48

4.56 3.14 2.34 1.79 1.42 1.26 1.13 .97 .82 .69 .57 .47

5.03d 4.24 2.98 2.20 1.71 1.38 1.21 1.09 .93 .78 .66 .55

5.13d 4.07 2.86 2.13 1.65 1.37 1.22 1.07 .90 .76 .64 .54

3.98 2.79 2.08 1.64 1.37 1.18 1.04 .89 .75 .63 .54

2.77 2.08 1.66 1.45 1.19 1.05 .88 .75 .64 .56

2.80 2.10 1.69 1.41 1.19 1.05 .90 .76 .66

2.82 2.14 1.71 1.43 1.22 1.07 .92 .79 .71

4.06 2.88 2.19 1.75 1.46 1.25 1.10 .96 .85

4.17 2.98 2.27 1.82 1.51 1.29 1.14 1.07

8.62t 6.91 4.35 3.10 2.39 1.93 1.62 1.42
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Up Cant Dn Cant Safety Factor: 67%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 275-295°

Fleet Number: RTE019 through to RTE021 6HU

Configuration: Rail -0..50mm Unlocked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

65
55 Stafford, ST16 3HS

295 4
305 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.37 1.90

2.42 2.00 1.62

2.41 2.04 1.69 1.38

2.42 2.03 1.73 1.43 1.17

2.38 2.02 1.72 1.46 1.20

2.82 2.35 1.98 1.71 1.49 1.23 1.00

3.31 2.75 2.29 1.95 1.69 1.49 1.24 1.02 .75

3.26 2.61 2.25 1.93 1.68 1.48 1.25 1.03 .76

3.17 2.62 2.13 1.89 1.66 1.47 1.25 1.03 .77

3.10 2.53 2.17 1.88 1.64 1.47 1.25 1.03 .77

3.03 2.52 2.15 1.82 1.64 1.47 1.23 1.02 .75 .53

3.81 2.98 2.47 2.13 1.82 1.64 1.45 1.21 .99 .73 .53

5.11 3.83 2.92 2.46 2.10 1.84 1.63 1.42 1.18 .96 .72 .51

4.84 3.73 3.03 2.51 2.14 1.83 1.59 1.38 1.15 .92 .69 .49

6.15d 4.72 3.56 2.88 2.42 2.06 1.77 1.54 1.34 1.11 .89 .66

7.09 4.66 3.50 2.81 2.32 1.95 1.72 1.49 1.29 1.07 .84 .63

4.60 3.39 2.73 2.28 1.91 1.65 1.46 1.24 1.03 .80 .61

7.07 3.38 2.70 2.23 1.90 1.64 1.43 1.19 1.00 .77 .59

11.44t 3.38 2.66 2.20 1.88 1.63 1.36 1.14 .95 .75

4.63 3.39 2.68 2.21 1.88 1.57 1.31 1.11 .92 .74

4.69 3.44 2.72 2.24 1.83 1.52 1.28 1.09 .91

4.82 3.54 2.72 2.18 1.78 1.49 1.26 1.09

12.28t 7.69 4.84 3.49 2.68 2.14 1.77 1.48

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.34 1.88

2.41 1.97 1.60

2.41 2.00 1.65 1.36

2.40 1.98 1.66 1.40 1.16

2.35 1.96 1.64 1.39 1.18

2.78 2.29 1.89 1.62 1.36 1.17 .98

3.30 2.68 2.19 1.82 1.56 1.34 1.15 .97 .75

3.19 2.49 2.08 1.74 1.49 1.29 1.11 .94 .74

3.09 2.34 1.93 1.65 1.42 1.24 1.08 .91 .72

2.97 2.26 1.81 1.56 1.35 1.19 1.04 .86 .70

2.84 2.16 1.68 1.46 1.28 1.13 .99 .82 .67 .52

3.70 2.68 2.03 1.59 1.41 1.22 1.08 .93 .78 .64 .51

5.11 3.45 2.50 1.92 1.52 1.31 1.16 1.05 .89 .74 .61 .50

4.63 3.21 2.37 1.82 1.44 1.26 1.12 1.00 .84 .70 .59 .48

5.03d 4.30 3.02 2.24 1.73 1.41 1.23 1.09 .95 .81 .68 .57

5.13d 4.13 2.90 2.16 1.68 1.39 1.21 1.07 .93 .78 .66 .56

4.05 2.84 2.12 1.67 1.40 1.20 1.06 .91 .77 .65 .56

2.82 2.11 1.68 1.40 1.21 1.06 .91 .77 .66 .58

2.85 2.14 1.72 1.43 1.22 1.07 .93 .78 .68

2.87 2.17 1.74 1.45 1.24 1.08 .94 .81 .73

4.13 2.93 2.23 1.78 1.48 1.27 1.12 .99 .87

4.24 3.02 2.31 1.85 1.54 1.32 1.16 1.08

8.55t 7.07 4.42 3.15 2.42 1.96 1.64 1.44
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Up Cant Dn Cant Safety Factor: 67%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 295-305°

Fleet Number: RTE019 through to RTE021 6GU

Configuration: Rail -0..50mm Unlocked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

55
45 Stafford, ST16 3HS

305 4
315 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.48 1.99

2.53 2.09 1.71

2.53 2.13 1.77 1.46

2.52 2.11 1.81 1.50 1.24

2.48 2.10 1.81 1.54 1.27

2.93 2.45 2.09 1.80 1.56 1.30 1.07

3.52 2.87 2.41 2.06 1.78 1.56 1.31 1.09 .83

3.41 2.80 2.35 2.02 1.76 1.55 1.32 1.09 .85

3.30 2.74 2.31 2.00 1.74 1.54 1.32 1.10 .86

3.24 2.68 2.25 1.97 1.72 1.54 1.31 1.09 .85

3.20 2.65 2.25 1.95 1.71 1.54 1.30 1.08 .84 .62

3.99 3.15 2.61 2.23 1.94 1.71 1.53 1.28 1.07 .82 .60

5.36 4.02 3.03 2.59 2.22 1.94 1.72 1.49 1.26 1.04 .80 .59

5.11 3.93 3.20 2.52 2.19 1.91 1.67 1.45 1.22 1.02 .77 .57

6.09d 4.98 3.77 3.04 2.54 2.17 1.83 1.63 1.42 1.18 .98 .75

7.35d 4.90 3.69 2.96 2.44 2.10 1.81 1.58 1.37 1.14 .94 .72

4.86 3.61 2.88 2.39 2.05 1.77 1.55 1.31 1.11 .90 .69

7.49 3.59 2.86 2.36 2.01 1.74 1.51 1.26 1.07 .86 .68

11.37d 3.58 2.83 2.34 1.95 1.73 1.44 1.22 1.04 .84

4.90 3.60 2.84 2.19 1.99 1.66 1.40 1.19 1.02 .83

12.72d 4.97 3.64 2.87 2.36 1.93 1.62 1.36 1.17 1.02

5.09 3.73 2.88 2.30 1.90 1.58 1.35 1.17

12.20t 8.11 5.15 3.69 2.83 2.27 1.87 1.58

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.46 1.98

2.53 2.07 1.69

2.53 2.09 1.74 1.44

2.51 2.08 1.74 1.47 1.23

2.47 2.05 1.73 1.46 1.25

2.93 2.39 2.00 1.69 1.44 1.24 1.05

3.48 2.77 2.29 1.92 1.64 1.40 1.21 1.05 .83

3.33 2.60 2.17 1.85 1.58 1.36 1.18 1.03 .83

3.23 2.47 2.04 1.75 1.51 1.31 1.15 1.00 .81

3.13 2.40 1.90 1.65 1.44 1.26 1.11 .96 .79

3.00 2.28 1.78 1.55 1.37 1.21 1.06 .91 .75 .61

3.88 2.84 2.17 1.72 1.47 1.30 1.16 1.03 .87 .72 .59

5.36 3.64 2.68 2.05 1.63 1.41 1.25 1.11 .98 .83 .69 .58

4.88 3.40 2.52 1.95 1.56 1.35 1.20 1.08 .94 .80 .67 .56

4.97d 4.56 3.21 2.41 1.87 1.51 1.32 1.17 1.05 .91 .77 .65

5.14d 4.41 3.10 2.31 1.81 1.50 1.30 1.15 1.03 .89 .75 .64

4.31 3.03 2.27 1.79 1.50 1.33 1.15 1.02 .87 .75 .65

3.01 2.27 1.81 1.51 1.32 1.14 1.02 .87 .75 .67

3.05 2.29 1.83 1.53 1.32 1.15 1.02 .88 .77

3.07 2.33 1.87 1.55 1.33 1.17 1.04 .91 .82

4.39 3.13 2.38 1.91 1.59 1.37 1.20 1.07 .97

4.51 3.21 2.46 1.98 1.65 1.41 1.25 1.15

8.46t 7.47 4.69 3.35 2.58 2.08 1.75 1.54
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Up Cant Dn Cant Safety Factor: 67%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 305-315°

Fleet Number: RTE019 through to RTE021 6FU

Configuration: Rail -0..50mm Unlocked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

45
35 Stafford, ST16 3HS

315 4
325 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.66 2.15

2.71 2.25 1.85

2.72 2.28 1.91 1.58

2.70 2.27 1.95 1.63 1.35

2.66 2.25 1.94 1.66 1.38

3.15 2.63 2.23 1.94 1.69 1.41 1.17

3.76 3.06 2.57 2.20 1.92 1.68 1.42 1.19 .97

3.64 2.99 2.53 2.18 1.89 1.67 1.43 1.20 .99

3.57 2.90 2.48 2.14 1.88 1.66 1.43 1.20 1.00

3.49 2.88 2.45 2.11 1.86 1.66 1.42 1.20 .99

3.45 2.84 2.41 2.07 1.85 1.66 1.42 1.18 .98 .74

4.32 3.42 2.83 2.40 2.08 1.85 1.65 1.40 1.16 .97 .73

4.34 3.42 2.81 2.41 2.09 1.86 1.61 1.36 1.14 .94 .72

5.53 4.25 3.44 2.60 2.39 2.07 1.80 1.58 1.33 1.12 .92 .70

5.93d 5.43 4.09 3.31 2.73 2.31 2.00 1.76 1.54 1.30 1.09 .89

7.35d 5.33 4.01 3.19 2.67 2.27 1.94 1.72 1.49 1.26 1.06 .86

5.30 3.95 3.15 2.61 2.21 1.92 1.68 1.44 1.22 1.04 .83

8.16 3.91 3.09 2.56 2.17 1.89 1.65 1.39 1.18 1.01 .82

8.26 5.31 3.91 3.08 2.55 2.17 1.88 1.58 1.34 1.15 .99

3.91 3.07 2.54 2.17 1.81 1.53 1.31 1.13 .98

5.38 3.94 3.11 2.57 2.11 1.76 1.50 1.29 1.13

5.54 4.06 3.13 2.50 2.06 1.74 1.49 1.29

12.08t 8.86 5.59 4.02 3.09 2.48 2.05 1.74

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.64 2.13

2.71 2.23 1.83

2.72 2.25 1.88 1.56

2.70 2.23 1.88 1.59 1.34

2.64 2.20 1.87 1.58 1.36

3.11 2.58 2.18 1.83 1.57 1.35 1.15

3.70 3.01 2.47 2.08 1.77 1.53 1.32 1.15 .97

3.60 2.80 2.34 1.99 1.71 1.49 1.29 1.13 .97

3.50 2.67 2.22 1.90 1.64 1.44 1.26 1.11 .95

3.40 2.58 2.06 1.79 1.58 1.38 1.22 1.08 .92

3.32 2.47 1.96 1.71 1.50 1.33 1.18 1.05 .89 .74

4.24 3.09 2.37 1.88 1.62 1.45 1.28 1.14 1.02 .86 .72

3.96 2.93 2.25 1.80 1.55 1.38 1.24 1.10 .99 .84 .70

5.29d 3.72 2.77 2.16 1.73 1.51 1.36 1.20 1.07 .95 .81 .69

4.97d 4.98d 3.54 2.64 2.07 1.68 1.48 1.32 1.17 1.05 .93 .79

5.14d 4.84 3.41 2.57 2.02 1.68 1.46 1.31 1.15 1.04 .91 .78

4.75 3.35 2.52 2.00 1.68 1.45 1.27 1.15 1.03 .90 .79

3.33 2.52 2.02 1.70 1.45 1.28 1.14 1.03 .90 .80

3.34 2.54 2.04 1.71 1.47 1.29 1.15 1.04 .92

3.39 2.58 2.07 1.73 1.49 1.31 1.17 1.06 .97

4.83 3.44 2.64 2.12 1.77 1.52 1.33 1.19 1.09

4.94 3.53 2.71 2.18 1.82 1.56 1.38 1.27

8.24t 8.18 5.12 3.67 2.83 2.29 1.92 1.68
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Up Cant Dn Cant Safety Factor: 67%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 315-325°

Fleet Number: RTE019 through to RTE021 6EU

Configuration: Rail -0..50mm Unlocked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

35
25 Stafford, ST16 3HS

325 4
335 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.00 2.45

3.05 2.55 2.11

2.58 2.17 1.81

3.04 2.56 2.21 1.86 1.56

3.00 2.55 2.21 1.90 1.60

3.54 2.97 2.52 2.20 1.92 1.62 1.37

4.26 3.45 2.90 2.50 2.18 1.92 1.64 1.38 1.17

4.13 3.40 2.87 2.46 2.15 1.91 1.65 1.39 1.18

4.04 3.33 2.82 2.43 2.14 1.90 1.64 1.40 1.18

3.95 3.27 2.75 2.40 2.12 1.89 1.64 1.39 1.18

3.92 3.24 2.76 2.39 2.11 1.89 1.62 1.38 1.17 .99

4.92 3.90 3.22 2.74 2.38 2.09 1.89 1.60 1.36 1.16 .98

4.91 3.89 3.22 2.74 2.37 2.11 1.85 1.58 1.34 1.14 .97

6.35 4.86 3.89 2.93 2.75 2.38 2.07 1.80 1.54 1.31 1.13 .95

5.69d 6.24 4.71 3.79 3.14 2.50 2.31 2.01 1.77 1.50 1.29 1.11

7.34d 6.16 4.59 3.68 3.07 2.58 2.26 1.98 1.72 1.46 1.26 1.09

6.10 4.55 3.63 3.01 2.53 2.22 1.95 1.68 1.43 1.23 1.07

4.52 3.59 2.97 2.52 2.19 1.90 1.62 1.39 1.21 1.06

6.12 4.49 3.55 2.93 2.49 2.17 1.84 1.58 1.36 1.19

9.63 4.51 3.57 2.76 2.50 2.11 1.80 1.55 1.34 1.19

9.77 6.25 4.56 3.60 2.97 2.45 2.06 1.76 1.53 1.34

13.02t 6.37 4.65 3.61 2.90 2.41 2.03 1.74 1.52

11.93t 10.18 6.45 4.62 3.58 2.89 2.39 2.03

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.98 2.43

3.05 2.52 2.09

2.54 2.14 1.80

3.04 2.53 2.14 1.83 1.55

2.97 2.51 2.13 1.82 1.57

3.54 2.90 2.44 2.09 1.80 1.56 1.35

4.20 3.38 2.82 2.38 2.04 1.76 1.53 1.34 1.16

4.05 3.22 2.68 2.29 1.97 1.71 1.51 1.32 1.16

3.97 3.09 2.54 2.20 1.91 1.66 1.47 1.30 1.15

3.88 2.99 2.43 2.10 1.83 1.61 1.43 1.27 1.13

3.72 2.88 2.30 2.00 1.76 1.56 1.39 1.24 1.11 .98

4.82 3.57 2.76 2.21 1.91 1.69 1.51 1.35 1.21 1.09 .97

4.57 3.39 2.65 2.14 1.85 1.64 1.46 1.32 1.19 1.07 .95

5.30d 4.31 3.25 2.55 2.06 1.80 1.60 1.43 1.29 1.17 1.06 .94

4.97d 5.05d 4.14 3.11 2.46 2.02 1.76 1.57 1.41 1.26 1.14 1.05

5.19d 4.96d 4.01 3.04 2.41 2.01 1.75 1.54 1.38 1.25 1.13 1.04

5.06d 3.94 3.00 2.39 2.02 1.75 1.54 1.37 1.24 1.13 1.04

3.93 2.99 2.42 2.02 1.76 1.54 1.38 1.24 1.13 1.05

3.95 3.03 2.44 2.05 1.76 1.54 1.38 1.25 1.14

3.98 3.05 2.47 2.07 1.78 1.56 1.39 1.27 1.18

5.66 4.04 3.11 2.51 2.10 1.81 1.59 1.42 1.30

5.77 4.13 3.19 2.58 2.16 1.86 1.64 1.50

8.11t 9.51 5.97 4.27 3.31 2.68 2.26 1.97
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Up Cant Dn Cant Safety Factor: 67%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 325-335°

Fleet Number: RTE019 through to RTE021 6DU

Configuration: Rail -0..50mm Unlocked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

25
15 Stafford, ST16 3HS

335 4
345 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.62 2.98

3.66 3.08 2.58

3.11 2.65 2.24

3.65 3.09 2.68 2.29 1.95

3.61 3.08 2.68 2.32 1.98 1.69

4.24 3.58 3.05 2.66 2.34 2.01 1.72

5.03 4.19 3.52 3.02 2.65 2.33 2.02 1.74 1.49

4.97 4.12 3.46 2.99 2.62 2.33 2.03 1.75 1.50

4.89 4.04 3.43 2.96 2.60 2.32 2.03 1.74 1.51

4.83 3.99 3.39 2.94 2.59 2.31 2.03 1.74 1.50

4.75 3.96 3.34 2.87 2.56 2.31 2.01 1.73 1.50 1.30

5.99 4.76 3.91 3.34 2.89 2.58 2.31 1.99 1.71 1.49 1.29

6.00 4.75 3.89 3.33 2.91 2.59 2.27 1.97 1.69 1.47 1.28

6.62d 5.96 4.74 3.94 3.36 2.88 2.53 2.23 1.93 1.66 1.45 1.27

5.69d 7.73 5.80 4.63 3.86 3.29 2.81 2.49 2.19 1.89 1.64 1.43 1.26

7.33d 7.64 5.70 4.55 3.77 3.22 2.74 2.44 2.15 1.85 1.61 1.41

7.61 5.58 4.47 3.71 3.17 2.74 2.42 2.10 1.81 1.58 1.40

10.18d 5.59 4.45 3.68 3.12 2.71 2.37 2.04 1.78 1.56 1.38

11.75 7.58 5.60 4.43 3.66 3.11 2.70 2.31 2.00 1.75 1.54

5.62 4.41 3.65 3.12 2.64 2.27 1.97 1.73 1.54

7.74 5.64 4.47 3.69 3.06 2.59 2.23 1.95 1.72

7.87 5.77 4.48 3.62 3.02 2.56 2.22 1.95

11.97t 12.62 7.92 5.72 4.44 3.59 3.00 2.56

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.59 2.96

3.65 3.05 2.56

3.07 2.61 2.22

3.65 3.06 2.62 2.25 1.93

3.60 3.03 2.60 2.24 1.95 1.69

4.24 3.50 2.97 2.56 2.22 1.95 1.70

5.03 4.09 3.44 2.91 2.51 2.18 1.93 1.70 1.49

4.92 3.91 3.29 2.81 2.44 2.14 1.89 1.68 1.49

4.84 3.79 3.16 2.72 2.37 2.09 1.85 1.65 1.48

4.75 3.71 3.00 2.62 2.31 2.04 1.81 1.62 1.45

4.58 3.60 2.91 2.53 2.23 1.98 1.77 1.59 1.43 1.29

5.90 4.41 3.48 2.83 2.44 2.18 1.93 1.73 1.56 1.41 1.28

5.65 4.26 3.36 2.74 2.38 2.11 1.89 1.70 1.53 1.39 1.27

5.39d 5.41 4.10 3.26 2.67 2.32 2.09 1.85 1.67 1.51 1.38 1.26

4.98d 4.98d 5.12d 3.99 3.18 2.63 2.30 2.05 1.82 1.65 1.49 1.37 1.26

5.15d 5.02d 5.06d 3.91 3.12 2.62 2.28 2.04 1.81 1.63 1.48 1.36

5.01d 4.96d 3.86 3.09 2.61 2.27 2.00 1.79 1.62 1.48 1.36

4.96d 3.85 3.12 2.63 2.27 2.01 1.79 1.62 1.48 1.37

5.05 3.87 3.17 2.65 2.29 2.02 1.80 1.63 1.49

5.06 3.91 3.18 2.67 2.31 2.03 1.82 1.65 1.53

7.12 5.13 3.97 3.22 2.71 2.34 2.06 1.85 1.69

7.24 5.22 4.05 3.29 2.76 2.38 2.10 1.91

8.26t 11.85 7.43 5.35 4.17 3.39 2.86 2.50
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Minimum Loads (t)
(m)

7.5
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5
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3.5
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2.5

2

1.5

1

0.5

6

Up Cant Dn Cant Safety Factor: 67%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 335-345°

Fleet Number: RTE019 through to RTE021 6CU

Configuration: Rail -0..50mm Unlocked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

15
5 Stafford, ST16 3HS

345 4
355 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.86 4.06

4.88 4.16 3.54

4.17 3.60 3.10

4.89 4.19 3.63 3.15 2.73

4.85 4.15 3.63 3.18 2.76 2.41

5.69 4.80 4.12 3.61 3.20 2.79 2.44

6.82 5.62 4.75 4.10 3.60 3.19 2.80 2.45 2.15

6.73 5.51 4.68 4.06 3.57 3.18 2.81 2.46 2.16

6.63 5.48 4.60 4.04 3.55 3.18 2.82 2.46 2.16

6.53 5.43 4.62 4.02 3.54 3.16 2.80 2.45 2.16

6.52 5.39 4.60 3.97 3.52 3.16 2.80 2.45 2.15 1.91

8.20 6.43 5.38 4.58 3.98 3.53 3.14 2.77 2.43 2.14 1.90

8.11 6.39 5.35 4.58 3.96 3.51 3.11 2.75 2.41 2.13 1.90

6.51d 8.03 6.38 5.16 4.52 3.94 3.47 3.08 2.71 2.38 2.11 1.88

5.26d 7.77d 8.00 6.35 5.28 4.32 3.89 3.43 3.06 2.67 2.35 2.09 1.87

7.28d 9.65d 7.91 6.30 5.23 4.44 3.87 3.40 3.01 2.63 2.33 2.07

10.64 7.85 6.25 5.17 4.37 3.83 3.37 2.95 2.59 2.30 2.05

10.20d 10.63 7.81 6.19 5.12 4.37 3.80 3.33 2.91 2.55 2.27 2.04

11.06t 7.81 6.17 5.10 4.35 3.78 3.27 2.86 2.53 2.26

11.75t 7.82 6.18 5.10 4.35 3.72 3.22 2.83 2.50 2.25

10.75 7.87 6.22 5.15 4.29 3.68 3.19 2.81 2.50

10.90 7.99 6.24 5.07 4.26 3.64 3.18 2.80

11.82t 17.10 10.95 7.95 6.21 5.05 4.24 3.65

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.82 4.04

4.88 4.13 3.52

4.15 3.57 3.08

4.88 4.13 3.56 3.10 2.71

4.83 4.11 3.55 3.11 2.73 2.39

5.66 4.76 4.04 3.52 3.08 2.72 2.41

6.77 5.55 4.64 3.99 3.45 3.05 2.70 2.41 2.14

6.67 5.37 4.53 3.89 3.39 3.00 2.67 2.38 2.14

6.59 5.22 4.39 3.79 3.33 2.94 2.63 2.36 2.13

6.46 5.14 4.26 3.70 3.25 2.88 2.59 2.33 2.11

6.31 5.05 4.20 3.60 3.18 2.84 2.55 2.30 2.09 1.90

8.12 6.16 4.92 4.05 3.51 3.12 2.64t 2.51 2.27 2.07 1.89

6.44d 5.99 4.81 3.98 3.44 3.07 2.74 2.47 2.25 2.05 1.88

5.30d 5.50d 5.80t 4.71 3.90 3.40 3.02 2.70 2.44 2.22 2.03 1.87

4.98d 4.98d 5.20d 5.40d 4.62 3.85 3.37 2.99 2.69 2.42 2.21 2.02 1.87

5.16d 4.97d 4.99d 5.26d 4.56 3.85 3.34 2.96 2.66 2.40 2.20 2.01

5.01d 4.96d 5.16d 4.54 3.85 3.36 2.97 2.65 2.40 2.19 2.01

5.03d 5.08d 5.27d 4.58 3.86 3.37 2.96 2.65 2.40 2.19 2.03

6.95d 5.62 4.59 3.89 3.36 2.96 2.65 2.41 2.20

7.27 5.66 4.62 3.91 3.38 2.98 2.67 2.42 2.24

10.12 7.33 5.71 4.66 3.94 3.41 3.01 2.70 2.46

10.25 7.43 5.79 4.73 3.99 3.46 3.06 2.76

8.15t 13.54t 10.44 7.56 5.90 4.83 4.09 3.56
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Minimum Loads (t)
(m)
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Up Cant Dn Cant Safety Factor: 67%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 345-355°

Fleet Number: RTE019 through to RTE021 6BU

Configuration: Rail -0..50mm Unlocked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

5
355 Stafford, ST16 3HS
355 4

5 356
10

350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.64s 3.53d

3.43s 3.56s

3.36s 3.40s 3.43t

3.35s 3.34s 3.38t 3.20t

3.41s 3.33s 3.27s 3.38s 3.22t 2.54d

4.02s 3.85s 3.65s 3.54s 3.40t 3.22t 3.07t

5.00d 4.51s 4.19s 3.89s 3.76s 3.47s 3.25t 3.09t 2.69d

4.99s 5.32s 4.71s 4.30s 3.89t 3.56t 3.30t 3.11t 2.93t

4.66s 5.47s 5.18s 4.54t 4.03t 3.66s 3.37t 3.15t 2.99t

4.98s 5.67s 5.71t 4.81t 4.21t 3.78t 3.45t 3.21t 3.04t 2.28d

5.43s 6.05s 6.16s 5.14t 4.41t 3.91t 3.55t 3.28t 3.09t 2.79t

5.89d 6.35d 6.40s 6.43s 5.52t 4.64t 4.07t 3.66t 3.36t 3.15t 2.87t

5.97d 6.84s 6.87s 6.73s 5.89t 4.89t 4.25t 3.79t 3.46t 3.23t 2.92t

4.29d 6.51t 7.38t 7.19s 6.97d 6.29t 5.15t 4.42t 3.93t 3.56t 3.32t 2.95t

3.52d 5.14d 7.40d 8.17d 7.72d 7.20s 6.37s 5.40t 4.62t 4.06t 3.68t 3.42t 2.64d

4.87d 6.40d 8.62t 8.95s 8.17s 7.43s 6.51s 5.67t 4.80t 4.22t 3.80t 3.49t

7.88d 10.11d 9.69s 8.64s 7.52s 6.53s 5.78s 5.00t 4.37t 3.93t 3.53t

12.06s 10.40s 8.89s 7.56s 6.56s 5.80s 5.18t 4.53t 4.08t 3.45t

13.11s 10.83s 8.89s 7.59s 6.60s 5.84s 5.24s 4.70t 4.13t

11.41d 14.32d 13.84s 10.95s 9.01s 7.65s 6.65s 5.90s 5.30s 4.67s 3.85s

8.09d 11.79t 18.18d 14.07s 11.06s 9.11s 7.78s 6.77s 5.92s 5.12s 4.22s

19.53s 14.30s 11.25s 9.22s 7.74s 6.56s 5.53s 4.48s

7.95t 13.05t 18.62s 13.69s 10.70s 8.64s 7.08s 5.77s

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.40s 3.13d

2.91s 2.86d

2.95s 2.63d 2.63d

2.94s 2.54s 2.44d 2.45d

3.41s 3.00s 2.53s 2.37s 2.37d 2.40d

4.01s 3.47s 2.98s 2.67s 2.23s 2.30d 2.36d

4.81s 3.96s 3.33s 2.86s 2.51s 2.22s 2.23d 2.26d 2.31d

4.72s 3.89s 3.29s 2.84s 2.57s 2.21s 2.24d 2.26d 2.29d

4.63s 3.82s 3.24s 2.82s 2.55s 2.20s 2.41d 2.23d 2.21d

4.58s 3.89s 3.41s 2.88s 2.47s 2.20s 2.22d 2.22d 2.21d 2.26d

4.55s 3.76s 3.20s 2.77s 2.45s 2.20s 2.36t 2.25d 2.32d 2.21d

5.69s 4.52s 3.95s 3.27s 2.77s 2.53s 1.84t 2.39t 2.30d 2.30d 2.32d

4.42d 4.53d 3.73s 3.27s 2.85s 2.22t 1.92t 2.40d 2.40d 2.33d 2.36d

3.54d 3.75d 3.53t 4.25d 2.65t 2.21t 2.20t 2.03t 2.50d 2.46d 2.39d 2.41d

3.37d 3.33d 3.43d 3.60d 3.12t 3.71t 2.76t 2.19t 2.10t 2.64d 2.56d 2.47d 2.36d

3.46d 3.33d 3.39d 3.46d 3.70t 2.96t 3.10t 2.47t 2.50t 2.80d 2.72d 2.55d

3.36d 3.37d 3.41d 3.95d 3.31t 3.31t 2.62t 3.12t 3.02d 2.80d 2.66d

3.32d 3.48d 4.65t 4.04t 3.21t 3.13t 3.51d 3.16d 2.97d 2.69d

4.21d 5.11d 5.40t 4.28t 3.68t 4.34d 3.80d 3.33d 3.02d

5.85d 6.39d 6.41t 5.02t 5.28d 4.46d 3.99d 3.47d 3.07d

7.44d 7.96d 8.75s 7.34s 6.55s 5.87s 5.00d 4.09d 3.52d

9.80d 10.77d 8.95s 7.26s 6.15s 5.44s 4.77s 4.13d

5.28t 8.88t 13.78d 11.41s 8.95s 7.36s 6.24s 5.43s

RTE019 through to RTE021
Unlocked 01/06/2020

6aUT

Rail-Ability Ltd, Tollgate Drive

Tel: 01785 214747
mail@railability.co.uk

Rated Lift Capacity Chart

Machine type:
Configuration:

Equipment:

Fleet Number:

RA310
Rail -0..50mm Unlocked Tandem
1.9 + 3.4 + 2.1

Floating Axle:

7.5

7

6.5

6

Maximum Loads (t)
(m)

Safety Factor: 58% (67% of 87%)

5.5

5

4.5

4

3.5

3

2.5

2

1.5

1

0.5

0

-0.5
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-2
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7.5

Minimum Loads (t)
(m)

4

3.5

3

2.5

7

6.5

6

5.5

5
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-3.5

Sector: 355-5°

Up Cant Dn Cant
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Rail-Ability Ltd RACD-10000609

355
345 Stafford, ST16 3HS

5 4
15 356
10

350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.30 2.76

2.83 2.40

2.82 2.45 2.10

2.83 2.46 2.14 1.85

3.28 2.82 2.45 2.16 1.88 1.63

3.26 2.81 2.45 2.17 1.89 1.65

4.67 3.23 2.78 2.43 2.16 1.90 1.66 1.46

4.59 3.77 3.19 2.75 2.42 2.15 1.91 1.67 1.47

4.49 3.70 3.15 2.74 2.40 2.15 1.91 1.67 1.47

4.45 3.67 3.13 2.71 2.39 2.14 1.91 1.67 1.47 1.30

4.42 3.66 3.11 2.67 2.39 2.14 1.89 1.66 1.46 1.29

5.55 4.36 3.65 3.08 2.69 2.38 2.13 1.88 1.65 1.45 1.29

5.57 4.42 3.64 3.09 2.69 2.37 2.11 1.86 1.63 1.44 1.28

4.15d 5.50 4.35 3.49 3.06 2.66 2.35 2.09 1.84 1.62 1.43 1.28

3.45d 5.10d 5.48 4.32 3.58 2.99 2.63 2.33 2.07 1.81 1.59 1.42 1.27

6.35d 5.40 4.28 3.56 2.99 2.60 2.31 2.04 1.78 1.57 1.40

7.30 5.37 4.25 3.51 2.98 2.59 2.29 2.00 1.76 1.56 1.39

5.32 4.22 3.48 2.97 2.57 2.26 1.97 1.73 1.54 1.38

9.32d 7.27 5.34 4.21 3.47 2.95 2.56 2.22 1.94 1.71 1.53

7.76t 5.36 4.22 3.47 2.96 2.53 2.19 1.92 1.70 1.52

7.38 5.39 4.24 3.50 2.92 2.50 2.16 1.90 1.70

7.50 5.46 4.25 3.46 2.89 2.47 2.15 1.90

7.87t 11.86t 7.56 5.43 4.23 3.44 2.88 2.47

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.28 2.75

2.80 2.39

2.82 2.42 2.09

2.81 2.42 2.11 1.84

3.28 2.78 2.41 2.10 1.85 1.63

3.23 2.75 2.38 2.09 1.84 1.63

4.67 3.16 2.71 2.35 2.06 1.83 1.63 1.45

4.54 3.64 3.07 2.64 2.31 2.03 1.81 1.62 1.45

4.49 3.58 2.99 2.57 2.26 1.99 1.78 1.60 1.44

4.43 3.50 2.87 2.51 2.21 1.96 1.76 1.58 1.43 1.29

4.33 3.43 2.81 2.45 2.16 1.92 1.73 1.56 1.41 1.29

5.55 4.21 3.36 2.76 2.40 2.11 1.84t 1.70 1.54 1.40 1.28

4.43d 4.09 3.27 2.71 2.34 2.08 1.86 1.68 1.52 1.39 1.27

3.54d 3.69d 3.77t 3.21t 2.65 2.21t 2.05 1.83 1.66 1.51 1.38 1.27

3.34d 3.33d 3.42d 3.60d 3.15 2.62 2.29 2.02 1.81 1.64 1.49 1.37 1.26

3.33d 3.34d 3.46d 3.11 2.61 2.28 2.01 1.80 1.63 1.48 1.36

3.36d 3.32d 3.40d 3.09 2.61 2.27 2.01 1.80 1.62 1.48 1.36

3.14d 3.43d 3.11 2.63 2.28 2.01 1.79 1.62 1.48 1.37

4.65d 3.84 3.14 2.63 2.28 2.01 1.80 1.63 1.49

4.97 3.85 3.15 2.65 2.29 2.02 1.81 1.64 1.51

6.97 5.02 3.90 3.18 2.68 2.31 2.04 1.83 1.67

7.04 5.08 3.95 3.22 2.71 2.34 2.07 1.86

5.23t 8.76t 7.17 5.18 4.02 3.29 2.77 2.41
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(m)
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Up Cant Dn Cant Safety Factor: 45% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 5-15°

Fleet Number: RTE019 through to RTE021 6bUT

Configuration: Rail -0..50mm Unlocked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1
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Rail-Ability Ltd RACD-10000609

345
335 Stafford, ST16 3HS

15 4
25 356
10

350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.46 2.03

2.09 1.76

2.11 1.80 1.52

2.09 1.81 1.56 1.32

2.45 2.09 1.79 1.58 1.35 1.15

2.42 2.07 1.80 1.58 1.36 1.17

3.46 2.83 2.38 2.04 1.78 1.57 1.38 1.18 1.01

3.40 2.76 2.35 2.02 1.77 1.57 1.38 1.18 1.02

2.74 2.27 2.00 1.75 1.56 1.38 1.19 1.02

3.28 2.70 2.27 1.98 1.74 1.55 1.37 1.18 1.02 .89

3.23 2.67 2.25 1.96 1.74 1.55 1.36 1.17 1.02 .88

4.07 3.20 2.66 2.26 1.96 1.73 1.56 1.35 1.16 1.01 .88

4.10 3.17 2.66 2.26 1.96 1.73 1.54 1.33 1.15 1.00 .87

4.08d 4.09 3.22 2.58 2.26 1.96 1.72 1.51 1.31 1.13 .99 .86

3.45d 5.08d 3.98 3.18 2.63 2.24 1.93 1.69 1.49 1.29 1.11 .97 .86

5.28 3.91 3.10 2.56 2.18 1.90 1.66 1.46 1.26 1.09 .96

5.28 3.87 3.05 2.53 2.15 1.83 1.63 1.43 1.23 1.07 .95

3.85 3.03 2.51 2.12 1.84 1.62 1.39 1.21 1.06 .94

7.27t 3.84 3.02 2.49 2.05 1.83 1.58 1.36 1.18 1.05

3.86 3.02 2.47 2.12 1.80 1.54 1.33 1.17 1.04

8.24t 8.58 5.37 3.88 3.06 2.52 2.08 1.76 1.51 1.32 1.16

5.47 3.95 3.07 2.47 2.05 1.74 1.51 1.32

7.93t 8.90 5.51 3.94 3.05 2.46 2.04 1.74

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.45 2.02

2.08 1.74

2.10 1.78 1.51

2.08 1.77 1.53 1.32

2.44 2.06 1.76 1.53 1.33 1.15

2.40 2.02 1.73 1.51 1.32 1.15

3.46 2.79 2.32 1.98 1.71 1.49 1.30 1.15 1.01

3.38 2.67 2.24 1.92 1.66 1.45 1.28 1.14 1.01

2.59 2.14 1.85 1.61 1.41 1.26 1.12 1.00

3.26 2.53 2.06 1.78 1.56 1.38 1.23 1.10 .98 .88

3.15 2.45 2.01 1.71 1.51 1.34 1.20 1.08 .97 .87

4.07 3.04 2.39 1.93 1.66 1.47 1.31 1.17 1.06 .96 .87

3.90 2.92 2.31 1.87 1.66 1.43 1.28 1.15 1.04 .94 .86

3.53d 3.68d 2.81 2.23 1.82 1.58 1.40 1.25 1.13 1.02 .93 .85

3.34d 3.33d 3.42d 2.74 2.17 1.78 1.55 1.38 1.24 1.11 1.01 .92 .85

3.33d 3.38d 2.67 2.13 1.78 1.54 1.36 1.22 1.10 1.00 .92

3.37d 3.36d 2.65 2.11 1.79 1.54 1.36 1.22 1.10 1.00 .92

3.04d 2.64 2.13 1.79 1.54 1.36 1.21 1.10 1.00 .92

3.46 2.65 2.14 1.81 1.56 1.36 1.22 1.10 1.01

3.49 2.68 2.17 1.82 1.57 1.37 1.23 1.11 1.03

4.95 3.53 2.72 2.20 1.84 1.59 1.40 1.25 1.14

5.03 3.59 2.77 2.24 1.88 1.62 1.43 1.28

5.21t 8.37 5.15 3.67 2.84 2.31 1.94 1.68
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Up Cant Dn Cant Safety Factor: 45% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 15-25°

Fleet Number: RTE019 through to RTE021 6cUT

Configuration: Rail -0..50mm Unlocked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.

mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk


Rail-Ability Ltd RACD-10000609

335
325 Stafford, ST16 3HS

25 4
35 356
10

350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.06 1.68

1.75 1.45

1.76 1.49 1.25

1.74 1.50 1.28 1.07

2.05 1.74 1.50 1.30 1.10 .92

2.01 1.71 1.48 1.30 1.11 .94

2.91 2.37 1.98 1.69 1.47 1.30 1.12 .95 .80

2.31 1.94 1.67 1.46 1.29 1.12 .95 .81

2.25 1.91 1.64 1.44 1.28 1.13 .96 .81

2.71 2.22 1.89 1.63 1.43 1.27 1.12 .95 .81 .69

2.65 2.20 1.87 1.62 1.42 1.27 1.11 .94 .80 .68

2.66 2.19 1.86 1.60 1.42 1.28 1.10 .93 .79 .68

3.39 2.57 2.16 1.84 1.60 1.42 1.26 1.08 .92 .78 .67

3.99d 3.36 2.63 2.18 1.84 1.62 1.41 1.24 1.06 .90 .77 .66

3.45d 4.34 3.23 2.60 2.16 1.72 1.58 1.37 1.21 1.03 .88 .76 .64

4.33 3.17 2.54 2.10 1.75 1.52 1.35 1.18 1.00 .86 .74

4.28 3.13 2.50 2.05 1.74 1.51 1.33 1.14 .98 .84 .73

6.78d 3.14 2.47 2.02 1.73 1.49 1.31 1.11 .95 .82 .72

7.23d 3.13 2.45 2.01 1.71 1.48 1.26 1.08 .93 .81

6.96 3.13 2.46 2.02 1.71 1.45 1.23 1.06 .92 .81

7.06 4.38 3.17 2.48 2.04 1.68 1.41 1.20 1.04 .91

8.43t 4.47 3.23 2.49 2.00 1.65 1.39 1.19 1.04

7.95t 7.39 4.51 3.22 2.47 1.98 1.64 1.39

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.05 1.67

1.73 1.43

1.75 1.46 1.23

1.74 1.47 1.25 1.06

2.05 1.71 1.46 1.25 1.07 .91

1.99 1.67 1.42 1.23 1.07 .92

2.89 2.32 1.92 1.63 1.40 1.21 1.05 .92 .79

2.20 1.83 1.56 1.35 1.17 1.03 .90 .79

2.12 1.75 1.50 1.30 1.14 1.00 .89 .78

2.71 2.06 1.64 1.43 1.25 1.10 .97 .87 .77 .68

2.60 2.02 1.58 1.36 1.20 1.06 .95 .85 .76 .68

2.47 1.91 1.54 1.33 1.16 1.03 .92 .83 .74 .66

3.19 2.36 1.83 1.47 1.26 1.13 1.00 .89 .81 .73 .65

3.60d 3.02 2.25 1.76 1.42 1.24 1.10 .98 .88 .79 .72 .64

3.41d 3.33d 2.88 2.17 1.70 1.39 1.21 1.07 .95 .86 .78 .71 .63

3.26d 2.80 2.10 1.66 1.37 1.20 1.06 .95 .85 .77 .70

3.40d 2.75 2.08 1.65 1.37 1.19 1.05 .93 .84 .77 .70

2.75 2.07 1.66 1.39 1.20 1.05 .93 .84 .77 .71

2.76 2.09 1.68 1.40 1.20 1.05 .94 .85 .78

2.77 2.11 1.70 1.42 1.21 1.06 .95 .86 .79

3.98 2.81 2.15 1.73 1.44 1.23 1.08 .97 .88

4.05 2.87 2.20 1.77 1.47 1.26 1.11 1.00

5.19t 6.85 4.18 2.96 2.27 1.83 1.53 1.33
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Up Cant Dn Cant Safety Factor: 45% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 25-35°

Fleet Number: RTE019 through to RTE021 6dUT

Configuration: Rail -0..50mm Unlocked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.84 1.49

1.55 1.28

1.56 1.32 1.09

1.55 1.33 1.12 .93

1.54 1.33 1.15 .96 .79

1.79 1.52 1.31 1.15 .97 .81

2.60 2.11 1.75 1.50 1.30 1.14 .98 .82 .68

2.05 1.72 1.47 1.28 1.13 .99 .83 .69

2.00 1.69 1.45 1.27 1.12 .98 .83 .69

1.96 1.66 1.38 1.26 1.12 .98 .82 .69 .52

2.35 1.92 1.62 1.39 1.25 1.11 .98 .82 .69 .52

2.34 1.90 1.63 1.41 1.23 1.12 .96 .81 .67 .52

2.99 2.34 1.91 1.63 1.41 1.25 1.11 .94 .79 .66 .50

3.91 2.94 2.35 1.93 1.64 1.42 1.24 1.08 .92 .77 .64 .49

3.42d 3.81 2.84 2.28 1.88 1.55 1.37 1.21 1.05 .89 .75 .62 .48

3.79 2.80 2.23 1.83 1.56 1.35 1.17 1.02 .86 .73 .60

3.77 2.76 2.17 1.80 1.50 1.28 1.15 .99 .84 .71 .58

6.77d 2.72 2.15 1.77 1.49 1.30 1.13 .95 .81 .70 .57

2.71 2.13 1.76 1.49 1.29 1.09 .92 .79 .68

2.74 2.13 1.76 1.49 1.26 1.06 .90 .78 .68

3.84 2.76 2.16 1.78 1.46 1.22 1.03 .89 .77

3.92 2.84 2.17 1.74 1.42 1.20 1.02 .88

7.91t 6.53 3.96 2.82 2.15 1.72 1.41 1.19

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.83 1.48

1.54 1.27

1.56 1.30 1.08

1.55 1.30 1.10 .92

1.51 1.28 1.10 .93 .79

1.77 1.48 1.25 1.07 .93 .80

2.60 2.07 1.71 1.43 1.23 1.05 .91 .79 .68

1.93 1.62 1.37 1.18 1.02 .89 .77 .67

1.87 1.52 1.30 1.12 .98 .86 .76 .66

1.82 1.43 1.23 1.07 .94 .83 .74 .64 .52

2.31 1.74 1.37 1.16 1.03 .91 .80 .71 .62 .51

2.17 1.65 1.31 1.11 .98 .87 .78 .70 .59 .50

2.80 2.05 1.57 1.26 1.10 .94 .84 .76 .67 .57 .49

3.59d 2.61 1.93 1.50 1.20 1.03 .91 .82 .73 .65 .56 .48

3.38d 3.33d 2.48 1.85 1.44 1.16 1.01 .89 .81 .72 .63 .55 .47

3.26d 2.41 1.79 1.40 1.15 1.00 .88 .78 .71 .62 .54

3.37d 2.36 1.76 1.38 1.15 .99 .88 .78 .70 .61 .54

2.35 1.76 1.39 1.16 .99 .87 .78 .70 .62 .55

2.36 1.78 1.41 1.18 1.01 .88 .78 .70 .63

2.38 1.79 1.43 1.19 1.02 .89 .80 .72 .66

3.45 2.41 1.83 1.47 1.22 1.04 .91 .81 .74

3.52 2.47 1.88 1.51 1.25 1.07 .94 .85

5.19t 6.00 3.64 2.56 1.95 1.57 1.31 1.13
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Up Cant Dn Cant Safety Factor: 45% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 35-45°

Fleet Number: RTE019 through to RTE021 6eUT

Configuration: Rail -0..50mm Unlocked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.39

1.45 1.19

1.46 1.23 1.01

1.45 1.24 1.04 .86

1.43 1.24 1.07 .88 .72

1.68 1.42 1.22 1.07 .90 .74

2.43 1.97 1.65 1.40 1.21 1.06 .91 .76 .59

1.91 1.61 1.37 1.19 1.05 .91 .76 .60

1.84 1.56 1.35 1.18 1.04 .92 .76 .61

2.21 1.81 1.54 1.33 1.17 1.04 .91 .76 .60 .44

2.19 1.80 1.52 1.32 1.16 1.03 .90 .75 .59 .44

2.17 1.77 1.50 1.30 1.16 1.04 .89 .74 .58 .43

2.80 2.18 1.79 1.51 1.30 1.16 1.02 .87 .73 .57 .42

3.64 2.75 2.19 1.59 1.52 1.31 1.15 1.00 .85 .70 .55 .41

3.38d 3.54 2.66 2.11 1.73 1.50 1.28 1.12 .98 .82 .68 .53 .39

3.52 2.60 2.05 1.69 1.43 1.21 1.09 .95 .79 .66 .51

3.50 2.55 2.01 1.66 1.41 1.22 1.06 .91 .76 .63 .49

6.77d 2.53 1.99 1.64 1.39 1.20 1.05 .87 .74 .60 .47

2.52 1.98 1.62 1.37 1.19 1.00 .84 .72 .59

5.66 3.51 2.54 1.98 1.62 1.37 1.15 .97 .82 .70 .58

3.55 2.56 2.00 1.64 1.35 1.11 .94 .81 .70

3.64 2.62 2.02 1.60 1.31 1.10 .93 .80

8.01t 6.11 3.69 2.61 1.99 1.58 1.30 1.09

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.38

1.44 1.18

1.46 1.20 1.00

1.44 1.21 1.01 .85

1.42 1.19 1.01 .86 .72

1.66 1.39 1.17 1.00 .85 .73

2.42 1.93 1.58 1.33 1.13 .98 .84 .72 .58

1.81 1.51 1.27 1.08 .94 .82 .71 .58

1.74 1.41 1.21 1.04 .90 .79 .69 .57

2.21 1.67 1.30 1.13 .99 .86 .76 .66 .55 .44

2.12 1.59 1.27 1.08 .94 .83 .73 .64 .52 .42

2.02 1.52 1.20 1.02 .90 .79 .71 .60 .50 .41

2.60 1.88 1.44 1.13 .96 .86 .77 .68 .57 .48 .40

3.53d 2.42 1.79 1.37 1.09 .93 .83 .74 .65 .55 .47 .39

3.34d 3.30 2.28 1.69 1.31 1.04 .92 .80 .72 .63 .53 .45 .38

3.13d 2.21 1.63 1.27 1.04 .90 .80 .71 .61 .52 .44

3.13 2.16 1.60 1.25 1.04 .89 .78 .70 .60 .51 .44

2.14 1.60 1.26 1.04 .90 .79 .70 .60 .52 .45

2.15 1.63 1.28 1.06 .90 .79 .70 .61 .53

2.17 1.63 1.30 1.08 .92 .80 .71 .63 .56

3.17 2.21 1.67 1.33 1.10 .94 .82 .73 .66

3.25 2.27 1.72 1.37 1.13 .97 .85 .76

5.20t 5.56 3.35 2.36 1.79 1.44 1.19 1.03
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Up Cant Dn Cant Safety Factor: 45% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 45-55°

Fleet Number: RTE019 through to RTE021 6fUT

Configuration: Rail -0..50mm Unlocked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.33

1.39 1.13

1.39 1.18 .96

1.40 1.18 1.00 .82

1.38 1.18 1.02 .84 .68

1.60 1.36 1.17 1.02 .85 .70

1.88 1.57 1.33 1.16 1.01 .87 .71 .54

1.80 1.53 1.31 1.14 1.00 .87 .72 .55

1.78 1.50 1.29 1.12 .99 .87 .72 .55

1.75 1.45 1.26 1.11 .98 .87 .71 .55 .39

2.09 1.72 1.44 1.23 1.10 .98 .86 .71 .54 .39

2.02 1.71 1.44 1.25 1.09 .99 .84 .70 .53 .38

2.65 2.07 1.70 1.43 1.25 1.10 .98 .82 .68 .51 .37

3.46 2.62 2.09 1.64 1.43 1.26 1.10 .95 .80 .66 .49 .35

3.38d 3.37 2.54 2.02 1.68 1.42 1.22 1.05 .92 .78 .63 .47 .34

3.33 2.47 1.96 1.62 1.35 1.17 1.03 .90 .75 .60 .45

3.31 2.43 1.92 1.57 1.33 1.16 1.01 .86 .72 .57 .43

2.41 1.89 1.55 1.31 1.14 .99 .82 .70 .54 .42

5.33 2.40 1.88 1.54 1.23 1.12 .95 .79 .67 .53

3.35 2.40 1.87 1.51 1.30 1.09 .91 .77 .65 .52

3.40 2.44 1.90 1.56 1.27 1.05 .89 .76 .64

3.48 2.50 1.92 1.52 1.24 1.03 .88 .75

8.06t 5.83 3.52 2.48 1.89 1.51 1.23 1.03

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.32

1.38 1.12

1.39 1.16 .95

1.38 1.16 .97 .81

1.36 1.14 .96 .82 .68

1.59 1.32 1.11 .95 .81 .69

1.86 1.52 1.28 1.08 .92 .79 .68 .53

1.73 1.43 1.21 1.03 .89 .77 .66 .53

1.66 1.34 1.15 .98 .85 .75 .63 .51

1.59 1.23 1.08 .94 .82 .72 .60 .49 .38

2.04 1.52 1.18 1.00 .88 .78 .69 .57 .47 .37

1.91 1.44 1.13 .95 .84 .75 .65 .54 .45 .36

2.47 1.79 1.36 1.06 .90 .80 .71 .62 .51 .43 .35

3.39 2.29 1.69 1.29 1.01 .87 .77 .69 .58 .49 .41 .34

3.34d 3.13 2.15 1.60 1.22 .98 .84 .77 .67 .56 .47 .40 .33

3.01 2.09 1.53 1.18 .96 .83 .73 .64 .54 .46 .39

2.97 2.02 1.50 1.16 .97 .87 .73 .64 .53 .45 .39

2.02 1.50 1.18 .98 .83 .73 .63 .53 .46 .40

2.03 1.51 1.20 .99 .84 .73 .64 .54 .47

2.05 1.54 1.22 1.01 .86 .75 .66 .56 .50

3.00 2.08 1.57 1.24 1.03 .88 .77 .68 .60

3.07 2.14 1.62 1.29 1.06 .91 .79 .71

5.19t 5.27 3.18 2.22 1.69 1.35 1.12 .96
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Up Cant Dn Cant Safety Factor: 45% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 55-65°

Fleet Number: RTE019 through to RTE021 6gUT

Configuration: Rail -0..50mm Unlocked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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340 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.32

1.38 1.13

1.39 1.17 .95

1.38 1.18 .99 .81

1.36 1.17 1.01 .83 .68

1.59 1.35 1.16 1.00 .85 .70

2.31 1.87 1.55 1.32 1.14 1.00 .86 .71 .53

1.82 1.51 1.30 1.12 .99 .86 .71 .54

1.76 1.49 1.27 1.11 .98 .86 .71 .54

1.72 1.46 1.25 1.09 .98 .86 .71 .54 .38

2.07 1.69 1.42 1.24 1.08 .97 .85 .70 .53 .38

2.02 1.69 1.43 1.23 1.08 .98 .83 .69 .52 .37

2.62 2.06 1.66 1.42 1.23 1.09 .97 .82 .67 .50 .36

3.42 2.60 2.07 1.64 1.42 1.24 1.08 .94 .79 .64 .48 .34

3.38d 3.35 2.51 2.01 1.67 1.40 1.21 1.05 .91 .76 .62 .46 .33

3.30 2.45 1.94 1.61 1.37 1.17 1.02 .89 .74 .58 .44

3.28 2.37 1.90 1.56 1.31 1.14 1.00 .85 .71 .56 .42

2.38 1.87 1.53 1.29 1.12 .98 .82 .68 .53 .41

5.33 2.37 1.85 1.52 1.29 1.11 .94 .79 .66 .51

3.29 2.38 1.86 1.52 1.29 1.08 .90 .76 .64 .50

3.36 2.41 1.86 1.54 1.26 1.04 .88 .75 .63

3.44 2.47 1.89 1.50 1.22 1.02 .86 .74

8.08t 5.75 3.48 2.46 1.87 1.48 1.21 1.02

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.31

1.37 1.11

1.38 1.14 .95

1.38 1.14 .96 .80

1.35 1.13 .95 .81 .67

1.57 1.31 1.11 .94 .80 .68

2.30 1.84 1.51 1.26 1.06 .91 .78 .67 .52

1.71 1.42 1.20 1.02 .88 .76 .65 .52

1.64 1.32 1.13 .97 .84 .73 .62 .50

1.58 1.22 1.06 .92 .80 .71 .59 .48 .37

2.01 1.51 1.17 .99 .87 .77 .68 .56 .46 .36

1.88 1.42 1.11 .93 .83 .73 .64 .53 .44 .35

2.46 1.78 1.34 1.06 .89 .79 .70 .60 .50 .42 .34

3.36 2.28 1.67 1.27 1.00 .85 .76 .67 .57 .48 .40 .33

3.34d 3.13 2.13 1.58 1.21 .96 .83 .74 .65 .55 .46 .38 .32

2.99 2.06 1.51 1.17 .95 .82 .72 .63 .53 .45 .38

2.93 2.01 1.48 1.15 .95 .82 .72 .62 .52 .44 .37

2.00 1.48 1.16 .97 .82 .72 .61 .52 .44 .38

2.01 1.49 1.19 .98 .84 .72 .62 .53 .45

2.02 1.52 1.20 1.00 .85 .73 .64 .55 .48

2.96 2.06 1.55 1.23 1.01 .87 .75 .67 .58

3.04 2.12 1.60 1.27 1.05 .89 .78 .70

5.19t 5.22 3.14 2.20 1.67 1.33 1.11 .95
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Minimum Loads (t)
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Up Cant Dn Cant Safety Factor: 45% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 65-85°

Fleet Number: RTE019 through to RTE021 6hUT

Configuration: Rail -0..50mm Unlocked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

275
265 Stafford, ST16 3HS

85 4
95 356
10

350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.36

1.41 1.16

1.42 1.20 .98

1.41 1.21 1.02 .83

1.41 1.20 1.04 .86 .70

1.64 1.38 1.19 1.04 .87 .72

2.37 1.92 1.60 1.36 1.17 1.03 .88 .73 .56

1.86 1.56 1.33 1.15 1.02 .89 .73 .57

1.82 1.53 1.31 1.14 1.01 .89 .74 .57

1.78 1.50 1.29 1.13 1.00 .89 .73 .57 .41

2.12 1.74 1.48 1.28 1.12 1.00 .88 .73 .56 .41

2.09 1.73 1.47 1.27 1.12 1.00 .87 .71 .55 .40

2.70 2.11 1.71 1.46 1.27 1.12 1.00 .84 .70 .53 .39

3.54 2.68 2.12 1.70 1.46 1.28 1.11 .97 .82 .68 .52 .38

3.38d 3.45 2.59 2.07 1.71 1.36 1.24 1.08 .94 .79 .65 .49 .36

3.41 2.53 2.00 1.66 1.41 1.21 1.05 .92 .76 .62 .47

3.39 2.46 1.96 1.61 1.35 1.15 1.03 .88 .74 .59 .45

2.46 1.92 1.58 1.33 1.15 1.02 .85 .71 .57 .44

5.49 2.45 1.91 1.57 1.33 1.15 .97 .82 .69 .55

2.46 1.92 1.57 1.33 1.12 .93 .79 .67 .54

3.46 2.49 1.94 1.59 1.30 1.08 .91 .78 .66

3.54 2.55 1.96 1.56 1.27 1.06 .89 .77

8.06t 5.91 3.60 2.54 1.92 1.53 1.26 1.05

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.34

1.40 1.15

1.42 1.17 .97

1.41 1.17 .99 .83

1.38 1.16 .99 .83 .70

1.62 1.35 1.14 .96 .83 .71

2.37 1.89 1.54 1.29 1.11 .94 .81 .70 .55

1.76 1.47 1.24 1.06 .91 .79 .68 .55

1.70 1.36 1.17 1.01 .87 .76 .66 .53

1.63 1.27 1.09 .95 .83 .73 .63 .51 .40

2.07 1.56 1.21 1.03 .90 .80 .70 .60 .49 .39

1.96 1.47 1.15 .97 .86 .76 .68 .57 .47 .38

2.53 1.84 1.39 1.10 .92 .82 .73 .64 .54 .45 .37

3.46 2.35 1.72 1.32 1.04 .89 .79 .71 .61 .51 .43 .36

3.34d 3.24 2.22 1.64 1.26 1.00 .87 .77 .69 .58 .49 .42 .35

3.04d 2.14 1.57 1.22 .99 .86 .75 .67 .57 .48 .41

3.04 2.09 1.54 1.20 .99 .85 .76 .66 .56 .48 .41

2.07 1.54 1.21 1.00 .86 .75 .66 .56 .48 .42

2.09 1.55 1.25 1.03 .86 .75 .67 .57 .49

2.10 1.58 1.25 1.03 .88 .77 .68 .58 .52

3.07 2.13 1.61 1.28 1.06 .90 .79 .70 .62

3.13 2.19 1.65 1.32 1.09 .93 .82 .73

5.21t 5.39 3.25 2.28 1.73 1.38 1.15 .99
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Up Cant Dn Cant Safety Factor: 45% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 85-95°

Fleet Number: RTE019 through to RTE021 6iUT

Configuration: Rail -0..50mm Unlocked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

265
255 Stafford, ST16 3HS

95 4
105 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.41

1.46 1.20

1.47 1.25 1.02

1.46 1.25 1.06 .87

1.46 1.25 1.08 .89 .74

1.70 1.43 1.23 1.08 .91 .75

2.45 1.99 1.66 1.41 1.22 1.07 .92 .76 .60

1.93 1.62 1.38 1.20 1.06 .93 .77 .62

1.88 1.58 1.36 1.19 1.05 .93 .77 .62

1.85 1.56 1.34 1.18 1.04 .93 .77 .62 .45

2.21 1.81 1.54 1.33 1.17 1.04 .91 .76 .61 .45

2.17 1.80 1.53 1.32 1.16 1.04 .90 .75 .60 .44

2.80 2.19 1.78 1.52 1.32 1.17 1.04 .88 .73 .58 .43

3.69 2.80 2.20 1.78 1.52 1.33 1.15 1.01 .86 .72 .56 .42

3.38d 3.60 2.70 2.15 1.78 1.42 1.28 1.12 .98 .83 .70 .54 .41

3.55 2.63 2.09 1.73 1.47 1.26 1.10 .96 .80 .67 .52

3.53 2.57 2.04 1.67 1.41 1.20 1.08 .92 .77 .64 .50

2.53 2.00 1.66 1.39 1.20 1.06 .89 .75 .62 .49

5.72 2.54 1.99 1.64 1.38 1.20 1.01 .86 .73 .60

2.57 2.00 1.64 1.39 1.16 .98 .83 .71 .59

3.61 2.59 2.02 1.66 1.36 1.13 .95 .82 .70

3.68 2.66 2.04 1.62 1.33 1.11 .94 .81

8.08t 6.14 3.72 2.64 2.00 1.60 1.32 1.10

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.39

1.45 1.19

1.47 1.22 1.01

1.46 1.22 1.03 .86

1.43 1.21 1.03 .87 .73

1.68 1.40 1.18 1.00 .86 .74

2.45 1.95 1.64 1.34 1.15 .98 .84 .73 .60

1.83 1.52 1.29 1.10 .95 .82 .72 .59

1.77 1.42 1.22 1.05 .91 .80 .70 .58

1.70 1.33 1.14 1.00 .87 .77 .68 .56 .45

2.15 1.64 1.27 1.08 .95 .84 .74 .65 .53 .44

2.04 1.54 1.21 1.02 .90 .80 .72 .62 .51 .42

2.63 1.92 1.46 1.16 1.02 .87 .77 .69 .59 .49 .41

3.53d 2.45 1.80 1.39 1.10 .94 .83 .75 .67 .56 .48 .40

3.34d 3.37d 2.32 1.72 1.33 1.06 .92 .81 .73 .64 .54 .46 .39

3.08d 2.24 1.66 1.29 1.05 .91 .80 .72 .62 .53 .45

3.18 2.19 1.62 1.27 1.05 .90 .80 .71 .61 .53 .45

2.18 1.62 1.28 1.06 .91 .79 .71 .61 .53 .46

2.19 1.63 1.29 1.08 .91 .80 .71 .62 .54

2.20 1.66 1.32 1.09 .93 .81 .72 .64 .57

3.21 2.24 1.69 1.35 1.11 .95 .83 .74 .67

3.28 2.30 1.74 1.38 1.15 .98 .86 .77

5.25t 5.59 3.39 2.38 1.81 1.45 1.21 1.04
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Up Cant Dn Cant Safety Factor: 45% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 95-105°

Fleet Number: RTE019 through to RTE021 6jUT

Configuration: Rail -0..50mm Unlocked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

255
245 Stafford, ST16 3HS
105 4
115 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.55

1.60 1.33

1.61 1.37 1.13

1.60 1.37 1.17 .97

1.59 1.37 1.19 .99 .83

1.86 1.57 1.35 1.18 1.01 .84

2.68 2.17 1.82 1.54 1.34 1.18 1.02 .85 .71

2.12 1.78 1.52 1.32 1.17 1.02 .86 .72

2.07 1.74 1.50 1.31 1.16 1.03 .86 .72

2.03 1.72 1.48 1.29 1.15 1.02 .86 .72 .57

2.43 2.00 1.68 1.47 1.29 1.15 1.01 .85 .72 .57

2.40 1.99 1.69 1.46 1.29 1.16 1.00 .84 .71 .56

3.09 2.40 1.97 1.68 1.46 1.29 1.15 .98 .82 .69 .55

3.86d 3.07 2.43 1.95 1.68 1.47 1.28 1.12 .96 .80 .68 .53

3.38d 3.99 2.98 2.38 1.97 1.58 1.43 1.25 1.09 .93 .78 .67 .52

3.94 2.92 2.31 1.91 1.62 1.40 1.22 1.07 .90 .76 .64

3.92 2.85 2.27 1.86 1.57 1.33 1.20 1.03 .87 .75 .62

2.85 2.23 1.83 1.55 1.34 1.18 1.00 .84 .73 .61

7.21t 2.84 2.22 1.82 1.55 1.34 1.14 .97 .82 .72

2.85 2.23 1.83 1.54 1.30 1.10 .94 .81 .71

3.99 2.88 2.25 1.85 1.52 1.27 1.08 .93 .81

4.06 2.94 2.26 1.81 1.48 1.25 1.06 .92

8.11t 6.73 4.13 2.92 2.23 1.79 1.47 1.24

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.54

1.59 1.31

1.61 1.34 1.13

1.60 1.34 1.14 .96

1.57 1.33 1.13 .97 .82

1.83 1.53 1.30 1.11 .96 .83

2.68 2.14 1.76 1.48 1.26 1.10 .95 .82 .71

2.02 1.69 1.42 1.22 1.06 .92 .81 .71

1.95 1.58 1.36 1.17 1.02 .90 .79 .70

1.88 1.49 1.28 1.12 .98 .87 .77 .68 .56

2.38 1.82 1.43 1.21 1.07 .95 .84 .75 .66 .55

2.27 1.73 1.37 1.16 1.02 .91 .81 .73 .64 .54

2.92 2.15 1.65 1.32 1.11 .99 .88 .79 .71 .62 .53

3.53d 2.74 2.03 1.58 1.26 1.08 .96 .86 .77 .69 .60 .52

3.34d 3.37d 2.60 1.94 1.52 1.22 1.06 .94 .84 .75 .68 .59 .51

3.08d 2.53 1.88 1.47 1.21 1.05 .92 .82 .74 .67 .58

3.41d 2.47 1.85 1.45 1.21 1.04 .92 .82 .73 .66 .58

2.46 1.84 1.47 1.22 1.04 .91 .82 .74 .66 .59

2.47 1.86 1.50 1.24 1.05 .92 .82 .74 .67

2.48 1.88 1.51 1.25 1.07 .93 .83 .75 .70

3.59 2.52 1.91 1.53 1.27 1.09 .95 .85 .78

3.65 2.58 1.96 1.57 1.30 1.12 .98 .88

5.27t 6.17 3.77 2.66 2.03 1.63 1.36 1.17
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Up Cant Dn Cant Safety Factor: 45% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 105-115°

Fleet Number: RTE019 through to RTE021 6kUT

Configuration: Rail -0..50mm Unlocked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

245
235 Stafford, ST16 3HS
115 4
125 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.56

1.62 1.33

1.63 1.38 1.14

1.62 1.39 1.17 .98

1.60 1.37 1.20 1.00 .83

1.86 1.59 1.37 1.19 1.02 .85

2.71 2.20 1.83 1.56 1.35 1.19 1.03 .86 .72

2.13 1.77 1.54 1.34 1.18 1.03 .87 .73

2.09 1.76 1.51 1.31 1.17 1.03 .87 .73

2.05 1.70 1.44 1.31 1.16 1.03 .86 .73 .58

2.46 2.02 1.70 1.45 1.29 1.16 1.02 .85 .72 .57

2.41 2.01 1.70 1.47 1.27 1.16 1.00 .85 .71 .57

3.11 2.45 1.97 1.69 1.47 1.30 1.16 .99 .83 .70 .55

3.86d 3.09 2.46 1.95 1.69 1.48 1.29 1.13 .96 .81 .69 .54

3.38d 4.01 3.00 2.40 1.98 1.68 1.45 1.26 1.10 .93 .79 .67 .53

3.97 2.94 2.33 1.93 1.60 1.40 1.23 1.08 .91 .77 .65

3.94 2.85 2.28 1.87 1.59 1.38 1.21 1.04 .88 .75 .63

6.75d 2.87 2.25 1.85 1.57 1.36 1.19 1.00 .86 .74 .62

7.25t 2.86 2.24 1.84 1.56 1.35 1.14 .97 .83 .72

7.70t 6.39 3.94 2.86 2.23 1.83 1.56 1.31 1.11 .95 .82 .72

8.25d 4.01 2.88 2.26 1.86 1.53 1.28 1.08 .93 .81

8.58t 4.09 2.96 2.27 1.82 1.50 1.25 1.07 .93

8.14t 6.74 4.12 2.94 2.26 1.80 1.48 1.25

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.54

1.60 1.32

1.63 1.35 1.13

1.62 1.35 1.15 .97

1.58 1.34 1.14 .98 .83

1.85 1.54 1.32 1.13 .97 .84

2.71 2.16 1.78 1.50 1.27 1.10 .96 .83 .71

2.04 1.69 1.44 1.23 1.07 .93 .81 .71

1.96 1.60 1.37 1.18 1.03 .91 .80 .70

1.90 1.49 1.29 1.14 .99 .88 .78 .69 .57

2.40 1.82 1.43 1.23 1.08 .96 .85 .75 .67 .56

2.27 1.74 1.38 1.17 1.03 .92 .82 .73 .65 .55

2.95 2.15 1.66 1.32 1.12 .99 .89 .80 .72 .63 .53

3.53d 2.76 2.05 1.59 1.27 1.09 .97 .86 .78 .70 .61 .53

3.34d 3.37d 2.61 1.96 1.53 1.23 1.07 .97 .85 .76 .69 .60 .52

3.08d 2.54 1.90 1.48 1.22 1.06 .93 .83 .75 .68 .59

3.37d 2.48 1.86 1.46 1.22 1.09 .92 .83 .74 .67 .59

2.47 1.86 1.48 1.23 1.05 .92 .82 .74 .67 .60

2.48 1.87 1.50 1.25 1.07 .93 .83 .75 .68

2.50 1.89 1.52 1.26 1.08 .94 .84 .76 .70

3.60 2.54 1.93 1.54 1.28 1.10 .96 .86 .78

3.68 2.59 1.98 1.58 1.31 1.13 .99 .89

5.27t 6.19 3.78 2.67 2.05 1.65 1.37 1.19
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Up Cant Dn Cant Safety Factor: 45% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 115-125°

Fleet Number: RTE019 through to RTE021 6lUT

Configuration: Rail -0..50mm Unlocked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.70

1.76 1.46

1.76 1.50 1.25

1.75 1.51 1.28 1.08

1.75 1.50 1.31 1.10 .92

2.03 1.72 1.49 1.30 1.12 .94

1.99 1.70 1.47 1.30 1.13 .95 .80

2.30 1.95 1.67 1.45 1.29 1.13 .96 .81

2.27 1.87 1.65 1.44 1.28 1.13 .96 .81

2.22 1.88 1.63 1.43 1.27 1.13 .95 .81 .69

2.68 2.21 1.87 1.62 1.42 1.27 1.11 .95 .81 .69

2.67 2.18 1.84 1.60 1.42 1.28 1.11 .93 .80 .68

3.41 2.67 2.19 1.84 1.60 1.42 1.26 1.08 .92 .78 .67

3.87d 3.37 2.68 2.07 1.84 1.61 1.42 1.24 1.06 .90 .77 .66

3.38d 4.39 3.29 2.61 2.13 1.84 1.58 1.38 1.21 1.04 .88 .76 .65

4.35 3.22 2.54 2.09 1.77 1.52 1.35 1.18 1.01 .86 .75

4.32 3.17 2.51 2.07 1.75 1.52 1.32 1.15 .98 .84 .73

3.15 2.47 2.04 1.73 1.50 1.31 1.11 .95 .83 .72

7.30d 3.14 2.47 2.01 1.71 1.49 1.26 1.08 .93 .81

7.75t 6.97 4.35 3.14 2.46 2.02 1.72 1.45 1.23 1.06 .92 .81

8.29t 4.39 3.17 2.49 2.04 1.68 1.41 1.21 1.04 .91

4.46 3.24 2.50 2.00 1.65 1.39 1.19 1.04

8.21t 7.29 4.51 3.23 2.47 1.98 1.65 1.39

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.68

1.74 1.44

1.76 1.47 1.24

1.75 1.47 1.26 1.07

1.72 1.46 1.25 1.08 .92

2.02 1.69 1.43 1.23 1.07 .93

1.95 1.63 1.39 1.21 1.05 .92 .80

2.22 1.85 1.57 1.36 1.18 1.03 .91 .80

2.14 1.76 1.50 1.31 1.14 1.00 .89 .79

2.08 1.65 1.44 1.25 1.10 .97 .87 .77 .68

2.61 2.01 1.59 1.36 1.21 1.06 .95 .85 .76 .68

2.50 1.95 1.54 1.33 1.16 1.03 .92 .82 .74 .66

3.22 2.38 1.85 1.48 1.26 1.13 1.00 .90 .81 .73 .65

3.53d 3.04 2.27 1.77 1.43 1.23 1.10 .98 .87 .79 .72 .64

3.34d 3.33d 2.90 2.18 1.71 1.39 1.21 1.08 .95 .86 .78 .71 .64

3.17d 2.83 2.12 1.67 1.38 1.20 1.07 .94 .85 .77 .70

3.37d 2.78 2.08 1.65 1.38 1.19 1.05 .93 .84 .77 .70

2.76 2.08 1.66 1.39 1.21 1.05 .94 .84 .77 .71

2.76 2.09 1.68 1.40 1.20 1.05 .94 .85 .78

2.78 2.12 1.70 1.42 1.22 1.07 .95 .86 .79

3.99 2.82 2.15 1.73 1.44 1.24 1.08 .97 .88

4.05 2.87 2.20 1.77 1.48 1.26 1.11 1.00

5.32t 6.76 4.16 2.95 2.27 1.83 1.53 1.32
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Minimum Loads (t)
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Up Cant Dn Cant Safety Factor: 45% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 125-135°

Fleet Number: RTE019 through to RTE021 6mUT

Configuration: Rail -0..50mm Unlocked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

225
215 Stafford, ST16 3HS
135 4
145 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.54 2.11

2.17 1.82

2.17 1.86 1.58

2.17 1.87 1.61 1.37

2.15 1.87 1.63 1.40 1.19

2.49 2.14 1.84 1.63 1.41 1.21

3.60 2.94 2.46 2.11 1.83 1.62 1.42 1.22 1.05

2.88 2.41 2.09 1.83 1.61 1.43 1.23 1.06

2.82 2.39 2.06 1.81 1.60 1.43 1.23 1.06

3.38 2.79 2.36 2.04 1.79 1.60 1.43 1.22 1.06 .92

3.36 2.76 2.34 2.03 1.78 1.60 1.41 1.22 1.06 .92

3.34 2.74 2.32 2.02 1.75 1.60 1.39 1.21 1.05 .91

4.24 3.34 2.74 2.33 2.02 1.79 1.59 1.37 1.19 1.04 .91

3.93d 4.22 3.35 2.75 2.34 2.02 1.77 1.56 1.35 1.17 1.02 .90

3.38d 4.97d 4.11 3.27 2.69 2.27 1.98 1.75 1.53 1.33 1.15 1.01 .89

5.51 4.07 3.21 2.66 2.26 1.96 1.72 1.51 1.30 1.13 .99

5.49 4.01 3.16 2.62 2.23 1.91 1.69 1.47 1.27 1.11 .98

3.99 3.14 2.59 2.18 1.90 1.67 1.44 1.25 1.10 .97

3.97 3.13 2.57 2.18 1.90 1.63 1.41 1.23 1.08

8.70 3.99 3.13 2.58 2.19 1.86 1.60 1.39 1.22 1.08

8.80 5.51 4.02 3.15 2.59 2.16 1.83 1.57 1.37 1.21

5.62 4.08 3.17 2.56 2.12 1.80 1.56 1.36

8.30t 9.03 5.64 4.07 3.13 2.54 2.11 1.80

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.54 2.09

2.15 1.81

2.16 1.84 1.57

2.15 1.83 1.59 1.36

2.12 1.82 1.58 1.37 1.19

2.47 2.09 1.79 1.56 1.36 1.20

3.60 2.89 2.40 2.05 1.76 1.54 1.35 1.19 1.05

2.77 2.32 1.99 1.71 1.50 1.33 1.18 1.05

2.69 2.22 1.91 1.67 1.47 1.30 1.16 1.03

3.38 2.63 2.12 1.84 1.61 1.43 1.27 1.14 1.02 .92

3.32 2.55 2.08 1.78 1.56 1.39 1.24 1.12 1.01 .91

3.16 2.48 2.00 1.72 1.52 1.35 1.22 1.10 .99 .90

4.07 3.04 2.40 1.95 1.72 1.48 1.33 1.19 1.08 .98 .89

3.54d 3.68d 2.92 2.31 1.90 1.64 1.45 1.30 1.17 1.06 .97 .88

3.34d 3.33d 3.42d 2.85 2.26 1.85 1.61 1.43 1.28 1.16 1.05 .96 .88

3.26d 3.38d 2.78 2.22 1.85 1.61 1.41 1.27 1.15 1.04 .95

3.37d 3.36d 2.75 2.20 1.85 1.60 1.42 1.26 1.14 1.04 .95

2.91d 2.74 2.21 1.85 1.60 1.41 1.26 1.14 1.04 .96

3.60 2.78 2.22 1.87 1.61 1.41 1.27 1.14 1.05

3.62 2.78 2.25 1.88 1.62 1.43 1.28 1.15 1.06

5.11 3.65 2.81 2.28 1.91 1.65 1.45 1.29 1.18

5.19 3.71 2.86 2.32 1.94 1.67 1.47 1.33

5.36t 8.50 5.30 3.79 2.94 2.38 2.00 1.73
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Up Cant Dn Cant Safety Factor: 45% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 135-145°

Fleet Number: RTE019 through to RTE021 6nUT

Configuration: Rail -0..50mm Unlocked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

215
205 Stafford, ST16 3HS
145 4
155 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.13 2.62

2.69 2.28

2.68 2.32 1.99

2.69 2.33 2.02 1.74

3.11 2.67 2.32 2.04 1.77 1.53

3.08 2.65 2.32 2.05 1.78 1.55

3.61 3.06 2.62 2.30 2.04 1.80 1.56 1.37

3.56 3.02 2.60 2.28 2.02 1.80 1.57 1.37

3.53 2.94 2.58 2.27 2.01 1.80 1.57 1.38

3.49 2.94 2.56 2.25 2.01 1.79 1.57 1.37 1.21

4.18 3.45 2.93 2.54 2.25 2.01 1.78 1.56 1.37 1.21

4.18 3.45 2.92 2.53 2.24 2.01 1.77 1.55 1.36 1.20

5.29 4.16 3.43 2.91 2.54 2.24 1.99t 1.75 1.53 1.35 1.19

4.02d 5.26 4.15 3.44 2.92 2.52 2.22t 1.97 1.73 1.51 1.34 1.19

3.38d 5.02d 5.15 4.11 3.40 2.81 2.48 2.19 1.95 1.70 1.49 1.32 1.18

6.19d 5.09 4.06 3.35 2.85 2.46 2.16 1.92 1.67 1.47 1.31

6.91 5.06 4.01 3.30 2.80 2.44 2.15 1.88 1.64 1.45 1.30

5.02 3.97 3.27 2.79 2.42 2.13 1.85 1.62 1.44 1.29

6.86 5.04 3.97 3.26 2.77 2.41 2.08 1.82 1.60 1.42

5.03 3.96 3.26 2.77 2.37 2.05 1.79 1.59 1.42

6.95 5.06 3.99 3.28 2.75 2.34 2.03 1.78 1.58

7.02 5.13 4.00 3.25 2.71 2.32 2.02 1.77

8.24t 11.06 7.06 5.11 3.97 3.22 2.70 2.31

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.13 2.60

2.67 2.26

2.68 2.29 1.98

2.67 2.30 1.99 1.73

3.11 2.64 2.28 1.99 1.74 1.53

3.07 2.60 2.26 1.98 1.74 1.54

3.61 3.03 2.56 2.21 1.94 1.72 1.53 1.36

3.46 2.90 2.50 2.17 1.92 1.70 1.51 1.36

3.39 2.81 2.43 2.12 1.88 1.67 1.50 1.35

3.32 2.71 2.37 2.07 1.84 1.64 1.48 1.33 1.21

4.13 3.24 2.65 2.29 2.03 1.80 1.61 1.46 1.32 1.20

4.02 3.16 2.59 2.23 1.98 1.77 1.59 1.44 1.31 1.19

4.45d 3.88 3.08 2.54 2.18 1.94 1.73 1.56 1.42 1.29 1.18

3.60d 3.69d 3.76 3.01 2.48 2.15 1.93 1.72 1.54 1.40 1.28 1.18

3.38d 3.33d 3.42d 3.59d 2.95 2.45 2.13 1.90 1.69 1.52 1.39 1.27 1.17

3.26d 3.34d 3.45d 2.91 2.43 2.12 1.89 1.68 1.52 1.38 1.27

3.37d 3.32d 3.40d 2.89 2.44 2.15 1.86 1.67 1.51 1.38 1.27

3.03d 3.57d 2.90 2.55 2.13 1.87 1.67 1.51 1.38 1.27

4.23d 3.59 2.94 2.46 2.13 1.87 1.67 1.51 1.39

4.66 3.61 2.94 2.48 2.14 1.88 1.68 1.53 1.40

6.53 4.70 3.64 2.97 2.50 2.16 1.90 1.70 1.55

6.60 4.75 3.69 3.01 2.53 2.19 1.93 1.74

5.36t 8.65t 6.71 4.84 3.76 3.07 2.59 2.25
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Up Cant Dn Cant Safety Factor: 45% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 145-155°

Fleet Number: RTE019 through to RTE021 6oUT

Configuration: Rail -0..50mm Unlocked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

205
155 Stafford, ST16 3HS
155 4
205 356

50
310 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.72s 3.49d

3.44s 3.49s 3.59d

3.36s 3.40s 3.42t

3.43s 3.34s 3.34s 3.37t 3.19t

3.60s 3.55s 3.45s 3.38t 3.23t 2.42d

4.05d 3.75s 3.37s 3.58s 3.40t 3.22t 3.06t

4.94d 4.68s 4.28s 4.00s 3.76t 3.47s 3.24s 3.09t 2.59d

5.11s 5.37s 4.75s 4.31t 3.88t 3.55t 3.30t 3.10t 2.91t

4.90s 5.60s 5.22t 4.52t 4.02t 3.65t 3.36t 3.14t 2.99t

5.09s 5.73s 5.67t 4.80t 4.19t 3.76t 3.44t 3.20t 3.03t

5.71s 6.12s 6.18t 5.11t 4.39t 3.90t 3.54t 3.27t 3.08t 2.78t

5.94d 6.43d 6.60s 6.53s 5.46t 4.62t 4.06t 3.65t 3.35t 3.14t 2.84t

6.10t 6.78s 6.78d 6.76s 5.85t 4.86t 4.23t 3.78t 3.45t 3.22t 2.90t

4.38d 6.51d 7.48t 7.27s 6.98s 6.24t 5.12t 4.40t 3.91t 3.55t 3.31t 2.93t

3.81d 5.22d 7.35d 8.14t 7.70s 7.21s 6.37s 5.36t 4.59t 4.05t 3.66t 3.40t 2.39d

4.88d 6.48d 8.55d 8.98s 8.18s 7.41s 6.42s 5.62t 4.77t 4.19t 3.78t 3.48t

7.89d 10.18d 9.67s 8.61s 7.48s 6.49s 5.75s 4.96t 4.34t 3.92t 3.50t

7.79d 12.02s 10.35s 8.83s 7.51s 6.53s 5.77s 5.15t 4.50t 4.06t 3.40t

7.65t 9.45d 13.01s 10.75s 8.85s 7.54s 6.56s 5.81s 5.22s 4.67t 4.10t

13.68s 10.84s 8.93s 7.60s 6.62s 5.88s 5.28s 4.63s 3.77d

12.28t 18.59s 13.86s 10.94s 9.03s 7.73s 6.73s 5.87s 5.06s 4.15s

19.02s 14.10s 11.10s 9.12s 7.67s 6.50s 5.45s 4.39s

8.45t 13.49d 18.11s 13.40s 10.51s 8.50s 6.99s 5.69s

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.40s 3.14d

3.44s 2.90s 2.81d

2.93s 2.58d 2.59d

3.43s 2.93s 2.54s 2.51d 2.51d

3.51s 2.93s 2.54s 2.37d 2.34d 2.40d

4.03s 3.36s 2.90s 2.52s 2.22s 2.27d 2.34d

4.81s 4.08s 3.43s 2.95s 2.51s 2.22s 2.31d 2.24d 2.33d

4.72s 3.89s 3.28s 2.85s 2.50s 2.21s 2.21d 2.21d 2.29d

4.63s 3.82s 3.24s 2.98s 2.47s 2.20s 2.21d 2.21d 2.21d

4.57s 3.88s 3.30s 2.78s 2.45s 2.19s 2.28d 2.27d 2.21d

4.53s 3.85s 3.20s 2.77s 2.45s 2.19s 2.31d 2.25d 2.32d 2.24d

5.94d 4.90s 3.84s 3.36s 2.77s 2.44s 1.84t 2.35t 2.30d 2.33d 2.24d

4.34d 4.75d 3.94s 3.17s 2.81t 2.00t 1.91t 2.44t 2.40d 2.35d 2.27d

3.56d 3.70d 3.71t 3.03t 2.93t 2.38t 2.12t 1.96t 2.50d 2.45d 2.39d 2.31d

3.37d 3.34d 3.49d 3.62d 3.25t 2.66t 2.57t 2.19t 2.10t 2.63d 2.56d 2.50d 2.36d

3.45d 3.33d 3.35d 3.53d 3.49t 2.94t 2.90t 2.46t 2.56t 2.79d 2.75d 2.58d

3.36d 3.32d 3.51d 3.90d 3.42t 3.29t 2.61t 3.16t 3.05d 2.79d 2.69d

3.41d 3.54d 4.77t 4.14t 3.20t 3.13t 3.55d 3.14d 3.00d 2.68d

4.56d 4.90d 5.31t 4.24t 3.66t 4.04d 3.84d 3.31d 3.00d

6.01d 6.55d 6.30t 4.96t 5.12d 4.51d 3.95d 3.45d 3.05d

7.53d 7.95d 8.69s 7.29s 6.47s 5.73s 4.94d 4.06d 3.50d

9.95d 11.00d 8.71s 7.19s 6.16s 5.35s 4.70s 4.24s

5.65t 9.47t 13.84d 11.23s 8.81s 7.26s 6.19s 5.40s
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Up Cant Dn Cant Safety Factor: 58% (67% of 87%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 155-205°

Fleet Number: RTE019 through to RTE021 6pUT

Configuration: Rail -0..50mm Unlocked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

155
145 Stafford, ST16 3HS
205 4
215 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.07 2.56

3.09 2.63 2.23

3.10 2.64 2.27 1.95

3.08 2.65 2.29 1.98 1.71

3.07 2.62 2.30 2.00 1.74 1.50

3.61 3.04 2.62 2.28 2.02 1.75 1.52

4.33 3.56 3.00 2.60 2.27 2.01 1.76 1.54 1.34

4.26 3.50 2.97 2.57 2.26 2.01 1.77 1.54 1.35

4.19 3.45 2.93 2.54 2.25 2.00 1.76 1.54 1.35

4.14 3.43 2.88 2.52 2.23 2.00 1.76 1.54 1.35

4.09 3.40 2.89 2.51 2.23 2.00 1.75 1.53 1.35 1.19

5.13 4.09 3.36 2.89 2.51 2.20 1.98 1.73 1.52 1.34 1.19

5.13 4.10 3.38 2.87 2.51 2.22t 1.96 1.72 1.50 1.33 1.18

4.45d 5.06 4.03 3.35 2.84 2.48 2.18 1.94 1.69 1.48 1.31 1.17

3.92d 5.28d 5.02 4.00 3.30 2.76 2.45 2.16 1.92 1.67 1.47 1.30

4.92d 6.55d 4.93 3.95 3.27 2.77 2.43 2.14 1.88 1.65 1.45 1.29

6.60 4.90 3.89 3.23 2.76 2.40 2.11 1.85 1.62 1.43 1.28

7.65d 4.86 3.87 3.21 2.73 2.38 2.09 1.81 1.59 1.42 1.27

7.57t 6.56 4.87 3.85 3.20 2.72 2.37 2.05 1.79 1.57 1.40

10.21 6.60 4.87 3.86 3.19 2.72 2.32 2.01 1.76 1.56 1.40

6.65 4.90 3.88 3.21 2.68 2.29 1.99 1.75 1.56

8.99t 6.72 4.95 3.88 3.17 2.65 2.27 1.98 1.75

8.43t 10.40t 6.74 4.92 3.86 3.15 2.64 2.27

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.05 2.54

3.09 2.61 2.22

3.10 2.62 2.25 1.94

3.08 2.62 2.25 1.96 1.70

3.04 2.59 2.24 1.96 1.71 1.50

3.59 3.01 2.57 2.21 1.93 1.70 1.51

4.29 3.51 2.93 2.51 2.17 1.91 1.69 1.50 1.34

4.23 3.38 2.85 2.45 2.13 1.88 1.67 1.50 1.34

4.16 3.29 2.76 2.38 2.09 1.85 1.65 1.48 1.33

4.08 3.24 2.66 2.32 2.04 1.81 1.62 1.46 1.32

3.98 3.16 2.58 2.25 1.99 1.78 1.59 1.44 1.30 1.18

5.12 3.86 3.07 2.54 2.20 1.95 1.74 1.57 1.42 1.29 1.18

4.35d 3.75 3.00 2.48 2.15 1.92 1.71 1.54 1.40 1.28 1.17

3.62d 3.77d 3.52t 2.93 2.43 2.12 1.88 1.68 1.52 1.39 1.27 1.16

3.33d 3.34d 3.44d 3.57 2.87 2.40 2.09 1.86 1.67 1.51 1.37 1.26

3.45d 3.37d 3.39d 3.47d 2.83 2.39 2.08 1.84 1.65 1.50 1.36 1.25

3.35d 3.32d 3.41d 2.82 2.39 2.11 1.84 1.65 1.49 1.36 1.25

3.32d 3.46 2.83 2.40 2.09 1.84 1.64 1.49 1.36 1.26

4.28d 3.48 2.86 2.40 2.09 1.84 1.65 1.49 1.37

4.50 3.50 2.87 2.42 2.10 1.85 1.66 1.51 1.39

6.21 4.53 3.54 2.89 2.45 2.12 1.87 1.68 1.53

6.29 4.59 3.59 2.94 2.48 2.15 1.90 1.73

5.61t 9.53t 6.40 4.68 3.67 3.01 2.55 2.23
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Minimum Loads (t)
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Up Cant Dn Cant Safety Factor: 45% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 205-215°

Fleet Number: RTE019 through to RTE021 6OUT

Configuration: Rail -0..50mm Unlocked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

145
135 Stafford, ST16 3HS
215 4
225 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.48 2.04

2.50 2.11 1.77

2.50 2.13 1.81 1.54

2.50 2.13 1.84 1.57 1.34

2.47 2.12 1.83 1.59 1.36

2.92 2.45 2.10 1.83 1.61 1.38 1.18

3.51 2.87 2.42 2.08 1.82 1.61 1.39 1.19 1.03

3.43 2.80 2.37 2.06 1.80 1.60 1.39 1.20 1.03

3.36 2.78 2.35 2.04 1.79 1.60 1.39 1.20 1.04

3.29 2.73 2.33 2.02 1.77 1.59 1.39 1.20 1.03

3.27 2.70 2.29 1.98 1.77 1.59 1.38 1.19 1.03 .90

4.12 3.25 2.70 2.30 1.98 1.77 1.59 1.37 1.17 1.02 .89

4.11 3.26 2.69 2.30 1.99 1.78 1.55 1.34 1.16 1.01 .89

4.46d 4.07 3.27 2.53 2.29 1.99 1.74 1.53 1.32 1.15 1.00 .88

3.81d 5.26 3.96 3.19 2.62 2.10 1.95 1.71 1.51 1.30 1.13 .99

4.92d 5.20 3.85 3.10 2.59 2.20 1.90 1.67 1.48 1.27 1.11 .97

5.15 3.86 3.07 2.55 2.16 1.85 1.65 1.44 1.25 1.09 .96

7.79d 3.83 3.04 2.51 2.13 1.86 1.63 1.41 1.22 1.08 .96

7.70t 5.15 3.81 3.03 2.50 2.13 1.85 1.59 1.38 1.20 1.06

5.17 3.81 3.02 2.50 2.13 1.82 1.56 1.35 1.19 1.06

5.23 3.84 3.04 2.51 2.09 1.78 1.53 1.34 1.18

5.30 3.91 3.06 2.48 2.06 1.76 1.52 1.34

8.36t 8.29 5.34 3.89 3.02 2.45 2.06 1.76

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.46 2.03

2.50 2.09 1.76

2.50 2.10 1.79 1.52

2.49 2.10 1.79 1.55 1.33

2.46 2.07 1.78 1.55 1.34

2.90 2.42 2.04 1.75 1.53 1.33 1.17

3.46 2.81 2.33 1.99 1.72 1.50 1.32 1.17 1.02

3.38 2.69 2.26 1.93 1.67 1.47 1.30 1.15 1.03

3.32 2.60 2.17 1.87 1.63 1.44 1.27 1.14 1.02

3.23 2.53 2.08 1.80 1.58 1.40 1.25 1.12 1.00

3.15 2.46 2.03 1.75 1.53 1.36 1.22 1.10 .99 .89

4.06 3.03 2.39 1.94 1.70 1.49 1.33 1.19 1.08 .98 .89

3.87 2.92 2.32 1.90 1.64 1.45 1.31 1.17 1.06 .96 .88

3.54d 3.70 2.81 2.24 1.84 1.61 1.43 1.28 1.15 1.04 .95 .87

3.33d 3.38d 3.44d 2.73 2.18 1.81 1.59 1.42 1.26 1.14 1.04 .94

3.44d 3.32d 3.35d 2.68 2.15 1.80 1.58 1.41 1.25 1.13 1.03 .94

3.39d 3.32d 2.64 2.13 1.80 1.56 1.38 1.24 1.12 1.02 .94

3.32d 2.64 2.15 1.86 1.57 1.38 1.24 1.12 1.02 .95

3.43 2.66 2.16 1.83 1.57 1.39 1.24 1.13 1.03

3.45 2.68 2.18 1.84 1.59 1.40 1.25 1.14 1.05

4.82 3.49 2.72 2.21 1.86 1.61 1.42 1.27 1.16

4.88 3.56 2.77 2.25 1.90 1.64 1.45 1.32

5.67t 7.81 5.02 3.64 2.84 2.32 1.97 1.72
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Up Cant Dn Cant Safety Factor: 45% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 215-225°

Fleet Number: RTE019 through to RTE021 6NUT

Configuration: Rail -0..50mm Unlocked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

135
125 Stafford, ST16 3HS
225 4
235 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.01 1.63

2.03 1.70 1.41

2.03 1.72 1.45 1.21

2.02 1.72 1.48 1.24 1.04

2.01 1.71 1.47 1.27 1.07

2.36 1.97 1.69 1.46 1.28 1.08 .91

2.84 2.29 1.95 1.67 1.45 1.28 1.09 .92 .78

2.77 2.28 1.92 1.65 1.44 1.27 1.10 .93 .79

2.70 2.22 1.89 1.63 1.42 1.27 1.10 .93 .79

2.65 2.19 1.83 1.61 1.42 1.27 1.09 .93 .79

2.61 2.16 1.84 1.60 1.41 1.27 1.08 .92 .78 .66

3.28 2.59 2.14 1.82 1.59 1.40 1.26 1.07 .91 .77 .65

3.27 2.57 2.13 1.82 1.59 1.41 1.23 1.05 .90 .76 .64

4.22 3.24 2.61 2.02 1.81 1.57 1.37 1.21 1.03 .88 .75 .63

3.77d 4.15 3.11 2.51 2.09 1.79 1.52 1.35 1.18 1.00 .86 .74

4.93d 4.08 3.07 2.45 2.04 1.74 1.50 1.32 1.15 .98 .84 .73

4.05 3.02 2.41 1.99 1.71 1.48 1.30 1.11 .95 .82 .72

6.84d 6.21 3.00 2.37 1.97 1.68 1.46 1.27 1.08 .93 .81 .71

2.99 2.37 1.96 1.66 1.45 1.23 1.05 .91 .79

8.14d 4.04 2.99 2.36 1.96 1.67 1.40 1.19 1.03 .90 .79

4.08 3.02 2.39 1.97 1.63 1.37 1.17 1.01 .89

4.18 3.08 2.39 1.93 1.60 1.35 1.16 1.01

8.44t 6.57 4.21 3.05 2.36 1.91 1.59 1.35

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.99 1.62

2.03 1.68 1.39

2.03 1.69 1.43 1.20

2.02 1.69 1.43 1.22 1.03

1.99 1.67 1.42 1.22 1.05

2.35 1.93 1.63 1.39 1.20 1.04 .90

2.80 2.26 1.89 1.58 1.36 1.18 1.02 .90 .77

2.71 2.14 1.79 1.53 1.31 1.15 1.00 .88 .78

2.66 2.05 1.70 1.46 1.27 1.11 .98 .87 .77

2.57 1.99 1.61 1.40 1.22 1.08 .95 .85 .76

2.53 1.92 1.53 1.33 1.18 1.04 .93 .83 .74 .65

3.23 2.38 1.84 1.48 1.27 1.13 1.01 .90 .81 .73 .64

3.04 2.26 1.77 1.42 1.28 1.10 .98 .88 .79 .72 .63

3.55d 2.87 2.15 1.70 1.37 1.20 1.07 .95 .86 .78 .71 .63

3.33d 3.34d 2.75 2.08 1.64 1.35 1.18 1.04 .94 .84 .76 .70

3.47d 3.32d 2.66 2.02 1.60 1.34 1.16 1.03 .92 .84 .76 .69

3.35d 2.62 1.99 1.59 1.34 1.20 1.03 .92 .83 .75 .69

2.61 1.99 1.60 1.35 1.16 1.02 .91 .83 .75 .70

2.61 2.00 1.62 1.36 1.17 1.03 .92 .83 .76

2.63 2.02 1.64 1.37 1.19 1.04 .93 .84 .79

3.71 2.67 2.06 1.67 1.40 1.20 1.06 .95 .87

3.78 2.73 2.11 1.71 1.43 1.24 1.09 1.00

5.82t 6.10 3.89 2.81 2.19 1.78 1.50 1.32
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Up Cant Dn Cant Safety Factor: 45% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 225-235°

Fleet Number: RTE019 through to RTE021 6MUT

Configuration: Rail -0..50mm Unlocked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

125
115 Stafford, ST16 3HS
235 4
245 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.84 1.49

1.87 1.56 1.28

1.58 1.32 1.10

1.87 1.58 1.35 1.13 .94

1.85 1.57 1.35 1.15 .96

2.18 1.82 1.55 1.33 1.17 .98 .82

2.62 2.14 1.78 1.53 1.32 1.17 .99 .83 .69

2.54 2.08 1.75 1.51 1.31 1.16 .99 .84 .70

2.47 2.04 1.72 1.49 1.31 1.16 1.00 .84 .70

2.43 2.01 1.70 1.47 1.29 1.15 .99 .84 .70

2.40 1.98 1.69 1.46 1.29 1.16 .98 .83 .70 .54

2.99 2.35 1.96 1.67 1.46 1.29 1.15 .97 .81 .69 .54

4.01 3.01 2.29 1.94 1.66 1.45 1.29 1.12 .95 .80 .68 .53

3.84 2.95 2.38 1.97 1.68 1.43 1.26 1.10 .93 .78 .66 .52

4.12d 3.75 2.82 2.28 1.91 1.63 1.40 1.22 1.07 .90 .77 .64

4.93d 3.70 2.78 2.23 1.85 1.55 1.37 1.19 1.03 .88 .75 .62

3.66 2.72 2.17 1.81 1.55 1.34 1.18 1.00 .85 .73 .60

6.85d 5.62 2.70 2.16 1.79 1.52 1.31 1.15 .97 .83 .71 .59

2.71 2.13 1.76 1.51 1.31 1.10 .94 .81 .70

8.14t 2.71 2.14 1.77 1.51 1.26 1.07 .92 .79 .70

5.73 3.72 2.74 2.16 1.79 1.47 1.23 1.05 .90 .79

3.80 2.79 2.17 1.75 1.44 1.21 1.04 .90

8.47t 5.98 3.83 2.77 2.14 1.73 1.43 1.21

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.82 1.48

1.86 1.54 1.27

1.55 1.31 1.09

1.87 1.55 1.31 1.11 .93

1.83 1.53 1.30 1.11 .95

2.16 1.80 1.51 1.27 1.09 .94 .81

2.57 2.08 1.72 1.45 1.24 1.07 .93 .80 .69

2.49 1.95 1.64 1.39 1.20 1.04 .90 .79 .69

2.42 1.86 1.54 1.33 1.15 1.00 .88 .77 .68

2.35 1.81 1.45 1.26 1.10 .97 .85 .76 .67

2.26 1.76 1.37 1.19 1.05 .93 .83 .74 .64 .54

2.91 2.16 1.67 1.31 1.14 1.01 .90 .80 .72 .62 .53

4.01 2.75 2.05 1.58 1.26 1.09 .97 .87 .78 .70 .61 .52

3.55d 2.59 1.93 1.51 1.21 1.06 .94 .85 .76 .68 .59 .51

3.33d 3.34d 2.46 1.86 1.45 1.19 1.04 .92 .82 .74 .67 .58

3.44d 3.32d 2.38 1.80 1.41 1.18 1.03 .91 .82 .73 .66 .57

3.29 2.33 1.77 1.40 1.18 1.03 .90 .81 .73 .65 .57

2.32 1.76 1.41 1.19 1.03 .90 .81 .73 .66 .59

2.35 1.78 1.44 1.21 1.03 .91 .81 .73 .67

2.35 1.80 1.46 1.22 1.04 .92 .82 .75 .70

3.33 2.39 1.84 1.48 1.24 1.07 .94 .84 .77

3.41 2.45 1.89 1.53 1.28 1.10 .97 .89

5.82t 5.52 3.52 2.54 1.97 1.60 1.35 1.18
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Up Cant Dn Cant Safety Factor: 45% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 235-245°

Fleet Number: RTE019 through to RTE021 6LUT

Configuration: Rail -0..50mm Unlocked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

115
105 Stafford, ST16 3HS
245 4
255 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.83 1.47

1.86 1.54 1.27

1.86 1.57 1.31 1.09

1.85 1.55 1.34 1.12 .93

1.84 1.56 1.34 1.14 .96

2.16 1.80 1.54 1.33 1.16 .97 .81

2.56 2.11 1.77 1.52 1.32 1.16 .98 .82

2.49 2.06 1.74 1.50 1.31 1.16 .99 .83 .69

2.46 2.03 1.71 1.47 1.29 1.15 .99 .83 .70

2.40 1.98 1.69 1.45 1.29 1.15 .98 .82 .69

2.35 1.97 1.66 1.43 1.28 1.15 .97 .82 .69 .53

2.97 2.32 1.95 1.66 1.43 1.28 1.14 .96 .81 .68 .52

3.98 2.98 2.29 1.95 1.66 1.44 1.27 1.11 .94 .79 .66 .51

3.79 2.91 2.33 1.96 1.67 1.43 1.25 1.09 .92 .78 .65 .50

4.12d 3.72 2.83 2.26 1.90 1.50 1.39 1.21 1.06 .90 .76 .63

4.93d 3.67 2.76 2.21 1.83 1.55 1.36 1.18 1.03 .87 .74 .61

3.63 2.68 2.15 1.80 1.52 1.30 1.16 .99 .84 .72 .59

6.88d 5.56 2.67 2.14 1.76 1.49 1.31 1.13 .96 .82 .71 .58

2.68 2.12 1.76 1.49 1.30 1.09 .93 .80 .70

2.67 2.12 1.75 1.50 1.25 1.06 .91 .78 .69

5.67 3.68 2.71 2.14 1.77 1.46 1.22 1.04 .90 .78

3.76 2.77 2.14 1.73 1.42 1.20 1.03 .90

8.38t 5.94 3.78 2.75 2.12 1.70 1.42 1.20

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.80 1.46

1.85 1.52 1.26

1.86 1.54 1.29 1.08

1.84 1.53 1.29 1.10 .92

1.81 1.52 1.28 1.09 .93

2.14 1.76 1.48 1.26 1.08 .93 .80

2.55 2.05 1.69 1.43 1.22 1.05 .92 .79

2.46 1.93 1.62 1.38 1.18 1.03 .90 .79 .68

2.41 1.85 1.53 1.31 1.14 .99 .87 .77 .67

2.33 1.78 1.44 1.24 1.09 .96 .84 .75 .66

2.22 1.71 1.36 1.19 1.04 .92 .82 .73 .64 .53

2.89 2.13 1.64 1.30 1.15 1.00 .89 .79 .71 .62 .52

3.98 2.73 2.01 1.56 1.25 1.08 .96 .86 .77 .69 .60 .51

3.55d 2.57 1.92 1.49 1.20 1.06 .93 .84 .75 .68 .58 .50

3.37d 3.34d 2.44 1.83 1.44 1.18 1.03 .93 .82 .73 .66 .57

3.44d 3.31 2.35 1.78 1.40 1.17 1.03 .91 .80 .72 .65 .56

3.26 2.31 1.75 1.39 1.17 1.01 .89 .80 .72 .64 .56

2.30 1.74 1.40 1.17 1.01 .90 .79 .72 .64 .58

2.32 1.76 1.42 1.19 1.02 .90 .80 .72 .66

2.33 1.78 1.44 1.21 1.03 .91 .81 .74 .69

3.30 2.37 1.82 1.46 1.23 1.05 .93 .83 .76

3.37 2.43 1.87 1.51 1.26 1.09 .96 .89

5.71t 5.49 3.49 2.51 1.95 1.58 1.33 1.17
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Up Cant Dn Cant Safety Factor: 45% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 245-255°

Fleet Number: RTE019 through to RTE021 6KUT

Configuration: Rail -0..50mm Unlocked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609
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95 Stafford, ST16 3HS

255 4
265 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.67 1.33

1.70 1.41 1.15

1.71 1.43 1.19 .98

1.70 1.43 1.22 1.01 .83

1.67 1.41 1.22 1.04 .86

1.97 1.65 1.41 1.21 1.05 .87 .72

2.37 1.93 1.62 1.39 1.20 1.05 .88 .73 .56

2.29 1.89 1.59 1.36 1.19 1.05 .89 .74 .57

2.23 1.82 1.56 1.34 1.17 1.04 .89 .74 .58

2.19 1.80 1.54 1.28 1.17 1.04 .88 .73 .58

2.14 1.77 1.50 1.31 1.16 1.04 .87 .73 .57 .42

2.70 2.09 1.77 1.51 1.30 1.14 1.02 .86 .72 .56 .41

3.61 2.70 2.08 1.77 1.51 1.30 1.16 1.00 .84 .70 .54 .40

3.43 2.63 2.10 1.78 1.51 1.30 1.12 .98 .82 .69 .52 .39

4.08d 3.34 2.51 2.04 1.72 1.33 1.26 1.09 .95 .80 .66 .51

4.93 3.30 2.48 1.99 1.66 1.40 1.22 1.06 .92 .77 .63 .49

3.27 2.44 1.95 1.62 1.37 1.19 1.04 .88 .74 .61 .47

6.88d 4.99 2.39 1.92 1.58 1.34 1.17 1.01 .85 .72 .58 .46

2.39 1.91 1.57 1.34 1.16 .97 .82 .70 .57

2.40 1.91 1.57 1.34 1.12 .94 .80 .69 .56

5.12 3.31 2.43 1.92 1.59 1.30 1.08 .92 .79 .68

3.38 2.49 1.92 1.54 1.27 1.07 .91 .79

8.38t 5.35 3.40 2.47 1.90 1.53 1.26 1.06

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.64 1.33

1.70 1.39 1.14

1.71 1.41 1.17 .97

1.68 1.40 1.17 .99 .82

1.65 1.38 1.17 .99 .84

1.97 1.61 1.34 1.14 .97 .84 .71

2.33 1.86 1.54 1.30 1.10 .95 .82 .71 .56

2.23 1.75 1.46 1.24 1.06 .92 .80 .70 .56

2.19 1.67 1.37 1.17 1.01 .89 .77 .68 .55

2.11 1.60 1.29 1.11 .97 .85 .75 .65 .53

2.00 1.53 1.24 1.05 .93 .82 .72 .62 .51 .41

2.62 1.91 1.46 1.15 1.00 .88 .78 .70 .59 .49 .40

3.61 2.43 1.79 1.39 1.10 .95 .84 .75 .67 .56 .47 .39

3.28 2.27 1.69 1.31 1.05 .92 .83 .73 .64 .54 .46 .38

3.37d 3.06 2.16 1.61 1.25 1.02 .90 .80 .72 .61 .52 .45

3.44d 2.95 2.08 1.56 1.22 1.01 .88 .79 .69 .60 .51 .44

2.89 2.03 1.53 1.21 1.02 .87 .77 .69 .59 .51 .44

2.02 1.52 1.22 1.06 .88 .78 .69 .59 .51 .45

2.04 1.54 1.24 1.04 .88 .78 .69 .60 .52

2.06 1.57 1.26 1.05 .90 .79 .71 .62 .56

2.94 2.09 1.60 1.28 1.07 .92 .81 .72 .66

3.01 2.16 1.65 1.33 1.11 .95 .84 .78

5.73t 4.94 3.13 2.24 1.73 1.40 1.18 1.04
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Up Cant Dn Cant Safety Factor: 45% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 255-265°

Fleet Number: RTE019 through to RTE021 6JUT

Configuration: Rail -0..50mm Unlocked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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85 Stafford, ST16 3HS

265 4
275 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.61 1.28

1.36 1.10

1.65 1.38 1.15 .94

1.64 1.38 1.18 .97 .80

1.61 1.36 1.18 1.00 .82

1.90 1.59 1.36 1.17 1.01 .84 .69

2.29 1.86 1.56 1.34 1.16 1.01 .85 .70 .52

2.21 1.82 1.53 1.31 1.15 1.01 .85 .70 .53

2.15 1.76 1.50 1.29 1.13 1.00 .85 .70 .53

2.11 1.73 1.48 1.23 1.12 1.00 .85 .70 .53

2.06 1.71 1.45 1.26 1.11 1.00 .84 .69 .52 .37

2.60 2.02 1.70 1.43 1.25 1.10 .98 .82 .69 .51 .37

3.48 2.60 2.00 1.70 1.45 1.25 1.11 .96 .81 .66 .50 .36

3.30 2.54 2.04 1.71 1.46 1.25 1.08 .94 .79 .64 .48 .35

4.08d 3.20 2.40 1.97 1.65 1.27 1.21 1.05 .91 .76 .61 .46

4.81 3.17 2.38 1.91 1.59 1.34 1.17 1.02 .88 .73 .59 .44

3.14 2.34 1.87 1.55 1.31 1.14 1.00 .84 .71 .56 .42

6.88d 4.78 2.29 1.84 1.52 1.29 1.12 .97 .81 .68 .53 .41

2.30 1.83 1.51 1.28 1.11 .93 .78 .66 .52

8.14t 2.30 1.83 1.51 1.29 1.07 .90 .76 .64 .51

4.95 3.19 2.33 1.84 1.52 1.24 1.03 .87 .75 .63

3.25 2.40 1.85 1.48 1.21 1.02 .87 .75

8.35t 5.15 3.29 2.37 1.83 1.47 1.21 1.01

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.59 1.28

1.34 1.09

1.65 1.35 1.13 .93

1.62 1.35 1.13 .95 .79

1.59 1.33 1.12 .95 .80

1.90 1.55 1.30 1.09 .94 .80 .68

2.25 1.80 1.48 1.25 1.06 .91 .78 .67 .52

2.16 1.69 1.41 1.19 1.02 .88 .76 .66 .52

2.10 1.60 1.31 1.12 .97 .85 .74 .63 .50

2.03 1.54 1.23 1.06 .93 .81 .71 .60 .49

1.93 1.47 1.18 1.00 .88 .78 .69 .57 .47 .37

2.52 1.83 1.39 1.09 .95 .84 .74 .65 .54 .45 .36

3.48 2.33 1.71 1.32 1.04 .90 .80 .71 .61 .52 .43 .35

3.15 2.18 1.61 1.25 .99 .87 .78 .69 .59 .50 .41 .34

3.37d 2.93 2.06 1.53 1.19 .96 .85 .76 .67 .56 .47 .40

3.44d 2.82 1.98 1.48 1.15 .96 .83 .74 .64 .55 .46 .39

2.76 1.94 1.45 1.14 .96 .83 .73 .64 .54 .46 .39

1.93 1.44 1.16 1.01 .83 .73 .63 .54 .46 .41

1.94 1.46 1.17 .98 .84 .74 .64 .55 .47

1.96 1.49 1.19 .99 .85 .75 .66 .57 .51

2.81 2.00 1.53 1.22 1.01 .87 .77 .68 .60

2.88 2.06 1.58 1.26 1.05 .90 .80 .74

5.80t 4.76 3.00 2.14 1.65 1.34 1.12 .99
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(m)
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Up Cant Dn Cant Safety Factor: 45% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 265-275°

Fleet Number: RTE019 through to RTE021 6IUT

Configuration: Rail -0..50mm Unlocked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

85
65 Stafford, ST16 3HS

275 4
295 356

20
340 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.57 1.25

1.61 1.32 1.07

1.61 1.35 1.12 .91

1.60 1.33 1.14 .94 .77

1.58 1.33 1.15 .97 .80

1.86 1.55 1.32 1.14 .98 .81 .66

2.23 1.81 1.52 1.30 1.13 .99 .82 .67

2.14 1.77 1.49 1.27 1.11 .98 .83 .68 .50

2.09 1.70 1.46 1.26 1.10 .97 .83 .68 .50

2.05 1.68 1.44 1.23 1.09 .97 .82 .68 .50

2.00 1.67 1.40 1.23 1.08 .97 .81 .67 .49 .34

2.53 1.96 1.65 1.41 1.21 1.08 .96 .80 .65 .48 .34

3.39 2.53 1.94 1.65 1.41 1.22 1.08 .93 .78 .63 .46 .33

3.20 2.47 1.97 1.66 1.42 1.21 1.05 .91 .76 .61 .45 .32

4.08d 3.11 2.34 1.91 1.60 1.24 1.17 1.02 .88 .74 .58 .43

4.68 3.08 2.31 1.86 1.54 1.30 1.14 .99 .85 .71 .55 .41

3.05 2.27 1.81 1.51 1.27 1.10 .97 .82 .68 .52 .39

6.88d 4.65 2.22 1.78 1.47 1.24 1.09 .94 .78 .65 .50 .38

2.23 1.77 1.46 1.24 1.08 .90 .76 .62 .49

2.24 1.77 1.46 1.24 1.04 .87 .73 .60 .48

4.82 3.09 2.27 1.79 1.48 1.20 1.00 .84 .72 .60

3.17 2.33 1.79 1.43 1.18 .98 .84 .72

8.29t 5.04 3.18 2.30 1.77 1.41 1.16 .98

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.55 1.24

1.60 1.30 1.06

1.61 1.32 1.09 .90

1.59 1.31 1.10 .92 .76

1.55 1.30 1.09 .92 .78

1.85 1.51 1.26 1.06 .91 .77 .64

2.19 1.76 1.44 1.21 1.03 .88 .76 .63

2.10 1.64 1.37 1.15 .99 .85 .74 .62 .48

2.06 1.56 1.27 1.09 .94 .82 .71 .60 .47

1.97 1.49 1.19 1.03 .90 .78 .69 .56 .45

1.87 1.42 1.15 .97 .85 .75 .65 .54 .44 .34

2.45 1.77 1.34 1.05 .92 .81 .71 .61 .51 .41 .33

3.39 2.29 1.66 1.27 1.01 .86 .77 .69 .57 .48 .39 .32

3.05 2.11 1.56 1.20 .95 .84 .76 .65 .55 .46 .38 .31

3.37d 2.84 1.99 1.48 1.14 .92 .81 .73 .62 .52 .44 .37

3.44d 2.73 1.91 1.42 1.11 .92 .82 .72 .60 .51 .43 .36

2.67 1.87 1.39 1.10 .92 .79 .70 .60 .50 .43 .36

1.86 1.39 1.11 .97 .80 .70 .59 .50 .43 .38

1.88 1.41 1.13 .94 .80 .70 .60 .51 .44

1.89 1.44 1.15 .96 .81 .72 .62 .53 .48

2.72 1.93 1.47 1.17 .98 .84 .73 .65 .57

2.79 1.99 1.52 1.22 1.01 .87 .76 .71

5.77t 4.63 2.91 2.08 1.60 1.29 1.09 .95
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Up Cant Dn Cant Safety Factor: 45% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 275-295°

Fleet Number: RTE019 through to RTE021 6HUT

Configuration: Rail -0..50mm Unlocked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

65
55 Stafford, ST16 3HS

295 4
305 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.59 1.27

1.62 1.34 1.09

1.62 1.36 1.13 .92

1.62 1.36 1.16 .96 .78

1.59 1.35 1.16 .98 .81

1.89 1.57 1.33 1.15 1.00 .82 .67

2.22 1.84 1.53 1.31 1.14 1.00 .83 .68 .50

2.18 1.75 1.51 1.30 1.12 .99 .84 .69 .51

2.12 1.75 1.43 1.27 1.11 .99 .84 .69 .51

2.08 1.69 1.45 1.26 1.10 .98 .84 .69 .51

2.03 1.69 1.44 1.22 1.10 .99 .83 .68 .50 .36

2.55 2.00 1.65 1.43 1.22 1.10 .97 .81 .67 .49 .35

3.42 2.57 1.95 1.65 1.41 1.23 1.10 .95 .79 .65 .48 .34

3.24 2.50 2.03 1.68 1.43 1.22 1.06 .92 .77 .62 .46 .33

4.12d 3.16 2.38 1.93 1.62 1.38 1.19 1.03 .90 .75 .59 .44

4.75 3.12 2.34 1.88 1.56 1.31 1.15 1.00 .86 .72 .56 .42

3.08 2.27 1.83 1.53 1.28 1.11 .98 .83 .69 .54 .41

4.74 2.26 1.81 1.50 1.27 1.10 .96 .80 .67 .51 .40

7.67t 2.27 1.78 1.47 1.26 1.09 .91 .76 .64 .50

3.10 2.27 1.80 1.48 1.26 1.05 .88 .74 .62 .49

3.14 2.31 1.82 1.50 1.22 1.02 .86 .73 .61

3.23 2.37 1.82 1.46 1.19 1.00 .85 .73

8.23t 5.15 3.25 2.34 1.80 1.44 1.18 .99

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.57 1.26

1.61 1.32 1.07

1.62 1.34 1.11 .91

1.60 1.33 1.11 .93 .77

1.57 1.31 1.10 .93 .79

1.86 1.53 1.27 1.08 .91 .78 .66

2.21 1.79 1.47 1.22 1.04 .89 .77 .65 .50

2.14 1.67 1.39 1.17 1.00 .86 .75 .63 .50

2.07 1.57 1.29 1.11 .95 .83 .72 .61 .48

1.99 1.52 1.21 1.04 .91 .80 .70 .58 .47

1.90 1.45 1.12 .98 .86 .76 .66 .55 .45 .35

2.48 1.79 1.36 1.07 .95 .82 .72 .62 .52 .43 .34

3.42 2.31 1.68 1.28 1.02 .88 .78 .70 .59 .50 .41 .33

3.10 2.15 1.59 1.22 .97 .85 .75 .67 .56 .47 .39 .32

3.37d 2.88 2.02 1.50 1.16 .94 .82 .73 .64 .54 .46 .38

3.44d 2.77 1.94 1.45 1.12 .93 .81 .72 .63 .52 .44 .37

2.71 1.90 1.42 1.12 .94 .81 .71 .61 .52 .44 .38

1.89 1.42 1.13 .94 .81 .71 .61 .52 .44 .39

1.91 1.43 1.15 .96 .82 .71 .62 .52 .45

1.92 1.46 1.17 .97 .83 .73 .63 .54 .49

2.77 1.96 1.50 1.19 .99 .85 .75 .66 .58

2.84 2.02 1.55 1.24 1.03 .88 .78 .72

5.73t 4.74 2.96 2.11 1.62 1.31 1.10 .97
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Up Cant Dn Cant Safety Factor: 45% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 295-305°

Fleet Number: RTE019 through to RTE021 6GUT

Configuration: Rail -0..50mm Unlocked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

55
45 Stafford, ST16 3HS

305 4
315 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.66 1.33

1.70 1.40 1.14

1.70 1.42 1.19 .97

1.69 1.41 1.21 1.01 .83

1.66 1.40 1.21 1.03 .85

1.97 1.64 1.40 1.21 1.05 .87 .72

2.36 1.92 1.61 1.38 1.19 1.05 .88 .73 .55

2.28 1.88 1.57 1.35 1.18 1.04 .89 .73 .57

2.21 1.84 1.55 1.34 1.17 1.03 .88 .73 .57

2.17 1.79 1.50 1.32 1.15 1.03 .88 .73 .57

2.14 1.77 1.51 1.31 1.15 1.03 .87 .72 .56 .41

2.68 2.11 1.75 1.49 1.30 1.15 1.02 .86 .72 .55 .40

3.59 2.69 2.03 1.74 1.49 1.30 1.15 1.00 .84 .70 .54 .40

3.43 2.63 2.14 1.69 1.47 1.28 1.12 .97 .82 .68 .52 .38

4.08d 3.34 2.53 2.04 1.70 1.45 1.22 1.09 .95 .79 .65 .50

4.93d 3.28 2.47 1.98 1.63 1.41 1.21 1.06 .92 .77 .63 .48

3.25 2.42 1.93 1.60 1.37 1.19 1.04 .88 .74 .60 .47

5.02 2.40 1.91 1.58 1.34 1.17 1.01 .84 .71 .58 .45

7.62d 2.40 1.90 1.57 1.30 1.16 .97 .82 .70 .56

3.29 2.41 1.90 1.47 1.34 1.11 .94 .80 .68 .56

8.52d 3.33 2.44 1.92 1.58 1.29 1.08 .91 .78 .68

3.41 2.50 1.93 1.54 1.27 1.06 .90 .78

8.17t 5.43 3.45 2.47 1.90 1.52 1.25 1.06

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.65 1.32

1.69 1.39 1.13

1.70 1.40 1.17 .97

1.68 1.40 1.17 .99 .82

1.65 1.37 1.16 .98 .84

1.96 1.60 1.34 1.13 .97 .83 .71

2.33 1.86 1.53 1.29 1.10 .94 .81 .70 .55

2.23 1.74 1.46 1.24 1.06 .91 .79 .69 .56

2.17 1.66 1.37 1.17 1.01 .88 .77 .67 .54

2.10 1.61 1.27 1.10 .96 .84 .74 .64 .53

2.01 1.53 1.19 1.04 .91 .81 .71 .61 .51 .41

2.60 1.90 1.45 1.15 .98 .87 .78 .69 .58 .49 .40

3.59 2.44 1.80 1.37 1.09 .95 .84 .74 .66 .56 .47 .39

3.27 2.28 1.69 1.30 1.04 .91 .80 .72 .63 .54 .45 .38

3.33d 3.05 2.15 1.61 1.25 1.01 .89 .78 .70 .61 .52 .44

3.44d 2.95 2.07 1.55 1.22 1.01 .87 .77 .69 .59 .50 .43

2.89 2.03 1.52 1.20 1.01 .89 .77 .68 .58 .50 .43

2.02 1.52 1.21 1.01 .89 .76 .68 .58 .50 .45

2.05 1.54 1.23 1.02 .88 .77 .69 .59 .52

2.05 1.56 1.25 1.04 .89 .78 .70 .61 .55

2.94 2.09 1.60 1.28 1.07 .91 .80 .72 .65

3.02 2.15 1.65 1.33 1.10 .95 .83 .77

5.67t 5.01 3.14 2.24 1.73 1.39 1.17 1.03
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Up Cant Dn Cant Safety Factor: 45% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 305-315°

Fleet Number: RTE019 through to RTE021 6FUT

Configuration: Rail -0..50mm Unlocked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

45
35 Stafford, ST16 3HS

315 4
325 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.78 1.44

1.82 1.51 1.24

1.82 1.53 1.28 1.06

1.81 1.52 1.31 1.09 .90

1.79 1.51 1.30 1.11 .93

2.11 1.76 1.49 1.30 1.13 .94 .79

2.52 2.05 1.72 1.47 1.29 1.13 .95 .80 .65

2.44 2.00 1.70 1.46 1.26 1.12 .96 .80 .66

2.39 1.95 1.66 1.43 1.26 1.12 .96 .80 .67

2.34 1.93 1.64 1.41 1.25 1.11 .95 .80 .66

2.31 1.90 1.61 1.39 1.24 1.11 .95 .79 .66 .50

2.89 2.29 1.89 1.61 1.39 1.24 1.10 .94 .78 .65 .49

2.91 2.29 1.88 1.61 1.40 1.25 1.08 .91 .77 .63 .48

3.70 2.85 2.30 1.74 1.60 1.39 1.21 1.06 .89 .75 .61 .47

3.97d 3.64 2.74 2.22 1.83 1.55 1.34 1.18 1.03 .87 .73 .59

4.92d 3.57 2.69 2.14 1.79 1.52 1.30 1.15 1.00 .84 .71 .57

3.55 2.65 2.11 1.75 1.48 1.28 1.13 .96 .81 .69 .56

5.47 2.62 2.07 1.71 1.46 1.27 1.10 .93 .79 .68 .55

5.53 3.56 2.62 2.06 1.71 1.45 1.26 1.06 .90 .77 .66

2.62 2.06 1.70 1.45 1.21 1.03 .88 .76 .66

3.60 2.64 2.08 1.72 1.42 1.18 1.00 .86 .76

3.71 2.72 2.09 1.68 1.38 1.16 1.00 .86

8.09t 5.94 3.75 2.69 2.07 1.66 1.37 1.16

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.77 1.43

1.81 1.49 1.22

1.82 1.50 1.26 1.05

1.81 1.50 1.26 1.07 .89

1.77 1.47 1.26 1.06 .91

2.09 1.73 1.46 1.23 1.05 .90 .77

2.48 2.01 1.65 1.40 1.19 1.02 .89 .77 .65

2.41 1.87 1.57 1.33 1.15 1.00 .87 .76 .65

2.35 1.79 1.48 1.27 1.10 .96 .84 .74 .63

2.27 1.73 1.38 1.20 1.06 .93 .82 .72 .62

2.23 1.66 1.31 1.15 1.01 .89 .79 .70 .60 .49

2.84 2.07 1.59 1.26 1.09 .97 .86 .76 .68 .58 .48

2.65 1.96 1.51 1.20 1.04 .93 .83 .74 .66 .56 .47

3.54d 2.49 1.85 1.44 1.16 1.01 .91 .80 .72 .63 .54 .46

3.33d 3.34d 2.37 1.77 1.39 1.13 .99 .89 .78 .70 .62 .53

3.45d 3.24 2.29 1.72 1.35 1.12 .98 .87 .77 .69 .61 .53

3.18 2.25 1.69 1.34 1.12 .97 .85 .77 .69 .60 .53

2.23 1.69 1.35 1.14 .97 .86 .76 .69 .60 .54

2.24 1.70 1.37 1.14 .99 .86 .77 .69 .62

2.27 1.73 1.39 1.16 1.00 .87 .78 .71 .65

3.23 2.30 1.77 1.42 1.18 1.02 .89 .80 .73

3.31 2.37 1.82 1.46 1.22 1.05 .92 .85

5.52t 5.48 3.43 2.46 1.90 1.53 1.29 1.13
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Up Cant Dn Cant Safety Factor: 45% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 315-325°

Fleet Number: RTE019 through to RTE021 6EUT

Configuration: Rail -0..50mm Unlocked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

35
25 Stafford, ST16 3HS

325 4
335 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.01 1.64

2.05 1.71 1.41

1.73 1.46 1.22

2.04 1.72 1.48 1.25 1.05

2.01 1.71 1.48 1.27 1.07

2.37 1.99 1.69 1.47 1.29 1.09 .92

2.85 2.31 1.95 1.67 1.46 1.29 1.10 .93 .78

2.76 2.28 1.92 1.65 1.44 1.28 1.10 .93 .79

2.71 2.23 1.89 1.63 1.43 1.27 1.10 .94 .79

2.65 2.19 1.85 1.61 1.42 1.27 1.10 .93 .79

2.63 2.17 1.85 1.60 1.41 1.27 1.09 .92 .79 .67

3.30 2.61 2.16 1.84 1.60 1.40 1.26 1.07 .91 .78 .66

3.29 2.61 2.16 1.83 1.59 1.42 1.24 1.06 .90 .77 .65

4.26 3.26 2.61 1.96 1.84 1.59 1.39 1.21 1.03 .88 .76 .64

3.81d 4.18 3.15 2.54 2.10 1.68 1.55 1.35 1.19 1.01 .86 .74

4.92d 4.12 3.07 2.46 2.05 1.73 1.51 1.33 1.15 .98 .85 .73

4.09 3.05 2.43 2.01 1.69 1.49 1.30 1.12 .96 .82 .72

3.03 2.40 1.99 1.69 1.46 1.28 1.09 .93 .81 .71

4.10 3.01 2.38 1.96 1.67 1.46 1.23 1.06 .91 .80

6.45 3.02 2.39 1.85 1.68 1.41 1.20 1.04 .90 .79

6.54 4.19 3.06 2.41 1.99 1.64 1.38 1.18 1.02 .90

8.72t 4.27 3.12 2.42 1.95 1.61 1.36 1.17 1.02

7.99t 6.82 4.32 3.10 2.40 1.93 1.60 1.36

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.00 1.63

2.04 1.69 1.40

1.70 1.43 1.21

2.04 1.69 1.43 1.23 1.04

1.99 1.68 1.43 1.22 1.05

2.37 1.94 1.63 1.40 1.21 1.04 .91

2.82 2.26 1.89 1.60 1.36 1.18 1.03 .90 .78

2.71 2.16 1.80 1.53 1.32 1.15 1.01 .89 .78

2.66 2.07 1.70 1.47 1.28 1.11 .98 .87 .77

2.60 2.00 1.63 1.41 1.22 1.08 .96 .85 .76

2.49 1.93 1.54 1.34 1.18 1.05 .93 .83 .75 .66

3.23 2.39 1.85 1.48 1.28 1.13 1.01 .91 .81 .73 .65

3.06 2.27 1.78 1.43 1.24 1.10 .98 .88 .79 .72 .64

3.55d 2.89 2.18 1.71 1.38 1.21 1.07 .96 .87 .78 .71 .63

3.33d 3.38d 2.77 2.09 1.65 1.36 1.18 1.05 .94 .85 .77 .70

3.48d 3.33d 2.69 2.04 1.61 1.35 1.17 1.03 .93 .84 .76 .70

3.39d 2.64 2.01 1.60 1.35 1.17 1.03 .92 .83 .76 .70

2.63 2.01 1.62 1.35 1.18 1.03 .92 .83 .76 .70

2.64 2.03 1.64 1.38 1.18 1.03 .92 .84 .77

2.67 2.04 1.65 1.39 1.19 1.05 .93 .85 .79

3.79 2.71 2.08 1.68 1.41 1.21 1.07 .95 .87

3.86 2.77 2.14 1.73 1.45 1.25 1.10 1.00

5.43t 6.37 4.00 2.86 2.22 1.80 1.51 1.32
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Up Cant Dn Cant Safety Factor: 45% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 325-335°

Fleet Number: RTE019 through to RTE021 6DUT

Configuration: Rail -0..50mm Unlocked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.

mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk


Rail-Ability Ltd RACD-10000609

25
15 Stafford, ST16 3HS

335 4
345 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.42 2.00

2.45 2.06 1.73

2.08 1.77 1.50

2.45 2.07 1.80 1.53 1.30

2.42 2.06 1.80 1.56 1.33 1.13

2.84 2.40 2.05 1.78 1.57 1.34 1.15

3.37 2.81 2.36 2.03 1.77 1.56 1.35 1.16 1.00

3.33 2.76 2.32 2.00 1.75 1.56 1.36 1.17 1.01

3.28 2.71 2.30 1.99 1.74 1.55 1.36 1.17 1.01

3.23 2.67 2.27 1.97 1.74 1.55 1.36 1.17 1.01

3.19 2.65 2.24 1.92 1.71 1.55 1.35 1.16 1.00 .87

4.01 3.19 2.62 2.24 1.94 1.73 1.54 1.33 1.15 1.00 .87

4.02 3.19 2.60 2.23 1.95 1.73 1.52 1.32 1.13 .98 .86

4.43d 3.99 3.18 2.64 2.25 1.93 1.69 1.50 1.29 1.11 .97 .85

3.81d 5.18 3.89 3.10 2.58 2.21 1.88 1.67 1.47 1.27 1.10 .96 .85

4.91d 5.12 3.82 3.05 2.52 2.16 1.84 1.64 1.44 1.24 1.08 .95

5.10 3.74 3.00 2.48 2.12 1.84 1.62 1.41 1.21 1.06 .94

6.82d 3.75 2.98 2.46 2.09 1.81 1.59 1.37 1.19 1.04 .93

7.87 5.08 3.75 2.97 2.45 2.08 1.81 1.55 1.34 1.17 1.03

3.76 2.96 2.45 2.09 1.77 1.52 1.32 1.16 1.03

5.19 3.78 2.99 2.47 2.05 1.74 1.50 1.30 1.15

5.27 3.86 3.00 2.42 2.02 1.72 1.49 1.30

8.02t 8.46 5.31 3.84 2.97 2.41 2.01 1.72

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.40 1.99

2.45 2.04 1.72

2.06 1.75 1.49

2.44 2.05 1.75 1.51 1.30

2.41 2.03 1.74 1.50 1.31 1.13

2.84 2.35 1.99 1.72 1.49 1.31 1.14

3.37 2.74 2.30 1.95 1.68 1.46 1.29 1.14 1.00

3.30 2.62 2.20 1.89 1.64 1.44 1.26 1.12 1.00

3.24 2.54 2.12 1.82 1.59 1.40 1.24 1.10 .99

3.18 2.49 2.01 1.75 1.54 1.36 1.22 1.09 .97

3.07 2.41 1.95 1.69 1.49 1.33 1.18 1.07 .96 .87

3.96 2.95 2.33 1.89 1.64 1.46 1.29 1.16 1.05 .95 .86

3.79 2.86 2.25 1.84 1.59 1.41 1.27 1.14 1.03 .93 .85

3.61d 3.63 2.74 2.19 1.79 1.56 1.40 1.24 1.12 1.01 .92 .85

3.33d 3.34d 3.43d 2.67 2.13 1.76 1.54 1.38 1.22 1.10 1.00 .92 .85

3.45d 3.37d 3.39d 2.62 2.09 1.75 1.52 1.36 1.21 1.09 .99 .91

3.36d 3.32d 2.59 2.07 1.75 1.52 1.34 1.20 1.09 .99 .91

3.32d 2.58 2.09 1.76 1.52 1.35 1.20 1.08 .99 .92

3.39 2.59 2.12 1.77 1.54 1.35 1.21 1.09 1.00

3.39 2.62 2.13 1.79 1.55 1.36 1.22 1.11 1.02

4.77 3.44 2.66 2.16 1.82 1.57 1.38 1.24 1.13

4.85 3.50 2.71 2.20 1.85 1.60 1.41 1.28

5.53t 7.94 4.98 3.59 2.79 2.27 1.92 1.67
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Up Cant Dn Cant Safety Factor: 45% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 335-345°

Fleet Number: RTE019 through to RTE021 6CUT

Configuration: Rail -0..50mm Unlocked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

15
5 Stafford, ST16 3HS

345 4
355 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.25 2.72

3.27 2.79 2.37

2.80 2.42 2.08

3.27 2.81 2.43 2.11 1.83

3.25 2.78 2.43 2.13 1.85 1.61

3.81 3.21 2.76 2.42 2.14 1.87 1.63

4.57 3.77 3.19 2.75 2.41 2.14 1.88 1.64 1.44

4.51 3.69 3.14 2.72 2.39 2.13 1.88 1.65 1.45

4.44 3.67 3.08 2.71 2.38 2.13 1.89 1.65 1.45

4.37 3.64 3.09 2.69 2.37 2.12 1.88 1.64 1.45

4.37 3.61 3.08 2.66 2.36 2.12 1.87 1.64 1.44 1.28

5.49 4.31 3.60 3.07 2.67 2.36 2.10 1.86 1.63 1.43 1.27

5.43 4.28 3.59 3.07 2.66 2.35 2.08 1.84 1.61 1.43 1.27

4.36d 5.38 4.27 3.46 3.03 2.64 2.32 2.07 1.82 1.59 1.41 1.26

3.52d 5.21d 5.36 4.26 3.53 2.89 2.61 2.30 2.05 1.79 1.58 1.40 1.25

4.88d 6.46d 5.30 4.22 3.50 2.97 2.59 2.28 2.02 1.76 1.56 1.39

7.13 5.26 4.18 3.46 2.93 2.56 2.26 1.97 1.73 1.54 1.38

6.83d 7.12 5.24 4.15 3.43 2.93 2.54 2.23 1.95 1.71 1.52 1.37

7.41t 5.23 4.13 3.42 2.91 2.53 2.19 1.92 1.69 1.51

7.87t 5.24 4.14 3.42 2.92 2.49 2.16 1.89 1.68 1.51

7.21 5.27 4.17 3.45 2.88 2.46 2.14 1.88 1.67

7.31 5.35 4.18 3.40 2.85 2.44 2.13 1.88

7.92t 11.46 7.34 5.33 4.16 3.38 2.84 2.44

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.23 2.71

3.27 2.76 2.36

2.78 2.39 2.06

3.27 2.76 2.39 2.08 1.82

3.24 2.75 2.38 2.08 1.83 1.60

3.79 3.19 2.71 2.36 2.06 1.83 1.62

4.53 3.72 3.11 2.67 2.31 2.04 1.81 1.61 1.43

4.47 3.60 3.03 2.60 2.27 2.01 1.79 1.60 1.44

4.42 3.50 2.94 2.54 2.23 1.97 1.76 1.58 1.43

4.33 3.44 2.85 2.48 2.18 1.93 1.73 1.56 1.41

4.23 3.38 2.81 2.41 2.13 1.90 1.71 1.54 1.40 1.27

5.44 4.13 3.30 2.71 2.35 2.09 1.77t 1.68 1.52 1.39 1.27

4.32d 4.02 3.22 2.66 2.31 2.06 1.83 1.66 1.51 1.37 1.26

3.55d 3.69d 3.89t 3.15 2.61 2.27 2.02 1.81 1.64 1.49 1.36 1.25

3.34d 3.33d 3.48d 3.62d 3.10 2.58 2.26 2.00 1.80 1.62 1.48 1.35 1.25

3.46d 3.33d 3.34d 3.52d 3.05 2.58 2.24 1.98 1.78 1.61 1.47 1.35

3.36d 3.32d 3.46d 3.04 2.58 2.25 1.99 1.78 1.61 1.47 1.35

3.37d 3.41d 3.53d 3.07 2.58 2.25 1.98 1.77 1.61 1.47 1.36

4.66d 3.76 3.07 2.60 2.25 1.98 1.78 1.61 1.48

4.87 3.79 3.09 2.62 2.26 2.00 1.79 1.62 1.50

6.78 4.91 3.83 3.12 2.64 2.28 2.02 1.81 1.65

6.87 4.98 3.88 3.17 2.67 2.32 2.05 1.85

5.46t 9.07t 6.99 5.06 3.96 3.24 2.74 2.39
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Up Cant Dn Cant Safety Factor: 45% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 345-355°

Fleet Number: RTE019 through to RTE021 6BUT

Configuration: Rail -0..50mm Unlocked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

15
355 Stafford, ST16 3HS
345 4

5 356
20

340 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

5.57s 5.04d

5.16s 5.21s 5.41d

5.13s 5.17s 5.12t

5.11s 4.98s 5.04t 4.77t

5.22s 5.27s 5.22s 5.05t 4.83t

6.10d 5.86s 5.56s 5.41s 5.10t 4.82t 4.57t

7.48d 7.00s 6.37s 5.95s 5.60s 5.19t 4.85t 4.61t 3.76d

7.44s 8.02s 7.00s 6.38s 5.79t 5.31t 4.92t 4.64t 4.35d

7.31s 8.35s 7.77t 6.74t 6.01t 5.45t 5.02t 4.69t 4.46t

7.60s 8.55s 8.44t 7.14t 6.25t 5.62t 5.14t 4.78t 4.54t

8.63s 9.21s 9.24t 7.62t 6.56t 5.83t 5.29t 4.88t 4.61t 4.09d

8.98s 9.58s 9.94d 9.81s 8.16t 6.89t 6.06t 5.45t 5.01t 4.70t 4.24t

9.05t 10.35s 10.36s 10.06s 8.75t 7.26t 6.31t 5.64t 5.15t 4.81t 4.33t

6.64d 9.89d 11.04t 10.95s 10.39s 9.30t 7.63t 6.57t 5.84t 5.31t 4.95t 4.35t

5.70d 7.96d 11.13d 12.32s 11.64d 10.80s 9.59s 8.02t 6.85t 6.05t 5.47t 5.09t

7.35d 9.84d 12.87d 13.48s 12.30d 11.05s 9.66s 8.40t 7.13t 6.27t 5.66t 5.19t

11.94d 15.37d 14.55s 12.92s 11.17s 9.70s 8.59s 7.41t 6.49t 5.86t 5.22t

18.07d 15.49d 13.21s 11.19s 9.76s 8.63s 7.70t 6.73t 6.07t 5.09t

17.64d 19.58s 16.08s 13.29s 11.29s 9.81s 8.69s 7.81s 6.99t 6.12t

20.56s 16.26s 13.38s 11.39s 9.91s 8.81s 7.89s 6.91s 5.44d

27.54d 20.88s 16.45s 13.56s 11.60s 10.08s 8.79s 7.56s 6.16s

29.00s 21.23s 16.68s 13.69s 11.46s 9.73s 8.12s 6.52s

11.12t 19.28t 27.69s 20.23s 15.82s 12.73s 10.41s 8.40s

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

5.07s 4.61d

5.16s 4.32s 4.20d

4.37s 4.20s 3.94d

4.37s 3.79s 3.72d 3.67d

5.10s 4.35s 3.78s 3.61d 3.51d

5.97s 5.01s 4.32s 3.87s 3.31s 3.40d 3.42d

7.16s 5.89s 4.97s 4.28s 3.73s 3.31s 3.41d 3.38d 3.37d

7.03s 5.78s 4.89s 4.23s 3.72s 3.30s 3.30d 3.30d 3.32d

7.08s 5.87s 4.84s 4.31s 3.68s 3.29s 3.38d 3.34d 3.34d

6.78s 5.62s 5.20s 4.42s 3.66s 3.28s 3.67d 3.32d 3.35d

7.14s 5.58s 4.75s 4.13s 3.65s 3.23t 3.58t 3.41d 3.34d 3.47d

8.73s 6.70s 5.54s 4.73s 4.12s 3.97s 2.65t 3.58t 3.53d 3.40d 3.43d

6.50d 6.43t 5.55s 5.01s 4.00t 3.10t 2.76t 3.63d 3.68d 3.61d 3.48d

5.31d 5.51d 5.26t 5.90t 3.79t 3.28t 3.05t 3.03t 3.84d 3.77d 3.72d 3.59d

4.98d 5.06d 5.14d 5.41d 4.63t 6.31t 3.55t 3.39t 3.14t 4.10d 3.93d 3.83d

5.16d 4.97d 5.00d 5.19d 5.26t 4.96t 3.87t 3.55t 3.84t 4.42d 3.99d 3.80d

5.02d 4.97d 5.17d 5.98t 4.92t 4.27t 3.91t 4.69d 4.44d 4.36d 3.91d

4.97d 5.28d 6.84t 5.53t 4.78t 4.80t 5.15d 4.92d 4.35d 4.17d

6.46d 7.66d 8.31t 6.36t 5.50t 6.47d 5.57d 5.20d 4.70d

9.20d 10.04d 9.50t 7.45t 8.06t 6.65d 5.83d 5.23d 4.62d

11.35d 12.00d 13.08s 10.69s 9.54s 8.52s 7.30d 6.41d 5.40d

15.00d 16.47d 13.27s 10.79s 9.23s 8.03s 7.04s 6.25d

7.77t 13.24t 20.93d 16.90s 13.28s 10.92s 9.30s 8.10s

RTE019 through to RTE021
Locked 01/06/2020

7aL

Rail-Ability Ltd, Tollgate Drive

Tel: 01785 214747
mail@railability.co.uk

Rated Lift Capacity Chart

Machine type:
Configuration:

Equipment:

Fleet Number:

RA310
Rail -50..100mm Locked
1.9 + 3.4 + 2.1

Floating Axle:

7.5

7

6.5

6

Maximum Loads (t)
(m)

Safety Factor: 87%

5.5

5

4.5

4

3.5

3

2.5

2

1.5

1

0.5

0
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-1
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-2
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7.5

Minimum Loads (t)
(m)

4

3.5

3

2.5

7

6.5

6
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5

-3
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Sector: 345-5°

Up Cant Dn Cant
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0

4.5
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Rail-Ability Ltd RACD-10000609

355
345 Stafford, ST16 3HS

5 4
15 356
10

350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

5.22s 5.34d

4.96s 5.21s

4.73s 4.87s 5.09s

4.70s 4.87s 4.95s 4.83t

5.17s 5.03s 4.76s 4.87s 4.80t 4.15d

5.54s 5.33s 5.17s 5.06s 4.82s 4.61t

7.45d 6.66s 6.12s 5.58s 5.50s 5.16s 4.86t 4.63t 4.28t

7.14s 7.65s 6.91s 6.31s 5.83t 5.35t 4.96t 4.66t 4.30

7.93s 7.64s 6.84t 6.08t 5.50t 5.06t 4.72t 4.30

7.11s 8.16s 8.38 7.27t 6.34t 5.68t 5.19t 4.75 4.30 3.86

8.00s 8.86s 8.35 7.26 6.42 5.75 5.19 4.75 4.29 3.86

9.23d 9.69s 8.34 7.24 6.40 5.74 5.20 4.74 4.27 3.85

8.76d 10.04d 9.78 8.32 7.23 6.41 5.73 5.18 4.72 4.24 3.83

6.10d 9.68d 10.98s 9.78 8.31 7.24 6.41 5.73 5.17t 4.70 4.22d 3.82

5.16d 7.58d 10.89t 12.01 9.84 8.37 7.25t 6.39 5.72 5.17 4.66 4.20 3.81

9.38d 12.67t 12.02 9.87 8.34 7.24 6.39 5.71 5.16 4.62 4.17

11.50d 15.01d 12.04 9.87 8.36 7.25 6.39 5.71 5.14 4.60 4.15

10.10d 15.41 12.09 9.89 8.36 7.23t 6.41 5.72 5.09 4.57 4.14

15.44 12.14 9.94 8.42 7.29t 6.45 5.68 5.05 4.55

11.34t 20.56d 15.48 12.15 9.92 8.47 7.33 6.38 5.63 5.02 4.54

21.54 15.57 12.24 10.09 8.46 7.26 6.33 5.61 5.02

21.83 15.78 12.28 9.99 8.41 7.22 6.31 5.60

18.53t 22.02 15.78 12.26 9.98 8.39 7.22

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

5.20s 4.78d

4.41s 4.27d

4.45s 3.80s 3.90d

4.56s 3.84s 3.96d 3.71d

5.17s 4.42s 4.16s 3.35s 3.58d 3.58d

5.08s 4.50s 3.80s 3.36s 3.44d 3.45d

7.31s 5.97s 5.02s 4.32s 3.77s 3.34s 3.66s 3.34d 3.41d

7.14s 5.87s 4.95s 4.29s 3.86s 3.32s 3.50s 3.30d 3.43d

5.96s 4.89s 4.23s 3.71s 3.31s 3.42d 3.30d 3.30d

6.92s 5.87s 4.84s 4.46s 3.69s 3.30s 3.32d 3.36d 3.31d 3.30d

7.04s 5.65s 4.81s 4.18s 3.68s 3.30s 3.43t 3.45d 3.47d 3.39d

6.82s 5.62s 4.93s 4.15s 3.89s 2.94t 3.47t 3.53d 3.44d 3.39d

6.46d 6.91d 6.12s 4.78s 4.29s 3.43t 2.87t 3.60t 3.64d 3.48d 3.40d

5.27d 5.49d 5.82d 5.87t 4.60t 3.59t 3.07t 2.93t 3.74d 3.68d 3.59d 3.47d

5.00d 4.98d 5.12d 5.37d 4.73t 4.04t 3.58t 3.29t 3.14t 4.23d 4.00d 3.85d 3.59d

4.98d 4.99d 5.15d 5.35t 4.86t 3.93t 3.57t 3.64t 4.37d 4.02d 3.83d

5.04d 4.97d 5.07d 5.63d 5.00t 4.98t 3.94t 4.61t 4.47d 4.33d 3.95d

4.51d 5.05d 7.07t 6.13t 4.86t 4.58t 5.12d 4.87 4.39d 4.11

6.12d 7.17d 8.25t 6.51t 5.55t 6.01 5.39 4.88 4.47

8.56d 9.44d 9.34 7.64t 6.85 6.04 5.41 4.91 4.51

10.91d 11.45d 11.54 9.42 7.95 6.89 6.08 5.45 4.95

14.34d 14.95 11.64 9.50 8.02 6.95 6.14 5.52

12.49t 19.83d 15.19 11.81 9.66 8.16 7.09
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(m)
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6

Up Cant Dn Cant Safety Factor: 90%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 5-15°

Fleet Number: RTE019 through to RTE021 7bL

Configuration: Rail -50..100mm Locked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

345
335 Stafford, ST16 3HS

15 4
25 356
10

350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

5.38s

4.85s 5.09

4.73s 4.80s 4.48

4.72s 4.79s 4.51 3.94

4.94s 4.69s 4.50 3.99 3.48

5.13s 4.89s 5.06 4.48 4.00 3.51

5.90s 5.67s 5.02 4.45 3.99 3.54 3.11

7.69s 6.56 5.68 4.96 4.43 3.98 3.54 3.13

7.64 6.48 5.61 4.95 4.41 3.97 3.54 3.13

7.54 6.42 5.56 4.89 4.37 3.96 3.54 3.12 2.77

7.87s 7.50 6.39 5.53 4.88 4.37 3.96 3.53 3.12 2.77

9.09 7.47 6.35 5.52 4.88 4.35s 3.95 3.49 3.10 2.75

8.90t 9.10 7.49 6.34 5.52 4.87 4.35 3.92 3.48 3.07 2.74

5.86d 9.42t 9.08 7.36 6.37 5.50 4.86 4.33 3.89 3.43 3.04 2.73

5.11d 7.47d 10.76d 9.04 7.46 6.22 5.48 4.82 4.30 3.85 3.39 3.02 2.71

9.20d 11.56 9.01 7.42 6.05 5.45 4.80 4.28 3.80 3.36 2.99

11.42d 11.49 9.01 7.39 6.27t 5.43 4.78 4.26 3.74 3.32 2.97

11.42 9.00 7.39 6.25 5.43 4.79 4.19 3.69 3.28 2.95

10.69d 13.77d 15.74 11.43 8.99 7.40 6.29 5.46 4.72 4.13 3.65 3.26

11.52 9.03 7.42 6.28 5.39 4.66 4.08 3.62 3.25

11.97t 16.46t 11.58 9.09 7.45 6.24 5.32 4.61 4.05 3.61

16.36 11.78 9.11 7.39 6.17 5.28 4.59 4.05

18.31t 16.48 11.76 9.09 7.36 6.16 5.27

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.61d

4.44s 4.51d

4.45s 3.83s 3.86d

4.47s 3.85s 3.64d 3.77d

4.43s 3.84s 3.36s 3.61d 3.46

5.11s 4.51s 3.93s 3.37s 3.51d 3.48

5.05s 4.34s 3.78s 3.35s 3.45d 3.38d 3.10

6.07s 4.97s 4.43s 3.87s 3.33s 3.30d 3.34d 3.09

5.83s 5.60s 4.26s 3.72s 3.31s 3.30d 3.30d 3.07

5.90s 4.86s 4.20s 3.71s 3.30s 3.36d 3.36 3.04 2.76

6.91s 5.68s 4.82s 4.18s 3.69s 3.30s 3.43t 3.32 3.01 2.74

6.89s 5.82s 4.95s 4.29s 3.68s 3.20t 3.34t 3.28 2.98 2.73

6.48d 6.71d 5.65s 4.79s 4.30s 3.54t 2.88t 3.47t 3.24 2.96 2.71

5.28d 5.48d 5.69t 6.31d 4.33t 3.73t 3.08t 2.93t 3.53 3.21 2.93 2.70

5.05d 4.98d 5.10d 5.44d 5.45t 4.05t 3.75t 3.30t 3.14t 3.50 3.18 2.92 2.69

4.69d 5.05d 5.15d 5.50d 4.69t 4.87 3.58t 3.54t 3.47 3.17 2.90

5.04d 5.03d 5.07d 5.43d 5.03t 4.36t 3.95t 3.83 3.46 3.16 2.91

4.26d 5.05d 6.65 5.61 4.87 4.29 3.83 3.47 3.16 2.92

6.93d 7.25d 6.69 5.64 4.87 4.30 3.84 3.47 3.18

8.36d 8.30 6.74 5.68 4.90 4.32 3.86 3.50 3.22

10.84 8.38 6.81 5.74 4.95 4.36 3.90 3.55

14.23d 10.98 8.49 6.90 5.80 5.02 4.42 3.97

12.32t 15.71 11.18 8.66 7.03 5.93 5.14
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Up Cant Dn Cant Safety Factor: 90%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 15-25°

Fleet Number: RTE019 through to RTE021 7cL

Configuration: Rail -50..100mm Locked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.

mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk


Rail-Ability Ltd RACD-10000609

335
325 Stafford, ST16 3HS

25 4
35 356
10

350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.68

4.75s 4.05

4.60s 4.12 3.52

4.73s 4.12 3.58 3.07

4.71s 4.11 3.60 3.12 2.69

5.43s 4.68 4.06s 3.59 3.15 2.72

6.41 5.39 4.64 4.03 3.57 3.17 2.74 2.38

6.27 5.31 4.57 4.01 3.55 3.18 2.75 2.39

6.20 5.25 4.53 3.97 3.53s 3.18 2.76 2.40

6.11s 5.17 4.41 3.95s 3.52 3.17 2.75 2.39 2.09

7.37 6.07s 5.15s 4.45 3.93s 3.51s 3.16 2.73 2.38 2.08

7.34s 6.04s 5.12s 4.44 3.91s 3.52s 3.12 2.71 2.36 2.08

8.60d 7.31 6.04s 5.11s 4.42 3.93s 3.49 3.09 2.67 2.34 2.06

5.75d 9.25 7.27 6.02 5.12 4.40 3.87t 3.44 3.03 2.64 2.32 2.05

5.06d 7.30d 9.21 7.21 5.91 5.02 4.34 3.82 3.41 2.98 2.60 2.29 2.02

9.14d 9.01 7.19t 5.87 5.01 4.28 3.80 3.38 2.93 2.56 2.26

11.29d 8.99 7.13 5.86 4.98 4.31 3.77 3.31 2.88 2.52 2.24

8.94 7.05 5.81 4.93 4.27 3.75 3.23 2.83 2.49 2.22

8.95 7.03 5.77 4.90 4.25 3.66 3.17 2.78 2.46

11.18t 16.52t 9.05 7.05 5.79 4.91 4.18 3.60 3.12 2.75 2.45

9.13 7.11 5.83 4.86 4.11 3.54 3.10 2.74

12.91 9.26 7.16 5.77 4.78 4.06 3.52 3.09

18.16t 13.11 9.24 7.09 5.72 4.77 4.07

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.64

4.47s 4.02

4.60s 3.84s 3.50

4.48s 3.87s 3.52 3.05

4.45s 3.85s 3.37s 3.07 2.67

5.16s 4.39s 3.94s 3.37s 3.04 2.69

6.03s 5.22s 4.37s 3.79s 3.35s 3.01 2.67 2.37

5.95s 5.17 4.30s 3.76s 3.34s 2.97 2.64 2.36

5.82s 4.92s 4.25s 3.73 3.29 2.92 2.61 2.33

5.89 4.76 4.14 3.63 3.21 2.86 2.56 2.31 2.08

7.12s 5.71s 4.67 4.01 3.53 3.13 2.81 2.52 2.28 2.06

6.90s 5.56 4.51 3.91 3.45 3.06 2.75 2.48 2.25 2.05

6.62d 6.72d 5.40 4.42 3.78 3.36 2.88t 2.70 2.45 2.22 2.03

5.26d 5.48d 5.80d 5.23t 4.31 3.72 3.20t 2.93t 2.66 2.41 2.20 2.02

5.00d 5.04d 5.09d 5.43d 5.03t 4.23 3.69 3.27 2.92 2.63 2.39 2.18 2.01

4.41d 4.98d 5.14d 5.05 4.22 3.67 3.25 2.88 2.60 2.37 2.17

5.10d 3.82d 5.06d 5.02 4.23 3.64 3.21 2.87 2.59 2.36 2.17

4.05d 5.11d 5.04 4.23 3.67 3.23 2.87 2.59 2.37 2.18

5.94d 6.31 5.08 4.26 3.67 3.23 2.88 2.60 2.38

8.27d 6.35 5.13 4.30 3.70 3.26 2.90 2.63 2.42

8.37 6.42 5.20 4.35 3.75 3.29 2.94 2.68

12.02 8.51 6.53 5.28 4.42 3.81 3.35 3.01

12.06t 12.31 8.69 6.69 5.41 4.54 3.93
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Up Cant Dn Cant Safety Factor: 90%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 25-35°

Fleet Number: RTE019 through to RTE021 7dL

Configuration: Rail -50..100mm Locked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.03

4.13 3.47

4.13 3.56 3.00

4.12 3.56 3.06 2.60

4.09 3.54 3.10 2.65 2.26

4.75 4.06 3.51 3.08 2.68 2.29

5.59 4.69 4.00 3.48 3.08 2.70 2.32 1.98

5.49 4.61 3.95 3.46 3.05 2.72 2.33 2.00

5.38 4.54 3.90 3.41 3.03 2.71 2.32 2.00

5.27 4.42 3.87 3.39 3.02 2.70 2.32 2.00 1.72

6.38 5.21 4.44 3.77 3.38 3.00 2.69 2.30 1.98 1.72

6.34 5.21 4.40 3.78 3.37 3.01 2.65 2.27 1.97 1.71

8.11 6.33 5.21 4.41 3.81 3.38 3.00 2.62 2.25 1.95 1.69

5.65d 8.00 6.30 5.04 4.41 3.81 3.34t 2.95 2.57 2.22 1.92 1.68

5.01d 7.20d 7.85 6.25 5.08 4.37 3.74 3.31 2.91 2.52 2.17 1.89 1.66

9.03d 7.79 6.13 5.07 4.30 3.71 3.25 2.86 2.46 2.13 1.86

10.65 7.72 6.06 4.97 4.23 3.65 3.20 2.79 2.40 2.09 1.84

7.67 5.99 4.93 4.18 3.61 3.17 2.72 2.35 2.06 1.82

7.67 5.97 4.89 4.15 3.59 3.08 2.65 2.31 2.03

10.75 7.70 5.99 4.91 4.15 3.54 3.01 2.61 2.28 2.02

16.25d 10.85 7.76 6.05 4.96 4.10 3.46 2.96 2.58 2.27

11.06 7.92 6.11 4.87 4.04 3.42 2.94 2.57

17.92t 11.19 7.90 6.03 4.85 4.01 3.41 2.95

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.00

4.12 3.45

4.13 3.50 2.98

4.11 3.51 3.01 2.58

4.07 3.47 3.00 2.60 2.24

4.74 4.00 3.43 2.96 2.59 2.26

5.54 4.65 3.91 3.34 2.91 2.54 2.25 1.97

5.26 4.42 3.76 3.24 2.84 2.51 2.22 1.96

5.13 4.21 3.62 3.16 2.77 2.45 2.18 1.94

5.01 4.03 3.48 3.04 2.69 2.39 2.13 1.91 1.71

6.32 4.85 3.89 3.36 2.96 2.61 2.33 2.09 1.88 1.69

6.06 4.70 3.78 3.24 2.87 2.54 2.27 2.05 1.85 1.68

6.45d 5.82 4.54 3.68 3.13 2.77 2.48 2.23 2.01 1.82 1.66

5.26d 5.48d 5.57 4.39 3.58 3.06 2.74 2.43 2.19 1.98 1.80 1.65

5.01d 4.97d 5.09d 5.33d 4.27 3.48 3.02 2.69 2.40 2.16 1.95 1.78 1.64

4.27d 4.98d 5.14d 4.19 3.46 3.00 2.67 2.36 2.13 1.94 1.77

4.90d 3.64d 5.05d 4.14 3.47 2.99 2.63 2.36 2.12 1.93 1.77

4.08d 5.03d 4.18 3.48 3.01 2.65 2.34 2.12 1.93 1.78

5.83d 5.23 4.25 3.55 3.01 2.65 2.36 2.13 1.95

6.95 5.29 4.26 3.55 3.04 2.68 2.38 2.15 1.98

7.04 5.36 4.32 3.60 3.09 2.71 2.42 2.20

10.19 7.15 5.46 4.39 3.67 3.15 2.77 2.49

11.76t 10.46 7.34 5.62 4.52 3.78 3.26 2.92
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Minimum Loads (t)
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6

Up Cant Dn Cant Safety Factor: 90%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 35-45°

Fleet Number: RTE019 through to RTE021 7eL

Configuration: Rail -50..100mm Locked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.78

3.88 3.25

3.90 3.33 2.81

3.89 3.34 2.87 2.42

3.86 3.33 2.89 2.47 2.09

4.45 3.80 3.30 2.88 2.50 2.13

5.24 4.39 3.75 3.25 2.87 2.53 2.15 1.83

5.14 4.32 3.71 3.22 2.85 2.53 2.16 1.85

5.00 4.25 3.66 3.20 2.83 2.54 2.16 1.85

4.95 4.15 3.62 3.17 2.81 2.53 2.15 1.84 1.59

5.96 4.91 4.14 3.52 3.15 2.81 2.50 2.14 1.84 1.58

5.75 4.85 4.13 3.54 3.14 2.82 2.47 2.12 1.81 1.57

7.59 5.95 4.85 4.10 3.56 3.15 2.81 2.44 2.08 1.79 1.55

5.55d 7.54 5.98 4.87 4.13 3.59 3.13 2.77 2.39 2.05 1.77 1.54

7.04d 7.40 5.89 4.86 4.04 3.55 3.08 2.71 2.34 2.01 1.74 1.52

8.94d 7.29 5.75 4.72 3.97 3.47 3.03 2.66 2.28 1.97 1.71 1.50

9.92 7.19 5.64 4.66 3.91 3.36 2.98 2.59 2.22 1.93 1.69

9.78d 7.15 5.62 4.58 3.86 3.36 2.95 2.52 2.18 1.89 1.67

13.53d 7.17 5.57 4.57 3.86 3.34 2.87 2.46 2.13 1.86

7.18 5.59 4.57 3.87 3.28 2.80 2.40 2.10 1.85

7.26 5.63 4.62 3.83 3.21 2.75 2.38 2.08

10.34 7.40 5.70 4.56 3.75 3.17 2.72 2.37

16.97 10.49 7.41 5.62 4.51 3.73 3.15 2.73

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.75

3.86 3.22

3.90 3.28 2.78

3.88 3.28 2.80 2.41

3.83 3.25 2.80 2.42 2.08

4.45 3.75 3.20 2.77 2.40 2.10

5.20 4.33 3.65 3.15 2.70 2.36 2.08 1.82

4.96 4.12 3.52 3.03 2.64 2.32 2.05 1.81

4.83 3.92 3.37 2.93 2.57 2.27 2.02 1.79

4.69 3.73 3.22 2.83 2.49 2.21 1.97 1.76 1.57

5.89 4.59 3.63 3.09 2.73 2.41 2.16 1.93 1.73 1.55

5.65 4.36 3.52 2.97 2.64 2.35 2.09 1.89 1.70 1.54

6.62d 5.41 4.22 3.40 2.97 2.57 2.28 2.05 1.85 1.67 1.52

5.26d 5.57d 5.20 4.06 3.28 2.81 2.51 2.23 2.01 1.81 1.65 1.50

5.03d 5.09d 5.01 3.94 3.20 2.77 2.45 2.20 1.98 1.79 1.63 1.49

4.00d 5.04d 4.90 3.85 3.17 2.74 2.44 2.16 1.95 1.77 1.62 1.50

4.73d 3.45d 4.81 3.81 3.18 2.74 2.41 2.16 1.94 1.76 1.62

3.86d 4.81 3.83 3.22 2.75 2.42 2.15 1.94 1.76 1.63

5.77d 4.87 3.88 3.25 2.76 2.43 2.16 1.95 1.78

6.45 4.89 3.92 3.26 2.79 2.45 2.18 1.97 1.81

6.53 4.96 3.98 3.31 2.84 2.49 2.22 2.02

9.49 6.65 5.06 4.05 3.38 2.90 2.55 2.28

11.82t 9.73 6.81 5.20 4.19 3.49 3.00 2.68
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6

Up Cant Dn Cant Safety Factor: 90%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 45-55°

Fleet Number: RTE019 through to RTE021 7fL

Configuration: Rail -50..100mm Locked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.60

3.70 3.09

3.70 3.17 2.66

3.69 3.16 2.72 2.29

3.67 3.15 2.74 2.34 1.97

4.24 3.61 3.12 2.73 2.37 2.01

5.00 4.18 3.56 3.08 2.72 2.39 2.03 1.72

4.82 4.09 3.52 3.05 2.69 2.40 2.03 1.73

4.76 4.02 3.45 3.03 2.68 2.39 2.04 1.73 1.48

4.68 3.96 3.41 3.00 2.65 2.40 2.03 1.73 1.48

5.63 4.61 3.89 3.36 2.98 2.65 2.37 2.02 1.72 1.47

5.62 4.62 3.90 3.36 2.90 2.66 2.34 2.00 1.70 1.46

7.21 5.55 4.62 3.90 3.37 2.95 2.67 2.31 1.96 1.68 1.45

5.45d 7.19 5.64 4.63 3.90 3.37 2.97 2.62 2.26 1.92 1.66 1.43

7.02d 7.03 5.56 4.53 3.89 3.31 2.92 2.57 2.20 1.89 1.63 1.41

8.66d 6.86 5.43 4.50 3.80 3.20 2.85 2.52 2.15 1.84 1.60 1.39

9.41 6.84 5.36 4.38 3.73 3.21 2.80 2.45 2.09 1.80 1.57

9.70t 6.78 5.28 4.35 3.67 3.16 2.78 2.37 2.04 1.77 1.55

13.50d 6.74 5.28 4.31 3.65 3.15 2.70 2.30 1.99 1.74

15.66t 6.80 5.27 4.31 3.65 3.09 2.63 2.26 1.96 1.72

11.78t 6.86 5.33 4.36 3.60 3.02 2.57 2.23 1.95

9.86 7.01 5.37 4.29 3.53 2.98 2.55 2.22

16.11 9.98 6.98 5.32 4.26 3.52 2.97 2.55

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.56

3.68 3.06

3.70 3.12 2.63

3.69 3.12 2.66 2.27

3.64 3.09 2.64 2.28 1.96

4.24 3.56 3.04 2.62 2.28 1.97

4.96 4.14 3.46 2.97 2.55 2.24 1.95 1.70

4.70 3.92 3.32 2.86 2.49 2.18 1.92 1.70

4.59 3.72 3.19 2.76 2.42 2.13 1.89 1.67 1.48

4.46 3.55 3.06 2.66 2.34 2.07 1.84 1.64 1.46

5.63 4.28 3.42 2.90 2.55 2.27 2.02 1.80 1.61 1.45

5.38 4.15 3.30 2.78 2.46 2.19 1.96 1.76 1.58 1.43

6.46d 5.13 3.95 3.17 2.69 2.39 2.14 1.91 1.73 1.55 1.41

5.35d 5.47d 4.90 3.82 3.07 2.64 2.32 2.09 1.86 1.68 1.53 1.40

2.84d 5.08d 4.70 3.68 2.99 2.58 2.28 2.04 1.84 1.66 1.51 1.39

3.87d 4.97d 4.57 3.60 2.96 2.56 2.25 2.01 1.81 1.64 1.50 1.39

4.60d 3.29d 4.52 3.56 2.97 2.65 2.26 2.00 1.80 1.63 1.50

3.62d 4.51 3.59 2.98 2.55 2.24 2.01 1.79 1.63 1.51

6.02 4.53 3.61 3.01 2.59 2.25 2.00 1.81 1.65

6.06 4.58 3.66 3.05 2.61 2.28 2.03 1.83 1.69

6.14 4.65 3.72 3.10 2.65 2.32 2.06 1.88

8.95 6.25 4.75 3.80 3.16 2.71 2.38 2.13

11.71t 9.18 6.41 4.89 3.92 3.26 2.81 2.50
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Up Cant Dn Cant Safety Factor: 90%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 55-65°

Fleet Number: RTE019 through to RTE021 7gL

Configuration: Rail -50..100mm Locked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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340 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.46

3.54 2.96

3.04 2.54

3.56 3.04 2.61 2.19

3.50 3.03 2.63 2.24 1.88

4.09 3.48 3.00 2.62 2.27 1.91

4.00 3.42 2.95 2.61 2.29 1.93 1.63

4.69 3.92 3.35 2.93 2.58 2.31 1.95 1.64

4.58 3.84 3.31 2.89 2.56 2.30 1.95 1.65 1.40

4.50 3.80 3.27 2.87 2.54 2.29 1.94 1.64 1.40

5.43 4.45 3.76 3.25 2.84 2.54 2.28 1.93 1.64 1.39

5.40 4.39 3.73 3.23 2.84 2.54 2.25 1.89 1.61 1.38

6.93 5.30 4.37 3.72 3.21 2.85 2.57 2.20 1.87 1.59 1.37

5.36d 6.92 5.39 4.29 3.75 3.25 2.86 2.51 2.15 1.83 1.56 1.35

6.95d 6.76 5.32 4.42 3.60 3.19 2.79 2.45 2.11 1.79 1.54 1.33

8.82d 6.62 5.23 4.30 3.62 3.11 2.74 2.41 2.05 1.75 1.51 1.31

9.07 6.47 5.09 4.21 3.55 3.05 2.69 2.32 1.99 1.71 1.48

9.78t 6.46 5.07 4.14 3.47 3.03 2.66 2.26 1.94 1.67 1.46

10.32t 13.47d 9.03 6.48 5.03 4.11 3.29 3.01 2.57 2.19 1.89 1.65

15.14 6.51 5.06 4.12 3.48 2.96 2.50 2.14 1.86 1.63

11.87t 6.57 5.09 4.16 3.45 2.88 2.45 2.11 1.84

9.39 6.70 5.14 4.10 3.37 2.83 2.42 2.10

15.45 9.54 6.71 5.07 4.06 3.34 2.82 2.43

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.42

3.54 2.94

3.00 2.52

3.55 3.00 2.54 2.17

3.50 2.97 2.54 2.18 1.86

4.08 3.43 2.93 2.52 2.18 1.88

3.93 3.36 2.83 2.44 2.14 1.86 1.62

4.52 3.76 3.19 2.74 2.38 2.09 1.83 1.61

4.42 3.57 3.05 2.64 2.31 2.03 1.79 1.58 1.40

4.26 3.36 2.90 2.53 2.23 1.97 1.75 1.56 1.38

5.37 4.12 3.28 2.77 2.44 2.15 1.91 1.71 1.53 1.37

5.17 3.94 3.15 2.64 2.35 2.08 1.85 1.66 1.50 1.35

6.44d 4.90 3.78 3.02 2.63 2.28 2.01 1.80 1.63 1.47 1.33

5.26d 5.45d 4.67 3.62 2.90 2.48 2.22 1.96 1.76 1.59 1.44 1.31

2.84d 5.07d 4.48 3.50 2.83 2.43 2.18 1.92 1.73 1.57 1.42 1.30

3.87d 4.97d 4.36 3.41 2.80 2.41 2.16 1.90 1.70 1.55 1.41 1.30

4.47d 3.35d 4.29 3.37 2.80 2.40 2.11 1.88 1.70 1.54 1.41

3.67d 4.28 3.39 2.84 2.42 2.11 1.88 1.70 1.54 1.42

5.66d 4.31 3.43 2.87 2.43 2.12 1.89 1.70 1.56

5.77 4.35 3.47 2.88 2.46 2.15 1.91 1.73 1.59

5.84 4.41 3.53 2.93 2.50 2.19 1.95 1.77

8.53 5.95 4.51 3.60 3.00 2.57 2.24 2.01

11.84t 8.77 6.13 4.65 3.72 3.10 2.66 2.37
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Up Cant Dn Cant Safety Factor: 90%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 65-85°

Fleet Number: RTE019 through to RTE021 7hL

Configuration: Rail -50..100mm Locked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.48

3.57 2.99

3.06 2.56

3.57 3.03 2.63 2.21

3.54 3.04 2.65 2.25 1.89

4.10 3.49 3.01 2.64 2.29 1.93

4.84 4.04 3.44 2.99 2.62 2.31 1.95 1.65

4.71 3.95 3.39 2.94 2.60 2.32 1.96 1.66

4.62 3.89 3.33 2.92 2.57 2.32 1.96 1.66 1.41

4.54 3.83 3.27 2.89 2.57 2.31 1.96 1.66 1.41

5.46 4.49 3.77 3.27 2.87 2.55 2.29 1.94 1.65 1.40

5.45 4.43 3.74 3.25 2.80 2.56 2.27 1.92 1.63 1.39

7.00 5.32 4.42 3.74 3.23 2.86 2.58 2.23 1.88 1.61 1.38

5.25d 6.99 5.42 4.38 3.77 3.27 2.89 2.53 2.18 1.84 1.58 1.36

6.88d 6.81 5.36 4.45 3.66 3.23 2.81 2.48 2.12 1.81 1.56 1.34

8.81d 6.68 5.27 4.31 3.62 3.16 2.75 2.42 2.06 1.76 1.52 1.33

9.16 6.55 5.15 4.24 3.55 3.10 2.71 2.36 2.00 1.72 1.50

9.71t 6.54 5.11 4.19 3.54 3.02 2.68 2.28 1.95 1.69 1.48

9.14 6.53 5.07 4.14 3.51 3.03 2.60 2.21 1.90 1.66

6.56 5.09 4.16 3.51 2.98 2.52 2.16 1.88 1.65

6.63 5.13 4.20 3.46 2.91 2.47 2.12 1.86

9.47 6.74 5.21 4.15 3.40 2.86 2.44 2.12

15.54 9.60 6.72 5.13 4.09 3.37 2.85 2.45

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.45

3.57 2.96

3.03 2.54

3.56 3.01 2.57 2.19

3.54 2.98 2.56 2.20 1.88

4.10 3.46 2.93 2.52 2.18 1.89

4.80 4.01 3.34 2.86 2.47 2.15 1.88 1.63

4.56 3.79 3.21 2.75 2.41 2.10 1.85 1.63

4.43 3.58 3.07 2.66 2.32 2.04 1.81 1.60 1.41

4.33 3.40 2.93 2.56 2.24 1.99 1.77 1.57 1.40

5.46 4.14 3.28 2.80 2.45 2.17 1.93 1.72 1.54 1.38

5.19 3.98 3.16 2.67 2.36 2.09 1.88 1.68 1.51 1.36

6.84 4.94 3.81 3.06 2.58 2.28 2.04 1.82 1.64 1.48 1.34

5.25d 5.45d 4.72 3.65 2.94 2.50 2.21 1.98 1.78 1.60 1.46 1.33

2.84d 5.08d 4.53 3.53 2.86 2.47 2.22 1.94 1.75 1.58 1.44 1.32

3.68d 5.03d 4.39 3.45 2.82 2.45 2.14 1.93 1.72 1.56 1.43 1.32

4.47d 3.13d 4.33 3.40 2.83 2.43 2.14 1.90 1.71 1.55 1.42

3.45d 4.31 3.42 2.84 2.47 2.13 1.90 1.71 1.55 1.43

3.38d 4.37 3.47 2.87 2.46 2.14 1.91 1.72 1.57

5.82 4.39 3.51 2.90 2.48 2.17 1.93 1.74 1.61

5.89 4.45 3.56 2.96 2.52 2.21 1.97 1.79

8.60 6.00 4.54 3.63 3.02 2.59 2.27 2.03

11.86t 8.82 6.15 4.68 3.75 3.12 2.69 2.38
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Up Cant Dn Cant Safety Factor: 90%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 85-95°

Fleet Number: RTE019 through to RTE021 7iL

Configuration: Rail -50..100mm Locked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

265
255 Stafford, ST16 3HS

95 4
105 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.67

3.76 3.16

3.23 2.72

3.75 3.23 2.78 2.34

3.73 3.20 2.80 2.39 2.02

3.68 3.18 2.79 2.43 2.06

5.10 4.27 3.62 3.16 2.76 2.44 2.08 1.76

4.93 4.16 3.59 3.10 2.75 2.46 2.08 1.78

4.88 4.11 3.54 3.09 2.72 2.45 2.09 1.78 1.51

4.79 4.04 3.46 3.06 2.72 2.44 2.08 1.77 1.52

5.77 4.74 3.99 3.45 3.04 2.70 2.43 2.07 1.76 1.51

5.77 4.68 3.96 3.44 2.96 2.71 2.40 2.04 1.75 1.50

7.40 5.64 4.68 3.96 3.41 3.02 2.73 2.37 2.00 1.73 1.49

5.25d 7.40 5.76 4.64 4.00 3.45 3.06 2.68 2.31 1.97 1.70 1.47

6.88d 7.21 5.67 4.70 3.90 3.42 2.98 2.63 2.26 1.93 1.67 1.45

8.81d 7.08 5.58 4.57 3.83 3.35 2.91 2.57 2.19 1.89 1.64 1.43

9.72 6.96 5.47 4.50 3.77 3.29 2.87 2.50 2.14 1.85 1.61

9.72t 6.94 5.43 4.45 3.75 3.22 2.84 2.43 2.08 1.81 1.59

9.69 6.93 5.38 4.40 3.73 3.22 2.76 2.36 2.04 1.79

6.96 5.41 4.41 3.72 3.17 2.68 2.31 2.01 1.77

7.00 5.45 4.44 3.68 3.09 2.63 2.27 1.99

9.96 7.14 5.49 4.39 3.61 3.05 2.61 2.27

16.21 10.07 7.11 5.42 4.35 3.59 3.04 2.61

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.64

3.76 3.13

3.20 2.69

3.75 3.18 2.73 2.32

3.72 3.16 2.71 2.34 2.01

3.64 3.09 2.67 2.32 2.02

5.08 4.23 3.53 3.03 2.62 2.28 2.00 1.75

4.84 4.00 3.43 2.93 2.56 2.23 1.97 1.74

4.71 3.80 3.26 2.84 2.47 2.18 1.93 1.71 1.51

4.59 3.62 3.12 2.73 2.39 2.12 1.89 1.68 1.50

5.77 4.42 3.50 3.00 2.61 2.32 2.06 1.84 1.65 1.49

5.50 4.24 3.39 2.87 2.52 2.24 2.01 1.80 1.62 1.47

6.64d 5.25 4.08 3.28 2.76 2.44 2.19 1.96 1.77 1.59 1.45

5.25d 5.56d 5.03 3.93 3.16 2.69 2.38 2.14 1.91 1.73 1.57 1.43

5.03d 5.08d 4.84 3.80 3.07 2.66 2.34 2.09 1.88 1.71 1.55 1.42

3.68d 5.03d 4.70 3.71 3.03 2.64 2.31 2.08 1.86 1.69 1.54 1.42

4.47d 3.13d 4.64 3.66 3.04 2.62 2.31 2.05 1.84 1.68 1.54

3.45d 4.62 3.67 3.05 2.66 2.30 2.06 1.84 1.68 1.55

3.38d 4.68 3.73 3.08 2.65 2.31 2.05 1.85 1.69

6.22 4.70 3.76 3.12 2.67 2.33 2.08 1.88 1.73

6.28 4.76 3.81 3.17 2.71 2.37 2.12 1.92

9.12 6.39 4.85 3.88 3.24 2.77 2.43 2.18

11.86t 9.33 6.55 4.99 4.01 3.34 2.87 2.54
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Up Cant Dn Cant Safety Factor: 90%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 95-105°

Fleet Number: RTE019 through to RTE021 7jL

Configuration: Rail -50..100mm Locked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

255
245 Stafford, ST16 3HS
105 4
115 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.89

3.99 3.34

3.41 2.88

3.98 3.41 2.95 2.49

3.95 3.40 2.97 2.54 2.16

4.58 3.90 3.38 2.95 2.57 2.19

5.40 4.51 3.84 3.33 2.94 2.60 2.22 1.89

5.26 4.38 3.78 3.30 2.91 2.61 2.22 1.90

5.18 4.27 3.72 3.28 2.90 2.61 2.23 1.91 1.63

5.09 4.30 3.60 3.24 2.87 2.59 2.22 1.90 1.63

6.13 5.02 4.25 3.67 3.23 2.87 2.58 2.21 1.89 1.63

6.12 4.97 4.21 3.65 3.21 2.88 2.56 2.17 1.87 1.61

7.85 5.96 4.96 4.20 3.64 3.22 2.88 2.50 2.15 1.85 1.60

5.26d 7.81 6.09 4.89 4.23 3.67 3.22t 2.84 2.47 2.11 1.82 1.59

6.88d 7.65 6.02 4.97 4.10 3.62 3.16 2.78 2.41 2.07 1.79 1.57

8.82d 7.51 5.93 4.88 4.10 3.55 3.11 2.74 2.35 2.03 1.77 1.55

10.31 7.37 5.81 4.78 4.02 3.50 3.06 2.67 2.29 1.98 1.74

7.37 5.77 4.71 4.00 3.45 3.03 2.60 2.24 1.95 1.72

7.38 5.71 4.68 3.96 3.43 2.95 2.53 2.19 1.92

11.20d 16.04t 7.38 5.74 4.69 3.97 3.38 2.87 2.48 2.16 1.91

7.44 5.77 4.73 3.92 3.30 2.81 2.44 2.15

10.57 7.55 5.83 4.67 3.85 3.25 2.79 2.43

17.00 10.69 7.56 5.77 4.62 3.83 3.24 2.79

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.85

3.98 3.32

3.37 2.86

3.98 3.37 2.89 2.47

3.95 3.34 2.87 2.49 2.14

4.57 3.87 3.29 2.84 2.48 2.16

5.36 4.41 3.75 3.23 2.80 2.44 2.14 1.87

5.09 4.24 3.61 3.11 2.72 2.39 2.10 1.86

4.98 4.05 3.47 3.02 2.64 2.33 2.07 1.84 1.63

4.83 3.85 3.32 2.91 2.57 2.28 2.03 1.81 1.62

6.13 4.69 3.78 3.19 2.81 2.48 2.21 1.98 1.78 1.60

5.87 4.53 3.74 3.07 2.72 2.41 2.16 1.94 1.75 1.58

6.78d 5.60 4.36 3.51 3.07 2.63 2.35 2.11 1.90 1.73 1.57

5.26d 5.45d 5.38 4.19 3.41 2.90 2.61 2.30 2.06 1.87 1.70 1.55

2.84d 5.08d 5.18 4.07 3.31 2.86 2.56 2.25 2.03 1.84 1.68 1.54

3.73d 5.04d 5.04 3.99 3.28 2.84 2.50 2.24 2.01 1.83 1.67 1.54

4.47d 3.35d 4.98 3.93 3.28 2.82 2.48 2.21 2.00 1.81 1.66

3.67d 4.96 3.96 3.31 2.85 2.48 2.22 1.99 1.82 1.67

5.66d 5.01 4.01 3.36 2.85 2.50 2.22 2.01 1.83

6.64 5.03 4.04 3.36 2.88 2.52 2.24 2.03 1.86

6.70 5.09 4.09 3.41 2.92 2.56 2.28 2.07

9.69 6.82 5.19 4.17 3.47 2.98 2.62 2.34

11.99t 9.90 6.97 5.33 4.29 3.58 3.08 2.74
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Up Cant Dn Cant Safety Factor: 90%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 105-115°

Fleet Number: RTE019 through to RTE021 7kL

Configuration: Rail -50..100mm Locked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

245
235 Stafford, ST16 3HS
115 4
125 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.22

4.31 3.63

3.70 3.15

4.29 3.70 3.21 2.73

4.27 3.68 3.23 2.78 2.37

4.22 3.66 3.22 2.81 2.41

5.81 4.87 4.18 3.64 3.20 2.83 2.43 2.08

5.72 4.80 4.13 3.60 3.18 2.84 2.44 2.10

5.57 4.73 4.08 3.57 3.15 2.84 2.43 2.10 1.81

5.53 4.64 4.03 3.53 3.15 2.83 2.43 2.10 1.82

6.65 5.48 4.63 3.93 3.52 3.13 2.80 2.41 2.08 1.81

6.65 5.44 4.60 3.95 3.51 3.13 2.78 2.39 2.07 1.80

8.49t 6.55 5.38 4.60 3.98 3.51 3.13 2.74 2.35 2.05 1.78

5.37d 8.41t 6.63 5.27 4.59 3.99 3.49 3.08 2.69 2.33 2.02 1.77

6.96d 8.34 6.55t 5.33 4.43 3.93 3.44 3.05 2.63 2.28 1.99 1.75

8.84d 8.16 6.42 5.32 4.50 3.83 3.40 2.99 2.57 2.24 1.96 1.73

10.96d 8.01 6.35 5.22 4.42 3.75 3.34 2.93 2.52 2.20 1.93

8.00 6.29 5.14 4.36 3.77 3.31 2.84 2.47 2.16 1.91

13.46d 8.02 6.26 5.13 4.34 3.75 3.23 2.78 2.42 2.13

8.04 6.26 5.13 4.34 3.69 3.16 2.73 2.39 2.12

11.98t 16.18d 8.10 6.31 5.16 4.29 3.61 3.11 2.70 2.38

11.50 8.25 6.36 5.10 4.23 3.58 3.08 2.69

18.19 11.57 8.20 6.28 5.07 4.19 3.57 3.09

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.18

4.30 3.60

3.66 3.12

4.29 3.66 3.15 2.71

4.24 3.64 3.14 2.72 2.36

4.17 3.57 3.09 2.71 2.37

5.81 4.81 4.07 3.50 3.05 2.67 2.36 2.07

5.52 4.64 3.93 3.42 2.97 2.62 2.33 2.06

5.40 4.44 3.81 3.30 2.90 2.56 2.28 2.04 1.81

5.31 4.26 3.65 3.19 2.82 2.50 2.24 2.01 1.80

6.63 5.13 4.13 3.51 3.09 2.74 2.45 2.20 1.98 1.79

6.44 4.96 3.99 3.39 3.00 2.67 2.39 2.16 1.95 1.77

6.46d 6.14 4.79 3.87 3.29 2.93 2.60 2.35 2.12 1.92 1.75

5.27d 5.47d 5.78d 4.63 3.77 3.22 2.86 2.55 2.30 2.08 1.90 1.73

2.84d 5.08d 5.41d 4.51 3.69 3.18 2.81 2.52 2.27 2.06 1.88 1.73

3.87d 4.97d 5.12d 4.42 3.66 3.16 2.79 2.49 2.25 2.04 1.87 1.72

4.60d 3.35d 5.11d 4.38 3.66 3.15 2.77 2.48 2.23 2.03 1.86

3.67d 5.02d 4.39 3.68 3.15 2.78 2.47 2.23 2.03 1.87

5.66d 5.51 4.42 3.71 3.17 2.79 2.48 2.24 2.04

7.29 5.56 4.47 3.74 3.21 2.81 2.51 2.26 2.08

7.37 5.62 4.53 3.78 3.25 2.85 2.54 2.31

10.58 7.48 5.72 4.60 3.85 3.31 2.91 2.60

11.79t 10.80 7.64 5.84 4.73 3.95 3.41 3.03
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Up Cant Dn Cant Safety Factor: 90%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 115-125°

Fleet Number: RTE019 through to RTE021 7lL

Configuration: Rail -50..100mm Locked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

235
225 Stafford, ST16 3HS
125 4
135 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.70

4.66s 4.05

4.12 3.52

4.50s 4.11 3.58 3.07

4.72 4.10 3.60 3.11 2.68

5.21s 4.68 4.07 3.57 3.15 2.72

6.30s 5.41 4.64 4.03 3.56 3.17 2.73 2.37

6.34 5.25 4.57 4.00 3.53 3.17 2.75 2.38

6.18 5.20 4.50 3.96 3.52 3.16 2.74 2.39

6.13 5.15 4.46 3.93 3.50 3.16 2.74 2.38 2.08

7.22s 6.04 5.14 4.45 3.90 3.48 3.15 2.72 2.37 2.08

7.36 6.02 5.09 4.41 3.90 3.49 3.13 2.70 2.35 2.06

8.49d 7.38 5.99 5.09 4.43 3.88 3.47 3.07 2.66 2.33 2.05

5.47d 9.23 7.29 6.03 5.10 4.41 3.87 3.43 3.03 2.62 2.30 2.03

7.04d 9.26 7.19 5.97t 5.04 4.36 3.82 3.40 2.97 2.59 2.27 2.01

8.69d 9.06 7.19 5.91 4.95 4.32 3.79 3.37 2.91 2.55 2.25 2.00

11.12d 9.07 7.12 5.83 4.92 4.29 3.77 3.29 2.86 2.51 2.22

9.02 7.03 5.79 4.90 4.24 3.72 3.22 2.81 2.47 2.20

10.59t 9.00 7.02 5.75 4.71 4.22 3.64 3.15 2.77 2.44

12.50 9.01 7.03 5.75 4.87 4.16 3.57 3.11 2.73 2.43

12.56 9.05 7.07 5.80 4.83 4.08 3.51 3.07 2.72

12.78 9.17 7.11 5.73 4.77 4.04 3.49 3.07

12.10t 18.43t 12.86 9.17 7.04 5.68 4.74 4.03 3.50

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.66

4.52s 4.03

3.88s 3.49

4.50s 3.89s 3.52 3.05

4.47s 3.87s 3.41s 3.06 2.66

5.20s 4.45s 3.85s 3.39s 3.05 2.67

6.30s 5.28s 4.39s 3.82s 3.38s 3.01 2.66 2.36

5.98s 5.03s 4.33s 3.80s 3.34 2.96 2.63 2.34

5.88s 4.96 4.26 3.73 3.27 2.91 2.59 2.32

5.92 4.77 4.12 3.62 3.20 2.85 2.55 2.29 2.07

7.22s 5.76 4.64 4.00 3.52 3.12 2.79 2.51 2.26 2.05

6.97s 5.60 4.52 3.88 3.43 3.05 2.73 2.47 2.23 2.03

6.50d 6.70d 5.42 4.41 3.77 3.33 2.77t 2.68 2.42 2.20 2.01

5.36d 5.48d 5.80d 5.26 4.31 3.69 3.09t 2.93 2.64 2.40 2.18 2.00

4.97d 5.09d 5.33d 5.13 4.21 3.62t 3.26 2.89 2.60 2.36 2.16 1.99

4.00d 4.97d 5.13d 5.05 4.18 3.64 3.24 2.86 2.58 2.35 2.15 1.99

4.77d 3.51d 5.05d 4.99 4.19 3.61 3.19 2.86 2.57 2.34 2.15

3.69d 5.03d 5.03 4.20 3.65 3.19 2.84 2.57 2.34 2.16

5.94d 6.30 5.10 4.23 3.64 3.20 2.86 2.58 2.36

8.24d 6.32 5.10 4.26 3.67 3.22 2.88 2.60 2.39

8.31 6.37 5.15 4.32 3.71 3.26 2.91 2.65

11.88 8.43 6.48 5.23 4.39 3.77 3.32 2.98

7.73t 12.22t 12.09 8.59 6.61 5.35 4.49 3.88 3.45
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Up Cant Dn Cant Safety Factor: 90%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 125-135°

Fleet Number: RTE019 through to RTE021 7mL

Configuration: Rail -50..100mm Locked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

225
215 Stafford, ST16 3HS
135 4
145 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

5.22s

4.77s 4.76

4.52s 4.65s 4.15

4.51s 4.66s 4.18 3.64

4.74s 4.72s 4.19 3.69 3.20

5.35s 5.16s 4.72 4.16s 3.71 3.24

6.46s 5.96s 5.35 4.68 4.15 3.70s 3.26 2.85

7.28 6.15 5.30 4.63 4.11s 3.68s 3.27 2.87

7.17 6.05 5.22 4.60 4.09s 3.68s 3.26 2.87

7.06s 5.99 5.19s 4.53 4.07s 3.67s 3.26 2.86 2.53

7.25s 7.00s 5.96s 5.16s 4.52 4.04 3.67s 3.24 2.86 2.52

8.52 6.98s 5.92s 5.13s 4.53 4.04s 3.66 3.22 2.83 2.51

8.70d 8.52 6.99s 5.92s 5.13 4.53s 4.06 3.63 3.18 2.81 2.50

5.57d 9.31d 8.50 7.01 5.93 5.14 4.52 4.02 3.60 3.15 2.78 2.48

7.07d 10.69d 8.42t 6.94 5.87 5.06 4.47 3.99 3.54 3.12 2.76 2.46

8.98d 10.79 8.40 6.86 5.50 5.05 4.45 3.95 3.49 3.07 2.73 2.44

11.12d 10.62 8.37 6.87 5.79 5.03 4.42 3.93 3.43 3.03 2.70

9.99d 10.60 8.32 6.87 5.80 5.01 4.44 3.84 3.38 3.00 2.68

13.38d 10.60 8.31 6.83 5.79 5.00 4.35 3.79 3.34 2.97

10.64 8.30 6.83 5.78 4.96 4.27 3.73 3.30 2.96

12.05t 10.67 8.33 6.87 5.75 4.88 4.22 3.71 3.29

12.78t 14.98 10.82 8.41 6.81 5.67 4.84 4.20 3.70

12.29t 18.51d 15.01 10.79 8.35 6.76 5.64 4.83 4.21

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.75d

4.51s 4.21d

4.52s 3.88s 3.94d

4.50s 4.02s 3.65d 3.62

4.47s 3.88s 3.39s 3.61d 3.19

5.33s 4.56s 3.85s 3.39s 3.40d 3.20

6.11s 5.27s 4.39s 3.93s 3.37s 3.36s 3.18 2.84

5.97s 5.03s 4.32s 3.90s 3.36s 3.19s 3.15 2.83

5.87s 5.66s 4.28s 3.76s 3.34s 3.18s 3.12 2.81

5.79s 4.90s 4.24s 3.72s 3.32s 3.27s 3.07 2.78 2.51

6.99s 5.75s 5.15s 4.21s 3.70s 3.31s 3.30t 3.03 2.75 2.50

8.44 5.88s 4.84s 4.19s 3.70s 3.32s 3.20t 2.99 2.72 2.48

6.66d 6.74d 5.87s 4.83s 4.20s 3.70s 2.88t 3.25 2.95 2.69 2.46

5.28d 5.48d 5.79d 6.13t 4.64t 4.00t 3.21t 2.93t 3.22 2.92 2.66 2.45

5.04d 5.09d 5.43d 4.81t 5.13 4.05t 3.31t 3.25t 3.18 2.89 2.65 2.44

4.19d 4.98d 5.13d 5.46t 4.53t 4.42 3.73t 3.42t 3.15 2.87 2.64 2.44

4.90d 3.69d 5.13d 5.33d 5.07t 4.37t 3.90 3.48 3.14 2.87 2.63

3.88d 5.03d 6.08 5.11 4.46 3.89 3.48 3.14 2.87 2.65

5.78d 6.90d 6.11 5.14 4.44 3.90 3.49 3.15 2.88

8.07d 7.59 6.16 5.17 4.46 3.93 3.51 3.18 2.92

9.93 7.65 6.22 5.23 4.51 3.97 3.54 3.22

13.80d 10.05 7.76 6.30 5.29 4.57 4.02 3.61

7.76t 12.43t 14.27 10.22 7.90 6.42 5.40 4.67 4.17
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Up Cant Dn Cant Safety Factor: 90%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 135-145°

Fleet Number: RTE019 through to RTE021 7nL

Configuration: Rail -50..100mm Locked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.

mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk


Rail-Ability Ltd RACD-10000609

215
205 Stafford, ST16 3HS
145 4
155 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

5.33s

4.76s 5.02s

4.65s 4.76s 4.93s

4.63s 4.76s 4.79s 4.86s

4.86s 4.82s 4.85s 4.79t 4.32

5.17s 4.86s 4.98s 4.81t 4.36

6.46s 5.96s 5.54s 5.34s 5.19s 4.84 4.37 3.88

7.52s 6.78s 6.14s 5.68s 5.36s 4.80 4.36 3.90

7.69s 7.48s 6.71s 5.96 5.31 4.79 4.35 3.89

7.92s 7.75s 6.72 5.91 5.28 4.77 4.35 3.89 3.48

7.61s 8.56s 7.69 6.67 5.88 5.27 4.75 4.35 3.88 3.47

9.08s 9.02 7.66 6.64 5.87 5.25 4.74 4.33 3.86 3.46

8.67t 9.80d 9.04 7.65 6.63 5.87 5.24 4.75t 4.29 3.84 3.45

5.67d 9.16d 10.76s 9.05 7.67 6.63 5.87 5.25 4.73 4.26 3.81 3.43

7.23d 10.63t 11.04 9.05 7.67 6.61 5.86 5.22 4.71 4.22 3.78 3.41

9.08d 12.56t 11.04 9.05 7.37 6.62 5.84 5.21 4.70 4.18 3.76

11.23d 14.14 11.02 9.04 7.65 6.58 5.83 5.21 4.65 4.15 3.73

10.06d 14.13 11.05 9.03 7.65t 6.60 5.84 5.19 4.59 4.12 3.71

16.75d 14.11 11.08 9.07 7.67 6.64 5.85 5.13 4.56 4.09

14.08 11.06 9.09 7.71 6.65 5.77 5.08 4.53 4.07

14.15 11.10 9.13 7.67 6.56 5.71 5.05 4.51

19.66 14.30 11.17 9.06 7.61 6.53 5.70 5.04

12.14t 18.75d 19.85 14.27 11.11 9.05 7.58 6.51 5.70

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.63d

4.50s 4.28d

4.50s 3.86s 4.01d

4.63s 3.87s 3.69d 3.66d

4.60s 3.87s 3.39s 3.50d 3.58d

4.42s 3.84s 3.39s 3.47d 3.49d

6.29s 5.09s 4.37s 3.81s 3.36s 3.44s 3.41d 3.37d

5.97s 5.01s 4.33s 3.78s 3.35s 3.27s 3.42d 3.43d

6.04s 5.51s 4.28s 3.87s 3.33s 3.27s 3.37d 3.29d

5.79s 4.89s 4.23s 3.72s 3.32s 3.35s 3.32d 3.31d 3.29d

6.99s 5.73s 5.14s 4.20s 3.70s 3.31s 3.31t 3.53d 3.47d 3.43d

6.94s 5.70s 4.83s 4.19s 3.69s 3.31s 3.40t 3.53d 3.40d 3.43

6.50d 6.73d 5.69s 4.97s 4.18s 3.70s 2.77t 3.40t 3.59d 3.62d 3.42

5.28d 5.48d 5.80d 5.24t 4.49t 3.74t 3.08t 2.93t 3.65t 3.78d 3.64d 3.40

4.97d 5.10d 5.35d 5.46t 4.41t 3.61t 3.55t 3.24t 4.12d 3.89d 3.67 3.39

4.47d 4.98d 5.14d 5.48d 4.90t 4.55t 3.72t 3.53t 4.26d 3.99 3.66

5.04d 3.86d 5.06d 5.44d 5.26t 4.36t 3.94t 4.51t 4.36 3.98 3.66

4.05d 5.11d 7.26d 5.71t 4.87t 4.43t 4.82 4.36 3.98 3.67

7.42d 7.57d 8.31t 6.52t 5.57t 5.40 4.83 4.37 4.00

8.31d 9.19d 8.43 7.12 6.15 5.43 4.85 4.40 4.03

11.28d 10.40 8.49 7.16 6.19 5.46 4.89 4.45

13.99d 13.51 10.50 8.57 7.22 6.25 5.52 4.95

7.83t 12.47t 18.98 13.66 10.63 8.69 7.35 6.37 5.70
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Up Cant Dn Cant Safety Factor: 90%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 145-155°

Fleet Number: RTE019 through to RTE021 7oL

Configuration: Rail -50..100mm Locked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

205
155 Stafford, ST16 3HS
155 4
205 356

50
310 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

5.59s 5.04d

5.32s 5.33s 5.37d

5.16s 5.12s 5.24s 5.11t

5.30s 5.23s 5.16s 5.06t 4.70d

5.37s 5.40s 5.05s 5.06t 4.83s

6.08d 5.46s 5.13s 5.43s 5.10t 4.82t 4.55t

7.43d 7.01s 6.48s 5.97s 5.62t 5.18t 4.84t 4.61t 3.59d

7.84s 8.01s 7.18s 6.42t 5.78t 5.30t 4.92t 4.63t 4.35d

7.52s 8.53s 7.74t 6.73t 5.98t 5.43t 5.01t 4.69t 4.45t

7.75s 8.71s 8.44t 7.11t 6.23t 5.60t 5.13t 4.77t 4.53t

8.62s 9.27s 9.19t 7.59t 6.53t 5.80t 5.27t 4.87t 4.60t 3.93d

8.95s 9.76s 9.97s 9.78s 8.12t 6.85t 6.03t 5.43t 4.99t 4.69t 4.22t

9.02d 10.41s 10.21s 10.14s 8.57t 7.22t 6.28t 5.61t 5.13t 4.80t 4.28t

6.68d 9.64d 11.22t 10.91s 10.44d 9.23t 7.58t 6.54t 5.81t 5.28t 4.93t 4.12d

5.70d 8.01d 10.99t 12.20d 11.55d 10.74s 9.56s 7.95t 6.81t 6.02t 5.45t 5.07t

7.37d 9.91d 12.92d 13.42s 12.31s 11.02s 9.63s 8.31t 7.08t 6.23t 5.63t 5.17t

12.04d 15.20d 14.52s 12.80s 11.09s 9.64s 8.55s 7.36t 6.45t 5.83t 5.19t

11.67d 17.95d 15.37s 13.09s 11.14s 9.70s 8.59s 7.64t 6.69t 6.03t 4.80d

19.30s 15.90s 12.95s 11.20s 9.75s 8.64s 7.78s 6.94t 6.04t

12.20t 20.19s 16.04s 13.26s 11.29s 9.85s 8.75s 7.84s 6.84s 5.27d

18.96t 27.47s 20.44s 16.19s 13.42s 11.50s 10.00s 8.71s 7.46s 6.09s

27.94s 20.81s 16.41s 13.50s 11.34s 9.58s 8.02s 6.41s

12.62t 20.46t 26.58s 19.65s 15.48s 12.50s 10.25s 8.32s

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

5.09s 4.67d

5.16s 4.30d 4.32d

5.16s 4.40s 3.94d 3.98d

5.12s 4.50s 3.79s 3.65d 3.75d

5.24s 4.34s 3.79s 3.50d 3.62d

5.98s 5.02s 4.44s 3.77s 3.31s 3.47d 3.50d

7.16d 5.90s 5.11s 4.40s 3.85s 3.31s 3.34d 3.34d 3.38d

7.08s 6.43s 4.89s 4.25s 3.71s 3.29s 3.34d 3.30d 3.32d

6.89s 6.19s 4.83s 4.32s 3.70s 3.29s 3.80d 3.30d 3.30d

6.99s 5.79s 4.78s 4.30s 3.66s 3.28s 3.36d 3.44d 3.30d

6.72s 5.75s 4.89s 4.12s 3.65s 3.07t 3.46d 3.36d 3.34d 3.31d

8.71s 6.69s 5.54s 4.87s 4.24s 3.86s 2.74t 3.55d 3.43d 3.52d 3.46d

6.49d 6.35t 5.69s 4.86s 3.88t 2.98t 2.76t 3.58d 3.63d 3.61d 3.52d

5.31d 5.54d 4.95t 6.41d 4.21t 3.53t 3.27t 2.92t 3.78d 3.71d 3.71d 3.58d

4.98d 5.06d 5.22d 5.44d 5.03t 3.95t 3.95t 3.25t 3.14t 4.04d 3.92d 3.82d

5.14d 4.97d 5.01d 5.29d 5.17t 4.36t 4.85t 3.52t 3.82t 4.28d 3.99d 3.79d

5.01d 4.97d 5.19d 5.86t 4.86t 4.25t 3.89t 4.66d 4.41d 4.34d 3.90d

4.97d 5.37d 6.75t 5.48t 4.75t 4.79t 5.21d 4.90d 4.33d 4.09d

6.47d 7.41d 7.81t 6.27t 5.43t 6.32d 5.53d 5.17d 4.60d

9.15d 9.94d 9.21t 7.33t 7.61d 6.72d 5.79d 5.20d 4.52d

11.41d 12.36d 12.80s 10.67s 9.45s 8.45s 7.09d 6.12d 5.19d

15.13d 16.35s 12.91s 10.71s 9.14s 7.91s 7.01s 6.10d

8.73t 14.47t 21.26d 16.56s 13.05s 10.78s 9.19s 8.04s
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Up Cant Dn Cant Safety Factor: 87%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 155-205°

Fleet Number: RTE019 through to RTE021 7pL

Configuration: Rail -50..100mm Locked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

155
145 Stafford, ST16 3HS
205 4
215 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

5.68s 4.94d

5.41s 5.35d

5.14s 5.20s 5.31s 5.09t

5.39s 5.31s 5.22s 5.07s 4.68d

5.63s 5.46s 5.34s 5.05t 4.82t

6.06d 5.96s 5.11s 5.41s 5.10t 4.81t 4.54t

7.33d 7.10s 6.56s 6.02s 5.60t 5.17t 4.84s 4.60t

7.98s 8.07s 7.21t 6.39t 5.76t 5.28t 4.90t 4.62t 4.32t

7.63s 8.50s 7.68t 6.70t 5.96t 5.41t 4.99t 4.68t 4.44t

8.01s 8.81s 8.35t 7.07t 6.21t 5.58t 5.11t 4.75t 4.51

8.88s 9.37s 8.68 7.50 6.50t 5.78t 5.25t 4.86t 4.50 3.58d

9.10d 9.78s 10.06s 8.66 7.55 6.67t 5.95t 5.38t 4.92 4.49 4.05

6.49d 9.15t 10.49s 10.13 8.63 7.52 6.67 5.97 5.40 4.93t 4.46 4.04

6.90d 9.74t 11.30d 10.12s 8.56 7.54t 6.66t 5.97 5.39 4.93 4.44 3.95d

6.41d 8.20d 10.92t 12.23 10.16 8.64 7.53 6.65 5.95 5.39 4.89 4.42

7.38d 9.97d 12.97d 12.30 10.15 8.51 7.50 6.65 5.95 5.40 4.86 4.39

12.17d 15.39d 12.29 10.14 8.65 7.52 6.64 5.96 5.37 4.83 4.37

15.62 12.31 10.15 8.66 7.52 6.66 5.98 5.33 4.80 4.36

11.71d 14.34d 17.97d 15.57 12.36 10.21 8.68 7.55 6.70t 5.93 5.30 4.78

17.51d 15.60 12.43 10.11 8.74 7.59 6.66 5.88 5.27 4.78

21.02 15.67 12.45 10.33 8.74 7.54 6.61 5.86 5.26

21.19 15.77 12.44 10.26 8.69 7.50 6.58

12.68t 20.79t 21.25 15.75 12.42 10.21 8.66 7.50

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.72d 4.65d

4.18d 4.28d

5.14s 4.37s 3.86d 3.91d

5.10s 4.36s 3.76s 3.75d 3.75d

5.21s 4.33s 3.76s 3.58d 3.54d

5.94s 4.99s 4.42s 3.74s 3.41s 3.40d 3.50d

7.13s 5.85s 4.95s 4.27s 3.72s 3.30s 3.72d 3.46d

7.19s 5.75s 5.03s 4.22s 3.69s 3.28s 3.30d 3.42d 3.32d

6.88s 5.84s 4.81s 4.18s 3.68s 3.28s 3.34d 3.45d 3.29d

6.75s 5.60s 5.17s 4.14s 3.65s 3.27s 3.32d 3.35d 3.30d

6.88s 5.72s 4.73s 4.11s 3.64s 2.83t 3.37d 3.53d 3.33d 3.34d

8.38s 7.41s 5.51s 4.85s 4.10s 3.58t 2.73t 3.50d 3.43d 3.39d 3.34d

6.49d 6.54d 6.86d 5.41t 4.61t 3.76t 2.86t 2.75t 3.58d 3.62d 3.60d 3.38d

5.33d 5.55d 5.43t 5.16t 3.75t 3.26t 3.26t 2.92t 3.78d 3.71d 3.56d 3.44d

4.97d 4.99d 5.15d 5.44d 4.55t 7.38d 3.80t 3.25t 3.13t 4.09d 3.91d 3.67d

5.13d 4.97d 5.01d 5.29d 5.15t 4.34t 4.95t 3.52t 3.91t 4.33d 3.98d 3.78d

5.00d 4.97d 5.12d 5.82t 4.83t 4.22t 3.89t 4.80d 4.47d 4.16d 3.95d

4.96d 5.72d 6.70t 5.45t 4.73t 4.89t 5.19d 4.67d 4.31d 4.13d

6.57d 7.88d 7.74t 6.24t 5.42t 6.00d 5.59d 5.14d 4.58d

9.43d 10.18d 9.17t 7.30t 7.15 6.33 5.69 5.17d 4.51d

11.58d 12.29d 11.77 9.70 8.26 7.19 6.37 5.73 5.17d

15.35d 15.02 11.87 9.80 8.34 7.26 6.43

8.84t 14.79t 20.52 15.21 12.02 9.94 8.48 7.45
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Up Cant Dn Cant Safety Factor: 90%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 205-215°

Fleet Number: RTE019 through to RTE021 7NL

Configuration: Rail -50..100mm Locked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

145
135 Stafford, ST16 3HS
215 4
225 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

5.77s 4.90d

5.38s 5.47s 5.21d

5.38s 5.18s 5.36s 5.03d

5.23s 5.37s 5.27s 5.06s 4.53d

5.58s 5.33s 5.38t 5.04t 4.68

6.12d 6.02s 5.79s 5.47t 5.09t 4.70 4.18

7.41d 6.92s 6.62s 6.07s 5.58t 5.16t 4.69 4.21

7.89s 8.12s 7.17t 6.37t 5.75t 5.18 4.67 4.21 3.77

7.77s 8.73s 7.49 6.51 5.75 5.14 4.65 4.21 3.77

7.86s 8.66s 7.42 6.47 5.73 5.14 4.64 4.21 3.77

8.81s 8.62 7.38 6.43 5.71 5.11 4.64 4.19 3.76 3.39

9.16d 9.94s 8.62 7.34 6.43 5.70 5.11t 4.61 4.18 3.75 3.39

7.02d 9.34d 10.35d 8.56 7.35 6.41 5.68 5.09 4.60 4.15 3.73 3.38

7.02d 9.96t 10.33 8.57 7.31 6.39 5.65 5.07 4.58 4.12 3.71 3.37

6.56d 8.32d 11.23d 10.29 8.50 7.30 6.37 5.63 5.05 4.57 4.09 3.69

7.46d 10.09d 12.95d 10.28 8.54 7.28 6.34 5.61 5.04 4.53 4.06 3.67

12.25d 12.97 10.28 8.52 7.24 6.34 5.61 5.04 4.49 4.03 3.65

12.94 10.32 8.53 7.28 6.34 5.62 4.99 4.45 4.00 3.64

17.24 12.94 10.33 8.55 7.27 6.36 5.59 4.95 4.43 3.99

12.46t 17.36 12.96 10.34 8.58 7.33 6.33 5.55 4.91 4.40

13.20t 19.64t 17.42 13.00 10.37 8.60 7.27 6.28 5.51 4.89 4.40

19.83t 17.57 13.09 10.35 8.54 7.24 6.26 5.49

12.73t 21.10t 17.61 13.02 10.33 8.51 7.20 6.24

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.78d 4.70d

5.08s 4.22d 4.16d

5.11s 4.33s 4.14d 3.87d

5.06s 4.34s 3.74s 3.75d 3.71d

5.16s 4.30s 3.76s 3.50d 3.50d

5.94s 5.12s 4.29s 3.74s 3.50s 3.47d 3.46d

7.09s 5.83s 4.91s 4.24s 3.71s 3.29s 3.33d 3.42d

6.95s 5.75s 4.85s 4.19s 3.68s 3.28s 3.73d 3.34d 3.32d

6.82s 5.63s 4.96s 4.15s 3.66s 3.27s 3.45d 3.37d 3.29d

6.74s 5.57s 5.02s 4.14s 3.65s 3.27s 3.40d 3.35d 3.30d

6.66s 5.69s 4.71s 4.11s 3.64s 2.56t 3.72t 3.44d 3.33d 3.38d

8.25t 6.61s 5.49s 4.83s 4.09s 3.49t 2.73t 3.45d 3.43d 3.39d 3.37d

6.45d 6.52d 6.09t 5.78t 4.49t 3.64t 2.86t 2.75t 3.76t 3.62d 3.60d 3.37

5.33d 5.66d 4.88t 5.35t 3.59t 3.25t 3.14t 2.91t 3.73d 3.70d 3.56d 3.36

4.97d 4.99d 5.16d 5.44d 4.55t 6.82 3.50t 3.24t 3.24t 4.03d 3.91d 3.62

5.11d 5.44d 5.08d 5.22d 5.34t 4.51t 4.80t 3.64t 3.91t 4.29 3.93 3.62

5.00d 4.97d 5.12d 5.80t 4.82t 4.21t 3.88t 4.71d 4.29 3.92 3.62

4.96d 5.52d 6.69t 5.42t 4.72t 4.87t 4.72 4.29 3.92 3.64

7.14d 7.62d 7.66t 6.19t 5.39t 5.27 4.73 4.29 3.94

9.23d 9.72 8.03 6.84 5.96 5.28 4.75 4.31

11.79d 12.35 9.79 8.08 6.89 5.99 5.31 4.78 4.36

14.94t 15.49d 12.47 9.88 8.15 6.95 6.06 5.37

8.75t 15.01t 17.00 12.61 10.01 8.28 7.08 6.23
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Up Cant Dn Cant Safety Factor: 75%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 215-225°

Fleet Number: RTE019 through to RTE021 7ML

Configuration: Rail -50..100mm Locked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

135
125 Stafford, ST16 3HS
225 4
235 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

5.86s 4.61d

5.49s 5.06 4.33

5.22s 5.07 4.40 3.80

5.46s 5.07 4.41 3.86 3.36

5.70s 5.04 4.41 3.89 3.40

6.13d 5.81 5.01 4.40 3.89 3.43 3.01

7.42d 6.75s 5.74 4.97 4.37 3.88 3.44 3.03

8.05 6.69 5.67 4.87 4.34 3.88 3.45 3.04 2.68

7.89s 6.58 5.63 4.89 4.32 3.86 3.45 3.04 2.69

7.88 6.55 5.59 4.84 4.29 3.85 3.44 3.03 2.69

7.82 6.50 5.55 4.82 4.29 3.84t 3.42 3.02 2.67

9.14t 7.78 6.47 5.52 4.82 4.26 3.81 3.40 3.00 2.66 2.38

7.19d 9.28t 7.74 6.44 5.52 4.80 4.23 3.78 3.36 2.97 2.65 2.37

7.15d 9.54 7.63t 6.28 5.46 4.73 4.20 3.75 3.33 2.95 2.63 2.36

6.88d 8.43d 9.53 7.60 6.33 5.41 4.71 4.15 3.72 3.29 2.92 2.61

7.70d 10.21d 9.49 7.56 6.28 5.37 4.68 4.14 3.69 3.25 2.89 2.58

12.36d 9.43 7.55 6.26 5.36 4.66 4.13 3.63 3.21 2.85 2.57

11.82d 9.38 7.51 6.24 5.34 4.65 4.10 3.58 3.17 2.83

12.55 9.38 7.48 6.23 5.32 4.65 4.02 3.53 3.14 2.82

17.59d 9.37 7.46 6.22 5.32 4.57 3.97 3.50 3.12

12.60 9.42 7.52 6.22 5.25 4.51 3.94 3.48 3.12

18.94 12.75 9.54 7.51 6.15 5.20 4.48 3.92

12.75t 19.05t 12.78 9.48 7.48 6.13 5.18

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.95d 4.61d

5.05s 4.25d 4.27d

5.06s 4.30s 4.00d 3.78

5.18s 4.32s 3.71s 3.68d 3.34

4.99s 4.41s 3.73s 3.53d 3.37

5.86s 4.94s 4.26s 3.72s 3.40d 3.35 2.99

7.17d 5.97s 4.90s 4.22s 3.81s 3.27s 3.34 2.98

6.89s 6.05s 4.84s 4.19s 3.68s 3.27s 3.29 2.97 2.67

6.97s 5.61s 5.38 4.14s 3.66s 3.26s 3.26 2.94 2.65

6.68s 5.70s 4.86s 4.37s 3.63s 3.20t 3.22 2.90 2.63

6.81s 5.49s 4.69s 4.11s 3.74s 2.56t 3.17 2.87 2.61

8.60d 7.17s 5.64s 4.67s 4.08s 3.40t 2.82t 3.13 2.84 2.59 2.37

6.49d 6.49d 6.83d 5.22t 4.59t 3.52t 2.96t 2.75t 3.09 2.81 2.57 2.36

5.42d 5.57d 4.83t 4.06t 3.88t 3.50t 3.02t 2.91t 3.05 2.79 2.55 2.36

4.97d 5.00d 5.24d 5.44d 4.97t 3.90t 3.49t 3.23t 3.23t 3.03 2.76 2.54

5.11d 5.50d 5.01d 5.22d 5.07t 4.77 3.81t 3.51t 3.33 3.01 2.75 2.53

4.99d 4.97d 5.13d 5.60 4.78 4.16 3.70 3.31 3.00 2.75 2.53

5.15d 5.93d 5.62 4.78 4.16 3.69 3.31 3.01 2.75

6.74d 6.86 5.66 4.80 4.19 3.70 3.32 3.01 2.77

8.75 6.89 5.68 4.83 4.20 3.72 3.34 3.04

11.75d 8.82 6.96 5.73 4.86 4.24 3.75 3.37 3.08

14.89d 12.05 8.93 7.04 5.80 4.93 4.29 3.81

9.04t 15.53t 12.24 9.08 7.18 5.93 5.06
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Up Cant Dn Cant Safety Factor: 75%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 225-235°

Fleet Number: RTE019 through to RTE021 7LL

Configuration: Rail -50..100mm Locked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

125
115 Stafford, ST16 3HS
235 4
245 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

5.95s 4.69d

5.58s 5.16 4.39

5.32s 5.17 4.47 3.84

5.56s 5.17 4.49 3.91 3.37

5.80s 5.13 4.49 3.95 3.42

5.71d 6.14d 5.87s 5.10 4.47 3.96 3.46 3.01

7.41d 6.88 5.85 5.06 4.44 3.94 3.48 3.03

8.23 6.80 5.77 4.96 4.40 3.93 3.48 3.05 2.67

7.84s 6.69 5.72 4.97 4.38 3.91 3.49 3.05 2.67

7.95 6.60 5.66 4.91 4.36 3.90 3.47 3.04 2.67

7.87 6.57 5.62 4.89 4.34 3.89t 3.45 3.03 2.66

9.07d 7.83 6.54 5.61 4.87 4.32 3.86 3.43 3.01 2.65 2.35

7.36d 9.31d 7.75 6.52t 5.59 4.85t 4.29 3.81 3.38 2.97 2.62 2.33

7.26d 9.63 7.74 6.45 5.51 4.80t 4.23 3.78 3.35 2.94 2.60

6.82d 8.53d 9.60 7.65 6.37 5.23 4.74 4.20 3.75 3.31 2.91 2.58

7.71d 10.25d 9.52 7.64 6.33 5.41 4.68 4.18 3.71 3.25 2.87 2.55

12.48d 9.48 7.59 6.30 5.39 4.67 4.16 3.64 3.20 2.83 2.53

11.90d 9.43 7.55 6.30 5.36 4.69 4.12 3.58 3.16 2.81

14.60d 9.41 7.55 6.28 5.34 4.67 4.03 3.53 3.12 2.78

9.45 7.54 6.27 5.37 4.58 3.97 3.48 3.09

12.69 9.50 7.57 6.29 5.27 4.51 3.93 3.46 3.09

18.93 12.86 9.62 7.57 6.19 5.21 4.48 3.91

12.75t 19.20 12.91 9.56 7.51 6.16 5.20

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.75d 4.69d

5.01s 4.24d 4.16d

5.16s 4.28s 3.99d 3.82

5.00s 4.28s 3.71s 3.71d 3.35

4.99s 4.27s 3.72s 3.57d 3.39

5.71d 5.84s 4.93s 4.26s 3.83s 3.54d 3.39 2.99

7.02s 6.10s 4.88s 4.20s 3.69s 3.36s 3.35 2.98

7.06s 5.70s 4.82s 4.18s 3.77s 3.26s 3.31 2.96 2.65

6.76s 5.75s 5.06s 4.13s 3.64s 3.26s 3.26 2.93 2.64

6.64s 5.53s 5.12s 4.24s 3.62s 3.07t 3.21 2.89 2.61

6.61s 5.64s 4.96s 4.08s 3.73s 2.74t 3.16 2.85 2.59

8.44t 6.55s 5.45s 4.66s 4.19s 3.31t 2.64t 3.10 2.82 2.56 2.34

6.44d 6.64d 6.26t 5.61t 4.34t 3.62t 2.85t 2.75t 3.06 2.78 2.54 2.33

5.31d 5.56d 5.30t 5.73 4.43t 3.24t 3.02t 2.91t 3.02 2.76 2.52

5.44d 5.00d 5.16d 5.46d 4.71t 4.72 3.77t 3.23t 3.31 2.99 2.73 2.50

5.10d 5.49d 5.08d 5.23d 5.29t 4.29t 3.80t 3.50t 3.28 2.97 2.71 2.49

5.04d 4.97d 5.13d 5.54 4.71 4.11 3.64 3.27 2.96 2.71 2.50

5.04d 5.59d 5.57 4.73 4.12 3.64 3.27 2.96 2.71

6.80d 6.79 5.59 4.74 4.12 3.65 3.27 2.97 2.73

8.70 6.85 5.62 4.77 4.15 3.67 3.30 3.00

11.89d 8.78 6.92 5.68 4.82 4.19 3.71 3.33 3.06

15.06d 12.08 8.91 7.03 5.78 4.90 4.26 3.79

9.13t 15.46t 12.29 9.10 7.19 5.93 5.06
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Up Cant Dn Cant Safety Factor: 90%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 235-245°

Fleet Number: RTE019 through to RTE021 7KL

Configuration: Rail -50..100mm Locked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

115
105 Stafford, ST16 3HS
245 4
255 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

5.97s 5.38

5.42 4.60 3.89

5.30s 4.66 3.98 3.40

5.43s 4.65 4.04 3.46 2.97

5.76d 5.37 4.63 4.03 3.51 3.02

6.17s 5.32 4.60 4.00 3.54 3.05 2.64

7.46d 6.22 5.28 4.56 3.98 3.54 3.07 2.66

7.40 6.14 5.21 4.51 3.96 3.54 3.09 2.68 2.33

7.27 6.04 5.15 4.48 3.95 3.52 3.08 2.68 2.34

7.18 5.95 5.06 4.44 3.92 3.52 3.07 2.67 2.33

7.07 5.91 5.05 4.42 3.91 3.48 3.06 2.66 2.32

8.83 7.11 5.90 5.03 4.41 3.87 3.45 3.04 2.64 2.31 2.03

7.51d 8.72 6.98 5.86 5.01 4.34 3.84 3.40 3.00 2.61 2.29 2.02

7.37d 8.59 6.92t 5.76 4.95 4.29 3.77 3.37 2.94 2.57 2.27

6.82d 8.49d 8.57t 6.83 5.66 4.88 4.24 3.74 3.33t 2.90 2.53 2.24

8.01d 10.27d 8.50 6.78 5.66 4.82 4.21 3.72 3.28 2.85 2.50 2.22

11.16 8.42 6.75 5.61 4.79 4.19 3.70 3.21 2.80 2.47 2.20

10.38d 11.97d 8.36 6.68 5.55 4.76 4.15 3.63 3.14 2.76 2.44

12.06t 8.34 6.66 5.54 4.74 4.12 3.55 3.09 2.72 2.42

16.75 8.32 6.65 5.54 4.73 4.03 3.49 3.05 2.69

11.23 8.41 6.70 5.56 4.64 3.97 3.44 3.02 2.69

16.94 11.38 8.51 6.70 5.47 4.58 3.93 3.42

12.79t 17.16 11.41 8.45 6.65 5.43 4.57

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

5.96s 4.68d

5.00s 4.16d 3.86

5.15s 4.27s 3.93 3.37

4.98s 4.27s 3.80s 3.42 2.95

5.76d 4.96s 4.26s 3.71s 3.42 2.98

6.01s 4.90s 4.24s 3.69s 3.38 2.97 2.62

6.97s 5.75s 4.86s 4.19s 3.68s 3.34 2.95 2.62

6.85s 5.66s 4.80s 4.16s 3.67s 3.26s 2.91 2.59 2.31

6.71s 5.58s 4.75s 4.15 3.64 3.21 2.86 2.56 2.30

6.84s 5.50s 4.63 4.03 3.54 2.92t 2.81 2.52 2.28

6.77s 5.42 4.45 3.90 3.45 2.55t 2.76 2.49 2.25

8.16t 6.53s 5.27 4.33 3.79 3.21t 2.73t 2.72 2.45 2.23 2.03

6.46d 6.66d 5.83t 5.06t 4.24 3.40t 2.96t 2.75t 2.66 2.42 2.20 2.01

5.32d 5.57d 4.85t 4.42t 3.56t 3.36t 3.01t 2.91 2.63 2.39 2.18

5.50d 5.00d 5.24d 5.45d 4.49t 4.10 3.48t 3.19 2.87 2.60 2.37 2.16

5.09d 5.49d 5.01d 5.24d 4.82 4.08 3.57 3.17 2.84 2.58 2.35 2.16

4.99d 4.97d 5.13d 4.80 4.09 3.55 3.16 2.84 2.56 2.34 2.16

5.03d 5.66d 4.84 4.09 3.56 3.15 2.83 2.56 2.35

7.15d 5.91 4.85 4.13 3.58 3.16 2.84 2.57 2.37

7.63 5.97 4.91 4.16 3.61 3.18 2.86 2.60

10.45 7.69 6.05 4.96 4.20 3.65 3.22 2.90 2.67

15.06d 10.59 7.81 6.15 5.05 4.28 3.71 3.31

9.14t 15.92t 10.85 8.00 6.31 5.20 4.43
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Up Cant Dn Cant Safety Factor: 90%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 245-255°

Fleet Number: RTE019 through to RTE021 7JL

Configuration: Rail -50..100mm Locked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

105
95 Stafford, ST16 3HS

255 4
265 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

5.93s 5.03 4.17

5.13 4.31 3.63

5.14 4.37 3.72 3.16

5.10 4.38 3.78 3.23 2.76

5.81d 5.07 4.35 3.79 3.27 2.81

5.74d 5.93 5.02 4.33 3.78 3.30 2.84 2.45

7.15 5.86 4.97 4.28 3.74 3.33 2.86 2.47

6.96 5.79 4.91 4.25 3.74 3.33 2.87 2.48 2.15

6.83 5.67 4.86 4.20 3.72 3.32 2.87 2.48 2.16

6.75 5.64 4.76 4.18 3.68 3.30 2.87 2.48 2.16

6.71 5.56 4.74 4.16 3.67 3.27 2.84 2.46 2.15

8.35 6.67 5.56 4.75 4.13 3.63 3.23t 2.82 2.44 2.13 1.87

7.53d 8.16t 6.58 5.48 4.69 4.09 3.60 3.18 2.78 2.41 2.11 1.86

7.48d 8.10 6.48 5.43 4.60 4.03 3.55 3.14 2.74 2.38 2.09

7.08d 8.50d 8.03 6.39 5.33 4.57 3.95 3.50 3.11 2.69 2.35 2.06

8.02d 10.35d 7.92 6.36 5.29 4.51 3.88 3.48 3.04 2.64 2.31 2.04

10.42 7.84 6.29 5.24 4.48 3.87 3.44 2.98 2.59 2.28 2.02

10.36d 11.93d 7.78 6.23 5.18 4.43 3.86 3.37 2.91 2.54 2.25

7.75 6.20 5.14 4.40 3.84 3.29 2.86 2.51 2.23

7.76 6.19 5.15 4.41 3.74 3.23 2.81 2.49

10.46 7.81 6.23 5.17 4.33 3.68 3.19 2.79 2.48

15.96 10.62 7.95 6.22 5.09 4.27 3.65 3.17

12.65t 16.16 10.68 7.88 6.17 5.05 4.25

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

5.92s 4.75d 4.17

4.97s 4.27 3.59

5.01s 4.25s 3.68 3.14

5.00s 4.29 3.68 3.18 2.74

5.81d 5.03 4.24 3.66 3.18 2.78

5.74d 5.80s 4.90 4.20 3.61 3.15 2.77 2.43

6.98s 5.71s 4.78 4.10 3.55 3.10 2.74 2.43

6.81 5.49 4.63 3.99 3.47 3.05 2.70 2.41 2.13

6.69 5.30 4.47 3.87 3.38 2.99 2.65 2.37 2.12

6.53 5.15 4.28 3.74 3.29 2.77t 2.60 2.33 2.10

6.52 5.03 4.22 3.62 3.19 2.56t 2.55 2.30 2.07

8.11t 6.14 4.90 4.01 3.50 3.11 2.63t 2.50 2.26 2.05 1.86

6.47d 6.49d 5.80t 4.75 3.89 3.39t 2.95t 2.72 2.46 2.23 2.03 1.85

5.33d 5.57d 4.82t 4.04t 3.56t 3.35 2.98 2.68 2.42 2.20 2.00

5.50d 4.99d 5.16d 5.45d 4.48t 3.77 3.31 2.98 2.65 2.39 2.17 1.99

5.09d 5.49d 5.01d 5.22d 4.44 3.76 3.28 2.94 2.61 2.37 2.16 1.98

4.98d 4.97d 5.13d 4.43 3.77 3.32 2.90 2.61 2.36 2.15 1.99

5.03d 5.43 4.44 3.82 3.27 2.90 2.60 2.36 2.16

7.00d 5.47 4.47 3.80 3.29 2.92 2.61 2.37 2.18

7.05 5.51 4.52 3.83 3.32 2.93 2.63 2.40

9.69 7.12 5.59 4.58 3.87 3.36 2.97 2.67 2.47

15.03 9.83 7.25 5.70 4.67 3.96 3.44 3.05

9.10t 15.39 10.09 7.44 5.86 4.83 4.11
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Up Cant Dn Cant Safety Factor: 90%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 255-265°

Fleet Number: RTE019 through to RTE021 7IL

Configuration: Rail -50..100mm Locked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

95
75 Stafford, ST16 3HS

265 4
285 356

20
340 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

5.93s 4.96

5.05 4.24 3.57

5.03 4.31 3.66 3.11

5.03 4.28 3.72 3.18 2.71

5.81d 5.01 4.28 3.73 3.22 2.76

5.74d 5.85 4.95 4.26 3.72 3.25 2.80 2.41

6.96 5.76 4.90 4.22 3.69 3.28 2.81 2.43

6.86 5.68 4.84 4.19 3.68 3.27 2.82 2.44 2.11

6.73 5.58 4.69 4.14 3.65 3.27 2.83 2.44 2.12

6.65 5.53s 4.72s 4.11 3.63 3.25 2.82 2.44 2.12

6.61 5.50 4.69s 4.10 3.61 3.22 2.79 2.42 2.10

8.18 6.57 5.48 4.68 4.07 3.59 3.19 2.77 2.40 2.09 1.83

6.92d 8.05 6.49 5.38 4.62 4.03t 3.54 3.13 2.73 2.37 2.07 1.82

7.48d 7.95 6.38 5.35 4.53 3.97 3.50 3.11t 2.70 2.34 2.05

7.08d 8.58d 7.91 6.33 5.28 4.52 3.90t 3.46 3.06 2.65 2.31 2.03

8.02d 10.28d 7.80 6.26 5.21 4.44 3.81 3.43 2.99 2.59 2.27 2.00

10.26 7.72 6.18 5.16 4.41 3.81 3.38 2.93 2.54 2.23 1.98

11.93d 7.66 6.13 5.10 4.36 3.80 3.31 2.86 2.50 2.21

7.63 6.11 5.06 4.33 3.78 3.23 2.81 2.47 2.18

15.50 7.67 6.11 5.07 4.34 3.68 3.17 2.77 2.44

10.32 7.71 6.15 5.09 4.26 3.62 3.13 2.74 2.44

15.82 10.48 7.85 6.15 5.01 4.20 3.58 3.11

12.55t 15.99t 10.51 7.75 6.10 4.97 4.18

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

5.91s 4.75d

4.97s 4.21 3.54

5.01s 4.24 3.61 3.09

5.02 4.23 3.62 3.13 2.70

5.81d 4.95 4.18 3.61 3.13 2.73

5.74d 5.80s 4.83 4.14 3.56 3.10 2.73 2.39

6.91 5.64 4.71 4.04 3.49 3.05 2.69 2.39

6.71 5.40 4.56 3.92 3.40 3.00 2.65 2.36 2.10

6.59 5.22 4.40 3.82 3.32 2.94 2.61 2.33 2.09

6.43 5.07 4.21 3.68 3.23 2.77t 2.56 2.29 2.06

6.42 4.95 4.15 3.55 3.14 2.56t 2.50 2.26 2.04

8.02 6.05 4.81 3.94 3.44 3.05 2.63t 2.45 2.22 2.01 1.83

6.59d 6.49d 5.80t 4.65 3.82 3.39t 2.95t 2.67 2.42 2.18 1.99 1.81

5.33d 5.57d 4.82t 4.04t 3.71t 3.29 2.93 2.63 2.37 2.16 1.97

5.55d 4.99d 5.16d 5.45d 4.43 3.70 3.24 2.92 2.60 2.35 2.13 1.95

5.09d 5.49d 5.01d 5.22d 4.36 3.69 3.22 2.89 2.56 2.32 2.12 1.94

4.98d 4.97d 5.13d 4.34 3.70 3.25 2.84 2.56 2.32 2.11 1.95

5.03d 5.33 4.36 3.75 3.24 2.84 2.55 2.31 2.12

6.89 5.38 4.42 3.73 3.23 2.86 2.56 2.32 2.14

6.93 5.42 4.44 3.76 3.26 2.89 2.58 2.35

9.56 7.01 5.50 4.50 3.80 3.30 2.92 2.62 2.42

14.86 9.70 7.14 5.61 4.60 3.89 3.37 3.00

9.02t 15.23 9.96 7.34 5.77 4.75 4.05
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Up Cant Dn Cant Safety Factor: 90%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 265-285°

Fleet Number: RTE019 through to RTE021 7HL

Configuration: Rail -50..100mm Locked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

75
65 Stafford, ST16 3HS

285 4
295 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

5.91s 5.07

5.14 4.34 3.66

5.16 4.41s 3.75 3.19

5.14 4.40s 3.81 3.25 2.78

5.81d 5.11 4.40s 3.81 3.30 2.83

5.76d 6.00 5.06 4.35 3.80 3.33 2.87 2.47

7.16 5.91s 5.00s 4.33 3.79 3.36 2.89 2.49

7.00 5.82s 4.94 4.27 3.76 3.35 2.90 2.51 2.17

6.92 5.69 4.89 4.23 3.74 3.34 2.90 2.51 2.18

6.83 5.68 4.84 4.21 3.72 3.32 2.89 2.50 2.18

6.76 5.61 4.78 4.19 3.71 3.30 2.88 2.49 2.17

8.38t 6.75 5.60 4.79 4.16 3.69 3.25 2.84 2.47 2.15 1.89

7.51d 8.21t 6.65 5.52 4.75 4.12 3.63 3.21t 2.81 2.43 2.13 1.88

7.47d 8.17t 6.54 5.46 4.65 4.07 3.57 3.19 2.76 2.40 2.11

7.08d 8.49d 8.09t 6.46 5.40 4.62 3.99 3.53 3.14 2.72 2.37 2.09

8.01d 10.34d 8.00 6.42 5.34 4.54 3.93 3.51 3.07 2.67 2.34 2.06

10.54 7.92 6.35 5.28 4.51 3.94 3.46 3.00 2.62 2.30 2.04

11.92d 7.87 6.30 5.22 4.48 3.90 3.41 2.94 2.58 2.27

7.84 6.26 5.21 4.45 3.87 3.32 2.89 2.54 2.25

16.00 7.86 6.26 5.21 4.46 3.78 3.26 2.85 2.52

10.61 7.91 6.30 5.23 4.38 3.72 3.22 2.82 2.51

16.27 10.78 8.06 6.32 5.15 4.31 3.69 3.20

12.40t 16.45 10.84 7.99 6.25 5.12 4.30

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

5.91s 4.71d

5.00s 4.19d 3.63

4.99s 4.27s 3.70 3.16

4.98s 4.27s 3.72 3.21 2.77

5.76d 4.97s 4.26s 3.68 3.22 2.80

5.76d 5.80s 4.91s 4.22 3.63 3.17 2.79 2.45

6.97s 5.77 4.82 4.13 3.57 3.14 2.76 2.44

6.84 5.55 4.68 4.02 3.50 3.08 2.73 2.42 2.16

6.71s 5.36 4.52 3.89 3.41 3.02 2.68 2.39 2.14

6.61s 5.21 4.33 3.77 3.31 2.84t 2.62 2.36 2.12

6.58 5.07 4.18 3.65 3.22 2.56t 2.58 2.32 2.10

8.12t 6.22 4.94 4.04 3.54 3.14 2.73t 2.53 2.29 2.07 1.88

6.46d 6.48d 5.83t 4.80 3.95 3.40t 2.96t 2.75t 2.48 2.25 2.05 1.87

5.32d 5.57d 4.83t 4.05t 3.56t 3.37t 3.01 2.70 2.45 2.22 2.03

5.55d 4.99d 5.24d 5.45d 4.49t 3.82 3.35 2.97 2.68 2.42 2.20 2.01

5.09d 5.49d 5.01d 5.22d 4.49 3.80 3.32 2.95 2.64 2.40 2.18 2.01

4.99d 4.97d 5.13d 4.47 3.81 3.30 2.93 2.63 2.38 2.18 2.01

5.03d 5.50 4.50 3.81 3.31 2.93 2.63 2.38 2.18

7.00d 5.54 4.52 3.85 3.33 2.94 2.64 2.39 2.20

7.15 5.59 4.57 3.87 3.36 2.96 2.66 2.42

9.83 7.22 5.66 4.63 3.91 3.40 3.00 2.70 2.49

15.20d 9.99 7.35 5.77 4.73 4.01 3.47 3.08

8.88t 15.20t 10.25 7.54 5.93 4.88 4.16
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Up Cant Dn Cant Safety Factor: 90%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 285-295°

Fleet Number: RTE019 through to RTE021 7GL

Configuration: Rail -50..100mm Locked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.

mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk


Rail-Ability Ltd RACD-10000609

65
55 Stafford, ST16 3HS

295 4
305 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

5.92s 5.19

5.25 4.44 3.74

5.24 4.50 3.84 3.27

5.25 4.49 3.89 3.33 2.85

5.79d 5.21 4.47 3.89 3.38 2.91

5.71d 5.99s 5.16 4.45 3.87 3.41 2.94 2.54

7.30 5.95 5.10 4.41 3.85 3.42 2.96 2.56

7.16 5.89 5.04 4.35 3.82 3.41 2.97 2.57 2.23

7.06 5.85 4.94 4.31 3.81 3.41 2.97 2.57 2.24

6.94 5.79 4.94 4.23 3.78 3.40 2.95 2.57 2.23

6.86 5.74 4.90 4.24 3.69 3.36 2.94 2.55 2.23

8.54 6.87 5.70 4.88 4.24 3.76 3.32 2.92 2.53 2.21 1.94

7.49d 8.41 6.78t 5.67 4.85 4.22 3.69 3.30 2.87 2.50 2.19 1.93

7.36d 8.31 6.68 5.59 4.78 4.14 3.67 3.26 2.84 2.47 2.17

7.07d 8.47d 8.27 6.64 5.52 4.67 4.10 3.61 3.22 2.79 2.43 2.15

7.65d 10.25d 8.20 6.58 5.45 4.63 4.07 3.59 3.15 2.73 2.40 2.12

10.79 8.04 6.52 5.41 4.64 4.04 3.56 3.09 2.69 2.36 2.10

11.94d 8.09 6.44 5.38 4.57 3.99 3.49 3.02 2.64 2.34

11.93d 10.82 8.05 6.41 5.34 4.56 3.97 3.41 2.97 2.61 2.32

12.36t 8.06 6.41 5.34 4.57 3.87 3.35 2.92 2.58

10.93 8.12 6.47 5.36 4.48 3.82 3.30 2.90 2.57

16.60 11.10 8.27 6.47 5.28 4.42 3.78 3.29

12.04t 17.02 11.16 8.21 6.42 5.25 4.40

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

5.92s 4.98d

5.01s 4.27d 3.72

5.01s 4.27s 3.79 3.24

5.01s 4.28s 3.70s 3.29 2.84

5.79d 5.10s 4.28s 3.72s 3.30 2.87

5.71d 5.82s 5.05s 4.23s 3.70s 3.25 2.86 2.52

6.96s 5.73s 4.94 4.20s 3.66 3.22 2.84 2.52

6.82s 5.67 4.79 4.12 3.59 3.16 2.79 2.49 2.21

6.91 5.46 4.61 3.99 3.49 3.09 2.74 2.46 2.20

6.78 5.39 4.44 3.87 3.41 2.99t 2.70 2.42 2.18

6.58s 5.22 4.27 3.76 3.32 2.65t 2.64 2.38 2.15

8.18t 6.38 5.07 4.16 3.67 3.23 2.64t 2.59 2.34 2.13 1.94

6.44d 6.64d 5.84t 4.91 4.06 3.54 2.85t 2.75t 2.55 2.31 2.10 1.92

5.31d 5.56d 5.07t 4.80 3.57t 3.24t 3.02t 2.80 2.51 2.28 2.08

5.50d 5.00d 5.16d 5.46d 4.51t 3.92 3.44 3.05 2.74 2.48 2.26 2.07

5.10d 5.49d 5.01d 5.23d 4.62 3.92 3.54 3.03 2.73 2.46 2.24 2.06

4.99d 4.97d 5.13d 4.60 3.91 3.40 3.03 2.70 2.45 2.24 2.06

5.03d 5.59d 4.65 3.92 3.41 3.02 2.71 2.45 2.24

7.30d 5.69 4.66 3.95 3.42 3.03 2.71 2.46 2.27

7.35 5.75 4.70 3.98 3.45 3.05 2.73 2.49

10.15 7.44 5.82 4.76 4.03 3.49 3.09 2.78 2.55

14.90t 10.31 7.57 5.93 4.86 4.11 3.57 3.17

8.75t 15.33t 10.58 7.75 6.09 5.01 4.27
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Up Cant Dn Cant Safety Factor: 90%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 295-305°

Fleet Number: RTE019 through to RTE021 7FL

Configuration: Rail -50..100mm Locked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

55
45 Stafford, ST16 3HS

305 4
315 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

5.58 4.65

5.44s 4.79 4.05

5.33s 4.81 4.14 3.54

5.29s 4.80 4.18 3.60 3.10

5.77d 5.52s 4.78s 4.17 3.64 3.15

6.16s 5.50 4.74s 4.15 3.67 3.18 2.76

7.37d 6.40 5.37 4.71 4.12s 3.66s 3.20 2.78

7.64s 6.34 5.38 4.66 4.10s 3.65s 3.21 2.79 2.44

7.51 6.25 5.32s 4.55 4.08s 3.64s 3.22 2.79 2.44

7.43 6.18s 5.25 4.57s 4.06s 3.64s 3.20 2.79 2.44

7.37s 6.13 5.24s 4.57s 4.00 3.61 3.18 2.77 2.43

9.17 7.30 6.11s 5.21 4.54 4.00 3.58 3.16 2.76 2.42 2.13

7.32d 9.04 7.28 6.05 5.19 4.51 3.99 3.54t 3.12 2.72 2.39 2.12

7.24d 9.00 7.20 5.91 5.11 4.45 3.92 3.50 3.08 2.69 2.38

6.82d 8.50d 8.91 7.12 5.94 4.95 4.40 3.89 3.47 3.03 2.65 2.35

7.70d 10.21d 8.84 7.09 5.88 5.04t 4.35 3.86 3.42 2.97 2.62 2.32

11.72 8.79 7.03 5.83 5.01 4.36 3.85 3.35 2.93 2.59 2.30

8.74 7.01 5.82 4.97 4.33 3.78 3.28 2.88 2.56

14.48d 11.67 8.73 6.97 5.78 4.94 4.30 3.71 3.23 2.85 2.54

11.78 8.78 6.97 5.79 4.95 4.22 3.65 3.19 2.83

12.96d 11.89 8.82 7.02 5.81 4.87 4.15 3.60 3.17 2.82

18.23 12.08 8.99 7.03 5.74 4.82 4.12 3.59

11.96t 18.45 12.17 8.89 6.99 5.70 4.79

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.64d 4.60d

5.00s 4.31d 4.02

5.17s 4.29s 3.89d 3.51

5.01s 4.28s 3.70s 3.56 3.08

5.77d 5.11s 4.28s 3.73s 3.55 3.11

5.85s 4.95s 4.36s 3.83s 3.40d 3.11 2.74

6.97s 5.75s 5.02s 4.21s 3.69s 3.27s 3.07 2.73

6.86s 5.66s 4.98s 4.30s 3.66s 3.27s 3.03 2.71 2.42

6.76s 5.59s 4.76s 4.14s 3.64s 3.26s 2.99 2.68 2.41

6.65s 5.53s 4.71s 4.10s 3.63s 3.21t 2.94 2.64 2.39

6.59s 5.64s 4.68s 4.08 3.60 2.56t 2.89 2.60 2.36

8.48t 6.57s 5.53 4.54 3.97 3.49t 2.73t 2.84 2.56 2.33 2.12

6.41d 6.49d 6.70 5.35t 4.36t 3.52t 2.97t 2.75t 2.79 2.53 2.31 2.11

5.30d 5.66d 5.35t 5.23 4.17t 3.63t 3.14t 2.91t 2.75 2.50 2.28

5.50d 4.99d 5.16d 5.44d 4.77t 3.90t 3.49t 3.24t 3.01 2.72 2.48 2.27

5.11d 5.49d 5.01d 5.22d 5.06 4.29 3.74 3.32 2.98 2.70 2.46 2.26

5.05d 4.97d 5.12d 5.05 4.30 3.80 3.31 2.98 2.69 2.46 2.27

5.04d 5.58d 5.07 4.34 3.74 3.31 2.97 2.69 2.46

6.79d 6.23 5.12 4.33 3.76 3.32 2.98 2.70 2.48

8.04 6.29 5.15 4.36 3.79 3.35 3.00 2.73

11.12 8.13 6.37 5.21 4.41 3.83 3.38 3.04 2.79

14.74t 11.29 8.26 6.48 5.31 4.50 3.90 3.46

8.55t 14.90t 11.57 8.46 6.64 5.47 4.65
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Up Cant Dn Cant Safety Factor: 90%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 305-315°

Fleet Number: RTE019 through to RTE021 7EL

Configuration: Rail -50..100mm Locked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

45
35 Stafford, ST16 3HS

315 4
325 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

5.84s 4.69d

5.48s 5.38 4.60

5.21s 5.34s 4.69 4.04

5.46s 5.23s 4.70 4.10 3.55

5.70s 5.37 4.69 4.13 3.60

6.02s 5.49s 5.28 4.66 4.14 3.63 3.17

7.39d 7.14s 6.07 5.28 4.64 4.11 3.66 3.19

8.17s 7.08 6.00 5.20 4.60 4.10 3.66 3.21 2.82

7.89s 6.99 5.96 5.16 4.56 4.08 3.66 3.21 2.82

8.10s 6.89 5.91 5.12 4.51 4.07 3.65 3.20 2.82

8.26 6.86 5.86 5.10 4.52 4.06 3.63 3.19 2.81 2.49

9.07t 8.22 6.83 5.85 5.10 4.52 4.03 3.61 3.17 2.80 2.48

7.14d 9.34d 8.17t 6.80 5.84 5.08 4.47 3.99 3.57 3.14 2.78 2.47

7.11d 9.96t 8.11 6.74t 5.78 5.03t 4.45 3.96 3.53 3.11 2.76 2.46

6.66d 8.39d 10.14 8.06 6.70t 5.49 5.00 4.39 3.93 3.48 3.07 2.73

7.47d 10.16d 10.12 8.03 6.67 5.70 4.94 4.37 3.91 3.43 3.03 2.70

12.29d 10.08 8.02 6.64 5.67 4.93 4.37 3.84 3.38 3.00 2.68

10.33d 10.05 7.99 6.66 5.64 4.92 4.33 3.78 3.33 2.97 2.67

14.40d 13.52 10.03 7.98 6.63 5.66 4.94 4.26 3.73 3.30 2.95

17.50d 10.07 7.99 6.62 5.67 4.84 4.19 3.68 3.27

13.71 10.12 8.04 6.66 5.58 4.78 4.16 3.66 3.27

13.88 10.26 8.07 6.58 5.53 4.74 4.14

11.68t 20.47t 13.95 10.20 8.01 6.54 5.51

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.65d 4.66d

5.03s 4.63s 4.20d

5.05s 4.30s 3.85d 3.94d

5.17s 4.31s 3.72s 3.64d 3.53

4.99s 4.41s 3.74s 3.53d 3.50d

5.85s 4.95s 4.26s 3.71s 3.57s 3.56 3.15

7.02s 5.77s 4.91s 4.22s 3.71s 3.27s 3.33d 3.15

6.88s 5.69s 4.98s 4.19s 3.68s 3.27s 3.38d 3.12 2.80

6.79s 5.61s 4.77s 4.15s 3.76s 3.27s 3.29d 3.09 2.78

6.89s 5.55s 4.73s 4.11s 3.63s 3.26s 3.38 3.05 2.76

6.81s 5.67s 4.70s 4.09s 3.62s 2.74t 3.33 3.01 2.73 2.49

8.20t 6.98s 5.48s 4.82s 4.32s 3.58t 2.64t 3.28 2.97 2.71 2.47

6.45d 6.64d 6.85d 5.26t 4.49t 3.64t 2.86t 2.76t 3.23 2.94 2.69 2.46

5.41d 5.55d 4.88t 4.09t 3.59t 3.25t 3.26t 2.91t 3.20 2.91 2.66 2.45

4.97d 4.99d 5.23d 5.45d 4.55t 5.01 3.93t 3.37t 3.24t 3.16 2.88 2.65

5.12d 5.50d 5.01d 5.30d 5.12t 4.33t 3.83t 3.53t 3.47 3.15 2.87 2.64

5.00d 4.97d 5.12d 5.80t 4.82t 4.37 3.86 3.47 3.13 2.86 2.64

5.03d 5.59d 5.92 5.01 4.37 3.85 3.46 3.13 2.87 2.67

6.73d 7.25 5.93 5.03 4.37 3.88 3.47 3.15 2.89

9.32 7.30 5.98 5.07 4.40 3.90 3.50 3.17

11.70d 9.41 7.38 6.05 5.12 4.44 3.93 3.53 3.23

13.04 9.55 7.49 6.15 5.21 4.52 4.01

8.32t 14.24t 13.31 9.76 7.66 6.30 5.35
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Up Cant Dn Cant Safety Factor: 90%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 315-325°

Fleet Number: RTE019 through to RTE021 7DL

Configuration: Rail -50..100mm Locked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

35
25 Stafford, ST16 3HS

325 4
335 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

5.76s 4.99d

5.25s 5.37s 5.23d

5.25s 5.28s 5.27s 4.85

5.22s 5.26s 5.18s 4.90 4.29

5.57s 5.22s 5.34s 4.90 4.34

6.12d 6.02s 5.70s 5.47t 4.87 4.37 3.85

7.47d 7.17s 6.49s 6.08s 5.45 4.85 4.36 3.87

8.04s 8.14s 7.06 6.13 5.39 4.83 4.35 3.88 3.44

7.75s 8.18 6.99 6.09 5.36 4.81 4.33 3.88 3.44

7.97s 8.12 6.94 6.03 5.34 4.77 4.33 3.87 3.44

8.83s 8.06 6.89 6.00 5.32 4.77 4.32 3.85 3.43 3.06

9.18t 9.59s 8.04 6.86 5.98 5.30 4.77 4.30 3.83 3.42 3.06

6.41d 9.10t 9.67 8.04 6.84s 5.97 5.30 4.74 4.26 3.80 3.40 3.05

6.99d 9.96d 9.65 8.00 6.82 5.95 5.27t 4.71 4.25 3.77 3.38 3.03

6.41d 8.27d 11.14d 9.62 7.93 6.79 5.92 5.24 4.68t 4.20 3.74 3.35

7.46d 10.04d 12.11 9.58 7.95 6.70 5.90 5.21 4.67 4.15 3.70 3.32

12.17d 12.14 9.61 7.92 6.75 5.87 5.20 4.66 4.12 3.67 3.30

12.11 9.62 7.95 6.77 5.88 5.22 4.59 4.07 3.64 3.28

11.46t 12.12 9.61 7.98 6.79 5.92 5.16 4.53 4.03 3.62

11.94d 12.15 9.66 7.99 6.83 5.86 5.09 4.49 4.01 3.61

16.57 12.21 9.71 8.03 6.75 5.79 5.05 4.47 4.00

16.81 12.38 9.72 7.96 6.69 5.76 5.04

11.41t 20.14t 16.92 12.36 9.69 7.94 6.68 5.76

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.64d 4.61d

5.24s 4.43d 4.27d

5.08s 4.34s 3.93d 3.97d

5.05s 4.32s 3.74s 3.71d 3.75d

5.04s 4.43s 3.74s 3.64d 3.58d

6.08s 5.11s 4.28s 3.75s 3.49s 3.40d 3.53d

7.40d 6.00s 4.90s 4.24s 3.72s 3.29s 3.41d 3.34d

6.94s 6.36s 4.85s 4.19s 3.70s 3.28s 3.45d 3.42d 3.35d

7.02s 5.63s 5.46s 4.15s 3.66s 3.27s 3.37d 3.29d 3.33d

6.73s 5.57s 4.75s 4.38s 3.65s 3.27s 3.32d 3.44d 3.34d

6.66s 5.52s 4.72s 4.34s 3.64s 2.74t 3.72t 3.36d 3.35 3.06

8.33s 6.62s 5.66s 4.69s 4.11s 3.59t 2.64t 3.59d 3.48d 3.32 3.04

6.41d 6.47d 6.13t 5.54t 4.73t 3.87t 2.98t 2.76t 3.58d 3.61 3.30 3.03

5.31d 5.55d 5.18t 6.43d 4.06t 3.52t 3.03t 2.92t 3.84d 3.58 3.28 3.02

4.97d 4.99d 5.14d 5.42d 5.00t 3.94t 4.20t 3.38t 3.13t 3.89 3.55 3.26

5.13d 4.97d 5.01d 5.20d 5.59d 4.34t 3.84t 3.54t 3.92t 3.87 3.54 3.26

5.00d 4.97d 5.11d 6.10d 4.84t 4.72t 3.89t 4.27 3.86 3.53 3.26

4.96d 5.43d 6.72t 6.12t 4.75t 4.75 4.26 3.86 3.54 3.28

6.63d 7.53d 7.32 6.21 5.38 4.77 4.27 3.87 3.55

9.14d 8.93 7.35 6.23 5.41 4.79 4.30 3.90 3.61

11.74d 11.50 9.02 7.41 6.28 5.46 4.83 4.34 3.96

15.38d 11.64 9.13 7.51 6.36 5.53 4.90

8.11t 13.88t 16.20 11.86 9.32 7.66 6.51 5.72
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Up Cant Dn Cant Safety Factor: 90%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 325-335°

Fleet Number: RTE019 through to RTE021 7CL

Configuration: Rail -50..100mm Locked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

25
15 Stafford, ST16 3HS

335 4
345 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

5.66s 5.05d

5.26s 5.29s 5.29d

5.11s 5.21s 5.21s 5.09t

5.25s 5.19s 5.12s 5.05t 4.72d

5.49s 5.25s 5.28s 5.04t 4.82t

5.93s 5.95s 5.63s 5.47s 5.09t 4.80t 4.55t

7.35d 7.09s 6.43s 6.01s 5.60t 5.18t 4.84t 4.60t 3.45d

7.77s 8.08s 7.05s 6.40t 5.78t 5.29t 4.91t 4.63t 4.34t

7.61s 8.56s 7.71t 6.70t 5.98t 5.43t 5.00t 4.68t 4.45t

7.88s 8.61s 8.40t 7.11t 6.22t 5.60t 5.12t 4.76t 4.45

8.78s 8.84s 8.58 7.46 6.52t 5.80t 5.27t 4.86t 4.44 3.79d

8.78d 9.80s 9.84s 8.56 7.45 6.59 5.90t 5.34 4.87 4.42 4.00

6.44d 9.25t 10.27d 10.00 8.53 7.44 6.60 5.91 5.34 4.87 4.40 3.99d

6.86d 9.89t 11.17t 10.04 8.56 7.46 6.59t 5.90 5.33 4.87 4.38 3.97

6.10d 8.15d 11.20t 12.18 10.03 8.39 7.44 6.58 5.89 5.33 4.83 4.36

7.40d 9.91d 12.84d 12.19 10.06 8.57 7.45 6.58 5.89 5.34 4.80 4.34

12.02d 15.27t 12.21 10.07 8.46t 7.45 6.58 5.89 5.31 4.77 4.32

11.66d 15.53 12.23 10.11t 8.35 7.45 6.60 5.91 5.27 4.74 4.30

14.20d 17.69d 15.58 12.31t 10.12 8.59 7.49 6.65 5.86 5.24 4.72

17.19d 21.16 15.61 12.36 10.21 8.69 7.54 6.58 5.82 5.21 4.71

18.09t 21.33 15.71 12.43 10.29 8.67 7.48 6.53 5.80 5.21

21.59 15.88 12.48 10.22 8.62 7.43 6.52 5.81

11.26t 19.72t 21.77 15.86 12.45 10.21 8.60 7.45

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

5.02s 4.66d

5.11s 4.21d 4.19d

5.11s 4.37s 3.86d 3.86d

5.24s 4.60s 3.77s 3.68d 3.67d

5.19s 4.45s 3.76s 3.54d 3.54d

5.92s 4.98s 4.30s 3.75s 3.40s 3.44d 3.56d

7.13s 5.84s 4.94s 4.26s 3.73s 3.30s 3.37d 3.38d 3.41d

6.98s 5.76s 5.04s 4.21s 3.71s 3.28s 3.42d 3.30d 3.36d

7.03s 5.66s 4.82s 4.17s 3.67s 3.28s 3.45d 3.30d 3.34d

6.74s 5.60s 4.90s 4.14s 3.65s 3.27s 3.40d 3.32d 3.34d

6.69s 5.54s 4.73s 4.12s 3.64s 3.00t 3.50d 3.36d 3.38d 3.35d

8.41s 7.07s 5.70s 4.72s 4.11s 3.64s 2.64t 3.58t 3.53d 3.39d 3.34d

6.44d 6.49d 6.79d 5.98t 4.87s 3.98t 2.98t 2.76t 3.58d 3.68d 3.47d 3.39d

5.31d 5.63d 4.95t 4.32t 3.62t 3.67t 3.04t 2.92t 3.89d 3.76d 3.57d 3.45d

4.98d 4.99d 5.14d 5.42d 4.62t 3.95t 3.54t 3.39t 3.14t 4.16d 3.98d 3.68d

5.14d 4.97d 5.07d 5.20d 5.44t 5.10t 3.85t 3.67t 3.83t 4.17d 4.05d 3.85d

5.01d 4.97d 5.11d 5.95t 5.48t 4.43t 3.91t 4.74d 4.49d 4.17d 3.96d

5.09d 5.44d 6.76t 5.50t 4.78t 4.80t 5.30d 4.70d 4.40d 4.16d

6.61d 7.53d 7.92t 6.30t 5.47t 6.02d 5.60 4.94d 4.49d

9.05d 10.28d 9.34t 7.42t 7.08 6.27 5.62 5.11 4.59d

11.52d 12.21d 11.73 9.65 8.20 7.13 6.31 5.66 5.16

15.22d 15.09 11.87 9.75 8.28 7.19 6.38 5.78

7.96t 13.57t 20.98 15.32 12.05 9.91 8.43 7.37
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Up Cant Dn Cant Safety Factor: 90%

Maximum Loads (t)
(m)

7.5

7
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Sector: 335-345°

Fleet Number: RTE019 through to RTE021 7BL

Configuration: Rail -50..100mm Locked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.

mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk


Rail-Ability Ltd RACD-10000609

15
355 Stafford, ST16 3HS
345 4

5 356
20

340 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.73s 3.38d

3.46s 3.49s 3.63d

3.44s 3.47s 3.43t

3.43s 3.34s 3.38t 3.19t

3.50s 3.53s 3.50s 3.38t 3.23t

4.09d 3.93s 3.72s 3.63s 3.42t 3.23t 3.06t

5.01d 4.69s 4.27s 3.99s 3.75s 3.48t 3.25t 3.09t 2.52d

4.98s 5.37s 4.69s 4.28s 3.88t 3.55t 3.30t 3.11t 2.91d

4.90s 5.59s 5.21t 4.51t 4.02t 3.65t 3.36t 3.14t 2.99t

5.09s 5.73s 5.66t 4.78t 4.19t 3.77t 3.45t 3.20t 3.04t

5.78s 6.17s 6.19t 5.11t 4.39t 3.90t 3.54t 3.27t 3.09t 2.74d

6.01s 6.42s 6.66d 6.57s 5.47t 4.62t 4.06t 3.65t 3.35t 3.15t 2.84t

6.06t 6.93s 6.94s 6.74s 5.86t 4.86t 4.23t 3.78t 3.45t 3.22t 2.90t

4.45d 6.62d 7.39t 7.33s 6.96s 6.23t 5.12t 4.40t 3.91t 3.55t 3.31t 2.92t

3.82d 5.33d 7.46d 8.25s 7.80d 7.24s 6.42s 5.37t 4.59t 4.05t 3.67t 3.41t

4.93d 6.59d 8.62d 9.03s 8.24d 7.41s 6.48s 5.63t 4.78t 4.20t 3.79t 3.48t

8.00d 10.30d 9.75s 8.65s 7.48s 6.50s 5.76s 4.97t 4.35t 3.93t 3.50t

12.11d 10.38d 8.85s 7.50s 6.54s 5.78s 5.16t 4.51t 4.06t 3.41t

11.82d 13.12s 10.77s 8.90s 7.56s 6.58s 5.82s 5.23s 4.68t 4.10t

13.77s 10.89s 8.97s 7.63s 6.64s 5.90s 5.29s 4.63s 3.64d

18.45d 13.99s 11.02s 9.09s 7.77s 6.75s 5.89s 5.06s 4.13s

19.43s 14.22s 11.17s 9.17s 7.68s 6.52s 5.44s 4.37s

7.45t 12.91t 18.55s 13.55s 10.60s 8.53s 6.98s 5.63s

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.40s 3.09d

3.46s 2.90s 2.82d

2.93s 2.82s 2.64d

2.93s 2.54s 2.49d 2.46d

3.41s 2.92s 2.53s 2.42d 2.35d

4.00s 3.36s 2.89s 2.59s 2.22s 2.28d 2.29d

4.80s 3.95s 3.33s 2.87s 2.50s 2.22s 2.29d 2.27d 2.26d

4.71s 3.87s 3.28s 2.84s 2.49s 2.21s 2.21d 2.21d 2.22d

4.75s 3.93s 3.24s 2.89s 2.47s 2.20s 2.26d 2.24d 2.24d

4.54s 3.77s 3.48s 2.96s 2.45s 2.20s 2.46d 2.22d 2.24d

4.78s 3.74s 3.18s 2.76s 2.45s 2.16t 2.40t 2.28d 2.24d 2.32d

5.85s 4.49s 3.71s 3.17s 2.76s 2.66s 1.77t 2.40t 2.36d 2.28d 2.30d

4.35d 4.31t 3.72s 3.36s 2.68t 2.08t 1.85t 2.43d 2.47d 2.42d 2.33d

3.56d 3.69d 3.52t 3.95t 2.54t 2.20t 2.04t 2.03t 2.57d 2.53d 2.49d 2.41d

3.34d 3.39d 3.44d 3.62d 3.10t 4.23t 2.38t 2.27t 2.10t 2.75d 2.63d 2.57d

3.46d 3.33d 3.35d 3.48d 3.53t 3.32t 2.60t 2.38t 2.57t 2.96d 2.68d 2.55d

3.36d 3.33d 3.47d 4.01t 3.30t 2.86t 2.62t 3.14d 2.97d 2.92d 2.62d

3.33d 3.54d 4.58t 3.71t 3.20t 3.22t 3.45d 3.30d 2.91d 2.79d

4.33d 5.13d 5.57t 4.26t 3.68t 4.34d 3.73d 3.48d 3.15d

6.16d 6.73d 6.36t 4.99t 5.40t 4.46d 3.91d 3.50d 3.09d

7.60d 8.04d 8.77s 7.16s 6.39s 5.71s 4.89d 4.29d 3.62d

10.05d 11.03d 8.89s 7.23s 6.19s 5.38s 4.72s 4.19d

5.20t 8.87t 14.03d 11.33s 8.90s 7.32s 6.23s 5.43s
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Safety Factor: 58% (67% of 87%)
RTE019 through to RTE021
Locked 01/06/2020

7aLT

Rail-Ability Ltd, Tollgate Drive

Tel: 01785 214747
mail@railability.co.uk

Rated Lift Capacity Chart

Machine type:
Configuration:

Equipment:

Fleet Number:

RA310
Rail -50..100mm Locked Tandem
1.9 + 3.4 + 2.1

Floating Axle:
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Rail-Ability Ltd RACD-10000609

355
345 Stafford, ST16 3HS

5 4
15 356
10

350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.49s 3.58d

3.33s 3.49s

3.17s 3.27s 3.41s

3.15s 3.26s 3.32s 3.23t

3.47s 3.37s 3.19s 3.26s 3.22t 2.78d

3.71s 3.57s 3.47s 3.39s 3.23s 3.09t

4.99d 4.46s 4.10s 3.74s 3.69s 3.46s 3.25t 3.10t 2.87t

4.78s 5.12s 4.63s 4.23s 3.91t 3.58t 3.32t 3.12t 2.88

5.31s 5.12s 4.58t 4.07t 3.68t 3.39t 3.16t 2.88

4.77s 5.47s 5.61 4.87t 4.25t 3.81t 3.48t 3.19 2.88 2.59

5.36s 5.93s 5.59 4.86 4.30 3.85 3.48 3.18 2.87 2.59

6.18d 6.49s 5.59 4.85 4.29 3.85 3.48 3.17 2.86 2.58

5.87d 6.73d 6.55 5.58 4.84 4.29 3.84 3.47 3.17 2.84 2.57

4.08d 6.48d 7.36s 6.55 5.57 4.85 4.29 3.84 3.47t 3.15 2.83d 2.56

3.46d 5.08d 7.30t 8.05 6.59 5.61 4.86t 4.28 3.83 3.46 3.13 2.81 2.55

6.29d 8.49t 8.05 6.61 5.59 4.85 4.28 3.83 3.46 3.10 2.80

7.71d 10.06d 8.07 6.61 5.60 4.86 4.28 3.82 3.44 3.08 2.78

6.77d 10.33 8.10 6.63 5.60 4.85t 4.29 3.83 3.41 3.06 2.77

10.34 8.14 6.66 5.64 4.88t 4.32 3.80 3.39 3.05

7.60t 13.77d 10.37 8.14 6.65 5.67 4.91 4.27 3.77 3.36 3.04

14.43 10.43 8.20 6.76 5.67 4.86 4.24 3.76 3.36

14.63 10.57 8.23 6.69 5.64 4.84 4.23 3.75

12.42t 14.75 10.58 8.21 6.69 5.62 4.84

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.48s 3.20d

2.96s 2.86d

2.98s 2.55s 2.61d

3.05s 2.57s 2.65d 2.48d

3.46s 2.96s 2.79s 2.24s 2.40d 2.40d

3.41s 3.01s 2.55s 2.25s 2.30d 2.31d

4.90s 4.00s 3.37s 2.90s 2.53s 2.24s 2.45s 2.24d 2.28d

4.78s 3.93s 3.32s 2.88s 2.59s 2.23s 2.34s 2.21d 2.30d

3.99s 3.28s 2.84s 2.49s 2.22s 2.29d 2.21d 2.21d

4.64s 3.93s 3.24s 2.99s 2.47s 2.21s 2.23d 2.25d 2.22d 2.21d

4.72s 3.79s 3.22s 2.80s 2.46s 2.21s 2.29t 2.31d 2.32d 2.27d

4.57s 3.77s 3.31s 2.78s 2.61s 1.97t 2.32t 2.37d 2.31d 2.27d

4.33d 4.63d 4.10s 3.20s 2.87s 2.30t 1.92t 2.41t 2.44d 2.33d 2.28d

3.53d 3.68d 3.90d 3.94t 3.08t 2.40t 2.06t 1.96t 2.51d 2.47d 2.40d 2.32d

3.35d 3.34d 3.43d 3.60d 3.17t 2.71t 2.40t 2.21t 2.11t 2.83d 2.68d 2.58d 2.41d

3.34d 3.34d 3.45d 3.58t 3.26t 2.63t 2.40t 2.44t 2.93d 2.69d 2.57d

3.37d 3.33d 3.40d 3.77d 3.35t 3.34t 2.64t 3.09t 2.99d 2.90d 2.65d

3.02d 3.39d 4.74t 4.11t 3.26t 3.07t 3.43d 3.26 2.94d 2.75

4.10d 4.81d 5.53t 4.36t 3.72t 4.03 3.61 3.27 2.99

5.74d 6.32d 6.26 5.12t 4.59 4.05 3.63 3.29 3.02

7.31d 7.67d 7.73 6.31 5.33 4.62 4.08 3.65 3.32

9.61d 10.02 7.80 6.37 5.38 4.66 4.11 3.70

8.37t 13.29d 10.18 7.91 6.47 5.47 4.75

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 7bLT

Configuration: Rail -50..100mm Locked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020
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Up Cant Dn Cant Safety Factor: 60% (67% of 90%)

Maximum Loads (t)
(m)
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Rail-Ability Ltd RACD-10000609

345
335 Stafford, ST16 3HS

15 4
25 356
10

350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.61s

3.25s 3.41

3.17s 3.21s 3.00

3.16s 3.21s 3.02 2.64

3.31s 3.14s 3.02 2.67 2.33

3.44s 3.27s 3.39 3.00 2.68 2.35

3.95s 3.80s 3.36 2.98 2.67 2.37 2.08

5.15s 4.40 3.81 3.33 2.97 2.67 2.37 2.09

5.12 4.34 3.76 3.31 2.95 2.66 2.37 2.10

5.05 4.30 3.72 3.27 2.93 2.65 2.37 2.09 1.86

5.27s 5.02 4.28 3.71 3.27 2.93 2.65 2.36 2.09 1.85

6.09 5.00 4.26 3.70 3.27 2.91s 2.65 2.34 2.08 1.85

5.96t 6.10 5.02 4.25 3.70 3.26 2.91 2.63 2.33 2.06 1.83

3.93d 6.31t 6.08 4.93 4.27 3.69 3.25 2.90 2.61 2.30 2.04 1.83

3.42d 5.01d 7.21d 6.06 5.00 4.17 3.67 3.23 2.88 2.58 2.27 2.02 1.81

6.17d 7.74 6.04 4.97 4.05 3.65 3.22 2.87 2.54 2.25 2.01

7.65d 7.70 6.04 4.95 4.20t 3.64 3.20 2.85 2.51 2.22 1.99

7.65 6.03 4.95 4.19 3.64 3.21 2.81 2.47 2.20 1.98

7.16d 9.23d 10.55 7.66 6.02 4.96 4.21 3.66 3.16 2.77 2.44 2.18

7.72 6.05 4.97 4.21 3.61 3.12 2.73 2.43 2.18

8.02t 11.03t 7.76 6.09 4.99 4.18 3.56 3.09 2.72 2.42

10.96 7.89 6.10 4.95 4.14 3.54 3.08 2.72

12.27t 11.04 7.88 6.09 4.93 4.13 3.53

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.09d

2.98s 3.02d

2.98s 2.56s 2.58d

2.99s 2.58s 2.44d 2.53d

2.97s 2.57s 2.25s 2.42d 2.32

3.42s 3.02s 2.63s 2.25s 2.35d 2.33

3.38s 2.91s 2.53s 2.25s 2.31d 2.26d 2.07

4.06s 3.33s 2.97s 2.59s 2.23s 2.21d 2.24d 2.07

3.90s 3.75s 2.86s 2.49s 2.22s 2.21d 2.21d 2.06

3.96s 3.26s 2.82s 2.49s 2.21s 2.25d 2.25 2.04 1.85

4.63s 3.81s 3.23s 2.80s 2.47s 2.21s 2.30t 2.23 2.02 1.84

4.61s 3.90s 3.32s 2.88s 2.47s 2.14t 2.24t 2.19 2.00 1.83

4.34d 4.50d 3.78s 3.21s 2.88s 2.37t 1.93t 2.33t 2.17 1.98 1.82

3.54d 3.67d 3.81t 4.23d 2.90t 2.50t 2.06t 1.96t 2.36 2.15 1.97 1.81

3.38d 3.33d 3.42d 3.65d 3.65t 2.71t 2.51t 2.21t 2.11t 2.34 2.13 1.95 1.80

3.14d 3.39d 3.45d 3.68d 3.15t 3.26 2.40t 2.37t 2.33 2.12 1.95

3.38d 3.37d 3.39d 3.64d 3.37t 2.92t 2.65t 2.57 2.32 2.12 1.95

2.85d 3.38d 4.46 3.76 3.26 2.87 2.57 2.32 2.12 1.96

4.64d 4.86d 4.48 3.78 3.26 2.88 2.57 2.33 2.13

5.60d 5.56 4.52 3.80 3.28 2.89 2.59 2.35 2.16

7.26 5.61 4.56 3.84 3.32 2.92 2.62 2.38

9.53d 7.35 5.69 4.62 3.89 3.36 2.96 2.66

8.26t 10.53 7.49 5.80 4.71 3.97 3.44

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 7cLT

Configuration: Rail -50..100mm Locked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

6

Up Cant Dn Cant Safety Factor: 60% (67% of 90%)
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(m)
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325 Stafford, ST16 3HS

25 4
35 356
10

350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.14

3.18s 2.71

3.08s 2.76 2.36

3.17s 2.76 2.40 2.06

3.16s 2.75 2.41 2.09 1.80

3.64s 3.13 2.72s 2.40 2.11 1.82

4.30 3.61 3.11 2.70 2.40 2.13 1.84 1.59

4.20 3.56 3.07 2.69 2.38 2.13 1.84 1.60

4.16 3.52 3.03 2.66 2.37s 2.13 1.85 1.61

4.10s 3.47 2.96 2.65s 2.36 2.12 1.84 1.60 1.40

4.94 4.07s 3.45s 2.98 2.63s 2.35s 2.12 1.83 1.60 1.40

4.92s 4.05s 3.43s 2.97 2.62s 2.36s 2.09 1.81 1.58 1.39

5.76d 4.90 4.05s 3.43s 2.96 2.63s 2.34 2.07 1.79 1.57 1.38

3.85d 6.20 4.87 4.03 3.43 2.95 2.59t 2.31 2.03 1.77 1.55 1.37

3.39d 4.89d 6.17 4.83 3.96 3.36 2.91 2.56 2.29 2.00 1.74 1.53 1.36

6.12d 6.03 4.81t 3.94 3.35 2.87 2.55 2.27 1.96 1.71 1.51

7.56d 6.03 4.77 3.93 3.34 2.89 2.53 2.22 1.93 1.69 1.50

5.99 4.72 3.89 3.30 2.86 2.51 2.16 1.89 1.67 1.48

6.00 4.71 3.86 3.28 2.85 2.45 2.12 1.87 1.65

7.49t 11.07t 6.06 4.72 3.88 3.29 2.80 2.41 2.09 1.84 1.64

6.12 4.76 3.91 3.25 2.75 2.37 2.08 1.83

8.65 6.20 4.80 3.86 3.21 2.72 2.36 2.07

12.17t 8.78 6.19 4.75 3.84 3.19 2.73

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.11

2.99s 2.69

3.08s 2.57s 2.34

3.00s 2.60s 2.36 2.04

2.98s 2.58s 2.26s 2.06 1.79

3.45s 2.94s 2.64s 2.26s 2.04 1.80

4.04s 3.50s 2.92s 2.54s 2.25s 2.02 1.79 1.58

3.99s 3.47 2.88s 2.52s 2.23s 1.99 1.77 1.58

3.90s 3.30s 2.85s 2.50 2.20 1.96 1.75 1.56

3.95 3.19 2.77 2.43 2.15 1.92 1.72 1.55 1.39

4.77s 3.83s 3.13 2.69 2.37 2.09 1.88 1.69 1.53 1.38

4.63s 3.72 3.02 2.62 2.31 2.05 1.84 1.66 1.51 1.37

4.44d 4.50d 3.62 2.96 2.54 2.25 1.93t 1.81 1.64 1.49 1.36

3.53d 3.67d 3.88d 3.50t 2.89 2.49 2.14t 1.96t 1.78 1.62 1.47 1.35

3.35d 3.38d 3.41d 3.64d 3.37t 2.83 2.47 2.19 1.95 1.76 1.60 1.46 1.34

2.96d 3.34d 3.44d 3.38 2.83 2.46 2.18 1.93 1.74 1.59 1.46

3.42d 2.56d 3.39d 3.36 2.83 2.44 2.15 1.93 1.74 1.58 1.45

2.72d 3.42d 3.38 2.83 2.46 2.16 1.92 1.74 1.58 1.46

3.98d 4.23 3.40 2.85 2.46 2.16 1.93 1.75 1.59

5.54d 4.25 3.43 2.88 2.48 2.18 1.95 1.76 1.62

5.61 4.30 3.48 2.91 2.51 2.21 1.97 1.79

8.05 5.70 4.38 3.54 2.96 2.55 2.25 2.01

8.08t 8.24 5.82 4.48 3.62 3.04 2.63

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 7dLT

Configuration: Rail -50..100mm Locked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

6

Up Cant Dn Cant Safety Factor: 60% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 25-35°
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(m)
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Rail-Ability Ltd RACD-10000609

325
315 Stafford, ST16 3HS

35 4
45 356
10

350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.70

2.77 2.33

2.77 2.38 2.01

2.76 2.39 2.05 1.74

2.74 2.37 2.08 1.78 1.51

3.18 2.72 2.35 2.06 1.80 1.54

3.74 3.14 2.68 2.33 2.06 1.81 1.55 1.33

3.68 3.09 2.64 2.32 2.04 1.82 1.56 1.34

3.60 3.04 2.61 2.29 2.03 1.82 1.56 1.34

3.53 2.96 2.59 2.27 2.03 1.81 1.55 1.34 1.16

4.28 3.49 2.97 2.53 2.26 2.01 1.80 1.54 1.33 1.15

4.25 3.49 2.95 2.53 2.26 2.02 1.77 1.52 1.32 1.14

5.43 4.24 3.49 2.95 2.55 2.26 2.01 1.76 1.51 1.30 1.13

3.78d 5.36 4.22 3.38 2.96 2.55 2.24t 1.98 1.72 1.48 1.29 1.12

3.35d 4.83d 5.26 4.18 3.41 2.92 2.51 2.22 1.95 1.69 1.45 1.27 1.11

6.05d 5.22 4.11 3.40 2.88 2.49 2.18 1.92 1.65 1.43 1.25

7.13 5.17 4.06 3.33 2.83 2.45 2.15 1.87 1.61 1.40 1.23

5.14 4.01 3.30 2.80 2.42 2.12 1.82 1.58 1.38 1.22

5.14 4.00 3.28 2.78 2.40 2.07 1.78 1.55 1.36

7.20 5.16 4.01 3.29 2.78 2.37 2.02 1.75 1.53 1.35

10.89d 7.27 5.20 4.06 3.32 2.75 2.32 1.99 1.73 1.52

7.41 5.30 4.09 3.26 2.70 2.29 1.97 1.72

12.01t 7.50 5.29 4.04 3.25 2.69 2.29 1.98

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.68

2.76 2.31

2.77 2.34 2.00

2.76 2.35 2.02 1.73

2.73 2.32 2.01 1.74 1.50

3.17 2.68 2.30 1.98 1.74 1.51

3.71 3.12 2.62 2.23 1.95 1.70 1.50 1.32

3.52 2.96 2.52 2.17 1.90 1.68 1.48 1.31

3.44 2.82 2.42 2.11 1.85 1.64 1.46 1.30

3.36 2.70 2.33 2.04 1.80 1.60 1.43 1.28 1.15

4.23 3.25 2.61 2.25 1.98 1.75 1.56 1.40 1.26 1.14

4.06 3.15 2.53 2.17 1.92 1.70 1.52 1.38 1.24 1.12

4.32d 3.90 3.04 2.46 2.10 1.86 1.66 1.50 1.35 1.22 1.11

3.52d 3.67d 3.73 2.94 2.40 2.05 1.84 1.63 1.47 1.33 1.21 1.10

3.35d 3.33d 3.41d 3.57d 2.86 2.33 2.03 1.81 1.61 1.45 1.31 1.19 1.10

2.86d 3.33d 3.44d 2.81 2.32 2.01 1.79 1.58 1.43 1.30 1.19

3.28d 2.44d 3.38d 2.77 2.32 2.00 1.76 1.58 1.42 1.29 1.19

2.74d 3.37d 2.80 2.33 2.02 1.77 1.57 1.42 1.29 1.19

3.91d 3.51 2.85 2.38 2.02 1.78 1.58 1.43 1.30

4.66 3.55 2.85 2.38 2.04 1.79 1.60 1.44 1.33

4.72 3.59 2.89 2.41 2.07 1.82 1.62 1.48

6.83 4.79 3.66 2.94 2.46 2.11 1.86 1.67

7.88t 7.01 4.92 3.76 3.03 2.54 2.18 1.96

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 7eLT

Configuration: Rail -50..100mm Locked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

6

Up Cant Dn Cant Safety Factor: 60% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 35-45°
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350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.54

2.60 2.18

2.61 2.23 1.88

2.60 2.24 1.92 1.62

2.58 2.23 1.94 1.66 1.40

2.98 2.55 2.21 1.93 1.68 1.43

3.51 2.94 2.51 2.18 1.92 1.69 1.44 1.23

3.45 2.89 2.49 2.16 1.91 1.69 1.45 1.24

3.35 2.85 2.45 2.14 1.90 1.70 1.45 1.24

3.32 2.78 2.42 2.12 1.88 1.69 1.44 1.24 1.06

3.99 3.29 2.78 2.36 2.11 1.88 1.67 1.43 1.23 1.06

3.85 3.25 2.76 2.37 2.11 1.89 1.66 1.42 1.22 1.05

5.08 3.98 3.25 2.75 2.38 2.11 1.88 1.64 1.39 1.20 1.04

3.72d 5.05 4.00 3.26 2.77 2.40 2.10 1.86 1.60 1.37 1.18 1.03

4.72d 4.96 3.95 3.26 2.71 2.38 2.07 1.82 1.57 1.35 1.17 1.02

5.99d 4.89 3.85 3.16 2.66 2.33 2.03 1.79 1.53 1.32 1.15 1.01

6.65 4.82 3.78 3.12 2.62 2.25 2.00 1.74 1.49 1.29 1.13

6.56d 4.79 3.76 3.07 2.58 2.25 1.98 1.69 1.46 1.27 1.12

9.07d 4.80 3.73 3.06 2.59 2.24 1.92 1.65 1.43 1.25

4.81 3.75 3.06 2.59 2.20 1.87 1.61 1.41 1.24

4.86 3.77 3.09 2.56 2.15 1.84 1.59 1.40

6.93 4.96 3.82 3.06 2.51 2.12 1.82 1.59

11.37 7.03 4.96 3.77 3.02 2.50 2.11 1.83

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.51

2.59 2.16

2.61 2.20 1.86

2.60 2.20 1.88 1.61

2.57 2.17 1.87 1.62 1.39

2.98 2.51 2.14 1.86 1.61 1.40

3.49 2.90 2.44 2.11 1.81 1.58 1.39 1.22

3.32 2.76 2.36 2.03 1.77 1.55 1.37 1.21

3.23 2.63 2.26 1.96 1.72 1.52 1.35 1.20

3.14 2.50 2.16 1.89 1.67 1.48 1.32 1.18 1.05

3.94 3.07 2.43 2.07 1.83 1.62 1.44 1.29 1.16 1.04

3.78 2.92 2.36 1.99 1.77 1.57 1.40 1.26 1.14 1.03

4.43d 3.63 2.83 2.28 1.99 1.72 1.53 1.37 1.24 1.12 1.02

3.53d 3.73d 3.48 2.72 2.20 1.88 1.68 1.49 1.34 1.21 1.10 1.01

3.37d 3.41d 3.36 2.64 2.14 1.86 1.64 1.47 1.32 1.20 1.09 1.00

2.68d 3.38d 3.28 2.58 2.12 1.84 1.64 1.45 1.31 1.18 1.08 1.00

3.17d 2.31d 3.22 2.55 2.13 1.84 1.61 1.44 1.30 1.18 1.08

2.59d 3.22 2.57 2.15 1.84 1.62 1.44 1.30 1.18 1.09

3.87d 3.26 2.60 2.18 1.85 1.63 1.45 1.30 1.19

4.32 3.28 2.63 2.18 1.87 1.64 1.46 1.32 1.22

4.38 3.32 2.67 2.22 1.90 1.67 1.49 1.35

6.36 4.46 3.39 2.72 2.26 1.94 1.71 1.53

7.92t 6.52 4.56 3.49 2.81 2.34 2.01 1.79

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 7fLT

Configuration: Rail -50..100mm Locked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

6

Up Cant Dn Cant Safety Factor: 60% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 45-55°
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(m)
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350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.41

2.48 2.07

2.48 2.12 1.78

2.47 2.12 1.82 1.53

2.46 2.11 1.84 1.56 1.32

2.84 2.42 2.09 1.83 1.59 1.34

3.35 2.80 2.38 2.06 1.82 1.60 1.36 1.15

3.23 2.74 2.36 2.04 1.80 1.61 1.36 1.16

3.19 2.70 2.31 2.03 1.79 1.60 1.37 1.16 .99

3.13 2.65 2.28 2.01 1.77 1.61 1.36 1.16 .99

3.77 3.09 2.61 2.25 2.00 1.78 1.59 1.35 1.15 .99

3.77 3.09 2.61 2.25 1.94 1.78 1.57 1.34 1.14 .98

4.83 3.72 3.09 2.61 2.26 1.98 1.79 1.55 1.31 1.12 .97

3.65d 4.82 3.78 3.10 2.61 2.26 1.99 1.75 1.52 1.29 1.11 .95

4.71d 4.71 3.73 3.03 2.61 2.22 1.96 1.72 1.48 1.26 1.09 .94

5.80d 4.60 3.64 3.01 2.55 2.14 1.91 1.69 1.44 1.23 1.07 .93

6.30 4.58 3.59 2.93 2.50 2.15 1.88 1.64 1.40 1.21 1.05

6.50t 4.54 3.54 2.91 2.46 2.12 1.86 1.59 1.36 1.18 1.04

9.05d 4.51 3.54 2.89 2.44 2.11 1.81 1.54 1.33 1.17

10.49t 4.56 3.53 2.89 2.44 2.07 1.76 1.51 1.31 1.16

7.89t 4.60 3.57 2.92 2.41 2.02 1.72 1.49 1.31

6.61 4.70 3.60 2.88 2.37 2.00 1.71 1.49

10.79 6.69 4.68 3.56 2.86 2.36 1.99 1.71

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.39

2.46 2.05

2.48 2.09 1.77

2.47 2.09 1.78 1.52

2.44 2.07 1.77 1.53 1.31

2.84 2.38 2.03 1.75 1.53 1.32

3.32 2.77 2.32 1.99 1.71 1.50 1.31 1.14

3.15 2.63 2.23 1.92 1.67 1.46 1.29 1.14

3.07 2.49 2.13 1.85 1.62 1.43 1.26 1.12 .99

2.99 2.38 2.05 1.78 1.57 1.39 1.23 1.10 .98

3.77 2.87 2.29 1.94 1.71 1.52 1.35 1.21 1.08 .97

3.61 2.78 2.21 1.86 1.65 1.46 1.31 1.18 1.06 .96

4.33d 3.43 2.65 2.13 1.80 1.60 1.43 1.28 1.16 1.04 .94

3.58d 3.66d 3.29 2.56 2.06 1.77 1.56 1.40 1.25 1.13 1.03 .94

1.90d 3.40d 3.15 2.46 2.00 1.73 1.53 1.37 1.23 1.11 1.01 .93

2.59d 3.33d 3.06 2.41 1.98 1.71 1.51 1.35 1.21 1.10 1.01 .93

3.08d 2.21d 3.03 2.39 1.99 1.78 1.52 1.34 1.20 1.09 1.00

2.42d 3.02 2.40 1.99 1.71 1.50 1.34 1.20 1.10 1.01

4.03 3.03 2.42 2.01 1.73 1.51 1.34 1.21 1.11

4.06 3.07 2.45 2.04 1.75 1.53 1.36 1.23 1.13

4.11 3.11 2.49 2.07 1.78 1.55 1.38 1.26

6.00 4.19 3.18 2.54 2.12 1.81 1.59 1.43

7.84t 6.15 4.30 3.28 2.63 2.19 1.88 1.67

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 7gLT

Configuration: Rail -50..100mm Locked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

6

Up Cant Dn Cant Safety Factor: 60% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 55-65°
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20

340 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.32

2.37 1.98

2.04 1.70

2.38 2.04 1.75 1.47

2.34 2.03 1.76 1.50 1.26

2.74 2.33 2.01 1.76 1.52 1.28

2.68 2.29 1.98 1.75 1.54 1.29 1.09

3.14 2.62 2.25 1.96 1.73 1.55 1.30 1.10

3.07 2.57 2.22 1.93 1.72 1.54 1.31 1.11 .94

3.01 2.54 2.19 1.92 1.70 1.53 1.30 1.10 .94

3.64 2.98 2.52 2.18 1.90 1.70 1.53 1.29 1.10 .93

3.62 2.94 2.50 2.16 1.90 1.70 1.51 1.27 1.08 .92

4.64 3.55 2.93 2.49 2.15 1.91 1.72 1.47 1.25 1.07 .91

3.59d 4.63 3.61 2.87 2.51 2.18 1.91 1.68 1.44 1.23 1.05 .90

4.65d 4.53 3.57 2.96 2.42 2.14 1.87 1.64 1.41 1.20 1.03 .89

5.91d 4.44 3.50 2.88 2.42 2.09 1.83 1.61 1.37 1.17 1.01 .88

6.08 4.33 3.41 2.82 2.38 2.04 1.80 1.56 1.33 1.14 .99

6.55t 4.33 3.40 2.77 2.32 2.03 1.78 1.51 1.30 1.12 .98

6.92t 9.02d 6.05 4.34 3.37 2.75 2.20 2.02 1.73 1.47 1.27 1.10

10.15 4.36 3.39 2.76 2.33 1.98 1.67 1.43 1.24 1.09

7.95t 4.40 3.41 2.79 2.31 1.93 1.64 1.41 1.23

6.29 4.49 3.44 2.75 2.26 1.90 1.62 1.41

10.35 6.39 4.49 3.40 2.72 2.24 1.89 1.63

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.29

2.37 1.97

2.01 1.69

2.38 2.01 1.70 1.45

2.34 1.99 1.70 1.46 1.25

2.74 2.30 1.96 1.69 1.46 1.26

2.63 2.25 1.89 1.64 1.43 1.24 1.08

3.03 2.52 2.14 1.84 1.59 1.40 1.22 1.08

2.96 2.39 2.04 1.77 1.55 1.36 1.20 1.06 .94

2.85 2.25 1.94 1.70 1.50 1.32 1.17 1.04 .93

3.60 2.76 2.20 1.85 1.63 1.44 1.28 1.14 1.02 .92

3.47 2.64 2.11 1.77 1.57 1.40 1.24 1.11 1.00 .90

4.31d 3.28 2.53 2.02 1.77 1.53 1.35 1.21 1.09 .98 .89

3.52d 3.65d 3.13 2.42 1.94 1.66 1.49 1.31 1.18 1.07 .97 .88

1.90d 3.40d 3.00 2.35 1.90 1.63 1.46 1.29 1.16 1.05 .95 .87

2.60d 3.33d 2.92 2.29 1.87 1.62 1.45 1.27 1.14 1.04 .95 .87

2.99d 2.25d 2.88 2.26 1.87 1.61 1.41 1.26 1.14 1.03 .94

2.46d 2.87 2.27 1.90 1.62 1.42 1.26 1.14 1.03 .95

3.79d 2.89 2.30 1.92 1.63 1.42 1.27 1.14 1.04

3.86 2.91 2.32 1.93 1.65 1.44 1.28 1.16 1.07

3.91 2.96 2.36 1.96 1.68 1.47 1.31 1.19

5.71 3.99 3.02 2.41 2.01 1.72 1.50 1.35

7.93t 5.88 4.10 3.11 2.49 2.08 1.78 1.58

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 7hLT

Configuration: Rail -50..100mm Locked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

6

Up Cant Dn Cant Safety Factor: 60% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 65-85°
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Rail-Ability Ltd RACD-10000609

275
265 Stafford, ST16 3HS

85 4
95 356
10

350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.33

2.40 2.00

2.05 1.72

2.39 2.03 1.76 1.48

2.37 2.03 1.77 1.51 1.27

2.75 2.34 2.02 1.77 1.53 1.29

3.24 2.71 2.30 2.00 1.75 1.55 1.31 1.10

3.15 2.64 2.27 1.97 1.74 1.56 1.31 1.11

3.10 2.61 2.23 1.95 1.72 1.55 1.32 1.11 .94

3.04 2.56 2.19 1.94 1.72 1.54 1.31 1.11 .95

3.66 3.01 2.53 2.19 1.92 1.71 1.54 1.30 1.10 .94

3.65 2.97 2.51 2.18 1.88 1.71 1.52 1.29 1.09 .93

4.69 3.57 2.96 2.51 2.16 1.91 1.73 1.49 1.26 1.08 .92

3.52d 4.69 3.63 2.94 2.53 2.19 1.94 1.69 1.46 1.23 1.06 .91

4.61d 4.56 3.59 2.98 2.45 2.16 1.88 1.66 1.42 1.21 1.04 .90

5.90d 4.47 3.53 2.89 2.43 2.12 1.84 1.62 1.38 1.18 1.02 .89

6.14 4.39 3.45 2.84 2.38 2.08 1.81 1.58 1.34 1.15 1.00

6.50t 4.38 3.43 2.81 2.37 2.02 1.79 1.53 1.30 1.13 .99

6.12 4.38 3.39 2.77 2.35 2.03 1.74 1.48 1.28 1.11

4.40 3.41 2.78 2.35 2.00 1.69 1.45 1.26 1.10

4.44 3.44 2.82 2.32 1.95 1.65 1.42 1.25

6.35 4.52 3.49 2.78 2.28 1.92 1.64 1.42

10.41 6.43 4.50 3.44 2.74 2.26 1.91 1.64

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.31

2.39 1.98

2.03 1.70

2.39 2.02 1.72 1.47

2.37 2.00 1.71 1.48 1.26

2.75 2.32 1.96 1.69 1.46 1.27

3.22 2.69 2.24 1.92 1.66 1.44 1.26 1.09

3.06 2.54 2.15 1.85 1.61 1.41 1.24 1.09

2.97 2.40 2.06 1.78 1.56 1.37 1.21 1.07 .94

2.90 2.28 1.96 1.72 1.50 1.33 1.18 1.05 .94

3.66 2.77 2.20 1.87 1.64 1.46 1.29 1.15 1.03 .92

3.48 2.67 2.12 1.79 1.58 1.40 1.26 1.13 1.01 .91

4.58 3.31 2.55 2.05 1.73 1.53 1.36 1.22 1.10 .99 .90

3.52d 3.65d 3.16 2.44 1.97 1.68 1.48 1.33 1.19 1.08 .98 .89

1.90d 3.40d 3.03 2.37 1.91 1.65 1.49 1.30 1.17 1.06 .97 .88

2.46d 3.37d 2.94 2.31 1.89 1.64 1.44 1.29 1.15 1.05 .96 .88

2.99d 2.10d 2.90 2.28 1.89 1.63 1.43 1.27 1.15 1.04 .95

2.31d 2.89 2.29 1.90 1.66 1.43 1.27 1.14 1.04 .96

2.26d 2.93 2.33 1.92 1.65 1.44 1.28 1.15 1.05

3.90 2.94 2.35 1.94 1.66 1.45 1.29 1.17 1.08

3.95 2.98 2.38 1.98 1.69 1.48 1.32 1.20

5.76 4.02 3.04 2.43 2.02 1.73 1.52 1.36

7.95t 5.91 4.12 3.14 2.51 2.09 1.80 1.59

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 7iLT

Configuration: Rail -50..100mm Locked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

6

Up Cant Dn Cant Safety Factor: 60% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 85-95°

0

5.5

5

4.5

4

3.5

3

2.5

2

1.5

1

0.5

6.5

-0.5

-1

-1.5

-2

-2.5

-3

-3.5

Minimum Loads (t)
(m)

7.5

7

0.5

6

5.5

5

4.5

4

3.5

3

2.5

2

1.5

1

-3

-3.5

0

-0.5

-1

-1.5

-2

-2.5

Issue 1

Uncontrolled when printed.

mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk


Rail-Ability Ltd RACD-10000609

265
255 Stafford, ST16 3HS

95 4
105 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.46

2.52 2.11

2.16 1.82

2.51 2.16 1.86 1.57

2.50 2.14 1.87 1.60 1.35

2.47 2.13 1.87 1.62 1.38

3.42 2.86 2.43 2.12 1.85 1.64 1.39 1.18

3.31 2.79 2.40 2.08 1.85 1.65 1.39 1.19

3.27 2.75 2.37 2.07 1.82 1.64 1.40 1.19 1.01

3.21 2.71 2.32 2.05 1.82 1.64 1.39 1.19 1.02

3.86 3.18 2.67 2.31 2.04 1.81 1.63 1.38 1.18 1.01

3.86 3.14 2.65 2.31 1.98 1.81 1.61 1.37 1.17 1.00

4.96 3.78 3.14 2.65 2.29 2.02 1.83 1.59 1.34 1.16 1.00

3.52d 4.96 3.86 3.11 2.68 2.31 2.05 1.79 1.55 1.32 1.14 .98

4.61d 4.83 3.80 3.15 2.61 2.29 1.99 1.76 1.51 1.29 1.12 .97

5.90d 4.74 3.74 3.06 2.56 2.24 1.95 1.72 1.47 1.26 1.10 .96

6.51 4.66 3.66 3.02 2.52 2.20 1.92 1.68 1.43 1.24 1.08

6.52t 4.65 3.64 2.98 2.52 2.16 1.91 1.63 1.39 1.22 1.06

6.49 4.65 3.61 2.95 2.50 2.16 1.85 1.58 1.37 1.20

4.66 3.62 2.96 2.49 2.13 1.80 1.55 1.35 1.19

4.69 3.65 2.98 2.47 2.07 1.76 1.52 1.34

6.67 4.79 3.68 2.94 2.42 2.04 1.75 1.52

10.86 6.74 4.76 3.63 2.91 2.40 2.03 1.75

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.44

2.52 2.10

2.14 1.80

2.51 2.13 1.83 1.56

2.49 2.12 1.81 1.57 1.34

2.44 2.07 1.79 1.55 1.35

3.40 2.83 2.36 2.03 1.76 1.53 1.34 1.17

3.24 2.68 2.29 1.96 1.71 1.50 1.32 1.17

3.15 2.55 2.18 1.90 1.66 1.46 1.30 1.15 1.01

3.07 2.42 2.09 1.83 1.60 1.42 1.27 1.13 1.01

3.86 2.96 2.34 2.01 1.75 1.56 1.38 1.23 1.11 1.00

3.69 2.84 2.27 1.92 1.69 1.50 1.35 1.21 1.09 .98

4.45d 3.52 2.73 2.20 1.85 1.64 1.47 1.31 1.18 1.07 .97

3.52d 3.73d 3.37 2.63 2.12 1.80 1.59 1.43 1.28 1.16 1.05 .96

3.37d 3.40d 3.24 2.54 2.06 1.78 1.57 1.40 1.26 1.14 1.04 .95

2.46d 3.37d 3.15 2.48 2.03 1.77 1.55 1.39 1.24 1.13 1.03 .95

2.99d 2.10d 3.11 2.45 2.04 1.76 1.55 1.37 1.24 1.12 1.03

2.31d 3.10 2.46 2.05 1.78 1.54 1.38 1.23 1.12 1.04

2.26d 3.14 2.50 2.07 1.77 1.55 1.38 1.24 1.13

4.16 3.15 2.52 2.09 1.79 1.56 1.39 1.26 1.16

4.21 3.19 2.55 2.12 1.82 1.59 1.42 1.29

6.11 4.28 3.25 2.60 2.17 1.86 1.63 1.46

7.95t 6.25 4.39 3.35 2.69 2.24 1.92 1.70

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 7jLT

Configuration: Rail -50..100mm Locked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

6

Up Cant Dn Cant Safety Factor: 60% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 95-105°
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Rail-Ability Ltd RACD-10000609

255
245 Stafford, ST16 3HS
105 4
115 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.61

2.67 2.24

2.29 1.93

2.67 2.29 1.97 1.67

2.65 2.28 1.99 1.70 1.45

3.07 2.61 2.26 1.98 1.72 1.47

3.62 3.02 2.57 2.23 1.97 1.74 1.48 1.26

3.53 2.94 2.53 2.21 1.95 1.75 1.49 1.27

3.47 2.86 2.49 2.20 1.94 1.75 1.49 1.28 1.09

3.41 2.88 2.41 2.17 1.92 1.74 1.49 1.27 1.09

4.10 3.36 2.85 2.46 2.16 1.93 1.73 1.48 1.27 1.09

4.10 3.33 2.82 2.45 2.15 1.93 1.71 1.45 1.25 1.08

5.26 3.99 3.32 2.82 2.44 2.16 1.93 1.67 1.44 1.24 1.07

3.52d 5.23 4.08 3.28 2.84 2.46 2.16t 1.91 1.65 1.41 1.22 1.06

4.61d 5.13 4.03 3.33 2.75 2.43 2.12 1.86 1.62 1.39 1.20 1.05

5.91d 5.03 3.97 3.27 2.74 2.38 2.08 1.84 1.57 1.36 1.18 1.04

6.90 4.94 3.89 3.20 2.69 2.34 2.05 1.79 1.53 1.33 1.16

4.94 3.86 3.16 2.68 2.31 2.03 1.74 1.50 1.31 1.15

4.94 3.83 3.14 2.66 2.30 1.98 1.69 1.47 1.29

7.50d 10.75t 4.94 3.85 3.14 2.66 2.26 1.92 1.66 1.45 1.28

4.99 3.87 3.17 2.63 2.21 1.89 1.64 1.44

7.08 5.06 3.91 3.13 2.58 2.18 1.87 1.63

11.39 7.16 5.06 3.87 3.09 2.57 2.17 1.87

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.58

2.67 2.22

2.26 1.92

2.66 2.26 1.94 1.66

2.65 2.24 1.92 1.67 1.44

3.06 2.59 2.21 1.91 1.66 1.45

3.59 2.96 2.52 2.17 1.88 1.64 1.44 1.25

3.41 2.84 2.42 2.09 1.82 1.60 1.41 1.25

3.34 2.71 2.32 2.02 1.77 1.56 1.38 1.23 1.09

3.24 2.58 2.22 1.95 1.72 1.53 1.36 1.22 1.09

4.10 3.14 2.54 2.14 1.89 1.66 1.48 1.33 1.19 1.07

3.93 3.04 2.50 2.05 1.83 1.62 1.45 1.30 1.17 1.06

4.54d 3.75 2.92 2.35 2.06 1.76 1.57 1.41 1.27 1.16 1.05

3.52d 3.65d 3.60 2.81 2.28 1.94 1.75 1.54 1.38 1.25 1.14 1.04

1.90d 3.40d 3.47 2.73 2.22 1.92 1.72 1.51 1.36 1.24 1.13 1.03

2.50d 3.37d 3.38 2.67 2.20 1.90 1.67 1.50 1.34 1.22 1.12 1.03

2.99d 2.25d 3.34 2.64 2.20 1.89 1.66 1.48 1.34 1.22 1.12

2.46d 3.32 2.65 2.21 1.91 1.66 1.49 1.34 1.22 1.12

3.79d 3.36 2.68 2.25 1.91 1.67 1.49 1.35 1.23

4.45 3.37 2.71 2.25 1.93 1.69 1.50 1.36 1.25

4.49 3.41 2.74 2.29 1.96 1.72 1.53 1.39

6.49 4.57 3.48 2.80 2.33 1.99 1.75 1.57

8.03t 6.63 4.67 3.57 2.87 2.40 2.06 1.83

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 7kLT

Configuration: Rail -50..100mm Locked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

6

Up Cant Dn Cant Safety Factor: 60% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 105-115°
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Rail-Ability Ltd RACD-10000609

245
235 Stafford, ST16 3HS
115 4
125 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.83

2.89 2.43

2.48 2.11

2.88 2.48 2.15 1.83

2.86 2.47 2.17 1.86 1.59

2.83 2.45 2.16 1.88 1.61

3.90 3.26 2.80 2.44 2.14 1.89 1.63 1.40

3.83 3.22 2.76 2.41 2.13 1.90 1.64 1.41

3.73 3.17 2.73 2.39 2.11 1.91 1.63 1.41 1.22

3.71 3.11 2.70 2.36 2.11 1.90 1.63 1.40 1.22

4.46 3.67 3.10 2.64 2.36 2.10 1.88 1.62 1.40 1.21

4.45 3.64 3.09 2.65 2.35 2.10 1.86 1.60 1.39 1.21

5.69t 4.39 3.61 3.08 2.67 2.35 2.10 1.84 1.58 1.37 1.19

3.60d 5.63t 4.44 3.53 3.08 2.67 2.34 2.06 1.81 1.56 1.35 1.18

4.66d 5.59 4.39t 3.57 2.97 2.63 2.30 2.04 1.77 1.53 1.33 1.17

5.92d 5.47 4.30 3.56 3.01 2.57 2.28 2.00 1.72 1.50 1.31 1.16

7.34d 5.37 4.25 3.50 2.96 2.51 2.24 1.96 1.69 1.47 1.29

5.36 4.21 3.45 2.92 2.53 2.22 1.91 1.65 1.45 1.28

9.02d 5.37 4.20 3.44 2.91 2.51 2.16 1.86 1.62 1.43

5.38 4.20 3.44 2.91 2.47 2.11 1.83 1.60 1.42

8.02t 10.84d 5.42 4.23 3.46 2.88 2.42 2.08 1.81 1.60

7.71 5.53 4.26 3.42 2.84 2.40 2.07 1.80

12.19 7.75 5.50 4.21 3.39 2.81 2.39 2.07

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.80

2.88 2.41

2.45 2.09

2.88 2.45 2.11 1.82

2.84 2.44 2.10 1.82 1.58

2.79 2.39 2.07 1.81 1.59

3.90 3.22 2.73 2.35 2.04 1.79 1.58 1.39

3.70 3.11 2.64 2.29 1.99 1.76 1.56 1.38

3.62 2.97 2.55 2.21 1.94 1.72 1.53 1.37 1.22

3.56 2.85 2.44 2.14 1.89 1.68 1.50 1.35 1.21

4.44 3.43 2.77 2.35 2.07 1.84 1.64 1.47 1.33 1.20

4.31 3.32 2.68 2.27 2.01 1.79 1.60 1.45 1.31 1.18

4.33d 4.12 3.21 2.59 2.20 1.96 1.74 1.57 1.42 1.29 1.17

3.53d 3.66d 3.87d 3.10 2.52 2.16 1.92 1.71 1.54 1.39 1.27 1.16

1.90d 3.40d 3.62d 3.02 2.47 2.13 1.88 1.69 1.52 1.38 1.26 1.16

2.59d 3.33d 3.43d 2.96 2.45 2.12 1.87 1.67 1.51 1.37 1.25 1.16

3.08d 2.24d 3.43d 2.93 2.45 2.11 1.86 1.66 1.49 1.36 1.25

2.46d 3.36d 2.94 2.46 2.11 1.87 1.66 1.49 1.36 1.25

3.79d 3.69 2.96 2.48 2.13 1.87 1.66 1.50 1.37

4.89 3.72 2.99 2.51 2.15 1.88 1.68 1.52 1.39

4.94 3.77 3.03 2.53 2.18 1.91 1.70 1.55

7.09 5.01 3.83 3.08 2.58 2.21 1.95 1.74

7.90t 7.24 5.12 3.92 3.17 2.65 2.28 2.03

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 7lLT

Configuration: Rail -50..100mm Locked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

6

Up Cant Dn Cant Safety Factor: 60% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 115-125°
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Rail-Ability Ltd RACD-10000609

235
225 Stafford, ST16 3HS
125 4
135 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.15

3.12s 2.72

2.76 2.36

3.01s 2.75 2.40 2.06

3.16 2.75 2.41 2.09 1.80

3.49s 3.13 2.73 2.39 2.11 1.82

4.22s 3.63 3.11 2.70 2.38 2.12 1.83 1.59

4.25 3.52 3.06 2.68 2.37 2.12 1.84 1.60

4.14 3.49 3.01 2.66 2.36 2.12 1.84 1.60

4.11 3.45 2.99 2.64 2.35 2.12 1.83 1.59 1.39

4.84s 4.05 3.45 2.98 2.61 2.33 2.11 1.82 1.59 1.39

4.93 4.03 3.41 2.95 2.62 2.34 2.09 1.81 1.57 1.38

5.69d 4.95 4.02 3.41 2.97 2.60 2.32 2.06 1.78 1.56 1.37

3.66d 6.18 4.88 4.04 3.42 2.95 2.59 2.30 2.03 1.76 1.54 1.36

4.72d 6.20 4.82 4.00t 3.38 2.92 2.56 2.28 1.99 1.74 1.52 1.35

5.82d 6.07 4.82 3.96 3.32 2.89 2.54 2.26 1.95 1.71 1.51 1.34

7.45d 6.08 4.77 3.91 3.30 2.87 2.52 2.21 1.92 1.68 1.49

6.04 4.71 3.88 3.28 2.84 2.49 2.16 1.88 1.65 1.47

7.10t 6.03 4.70 3.85 3.16 2.83 2.44 2.11 1.85 1.64

8.38 6.04 4.71 3.86 3.26 2.78 2.39 2.08 1.83 1.63

8.41 6.07 4.74 3.89 3.23 2.73 2.35 2.06 1.82

8.56 6.14 4.77 3.84 3.19 2.71 2.34 2.06

8.11t 12.35t 8.62 6.14 4.72 3.81 3.17 2.70 2.35

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.12

3.03s 2.70

2.60s 2.34

3.01s 2.61s 2.36 2.04

2.99s 2.59s 2.28s 2.05 1.79

3.48s 2.98s 2.58s 2.27s 2.04 1.79

4.22s 3.54s 2.94s 2.56s 2.26s 2.02 1.78 1.58

4.01s 3.37s 2.90s 2.54s 2.24 1.99 1.76 1.57

3.94s 3.32 2.85 2.50 2.19 1.95 1.74 1.56

3.96 3.20 2.76 2.43 2.14 1.91 1.71 1.54 1.38

4.84s 3.86 3.11 2.68 2.36 2.09 1.87 1.68 1.52 1.37

4.67s 3.75 3.03 2.60 2.30 2.04 1.83 1.65 1.50 1.36

4.35d 4.49d 3.63 2.96 2.52 2.23 1.86t 1.79 1.62 1.48 1.35

3.59d 3.67d 3.89d 3.52 2.89 2.47 2.07t 1.96 1.77 1.61 1.46 1.34

3.33d 3.41d 3.57d 3.44 2.82 2.42t 2.19 1.93 1.75 1.58 1.45 1.33

2.68d 3.33d 3.44d 3.38 2.80 2.44 2.17 1.92 1.73 1.57 1.44 1.33

3.20d 2.35d 3.38d 3.35 2.81 2.42 2.14 1.92 1.72 1.57 1.44

2.47d 3.37d 3.37 2.81 2.45 2.14 1.90 1.72 1.57 1.45

3.98d 4.22 3.42 2.83 2.44 2.14 1.91 1.73 1.58

5.52d 4.23 3.42 2.86 2.46 2.16 1.93 1.74 1.60

5.57 4.27 3.45 2.89 2.49 2.19 1.95 1.77

7.96 5.65 4.34 3.50 2.94 2.53 2.22 2.00

5.18t 8.18t 8.10 5.75 4.43 3.58 3.01 2.60 2.31

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 7mLT

Configuration: Rail -50..100mm Locked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

6

Up Cant Dn Cant Safety Factor: 60% (67% of 90%)

Maximum Loads (t)
(m)
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Sector: 125-135°

0

5.5

5

4.5

4

3.5

3

2.5

2

1.5

1

0.5

6.5

-0.5

-1

-1.5

-2

-2.5

-3

-3.5

Minimum Loads (t)
(m)

7.5

7

0.5

6

5.5

5

4.5

4

3.5

3

2.5

2

1.5

1

-3

-3.5

0

-0.5

-1

-1.5

-2

-2.5

Issue 1

Uncontrolled when printed.

mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk


Rail-Ability Ltd RACD-10000609

225
215 Stafford, ST16 3HS
135 4
145 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.50s

3.20s 3.19

3.03s 3.12s 2.78

3.02s 3.12s 2.80 2.44

3.18s 3.16s 2.80 2.47 2.15

3.59s 3.46s 3.16 2.79s 2.49 2.17

4.33s 4.00s 3.58 3.14 2.78 2.48s 2.18 1.91

4.88 4.12 3.55 3.10 2.75s 2.47s 2.19 1.92

4.81 4.06 3.50 3.08 2.74s 2.47s 2.19 1.92

4.73s 4.02 3.48s 3.04 2.73s 2.46s 2.18 1.92 1.69

4.86s 4.69s 3.99s 3.45s 3.03 2.71 2.46s 2.17 1.91 1.69

5.71 4.68s 3.96s 3.44s 3.03 2.71s 2.45 2.16 1.90 1.68

5.83d 5.71 4.69s 3.96s 3.43 3.04s 2.72 2.43 2.13 1.88 1.67

3.73d 6.24d 5.70 4.70 3.97 3.44 3.03 2.69 2.41 2.11 1.87 1.66

4.74d 7.16d 5.64t 4.65 3.93 3.39 3.00 2.67 2.37 2.09 1.85 1.65

6.01d 7.23 5.63 4.60 3.68 3.39 2.98 2.65 2.34 2.06 1.83 1.64

7.45d 7.12 5.61 4.61 3.88 3.37 2.96 2.63 2.30 2.03 1.81

6.69d 7.10 5.58 4.60 3.89 3.36 2.97 2.57 2.26 2.01 1.80

8.96d 7.10 5.57 4.58 3.88 3.35 2.92 2.54 2.24 1.99

7.13 5.56 4.58 3.87 3.32 2.86 2.50 2.21 1.98

8.07t 7.15 5.58 4.61 3.85 3.27 2.83 2.48 2.20

8.56t 10.03 7.25 5.64 4.56 3.80 3.24 2.81 2.48

8.23t 12.40d 10.06 7.23 5.59 4.53 3.78 3.24 2.82

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.18d

3.02s 2.82d

3.03s 2.60s 2.64d

3.02s 2.69s 2.44d 2.42

3.00s 2.60s 2.27s 2.42d 2.13

3.57s 3.06s 2.58s 2.27s 2.28d 2.14

4.09s 3.53s 2.94s 2.63s 2.26s 2.25s 2.13 1.90

4.00s 3.37s 2.90s 2.61s 2.25s 2.14s 2.11 1.90

3.93s 3.79s 2.87s 2.52s 2.24s 2.13s 2.09 1.88

3.88s 3.29s 2.84s 2.49s 2.22s 2.19s 2.06 1.86 1.68

4.69s 3.85s 3.45s 2.82s 2.48s 2.22s 2.21t 2.03 1.84 1.67

5.66 3.94s 3.24s 2.81s 2.48s 2.22s 2.15t 2.00 1.82 1.66

4.46d 4.52d 3.94s 3.23s 2.81s 2.48s 1.93t 2.18 1.98 1.80 1.65

3.54d 3.67d 3.88d 4.11t 3.11t 2.68t 2.15t 1.96t 2.16 1.95 1.79 1.64

3.37d 3.41d 3.64d 3.22t 3.44 2.71t 2.22t 2.17t 2.13 1.94 1.77 1.63

2.81d 3.33d 3.44d 3.66t 3.03t 2.96 2.50t 2.29t 2.11 1.92 1.77 1.64

3.28d 2.48d 3.43d 3.57d 3.40t 2.92t 2.61 2.33 2.11 1.92 1.76

2.60d 3.37d 4.07 3.42 2.99 2.61 2.33 2.11 1.92 1.77

3.87d 4.62d 4.09 3.44 2.98 2.61 2.34 2.11 1.93

5.41d 5.09 4.12 3.47 2.99 2.63 2.35 2.13 1.95

6.65 5.13 4.17 3.50 3.02 2.66 2.38 2.16

9.25d 6.73 5.20 4.22 3.54 3.06 2.70 2.42

5.20t 8.32t 9.56 6.85 5.29 4.30 3.62 3.13 2.79

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 7nLT

Configuration: Rail -50..100mm Locked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

6

Up Cant Dn Cant Safety Factor: 60% (67% of 90%)

Maximum Loads (t)
(m)
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Sector: 135-145°
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Rail-Ability Ltd RACD-10000609

215
205 Stafford, ST16 3HS
145 4
155 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.57s

3.19s 3.36s

3.11s 3.19s 3.30s

3.10s 3.19s 3.21s 3.26s

3.26s 3.23s 3.25s 3.21t 2.89

3.47s 3.26s 3.34s 3.22t 2.92

4.33s 3.99s 3.71s 3.58s 3.48s 3.24 2.93 2.60

5.04s 4.54s 4.11s 3.80s 3.59s 3.22 2.92 2.61

5.15s 5.01s 4.49s 3.99 3.56 3.21 2.92 2.61

5.31s 5.19s 4.50 3.96 3.54 3.19 2.91 2.61 2.33

5.10s 5.74s 5.15 4.47 3.94 3.53 3.18 2.92 2.60 2.33

6.08s 6.04 5.13 4.45 3.93 3.52 3.18 2.90 2.59 2.32

5.81t 6.57d 6.06 5.13 4.44 3.93 3.51 3.18t 2.88 2.57 2.31

3.80d 6.14d 7.21s 6.07 5.14 4.44 3.93 3.52 3.17 2.85 2.55 2.30

4.85d 7.13t 7.40 6.06 5.14 4.43 3.93 3.50 3.16 2.83 2.53 2.29

6.08d 8.41t 7.39 6.06 4.94 4.43 3.91 3.49 3.15 2.80 2.52

7.53d 9.48 7.38 6.06 5.12 4.41 3.91 3.49 3.12 2.78 2.50

6.74d 9.47 7.41 6.05 5.12t 4.42 3.91 3.48 3.08 2.76 2.49

11.22d 9.45 7.43 6.08 5.14 4.45 3.92 3.44 3.05 2.74

9.44 7.41 6.09 5.16 4.46 3.87 3.40 3.03 2.73

9.48 7.44 6.12 5.14 4.40 3.83 3.38 3.02

13.17 9.58 7.48 6.07 5.10 4.37 3.82 3.38

8.13t 12.56d 13.30 9.56 7.44 6.06 5.08 4.36 3.82

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.10d

3.02s 2.87d

3.02s 2.59s 2.69d

3.10s 2.60s 2.47d 2.45d

3.08s 2.59s 2.27s 2.35d 2.40d

2.96s 2.57s 2.27s 2.33d 2.34d

4.21s 3.41s 2.92s 2.55s 2.25s 2.31s 2.29d 2.25d

4.00s 3.36s 2.90s 2.53s 2.24s 2.19s 2.29d 2.30d

4.05s 3.69s 2.87s 2.59s 2.23s 2.19s 2.26d 2.21d

3.88s 3.28s 2.83s 2.49s 2.23s 2.24s 2.22d 2.21d 2.21d

4.68s 3.84s 3.44s 2.81s 2.48s 2.21s 2.21t 2.37d 2.32d 2.30d

4.65s 3.82s 3.24s 2.80s 2.48s 2.22s 2.28t 2.36d 2.28d 2.30

4.36d 4.51d 3.81s 3.33s 2.80s 2.48s 1.86t 2.28t 2.41d 2.43d 2.29

3.54d 3.67d 3.88d 3.51t 3.01t 2.51t 2.06t 1.96t 2.45t 2.53d 2.44d 2.28

3.33d 3.42d 3.59d 3.66t 2.95t 2.42t 2.38t 2.17t 2.76d 2.61d 2.46 2.27

2.99d 3.34d 3.44d 3.67d 3.28t 3.05t 2.49t 2.36t 2.85d 2.67 2.45

3.38d 2.58d 3.39d 3.65d 3.53t 2.92t 2.64t 3.02t 2.92 2.67 2.45

2.72d 3.43d 4.86d 3.82t 3.26t 2.97t 3.23 2.92 2.67 2.46

4.97d 5.07d 5.57t 4.37t 3.73t 3.62 3.24 2.93 2.68

5.57d 6.16d 5.65 4.77 4.12 3.64 3.25 2.95 2.70

7.56d 6.97 5.69 4.80 4.15 3.66 3.28 2.98

9.37d 9.05 7.03 5.74 4.84 4.19 3.70 3.32

5.25t 8.36t 12.72 9.15 7.12 5.82 4.92 4.27 3.82

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 7oLT

Configuration: Rail -50..100mm Locked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

6

Up Cant Dn Cant Safety Factor: 60% (67% of 90%)

Maximum Loads (t)
(m)
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Rail-Ability Ltd RACD-10000609

205
155 Stafford, ST16 3HS
155 4
205 356

50
310 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.74s 3.38d

3.56s 3.57s 3.60d

3.46s 3.43s 3.51s 3.43t

3.55s 3.51s 3.46s 3.39t 3.15d

3.60s 3.62s 3.38s 3.39t 3.23s

4.08d 3.66s 3.44s 3.64s 3.42t 3.23t 3.05t

4.98d 4.70s 4.34s 4.00s 3.76t 3.47t 3.24t 3.09t 2.41d

5.25s 5.37s 4.81s 4.30t 3.87t 3.55t 3.29t 3.10t 2.91d

5.04s 5.71s 5.19t 4.51t 4.01t 3.64t 3.36t 3.14t 2.98t

5.19s 5.84s 5.65t 4.77t 4.18t 3.75t 3.44t 3.19t 3.03t

5.78s 6.21s 6.16t 5.08t 4.37t 3.89t 3.53t 3.26t 3.08t 2.63d

6.00s 6.54s 6.68s 6.55s 5.44t 4.59t 4.04t 3.64t 3.34t 3.14t 2.83t

6.04d 6.98s 6.84s 6.79s 5.74t 4.83t 4.21t 3.76t 3.44t 3.22t 2.87t

4.48d 6.46d 7.52t 7.31s 6.99d 6.18t 5.08t 4.38t 3.89t 3.54t 3.30t 2.76d

3.82d 5.37d 7.36t 8.17d 7.74d 7.19s 6.40s 5.32t 4.56t 4.03t 3.65t 3.40t

4.94d 6.64d 8.66d 8.99s 8.25s 7.38s 6.45s 5.57t 4.74t 4.17t 3.77t 3.46t

8.07d 10.19d 9.73s 8.58s 7.43s 6.46s 5.73s 4.93t 4.32t 3.91t 3.47t

7.82d 12.03d 10.30s 8.77s 7.46s 6.50s 5.75s 5.12t 4.48t 4.04t 3.22d

12.93s 10.66s 8.68s 7.51s 6.53s 5.79s 5.21s 4.65t 4.05t

8.17t 13.52s 10.75s 8.88s 7.57s 6.60s 5.87s 5.25s 4.58s 3.53d

12.70t 18.40s 13.70s 10.85s 8.99s 7.70s 6.70s 5.84s 5.00s 4.08s

18.72s 13.94s 11.00s 9.04s 7.60s 6.42s 5.38s 4.30s

8.45t 13.71t 17.81s 13.17s 10.37s 8.38s 6.87s 5.57s

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.41s 3.13d

3.46s 2.88d 2.89d

3.46s 2.95s 2.64d 2.67d

3.43s 3.02s 2.54s 2.44d 2.52d

3.51s 2.91s 2.54s 2.35d 2.42d

4.01s 3.37s 2.97s 2.53s 2.22s 2.33d 2.34d

4.80d 3.95s 3.43s 2.95s 2.58s 2.22s 2.23d 2.24d 2.26d

4.74s 4.31s 3.28s 2.84s 2.48s 2.21s 2.24d 2.21d 2.22d

4.62s 4.15s 3.24s 2.90s 2.48s 2.21s 2.55d 2.21d 2.21d

4.68s 3.88s 3.20s 2.88s 2.45s 2.20s 2.25d 2.30d 2.21d

4.50s 3.85s 3.28s 2.76s 2.45s 2.06t 2.32d 2.25d 2.24d 2.22d

5.83s 4.48s 3.71s 3.26s 2.84s 2.59s 1.83t 2.38d 2.30d 2.36d 2.32d

4.35d 4.26t 3.81s 3.26s 2.60t 2.00t 1.85t 2.40d 2.43d 2.42d 2.36d

3.56d 3.71d 3.31t 4.30d 2.82t 2.37t 2.19t 1.95t 2.54d 2.49d 2.48d 2.40d

3.33d 3.39d 3.50d 3.64d 3.37t 2.65t 2.65t 2.18t 2.10t 2.71d 2.63d 2.56d

3.44d 3.33d 3.35d 3.54d 3.46t 2.92t 3.25t 2.36t 2.56t 2.87d 2.67d 2.54d

3.36d 3.33d 3.48d 3.93t 3.26t 2.84t 2.60t 3.12d 2.96d 2.91d 2.61d

3.33d 3.59d 4.52t 3.67t 3.18t 3.21t 3.49d 3.28d 2.90d 2.74d

4.33d 4.96d 5.23t 4.20t 3.64t 4.23d 3.70d 3.46d 3.08d

6.13d 6.66d 6.17t 4.91t 5.10d 4.50d 3.88d 3.48d 3.03d

7.64d 8.28d 8.57s 7.15s 6.33s 5.66s 4.75d 4.10d 3.48d

10.14d 10.95s 8.65s 7.18s 6.12s 5.30s 4.70s 4.09d

5.85t 9.70t 14.24d 11.09s 8.74s 7.22s 6.16s 5.39s

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 7pLT

Configuration: Rail -50..100mm Locked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

6

Up Cant Dn Cant Safety Factor: 58% (67% of 87%)
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Rail-Ability Ltd RACD-10000609

155
145 Stafford, ST16 3HS
205 4
215 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.81s 3.31d

3.62s 3.59d

3.44s 3.48s 3.56s 3.41t

3.61s 3.56s 3.50s 3.39s 3.14d

3.77s 3.66s 3.58s 3.38t 3.23t

4.06d 3.99s 3.42s 3.62s 3.42t 3.22t 3.04t

4.91d 4.75s 4.39s 4.03s 3.75t 3.47t 3.24s 3.08t

5.34s 5.41s 4.83t 4.28t 3.86t 3.54t 3.28t 3.10t 2.90t

5.11s 5.70s 5.15t 4.49t 3.99t 3.63t 3.35t 3.13t 2.97t

5.37s 5.90s 5.60t 4.73t 4.16t 3.74t 3.42t 3.19t 3.02

5.95s 6.28s 5.81 5.03 4.35t 3.87t 3.52t 3.25t 3.02 2.40d

6.10d 6.55s 6.74s 5.80 5.06 4.47t 3.99t 3.61t 3.30 3.01 2.72

4.35d 6.13t 7.03s 6.78 5.78 5.04 4.47 4.00 3.62 3.30t 2.99 2.71

4.62d 6.52t 7.57d 6.78s 5.73 5.05t 4.46t 4.00 3.61 3.30 2.98 2.65d

4.29d 5.50d 7.31t 8.20 6.81 5.79 5.04 4.45 3.99 3.61 3.28 2.96

4.94d 6.68d 8.69d 8.24 6.80 5.70 5.02 4.45 3.99 3.62 3.26 2.94

8.15d 10.31d 8.23 6.79 5.80 5.04 4.45 3.99 3.60 3.23 2.93

10.46 8.25 6.80 5.80 5.04 4.46 4.00 3.57 3.21 2.92

7.84d 9.61d 12.04d 10.43 8.28 6.84 5.82 5.06 4.49t 3.97 3.55 3.20

11.73d 10.45 8.33 6.77 5.85 5.09 4.46 3.94 3.53 3.20

14.09 10.50 8.34 6.92 5.86 5.05 4.43 3.93 3.53

14.20 10.57 8.34 6.88 5.82 5.02 4.41

8.49t 13.93t 14.24 10.55 8.32 6.84 5.80 5.02

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.16d 3.12d

2.80d 2.87d

3.44s 2.93s 2.58d 2.62d

3.41s 2.92s 2.52s 2.51d 2.51d

3.49s 2.90s 2.52s 2.40d 2.37d

3.98s 3.34s 2.96s 2.51s 2.28s 2.28d 2.34d

4.78s 3.92s 3.31s 2.86s 2.49s 2.21s 2.49d 2.32d

4.82s 3.85s 3.37s 2.83s 2.47s 2.20s 2.21d 2.29d 2.22d

4.61s 3.91s 3.23s 2.80s 2.47s 2.20s 2.23d 2.31d 2.21d

4.52s 3.75s 3.47s 2.77s 2.45s 2.19s 2.22d 2.25d 2.21d

4.61s 3.83s 3.17s 2.76s 2.44s 1.89t 2.26d 2.36d 2.23d 2.24d

5.61s 4.96s 3.69s 3.25s 2.75s 2.40t 1.83t 2.35d 2.30d 2.27d 2.24d

4.35d 4.38d 4.59d 3.63t 3.09t 2.52t 1.92t 1.85t 2.40d 2.43d 2.41d 2.27d

3.57d 3.72d 3.64t 3.46t 2.51t 2.19t 2.18t 1.96t 2.53d 2.48d 2.39d 2.31d

3.33d 3.35d 3.45d 3.65d 3.05t 4.95d 2.55t 2.17t 2.10t 2.74d 2.62d 2.46d

3.44d 3.33d 3.36d 3.55d 3.45t 2.91t 3.31t 2.36t 2.62t 2.90d 2.66d 2.53d

3.35d 3.33d 3.43d 3.90t 3.24t 2.83t 2.61t 3.21d 3.00d 2.79d 2.64d

3.33d 3.83d 4.49t 3.65t 3.17t 3.27t 3.48d 3.13d 2.89d 2.77d

4.40d 5.28d 5.19t 4.18t 3.63t 4.02d 3.75d 3.44d 3.07d

6.32d 6.82d 6.14t 4.89t 4.79 4.24 3.81 3.46d 3.02d

7.76d 8.24d 7.89 6.50 5.53 4.82 4.27 3.84 3.46d

10.28d 10.06 7.95 6.57 5.59 4.86 4.31

5.92t 9.91t 13.75 10.19 8.06 6.66 5.68 4.99

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 7NLT

Configuration: Rail -50..100mm Locked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

6

Up Cant Dn Cant Safety Factor: 60% (67% of 90%)
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Rail-Ability Ltd RACD-10000609

145
135 Stafford, ST16 3HS
215 4
225 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.86s 3.28d

3.60s 3.67s 3.49d

3.60s 3.47s 3.59s 3.37d

3.51s 3.60s 3.53s 3.39s 3.03d

3.74s 3.57s 3.60t 3.37t 3.14

4.10d 4.04s 3.88s 3.66t 3.41t 3.15 2.80

4.96d 4.64s 4.43s 4.07s 3.74t 3.46t 3.14 2.82

5.29s 5.44s 4.80t 4.26t 3.85t 3.47 3.13 2.82 2.53

5.20s 5.85s 5.02 4.36 3.85 3.45 3.12 2.82 2.53

5.26s 5.80s 4.97 4.33 3.84 3.44 3.11 2.82 2.53

5.91s 5.78 4.95 4.31 3.83 3.42 3.11 2.81 2.52 2.27

6.14d 6.66s 5.77 4.92 4.31 3.82 3.43t 3.09 2.80 2.51 2.27

4.70d 6.26d 6.94d 5.74 4.93 4.29 3.81 3.41 3.08 2.78 2.50 2.26

4.71d 6.67t 6.92 5.74 4.90 4.28 3.78 3.39 3.07 2.76 2.49 2.25

4.40d 5.57d 7.53d 6.89 5.70 4.89 4.27 3.77 3.38 3.06 2.74 2.47

5.00d 6.76d 8.68d 6.89 5.72 4.87 4.25 3.76 3.38 3.03 2.72 2.46

8.21d 8.69 6.89 5.71 4.85 4.25 3.76 3.37 3.01 2.70 2.45

8.67 6.92 5.71 4.88 4.25 3.76 3.35 2.98 2.68 2.44

11.55 8.67 6.92 5.73 4.87 4.26 3.74 3.31 2.96 2.67

8.35t 11.63 8.69 6.93 5.75 4.91 4.24 3.72 3.29 2.95

8.85t 13.16t 11.67 8.71 6.95 5.76 4.87 4.20 3.69 3.28 2.95

13.29t 11.77 8.77 6.93 5.72 4.85 4.19 3.68

8.53t 14.14t 11.80 8.72 6.92 5.70 4.83 4.18

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.20d 3.15d

3.40s 2.83d 2.79d

3.42s 2.90s 2.77d 2.59d

3.39s 2.91s 2.50s 2.52d 2.49d

3.46s 2.88s 2.52s 2.34d 2.35d

3.98s 3.43s 2.88s 2.50s 2.34s 2.33d 2.32d

4.75s 3.90s 3.29s 2.84s 2.48s 2.20s 2.23d 2.29d

4.66s 3.85s 3.25s 2.81s 2.47s 2.19s 2.50d 2.24d 2.22d

4.57s 3.77s 3.32s 2.78s 2.45s 2.19s 2.31d 2.26d 2.21d

4.51s 3.73s 3.36s 2.77s 2.45s 2.19s 2.28d 2.25d 2.21d

4.46s 3.81s 3.16s 2.76s 2.44s 1.71t 2.49t 2.31d 2.23d 2.27d

5.52t 4.43s 3.68s 3.24s 2.74s 2.34t 1.83t 2.31d 2.30d 2.27d 2.26d

4.32d 4.37d 4.08t 3.88t 3.01t 2.44t 1.91t 1.84t 2.52t 2.43d 2.41d 2.26

3.57d 3.79d 3.27t 3.59t 2.40t 2.18t 2.11t 1.95t 2.50d 2.48d 2.38d 2.25

3.33d 3.35d 3.45d 3.65d 3.05t 4.57 2.35t 2.17t 2.17t 2.70d 2.62d 2.43

3.43d 3.64d 3.40d 3.50d 3.58t 3.02t 3.21t 2.44t 2.62t 2.88 2.63 2.42

3.35d 3.33d 3.43d 3.88t 3.23t 2.82t 2.60t 3.16d 2.87 2.63 2.42

3.33d 3.70d 4.48t 3.63t 3.16t 3.26t 3.16 2.87 2.63 2.44

4.79d 5.10d 5.13t 4.15t 3.61t 3.53 3.17 2.87 2.64

6.18d 6.51 5.38 4.58 3.99 3.54 3.18 2.89

7.90d 8.28 6.56 5.41 4.61 4.02 3.56 3.20 2.92

10.01t 10.38d 8.36 6.62 5.46 4.65 4.06 3.60

5.86t 10.06t 11.39 8.45 6.71 5.55 4.74 4.17

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 7MLT

Configuration: Rail -50..100mm Locked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

6

Up Cant Dn Cant Safety Factor: 50% (67% of 75%)
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Rail-Ability Ltd RACD-10000609

135
125 Stafford, ST16 3HS
225 4
235 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.92s 3.09d

3.68s 3.39 2.90

3.50s 3.40 2.95 2.55

3.66s 3.40 2.96 2.58 2.25

3.82s 3.37 2.96 2.61 2.28

4.11d 3.89 3.35 2.95 2.61 2.30 2.02

4.97d 4.52s 3.85 3.33 2.93 2.60 2.31 2.03

5.40 4.48 3.80 3.27 2.91 2.60 2.31 2.03 1.80

5.29s 4.41 3.77 3.28 2.90 2.59 2.31 2.04 1.80

5.28 4.39 3.74 3.24 2.88 2.58 2.30 2.03 1.80

5.24 4.35 3.72 3.23 2.87 2.57t 2.29 2.02 1.79

6.13t 5.21 4.33 3.70 3.23 2.86 2.55 2.28 2.01 1.78 1.59

4.82d 6.22t 5.19 4.31 3.70 3.21 2.84 2.53 2.25 1.99 1.77 1.59

4.79d 6.39 5.11t 4.21 3.66 3.17 2.81 2.51 2.23 1.98 1.76 1.58

4.61d 5.65d 6.39 5.09 4.24 3.62 3.16 2.78 2.49 2.21 1.95 1.75

5.16d 6.84d 6.36 5.06 4.21 3.60 3.14 2.77 2.47 2.18 1.93 1.73

8.28d 6.32 5.06 4.19 3.59 3.12 2.77 2.43 2.15 1.91 1.72

7.92d 6.29 5.03 4.18 3.58 3.12 2.74 2.40 2.12 1.90

8.41 6.28 5.01 4.17 3.57 3.11 2.70 2.37 2.10 1.89

11.79d 6.27 5.00 4.17 3.56 3.06 2.66 2.34 2.09

8.44 6.31 5.04 4.17 3.51 3.02 2.64 2.33 2.09

12.69 8.54 6.39 5.03 4.12 3.49 3.00 2.63

8.55t 12.76t 8.56 6.35 5.01 4.11 3.47

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.31d 3.09d

3.38s 2.85d 2.86d

3.39s 2.88s 2.68d 2.53

3.47s 2.89s 2.49s 2.46d 2.24

3.34s 2.96s 2.50s 2.37d 2.26

3.93s 3.31s 2.85s 2.49s 2.28d 2.25 2.00

4.81d 4.00s 3.28s 2.82s 2.55s 2.19s 2.24 2.00

4.62s 4.05s 3.24s 2.81s 2.47s 2.19s 2.21 1.99 1.79

4.67s 3.76s 3.61 2.78s 2.46s 2.19s 2.18 1.97 1.78

4.48s 3.82s 3.26s 2.93s 2.43s 2.15t 2.16 1.94 1.76

4.56s 3.68s 3.14s 2.75s 2.51s 1.71t 2.13 1.92 1.75

5.76d 4.80s 3.78s 3.13s 2.73s 2.28t 1.89t 2.10 1.90 1.73 1.59

4.35d 4.35d 4.57d 3.50t 3.07t 2.36t 1.98t 1.84t 2.07 1.88 1.72 1.58

3.63d 3.73d 3.24t 2.72t 2.60t 2.34t 2.02t 1.95t 2.05 1.87 1.71 1.58

3.33d 3.35d 3.51d 3.65d 3.33t 2.62t 2.34t 2.16t 2.16t 2.03 1.85 1.70

3.42d 3.68d 3.36d 3.50d 3.39t 3.20 2.56t 2.35t 2.23 2.02 1.84 1.70

3.34d 3.33d 3.44d 3.75 3.20 2.79 2.48 2.22 2.01 1.84 1.70

3.45d 3.97d 3.76 3.20 2.79 2.47 2.22 2.01 1.84

4.51d 4.59 3.79 3.22 2.80 2.48 2.22 2.02 1.85

5.86 4.62 3.80 3.24 2.82 2.49 2.24 2.03

7.87d 5.91 4.66 3.84 3.26 2.84 2.51 2.26 2.06

9.97d 8.07 5.98 4.72 3.89 3.31 2.87 2.55

6.05t 10.41t 8.20 6.08 4.81 3.98 3.39

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 7LLT

Configuration: Rail -50..100mm Locked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

6

Up Cant Dn Cant Safety Factor: 50% (67% of 75%)
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Rail-Ability Ltd RACD-10000609

125
115 Stafford, ST16 3HS
235 4
245 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.99s 3.14d

3.74s 3.46 2.94

3.57s 3.46 3.00 2.57

3.73s 3.47 3.01 2.62 2.26

3.88s 3.43 3.01 2.65 2.29

3.83d 4.12d 3.93s 3.42 3.00 2.65 2.32 2.02

4.96d 4.61 3.92 3.39 2.98 2.64 2.33 2.03

5.51 4.56 3.87 3.32 2.95 2.63 2.33 2.04 1.79

5.25s 4.48 3.83 3.33 2.94 2.62 2.34 2.04 1.79

5.33 4.42 3.79 3.29 2.92 2.62 2.32 2.03 1.79

5.27 4.40 3.77 3.28 2.91 2.61t 2.31 2.03 1.78

6.07d 5.25 4.38 3.76 3.26 2.90 2.58 2.30 2.01 1.77 1.57

4.93d 6.24d 5.20 4.37t 3.74 3.25t 2.87 2.55 2.27 1.99 1.76 1.56

4.87d 6.45 5.19 4.32 3.69 3.22t 2.83 2.53 2.24 1.97 1.74

4.57d 5.72d 6.43 5.13 4.27 3.50 3.18 2.81 2.51 2.21 1.95 1.73

5.16d 6.87d 6.38 5.12 4.24 3.62 3.13 2.80 2.49 2.18 1.92 1.71

8.36d 6.35 5.09 4.22 3.61 3.13 2.79 2.44 2.14 1.90 1.70

7.97d 6.32 5.06 4.22 3.59 3.14 2.76 2.40 2.11 1.88

9.78d 6.31 5.06 4.20 3.58 3.13 2.70 2.36 2.09 1.86

6.33 5.05 4.20 3.60 3.07 2.66 2.33 2.07

8.50 6.36 5.07 4.22 3.53 3.02 2.63 2.32 2.07

12.68 8.62 6.45 5.07 4.15 3.49 3.00 2.62

8.54t 12.87 8.65 6.40 5.03 4.13 3.48

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.18d 3.14d

3.36s 2.84d 2.79d

3.46s 2.87s 2.67d 2.56

3.35s 2.87s 2.48s 2.49d 2.25

3.34s 2.86s 2.49s 2.39d 2.27

3.83d 3.91s 3.30s 2.85s 2.57s 2.37d 2.27 2.00

4.70s 4.09s 3.27s 2.82s 2.47s 2.25s 2.24 2.00

4.73s 3.82s 3.23s 2.80s 2.53s 2.19s 2.22 1.99 1.78

4.53s 3.85s 3.39s 2.77s 2.44s 2.18s 2.18 1.96 1.77

4.45s 3.71s 3.43s 2.84s 2.43s 2.05t 2.15 1.94 1.75

4.43s 3.78s 3.32s 2.74s 2.50s 1.83t 2.11 1.91 1.73

5.66t 4.39s 3.65s 3.12s 2.81s 2.22t 1.77t 2.08 1.89 1.72 1.57

4.31d 4.45d 4.19t 3.76t 2.91t 2.43t 1.91t 1.85t 2.05 1.86 1.70 1.56

3.56d 3.72d 3.55t 3.84 2.97t 2.17t 2.02t 1.95t 2.02 1.85 1.69

3.64d 3.35d 3.46d 3.66d 3.16t 3.16 2.53t 2.17t 2.22 2.01 1.83 1.68

3.42d 3.68d 3.41d 3.50d 3.54t 2.87t 2.55t 2.34t 2.20 1.99 1.82 1.67

3.38d 3.33d 3.43d 3.71 3.16 2.75 2.44 2.19 1.99 1.81 1.67

3.38d 3.74d 3.74 3.17 2.76 2.44 2.19 1.99 1.82

4.56d 4.55 3.74 3.17 2.76 2.45 2.19 1.99 1.83

5.83 4.59 3.77 3.20 2.78 2.46 2.21 2.01

7.97d 5.88 4.64 3.81 3.23 2.81 2.48 2.23 2.05

10.09d 8.09 5.97 4.71 3.87 3.29 2.86 2.54

6.12t 10.36t 8.23 6.09 4.82 3.97 3.39

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 7KLT

Configuration: Rail -50..100mm Locked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

6

Up Cant Dn Cant Safety Factor: 60% (67% of 90%)
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Rail-Ability Ltd RACD-10000609

115
105 Stafford, ST16 3HS
245 4
255 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.00s 3.60

3.63 3.08 2.60

3.55s 3.12 2.67 2.27

3.64s 3.11 2.70 2.32 1.99

3.86d 3.60 3.10 2.70 2.35 2.02

4.13s 3.56 3.08 2.68 2.37 2.05 1.77

5.00d 4.17 3.54 3.06 2.67 2.37 2.06 1.79

4.96 4.11 3.49 3.02 2.65 2.37 2.07 1.79 1.56

4.87 4.04 3.45 3.00 2.65 2.36 2.06 1.79 1.57

4.81 3.99 3.39 2.98 2.62 2.36 2.06 1.79 1.56

4.74 3.96 3.38 2.96 2.62 2.33 2.05 1.78 1.56

5.91 4.76 3.95 3.37 2.95 2.59 2.31 2.03 1.77 1.55 1.36

5.03d 5.84 4.68 3.92 3.36 2.91 2.57 2.28 2.01 1.75 1.53 1.35

4.94d 5.75 4.64t 3.86 3.32 2.87 2.53 2.26 1.97 1.72 1.52

4.57d 5.69d 5.74t 4.58 3.80 3.27 2.84 2.51 2.23t 1.94 1.70 1.50

5.37d 6.88d 5.69 4.54 3.79 3.23 2.82 2.49 2.20 1.91 1.68 1.48

7.47 5.64 4.53 3.76 3.21 2.81 2.48 2.15 1.88 1.65 1.47

6.95d 8.02d 5.60 4.48 3.72 3.19 2.78 2.43 2.11 1.85 1.63

8.08t 5.59 4.46 3.71 3.17 2.76 2.38 2.07 1.82 1.62

11.22 5.57 4.45 3.71 3.17 2.70 2.34 2.04 1.80

7.52 5.63 4.49 3.73 3.11 2.66 2.30 2.02 1.80

11.35 7.63 5.70 4.49 3.67 3.07 2.63 2.29

8.57t 11.50 7.64 5.66 4.45 3.64 3.06

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.99s 3.14d

3.35s 2.79d 2.59

3.45s 2.86s 2.64 2.26

3.34s 2.86s 2.54s 2.29 1.98

3.86d 3.33s 2.86s 2.49s 2.29 2.00

4.03s 3.29s 2.84s 2.47s 2.26 1.99 1.76

4.67s 3.85s 3.25s 2.81s 2.47s 2.24 1.98 1.76

4.59s 3.79s 3.21s 2.79s 2.46s 2.18s 1.95 1.74 1.55

4.50s 3.74s 3.18s 2.78 2.44 2.15 1.92 1.71 1.54

4.58s 3.69s 3.10 2.70 2.37 1.96t 1.88 1.69 1.52

4.54s 3.63 2.98 2.61 2.31 1.71t 1.85 1.67 1.51

5.47t 4.37s 3.53 2.90 2.54 2.15t 1.83t 1.82 1.64 1.49 1.36

4.33d 4.46d 3.90t 3.39t 2.84 2.28t 1.98t 1.84t 1.78 1.62 1.47 1.35

3.57d 3.73d 3.25t 2.96t 2.38t 2.25t 2.02t 1.95 1.76 1.60 1.46

3.68d 3.35d 3.51d 3.65d 3.01t 2.75 2.33t 2.14 1.92 1.74 1.59 1.45

3.41d 3.68d 3.36d 3.51d 3.23 2.74 2.39 2.12 1.91 1.73 1.58 1.45

3.34d 3.33d 3.44d 3.22 2.74 2.38 2.12 1.90 1.72 1.57 1.45

3.37d 3.79d 3.24 2.74 2.39 2.11 1.89 1.72 1.57

4.79d 3.96 3.25 2.77 2.40 2.12 1.90 1.72 1.59

5.11 4.00 3.29 2.79 2.42 2.13 1.92 1.74

7.00 5.15 4.05 3.33 2.81 2.44 2.16 1.95 1.79

10.09d 7.10 5.23 4.12 3.38 2.87 2.49 2.22

6.12t 10.67t 7.27 5.36 4.23 3.48 2.97

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 7JLT

Configuration: Rail -50..100mm Locked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

6

Up Cant Dn Cant Safety Factor: 60% (67% of 90%)

Maximum Loads (t)
(m)

7.5
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6.5

Sector: 245-255°
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Rail-Ability Ltd RACD-10000609

105
95 Stafford, ST16 3HS

255 4
265 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.97s 3.37 2.79

3.43 2.88 2.43

3.44 2.93 2.49 2.12

3.42 2.94 2.53 2.16 1.85

3.89d 3.40 2.91 2.54 2.19 1.88

3.85d 3.98 3.36 2.90 2.53 2.21 1.90 1.64

4.79 3.92 3.33 2.87 2.51 2.23 1.92 1.66

4.66 3.88 3.29 2.85 2.50 2.23 1.92 1.66 1.44

4.58 3.80 3.26 2.82 2.49 2.22 1.93 1.66 1.44

4.52 3.78 3.19 2.80 2.47 2.21 1.92 1.66 1.44

4.50 3.72 3.18 2.79 2.46 2.19 1.90 1.65 1.44

5.59 4.47 3.73 3.18 2.77 2.44 2.17t 1.89 1.63 1.43 1.25

5.04d 5.47t 4.41 3.67 3.14 2.74 2.41 2.13 1.86 1.62 1.42 1.24

5.01d 5.43 4.34 3.64 3.08 2.70 2.38 2.11 1.84 1.60 1.40

4.74d 5.70d 5.38 4.28 3.57 3.06 2.65 2.34 2.09 1.81 1.57 1.38

5.37d 6.94d 5.31 4.26 3.55 3.02 2.60 2.33 2.04 1.77 1.55 1.36

6.98 5.25 4.21 3.51 3.00 2.59 2.30 1.99 1.73 1.52 1.35

6.94d 8.00d 5.21 4.17 3.47 2.97 2.59 2.26 1.95 1.70 1.51

5.19 4.16 3.44 2.95 2.57 2.20 1.91 1.68 1.49

5.20 4.15 3.45 2.96 2.51 2.16 1.89 1.67

7.01 5.23 4.18 3.46 2.90 2.47 2.14 1.87 1.66

10.69 7.12 5.33 4.17 3.41 2.86 2.44 2.12

8.47t 10.83 7.15 5.28 4.13 3.39 2.85

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.97s 3.18d 2.79

3.33s 2.86 2.41

3.35s 2.85s 2.47 2.10

3.35s 2.88 2.47 2.13 1.84

3.89d 3.37 2.84 2.46 2.13 1.86

3.84d 3.89s 3.29 2.82 2.42 2.11 1.86 1.63

4.68s 3.83s 3.20 2.75 2.38 2.08 1.83 1.63

4.56 3.68 3.10 2.67 2.33 2.05 1.81 1.61 1.43

4.48 3.55 2.99 2.60 2.27 2.00 1.78 1.59 1.42

4.37 3.45 2.87 2.51 2.20 1.85t 1.75 1.56 1.41

4.37 3.37 2.83 2.42 2.14 1.71t 1.71 1.54 1.39

5.43t 4.12 3.28 2.68 2.35 2.08 1.77t 1.68 1.51 1.37 1.25

4.33d 4.35d 3.89t 3.18 2.61 2.27t 1.98t 1.82 1.65 1.49 1.36 1.24

3.57d 3.73d 3.23t 2.71t 2.39t 2.25 2.00 1.79 1.62 1.47 1.34

3.68d 3.34d 3.46d 3.65d 3.00t 2.53 2.21 1.99 1.78 1.60 1.45 1.33

3.41d 3.68d 3.36d 3.50d 2.97 2.52 2.20 1.97 1.75 1.59 1.44 1.33

3.34d 3.33d 3.44d 2.97 2.53 2.22 1.94 1.75 1.58 1.44 1.33

3.37d 3.64 2.98 2.56 2.19 1.94 1.74 1.58 1.44

4.69d 3.67 2.99 2.55 2.21 1.95 1.75 1.59 1.46

4.72 3.69 3.03 2.56 2.22 1.96 1.76 1.61

6.49 4.77 3.75 3.07 2.59 2.25 1.99 1.79 1.65

10.07 6.59 4.85 3.82 3.13 2.65 2.30 2.04

6.09t 10.31 6.76 4.98 3.93 3.24 2.75

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 7ILT

Configuration: Rail -50..100mm Locked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

6

Up Cant Dn Cant Safety Factor: 60% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 255-265°
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Rail-Ability Ltd RACD-10000609

95
75 Stafford, ST16 3HS

265 4
285 356

20
340 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.97s 3.32

3.39 2.84 2.39

3.37 2.89 2.45 2.08

3.37 2.87 2.50 2.13 1.82

3.89d 3.35 2.87 2.50 2.16 1.85

3.85d 3.92 3.32 2.86 2.49 2.18 1.87 1.61

4.66 3.86 3.28 2.83 2.47 2.20 1.89 1.63

4.60 3.81 3.24 2.81 2.47 2.19 1.89 1.63 1.42

4.51 3.74 3.14 2.78 2.44 2.19 1.90 1.63 1.42

4.46 3.70s 3.16s 2.75 2.43 2.18 1.89 1.63 1.42

4.43 3.68 3.14s 2.74 2.42 2.16 1.87 1.62 1.41

5.48 4.40 3.67 3.14 2.73 2.41 2.14 1.86 1.61 1.40 1.23

4.64d 5.39 4.35 3.61 3.09 2.70t 2.37 2.10 1.83 1.59 1.39 1.22

5.01d 5.33 4.28 3.58 3.04 2.66 2.34 2.08t 1.81 1.57 1.37

4.74d 5.75d 5.30 4.24 3.54 3.03 2.62t 2.32 2.05 1.78 1.54 1.36

5.37d 6.89d 5.23 4.19 3.49 2.98 2.56 2.30 2.00 1.74 1.52 1.34

6.87 5.17 4.14 3.45 2.95 2.55 2.27 1.96 1.70 1.50 1.33

8.00d 5.13 4.11 3.42 2.92 2.55 2.22 1.92 1.67 1.48

5.11 4.09 3.39 2.90 2.53 2.17 1.88 1.65 1.46

10.39 5.14 4.09 3.40 2.91 2.46 2.12 1.85 1.64

6.91 5.17 4.12 3.41 2.85 2.43 2.10 1.84 1.63

10.60 7.02 5.26 4.12 3.36 2.81 2.40 2.08

8.41t 10.71t 7.04 5.20 4.08 3.33 2.80

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.96s 3.18d

3.33s 2.82 2.37

3.35s 2.84 2.42 2.07

3.36 2.83 2.42 2.10 1.81

3.89d 3.32 2.80 2.42 2.09 1.83

3.84d 3.89s 3.24 2.78 2.38 2.08 1.83 1.60

4.63 3.78 3.16 2.71 2.34 2.05 1.80 1.60

4.49 3.62 3.05 2.63 2.28 2.01 1.78 1.58 1.40

4.42 3.49 2.95 2.56 2.23 1.97 1.75 1.56 1.40

4.31 3.40 2.82 2.47 2.17 1.85t 1.72 1.53 1.38

4.30 3.31 2.78 2.38 2.10 1.71t 1.68 1.51 1.36

5.37 4.05 3.22 2.64 2.31 2.05 1.77t 1.64 1.49 1.35 1.22

4.41d 4.35d 3.89t 3.12 2.56 2.27t 1.98t 1.79 1.62 1.46 1.33 1.22

3.57d 3.73d 3.23t 2.71t 2.48t 2.20 1.96 1.76 1.59 1.45 1.32

3.72d 3.34d 3.46d 3.65d 2.97 2.48 2.17 1.96 1.74 1.57 1.43 1.31

3.41d 3.68d 3.36d 3.50d 2.92 2.47 2.16 1.94 1.72 1.56 1.42 1.30

3.34d 3.33d 3.44d 2.91 2.48 2.18 1.90 1.71 1.55 1.42 1.31

3.37d 3.57 2.92 2.51 2.17 1.90 1.71 1.55 1.42

4.62 3.60 2.96 2.50 2.17 1.92 1.71 1.56 1.43

4.64 3.63 2.97 2.52 2.18 1.93 1.73 1.58

6.40 4.70 3.68 3.02 2.55 2.21 1.96 1.76 1.62

9.95 6.50 4.78 3.76 3.08 2.60 2.26 2.01

6.05t 10.20 6.67 4.92 3.87 3.18 2.71

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 7HLT

Configuration: Rail -50..100mm Locked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

6

Up Cant Dn Cant Safety Factor: 60% (67% of 90%)

Maximum Loads (t)
(m)
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Sector: 265-285°
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Rail-Ability Ltd RACD-10000609

75
65 Stafford, ST16 3HS

285 4
295 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.96s 3.40

3.44 2.91 2.45

3.46 2.95s 2.51 2.14

3.44 2.95s 2.55 2.18 1.86

3.90d 3.42 2.95s 2.55 2.21 1.90

3.86d 4.02 3.39 2.92 2.55 2.23 1.92 1.66

4.80 3.96s 3.35s 2.90 2.54 2.25 1.93 1.67

4.69 3.90s 3.31 2.86 2.52 2.24 1.94 1.68 1.45

4.63 3.81 3.28 2.84 2.51 2.24 1.94 1.68 1.46

4.58 3.80 3.24 2.82 2.50 2.23 1.94 1.67 1.46

4.53 3.76 3.20 2.81 2.49 2.21 1.93 1.67 1.45

5.61t 4.52 3.75 3.21 2.79 2.47 2.17 1.90 1.65 1.44 1.27

5.03d 5.50t 4.46 3.70 3.18 2.76 2.43 2.15t 1.88 1.63 1.43 1.26

5.00d 5.48t 4.38 3.65 3.12 2.73 2.39 2.13 1.85 1.61 1.42

4.74d 5.69d 5.42t 4.33 3.62 3.09 2.67 2.37 2.10 1.82 1.58 1.40

5.37d 6.93d 5.36 4.30 3.58 3.04 2.64 2.35 2.05 1.79 1.57 1.38

7.06 5.31 4.26 3.54 3.02 2.64 2.32 2.01 1.76 1.54 1.37

7.99d 5.27 4.22 3.50 3.00 2.61 2.28 1.97 1.73 1.52

5.25 4.19 3.49 2.98 2.59 2.23 1.93 1.70 1.51

10.72 5.27 4.20 3.49 2.99 2.53 2.19 1.91 1.69

7.11 5.30 4.22 3.50 2.93 2.49 2.16 1.89 1.68

10.90 7.22 5.40 4.23 3.45 2.89 2.47 2.14

8.31t 11.02 7.27 5.35 4.19 3.43 2.88

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.96s 3.16d

3.35s 2.81d 2.43

3.34s 2.86s 2.48 2.12

3.34s 2.86s 2.49 2.15 1.85

3.86d 3.33s 2.86s 2.47 2.16 1.88

3.86d 3.88s 3.29s 2.83 2.43 2.13 1.87 1.64

4.67s 3.87 3.23 2.77 2.39 2.10 1.85 1.64

4.58 3.72 3.13 2.70 2.34 2.06 1.83 1.62 1.45

4.50s 3.59 3.03 2.61 2.29 2.02 1.80 1.60 1.44

4.43s 3.49 2.90 2.52 2.22 1.91t 1.76 1.58 1.42

4.41 3.40 2.80 2.44 2.16 1.71t 1.73 1.56 1.41

5.44t 4.17 3.31 2.71 2.37 2.11 1.83t 1.69 1.53 1.39 1.26

4.33d 4.34d 3.90t 3.21 2.65 2.28t 1.98t 1.84t 1.66 1.51 1.37 1.25

3.57d 3.73d 3.23t 2.71t 2.38t 2.26t 2.02 1.81 1.64 1.49 1.36

3.72d 3.34d 3.51d 3.65d 3.01t 2.56 2.24 1.99 1.80 1.62 1.47 1.35

3.41d 3.68d 3.36d 3.50d 3.01 2.55 2.22 1.97 1.77 1.61 1.46 1.34

3.34d 3.33d 3.44d 3.00 2.55 2.21 1.97 1.76 1.60 1.46 1.35

3.37d 3.68 3.02 2.55 2.22 1.96 1.76 1.60 1.46

4.69d 3.71 3.03 2.58 2.23 1.97 1.77 1.60 1.47

4.79 3.74 3.06 2.60 2.25 1.98 1.79 1.62

6.59 4.84 3.79 3.10 2.62 2.28 2.01 1.81 1.67

10.18d 6.69 4.92 3.87 3.17 2.68 2.33 2.07

5.95t 10.18t 6.87 5.05 3.97 3.27 2.79

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 7GLT

Configuration: Rail -50..100mm Locked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

6

Up Cant Dn Cant Safety Factor: 60% (67% of 90%)

Maximum Loads (t)
(m)

7.5
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Sector: 285-295°
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Rail-Ability Ltd RACD-10000609

65
55 Stafford, ST16 3HS

295 4
305 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.97s 3.48

3.52 2.98 2.51

3.51 3.01 2.57 2.19

3.52 3.01 2.61 2.23 1.91

3.88d 3.49 3.00 2.61 2.26 1.95

3.83d 4.01s 3.45 2.98 2.60 2.29 1.97 1.70

4.89 3.98 3.42 2.95 2.58 2.29 1.98 1.72

4.80 3.95 3.38 2.92 2.56 2.29 1.99 1.72 1.49

4.73 3.92 3.31 2.89 2.55 2.28 1.99 1.72 1.50

4.65 3.88 3.31 2.83 2.53 2.28 1.98 1.72 1.50

4.60 3.84 3.28 2.84 2.47 2.25 1.97 1.71 1.49

5.72 4.61 3.82 3.27 2.84 2.52 2.22 1.95 1.70 1.48 1.30

5.02d 5.63 4.54t 3.80 3.25 2.83 2.47 2.21 1.93 1.68 1.47 1.29

4.93d 5.57 4.48 3.75 3.20 2.77 2.46 2.18 1.90 1.66 1.45

4.74d 5.68d 5.54 4.45 3.70 3.13 2.75 2.42 2.16 1.87 1.63 1.44

5.13d 6.86d 5.50 4.41 3.65 3.10 2.73 2.41 2.11 1.83 1.61 1.42

7.23 5.39 4.37 3.63 3.11 2.70 2.38 2.07 1.80 1.58 1.41

8.00d 5.42 4.31 3.60 3.06 2.67 2.34 2.02 1.77 1.57

8.00d 7.25 5.39 4.30 3.58 3.05 2.66 2.28 1.99 1.75 1.55

8.28t 5.40 4.30 3.58 3.06 2.60 2.24 1.96 1.73

7.32 5.44 4.33 3.59 3.00 2.56 2.21 1.94 1.72

11.12 7.44 5.54 4.34 3.54 2.96 2.53 2.20

8.06t 11.40 7.48 5.50 4.30 3.52 2.95

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.97s 3.34d

3.35s 2.86d 2.49

3.36s 2.86s 2.54 2.17

3.35s 2.87s 2.48s 2.21 1.90

3.88d 3.42s 2.87s 2.49s 2.21 1.92

3.83d 3.90s 3.38s 2.83s 2.48s 2.18 1.92 1.69

4.66s 3.84s 3.31 2.82s 2.45 2.15 1.90 1.69

4.57s 3.80 3.21 2.76 2.40 2.11 1.87 1.67 1.48

4.63 3.66 3.09 2.67 2.34 2.07 1.84 1.65 1.48

4.54 3.61 2.97 2.59 2.28 2.01t 1.81 1.62 1.46

4.41s 3.50 2.86 2.52 2.23 1.77t 1.77 1.59 1.44

5.48t 4.28 3.40 2.79 2.46 2.17 1.77t 1.74 1.57 1.43 1.30

4.31d 4.45d 3.92t 3.29 2.72 2.37 1.91t 1.84t 1.71 1.55 1.41 1.29

3.56d 3.72d 3.40t 3.22 2.39t 2.17t 2.02t 1.87 1.68 1.53 1.40

3.68d 3.35d 3.46d 3.66d 3.02t 2.63 2.31 2.05 1.84 1.66 1.51 1.39

3.42d 3.68d 3.36d 3.50d 3.09 2.63 2.37 2.03 1.83 1.65 1.50 1.38

3.34d 3.33d 3.43d 3.08 2.62 2.28 2.03 1.81 1.64 1.50 1.38

3.37d 3.74d 3.11 2.63 2.28 2.02 1.81 1.64 1.50

4.89d 3.81 3.12 2.64 2.29 2.03 1.82 1.65 1.52

4.93 3.85 3.15 2.67 2.31 2.05 1.83 1.67

6.80 4.99 3.90 3.19 2.70 2.34 2.07 1.86 1.71

9.98t 6.91 5.07 3.97 3.26 2.76 2.39 2.12

5.86t 10.27t 7.09 5.19 4.08 3.36 2.86

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 7FLT

Configuration: Rail -50..100mm Locked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

6

Up Cant Dn Cant Safety Factor: 60% (67% of 90%)

Maximum Loads (t)
(m)
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Rail-Ability Ltd RACD-10000609

55
45 Stafford, ST16 3HS

305 4
315 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.74 3.11

3.64s 3.21 2.71

3.57s 3.22 2.77 2.37

3.55s 3.22 2.80 2.41 2.08

3.87d 3.70s 3.20s 2.80 2.44 2.11

4.12s 3.69 3.18s 2.78 2.46 2.13 1.85

4.94d 4.29 3.60 3.15 2.76s 2.45s 2.15 1.86

5.12s 4.25 3.60 3.12 2.75s 2.44s 2.15 1.87 1.63

5.03 4.18 3.57s 3.05 2.73s 2.44s 2.16 1.87 1.64

4.98 4.14s 3.52 3.06s 2.72s 2.44s 2.14 1.87 1.63

4.94s 4.10 3.51s 3.06s 2.68 2.42 2.13 1.85 1.63

6.15 4.89 4.09s 3.49 3.04 2.68 2.40 2.12 1.85 1.62 1.43

4.90d 6.06 4.87 4.05 3.48 3.02 2.67 2.37t 2.09 1.82 1.60 1.42

4.85d 6.03 4.83 3.96 3.43 2.98 2.63 2.34 2.06 1.80 1.59

4.57d 5.70d 5.97 4.77 3.98 3.32 2.95 2.60 2.32 2.03 1.78 1.58

5.16d 6.84d 5.92 4.75 3.94 3.37t 2.92 2.58 2.29 1.99 1.76 1.56

7.85 5.89 4.71 3.91 3.35 2.92 2.58 2.25 1.96 1.73 1.54

5.85 4.69 3.90 3.33 2.90 2.53 2.20 1.93 1.71

9.70d 7.82 5.85 4.67 3.87 3.31 2.88 2.48 2.16 1.91 1.70

7.89 5.88 4.67 3.88 3.32 2.83 2.45 2.14 1.89

8.68d 7.97 5.91 4.71 3.89 3.26 2.78 2.41 2.12 1.89

12.21 8.09 6.03 4.71 3.85 3.23 2.76 2.41

8.01t 12.36 8.15 5.96 4.68 3.82 3.21

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.11d 3.08d

3.35s 2.88d 2.69

3.46s 2.87s 2.60d 2.35

3.36s 2.87s 2.48s 2.38 2.06

3.87d 3.43s 2.87s 2.50s 2.38 2.09

3.92s 3.31s 2.92s 2.57s 2.28d 2.08 1.83

4.67s 3.86s 3.37s 2.82s 2.47s 2.19s 2.06 1.83

4.59s 3.80s 3.33s 2.88s 2.45s 2.19s 2.03 1.81 1.62

4.53s 3.75s 3.19s 2.78s 2.44s 2.18s 2.00 1.79 1.61

4.46s 3.71s 3.16s 2.75s 2.43s 2.15t 1.97 1.77 1.60

4.41s 3.78s 3.14s 2.73 2.41 1.71t 1.93 1.74 1.58

5.68t 4.40s 3.71 3.04 2.66 2.34t 1.83t 1.90 1.72 1.56 1.42

4.29d 4.35d 4.49 3.58t 2.92t 2.36t 1.99t 1.85t 1.87 1.69 1.55 1.41

3.55d 3.79d 3.58t 3.51 2.79t 2.43t 2.10t 1.95t 1.84 1.68 1.53

3.68d 3.35d 3.45d 3.65d 3.20t 2.62t 2.34t 2.17t 2.01 1.82 1.66 1.52

3.42d 3.68d 3.36d 3.50d 3.39 2.87 2.51 2.22 2.00 1.81 1.65 1.52

3.38d 3.33d 3.43d 3.38 2.88 2.54 2.22 2.00 1.80 1.65 1.52

3.38d 3.74d 3.39 2.91 2.51 2.22 1.99 1.80 1.65

4.55d 4.17 3.43 2.90 2.52 2.22 2.00 1.81 1.66

5.39 4.22 3.45 2.92 2.54 2.24 2.01 1.83

7.45 5.45 4.27 3.49 2.96 2.56 2.27 2.04 1.87

9.88t 7.57 5.54 4.34 3.56 3.02 2.61 2.32

5.73t 9.98t 7.75 5.67 4.45 3.66 3.12

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 7ELT

Configuration: Rail -50..100mm Locked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

6

Up Cant Dn Cant Safety Factor: 60% (67% of 90%)

Maximum Loads (t)
(m)
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Rail-Ability Ltd RACD-10000609

45
35 Stafford, ST16 3HS

315 4
325 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.91s 3.14d

3.67s 3.60 3.08

3.49s 3.58s 3.14 2.71

3.66s 3.50s 3.15 2.75 2.38

3.82s 3.60 3.14 2.77 2.41

4.03s 3.68s 3.54 3.12 2.77 2.43 2.13

4.95d 4.79s 4.07 3.54 3.11 2.76 2.45 2.14

5.48s 4.74 4.02 3.48 3.08 2.75 2.45 2.15 1.89

5.28s 4.68 3.99 3.46 3.06 2.74 2.45 2.15 1.89

5.43s 4.62 3.96 3.43 3.02 2.73 2.45 2.14 1.89

5.53 4.60 3.93 3.42 3.03 2.72 2.43 2.14 1.88 1.67

6.08t 5.50 4.58 3.92 3.42 3.03 2.70 2.42 2.12 1.87 1.66

4.78d 6.26d 5.48t 4.55 3.91 3.41 3.00 2.68 2.39 2.10 1.86 1.66

4.77d 6.67t 5.43 4.52t 3.87 3.37t 2.98 2.66 2.36 2.08 1.85 1.65

4.46d 5.62d 6.80 5.40 4.49t 3.68 3.35 2.94 2.64 2.33 2.06 1.83

5.01d 6.81d 6.78 5.38 4.47 3.82 3.31 2.93 2.62 2.30 2.03 1.81

8.24d 6.75 5.37 4.45 3.80 3.31 2.93 2.57 2.27 2.01 1.80

6.92d 6.73 5.35 4.46 3.78 3.30 2.90 2.53 2.23 1.99 1.79

9.65d 9.06 6.72 5.34 4.44 3.79 3.31 2.85 2.50 2.21 1.97

11.72d 6.75 5.35 4.44 3.80 3.25 2.81 2.47 2.19

9.19 6.78 5.39 4.46 3.74 3.20 2.79 2.45 2.19

9.30 6.87 5.40 4.41 3.70 3.17 2.78

7.83t 13.71t 9.35 6.84 5.37 4.38 3.69

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.11d 3.12d

3.37s 3.10s 2.81d

3.39s 2.88s 2.58d 2.64d

3.47s 2.89s 2.49s 2.44d 2.37

3.35s 2.95s 2.51s 2.37d 2.35d

3.92s 3.31s 2.85s 2.49s 2.39s 2.38 2.11

4.70s 3.87s 3.29s 2.82s 2.48s 2.19s 2.23d 2.11

4.61s 3.81s 3.34s 2.81s 2.46s 2.19s 2.26d 2.09 1.88

4.55s 3.76s 3.20s 2.78s 2.52s 2.19s 2.21d 2.07 1.86

4.61s 3.72s 3.17s 2.76s 2.43s 2.18s 2.27 2.04 1.85

4.57s 3.80s 3.15s 2.74s 2.43s 1.84t 2.23 2.02 1.83 1.67

5.50t 4.68s 3.67s 3.23s 2.90s 2.40t 1.77t 2.20 1.99 1.81 1.66

4.32d 4.45d 4.59d 3.52t 3.01t 2.44t 1.91t 1.85t 2.17 1.97 1.80 1.65

3.62d 3.72d 3.27t 2.74t 2.40t 2.18t 2.18t 1.95t 2.14 1.95 1.78 1.64

3.33d 3.35d 3.50d 3.65d 3.05t 3.36 2.63t 2.26t 2.17t 2.12 1.93 1.77

3.43d 3.68d 3.36d 3.55d 3.43t 2.90t 2.56t 2.36t 2.32 2.11 1.92 1.77

3.35d 3.33d 3.43d 3.88t 3.23t 2.93 2.58 2.32 2.10 1.92 1.77

3.37d 3.74d 3.97 3.36 2.93 2.58 2.32 2.10 1.92 1.79

4.51d 4.86 3.98 3.37 2.93 2.60 2.32 2.11 1.94

6.24 4.89 4.01 3.39 2.95 2.61 2.34 2.13

7.84d 6.31 4.94 4.05 3.43 2.98 2.64 2.37 2.16

8.74 6.40 5.02 4.12 3.49 3.03 2.68

5.57t 9.54t 8.92 6.54 5.13 4.22 3.59

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 7DLT

Configuration: Rail -50..100mm Locked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

6

Up Cant Dn Cant Safety Factor: 60% (67% of 90%)

Maximum Loads (t)
(m)
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6.5

Sector: 315-325°

0

5.5

5

4.5

4

3.5

3

2.5

2

1.5

1

0.5

6.5

-0.5

-1

-1.5

-2

-2.5

-3

-3.5

Minimum Loads (t)
(m)

7.5

7

0.5

6

5.5

5

4.5

4

3.5

3

2.5

2

1.5

1

-3

-3.5

0

-0.5

-1

-1.5

-2

-2.5

Issue 1

Uncontrolled when printed.

mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk


Rail-Ability Ltd RACD-10000609

35
25 Stafford, ST16 3HS

325 4
335 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.86s 3.34d

3.51s 3.60s 3.50d

3.52s 3.54s 3.53s 3.25

3.50s 3.52s 3.47s 3.28 2.88

3.73s 3.50s 3.58s 3.28 2.91

4.10d 4.03s 3.82s 3.66t 3.26 2.93 2.58

5.00d 4.80s 4.35s 4.07s 3.65 3.25 2.92 2.59

5.38s 5.45s 4.73 4.10 3.61 3.24 2.91 2.60 2.30

5.19s 5.48 4.69 4.08 3.59 3.22 2.90 2.60 2.31

5.34s 5.44 4.65 4.04 3.58 3.20 2.90 2.59 2.31

5.92s 5.40 4.62 4.02 3.57 3.20 2.89 2.58 2.30 2.05

6.15t 6.43s 5.39 4.59 4.01 3.55 3.20 2.88 2.57 2.29 2.05

4.29d 6.10t 6.48 5.39 4.58s 4.00 3.55 3.18 2.86 2.55 2.28 2.04

4.68d 6.67d 6.47 5.36 4.57 3.99 3.53t 3.15 2.85 2.53 2.26 2.03

4.29d 5.54d 7.46d 6.45 5.31 4.55 3.96 3.51 3.13t 2.82 2.51 2.24

5.00d 6.73d 8.11 6.42 5.32 4.49 3.95 3.49 3.13 2.78 2.48 2.23

8.15d 8.14 6.44 5.30 4.52 3.94 3.48 3.12 2.76 2.46 2.21

8.12 6.44 5.33 4.54 3.94 3.50 3.07 2.72 2.44 2.20

7.68t 8.12 6.44 5.34 4.55 3.97 3.46 3.04 2.70 2.43

8.00d 8.14 6.47 5.35 4.58 3.92 3.41 3.01 2.68 2.42

11.10 8.18 6.51 5.38 4.52 3.88 3.39 2.99 2.68

11.26 8.29 6.51 5.33 4.48 3.86 3.37

7.64t 13.49t 11.33 8.28 6.49 5.32 4.48 3.86

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.11d 3.09d

3.51s 2.97d 2.86d

3.41s 2.91s 2.63d 2.66d

3.38s 2.90s 2.51s 2.49d 2.51d

3.38s 2.97s 2.51s 2.44d 2.40d

4.08s 3.42s 2.87s 2.51s 2.34s 2.28d 2.37d

4.96d 4.02s 3.29s 2.84s 2.49s 2.20s 2.28d 2.24d

4.65s 4.26s 3.25s 2.81s 2.48s 2.20s 2.31d 2.29d 2.25d

4.70s 3.77s 3.66s 2.78s 2.45s 2.19s 2.26d 2.21d 2.23d

4.51s 3.73s 3.18s 2.94s 2.45s 2.19s 2.22d 2.30d 2.24d

4.46s 3.70s 3.16s 2.91s 2.44s 1.84t 2.49t 2.25d 2.25 2.05

5.58s 4.44s 3.79s 3.14s 2.75s 2.40t 1.77t 2.41d 2.33d 2.23 2.04

4.29d 4.34d 4.11t 3.71t 3.17t 2.59t 2.00t 1.85t 2.40d 2.42 2.21 2.03

3.56d 3.72d 3.47t 4.31d 2.72t 2.36t 2.03t 1.96t 2.57d 2.40 2.20 2.02

3.33d 3.34d 3.45d 3.63d 3.35t 2.64t 2.82t 2.26t 2.10t 2.61 2.38 2.18

3.44d 3.33d 3.36d 3.49d 3.74d 2.91t 2.57t 2.37t 2.63t 2.59 2.37 2.18

3.35d 3.33d 3.42d 4.09d 3.25t 3.17t 2.61t 2.86 2.59 2.37 2.18

3.33d 3.64d 4.50t 4.10t 3.18t 3.18 2.85 2.59 2.37 2.20

4.44d 5.05d 4.90 4.16 3.60 3.20 2.86 2.60 2.38

6.13d 5.98 4.92 4.17 3.63 3.21 2.88 2.61 2.42

7.86d 7.71 6.04 4.96 4.21 3.66 3.23 2.91 2.65

10.30d 7.80 6.12 5.03 4.26 3.70 3.28

5.43t 9.30t 10.86 7.95 6.24 5.13 4.36 3.83

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 7CLT

Configuration: Rail -50..100mm Locked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

6

Up Cant Dn Cant Safety Factor: 60% (67% of 90%)

Maximum Loads (t)
(m)
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Rail-Ability Ltd RACD-10000609

25
15 Stafford, ST16 3HS

335 4
345 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.79s 3.38d

3.53s 3.55s 3.55d

3.42s 3.49s 3.49s 3.41t

3.52s 3.48s 3.43s 3.38t 3.16d

3.68s 3.52s 3.54s 3.38t 3.23t

3.97s 3.99s 3.77s 3.67s 3.41t 3.22t 3.05t

4.93d 4.75s 4.31s 4.03s 3.75t 3.47t 3.25t 3.09t 2.31d

5.21s 5.42s 4.73s 4.29t 3.87t 3.54t 3.29t 3.10t 2.91t

5.10s 5.73s 5.17t 4.49t 4.00t 3.64t 3.35t 3.14t 2.98t

5.28s 5.77s 5.63t 4.76t 4.17t 3.75t 3.43t 3.19t 2.98

5.88s 5.93s 5.75 5.00 4.37t 3.89t 3.53t 3.26t 2.97 2.54d

5.88d 6.57s 6.59s 5.73 4.99 4.42 3.95t 3.58 3.26 2.96 2.68

4.32d 6.20t 6.88d 6.70 5.72 4.99 4.42 3.96 3.58 3.26 2.95 2.67d

4.59d 6.63t 7.48t 6.73 5.74 5.00 4.41t 3.95 3.57 3.26 2.94 2.66

4.08d 5.46d 7.51t 8.16 6.72 5.62 4.98 4.41 3.95 3.57 3.24 2.92

4.96d 6.64d 8.60d 8.16 6.74 5.74 4.99 4.41 3.95 3.57 3.22 2.90

8.05d 10.23t 8.18 6.75 5.67t 4.99 4.41 3.95 3.56 3.20 2.89

7.81d 10.40 8.20 6.77t 5.60 4.99 4.42 3.96 3.53 3.17 2.88

9.51d 11.85d 10.44 8.24t 6.78 5.75 5.02 4.45 3.92 3.51 3.16

11.52d 14.18 10.46 8.28 6.84 5.82 5.05 4.41 3.90 3.49 3.16

12.12t 14.29 10.53 8.33 6.89 5.81 5.01 4.38 3.88 3.49

14.47 10.64 8.36 6.85 5.77 4.98 4.37 3.89

7.54t 13.21t 14.59 10.63 8.34 6.84 5.76 4.99

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.37s 3.12d

3.42s 2.82d 2.81d

3.42s 2.93s 2.58d 2.59d

3.51s 3.08s 2.52s 2.46d 2.46d

3.48s 2.98s 2.52s 2.37d 2.37d

3.97s 3.34s 2.88s 2.51s 2.28s 2.30d 2.39d

4.78s 3.91s 3.31s 2.85s 2.50s 2.21s 2.26d 2.26d 2.29d

4.68s 3.86s 3.37s 2.82s 2.49s 2.20s 2.29d 2.21d 2.25d

4.71s 3.79s 3.23s 2.80s 2.46s 2.20s 2.31d 2.21d 2.23d

4.52s 3.75s 3.28s 2.77s 2.45s 2.19s 2.28d 2.22d 2.24d

4.48s 3.71s 3.17s 2.76s 2.44s 2.01t 2.35d 2.25d 2.26d 2.24d

5.63s 4.74s 3.82s 3.16s 2.75s 2.44s 1.77t 2.40t 2.36d 2.27d 2.24d

4.32d 4.35d 4.55d 4.01t 3.26s 2.67t 2.00t 1.85t 2.40d 2.46d 2.33d 2.27d

3.56d 3.77d 3.31t 2.90t 2.43t 2.46t 2.04t 1.96t 2.61d 2.52d 2.39d 2.31d

3.34d 3.34d 3.44d 3.63d 3.09t 2.64t 2.37t 2.27t 2.10t 2.78d 2.67d 2.46d

3.45d 3.33d 3.40d 3.48d 3.64t 3.42t 2.58t 2.46t 2.57t 2.79d 2.71d 2.58d

3.36d 3.33d 3.42d 3.99t 3.67t 2.97t 2.62t 3.18d 3.01d 2.80d 2.65d

3.41d 3.64d 4.53t 3.68t 3.20t 3.22t 3.55d 3.15d 2.95d 2.78d

4.43d 5.05d 5.31t 4.22t 3.67t 4.03d 3.75 3.31d 3.01d

6.06d 6.89d 6.26t 4.97t 4.74 4.20 3.77 3.42 3.08d

7.72d 8.18d 7.86 6.47 5.49 4.77 4.23 3.79 3.46

10.20d 10.11 7.95 6.53 5.55 4.82 4.27 3.87

5.34t 9.09t 14.06 10.27 8.07 6.64 5.65 4.94

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 7BLT

Configuration: Rail -50..100mm Locked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

6

Up Cant Dn Cant Safety Factor: 60% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 335-345°

0

5.5

5

4.5

4

3.5

3

2.5

2

1.5

1

0.5

6.5

-0.5

-1

-1.5

-2

-2.5

-3

-3.5

Minimum Loads (t)
(m)

7.5

7

0.5

6

5.5

5

4.5

4

3.5

3

2.5

2

1.5

1

-3

-3.5

0

-0.5

-1

-1.5

-2

-2.5
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Rail-Ability Ltd RACD-10000609

15
355 Stafford, ST16 3HS
345 4

5 356
20

340 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

5.57s 5.04d

5.16s 5.21s 5.41d

5.13s 5.17s 5.12t

5.11s 4.98s 5.04t 4.77t

5.22s 5.27s 5.22s 5.05t 4.83t

6.10d 5.86s 5.56s 5.41s 5.10t 4.82t 4.57t

7.48d 7.00s 6.37s 5.95s 5.60s 5.19t 4.85t 4.61t 3.76d

7.44s 8.02s 7.00s 6.38s 5.79t 5.31t 4.92t 4.64t 4.35d

7.31s 8.35s 7.77t 6.74t 6.01t 5.45t 5.02t 4.69t 4.46t

7.60s 8.55s 8.44t 7.14t 6.25t 5.62t 5.14t 4.78t 4.54t

8.63s 9.21s 9.24t 7.62t 6.56t 5.83t 5.29t 4.88t 4.61t 4.09d

8.98s 9.58s 9.94d 9.81s 8.16t 6.89t 6.06t 5.45t 5.01t 4.70t 4.24t

9.05t 10.35s 10.36s 10.06s 8.75t 7.26t 6.31t 5.64t 5.15t 4.81t 4.33t

6.64d 9.89d 11.04t 10.95s 10.39s 9.30t 7.63t 6.57t 5.84t 5.31t 4.95t 4.35t

5.70d 7.96d 11.13d 12.32s 11.64d 10.80s 9.59s 8.02t 6.85t 6.05t 5.47t 5.09t

7.35d 9.84d 12.87d 13.48s 12.30d 11.05s 9.66s 8.40t 7.13t 6.27t 5.66t 5.19t

11.94d 15.37d 14.55s 12.92s 11.17s 9.70s 8.59s 7.41t 6.49t 5.86t 5.22t

18.07d 15.49d 13.21s 11.19s 9.76s 8.63s 7.70t 6.73t 6.07t 5.09t

17.64d 19.58s 16.08s 13.29s 11.29s 9.81s 8.69s 7.81s 6.99t 6.12t

20.56s 16.26s 13.38s 11.39s 9.91s 8.81s 7.89s 6.91s 5.44d

27.54d 20.88s 16.45s 13.56s 11.60s 10.08s 8.79s 7.56s 6.16s

29.00s 21.23s 16.68s 13.69s 11.46s 9.73s 8.12s 6.52s

11.12t 19.28t 27.69s 20.23s 15.82s 12.73s 10.41s 8.40s

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

5.07s 4.61d

5.16s 4.32s 4.20d

4.37s 4.20s 3.94d

4.37s 3.79s 3.72d 3.67d

5.10s 4.35s 3.78s 3.61d 3.51d

5.97s 5.01s 4.32s 3.87s 3.31s 3.40d 3.42d

7.16s 5.89s 4.97s 4.28s 3.73s 3.31s 3.41d 3.38d 3.37d

7.03s 5.78s 4.89s 4.23s 3.72s 3.30s 3.30d 3.30d 3.32d

7.08s 5.87s 4.84s 4.31s 3.68s 3.29s 3.38d 3.34d 3.34d

6.78s 5.62s 5.20s 4.42s 3.66s 3.28s 3.67d 3.32d 3.35d

7.14s 5.58s 4.75s 4.13s 3.65s 3.23t 3.58t 3.41d 3.34d 3.47d

8.73s 6.70s 5.54s 4.73s 4.12s 3.97s 2.65t 3.58t 3.53d 3.40d 3.43d

6.50d 6.43t 5.55s 5.01s 4.00t 3.10t 2.76t 3.63d 3.68d 3.61d 3.48d

5.31d 5.51d 5.26t 5.90t 3.79t 3.28t 3.05t 3.03t 3.84d 3.77d 3.72d 3.59d

4.98d 5.06d 5.14d 5.41d 4.63t 6.31t 3.55t 3.39t 3.14t 4.10d 3.93d 3.83d

5.16d 4.97d 5.00d 5.19d 5.26t 4.96t 3.87t 3.55t 3.84t 4.42d 3.99d 3.80d

5.02d 4.97d 5.17d 5.98t 4.92t 4.27t 3.91t 4.69d 4.44d 4.36d 3.91d

4.97d 5.28d 6.84t 5.53t 4.78t 4.80t 5.15d 4.92d 4.35d 4.17d

6.46d 7.66d 8.31t 6.36t 5.50t 6.47d 5.57d 5.20d 4.70d

9.20d 10.04d 9.50t 7.45t 8.06t 6.65d 5.83d 5.23d 4.62d

11.35d 12.00d 13.08s 10.69s 9.54s 8.52s 7.30d 6.41d 5.40d

15.00d 16.47d 13.27s 10.79s 9.23s 8.03s 7.04s 6.25d

7.77t 13.24t 20.93d 16.90s 13.28s 10.92s 9.30s 8.10s

RTE019 through to RTE021
Unlocked 01/06/2020

7aU

Rail-Ability Ltd, Tollgate Drive

Tel: 01785 214747
mail@railability.co.uk

Rated Lift Capacity Chart

Machine type:
Configuration:

Equipment:

Fleet Number:

RA310
Rail -50..100mm Unlocked
1.9 + 3.4 + 2.1

Floating Axle:

7.5

7

6.5

6

Maximum Loads (t)
(m)

Safety Factor: 87%

5.5

5

4.5

4

3.5

3

2.5

2

1.5

1

0.5

0

-0.5

-1

-1.5

-2

-2.5

-3

-3.5

7.5

Minimum Loads (t)
(m)

4

3.5

3

2.5

7

6.5

6

5.5

5

-3

-3.5

Sector: 345-5°

Up Cant Dn Cant

-0.5

-1

-1.5

-2

-2.5

2

1.5

1

0.5

0

4.5
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Rail-Ability Ltd RACD-10000609

355
345 Stafford, ST16 3HS

5 4
15 356
10

350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.30 3.57

3.66 3.09

3.67 3.16 2.69

3.65 3.17 2.74 2.35

4.26 3.65 3.14 2.77 2.39 2.06

4.20 3.60 3.14 2.77 2.41 2.09

6.06 4.94 4.14 3.57 3.12 2.76 2.42 2.10 1.83

5.88 4.86 4.08 3.54 3.09 2.75 2.43 2.11 1.84

4.76 4.06 3.50 3.07 2.74 2.43 2.11 1.84

5.71 4.70 4.00 3.45 3.06 2.73 2.43 2.10 1.84 1.61

5.64 4.68 3.98 3.45 3.04 2.73 2.41 2.09 1.83 1.61

5.65 4.67 3.95 3.44 3.01 2.73 2.38 2.07 1.82 1.60

7.20 5.55 4.62 3.95 3.43 3.05 2.70 2.35 2.06 1.80 1.59

6.10d 7.10 5.63 4.60 3.95 3.45 3.03 2.67 2.33 2.03 1.78 1.58

5.16d 7.58d 7.00 5.58 4.62 3.93 3.40 2.98 2.63 2.29 2.00 1.76 1.57

9.32d 6.90 5.48 4.52 3.84 3.33 2.93 2.59 2.25 1.97 1.74

9.36 6.85 5.40 4.48 3.80 3.27 2.90 2.54 2.21 1.94 1.72

10.10d 6.82 5.38 4.44 3.75 3.27 2.87 2.49 2.17 1.92 1.71

6.83 5.36 4.42 3.75 3.25 2.81 2.44 2.14 1.90

11.34t 9.45 6.85 5.36 4.35 3.76 3.20 2.76 2.40 2.12 1.89

9.59 6.91 5.42 4.47 3.71 3.15 2.72 2.38 2.11

9.78 7.05 5.45 4.40 3.67 3.12 2.70 2.38

16.12 9.88 7.04 5.43 4.38 3.65 3.12

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.28 3.55

3.63 3.07

3.66 3.11 2.67

3.64 3.11 2.69 2.34

4.26 3.59 3.10 2.69 2.36 2.05

4.17 3.55 3.05 2.66 2.35 2.06

6.00 4.88 4.08 3.49 2.99 2.63 2.32 2.06 1.82

5.88 4.70 3.94 3.37 2.92 2.58 2.28 2.04 1.82

4.57 3.80 3.27 2.86 2.53 2.24 2.01 1.80

5.68 4.48 3.64 3.17 2.78 2.47 2.20 1.97 1.78 1.60

5.55 4.38 3.55 3.08 2.71 2.42 2.16 1.95 1.76 1.59

5.38 4.24 3.51 3.00 2.64 2.36 2.12 1.92 1.74 1.58

6.46d 5.21 4.13 3.38 2.91 2.59 2.32 2.09 1.89 1.72 1.57

5.27d 5.49d 5.02 4.01 3.31 2.86 2.54 2.28 2.06 1.87 1.70 1.56

5.00d 4.98d 5.12d 4.92 3.93 3.25 2.84 2.51 2.25 2.04 1.85 1.69 1.56

4.98d 4.99d 4.82 3.87 3.24 2.82 2.49 2.23 2.01 1.83 1.68

5.04d 4.97d 4.78 3.85 3.25 2.81 2.49 2.23 2.00 1.83 1.68

4.51d 4.78 3.87 3.26 2.82 2.48 2.22 2.00 1.83 1.69

6.12d 4.81 3.90 3.27 2.83 2.49 2.23 2.01 1.84

6.30 4.86 3.93 3.30 2.86 2.51 2.24 2.04 1.87

8.95 6.37 4.92 3.98 3.34 2.89 2.54 2.27 2.07

9.09 6.47 5.00 4.05 3.40 2.93 2.58 2.32

12.49t 9.33 6.63 5.11 4.15 3.50 3.03
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6.5
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Minimum Loads (t)
(m)

7.5

7

0

5.5

5

4.5

4

3.5

3

2.5

2

1.5

1

0.5

6

Up Cant Dn Cant Safety Factor: 67%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 5-15°

Fleet Number: RTE019 through to RTE021 7bU

Configuration: Rail -50..100mm Unlocked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

345
335 Stafford, ST16 3HS

15 4
25 356
10

350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.74

2.82 2.36

2.83 2.42 2.03

2.84 2.43 2.08 1.75

2.81 2.42 2.11 1.79 1.51

3.26 2.77 2.39 2.11 1.81 1.54

3.21 2.74 2.37 2.10 1.83 1.56 1.32

3.71 3.15 2.69 2.35 2.08 1.84 1.57 1.33

3.67 3.03 2.67 2.33 2.07 1.83 1.56 1.34

3.59 3.04 2.64 2.32 2.06 1.83 1.56 1.33 1.14

4.32 3.56 3.02 2.61 2.30 2.06 1.81 1.55 1.33 1.14

4.30 3.53 2.99 2.59 2.30 2.07 1.80 1.53 1.31 1.13

5.48 4.31 3.55 3.00 2.59 2.30 2.04 1.76 1.51 1.29 1.12

5.86d 5.44 4.33 3.27 3.02 2.61 2.29 2.01 1.73 1.48 1.27 1.11

5.11d 7.10 5.29 4.21 3.46 2.98 2.56 2.24 1.97 1.69 1.45 1.26 1.10

7.10 5.22 4.12 3.41 2.90 2.46 2.20 1.93 1.65 1.42 1.24

7.08 5.16 4.06 3.36 2.85 2.47 2.16 1.87 1.61 1.40 1.22

5.11 4.03 3.32 2.82 2.43 2.14 1.82 1.57 1.37 1.20

10.69d 11.53 7.05 5.11 4.02 3.30 2.80 2.43 2.07 1.78 1.54 1.35

5.16 4.03 3.31 2.80 2.37 2.02 1.74 1.52 1.34

11.97t 11.98 5.21 4.08 3.33 2.76 2.32 1.99 1.72 1.51

7.43 5.34 4.09 3.29 2.71 2.29 1.97 1.72

12.62 7.52 5.32 4.07 3.26 2.70 2.29

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.71

2.80 2.34

2.82 2.38 2.02

2.81 2.38 2.04 1.74

2.78 2.37 2.03 1.75 1.50

3.24 2.73 2.32 2.00 1.74 1.51

3.14 2.63 2.28 1.97 1.72 1.51 1.31

3.58 3.00 2.54 2.20 1.91 1.68 1.49 1.31

3.47 2.86 2.45 2.13 1.87 1.64 1.46 1.29

3.37 2.70 2.34 2.05 1.81 1.60 1.43 1.27 1.14

4.22 3.25 2.61 2.26 1.98 1.75 1.56 1.40 1.25 1.12

4.07 3.14 2.53 2.18 1.91 1.70 1.52 1.36 1.23 1.11

5.22 3.86 3.02 2.44 2.08 1.87 1.66 1.48 1.34 1.21 1.10

5.28d 4.96 3.69 2.91 2.36 2.03 1.82 1.62 1.45 1.31 1.19 1.09

5.05d 4.98d 4.74 3.59 2.82 2.30 2.02 1.77 1.58 1.43 1.29 1.18 1.08

4.69d 4.63 3.49 2.76 2.29 1.99 1.76 1.58 1.41 1.28 1.17

5.04d 4.58 3.45 2.74 2.30 1.98 1.74 1.56 1.40 1.28 1.17

4.26d 3.44 2.76 2.30 1.99 1.75 1.56 1.41 1.28 1.18

4.57 3.50 2.78 2.32 2.00 1.75 1.56 1.41 1.29

4.61 3.51 2.82 2.35 2.02 1.77 1.58 1.43 1.32

4.68 3.57 2.87 2.39 2.05 1.80 1.61 1.47

6.80 4.77 3.64 2.93 2.44 2.10 1.85 1.66

11.78 6.99 4.91 3.77 3.03 2.54 2.19
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Minimum Loads (t)
(m)

7.5
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1
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6

Up Cant Dn Cant Safety Factor: 67%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 15-25°

Fleet Number: RTE019 through to RTE021 7cU

Configuration: Rail -50..100mm Unlocked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1
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Rail-Ability Ltd RACD-10000609

335
325 Stafford, ST16 3HS

25 4
35 356
10

350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.32

2.40 1.98

2.39 2.04 1.70

2.41 2.06 1.74 1.45

2.38 2.04 1.77 1.48 1.23

2.77 2.34 2.01 1.77 1.51 1.26

3.25 2.70 2.31 1.99 1.76 1.52 1.28 1.06

3.17 2.63 2.27 1.97 1.74 1.53 1.28 1.08

3.08 2.60 2.23 1.95 1.72 1.53 1.29 1.08

3.01 2.52 2.13 1.92 1.72 1.52 1.28 1.08 .85

3.59 2.99 2.53 2.15 1.90 1.71 1.52 1.26 1.07 .84

3.60 2.95 2.50 2.15 1.89 1.72 1.49 1.25 1.06 .83

4.62 3.53 2.95 2.51 2.16 1.92 1.71 1.46 1.22 1.04 .81

5.75d 4.59 3.63 2.96 2.52 2.18 1.91 1.67 1.42 1.20 1.02 .80

5.06d 5.96 4.45 3.55 2.92 2.40 2.13 1.86 1.63 1.38 1.17 .99 .77

5.91 4.29 3.45 2.86 2.42 2.08 1.82 1.59 1.34 1.14 .96

5.89 4.27 3.39 2.79 2.37 2.04 1.78 1.54 1.30 1.11 .93

4.23 3.34 2.75 2.33 2.01 1.76 1.48 1.27 1.09 .91

4.24 3.32 2.72 2.31 2.00 1.69 1.43 1.23 1.07

11.18t 9.86 4.29 3.33 2.73 2.31 1.95 1.65 1.40 1.21 1.06

4.35 3.37 2.76 2.27 1.89 1.61 1.38 1.20

6.22 4.45 3.41 2.71 2.22 1.86 1.59 1.37

10.70 6.35 4.43 3.36 2.68 2.21 1.86

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.29

2.38 1.96

2.39 2.01 1.68

2.38 2.01 1.70 1.44

2.35 1.98 1.69 1.45 1.22

2.73 2.29 1.95 1.66 1.43 1.24

3.19 2.63 2.21 1.88 1.63 1.41 1.22 1.06

3.01 2.52 2.12 1.82 1.59 1.37 1.20 1.05

2.91 2.36 2.02 1.75 1.52 1.34 1.18 1.03

2.82 2.21 1.92 1.67 1.47 1.30 1.14 1.02 .84

3.54 2.70 2.14 1.83 1.60 1.41 1.25 1.11 .98 .82

3.38 2.57 2.03 1.75 1.54 1.36 1.21 1.08 .95 .80

4.38 3.19 2.45 1.96 1.66 1.47 1.31 1.18 1.06 .92 .78

5.26d 4.08 3.02 2.35 1.88 1.61 1.45 1.27 1.14 1.03 .89 .77

5.00d 5.04d 3.89 2.91 2.26 1.82 1.59 1.41 1.25 1.12 1.01 .87 .76

4.41d 3.78 2.81 2.20 1.80 1.57 1.39 1.22 1.10 1.00 .86

5.10d 3.69 2.76 2.17 1.81 1.55 1.36 1.22 1.09 .98 .86

3.68 2.76 2.18 1.82 1.57 1.38 1.21 1.09 .99 .87

3.72 2.79 2.21 1.84 1.57 1.38 1.22 1.10 1.00

3.75 2.82 2.25 1.86 1.59 1.40 1.24 1.12 1.04

3.80 2.87 2.30 1.90 1.63 1.42 1.27 1.16

5.60 3.90 2.95 2.36 1.95 1.67 1.47 1.32

9.89 5.79 4.04 3.06 2.45 2.04 1.76
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Minimum Loads (t)
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Up Cant Dn Cant Safety Factor: 67%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 25-35°

Fleet Number: RTE019 through to RTE021 7dU

Configuration: Rail -50..100mm Unlocked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.06

2.13 1.75

2.14 1.81 1.49

2.13 1.82 1.53 1.26

2.10 1.80 1.56 1.30 1.06

2.46 2.08 1.78 1.55 1.32 1.09

2.89 2.41 2.04 1.76 1.54 1.34 1.11 .85

2.81 2.35 2.00 1.74 1.52 1.35 1.11 .87

2.73 2.30 1.96 1.71 1.51 1.34 1.11 .87

2.65 2.21 1.94 1.70 1.50 1.33 1.11 .87 .63

3.20 2.61 2.22 1.87 1.68 1.49 1.33 1.10 .85 .62

3.18 2.61 2.19 1.88 1.68 1.50 1.30 1.07 .84 .61

4.07 3.17 2.60 2.20 1.89 1.68 1.50 1.27 1.06 .81 .59

5.36 4.07 3.15 2.49 2.20 1.91 1.67 1.46 1.24 1.03 .78 .57

5.01d 5.25 3.89 3.10 2.58 2.19 1.85 1.63 1.42 1.20 .99 .75 .55

5.20 3.83 3.02 2.50 2.12 1.82 1.59 1.39 1.16 .94 .72

5.20 3.77 2.97 2.43 2.06 1.78 1.55 1.33 1.11 .90 .69

3.73 2.91 2.40 2.03 1.75 1.53 1.27 1.07 .86 .67

3.73 2.89 2.37 2.00 1.73 1.46 1.23 1.04 .83

5.26 3.75 2.91 2.38 2.01 1.69 1.41 1.19 1.02 .82

8.93 5.34 3.80 2.95 2.41 1.97 1.63 1.37 1.17 1.01

5.48 3.91 2.99 2.35 1.92 1.60 1.36 1.17

9.58 5.57 3.89 2.94 2.33 1.90 1.60 1.36

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.04

2.13 1.73

2.13 1.77 1.48

2.12 1.78 1.50 1.25

2.09 1.75 1.49 1.26 1.05

2.45 2.04 1.72 1.46 1.26 1.06

2.86 2.39 1.97 1.65 1.42 1.22 1.05 .84

2.65 2.21 1.87 1.58 1.37 1.19 1.03 .83

2.55 2.05 1.75 1.52 1.32 1.15 1.00 .81

2.46 1.92 1.65 1.44 1.26 1.10 .95 .77 .61

3.17 2.35 1.82 1.56 1.37 1.20 1.06 .90 .74 .60

2.97 2.24 1.74 1.47 1.31 1.15 1.02 .86 .71 .58

3.86 2.79 2.11 1.66 1.39 1.23 1.10 .97 .82 .68 .56

5.26d 3.57 2.61 2.00 1.58 1.34 1.21 1.06 .93 .78 .65 .54

5.01d 4.92 3.35 2.48 1.91 1.52 1.31 1.18 1.04 .89 .75 .63 .53

4.27d 3.26 2.39 1.85 1.50 1.30 1.16 1.01 .86 .73 .62

4.64 3.15 2.34 1.81 1.50 1.29 1.13 1.01 .84 .72 .62

3.16 2.34 1.84 1.51 1.30 1.14 .99 .84 .72 .63

3.17 2.36 1.89 1.56 1.30 1.14 1.01 .86 .74

3.21 2.40 1.90 1.56 1.33 1.16 1.03 .88 .78

3.27 2.45 1.94 1.60 1.36 1.19 1.06 .94

4.87 3.36 2.52 2.00 1.65 1.41 1.23 1.11

8.64 5.05 3.49 2.63 2.09 1.74 1.49 1.34
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Up Cant Dn Cant Safety Factor: 67%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 35-45°

Fleet Number: RTE019 through to RTE021 7eU

Configuration: Rail -50..100mm Unlocked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.92

1.99 1.63

2.01 1.69 1.38

2.00 1.70 1.42 1.16

1.98 1.68 1.45 1.20 .95

2.29 1.93 1.66 1.44 1.22 .99

2.69 2.24 1.89 1.63 1.42 1.24 1.01 .73

2.62 2.18 1.86 1.61 1.41 1.24 1.02 .74

2.51 2.13 1.83 1.59 1.40 1.25 1.02 .75

2.47 2.06 1.80 1.57 1.38 1.24 1.02 .74 .51

2.97 2.44 2.05 1.73 1.55 1.38 1.22 1.00 .73 .50

2.80 2.40 2.04 1.74 1.55 1.39 1.20 .98 .71 .49

3.77 2.95 2.40 2.02 1.75 1.55 1.40 1.18 .94 .69 .47

5.00 3.79 2.97 2.41 2.05 1.77 1.56 1.35 1.14 .90 .65 .46

4.88 3.63 2.91 2.40 1.98 1.74 1.50 1.31 1.10 .86 .62 .44

4.84 3.54 2.80 2.30 1.92 1.69 1.46 1.28 1.06 .81 .59 .42

4.78 3.47 2.72 2.25 1.88 1.60 1.43 1.22 1.01 .76 .56

9.78d 3.44 2.70 2.20 1.84 1.61 1.40 1.17 .96 .72 .54

8.01 3.45 2.67 2.19 1.84 1.59 1.34 1.12 .91 .69

3.45 2.68 2.19 1.85 1.55 1.29 1.08 .87 .68

3.51 2.71 2.22 1.82 1.49 1.25 1.06 .86

5.08 3.62 2.76 2.18 1.76 1.46 1.23 1.05

8.82 5.18 3.61 2.70 2.14 1.74 1.45 1.24

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.90

1.98 1.61

2.01 1.65 1.36

2.00 1.65 1.38 1.15

1.96 1.63 1.37 1.16 .94

2.29 1.90 1.59 1.35 1.14 .95

2.66 2.19 1.82 1.55 1.31 1.12 .94 .71

2.48 2.04 1.73 1.47 1.26 1.08 .90 .71

2.39 1.90 1.62 1.39 1.21 1.05 .86 .68

2.28 1.75 1.51 1.31 1.15 1.00 .81 .65 .50

2.92 2.20 1.67 1.41 1.24 1.09 .93 .76 .62 .48

2.74 2.04 1.59 1.32 1.17 1.04 .87 .72 .58 .46

3.60 2.56 1.93 1.50 1.31 1.13 .97 .82 .67 .55 .44

4.91 3.30 2.40 1.81 1.42 1.20 1.08 .92 .77 .64 .52 .42

4.55 3.08 2.26 1.73 1.36 1.17 1.03 .89 .74 .61 .50 .41

4.00d 2.98 2.17 1.66 1.33 1.15 1.03 .84 .71 .59 .49 .42

4.26 2.88 2.11 1.63 1.34 1.15 1.00 .84 .69 .58 .49

2.86 2.11 1.64 1.37 1.15 1.01 .83 .69 .58 .50

2.90 2.15 1.68 1.38 1.16 1.02 .84 .70 .60

2.92 2.17 1.71 1.40 1.18 1.03 .87 .73 .64

2.98 2.22 1.75 1.44 1.22 1.06 .91 .78

4.46 3.07 2.29 1.81 1.49 1.27 1.11 .98

8.00 4.64 3.19 2.40 1.90 1.57 1.34 1.20
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Up Cant Dn Cant Safety Factor: 67%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 45-55°

Fleet Number: RTE019 through to RTE021 7fU

Configuration: Rail -50..100mm Unlocked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.85

1.93 1.57

1.93 1.63 1.32

1.92 1.63 1.37 1.11

1.90 1.62 1.39 1.15 .88

2.21 1.86 1.60 1.38 1.17 .92

2.60 2.16 1.82 1.56 1.37 1.18 .95 .66

2.47 2.09 1.79 1.54 1.35 1.19 .95 .68

2.43 2.05 1.74 1.52 1.34 1.19 .96 .68 .45

2.36 2.00 1.71 1.50 1.32 1.19 .95 .68 .45

2.83 2.32 1.95 1.68 1.49 1.32 1.17 .93 .67 .45

2.83 2.32 1.95 1.68 1.43 1.33 1.15 .91 .64 .43

3.63 2.77 2.32 1.95 1.69 1.47 1.33 1.13 .87 .62 .42

4.81 3.62 2.84 2.33 1.95 1.69 1.48 1.29 1.09 .83 .60 .39

4.70 3.50 2.77 2.25 1.95 1.64 1.44 1.26 1.05 .79 .56 .38

4.62 3.38 2.67 2.22 1.88 1.55 1.39 1.22 1.00 .74 .53 .36

4.60 3.35 2.63 2.15 1.82 1.57 1.36 1.17 .94 .70 .50

9.70t 3.31 2.57 2.12 1.78 1.53 1.34 1.11 .88 .66 .47

7.64 3.28 2.56 2.09 1.76 1.52 1.28 1.06 .83 .62

7.83 3.32 2.55 2.09 1.76 1.48 1.23 1.03 .79 .61

11.78t 3.36 2.60 2.12 1.73 1.42 1.18 1.00 .78

4.91 3.47 2.64 2.08 1.68 1.39 1.17 .99

8.55 5.00 3.45 2.59 2.05 1.67 1.38 1.17

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.83

1.91 1.55

1.93 1.60 1.31

1.92 1.60 1.33 1.10

1.88 1.57 1.31 1.11 .87

2.21 1.82 1.53 1.29 1.10 .88

2.58 2.14 1.75 1.48 1.25 1.08 .86 .65

2.38 1.97 1.65 1.40 1.20 1.03 .83 .64

2.30 1.82 1.55 1.33 1.15 .99 .79 .61 .45

2.20 1.69 1.45 1.25 1.09 .92 .74 .58 .44

2.83 2.07 1.60 1.34 1.17 1.03 .86 .69 .55 .42

2.65 1.97 1.51 1.25 1.10 .95 .79 .65 .51 .40

3.46 2.46 1.83 1.41 1.18 1.05 .90 .74 .61 .48 .38

4.76 3.16 2.29 1.73 1.34 1.14 .99 .84 .69 .57 .46 .36

2.84d 2.94 2.15 1.62 1.28 1.10 .94 .79 .66 .54 .44 .35

3.87d 2.84 2.05 1.57 1.25 1.08 .91 .76 .63 .52 .43 .35

4.07 2.72 2.01 1.53 1.26 1.15 .93 .74 .61 .51 .42

2.71 2.00 1.55 1.27 1.08 .91 .75 .61 .51 .43

2.75 2.01 1.57 1.29 1.10 .92 .75 .62 .53

2.78 2.06 1.61 1.32 1.12 .94 .78 .65 .57

2.84 2.10 1.65 1.36 1.15 .99 .82 .70

4.26 2.92 2.18 1.71 1.41 1.19 1.04 .89

7.63 4.43 3.04 2.28 1.80 1.48 1.27 1.13
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Up Cant Dn Cant Safety Factor: 67%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 55-65°

Fleet Number: RTE019 through to RTE021 7gU

Configuration: Rail -50..100mm Unlocked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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340 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.83

1.89 1.55

1.60 1.30

1.90 1.61 1.35 1.09

1.86 1.60 1.37 1.13 .86

2.19 1.84 1.58 1.36 1.15 .90

2.12 1.80 1.54 1.35 1.17 .92 .64

2.48 2.06 1.75 1.52 1.33 1.18 .93 .66

2.40 2.01 1.72 1.49 1.32 1.18 .94 .66 .43

2.34 1.97 1.69 1.48 1.30 1.17 .93 .66 .43

2.81 2.30 1.94 1.67 1.45 1.30 1.16 .92 .65 .43

2.79 2.26 1.92 1.66 1.46 1.30 1.14 .88 .62 .41

3.59 2.71 2.24 1.91 1.65 1.46 1.32 1.10 .85 .60 .40

4.75 3.59 2.78 2.19 1.93 1.67 1.47 1.28 1.07 .81 .57 .37

4.64 3.46 2.73 2.28 1.83 1.63 1.42 1.23 1.03 .76 .54 .36

4.57 3.36 2.66 2.19 1.84 1.57 1.38 1.20 .98 .71 .51 .34

4.57 3.25 2.56 2.12 1.78 1.53 1.34 1.14 .91 .67 .48

9.78t 3.24 2.54 2.07 1.72 1.51 1.32 1.09 .85 .63 .45

10.32t 7.63 4.55 3.25 2.51 2.05 1.59 1.49 1.26 1.04 .80 .60

7.68 3.27 2.53 2.05 1.73 1.46 1.20 1.00 .77 .58

11.87t 3.32 2.56 2.09 1.71 1.40 1.16 .96 .75

4.81 3.41 2.59 2.04 1.65 1.36 1.14 .96

8.32 4.91 3.41 2.55 2.01 1.63 1.35 1.15

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.80

1.89 1.53

1.57 1.29

1.90 1.57 1.31 1.08

1.86 1.55 1.30 1.09 .84

2.18 1.81 1.52 1.29 1.09 .86

2.07 1.76 1.45 1.23 1.06 .84 .63

2.36 1.94 1.63 1.38 1.18 1.02 .80 .62

2.28 1.80 1.53 1.31 1.13 .96 .76 .59 .43

2.16 1.65 1.41 1.23 1.07 .90 .72 .56 .42

2.78 2.06 1.59 1.32 1.16 1.01 .83 .67 .53 .40

2.63 1.92 1.49 1.22 1.09 .94 .76 .62 .49 .37

3.40 2.42 1.81 1.39 1.22 1.04 .86 .71 .58 .46 .36

4.71 3.12 2.25 1.69 1.31 1.10 .99 .80 .66 .54 .43 .34

2.84d 2.91 2.11 1.60 1.25 1.07 .93 .76 .62 .51 .41 .33

3.87d 2.79 2.02 1.53 1.23 1.05 .92 .73 .60 .49 .40 .33

4.00 2.68 1.97 1.50 1.23 1.05 .86 .71 .59 .48 .40

2.66 1.96 1.51 1.26 1.06 .87 .71 .59 .49 .41

2.70 1.98 1.54 1.27 1.06 .88 .73 .60 .50

2.73 2.01 1.58 1.29 1.09 .91 .75 .63 .54

2.78 2.06 1.62 1.32 1.12 .96 .79 .67

4.18 2.86 2.13 1.67 1.38 1.17 1.01 .86

7.46 4.36 2.99 2.23 1.76 1.46 1.24 1.10
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Up Cant Dn Cant Safety Factor: 67%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 65-85°

Fleet Number: RTE019 through to RTE021 7hU

Configuration: Rail -50..100mm Unlocked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

275
265 Stafford, ST16 3HS

85 4
95 356
10

350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.85

1.92 1.57

1.63 1.32

1.92 1.60 1.37 1.11

1.90 1.61 1.39 1.15 .88

2.21 1.86 1.59 1.38 1.17 .92

2.60 2.16 1.82 1.57 1.36 1.19 .95 .66

2.51 2.09 1.79 1.53 1.35 1.20 .95 .68

2.44 2.05 1.74 1.52 1.33 1.19 .96 .68 .45

2.37 2.00 1.70 1.50 1.33 1.19 .95 .68 .45

2.84 2.34 1.96 1.70 1.48 1.32 1.18 .94 .67 .44

2.84 2.29 1.94 1.68 1.43 1.32 1.16 .91 .65 .43

3.66 2.74 2.29 1.93 1.66 1.48 1.34 1.13 .87 .63 .41

4.82 3.65 2.81 2.26 1.96 1.69 1.50 1.30 1.09 .83 .59 .40

4.72 3.51 2.77 2.31 1.88 1.66 1.44 1.26 1.05 .79 .56 .37

4.65 3.41 2.70 2.21 1.84 1.61 1.39 1.22 1.00 .74 .53 .36

4.65 3.32 2.61 2.16 1.79 1.57 1.36 1.17 .93 .69 .50

9.71t 3.31 2.58 2.11 1.78 1.51 1.34 1.11 .87 .66 .47

4.63 3.30 2.55 2.08 1.76 1.52 1.28 1.06 .83 .62

3.32 2.57 2.09 1.76 1.48 1.22 1.03 .79 .61

3.37 2.60 2.12 1.73 1.42 1.18 .99 .77

4.88 3.46 2.65 2.08 1.68 1.39 1.17 .98

8.44 4.98 3.44 2.60 2.04 1.66 1.38 1.17

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.83

1.92 1.55

1.60 1.31

1.92 1.59 1.33 1.10

1.90 1.57 1.32 1.11 .87

2.21 1.83 1.53 1.29 1.10 .88

2.58 2.14 1.75 1.48 1.26 1.07 .86 .65

2.39 1.97 1.65 1.40 1.21 1.03 .83 .64

2.30 1.82 1.55 1.33 1.15 .98 .79 .61 .45

2.22 1.68 1.44 1.26 1.09 .92 .74 .58 .44

2.84 2.08 1.60 1.35 1.17 1.03 .85 .69 .55 .42

2.65 1.97 1.50 1.25 1.10 .96 .79 .65 .51 .40

3.53 2.46 1.84 1.43 1.18 1.04 .89 .74 .60 .48 .38

4.82 3.17 2.29 1.72 1.34 1.13 .99 .83 .69 .56 .46 .36

2.84d 2.97 2.15 1.63 1.28 1.10 .99 .78 .65 .54 .44 .35

3.68d 2.85 2.05 1.57 1.25 1.08 .91 .77 .62 .52 .42 .35

4.08 2.73 2.01 1.53 1.25 1.07 .90 .74 .61 .50 .42

2.71 2.00 1.54 1.27 1.10 .90 .74 .61 .51 .43

2.73 2.03 1.58 1.29 1.09 .91 .75 .62 .52

2.78 2.05 1.61 1.31 1.11 .94 .77 .65 .56

2.84 2.10 1.65 1.35 1.14 .98 .82 .70

4.25 2.91 2.17 1.71 1.40 1.19 1.04 .88

7.55 4.42 3.03 2.27 1.79 1.48 1.26 1.12
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Up Cant Dn Cant Safety Factor: 67%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 85-95°

Fleet Number: RTE019 through to RTE021 7iU

Configuration: Rail -50..100mm Unlocked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

265
255 Stafford, ST16 3HS

95 4
105 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.88

1.95 1.60

1.65 1.35

1.95 1.65 1.39 1.13

1.93 1.63 1.41 1.17 .91

1.89 1.62 1.41 1.19 .95

2.64 2.19 1.85 1.60 1.39 1.21 .97 .69

2.52 2.12 1.82 1.56 1.38 1.22 .98 .71

2.48 2.08 1.78 1.55 1.35 1.22 .99 .71 .47

2.41 2.03 1.72 1.52 1.35 1.21 .98 .70 .48

2.89 2.38 1.99 1.72 1.51 1.34 1.20 .96 .69 .47

2.88 2.33 1.97 1.71 1.45 1.34 1.18 .94 .68 .46

3.72 2.79 2.33 1.97 1.69 1.49 1.36 1.15 .90 .65 .44

4.90 3.71 2.88 2.31 1.99 1.72 1.53 1.32 1.11 .85 .62 .42

4.82 3.57 2.81 2.35 1.92 1.69 1.46 1.28 1.07 .81 .59 .40

4.73 3.47 2.75 2.25 1.87 1.64 1.41 1.24 1.02 .76 .55 .38

4.73 3.39 2.66 2.19 1.82 1.60 1.39 1.19 .96 .72 .53

9.72t 3.37 2.63 2.15 1.81 1.55 1.36 1.13 .90 .68 .50

4.72 3.36 2.60 2.12 1.79 1.54 1.31 1.09 .86 .65

3.38 2.62 2.13 1.79 1.51 1.25 1.05 .82 .63

3.41 2.65 2.15 1.76 1.45 1.21 1.02 .81

4.93 3.52 2.68 2.11 1.71 1.42 1.19 1.02

8.52 5.02 3.50 2.63 2.08 1.69 1.41 1.19

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.86

1.95 1.58

1.63 1.33

1.94 1.62 1.36 1.12

1.92 1.60 1.34 1.13 .90

1.86 1.55 1.31 1.12 .91

2.63 2.17 1.78 1.50 1.28 1.09 .89 .67

2.45 2.00 1.70 1.43 1.23 1.05 .86 .67

2.35 1.85 1.58 1.36 1.17 1.01 .82 .64 .47

2.26 1.72 1.47 1.28 1.11 .95 .77 .61 .46

2.89 2.14 1.63 1.38 1.20 1.06 .88 .72 .57 .44

2.70 2.01 1.54 1.29 1.13 .99 .82 .67 .54 .42

3.56 2.51 1.88 1.46 1.20 1.07 .93 .77 .63 .51 .40

4.90 3.26 2.34 1.77 1.38 1.15 1.02 .87 .72 .59 .48 .38

4.52 3.03 2.20 1.67 1.31 1.13 .98 .82 .68 .56 .46 .37

3.68d 2.91 2.10 1.61 1.28 1.12 .95 .80 .65 .54 .45 .37

4.16 2.79 2.06 1.57 1.29 1.10 .94 .77 .64 .53 .44

2.77 2.04 1.58 1.30 1.13 .93 .78 .64 .53 .46

2.79 2.08 1.62 1.32 1.12 .95 .78 .65 .55

2.84 2.10 1.65 1.35 1.14 .97 .81 .68 .59

2.89 2.14 1.69 1.39 1.17 1.02 .85 .73

4.32 2.97 2.21 1.74 1.43 1.22 1.06 .92

7.64 4.48 3.09 2.32 1.83 1.51 1.29 1.14
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(m)
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Up Cant Dn Cant Safety Factor: 67%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 95-105°

Fleet Number: RTE019 through to RTE021 7jU

Configuration: Rail -50..100mm Unlocked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

255
245 Stafford, ST16 3HS
105 4
115 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.95

2.02 1.65

1.71 1.40

2.02 1.71 1.45 1.18

2.00 1.70 1.47 1.22 .97

2.32 1.96 1.68 1.45 1.24 1.01

2.74 2.27 1.92 1.64 1.44 1.26 1.03 .75

2.64 2.18 1.87 1.62 1.42 1.27 1.04 .76

2.57 2.09 1.82 1.61 1.41 1.26 1.04 .77 .53

2.51 2.11 1.74 1.58 1.39 1.26 1.04 .76 .53

3.01 2.46 2.08 1.79 1.57 1.39 1.25 1.03 .75 .52

3.00 2.42 2.05 1.78 1.56 1.40 1.23 .99 .73 .51

3.86 2.88 2.41 2.04 1.77 1.56 1.41 1.19 .96 .70 .49

5.09 3.85 2.98 2.37 2.07 1.79 1.57 1.37 1.16 .92 .67 .48

4.99 3.70 2.93 2.44 1.97 1.76 1.52 1.32 1.12 .88 .64 .45

4.92 3.60 2.85 2.35 1.96 1.70 1.48 1.30 1.07 .83 .61 .44

4.91 3.51 2.76 2.28 1.91 1.66 1.45 1.24 1.03 .78 .58

3.50 2.74 2.23 1.89 1.63 1.42 1.19 .98 .74 .56

3.50 2.70 2.21 1.87 1.61 1.36 1.14 .93 .71

11.20d 8.16 3.51 2.72 2.21 1.87 1.57 1.30 1.10 .89 .70

3.55 2.74 2.24 1.83 1.51 1.26 1.07 .88

5.12 3.64 2.79 2.20 1.78 1.48 1.25 1.07

8.72 5.21 3.64 2.74 2.16 1.77 1.47 1.25

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.92

2.02 1.64

1.68 1.39

2.02 1.68 1.41 1.17

2.00 1.65 1.39 1.18 .96

2.32 1.94 1.62 1.37 1.17 .98

2.72 2.21 1.85 1.57 1.34 1.14 .96 .73

2.52 2.08 1.75 1.49 1.28 1.11 .92 .72

2.43 1.93 1.64 1.42 1.22 1.06 .88 .70 .53

2.32 1.78 1.53 1.33 1.17 1.02 .84 .67 .51

3.01 2.22 1.73 1.44 1.26 1.11 .95 .78 .63 .50

2.82 2.10 1.70 1.34 1.20 1.05 .90 .73 .60 .48

3.68 2.62 1.97 1.53 1.34 1.13 1.00 .83 .69 .57 .46

5.09 3.36 2.45 1.84 1.45 1.22 1.11 .94 .79 .66 .54 .44

2.84d 3.16 2.31 1.76 1.39 1.19 1.08 .89 .75 .63 .52 .43

3.73d 3.04 2.21 1.70 1.36 1.17 1.03 .87 .72 .61 .51 .43

4.33 2.92 2.16 1.66 1.36 1.16 1.02 .85 .72 .60 .50

2.91 2.15 1.67 1.38 1.18 1.02 .85 .71 .60 .51

2.95 2.18 1.71 1.41 1.18 1.03 .86 .73 .62

2.97 2.20 1.74 1.42 1.20 1.05 .88 .75 .65

3.02 2.25 1.77 1.46 1.24 1.08 .93 .80

4.49 3.10 2.32 1.83 1.51 1.28 1.12 .99

7.89 4.65 3.22 2.42 1.92 1.59 1.35 1.21
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Up Cant Dn Cant Safety Factor: 67%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 105-115°

Fleet Number: RTE019 through to RTE021 7kU

Configuration: Rail -50..100mm Unlocked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

245
235 Stafford, ST16 3HS
115 4
125 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.04

2.11 1.73

1.78 1.47

2.10 1.78 1.51 1.24

2.08 1.77 1.53 1.28 1.04

2.04 1.75 1.52 1.30 1.07

2.84 2.36 2.01 1.73 1.51 1.31 1.08 .82

2.76 2.31 1.97 1.71 1.50 1.32 1.09 .84

2.65 2.25 1.93 1.68 1.48 1.33 1.09 .84 .60

2.62 2.18 1.90 1.65 1.47 1.32 1.09 .83 .60

3.14 2.58 2.18 1.83 1.64 1.46 1.30 1.08 .82 .59

3.13 2.55 2.16 1.84 1.64 1.46 1.28 1.06 .81 .58

4.02 3.05 2.51 2.15 1.86 1.64 1.47 1.25 1.03 .78 .56

5.29 4.01 3.14 2.43 2.15 1.86 1.65 1.43 1.22 1.01 .75 .54

5.22 3.88 3.06 2.47 2.15 1.82 1.60 1.40 1.17 .96 .72 .52

5.14 3.76 2.97 2.46 2.08 1.75 1.56 1.36 1.13 .91 .69 .50

5.13 3.64 2.91 2.39 2.02 1.69 1.51 1.30 1.09 .87 .66

3.64 2.87 2.34 1.98 1.71 1.49 1.25 1.05 .83 .63

8.44 3.66 2.85 2.33 1.96 1.69 1.43 1.20 1.01 .79

3.66 2.85 2.33 1.96 1.65 1.38 1.16 .98 .78

11.98t 8.61 3.71 2.88 2.35 1.93 1.59 1.34 1.14 .97

5.35 3.82 2.92 2.31 1.88 1.57 1.32 1.13

9.07 5.42 3.80 2.86 2.28 1.86 1.56 1.33

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.01

2.10 1.71

1.75 1.45

2.10 1.75 1.47 1.23

2.06 1.73 1.46 1.23 1.03

2.00 1.69 1.43 1.22 1.04

2.84 2.31 1.93 1.63 1.40 1.20 1.03 .81

2.62 2.19 1.83 1.57 1.34 1.16 1.01 .80

2.53 2.04 1.74 1.49 1.29 1.12 .96 .78 .60

2.46 1.90 1.62 1.40 1.23 1.08 .91 .74 .58

3.12 2.33 1.81 1.52 1.33 1.17 1.04 .87 .71 .57

2.98 2.20 1.71 1.43 1.26 1.12 .98 .82 .68 .55

3.83 2.76 2.08 1.62 1.35 1.21 1.07 .93 .78 .64 .52

5.27d 3.54 2.58 1.96 1.54 1.30 1.16 1.03 .88 .74 .62 .51

2.84d 3.33 2.44 1.87 1.48 1.27 1.12 1.01 .85 .71 .60 .50

3.87d 3.21 2.35 1.80 1.46 1.25 1.11 .96 .82 .69 .58 .50

4.55 3.09 2.29 1.77 1.46 1.25 1.09 .96 .80 .68 .58

3.07 2.28 1.79 1.47 1.25 1.10 .95 .80 .68 .59

3.11 2.30 1.81 1.49 1.26 1.11 .96 .81 .70

3.13 2.33 1.84 1.52 1.30 1.12 .99 .84 .74

3.19 2.38 1.88 1.55 1.32 1.15 1.02 .89

4.71 3.27 2.45 1.94 1.60 1.36 1.19 1.07

8.20 4.87 3.39 2.55 2.03 1.68 1.44 1.28
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Up Cant Dn Cant Safety Factor: 67%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 115-125°

Fleet Number: RTE019 through to RTE021 7lU

Configuration: Rail -50..100mm Unlocked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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235
225 Stafford, ST16 3HS
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10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.29

2.36 1.95

2.01 1.66

2.35 2.01 1.71 1.42

2.33 1.99 1.73 1.45 1.20

2.72 2.30 1.97 1.72 1.48 1.23

3.18 2.65 2.26 1.95 1.71 1.49 1.24 1.03

3.10 2.59 2.21 1.93 1.69 1.50 1.25 1.04

3.02 2.53 2.18 1.90 1.68 1.50 1.25 1.05

2.94 2.49 2.15 1.87 1.67 1.49 1.25 1.04 .80

3.53 2.90 2.46 2.12 1.86 1.66 1.48 1.23 1.04 .80

3.52 2.89 2.43 2.11 1.86 1.66 1.46 1.22 1.02 .78

4.53 3.54 2.89 2.43 2.10 1.86 1.67 1.42 1.19 1.00 .77

5.47d 4.51 3.56 2.90 2.43 2.12 1.87 1.63 1.39 1.16 .97 .75

5.90 4.38 3.48 2.85 2.43 2.09 1.82 1.59 1.35 1.14 .94 .73

5.81 4.23 3.37 2.76 2.30 2.04 1.77 1.56 1.30 1.11 .91 .71

5.78 4.22 3.31 2.71 2.28 1.99 1.74 1.50 1.26 1.08 .88

4.18 3.25 2.68 2.26 1.95 1.71 1.44 1.22 1.05 .86

10.59t 4.17 3.24 2.65 2.12 1.94 1.65 1.39 1.20 1.03

5.82 4.18 3.25 2.65 2.24 1.89 1.59 1.36 1.17 1.02

5.87 4.22 3.28 2.69 2.21 1.84 1.55 1.33 1.16

6.03 4.30 3.31 2.64 2.16 1.81 1.53 1.33

12.10t 10.08 6.10 4.30 3.26 2.60 2.14 1.80 1.54

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.26

2.35 1.93

1.97 1.64

2.35 1.97 1.66 1.40

2.31 1.96 1.66 1.41 1.19

2.71 2.25 1.90 1.63 1.41 1.20

3.18 2.60 2.17 1.85 1.60 1.38 1.19 1.03

2.96 2.47 2.09 1.78 1.54 1.34 1.17 1.02

2.89 2.31 1.97 1.71 1.48 1.30 1.14 1.00

2.78 2.17 1.87 1.63 1.43 1.26 1.11 .97 .79

3.53 2.66 2.08 1.77 1.56 1.37 1.21 1.08 .93 .77

3.36 2.54 1.98 1.68 1.49 1.32 1.17 1.05 .90 .75

4.33 3.15 2.41 1.91 1.60 1.42 1.26 1.13 1.02 .86 .73

5.36d 4.05 2.97 2.29 1.83 1.55 1.40 1.23 1.11 .98 .84 .72

4.97d 3.82 2.84 2.20 1.76 1.52 1.37 1.20 1.08 .95 .82 .71

4.00d 3.71 2.74 2.14 1.73 1.51 1.35 1.18 1.06 .93 .81 .71

4.77d 3.51d 2.69 2.09 1.74 1.49 1.31 1.18 1.05 .93 .80

3.56 2.68 2.12 1.75 1.52 1.31 1.16 1.05 .92 .81

3.61 2.72 2.16 1.77 1.51 1.32 1.18 1.06 .94

3.63 2.73 2.18 1.79 1.53 1.34 1.19 1.08 .98

3.68 2.78 2.21 1.83 1.56 1.37 1.22 1.11

5.39 3.77 2.85 2.27 1.88 1.61 1.41 1.27

7.73t 9.23 5.55 3.89 2.95 2.36 1.96 1.69 1.51
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Up Cant Dn Cant Safety Factor: 67%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 125-135°

Fleet Number: RTE019 through to RTE021 7mU

Configuration: Rail -50..100mm Unlocked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

225
215 Stafford, ST16 3HS
135 4
145 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.64

2.71 2.26

2.72 2.32 1.94

2.71 2.32 1.99 1.67

2.69 2.32 2.01 1.71 1.43

3.12 2.65 2.30 2.00 1.73 1.46

3.68 3.05 2.62 2.25 1.99 1.74 1.48 1.25

3.57 3.00 2.57 2.23 1.98 1.75 1.48 1.26

3.50 2.89 2.54 2.22 1.96 1.75 1.48 1.26

3.44 2.90 2.50 2.19 1.95 1.74 1.48 1.26 1.07

4.15 3.40 2.84 2.48 2.18 1.94 1.73 1.47 1.25 1.07

3.96 3.35 2.86 2.47 2.17 1.95 1.71 1.45 1.24 1.06

5.26 4.12 3.34 2.85 2.47 2.18 1.94 1.67 1.42 1.22 1.05

5.57d 5.27 4.14 3.31 2.86 2.47 2.18 1.91 1.64 1.40 1.20 1.03

6.88 5.09 4.05 3.35 2.73 2.42 2.13 1.86 1.60 1.37 1.18 1.02

6.84 5.00 3.95 3.26 2.76 2.34 2.08 1.84 1.56 1.34 1.16 1.01

6.78 4.90 3.86 3.20 2.71 2.34 2.05 1.78 1.52 1.31 1.14

9.99d 4.87 3.83 3.15 2.67 2.31 2.02 1.72 1.48 1.28 1.12

10.97 4.87 3.81 3.13 2.65 2.28 1.96 1.68 1.45 1.26

4.90 3.80 3.13 2.65 2.25 1.90 1.63 1.42 1.25

12.05t 4.92 3.83 3.16 2.62 2.19 1.87 1.61 1.41

12.78t 6.99 5.04 3.89 3.11 2.56 2.16 1.85 1.61

12.29t 11.55 7.03 5.01 3.84 3.08 2.54 2.15 1.85

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.62

2.69 2.24

2.72 2.28 1.92

2.71 2.28 1.95 1.66

2.67 2.26 1.93 1.66 1.42

3.11 2.60 2.22 1.92 1.65 1.43

3.65 3.00 2.53 2.17 1.86 1.63 1.42 1.24

3.45 2.87 2.43 2.09 1.82 1.59 1.40 1.23

3.34 2.71 2.33 2.01 1.76 1.55 1.37 1.22

3.23 2.58 2.23 1.95 1.70 1.51 1.34 1.20 1.06

4.13 3.13 2.50 2.12 1.86 1.65 1.46 1.31 1.17 1.05

3.91 3.00 2.39 2.03 1.79 1.59 1.43 1.28 1.15 1.04

5.06 3.72 2.86 2.30 1.95 1.73 1.55 1.38 1.25 1.13 1.02

5.28d 4.74 3.55 2.75 2.23 1.92 1.69 1.51 1.36 1.22 1.11 1.01

5.04d 4.54 3.40 2.66 2.16 1.87 1.65 1.48 1.33 1.20 1.10 1.00

4.19d 4.43 3.32 2.60 2.14 1.85 1.63 1.46 1.31 1.19 1.09 1.01

4.90d 3.69d 3.26 2.57 2.15 1.90 1.63 1.45 1.30 1.19 1.09

3.88d 3.24 2.58 2.15 1.88 1.62 1.45 1.31 1.19 1.10

4.33 3.27 2.61 2.17 1.87 1.63 1.46 1.31 1.20

4.34 3.30 2.64 2.20 1.88 1.65 1.47 1.33 1.22

4.40 3.34 2.68 2.24 1.92 1.68 1.50 1.36

6.35 4.48 3.42 2.75 2.29 1.96 1.72 1.55

7.76t 10.73 6.51 4.61 3.52 2.83 2.36 2.04 1.83
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Up Cant Dn Cant Safety Factor: 67%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 135-145°

Fleet Number: RTE019 through to RTE021 7nU

Configuration: Rail -50..100mm Unlocked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

215
205 Stafford, ST16 3HS
145 4
155 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.30

3.38 2.84

3.38 2.90 2.46

3.36 2.91 2.51 2.14

3.34 2.90 2.54 2.18 1.87

3.32 2.87 2.53 2.20 1.89

4.56 3.82 3.27 2.85 2.51 2.21 1.91 1.65

4.47 3.77 3.24 2.83 2.50 2.22 1.92 1.65

4.37 3.65 3.20 2.80 2.49 2.22 1.91 1.66

4.32 3.67 3.16 2.78 2.48 2.21 1.91 1.65 1.44

5.22 4.29 3.61 3.14 2.77 2.46 2.20 1.90 1.65 1.44

5.20 4.25 3.61 3.13 2.76 2.47 2.17 1.87 1.63 1.43

6.64 5.06 4.25 3.59 3.13 2.77 2.47 2.15 1.86 1.61 1.42

5.67d 6.63 5.16 4.26 3.60 3.14 2.76 2.43 2.12 1.83 1.60 1.40

7.23d 6.39 5.10 4.19 3.56 3.10 2.69 2.38 2.07 1.80 1.58 1.39

8.64 6.33 5.01 4.11 3.49 3.00 2.66 2.35 2.02 1.77 1.55

8.62 6.28 4.93 4.08 3.45 2.99 2.63 2.29 1.99 1.74 1.53

10.06d 6.24 4.90 4.02 3.42 2.96 2.60 2.24 1.95 1.71 1.52

8.58 6.23 4.88 4.01 3.39 2.94 2.54 2.19 1.92 1.69

6.22 4.87 4.00 3.39 2.90 2.48 2.15 1.89 1.68

6.26 4.91 4.03 3.36 2.84 2.44 2.13 1.88

8.78 6.38 4.95 3.98 3.30 2.81 2.43 2.13

12.14t 14.23t 8.91 6.35 4.90 3.96 3.29 2.80 2.43

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.27

3.35 2.82

3.37 2.87 2.44

3.36 2.86 2.46 2.13

3.32 2.84 2.45 2.14 1.85

3.26 2.80 2.43 2.13 1.87

4.55 3.76 3.19 2.74 2.38 2.10 1.85 1.63

4.33 3.62 3.09 2.68 2.34 2.07 1.83 1.63

4.22 3.48 2.99 2.59 2.28 2.02 1.81 1.61

4.11 3.31 2.87 2.52 2.22 1.98 1.77 1.59 1.43

5.15 4.00 3.24 2.77 2.44 2.17 1.93 1.74 1.57 1.42

4.97 3.90 3.16 2.68 2.37 2.11 1.90 1.71 1.55 1.41

6.38 4.78 3.75 3.05 2.61 2.31 2.07 1.86 1.68 1.53 1.39

5.28d 5.48d 4.61 3.64 2.97 2.56 2.27 2.02 1.83 1.65 1.51 1.38

4.97d 5.10d 4.47 3.54 2.91 2.52 2.23 2.00 1.80 1.64 1.49 1.38

4.47d 4.98d 4.36 3.47 2.89 2.51 2.21 1.98 1.79 1.62 1.49

5.04d 3.86d 4.31 3.44 2.89 2.57 2.21 1.98 1.77 1.62 1.49

4.05d 4.30 3.46 2.91 2.50 2.20 1.96 1.78 1.62 1.49

5.65 4.35 3.49 2.93 2.52 2.21 1.97 1.78 1.63

5.67 4.36 3.52 2.95 2.54 2.23 1.99 1.80 1.66

5.73 4.40 3.56 2.98 2.57 2.26 2.02 1.84

8.16 5.82 4.47 3.62 3.03 2.61 2.30 2.07

7.83t 12.47t 8.33 5.94 4.57 3.71 3.12 2.70 2.43
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Up Cant Dn Cant Safety Factor: 67%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 145-155°

Fleet Number: RTE019 through to RTE021 7oU

Configuration: Rail -50..100mm Unlocked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

205
195 Stafford, ST16 3HS
155 4
165 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.77

4.83 4.14

4.77s 4.19 3.63

4.76s 4.18 3.67 3.19

4.78 4.17 3.68 3.23 2.83

5.31s 4.75 4.15 3.67 3.25 2.85

7.40d 6.48 5.46 4.72 4.13 3.66 3.27 2.87 2.53

6.41 5.42 4.67 4.10 3.63 3.27 2.87 2.54

6.29 5.35 4.64 4.07 3.62 3.27 2.88 2.54

6.26 5.30 4.60 4.05 3.61 3.26 2.86 2.54 2.26

7.55 6.22 5.28 4.55 4.04 3.61s 3.25 2.85 2.53 2.26

7.51 6.18 5.26 4.55 4.01s 3.60 3.22 2.84 2.51 2.25

8.84d 7.51 6.17 5.24 4.55 4.03 3.58 3.20 2.81 2.50 2.24

5.78d 9.47t 7.46 6.15 5.21 4.53 3.98 3.55 3.16 2.79 2.48 2.22

5.05d 7.34d 9.38t 7.38 6.10 5.09 4.49 3.96 3.52 3.12 2.76 2.46 2.21

9.19d 9.35 7.33 6.06 5.13 4.46 3.93 3.51 3.08 2.73 2.44

11.37d 9.20 7.31 6.02 5.12 4.44 3.91 3.44 3.03 2.70 2.41

9.23 7.26 5.98 5.08 4.42 3.88 3.39 3.00 2.67 2.40

9.20 7.24 5.97 4.95 4.39 3.82 3.35 2.97 2.65

16.72d 12.66 9.20 7.23 5.92 5.06 4.34 3.77 3.31 2.94 2.64

12.72 9.27 7.27 5.99 5.02 4.30 3.73 3.29 2.94

12.87 9.36 7.30 5.94 4.98 4.27 3.72 3.28

12.24t 18.93d 12.95 9.31 7.26 5.90 4.95 4.26

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.68d

4.48s 4.11

4.49s 3.85s 3.60

4.61s 3.88s 3.62 3.18

4.58s 3.87s 3.37s 3.19 2.81

5.17s 4.40s 3.83s 3.38s 3.18 2.83

7.36d 6.06s 5.10s 4.49s 3.80s 3.37s 3.15 2.81 2.52

5.93s 5.03s 4.30s 3.77s 3.35s 3.12 2.80 2.52

5.85s 4.94s 4.26s 3.75s 3.33s 3.07 2.76 2.50

5.77s 4.88s 4.33 3.71s 3.32s 3.03 2.73 2.48 2.25

6.95s 5.88s 4.90 4.22 3.73 3.30s 2.99 2.70 2.46 2.24

7.10s 5.67s 4.81 4.13 3.66 3.20t 2.94 2.67 2.43 2.23

6.48d 6.92d 5.70 4.71 4.06 3.60 2.77t 2.91 2.64 2.41 2.21

5.28d 5.51d 5.74t 5.58 4.64 3.59t 3.07t 2.93t 2.88 2.62 2.39 2.20

5.00d 5.05d 5.11d 5.36d 4.75t 4.05t 3.59t 3.54t 3.13t 2.85 2.60 2.38 2.20

4.74d 4.99d 5.16d 5.37t 4.55 3.96 3.50 3.13 2.83 2.58 2.37

5.09d 4.05d 5.07d 5.39 4.55 4.02 3.49 3.13 2.83 2.58 2.37

4.29d 5.05d 5.42 4.59 3.95 3.49 3.12 2.82 2.58 2.38

5.95d 6.66 5.46 4.59 3.97 3.51 3.13 2.83 2.59

8.60d 6.71 5.47 4.61 3.99 3.52 3.15 2.85 2.62

10.70d 8.69 6.76 5.50 4.65 4.02 3.54 3.17 2.88

12.16 8.77 6.83 5.57 4.70 4.06 3.59 3.22

7.93t 12.73t 12.35 8.92 6.94 5.66 4.78 4.15
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Up Cant Dn Cant Safety Factor: 67%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 155-165°

Fleet Number: RTE019 through to RTE021 7pU

Configuration: Rail -50..100mm Unlocked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

195
145 Stafford, ST16 3HS
165 4
215 356

50
310 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

5.68s 4.94d

5.41s 5.35d

5.14s 5.20s 5.31s 5.09t

5.39s 5.31s 5.22s 5.07s 4.68d

5.63s 5.46s 5.34s 5.05t 4.82t

6.06d 5.96s 5.11s 5.41s 5.10t 4.81t 4.54t

7.33d 7.10s 6.56s 6.02s 5.60t 5.17t 4.84s 4.60t

7.98s 8.07s 7.21t 6.39t 5.76t 5.28t 4.90t 4.62t 4.32t

7.63s 8.50s 7.68t 6.70t 5.96t 5.41t 4.99t 4.68t 4.44t

8.01s 8.81s 8.35t 7.07t 6.21t 5.58t 5.11t 4.75t 4.51t

8.88s 9.37s 9.14t 7.55t 6.50t 5.78t 5.25t 4.86t 4.59t 3.58d

9.10d 9.78s 10.06s 9.82s 8.06t 6.82t 6.00t 5.41t 4.98t 4.68t 4.20t

6.49d 9.15t 10.49s 10.35s 10.16s 8.42t 7.17t 6.24t 5.59t 5.12t 4.79t 4.26t

6.90d 9.74t 11.30d 10.99s 10.46s 9.15t 7.53t 6.50t 5.78t 5.27t 4.92t 3.95d

6.41d 8.20d 10.92t 12.25t 11.58d 10.72s 9.52s 7.90t 6.77t 5.99t 5.43t 5.05t

7.38d 9.97d 12.97d 13.42s 12.29d 10.98s 9.59s 8.27t 7.05t 6.20t 5.61t 5.14d

12.17d 15.39d 14.51s 12.75s 11.03s 9.62s 8.52s 7.32t 6.43t 5.81t 5.15t

17.92s 15.30s 13.02s 11.08s 9.66s 8.56s 7.59t 6.66t 6.01t 4.47d

11.71d 14.34d 17.97d 19.24s 15.81s 12.89s 11.15s 9.71s 8.61s 7.75s 6.92t 6.03t

17.51d 20.01s 15.93s 13.18s 11.23s 9.81s 8.72s 7.80s 6.78s 4.86d

27.32s 20.28s 16.09s 13.35s 11.44s 9.94s 8.65s 7.38s 5.98s

27.57s 20.57s 16.26s 13.39s 11.27s 9.49s 7.91s

12.68t 20.79t 26.13s 19.41s 15.29s 12.36s 10.09s 8.14s

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.72d 4.65d

4.18d 4.28d

5.14s 4.37s 3.86d 3.91d

5.10s 4.36s 3.76s 3.75d 3.75d

5.21s 4.33s 3.76s 3.58d 3.54d

5.94s 4.99s 4.42s 3.74s 3.41s 3.40d 3.50d

7.13s 5.85s 4.95s 4.27s 3.72s 3.30s 3.72d 3.46d

7.19s 5.75s 5.03s 4.22s 3.69s 3.28s 3.30d 3.42d 3.32d

6.88s 5.84s 4.81s 4.18s 3.68s 3.28s 3.34d 3.45d 3.29d

6.75s 5.60s 5.17s 4.14s 3.65s 3.27s 3.32d 3.35d 3.30d

6.88s 5.72s 4.73s 4.11s 3.64s 2.83t 3.37d 3.53d 3.33d 3.34d

8.38s 7.41s 5.51s 4.85s 4.10s 3.58t 2.73t 3.50d 3.43d 3.39d 3.34d

6.49d 6.54d 6.86d 5.41t 4.61t 3.76t 2.86t 2.75t 3.58d 3.62d 3.60d 3.38d

5.33d 5.55d 5.43t 5.16t 3.75t 3.26t 3.26t 2.92t 3.78d 3.71d 3.56d 3.44d

4.97d 4.99d 5.15d 5.44d 4.55t 7.38d 3.80t 3.25t 3.13t 4.09d 3.91d 3.67d

5.13d 4.97d 5.01d 5.29d 5.15t 4.34t 4.95t 3.52t 3.91t 4.33d 3.98d 3.78d

5.00d 4.97d 5.12d 5.82t 4.83t 4.22t 3.89t 4.80d 4.47d 4.16d 3.95d

4.96d 5.72d 6.70t 5.45t 4.73t 4.89t 5.19d 4.67d 4.31d 4.13d

6.57d 7.88d 7.74t 6.24t 5.42t 6.00d 5.59d 5.14d 4.58d

9.43d 10.18d 9.17t 7.30t 7.57d 6.55d 5.75d 5.17d 4.51d

11.58d 12.29d 12.72s 10.59s 9.35s 8.36s 7.03d 6.09d 5.17d

15.35d 16.17s 12.82s 10.58s 9.02s 7.85s 6.96s

8.84t 14.79t 21.69d 16.35s 12.94s 10.71s 9.14s 8.02s
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Up Cant Dn Cant Safety Factor: 87%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 165-215°

Fleet Number: RTE019 through to RTE021 7qU

Configuration: Rail -50..100mm Unlocked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.

mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk


Rail-Ability Ltd RACD-10000609

145
135 Stafford, ST16 3HS
215 4
225 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

5.27 4.42

5.30 4.52 3.86

5.30 4.55 3.93 3.39

5.23s 4.55 3.97 3.44 2.99

5.25 4.54 3.95 3.47 3.03

6.12d 5.20 4.51 3.94 3.50 3.05 2.68

7.32 6.10 5.17 4.47 3.93 3.49 3.06 2.70

7.29 6.02 5.04 4.43 3.91 3.48 3.07 2.70 2.39

7.17 5.96 5.06 4.40 3.89 3.47 3.07 2.70 2.39

7.10 5.87 5.03 4.37 3.86 3.46s 3.07 2.70 2.39

7.00 5.85 5.00 4.33 3.86 3.45 3.04 2.68 2.38 2.12

8.82 7.02 5.83 4.98 4.33 3.82 3.40 3.02 2.67 2.37 2.12

7.02d 8.71 6.93 5.81t 4.95t 4.30 3.80 3.38 3.00 2.65 2.35 2.10

7.02d 8.61 6.88 5.73 4.87t 4.27 3.77 3.35 2.97 2.62 2.34 2.09

6.56d 8.32d 8.55 6.80 5.68 4.71 4.21 3.73 3.33 2.93 2.59 2.32

7.46d 10.09d 8.50 6.77 5.62 4.82 4.17 3.70 3.29 2.89 2.57 2.30

11.23 8.38 6.72 5.61 4.79 4.18 3.69 3.24 2.85 2.54 2.28

8.36 6.70 5.56 4.76 4.14 3.65 3.19 2.82 2.51 2.27

11.18 8.36 6.67 5.54 4.73 4.13 3.58 3.14 2.79 2.50

12.46t 11.23 8.38 6.68 5.54 4.74 4.06 3.53 3.11 2.77

13.20t 17.08 11.29 8.41 6.71 5.56 4.67 4.01 3.51 3.09 2.77

17.14 11.42 8.50 6.69 5.50 4.64 3.99 3.49

12.73t 17.22 11.46 8.44 6.67 5.47 4.61 3.98

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.78d 4.41

5.08s 4.22d 3.83

5.11s 4.33s 3.89 3.37

5.06s 4.34s 3.74s 3.40 2.98

5.16s 4.30s 3.76s 3.39 3.00

5.94s 5.12s 4.29s 3.74s 3.37 3.00 2.66

7.09s 5.83s 4.91s 4.24s 3.71s 3.29s 2.97 2.65

6.95s 5.75s 4.85s 4.19s 3.68s 3.28s 2.93 2.64 2.37

6.82s 5.63s 4.81 4.15s 3.65 3.24 2.90 2.61 2.36

6.74s 5.57s 4.65 4.06 3.58 3.19 2.86 2.58 2.34

6.66s 5.54 4.60 3.96 3.51 2.56t 2.82 2.55 2.32 2.12

8.25t 6.61s 5.38 4.44 3.87 3.44 2.73t 2.78 2.52 2.30 2.11

6.45d 6.52d 6.09t 5.25 4.38 3.64t 2.86t 2.75t 2.75 2.50 2.28 2.10

5.33d 5.66d 4.88t 5.13 3.59t 3.25t 3.14t 2.91t 2.72 2.48 2.27 2.09

4.97d 4.99d 5.16d 5.44d 4.55t 4.27 3.50t 3.24t 2.97 2.69 2.46 2.26

5.11d 5.44d 5.08d 5.22d 5.00 4.25 3.71 3.29 2.96 2.68 2.45 2.25

5.00d 4.97d 5.12d 4.99 4.25 3.75 3.29 2.94 2.67 2.44 2.25

4.96d 5.52d 5.01 4.28 3.70 3.28 2.94 2.67 2.44 2.27

7.14d 6.10 5.03 4.27 3.72 3.29 2.95 2.68 2.46

7.81 6.15 5.06 4.29 3.74 3.31 2.97 2.70

10.67 7.86 6.20 5.10 4.33 3.76 3.33 3.00 2.74

14.94t 10.76 7.96 6.28 5.17 4.39 3.82 3.38

8.75t 15.01t 10.96 8.10 6.40 5.28 4.50 3.97
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Up Cant Dn Cant Safety Factor: 67%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 215-225°

Fleet Number: RTE019 through to RTE021 7MU

Configuration: Rail -50..100mm Unlocked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

135
125 Stafford, ST16 3HS
225 4
235 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.05 3.36

4.11 3.46 2.92

4.12 3.51 2.99 2.55

4.10 3.51 3.03 2.60 2.23

4.07 3.48 3.03 2.63 2.27

4.77 4.03 3.47 3.03 2.66 2.29 1.98

5.73 4.71 3.99 3.43 3.00 2.67 2.31 2.00

5.62 4.63 3.94 3.41 3.00 2.66 2.31 2.01 1.75

5.52 4.57 3.82 3.38 2.98 2.66 2.31 2.01 1.75

5.46 4.52 3.84 3.33 2.95 2.65 2.30 2.00 1.75

5.36 4.49 3.82 3.34 2.95 2.65t 2.29 1.99 1.74

6.67 5.31 4.45 3.81 3.33 2.95 2.61 2.27 1.98 1.73 1.52

7.19d 6.71 5.25 4.47 3.80 3.32 2.93 2.58 2.24 1.95 1.72 1.51

7.15d 6.61 5.30 4.26t 3.79 3.28 2.89 2.55 2.21 1.93 1.70 1.50

6.88d 8.43d 6.43 5.23 4.34 3.72 3.23 2.84 2.51 2.17 1.90 1.68

7.70d 8.45 6.39 5.12 4.27 3.62 3.18 2.80 2.45 2.14 1.87 1.66

8.42 6.32 5.06 4.21 3.58 3.14 2.77 2.40 2.10 1.85 1.64

11.82d 6.28 5.02 4.17 3.57 3.10 2.72 2.35 2.06 1.83

8.40 6.27 4.99 4.15 3.55 3.10 2.66 2.31 2.04 1.81

12.69 6.26 4.98 4.15 3.55 3.03 2.61 2.28 2.02

8.45 6.30 5.03 4.15 3.48 2.98 2.58 2.26 2.01

12.87 8.58 6.41 5.03 4.09 3.44 2.95 2.56

12.75t 13.12 8.60 6.36 4.99 4.07 3.42

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.01 3.36

4.09 3.43 2.91

4.12 3.46 2.96 2.53

4.07 3.45 2.96 2.56 2.22

4.03 3.42 2.95 2.57 2.24

4.73 3.96 3.36 2.91 2.54 2.23 1.97

5.63 4.59 3.85 3.29 2.85 2.51 2.21 1.96

5.50 4.44 3.73 3.20 2.80 2.45 2.18 1.95 1.73

5.43 4.27 3.60 3.11 2.73 2.40 2.14 1.92 1.72

5.29 4.18 3.48 3.02 2.66 2.36 2.11 1.89 1.70

5.15 4.08 3.34 2.93 2.59 2.30 2.07 1.86 1.68

6.58 4.99 3.98 3.25 2.85 2.52 2.26 2.03 1.83 1.66 1.52

6.49d 6.32 4.84 3.85 3.18 2.78 2.48 2.22 1.99 1.81 1.65 1.51

5.42d 5.57d 4.68 3.76 3.11 2.73 2.43 2.18 1.96 1.79 1.63 1.50

4.97d 5.00d 5.24d 4.55 3.67 3.08 2.71 2.39 2.15 1.94 1.77 1.62

5.11d 5.50d 5.01d 4.47 3.62 3.06 2.68 2.37 2.13 1.93 1.76 1.61

4.99d 4.97d 4.42 3.60 3.07 2.66 2.37 2.12 1.92 1.75 1.62

5.15d 4.42 3.62 3.07 2.66 2.36 2.12 1.92 1.76

5.69 4.45 3.66 3.09 2.69 2.37 2.12 1.93 1.77

5.73 4.48 3.67 3.12 2.70 2.38 2.14 1.95

7.88 5.78 4.54 3.72 3.14 2.73 2.41 2.17 1.98

12.17 7.99 5.88 4.61 3.78 3.21 2.78 2.47

9.04t 12.43 8.15 6.02 4.74 3.90 3.32
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Up Cant Dn Cant Safety Factor: 67%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 225-235°

Fleet Number: RTE019 through to RTE021 7LU

Configuration: Rail -50..100mm Unlocked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

125
115 Stafford, ST16 3HS
235 4
245 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.42 2.82

3.48 2.92 2.44

3.48 2.97 2.51 2.12

3.48 2.96 2.56 2.17 1.84

3.46 2.95 2.56 2.20 1.88

4.94 4.05 3.42 2.94 2.55 2.23 1.90 1.62

4.87 3.97 3.38 2.90 2.54 2.24 1.91 1.64

4.72 3.93 3.33 2.88 2.51 2.24 1.92 1.65 1.42

4.66 3.84 3.26 2.84 2.50 2.23 1.92 1.65 1.42

4.59 3.82 3.21 2.81 2.48 2.23 1.92 1.64 1.42

4.54 3.76 3.20 2.81 2.47 2.22 1.90 1.64 1.41

5.62 4.51 3.76 3.20 2.78 2.48 2.20 1.88 1.62 1.40 1.22

7.36d 5.63 4.48 3.70 3.20 2.79 2.46 2.15 1.85 1.59 1.38 1.21

7.22 5.55 4.46 3.61 3.13 2.76 2.40 2.12 1.82 1.57 1.37

6.82d 7.12 5.41 4.37 3.63 2.84 2.69 2.36 2.08 1.79 1.55 1.35

7.71d 7.04 5.26 4.27 3.55 3.05 2.64 2.32 2.02 1.75 1.52 1.33

6.96 5.22 4.18 3.51 3.00 2.60 2.29 1.97 1.71 1.49 1.32

10.48 5.18 4.14 3.46 2.93 2.57 2.24 1.93 1.68 1.47

10.42 5.17 4.14 3.44 2.92 2.56 2.18 1.89 1.65 1.46

5.19 4.14 3.44 2.94 2.48 2.14 1.85 1.63

7.00 5.23 4.16 3.45 2.87 2.44 2.10 1.84 1.63

10.76 7.13 5.33 4.16 3.38 2.83 2.41 2.09

12.75t 10.89 7.16 5.27 4.12 3.36 2.82

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.40 2.82

3.45 2.89 2.42

3.47 2.92 2.47 2.10

3.44 2.90 2.48 2.14 1.83

3.40 2.88 2.46 2.13 1.85

4.94 4.01 3.36 2.82 2.44 2.12 1.85 1.61

4.75 3.88 3.25 2.75 2.37 2.08 1.82 1.61

4.62 3.71 3.12 2.67 2.32 2.03 1.79 1.59 1.41

4.55 3.55 2.99 2.59 2.25 1.98 1.75 1.57 1.39

4.41 3.46 2.85 2.49 2.19 1.93 1.72 1.54 1.38

4.29 3.43 2.72 2.41 2.12 1.88 1.68 1.51 1.36

5.51 4.14 3.25 2.65 2.31 2.06 1.84 1.64 1.48 1.34 1.21

6.44d 5.25 3.95 3.15 2.57 2.25 1.99 1.79 1.61 1.45 1.32 1.20

5.31d 4.98 3.82 3.04 2.51 2.19 1.97 1.75 1.58 1.44 1.31

5.44d 5.00d 4.82 3.70 2.96 2.47 2.16 1.93 1.73 1.56 1.42 1.29

5.10d 5.49d 4.70 3.61 2.91 2.46 2.14 1.91 1.70 1.54 1.40 1.29

5.04d 4.63 3.57 2.90 2.45 2.14 1.89 1.69 1.54 1.40 1.29

4.61 3.58 2.93 2.47 2.14 1.89 1.70 1.53 1.40

4.62 3.59 2.94 2.48 2.15 1.90 1.70 1.54 1.42

4.65 3.63 2.96 2.50 2.17 1.92 1.72 1.56

6.46 4.71 3.69 3.01 2.54 2.20 1.94 1.75 1.61

10.04 6.57 4.81 3.77 3.08 2.60 2.25 2.00

9.13t 10.29 6.73 4.95 3.89 3.19 2.71
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Up Cant Dn Cant Safety Factor: 67%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 235-245°

Fleet Number: RTE019 through to RTE021 7KU

Configuration: Rail -50..100mm Unlocked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

115
105 Stafford, ST16 3HS
245 4
255 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.74 3.05

3.11 2.59 2.15

3.11 2.64 2.22 1.86

3.10 2.64 2.27 1.91 1.60

3.68 3.08 2.63 2.28 1.94 1.64

3.62 3.04 2.61 2.26 1.97 1.67 1.41

4.35 3.57 3.00 2.58 2.25 1.98 1.68 1.43

4.23 3.50 2.96 2.56 2.24 1.99 1.69 1.44 1.22

4.15 3.44 2.92 2.51 2.21 1.98 1.69 1.44 1.22

4.05 3.38 2.88 2.50 2.20 1.98 1.68 1.43 1.22

4.02 3.35 2.86 2.48 2.20 1.97 1.67 1.42 1.21

4.99 4.00 3.33 2.84 2.48 2.20 1.93 1.65 1.41 1.20 1.04

6.60 5.00 4.00 3.33 2.83 2.47 2.17 1.91 1.62 1.39 1.19 1.03

6.38 4.90 3.99 3.29 2.83 2.43 2.13 1.87 1.59 1.36 1.17

6.82d 6.24 4.77 3.83 3.22 2.71 2.37 2.08 1.82 1.55 1.33 1.15

8.01d 6.18 4.67 3.76 3.14 2.68 2.30 2.04 1.77 1.51 1.31 1.14

6.09 4.61 3.70 3.07 2.61 2.29 2.01 1.72 1.48 1.28 1.12

10.38d 9.11 4.57 3.64 3.02 2.59 2.25 1.96 1.67 1.45 1.26

12.06t 4.55 3.63 3.02 2.57 2.23 1.90 1.63 1.42 1.24

9.18 4.54 3.62 3.01 2.57 2.17 1.85 1.60 1.40

6.16 4.60 3.66 3.03 2.50 2.12 1.82 1.58 1.40

9.50 6.27 4.68 3.65 2.96 2.46 2.09 1.80

12.79t 9.60 6.29 4.63 3.62 2.93 2.45

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.73 3.01

3.08 2.57 2.13

3.10 2.59 2.19 1.84

3.08 2.59 2.20 1.88 1.59

3.67 3.02 2.56 2.17 1.88 1.61

3.56 2.97 2.50 2.15 1.85 1.61 1.40

4.22 3.44 2.87 2.43 2.10 1.82 1.59 1.40

4.09 3.27 2.75 2.35 2.03 1.78 1.56 1.37 1.21

4.02 3.13 2.62 2.26 1.97 1.73 1.53 1.35 1.20

3.90 3.04 2.50 2.16 1.90 1.68 1.48 1.32 1.18

3.75 2.93 2.36 2.07 1.83 1.62 1.45 1.30 1.16

4.84 3.60 2.82 2.27 1.99 1.77 1.57 1.42 1.27 1.14 1.03

6.46d 4.60 3.44 2.71 2.21 1.93 1.71 1.53 1.38 1.24 1.12 1.02

5.32d 4.35 3.30 2.61 2.13 1.88 1.67 1.50 1.35 1.22 1.11

5.50d 5.00d 4.17 3.18 2.54 2.10 1.85 1.64 1.47 1.33 1.21 1.10

5.09d 5.49d 4.05 3.10 2.48 2.09 1.83 1.62 1.45 1.31 1.20 1.10

4.99d 3.99 3.06 2.47 2.10 1.82 1.61 1.45 1.30 1.19 1.10

3.97 3.07 2.49 2.10 1.82 1.61 1.44 1.30 1.19

4.01 3.08 2.51 2.13 1.84 1.62 1.45 1.31 1.21

4.03 3.12 2.55 2.15 1.86 1.63 1.46 1.33

5.60 4.08 3.18 2.59 2.18 1.88 1.66 1.49 1.38

8.77 5.70 4.17 3.26 2.66 2.24 1.93 1.72

9.14t 9.02 5.89 4.31 3.37 2.76 2.35
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Up Cant Dn Cant Safety Factor: 67%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 245-255°

Fleet Number: RTE019 through to RTE021 7JU

Configuration: Rail -50..100mm Unlocked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

105
95 Stafford, ST16 3HS

255 4
265 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.49 2.85 2.31

2.91 2.42 2.00

2.93 2.47 2.06 1.72

2.92 2.47 2.11 1.77 1.48

3.45 2.88 2.45 2.12 1.80 1.52

4.16 3.40 2.84 2.43 2.12 1.83 1.54 1.29

4.08 3.32 2.80 2.42 2.08 1.85 1.56 1.31

3.93 3.27 2.77 2.38 2.08 1.85 1.56 1.32 1.11

3.87 3.17 2.72 2.36 2.07 1.85 1.56 1.32 1.12

3.81 3.16 2.69 2.33 2.06 1.85 1.56 1.32 1.12

3.74 3.12 2.67 2.32 2.03 1.84 1.54 1.30 1.11

4.64 3.71 3.09 2.64 2.29 2.05 1.80 1.52 1.29 1.10 .90

6.20 4.66 3.73 3.10 2.62 2.31 2.02 1.76 1.49 1.27 1.09 .89

5.90 4.55 3.71 3.09 2.63 2.25 1.97 1.72 1.47 1.25 1.07

7.08d 5.79 4.43 3.56 3.00 2.55 2.21 1.92 1.69 1.43 1.22 1.05

7.90 5.72 4.33 3.48 2.91 2.46 2.10 1.89 1.63 1.39 1.19 1.03

5.67 4.27 3.42 2.85 2.43 2.09 1.86 1.58 1.35 1.17 1.02

10.36d 8.47 4.22 3.38 2.81 2.40 2.09 1.81 1.54 1.32 1.15

4.20 3.36 2.77 2.38 2.07 1.75 1.49 1.30 1.13

4.21 3.35 2.78 2.38 2.00 1.70 1.46 1.28

5.70 4.25 3.38 2.80 2.32 1.95 1.67 1.45 1.27

8.81 5.82 4.35 3.37 2.74 2.28 1.93 1.65

12.65t 8.93 5.86 4.29 3.34 2.71 2.26

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.48 2.82 2.31

2.90 2.39 1.98

2.90 2.41 2.04 1.71

2.89 2.41 2.04 1.74 1.47

3.44 2.84 2.37 2.03 1.73 1.50

4.15 3.35 2.75 2.34 1.99 1.72 1.49 1.28

3.96 3.21 2.66 2.27 1.94 1.68 1.47 1.28

3.81 3.05 2.55 2.18 1.88 1.64 1.44 1.26 1.10

3.73 2.90 2.43 2.10 1.82 1.59 1.40 1.24 1.10

3.61 2.79 2.29 2.00 1.75 1.54 1.37 1.21 1.08

3.60 2.70 2.24 1.90 1.68 1.49 1.32 1.18 1.06

4.50 3.32 2.60 2.08 1.82 1.62 1.44 1.29 1.16 1.04 .89

6.05 4.23 3.18 2.49 2.00 1.83 1.56 1.40 1.26 1.13 1.02 .88

5.33d 4.00 3.02 2.39 1.94 1.71 1.52 1.36 1.23 1.11 1.00

5.50d 4.99d 3.82 2.92 2.31 1.91 1.67 1.52 1.34 1.21 1.09 .99

5.09d 5.08 3.72 2.84 2.26 1.90 1.66 1.49 1.31 1.19 1.08 .98

4.98 3.65 2.79 2.25 1.91 1.68 1.46 1.31 1.18 1.08 .98

3.64 2.79 2.26 1.95 1.65 1.46 1.30 1.18 1.08

3.66 2.82 2.28 1.93 1.67 1.47 1.31 1.19 1.09

3.69 2.85 2.32 1.95 1.68 1.48 1.33 1.21

5.15 3.75 2.91 2.37 1.98 1.72 1.51 1.36 1.26

8.12 5.26 3.84 2.99 2.44 2.05 1.77 1.57

9.10t 8.39 5.45 3.98 3.11 2.55 2.16

-3

-3.5

0

-0.5

-1

-1.5

-2

-2.5

0.5

6

5.5

5

4.5

4

3.5

3

2.5

2

1.5

1

6.5

-0.5

-1

-1.5

-2

-2.5

-3

-3.5

Minimum Loads (t)
(m)

7.5

7
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5.5

5

4.5
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3.5

3

2.5

2

1.5

1

0.5

6

Up Cant Dn Cant Safety Factor: 67%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 255-265°

Fleet Number: RTE019 through to RTE021 7IU

Configuration: Rail -50..100mm Unlocked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

95
75 Stafford, ST16 3HS

265 4
285 356

20
340 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.43 2.80

2.87 2.38 1.96

2.88 2.42 2.03 1.69

2.85 2.40 2.08 1.74 1.45

3.39 2.83 2.41 2.09 1.77 1.48

4.09 3.34 2.79 2.39 2.08 1.79 1.51 1.27

3.93 3.26 2.75 2.37 2.05 1.81 1.52 1.29

3.86 3.22 2.72 2.33 2.05 1.82 1.53 1.29 1.09

3.81 3.11 2.60 2.32 2.03 1.81 1.53 1.29 1.09

3.74 3.11 2.64 2.27 2.02 1.81 1.53 1.29 1.09

3.67 3.05 2.62 2.28 2.01 1.80 1.51 1.28 1.08

4.56 3.64 3.03 2.59 2.25 2.01 1.77 1.49 1.26 1.07 .86

6.01 4.58 3.67 3.04 2.58 2.27 1.99 1.73 1.46 1.24 1.06 .85

5.80 4.47 3.64 3.04 2.58 2.21 1.93 1.69 1.44 1.22 1.04

7.08d 5.68 4.35 3.50 2.90 2.50 2.17 1.89 1.65 1.40 1.19 1.02

7.75 5.61 4.25 3.41 2.84 2.41 2.06 1.85 1.60 1.36 1.17 1.00

5.56 4.18 3.35 2.80 2.39 2.05 1.82 1.55 1.32 1.14 .98

8.31 4.14 3.31 2.76 2.35 2.05 1.77 1.50 1.29 1.12

4.12 3.29 2.73 2.33 2.03 1.71 1.46 1.27 1.10

8.43 4.14 3.30 2.73 2.34 1.96 1.66 1.43 1.25

5.60 4.18 3.33 2.74 2.27 1.91 1.63 1.42 1.24

8.71 5.72 4.28 3.32 2.69 2.23 1.89 1.62

12.55t 8.85 5.75 4.21 3.29 2.66 2.22

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.42 2.77

2.83 2.35 1.94

2.85 2.37 2.00 1.67

2.84 2.37 2.00 1.70 1.44

3.38 2.80 2.33 1.99 1.70 1.46

4.08 3.30 2.71 2.30 1.95 1.68 1.46 1.25

3.90 3.16 2.61 2.23 1.90 1.65 1.44 1.25

3.75 2.98 2.50 2.14 1.84 1.61 1.41 1.24 1.08

3.66 2.84 2.38 2.06 1.78 1.56 1.37 1.21 1.07

3.54 2.74 2.24 1.96 1.71 1.50 1.34 1.18 1.05

3.53 2.64 2.19 1.86 1.64 1.46 1.29 1.16 1.03

4.42 3.26 2.55 2.04 1.78 1.58 1.42 1.26 1.13 1.01 .86

5.94 4.15 3.10 2.43 1.96 1.78 1.53 1.36 1.23 1.10 .99 .85

5.33d 3.92 2.96 2.33 1.89 1.67 1.48 1.33 1.19 1.08 .96

5.55d 4.99d 3.74 2.84 2.26 1.87 1.63 1.48 1.31 1.18 1.06 .95

5.09d 4.98 3.63 2.77 2.20 1.85 1.61 1.45 1.28 1.16 1.05 .94

4.87 3.57 2.73 2.20 1.86 1.64 1.42 1.28 1.16 1.05 .95

3.56 2.72 2.21 1.89 1.63 1.42 1.27 1.15 1.05

3.58 2.76 2.25 1.88 1.62 1.43 1.28 1.16 1.07

3.61 2.79 2.27 1.91 1.64 1.45 1.30 1.18

5.06 3.67 2.85 2.31 1.94 1.67 1.48 1.33 1.23

8.00 5.17 3.77 2.93 2.39 2.00 1.73 1.54

9.02t 8.27 5.36 3.91 3.05 2.50 2.12
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Minimum Loads (t)
(m)

7.5
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2.5

2

1.5
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6

Up Cant Dn Cant Safety Factor: 67%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 265-285°

Fleet Number: RTE019 through to RTE021 7HU

Configuration: Rail -50..100mm Unlocked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

75
65 Stafford, ST16 3HS

285 4
295 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.48 2.85

2.92 2.42 2.00

2.92 2.47 2.07 1.72

2.91 2.47 2.11 1.77 1.48

3.45 2.89 2.47 2.13 1.81 1.52

4.14 3.39 2.86 2.43 2.12 1.83 1.54 1.30

4.06 3.33 2.81 2.41 2.10 1.85 1.56 1.31

3.97 3.27 2.77 2.39 2.08 1.85 1.57 1.32 1.11

3.86 3.20 2.72 2.35 2.06 1.84 1.56 1.33 1.12

3.80 3.16 2.69 2.34 2.05 1.85 1.56 1.32 1.12

3.73 3.13 2.66 2.31 2.05 1.83 1.55 1.31 1.11

4.66 3.72 3.09 2.63 2.31 2.05 1.80 1.52 1.29 1.10 .90

6.20 4.66 3.73 3.10 2.64 2.31 2.02 1.77 1.50 1.27 1.09 .89

5.91 4.55 3.72 3.10 2.63 2.27 1.98 1.73 1.46 1.25 1.07

7.08d 5.80 4.44 3.57 3.00 2.54 2.21 1.93 1.68 1.43 1.22 1.05

7.94 5.73 4.34 3.48 2.92 2.45 2.11 1.89 1.63 1.39 1.20 1.03

5.69 4.28 3.43 2.85 2.43 2.12 1.86 1.58 1.36 1.17 1.02

8.52 4.23 3.39 2.80 2.40 2.09 1.81 1.54 1.32 1.15

4.22 3.36 2.79 2.38 2.07 1.75 1.50 1.30 1.13

8.66 4.23 3.36 2.79 2.39 2.00 1.71 1.47 1.28

5.74 4.27 3.39 2.81 2.33 1.95 1.67 1.45 1.28

8.93 5.87 4.38 3.40 2.75 2.28 1.93 1.66

12.40t 9.12 5.91 4.32 3.35 2.73 2.27

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.47 2.81

2.89 2.40 1.98

2.91 2.42 2.04 1.71

2.88 2.41 2.05 1.74 1.47

3.44 2.84 2.39 2.02 1.74 1.49

4.14 3.33 2.79 2.33 1.98 1.71 1.49 1.29

3.96 3.21 2.66 2.26 1.94 1.69 1.46 1.28

3.81 3.05 2.56 2.18 1.88 1.64 1.44 1.26 1.11

3.72 2.91 2.44 2.09 1.82 1.59 1.41 1.24 1.09

3.65 2.80 2.30 1.99 1.74 1.54 1.36 1.21 1.08

3.61 2.70 2.18 1.90 1.68 1.50 1.33 1.19 1.06

4.49 3.34 2.60 2.08 1.82 1.62 1.44 1.29 1.16 1.04 .90

6.05 4.24 3.18 2.49 2.02 1.78 1.56 1.40 1.25 1.13 1.02 .88

5.32d 4.00 3.04 2.39 1.94 1.71 1.52 1.36 1.23 1.11 1.01

5.55d 4.99d 3.84 2.92 2.32 1.92 1.68 1.49 1.35 1.21 1.10 .99

5.09d 5.10 3.72 2.84 2.26 1.90 1.66 1.47 1.32 1.19 1.08 .98

4.99d 3.66 2.80 2.25 1.91 1.65 1.46 1.31 1.18 1.08 .98

3.65 2.80 2.27 1.91 1.65 1.46 1.31 1.18 1.08

3.68 2.83 2.29 1.94 1.67 1.47 1.31 1.19 1.10

3.71 2.87 2.33 1.96 1.69 1.48 1.33 1.21

5.18 3.77 2.92 2.37 1.99 1.72 1.51 1.36 1.26

8.24 5.30 3.86 3.00 2.44 2.06 1.77 1.57

8.88t 8.52 5.49 4.00 3.12 2.56 2.17
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(m)

7.5

7

0

5.5

5

4.5

4

3.5

3

2.5

2

1.5

1

0.5

6

Up Cant Dn Cant Safety Factor: 67%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 285-295°

Fleet Number: RTE019 through to RTE021 7GU

Configuration: Rail -50..100mm Unlocked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

65
55 Stafford, ST16 3HS

295 4
305 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.63 2.98

3.05 2.53 2.10

3.05 2.58 2.17 1.81

3.05 2.59 2.22 1.86 1.56

3.60 3.01 2.58 2.22 1.90 1.60

4.35 3.55 2.97 2.54 2.21 1.92 1.62 1.37

4.23 3.48 2.93 2.53 2.20 1.94 1.64 1.39

4.14 3.36 2.88 2.49 2.18 1.94 1.65 1.40 1.18

4.03 3.36 2.84 2.47 2.17 1.93 1.65 1.40 1.19

3.97 3.29 2.80 2.43 2.16 1.93 1.64 1.39 1.19

3.94 3.27 2.78 2.39 2.14 1.92 1.62 1.38 1.18

4.87 3.91 3.25 2.78 2.42 2.12 1.90 1.61 1.37 1.17 1.00

6.45 4.88 3.92 3.20 2.78 2.41 2.13 1.86 1.58 1.35 1.16 .98

6.23 4.79 3.88 3.16 2.76 2.39 2.08 1.82 1.55 1.32 1.14

7.07d 6.11 4.66 3.76 3.15 2.59 2.29 2.03 1.78 1.51 1.30 1.12

7.65d 6.05 4.57 3.68 3.07 2.62 2.27 1.99 1.73 1.47 1.27 1.10

5.98 4.45 3.62 3.00 2.57 2.23 1.96 1.68 1.44 1.24 1.09

9.01 4.47 3.56 2.97 2.52 2.20 1.91 1.63 1.40 1.22

11.93d 5.99 4.45 3.54 2.94 2.51 2.18 1.85 1.59 1.38 1.21

12.36t 4.45 3.54 2.94 2.52 2.11 1.80 1.55 1.36

6.07 4.50 3.58 2.96 2.45 2.07 1.77 1.54 1.35

9.52 6.20 4.61 3.58 2.90 2.41 2.04 1.76

12.04t 9.67 6.24 4.57 3.54 2.88 2.39

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.63 2.94

3.03 2.51 2.09

3.02 2.54 2.14 1.80

3.01 2.53 2.15 1.84 1.55

3.59 2.97 2.49 2.13 1.84 1.57

4.34 3.52 2.89 2.45 2.09 1.80 1.57 1.36

4.12 3.35 2.80 2.37 2.04 1.78 1.55 1.36

3.98 3.19 2.69 2.29 1.98 1.73 1.52 1.34 1.17

3.92 3.04 2.55 2.20 1.91 1.68 1.48 1.31 1.17

3.81 2.98 2.42 2.11 1.85 1.63 1.45 1.29 1.15

3.68 2.86 2.30 2.03 1.79 1.58 1.41 1.26 1.13

4.74 3.53 2.75 2.22 1.96 1.72 1.53 1.37 1.23 1.11 .99

6.37 4.48 3.36 2.63 2.14 1.87 1.68 1.49 1.34 1.21 1.09 .98

5.31d 4.24 3.23 2.55 2.08 1.83 1.63 1.46 1.31 1.19 1.08

5.50d 5.00d 4.07 3.10 2.46 2.04 1.79 1.59 1.42 1.28 1.17 1.07

5.10d 5.40 3.95 3.02 2.41 2.03 1.86 1.57 1.41 1.27 1.16 1.06

4.99d 3.90 2.98 2.40 2.03 1.76 1.57 1.40 1.26 1.15 1.06

3.88 2.99 2.43 2.04 1.77 1.56 1.40 1.26 1.16

3.93 3.01 2.44 2.06 1.78 1.57 1.40 1.27 1.17

3.94 3.05 2.47 2.08 1.80 1.59 1.42 1.29

5.51 4.00 3.10 2.52 2.12 1.83 1.61 1.45 1.34

8.75 5.63 4.10 3.18 2.59 2.18 1.89 1.67

8.75t 9.09 5.83 4.23 3.31 2.70 2.30
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Minimum Loads (t)
(m)

7.5
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6

Up Cant Dn Cant Safety Factor: 67%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 295-305°

Fleet Number: RTE019 through to RTE021 7FU

Configuration: Rail -50..100mm Unlocked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

55
45 Stafford, ST16 3HS

305 4
315 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.21 2.64

3.27 2.74 2.28

3.27 2.78 2.35 1.97

3.27 2.78 2.39 2.02 1.71

3.87 3.23 2.77 2.40 2.06 1.75

3.82 3.21 2.74 2.39 2.08 1.77 1.51

4.56 3.75 3.15 2.72 2.38 2.10 1.79 1.52

4.47 3.68 3.11 2.69 2.35 2.09 1.79 1.53 1.31

4.37 3.62 3.07 2.67 2.34 2.09 1.80 1.53 1.31

4.30 3.57 3.04 2.64 2.33 2.08 1.78 1.53 1.31

4.25 3.52 3.01 2.60 2.32 2.08 1.77 1.51 1.30

5.25 4.23 3.49 2.99 2.61 2.30 2.05 1.75 1.50 1.29 1.12

7.04 5.27 4.14 3.49 2.99 2.62 2.30 2.02 1.72 1.48 1.28 1.11

6.79 5.20 4.18 3.30 2.95 2.56 2.25 1.98 1.70 1.45 1.26

6.82d 6.67 5.08 4.09 3.40 2.91 2.52 2.21 1.94 1.66 1.43 1.24

7.70d 6.60 4.94 4.00 3.32 2.83 2.42 2.16 1.89 1.61 1.40 1.22

6.53 4.90 3.92 3.27 2.79 2.43 2.14 1.84 1.58 1.38 1.21

4.85 3.90 3.24 2.76 2.40 2.08 1.79 1.55 1.35

9.89 6.48 4.85 3.87 3.20 2.74 2.38 2.03 1.74 1.52 1.34

6.56 4.89 3.87 3.21 2.75 2.32 1.98 1.72 1.50

12.96d 6.64 4.92 3.91 3.23 2.69 2.27 1.95 1.70 1.50

10.41 6.78 5.04 3.91 3.17 2.64 2.25 1.94

11.96t 10.62 6.83 4.97 3.88 3.14 2.62

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.18 2.62

3.25 2.72 2.26

3.27 2.74 2.31 1.96

3.24 2.72 2.33 1.99 1.70

3.86 3.20 2.70 2.30 1.99 1.72

3.77 3.12 2.65 2.26 1.97 1.72 1.49

4.48 3.64 3.02 2.58 2.23 1.93 1.69 1.48

4.34 3.48 2.91 2.49 2.16 1.89 1.66 1.47 1.30

4.25 3.31 2.79 2.40 2.10 1.84 1.63 1.44 1.29

4.13 3.22 2.65 2.30 2.02 1.79 1.59 1.42 1.27

3.99 3.12 2.59 2.21 1.95 1.73 1.55 1.39 1.25

5.12 3.84 3.02 2.44 2.13 1.89 1.68 1.51 1.36 1.23 1.11

6.41d 4.88 3.68 2.91 2.37 2.14 1.84 1.65 1.48 1.33 1.21 1.10

5.30d 4.66 3.54 2.80 2.29 2.02 1.79 1.61 1.45 1.31 1.20

5.50d 4.99d 4.47 3.42 2.73 2.27 1.98 1.76 1.58 1.43 1.30 1.19

5.11d 5.49d 4.36 3.34 2.68 2.26 1.97 1.74 1.56 1.42 1.29 1.18

5.05d 4.30 3.30 2.67 2.26 2.00 1.74 1.56 1.40 1.28 1.18

4.29 3.31 2.68 2.29 1.96 1.73 1.55 1.40 1.29

4.30 3.33 2.72 2.29 1.98 1.74 1.56 1.41 1.30

4.34 3.37 2.74 2.31 2.00 1.76 1.58 1.43

6.09 4.41 3.43 2.79 2.35 2.03 1.79 1.61 1.48

9.69 6.21 4.51 3.51 2.86 2.41 2.08 1.85

8.55t 10.05 6.41 4.66 3.63 2.97 2.52
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Up Cant Dn Cant Safety Factor: 67%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 305-315°

Fleet Number: RTE019 through to RTE021 7EU

Configuration: Rail -50..100mm Unlocked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

45
35 Stafford, ST16 3HS

315 4
325 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.57 2.93

3.62 3.04 2.55

3.63 3.09 2.62 2.22

3.61 3.08 2.66 2.27 1.93

3.58 3.06 2.67 2.30 1.96

4.21 3.55 3.04 2.65 2.32 1.99 1.70

5.05 4.14 3.51 3.01 2.64 2.34 2.01 1.72

4.95 4.07 3.45 2.99 2.62 2.33 2.01 1.73 1.49

4.84 4.02 3.41 2.96 2.59 2.32 2.02 1.73 1.49

4.75 3.97 3.38 2.93 2.59 2.32 2.00 1.72 1.49

4.71 3.92 3.35 2.91 2.57 2.31 1.99 1.72 1.49 1.29

5.87 4.67 3.90 3.33 2.89 2.56 2.29 1.97 1.70 1.48 1.28

7.14d 5.87 4.57 3.90 3.34 2.91 2.57 2.26 1.94 1.68 1.46 1.28

7.11d 5.83 4.70 3.91 3.34 2.88 2.51 2.22 1.91 1.66 1.45 1.27

6.66d 7.45 5.64 4.56 3.82 2.97 2.80 2.47 2.18 1.87 1.63 1.42

7.47d 7.40 5.59 4.47 3.73 3.19 2.77 2.43 2.12 1.84 1.60 1.41

7.38 5.52 4.42 3.67 3.14 2.71 2.40 2.07 1.80 1.57 1.39

10.33d 5.50 4.36 3.64 3.10 2.70 2.35 2.03 1.77 1.55 1.38

11.33 7.40 5.48 4.35 3.62 3.09 2.69 2.29 1.99 1.74 1.54

11.46 5.51 4.36 3.61 3.09 2.62 2.25 1.95 1.72

7.53 5.55 4.40 3.64 3.02 2.57 2.22 1.94 1.72

7.66 5.65 4.42 3.58 2.98 2.54 2.21

11.68t 12.17 7.70 5.61 4.37 3.55 2.97

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.53 2.92

3.59 3.01 2.53

3.63 3.03 2.59 2.20

3.58 3.03 2.59 2.23 1.91

3.55 3.00 2.57 2.23 1.94

4.18 3.50 2.94 2.53 2.20 1.93 1.69

4.96 4.04 3.38 2.87 2.48 2.17 1.91 1.69

4.83 3.86 3.25 2.79 2.42 2.13 1.88 1.67 1.48

4.75 3.71 3.12 2.70 2.36 2.08 1.84 1.64 1.47

4.63 3.63 2.99 2.61 2.29 2.03 1.80 1.61 1.45

4.51 3.52 2.86 2.51 2.21 1.97 1.77 1.58 1.43 1.29

5.73 4.31 3.41 2.80 2.43 2.15 1.92 1.73 1.56 1.41 1.28

6.45d 5.51 4.17 3.32 2.70 2.36 2.10 1.88 1.69 1.53 1.39 1.27

5.41d 5.26 4.03 3.21 2.65 2.31 2.06 1.85 1.67 1.51 1.38 1.26

4.97d 4.99d 5.09 3.91 3.14 2.61 2.28 2.06 1.82 1.64 1.49 1.37

5.12d 5.50d 4.97 3.84 3.08 2.60 2.26 2.00 1.80 1.63 1.48 1.36

5.00d 4.91 3.78 3.06 2.59 2.27 2.00 1.79 1.62 1.48 1.36

4.90 3.78 3.09 2.61 2.27 1.99 1.79 1.62 1.48 1.38

4.93 3.82 3.11 2.62 2.27 2.01 1.80 1.63 1.50

4.96 3.86 3.14 2.65 2.29 2.03 1.82 1.65

6.93 5.03 3.92 3.19 2.69 2.32 2.05 1.84 1.69

7.06 5.13 4.00 3.27 2.75 2.38 2.11

8.32t 11.45 7.25 5.29 4.12 3.37 2.86
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Up Cant Dn Cant Safety Factor: 67%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 315-325°

Fleet Number: RTE019 through to RTE021 7DU

Configuration: Rail -50..100mm Unlocked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

35
25 Stafford, ST16 3HS

325 4
335 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.26 3.54

4.31 3.64 3.08

4.31 3.68 3.15 2.69

4.28 3.66 3.19 2.74 2.36

4.27 3.64 3.18 2.77 2.39

5.00 4.21 3.64 3.18 2.79 2.42 2.10

5.94 4.93 4.16 3.61 3.16 2.80 2.43 2.11

5.88 4.81 4.13 3.56 3.14 2.79 2.44 2.12 1.85

5.77 4.79 4.01 3.53 3.11 2.78 2.44 2.12 1.86

5.71 4.74 4.05 3.49 3.11 2.78 2.44 2.12 1.85

5.68 4.70 4.02 3.46 3.10 2.79 2.41 2.10 1.85 1.62

7.07 5.65 4.67 4.00 3.49 3.09 2.75 2.39 2.09 1.84 1.62

6.41d 7.04 5.66 4.68 3.99 3.48 3.08 2.73 2.37 2.06 1.82 1.61

6.99d 6.96 5.56 4.47 3.98 3.46 3.04 2.68 2.34 2.04 1.80 1.60

6.41d 8.27d 6.89 5.53 4.58 3.93 3.37 2.99 2.65 2.30 2.02 1.78

7.46d 9.06 6.72 5.43 4.50 3.86 3.36 2.95 2.60 2.26 1.99 1.76

9.00 6.71 5.35 4.46 3.81 3.29 2.92 2.54 2.23 1.96 1.75

6.69 5.33 4.43 3.75 3.29 2.88 2.49 2.19 1.94 1.74

11.46t 6.69 5.30 4.40 3.76 3.27 2.82 2.45 2.16 1.93

11.94d 6.71 5.33 4.40 3.76 3.20 2.76 2.42 2.14 1.92

9.19 6.75 5.37 4.43 3.70 3.16 2.74 2.40 2.14

9.35 6.87 5.37 4.38 3.66 3.13 2.72

11.41t 14.88 9.42 6.85 5.35 4.36 3.65 3.13

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.22 3.51

4.31 3.61 3.06

4.30 3.64 3.11 2.67

4.27 3.62 3.11 2.70 2.34

4.21 3.59 3.10 2.70 2.37

4.96 4.14 3.54 3.06 2.67 2.35 2.08

5.90 4.81 4.04 3.46 3.00 2.64 2.34 2.07

5.78 4.64 3.93 3.39 2.95 2.59 2.30 2.06 1.84

5.70 4.50 3.79 3.29 2.88 2.54 2.27 2.03 1.82

5.57 4.42 3.66 3.20 2.80 2.49 2.23 2.00 1.81

5.45 4.32 3.54 3.09 2.73 2.44 2.19 1.97 1.79 1.62

6.95 5.28 4.22 3.47 3.01 2.67 2.39 2.15 1.94 1.77 1.61

6.41d 6.47d 5.13 4.10 3.37 2.94 2.61 2.35 2.12 1.92 1.75 1.60

5.31d 5.55d 4.97 4.00 3.31 2.89 2.57 2.31 2.08 1.90 1.73 1.59

4.97d 4.99d 5.14d 4.85 3.92 3.27 2.86 2.57 2.28 2.06 1.88 1.72

5.13d 4.97d 5.01d 4.77 3.87 3.26 2.84 2.52 2.26 2.05 1.87 1.72

5.00d 4.97d 4.74 3.85 3.26 2.84 2.51 2.26 2.04 1.86 1.72

4.96d 4.74 3.86 3.27 2.85 2.51 2.25 2.04 1.87 1.73

6.11 4.76 3.91 3.31 2.85 2.53 2.26 2.05 1.88

6.16 4.80 3.93 3.32 2.88 2.54 2.28 2.07 1.92

8.58 6.24 4.87 3.97 3.36 2.91 2.57 2.31 2.11

8.73 6.34 4.95 4.05 3.42 2.96 2.62

8.11t 13.88t 8.92 6.50 5.08 4.16 3.53 3.11
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Up Cant Dn Cant Safety Factor: 67%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 325-335°

Fleet Number: RTE019 through to RTE021 7CU

Configuration: Rail -50..100mm Unlocked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

25
15 Stafford, ST16 3HS

335 4
345 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

5.45 4.58

5.26s 4.69 4.00

5.11s 4.70 4.07 3.52

5.25s 4.69 4.10 3.57 3.11

5.43 4.66 4.09 3.60 3.14

5.93s 5.36 4.64 4.08 3.61 3.17 2.78

7.35d 6.24 5.33 4.60 4.05 3.60 3.19 2.80 2.47

7.51 6.21 5.28 4.58 4.02 3.58s 3.19 2.81 2.48

7.39 6.11 5.23 4.53 4.00 3.58s 3.19 2.81 2.49

7.33 6.09 5.19 4.51 3.98s 3.57s 3.18 2.81 2.48

7.24 6.02 5.16 4.47 3.96 3.57s 3.17 2.79 2.48 2.21

8.78d 7.27 6.02 5.14s 4.48s 3.97s 3.54 3.15 2.77 2.47 2.21

6.44d 9.02 7.21 6.02 5.13 4.47 3.94t 3.51 3.13 2.75 2.45 2.19

6.86d 8.97 7.13t 5.96 5.05 4.42 3.90 3.48 3.08 2.72 2.43 2.18

6.10d 8.15d 8.93 7.09 5.90 5.00 4.39 3.87 3.46 3.04 2.70 2.42

7.40d 9.91d 8.90 7.07 5.86 5.01 4.35 3.84 3.42 3.01 2.67 2.39

11.92 8.86 7.03 5.86 4.96 4.34 3.83 3.37 2.97 2.65 2.38

11.66d 8.79 7.01 5.81 4.96 4.31 3.80 3.32 2.94 2.63 2.37

14.20d 11.95 8.82 6.99 5.80 4.94 4.31 3.73 3.27 2.91 2.61

17.19d 12.00 8.84 7.00 5.80 4.95 4.25 3.69 3.25 2.89 2.60

18.09t 12.11 8.91 7.04 5.83 4.89 4.20 3.65 3.23 2.89

12.29 9.04 7.07 5.77 4.85 4.16 3.64 3.23

11.26t 19.29 12.40 9.01 7.05 5.76 4.84 4.17

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

5.02s 4.56

5.11s 4.21d 3.98

5.11s 4.37s 3.86d 3.50

5.24s 4.60s 3.77s 3.53 3.09

5.19s 4.45s 3.76s 3.52 3.11

5.92s 4.98s 4.30s 3.75s 3.40s 3.10 2.76

7.13s 5.84s 4.94s 4.26s 3.73s 3.30s 3.08 2.76 2.47

6.98s 5.76s 5.04s 4.21s 3.71s 3.28s 3.05 2.74 2.47

7.03s 5.66s 4.82s 4.17s 3.67s 3.28s 3.01 2.71 2.46

6.74s 5.60s 4.83 4.14s 3.65s 3.27s 2.98 2.68 2.43

6.69s 5.54s 4.72 4.12s 3.64s 3.00t 2.93 2.66 2.42 2.20

8.41s 6.97 5.62 4.66 4.04 3.58 2.64t 2.89 2.63 2.39 2.20

6.44d 6.49d 6.77 5.48 4.56 3.97 2.98t 2.76t 2.86 2.60 2.38 2.18

5.31d 5.63d 4.95t 4.32t 3.62t 3.67t 3.04t 2.92t 2.83 2.58 2.36 2.17

4.98d 4.99d 5.14d 5.42d 4.62t 3.95t 3.54t 3.39t 3.10 2.81 2.56 2.35

5.14d 4.97d 5.07d 5.20d 5.23 4.44 3.85t 3.43 3.09 2.79 2.55 2.34

5.01d 4.97d 5.11d 5.23 4.45 3.87 3.42 3.07 2.79 2.54 2.34

5.09d 5.44d 5.24 4.45 3.88 3.42 3.07 2.78 2.55 2.36

6.61d 6.43 5.29 4.49 3.88 3.43 3.08 2.79 2.56

8.28 6.48 5.31 4.51 3.91 3.45 3.10 2.82 2.60

11.49 8.35 6.54 5.36 4.54 3.94 3.49 3.13 2.85

11.63 8.47 6.64 5.44 4.60 3.99 3.53 3.22

7.96t 13.57t 11.86 8.63 6.76 5.55 4.72 4.12
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Up Cant Dn Cant Safety Factor: 67%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 335-345°

Fleet Number: RTE019 through to RTE021 7BU

Configuration: Rail -50..100mm Unlocked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

15
355 Stafford, ST16 3HS
345 4

5 356
20

340 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.73s 3.38d

3.46s 3.49s 3.63d

3.44s 3.47s 3.43t

3.43s 3.34s 3.38t 3.19t

3.50s 3.53s 3.50s 3.38t 3.23t

4.09d 3.93s 3.72s 3.63s 3.42t 3.23t 3.06t

5.01d 4.69s 4.27s 3.99s 3.75s 3.48t 3.25t 3.09t 2.52d

4.98s 5.37s 4.69s 4.28s 3.88t 3.55t 3.30t 3.11t 2.91d

4.90s 5.59s 5.21t 4.51t 4.02t 3.65t 3.36t 3.14t 2.99t

5.09s 5.73s 5.66t 4.78t 4.19t 3.77t 3.45t 3.20t 3.04t

5.78s 6.17s 6.19t 5.11t 4.39t 3.90t 3.54t 3.27t 3.09t 2.74d

6.01s 6.42s 6.66d 6.57s 5.47t 4.62t 4.06t 3.65t 3.35t 3.15t 2.84t

6.06t 6.93s 6.94s 6.74s 5.86t 4.86t 4.23t 3.78t 3.45t 3.22t 2.90t

4.45d 6.62d 7.39t 7.33s 6.96s 6.23t 5.12t 4.40t 3.91t 3.55t 3.31t 2.92t

3.82d 5.33d 7.46d 8.25s 7.80d 7.24s 6.42s 5.37t 4.59t 4.05t 3.67t 3.41t

4.93d 6.59d 8.62d 9.03s 8.24d 7.41s 6.48s 5.63t 4.78t 4.20t 3.79t 3.48t

8.00d 10.30d 9.75s 8.65s 7.48s 6.50s 5.76s 4.97t 4.35t 3.93t 3.50t

12.11d 10.38d 8.85s 7.50s 6.54s 5.78s 5.16t 4.51t 4.06t 3.41t

11.82d 13.12s 10.77s 8.90s 7.56s 6.58s 5.82s 5.23s 4.68t 4.10t

13.77s 10.89s 8.97s 7.63s 6.64s 5.90s 5.29s 4.63s 3.64d

18.45d 13.99s 11.02s 9.09s 7.77s 6.75s 5.89s 5.06s 4.13s

19.43s 14.22s 11.17s 9.17s 7.68s 6.52s 5.44s 4.37s

7.45t 12.91t 18.55s 13.55s 10.60s 8.53s 6.98s 5.63s

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.40s 3.09d

3.46s 2.90s 2.82d

2.93s 2.82s 2.64d

2.93s 2.54s 2.49d 2.46d

3.41s 2.92s 2.53s 2.42d 2.35d

4.00s 3.36s 2.89s 2.59s 2.22s 2.28d 2.29d

4.80s 3.95s 3.33s 2.87s 2.50s 2.22s 2.29d 2.27d 2.26d

4.71s 3.87s 3.28s 2.84s 2.49s 2.21s 2.21d 2.21d 2.22d

4.75s 3.93s 3.24s 2.89s 2.47s 2.20s 2.26d 2.24d 2.24d

4.54s 3.77s 3.48s 2.96s 2.45s 2.20s 2.46d 2.22d 2.24d

4.78s 3.74s 3.18s 2.76s 2.45s 2.16t 2.40t 2.28d 2.24d 2.32d

5.85s 4.49s 3.71s 3.17s 2.76s 2.66s 1.77t 2.40t 2.36d 2.28d 2.30d

4.35d 4.31t 3.72s 3.36s 2.68t 2.08t 1.85t 2.43d 2.47d 2.42d 2.33d

3.56d 3.69d 3.52t 3.95t 2.54t 2.20t 2.04t 2.03t 2.57d 2.53d 2.49d 2.41d

3.34d 3.39d 3.44d 3.62d 3.10t 4.23t 2.38t 2.27t 2.10t 2.75d 2.63d 2.57d

3.46d 3.33d 3.35d 3.48d 3.53t 3.32t 2.60t 2.38t 2.57t 2.96d 2.68d 2.55d

3.36d 3.33d 3.47d 4.01t 3.30t 2.86t 2.62t 3.14d 2.97d 2.92d 2.62d

3.33d 3.54d 4.58t 3.71t 3.20t 3.22t 3.45d 3.30d 2.91d 2.79d

4.33d 5.13d 5.57t 4.26t 3.68t 4.34d 3.73d 3.48d 3.15d

6.16d 6.73d 6.36t 4.99t 5.40t 4.46d 3.91d 3.50d 3.09d

7.60d 8.04d 8.77s 7.16s 6.39s 5.71s 4.89d 4.29d 3.62d

10.05d 11.03d 8.89s 7.23s 6.19s 5.38s 4.72s 4.19d

5.20t 8.87t 14.03d 11.33s 8.90s 7.32s 6.23s 5.43s

RTE019 through to RTE021
Unlocked 01/06/2020

7aUT

Rail-Ability Ltd, Tollgate Drive

Tel: 01785 214747
mail@railability.co.uk

Rated Lift Capacity Chart

Machine type:
Configuration:

Equipment:

Fleet Number:

RA310
Rail -50..100mm Unlocked Tandem
1.9 + 3.4 + 2.1

Floating Axle:

7.5

7

6.5

6

Maximum Loads (t)
(m)

Safety Factor: 58% (67% of 87%)

5.5

5

4.5

4

3.5

3

2.5

2

1.5

1

0.5

0

-0.5

-1

-1.5

-2

-2.5

-3

-3.5

7.5

Minimum Loads (t)
(m)

4

3.5

3

2.5

7

6.5

6

5.5

5

-3

-3.5

Sector: 345-5°

Up Cant Dn Cant

-0.5

-1

-1.5

-2

-2.5

2

1.5

1

0.5

0

4.5
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350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.88 2.39

2.45 2.07

2.46 2.11 1.80

2.44 2.12 1.83 1.58

2.86 2.44 2.10 1.86 1.60 1.38

2.81 2.41 2.10 1.86 1.62 1.40

4.06 3.31 2.77 2.39 2.09 1.85 1.62 1.41 1.22

3.94 3.25 2.73 2.37 2.07 1.84 1.63 1.41 1.23

3.19 2.72 2.35 2.06 1.84 1.63 1.42 1.24

3.83 3.15 2.68 2.31 2.05 1.83 1.63 1.41 1.23 1.08

3.78 3.14 2.66 2.31 2.04 1.83 1.62 1.40 1.22 1.08

3.79 3.13 2.65 2.30 2.02 1.83 1.60 1.39 1.22 1.07

4.83 3.72 3.10 2.65 2.30 2.04 1.81 1.58 1.38 1.21 1.07

4.08d 4.76 3.77 3.08 2.64 2.31 2.03 1.79 1.56 1.36 1.19 1.06

3.46d 5.08d 4.69 3.74 3.10 2.63 2.28 1.99 1.76 1.54 1.34 1.18 1.05

6.25d 4.62 3.67 3.03 2.57 2.23 1.97 1.73 1.51 1.32 1.17

6.27 4.59 3.62 3.00 2.55 2.19 1.94 1.70 1.48 1.30 1.15

6.77d 4.57 3.60 2.98 2.51 2.19 1.92 1.67 1.45 1.29 1.15

4.57 3.59 2.96 2.51 2.18 1.88 1.63 1.43 1.27

7.60t 6.33 4.59 3.59 2.92 2.52 2.15 1.85 1.61 1.42 1.27

6.43 4.63 3.63 2.99 2.49 2.11 1.82 1.60 1.42

6.55 4.72 3.65 2.95 2.46 2.09 1.81 1.59

10.80 6.62 4.72 3.64 2.93 2.45 2.09

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.87 2.38

2.43 2.06

2.46 2.08 1.79

2.44 2.08 1.80 1.57

2.85 2.41 2.08 1.80 1.58 1.37

2.79 2.38 2.04 1.78 1.57 1.38

4.02 3.27 2.73 2.34 2.00 1.76 1.56 1.38 1.22

3.94 3.15 2.64 2.26 1.96 1.73 1.53 1.36 1.22

3.06 2.54 2.19 1.92 1.69 1.50 1.35 1.21

3.81 3.00 2.44 2.12 1.86 1.65 1.48 1.32 1.19 1.07

3.72 2.93 2.38 2.06 1.82 1.62 1.44 1.30 1.18 1.07

3.60 2.84 2.35 2.01 1.77 1.58 1.42 1.28 1.17 1.06

4.33d 3.49 2.76 2.27 1.95 1.74 1.55 1.40 1.27 1.15 1.05

3.53d 3.68d 3.36 2.69 2.22 1.92 1.70 1.53 1.38 1.25 1.14 1.05

3.35d 3.34d 3.43d 3.29 2.64 2.17 1.90 1.68 1.50 1.36 1.24 1.13 1.04

3.34d 3.34d 3.23 2.60 2.17 1.89 1.67 1.49 1.35 1.23 1.13

3.37d 3.33d 3.20 2.58 2.17 1.88 1.67 1.49 1.34 1.23 1.13

3.02d 3.21 2.59 2.18 1.89 1.66 1.48 1.34 1.23 1.13

4.10d 3.22 2.61 2.19 1.90 1.67 1.49 1.35 1.24

4.22 3.25 2.63 2.21 1.91 1.68 1.50 1.36 1.26

5.99 4.27 3.30 2.67 2.24 1.93 1.70 1.52 1.39

6.09 4.34 3.35 2.71 2.28 1.96 1.73 1.56

8.37t 6.25 4.44 3.43 2.78 2.34 2.03
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Minimum Loads (t)
(m)

7.5

7

0

5.5

5

4.5

4

3.5

3

2.5

2

1.5

1

0.5

6

Up Cant Dn Cant Safety Factor: 45% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 5-15°

Fleet Number: RTE019 through to RTE021 7bUT

Configuration: Rail -50..100mm Unlocked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1
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350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.84

1.89 1.58

1.90 1.62 1.36

1.90 1.63 1.39 1.17

1.88 1.62 1.41 1.20 1.01

2.18 1.85 1.60 1.41 1.21 1.03

2.15 1.84 1.59 1.40 1.23 1.04 .89

2.48 2.11 1.80 1.57 1.39 1.23 1.05 .89

2.46 2.03 1.79 1.56 1.39 1.23 1.05 .90

2.41 2.04 1.77 1.55 1.38 1.23 1.04 .89 .77

2.90 2.39 2.02 1.75 1.54 1.38 1.21 1.04 .89 .76

2.88 2.37 2.00 1.73 1.54 1.38 1.20 1.02 .88 .76

3.67 2.89 2.38 2.01 1.74 1.54 1.37 1.18 1.01 .87 .75

3.93d 3.65 2.90 2.19 2.02 1.75 1.54 1.35 1.16 .99 .85 .74

3.42d 4.76 3.55 2.82 2.32 2.00 1.72 1.50 1.32 1.13 .97 .84 .73

4.76 3.50 2.76 2.29 1.94 1.65 1.47 1.30 1.11 .95 .83

4.74 3.46 2.72 2.25 1.91 1.65 1.45 1.26 1.08 .93 .81

3.42 2.70 2.22 1.89 1.63 1.44 1.22 1.05 .92 .81

7.16d 7.73 4.72 3.42 2.69 2.21 1.88 1.63 1.39 1.19 1.03 .90

3.46 2.70 2.22 1.87 1.59 1.35 1.17 1.02 .90

8.02t 8.03 3.49 2.73 2.23 1.85 1.55 1.33 1.15 1.01

4.98 3.57 2.74 2.20 1.82 1.54 1.32 1.15

8.45 5.04 3.56 2.72 2.18 1.81 1.53

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.82

1.88 1.57

1.89 1.59 1.35

1.88 1.59 1.37 1.17

1.86 1.59 1.36 1.17 1.01

2.17 1.83 1.55 1.34 1.17 1.01

2.11 1.77 1.52 1.32 1.15 1.01 .88

2.40 2.01 1.70 1.47 1.28 1.13 1.00 .88

2.32 1.91 1.64 1.42 1.25 1.10 .98 .87

2.26 1.81 1.57 1.37 1.21 1.07 .96 .85 .76

2.83 2.18 1.75 1.51 1.32 1.17 1.04 .94 .84 .75

2.73 2.11 1.70 1.46 1.28 1.14 1.02 .91 .82 .74

3.50 2.58 2.02 1.64 1.40 1.25 1.11 .99 .90 .81 .74

3.54d 3.32 2.48 1.95 1.58 1.36 1.22 1.09 .97 .88 .80 .73

3.38d 3.33d 3.18 2.40 1.89 1.54 1.35 1.19 1.06 .96 .87 .79 .73

3.14d 3.11 2.34 1.85 1.54 1.33 1.18 1.06 .95 .86 .79

3.38d 3.07 2.31 1.84 1.54 1.32 1.17 1.04 .94 .86 .79

2.85d 2.31 1.85 1.54 1.33 1.17 1.04 .94 .86 .79

3.06 2.34 1.87 1.56 1.34 1.18 1.05 .95 .87

3.09 2.35 1.89 1.58 1.35 1.19 1.06 .96 .89

3.14 2.39 1.92 1.60 1.38 1.21 1.08 .98

4.55 3.20 2.44 1.96 1.64 1.41 1.24 1.11

7.89 4.68 3.29 2.52 2.03 1.70 1.47
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Minimum Loads (t)
(m)

7.5

7
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5.5

5

4.5

4

3.5

3

2.5

2

1.5

1

0.5

6

Up Cant Dn Cant Safety Factor: 45% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 15-25°

Fleet Number: RTE019 through to RTE021 7cUT

Configuration: Rail -50..100mm Unlocked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.55

1.61 1.33

1.60 1.37 1.14

1.61 1.38 1.17 .97

1.60 1.37 1.18 .99 .83

1.86 1.57 1.35 1.18 1.01 .84

2.17 1.81 1.55 1.34 1.18 1.02 .85 .71

2.12 1.76 1.52 1.32 1.16 1.03 .86 .72

2.07 1.74 1.49 1.31 1.15 1.02 .86 .72

2.02 1.69 1.42 1.29 1.15 1.02 .86 .72 .57

2.41 2.00 1.69 1.44 1.27 1.15 1.02 .85 .72 .56

2.41 1.98 1.67 1.44 1.27 1.15 1.00 .84 .71 .56

3.10 2.37 1.97 1.68 1.45 1.29 1.14 .98 .82 .70 .54

3.85d 3.08 2.43 1.98 1.69 1.46 1.28 1.12 .95 .80 .68 .53

3.39d 3.99 2.98 2.38 1.96 1.61 1.42 1.25 1.09 .93 .78 .66 .52

3.96 2.87 2.31 1.91 1.62 1.39 1.22 1.07 .90 .76 .64

3.95 2.86 2.27 1.87 1.59 1.37 1.19 1.03 .87 .75 .62

2.83 2.23 1.84 1.56 1.35 1.18 .99 .85 .73 .61

2.84 2.23 1.82 1.55 1.34 1.14 .96 .83 .71

7.49t 6.60 2.88 2.23 1.83 1.55 1.30 1.10 .94 .81 .71

2.91 2.26 1.85 1.52 1.27 1.08 .93 .80

4.17 2.98 2.29 1.82 1.49 1.25 1.07 .92

7.17 4.25 2.97 2.25 1.80 1.48 1.25

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.54

1.59 1.31

1.60 1.34 1.13

1.60 1.35 1.14 .96

1.57 1.33 1.14 .97 .82

1.83 1.54 1.30 1.11 .96 .83

2.14 1.76 1.48 1.26 1.09 .94 .82 .71

2.02 1.69 1.42 1.22 1.06 .92 .81 .71

1.95 1.58 1.36 1.17 1.02 .90 .79 .69

1.89 1.48 1.29 1.12 .98 .87 .77 .68 .56

2.37 1.81 1.43 1.22 1.07 .94 .84 .75 .66 .55

2.27 1.72 1.36 1.17 1.03 .91 .81 .73 .64 .54

2.93 2.14 1.64 1.31 1.11 .99 .88 .79 .71 .62 .52

3.53d 2.74 2.02 1.57 1.26 1.08 .97 .85 .77 .69 .60 .51

3.35d 3.38d 2.61 1.95 1.51 1.22 1.06 .94 .84 .75 .68 .58 .51

2.96d 2.53 1.88 1.47 1.21 1.05 .93 .82 .74 .67 .58

3.42d 2.47 1.85 1.45 1.21 1.04 .91 .82 .73 .66 .58

2.46 1.85 1.46 1.22 1.05 .92 .81 .73 .66 .59

2.49 1.87 1.48 1.23 1.05 .92 .82 .74 .67

2.51 1.89 1.51 1.25 1.07 .93 .83 .75 .69

2.55 1.93 1.54 1.28 1.09 .95 .85 .77

3.75 2.61 1.98 1.58 1.31 1.12 .98 .88

6.63 3.88 2.70 2.05 1.64 1.37 1.18
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Minimum Loads (t)
(m)
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6

Up Cant Dn Cant Safety Factor: 45% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 25-35°

Fleet Number: RTE019 through to RTE021 7dUT

Configuration: Rail -50..100mm Unlocked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.38

1.43 1.17

1.43 1.22 1.00

1.42 1.22 1.03 .84

1.41 1.21 1.05 .87 .71

1.65 1.40 1.19 1.04 .88 .73

1.93 1.61 1.37 1.18 1.03 .90 .74 .57

1.88 1.57 1.34 1.17 1.02 .90 .75 .58

1.83 1.54 1.31 1.14 1.01 .90 .74 .58

1.78 1.48 1.30 1.14 1.01 .89 .74 .58 .42

2.15 1.75 1.49 1.25 1.13 1.00 .89 .74 .57 .41

2.13 1.75 1.47 1.26 1.12 1.00 .87 .72 .56 .41

2.73 2.13 1.74 1.47 1.27 1.13 1.01 .85 .71 .55 .40

3.59 2.73 2.11 1.67 1.47 1.28 1.12 .98 .83 .69 .52 .38

3.35d 3.52 2.61 2.08 1.73 1.47 1.24 1.09 .95 .80 .66 .50 .37

3.49 2.57 2.02 1.68 1.42 1.22 1.06 .93 .78 .63 .48

3.48 2.53 1.99 1.63 1.38 1.19 1.04 .89 .74 .61 .46

2.50 1.95 1.61 1.36 1.17 1.02 .85 .72 .58 .45

2.50 1.94 1.59 1.34 1.16 .98 .82 .70 .56

3.52 2.51 1.95 1.59 1.35 1.13 .94 .80 .68 .55

5.98 3.57 2.54 1.98 1.62 1.32 1.10 .92 .79 .68

3.67 2.62 2.00 1.57 1.29 1.07 .91 .78

6.42 3.73 2.61 1.97 1.56 1.28 1.07 .91

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.36

1.43 1.16

1.43 1.19 .99

1.42 1.19 1.00 .84

1.40 1.17 1.00 .85 .71

1.64 1.36 1.15 .98 .84 .71

1.91 1.60 1.32 1.11 .95 .82 .71 .56

1.78 1.48 1.25 1.06 .92 .80 .69 .55

1.71 1.38 1.18 1.02 .88 .77 .67 .54

1.65 1.29 1.11 .96 .84 .74 .63 .52 .41

2.12 1.57 1.22 1.05 .92 .80 .71 .61 .50 .40

1.99 1.50 1.16 .99 .87 .77 .68 .58 .47 .39

2.58 1.87 1.41 1.11 .93 .83 .74 .65 .55 .45 .37

3.52d 2.39 1.75 1.34 1.06 .90 .81 .71 .62 .52 .44 .36

3.35d 3.30 2.25 1.66 1.28 1.02 .88 .79 .70 .60 .50 .42 .36

2.86d 2.18 1.60 1.24 1.00 .87 .78 .68 .58 .49 .42

3.11 2.11 1.57 1.22 1.01 .86 .76 .67 .57 .48 .41

2.11 1.56 1.23 1.01 .87 .76 .67 .57 .48 .42

2.13 1.58 1.26 1.04 .87 .77 .68 .57 .50

2.15 1.61 1.27 1.05 .89 .78 .69 .59 .52

2.19 1.64 1.30 1.07 .91 .80 .71 .63

3.26 2.25 1.69 1.34 1.11 .94 .83 .74

5.79 3.39 2.34 1.77 1.40 1.16 1.00 .90
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Up Cant Dn Cant Safety Factor: 45% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 35-45°

Fleet Number: RTE019 through to RTE021 7eUT

Configuration: Rail -50..100mm Unlocked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

315
305 Stafford, ST16 3HS

45 4
55 356
10

350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.29

1.33 1.09

1.34 1.13 .92

1.34 1.14 .95 .78

1.32 1.13 .97 .80 .64

1.53 1.30 1.12 .96 .82 .66

1.80 1.50 1.27 1.09 .95 .83 .68 .49

1.75 1.46 1.25 1.08 .95 .83 .69 .50

1.68 1.43 1.22 1.06 .94 .83 .68 .50

1.66 1.38 1.20 1.05 .93 .83 .68 .50 .34

1.99 1.63 1.38 1.16 1.04 .93 .81 .67 .49 .34

1.88 1.61 1.37 1.16 1.04 .93 .80 .65 .47 .33

2.53 1.98 1.61 1.35 1.18 1.04 .93 .79 .63 .46 .32

3.35 2.54 1.99 1.61 1.37 1.19 1.05 .91 .76 .60 .44 .31

3.27 2.43 1.95 1.61 1.32 1.17 1.01 .88 .74 .57 .42 .29

3.25 2.37 1.88 1.54 1.29 1.13 .98 .85 .71 .54 .40 .28

3.21 2.33 1.82 1.51 1.26 1.08 .96 .82 .68 .51 .38

6.56d 2.30 1.81 1.47 1.23 1.08 .94 .78 .64 .49 .36

5.37 2.31 1.79 1.47 1.24 1.07 .90 .75 .61 .46

2.31 1.80 1.46 1.24 1.04 .86 .72 .58 .46

2.35 1.82 1.49 1.22 1.00 .84 .71 .57

3.40 2.42 1.85 1.46 1.18 .98 .82 .71

5.91 3.47 2.42 1.81 1.43 1.17 .97 .83

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.27

1.33 1.08

1.34 1.11 .91

1.34 1.11 .92 .77

1.31 1.09 .92 .78 .63

1.53 1.27 1.07 .91 .77 .64

1.79 1.47 1.22 1.04 .87 .75 .63 .48

1.66 1.37 1.16 .98 .84 .73 .61 .47

1.60 1.27 1.08 .93 .81 .70 .58 .46

1.53 1.17 1.01 .88 .77 .67 .54 .44 .33

1.95 1.47 1.12 .94 .83 .73 .63 .51 .41 .32

1.83 1.37 1.07 .88 .79 .70 .58 .48 .39 .31

2.41 1.72 1.29 1.01 .88 .75 .65 .55 .45 .37 .29

3.29 2.21 1.61 1.21 .95 .80 .72 .61 .52 .43 .35 .28

3.05 2.07 1.52 1.16 .91 .78 .69 .59 .50 .41 .34 .28

2.68d 1.99 1.46 1.11 .89 .77 .69 .56 .48 .39 .33 .28

2.86 1.93 1.42 1.09 .90 .77 .67 .56 .46 .39 .33

1.92 1.41 1.10 .92 .77 .68 .55 .47 .39 .34

1.94 1.44 1.12 .93 .78 .68 .56 .47 .40

1.96 1.45 1.14 .94 .79 .69 .58 .49 .43

2.00 1.49 1.17 .96 .82 .71 .61 .53

2.99 2.06 1.54 1.21 1.00 .85 .74 .66

5.36 3.11 2.14 1.61 1.28 1.05 .90 .81
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Minimum Loads (t)
(m)
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Up Cant Dn Cant Safety Factor: 45% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 45-55°

Fleet Number: RTE019 through to RTE021 7fUT

Configuration: Rail -50..100mm Unlocked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

305
295 Stafford, ST16 3HS

55 4
65 356
10

350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.24

1.29 1.05

1.29 1.09 .89

1.29 1.09 .92 .74

1.27 1.08 .93 .77 .59

1.48 1.25 1.07 .93 .79 .62

1.74 1.45 1.22 1.05 .92 .79 .63 .44

1.66 1.40 1.20 1.03 .91 .80 .64 .45

1.63 1.37 1.17 1.02 .90 .80 .64 .46 .30

1.58 1.34 1.15 1.01 .88 .80 .64 .45 .30

1.90 1.55 1.30 1.13 1.00 .89 .79 .63 .45 .30

1.89 1.55 1.31 1.13 .96 .89 .77 .61 .43 .29

2.43 1.86 1.55 1.31 1.13 .99 .89 .75 .58 .42 .28

3.22 2.42 1.90 1.56 1.31 1.13 .99 .87 .73 .55 .40 .26

3.15 2.34 1.86 1.51 1.31 1.10 .97 .84 .70 .53 .38 .25

3.09 2.26 1.79 1.49 1.26 1.04 .93 .82 .67 .49 .35 .24

3.08 2.24 1.76 1.44 1.22 1.05 .91 .78 .63 .47 .33

6.50t 2.22 1.72 1.42 1.20 1.02 .90 .74 .59 .44 .32

5.12 2.19 1.72 1.40 1.18 1.02 .86 .71 .55 .42

5.25 2.22 1.71 1.40 1.18 .99 .82 .69 .53 .41

7.89t 2.25 1.74 1.42 1.16 .95 .79 .67 .52

3.29 2.33 1.77 1.39 1.13 .93 .78 .66

5.73 3.35 2.31 1.74 1.37 1.12 .93 .78

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.23

1.28 1.04

1.29 1.07 .88

1.29 1.07 .89 .74

1.26 1.05 .88 .74 .58

1.48 1.22 1.03 .87 .74 .59

1.73 1.43 1.17 .99 .84 .72 .58 .44

1.60 1.32 1.11 .94 .80 .69 .56 .43

1.54 1.22 1.04 .89 .77 .66 .53 .41 .30

1.47 1.13 .97 .84 .73 .61 .50 .39 .29

1.90 1.39 1.07 .89 .78 .69 .58 .47 .37 .28

1.77 1.32 1.01 .83 .74 .64 .53 .43 .34 .27

2.32 1.65 1.22 .95 .79 .70 .61 .50 .41 .32 .25

3.19 2.12 1.54 1.16 .90 .76 .66 .57 .46 .38 .31 .24

1.90d 1.97 1.44 1.09 .85 .73 .63 .53 .44 .36 .29 .24

2.59d 1.90 1.37 1.05 .84 .72 .61 .51 .42 .35 .29 .24

2.73 1.82 1.34 1.03 .84 .77 .62 .50 .41 .34 .28

1.82 1.34 1.04 .85 .72 .61 .50 .41 .34 .29

1.84 1.35 1.05 .86 .74 .61 .50 .42 .35

1.86 1.38 1.08 .88 .75 .63 .52 .44 .38

1.90 1.41 1.11 .91 .77 .66 .55 .47

2.86 1.96 1.46 1.15 .94 .80 .70 .60

5.11 2.97 2.04 1.53 1.21 .99 .85 .76
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Minimum Loads (t)
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Up Cant Dn Cant Safety Factor: 45% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 55-65°

Fleet Number: RTE019 through to RTE021 7gUT

Configuration: Rail -50..100mm Unlocked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

295
275 Stafford, ST16 3HS

65 4
85 356
20

340 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.22

1.27 1.04

1.07 .87

1.27 1.08 .91 .73

1.25 1.07 .92 .76 .57

1.47 1.23 1.06 .91 .77 .60

1.42 1.21 1.03 .90 .79 .62 .43

1.66 1.38 1.17 1.02 .89 .79 .62 .44

1.61 1.34 1.15 1.00 .88 .79 .63 .44 .29

1.57 1.32 1.13 .99 .87 .78 .62 .44 .29

1.88 1.54 1.30 1.12 .97 .87 .78 .61 .43 .29

1.87 1.51 1.29 1.11 .98 .87 .77 .59 .42 .27

2.41 1.82 1.50 1.28 1.10 .98 .88 .74 .57 .40 .27

3.18 2.40 1.87 1.46 1.29 1.12 .98 .86 .71 .54 .38 .25

3.11 2.32 1.83 1.53 1.22 1.09 .95 .83 .69 .51 .36 .24

3.06 2.25 1.78 1.47 1.23 1.05 .92 .81 .65 .48 .34 .23

3.06 2.18 1.72 1.42 1.19 1.02 .90 .76 .61 .45 .32

6.55t 2.17 1.70 1.39 1.16 1.01 .88 .73 .57 .42 .30

6.92t 5.12 3.05 2.18 1.68 1.37 1.07 1.00 .84 .70 .54 .40

5.14 2.19 1.70 1.38 1.16 .98 .80 .67 .51 .39

7.95t 2.22 1.71 1.40 1.14 .94 .78 .64 .50

3.22 2.29 1.74 1.37 1.11 .91 .77 .64

5.57 3.29 2.29 1.71 1.35 1.09 .91 .77

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.21

1.27 1.03

1.05 .86

1.27 1.05 .87 .73

1.25 1.04 .87 .73 .57

1.46 1.21 1.02 .86 .73 .58

1.39 1.18 .97 .82 .71 .56 .42

1.58 1.30 1.09 .93 .79 .68 .54 .41

1.53 1.21 1.02 .88 .76 .64 .51 .39 .29

1.45 1.11 .95 .82 .72 .60 .48 .38 .28

1.86 1.38 1.06 .88 .77 .68 .55 .45 .35 .27

1.76 1.29 1.00 .82 .73 .63 .51 .41 .33 .25

2.28 1.62 1.21 .93 .81 .70 .57 .47 .39 .31 .24

3.16 2.09 1.51 1.13 .88 .74 .66 .54 .44 .36 .29 .23

1.90d 1.95 1.41 1.07 .84 .72 .63 .51 .42 .34 .28 .22

2.60d 1.87 1.36 1.03 .82 .71 .62 .49 .40 .33 .27 .22

2.68 1.80 1.32 1.01 .82 .70 .58 .48 .40 .32 .27

1.78 1.31 1.01 .84 .71 .58 .48 .40 .33 .27

1.81 1.33 1.03 .85 .71 .59 .49 .40 .34

1.83 1.35 1.06 .86 .73 .61 .50 .42 .36

1.86 1.38 1.09 .89 .75 .64 .53 .45

2.80 1.92 1.43 1.12 .92 .78 .68 .57

5.00 2.92 2.01 1.50 1.18 .97 .83 .74
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Minimum Loads (t)
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Up Cant Dn Cant Safety Factor: 45% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 65-85°

Fleet Number: RTE019 through to RTE021 7hUT

Configuration: Rail -50..100mm Unlocked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

275
265 Stafford, ST16 3HS

85 4
95 356
10

350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.24

1.29 1.05

1.09 .89

1.28 1.08 .92 .75

1.27 1.08 .93 .77 .59

1.48 1.25 1.07 .93 .79 .62

1.74 1.44 1.22 1.05 .91 .80 .63 .44

1.68 1.40 1.20 1.03 .91 .80 .64 .46

1.63 1.37 1.17 1.02 .89 .80 .64 .46 .30

1.59 1.34 1.14 1.00 .89 .79 .64 .45 .30

1.91 1.57 1.31 1.14 .99 .88 .79 .63 .45 .30

1.90 1.54 1.30 1.13 .96 .88 .78 .61 .44 .29

2.45 1.84 1.54 1.29 1.12 .99 .90 .76 .58 .42 .28

3.23 2.45 1.88 1.51 1.31 1.13 1.01 .87 .73 .55 .40 .27

3.16 2.35 1.86 1.55 1.26 1.12 .96 .84 .70 .53 .38 .25

3.11 2.28 1.81 1.48 1.24 1.08 .93 .82 .67 .49 .35 .24

3.11 2.22 1.75 1.44 1.20 1.05 .91 .78 .62 .46 .33

6.50t 2.22 1.73 1.42 1.19 1.01 .90 .75 .58 .44 .32

3.11 2.21 1.71 1.39 1.18 1.02 .86 .71 .55 .42

2.22 1.72 1.40 1.18 .99 .82 .69 .53 .41

2.26 1.74 1.42 1.16 .95 .79 .66 .52

3.27 2.32 1.78 1.40 1.13 .93 .78 .66

5.65 3.33 2.30 1.74 1.37 1.11 .92 .78

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.23

1.29 1.04

1.07 .88

1.28 1.07 .89 .74

1.27 1.05 .88 .74 .58

1.48 1.23 1.02 .87 .73 .59

1.73 1.43 1.17 .99 .84 .72 .58 .43

1.60 1.32 1.11 .94 .81 .69 .56 .43

1.54 1.22 1.04 .89 .77 .66 .53 .41 .30

1.49 1.13 .97 .84 .73 .62 .50 .39 .29

1.91 1.40 1.07 .90 .79 .69 .57 .46 .37 .28

1.77 1.32 1.01 .84 .74 .64 .53 .43 .34 .27

2.37 1.65 1.23 .96 .79 .70 .60 .49 .41 .32 .25

3.23 2.12 1.54 1.15 .90 .75 .66 .56 .46 .38 .31 .24

1.90d 1.99 1.44 1.09 .86 .73 .66 .52 .44 .36 .29 .23

2.46d 1.91 1.38 1.05 .84 .73 .61 .52 .42 .35 .28 .23

2.73 1.83 1.35 1.03 .84 .72 .61 .50 .41 .34 .28

1.81 1.34 1.03 .85 .74 .60 .50 .41 .34 .29

1.83 1.36 1.06 .86 .73 .61 .50 .42 .35

1.86 1.37 1.08 .88 .74 .63 .52 .43 .38

1.90 1.41 1.11 .91 .77 .66 .55 .47

2.85 1.95 1.45 1.14 .94 .80 .69 .59

5.06 2.96 2.03 1.52 1.20 .99 .85 .75
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Up Cant Dn Cant Safety Factor: 45% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 85-95°

Fleet Number: RTE019 through to RTE021 7iUT

Configuration: Rail -50..100mm Unlocked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

265
255 Stafford, ST16 3HS

95 4
105 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.26

1.31 1.07

1.11 .90

1.30 1.11 .93 .76

1.29 1.09 .94 .78 .61

1.26 1.08 .94 .80 .64

1.77 1.47 1.24 1.07 .93 .81 .65 .46

1.69 1.42 1.22 1.04 .92 .82 .66 .47

1.66 1.39 1.19 1.04 .90 .81 .66 .47 .32

1.62 1.36 1.16 1.02 .90 .81 .66 .47 .32

1.94 1.59 1.33 1.15 1.01 .90 .80 .65 .46 .31

1.93 1.56 1.32 1.15 .97 .90 .79 .63 .45 .31

2.49 1.87 1.56 1.32 1.13 1.00 .91 .77 .60 .44 .30

3.29 2.49 1.93 1.55 1.34 1.15 1.02 .88 .74 .57 .41 .28

3.23 2.39 1.88 1.57 1.29 1.13 .98 .86 .72 .55 .39 .27

3.17 2.32 1.84 1.51 1.25 1.10 .95 .83 .69 .51 .37 .26

3.17 2.27 1.78 1.47 1.22 1.07 .93 .80 .65 .48 .35

6.52t 2.26 1.76 1.44 1.22 1.04 .91 .76 .60 .46 .33

3.16 2.25 1.74 1.42 1.20 1.03 .88 .73 .57 .44

2.26 1.75 1.43 1.20 1.01 .83 .70 .55 .43

2.29 1.77 1.44 1.18 .97 .81 .68 .54

3.30 2.36 1.80 1.41 1.14 .95 .80 .68

5.71 3.36 2.34 1.76 1.39 1.13 .94 .80

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.25

1.31 1.06

1.09 .89

1.30 1.08 .91 .75

1.29 1.07 .90 .76 .60

1.25 1.04 .88 .75 .61

1.76 1.45 1.19 1.01 .86 .73 .60 .45

1.64 1.34 1.14 .96 .83 .71 .58 .45

1.57 1.24 1.06 .91 .78 .68 .55 .43 .32

1.52 1.15 .99 .86 .74 .64 .52 .41 .31

1.94 1.43 1.09 .92 .80 .71 .59 .48 .38 .30

1.81 1.34 1.03 .86 .76 .66 .55 .45 .36 .28

2.39 1.68 1.26 .98 .81 .72 .62 .51 .42 .34 .27

3.29 2.19 1.57 1.19 .92 .77 .69 .58 .48 .40 .32 .26

3.03 2.03 1.47 1.12 .88 .75 .66 .55 .46 .38 .31 .25

2.46d 1.95 1.41 1.08 .86 .75 .64 .54 .44 .36 .30 .25

2.79 1.87 1.38 1.05 .86 .74 .63 .52 .43 .36 .30

1.85 1.37 1.06 .87 .76 .62 .52 .43 .36 .31

1.87 1.39 1.09 .88 .75 .63 .52 .44 .37

1.90 1.41 1.11 .90 .76 .65 .54 .45 .40

1.94 1.44 1.13 .93 .79 .68 .57 .49

2.90 1.99 1.48 1.17 .96 .81 .71 .61

5.12 3.00 2.07 1.55 1.23 1.01 .86 .77
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Up Cant Dn Cant Safety Factor: 45% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 95-105°

Fleet Number: RTE019 through to RTE021 7jUT

Configuration: Rail -50..100mm Unlocked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

255
245 Stafford, ST16 3HS
105 4
115 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.31

1.36 1.11

1.14 .94

1.35 1.14 .97 .79

1.34 1.14 .98 .81 .65

1.56 1.31 1.13 .97 .83 .68

1.84 1.52 1.28 1.10 .97 .84 .69 .50

1.77 1.46 1.26 1.09 .95 .85 .69 .51

1.72 1.40 1.22 1.08 .95 .85 .70 .52 .35

1.68 1.41 1.17 1.06 .93 .84 .69 .51 .35

2.01 1.65 1.39 1.20 1.05 .93 .84 .69 .50 .35

2.01 1.62 1.37 1.19 1.04 .94 .82 .66 .49 .34

2.59 1.93 1.62 1.37 1.18 1.05 .95 .79 .65 .47 .33

3.41 2.58 2.00 1.59 1.38 1.20 1.05 .92 .78 .62 .45 .32

3.34 2.48 1.96 1.63 1.32 1.18 1.02 .89 .75 .59 .43 .30

3.29 2.41 1.91 1.57 1.32 1.14 .99 .87 .72 .56 .41 .29

3.29 2.35 1.85 1.53 1.28 1.11 .97 .83 .69 .53 .39

2.34 1.83 1.49 1.27 1.09 .95 .79 .66 .50 .37

2.34 1.81 1.48 1.25 1.08 .91 .76 .62 .48

7.50d 5.47 2.35 1.82 1.48 1.25 1.05 .87 .74 .60 .47

2.38 1.84 1.50 1.23 1.01 .85 .72 .59

3.43 2.44 1.87 1.47 1.19 .99 .83 .71

5.84 3.49 2.44 1.84 1.45 1.18 .99 .84

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.29

1.35 1.10

1.12 .93

1.35 1.12 .94 .78

1.34 1.11 .93 .79 .64

1.55 1.30 1.08 .92 .78 .65

1.82 1.48 1.24 1.05 .90 .76 .64 .49

1.69 1.39 1.17 1.00 .86 .74 .61 .48

1.63 1.29 1.10 .95 .82 .71 .59 .47 .35

1.56 1.20 1.03 .89 .78 .68 .56 .45 .34

2.01 1.48 1.16 .96 .85 .74 .64 .52 .42 .33

1.89 1.41 1.14 .90 .80 .70 .60 .49 .40 .32

2.47 1.75 1.32 1.02 .90 .76 .67 .56 .46 .38 .30

3.41 2.25 1.64 1.24 .97 .82 .74 .63 .53 .44 .36 .29

1.90d 2.12 1.55 1.18 .93 .80 .72 .60 .50 .42 .35 .29

2.50d 2.04 1.48 1.14 .91 .79 .69 .59 .49 .41 .34 .29

2.90 1.96 1.45 1.11 .91 .78 .68 .57 .48 .40 .34

1.95 1.44 1.12 .92 .79 .68 .57 .47 .40 .34

1.97 1.46 1.14 .95 .79 .69 .57 .49 .41

1.99 1.47 1.16 .95 .81 .70 .59 .50 .44

2.02 1.50 1.19 .98 .83 .72 .62 .53

3.01 2.08 1.56 1.23 1.01 .86 .75 .67

5.28 3.12 2.15 1.62 1.29 1.06 .91 .81

-3

-3.5

0

-0.5

-1

-1.5

-2

-2.5

0.5

6

5.5

5

4.5

4

3.5

3

2.5

2

1.5

1

6.5

-0.5

-1

-1.5

-2

-2.5

-3

-3.5

Minimum Loads (t)
(m)

7.5

7
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6

Up Cant Dn Cant Safety Factor: 45% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 105-115°

Fleet Number: RTE019 through to RTE021 7kUT

Configuration: Rail -50..100mm Unlocked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

245
235 Stafford, ST16 3HS
115 4
125 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.37

1.41 1.16

1.19 .98

1.40 1.19 1.01 .83

1.39 1.19 1.03 .85 .70

1.37 1.17 1.02 .87 .72

1.90 1.58 1.35 1.16 1.01 .88 .73 .55

1.85 1.55 1.32 1.14 1.00 .88 .73 .56

1.78 1.51 1.29 1.13 .99 .89 .73 .56 .40

1.76 1.46 1.27 1.11 .98 .88 .73 .56 .40

2.10 1.73 1.46 1.22 1.10 .98 .87 .72 .55 .40

2.10 1.71 1.45 1.23 1.10 .98 .86 .71 .54 .39

2.69 2.04 1.68 1.44 1.25 1.10 .99 .84 .69 .53 .38

3.54 2.69 2.10 1.63 1.44 1.25 1.10 .96 .82 .67 .50 .37

3.50 2.60 2.05 1.66 1.44 1.22 1.07 .93 .79 .64 .48 .35

3.45 2.52 1.99 1.65 1.39 1.17 1.04 .91 .76 .61 .46 .34

3.44 2.44 1.95 1.60 1.36 1.13 1.01 .87 .73 .58 .44

2.44 1.92 1.57 1.32 1.14 1.00 .84 .70 .55 .42

5.65 2.45 1.91 1.56 1.32 1.13 .96 .80 .68 .53

2.45 1.91 1.56 1.32 1.10 .92 .78 .66 .52

8.02t 5.77 2.49 1.93 1.58 1.29 1.07 .90 .76 .65

3.59 2.56 1.95 1.55 1.26 1.05 .89 .76

6.08 3.63 2.54 1.92 1.53 1.24 1.04 .89

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.35

1.40 1.14

1.17 .97

1.40 1.17 .99 .82

1.38 1.16 .98 .83 .69

1.34 1.13 .96 .82 .70

1.90 1.55 1.29 1.09 .94 .80 .69 .54

1.75 1.47 1.23 1.05 .90 .78 .68 .54

1.70 1.36 1.16 1.00 .86 .75 .64 .52 .40

1.65 1.28 1.08 .94 .82 .72 .61 .50 .39

2.09 1.56 1.21 1.02 .89 .78 .69 .58 .48 .38

2.00 1.48 1.14 .96 .85 .75 .66 .55 .45 .37

2.56 1.85 1.39 1.08 .91 .81 .72 .63 .52 .43 .35

3.53d 2.37 1.73 1.31 1.03 .87 .78 .69 .59 .49 .41 .34

1.90d 2.23 1.63 1.25 .99 .85 .75 .67 .57 .47 .40 .33

2.59d 2.15 1.57 1.21 .98 .84 .74 .65 .55 .46 .39 .33

3.05 2.07 1.54 1.19 .98 .84 .73 .64 .54 .46 .39

2.05 1.53 1.20 .99 .84 .74 .63 .54 .46 .40

2.08 1.54 1.21 1.00 .85 .74 .64 .54 .47

2.10 1.56 1.23 1.02 .87 .75 .66 .56 .49

2.14 1.60 1.26 1.04 .89 .77 .68 .60

3.16 2.19 1.64 1.30 1.07 .91 .80 .72

5.50 3.26 2.27 1.71 1.36 1.12 .96 .86
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Up Cant Dn Cant Safety Factor: 45% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 115-125°

Fleet Number: RTE019 through to RTE021 7lUT

Configuration: Rail -50..100mm Unlocked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

235
225 Stafford, ST16 3HS
125 4
135 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.53

1.58 1.31

1.34 1.11

1.57 1.34 1.15 .95

1.56 1.33 1.16 .97 .81

1.82 1.54 1.32 1.15 .99 .82

2.13 1.77 1.51 1.31 1.15 1.00 .83 .69

2.08 1.74 1.48 1.29 1.13 1.01 .84 .70

2.02 1.69 1.46 1.27 1.12 1.00 .84 .70

1.97 1.67 1.44 1.25 1.12 1.00 .83 .70 .54

2.36 1.94 1.65 1.42 1.25 1.11 .99 .83 .69 .54

2.36 1.94 1.63 1.42 1.25 1.11 .98 .82 .68 .53

3.03 2.37 1.94 1.63 1.41 1.25 1.12 .95 .80 .67 .52

3.66d 3.02 2.39 1.94 1.63 1.42 1.25 1.09 .93 .78 .65 .50

3.96 2.93 2.33 1.91 1.63 1.40 1.22 1.06 .90 .76 .63 .49

3.89 2.83 2.26 1.85 1.54 1.36 1.19 1.04 .87 .74 .61 .48

3.88 2.83 2.22 1.82 1.52 1.33 1.16 1.00 .85 .72 .59

2.80 2.18 1.80 1.52 1.31 1.14 .97 .82 .70 .57

7.10t 2.79 2.17 1.77 1.42 1.30 1.10 .93 .80 .69

3.90 2.80 2.18 1.78 1.50 1.27 1.07 .91 .78 .68

3.93 2.82 2.20 1.80 1.48 1.23 1.04 .89 .78

4.04 2.88 2.22 1.77 1.45 1.21 1.03 .89

8.11t 6.75 4.09 2.88 2.19 1.74 1.43 1.21 1.03

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.52

1.57 1.29

1.32 1.10

1.57 1.32 1.11 .94

1.55 1.31 1.11 .95 .80

1.82 1.51 1.27 1.09 .94 .81

2.13 1.74 1.45 1.24 1.07 .92 .80 .69

1.99 1.65 1.40 1.19 1.03 .90 .78 .68

1.93 1.54 1.32 1.15 .99 .87 .77 .67

1.86 1.45 1.25 1.09 .96 .84 .74 .65 .53

2.36 1.78 1.39 1.19 1.04 .92 .81 .72 .62 .52

2.25 1.70 1.33 1.13 1.00 .88 .78 .70 .60 .50

2.90 2.11 1.61 1.28 1.07 .95 .85 .76 .68 .58 .49

3.59d 2.71 1.99 1.53 1.22 1.04 .94 .82 .74 .66 .56 .48

3.33d 2.56 1.90 1.47 1.18 1.02 .91 .80 .72 .64 .55 .47

2.68d 2.49 1.83 1.43 1.16 1.01 .90 .79 .71 .62 .54 .47

3.20d 2.35d 1.81 1.40 1.16 1.00 .88 .79 .70 .62 .54

2.39 1.79 1.42 1.17 1.02 .88 .78 .70 .62 .55

2.42 1.82 1.45 1.18 1.01 .88 .79 .71 .63

2.43 1.83 1.46 1.20 1.03 .90 .80 .72 .66

2.47 1.86 1.48 1.23 1.05 .92 .82 .74

3.61 2.52 1.91 1.52 1.26 1.08 .94 .85

5.18t 6.19 3.72 2.60 1.98 1.58 1.31 1.13 1.01
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7.5

7

0

5.5

5

4.5

4

3.5

3

2.5

2

1.5

1

0.5

6

Up Cant Dn Cant Safety Factor: 45% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 125-135°

Fleet Number: RTE019 through to RTE021 7mUT

Configuration: Rail -50..100mm Unlocked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

225
215 Stafford, ST16 3HS
135 4
145 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.77

1.82 1.51

1.82 1.55 1.30

1.82 1.56 1.33 1.12

1.80 1.55 1.35 1.14 .96

2.09 1.77 1.54 1.34 1.16 .98

2.46 2.05 1.75 1.51 1.33 1.17 .99 .84

2.39 2.01 1.72 1.50 1.32 1.17 .99 .84

2.35 1.93 1.70 1.49 1.32 1.17 .99 .85

2.30 1.95 1.68 1.47 1.30 1.16 .99 .84 .72

2.78 2.28 1.90 1.66 1.46 1.30 1.16 .98 .84 .71

2.65 2.24 1.91 1.65 1.46 1.31 1.15 .97 .83 .71

3.52 2.76 2.24 1.91 1.65 1.46 1.30 1.12 .95 .82 .70

3.73d 3.53 2.77 2.22 1.92 1.65 1.46 1.28 1.10 .94 .80 .69

4.61 3.41 2.71 2.24 1.83 1.62 1.43 1.25 1.07 .92 .79 .68

4.58 3.35 2.65 2.19 1.85 1.56 1.39 1.23 1.04 .90 .78 .67

4.54 3.28 2.58 2.14 1.82 1.57 1.37 1.19 1.02 .88 .76

6.69d 3.26 2.56 2.11 1.79 1.54 1.36 1.15 .99 .86 .75

7.35 3.27 2.55 2.10 1.77 1.53 1.31 1.12 .97 .85

3.28 2.55 2.10 1.77 1.50 1.27 1.10 .95 .84

8.07t 3.30 2.57 2.12 1.75 1.47 1.25 1.08 .95

8.56t 4.69 3.37 2.61 2.09 1.71 1.44 1.24 1.08

8.23t 7.74 4.71 3.36 2.57 2.06 1.70 1.44 1.24

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.75

1.80 1.50

1.82 1.53 1.29

1.81 1.53 1.30 1.11

1.79 1.51 1.29 1.11 .95

2.08 1.74 1.49 1.28 1.11 .96

2.44 2.01 1.69 1.45 1.25 1.09 .95 .83

2.31 1.92 1.63 1.40 1.22 1.07 .94 .83

2.24 1.82 1.56 1.35 1.18 1.04 .92 .82

2.17 1.73 1.49 1.31 1.14 1.01 .90 .80 .71

2.76 2.10 1.68 1.42 1.24 1.11 .98 .88 .79 .70

2.62 2.01 1.60 1.36 1.20 1.07 .96 .86 .77 .70

3.39 2.50 1.92 1.54 1.31 1.16 1.04 .93 .84 .76 .69

3.54d 3.18 2.38 1.85 1.49 1.29 1.13 1.01 .91 .82 .74 .68

3.37d 3.04 2.28 1.78 1.45 1.25 1.11 .99 .89 .81 .74 .67

2.81d 2.96 2.22 1.74 1.44 1.24 1.09 .98 .88 .80 .73 .67

3.28d 2.48d 2.18 1.72 1.44 1.27 1.09 .97 .87 .80 .73

2.60d 2.17 1.73 1.44 1.26 1.09 .97 .87 .79 .73

2.90 2.19 1.75 1.46 1.25 1.09 .98 .88 .80

2.91 2.21 1.77 1.47 1.26 1.10 .98 .89 .82

2.95 2.24 1.80 1.50 1.28 1.13 1.00 .91

4.26 3.00 2.29 1.84 1.53 1.31 1.15 1.04

5.20t 7.19 4.37 3.09 2.36 1.90 1.58 1.36 1.22
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Up Cant Dn Cant Safety Factor: 45% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 135-145°

Fleet Number: RTE019 through to RTE021 7nUT

Configuration: Rail -50..100mm Unlocked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

215
205 Stafford, ST16 3HS
145 4
155 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.21

2.26 1.90

2.26 1.94 1.65

2.25 1.95 1.68 1.44

2.24 1.94 1.70 1.46 1.25

2.22 1.93 1.70 1.47 1.27

3.06 2.56 2.19 1.91 1.68 1.48 1.28 1.10

2.99 2.52 2.17 1.90 1.68 1.49 1.28 1.11

2.93 2.45 2.14 1.87 1.67 1.49 1.28 1.11

2.90 2.46 2.12 1.86 1.66 1.48 1.28 1.11 .96

3.50 2.88 2.42 2.11 1.85 1.65 1.47 1.27 1.10 .96

3.48 2.85 2.42 2.10 1.85 1.66 1.45 1.26 1.09 .96

4.45 3.39 2.85 2.41 2.10 1.85 1.66 1.44 1.24 1.08 .95

3.80d 4.44 3.46 2.86 2.41 2.10 1.85 1.63 1.42 1.23 1.07 .94

4.85d 4.28 3.42 2.80 2.39 2.08 1.80 1.60 1.39 1.21 1.06 .93

5.79 4.24 3.35 2.75 2.34 2.01 1.78 1.57 1.36 1.18 1.04

5.78 4.21 3.30 2.73 2.31 2.01 1.76 1.54 1.33 1.16 1.03

6.74d 4.18 3.28 2.69 2.29 1.98 1.74 1.50 1.30 1.15 1.02

5.75 4.17 3.27 2.68 2.27 1.97 1.70 1.47 1.28 1.13

4.16 3.26 2.68 2.27 1.94 1.66 1.44 1.27 1.13

4.20 3.29 2.70 2.25 1.90 1.63 1.43 1.26

5.88 4.27 3.32 2.66 2.21 1.88 1.63 1.43

8.13t 9.53t 5.97 4.26 3.29 2.65 2.20 1.87 1.63

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.19

2.25 1.89

2.26 1.92 1.64

2.25 1.92 1.65 1.43

2.23 1.90 1.64 1.43 1.24

2.19 1.88 1.63 1.42 1.25

3.05 2.52 2.14 1.83 1.60 1.41 1.24 1.10

2.90 2.43 2.07 1.80 1.57 1.38 1.23 1.09

2.83 2.33 2.00 1.74 1.53 1.36 1.21 1.08

2.76 2.22 1.92 1.69 1.49 1.33 1.19 1.07 .96

3.45 2.68 2.17 1.86 1.63 1.46 1.30 1.17 1.05 .95

3.33 2.61 2.12 1.80 1.59 1.42 1.27 1.15 1.04 .94

4.27 3.20 2.51 2.04 1.75 1.55 1.39 1.24 1.13 1.02 .93

3.54d 3.67d 3.09 2.44 1.99 1.72 1.52 1.36 1.23 1.11 1.01 .93

3.33d 3.42d 2.99 2.37 1.95 1.69 1.50 1.34 1.21 1.10 1.00 .92

2.99d 3.34d 2.92 2.33 1.94 1.68 1.48 1.33 1.20 1.09 1.00

3.38d 2.58d 2.89 2.30 1.94 1.72 1.48 1.32 1.19 1.08 1.00

2.72d 2.88 2.32 1.95 1.68 1.47 1.32 1.19 1.08 1.00

3.78 2.92 2.34 1.96 1.69 1.48 1.32 1.19 1.09

3.80 2.92 2.36 1.98 1.70 1.49 1.33 1.21 1.11

3.84 2.95 2.39 2.00 1.72 1.51 1.35 1.23

5.47 3.90 3.00 2.43 2.03 1.75 1.54 1.38

5.25t 8.36t 5.58 3.98 3.06 2.49 2.09 1.81 1.63

-3

-3.5

0

-0.5

-1

-1.5

-2

-2.5

0.5

6

5.5

5

4.5

4

3.5

3

2.5

2

1.5

1

6.5

-0.5

-1

-1.5

-2

-2.5

-3

-3.5

Minimum Loads (t)
(m)

7.5

7

0

5.5

5

4.5

4

3.5

3

2.5

2

1.5

1

0.5

6

Up Cant Dn Cant Safety Factor: 45% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 145-155°

Fleet Number: RTE019 through to RTE021 7oUT

Configuration: Rail -50..100mm Unlocked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

205
195 Stafford, ST16 3HS
155 4
165 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.20

3.23 2.77

3.20s 2.81 2.43

3.19s 2.80 2.46 2.14

3.21 2.79 2.46 2.16 1.89

3.56s 3.18 2.78 2.46 2.18 1.91

4.96d 4.34 3.66 3.16 2.77 2.45 2.19 1.92 1.70

4.30 3.63 3.13 2.75 2.43 2.19 1.93 1.70

4.22 3.59 3.11 2.73 2.43 2.19 1.93 1.70

4.19 3.55 3.08 2.71 2.42 2.18 1.92 1.70 1.51

5.06 4.17 3.54 3.05 2.70 2.42s 2.18 1.91 1.69 1.51

5.03 4.14 3.52 3.05 2.69s 2.41 2.16 1.90 1.68 1.51

5.92d 5.03 4.14 3.51 3.05 2.70 2.40 2.14 1.88 1.68 1.50

3.87d 6.34t 5.00 4.12 3.49 3.04 2.67 2.38 2.12 1.87 1.66 1.49

3.38d 4.92d 6.29t 4.95 4.08 3.41 3.01 2.65 2.36 2.09 1.85 1.65 1.48

6.16d 6.26 4.91 4.06 3.43 2.99 2.63 2.35 2.06 1.83 1.63

7.62d 6.16 4.90 4.03 3.43 2.97 2.62 2.30 2.03 1.81 1.62

6.18 4.87 4.00 3.41 2.96 2.60 2.27 2.01 1.79 1.61

6.17 4.85 4.00 3.32 2.94 2.56 2.24 1.99 1.78

11.20d 8.48 6.16 4.85 3.97 3.39 2.91 2.53 2.22 1.97 1.77

8.52 6.21 4.87 4.01 3.37 2.88 2.50 2.20 1.97

8.62 6.27 4.89 3.98 3.33 2.86 2.49 2.20

8.20t 12.69d 8.67 6.24 4.86 3.95 3.32 2.85

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.14d

3.00s 2.76

3.01s 2.58s 2.42

3.09s 2.60s 2.43 2.13

3.07s 2.59s 2.26s 2.14 1.88

3.46s 2.95s 2.57s 2.26s 2.13 1.89

4.93d 4.06s 3.42s 3.01s 2.55s 2.26s 2.11 1.88 1.69

3.98s 3.37s 2.88s 2.52s 2.24s 2.09 1.88 1.69

3.92s 3.31s 2.85s 2.51s 2.23s 2.06 1.85 1.67

3.87s 3.27s 2.90 2.49s 2.22s 2.03 1.83 1.66 1.51

4.65s 3.94s 3.28 2.83 2.50 2.21s 2.00 1.81 1.65 1.50

4.76s 3.80s 3.22 2.77 2.45 2.14t 1.97 1.79 1.63 1.49

4.34d 4.64d 3.82 3.16 2.72 2.41 1.86t 1.95 1.77 1.62 1.48

3.54d 3.69d 3.85t 3.74 3.11 2.41t 2.06t 1.96t 1.93 1.76 1.60 1.48

3.35d 3.38d 3.42d 3.59d 3.18t 2.71t 2.41t 2.37t 2.10t 1.91 1.74 1.60 1.47

3.18d 3.34d 3.46d 3.60t 3.05 2.65 2.34 2.10 1.90 1.73 1.59

3.41d 2.71d 3.39d 3.61 3.05 2.69 2.34 2.10 1.89 1.73 1.59

2.87d 3.38d 3.63 3.07 2.65 2.34 2.09 1.89 1.73 1.60

3.99d 4.46 3.66 3.08 2.66 2.35 2.10 1.90 1.74

5.76d 4.50 3.66 3.09 2.67 2.36 2.11 1.91 1.76

7.17d 5.83 4.53 3.69 3.12 2.69 2.37 2.13 1.93

8.15 5.87 4.58 3.73 3.15 2.72 2.40 2.16

5.32t 8.53t 8.27 5.97 4.65 3.79 3.20 2.78
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Up Cant Dn Cant Safety Factor: 45% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 155-165°

Fleet Number: RTE019 through to RTE021 7pUT

Configuration: Rail -50..100mm Unlocked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

195
145 Stafford, ST16 3HS
165 4
215 356

50
310 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.81s 3.31d

3.62s 3.59d

3.44s 3.48s 3.56s 3.41t

3.61s 3.56s 3.50s 3.39s 3.14d

3.77s 3.66s 3.58s 3.38t 3.23t

4.06d 3.99s 3.42s 3.62s 3.42t 3.22t 3.04t

4.91d 4.75s 4.39s 4.03s 3.75t 3.47t 3.24s 3.08t

5.34s 5.41s 4.83t 4.28t 3.86t 3.54t 3.28t 3.10t 2.90t

5.11s 5.70s 5.15t 4.49t 3.99t 3.63t 3.35t 3.13t 2.97t

5.37s 5.90s 5.60t 4.73t 4.16t 3.74t 3.42t 3.19t 3.02t

5.95s 6.28s 6.13t 5.06t 4.35t 3.87t 3.52t 3.25t 3.08t 2.40d

6.10d 6.55s 6.74s 6.58s 5.40t 4.57t 4.02t 3.63t 3.34t 3.14t 2.81t

4.35d 6.13t 7.03s 6.94s 6.81s 5.64t 4.81t 4.18t 3.75t 3.43t 3.21t 2.85t

4.62d 6.52t 7.57d 7.37s 7.01s 6.13t 5.04t 4.36t 3.88t 3.53t 3.29t 2.65d

4.29d 5.50d 7.31t 8.21t 7.76d 7.18s 6.38s 5.29t 4.54t 4.01t 3.64t 3.39t

4.94d 6.68d 8.69d 8.99s 8.24d 7.36s 6.42s 5.54t 4.72t 4.16t 3.76t 3.44d

8.15d 10.31d 9.72s 8.55s 7.39s 6.44s 5.71s 4.91t 4.31t 3.89t 3.45t

12.01s 10.25s 8.73s 7.42s 6.47s 5.73s 5.09t 4.46t 4.02t 3.00d

7.84d 9.61d 12.04d 12.89s 10.60s 8.64s 7.47s 6.51s 5.77s 5.19s 4.63t 4.04t

11.73d 13.41s 10.67s 8.83s 7.52s 6.57s 5.84s 5.23s 4.54s 3.25d

18.30s 13.59s 10.78s 8.94s 7.66s 6.66s 5.80s 4.95s 4.01s

18.47s 13.78s 10.89s 8.97s 7.55s 6.36s 5.30s

8.49t 13.93t 17.50s 13.00s 10.25s 8.28s 6.76s 5.46s

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.16d 3.12d

2.80d 2.87d

3.44s 2.93s 2.58d 2.62d

3.41s 2.92s 2.52s 2.51d 2.51d

3.49s 2.90s 2.52s 2.40d 2.37d

3.98s 3.34s 2.96s 2.51s 2.28s 2.28d 2.34d

4.78s 3.92s 3.31s 2.86s 2.49s 2.21s 2.49d 2.32d

4.82s 3.85s 3.37s 2.83s 2.47s 2.20s 2.21d 2.29d 2.22d

4.61s 3.91s 3.23s 2.80s 2.47s 2.20s 2.23d 2.31d 2.21d

4.52s 3.75s 3.47s 2.77s 2.45s 2.19s 2.22d 2.25d 2.21d

4.61s 3.83s 3.17s 2.76s 2.44s 1.89t 2.26d 2.36d 2.23d 2.24d

5.61s 4.96s 3.69s 3.25s 2.75s 2.40t 1.83t 2.35d 2.30d 2.27d 2.24d

4.35d 4.38d 4.59d 3.63t 3.09t 2.52t 1.92t 1.85t 2.40d 2.43d 2.41d 2.27d

3.57d 3.72d 3.64t 3.46t 2.51t 2.19t 2.18t 1.96t 2.53d 2.48d 2.39d 2.31d

3.33d 3.35d 3.45d 3.65d 3.05t 4.95d 2.55t 2.17t 2.10t 2.74d 2.62d 2.46d

3.44d 3.33d 3.36d 3.55d 3.45t 2.91t 3.31t 2.36t 2.62t 2.90d 2.66d 2.53d

3.35d 3.33d 3.43d 3.90t 3.24t 2.83t 2.61t 3.21d 3.00d 2.79d 2.64d

3.33d 3.83d 4.49t 3.65t 3.17t 3.27t 3.48d 3.13d 2.89d 2.77d

4.40d 5.28d 5.19t 4.18t 3.63t 4.02d 3.75d 3.44d 3.07d

6.32d 6.82d 6.14t 4.89t 5.08d 4.39d 3.85d 3.46d 3.02d

7.76d 8.24d 8.52s 7.09s 6.26s 5.60s 4.71d 4.08d 3.46d

10.28d 10.83s 8.59s 7.09s 6.04s 5.26s 4.67s

5.92t 9.91t 14.54d 10.95s 8.67s 7.18s 6.13s 5.38s
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Up Cant Dn Cant Safety Factor: 58% (67% of 87%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 165-215°

Fleet Number: RTE019 through to RTE021 7qUT

Configuration: Rail -50..100mm Unlocked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

145
135 Stafford, ST16 3HS
215 4
225 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.53 2.96

3.55 3.03 2.59

3.55 3.05 2.63 2.27

3.51s 3.05 2.66 2.30 2.00

3.52 3.04 2.64 2.33 2.03

4.10d 3.49 3.02 2.64 2.34 2.05 1.79

4.90 4.09 3.46 3.00 2.63 2.34 2.05 1.81

4.88 4.04 3.38 2.97 2.62 2.33 2.06 1.81 1.60

4.81 3.99 3.39 2.95 2.60 2.33 2.06 1.81 1.60

4.75 3.94 3.37 2.93 2.59 2.32s 2.06 1.81 1.60

4.69 3.92 3.35 2.90 2.58 2.31 2.04 1.80 1.59 1.42

5.91 4.70 3.90 3.34 2.90 2.56 2.28 2.03 1.79 1.59 1.42

4.70d 5.84 4.65 3.89t 3.31t 2.88 2.55 2.27 2.01 1.77 1.57 1.41

4.71d 5.77 4.61 3.84 3.26t 2.86 2.53 2.25 1.99 1.76 1.57 1.40

4.40d 5.57d 5.73 4.56 3.81 3.16 2.82 2.50 2.23 1.97 1.74 1.55

5.00d 6.76d 5.69 4.54 3.76 3.23 2.79 2.48 2.20 1.94 1.72 1.54

7.52 5.62 4.50 3.76 3.21 2.80 2.47 2.17 1.91 1.70 1.53

5.60 4.49 3.73 3.19 2.77 2.44 2.13 1.89 1.68 1.52

7.49 5.60 4.47 3.71 3.17 2.77 2.40 2.10 1.87 1.67

8.35t 7.53 5.61 4.47 3.71 3.18 2.72 2.37 2.09 1.86

8.85t 11.44 7.57 5.64 4.49 3.72 3.13 2.69 2.35 2.07 1.85

11.48 7.65 5.70 4.48 3.69 3.11 2.67 2.34

8.53t 11.54 7.68 5.65 4.47 3.67 3.09 2.67

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.20d 2.95

3.40s 2.83d 2.57

3.42s 2.90s 2.61 2.26

3.39s 2.91s 2.50s 2.28 1.99

3.46s 2.88s 2.52s 2.27 2.01

3.98s 3.43s 2.88s 2.50s 2.26 2.01 1.78

4.75s 3.90s 3.29s 2.84s 2.48s 2.20s 1.99 1.78

4.66s 3.85s 3.25s 2.81s 2.47s 2.19s 1.96 1.77 1.59

4.57s 3.77s 3.22 2.78s 2.45 2.17 1.94 1.75 1.58

4.51s 3.73s 3.12 2.72 2.40 2.14 1.92 1.73 1.57

4.46s 3.71 3.08 2.65 2.35 1.71t 1.89 1.71 1.56 1.42

5.52t 4.43s 3.60 2.97 2.60 2.30 1.83t 1.86 1.69 1.54 1.41

4.32d 4.37d 4.08t 3.52 2.93 2.44t 1.91t 1.84t 1.84 1.67 1.53 1.41

3.57d 3.79d 3.27t 3.44 2.40t 2.18t 2.11t 1.95t 1.82 1.66 1.52 1.40

3.33d 3.35d 3.45d 3.65d 3.05t 2.86 2.35t 2.17t 1.99 1.81 1.65 1.51

3.43d 3.64d 3.40d 3.50d 3.35 2.85 2.49 2.20 1.98 1.79 1.64 1.51

3.35d 3.33d 3.43d 3.34 2.85 2.52 2.20 1.97 1.79 1.64 1.51

3.33d 3.70d 3.35 2.87 2.48 2.20 1.97 1.79 1.64 1.52

4.79d 4.09 3.37 2.86 2.49 2.20 1.98 1.79 1.65

5.23 4.12 3.39 2.88 2.50 2.21 1.99 1.81

7.15 5.27 4.15 3.42 2.90 2.52 2.23 2.01 1.83

10.01t 7.21 5.34 4.21 3.46 2.94 2.56 2.27

5.86t 10.06t 7.34 5.42 4.29 3.54 3.02 2.66
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Up Cant Dn Cant Safety Factor: 45% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 215-225°

Fleet Number: RTE019 through to RTE021 7MUT

Configuration: Rail -50..100mm Unlocked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.

mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk


Rail-Ability Ltd RACD-10000609

135
125 Stafford, ST16 3HS
225 4
235 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.72 2.25

2.75 2.32 1.96

2.76 2.35 2.00 1.71

2.74 2.35 2.03 1.74 1.49

2.73 2.33 2.03 1.76 1.52

3.20 2.70 2.32 2.03 1.78 1.54 1.33

3.84 3.15 2.68 2.30 2.01 1.79 1.54 1.34

3.77 3.10 2.64 2.29 2.01 1.78 1.55 1.35 1.17

3.70 3.06 2.56 2.26 2.00 1.78 1.55 1.35 1.17

3.66 3.03 2.57 2.23 1.98 1.78 1.54 1.34 1.17

3.59 3.01 2.56 2.24 1.97 1.78t 1.53 1.34 1.16

4.47 3.56 2.98 2.55 2.23 1.98 1.75 1.52 1.32 1.16 1.02

4.82d 4.50 3.52 2.99 2.55 2.22 1.97 1.73 1.50 1.31 1.15 1.01

4.79d 4.43 3.55 2.86t 2.54 2.20 1.93 1.71 1.48 1.29 1.14 1.01

4.61d 5.65d 4.31 3.51 2.91 2.49 2.16 1.90 1.68 1.46 1.27 1.13

5.16d 5.66 4.28 3.43 2.86 2.42 2.13 1.87 1.64 1.43 1.26 1.11

5.64 4.23 3.39 2.82 2.40 2.10 1.85 1.61 1.41 1.24 1.10

7.92d 4.21 3.36 2.79 2.39 2.08 1.82 1.58 1.38 1.22

5.63 4.20 3.35 2.78 2.38 2.07 1.78 1.55 1.36 1.21

8.50 4.19 3.34 2.78 2.38 2.03 1.75 1.53 1.35

5.66 4.22 3.37 2.78 2.33 1.99 1.73 1.52 1.35

8.63 5.75 4.30 3.37 2.74 2.31 1.97 1.72

8.55t 8.79 5.76 4.26 3.35 2.73 2.29

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.69 2.25

2.74 2.30 1.95

2.76 2.32 1.98 1.70

2.72 2.31 1.98 1.72 1.48

2.70 2.29 1.98 1.72 1.50

3.17 2.66 2.25 1.95 1.70 1.49 1.32

3.77 3.08 2.58 2.20 1.91 1.68 1.48 1.31

3.69 2.97 2.50 2.15 1.87 1.64 1.46 1.30 1.16

3.63 2.86 2.41 2.08 1.83 1.61 1.44 1.29 1.15

3.55 2.80 2.33 2.02 1.78 1.58 1.41 1.27 1.14

3.45 2.73 2.24 1.96 1.73 1.54 1.39 1.25 1.13

4.41 3.34 2.66 2.18 1.91 1.69 1.51 1.36 1.23 1.12 1.02

4.35d 4.24 3.24 2.58 2.13 1.86 1.66 1.48 1.34 1.21 1.11 1.01

3.63d 3.73d 3.13 2.52 2.08 1.83 1.63 1.46 1.32 1.20 1.09 1.01

3.33d 3.35d 3.51d 3.05 2.46 2.06 1.82 1.60 1.44 1.30 1.18 1.09

3.42d 3.68d 3.36d 3.00 2.42 2.05 1.79 1.59 1.43 1.29 1.18 1.08

3.34d 3.33d 2.96 2.41 2.06 1.78 1.59 1.42 1.29 1.17 1.08

3.45d 2.96 2.42 2.06 1.79 1.58 1.42 1.29 1.18

3.81 2.98 2.45 2.07 1.80 1.59 1.42 1.29 1.19

3.84 3.00 2.46 2.09 1.81 1.60 1.43 1.30

5.28 3.88 3.04 2.49 2.11 1.83 1.62 1.45 1.33

8.15 5.35 3.94 3.09 2.54 2.15 1.86 1.65

6.05t 8.33 5.46 4.03 3.17 2.61 2.22
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Minimum Loads (t)
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Up Cant Dn Cant Safety Factor: 45% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 225-235°

Fleet Number: RTE019 through to RTE021 7LUT

Configuration: Rail -50..100mm Unlocked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

125
115 Stafford, ST16 3HS
235 4
245 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.29 1.89

2.33 1.96 1.64

2.33 1.99 1.68 1.42

2.33 1.98 1.71 1.45 1.23

2.32 1.98 1.71 1.47 1.26

3.31 2.71 2.29 1.97 1.71 1.49 1.27 1.09

3.26 2.66 2.26 1.94 1.70 1.50 1.28 1.10

3.17 2.63 2.23 1.93 1.68 1.50 1.29 1.11 .95

3.12 2.57 2.19 1.90 1.67 1.50 1.29 1.11 .95

3.08 2.56 2.15 1.88 1.66 1.50 1.29 1.10 .95

3.04 2.52 2.14 1.88 1.66 1.49 1.27 1.10 .95

3.77 3.02 2.52 2.14 1.86 1.66 1.47 1.26 1.09 .94 .82

4.93d 3.77 3.00 2.48 2.15 1.87 1.65 1.44 1.24 1.07 .93 .81

4.84 3.72 2.99 2.42 2.10 1.85 1.61 1.42 1.22 1.05 .92

4.57d 4.77 3.62 2.93 2.43 1.90 1.80 1.58 1.39 1.20 1.04 .90

5.16d 4.72 3.52 2.86 2.38 2.04 1.77 1.56 1.36 1.17 1.02 .89

4.66 3.50 2.80 2.35 2.01 1.74 1.53 1.32 1.15 1.00 .88

7.02 3.47 2.78 2.32 1.97 1.72 1.50 1.29 1.12 .99

6.98 3.46 2.78 2.31 1.96 1.71 1.46 1.26 1.10 .98

3.48 2.77 2.30 1.97 1.66 1.43 1.24 1.09

4.69 3.51 2.79 2.31 1.92 1.63 1.41 1.23 1.09

7.21 4.78 3.57 2.79 2.27 1.89 1.62 1.40

8.54t 7.30 4.80 3.53 2.76 2.25 1.89

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.28 1.89

2.31 1.93 1.62

2.33 1.95 1.66 1.41

2.30 1.94 1.66 1.43 1.22

2.28 1.93 1.65 1.43 1.24

3.31 2.69 2.25 1.89 1.63 1.42 1.24 1.08

3.19 2.60 2.17 1.84 1.59 1.39 1.22 1.08

3.09 2.49 2.09 1.79 1.55 1.36 1.20 1.07 .94

3.05 2.38 2.00 1.73 1.51 1.33 1.18 1.05 .93

2.95 2.32 1.91 1.67 1.47 1.29 1.15 1.03 .92

2.88 2.30 1.83 1.61 1.42 1.26 1.12 1.01 .91

3.69 2.77 2.17 1.77 1.55 1.38 1.23 1.10 .99 .90 .81

4.31d 3.51 2.65 2.11 1.72 1.50 1.34 1.20 1.08 .97 .89 .81

3.56d 3.34 2.56 2.04 1.68 1.47 1.32 1.17 1.06 .96 .88

3.64d 3.35d 3.23 2.48 1.98 1.65 1.45 1.30 1.16 1.04 .95 .87

3.42d 3.68d 3.15 2.42 1.95 1.65 1.44 1.28 1.14 1.03 .94 .86

3.38d 3.10 2.39 1.94 1.64 1.43 1.27 1.14 1.03 .94 .86

3.09 2.40 1.96 1.65 1.44 1.27 1.14 1.03 .94

3.10 2.41 1.97 1.66 1.44 1.27 1.14 1.03 .95

3.12 2.44 1.98 1.68 1.45 1.28 1.15 1.05

4.33 3.16 2.47 2.01 1.70 1.47 1.30 1.17 1.08

6.73 4.40 3.22 2.52 2.06 1.74 1.51 1.34

6.12t 6.89 4.51 3.31 2.61 2.14 1.82
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Up Cant Dn Cant Safety Factor: 45% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 235-245°

Fleet Number: RTE019 through to RTE021 7KUT

Configuration: Rail -50..100mm Unlocked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

115
105 Stafford, ST16 3HS
245 4
255 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.50 2.04

2.09 1.74 1.44

2.08 1.77 1.49 1.25

2.08 1.77 1.52 1.28 1.07

2.46 2.07 1.76 1.52 1.30 1.10

2.43 2.04 1.75 1.52 1.32 1.12 .94

2.91 2.39 2.01 1.73 1.51 1.33 1.12 .96

2.84 2.34 1.98 1.71 1.50 1.33 1.13 .96 .82

2.78 2.30 1.96 1.68 1.48 1.33 1.13 .96 .82

2.72 2.26 1.93 1.68 1.47 1.33 1.13 .96 .82

2.69 2.24 1.92 1.66 1.47 1.32 1.12 .95 .81

3.35 2.68 2.23 1.90 1.66 1.47 1.30 1.11 .94 .81 .69

4.42 3.35 2.68 2.23 1.89 1.66 1.45 1.28 1.09 .93 .80 .69

4.27 3.28 2.67 2.21 1.90 1.63 1.43 1.25 1.06 .91 .79

4.57d 4.18 3.20 2.57 2.16 1.82 1.59 1.39 1.22 1.04 .89 .77

5.37d 4.14 3.13 2.52 2.10 1.80 1.54 1.36 1.19 1.01 .88 .76

4.08 3.09 2.48 2.05 1.75 1.53 1.35 1.15 .99 .86 .75

6.95d 6.10 3.06 2.44 2.03 1.74 1.51 1.31 1.12 .97 .84

8.08t 3.05 2.43 2.02 1.72 1.50 1.27 1.09 .95 .83

6.15 3.04 2.42 2.02 1.72 1.45 1.24 1.07 .94

4.12 3.08 2.45 2.03 1.68 1.42 1.22 1.06 .93

6.36 4.20 3.14 2.45 1.99 1.65 1.40 1.21

8.57t 6.43 4.21 3.10 2.42 1.96 1.64

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.50 2.02

2.07 1.72 1.43

2.08 1.74 1.47 1.23

2.07 1.73 1.47 1.26 1.07

2.46 2.03 1.71 1.45 1.26 1.08

2.39 1.99 1.67 1.44 1.24 1.08 .94

2.83 2.30 1.92 1.63 1.41 1.22 1.07 .93

2.74 2.19 1.84 1.57 1.36 1.19 1.05 .92 .81

2.70 2.10 1.75 1.51 1.32 1.16 1.02 .90 .80

2.61 2.03 1.67 1.45 1.27 1.12 .99 .89 .79

2.51 1.96 1.58 1.39 1.22 1.09 .97 .87 .78

3.25 2.41 1.89 1.52 1.33 1.18 1.05 .95 .85 .77 .69

4.33d 3.08 2.30 1.82 1.48 1.29 1.15 1.03 .92 .83 .75 .68

3.57d 2.91 2.21 1.75 1.43 1.26 1.12 1.00 .91 .82 .74

3.68d 3.35d 2.80 2.13 1.70 1.41 1.24 1.10 .98 .89 .81 .74

3.41d 3.68d 2.72 2.08 1.66 1.40 1.22 1.08 .97 .88 .80 .73

3.34d 2.67 2.05 1.65 1.41 1.22 1.08 .97 .87 .80 .73

2.66 2.05 1.67 1.41 1.22 1.08 .96 .87 .80

2.69 2.06 1.68 1.42 1.23 1.08 .97 .88 .81

2.70 2.09 1.71 1.44 1.24 1.09 .98 .89

3.75 2.73 2.13 1.73 1.46 1.26 1.11 1.00 .93

5.88 3.82 2.79 2.18 1.78 1.50 1.30 1.15

6.12t 6.04 3.95 2.89 2.26 1.85 1.57
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(m)

7.5

7

0

5.5

5

4.5

4

3.5

3

2.5

2

1.5

1

0.5

6

Up Cant Dn Cant Safety Factor: 45% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 245-255°

Fleet Number: RTE019 through to RTE021 7JUT

Configuration: Rail -50..100mm Unlocked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

105
95 Stafford, ST16 3HS

255 4
265 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.34 1.91 1.55

1.95 1.62 1.34

1.96 1.66 1.38 1.15

1.96 1.66 1.42 1.19 .99

2.31 1.93 1.64 1.42 1.21 1.02

2.79 2.28 1.90 1.63 1.42 1.22 1.03 .87

2.73 2.22 1.88 1.62 1.40 1.24 1.04 .88

2.63 2.19 1.85 1.59 1.40 1.24 1.05 .88 .75

2.59 2.12 1.82 1.58 1.39 1.24 1.05 .88 .75

2.55 2.12 1.80 1.56 1.38 1.24 1.05 .88 .75

2.50 2.09 1.79 1.55 1.36 1.23 1.03 .87 .75

3.11 2.49 2.07 1.77 1.53 1.37 1.21 1.02 .86 .74 .60

4.15 3.13 2.50 2.07 1.76 1.55 1.36 1.18 1.00 .85 .73 .60

3.96 3.05 2.48 2.07 1.76 1.51 1.32 1.16 .98 .84 .71

4.74d 3.88 2.97 2.39 2.01 1.71 1.48 1.29 1.13 .96 .82 .70

5.29 3.83 2.90 2.33 1.95 1.65 1.40 1.27 1.09 .93 .80 .69

3.80 2.86 2.29 1.91 1.63 1.40 1.24 1.06 .91 .78 .68

6.94d 5.67 2.83 2.26 1.88 1.61 1.40 1.21 1.03 .88 .77

2.82 2.25 1.86 1.59 1.39 1.17 1.00 .87 .76

2.82 2.25 1.87 1.60 1.34 1.14 .98 .86

3.82 2.85 2.27 1.87 1.55 1.31 1.12 .97 .85

5.90 3.90 2.92 2.26 1.84 1.53 1.29 1.11

8.47t 5.98 3.93 2.88 2.24 1.82 1.52

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.33 1.89 1.55

1.94 1.60 1.32

1.94 1.62 1.37 1.14

1.93 1.61 1.37 1.16 .98

2.30 1.91 1.59 1.36 1.16 1.00

2.78 2.24 1.85 1.57 1.33 1.15 1.00 .86

2.65 2.15 1.78 1.52 1.30 1.12 .98 .86

2.56 2.04 1.71 1.46 1.26 1.10 .96 .85 .74

2.50 1.94 1.63 1.40 1.22 1.07 .94 .83 .73

2.42 1.87 1.53 1.34 1.17 1.03 .91 .81 .72

2.41 1.81 1.50 1.28 1.12 1.00 .89 .79 .71

3.02 2.23 1.74 1.40 1.22 1.08 .97 .86 .78 .70 .60

4.05 2.83 2.13 1.67 1.34 1.22 1.05 .93 .84 .76 .69 .59

3.57d 2.68 2.02 1.60 1.30 1.15 1.02 .91 .82 .74 .67

3.68d 3.34d 2.56 1.95 1.55 1.28 1.12 1.02 .90 .81 .73 .66

3.41d 3.40 2.49 1.90 1.51 1.27 1.11 1.00 .88 .80 .72 .65

3.34 2.45 1.87 1.51 1.28 1.13 .98 .88 .79 .72 .66

2.44 1.87 1.51 1.30 1.11 .98 .87 .79 .72

2.46 1.89 1.53 1.29 1.12 .99 .88 .80 .73

2.47 1.91 1.55 1.31 1.13 .99 .89 .81

3.45 2.51 1.95 1.59 1.33 1.15 1.01 .91 .84

5.44 3.52 2.57 2.01 1.63 1.37 1.19 1.05

6.09t 5.62 3.65 2.67 2.09 1.71 1.45
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Up Cant Dn Cant Safety Factor: 45% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 255-265°

Fleet Number: RTE019 through to RTE021 7IUT

Configuration: Rail -50..100mm Unlocked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

95
75 Stafford, ST16 3HS

265 4
285 356

20
340 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.30 1.87

1.92 1.59 1.31

1.93 1.62 1.36 1.13

1.91 1.61 1.39 1.16 .97

2.27 1.90 1.61 1.40 1.19 .99

2.74 2.24 1.87 1.60 1.40 1.20 1.01 .85

2.63 2.19 1.84 1.59 1.37 1.22 1.02 .86

2.59 2.16 1.82 1.56 1.37 1.22 1.03 .87 .73

2.55 2.09 1.74 1.55 1.36 1.21 1.03 .87 .73

2.51 2.08 1.77 1.52 1.35 1.21 1.03 .86 .73

2.46 2.04 1.75 1.52 1.34 1.21 1.01 .85 .73

3.05 2.44 2.03 1.73 1.51 1.35 1.18 1.00 .84 .72 .58

4.03 3.07 2.46 2.04 1.73 1.52 1.33 1.16 .98 .83 .71 .57

3.88 2.99 2.44 2.04 1.73 1.48 1.30 1.13 .96 .82 .70

4.74d 3.81 2.92 2.34 1.94 1.68 1.45 1.26 1.11 .94 .80 .69

5.19 3.76 2.85 2.28 1.90 1.61 1.38 1.24 1.07 .91 .78 .67

3.73 2.80 2.24 1.87 1.60 1.38 1.22 1.04 .89 .76 .66

5.57 2.77 2.22 1.85 1.58 1.37 1.19 1.01 .86 .75

2.76 2.21 1.83 1.56 1.36 1.15 .98 .85 .74

5.65 2.78 2.21 1.83 1.57 1.31 1.11 .96 .84

3.75 2.80 2.23 1.84 1.52 1.28 1.10 .95 .83

5.84 3.83 2.87 2.23 1.80 1.49 1.26 1.08

8.41t 5.93 3.85 2.82 2.20 1.78 1.49

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.29 1.85

1.90 1.57 1.30

1.91 1.59 1.34 1.12

1.90 1.59 1.34 1.14 .96

2.27 1.87 1.56 1.33 1.14 .98

2.73 2.21 1.81 1.54 1.31 1.13 .98 .84

2.61 2.12 1.75 1.49 1.27 1.10 .96 .84

2.51 2.00 1.68 1.43 1.23 1.08 .94 .83 .72

2.45 1.90 1.60 1.38 1.19 1.05 .92 .81 .72

2.37 1.83 1.50 1.31 1.15 1.01 .89 .79 .71

2.37 1.77 1.47 1.25 1.10 .98 .87 .77 .69

2.96 2.18 1.71 1.37 1.19 1.06 .95 .84 .76 .68 .58

3.98 2.78 2.08 1.63 1.31 1.19 1.02 .91 .82 .74 .66 .57

3.57d 2.63 1.98 1.56 1.27 1.12 .99 .89 .80 .73 .65

3.72d 3.34d 2.51 1.91 1.51 1.25 1.09 .99 .88 .79 .71 .64

3.41d 3.33 2.44 1.86 1.48 1.24 1.08 .97 .86 .78 .71 .63

3.27 2.39 1.83 1.47 1.24 1.10 .95 .86 .77 .70 .63

2.38 1.82 1.48 1.27 1.09 .95 .85 .77 .70

2.40 1.85 1.51 1.26 1.09 .96 .86 .78 .72

2.42 1.87 1.52 1.28 1.10 .97 .87 .79

3.39 2.46 1.91 1.55 1.30 1.12 .99 .89 .82

5.36 3.46 2.52 1.97 1.60 1.34 1.16 1.03

6.05t 5.54 3.59 2.62 2.04 1.67 1.42
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Up Cant Dn Cant Safety Factor: 45% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 265-285°

Fleet Number: RTE019 through to RTE021 7HUT

Configuration: Rail -50..100mm Unlocked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

75
65 Stafford, ST16 3HS

285 4
295 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.33 1.91

1.96 1.62 1.34

1.95 1.66 1.38 1.15

1.95 1.66 1.42 1.19 .99

2.31 1.94 1.65 1.43 1.21 1.02

2.78 2.27 1.91 1.63 1.42 1.22 1.03 .87

2.72 2.23 1.88 1.62 1.41 1.24 1.04 .88

2.66 2.19 1.85 1.60 1.39 1.24 1.05 .89 .75

2.59 2.15 1.83 1.58 1.38 1.23 1.05 .89 .75

2.55 2.11 1.80 1.56 1.37 1.24 1.05 .88 .75

2.50 2.09 1.78 1.55 1.37 1.23 1.04 .88 .75

3.12 2.49 2.07 1.77 1.55 1.37 1.20 1.02 .87 .74 .60

4.15 3.13 2.50 2.07 1.77 1.55 1.36 1.19 1.01 .85 .73 .60

3.96 3.05 2.49 2.07 1.76 1.52 1.33 1.16 .98 .84 .72

4.74d 3.89 2.97 2.39 2.01 1.70 1.48 1.30 1.13 .96 .82 .70

5.32 3.84 2.91 2.33 1.95 1.64 1.42 1.27 1.09 .93 .80 .69

3.81 2.86 2.30 1.91 1.63 1.42 1.24 1.06 .91 .78 .68

5.71 2.84 2.27 1.88 1.61 1.40 1.21 1.03 .89 .77

2.83 2.25 1.87 1.60 1.38 1.17 1.00 .87 .76

5.80 2.83 2.25 1.87 1.60 1.34 1.14 .98 .86

3.85 2.86 2.27 1.88 1.56 1.31 1.12 .97 .86

5.99 3.93 2.93 2.28 1.84 1.53 1.29 1.11

8.31t 6.11 3.96 2.89 2.25 1.83 1.52

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.33 1.88

1.94 1.61 1.33

1.95 1.62 1.36 1.14

1.93 1.61 1.37 1.17 .98

2.30 1.90 1.60 1.35 1.17 1.00

2.78 2.23 1.87 1.56 1.33 1.15 1.00 .86

2.65 2.15 1.78 1.52 1.30 1.13 .98 .86

2.55 2.04 1.71 1.46 1.26 1.10 .97 .85 .74

2.49 1.95 1.63 1.40 1.22 1.07 .94 .83 .73

2.44 1.88 1.54 1.34 1.17 1.03 .91 .81 .72

2.42 1.81 1.46 1.27 1.12 1.00 .89 .80 .71

3.01 2.24 1.74 1.40 1.22 1.08 .96 .87 .78 .70 .60

4.05 2.84 2.13 1.67 1.35 1.19 1.05 .94 .84 .76 .69 .59

3.57d 2.68 2.04 1.60 1.30 1.15 1.02 .91 .82 .74 .67

3.72d 3.34d 2.58 1.96 1.55 1.29 1.13 1.00 .90 .81 .73 .66

3.41d 3.42 2.50 1.91 1.52 1.27 1.11 .99 .88 .80 .73 .66

3.34d 2.45 1.88 1.51 1.28 1.11 .98 .88 .79 .72 .66

2.45 1.88 1.52 1.28 1.11 .98 .87 .79 .72

2.47 1.90 1.53 1.30 1.12 .98 .88 .80 .73

2.48 1.92 1.56 1.31 1.13 .99 .89 .81

3.47 2.52 1.96 1.59 1.33 1.15 1.01 .91 .85

5.52 3.55 2.59 2.01 1.64 1.38 1.19 1.05

5.95t 5.71 3.68 2.68 2.09 1.71 1.46
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Up Cant Dn Cant Safety Factor: 45% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 285-295°

Fleet Number: RTE019 through to RTE021 7GUT

Configuration: Rail -50..100mm Unlocked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

65
55 Stafford, ST16 3HS

295 4
305 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.43 2.00

2.04 1.70 1.41

2.04 1.73 1.45 1.21

2.04 1.73 1.48 1.25 1.05

2.41 2.01 1.73 1.49 1.27 1.07

2.91 2.38 1.99 1.70 1.48 1.29 1.09 .92

2.83 2.33 1.96 1.69 1.48 1.30 1.10 .93

2.77 2.25 1.93 1.67 1.46 1.30 1.10 .94 .79

2.70 2.25 1.91 1.65 1.45 1.30 1.11 .94 .80

2.66 2.20 1.88 1.63 1.44 1.30 1.10 .93 .80

2.64 2.19 1.86 1.60 1.43 1.29 1.09 .92 .79

3.26 2.62 2.18 1.86 1.62 1.42 1.27 1.08 .92 .78 .67

4.32 3.27 2.62 2.15 1.86 1.62 1.43 1.24 1.06 .90 .77 .66

4.18 3.21 2.60 2.12 1.85 1.60 1.39 1.22 1.04 .89 .76

4.74d 4.09 3.12 2.52 2.11 1.74 1.54 1.36 1.19 1.01 .87 .75

5.13d 4.05 3.06 2.46 2.05 1.76 1.52 1.33 1.16 .99 .85 .74

4.00 2.98 2.42 2.01 1.72 1.50 1.31 1.13 .96 .83 .73

6.04 3.00 2.38 1.99 1.69 1.47 1.28 1.09 .94 .82

8.00d 4.01 2.98 2.37 1.97 1.68 1.46 1.24 1.06 .92 .81

8.28t 2.98 2.37 1.97 1.69 1.42 1.21 1.04 .91

4.07 3.01 2.40 1.98 1.64 1.39 1.19 1.03 .91

6.38 4.15 3.09 2.40 1.94 1.61 1.37 1.18

8.06t 6.48 4.18 3.06 2.37 1.93 1.60

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.43 1.97

2.03 1.68 1.40

2.03 1.70 1.43 1.21

2.02 1.69 1.44 1.23 1.04

2.41 1.99 1.67 1.42 1.23 1.05

2.91 2.36 1.93 1.64 1.40 1.21 1.05 .91

2.76 2.24 1.87 1.59 1.37 1.19 1.04 .91

2.67 2.14 1.80 1.54 1.33 1.16 1.02 .90 .79

2.62 2.04 1.71 1.47 1.28 1.13 .99 .88 .78

2.56 2.00 1.62 1.41 1.24 1.09 .97 .86 .77

2.46 1.92 1.54 1.36 1.20 1.06 .94 .84 .76

3.17 2.36 1.84 1.49 1.31 1.15 1.03 .92 .82 .74 .67

4.27 3.00 2.25 1.76 1.44 1.25 1.12 1.00 .90 .81 .73 .66

3.56d 2.84 2.16 1.71 1.39 1.23 1.09 .98 .88 .79 .72

3.68d 3.35d 2.73 2.07 1.65 1.37 1.20 1.06 .95 .86 .78 .71

3.42d 3.62 2.65 2.02 1.62 1.36 1.25 1.05 .95 .85 .77 .71

3.34d 2.61 2.00 1.61 1.36 1.18 1.05 .94 .85 .77 .71

2.60 2.00 1.63 1.37 1.18 1.05 .94 .85 .77

2.63 2.01 1.64 1.38 1.19 1.05 .94 .85 .78

2.64 2.04 1.66 1.39 1.20 1.06 .95 .87

3.69 2.68 2.08 1.69 1.42 1.22 1.08 .97 .90

5.86 3.77 2.75 2.13 1.74 1.46 1.26 1.12

5.86t 6.09 3.90 2.84 2.21 1.81 1.54
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Up Cant Dn Cant Safety Factor: 45% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 295-305°

Fleet Number: RTE019 through to RTE021 7FUT

Configuration: Rail -50..100mm Unlocked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

55
45 Stafford, ST16 3HS

305 4
315 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.15 1.77

2.19 1.83 1.53

2.19 1.87 1.57 1.32

2.19 1.86 1.60 1.36 1.14

2.59 2.16 1.86 1.61 1.38 1.17

2.56 2.15 1.83 1.60 1.40 1.19 1.01

3.05 2.51 2.11 1.83 1.59 1.41 1.20 1.02

2.99 2.46 2.08 1.80 1.58 1.40 1.20 1.02 .88

2.92 2.42 2.06 1.79 1.57 1.40 1.20 1.02 .88

2.88 2.39 2.04 1.77 1.56 1.40 1.20 1.02 .88

2.85 2.36 2.02 1.74 1.55 1.40 1.19 1.01 .87

3.52 2.83 2.34 2.00 1.75 1.54 1.37 1.18 1.01 .87 .75

4.72 3.53 2.78 2.34 2.01 1.75 1.54 1.35 1.15 .99 .86 .74

4.55 3.48 2.80 2.21 1.98 1.71 1.51 1.33 1.14 .97 .85

4.57d 4.47 3.40 2.74 2.28 1.95 1.69 1.48 1.30 1.11 .96 .83

5.16d 4.42 3.31 2.68 2.22 1.89 1.62 1.45 1.26 1.08 .94 .82

4.38 3.28 2.63 2.19 1.87 1.63 1.43 1.23 1.06 .92 .81

3.25 2.61 2.17 1.85 1.61 1.40 1.20 1.04 .91

6.63 4.34 3.25 2.59 2.15 1.84 1.59 1.36 1.17 1.02 .90

4.39 3.27 2.59 2.15 1.84 1.55 1.33 1.15 1.01

8.68d 4.45 3.29 2.62 2.16 1.80 1.52 1.31 1.14 1.00

6.98 4.54 3.38 2.62 2.13 1.77 1.50 1.30

8.01t 7.12 4.58 3.33 2.60 2.11 1.76

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.13 1.75

2.18 1.82 1.52

2.19 1.84 1.55 1.31

2.17 1.82 1.56 1.33 1.14

2.58 2.14 1.81 1.54 1.33 1.15

2.53 2.09 1.78 1.51 1.32 1.15 1.00

3.00 2.44 2.02 1.73 1.49 1.29 1.13 .99

2.91 2.33 1.95 1.67 1.45 1.26 1.11 .98 .87

2.85 2.22 1.87 1.61 1.40 1.23 1.09 .97 .86

2.77 2.16 1.78 1.54 1.35 1.20 1.06 .95 .85

2.67 2.09 1.73 1.48 1.31 1.16 1.04 .93 .84

3.43 2.57 2.03 1.63 1.43 1.26 1.13 1.01 .91 .82 .74

4.29d 3.27 2.47 1.95 1.59 1.43 1.23 1.11 .99 .89 .81 .74

3.55d 3.12 2.37 1.88 1.54 1.35 1.20 1.08 .97 .88 .80

3.68d 3.35d 3.00 2.29 1.83 1.52 1.33 1.18 1.06 .96 .87 .80

3.42d 3.68d 2.92 2.24 1.79 1.51 1.32 1.17 1.05 .95 .86 .79

3.38d 2.88 2.21 1.79 1.52 1.34 1.16 1.05 .94 .86 .79

2.87 2.22 1.80 1.53 1.32 1.16 1.04 .94 .86

2.88 2.23 1.82 1.53 1.33 1.17 1.05 .95 .87

2.91 2.26 1.84 1.55 1.34 1.18 1.06 .96

4.08 2.96 2.30 1.87 1.57 1.36 1.20 1.08 .99

6.49 4.16 3.02 2.35 1.92 1.62 1.39 1.24

5.73t 6.74 4.30 3.12 2.43 1.99 1.69
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Up Cant Dn Cant Safety Factor: 45% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 305-315°

Fleet Number: RTE019 through to RTE021 7EUT

Configuration: Rail -50..100mm Unlocked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

45
35 Stafford, ST16 3HS

315 4
325 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.39 1.96

2.42 2.04 1.71

2.43 2.07 1.75 1.49

2.42 2.06 1.78 1.52 1.29

2.40 2.05 1.79 1.54 1.32

2.82 2.38 2.04 1.77 1.56 1.33 1.14

3.39 2.78 2.35 2.02 1.77 1.56 1.34 1.15

3.32 2.73 2.31 2.00 1.76 1.56 1.35 1.16 1.00

3.25 2.69 2.29 1.98 1.74 1.56 1.35 1.16 1.00

3.18 2.66 2.26 1.96 1.73 1.55 1.34 1.15 1.00

3.16 2.62 2.24 1.95 1.72 1.55 1.33 1.15 1.00 .87

3.93 3.13 2.62 2.23 1.93 1.72 1.53 1.32 1.14 .99 .86

4.78d 3.93 3.06 2.61 2.24 1.95 1.72 1.51 1.30 1.13 .98 .86

4.77d 3.91 3.15 2.62 2.23 1.93 1.68 1.49 1.28 1.11 .97 .85

4.46d 4.99 3.78 3.06 2.56 1.99 1.88 1.65 1.46 1.26 1.09 .95

5.01d 4.96 3.74 2.99 2.50 2.14 1.86 1.63 1.42 1.23 1.07 .94

4.95 3.70 2.96 2.46 2.10 1.81 1.61 1.39 1.21 1.06 .93

6.92d 3.68 2.92 2.44 2.08 1.81 1.57 1.36 1.18 1.04 .92

7.59 4.96 3.67 2.92 2.42 2.07 1.80 1.54 1.33 1.16 1.03

7.68 3.69 2.92 2.42 2.07 1.75 1.51 1.31 1.15

5.05 3.72 2.95 2.44 2.03 1.72 1.49 1.30 1.15

5.13 3.78 2.96 2.40 2.00 1.70 1.48

7.83t 8.15 5.16 3.76 2.93 2.38 1.99

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.37 1.96

2.41 2.02 1.70

2.43 2.03 1.73 1.47

2.40 2.03 1.73 1.50 1.28

2.38 2.01 1.72 1.50 1.30

2.80 2.34 1.97 1.70 1.47 1.29 1.13

3.33 2.71 2.26 1.92 1.66 1.46 1.28 1.13

3.24 2.59 2.18 1.87 1.62 1.42 1.26 1.12 .99

3.18 2.49 2.09 1.81 1.58 1.39 1.24 1.10 .98

3.10 2.44 2.00 1.75 1.53 1.36 1.21 1.08 .97

3.02 2.36 1.92 1.68 1.48 1.32 1.18 1.06 .96 .87

3.84 2.89 2.29 1.87 1.63 1.44 1.29 1.16 1.04 .94 .86

4.32d 3.69 2.79 2.22 1.81 1.58 1.40 1.26 1.13 1.03 .93 .85

3.62d 3.53 2.70 2.15 1.77 1.55 1.38 1.24 1.12 1.01 .92 .85

3.33d 3.35d 3.41 2.62 2.10 1.75 1.53 1.38 1.22 1.10 1.00 .92

3.43d 3.68d 3.33 2.57 2.06 1.74 1.52 1.34 1.20 1.09 .99 .91

3.35d 3.29 2.54 2.05 1.74 1.52 1.34 1.20 1.08 .99 .91

3.28 2.53 2.07 1.75 1.52 1.34 1.20 1.08 .99 .92

3.30 2.56 2.08 1.76 1.52 1.35 1.20 1.09 1.00

3.33 2.58 2.11 1.77 1.54 1.36 1.22 1.10

4.65 3.37 2.62 2.14 1.80 1.56 1.38 1.24 1.13

4.73 3.44 2.68 2.19 1.84 1.59 1.41

5.57t 7.67 4.86 3.54 2.76 2.26 1.91
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Up Cant Dn Cant Safety Factor: 45% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 315-325°

Fleet Number: RTE019 through to RTE021 7DUT

Configuration: Rail -50..100mm Unlocked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

35
25 Stafford, ST16 3HS

325 4
335 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.85 2.37

2.89 2.44 2.06

2.89 2.47 2.11 1.80

2.87 2.45 2.13 1.83 1.58

2.86 2.44 2.13 1.86 1.60

3.35 2.82 2.44 2.13 1.87 1.62 1.41

3.98 3.30 2.79 2.42 2.12 1.88 1.63 1.42

3.94 3.22 2.77 2.39 2.11 1.87 1.63 1.42 1.24

3.87 3.21 2.69 2.36 2.09 1.86 1.64 1.42 1.24

3.83 3.18 2.71 2.34 2.08 1.86 1.63 1.42 1.24

3.81 3.15 2.69 2.32 2.07 1.87 1.62 1.41 1.24 1.09

4.74 3.78 3.13 2.68 2.34 2.07 1.84 1.60 1.40 1.23 1.08

4.29d 4.72 3.79 3.13 2.67 2.33 2.06 1.83 1.59 1.38 1.22 1.08

4.68d 4.66 3.73 2.99 2.67 2.32 2.04 1.80 1.57 1.37 1.21 1.07

4.29d 5.54d 4.61 3.71 3.07 2.63 2.26 2.00 1.78 1.54 1.35 1.19

5.00d 6.07 4.50 3.64 3.02 2.59 2.25 1.98 1.74 1.51 1.33 1.18

6.03 4.50 3.58 2.99 2.56 2.21 1.96 1.70 1.49 1.32 1.17

4.48 3.57 2.97 2.51 2.20 1.93 1.67 1.47 1.30 1.16

7.68t 4.48 3.55 2.95 2.52 2.19 1.89 1.64 1.45 1.29

8.00d 4.49 3.57 2.95 2.52 2.15 1.85 1.62 1.44 1.29

6.15 4.53 3.60 2.97 2.48 2.11 1.83 1.61 1.43

6.26 4.60 3.60 2.93 2.45 2.10 1.82

7.64t 9.97 6.31 4.59 3.58 2.92 2.45 2.10

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.83 2.35

2.89 2.42 2.05

2.88 2.44 2.08 1.79

2.86 2.42 2.09 1.81 1.57

2.82 2.41 2.08 1.81 1.59

3.32 2.77 2.37 2.05 1.79 1.58 1.39

3.95 3.23 2.71 2.32 2.01 1.77 1.57 1.39

3.87 3.11 2.64 2.27 1.97 1.74 1.54 1.38 1.23

3.82 3.02 2.54 2.20 1.93 1.70 1.52 1.36 1.22

3.73 2.96 2.45 2.14 1.88 1.67 1.49 1.34 1.21

3.65 2.90 2.37 2.07 1.83 1.63 1.47 1.32 1.20 1.09

4.65 3.54 2.83 2.33 2.02 1.79 1.60 1.44 1.30 1.18 1.08

4.29d 4.34d 3.43 2.74 2.26 1.97 1.75 1.57 1.42 1.29 1.17 1.07

3.56d 3.72d 3.33 2.68 2.22 1.94 1.72 1.55 1.40 1.27 1.16 1.07

3.33d 3.34d 3.45d 3.25 2.63 2.19 1.92 1.72 1.53 1.38 1.26 1.15

3.44d 3.33d 3.36d 3.20 2.59 2.18 1.90 1.69 1.52 1.37 1.25 1.15

3.35d 3.33d 3.18 2.58 2.18 1.90 1.68 1.52 1.37 1.25 1.15

3.33d 3.17 2.59 2.19 1.91 1.68 1.51 1.37 1.25 1.16

4.10 3.19 2.62 2.21 1.91 1.69 1.52 1.37 1.26

4.13 3.22 2.63 2.22 1.93 1.70 1.53 1.39 1.29

5.75 4.18 3.26 2.66 2.25 1.95 1.72 1.55 1.41

5.85 4.25 3.32 2.71 2.29 1.99 1.76

5.43t 9.30t 5.98 4.35 3.40 2.79 2.36 2.08
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Up Cant Dn Cant Safety Factor: 45% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 325-335°

Fleet Number: RTE019 through to RTE021 7CUT

Configuration: Rail -50..100mm Unlocked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.

mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk


Rail-Ability Ltd RACD-10000609

25
15 Stafford, ST16 3HS

335 4
345 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.65 3.07

3.53s 3.14 2.68

3.42s 3.15 2.73 2.36

3.52s 3.14 2.74 2.39 2.08

3.64 3.12 2.74 2.41 2.11

3.97s 3.59 3.11 2.73 2.42 2.12 1.87

4.93d 4.18 3.57 3.08 2.71 2.41 2.13 1.88 1.65

5.03 4.16 3.54 3.07 2.70 2.40s 2.14 1.88 1.66

4.95 4.09 3.50 3.03 2.68 2.40s 2.14 1.88 1.67

4.91 4.08 3.48 3.02 2.67s 2.39s 2.13 1.88 1.66

4.85 4.03 3.46 2.99 2.65 2.39s 2.12 1.87 1.66 1.48

5.88d 4.87 4.03 3.45s 3.00s 2.66s 2.38 2.11 1.86 1.65 1.48

4.32d 6.05 4.83 4.03 3.44 2.99 2.64t 2.35 2.09 1.84 1.64 1.47

4.59d 6.01 4.78t 3.99 3.39 2.96 2.61 2.33 2.06 1.83 1.63 1.46

4.08d 5.46d 5.98 4.75 3.95 3.35 2.94 2.59 2.31 2.04 1.81 1.62

4.96d 6.64d 5.96 4.74 3.92 3.35 2.92 2.57 2.29 2.01 1.79 1.60

7.99 5.94 4.71 3.92 3.33 2.91 2.57 2.26 1.99 1.77 1.59

7.81d 5.89 4.70 3.89 3.33 2.89 2.55 2.23 1.97 1.76 1.59

9.51d 8.01 5.91 4.69 3.89 3.31 2.89 2.50 2.19 1.95 1.75

11.52d 8.04 5.92 4.69 3.89 3.31 2.85 2.47 2.17 1.94 1.74

12.12t 8.12 5.97 4.72 3.90 3.28 2.81 2.45 2.16 1.93

8.23 6.05 4.74 3.87 3.25 2.79 2.44 2.17

7.54t 12.93 8.31 6.04 4.72 3.86 3.24 2.80

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.37s 3.06

3.42s 2.82d 2.67

3.42s 2.93s 2.58d 2.34

3.51s 3.08s 2.52s 2.36 2.07

3.48s 2.98s 2.52s 2.36 2.09

3.97s 3.34s 2.88s 2.51s 2.28s 2.08 1.85

4.78s 3.91s 3.31s 2.85s 2.50s 2.21s 2.06 1.85 1.65

4.68s 3.86s 3.37s 2.82s 2.49s 2.20s 2.04 1.84 1.65

4.71s 3.79s 3.23s 2.80s 2.46s 2.20s 2.01 1.82 1.65

4.52s 3.75s 3.24 2.77s 2.45s 2.19s 1.99 1.80 1.63

4.48s 3.71s 3.16 2.76s 2.44s 2.01t 1.96 1.78 1.62 1.48

5.63s 4.67 3.77 3.12 2.70 2.40 1.77t 1.94 1.76 1.60 1.47

4.32d 4.35d 4.54 3.67 3.05 2.66 2.00t 1.85t 1.92 1.74 1.59 1.46

3.56d 3.77d 3.31t 2.90t 2.43t 2.46t 2.04t 1.96t 1.90 1.73 1.58 1.46

3.34d 3.34d 3.44d 3.63d 3.09t 2.64t 2.37t 2.27t 2.08 1.88 1.72 1.57

3.45d 3.33d 3.40d 3.48d 3.51 2.97 2.58t 2.30 2.07 1.87 1.71 1.57

3.36d 3.33d 3.42d 3.50 2.98 2.59 2.29 2.06 1.87 1.70 1.57

3.41d 3.64d 3.51 2.98 2.60 2.29 2.06 1.86 1.71 1.58

4.43d 4.31 3.54 3.01 2.60 2.30 2.07 1.87 1.72

5.55 4.34 3.56 3.02 2.62 2.31 2.08 1.89 1.74

7.70 5.60 4.38 3.59 3.04 2.64 2.34 2.10 1.91

7.79 5.67 4.45 3.64 3.08 2.67 2.37 2.16

5.34t 9.09t 7.95 5.78 4.53 3.72 3.16 2.76
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Up Cant Dn Cant Safety Factor: 45% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 335-345°

Fleet Number: RTE019 through to RTE021 7BUT

Configuration: Rail -50..100mm Unlocked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.

mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk


Rail-Ability Ltd RACD-10000609

25
355 Stafford, ST16 3HS
335 4

5 356
30

330 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

5.83s 4.85d

5.30s 5.42s 5.28d

5.13s 5.33s 5.31s 5.09t

5.38s 5.31s 5.30s 5.08s 4.61d

5.62s 5.46s 5.34s 5.06s 4.84t

6.11d 6.07s 5.53s 5.40s 5.11t 4.81t 4.54t

7.40d 7.22s 6.55s 6.15t 5.61t 5.18t 4.85t 4.61t

8.10s 8.16s 7.14s 6.39t 5.76t 5.29t 4.91t 4.63t 4.32t

7.76s 8.73s 7.69t 6.69t 5.96t 5.42t 5.00t 4.68t 4.45t

7.86s 8.84s 8.33t 7.08t 6.20t 5.59t 5.12t 4.76t 4.52t

8.98s 9.44s 9.06t 7.53t 6.50t 5.78t 5.26t 4.87t 4.60d 3.55d

9.13t 9.83d 10.06s 9.91s 8.06t 6.83t 6.01t 5.43t 4.99t 4.70t 4.12d

6.78d 9.31d 10.44s 10.49s 10.19s 8.58t 7.18t 6.25t 5.60t 5.13t 4.81t 4.24d

7.11d 10.03d 11.19t 11.06d 10.48s 9.15t 7.53t 6.51t 5.80t 5.28t 4.93t 3.84d

6.36d 8.39d 11.31d 12.44s 11.66s 10.78s 9.54s 7.91t 6.78t 6.00t 5.44t 5.06t

7.49d 10.16d 13.16t 13.51s 12.25s 11.01s 9.61s 8.29t 7.07t 6.22t 5.63t 5.16d

12.28d 15.57t 14.62s 12.82s 11.07s 9.64s 8.54s 7.35t 6.45t 5.83t 5.15t

11.82d 18.07s 15.38s 13.06s 11.11s 9.68s 8.58s 7.63t 6.69t 6.03t 4.38d

19.44d 15.91s 13.15s 11.20s 9.75s 8.64s 7.78s 6.94t 6.03t

11.81d 22.26d 20.28s 16.02s 13.27s 11.29s 9.85s 8.76s 7.81s 6.78s

12.24t 27.93s 20.61s 16.27s 13.48s 11.52s 9.98s 8.67s 7.39s 5.92s

28.55s 20.97s 16.51s 13.50s 11.29s 9.52s 7.92s

9.93t 19.09t 27.03s 19.74s 15.43s 12.41s 10.10s 8.14s

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.67d 4.64d

5.11s 4.57s 4.29d

5.13s 4.35s 3.98d 3.87d

5.09s 4.36s 3.76s 3.73d 3.68d

5.20s 4.33s 3.77s 3.92d 3.51d

6.09d 4.99s 4.42s 3.75s 3.50s 3.76d 3.43d

7.09s 5.83s 4.94s 4.37s 3.72s 3.30s 3.34d 3.35d

7.37s 5.74s 5.02s 4.22s 3.70s 3.29s 3.35d 3.31d 3.40d

6.81s 5.97s 4.81s 4.18s 3.69s 3.28s 3.61d 3.34d 3.42d

6.74s 5.74s 5.30s 4.14s 3.65s 3.28s 3.37d 3.32d 3.43d

6.66s 5.53s 4.87s 4.11s 3.64s 2.57t 3.47d 3.41d 3.47d 3.31d

8.30t 6.62s 5.83s 4.71s 4.10s 3.51t 2.84t 3.64t 3.58d 3.49d 3.47d

6.45d 6.63d 6.11t 5.82t 4.52t 3.66t 3.10t 2.77t 3.68d 3.59d 3.57d 3.52d

5.42d 5.55d 4.92t 5.40t 3.61t 3.28t 3.16t 3.03t 3.75d 3.67d 3.67d 3.45d

4.99d 5.01d 5.16d 5.45d 4.59t 6.84t 3.53t 3.26t 3.15t 3.99d 3.87d 3.83d

5.14d 4.98d 5.02d 5.30d 5.40t 4.55t 4.58t 3.54t 3.93t 4.29d 3.99d 3.79d

5.02d 4.98d 5.13d 5.87t 4.87t 4.25t 3.91t 4.67d 4.43d 4.35d 3.90d

5.04d 5.60d 6.75t 5.49t 4.77t 4.92t 5.21d 4.69d 4.33d 4.10d

6.74d 8.06d 8.18t 6.29t 5.45t 6.14d 5.62d 4.95d 4.60d

9.44d 10.28d 9.28t 7.38t 7.76d 6.72d 5.79d 5.20d

11.90d 12.51d 13.02s 10.59s 9.33s 8.35s 7.07d 6.13d 5.34d

15.74d 16.52s 13.01s 10.80s 9.08s 7.90s 7.01s

7.32t 13.23t 22.16d 16.90s 13.20s 10.85s 9.23s 8.14s

RTE019 through to RTE021
Locked 01/06/2020

8aL

Rail-Ability Ltd, Tollgate Drive

Tel: 01785 214747
mail@railability.co.uk

Rated Lift Capacity Chart

Machine type:
Configuration:

Equipment:

Fleet Number:

RA310
Rail -100..150mm Locked
1.9 + 3.4 + 2.1

Floating Axle:

7.5

7

6.5

6

Maximum Loads (t)
(m)

Safety Factor: 87%
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Sector: 335-5°

Up Cant Dn Cant
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Rail-Ability Ltd RACD-10000609

355
345 Stafford, ST16 3HS

5 4
15 356
10

350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

5.45s

4.91s 5.10s

4.76s 4.86s 5.06s

4.74s 4.74s 4.88s 4.73

4.97s 4.71s 4.93s 4.75 4.20

5.47s 5.27s 5.13s 5.03s 4.73 4.23

5.93s 5.70s 5.47s 5.20s 4.71 4.25 3.77

7.73s 6.87s 6.29s 5.80s 5.22 4.68 4.25 3.78

7.85s 7.61 6.61 5.82 5.18 4.67 4.25 3.78

6.97s 8.12s 7.55 6.54 5.77 5.14 4.66 4.24 3.78 3.38

7.35s 8.77 7.47 6.50 5.74 5.14 4.64 4.23 3.77 3.37

9.23s 8.75 7.47 6.48 5.72 5.13 4.64 4.20 3.75 3.36

8.91t 9.96d 8.78 7.45 6.47 5.73 5.14 4.63 4.18 3.73 3.35

6.00d 9.50d 10.71 8.82 7.48 6.50 5.73 5.12 4.61 4.14 3.70 3.33

5.12d 7.50d 10.91d 10.69 8.80t 7.40 6.45 5.70 5.10 4.59 4.11 3.68 3.32

9.30d 12.87d 10.72 8.78 7.44 6.45 5.68 5.08 4.56 4.07 3.65

11.53d 13.69 10.73 8.77 7.44 6.41 5.68 5.08 4.52 4.03 3.62

13.75 10.76 8.79 7.44 6.44 5.70 5.06 4.47 4.00 3.61

13.77 10.79 8.85 7.36 6.48 5.68 4.99 4.43 3.98

13.83 10.83 8.90 7.54 6.48 5.62 4.95 4.41 3.97

13.94 10.90 8.96 7.49 6.41 5.58 4.92 4.40

19.90 14.19 10.97 8.88 7.44 6.37 5.57 4.92

17.62t 20.15 14.19 10.93 8.87 7.44 6.39

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.76d

4.48s 4.25d

4.76s 3.85s 3.87d

4.49s 3.87s 3.66d 3.79d

4.46s 3.86s 3.38s 3.62d 3.59d

5.15s 4.54s 3.95s 3.38s 3.52d 3.50d

5.08s 4.36s 3.80s 3.37s 3.46d 3.39d 3.42d

6.10s 5.00s 4.45s 3.77s 3.35s 3.44s 3.50d 3.32d

6.17s 5.49s 4.40s 3.74s 3.33s 3.35d 3.35d 3.30d

6.97s 5.93s 4.87s 4.22s 3.83s 3.32s 3.41d 3.49d 3.32d 3.37

6.90s 5.71s 4.83s 4.20s 3.71s 3.31s 3.38t 3.54d 3.35d 3.35

6.88s 5.84s 4.96s 4.18s 3.70s 3.13t 3.35t 3.58d 3.50d 3.33

6.63d 6.75d 5.67s 4.81s 4.18s 3.55t 2.88t 3.49t 3.70d 3.49d 3.32

5.38d 5.51d 5.70t 5.04t 4.33t 3.87t 3.21t 3.05t 3.80t 3.69d 3.59 3.30

5.12d 4.99d 5.12d 5.37d 5.24t 5.38t 3.91t 3.31t 3.16t 3.96d 3.85d 3.57 3.30

4.84d 5.00d 5.16d 5.46t 4.51t 3.95t 3.60t 3.66t 4.21d 3.88 3.56

5.11d 4.16d 5.09d 5.46d 5.68t 4.38t 3.97t 4.62t 4.24 3.87 3.56

4.45d 5.34d 7.50t 5.73t 4.90t 4.60t 4.68 4.24 3.88 3.58

6.07d 7.11d 8.21 6.89 5.63t 5.25 4.70 4.25 3.89

8.70d 9.58d 8.22 6.93 6.00 5.29 4.73 4.28 3.93

11.47d 10.19 8.30 6.98 6.04 5.33 4.76 4.33

14.33d 13.36 10.32 8.40 7.06 6.11 5.39 4.84

11.71t 19.30 13.62 10.52 8.55 7.20 6.24
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Up Cant Dn Cant Safety Factor: 90%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 5-15°

Fleet Number: RTE019 through to RTE021 8bL

Configuration: Rail -100..150mm Locked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

345
335 Stafford, ST16 3HS

15 4
25 356
10

350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

5.16

4.78s 4.46

4.67s 4.49 3.88

4.66s 4.48 3.93 3.39

4.74s 4.47 3.92 3.43 2.97

5.34s 5.07 4.43 3.90 3.47 3.01

6.46s 5.85 5.02 4.38 3.88 3.47 3.03 2.64

6.82 5.74 4.96 4.35 3.86 3.46 3.04 2.65

6.74 5.69 4.92 4.31 3.83 3.45 3.04 2.66

6.62 5.62 4.86 4.26s 3.82 3.45 3.02 2.65 2.33

7.62s 6.59 5.58 4.82 4.26s 3.81s 3.46 3.01 2.64 2.32

7.98 6.54 5.55s 4.82s 4.25s 3.81s 3.42 2.99 2.62 2.31

8.70t 7.99 6.56 5.55 4.81s 4.26s 3.80 3.39 2.95 2.59 2.30

5.68d 9.25d 7.95t 6.35 5.55 4.80 4.23 3.76 3.35 2.92 2.58 2.28

5.07d 7.31d 10.00 7.89 6.45 5.50 4.76 4.19 3.73 3.29 2.88 2.55 2.27

9.14d 9.93 7.87 6.44 5.47 4.74 4.16 3.71 3.24 2.84 2.51

11.29d 9.92 7.81 6.41 5.44 4.71 4.14t 3.64 3.18 2.80 2.49

9.90 7.77 6.40 5.42 4.69 4.13 3.57 3.13 2.77 2.47

13.66d 9.93 7.78 6.36 5.21 4.67 4.04 3.51 3.09 2.74

16.02d 14.01 10.01 7.79 6.38 5.40 4.62 3.97 3.46 3.06 2.73

10.10 7.85 6.44 5.36 4.55 3.93 3.44 3.05

14.51 10.30 7.92 6.38 5.30 4.51 3.90 3.43

17.52t 14.73 10.31 7.90 6.34 5.28 4.51

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.68d

4.52s 4.17d

4.53s 3.88s 3.85

4.51s 3.89s 3.80s 3.37

4.47s 3.89s 3.40s 3.38 2.96

5.20s 4.57s 3.86s 3.40s 3.37 2.98

6.10s 5.26s 4.51s 3.93s 3.38s 3.33 2.96 2.63

6.48s 5.02s 4.32s 3.78s 3.37s 3.28s 2.93 2.62

6.04s 5.45 4.28s 3.76s 3.33s 3.20s 2.88 2.59

5.79s 4.90s 4.24s 3.73s 3.32s 3.17 2.85 2.57 2.32

6.96s 5.74s 4.87s 4.21s 3.71s 3.32s 3.11 2.80 2.54 2.30

6.95s 5.87s 4.84s 4.19s 3.70s 3.33s 3.05 2.76 2.51 2.28

6.62d 6.72d 5.70s 4.90 4.20s 3.71s 2.78t 3.00 2.72 2.48 2.26

5.39d 5.60d 5.80d 5.27t 4.52t 3.76t 3.09t 3.05t 2.97 2.69 2.46 2.25

5.01d 5.05d 5.10d 5.36d 5.29t 4.62t 3.63t 3.57t 3.24 2.93 2.66 2.44 2.24

4.28d 5.06d 5.15d 5.49d 4.70 4.08 3.60 3.22 2.91 2.64 2.42

5.05d 3.81d 5.07d 5.35d 4.70 4.08 3.59 3.20 2.89 2.64 2.42

4.01d 5.19d 5.62 4.73 4.11 3.59 3.20 2.90 2.64 2.44

5.96d 6.97d 5.66 4.75 4.10 3.60 3.22 2.91 2.66

8.28d 7.08 5.72 4.80 4.13 3.63 3.24 2.93 2.70

9.35 7.16 5.80 4.86 4.18 3.67 3.28 2.98

13.59 9.51 7.28 5.89 4.93 4.24 3.73 3.35

11.50t 13.98 9.74 7.46 6.04 5.05 4.37
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Minimum Loads (t)
(m)
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Up Cant Dn Cant Safety Factor: 90%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 15-25°

Fleet Number: RTE019 through to RTE021 8cL

Configuration: Rail -100..150mm Locked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.27

4.36 3.66

4.35 3.74 3.16

4.34 3.73 3.23 2.75

4.31 3.72 3.25 2.79 2.39

4.98 4.25 3.69 3.24 2.82 2.42

5.87 4.91 4.19 3.64 3.21 2.84 2.44 2.10

5.70 4.80 4.13 3.61 3.20 2.85 2.45 2.11

5.62 4.66 4.08 3.57 3.18 2.85 2.45 2.12

5.52 4.68 4.04 3.55 3.16 2.84 2.45 2.11 1.83

6.64 5.47 4.63 4.02 3.51 3.15 2.82 2.42 2.10 1.82

6.60 5.46 4.60 4.00 3.52 3.15 2.80 2.40 2.08 1.81

8.48d 6.68 5.46 4.60 3.99 3.53 3.14 2.75 2.37 2.06 1.79

5.55d 8.43 6.62 5.47 4.60 3.99 3.50 3.10 2.70 2.34 2.03 1.77

7.05d 8.31 6.54 5.39 4.57 3.91 3.46 3.05 2.64 2.29 2.00 1.76

8.95d 8.22 6.47 5.31 4.45 3.90 3.41 3.02 2.59 2.25 1.97 1.74

11.07d 8.11 6.37 5.25 4.42 3.83 3.37 2.94 2.54 2.22 1.95

8.09 6.35 5.18 4.36 3.80 3.34 2.86 2.49 2.18 1.93

11.31 8.11 6.33 5.17 4.37 3.78 3.26 2.80 2.44 2.15

8.18 6.33 5.18 4.38 3.72 3.19 2.75 2.41 2.14

11.52t 11.67 8.24 6.40 5.22 4.34 3.65 3.14 2.73 2.40

11.94 8.43 6.46 5.18 4.28 3.61 3.11 2.72

17.40t 12.13 8.44 6.44 5.14 4.25 3.61 3.12

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.22

4.34 3.63

4.35 3.69 3.14

4.33 3.69 3.16 2.73

4.28 3.64 3.15 2.74 2.37

4.97 4.20 3.61 3.13 2.72 2.38

5.83 4.86 4.10 3.51 3.05 2.68 2.37 2.08

5.54 4.64 3.96 3.42 2.99 2.63 2.34 2.07

5.44 4.44 3.82 3.32 2.91 2.58 2.29 2.05

5.29 4.25 3.68 3.21 2.83 2.52 2.26 2.02 1.81

6.64 5.14 4.12 3.54 3.11 2.76 2.46 2.21 1.99 1.79

6.39 4.98 4.00 3.43 3.02 2.68 2.41 2.17 1.96 1.78

6.62d 6.14 4.80 3.89 3.31 2.93 2.62 2.36 2.13 1.93 1.76

5.27d 5.46d 5.77d 4.65 3.80 3.24 2.91 2.57 2.32 2.10 1.91 1.75

5.04d 5.10d 5.34d 4.53 3.70 3.21 2.86 2.53 2.28 2.07 1.89 1.74

3.97d 5.05d 5.14d 4.45 3.67 3.18 2.84 2.50 2.26 2.05 1.88 1.74

4.74d 3.46d 5.06d 4.40 3.68 3.17 2.79 2.50 2.25 2.05 1.88

3.82d 5.24d 4.43 3.72 3.19 2.79 2.49 2.25 2.05 1.89

5.79d 5.60 4.48 3.75 3.20 2.81 2.51 2.26 2.06

7.41 5.63 4.52 3.76 3.23 2.84 2.53 2.28 2.10

10.47d 7.53 5.72 4.58 3.82 3.28 2.88 2.56 2.33

11.03 7.66 5.83 4.67 3.89 3.34 2.94 2.63

11.08t 11.34 7.88 5.98 4.81 4.01 3.45 3.08
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Up Cant Dn Cant Safety Factor: 90%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 25-35°

Fleet Number: RTE019 through to RTE021 8dL

Configuration: Rail -100..150mm Locked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.77

3.86 3.23

3.29 2.78

3.30 2.84 2.40

3.80 3.26 2.86 2.44 2.07

3.75 3.24 2.84 2.47 2.10

5.21 4.34 3.70 3.22 2.80 2.49 2.12 1.80

5.08 4.24 3.64 3.17 2.81 2.50 2.13 1.82

4.93 4.17 3.58 3.14 2.77 2.50 2.14 1.82 1.55

4.87 4.08 3.55 3.12 2.77 2.50 2.13 1.81 1.56

5.89 4.81 4.08 3.52 3.07 2.76 2.47 2.10 1.80 1.55

5.86 4.80 4.05 3.48 3.08 2.76 2.44 2.08 1.78 1.54

7.53 5.84 4.79 4.05 3.50 3.09 2.78 2.41 2.05 1.76 1.52

5.26d 7.53 5.84 4.76 4.03 3.51 3.11 2.72 2.35 2.01 1.74 1.50

6.88d 7.25 5.80 4.81 4.00 3.50 3.05 2.68 2.31 1.98 1.70 1.48

8.81d 7.23 5.70 4.66 3.87 3.41 2.98 2.62 2.24 1.93 1.68 1.47

9.97 7.11 5.59 4.58 3.89 3.36 2.93 2.55 2.19 1.89 1.65

9.57t 7.12 5.56 4.55 3.84 3.30 2.90 2.48 2.14 1.86 1.63

13.44d 7.14 5.51 4.51 3.81 3.29 2.83 2.41 2.09 1.82

15.39t 10.13 7.18 5.55 4.52 3.81 3.24 2.75 2.37 2.06 1.81

15.54d 7.26 5.58 4.58 3.77 3.17 2.70 2.34 2.05

10.51 7.41 5.66 4.53 3.72 3.13 2.68 2.33

17.45d 10.72 7.43 5.61 4.47 3.69 3.12 2.68

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.73

3.86 3.20

3.26 2.75

3.26 2.78 2.38

3.80 3.22 2.77 2.40 2.05

3.72 3.17 2.72 2.37 2.06

5.21 4.30 3.62 3.10 2.68 2.33 2.04 1.78

4.92 4.09 3.47 3.01 2.60 2.28 2.01 1.78

4.77 3.89 3.34 2.88 2.54 2.24 1.98 1.76 1.55

4.66 3.71 3.18 2.78 2.45 2.17 1.93 1.73 1.54

5.89 4.52 3.59 3.04 2.68 2.37 2.11 1.89 1.70 1.52

5.64 4.34 3.46 2.92 2.58 2.30 2.05 1.84 1.67 1.50

6.43d 5.37 4.17 3.33 2.82 2.51 2.23 2.01 1.80 1.63 1.48

5.26d 5.56d 5.14 4.02 3.24 2.77 2.44 2.18 1.96 1.78 1.61 1.47

2.53d 5.09d 4.95 3.89 3.15 2.72 2.40 2.15 1.93 1.74 1.59 1.46

3.69d 5.04d 4.82 3.80 3.11 2.69 2.37 2.11 1.91 1.73 1.58 1.46

4.44d 3.13d 4.77 3.75 3.12 2.70 2.38 2.11 1.89 1.72 1.58

3.42d 4.75 3.77 3.14 2.69 2.37 2.10 1.89 1.72 1.59

3.36d 4.81 3.84 3.17 2.73 2.37 2.11 1.90 1.74

6.43 4.84 3.87 3.21 2.75 2.40 2.13 1.93 1.77

6.52 4.92 3.93 3.26 2.79 2.44 2.17 1.97

9.64 6.64 5.03 4.01 3.33 2.85 2.50 2.24

11.03t 9.92 6.86 5.18 4.14 3.44 2.95 2.62
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Up Cant Dn Cant Safety Factor: 90%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 35-45°

Fleet Number: RTE019 through to RTE021 8eL

Configuration: Rail -100..150mm Locked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.51

3.00

3.06 2.57

3.05 2.64 2.21

3.54 3.05 2.64 2.26 1.90

3.49 3.00 2.64 2.29 1.93

4.84 4.03 3.43 2.98 2.61 2.31 1.95 1.65

4.69 3.96 3.37 2.93 2.59 2.31 1.97 1.66

4.60 3.88 3.33 2.89 2.55 2.30 1.96 1.66 1.41

4.53 3.81 3.27 2.86 2.55 2.30 1.95 1.66 1.41

4.44 3.77 3.25 2.85 2.54 2.30 1.94 1.65 1.40

5.39 4.42 3.75 3.23 2.77 2.54 2.27 1.91 1.63 1.39

7.06 5.44 4.41 3.75 3.24 2.85 2.56 2.23 1.88 1.61 1.37

7.06 5.47 4.32 3.76 3.24 2.86 2.52 2.18 1.84 1.58 1.36

6.78d 6.82 5.39 4.34 3.66 3.24 2.82 2.46 2.13 1.81 1.55 1.34

8.70d 6.67 5.27 4.34 3.59 3.16 2.75 2.42 2.06 1.76 1.52 1.32

6.65 5.17 4.23 3.59 3.08 2.71 2.35 2.00 1.72 1.49

9.43d 6.57 5.13 4.20 3.54 3.05 2.67 2.27 1.95 1.69 1.47

13.36d 6.62 5.12 4.17 3.49 3.03 2.60 2.21 1.91 1.66 1.46

6.65 5.11 4.17 3.52 2.98 2.52 2.16 1.87 1.64

9.59 6.70 5.18 4.22 3.48 2.91 2.46 2.13 1.86

9.80 6.87 5.25 4.17 3.41 2.87 2.45 2.12

16.70 9.94 6.87 5.19 4.13 3.39 2.86 2.45

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.47

2.98

3.03 2.55

3.04 2.58 2.19

3.54 2.98 2.56 2.20 1.88

3.46 2.94 2.51 2.19 1.89

4.82 3.99 3.38 2.87 2.47 2.15 1.87 1.63

4.57 3.80 3.21 2.78 2.40 2.10 1.84 1.62

4.47 3.60 3.08 2.66 2.32 2.04 1.81 1.60 1.40

4.34 3.41 2.92 2.54 2.24 1.99 1.76 1.57 1.39

4.18 3.30 2.77 2.45 2.16 1.92 1.71 1.53 1.37

5.26 4.00 3.17 2.66 2.36 2.10 1.87 1.67 1.50 1.35

6.79d 4.97 3.84 3.05 2.56 2.29 2.03 1.81 1.63 1.47 1.33

5.44d 4.73 3.67 2.94 2.50 2.23 1.97 1.77 1.60 1.45 1.32

2.38d 5.08d 4.55 3.54 2.85 2.45 2.18 1.93 1.74 1.57 1.43 1.31

3.42d 2.20d 4.41 3.46 2.82 2.43 2.16 1.91 1.71 1.55 1.42 1.31

2.81d 4.35 3.41 2.82 2.43 2.12 1.89 1.70 1.55 1.42

3.24d 4.34 3.42 2.84 2.43 2.15 1.89 1.70 1.55 1.43

5.85 4.38 3.49 2.87 2.45 2.15 1.90 1.71 1.56 1.46

5.90 4.42 3.53 2.91 2.49 2.17 1.92 1.74 1.60

5.98 4.49 3.58 2.96 2.53 2.21 1.96 1.78

8.88 6.10 4.60 3.65 3.03 2.59 2.27 2.02

11.10t 9.16 6.28 4.74 3.78 3.13 2.68 2.37
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Up Cant Dn Cant Safety Factor: 90%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 45-55°

Fleet Number: RTE019 through to RTE021 8fL

Configuration: Rail -100..150mm Locked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.36

2.87

2.92 2.46

2.92 2.52 2.10

2.89 2.52 2.15 1.80

3.35 2.87 2.51 2.18 1.83

3.86 3.29 2.83 2.49 2.20 1.85 1.55

4.45 3.78 3.21 2.80 2.46 2.19 1.87 1.57

4.41 3.70 3.17 2.77 2.44 2.18 1.86 1.57 1.32

4.30 3.64 3.13 2.74 2.42 2.18 1.85 1.57 1.33

4.26 3.59 3.09 2.69 2.41 2.18 1.84 1.56 1.32

5.18 4.24 3.53 3.08 2.70 2.41 2.17 1.81 1.54 1.31

6.74 5.08 4.23 3.54 3.08 2.69 2.43 2.12 1.78 1.51 1.29

6.76 5.22 4.24 3.58 3.08 2.71 2.40 2.06 1.75 1.49 1.27

6.63d 6.56 5.15 4.23 3.60 3.07 2.68 2.34 2.02 1.71 1.46 1.26

8.54d 6.44 5.01 4.15 3.49 3.01 2.61 2.29 1.95 1.66 1.43 1.24

6.35 4.95 4.06 3.38 2.95 2.57 2.24 1.89 1.62 1.40

6.32 4.90 4.00 3.37 2.90 2.54 2.16 1.84 1.59 1.38

8.86 6.31 4.86 3.97 3.11 2.88 2.46 2.10 1.80 1.55 1.37

9.02 6.34 4.86 3.94 3.34 2.83 2.39 2.04 1.76 1.54

6.40 4.93 4.02 3.32 2.75 2.34 2.01 1.75

9.33 6.57 5.00 3.96 3.24 2.71 2.31 2.00

15.89 9.47 6.57 4.96 3.92 3.22 2.70 2.32

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.32

2.84

2.90 2.43

2.88 2.46 2.08

2.86 2.43 2.09 1.79

3.32 2.79 2.40 2.08 1.79

3.80 3.20 2.72 2.36 2.03 1.77 1.54

4.37 3.63 3.08 2.63 2.27 1.99 1.74 1.53

4.26 3.41 2.92 2.52 2.21 1.93 1.70 1.50 1.32

4.16 3.27 2.79 2.41 2.13 1.88 1.66 1.48 1.31

3.99 3.14 2.63 2.31 2.04 1.81 1.61 1.44 1.29

5.00 3.83 3.04 2.51 2.22 1.97 1.76 1.57 1.41 1.27

6.49d 4.74 3.62 2.89 2.40 2.16 1.90 1.70 1.53 1.38 1.25

5.44d 4.51 3.48 2.79 2.34 2.09 1.85 1.66 1.50 1.36 1.23

2.05d 5.14d 4.31 3.34 2.68 2.30 2.04 1.81 1.63 1.47 1.34 1.22

3.09d 2.03d 4.19 3.26 2.64 2.28 2.03 1.79 1.60 1.45 1.32 1.22

2.64d 4.11 3.21 2.65 2.28 1.99 1.77 1.59 1.44 1.32

3.07d 4.10 3.23 2.66 2.27 1.99 1.77 1.59 1.45 1.33

2.98d 4.13 3.27 2.69 2.29 2.00 1.78 1.60 1.46 1.36

5.60 4.18 3.32 2.73 2.32 2.02 1.80 1.62 1.49

5.67 4.25 3.37 2.79 2.38 2.07 1.84 1.67

8.45 5.79 4.35 3.45 2.86 2.43 2.12 1.90

10.89t 8.69 5.97 4.48 3.57 2.95 2.52 2.22
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Up Cant Dn Cant Safety Factor: 90%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 55-65°

Fleet Number: RTE019 through to RTE021 8gL

Configuration: Rail -100..150mm Locked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

295
285 Stafford, ST16 3HS

65 4
75 356
10

350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.22

2.75

2.80 2.35

2.78 2.40 2.00

2.79 2.41 2.05 1.71

3.20 2.74 2.39 2.09 1.74

3.70 3.15 2.70 2.37 2.10 1.77 1.48

4.32 3.61 3.07 2.68 2.35 2.09 1.78 1.49

4.19 3.54 3.03 2.64 2.32 2.08 1.78 1.49 1.25

4.13 3.43 2.99 2.61 2.30 2.08 1.77 1.49 1.25

4.06 3.40 2.96 2.56 2.30 2.09 1.75 1.48 1.24

4.96 4.02 3.41 2.90 2.57 2.29 2.05 1.72 1.45 1.23

6.47 4.97 4.01 3.40 2.94 2.58 2.32 2.03 1.69 1.44 1.22

6.43 4.95 4.06 3.38 2.95 2.60 2.30 1.97 1.66 1.40 1.20

6.61d 6.16 4.96 3.98 3.35 2.96 2.54 2.24 1.92 1.62 1.38 1.18

8.47 6.16 4.80 3.94 2.77 2.81 2.48 2.19 1.86 1.57 1.34 1.16

6.08 4.72 3.85 3.26 2.81 2.45 2.13 1.80 1.53 1.32

9.28t 6.03 4.66 3.80 3.21 2.76 2.41 2.06 1.74 1.49 1.29

6.00 4.65 3.77 3.18 2.74 2.35 1.99 1.70 1.46 1.28

6.05 4.66 3.78 3.18 2.70 2.28 1.93 1.66 1.45

6.10 4.70 3.83 3.15 2.62 2.22 1.90 1.65

8.92 6.25 4.76 3.77 3.08 2.58 2.19 1.89 1.66

15.10 9.04 6.25 4.71 3.73 3.06 2.56 2.19

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.19

2.72

2.77 2.32

2.78 2.34 1.98

2.74 2.33 2.00 1.70

3.18 2.68 2.30 1.98 1.70

3.66 3.07 2.60 2.24 1.94 1.69 1.46

4.21 3.47 2.95 2.50 2.18 1.89 1.66 1.44

4.11 3.28 2.79 2.41 2.10 1.84 1.61 1.42 1.24

3.95 3.09 2.64 2.30 2.01 1.77 1.57 1.39 1.23

3.81 2.97 2.50 2.19 1.93 1.71 1.52 1.36 1.21

4.80 3.62 2.85 2.36 2.09 1.86 1.66 1.48 1.33 1.19

6.32 4.52 3.47 2.73 2.37 2.01 1.79 1.60 1.44 1.30 1.17

5.53d 4.30 3.30 2.62 2.20 1.95 1.74 1.56 1.40 1.27 1.16

1.81d 5.06d 4.10 3.16 2.53 2.16 1.90 1.70 1.53 1.38 1.25 1.14

2.96d 1.86d 3.97 3.08 2.49 2.14 1.88 1.67 1.50 1.36 1.24 1.14

2.48d 3.90 3.02 2.50 2.13 1.87 1.66 1.49 1.35 1.24

2.85d 3.88 3.04 2.52 2.19 1.88 1.66 1.49 1.35 1.25

5.27 3.93 3.07 2.57 2.17 1.89 1.66 1.50 1.37 1.28

5.31 3.96 3.12 2.57 2.19 1.91 1.69 1.52 1.40

5.38 4.02 3.18 2.62 2.23 1.94 1.73 1.57

8.02 5.49 4.12 3.26 2.69 2.29 2.01 1.79 1.66

10.89t 8.25 5.66 4.25 3.38 2.79 2.37 2.09
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Minimum Loads (t)
(m)

7.5
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1.5

1

0.5

6

Up Cant Dn Cant Safety Factor: 90%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 65-75°

Fleet Number: RTE019 through to RTE021 8hL

Configuration: Rail -100..150mm Locked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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285
265 Stafford, ST16 3HS

75 4
95 356
20

340 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.22

2.74

2.80 2.35

2.79 2.41 2.00

2.76 2.41 2.05 1.71

3.19 2.75 2.39 2.09 1.74

3.69 3.14 2.71 2.37 2.10 1.77 1.47

4.25 3.57 3.08 2.66 2.35 2.08 1.78 1.49

4.21 3.53 3.02 2.63 2.32 2.07 1.78 1.49 1.25

4.09 3.47 2.98 2.59 2.30 2.07 1.78 1.49 1.25

4.07 3.43 2.89 2.58 2.29 2.08 1.76 1.47 1.24

4.89 4.04 3.38 2.93 2.57 2.29 2.07 1.73 1.46 1.23

6.49 4.97 4.02 3.38 2.93 2.53 2.31 2.02 1.70 1.43 1.21

6.45 4.91 3.96 3.40 2.93 2.57 2.29 1.98 1.66 1.41 1.19

6.54d 6.24 4.94 4.07 3.38 2.95 2.55 2.23 1.91 1.62 1.37 1.17

8.48 6.12 4.82 3.92 3.34 2.86 2.49 2.19 1.85 1.58 1.34 1.16

6.03 4.73 3.87 3.23 2.80 2.44 2.13 1.80 1.53 1.32

9.36t 6.04 4.67 3.80 3.21 2.76 2.41 2.05 1.74 1.49 1.29

10.05d 8.47 6.01 4.63 3.77 3.18 2.74 2.34 1.99 1.69 1.46 1.28

8.61 6.04 4.65 3.77 3.18 2.70 2.26 1.93 1.66 1.45

11.27d 6.12 4.70 3.81 3.15 2.61 2.21 1.90 1.64

12.10t 8.90 6.26 4.78 3.77 3.08 2.57 2.18 1.89 1.66

15.02 9.04 6.25 4.69 3.73 3.05 2.56 2.19

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.19

2.72

2.77 2.32

2.78 2.35 1.99

2.75 2.33 1.99 1.69

3.16 2.69 2.30 1.98 1.70

3.69 3.07 2.61 2.28 1.95 1.69 1.46

4.21 3.48 2.93 2.51 2.16 1.89 1.66 1.44

4.09 3.26 2.79 2.40 2.10 1.83 1.62 1.42 1.24

3.96 3.09 2.64 2.29 2.01 1.77 1.56 1.39 1.23

3.81 2.98 2.49 2.19 1.93 1.71 1.52 1.35 1.21

4.80 3.63 2.85 2.40 2.10 1.85 1.65 1.48 1.32 1.19

6.34 4.54 3.45 2.74 2.27 2.03 1.80 1.60 1.44 1.29 1.17

5.44d 4.29 3.29 2.63 2.20 1.97 1.74 1.56 1.41 1.27 1.15

1.72d 5.14d 4.09 3.16 2.52 2.16 1.93 1.69 1.53 1.38 1.25 1.14

3.01d 1.69d 3.97 3.07 2.49 2.13 1.91 1.68 1.51 1.36 1.24 1.14

2.48d 3.90 3.03 2.49 2.13 1.86 1.66 1.49 1.35 1.23

2.91d 3.88 3.04 2.50 2.13 1.86 1.65 1.49 1.35 1.24

2.77d 3.91 3.08 2.53 2.15 1.87 1.66 1.50 1.36 1.27

5.31 3.95 3.12 2.57 2.18 1.90 1.68 1.52 1.39

5.37 4.01 3.18 2.62 2.23 1.94 1.72 1.56

8.00 5.48 4.11 3.25 2.69 2.29 2.00 1.79 1.65

10.94t 8.20 5.63 4.24 3.36 2.78 2.37 2.09
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Minimum Loads (t)
(m)

7.5
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6

Up Cant Dn Cant Safety Factor: 90%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 75-95°

Fleet Number: RTE019 through to RTE021 8iL

Configuration: Rail -100..150mm Locked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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265
255 Stafford, ST16 3HS

95 4
105 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.34

2.85

2.90 2.44

2.89 2.50 2.09

2.87 2.50 2.14 1.79

3.31 2.85 2.49 2.17 1.82

3.82 3.25 2.81 2.46 2.18 1.84 1.55

4.49 3.73 3.19 2.78 2.44 2.17 1.85 1.56

4.36 3.67 3.15 2.74 2.41 2.16 1.86 1.56 1.31

4.25 3.61 3.09 2.69 2.39 2.16 1.85 1.56 1.31

4.22 3.56 3.00 2.69 2.38 2.16 1.83 1.55 1.30

5.06 4.19 3.50 3.05 2.67 2.39 2.15 1.81 1.52 1.29

6.74 5.17 4.18 3.51 3.05 2.68 2.40 2.11 1.77 1.50 1.28

6.70 5.17 4.13 3.53 3.05 2.70 2.38 2.06 1.73 1.48 1.26

6.54d 6.49 5.13 4.24 3.53 3.06 2.66 2.32 1.99 1.69 1.44 1.24

8.49d 6.37 5.01 4.07 3.47 2.98 2.60 2.28 1.94 1.65 1.41 1.22

6.28 4.93 4.03 3.35 2.92 2.54 2.22 1.88 1.61 1.39

9.36t 6.27 4.86 3.97 3.33 2.87 2.52 2.14 1.82 1.57 1.36

10.14d 8.82 6.26 4.84 3.93 3.31 2.85 2.44 2.07 1.78 1.54 1.35

10.89t 8.87 6.29 4.84 3.93 3.29 2.80 2.37 2.02 1.75 1.52

6.34 4.89 3.97 3.28 2.73 2.31 1.99 1.73

9.20 6.46 4.97 3.93 3.21 2.69 2.29 1.98 1.74

15.37t 9.31 6.50 4.88 3.88 3.18 2.67 2.29

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.30

2.82

2.88 2.41

2.89 2.44 2.07

2.85 2.42 2.08 1.77

3.28 2.79 2.40 2.07 1.78

3.82 3.20 2.71 2.35 2.03 1.76 1.52

4.39 3.61 3.05 2.62 2.25 1.98 1.73 1.51

4.27 3.40 2.91 2.50 2.19 1.91 1.69 1.49 1.30

4.12 3.24 2.76 2.39 2.11 1.86 1.64 1.46 1.29

3.97 3.12 2.60 2.30 2.02 1.80 1.60 1.42 1.27

5.00 3.79 2.98 2.48 2.20 1.95 1.73 1.55 1.39 1.25

6.45d 4.76 3.61 2.87 2.38 2.14 1.89 1.69 1.51 1.36 1.23

5.44d 4.48 3.45 2.76 2.32 2.07 1.83 1.64 1.48 1.34 1.22

1.72d 5.14d 4.29 3.32 2.65 2.27 2.03 1.79 1.61 1.45 1.32 1.20

2.85d 1.69d 4.16 3.23 2.62 2.25 2.02 1.76 1.59 1.44 1.30 1.20

2.53d 4.09 3.19 2.62 2.24 1.96 1.75 1.57 1.42 1.30

2.91d 4.07 3.19 2.63 2.25 1.96 1.74 1.57 1.42 1.31

2.77d 4.10 3.23 2.66 2.27 1.97 1.75 1.58 1.44 1.34

5.55 4.14 3.28 2.70 2.30 2.00 1.78 1.60 1.47

5.61 4.20 3.33 2.76 2.34 2.04 1.81 1.65

8.30 5.71 4.29 3.40 2.82 2.40 2.10 1.87 1.73

11.06t 8.50 5.88 4.42 3.52 2.91 2.48 2.19
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Up Cant Dn Cant Safety Factor: 90%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 95-105°

Fleet Number: RTE019 through to RTE021 8jL

Configuration: Rail -100..150mm Locked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

255
245 Stafford, ST16 3HS
105 4
115 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.80

3.26

3.31 2.81

3.32 2.87 2.42

3.29 2.86 2.47 2.08

3.78 3.25 2.84 2.50 2.12

4.37 3.73 3.23 2.81 2.51 2.14 1.82

5.05 4.27 3.66 3.18 2.80 2.50 2.15 1.84

4.96 4.20 3.58 3.14 2.78 2.49 2.15 1.84 1.57

4.91 4.14 3.57 3.11 2.76 2.48 2.14 1.83 1.57

4.86 4.09 3.52 3.08 2.75 2.49 2.12 1.82 1.56

5.94 4.83 4.05 3.51 3.08 2.75 2.48 2.11 1.81 1.55

7.63d 5.94 4.81 4.05 3.51 3.07 2.77 2.44 2.08 1.78 1.53

7.69 5.88 4.72 4.06 3.52 3.09 2.75 2.38 2.03 1.75 1.51

6.55d 7.46 5.91 4.72 4.03 3.53 3.05 2.69 2.33 1.99 1.72 1.50

8.50d 7.30 5.77 4.72 4.00 3.41 3.00 2.65 2.27 1.95 1.69 1.48

7.24 5.67 4.63 3.91 3.38 2.95 2.58 2.20 1.90 1.66

7.25 5.61 4.57 3.87 3.33 2.92 2.51 2.15 1.86 1.64

7.24 5.57 4.56 3.76 3.31 2.84 2.43 2.10 1.84 1.62

10.26 7.26 5.57 4.54 3.84 3.27 2.77 2.38 2.07 1.82

7.31 5.34 4.59 3.81 3.19 2.72 2.34 2.05

10.53 7.44 5.69 4.53 3.74 3.14 2.69 2.33 2.06

17.30 10.66 7.43 5.64 4.51 3.71 3.13 2.69

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.77

3.23

3.30 2.78

3.28 2.81 2.40

3.26 2.79 2.41 2.07

3.76 3.19 2.75 2.39 2.08

4.34 3.64 3.15 2.69 2.35 2.06 1.80

4.98 4.16 3.51 3.01 2.62 2.30 2.03 1.79

4.89 3.93 3.36 2.91 2.55 2.25 1.99 1.76 1.56

4.76 3.77 3.21 2.80 2.46 2.19 1.94 1.74 1.55

4.60 3.64 3.08 2.69 2.38 2.12 1.90 1.70 1.53

5.77 4.42 3.52 2.96 2.59 2.32 2.07 1.86 1.67 1.51

6.47d 5.51 4.24 3.38 2.84 2.52 2.24 2.01 1.81 1.64 1.49

5.45d 5.24 4.07 3.28 2.77 2.46 2.19 1.97 1.78 1.61 1.47

2.12d 5.06d 5.05 3.94 3.18 2.75 2.41 2.15 1.94 1.75 1.59 1.46

3.01d 1.93d 4.92 3.85 3.14 2.71 2.40 2.13 1.91 1.73 1.58 1.46

2.48d 4.84 3.80 3.14 2.71 2.37 2.10 1.90 1.72 1.58

2.91d 4.82 3.82 3.17 2.70 2.36 2.11 1.89 1.73 1.59

6.24d 4.86 3.85 3.19 2.74 2.39 2.11 1.90 1.74 1.62

6.51 4.89 3.89 3.22 2.76 2.41 2.13 1.93 1.77

6.57 4.95 3.95 3.28 2.80 2.45 2.18 1.97

9.62 6.67 5.04 4.02 3.34 2.86 2.50 2.24 2.06

11.11t 9.84 6.82 5.18 4.13 3.43 2.94 2.59
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(m)
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Up Cant Dn Cant Safety Factor: 90%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 105-115°

Fleet Number: RTE019 through to RTE021 8kL

Configuration: Rail -100..150mm Locked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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235 Stafford, ST16 3HS
115 4
125 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.06

3.48

3.53 3.00

3.54 3.06 2.60

3.51 3.06 2.64 2.24

4.02 3.47 3.04 2.67 2.28

4.64 3.97 3.45 3.02 2.69 2.30 1.97

5.48 4.57 3.92 3.40 2.99 2.68 2.31 1.98

5.35 4.49 3.86 3.36 2.98 2.67 2.32 1.98 1.70

5.25 4.43 3.81 3.33 2.96 2.67 2.30 1.98 1.70

5.17 4.38 3.71 3.31 2.95 2.68 2.29 1.96 1.69

6.34 5.14 4.36 3.76 3.30 2.95 2.65 2.27 1.95 1.68

7.82d 6.31 5.12 4.35 3.74 3.31 2.97 2.60 2.23 1.93 1.67

8.15 6.29 5.18 4.37 3.75 3.33 2.93 2.56 2.19 1.89 1.65

6.63d 7.91 6.31 5.13 4.36 3.75 3.28 2.89 2.50 2.15 1.86 1.63

8.53d 7.89 6.15 5.07 4.23 3.68 3.22 2.84 2.44 2.11 1.84 1.61

7.79 6.04 4.96 4.20 3.55 3.16 2.77 2.38 2.06 1.81

7.71 6.02 4.91 4.12 3.54 3.13 2.70 2.33 2.02 1.79

13.05d 7.69 5.99 4.88 4.11 3.55 3.06 2.62 2.27 2.00 1.77

15.38d 7.73 5.99 4.88 4.11 3.51 2.98 2.57 2.25 1.98

11.31d 15.59t 7.81 6.02 4.92 4.07 3.42 2.93 2.54 2.23

11.13 7.93 6.10 4.87 4.01 3.38 2.89 2.52

17.65t 11.32 7.93 6.03 4.81 3.98 3.37 2.90

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.02

3.46

3.50 2.98

3.50 3.00 2.57

3.47 2.99 2.58 2.23

4.00 3.41 2.94 2.57 2.23

4.64 3.88 3.35 2.89 2.53 2.22 1.95

5.34 4.43 3.75 3.25 2.82 2.48 2.19 1.94

5.21 4.22 3.62 3.13 2.74 2.41 2.15 1.91 1.69

5.09 4.04 3.46 3.02 2.65 2.36 2.10 1.88 1.68

4.91 3.95 3.30 2.92 2.58 2.30 2.06 1.85 1.66

6.17 4.75 3.79 3.18 2.83 2.50 2.24 2.01 1.82 1.64

6.63d 5.89 4.58 3.67 3.08 2.73 2.45 2.19 1.97 1.79 1.62

5.55d 5.64 4.40 3.55 3.02 2.67 2.40 2.15 1.94 1.76 1.61

2.05d 5.07d 5.30d 4.26 3.47 2.97 2.66 2.34 2.11 1.91 1.74 1.60

3.14d 2.10d 5.18d 4.18 3.41 2.95 2.59 2.31 2.09 1.90 1.73 1.60

2.69d 5.03d 4.12 3.42 2.94 2.59 2.30 2.07 1.88 1.73

2.92d 5.01d 4.13 3.44 2.96 2.58 2.30 2.07 1.88 1.73

3.00d 5.24 4.22 3.47 2.97 2.59 2.30 2.08 1.90 1.77

6.99 5.28 4.23 3.51 3.00 2.62 2.33 2.10 1.93

7.05 5.34 4.28 3.55 3.04 2.66 2.37 2.15

10.26 7.16 5.43 4.34 3.61 3.10 2.71 2.43

11.22t 10.48 7.33 5.57 4.46 3.71 3.18 2.81
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Up Cant Dn Cant Safety Factor: 90%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 115-125°

Fleet Number: RTE019 through to RTE021 8lL

Configuration: Rail -100..150mm Locked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

235
225 Stafford, ST16 3HS
125 4
135 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.30

3.69

3.74 3.18

3.74 3.24 2.76

4.33 3.70 3.25 2.81 2.39

4.27 3.69 3.23 2.84 2.43

4.92 4.21 3.64 3.22 2.86 2.45 2.10

5.79 4.83 4.15 3.62 3.19 2.85 2.46 2.12

5.65 4.75 4.08 3.58 3.16 2.84 2.46 2.12 1.83

5.57 4.68 4.05 3.55 3.14 2.84 2.44 2.12 1.83

5.51 4.62 3.94 3.51 3.14 2.84 2.43 2.10 1.82

6.72 5.48 4.62 3.98 3.51 3.13 2.80 2.42 2.08 1.81

8.17d 6.63 5.47 4.61 3.97 3.47 3.14 2.77 2.37 2.06 1.80

8.57 6.71 5.42 4.61 4.00 3.51 3.11 2.71 2.34 2.02 1.77

6.65d 8.47 6.63 5.40t 4.57 3.93 3.46 3.07 2.66 2.29 2.00 1.76

8.58d 8.33 6.52 5.33 4.53 3.85 3.41 3.02 2.59 2.25 1.97 1.74

10.73d 8.19 6.42 5.23 4.46 3.82 3.36 2.95 2.54 2.21 1.94

9.63d 8.17 6.35 5.19 4.36 3.76 3.33 2.87 2.48 2.17 1.92

8.15 6.34 5.16 4.37 3.78 3.25 2.80 2.44 2.15 1.91

11.48 8.18 6.35 5.17 4.37 3.74 3.17 2.75 2.41 2.13

8.25 6.39 5.21 4.33 3.65 3.12 2.71 2.39

12.45t 11.78 8.39 6.46 5.16 4.26 3.61 3.09 2.71

17.79t 11.89 8.37 6.38 5.11 4.23 3.59 3.10

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.26

3.65

3.72 3.16

3.70 3.18 2.74

4.33 3.68 3.16 2.75 2.38

4.22 3.60 3.13 2.72 2.39

4.89 4.11 3.53 3.09 2.69 2.37 2.09

5.64 4.71 3.99 3.43 3.01 2.63 2.34 2.07

5.50 4.48 3.83 3.34 2.92 2.59 2.30 2.04 1.82

5.40 4.30 3.68 3.23 2.84 2.52 2.25 2.02 1.81

5.22 4.16 3.54 3.11 2.76 2.46 2.21 1.99 1.79

6.55 5.02 4.04 3.41 3.01 2.68 2.40 2.17 1.96 1.77

6.80d 6.27 4.87 3.92 3.40 2.93 2.63 2.35 2.12 1.93 1.75

5.47d 5.77d 4.68 3.80 3.24 2.87 2.58 2.31 2.09 1.90 1.74

2.21d 5.08d 5.30d 4.56 3.72 3.19 2.82 2.52 2.28 2.06 1.88 1.72

3.27d 2.27d 5.11d 4.48 3.68 3.17 2.79 2.49 2.25 2.04 1.87 1.72

4.06d 2.86d 5.03d 4.42 3.68 3.16 2.79 2.48 2.23 2.03 1.86

3.31d 5.16d 4.44 3.70 3.20 2.78 2.49 2.23 2.03 1.87

3.10d 5.60 4.46 3.74 3.19 2.79 2.48 2.24 2.05 1.91

7.43 5.63 4.51 3.77 3.22 2.82 2.51 2.27 2.08

7.49 5.69 4.57 3.81 3.26 2.85 2.54 2.31

10.85 7.60 5.78 4.65 3.88 3.32 2.92 2.61

11.37t 11.06 7.76 5.93 4.77 3.98 3.41 3.02
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Up Cant Dn Cant Safety Factor: 90%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 125-135°

Fleet Number: RTE019 through to RTE021 8mL

Configuration: Rail -100..150mm Locked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

225
215 Stafford, ST16 3HS
135 4
145 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.89

4.20

4.23 3.64

4.23 3.69 3.17

4.55s 4.20 3.68 3.22 2.77

4.80 4.18 3.67 3.25 2.80

5.56 4.75 4.13 3.64 3.25 2.82 2.45

6.49 5.44 4.69 4.08 3.62 3.23 2.83 2.46

6.37 5.39 4.58s 4.04 3.59 3.22 2.83 2.46 2.15

6.29 5.31 4.58 4.01 3.57 3.22 2.82 2.46 2.15

6.21 5.24 4.55 3.96s 3.56 3.23 2.81 2.45 2.14

7.48 6.20 5.24 4.51 3.94 3.55 3.21t 2.78 2.43 2.12

8.56d 7.59 6.19 5.20 4.51 3.98 3.56 3.16 2.74 2.40 2.11

9.06t 7.56 6.20 5.22 4.53 3.96 3.51 3.12 2.71 2.37 2.10

6.82d 9.56 7.45 6.12 5.10 4.45 3.92 3.48t 3.06 2.67 2.34 2.07

8.75d 9.37 7.41 6.06 4.99t 4.43 3.89 3.46 3.00 2.61 2.32 2.06

10.92d 9.38 7.35 6.04 5.10 4.37 3.87 3.39 2.94 2.58 2.29

9.27 7.28 5.95 5.00 4.36 3.83 3.32 2.89 2.55 2.26

13.43d 9.29 7.25 5.94 4.82 4.34 3.75 3.25 2.85 2.52

11.20d 16.05d 9.30 7.26 5.93 5.02 4.29 3.68 3.20 2.82 2.50

13.12 9.40 7.30 5.98 4.98 4.20 3.63 3.17 2.80

13.36 9.51 7.33 5.90 4.91 4.16 3.59 3.15

18.05t 13.46 9.53 7.30 5.87 4.88 4.15 3.61

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.78d

4.17

3.94s 3.61

3.96s 3.43s 3.15

4.55s 4.04s 3.44s 3.16 2.75

4.48s 3.89s 3.43s 3.14 2.76

5.34s 4.43s 3.97s 3.40s 3.10 2.74 2.43

6.08s 5.10s 4.38s 3.82s 3.45 3.03s 2.71 2.42

5.96s 5.02s 4.32s 3.79s 3.36s 2.99 2.67 2.40 2.14

5.88s 4.94 4.25 3.72 3.29 2.93 2.63 2.36 2.13

5.82s 4.84 4.12 3.63 3.21 2.86 2.58 2.33 2.11

7.41 5.78 4.70 3.98 3.54 3.13 2.81 2.54 2.30 2.09

6.51d 6.90d 5.62 4.57 3.89 3.43 2.89t 2.76 2.50 2.27 2.07

5.48d 5.78d 5.44 4.45 3.81 3.35t 3.02 2.71 2.46 2.25 2.06

2.53d 5.17d 5.33d 5.33 4.13t 3.77 3.36 2.97 2.68 2.44 2.23 2.05

3.60d 4.98d 5.12d 5.22 4.33 3.74 3.34 2.95 2.66 2.42 2.22 2.05

4.35d 3.04d 5.12d 5.18 4.33 3.73 3.28 2.93 2.65 2.41 2.21

3.49d 5.03d 5.19 4.36 3.75 3.28 2.93 2.64 2.41 2.22

3.35d 6.49 5.22 4.39 3.75 3.31 2.94 2.66 2.43

7.84d 6.54 5.27 4.42 3.78 3.33 2.96 2.68 2.46

10.32d 8.64 6.60 5.33 4.46 3.83 3.36 3.00 2.72

12.41 8.74 6.71 5.40 4.52 3.89 3.42 3.06

11.68t 12.65 8.93 6.84 5.52 4.63 3.98 3.53
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Up Cant Dn Cant Safety Factor: 90%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 135-145°

Fleet Number: RTE019 through to RTE021 8nL

Configuration: Rail -100..150mm Locked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

215
205 Stafford, ST16 3HS
145 4
155 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

5.19s

4.60s 4.91s

4.63s 4.56

4.58s 4.63s 4.56 4.00

4.66s 4.70s 4.54 4.04 3.52

5.26s 4.87s 4.74s 4.52s 4.04 3.56

6.39s 5.89s 4.93s 5.06 4.49 4.02 3.57 3.14

7.52s 6.67s 5.74s 5.01 4.46 4.00 3.58 3.16

7.37s 6.58s 5.68s 4.99 4.43 3.99 3.58 3.15 2.79

7.66 6.51 5.61 4.94 4.35 3.97 3.57 3.15 2.79

7.10s 7.60 6.46 5.58 4.92 4.39 3.96 3.56 3.14 2.78

8.75s 7.60 6.42 5.55 4.90 4.35 3.97 3.53 3.11 2.77

8.53t 9.24 7.57 6.39 5.54 4.89 4.39 3.94 3.49 3.09 2.76

5.29d 9.35t 9.25 7.58 6.39 5.54 4.89 4.36 3.91t 3.45 3.07 2.74

6.92d 10.54d 9.17 7.53 6.39 5.53 4.85t 4.33 3.88 3.42 3.04 2.72

8.88d 11.78 9.18 7.52 6.01 5.46 4.82t 4.31 3.82 3.37 3.00 2.70

11.01d 11.60 9.16 7.48 6.32 5.45 4.81 4.30 3.77 3.33 2.98

11.62 9.12 7.49 6.32 5.47t 4.81 4.22 3.71 3.30 2.96

11.64 9.11 7.47 6.32 5.48 4.76 4.15 3.67 3.27

16.21 11.68 9.09 7.46 6.32 5.42 4.69 4.10 3.63 3.26

12.08d 16.45d 11.74 9.16 7.51 6.27 5.35 4.64 4.07 3.62

16.48 11.88 9.20 7.45 6.22 5.30 4.61 4.07

18.23d 16.69 11.90 9.17 7.41 6.19 5.29 4.62

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.74d

4.59s 4.19d

3.94s 4.03d

4.58s 3.94s 3.63s 3.78d

4.55s 3.93s 3.43s 3.51d 3.51

5.25s 4.48s 3.90s 3.43s 3.56s 3.42d

6.19s 5.19s 4.42s 3.85s 3.40s 3.30s 3.35d 3.13

6.07s 5.08s 4.37s 3.82s 3.38s 3.12s 3.35d 3.11

5.96s 5.00s 4.32s 3.78s 3.35s 3.03s 3.30d 3.09 2.79

5.87s 5.39s 4.27s 3.88s 3.34s 3.12s 3.38 3.06 2.77

7.10s 5.80s 4.90s 4.73s 3.73s 3.33s 3.31t 3.34 3.03 2.76

7.06s 5.79s 4.88s 4.48s 3.73s 3.33s 3.21t 3.30 2.99 2.74

6.84d 6.77d 6.10s 4.86s 4.21s 3.73s 2.89t 3.34t 3.26 2.96 2.72

5.29d 5.49d 5.80d 6.29d 4.95t 4.14t 3.22t 3.04t 3.54 3.22 2.94 2.70

4.98d 5.10d 5.43d 5.74d 4.11t 4.08t 3.32t 3.14t 3.51 3.19 2.92 2.69

4.07d 4.99d 5.14d 5.51t 4.56t 4.88t 3.74t 3.42t 3.48 3.18 2.91 2.69

4.65d 3.36d 5.13d 5.33d 5.11t 4.39t 3.97t 3.84 3.47 3.16 2.91

3.68d 5.04d 6.72 5.65 4.87 4.30 3.85 3.47 3.16 2.92

6.88d 6.85d 6.75 5.68 4.91 4.31 3.85 3.48 3.18

7.99d 8.38 6.79 5.71 4.93 4.33 3.87 3.50 3.22

10.87d 8.46 6.85 5.76 4.97 4.37 3.91 3.55

13.60d 11.10 8.55 6.94 5.84 5.03 4.43 3.97

12.06t 15.85 11.26 8.70 7.06 5.94 5.13 4.56
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Up Cant Dn Cant Safety Factor: 90%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 145-155°

Fleet Number: RTE019 through to RTE021 8oL

Configuration: Rail -100..150mm Locked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

205
135 Stafford, ST16 3HS
155 4
225 356

70
290 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

6.08s 6.02s

5.64s 5.66s 5.02d

5.37s 5.49s 5.41t 4.90d

5.60s 5.54s 5.32s 5.08t 4.24d

5.75d 5.84s 5.32s 5.38t 5.05t 4.80t

6.15d 6.02s 5.85s 5.44t 5.08t 4.79t 4.50t

7.37d 7.32d 6.77s 6.11t 5.56t 5.15t 4.81t 4.58t

8.50s 8.20t 7.12t 6.32t 5.71t 5.24t 4.87t 4.61t 4.28d

8.05s 8.85t 7.56t 6.61t 5.90t 5.37t 4.96t 4.65t 4.40t

8.08s 9.13s 8.20t 6.96t 6.13t 5.53t 5.07t 4.73t 4.49t

9.13s 9.64s 8.73t 7.40t 6.41t 5.72t 5.21t 4.83t 4.57t

9.33t 10.17s 10.26s 9.73t 7.89t 6.72t 5.94t 5.37t 4.94t 4.66t 3.38d

7.56t 9.42t 10.70d 10.61d 10.23s 8.43t 7.07t 6.17t 5.54t 5.08t 4.77t 3.59d

7.43d 9.97d 11.36d 11.13s 10.48s 8.93t 7.40t 6.42t 5.73t 5.22t 4.88t

6.85d 8.55d 11.32t 12.46d 11.63s 10.67s 9.42s 7.75t 6.68t 5.92t 5.39t 5.00t

8.16d 10.34d 13.09t 13.47s 12.28s 10.86s 9.47s 8.12t 6.95t 6.13t 5.56t 5.08t

12.30d 15.31d 14.47s 12.67d 10.89s 9.51s 8.43s 7.21t 6.35t 5.77t 5.02t

15.21d 17.81d 15.20s 12.81s 10.94s 9.55s 8.47s 7.48t 6.58t 5.93t

18.57d 19.02s 15.51s 12.87s 11.00s 9.60s 8.53s 7.67t 6.84t 5.88t

23.05d 19.56s 15.60s 12.97s 11.09s 9.71s 8.64t 7.67s 6.59s

20.73t 26.43s 19.79s 15.79s 13.18s 11.29s 9.78s 8.47s 7.18s 5.65s

20.59t 26.57s 20.03s 15.92s 13.09s 10.98s 9.20s 7.61s

12.56t 21.72d 24.93s 18.63s 14.65s 11.87s 9.68s

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

6.07s 4.72d

5.07s 4.22d 4.26d

5.21s 4.32s 3.86d 3.88d

5.05s 4.32s 3.71d 3.65d 3.69d

5.75d 5.02s 4.31s 3.73s 3.62d 3.59d

6.08s 4.96s 4.38s 3.73s 3.75s 3.52d 3.47d

7.05s 5.81s 4.90s 4.23s 3.81s 3.39s 3.38d 3.39d

6.92s 5.69s 4.84s 4.31s 3.68s 3.27s 3.38d 3.31d 3.40d

6.77s 5.63s 4.94s 4.14s 3.65s 3.26s 3.30d 3.34d 3.38d

6.69s 5.54s 4.75s 4.37s 3.64s 2.77t 3.71d 3.32d 3.38d

6.78s 5.48s 4.70s 4.09s 3.62s 2.74t 3.41d 3.44d 3.38d

8.15t 6.74s 5.61s 4.80s 4.19s 3.48t 2.64t 3.68d 3.43d 3.43d 3.33d

6.51d 6.53d 5.80t 5.04t 4.56t 3.40t 2.96t 2.76t 3.76d 3.67d 3.51d 3.38d

5.35d 5.60d 4.81t 4.04t 3.72t 3.61t 3.13t 2.92t 3.83d 3.80d 3.65d

5.51d 5.01d 5.18d 5.48d 5.09t 3.88t 3.48t 3.23t 3.33t 3.91d 3.85d 3.66d

5.10d 5.51d 5.03d 5.25d 5.30t 4.46t 3.80t 3.50t 4.08t 4.20d 3.96d 3.76d

4.99d 4.98d 5.30d 5.70t 4.75t 4.18t 3.86t 4.70d 4.39d 4.24d 3.86d

5.12d 5.04d 5.82d 6.51t 5.77t 4.68t 4.96t 5.14d 4.84d 4.29d

7.64d 6.92d 7.89d 7.54t 6.11t 5.51t 5.94d 5.45d 5.01d 4.40d

9.25d 9.51d 10.88d 8.90t 7.20t 7.43d 6.48d 5.97d 5.27d

12.15d 13.17d 12.62s 10.31s 9.00s 8.02s 7.15d 6.10d 5.35d

15.23d 16.16d 15.86s 12.55s 10.41s 8.88s 7.83s 6.91s

9.14t 15.68t 21.44s 16.03s 12.71s 10.55s 9.05s
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Up Cant Dn Cant Safety Factor: 87%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 155-225°

Fleet Number: RTE019 through to RTE021 8pL

Configuration: Rail -100..150mm Locked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

135
125 Stafford, ST16 3HS
225 4
235 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

6.17s 6.16s

5.73s 5.70s 5.01d

5.46s 5.52s 5.22s 4.52

5.69s 5.61s 5.21 4.58 3.98

5.84d 5.91s 5.75s 5.19s 4.61 4.04

5.69d 6.18s 5.58s 5.87 5.16 4.59 4.07 3.57

7.39d 7.33d 6.74 5.85s 5.14 4.58 4.09 3.60

8.57s 7.82s 6.65 5.77 5.11 4.55 4.09 3.61 3.19

8.40s 7.71 6.60 5.73 5.06 4.54 4.09 3.61 3.19

8.64s 7.62 6.53 5.68 5.03 4.52 4.07t 3.60 3.19

8.23s 9.10 7.59 6.47 5.67 5.02 4.50 4.05 3.59 3.18

9.32d 8.99 7.54 6.46 5.64 5.01 4.45 4.01 3.57 3.16

7.38t 9.53t 8.97 7.50 6.39 5.59 4.97 4.43 4.00 3.53 3.14

7.67d 10.08t 8.89 7.40 6.36 5.56 4.92 4.40 3.95 3.50 3.13

7.11d 8.76d 11.06 8.87 7.38 6.28 5.51 4.89 4.37 3.91 3.47 3.10

8.49d 10.56d 11.06 8.84 7.33 6.29 5.49 4.87 4.37 3.86 3.43 3.08

12.76d 10.98t 8.83 7.31 6.24 5.47 4.85 4.32 3.81 3.40 3.05

12.10d 14.53 11.02 8.82 7.32 6.28 5.47 4.85 4.25 3.77 3.37

14.60 10.97 8.81 7.36 6.29 5.49 4.77 4.19 3.73 3.35

17.93d 14.61 11.01 8.79 7.36 6.31 5.41 4.71 4.16 3.70

13.58d 14.69 11.04 8.86 7.36 6.21 5.35 4.66 4.13

21.06t 14.85 11.18 8.86 7.28 6.16 5.31 4.66

12.90t 21.77 14.89 11.12 8.80 7.26 6.15

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

6.00s 4.67d

5.00s 4.22d 4.18d

5.31s 4.26s 3.86d 3.99d

5.14s 4.29s 3.66d 3.72d 3.73d

5.77d 5.11s 4.27s 3.71s 3.61d 3.55d

5.69d 5.81s 5.05s 4.24s 3.71s 3.55d 3.48d 3.50d

6.97s 5.75s 4.88s 4.32s 3.69s 3.55s 3.33d 3.39d

7.04s 5.65s 4.80s 4.15s 3.76s 3.30d 3.38d 3.31d 3.17

6.71s 5.57s 4.74s 4.12s 3.64s 3.11t 3.30d 3.33d 3.16

6.63s 5.52s 4.70s 4.10s 3.62s 2.77t 3.48d 3.31d 3.14

8.17s 6.55s 5.61s 4.80s 4.06s 3.83s 2.65t 3.46d 3.42 3.12

7.76t 6.50s 5.58s 4.78s 4.05s 3.02t 2.82t 3.68d 3.38 3.09

6.49d 6.29t 6.52t 4.88t 4.43t 3.38t 2.95t 2.75t 3.57d 3.35 3.07

5.35d 5.61d 5.22t 4.73t 3.54t 3.48t 3.01t 2.91t 3.64 3.32 3.04

5.45d 5.01d 5.27d 5.43t 4.44t 3.86t 3.47t 3.22t 3.33t 3.61 3.29 3.03

5.09d 5.60d 5.03d 5.25d 5.44t 4.43t 3.77t 3.49t 3.95 3.59 3.28 3.02

5.04d 4.98d 5.16d 5.65t 4.71t 4.16t 3.85t 3.95 3.58 3.27 3.02

5.00d 5.13d 5.76d 6.45t 5.32t 4.65t 4.38 3.94 3.58 3.28

7.34d 8.07 6.68 5.68 4.95 4.39 3.95 3.59 3.30

9.19d 9.71d 8.13 6.71 5.71 4.98 4.41 3.98 3.62

12.33d 10.33 8.21 6.78 5.77 5.02 4.46 4.01

15.42d 14.04 10.47 8.30 6.88 5.86 5.10 4.55

9.37t 16.15t 14.32 10.67 8.48 7.03 6.02
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Up Cant Dn Cant Safety Factor: 90%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 225-235°

Fleet Number: RTE019 through to RTE021 8KL

Configuration: Rail -100..150mm Locked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

125
115 Stafford, ST16 3HS
235 4
245 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

6.25s 5.93

5.92s 5.79s 5.09 4.32

5.68s 5.13 4.41 3.79

5.80d 5.64s 5.11 4.46 3.85 3.33

5.83d 5.91 5.09 4.46 3.90 3.38

5.78d 6.22d 5.86 5.06 4.43 3.93 3.41 2.97

7.11d 7.42d 6.82 5.77 4.96s 4.41 3.92 3.43 3.00

8.09 6.73 5.73 4.90 4.37 3.90 3.44 3.01 2.63

7.96 6.63 5.67 4.91 4.35 3.89 3.43 3.01 2.64

7.85 6.53 5.60 4.89 4.27 3.89 3.43 3.00 2.64

7.79 6.49 5.56 4.85 4.32 3.85 3.41 2.98 2.63

9.39d 7.76 6.45 5.55 4.85 4.28 3.81 3.38 2.96 2.61

7.73d 9.39t 7.68 6.40 5.50 4.79 4.23 3.77 3.34 2.93 2.59

7.91d 9.40 7.56 6.33 5.40 4.73 4.18t 3.74 3.31 2.90 2.57

7.05d 8.97d 9.36 7.50 6.28 5.38 4.70 4.14 3.71 3.26 2.87 2.55

8.76d 10.61d 9.37 7.49t 6.25 5.28 4.64 4.13 3.67 3.21 2.83 2.53

12.27 9.26 7.44 6.21 5.31 4.64 4.10 3.60 3.16 2.80 2.51

12.22 9.22 7.42 6.19 5.31 4.64 4.05 3.54 3.11 2.77

12.54t 12.19 9.21 7.39 6.16 5.28 4.60 3.98 3.48 3.08 2.76

12.20 9.22 7.39 6.16 5.28 4.51 3.91 3.44 3.06

12.28 9.25 7.42 6.17 5.18 4.46 3.88 3.42

18.25 12.41 9.38 7.42 6.09 5.14 4.41 3.86

12.92t 18.44 12.45 9.28 7.35 6.05 5.12

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

5.91s 4.97d

5.92s 4.95s 4.28d 4.17d

4.97s 4.23s 3.85d 3.76

5.80d 5.10s 4.25s 3.69d 3.68d 3.32

5.81d 4.91s 4.25s 3.68s 3.61d 3.35

5.75d 5.96s 4.89s 4.21s 3.68s 3.44d 3.35 2.95

7.11d 6.93s 5.68s 4.83s 4.19s 3.66s 3.33d 3.31 2.96

6.76s 5.64s 5.06s 4.15s 3.75s 3.41d 3.27 2.93 2.62

6.66s 5.54s 5.37 4.24s 3.63s 3.40t 3.22 2.90 2.61

6.75s 5.49s 4.67s 4.52 3.60s 2.77t 3.18 2.87 2.59

6.51s 5.42s 4.78s 4.05s 3.60s 2.65t 3.12 2.83 2.56

7.64t 6.84s 5.39s 4.76s 3.97t 2.92t 2.73t 3.07 2.79 2.54

6.65d 6.19t 5.53t 5.12t 4.19t 3.14t 2.94t 2.85t 3.04 2.75 2.52

5.45d 5.60d 4.72t 3.99t 4.51t 3.34t 3.22t 2.91t 2.99 2.73 2.49

5.51d 5.01d 5.19d 5.43t 4.63t 4.17t 3.45t 3.21t 3.28 2.97 2.70 2.48

5.08d 5.56d 5.10d 5.27d 4.96t 4.59t 3.76t 3.48t 3.24 2.94 2.69 2.47

6.21d 5.05d 5.16d 5.43 4.65 4.05 3.60 3.24 2.94 2.68 2.48

5.05d 5.11d 6.56d 5.47 4.68 4.06 3.59 3.23 2.93 2.69

7.95d 7.09d 6.64 5.48 4.67 4.07 3.60 3.24 2.95 2.71

9.31d 8.48 6.69 5.53 4.70 4.10 3.63 3.27 2.97

11.50 8.57 6.79 5.60 4.75 4.13 3.67 3.31

15.67d 11.65 8.70 6.88 5.69 4.84 4.22 3.77

9.48t 16.94t 11.90 8.89 7.05 5.85 5.01
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Up Cant Dn Cant Safety Factor: 90%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 235-245°

Fleet Number: RTE019 through to RTE021 8JL

Configuration: Rail -100..150mm Locked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.

mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk


Rail-Ability Ltd RACD-10000609

115
105 Stafford, ST16 3HS
245 4
255 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

6.18s 5.27

5.91s 5.37 4.52 3.82

5.91s 5.37s 4.60 3.91 3.34

5.80d 5.37s 4.60 3.98 3.40 2.92

5.83d 5.31 4.57 3.99 3.45 2.97

5.80d 6.23d 5.28 4.54 3.98 3.48 3.01 2.60

7.13d 7.35d 6.07 5.22 4.52 3.97 3.50 3.03 2.63

7.30 6.06 5.16 4.46 3.94 3.51 3.03 2.64 2.29

7.19 5.94 5.04 4.44 3.92 3.51 3.04 2.64 2.30

7.08 5.91 5.06 4.35 3.90 3.48 3.02 2.64 2.30

8.53s 6.99 5.84 5.03 4.38 3.89 3.44 3.01 2.62 2.29

8.62 6.89 5.80 4.98 4.36 3.83 3.40 2.98 2.60 2.28

7.64d 8.46t 6.86 5.75 4.94 4.29 3.79 3.37 2.94 2.57 2.26

8.04d 8.38 6.78 5.66 4.83 4.23 3.74 3.33 2.91 2.54 2.23

7.32d 9.08d 8.32 6.70 5.58 4.35 4.19 3.69 3.29 2.86 2.50 2.21

8.90d 10.78 8.20 6.63 5.54 4.73 4.11 3.67 3.23 2.81 2.47 2.19

10.78 8.19 6.58 5.50 4.72 4.13 3.65 3.15 2.76 2.43 2.17

12.18d 10.68 8.13 6.53 5.46 4.67 4.09 3.57 3.09 2.71 2.41

12.72d 14.84d 8.10 6.51 5.43 4.66 4.06 3.49 3.04 2.68 2.39

10.75 8.09 6.51 5.44 4.66 3.97 3.43 3.00 2.66

10.84 8.15 6.55 5.44 4.56 3.90 3.39 2.98

16.12 10.97 8.26 6.54 5.36 4.51 3.87 3.37

12.91t 16.33 11.00 8.19 6.48 5.32 4.49

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

5.83s 4.62d

5.91s 4.92s 4.16d 3.79

5.91s 4.93s 4.20s 3.85d 3.32

5.79d 4.94s 4.22s 3.69d 3.36 2.91

5.79s 4.90s 4.21s 3.67s 3.37 2.94

5.77d 5.73s 5.00s 4.18s 3.67s 3.34 2.95 2.58

7.10d 6.87s 5.66s 4.82s 4.15s 3.65s 3.29 2.91 2.58

6.73s 5.60s 4.74s 4.22 3.63s 3.23 2.87 2.57 2.28

6.63s 5.51s 4.73 4.09s 3.58 3.16t 2.83 2.53 2.27

6.52s 5.42 4.56 3.98 3.50 2.84t 2.78 2.50 2.26

8.53s 6.65s 5.30 4.39 3.85 3.41 2.73t 2.72 2.46 2.23

7.90t 6.44s 5.14 4.26 3.74 3.10t 2.63t 2.68 2.42 2.20

6.81d 6.47t 6.26 4.70t 3.93t 3.01t 2.83t 2.75t 2.64 2.39 2.18

5.34d 5.59d 5.18t 4.68t 3.51t 3.20t 2.99t 2.87 2.60 2.37 2.16

5.51d 5.01d 5.19d 5.36t 4.41t 3.82t 3.54 3.15 2.83 2.57 2.34 2.15

5.07d 5.62d 5.03d 5.26d 4.71 4.03 3.52 3.13 2.81 2.55 2.33 2.14

6.23d 4.98d 5.16d 4.71 4.02 3.54 3.13 2.81 2.54 2.32 2.14

4.99d 5.29d 5.77 4.73 4.03 3.53 3.12 2.79 2.54 2.33

7.39 5.77 4.76 4.07 3.53 3.13 2.81 2.55 2.35

9.59d 7.40 5.84 4.80 4.08 3.55 3.15 2.83 2.58

10.07 7.48 5.91 4.87 4.13 3.59 3.18 2.87

15.26 10.22 7.61 6.02 4.96 4.22 3.68 3.29

9.59t 15.60 10.49 7.80 6.20 5.12 4.39
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Up Cant Dn Cant Safety Factor: 90%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 245-255°

Fleet Number: RTE019 through to RTE021 8IL

Configuration: Rail -100..150mm Locked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

105
95 Stafford, ST16 3HS

255 4
265 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

5.98 4.93

5.88s 5.04 4.22 3.55

5.87s 5.04 4.31 3.65 3.10

5.82d 5.05 4.31 3.71 3.17 2.70

5.87d 5.02 4.30 3.74 3.22 2.76

5.84d 5.87 4.95 4.27 3.74 3.25 2.79 2.41

7.23d 6.99 5.77 4.90 4.24 3.72 3.27 2.81 2.43

6.83 5.69 4.86 4.20 3.70 3.28 2.83 2.44 2.12

6.74 5.60 4.81 4.17 3.67 3.27 2.82 2.44 2.12

6.67 5.55 4.72 4.15 3.67 3.25 2.82 2.44 2.12

8.23 6.59 5.49 4.72 4.09 3.63t 3.22 2.79 2.42 2.11

8.08 6.58 5.45 4.71 4.10 3.60 3.18 2.78 2.40 2.10

7.75t 7.93 6.44 5.37 4.63t 4.03 3.55 3.15 2.74 2.38 2.08

8.06d 7.86 6.33 5.18 4.56 3.98 3.51 3.11 2.70 2.34 2.06

7.32d 9.10d 7.76 6.26 5.23 4.48 3.91 3.46 3.07 2.64 2.31 2.04

8.97d 10.08 7.71 6.20 5.18t 4.44 3.89 3.43 2.99 2.60 2.28 2.01

9.98 7.62 6.15 5.13 4.41 3.84 3.39 2.93 2.55 2.25 1.99

12.25d 9.99 7.57 6.09 5.09 4.36 3.81 3.31 2.87 2.51 2.21

14.75 7.53 6.06 5.06 4.33 3.77 3.24 2.81 2.47 2.20

10.02 7.55 6.05 5.06 4.33 3.68 3.17 2.77 2.45

10.05 7.59 6.10 5.06 4.24 3.62 3.13 2.75

15.14 10.22 7.71 6.08 4.97 4.18 3.58 3.12

12.75t 15.35 10.25 7.62 6.02 4.94 4.16

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

5.80s 4.74d

5.87s 4.90s 4.18 3.53

5.87s 4.91s 4.18s 3.61 3.08

5.82d 4.91s 4.21s 3.62 3.13 2.70

5.86d 4.87s 4.18 3.61 3.13 2.74

5.83d 5.81 4.85s 4.11 3.56 3.11 2.73 2.39

7.23d 6.81 5.59 4.69 4.03 3.49 3.06 2.70 2.39

6.65 5.40 4.55 3.92 3.41 3.00 2.66 2.37 2.10

6.48 5.15 4.39 3.80 3.33 2.95 2.62 2.34 2.10

6.35 5.05 4.22 3.68 3.24 2.87 2.57 2.31 2.07

8.02s 6.19 4.95 4.15 3.57 3.15 2.65t 2.52 2.27 2.05

7.84t 5.98 4.78 3.92 3.50 2.70t 2.64t 2.47 2.24 2.03

6.42d 6.43t 5.78 4.62 3.83 3.01t 2.94t 2.69 2.43 2.20 2.00

5.35d 5.60d 4.96t 3.98t 3.76 3.20t 2.94 2.64 2.39 2.17 1.99

5.57d 5.01d 5.19d 5.45 4.41 3.71 3.26 2.90 2.61 2.36 2.15 1.97

5.06d 5.62d 5.03d 5.27d 4.34 3.70 3.25 2.87 2.58 2.35 2.14 1.96

6.23d 4.98d 5.24d 4.34 3.72 3.22 2.86 2.57 2.33 2.13 1.97

4.98d 5.28d 5.30 4.41 3.74 3.23 2.86 2.58 2.33 2.14

6.80 5.33 4.38 3.73 3.24 2.87 2.58 2.34 2.16

9.25 6.84 5.39 4.42 3.76 3.27 2.89 2.60 2.37

9.32 6.92 5.47 4.49 3.81 3.31 2.93 2.64

14.22 9.48 7.05 5.58 4.59 3.90 3.40 3.03

9.55t 14.59 9.74 7.25 5.75 4.75 4.08
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Up Cant Dn Cant Safety Factor: 90%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 255-265°

Fleet Number: RTE019 through to RTE021 8HL

Configuration: Rail -100..150mm Locked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

95
75 Stafford, ST16 3HS

265 4
285 356

20
340 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

5.89 4.85

4.96 4.16 3.49

5.87s 4.96 4.24 3.59 3.05

5.82d 4.95 4.24 3.66 3.12 2.66

5.86 4.94 4.24 3.69 3.16 2.71

5.84d 5.78 4.88 4.20 3.68 3.20 2.75 2.37

7.23d 6.90 5.69 4.83 4.18 3.67 3.22 2.77 2.39

6.74 5.62 4.78 4.14 3.65 3.23 2.78 2.40 2.08

6.64 5.51 4.73 4.11 3.62 3.23 2.78 2.40 2.08

6.55 5.48 4.66 4.08 3.60 3.20 2.78 2.40 2.08

8.06 6.47 5.42 4.65 4.03 3.60 3.17 2.75 2.38 2.07

7.99 6.46 5.39s 4.64 4.04 3.54 3.14 2.73 2.36 2.06

7.75t 7.84t 6.36 5.28 4.57 3.97 3.49 3.10 2.69 2.33 2.04

8.06d 7.75t 6.23 5.11 4.50t 3.93 3.45 3.06 2.65 2.30 2.02

7.32d 9.10d 7.62 6.18t 5.15 4.42 3.86t 3.41 3.02 2.60 2.27 2.00

8.90d 9.93 7.59 6.14 5.13 4.37 3.83 3.38 2.94 2.56 2.24 1.97

9.83 7.50 6.06 5.06 4.34 3.77 3.33 2.88 2.50 2.21 1.95

12.20d 9.84 7.45 6.00 5.01 4.29 3.75 3.26 2.82 2.46 2.17

12.58t 14.52 7.44 5.97 4.97 4.27 3.71 3.18 2.76 2.43 2.16

13.07t 9.87 7.43 5.95 4.98 4.27 3.62 3.12 2.73 2.41

9.93 7.47 6.00 4.98 4.17 3.56 3.08 2.70

15.01 10.07 7.59 5.99 4.89 4.11 3.52 3.07

12.63t 15.13 10.09 7.50 5.95 4.87 4.10

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

5.79s 4.74d

4.88s 4.12 3.47

5.87s 4.90s 4.16 3.55 3.03

5.81d 4.89 4.16 3.57 3.08 2.66

5.76s 4.85 4.12 3.56 3.08 2.69

5.79d 5.66 4.80 4.05 3.50 3.06 2.68 2.35

7.19d 6.71 5.51 4.63 3.97 3.44 3.01 2.65 2.35

6.50 5.30 4.48 3.85 3.36 2.95 2.62 2.33 2.06

6.39 5.07 4.32 3.73 3.28 2.90 2.58 2.30 2.06

6.26 4.95 4.15 3.61 3.18 2.82 2.52 2.26 2.04

8.01 6.10 4.97 4.07 3.51 3.10 2.65t 2.48 2.23 2.01

7.64t 5.89 4.69 3.86 3.43 2.70t 2.64t 2.43 2.20 1.99

6.42d 6.43t 5.69 4.54 3.76 3.13t 2.94t 2.64 2.38 2.16 1.97

5.35d 5.60d 4.93t 3.98t 3.69 3.20t 2.89 2.60 2.35 2.13 1.95

5.54d 5.01d 5.19d 5.36 4.32 3.64 3.20 2.85 2.56 2.32 2.11 1.93

5.06d 5.62d 5.10d 5.26 4.26 3.63 3.29 2.82 2.53 2.30 2.10 1.93

6.28d 4.98d 5.20 4.26 3.64 3.16 2.81 2.52 2.28 2.09 1.93

4.98d 5.28d 5.20 4.33 3.67 3.17 2.80 2.53 2.29 2.10

6.68 5.24 4.30 3.66 3.18 2.81 2.53 2.30 2.12

9.11 6.72 5.29 4.34 3.69 3.21 2.84 2.55 2.33

9.20 6.82 5.37 4.42 3.74 3.25 2.88 2.59

14.05 9.35 6.94 5.49 4.51 3.83 3.33 2.98

9.42t 14.44 9.63 7.14 5.66 4.68 4.02
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Up Cant Dn Cant Safety Factor: 90%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 265-285°

Fleet Number: RTE019 through to RTE021 8GL

Configuration: Rail -100..150mm Locked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

75
65 Stafford, ST16 3HS

285 4
295 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

6.02 4.97

5.85s 5.07 4.26 3.58

5.08 4.33s 3.68 3.13

5.84s 5.07 4.34s 3.74 3.20 2.73

5.88d 5.04 4.34s 3.77 3.25 2.79

5.86d 5.88 5.00s 4.32 3.77 3.28 2.82 2.43

6.99 5.82s 4.95s 4.26 3.73 3.30 2.84 2.45

6.92s 5.67 4.88 4.23 3.72 3.31 2.85 2.46 2.14

6.77 5.67 4.82 4.19 3.72 3.31 2.85 2.47 2.15

6.71 5.58 4.80 4.17 3.70 3.28 2.84 2.46 2.15

8.28 6.67 5.55 4.76 4.16 3.69 3.25 2.83 2.45 2.13

8.18 6.63 5.51 4.74 4.12 3.62 3.21 2.80 2.43 2.12

7.77d 8.00 6.49 5.42 4.65 4.06 3.59 3.18 2.76 2.40 2.10

8.04d 7.93 6.39 5.36 4.54 4.00 3.54 3.14 2.72 2.37 2.08

7.32d 9.08d 7.84 6.34 5.26 4.48 3.93 3.49 3.09 2.68 2.33 2.06

8.90d 10.20 7.79 6.28 5.23 4.47 3.92t 3.47 3.03 2.62 2.30 2.03

10.11 7.71 6.18 5.18 4.46 3.88 3.42 2.96 2.58 2.27 2.02

12.18d 10.13 7.60 6.15 5.15 4.40 3.83 3.35 2.90 2.54 2.24

14.84d 10.13 7.64 6.14 5.12 4.38 3.81 3.27 2.84 2.50 2.22

10.18 7.66 6.13 5.11 4.37 3.72 3.21 2.80 2.48

13.50t 15.30 10.26 7.72 6.18 5.11 4.29 3.66 3.17 2.79

15.58 10.44 7.83 6.16 5.05 4.23 3.63 3.16

12.23t 15.79 10.44 7.75 6.11 5.01 4.22

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

5.81s 4.93

5.84s 4.89s 4.16d 3.56

4.93s 4.18s 3.64 3.11

5.83s 5.02 4.22s 3.66 3.16 2.72

5.80s 4.96 4.22s 3.63 3.17 2.76

5.86d 5.71s 4.83s 4.16 3.60 3.13 2.75 2.42

6.87 5.63 4.73 4.06 3.52 3.09 2.73 2.41

6.67 5.43 4.58 3.95 3.45 3.04 2.69 2.39 2.13

6.57 5.21 4.44 3.83 3.36 2.97 2.64 2.36 2.12

6.43 5.09 4.25 3.73 3.27 2.84t 2.60 2.33 2.10

8.06s 6.24 4.97 4.10 3.62 3.18 2.65t 2.54 2.29 2.07

7.86t 6.06 4.82 3.96 3.50 2.70t 2.77 2.49 2.26 2.05

6.41d 6.45t 5.83 4.69t 3.87 3.01t 2.83t 2.72 2.46 2.22 2.03

5.34d 5.60d 5.16t 4.35t 3.80 3.20t 2.97 2.67 2.42 2.20 2.01

5.57d 5.01d 5.19d 5.51d 4.47 3.76 3.30 2.93 2.65 2.38 2.18 1.99

5.07d 5.62d 5.03d 5.26d 4.38 3.75 3.27 2.91 2.61 2.37 2.16 1.99

6.23d 4.98d 5.24d 4.39 3.75 3.27 2.90 2.61 2.36 2.16 1.99

4.99d 5.33d 5.38 4.42 3.74 3.28 2.89 2.60 2.36 2.16

7.01d 6.89 5.41 4.44 3.78 3.28 2.90 2.61 2.37 2.18

9.40 6.94 5.45 4.48 3.81 3.31 2.93 2.64 2.40

9.50 7.03 5.54 4.55 3.86 3.35 2.97 2.67

14.60 9.69 7.17 5.65 4.66 3.95 3.44 3.07

9.23t 15.02 9.93 7.38 5.84 4.82 4.14
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Up Cant Dn Cant Safety Factor: 90%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 285-295°

Fleet Number: RTE019 through to RTE021 8FL

Configuration: Rail -100..150mm Locked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

65
55 Stafford, ST16 3HS

295 4
305 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

6.18 5.10

5.20 4.37 3.68

5.19 4.44 3.78 3.21

5.83d 5.18 4.45 3.84 3.28 2.81

5.87d 5.15 4.43 3.85 3.33 2.86

5.84d 6.01 5.09 4.41 3.85 3.36 2.90 2.50

7.19 5.95 5.04 4.36 3.83 3.38 2.91 2.52

7.04 5.84 4.97 4.33 3.80 3.40 2.93 2.54 2.20

6.94 5.77 4.93 4.28 3.78 3.39 2.92 2.54 2.21

6.87 5.72 4.87 4.26 3.76 3.37 2.92 2.53 2.20

8.46 6.75 5.64 4.84 4.21 3.76 3.33 2.91 2.52 2.20

8.38t 6.71 5.61 4.84 4.23 3.71 3.28 2.87 2.50 2.18

7.60d 8.21 6.63 5.57 4.77 4.16 3.66 3.25 2.84 2.47 2.16

8.01d 8.08 6.53 5.50 4.69 4.10 3.62 3.22 2.80 2.44 2.14

7.31d 9.05d 8.09 6.49 5.42t 4.64 4.05 3.58 3.18 2.75 2.40 2.12

8.76d 10.51 7.96 6.45 5.38 4.61t 4.02 3.54 3.11 2.70 2.37 2.09

10.46 7.93 6.36 5.34 4.55 3.97 3.51 3.04 2.65 2.34 2.08

10.52d 10.38 7.87 6.32 5.28 4.52 3.94 3.43 2.98 2.61 2.31

12.31d 10.42 7.84 6.29 5.23 4.50 3.91 3.36 2.93 2.58 2.29

12.76t 15.71 10.50 7.86 6.31 5.24 4.49 3.83 3.30 2.89 2.55

10.61 7.94 6.34 5.25 4.42 3.76 3.26 2.86

16.23 10.77 8.06 6.35 5.18 4.36 3.73 3.25

11.85t 16.51 10.83 8.01 6.31 5.15 4.34

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

5.85s 4.68d

4.91s 4.19d 3.65

5.08s 4.20s 3.74 3.19

5.83d 4.95s 4.22s 3.75 3.25 2.79

5.80d 4.91s 4.22s 3.68s 3.24 2.83

5.84d 5.73s 4.85s 4.18s 3.66s 3.21 2.83 2.48

6.85s 5.81 4.87 4.15 3.62 3.16 2.81 2.48

6.83 5.57 4.72 4.05 3.54 3.12 2.76 2.46 2.19

6.71 5.35 4.55 3.93 3.46 3.05 2.72 2.43 2.18

6.52s 5.25 4.37 3.81 3.36 2.98 2.67 2.39 2.16

8.46 6.43 5.09 4.21 3.70 3.27 2.56t 2.62 2.36 2.13

8.11 6.24 4.96 4.10 3.60 2.81t 2.64t 2.57 2.33 2.11

6.77d 6.50d 6.01 4.83 3.95t 3.26t 3.05t 2.76t 2.52 2.29 2.09

5.33d 5.58d 4.72t 4.69 3.53t 3.45 3.00t 2.75 2.49 2.26 2.07

5.57d 5.01d 5.18d 5.40t 4.44t 3.85t 3.42 3.06 2.71 2.46 2.24 2.05

5.08d 5.62d 5.03d 5.25d 4.52 3.86 3.38 2.99 2.69 2.44 2.23 2.05

6.23d 4.98d 5.16d 4.52 3.85 3.36 2.98 2.68 2.43 2.22 2.05

4.99d 5.16d 5.55 4.54 3.87 3.36 2.98 2.68 2.43 2.23

7.10 5.57 4.59 3.88 3.39 2.99 2.68 2.44 2.25

9.58d 7.17 5.64 4.63 3.92 3.41 3.02 2.71 2.47

9.84 7.26 5.71 4.69 3.97 3.45 3.05 2.75

15.30 10.01 7.39 5.83 4.79 4.07 3.53 3.15

8.87t 15.75 10.30 7.61 6.01 4.96 4.25
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Up Cant Dn Cant Safety Factor: 90%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 295-305°

Fleet Number: RTE019 through to RTE021 8EL

Configuration: Rail -100..150mm Locked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

55
45 Stafford, ST16 3HS

305 4
315 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

6.10s 5.51

5.58 4.72 3.99

5.57 4.76 4.09 3.49

5.79d 5.52s 4.76 4.14 3.56 3.06

5.83d 5.52 4.75 4.14 3.60 3.11

5.77d 6.22d 5.45 4.71 4.13 3.64 3.14 2.73

7.37d 6.32 5.38 4.67s 4.10 3.64s 3.17 2.75

7.52 6.25 5.34 4.62s 4.08 3.63 3.17 2.76 2.41

7.43s 6.18 5.26 4.58s 4.05s 3.62s 3.18 2.76 2.41

7.31 6.11s 5.23 4.54s 4.02s 3.61 3.16 2.76 2.41

8.11s 7.24 6.06 5.20s 4.53 4.02s 3.59 3.15 2.74 2.41

8.90 7.24s 6.04 5.17s 4.52 3.99 3.54 3.13 2.72 2.39

7.52t 8.88 7.08 5.98 5.09 4.47 3.94 3.51 3.09 2.70 2.37

7.77d 8.72 7.03 5.80 5.04 4.41 3.89 3.47 3.04 2.67 2.35

7.04d 8.92d 8.68 7.00 5.84t 4.54 4.37 3.85 3.44 2.99 2.63 2.33

8.56d 10.55d 8.70 6.98 5.80 4.95 4.33 3.83 3.37 2.95 2.59 2.30

11.43 8.63 6.93 5.77 4.94 4.29 3.82 3.31 2.90 2.56 2.28

11.42 8.58 6.89 5.72 4.91 4.28 3.74 3.25 2.85 2.53

14.68d 8.57 6.85 5.70 4.88 4.25 3.67 3.20 2.82 2.51

11.51 8.59 6.86 5.71 4.89 4.16 3.60 3.16 2.80

17.66 11.59 8.68 6.91 5.73 4.80 4.11 3.57 3.14

17.79 11.78 8.80 6.91 5.66 4.76 4.07 3.55

11.42t 18.12 11.90 8.75 6.88 5.62 4.73

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

5.89s 4.79d

4.95s 4.28d 3.97

5.25s 4.24s 3.93d 3.47

5.79d 4.98s 4.26s 4.00s 3.51 3.04

5.81d 5.06s 4.24s 3.69s 3.51 3.08

5.76d 5.96s 4.89s 4.20s 3.69s 3.44d 3.08 2.71

7.34d 5.69s 4.83s 4.18s 3.67s 3.44 3.05 2.71

7.32s 6.03 4.77s 4.15s 3.65s 3.34d 3.01 2.69 2.40

6.84s 5.81 4.72s 4.24s 3.62s 3.29t 2.96 2.65 2.38

6.57s 5.48s 4.79 4.07s 3.61s 3.00t 2.91 2.62 2.36

8.11s 6.70s 5.42s 4.60 4.03 3.57 2.56t 2.86 2.58 2.34

7.69t 6.68s 5.41s 4.46 3.92 3.12t 2.64t 2.81 2.54 2.31

6.41d 6.26t 5.59t 4.89t 4.08t 3.39t 2.84t 2.85t 2.77 2.51 2.29

5.44d 5.58d 5.00t 4.02t 3.85t 3.22t 3.01t 2.92t 2.73 2.48 2.27

5.51d 5.01d 5.18d 5.49d 4.87t 3.86t 3.75 3.23t 2.98 2.70 2.46 2.26

5.09d 5.56d 5.03d 5.25d 4.98 4.24 3.70 3.32 2.95 2.68 2.45 2.25

4.99d 5.05d 5.30d 4.98 4.24 3.69 3.27 2.94 2.67 2.44 2.26

5.06d 5.13d 5.83d 5.01 4.25 3.70 3.29 2.95 2.67 2.44

7.08d 6.12 5.03 4.28 3.72 3.30 2.95 2.68 2.47

9.29d 7.87 6.18 5.07 4.31 3.75 3.32 2.98 2.71

10.84 7.97 6.27 5.14 4.36 3.79 3.35 3.02

15.43d 11.04 8.11 6.38 5.25 4.46 3.87 3.45

8.52t 15.31t 11.32 8.33 6.57 5.42 4.63
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Up Cant Dn Cant Safety Factor: 90%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 305-315°

Fleet Number: RTE019 through to RTE021 8DL

Configuration: Rail -100..150mm Locked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

45
35 Stafford, ST16 3HS

315 4
325 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

6.00s 6.06s

5.59s 5.35 4.57

5.58s 5.38 4.66 4.00

5.55s 5.35 4.67 4.07 3.52

5.79d 5.88s 5.32 4.65 4.11 3.57

6.19d 6.13 5.27 4.63 4.12 3.60 3.15

7.48d 7.13 6.06 5.25 4.60 4.10 3.62 3.17

8.45 7.01 5.98 5.15 4.56 4.08 3.63 3.18 2.79

8.27s 6.92 5.91 5.15 4.55 4.06 3.63 3.19 2.80

8.20s 6.86 5.87 5.10 4.48 4.06 3.62 3.17 2.80

8.18s 8.15 6.78 5.82 5.08 4.50s 4.03 3.61 3.15 2.79

9.23t 8.13 6.78 5.81 5.07 4.49 4.01 3.57 3.14 2.77 2.47

7.09d 9.33t 8.03 6.74 5.75 5.04 4.45 3.97 3.55 3.11 2.75 2.45

7.61d 9.97 8.01 6.68t 5.72 4.99 4.40 3.93 3.50 3.08 2.73

7.10d 8.70d 9.91t 7.95 6.62 5.25 4.93 4.38 3.91 3.44 3.04 2.71

8.10d 10.48d 9.91 7.93 6.59 5.64 4.91t 4.34 3.88 3.40 3.01 2.68

12.65d 9.84 7.91 6.56 5.56 4.90 4.33 3.82 3.35 2.97 2.67

9.88 7.90 6.57 5.61t 4.89 4.29 3.75 3.31 2.94

9.85 7.87 6.54 5.60 4.88 4.23 3.69 3.27 2.93

17.72d 9.90 7.89 6.57 5.62 4.79 4.16 3.65 3.25

12.79t 13.41 9.97 7.96 6.58 5.53 4.73 4.12 3.64

19.53d 13.68 10.16 7.96 6.51 5.48 4.71 4.11

10.93t 20.20t 13.76 10.08 7.93 6.48 5.46

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

5.99s 4.65d

5.02s 4.17d 4.16d

5.01s 4.27s 3.97d 3.87d

5.00s 4.29s 3.77d 3.68d 3.51

5.79d 4.97s 4.28s 3.71s 3.50d 3.54

6.00s 4.91s 4.35s 3.71s 3.48d 3.40d 3.13

6.96s 5.75s 4.86s 4.20s 3.69s 3.46s 3.50 3.12

6.84s 5.65s 4.79s 4.17s 3.66s 3.26s 3.30d 3.10 2.78

6.91s 5.57s 4.75s 4.12s 3.63s 3.25s 3.38d 3.07 2.77

6.63s 5.67s 4.70s 4.10s 3.62s 2.69t 3.32d 3.03 2.74

8.18s 6.54s 5.46s 4.67s 4.07s 3.62s 2.56t 3.31 2.99 2.72

7.86t 6.56s 5.44s 4.65s 4.07s 3.13t 2.74t 3.26 2.96 2.69 2.47

6.63d 6.38t 6.88d 5.33t 4.22t 3.51t 2.85t 2.76t 3.21 2.92 2.67 2.45

5.33d 5.58d 4.80t 5.98 4.29t 3.23t 3.02t 2.92t 3.18 2.89 2.65

5.51d 5.01d 5.18d 5.48d 4.71t 4.96 4.04t 3.23t 3.34t 3.15 2.87 2.63

5.15d 5.59d 5.10d 5.25d 5.06t 4.28t 3.81t 3.52t 3.45 3.13 2.85 2.63

5.05d 4.98d 5.14d 5.81 4.94 4.20t 3.83 3.44 3.12 2.85 2.63

5.24d 5.74d 5.86 4.95 4.32 3.83 3.44 3.12 2.85

6.97d 7.14 5.86 5.00 4.34 3.84 3.45 3.13 2.88

9.16 7.19 5.92 5.03 4.37 3.86 3.47 3.16

12.17d 9.26 7.28 5.99 5.08 4.42 3.90 3.51

14.49t 12.86 9.42 7.42 6.09 5.17 4.49 3.99

8.13t 14.73t 13.20 9.67 7.61 6.26 5.34
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Up Cant Dn Cant Safety Factor: 90%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 315-325°

Fleet Number: RTE019 through to RTE021 8CL

Configuration: Rail -100..150mm Locked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

35
25 Stafford, ST16 3HS

325 4
335 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

5.87s

5.53s 5.56s 5.17d

5.37s 5.27s 5.39t 4.83

5.33s 5.45s 5.35s 4.89 4.26

5.78d 5.56s 5.51s 5.38s 4.87 4.32

6.18d 6.11s 5.77s 5.45 4.86 4.34 3.83

7.48d 7.24s 6.69s 6.12t 5.44 4.84 4.35 3.85

8.33s 8.20s 7.05 6.12 5.39 4.82 4.34 3.86 3.42

7.89s 8.13 6.96 6.06 5.35 4.79 4.34 3.86 3.43

8.37s 8.05 6.89 6.02 5.32 4.78 4.33 3.85 3.42

9.18s 8.01 6.85 5.99 5.31 4.75 4.30 3.84 3.41

9.26t 9.60 7.99 6.83 5.97 5.30 4.75 4.27 3.81 3.40 3.05

6.77d 9.31d 9.58 7.92 6.81 5.94 5.26 4.71 4.25 3.79 3.38 3.03

7.36d 10.14t 9.52 7.86 6.78 5.90 5.24 4.68 4.23 3.75 3.36

6.84d 8.48d 11.39d 9.48 7.89 6.59 5.88 5.20 4.66 4.19 3.72 3.33

7.67d 10.26d 11.93 9.47 7.85 6.60 5.86 5.19 4.64 4.14 3.68 3.31

12.18d 11.92 9.52 7.84 6.72 5.85 5.18 4.63 4.09 3.64 3.29

15.03d 11.97 9.52 7.88 6.66 5.85 5.19 4.56 4.05 3.62

11.60d 14.51d 11.97 9.54 7.91 6.72 5.89 5.12 4.51 4.01 3.60

12.02 9.57 7.95 6.78 5.81 5.07 4.47 3.99

16.37 12.13 9.62 7.98 6.70 5.77 5.03 4.45 3.98

16.66 12.30 9.63 7.89 6.65 5.73 5.02

10.44t 19.79t 16.85 12.27 9.64 7.89 6.64

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.67d

5.05s 4.30d 4.17d

5.21s 4.32s 3.90d 3.87d

5.05s 4.31s 3.67d 3.73d 3.69d

5.78d 5.15s 4.31s 3.73s 4.00d 3.62d

5.89s 5.10s 4.26s 3.72s 3.67s 3.41d 3.47d

7.01s 5.78s 4.89s 4.24s 3.71s 3.29s 3.76d 3.39d

6.90s 5.68s 4.83s 4.18s 3.68s 3.27s 3.31d 3.31d 3.36d

6.76s 5.64s 4.78s 4.14s 3.66s 3.26s 3.38d 3.38d 3.34d

6.68s 5.54s 4.74s 4.12s 3.75s 3.15t 3.37d 3.36d 3.35d

6.62s 5.66s 4.71s 4.09s 3.63s 2.83t 3.51d 3.49d 3.34

8.27t 6.56s 5.46s 4.68s 4.20s 3.32t 2.65t 3.46d 3.44d 3.31 3.03

6.44d 6.52d 5.91t 5.64t 4.36t 3.64t 2.86t 2.86t 3.82d 3.60 3.29 3.02

5.32d 5.57d 5.12t 5.82t 4.45t 3.25t 3.03t 3.03t 3.84d 3.56 3.27

4.98d 5.00d 5.17d 5.47d 4.54t 6.11 3.80t 3.25t 3.35t 3.88 3.54 3.25

5.12d 5.51d 5.02d 5.24d 5.11t 4.32t 3.83t 3.52t 4.02t 3.86 3.52 3.25

5.01d 4.98d 5.14d 6.10t 4.81t 4.22t 3.89t 4.24 3.85 3.52 3.25

5.13d 5.04d 5.67d 6.63t 5.45t 4.74t 4.73 4.25 3.85 3.53

7.01d 7.76d 7.23 6.17 5.35 4.74 4.25 3.86 3.55

9.56d 8.85 7.28 6.19 5.38 4.77 4.28 3.89

12.02d 11.38 8.95 7.37 6.24 5.43 4.81 4.32 3.96

15.81 11.55 9.08 7.47 6.33 5.51 4.89

7.71t 13.87t 16.19 11.80 9.27 7.64 6.50
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Up Cant Dn Cant Safety Factor: 90%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 325-335°

Fleet Number: RTE019 through to RTE021 8BL

Configuration: Rail -100..150mm Locked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

25
355 Stafford, ST16 3HS
335 4

5 356
30

330 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.90s 3.25d

3.55s 3.63s 3.54d

3.44s 3.57s 3.56s 3.41t

3.60s 3.55s 3.55s 3.40s 3.09d

3.77s 3.66s 3.58s 3.39s 3.24t

4.09d 4.07s 3.71s 3.62s 3.42t 3.23t 3.04t

4.96d 4.84s 4.39s 4.12t 3.76t 3.47t 3.25t 3.09t

5.43s 5.47s 4.78s 4.28t 3.86t 3.54t 3.29t 3.10t 2.90t

5.20s 5.85s 5.16t 4.48t 3.99t 3.63t 3.35t 3.14t 2.98t

5.26s 5.92s 5.58t 4.74t 4.16t 3.74t 3.43t 3.19t 3.03t

6.02s 6.32s 6.07t 5.04t 4.35t 3.87t 3.52t 3.26t 3.08d 2.38d

6.12t 6.58d 6.74s 6.64s 5.40t 4.57t 4.03t 3.64t 3.34t 3.15t 2.76d

4.54d 6.24d 6.99s 7.03s 6.83s 5.75t 4.81t 4.19t 3.75t 3.43t 3.22t 2.84d

4.77d 6.72d 7.50t 7.41d 7.02s 6.13t 5.05t 4.36t 3.88t 3.54t 3.30t 2.57d

4.26d 5.62d 7.58d 8.34s 7.81s 7.22s 6.39s 5.30t 4.55t 4.02t 3.65t 3.39t

5.02d 6.81d 8.82t 9.05s 8.21s 7.38s 6.44s 5.55t 4.73t 4.17t 3.77t 3.46d

8.23d 10.43t 9.79s 8.59s 7.42s 6.46s 5.72s 4.92t 4.32t 3.91t 3.45t

7.92d 12.11s 10.30s 8.75s 7.44s 6.49s 5.75s 5.11t 4.48t 4.04t 2.93d

13.02d 10.66s 8.81s 7.50s 6.53s 5.79s 5.21s 4.65t 4.04t

7.91d 14.91d 13.59s 10.73s 8.89s 7.57s 6.60s 5.87s 5.23s 4.54s

8.20t 18.71s 13.81s 10.90s 9.03s 7.72s 6.68s 5.81s 4.95s 3.97s

19.13s 14.05s 11.06s 9.05s 7.56s 6.38s 5.31s

6.65t 12.79t 18.11s 13.23s 10.34s 8.31s 6.77s 5.45s

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.13d 3.11d

3.42s 3.06s 2.88d

3.44s 2.91s 2.67d 2.60d

3.41s 2.92s 2.52s 2.50d 2.47d

3.48s 2.90s 2.53s 2.62d 2.35d

4.08d 3.34s 2.96s 2.51s 2.35s 2.52d 2.30d

4.75s 3.90s 3.31s 2.93s 2.50s 2.21s 2.24d 2.25d

4.94s 3.85s 3.36s 2.82s 2.48s 2.20s 2.24d 2.22d 2.28d

4.56s 4.00s 3.22s 2.80s 2.47s 2.20s 2.42d 2.24d 2.29d

4.51s 3.85s 3.55s 2.77s 2.45s 2.19s 2.26d 2.23d 2.30d

4.46s 3.70s 3.26s 2.76s 2.44s 1.72t 2.32d 2.29d 2.32d 2.22d

5.56t 4.44s 3.91s 3.16s 2.75s 2.35t 1.90t 2.44t 2.40d 2.34d 2.32d

4.32d 4.44d 4.10t 3.90t 3.03t 2.45t 2.07t 1.85t 2.47d 2.41d 2.39d 2.36d

3.63d 3.72d 3.30t 3.62t 2.42t 2.19t 2.12t 2.03t 2.51d 2.46d 2.46d 2.31d

3.34d 3.35d 3.46d 3.65d 3.08t 4.58t 2.36t 2.18t 2.11t 2.68d 2.60d 2.57d

3.44d 3.34d 3.36d 3.55d 3.62t 3.05t 3.07t 2.37t 2.63t 2.88d 2.67d 2.54d

3.36d 3.34d 3.44d 3.93t 3.26t 2.85t 2.62t 3.13d 2.96d 2.91d 2.61d

3.38d 3.75d 4.52t 3.68t 3.20t 3.30t 3.49d 3.15d 2.90d 2.74d

4.52d 5.40d 5.48t 4.21t 3.65t 4.12d 3.76d 3.31d 3.08d

6.33d 6.89d 6.22t 4.95t 5.20d 4.50d 3.88d 3.48d

7.98d 8.38d 8.72s 7.10s 6.25s 5.59s 4.73d 4.11d 3.58d

10.54d 11.07s 8.72s 7.24s 6.08s 5.29s 4.70s

4.91t 8.86t 14.85d 11.32s 8.84s 7.27s 6.19s 5.45s

RTE019 through to RTE021
Locked 01/06/2020

8aLT

Rail-Ability Ltd, Tollgate Drive

Tel: 01785 214747
mail@railability.co.uk

Rated Lift Capacity Chart

Machine type:
Configuration:

Equipment:

Fleet Number:

RA310
Rail -100..150mm Locked Tandem
1.9 + 3.4 + 2.1

Floating Axle:

7.5

7

6.5

6

Maximum Loads (t)
(m)

Safety Factor: 58% (67% of 87%)
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Sector: 335-5°

Up Cant Dn Cant
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Rail-Ability Ltd RACD-10000609

355
345 Stafford, ST16 3HS

5 4
15 356
10

350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.65s

3.29s 3.42s

3.19s 3.25s 3.39s

3.18s 3.18s 3.27s 3.17

3.33s 3.16s 3.31s 3.18 2.81

3.67s 3.53s 3.44s 3.37s 3.17 2.84

3.97s 3.82s 3.67s 3.48s 3.16 2.84 2.53

5.18s 4.60s 4.21s 3.89s 3.50 3.14 2.85 2.53

5.26s 5.10 4.43 3.90 3.47 3.13 2.85 2.53

4.67s 5.44s 5.06 4.38 3.87 3.45 3.12 2.84 2.53 2.26

4.93s 5.87 5.01 4.35 3.85 3.45 3.11 2.83 2.52 2.26

6.18s 5.86 5.00 4.34 3.83 3.44 3.11 2.81 2.51 2.25

5.97t 6.67d 5.89 4.99 4.34 3.84 3.44 3.10 2.80 2.50 2.24

4.02d 6.37d 7.18 5.91 5.01 4.35 3.84 3.43 3.09 2.78 2.48 2.23

3.43d 5.03d 7.31d 7.16 5.90t 4.96 4.32 3.82 3.41 3.08 2.75 2.46 2.22

6.23d 8.62d 7.18 5.88 4.98 4.32 3.81 3.41 3.06 2.72 2.44

7.72d 9.17 7.19 5.87 4.99 4.30 3.81 3.40 3.03 2.70 2.43

9.21 7.21 5.89 4.98 4.32 3.82 3.39 2.99 2.68 2.42

9.23 7.23 5.93 4.93 4.34 3.81 3.34 2.97 2.66

9.27 7.26 5.96 5.05 4.34 3.77 3.31 2.95 2.66

9.34 7.30 6.00 5.02 4.29 3.74 3.30 2.95

13.33 9.51 7.35 5.95 4.99 4.27 3.73 3.30

11.81t 13.50 9.51 7.32 5.94 4.99 4.28

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.19d

3.00s 2.85d

3.19s 2.58s 2.59d

3.01s 2.60s 2.45d 2.54d

2.99s 2.59s 2.26s 2.43d 2.41d

3.45s 3.04s 2.65s 2.27s 2.36d 2.34d

3.40s 2.92s 2.55s 2.26s 2.32d 2.27d 2.29d

4.09s 3.35s 2.98s 2.52s 2.25s 2.31s 2.35d 2.23d

4.14s 3.68s 2.95s 2.51s 2.23s 2.24d 2.24d 2.21d

4.67s 3.98s 3.26s 2.83s 2.57s 2.23s 2.29d 2.34d 2.22d 2.26

4.63s 3.82s 3.24s 2.81s 2.48s 2.22s 2.26t 2.37d 2.25d 2.25

4.61s 3.91s 3.32s 2.80s 2.48s 2.09t 2.25t 2.40d 2.34d 2.23

4.44d 4.52d 3.80s 3.22s 2.80s 2.38t 1.93t 2.34t 2.48d 2.34d 2.22

3.61d 3.69d 3.82t 3.38t 2.90t 2.59t 2.15t 2.04t 2.54t 2.47d 2.40 2.21

3.43d 3.34d 3.43d 3.60d 3.51t 3.60t 2.62t 2.22t 2.12t 2.65d 2.58d 2.39 2.21

3.24d 3.35d 3.46d 3.66t 3.02t 2.64t 2.41t 2.45t 2.82d 2.60 2.39

3.42d 2.79d 3.41d 3.65d 3.81t 2.93t 2.66t 3.09t 2.84 2.59 2.38

2.98d 3.58d 5.02t 3.84t 3.28t 3.08t 3.14 2.84 2.60 2.40

4.07d 4.76d 5.50 4.62 3.77t 3.52 3.15 2.85 2.61

5.83d 6.42d 5.51 4.65 4.02 3.54 3.17 2.87 2.63

7.69d 6.83 5.56 4.68 4.05 3.57 3.19 2.90

9.60d 8.95 6.91 5.63 4.73 4.09 3.61 3.24

7.84t 12.93 9.12 7.05 5.73 4.83 4.18
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Minimum Loads (t)
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Up Cant Dn Cant Safety Factor: 60% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 5-15°

Fleet Number: RTE019 through to RTE021 8bLT

Configuration: Rail -100..150mm Locked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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345
335 Stafford, ST16 3HS

15 4
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10

350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.46

3.20s 2.99

3.13s 3.01 2.60

3.12s 3.00 2.64 2.27

3.18s 3.00 2.63 2.30 1.99

3.58s 3.40 2.97 2.62 2.32 2.01

4.33s 3.92 3.36 2.94 2.60 2.32 2.03 1.77

4.57 3.85 3.32 2.92 2.59 2.32 2.03 1.78

4.51 3.81 3.30 2.89 2.57 2.31 2.04 1.78

4.43 3.77 3.26 2.86s 2.56 2.31 2.03 1.78 1.56

5.10s 4.41 3.74 3.23 2.86s 2.55s 2.32 2.02 1.77 1.56

5.35 4.38 3.72s 3.23s 2.85s 2.55s 2.29 2.00 1.76 1.55

5.83t 5.35 4.39 3.72 3.22s 2.85s 2.54 2.27 1.98 1.74 1.54

3.80d 6.20d 5.33t 4.25 3.72 3.22 2.83 2.52 2.24 1.96 1.73 1.53

3.40d 4.89d 6.70 5.29 4.32 3.68 3.19 2.80 2.50 2.21 1.93 1.71 1.52

6.13d 6.65 5.27 4.31 3.66 3.18 2.79 2.48 2.17 1.90 1.68

7.56d 6.64 5.23 4.30 3.64 3.16 2.77t 2.44 2.13 1.87 1.67

6.63 5.21 4.29 3.63 3.14 2.77 2.39 2.09 1.86 1.66

9.15d 6.65 5.21 4.26 3.49 3.13 2.71 2.35 2.07 1.84

10.73d 9.39 6.71 5.22 4.28 3.62 3.09 2.66 2.32 2.05 1.83

6.77 5.26 4.31 3.59 3.05 2.63 2.30 2.04

9.72 6.90 5.31 4.27 3.55 3.02 2.62 2.30

11.74t 9.87 6.91 5.29 4.25 3.54 3.02

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.13d

3.03s 2.79d

3.03s 2.60s 2.58

3.02s 2.61s 2.54s 2.26

3.00s 2.61s 2.28s 2.26 1.98

3.48s 3.06s 2.59s 2.28s 2.26 1.99

4.09s 3.53s 3.02s 2.64s 2.26s 2.23 1.98 1.76

4.34s 3.36s 2.90s 2.53s 2.26s 2.20s 1.96 1.75

4.05s 3.65 2.86s 2.52s 2.23s 2.14s 1.93 1.74

3.88s 3.29s 2.84s 2.50s 2.23s 2.12 1.91 1.72 1.55

4.66s 3.84s 3.26s 2.82s 2.48s 2.23s 2.08 1.88 1.70 1.54

4.66s 3.93s 3.24s 2.81s 2.48s 2.23s 2.05 1.85 1.68 1.53

4.43d 4.50d 3.82s 3.28 2.81s 2.48s 1.86t 2.01 1.82 1.66 1.52

3.61d 3.75d 3.89d 3.53t 3.03t 2.52t 2.07t 2.04t 1.99 1.80 1.65 1.51

3.36d 3.38d 3.42d 3.59d 3.55t 3.10t 2.44t 2.39t 2.17 1.96 1.78 1.63 1.50

2.87d 3.39d 3.45d 3.68d 3.15 2.73 2.41 2.16 1.95 1.77 1.62

3.38d 2.55d 3.40d 3.59d 3.15 2.74 2.40 2.15 1.94 1.77 1.62

2.69d 3.48d 3.77 3.17 2.76 2.40 2.15 1.94 1.77 1.63

3.99d 4.67d 3.79 3.18 2.75 2.41 2.16 1.95 1.78

5.55d 4.74 3.83 3.21 2.77 2.43 2.17 1.97 1.81

6.26 4.80 3.88 3.25 2.80 2.46 2.20 2.00

9.10 6.37 4.88 3.94 3.30 2.84 2.50 2.24

7.71t 9.37 6.53 5.00 4.04 3.38 2.93
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Up Cant Dn Cant Safety Factor: 60% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 15-25°

Fleet Number: RTE019 through to RTE021 8cLT

Configuration: Rail -100..150mm Locked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.86

2.92 2.46

2.91 2.50 2.12

2.91 2.50 2.16 1.84

2.89 2.49 2.18 1.87 1.60

3.34 2.85 2.47 2.17 1.89 1.62

3.93 3.29 2.81 2.44 2.15 1.90 1.64 1.41

3.82 3.22 2.77 2.42 2.14 1.91 1.64 1.41

3.77 3.12 2.73 2.39 2.13 1.91 1.64 1.42

3.70 3.14 2.70 2.38 2.12 1.90 1.64 1.41 1.22

4.45 3.67 3.10 2.69 2.35 2.11 1.89 1.62 1.41 1.22

4.42 3.66 3.08 2.68 2.36 2.11 1.87 1.61 1.39 1.21

5.68d 4.47 3.66 3.08 2.67 2.37 2.10 1.84 1.59 1.38 1.20

3.72d 5.64 4.44 3.67 3.08 2.67 2.34 2.07 1.81 1.57 1.36 1.19

4.73d 5.57 4.38 3.61 3.06 2.62 2.32 2.05 1.77 1.54 1.34 1.18

5.99d 5.51 4.33 3.55 2.98 2.62 2.29 2.02 1.73 1.51 1.32 1.17

7.42d 5.43 4.27 3.52 2.96 2.56 2.26 1.97 1.70 1.48 1.30

5.42 4.25 3.47 2.92 2.54 2.23 1.92 1.67 1.46 1.29

7.58 5.44 4.24 3.47 2.93 2.53 2.18 1.88 1.63 1.44

5.48 4.24 3.47 2.93 2.49 2.13 1.84 1.62 1.43

7.72t 7.82 5.52 4.29 3.50 2.91 2.45 2.10 1.83 1.61

8.00 5.65 4.33 3.47 2.87 2.42 2.08 1.82

11.66t 8.13 5.65 4.32 3.45 2.85 2.42 2.09

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.83

2.91 2.43

2.91 2.47 2.11

2.90 2.47 2.12 1.83

2.86 2.44 2.11 1.84 1.59

3.33 2.82 2.42 2.10 1.82 1.60

3.90 3.26 2.75 2.35 2.05 1.80 1.59 1.40

3.71 3.11 2.65 2.29 2.00 1.76 1.57 1.39

3.64 2.98 2.56 2.22 1.95 1.73 1.54 1.38

3.54 2.84 2.46 2.15 1.90 1.69 1.51 1.36 1.21

4.45 3.44 2.76 2.37 2.08 1.85 1.65 1.48 1.33 1.20

4.28 3.34 2.68 2.30 2.02 1.80 1.61 1.45 1.32 1.19

4.43d 4.11 3.22 2.61 2.22 1.96 1.76 1.58 1.42 1.29 1.18

3.53d 3.66d 3.87d 3.12 2.54 2.17 1.95 1.72 1.55 1.41 1.28 1.17

3.38d 3.42d 3.58d 3.03 2.48 2.15 1.92 1.69 1.53 1.39 1.27 1.16

2.66d 3.38d 3.44d 2.98 2.46 2.13 1.90 1.68 1.51 1.37 1.26 1.16

3.18d 2.32d 3.39d 2.95 2.46 2.12 1.87 1.68 1.51 1.37 1.26

2.56d 3.51d 2.97 2.49 2.14 1.87 1.67 1.51 1.37 1.26

3.88d 3.75 3.00 2.51 2.14 1.89 1.68 1.51 1.38

4.97 3.77 3.03 2.52 2.16 1.90 1.69 1.53 1.41

7.01d 5.04 3.83 3.07 2.56 2.20 1.93 1.72 1.56

7.39 5.13 3.90 3.13 2.61 2.24 1.97 1.76

7.43t 7.59 5.28 4.01 3.22 2.69 2.31 2.06
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Up Cant Dn Cant Safety Factor: 60% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 25-35°

Fleet Number: RTE019 through to RTE021 8dLT

Configuration: Rail -100..150mm Locked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.53

2.59 2.16

2.20 1.86

2.21 1.90 1.61

2.55 2.18 1.91 1.64 1.38

2.51 2.17 1.91 1.66 1.41

3.49 2.91 2.48 2.16 1.87 1.67 1.42 1.21

3.40 2.84 2.44 2.12 1.88 1.68 1.43 1.22

3.31 2.80 2.40 2.11 1.86 1.67 1.43 1.22 1.04

3.27 2.74 2.38 2.09 1.85 1.68 1.43 1.21 1.04

3.95 3.22 2.73 2.36 2.06 1.85 1.65 1.41 1.21 1.04

3.93 3.22 2.72 2.33 2.07 1.85 1.63 1.39 1.19 1.03

5.04 3.91 3.21 2.71 2.35 2.07 1.86 1.61 1.38 1.18 1.02

3.52d 5.05 3.91 3.19 2.70 2.35 2.08 1.83 1.58 1.35 1.16 1.01

4.61d 4.86 3.89 3.22 2.68 2.34 2.04 1.79 1.55 1.33 1.14 .99

5.90d 4.85 3.82 3.13 2.60 2.29 1.99 1.75 1.50 1.30 1.12 .98

6.68 4.76 3.74 3.07 2.61 2.25 1.96 1.71 1.47 1.26 1.10

6.41t 4.77 3.72 3.05 2.57 2.21 1.94 1.66 1.43 1.25 1.09

9.01d 4.79 3.69 3.02 2.56 2.20 1.90 1.62 1.40 1.22

10.31t 6.79 4.81 3.72 3.03 2.56 2.17 1.84 1.59 1.38 1.22

10.41d 4.87 3.74 3.07 2.53 2.12 1.81 1.57 1.37

7.04 4.96 3.80 3.03 2.49 2.10 1.80 1.56

11.69d 7.18 4.98 3.76 3.00 2.47 2.09 1.80

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.50

2.59 2.14

2.18 1.85

2.18 1.86 1.59

2.54 2.16 1.86 1.60 1.37

2.49 2.12 1.82 1.58 1.38

3.49 2.88 2.42 2.07 1.79 1.56 1.37 1.20

3.29 2.74 2.33 2.01 1.74 1.53 1.35 1.19

3.19 2.61 2.24 1.93 1.70 1.50 1.32 1.18 1.04

3.12 2.48 2.13 1.86 1.64 1.45 1.29 1.16 1.03

3.95 3.03 2.40 2.04 1.80 1.59 1.41 1.27 1.14 1.02

3.78 2.90 2.32 1.96 1.73 1.54 1.37 1.24 1.12 1.01

4.31d 3.60 2.80 2.23 1.89 1.68 1.49 1.34 1.21 1.09 .99

3.52d 3.73d 3.44 2.69 2.17 1.85 1.63 1.46 1.32 1.19 1.08 .98

1.69d 3.41d 3.32 2.60 2.11 1.82 1.61 1.44 1.29 1.17 1.06 .98

2.47d 3.38d 3.23 2.55 2.09 1.80 1.59 1.42 1.28 1.16 1.06 .98

2.98d 2.10d 3.19 2.51 2.09 1.81 1.60 1.41 1.27 1.15 1.06

2.29d 3.19 2.53 2.10 1.80 1.59 1.41 1.27 1.15 1.06

2.25d 3.23 2.57 2.12 1.83 1.59 1.41 1.27 1.16

4.31 3.24 2.59 2.15 1.84 1.61 1.43 1.29 1.19

4.37 3.30 2.63 2.19 1.87 1.63 1.46 1.32

6.46 4.45 3.37 2.69 2.23 1.91 1.68 1.50

7.39t 6.65 4.59 3.47 2.77 2.31 1.98 1.75
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Up Cant Dn Cant Safety Factor: 60% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 35-45°

Fleet Number: RTE019 through to RTE021 8eLT

Configuration: Rail -100..150mm Locked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.35

2.01

2.05 1.72

2.04 1.77 1.48

2.37 2.04 1.77 1.51 1.27

2.34 2.01 1.77 1.53 1.29

3.24 2.70 2.30 2.00 1.75 1.55 1.31 1.10

3.14 2.65 2.26 1.96 1.73 1.55 1.32 1.11

3.09 2.60 2.23 1.94 1.71 1.54 1.31 1.11 .94

3.04 2.55 2.19 1.92 1.71 1.54 1.31 1.11 .94

2.97 2.53 2.18 1.91 1.70 1.54 1.30 1.10 .94

3.61 2.96 2.51 2.17 1.85 1.70 1.52 1.28 1.09 .93

4.73 3.65 2.95 2.51 2.17 1.91 1.72 1.49 1.26 1.08 .92

4.73 3.67 2.90 2.52 2.17 1.92 1.69 1.46 1.24 1.06 .91

4.54d 4.57 3.61 2.91 2.45 2.17 1.89 1.65 1.42 1.21 1.04 .90

5.83d 4.47 3.53 2.91 2.41 2.11 1.85 1.62 1.38 1.18 1.02 .88

4.46 3.47 2.84 2.41 2.07 1.81 1.57 1.34 1.15 1.00

6.32d 4.40 3.44 2.82 2.37 2.04 1.79 1.52 1.31 1.13 .99

8.95d 4.44 3.43 2.79 2.34 2.03 1.74 1.48 1.28 1.11 .98

4.46 3.42 2.80 2.36 2.00 1.69 1.45 1.25 1.10

6.42 4.49 3.47 2.83 2.33 1.95 1.65 1.43 1.24

6.57 4.60 3.52 2.80 2.28 1.92 1.64 1.42

11.19 6.66 4.61 3.48 2.77 2.27 1.91 1.64

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.32

2.00

2.03 1.71

2.04 1.73 1.47

2.37 2.00 1.72 1.47 1.26

2.32 1.97 1.68 1.47 1.27

3.23 2.67 2.26 1.92 1.65 1.44 1.25 1.09

3.06 2.55 2.15 1.86 1.61 1.41 1.24 1.08

3.00 2.41 2.06 1.78 1.56 1.37 1.21 1.07 .94

2.91 2.28 1.96 1.70 1.50 1.33 1.18 1.05 .93

2.80 2.21 1.86 1.64 1.45 1.28 1.15 1.03 .92

3.52 2.68 2.13 1.78 1.58 1.40 1.25 1.12 1.01 .91

4.55d 3.33 2.57 2.04 1.71 1.53 1.36 1.21 1.10 .99 .89

3.65d 3.17 2.46 1.97 1.67 1.49 1.32 1.18 1.07 .97 .88

1.59d 3.40d 3.05 2.37 1.91 1.64 1.46 1.29 1.17 1.05 .96 .88

2.29d 1.48d 2.95 2.32 1.89 1.63 1.45 1.28 1.15 1.04 .95 .88

1.88d 2.92 2.29 1.89 1.63 1.42 1.27 1.14 1.04 .95

2.17d 2.91 2.29 1.90 1.63 1.44 1.27 1.14 1.04 .95

3.92 2.94 2.34 1.92 1.64 1.44 1.27 1.15 1.05 .98

3.96 2.96 2.36 1.95 1.67 1.45 1.29 1.16 1.07

4.01 3.01 2.40 1.99 1.70 1.48 1.32 1.19

5.95 4.09 3.08 2.45 2.03 1.73 1.52 1.36

7.44t 6.14 4.21 3.18 2.53 2.10 1.80 1.59
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Up Cant Dn Cant Safety Factor: 60% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 45-55°

Fleet Number: RTE019 through to RTE021 8fLT

Configuration: Rail -100..150mm Locked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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55 4
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10

350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.25

1.92

1.96 1.65

1.95 1.69 1.41

1.93 1.69 1.44 1.20

2.24 1.92 1.68 1.46 1.23

2.59 2.20 1.89 1.67 1.47 1.24 1.04

2.98 2.53 2.15 1.88 1.65 1.47 1.25 1.05

2.95 2.48 2.12 1.85 1.63 1.46 1.25 1.06 .89

2.88 2.44 2.10 1.83 1.62 1.46 1.24 1.05 .89

2.85 2.41 2.07 1.80 1.62 1.46 1.23 1.05 .88

3.47 2.84 2.36 2.06 1.81 1.61 1.45 1.21 1.03 .88

4.52 3.40 2.84 2.37 2.06 1.80 1.63 1.42 1.19 1.01 .86

4.53 3.50 2.84 2.40 2.06 1.82 1.61 1.38 1.17 1.00 .85

4.44d 4.39 3.45 2.84 2.41 2.05 1.79 1.57 1.35 1.14 .98 .84

5.72d 4.31 3.36 2.78 2.34 2.02 1.75 1.54 1.30 1.12 .96 .83

4.25 3.31 2.72 2.26 1.97 1.72 1.50 1.27 1.09 .94

4.23 3.29 2.68 2.26 1.94 1.70 1.45 1.23 1.06 .92

5.94 4.22 3.26 2.66 2.08 1.93 1.65 1.40 1.21 1.04 .92

6.04 4.25 3.26 2.64 2.24 1.90 1.60 1.36 1.18 1.03

4.29 3.30 2.69 2.22 1.85 1.57 1.34 1.17

6.25 4.40 3.35 2.66 2.17 1.82 1.55 1.34

10.64 6.34 4.40 3.32 2.62 2.16 1.81 1.55

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.22

1.90

1.94 1.63

1.93 1.65 1.40

1.92 1.63 1.40 1.20

2.22 1.87 1.61 1.40 1.20

2.55 2.14 1.82 1.58 1.36 1.19 1.03

2.93 2.43 2.06 1.76 1.52 1.34 1.17 1.02

2.86 2.29 1.96 1.69 1.48 1.29 1.14 1.01 .88

2.79 2.19 1.87 1.62 1.42 1.26 1.11 .99 .87

2.67 2.10 1.76 1.55 1.37 1.21 1.08 .97 .86

3.35 2.57 2.03 1.68 1.49 1.32 1.18 1.05 .95 .85

4.35d 3.18 2.43 1.94 1.61 1.44 1.28 1.14 1.03 .93 .84

3.65d 3.02 2.33 1.87 1.57 1.40 1.24 1.11 1.00 .91 .83

1.38d 3.45d 2.88 2.24 1.80 1.54 1.37 1.21 1.09 .98 .90 .82

2.07d 1.36d 2.81 2.18 1.77 1.53 1.36 1.20 1.07 .97 .89 .82

1.77d 2.75 2.15 1.77 1.53 1.33 1.19 1.07 .97 .88

2.05d 2.75 2.16 1.78 1.52 1.33 1.19 1.06 .97 .89

2.00d 2.76 2.19 1.80 1.54 1.34 1.19 1.07 .98 .91

3.75 2.80 2.22 1.83 1.56 1.36 1.21 1.09 1.00

3.80 2.85 2.26 1.87 1.59 1.39 1.23 1.12

5.66 3.88 2.91 2.31 1.91 1.63 1.42 1.27

7.29t 5.82 4.00 3.00 2.39 1.98 1.69 1.49
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Minimum Loads (t)
(m)

7.5
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6

Up Cant Dn Cant Safety Factor: 60% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 55-65°

Fleet Number: RTE019 through to RTE021 8gLT

Configuration: Rail -100..150mm Locked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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10

350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.16

1.84

1.88 1.57

1.86 1.61 1.34

1.87 1.62 1.38 1.14

2.15 1.84 1.60 1.40 1.17

2.48 2.11 1.81 1.59 1.41 1.18 .99

2.89 2.42 2.06 1.79 1.57 1.40 1.19 1.00

2.81 2.37 2.03 1.77 1.55 1.39 1.19 1.00 .84

2.77 2.30 2.00 1.75 1.54 1.39 1.18 1.00 .84

2.72 2.28 1.98 1.72 1.54 1.40 1.17 .99 .83

3.32 2.70 2.28 1.94 1.72 1.53 1.38 1.16 .97 .82

4.33 3.33 2.68 2.28 1.97 1.73 1.55 1.36 1.14 .96 .81

4.31 3.32 2.72 2.26 1.98 1.74 1.54 1.32 1.11 .94 .80

4.43d 4.13 3.32 2.67 2.24 1.98 1.71 1.50 1.29 1.08 .92 .79

5.68 4.13 3.22 2.64 1.86 1.88 1.66 1.47 1.25 1.05 .90 .78

4.08 3.16 2.58 2.19 1.88 1.64 1.43 1.21 1.03 .88

6.22t 4.04 3.12 2.55 2.15 1.85 1.61 1.38 1.17 1.00 .87

4.02 3.12 2.52 2.13 1.84 1.58 1.33 1.14 .98 .86

4.06 3.12 2.54 2.13 1.81 1.52 1.29 1.11 .97

4.09 3.15 2.57 2.11 1.76 1.48 1.27 1.10

5.98 4.19 3.19 2.52 2.06 1.73 1.47 1.27 1.11

10.12 6.06 4.19 3.16 2.50 2.05 1.71 1.47

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.14

1.82

1.86 1.56

1.86 1.57 1.33

1.83 1.56 1.34 1.14

2.13 1.79 1.54 1.33 1.14

2.45 2.06 1.74 1.50 1.30 1.13 .98

2.82 2.33 1.97 1.68 1.46 1.27 1.11 .97

2.75 2.19 1.87 1.62 1.40 1.23 1.08 .95 .83

2.64 2.07 1.77 1.54 1.35 1.19 1.05 .93 .82

2.55 1.99 1.68 1.47 1.29 1.15 1.02 .91 .81

3.21 2.43 1.91 1.58 1.40 1.25 1.11 .99 .89 .80

4.24 3.03 2.32 1.83 1.59 1.35 1.20 1.07 .97 .87 .78

3.71d 2.88 2.21 1.76 1.47 1.31 1.16 1.04 .94 .85 .77

1.22d 3.39d 2.75 2.12 1.70 1.45 1.28 1.14 1.02 .92 .84 .77

1.98d 1.25d 2.66 2.06 1.67 1.44 1.26 1.12 1.01 .91 .83 .76

1.66d 2.61 2.02 1.67 1.43 1.25 1.11 1.00 .91 .83

1.91d 2.60 2.04 1.69 1.47 1.26 1.11 1.00 .91 .83

3.53 2.63 2.06 1.72 1.45 1.26 1.11 1.00 .91 .85

3.56 2.65 2.09 1.72 1.47 1.28 1.13 1.02 .94

3.61 2.69 2.13 1.76 1.50 1.30 1.16 1.05

5.37 3.68 2.76 2.19 1.80 1.54 1.34 1.20 1.11

7.30t 5.53 3.79 2.84 2.26 1.87 1.59 1.40
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Minimum Loads (t)
(m)

7.5
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1.5

1
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6

Up Cant Dn Cant Safety Factor: 60% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 65-75°

Fleet Number: RTE019 through to RTE021 8hLT

Configuration: Rail -100..150mm Locked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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75 4
95 356
20

340 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.16

1.84

1.88 1.57

1.87 1.61 1.34

1.85 1.61 1.38 1.14

2.14 1.84 1.60 1.40 1.17

2.47 2.10 1.81 1.59 1.41 1.18 .99

2.85 2.39 2.06 1.78 1.57 1.40 1.19 1.00

2.82 2.37 2.02 1.76 1.56 1.39 1.19 1.00 .84

2.74 2.32 2.00 1.74 1.54 1.39 1.19 1.00 .84

2.72 2.30 1.94 1.73 1.53 1.39 1.18 .98 .83

3.28 2.70 2.27 1.97 1.73 1.54 1.39 1.16 .97 .82

4.35 3.33 2.69 2.26 1.96 1.70 1.55 1.36 1.14 .96 .81

4.32 3.29 2.65 2.28 1.96 1.72 1.53 1.32 1.11 .94 .80

4.38d 4.18 3.31 2.73 2.26 1.98 1.71 1.50 1.28 1.08 .92 .79

5.68 4.10 3.23 2.62 2.24 1.92 1.67 1.47 1.24 1.06 .90 .77

4.04 3.17 2.59 2.17 1.88 1.64 1.43 1.20 1.03 .88

6.27t 4.05 3.13 2.55 2.15 1.85 1.62 1.37 1.16 1.00 .87

6.73d 5.67 4.03 3.10 2.53 2.13 1.83 1.57 1.33 1.13 .98 .86

5.77 4.05 3.12 2.53 2.13 1.81 1.52 1.29 1.11 .97

7.55d 4.10 3.15 2.55 2.11 1.75 1.48 1.27 1.10

8.11t 5.96 4.19 3.20 2.53 2.06 1.72 1.46 1.26 1.11

10.06 6.06 4.18 3.14 2.50 2.04 1.71 1.47

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.13

1.82

1.86 1.56

1.87 1.57 1.33

1.84 1.56 1.34 1.14

2.12 1.80 1.54 1.32 1.14

2.47 2.06 1.75 1.53 1.31 1.13 .98

2.82 2.33 1.97 1.68 1.45 1.27 1.11 .97

2.74 2.19 1.87 1.61 1.40 1.23 1.08 .95 .83

2.66 2.07 1.77 1.53 1.35 1.19 1.05 .93 .82

2.55 2.00 1.67 1.47 1.29 1.15 1.02 .91 .81

3.22 2.43 1.91 1.61 1.40 1.24 1.11 .99 .89 .80

4.25 3.04 2.31 1.83 1.52 1.36 1.20 1.08 .96 .87 .78

3.64d 2.87 2.20 1.76 1.47 1.32 1.17 1.05 .94 .85 .77

1.15d 3.44d 2.74 2.12 1.69 1.45 1.29 1.14 1.02 .92 .84 .76

2.02d 1.13d 2.66 2.06 1.67 1.43 1.28 1.13 1.01 .91 .83 .76

1.66d 2.61 2.03 1.67 1.43 1.25 1.11 1.00 .90 .83

1.95d 2.60 2.04 1.68 1.43 1.25 1.11 1.00 .90 .83

1.86d 2.62 2.06 1.70 1.44 1.25 1.11 1.00 .91 .85

3.56 2.65 2.09 1.72 1.46 1.27 1.13 1.02 .93

3.60 2.69 2.13 1.76 1.49 1.30 1.15 1.05

5.36 3.67 2.75 2.18 1.80 1.53 1.34 1.20 1.11

7.33t 5.49 3.77 2.84 2.25 1.86 1.59 1.40
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Minimum Loads (t)
(m)
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Up Cant Dn Cant Safety Factor: 60% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 75-95°

Fleet Number: RTE019 through to RTE021 8iLT

Configuration: Rail -100..150mm Locked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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265
255 Stafford, ST16 3HS

95 4
105 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.24

1.91

1.95 1.64

1.94 1.68 1.40

1.92 1.68 1.43 1.20

2.22 1.91 1.67 1.45 1.22

2.56 2.18 1.88 1.65 1.46 1.24 1.04

3.01 2.50 2.14 1.86 1.64 1.45 1.24 1.04

2.92 2.46 2.11 1.84 1.62 1.45 1.24 1.05 .88

2.85 2.42 2.07 1.81 1.60 1.44 1.24 1.04 .88

2.83 2.39 2.01 1.80 1.59 1.45 1.23 1.04 .87

3.39 2.81 2.35 2.04 1.79 1.60 1.44 1.21 1.02 .87

4.51 3.46 2.80 2.35 2.04 1.80 1.61 1.41 1.19 1.00 .86

4.49 3.47 2.77 2.37 2.04 1.81 1.60 1.38 1.16 .99 .85

4.38d 4.34 3.44 2.84 2.36 2.05 1.78 1.56 1.33 1.13 .97 .83

5.69d 4.26 3.36 2.73 2.33 1.99 1.74 1.53 1.30 1.10 .95 .82

4.21 3.30 2.70 2.25 1.95 1.70 1.49 1.26 1.08 .93

6.27t 4.20 3.26 2.66 2.23 1.92 1.69 1.43 1.22 1.05 .91

6.79d 5.91 4.20 3.24 2.64 2.22 1.91 1.64 1.39 1.19 1.03 .90

7.29t 5.94 4.21 3.25 2.63 2.21 1.88 1.59 1.35 1.17 1.02

4.25 3.28 2.66 2.20 1.83 1.55 1.33 1.16

6.16 4.33 3.33 2.63 2.15 1.80 1.53 1.32 1.16

10.30t 6.24 4.35 3.27 2.60 2.13 1.79 1.53

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.21

1.89

1.93 1.62

1.93 1.63 1.39

1.91 1.62 1.39 1.19

2.20 1.87 1.61 1.38 1.19

2.56 2.14 1.82 1.57 1.36 1.18 1.02

2.94 2.42 2.04 1.75 1.51 1.32 1.16 1.01

2.86 2.28 1.95 1.68 1.47 1.28 1.13 1.00 .87

2.76 2.17 1.85 1.60 1.41 1.24 1.10 .98 .87

2.66 2.09 1.74 1.54 1.36 1.20 1.07 .95 .85

3.35 2.54 2.00 1.66 1.47 1.30 1.16 1.04 .93 .84

4.32d 3.19 2.42 1.92 1.60 1.43 1.27 1.13 1.01 .91 .82

3.64d 3.00 2.31 1.85 1.55 1.39 1.23 1.10 .99 .90 .81

1.15d 3.44d 2.87 2.22 1.78 1.52 1.36 1.20 1.08 .97 .88 .81

1.91d 1.13d 2.79 2.16 1.75 1.50 1.35 1.18 1.06 .96 .87 .81

1.70d 2.74 2.14 1.75 1.50 1.32 1.17 1.05 .95 .87

1.95d 2.72 2.14 1.76 1.51 1.32 1.17 1.05 .95 .88

1.86d 2.75 2.17 1.78 1.52 1.32 1.17 1.06 .96 .90

3.72 2.77 2.20 1.81 1.54 1.34 1.19 1.07 .98

3.76 2.81 2.23 1.85 1.57 1.37 1.21 1.10

5.56 3.83 2.88 2.28 1.89 1.61 1.40 1.26 1.16

7.41t 5.69 3.94 2.96 2.36 1.95 1.66 1.47
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Up Cant Dn Cant Safety Factor: 60% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 95-105°

Fleet Number: RTE019 through to RTE021 8jLT

Configuration: Rail -100..150mm Locked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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255
245 Stafford, ST16 3HS
105 4
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10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.55

2.19

2.22 1.88

2.22 1.92 1.62

2.20 1.92 1.65 1.40

2.53 2.18 1.90 1.68 1.42

2.93 2.50 2.16 1.88 1.68 1.43 1.22

3.39 2.86 2.45 2.13 1.87 1.68 1.44 1.23

3.33 2.82 2.40 2.10 1.87 1.67 1.44 1.23 1.05

3.29 2.77 2.39 2.09 1.85 1.66 1.43 1.23 1.05

3.26 2.74 2.36 2.06 1.84 1.67 1.42 1.22 1.05

3.98 3.24 2.72 2.35 2.07 1.84 1.66 1.41 1.21 1.04

5.12d 3.98 3.22 2.71 2.35 2.06 1.85 1.63 1.39 1.19 1.03

5.15 3.94 3.16 2.72 2.36 2.07 1.84 1.59 1.36 1.17 1.01

4.39d 5.00 3.96 3.16 2.70 2.36 2.04 1.80 1.56 1.34 1.15 1.00

5.69d 4.89 3.87 3.16 2.68 2.28 2.01 1.77 1.52 1.31 1.13 .99

4.85 3.80 3.10 2.62 2.26 1.98 1.73 1.48 1.27 1.11

4.86 3.76 3.06 2.59 2.23 1.96 1.68 1.44 1.25 1.10

4.85 3.73 3.05 2.52 2.22 1.91 1.63 1.41 1.23 1.09

6.88 4.86 3.73 3.04 2.57 2.19 1.85 1.60 1.39 1.22

4.90 3.58 3.08 2.55 2.14 1.82 1.57 1.38

7.05 4.98 3.81 3.04 2.50 2.10 1.80 1.56 1.38

11.59 7.14 4.98 3.78 3.02 2.48 2.10 1.80

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.53

2.16

2.21 1.86

2.20 1.88 1.61

2.18 1.87 1.61 1.39

2.52 2.14 1.84 1.60 1.39

2.91 2.44 2.11 1.80 1.57 1.38 1.21

3.34 2.79 2.35 2.02 1.76 1.54 1.36 1.20

3.27 2.63 2.25 1.95 1.71 1.51 1.33 1.18 1.04

3.19 2.52 2.15 1.88 1.65 1.47 1.30 1.16 1.04

3.08 2.44 2.07 1.80 1.59 1.42 1.27 1.14 1.02

3.87 2.96 2.36 1.98 1.74 1.55 1.39 1.24 1.12 1.01

4.33d 3.69 2.84 2.27 1.91 1.69 1.50 1.35 1.21 1.10 1.00

3.65d 3.51 2.73 2.20 1.85 1.65 1.47 1.32 1.19 1.08 .99

1.42d 3.39d 3.38 2.64 2.13 1.84 1.62 1.44 1.30 1.17 1.07 .98

2.01d 1.29d 3.30 2.58 2.11 1.82 1.61 1.43 1.28 1.16 1.06 .98

1.66d 3.24 2.54 2.11 1.82 1.59 1.41 1.27 1.15 1.06

1.95d 3.23 2.56 2.12 1.81 1.58 1.42 1.27 1.16 1.06

4.18d 3.26 2.58 2.13 1.84 1.60 1.42 1.27 1.16 1.08

4.36 3.27 2.61 2.16 1.85 1.62 1.43 1.29 1.19

4.40 3.32 2.65 2.20 1.88 1.64 1.46 1.32

6.44 4.47 3.38 2.69 2.24 1.91 1.67 1.50 1.38

7.44t 6.59 4.57 3.47 2.77 2.30 1.97 1.73
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Up Cant Dn Cant Safety Factor: 60% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 105-115°

Fleet Number: RTE019 through to RTE021 8kLT

Configuration: Rail -100..150mm Locked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

245
235 Stafford, ST16 3HS
115 4
125 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.72

2.33

2.37 2.01

2.37 2.05 1.74

2.35 2.05 1.77 1.50

2.69 2.32 2.04 1.79 1.53

3.11 2.66 2.31 2.02 1.80 1.54 1.32

3.67 3.06 2.62 2.28 2.01 1.80 1.55 1.32

3.59 3.01 2.59 2.25 2.00 1.79 1.55 1.33 1.14

3.52 2.97 2.55 2.23 1.98 1.79 1.54 1.32 1.14

3.47 2.94 2.48 2.22 1.98 1.80 1.54 1.32 1.13

4.25 3.44 2.92 2.52 2.21 1.98 1.77 1.52 1.31 1.13

5.24d 4.23 3.43 2.91 2.50 2.22 1.99 1.74 1.50 1.29 1.12

5.46 4.22 3.47 2.93 2.51 2.23 1.97 1.72 1.47 1.27 1.11

4.44d 5.30 4.23 3.43 2.92 2.52 2.20 1.94 1.67 1.44 1.25 1.09

5.71d 5.28 4.12 3.39 2.83 2.47 2.16 1.90 1.63 1.41 1.23 1.08

5.22 4.05 3.32 2.81 2.38 2.12 1.85 1.59 1.38 1.21

5.17 4.03 3.29 2.76 2.37 2.10 1.81 1.56 1.36 1.20

8.74d 5.15 4.01 3.27 2.76 2.38 2.05 1.76 1.52 1.34 1.19

10.30d 5.18 4.01 3.27 2.76 2.35 2.00 1.72 1.50 1.33

7.58d 10.45t 5.23 4.03 3.30 2.73 2.29 1.96 1.70 1.49

7.46 5.31 4.09 3.27 2.68 2.27 1.94 1.69

11.82t 7.58 5.31 4.04 3.23 2.66 2.26 1.95

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.69

2.32

2.34 2.00

2.35 2.01 1.72

2.32 2.00 1.73 1.49

2.68 2.29 1.97 1.72 1.50

3.11 2.60 2.24 1.93 1.69 1.49 1.30

3.58 2.97 2.51 2.18 1.89 1.66 1.47 1.30

3.49 2.82 2.42 2.10 1.84 1.62 1.44 1.28 1.14

3.41 2.70 2.32 2.02 1.78 1.58 1.41 1.26 1.13

3.29 2.65 2.21 1.96 1.73 1.54 1.38 1.24 1.11

4.13 3.18 2.54 2.13 1.90 1.67 1.50 1.35 1.22 1.10

4.44d 3.94 3.07 2.46 2.07 1.83 1.64 1.47 1.32 1.20 1.09

3.72d 3.78 2.95 2.38 2.03 1.79 1.61 1.44 1.30 1.18 1.08

1.38d 3.40d 3.55d 2.86 2.33 1.99 1.78 1.57 1.42 1.28 1.17 1.07

2.10d 1.41d 3.47d 2.80 2.29 1.98 1.74 1.55 1.40 1.27 1.16 1.07

1.80d 3.37d 2.76 2.29 1.97 1.74 1.54 1.39 1.26 1.16

1.95d 3.36d 2.77 2.30 1.98 1.73 1.54 1.39 1.26 1.16

2.01d 3.51 2.83 2.33 1.99 1.74 1.54 1.39 1.27 1.18

4.68 3.54 2.83 2.35 2.01 1.75 1.56 1.41 1.29

4.72 3.58 2.87 2.38 2.03 1.78 1.59 1.44

6.88 4.79 3.64 2.91 2.42 2.08 1.82 1.63

7.52t 7.02 4.91 3.73 2.99 2.49 2.13 1.88
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Up Cant Dn Cant Safety Factor: 60% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 115-125°

Fleet Number: RTE019 through to RTE021 8lLT

Configuration: Rail -100..150mm Locked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

235
225 Stafford, ST16 3HS
125 4
135 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.88

2.47

2.51 2.13

2.50 2.17 1.85

2.90 2.48 2.18 1.88 1.60

2.86 2.47 2.16 1.90 1.63

3.30 2.82 2.44 2.16 1.91 1.64 1.41

3.88 3.24 2.78 2.42 2.14 1.91 1.65 1.42

3.78 3.18 2.74 2.40 2.12 1.90 1.65 1.42 1.22

3.74 3.14 2.71 2.38 2.10 1.90 1.64 1.42 1.23

3.69 3.10 2.64 2.35 2.10 1.90 1.63 1.40 1.22

4.50 3.67 3.10 2.67 2.35 2.10 1.88 1.62 1.40 1.21

5.47d 4.44 3.66 3.09 2.66 2.33 2.10 1.85 1.59 1.38 1.20

5.74 4.49 3.63 3.09 2.68 2.35 2.08 1.81 1.57 1.36 1.19

4.46d 5.67 4.44 3.62t 3.06 2.63 2.32 2.05 1.78 1.54 1.34 1.18

5.75d 5.58 4.37 3.57 3.04 2.58 2.29 2.02 1.74 1.51 1.32 1.17

7.19d 5.49 4.30 3.51 2.99 2.56 2.25 1.97 1.70 1.48 1.30

6.45d 5.48 4.25 3.48 2.92 2.52 2.23 1.92 1.66 1.45 1.29

5.46 4.25 3.46 2.92 2.53 2.18 1.87 1.64 1.44 1.28

7.69 5.48 4.25 3.46 2.93 2.50 2.13 1.84 1.61 1.43

5.53 4.28 3.49 2.90 2.45 2.09 1.82 1.60

8.34t 7.89 5.62 4.33 3.46 2.86 2.42 2.07 1.81

11.92t 7.97 5.61 4.27 3.43 2.84 2.41 2.08

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.85

2.45

2.49 2.12

2.48 2.13 1.83

2.90 2.46 2.12 1.84 1.59

2.83 2.42 2.10 1.83 1.60

3.28 2.75 2.36 2.07 1.80 1.59 1.40

3.78 3.15 2.67 2.30 2.02 1.77 1.57 1.39

3.68 3.00 2.57 2.24 1.95 1.73 1.54 1.37 1.22

3.62 2.88 2.46 2.16 1.90 1.69 1.51 1.35 1.21

3.50 2.79 2.37 2.09 1.85 1.65 1.48 1.33 1.20

4.39 3.36 2.71 2.28 2.02 1.80 1.61 1.45 1.31 1.19

4.56d 4.20 3.26 2.63 2.28 1.96 1.76 1.58 1.42 1.29 1.17

3.66d 3.87d 3.14 2.55 2.17 1.92 1.73 1.55 1.40 1.27 1.16

1.48d 3.40d 3.55d 3.05 2.49 2.14 1.89 1.69 1.53 1.38 1.26 1.16

2.19d 1.52d 3.43d 3.00 2.46 2.13 1.87 1.67 1.51 1.37 1.25 1.16

2.72d 1.92d 3.37d 2.96 2.47 2.12 1.87 1.66 1.50 1.36 1.25

2.22d 3.45d 2.98 2.48 2.14 1.86 1.67 1.50 1.36 1.25

2.08d 3.75 2.99 2.51 2.14 1.87 1.66 1.50 1.37 1.28

4.98 3.77 3.02 2.53 2.15 1.89 1.68 1.52 1.39

5.02 3.81 3.06 2.55 2.18 1.91 1.70 1.55

7.27 5.09 3.88 3.11 2.60 2.23 1.95 1.75

7.62t 7.41 5.20 3.97 3.19 2.66 2.29 2.02
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Up Cant Dn Cant Safety Factor: 60% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 125-135°

Fleet Number: RTE019 through to RTE021 8mLT

Configuration: Rail -100..150mm Locked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

225
215 Stafford, ST16 3HS
135 4
145 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.28

2.82

2.83 2.44

2.83 2.48 2.12

3.05s 2.81 2.47 2.15 1.86

3.21 2.80 2.46 2.18 1.88

3.72 3.18 2.76 2.44 2.18 1.89 1.64

4.35 3.65 3.14 2.74 2.43 2.17 1.89 1.65

4.27 3.61 3.07s 2.70 2.41 2.16 1.90 1.65 1.44

4.22 3.56 3.07 2.69 2.39 2.16 1.89 1.65 1.44

4.16 3.51 3.05 2.65s 2.39 2.16 1.88 1.64 1.43

5.01 4.15 3.51 3.02 2.64 2.38 2.15t 1.86 1.62 1.42

5.73d 5.08 4.15 3.48 3.02 2.67 2.38 2.11 1.83 1.61 1.41

6.07t 5.07 4.16 3.50 3.04 2.65 2.35 2.09 1.82 1.59 1.40

4.57d 6.41 4.99 4.10 3.41 2.98 2.63 2.33t 2.05 1.79 1.57 1.39

5.86d 6.28 4.97 4.06 3.34t 2.97 2.61 2.32 2.01 1.75 1.55 1.38

7.32d 6.28 4.93 4.04 3.42 2.93 2.59 2.27 1.97 1.73 1.53

6.21 4.88 3.99 3.35 2.92 2.57 2.22 1.93 1.71 1.52

9.00d 6.23 4.86 3.98 3.23 2.91 2.52 2.18 1.91 1.69

7.51d 10.75d 6.23 4.86 3.98 3.36 2.88 2.47 2.14 1.89 1.68

8.79 6.30 4.89 4.01 3.34 2.82 2.43 2.12 1.88

8.95 6.37 4.91 3.95 3.29 2.79 2.41 2.11

12.09t 9.02 6.39 4.89 3.93 3.27 2.78 2.42

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.20d

2.79

2.64s 2.42

2.65s 2.30s 2.11

3.05s 2.71s 2.31s 2.12 1.84

3.00s 2.61s 2.30s 2.10 1.85

3.58s 2.97s 2.66s 2.28s 2.08 1.84 1.63

4.08s 3.42s 2.93s 2.56s 2.31 2.03s 1.82 1.62

4.00s 3.36s 2.90s 2.54s 2.25s 2.00 1.79 1.61 1.43

3.94s 3.31 2.85 2.49 2.21 1.97 1.76 1.58 1.43

3.90s 3.24 2.76 2.43 2.15 1.92 1.73 1.56 1.41

4.97 3.87 3.15 2.67 2.37 2.10 1.89 1.70 1.54 1.40

4.36d 4.62d 3.77 3.06 2.61 2.30 1.94t 1.85 1.68 1.52 1.39

3.67d 3.88d 3.65 2.98 2.55 2.24t 2.02 1.82 1.65 1.51 1.38

1.69d 3.46d 3.57d 3.57 2.76t 2.52 2.25 1.99 1.80 1.63 1.49 1.37

2.41d 3.34d 3.43d 3.50 2.90 2.50 2.24 1.98 1.78 1.62 1.48 1.37

2.92d 2.04d 3.43d 3.47 2.90 2.50 2.20 1.96 1.78 1.61 1.48

2.34d 3.37d 3.48 2.92 2.51 2.20 1.96 1.77 1.61 1.49

2.24d 4.35 3.50 2.94 2.52 2.22 1.97 1.78 1.62

5.25d 4.38 3.53 2.96 2.53 2.23 1.98 1.80 1.65

6.92d 5.79 4.42 3.57 2.99 2.57 2.25 2.01 1.82

8.31 5.86 4.49 3.62 3.03 2.61 2.29 2.05

7.83t 8.48 5.98 4.58 3.70 3.10 2.67 2.37
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Up Cant Dn Cant Safety Factor: 60% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 135-145°

Fleet Number: RTE019 through to RTE021 8nLT

Configuration: Rail -100..150mm Locked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

215
205 Stafford, ST16 3HS
145 4
155 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.48s

3.08s 3.29s

3.10s 3.05

3.07s 3.10s 3.06 2.68

3.12s 3.15s 3.04 2.71 2.36

3.53s 3.26s 3.18s 3.03s 2.70 2.38

4.28s 3.94s 3.30s 3.39 3.01 2.70 2.40 2.10

5.04s 4.47s 3.85s 3.36 2.99 2.68 2.40 2.11

4.94s 4.41s 3.81s 3.34 2.97 2.67 2.40 2.11 1.87

5.13 4.36 3.76 3.31 2.92 2.66 2.39 2.11 1.87

4.76s 5.09 4.33 3.74 3.29 2.94 2.66 2.38 2.10 1.87

5.86s 5.09 4.30 3.72 3.28 2.91 2.66 2.37 2.09 1.86

5.72t 6.19 5.07 4.28 3.71 3.27 2.94 2.64 2.34 2.07 1.85

3.54d 6.26t 6.20 5.08 4.28 3.71 3.28 2.92 2.62t 2.31 2.06 1.83

4.64d 7.06d 6.14 5.05 4.28 3.70 3.25t 2.90 2.60 2.29 2.04 1.82

5.95d 7.89 6.15 5.04 4.03 3.66 3.23t 2.89 2.56 2.26 2.01 1.81

7.38d 7.77 6.14 5.01 4.23 3.65 3.22 2.88 2.52 2.23 2.00

7.78 6.11 5.02 4.23 3.66t 3.22 2.83 2.49 2.21 1.98

7.80 6.11 5.00 4.24 3.67 3.19 2.78 2.46 2.19

10.86 7.83 6.09 5.00 4.23 3.63 3.14 2.75 2.43 2.18

8.09d 11.02d 7.86 6.14 5.03 4.20 3.58 3.11 2.73 2.43

11.04 7.96 6.16 4.99 4.17 3.55 3.09 2.72

12.21d 11.18 7.97 6.14 4.96 4.15 3.55 3.09

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.17d

3.08s 2.80d

2.64s 2.70d

3.07s 2.64s 2.43s 2.54d

3.05s 2.63s 2.30s 2.35d 2.35

3.52s 3.00s 2.61s 2.30s 2.39s 2.29d

4.15s 3.48s 2.96s 2.58s 2.28s 2.21s 2.24d 2.09

4.07s 3.41s 2.93s 2.56s 2.27s 2.09s 2.24d 2.09

3.99s 3.35s 2.89s 2.53s 2.25s 2.03s 2.21d 2.07 1.87

3.93s 3.61s 2.86s 2.60s 2.24s 2.09s 2.26 2.05 1.86

4.76s 3.88s 3.29s 3.17s 2.50s 2.23s 2.22t 2.24 2.03 1.85

4.73s 3.88s 3.27s 3.00s 2.50s 2.23s 2.15t 2.21 2.00 1.83

4.58d 4.54d 4.09s 3.26s 2.82s 2.50s 1.93t 2.24t 2.18 1.99 1.82

3.54d 3.68d 3.89d 4.21d 3.32t 2.78t 2.16t 2.04t 2.37 2.15 1.97 1.81

3.34d 3.41d 3.64d 3.85d 2.75t 2.73t 2.23t 2.11t 2.35 2.14 1.96 1.80

2.73d 3.34d 3.44d 3.69t 3.05t 3.27t 2.50t 2.29t 2.33 2.13 1.95 1.80

3.12d 2.25d 3.44d 3.57d 3.42t 2.94t 2.66t 2.57 2.32 2.12 1.95

2.46d 3.38d 4.50 3.78 3.27 2.88 2.58 2.32 2.12 1.95

4.61d 4.59d 4.52 3.80 3.29 2.88 2.58 2.33 2.13

5.36d 5.62 4.55 3.83 3.30 2.90 2.59 2.35 2.15

7.28d 5.67 4.59 3.86 3.33 2.93 2.62 2.38

9.11d 7.44 5.73 4.65 3.91 3.37 2.97 2.66

8.08t 10.62 7.55 5.83 4.73 3.98 3.44 3.05
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Up Cant Dn Cant Safety Factor: 60% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 145-155°

Fleet Number: RTE019 through to RTE021 8oLT

Configuration: Rail -100..150mm Locked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

205
135 Stafford, ST16 3HS
155 4
225 356

70
290 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.07s 4.03s

3.78s 3.79s 3.37d

3.60s 3.68s 3.62t 3.28d

3.76s 3.71s 3.56s 3.41t 2.84d

3.85d 3.91s 3.56s 3.61t 3.38t 3.22t

4.12d 4.03s 3.92s 3.65t 3.40t 3.21t 3.01t

4.94d 4.90d 4.53s 4.09t 3.73t 3.45t 3.22t 3.07t

5.69s 5.50t 4.77t 4.24t 3.83t 3.51t 3.27t 3.09t 2.87d

5.39s 5.93t 5.06t 4.43t 3.95t 3.60t 3.32t 3.12t 2.95t

5.42s 6.12s 5.49t 4.67t 4.11t 3.70t 3.40t 3.17t 3.01t

6.12s 6.46s 5.85t 4.96t 4.29t 3.83t 3.49t 3.23t 3.06t

6.25t 6.81s 6.87s 6.52t 5.29t 4.50t 3.98t 3.60t 3.31t 3.12t 2.26d

5.07t 6.31t 7.17d 7.11d 6.85s 5.65t 4.73t 4.13t 3.71t 3.40t 3.20t 2.40d

4.98d 6.68d 7.61d 7.46s 7.02s 5.98t 4.96t 4.30t 3.84t 3.50t 3.27t

4.59d 5.73d 7.59t 8.35d 7.79s 7.15s 6.31s 5.19t 4.47t 3.97t 3.61t 3.35t

5.47d 6.93d 8.77t 9.03s 8.22s 7.27s 6.35s 5.44t 4.66t 4.11t 3.73t 3.40t

8.24d 10.26d 9.70s 8.49d 7.29s 6.37s 5.65s 4.83t 4.25t 3.86t 3.37t

10.19d 11.93d 10.18s 8.58s 7.33s 6.40s 5.68s 5.01t 4.41t 3.98t

12.44d 12.75s 10.39s 8.62s 7.37s 6.43s 5.72s 5.14t 4.58t 3.94t

15.44d 13.11s 10.45s 8.69s 7.43s 6.50s 5.79t 5.14s 4.42s

13.89t 17.71s 13.26s 10.58s 8.83s 7.56s 6.55s 5.67s 4.81s 3.78s

13.79t 17.80s 13.42s 10.67s 8.77s 7.36s 6.17s 5.10s

8.41t 14.55d 16.70s 12.48s 9.82s 7.95s 6.49s

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.07s 3.16d

3.40s 2.83d 2.85d

3.49s 2.89s 2.59d 2.60d

3.38s 2.90s 2.48d 2.45d 2.47d

3.85d 3.36s 2.89s 2.50s 2.42d 2.40d

4.07s 3.32s 2.94s 2.50s 2.52s 2.36d 2.32d

4.72s 3.90s 3.29s 2.83s 2.55s 2.27s 2.26d 2.27d

4.64s 3.82s 3.24s 2.89s 2.46s 2.19s 2.27d 2.22d 2.28d

4.54s 3.77s 3.31s 2.78s 2.45s 2.18s 2.21d 2.24d 2.26d

4.48s 3.71s 3.18s 2.93s 2.44s 1.86t 2.48d 2.22d 2.27d

4.55s 3.67s 3.15s 2.74s 2.42s 1.84t 2.29d 2.31d 2.26d

5.46t 4.52s 3.76s 3.22s 2.81s 2.33t 1.77t 2.46d 2.30d 2.30d 2.23d

4.36d 4.37d 3.88t 3.38t 3.06t 2.28t 1.98t 1.85t 2.52d 2.46d 2.35d 2.26d

3.58d 3.75d 3.22t 2.71t 2.49t 2.42t 2.10t 1.95t 2.57d 2.54d 2.44d

3.69d 3.36d 3.47d 3.67d 3.41t 2.60t 2.33t 2.16t 2.23t 2.62d 2.58d 2.45d

3.41d 3.69d 3.37d 3.51d 3.55t 2.99t 2.54t 2.35t 2.73t 2.81d 2.65d 2.52d

3.35d 3.34d 3.55d 3.82t 3.18t 2.80t 2.59t 3.15d 2.94d 2.84d 2.59d

3.43d 3.38d 3.90d 4.36t 3.86t 3.14t 3.32t 3.45d 3.24d 2.88d

5.12d 4.64d 5.29d 5.05t 4.09t 3.69t 3.98d 3.65d 3.36d 2.95d

6.20d 6.37d 7.29d 5.96t 4.82t 4.98d 4.34d 4.00d 3.53d

8.14d 8.83d 8.46s 6.91s 6.03s 5.37s 4.79d 4.09d 3.58d

10.21d 10.83d 10.63s 8.41s 6.97s 5.95s 5.25s 4.63s

6.12t 10.50t 14.36s 10.74s 8.51s 7.07s 6.06s
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Up Cant Dn Cant Safety Factor: 58% (67% of 87%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 155-225°

Fleet Number: RTE019 through to RTE021 8pLT

Configuration: Rail -100..150mm Locked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

135
125 Stafford, ST16 3HS
225 4
235 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.14s 4.13s

3.84s 3.82s 3.36d

3.66s 3.70s 3.50s 3.03

3.81s 3.76s 3.49 3.07 2.67

3.91d 3.96s 3.85s 3.48s 3.09 2.71

3.82d 4.14s 3.74s 3.93 3.46 3.08 2.73 2.39

4.95d 4.91d 4.52 3.92s 3.44 3.07 2.74 2.41

5.74s 5.24s 4.46 3.87 3.42 3.05 2.74 2.42 2.14

5.63s 5.17 4.42 3.84 3.39 3.04 2.74 2.42 2.14

5.79s 5.11 4.37 3.81 3.37 3.03 2.73t 2.41 2.14

5.51s 6.10 5.08 4.33 3.80 3.37 3.02 2.71 2.40 2.13

6.24d 6.02 5.05 4.33 3.78 3.36 2.98 2.69 2.39 2.12

4.94t 6.39t 6.01 5.02 4.28 3.75 3.33 2.97 2.68 2.37 2.11

5.14d 6.76t 5.96 4.96 4.26 3.72 3.29 2.94 2.65 2.35 2.09

4.77d 5.87d 7.41 5.94 4.95 4.21 3.69 3.28 2.93 2.62 2.32 2.07

5.69d 7.07d 7.41 5.92 4.91 4.21 3.68 3.26 2.93 2.59 2.30 2.06

8.55d 7.36t 5.92 4.90 4.18 3.66 3.25 2.89 2.55 2.28 2.05

8.11d 9.74 7.38 5.91 4.91 4.21 3.67 3.25 2.85 2.52 2.26

9.78 7.35 5.90 4.93 4.21 3.68 3.20 2.81 2.50 2.24

12.01d 9.79 7.37 5.89 4.93 4.23 3.62 3.16 2.79 2.48

9.10d 9.84 7.40 5.94 4.93 4.16 3.58 3.13 2.77

14.11t 9.95 7.49 5.93 4.88 4.12 3.56 3.12

8.64t 14.59 9.98 7.45 5.90 4.86 4.12

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.02s 3.13d

3.35s 2.82d 2.80d

3.55s 2.86s 2.59d 2.67d

3.44s 2.88s 2.45d 2.49d 2.50d

3.86d 3.43s 2.86s 2.48s 2.42d 2.38d

3.82d 3.89s 3.39s 2.84s 2.49s 2.38d 2.33d 2.35d

4.67s 3.86s 3.27s 2.89s 2.47s 2.38s 2.23d 2.27d

4.72s 3.79s 3.22s 2.78s 2.52s 2.21d 2.26d 2.21d 2.13

4.49s 3.73s 3.18s 2.76s 2.44s 2.08t 2.21d 2.23d 2.12

4.44s 3.70s 3.15s 2.75s 2.43s 1.86t 2.33d 2.22d 2.10

5.47s 4.39s 3.76s 3.21s 2.72s 2.57s 1.78t 2.32d 2.29 2.09

5.20t 4.35s 3.74s 3.20s 2.72s 2.02t 1.89t 2.46d 2.27 2.07

4.35d 4.21t 4.37t 3.27t 2.97t 2.27t 1.98t 1.84t 2.39d 2.24 2.05

3.59d 3.76d 3.50t 3.17t 2.37t 2.33t 2.01t 1.95t 2.44 2.23 2.04

3.65d 3.36d 3.53d 3.64t 2.98t 2.58t 2.32t 2.16t 2.23t 2.42 2.21 2.03

3.41d 3.75d 3.37d 3.52d 3.64t 2.97t 2.53t 2.34t 2.65 2.40 2.20 2.02

3.38d 3.34d 3.45d 3.78t 3.16t 2.78t 2.58t 2.64 2.40 2.19 2.03

3.35d 3.44d 3.86d 4.32t 3.56t 3.11t 2.94 2.64 2.40 2.20

4.92d 5.41 4.47 3.81 3.32 2.94 2.65 2.41 2.21

6.16d 6.51d 5.45 4.49 3.83 3.34 2.96 2.66 2.42

8.26d 6.92 5.50 4.54 3.86 3.36 2.99 2.69

10.33d 9.41 7.02 5.56 4.61 3.92 3.42 3.05

6.28t 10.82t 9.59 7.15 5.68 4.71 4.03
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Up Cant Dn Cant Safety Factor: 60% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 225-235°

Fleet Number: RTE019 through to RTE021 8KLT

Configuration: Rail -100..150mm Locked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

125
115 Stafford, ST16 3HS
235 4
245 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.18s 3.98

3.97s 3.88s 3.41 2.90

3.81s 3.43 2.96 2.54

3.89d 3.78s 3.42 2.99 2.58 2.23

3.91d 3.96 3.41 2.99 2.61 2.26

3.87d 4.17d 3.93 3.39 2.97 2.63 2.29 1.99

4.76d 4.97d 4.57 3.86 3.32s 2.96 2.63 2.30 2.01

5.42 4.51 3.84 3.29 2.93 2.61 2.30 2.01 1.76

5.33 4.44 3.80 3.29 2.91 2.61 2.30 2.01 1.77

5.26 4.38 3.75 3.28 2.86 2.60 2.30 2.01 1.77

5.22 4.35 3.72 3.25 2.89 2.58 2.29 2.00 1.76

6.29d 5.20 4.32 3.72 3.25 2.86 2.56 2.26 1.99 1.75

5.18d 6.29t 5.15 4.29 3.68 3.21 2.83 2.53 2.24 1.96 1.74

5.30d 6.30 5.06 4.24 3.62 3.17 2.80t 2.51 2.22 1.95 1.72

4.72d 6.01d 6.27 5.03 4.21 3.61 3.15 2.78 2.48 2.18 1.92 1.71

5.87d 7.11d 6.28 5.02t 4.19 3.54 3.11 2.76 2.46 2.15 1.90 1.69

8.22 6.21 4.98 4.16 3.56 3.11 2.75 2.41 2.11 1.88 1.68

8.19 6.18 4.97 4.15 3.56 3.11 2.72 2.37 2.09 1.86

8.40t 8.16 6.17 4.95 4.13 3.54 3.09 2.67 2.33 2.06 1.85

8.17 6.18 4.95 4.13 3.54 3.02 2.62 2.31 2.05

8.23 6.20 4.97 4.14 3.47 2.99 2.60 2.29

12.23 8.31 6.29 4.97 4.08 3.44 2.95 2.58

8.66t 12.35 8.34 6.22 4.92 4.05 3.43

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.96s 3.33d

3.97s 3.32s 2.87d 2.79d

3.33s 2.83s 2.58d 2.52

3.89d 3.42s 2.85s 2.47d 2.47d 2.22

3.90d 3.29s 2.85s 2.46s 2.42d 2.24

3.85d 3.99s 3.28s 2.82s 2.47s 2.30d 2.24 1.98

4.76d 4.64s 3.81s 3.24s 2.81s 2.45s 2.23d 2.22 1.98

4.53s 3.78s 3.39s 2.78s 2.51s 2.29d 2.19 1.97 1.76

4.46s 3.71s 3.60 2.84s 2.43s 2.28t 2.16 1.94 1.75

4.52s 3.68s 3.13s 3.03 2.41s 1.85t 2.13 1.92 1.74

4.36s 3.63s 3.20s 2.71s 2.41s 1.77t 2.09 1.89 1.72

5.12t 4.58s 3.61s 3.19s 2.66t 1.95t 1.83t 2.06 1.87 1.70

4.46d 4.15t 3.71t 3.43t 2.81t 2.11t 1.97t 1.91t 2.03 1.85 1.69

3.65d 3.76d 3.16t 2.67t 3.02t 2.24t 2.16t 1.95t 2.01 1.83 1.67

3.69d 3.36d 3.48d 3.64t 3.10t 2.80t 2.31t 2.15t 2.20 1.99 1.81 1.66

3.40d 3.73d 3.42d 3.53d 3.33t 3.07t 2.52t 2.33t 2.17 1.97 1.80 1.66

4.16d 3.38d 3.45d 3.64 3.12 2.71 2.42 2.17 1.97 1.80 1.66

3.38d 3.43d 4.40d 3.67 3.14 2.72 2.41 2.16 1.97 1.80

5.32d 4.75d 4.45 3.67 3.13 2.72 2.41 2.17 1.97 1.82

6.24d 5.68 4.48 3.70 3.15 2.74 2.43 2.19 1.99

7.70 5.74 4.55 3.75 3.19 2.77 2.46 2.22

10.50d 7.81 5.83 4.61 3.81 3.24 2.83 2.52

6.35t 11.35t 7.97 5.96 4.72 3.92 3.36
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Up Cant Dn Cant Safety Factor: 60% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 235-245°

Fleet Number: RTE019 through to RTE021 8JLT

Configuration: Rail -100..150mm Locked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

115
105 Stafford, ST16 3HS
245 4
255 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.14s 3.53

3.96s 3.60 3.03 2.56

3.96s 3.60s 3.08 2.62 2.24

3.88d 3.60s 3.08 2.66 2.28 1.96

3.91d 3.56 3.06 2.67 2.31 1.99

3.89d 4.18d 3.54 3.04 2.67 2.33 2.01 1.74

4.78d 4.92d 4.07 3.50 3.03 2.66 2.35 2.03 1.76

4.89 4.06 3.46 2.99 2.64 2.35 2.03 1.77 1.54

4.82 3.98 3.38 2.98 2.63 2.35 2.04 1.77 1.54

4.74 3.96 3.39 2.92 2.61 2.33 2.03 1.77 1.54

5.72s 4.69 3.91 3.37 2.94 2.60 2.30 2.02 1.75 1.54

5.77 4.62 3.89 3.34 2.92 2.57 2.28 1.99 1.74 1.53

5.12d 5.67t 4.60 3.85 3.31 2.87 2.54 2.26 1.97 1.72 1.51

5.39d 5.62 4.54 3.79 3.24 2.84 2.50 2.23 1.95 1.70 1.50

4.90d 6.08d 5.58 4.49 3.74 2.91 2.81 2.47 2.21 1.92 1.68 1.48

5.96d 7.22 5.49 4.44 3.71 3.17 2.75 2.46 2.16 1.88 1.66 1.47

7.22 5.49 4.41 3.69 3.16 2.77 2.44 2.11 1.85 1.63 1.45

8.16d 7.16 5.44 4.38 3.66 3.13 2.74 2.39 2.07 1.82 1.61

8.52d 9.94d 5.43 4.37 3.64 3.12 2.72 2.34 2.04 1.80 1.60

7.21 5.42 4.36 3.64 3.12 2.66 2.30 2.01 1.78

7.26 5.46 4.39 3.64 3.05 2.61 2.27 2.00

10.80 7.35 5.53 4.38 3.59 3.02 2.59 2.26

8.65t 10.94 7.37 5.49 4.34 3.56 3.01

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.90s 3.10d

3.96s 3.29s 2.79d 2.54

3.96s 3.30s 2.81s 2.58d 2.22

3.88d 3.31s 2.83s 2.47d 2.25 1.95

3.88s 3.28s 2.82s 2.46s 2.26 1.97

3.86d 3.84s 3.35s 2.80s 2.46s 2.24 1.97 1.73

4.76d 4.60s 3.79s 3.23s 2.78s 2.45s 2.21 1.95 1.73

4.51s 3.75s 3.18s 2.83 2.43s 2.17 1.92 1.72 1.53

4.44s 3.69s 3.17 2.74s 2.40 2.12t 1.89 1.70 1.52

4.37s 3.63 3.05 2.67 2.35 1.91t 1.86 1.67 1.51

5.72s 4.46s 3.55 2.94 2.58 2.29 1.83t 1.83 1.65 1.49

5.29t 4.32s 3.45 2.85 2.51 2.08t 1.76t 1.80 1.62 1.48

4.56d 4.34t 4.20 3.15t 2.63t 2.02t 1.89t 1.84t 1.77 1.60 1.46

3.58d 3.75d 3.47t 3.14t 2.35t 2.15t 2.01t 1.92 1.74 1.58 1.45

3.69d 3.36d 3.48d 3.59t 2.95t 2.56t 2.37 2.11 1.90 1.72 1.57 1.44

3.40d 3.77d 3.37d 3.52d 3.16 2.70 2.36 2.10 1.88 1.71 1.56 1.43

4.18d 3.34d 3.46d 3.16 2.69 2.38 2.10 1.88 1.70 1.55 1.44

3.34d 3.54d 3.87 3.17 2.70 2.36 2.09 1.87 1.70 1.56

4.95 3.87 3.19 2.72 2.36 2.09 1.88 1.71 1.57

6.43d 4.95 3.91 3.22 2.73 2.38 2.11 1.89 1.73

6.75 5.01 3.96 3.26 2.76 2.41 2.13 1.92

10.22 6.85 5.10 4.03 3.32 2.83 2.46 2.20

6.42t 10.46 7.03 5.22 4.15 3.43 2.94
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Up Cant Dn Cant Safety Factor: 60% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 245-255°

Fleet Number: RTE019 through to RTE021 8ILT

Configuration: Rail -100..150mm Locked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

105
95 Stafford, ST16 3HS

255 4
265 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.01 3.30

3.94s 3.38 2.83 2.38

3.93s 3.37 2.89 2.44 2.08

3.90d 3.38 2.89 2.49 2.12 1.81

3.93d 3.36 2.88 2.51 2.15 1.85

3.91d 3.93 3.31 2.86 2.50 2.18 1.87 1.61

4.84d 4.68 3.87 3.28 2.84 2.49 2.19 1.89 1.63

4.58 3.81 3.25 2.81 2.48 2.20 1.90 1.64 1.42

4.52 3.75 3.22 2.80 2.46 2.19 1.89 1.64 1.42

4.47 3.72 3.16 2.78 2.46 2.18 1.89 1.63 1.42

5.51 4.42 3.68 3.16 2.74 2.43t 2.16 1.87 1.62 1.42

5.41 4.41 3.65 3.15 2.75 2.41 2.13 1.86 1.61 1.41

5.19t 5.31 4.31 3.59 3.10t 2.70 2.38 2.11 1.84 1.60 1.39

5.40d 5.27 4.24 3.47 3.06 2.66 2.35 2.08 1.81 1.57 1.38

4.91d 6.10d 5.20 4.20 3.50 3.00 2.62 2.32 2.05 1.77 1.55 1.36

6.01d 6.76 5.16 4.16 3.47t 2.97 2.61 2.30 2.00 1.74 1.52 1.35

6.69 5.10 4.12 3.44 2.96 2.57 2.27 1.96 1.71 1.50 1.33

8.21d 6.70 5.07 4.08 3.41 2.92 2.55 2.22 1.92 1.68 1.48

9.88 5.05 4.06 3.39 2.90 2.53 2.17 1.88 1.66 1.47

6.72 5.06 4.05 3.39 2.90 2.47 2.12 1.86 1.64

6.73 5.09 4.08 3.39 2.84 2.43 2.10 1.84

10.14 6.85 5.16 4.08 3.33 2.80 2.40 2.09

8.54t 10.28 6.87 5.11 4.04 3.31 2.79

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.88s 3.18d

3.93s 3.28s 2.80 2.36

3.93s 3.29s 2.80s 2.42 2.06

3.90d 3.29s 2.82s 2.43 2.10 1.81

3.92d 3.27s 2.80 2.42 2.10 1.83

3.91d 3.89 3.25s 2.75 2.38 2.08 1.83 1.60

4.84d 4.56 3.75 3.14 2.70 2.34 2.05 1.81 1.60

4.45 3.62 3.05 2.63 2.29 2.01 1.78 1.59 1.41

4.34 3.45 2.94 2.55 2.23 1.98 1.76 1.57 1.41

4.26 3.39 2.83 2.46 2.17 1.92 1.72 1.55 1.39

5.37s 4.15 3.31 2.78 2.39 2.11 1.77t 1.69 1.52 1.37

5.25t 4.01 3.20 2.63 2.34 1.81t 1.77t 1.66 1.50 1.36

4.30d 4.31t 3.87 3.10 2.56 2.02t 1.97t 1.80 1.63 1.48 1.34

3.58d 3.75d 3.32t 2.67t 2.52 2.14t 1.97 1.77 1.60 1.46 1.33

3.73d 3.36d 3.48d 3.65 2.95 2.49 2.19 1.95 1.75 1.58 1.44 1.32

3.39d 3.77d 3.37d 3.53d 2.91 2.48 2.18 1.93 1.73 1.57 1.43 1.32

4.18d 3.34d 3.51d 2.91 2.49 2.16 1.92 1.72 1.56 1.43 1.32

3.34d 3.54d 3.55 2.95 2.50 2.17 1.91 1.73 1.56 1.43

4.55 3.57 2.94 2.50 2.17 1.92 1.73 1.57 1.45

6.19 4.58 3.61 2.96 2.52 2.19 1.94 1.74 1.59

6.25 4.64 3.66 3.01 2.55 2.22 1.97 1.77

9.53 6.35 4.72 3.74 3.07 2.61 2.27 2.03

6.40t 9.77 6.52 4.86 3.85 3.18 2.73

-3

-3.5

0

-0.5

-1

-1.5

-2

-2.5

0.5

6

5.5

5

4.5

4

3.5

3

2.5

2

1.5

1

6.5

-0.5

-1

-1.5

-2

-2.5

-3

-3.5

Minimum Loads (t)
(m)

7.5

7

0

5.5

5

4.5

4

3.5

3

2.5

2

1.5

1

0.5

6

Up Cant Dn Cant Safety Factor: 60% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 255-265°

Fleet Number: RTE019 through to RTE021 8HLT

Configuration: Rail -100..150mm Locked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

95
75 Stafford, ST16 3HS

265 4
285 356

20
340 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.95 3.25

3.33 2.79 2.34

3.93s 3.32 2.84 2.41 2.04

3.90d 3.32 2.84 2.45 2.09 1.78

3.93 3.31 2.84 2.47 2.12 1.82

3.91d 3.87 3.27 2.82 2.47 2.14 1.84 1.58

4.84d 4.62 3.82 3.24 2.80 2.46 2.16 1.86 1.60

4.52 3.77 3.20 2.77 2.44 2.17 1.86 1.61 1.39

4.45 3.69 3.17 2.76 2.42 2.16 1.86 1.61 1.40

4.39 3.67 3.12 2.74 2.41 2.14 1.86 1.61 1.40

5.40 4.33 3.63 3.12 2.70 2.41 2.13 1.84 1.60 1.39

5.35 4.33 3.61s 3.11 2.71 2.37 2.10 1.83 1.58 1.38

5.19t 5.26t 4.26 3.54 3.06 2.66 2.34 2.08 1.81 1.56 1.37

5.40d 5.19t 4.18 3.43 3.02t 2.63 2.31 2.05 1.78 1.54 1.35

4.91d 6.10d 5.11 4.14t 3.45 2.96 2.59t 2.28 2.02 1.74 1.52 1.34

5.96d 6.65 5.08 4.11 3.44 2.93 2.57 2.26 1.97 1.71 1.50 1.32

6.59 5.02 4.06 3.39 2.91 2.53 2.23 1.93 1.68 1.48 1.31

8.17d 6.59 4.99 4.02 3.36 2.88 2.51 2.18 1.89 1.65 1.46

8.43t 9.73 4.98 4.00 3.33 2.86 2.49 2.13 1.85 1.63 1.45

8.76t 6.61 4.98 3.99 3.34 2.86 2.43 2.09 1.83 1.61

6.65 5.01 4.02 3.34 2.79 2.38 2.06 1.81

10.06 6.75 5.09 4.01 3.27 2.75 2.36 2.06

8.46t 10.14 6.76 5.03 3.99 3.26 2.75

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.88s 3.18d

3.27s 2.76 2.33

3.93s 3.29s 2.79 2.38 2.03

3.89d 3.27 2.78 2.39 2.06 1.78

3.86s 3.25 2.76 2.38 2.07 1.80

3.88d 3.79 3.21 2.71 2.35 2.05 1.79 1.57

4.82d 4.50 3.69 3.10 2.66 2.31 2.02 1.78 1.57

4.35 3.55 3.00 2.58 2.25 1.98 1.76 1.56 1.38

4.28 3.40 2.90 2.50 2.20 1.94 1.73 1.54 1.38

4.19 3.32 2.78 2.42 2.13 1.89 1.69 1.52 1.36

5.37 4.09 3.33 2.73 2.35 2.08 1.77t 1.66 1.49 1.35

5.12t 3.94 3.14 2.59 2.30 1.81t 1.77t 1.63 1.47 1.33

4.30d 4.31t 3.81 3.04 2.52 2.10t 1.97t 1.77 1.60 1.45 1.32

3.58d 3.75d 3.30t 2.67t 2.47 2.14t 1.94 1.74 1.57 1.43 1.31

3.71d 3.36d 3.48d 3.59 2.89 2.44 2.14 1.91 1.71 1.55 1.41 1.30

3.39d 3.77d 3.42d 3.52 2.85 2.43 2.20 1.89 1.70 1.54 1.40 1.29

4.21d 3.34d 3.48 2.86 2.44 2.12 1.88 1.69 1.53 1.40 1.29

3.34d 3.54d 3.49 2.90 2.46 2.12 1.88 1.69 1.53 1.40

4.48 3.51 2.88 2.45 2.13 1.89 1.69 1.54 1.42

6.10 4.50 3.54 2.91 2.47 2.15 1.90 1.71 1.56

6.16 4.57 3.60 2.96 2.51 2.18 1.93 1.74

9.41 6.27 4.65 3.68 3.02 2.57 2.23 2.00

6.31t 9.67 6.45 4.79 3.79 3.14 2.69
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Up Cant Dn Cant Safety Factor: 60% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 265-285°

Fleet Number: RTE019 through to RTE021 8GLT

Configuration: Rail -100..150mm Locked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

75
65 Stafford, ST16 3HS

285 4
295 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.04 3.33

3.92s 3.40 2.85 2.40

3.41 2.90s 2.47 2.10

3.91s 3.40 2.91s 2.51 2.14 1.83

3.94d 3.38 2.91s 2.53 2.17 1.87

3.93d 3.94 3.35s 2.89 2.52 2.20 1.89 1.63

4.69 3.90s 3.31s 2.85 2.50 2.21 1.90 1.64

4.64s 3.80 3.27 2.83 2.49 2.22 1.91 1.65 1.43

4.54 3.80 3.23 2.81 2.49 2.21 1.91 1.66 1.44

4.50 3.74 3.21 2.79 2.48 2.20 1.90 1.65 1.44

5.55 4.47 3.72 3.19 2.79 2.47 2.18 1.90 1.64 1.43

5.48 4.44 3.69 3.18 2.76 2.43 2.15 1.87 1.63 1.42

5.21d 5.36 4.35 3.63 3.12 2.72 2.40 2.13 1.85 1.61 1.41

5.39d 5.31 4.28 3.59 3.04 2.68 2.37 2.10 1.82 1.59 1.40

4.90d 6.08d 5.25 4.25 3.53 3.00 2.63 2.34 2.07 1.79 1.56 1.38

5.96d 6.84 5.22 4.21 3.50 2.99 2.63t 2.32 2.03 1.76 1.54 1.36

6.78 5.16 4.14 3.47 2.99 2.60 2.29 1.98 1.73 1.52 1.35

8.16d 6.79 5.09 4.12 3.45 2.95 2.57 2.24 1.94 1.70 1.50

9.94d 6.79 5.12 4.11 3.43 2.93 2.55 2.19 1.91 1.68 1.49

6.82 5.13 4.11 3.43 2.93 2.49 2.15 1.88 1.66

9.05t 10.25 6.87 5.17 4.14 3.42 2.88 2.45 2.13 1.87

10.44 7.00 5.25 4.12 3.38 2.84 2.43 2.12

8.20t 10.58 7.00 5.19 4.10 3.36 2.83

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.89s 3.30

3.91s 3.27s 2.79d 2.39

3.30s 2.80s 2.44 2.08

3.91s 3.36 2.83s 2.45 2.12 1.82

3.89s 3.33 2.82s 2.43 2.12 1.85

3.93d 3.83s 3.24s 2.79 2.41 2.09 1.84 1.62

4.61 3.77 3.17 2.72 2.36 2.07 1.83 1.62

4.47 3.64 3.07 2.65 2.31 2.03 1.80 1.60 1.42

4.40 3.49 2.98 2.57 2.25 1.99 1.77 1.58 1.42

4.31 3.41 2.85 2.50 2.19 1.91t 1.74 1.56 1.41

5.40s 4.18 3.33 2.75 2.42 2.13 1.78t 1.70 1.54 1.39

5.27t 4.06 3.23 2.65 2.34 1.81t 1.86 1.67 1.51 1.37

4.29d 4.32t 3.91 3.14t 2.59 2.01t 1.90t 1.82 1.65 1.49 1.36

3.58d 3.75d 3.46t 2.91t 2.54 2.15t 1.99 1.79 1.62 1.47 1.34

3.73d 3.36d 3.48d 3.69d 2.99 2.52 2.21 1.97 1.78 1.60 1.46 1.34

3.40d 3.77d 3.37d 3.52d 2.94 2.51 2.19 1.95 1.75 1.59 1.45 1.33

4.18d 3.34d 3.51d 2.94 2.51 2.19 1.95 1.75 1.58 1.44 1.33

3.34d 3.57d 3.60 2.96 2.51 2.20 1.94 1.74 1.58 1.45

4.70d 4.62 3.62 2.97 2.53 2.20 1.95 1.75 1.59 1.46

6.30 4.65 3.65 3.00 2.55 2.22 1.96 1.77 1.61

6.37 4.71 3.71 3.05 2.59 2.25 1.99 1.79

9.78 6.49 4.80 3.78 3.12 2.65 2.30 2.05

6.18t 10.06 6.65 4.94 3.91 3.23 2.77
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Up Cant Dn Cant Safety Factor: 60% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 285-295°

Fleet Number: RTE019 through to RTE021 8FLT

Configuration: Rail -100..150mm Locked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.

mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk


Rail-Ability Ltd RACD-10000609

65
55 Stafford, ST16 3HS

295 4
305 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.14 3.42

3.48 2.93 2.47

3.48 2.97 2.53 2.15

3.91d 3.47 2.98 2.57 2.20 1.88

3.93d 3.45 2.97 2.58 2.23 1.92

3.91d 4.03 3.41 2.95 2.58 2.25 1.94 1.68

4.82 3.99 3.38 2.92 2.57 2.27 1.95 1.69

4.72 3.91 3.33 2.90 2.54 2.28 1.96 1.70 1.47

4.65 3.87 3.30 2.87 2.53 2.27 1.96 1.70 1.48

4.60 3.83 3.26 2.85 2.52 2.26 1.95 1.69 1.48

5.67 4.52 3.78 3.24 2.82 2.52 2.23 1.95 1.69 1.47

5.61t 4.50 3.76 3.24 2.84 2.49 2.20 1.92 1.67 1.46

5.09d 5.50 4.44 3.73 3.20 2.79 2.45 2.18 1.90 1.65 1.45

5.36d 5.42 4.38 3.68 3.15 2.75 2.42 2.16 1.88 1.64 1.43

4.90d 6.06d 5.42 4.35 3.63t 3.11 2.71 2.40 2.13 1.84 1.61 1.42

5.87d 7.04 5.33 4.32 3.60 3.09t 2.69 2.37 2.08 1.81 1.59 1.40

7.01 5.31 4.26 3.58 3.05 2.66 2.35 2.04 1.78 1.57 1.39

7.05d 6.96 5.28 4.23 3.54 3.03 2.64 2.30 2.00 1.75 1.55

8.25d 6.98 5.25 4.22 3.50 3.01 2.62 2.25 1.96 1.73 1.53

8.55t 10.52 7.03 5.27 4.23 3.51 3.01 2.56 2.21 1.94 1.71

7.11 5.32 4.25 3.52 2.96 2.52 2.19 1.92

10.88 7.21 5.40 4.26 3.47 2.92 2.50 2.18

7.94t 11.06 7.26 5.37 4.23 3.45 2.91

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.92s 3.13d

3.29s 2.81d 2.45

3.40s 2.82s 2.51 2.14

3.90d 3.31s 2.83s 2.51 2.17 1.87

3.88d 3.29s 2.83s 2.46s 2.17 1.90

3.91d 3.84s 3.25s 2.80s 2.45s 2.15 1.89 1.66

4.59s 3.89 3.26 2.78 2.43 2.12 1.88 1.66

4.57 3.73 3.16 2.71 2.37 2.09 1.85 1.65 1.47

4.50 3.59 3.05 2.64 2.32 2.05 1.82 1.63 1.46

4.37s 3.52 2.93 2.55 2.25 2.00 1.79 1.60 1.45

5.67 4.31 3.41 2.82 2.48 2.19 1.72t 1.76 1.58 1.43

5.43 4.18 3.32 2.75 2.41 1.89t 1.77t 1.72 1.56 1.41

4.54d 4.36d 4.02 3.24 2.64t 2.18t 2.04t 1.85t 1.69 1.54 1.40

3.57d 3.74d 3.16t 3.14 2.37t 2.31 2.01t 1.84 1.67 1.51 1.38

3.73d 3.35d 3.47d 3.62t 2.97t 2.58t 2.29 2.05 1.82 1.65 1.50 1.38

3.40d 3.77d 3.37d 3.52d 3.03 2.58 2.27 2.01 1.80 1.64 1.49 1.37

4.18d 3.34d 3.45d 3.03 2.58 2.25 2.00 1.79 1.62 1.49 1.37

3.35d 3.46d 3.72 3.04 2.60 2.25 2.00 1.80 1.63 1.49

4.76 3.73 3.08 2.60 2.27 2.00 1.80 1.63 1.51

6.42d 4.80 3.78 3.10 2.63 2.29 2.02 1.82 1.65

6.59 4.86 3.83 3.14 2.66 2.31 2.05 1.84

10.25 6.71 4.95 3.90 3.21 2.73 2.37 2.11

5.94t 10.55 6.90 5.10 4.03 3.32 2.84
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Up Cant Dn Cant Safety Factor: 60% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 295-305°

Fleet Number: RTE019 through to RTE021 8ELT

Configuration: Rail -100..150mm Locked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

55
45 Stafford, ST16 3HS

305 4
315 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.09s 3.69

3.74 3.16 2.67

3.73 3.19 2.74 2.34

3.88d 3.70s 3.19 2.77 2.38 2.05

3.90d 3.70 3.18 2.77 2.41 2.09

3.87d 4.17d 3.65 3.16 2.76 2.44 2.11 1.83

4.94d 4.24 3.61 3.13s 2.75 2.44s 2.12 1.84

5.04 4.19 3.58 3.09s 2.73 2.43 2.12 1.85 1.61

4.98s 4.14 3.52 3.07s 2.72s 2.43s 2.13 1.85 1.62

4.90 4.09s 3.50 3.04s 2.70s 2.42 2.12 1.85 1.62

5.44s 4.85 4.06 3.48s 3.04 2.69s 2.40 2.11 1.83 1.61

5.97 4.85s 4.05 3.47s 3.03 2.67 2.37 2.10 1.82 1.60

5.04t 5.95 4.74 4.01 3.41 3.00 2.64 2.35 2.07 1.81 1.59

5.20d 5.84 4.71 3.89 3.38 2.95 2.61 2.33 2.04 1.79 1.57

4.72d 5.97d 5.81 4.69 3.91t 3.04 2.93 2.58 2.30 2.00 1.76 1.56

5.74d 7.07d 5.83 4.68 3.88 3.31 2.90 2.57 2.26 1.98 1.74 1.54

7.66 5.78 4.64 3.87 3.31 2.87 2.56 2.22 1.94 1.71 1.53

7.65 5.75 4.61 3.83 3.29 2.87 2.51 2.18 1.91 1.70

9.83d 5.74 4.59 3.82 3.27 2.85 2.46 2.14 1.89 1.68

7.71 5.76 4.60 3.83 3.28 2.79 2.41 2.12 1.87

11.83 7.76 5.81 4.63 3.84 3.22 2.75 2.39 2.10

11.92 7.90 5.90 4.63 3.79 3.19 2.73 2.38

7.65t 12.14 7.97 5.86 4.61 3.76 3.17

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.94s 3.21d

3.32s 2.86d 2.66

3.52s 2.84s 2.63d 2.32

3.88d 3.34s 2.85s 2.68s 2.35 2.04

3.89d 3.39s 2.84s 2.47s 2.35 2.06

3.86d 3.99s 3.27s 2.82s 2.47s 2.30d 2.07 1.82

4.91d 3.81s 3.23s 2.80s 2.46s 2.30 2.04 1.81

4.90s 4.04 3.20s 2.78s 2.45s 2.24d 2.02 1.80 1.61

4.58s 3.89 3.16s 2.84s 2.43s 2.20t 1.98 1.78 1.60

4.40s 3.67s 3.21 2.73s 2.42s 2.01t 1.95 1.75 1.58

5.44s 4.49s 3.63s 3.08 2.70 2.39 1.72t 1.91 1.73 1.57

5.15t 4.47s 3.62s 2.99 2.63 2.09t 1.77t 1.88 1.70 1.55

4.29d 4.20t 3.74t 3.28t 2.73t 2.27t 1.90t 1.91t 1.85 1.68 1.53

3.64d 3.74d 3.35t 2.70t 2.58t 2.16t 2.01t 1.95t 1.83 1.66 1.52

3.69d 3.35d 3.47d 3.68d 3.26t 2.59t 2.51 2.16t 2.00 1.81 1.65 1.51

3.41d 3.73d 3.37d 3.52d 3.33 2.84 2.48 2.22 1.98 1.79 1.64 1.51

3.34d 3.38d 3.55d 3.34 2.84 2.48 2.19 1.97 1.79 1.63 1.51

3.39d 3.44d 3.90d 3.36 2.85 2.48 2.20 1.98 1.79 1.64

4.74d 4.10 3.37 2.87 2.49 2.21 1.98 1.80 1.65

6.23d 5.27 4.14 3.40 2.89 2.51 2.22 2.00 1.82

7.26 5.34 4.20 3.45 2.92 2.54 2.25 2.02

10.34d 7.40 5.44 4.28 3.52 2.99 2.59 2.31

5.71t 10.26t 7.59 5.58 4.40 3.63 3.10
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Up Cant Dn Cant Safety Factor: 60% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 305-315°

Fleet Number: RTE019 through to RTE021 8DLT

Configuration: Rail -100..150mm Locked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

45
35 Stafford, ST16 3HS

315 4
325 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.02s 4.06s

3.74s 3.59 3.06

3.74s 3.61 3.12 2.68

3.72s 3.58 3.13 2.72 2.36

3.88d 3.94s 3.57 3.12 2.75 2.39

4.15d 4.11 3.53 3.10 2.76 2.42 2.11

5.01d 4.78 4.06 3.52 3.08 2.74 2.43 2.12

5.66 4.70 4.01 3.45 3.06 2.73 2.43 2.13 1.87

5.54s 4.64 3.96 3.45 3.05 2.72 2.43 2.13 1.88

5.49s 4.60 3.93 3.42 3.00 2.72 2.43 2.13 1.88

5.48s 5.46 4.55 3.90 3.40 3.01s 2.70 2.42 2.11 1.87

6.19t 5.45 4.54 3.89 3.39 3.01 2.69 2.39 2.11 1.86 1.65

4.75d 6.25t 5.38 4.52 3.85 3.38 2.98 2.66 2.38 2.08 1.84 1.64

5.10d 6.68 5.37 4.47t 3.83 3.34 2.95 2.63 2.35 2.06 1.83

4.76d 5.83d 6.64t 5.33 4.44 3.52 3.30 2.93 2.62 2.31 2.04 1.82

5.43d 7.02d 6.64 5.31 4.42 3.78 3.29t 2.91 2.60 2.28 2.02 1.80

8.48d 6.59 5.30 4.40 3.73 3.28 2.90 2.56 2.24 1.99 1.79

6.62 5.29 4.40 3.76t 3.27 2.88 2.51 2.22 1.97

6.60 5.27 4.38 3.75 3.27 2.83 2.48 2.19 1.96

11.88d 6.63 5.29 4.40 3.77 3.21 2.79 2.45 2.18

8.57t 8.99 6.68 5.33 4.41 3.70 3.17 2.76 2.44

13.09d 9.16 6.80 5.33 4.36 3.67 3.16 2.75

7.32t 13.53t 9.22 6.75 5.31 4.34 3.66

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.01s 3.11d

3.36s 2.79d 2.79d

3.36s 2.86s 2.66d 2.60d

3.35s 2.88s 2.53d 2.47d 2.35

3.88d 3.33s 2.87s 2.49s 2.35d 2.37

4.02s 3.29s 2.92s 2.49s 2.33d 2.28d 2.10

4.66s 3.85s 3.25s 2.81s 2.47s 2.32s 2.34 2.09

4.58s 3.78s 3.21s 2.79s 2.45s 2.19s 2.21d 2.07 1.86

4.63s 3.73s 3.18s 2.76s 2.44s 2.18s 2.26d 2.05 1.85

4.44s 3.80s 3.15s 2.75s 2.43s 1.80t 2.23d 2.03 1.84

5.48s 4.38s 3.66s 3.13s 2.73s 2.43s 1.72t 2.22 2.01 1.82

5.27t 4.39s 3.64s 3.11s 2.72s 2.09t 1.84t 2.18 1.98 1.80 1.65

4.44d 4.27t 4.61d 3.57t 2.83t 2.35t 1.91t 1.85t 2.15 1.96 1.79 1.64

3.57d 3.74d 3.21t 4.01 2.88t 2.17t 2.02t 1.96t 2.13 1.94 1.77

3.69d 3.36d 3.47d 3.67d 3.16t 3.32 2.70t 2.17t 2.24t 2.11 1.92 1.77

3.45d 3.75d 3.42d 3.52d 3.39t 2.87t 2.55t 2.36t 2.31 2.10 1.91 1.76

3.39d 3.34d 3.45d 3.89 3.31 2.81t 2.56 2.31 2.09 1.91 1.76

3.51d 3.85d 3.93 3.32 2.89 2.56 2.30 2.09 1.91

4.67d 4.78 3.93 3.35 2.91 2.57 2.31 2.10 1.93

6.14 4.82 3.97 3.37 2.93 2.59 2.33 2.12

8.15d 6.21 4.88 4.01 3.40 2.96 2.62 2.35

9.71t 8.62 6.31 4.97 4.08 3.47 3.01 2.68

5.45t 9.87t 8.84 6.48 5.10 4.19 3.58
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Up Cant Dn Cant Safety Factor: 60% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 315-325°

Fleet Number: RTE019 through to RTE021 8CLT

Configuration: Rail -100..150mm Locked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

35
25 Stafford, ST16 3HS

325 4
335 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.94s

3.70s 3.73s 3.46d

3.60s 3.53s 3.61t 3.23

3.57s 3.65s 3.58s 3.27 2.85

3.87d 3.73s 3.69s 3.61s 3.27 2.89

4.14d 4.09s 3.87s 3.65 3.26 2.91 2.56

5.01d 4.85s 4.48s 4.10t 3.65 3.24 2.92 2.58

5.58s 5.50s 4.72 4.10 3.61 3.23 2.91 2.59 2.29

5.28s 5.45 4.66 4.06 3.58 3.21 2.90 2.59 2.30

5.61s 5.39 4.62 4.03 3.57 3.20 2.90 2.58 2.29

6.15s 5.36 4.59 4.01 3.56 3.18 2.88 2.57 2.28

6.20t 6.43 5.35 4.58 4.00 3.55 3.18 2.86 2.56 2.27 2.04

4.53d 6.24d 6.42 5.31 4.56 3.98 3.53 3.16 2.84 2.54 2.26 2.03

4.93d 6.79t 6.38 5.26 4.54 3.95 3.51 3.14 2.83 2.51 2.25

4.58d 5.68d 7.63d 6.35 5.29 4.41 3.94 3.48 3.12 2.81 2.49 2.23

5.14d 6.87d 7.99 6.35 5.26 4.42 3.92 3.48 3.11 2.78 2.47 2.22

8.16d 7.98 6.38 5.25 4.50 3.92 3.47 3.10 2.74 2.44 2.20

10.07d 8.02 6.38 5.28 4.46 3.92 3.48 3.06 2.71 2.42

7.77d 9.72d 8.02 6.39 5.30 4.50 3.94 3.43 3.02 2.69 2.41

8.05 6.41 5.33 4.55 3.89 3.40 2.99 2.67

10.97 8.13 6.44 5.35 4.49 3.87 3.37 2.98 2.67

11.16 8.24 6.45 5.28 4.46 3.84 3.36

6.99t 13.26t 11.29 8.22 6.46 5.29 4.45

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.13d

3.39s 2.88d 2.79d

3.49s 2.90s 2.61d 2.60d

3.38s 2.89s 2.46d 2.50d 2.47d

3.87d 3.45s 2.89s 2.50s 2.68d 2.43d

3.95s 3.42s 2.85s 2.49s 2.46s 2.28d 2.32d

4.70s 3.87s 3.27s 2.84s 2.49s 2.20s 2.52d 2.27d

4.62s 3.81s 3.23s 2.80s 2.47s 2.19s 2.22d 2.22d 2.25d

4.53s 3.78s 3.20s 2.77s 2.45s 2.19s 2.27d 2.26d 2.24d

4.48s 3.71s 3.17s 2.76s 2.51s 2.11t 2.26d 2.25d 2.24d

4.43s 3.80s 3.16s 2.74s 2.43s 1.90t 2.35d 2.34d 2.24

5.54t 4.40s 3.66s 3.13s 2.82s 2.22t 1.77t 2.32d 2.30d 2.22 2.03

4.32d 4.37d 3.96t 3.78t 2.92t 2.44t 1.92t 1.92t 2.56d 2.41 2.20 2.03

3.57d 3.73d 3.43t 3.90t 2.98t 2.18t 2.03t 2.03t 2.57d 2.39 2.19

3.34d 3.35d 3.47d 3.66d 3.04t 4.10 2.54t 2.18t 2.24t 2.60 2.37 2.18

3.43d 3.69d 3.37d 3.51d 3.43t 2.89t 2.56t 2.36t 2.69t 2.59 2.36 2.18

3.35d 3.34d 3.44d 4.09t 3.22t 2.83t 2.61t 2.84 2.58 2.36 2.18

3.44d 3.38d 3.80d 4.44t 3.65t 3.18t 3.17 2.85 2.58 2.36

4.70d 5.20d 4.85 4.14 3.59 3.18 2.85 2.59 2.38

6.40d 5.93 4.88 4.14 3.60 3.20 2.87 2.61

8.05d 7.63 5.99 4.94 4.18 3.64 3.22 2.90 2.65

10.59 7.74 6.08 5.00 4.24 3.69 3.28

5.16t 9.30t 10.85 7.91 6.21 5.12 4.35
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Up Cant Dn Cant Safety Factor: 60% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 325-335°

Fleet Number: RTE019 through to RTE021 8BLT

Configuration: Rail -100..150mm Locked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

15
355 Stafford, ST16 3HS
345 4

5 356
20

340 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

5.60s 5.17d

5.21s 5.29 4.55

5.04s 4.60 4.00

5.30s 5.24s 4.60 4.04 3.54

5.55s 5.22 4.57 4.06 3.57

6.12d 5.46s 5.20 4.55 4.04 3.59 3.17

7.49d 7.02s 5.94 5.16 4.54 4.03 3.61 3.19 2.83

7.66s 6.92 5.89 5.10 4.51 4.02 3.61 3.19 2.84

7.48s 6.85 5.83 5.07 4.48 4.01 3.60 3.20 2.84

7.76s 6.79 5.79 5.04 4.45 3.99 3.60 3.18 2.84

8.05s 6.75 5.76 5.02 4.44 3.98 3.58 3.18 2.83 2.54

8.92s 8.12 6.73 5.73 5.00 4.43 3.98 3.56 3.16 2.82 2.53

6.66d 9.31t 8.08 6.73 5.73 5.01t 4.41 3.94 3.54 3.14 2.80 2.52

6.87d 9.96t 8.04 6.67 5.69t 4.96 4.38 3.91 3.51 3.11 2.78 2.51

6.11d 8.17d 10.08 7.99 6.61 5.66 4.91 4.35 3.89 3.47 3.08 2.77

7.42d 9.86d 10.05 7.96 6.59 5.64 4.88 4.33 3.88 3.43 3.06 2.75

12.09d 10.04 7.96 6.59 5.61 4.89 4.32t 3.83 3.39 3.03 2.73

10.03 7.95 6.59 5.59 4.89 4.31 3.78 3.36 3.00 2.72

13.63 10.02 7.95 6.58 5.61 4.89 4.24 3.73 3.33 2.99

11.59t 10.08 7.95 6.58 5.62 4.83 4.20 3.71 3.31 2.99

13.96 10.17 8.03 6.61 5.57 4.78 4.17 3.69 3.31

14.19 10.35 8.05 6.57 5.53 4.76 4.16 3.70

18.33t 14.43 10.37 8.05 6.57 5.53 4.76

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

5.11s 4.65d

5.21s 4.28d 4.18d

4.40s 3.88d 3.97

5.30s 4.40s 3.79s 3.77d 3.52

5.24s 4.49s 3.79s 3.81s 3.54

5.98s 5.03s 4.34s 3.78s 3.32s 3.45d 3.15

7.45d 5.90s 4.99s 4.40s 3.76s 3.32s 3.34d 3.15 2.82

7.43s 6.44s 4.90s 4.25s 3.71s 3.31s 3.35d 3.12 2.82

6.90s 6.02s 4.84s 4.33s 3.70s 3.30s 3.43 3.10 2.81

6.79s 5.62s 4.80s 4.54s 3.67s 3.28s 3.38 3.06 2.79

6.74s 5.74s 4.75s 4.13s 3.67s 3.09t 3.35 3.03 2.77 2.53

8.43s 6.68s 5.71s 4.87s 4.12s 3.76s 2.66t 3.31 3.00 2.75 2.52

6.45d 6.49d 6.80d 5.87s 4.87s 3.89t 2.99t 2.77t 3.27 2.98 2.73 2.51

5.32d 5.64d 4.97t 4.35t 4.38t 3.56t 3.06t 3.04t 3.25 2.96 2.71 2.50

5.00d 5.00d 5.15d 5.43d 4.64t 3.97t 4.24t 3.40t 3.15t 3.23 2.94 2.70

5.16d 4.99d 5.09d 5.21d 5.47t 4.40t 3.88t 3.56t 3.55 3.21 2.93 2.69

5.03d 4.98d 5.12d 6.00 4.90t 4.29t 3.94 3.53 3.20 2.92 2.70

5.23d 5.45d 6.02 5.11 4.46 3.93 3.53 3.20 2.93 2.71

6.58d 7.40 6.06 5.15 4.46 3.94 3.54 3.21 2.94

9.36d 7.44 6.09 5.17 4.49 3.97 3.56 3.23 2.98

11.54d 9.61 7.51 6.15 5.21 4.52 4.00 3.59 3.27

13.50 9.75 7.62 6.24 5.28 4.57 4.05 3.68

12.68t 13.86 9.95 7.76 6.37 5.40 4.71

-3

-3.5

Sector: 345-5°

Up Cant Dn Cant

-0.5

-1

-1.5

-2

-2.5

2

1.5

1

0.5

0

4.5

4

3.5

3

2.5

7

6.5

6

5.5

5

-2

-2.5

-3

-3.5

7.5

Minimum Loads (t)
(m)

0.5

0

-0.5

-1

-1.5

3

2.5

2

1.5

1

5.5

5

4.5

4

3.5

7.5

7

6.5

6

Maximum Loads (t)
(m)

Safety Factor: 67%
RTE019 through to RTE021
Unlocked 01/06/2020

8aU

Rail-Ability Ltd, Tollgate Drive

Tel: 01785 214747
mail@railability.co.uk

Rated Lift Capacity Chart

Machine type:
Configuration:

Equipment:

Fleet Number:

RA310
Rail -100..150mm Unlocked
1.9 + 3.4 + 2.1

Floating Axle:
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Rail-Ability Ltd RACD-10000609

355
345 Stafford, ST16 3HS

5 4
15 356
10

350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.39

3.47 2.92

3.45 2.98 2.53

3.46 2.98 2.57 2.20

3.43 2.97 2.60 2.23 1.92

3.96 3.38 2.94 2.60 2.26 1.94

3.92 3.36 2.92 2.59 2.27 1.96 1.69

4.54 3.86 3.31 2.89 2.57 2.27 1.96 1.71

4.47 3.74 3.27 2.88 2.56 2.28 1.96 1.70

5.35 4.40 3.75 3.25 2.85 2.55 2.27 1.96 1.70 1.48

5.32 4.39 3.72 3.23 2.84 2.53 2.25 1.94 1.69 1.48

5.30 4.34 3.69 3.21 2.84 2.54 2.24 1.93 1.68 1.47

6.75 5.29 4.36 3.70 3.21 2.84 2.53 2.20 1.90 1.66 1.46

6.00d 6.68 5.33 4.37 3.71 3.21 2.82 2.48 2.16 1.88 1.65 1.45

5.12d 7.50d 6.52 5.20 4.30 3.59 3.16 2.78 2.45 2.13 1.85 1.63 1.44

8.81 6.45 5.13 4.24 3.60 3.12 2.74 2.41 2.09 1.82 1.60

8.75 6.39 5.07 4.17 3.52 3.06 2.70 2.35 2.04 1.79 1.59

6.42 5.03 4.13 3.51 3.05 2.67 2.31 2.01 1.77 1.57

6.42 5.03 4.12 3.38 3.03 2.61 2.26 1.98 1.75

6.46 5.05 4.14 3.50 2.98 2.56 2.23 1.96 1.74

6.52 5.09 4.18 3.47 2.93 2.53 2.21 1.95

9.40 6.68 5.13 4.12 3.42 2.91 2.52 2.21

16.24 9.54 6.66 5.10 4.11 3.42 2.91

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.36

3.44 2.89

3.44 2.94 2.51

3.43 2.94 2.53 2.18

3.40 2.92 2.52 2.19 1.91

3.96 3.35 2.86 2.49 2.18 1.92

3.85 3.25 2.80 2.46 2.16 1.91 1.68

4.41 3.70 3.16 2.74 2.40 2.13 1.88 1.68

4.29 3.54 3.06 2.67 2.35 2.08 1.86 1.67

5.35 4.20 3.39 2.95 2.59 2.29 2.04 1.83 1.64 1.48

5.27 4.07 3.33 2.86 2.51 2.24 1.99 1.80 1.62 1.47

5.03 3.97 3.21 2.77 2.44 2.18 1.96 1.77 1.60 1.45

6.45 4.85 3.84 3.13 2.70 2.39 2.14 1.92 1.74 1.58 1.44

5.38d 5.51d 4.68 3.72 3.06 2.64 2.34 2.10 1.89 1.71 1.56 1.43

5.12d 4.99d 5.12d 4.56 3.63 2.99 2.61 2.31 2.07 1.87 1.70 1.55 1.43

4.84d 5.00d 4.48 3.58 2.99 2.59 2.29 2.05 1.85 1.68 1.54

5.11d 4.16d 4.43 3.56 2.99 2.59 2.28 2.05 1.84 1.68 1.54

4.45d 4.43 3.57 3.02 2.59 2.28 2.04 1.84 1.68 1.55

5.86 4.47 3.64 3.03 2.61 2.29 2.05 1.85 1.69

5.90 4.52 3.65 3.06 2.64 2.32 2.07 1.87 1.72

5.98 4.58 3.70 3.09 2.67 2.34 2.09 1.91

8.70 6.10 4.67 3.77 3.15 2.71 2.39 2.15

11.71t 8.97 6.27 4.81 3.88 3.25 2.81

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 8bU

Configuration: Rail -100..150mm Unlocked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

6

Up Cant Dn Cant Safety Factor: 67%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 5-15°
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1.5
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-2

-2.5
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Minimum Loads (t)
(m)

7.5

7

0.5

6

5.5

5

4.5

4

3.5

3

2.5

2

1.5

1

-3

-3.5

0
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-1
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350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.54

2.61 2.17

2.62 2.23 1.86

2.61 2.23 1.91 1.60

2.58 2.23 1.93 1.63 1.37

3.01 2.54 2.21 1.93 1.65 1.39

3.53 2.93 2.50 2.17 1.91 1.67 1.41 1.18

3.38 2.87 2.47 2.14 1.90 1.67 1.41 1.20

3.34 2.76 2.43 2.13 1.88 1.68 1.42 1.20

3.30 2.78 2.40 2.10 1.87 1.67 1.41 1.19 1.01

3.96 3.25 2.75 2.38 2.09 1.87 1.65 1.40 1.19 1.00

3.94 3.22 2.73 2.37 2.09 1.87 1.63 1.38 1.17 .99

5.02 3.84 3.22 2.72 2.37 2.09 1.87 1.60 1.36 1.15 .98

5.68d 5.02 3.91 3.24 2.74 2.38 2.09 1.82 1.57 1.33 1.14 .96

5.07d 6.53 4.86 3.87 3.18 2.68 2.34 2.02 1.78 1.53 1.30 1.12 .94

6.49 4.72 3.78 3.10 2.62 2.25 1.99 1.75 1.48 1.27 1.09

6.49 4.70 3.70 3.06 2.59 2.24 1.96 1.69 1.44 1.24 1.08

4.67 3.67 3.02 2.55 2.20 1.94 1.64 1.40 1.22 1.06

10.70 4.68 3.67 2.99 2.40 2.19 1.87 1.59 1.37 1.20

11.19 6.65 4.73 3.67 3.01 2.54 2.15 1.82 1.56 1.35 1.19

4.80 3.72 3.04 2.51 2.09 1.78 1.54 1.34

6.96 4.93 3.76 3.00 2.46 2.06 1.77 1.53

12.50 7.10 4.92 3.73 2.96 2.45 2.07

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.52

2.60 2.15

2.62 2.19 1.85

2.60 2.19 1.86 1.58

2.56 2.17 1.85 1.59 1.36

2.98 2.49 2.12 1.85 1.58 1.37

3.49 2.87 2.42 2.08 1.78 1.56 1.36 1.18

3.29 2.73 2.32 2.00 1.74 1.52 1.34 1.17

3.18 2.59 2.22 1.92 1.68 1.48 1.30 1.15

3.08 2.43 2.11 1.84 1.62 1.43 1.28 1.13 1.00

3.88 2.98 2.36 2.01 1.76 1.57 1.39 1.24 1.11 .98

3.73 2.87 2.27 1.92 1.70 1.51 1.35 1.21 1.09 .96

4.80 3.54 2.73 2.17 1.85 1.64 1.47 1.31 1.18 1.07 .94

5.39d 4.51 3.35 2.61 2.10 1.81 1.60 1.43 1.28 1.16 1.05 .93

5.01d 5.05d 4.29 3.22 2.52 2.04 1.77 1.56 1.40 1.26 1.14 1.04 .92

4.28d 4.20 3.14 2.46 2.02 1.75 1.54 1.38 1.25 1.12 1.03

5.05d 3.81d 3.09 2.43 2.03 1.75 1.54 1.37 1.23 1.12 1.03

4.01d 3.08 2.45 2.04 1.78 1.53 1.37 1.23 1.12 1.04

4.15 3.13 2.48 2.06 1.77 1.54 1.38 1.24 1.14

4.18 3.16 2.52 2.09 1.79 1.57 1.40 1.26 1.16

4.26 3.21 2.57 2.14 1.82 1.60 1.42 1.30

6.32 4.36 3.30 2.64 2.19 1.87 1.64 1.47

11.50t 6.58 4.52 3.42 2.74 2.28 1.96

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 8cU

Configuration: Rail -100..150mm Unlocked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

6

Up Cant Dn Cant Safety Factor: 67%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 15-25°

0

5.5
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3.5

3

2.5

2

1.5

1

0.5

6.5

-0.5

-1

-1.5

-2

-2.5

-3

-3.5

Minimum Loads (t)
(m)

7.5

7

0.5

6

5.5

5

4.5

4

3.5

3

2.5

2

1.5

1

-3

-3.5

0

-0.5

-1

-1.5

-2

-2.5
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350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.09

2.16 1.77

2.16 1.83 1.50

2.15 1.83 1.55 1.27

2.13 1.82 1.57 1.31 1.07

2.47 2.09 1.80 1.56 1.33 1.10

2.91 2.42 2.05 1.76 1.54 1.34 1.11 .86

2.79 2.34 2.00 1.74 1.53 1.35 1.12 .88

2.73 2.24 1.97 1.71 1.52 1.35 1.12 .88

2.66 2.25 1.94 1.70 1.50 1.34 1.12 .88 .63

3.18 2.62 2.21 1.92 1.66 1.50 1.33 1.10 .87 .63

3.16 2.61 2.19 1.91 1.68 1.50 1.31 1.08 .85 .62

4.07 3.20 2.61 2.19 1.90 1.68 1.51 1.28 1.06 .82 .60

5.39 4.06 3.22 2.62 2.19 1.92 1.69 1.47 1.24 1.04 .79 .58

5.30 3.94 3.15 2.58 2.18 1.89 1.63 1.42 1.20 1.00 .76 .56

5.28 3.86 3.05 2.50 2.08 1.83 1.59 1.40 1.16 .95 .73 .54

5.27 3.78 2.97 2.45 2.05 1.78 1.56 1.34 1.12 .91 .70

3.76 2.95 2.40 2.01 1.75 1.53 1.28 1.08 .87 .67

5.26 3.77 2.93 2.39 2.02 1.74 1.47 1.23 1.05 .84

3.81 2.94 2.40 2.02 1.70 1.42 1.20 1.03 .83

11.52t 5.48 3.85 2.98 2.43 1.99 1.64 1.38 1.18 1.02

5.67 3.98 3.02 2.39 1.94 1.61 1.36 1.17

10.47 5.78 3.97 3.00 2.36 1.92 1.61 1.37

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.07

2.15 1.75

2.16 1.80 1.49

2.15 1.80 1.51 1.26

2.11 1.76 1.49 1.27 1.06

2.47 2.05 1.74 1.48 1.25 1.07

2.89 2.39 1.98 1.66 1.42 1.23 1.06 .85

2.68 2.23 1.88 1.60 1.38 1.19 1.04 .84

2.60 2.07 1.77 1.52 1.32 1.15 1.00 .82

2.49 1.93 1.67 1.45 1.26 1.11 .96 .78 .62

3.18 2.38 1.84 1.57 1.37 1.21 1.06 .91 .75 .60

3.00 2.26 1.75 1.48 1.30 1.15 1.03 .86 .72 .58

3.90 2.81 2.13 1.67 1.40 1.24 1.10 .97 .81 .68 .56

5.27d 3.62 2.64 2.02 1.59 1.34 1.22 1.06 .93 .78 .65 .55

4.98 3.40 2.50 1.92 1.52 1.32 1.18 1.03 .89 .75 .63 .54

3.97d 3.29 2.41 1.86 1.50 1.30 1.17 1.02 .86 .73 .62 .54

4.69 3.19 2.36 1.83 1.51 1.29 1.13 1.01 .85 .73 .62

3.18 2.36 1.85 1.53 1.30 1.13 1.00 .85 .72 .63

3.23 2.40 1.88 1.56 1.31 1.15 1.02 .86 .74

3.26 2.42 1.91 1.57 1.33 1.17 1.03 .89 .78

4.88 3.33 2.48 1.96 1.61 1.37 1.19 1.06 .94

5.02 3.42 2.56 2.02 1.66 1.42 1.24 1.11

9.43 5.23 3.57 2.67 2.12 1.75 1.49 1.34

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 8dU

Configuration: Rail -100..150mm Unlocked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

6

Up Cant Dn Cant Safety Factor: 67%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 25-35°
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Minimum Loads (t)
(m)

7.5

7

0.5

6

5.5

5

4.5

4

3.5

3

2.5

2

1.5

1

-3

-3.5

0

-0.5

-1

-1.5

-2

-2.5
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350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.87

1.94 1.58

1.62 1.33

1.63 1.38 1.12

1.90 1.60 1.39 1.15 .88

1.86 1.59 1.38 1.17 .92

2.61 2.16 1.82 1.57 1.35 1.19 .94 .67

2.51 2.09 1.77 1.53 1.35 1.20 .96 .68

2.41 2.04 1.74 1.52 1.33 1.19 .96 .68 .45

2.36 1.97 1.71 1.49 1.32 1.19 .96 .68 .45

2.84 2.31 1.96 1.69 1.46 1.31 1.17 .92 .67 .44

2.82 2.31 1.94 1.65 1.47 1.32 1.15 .90 .64 .43

3.64 2.81 2.30 1.94 1.68 1.48 1.33 1.12 .87 .62 .41

4.81 3.64 2.80 2.28 1.93 1.68 1.49 1.29 1.09 .83 .59 .39

4.72 3.43 2.78 2.31 1.90 1.67 1.44 1.25 1.05 .79 .55 .37

4.66 3.41 2.70 2.20 1.81 1.61 1.39 1.21 1.00 .74 .52 .35

4.67 3.33 2.61 2.14 1.82 1.56 1.35 1.16 .94 .69 .49

9.57t 3.32 2.59 2.12 1.78 1.52 1.34 1.11 .88 .65 .47

7.93 3.33 2.56 2.09 1.76 1.52 1.28 1.06 .82 .62

8.15 4.76 3.35 2.58 2.10 1.76 1.48 1.22 1.02 .79 .60

8.44 3.41 2.60 2.13 1.73 1.42 1.19 .99 .78

5.01 3.51 2.66 2.09 1.69 1.39 1.17 .99

9.32 5.15 3.52 2.62 2.06 1.67 1.39 1.17

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.84

1.94 1.56

1.60 1.31

1.60 1.33 1.10

1.90 1.57 1.32 1.11 .87

1.84 1.53 1.29 1.09 .89

2.61 2.13 1.76 1.48 1.26 1.07 .86 .65

2.39 1.98 1.65 1.42 1.20 1.03 .83 .64

2.29 1.83 1.56 1.33 1.15 .99 .79 .62 .45

2.21 1.69 1.44 1.25 1.09 .92 .74 .58 .43

2.84 2.10 1.60 1.33 1.17 1.03 .85 .69 .55 .41

2.66 1.96 1.51 1.24 1.10 .96 .78 .64 .51 .39

3.49 2.46 1.84 1.41 1.17 1.05 .88 .73 .60 .48 .37

4.81 3.19 2.29 1.73 1.34 1.13 .98 .82 .69 .56 .45 .36

2.53d 2.97 2.15 1.63 1.27 1.09 .94 .79 .65 .53 .43 .34

3.69d 2.85 2.05 1.57 1.25 1.07 .91 .75 .63 .51 .42 .35

4.09 2.74 2.01 1.53 1.25 1.07 .92 .74 .61 .50 .41

2.71 2.00 1.55 1.26 1.07 .90 .73 .61 .51 .43

2.74 2.04 1.59 1.29 1.10 .91 .74 .62 .52

2.81 2.06 1.62 1.32 1.11 .94 .77 .65 .56

2.87 2.12 1.66 1.36 1.15 .98 .81 .70

4.39 2.96 2.20 1.72 1.41 1.19 1.04 .89

8.30 4.58 3.11 2.31 1.81 1.49 1.27 1.12

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 8eU

Configuration: Rail -100..150mm Unlocked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

6

Up Cant Dn Cant Safety Factor: 67%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 35-45°

0
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Minimum Loads (t)
(m)

7.5

7

0.5

6

5.5

5

4.5

4

3.5

3

2.5

2

1.5

1

-3

-3.5

0

-0.5

-1

-1.5

-2

-2.5
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350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.77

1.49

1.53 1.25

1.53 1.30 1.04

1.80 1.53 1.31 1.08 .79

1.76 1.49 1.30 1.10 .83

2.46 2.03 1.72 1.48 1.28 1.12 .85 .58

2.35 1.98 1.67 1.44 1.26 1.12 .86 .59

2.29 1.92 1.64 1.41 1.24 1.11 .86 .59 .36

2.23 1.87 1.59 1.39 1.24 1.11 .85 .59 .36

2.17 1.84 1.58 1.38 1.23 1.11 .84 .58 .36

2.63 2.15 1.82 1.57 1.32 1.23 1.09 .81 .56 .35

3.47 2.66 2.14 1.82 1.57 1.38 1.24 1.06 .78 .53 .33

3.47 2.68 2.08 1.83 1.57 1.39 1.21 1.02 .73 .50 .31

4.47 3.30 2.62 2.09 1.76 1.57 1.36 1.17 .96 .69 .47 .29

4.43 3.19 2.53 2.09 1.71 1.51 1.31 1.14 .89 .64 .44 .27

3.16 2.45 2.01 1.71 1.46 1.27 1.08 .83 .59 .40

9.43d 3.10 2.43 1.98 1.67 1.43 1.25 1.03 .77 .55 .38

7.57 3.13 2.41 1.96 1.63 1.41 1.20 .97 .72 .52 .37

3.15 2.40 1.96 1.65 1.38 1.13 .91 .68 .50

4.59 3.18 2.46 1.99 1.62 1.32 1.09 .87 .67

4.75 3.31 2.51 1.96 1.57 1.29 1.08 .86

8.67 4.85 3.30 2.46 1.93 1.55 1.28 1.08

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.74

1.48

1.52 1.24

1.52 1.25 1.03

1.79 1.48 1.25 1.04 .78

1.74 1.45 1.21 1.03 .79

2.45 2.00 1.68 1.39 1.18 .99 .76 .56

2.27 1.87 1.55 1.33 1.13 .94 .73 .54

2.19 1.71 1.46 1.24 1.07 .87 .69 .52 .36

2.09 1.57 1.34 1.16 1.01 .81 .64 .49 .35

1.97 1.49 1.23 1.09 .92 .74 .59 .45 .33

2.52 1.84 1.40 1.14 1.02 .84 .69 .54 .42 .31

3.31 2.31 1.72 1.31 1.07 .94 .76 .62 .50 .39 .29

2.98 2.13 1.59 1.22 1.02 .87 .70 .57 .46 .36 .27

2.38d 2.78 1.99 1.50 1.16 .97 .81 .66 .54 .43 .34 .26

3.42d 2.20d 1.90 1.43 1.13 .95 .80 .63 .51 .41 .32 .26

2.53 1.85 1.40 1.13 .95 .76 .61 .50 .40 .32

2.51 1.85 1.41 1.15 .95 .78 .61 .49 .40 .33

2.58 1.87 1.45 1.17 .97 .78 .62 .50 .42 .37

2.61 1.90 1.48 1.20 1.02 .81 .65 .53 .46

2.66 1.95 1.52 1.24 1.05 .85 .69 .59

4.10 2.75 2.03 1.58 1.29 1.09 .91 .76

7.76 4.29 2.88 2.13 1.67 1.36 1.16 1.02

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 8fU

Configuration: Rail -100..150mm Unlocked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

6

Up Cant Dn Cant Safety Factor: 67%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 45-55°

0

5.5

5

4.5

4

3.5

3

2.5

2

1.5

1

0.5

6.5

-0.5

-1

-1.5

-2

-2.5

-3

-3.5

Minimum Loads (t)
(m)

7.5

7

0.5

6

5.5

5

4.5

4

3.5

3

2.5

2

1.5

1

-3

-3.5

0

-0.5

-1

-1.5

-2

-2.5
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Rail-Ability Ltd RACD-10000609

305
295 Stafford, ST16 3HS

55 4
65 356
10

350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.71

1.44

1.48 1.21

1.48 1.25 1.00

1.46 1.25 1.04 .73

1.70 1.44 1.25 1.06 .77

1.97 1.66 1.41 1.23 1.08 .79 .52

2.25 1.91 1.61 1.39 1.21 1.07 .81 .54

2.21 1.85 1.57 1.37 1.19 1.06 .80 .55 .32

2.13 1.80 1.54 1.34 1.18 1.06 .80 .54 .32

2.10 1.77 1.52 1.31 1.18 1.06 .78 .53 .31

2.55 2.08 1.72 1.50 1.32 1.17 1.05 .75 .50 .30

3.34 2.47 2.08 1.73 1.51 1.31 1.19 1.02 .72 .48 .28

3.35 2.58 2.09 1.76 1.51 1.33 1.17 .96 .68 .45 .26

4.33 3.20 2.53 2.08 1.77 1.50 1.30 1.12 .90 .63 .42 .24

4.29 3.11 2.42 2.01 1.69 1.45 1.25 1.09 .83 .58 .38 .22

3.04 2.37 1.95 1.61 1.41 1.22 1.05 .77 .54 .35

3.02 2.34 1.91 1.60 1.37 1.20 .97 .71 .50 .33

4.24 3.01 2.31 1.88 1.41 1.36 1.14 .90 .66 .46 .31

4.34 3.03 2.31 1.86 1.58 1.32 1.09 .84 .62 .45

3.07 2.36 1.91 1.56 1.26 1.04 .80 .60

4.56 3.19 2.41 1.88 1.51 1.23 1.02 .80

8.35 4.67 3.19 2.37 1.84 1.49 1.22 1.03

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.69

1.42

1.46 1.19

1.46 1.21 .98

1.44 1.19 .99 .72

1.69 1.39 1.17 .98 .73

1.93 1.60 1.33 1.13 .92 .70 .51

2.19 1.79 1.51 1.27 1.07 .88 .67 .49

2.11 1.64 1.39 1.18 1.02 .81 .63 .46 .31

2.03 1.53 1.29 1.11 .94 .75 .58 .44 .30

1.91 1.43 1.17 1.03 .84 .68 .53 .40 .28

2.42 1.78 1.35 1.08 .93 .76 .61 .48 .37 .26

3.21 2.23 1.63 1.25 1.00 .86 .69 .56 .44 .33 .24

2.90 2.05 1.52 1.17 .93 .79 .63 .51 .40 .30 .22

2.05d 2.68 1.90 1.42 1.09 .89 .74 .59 .48 .37 .28 .21

3.09d 2.03d 1.82 1.36 1.07 .86 .72 .57 .45 .35 .27 .20

2.41 1.76 1.32 1.07 .86 .68 .54 .43 .34 .26

2.39 1.75 1.34 1.08 .86 .68 .54 .43 .34 .28

2.40 1.77 1.37 1.10 .88 .69 .55 .44 .36 .31

2.49 1.81 1.40 1.13 .91 .72 .57 .47 .39

2.55 1.86 1.44 1.17 .97 .77 .62 .52

3.93 2.63 1.93 1.50 1.22 1.03 .83 .69

7.37 4.10 2.76 2.03 1.59 1.29 1.09 .93

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 8gU

Configuration: Rail -100..150mm Unlocked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

6

Up Cant Dn Cant Safety Factor: 67%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 55-65°

0
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5
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4

3.5

3

2.5

2

1.5

1

0.5

6.5

-0.5

-1

-1.5

-2

-2.5

-3

-3.5

Minimum Loads (t)
(m)

7.5

7

0.5

6

5.5

5

4.5

4

3.5

3

2.5

2

1.5

1

-3

-3.5

0

-0.5

-1

-1.5

-2

-2.5
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Rail-Ability Ltd RACD-10000609

295
275 Stafford, ST16 3HS

65 4
85 356
20

340 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.70

1.43

1.47 1.20

1.45 1.24 .98

1.46 1.24 1.03 .72

1.69 1.43 1.23 1.06 .76

1.95 1.65 1.40 1.22 1.06 .78 .51

2.27 1.89 1.59 1.38 1.20 1.06 .80 .53

2.17 1.83 1.56 1.35 1.17 1.05 .79 .53 .31

2.12 1.75 1.53 1.33 1.16 1.05 .79 .53 .31

2.07 1.72 1.50 1.29 1.16 1.06 .77 .52 .30

2.53 2.04 1.73 1.46 1.29 1.15 1.03 .74 .49 .29

3.32 2.54 2.03 1.73 1.49 1.30 1.17 1.01 .70 .47 .27

3.29 2.52 2.07 1.71 1.50 1.32 1.16 .95 .67 .44 .25

4.31 3.10 2.53 2.01 1.69 1.50 1.28 1.12 .89 .62 .41 .23

4.24 3.08 2.42 1.98 1.26 1.40 1.23 1.08 .83 .57 .37 .21

3.03 2.34 1.91 1.62 1.39 1.21 1.03 .76 .52 .34

9.28t 2.99 2.30 1.87 1.58 1.36 1.18 .96 .69 .48 .31

2.97 2.30 1.85 1.56 1.34 1.14 .88 .64 .45 .30

3.00 2.30 1.86 1.56 1.31 1.08 .82 .60 .43

3.04 2.33 1.90 1.54 1.25 1.03 .78 .58

4.52 3.15 2.38 1.85 1.49 1.22 1.01 .77 .60

8.18 4.62 3.15 2.34 1.82 1.47 1.21 1.02

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.68

1.41

1.45 1.18

1.45 1.20 .96

1.42 1.18 .97 .71

1.67 1.38 1.16 .96 .71

1.92 1.59 1.32 1.12 .91 .70 .50

2.18 1.78 1.50 1.25 1.07 .86 .66 .48

2.11 1.64 1.38 1.18 1.01 .80 .61 .45 .30

1.99 1.50 1.27 1.10 .92 .73 .57 .42 .29

1.89 1.41 1.17 1.01 .82 .66 .51 .39 .27

2.41 1.75 1.32 1.06 .91 .75 .60 .47 .35 .24

3.21 2.21 1.63 1.23 1.07 .82 .67 .54 .42 .32 .22

2.90 2.04 1.51 1.15 .90 .75 .61 .49 .38 .29 .21

1.81d 2.66 1.89 1.40 1.08 .86 .70 .57 .46 .35 .27 .19

2.96d 1.86d 1.80 1.34 1.05 .84 .67 .54 .43 .33 .25 .19

2.37 1.74 1.30 1.06 .83 .66 .52 .41 .32 .25

2.35 1.73 1.32 1.07 .89 .67 .52 .41 .33 .26

2.44 1.76 1.34 1.10 .87 .68 .53 .42 .34 .29

2.46 1.79 1.38 1.11 .90 .70 .56 .45 .38

2.52 1.83 1.42 1.15 .94 .74 .60 .50

3.88 2.60 1.90 1.48 1.20 1.01 .81 .66 .60

7.25 4.05 2.72 2.00 1.56 1.27 1.07 .91

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 8hU

Configuration: Rail -100..150mm Unlocked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

6

Up Cant Dn Cant Safety Factor: 67%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 65-85°

0

5.5
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4.5
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3.5

3

2.5

2

1.5

1

0.5

6.5

-0.5

-1

-1.5

-2

-2.5

-3

-3.5

Minimum Loads (t)
(m)

7.5

7

0.5

6

5.5

5

4.5

4

3.5

3

2.5

2

1.5

1

-3

-3.5

0

-0.5

-1

-1.5

-2

-2.5
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Rail-Ability Ltd RACD-10000609

275
265 Stafford, ST16 3HS

85 4
95 356
10

350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.72

1.45

1.49 1.21

1.48 1.26 1.01

1.46 1.26 1.04 .74

1.70 1.45 1.25 1.07 .78

1.97 1.66 1.42 1.23 1.08 .80 .53

2.24 1.88 1.62 1.38 1.22 1.07 .81 .55

2.21 1.85 1.57 1.36 1.20 1.06 .82 .55 .32

2.13 1.80 1.54 1.33 1.18 1.06 .81 .55 .33

2.10 1.77 1.48 1.33 1.17 1.06 .79 .53 .32

2.51 2.08 1.74 1.51 1.32 1.17 1.06 .76 .51 .30

3.37 2.57 2.07 1.73 1.50 1.29 1.18 1.02 .73 .48 .29

3.36 2.53 2.03 1.75 1.50 1.32 1.17 .97 .68 .46 .26

4.39 3.20 2.54 2.11 1.73 1.52 1.30 1.13 .90 .64 .42 .24

4.32 3.11 2.46 1.99 1.70 1.45 1.25 1.10 .84 .59 .39 .22

3.04 2.39 1.96 1.62 1.41 1.22 1.05 .77 .54 .36

9.36t 3.04 2.34 1.91 1.61 1.37 1.20 .98 .71 .50 .33

10.05d 4.27 3.02 2.32 1.89 1.58 1.36 1.14 .91 .66 .47 .32

4.36 3.04 2.33 1.88 1.58 1.33 1.09 .84 .63 .45

11.27d 3.09 2.36 1.91 1.56 1.27 1.04 .81 .60

12.10t 4.57 3.20 2.42 1.88 1.51 1.24 1.03 .80 .62

8.19 4.68 3.19 2.36 1.85 1.49 1.22 1.03

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.70

1.43

1.47 1.20

1.48 1.21 .99

1.45 1.20 1.00 .73

1.68 1.40 1.18 .98 .73

1.97 1.61 1.34 1.16 .94 .72 .51

2.22 1.81 1.51 1.27 1.08 .88 .68 .50

2.12 1.65 1.40 1.19 1.03 .81 .64 .47 .32

2.03 1.52 1.29 1.11 .94 .75 .58 .44 .30

1.91 1.44 1.18 1.03 .85 .68 .54 .40 .28

2.45 1.78 1.34 1.11 .94 .76 .61 .48 .36 .26

3.26 2.26 1.65 1.26 1.01 .87 .70 .56 .44 .33 .24

2.95 2.07 1.53 1.18 .93 .80 .64 .51 .40 .30 .22

1.72d 2.72 1.92 1.43 1.10 .89 .75 .59 .47 .37 .28 .21

3.01d 1.69d 1.83 1.36 1.07 .86 .73 .58 .46 .35 .27 .20

2.42 1.78 1.34 1.07 .86 .68 .54 .43 .34 .26

2.39 1.76 1.35 1.08 .86 .68 .54 .44 .34 .27

2.38 1.79 1.37 1.10 .88 .69 .55 .44 .36 .31

2.51 1.82 1.41 1.14 .92 .72 .58 .47 .39

2.55 1.86 1.45 1.17 .96 .76 .62 .52

3.93 2.63 1.93 1.50 1.22 1.03 .83 .69 .62

7.26 4.08 2.75 2.03 1.58 1.29 1.09 .93

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 8iU

Configuration: Rail -100..150mm Unlocked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

6

Up Cant Dn Cant Safety Factor: 67%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 85-95°
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Minimum Loads (t)
(m)

7.5

7

0.5
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Rail-Ability Ltd RACD-10000609

265
255 Stafford, ST16 3HS

95 4
105 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.78

1.51

1.54 1.26

1.54 1.31 1.05

1.52 1.31 1.09 .80

1.76 1.50 1.30 1.11 .84

2.04 1.72 1.47 1.28 1.12 .87 .59

2.38 1.97 1.68 1.45 1.27 1.11 .88 .60

2.29 1.92 1.64 1.42 1.25 1.11 .88 .61 .38

2.21 1.88 1.60 1.39 1.23 1.10 .87 .61 .38

2.19 1.84 1.54 1.38 1.22 1.11 .85 .59 .37

2.60 2.17 1.80 1.57 1.37 1.22 1.10 .83 .57 .36

3.51 2.68 2.16 1.81 1.57 1.38 1.23 1.07 .79 .54 .34

3.49 2.69 2.12 1.82 1.57 1.39 1.22 1.03 .74 .51 .32

4.58 3.33 2.65 2.20 1.82 1.58 1.36 1.18 .97 .70 .48 .29

4.51 3.24 2.56 2.08 1.78 1.51 1.32 1.15 .91 .65 .44 .27

3.18 2.50 2.04 1.69 1.47 1.28 1.10 .84 .60 .41

9.36t 3.16 2.45 2.00 1.67 1.44 1.25 1.04 .78 .56 .39

10.14d 4.45 3.16 2.43 1.97 1.66 1.42 1.20 .98 .73 .53 .37

10.89t 4.49 3.18 2.44 1.97 1.64 1.39 1.15 .92 .69 .51

3.22 2.47 2.00 1.63 1.33 1.10 .88 .67

4.73 3.31 2.53 1.97 1.58 1.30 1.08 .87 .69

8.44 4.82 3.33 2.46 1.94 1.56 1.29 1.09

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.76

1.49

1.52 1.25

1.53 1.26 1.04

1.50 1.25 1.05 .79

1.74 1.46 1.24 1.04 .79

2.04 1.68 1.40 1.19 1.01 .78 .57

2.31 1.88 1.57 1.33 1.13 .95 .75 .56

2.22 1.72 1.47 1.25 1.08 .88 .70 .53 .37

2.12 1.61 1.35 1.16 1.02 .82 .64 .49 .36

2.00 1.51 1.24 1.09 .92 .75 .60 .46 .33

2.55 1.87 1.41 1.15 1.02 .84 .68 .54 .42 .31

3.39 2.37 1.73 1.33 1.07 .95 .78 .63 .50 .39 .29

3.08 2.17 1.62 1.25 1.03 .88 .72 .58 .46 .36 .27

1.72d 2.85 2.03 1.52 1.17 .98 .84 .66 .54 .44 .34 .26

2.85d 1.69d 1.94 1.45 1.14 .95 .82 .63 .52 .41 .32 .26

2.53d 1.88 1.42 1.14 .95 .76 .62 .50 .40 .32

2.52 1.87 1.43 1.15 .96 .76 .61 .50 .40 .33

2.51 1.89 1.45 1.17 .98 .77 .63 .51 .42 .36

2.64 1.92 1.49 1.21 1.01 .80 .65 .53 .45

2.68 1.96 1.53 1.25 1.04 .85 .69 .58

4.09 2.76 2.03 1.58 1.29 1.09 .91 .76 .68

7.48 4.24 2.88 2.13 1.67 1.36 1.15 1.01

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 8jU

Configuration: Rail -100..150mm Unlocked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

6

Up Cant Dn Cant Safety Factor: 67%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 95-105°
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Minimum Loads (t)
(m)

7.5
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-2

-2.5
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Rail-Ability Ltd RACD-10000609

255
245 Stafford, ST16 3HS
105 4
115 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.95

1.65

1.69 1.39

1.69 1.44 1.17

1.67 1.43 1.21 .96

1.93 1.64 1.42 1.23 1.00

2.23 1.89 1.62 1.40 1.24 1.02 .73

2.56 2.16 1.84 1.59 1.39 1.23 1.03 .75

2.49 2.11 1.78 1.56 1.38 1.22 1.02 .75 .51

2.45 2.06 1.77 1.54 1.36 1.22 1.02 .74 .51

2.41 2.03 1.74 1.51 1.35 1.23 1.00 .73 .50

2.94 2.39 2.00 1.73 1.52 1.35 1.22 .98 .72 .49

3.86 2.95 2.38 1.99 1.73 1.51 1.36 1.18 .95 .69 .47

3.83 2.90 2.31 2.00 1.74 1.52 1.35 1.14 .90 .65 .45

5.05 3.67 2.93 2.31 1.98 1.74 1.49 1.30 1.10 .86 .62 .43

4.98 3.55 2.82 2.31 1.96 1.65 1.45 1.27 1.06 .81 .58 .41

3.51 2.75 2.25 1.89 1.63 1.42 1.22 1.01 .75 .55

3.50 2.71 2.20 1.86 1.60 1.39 1.17 .95 .71 .53

3.49 2.67 2.19 1.78 1.58 1.34 1.11 .90 .68 .51

4.99 3.51 2.68 2.18 1.84 1.55 1.28 1.08 .86 .66

3.55 2.51 2.22 1.82 1.49 1.25 1.05 .84

5.19 3.65 2.77 2.17 1.76 1.45 1.22 1.04 .85

9.13 5.28 3.64 2.73 2.15 1.74 1.45 1.22

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.92

1.63

1.67 1.37

1.66 1.39 1.16

1.65 1.38 1.16 .94

1.91 1.60 1.35 1.15 .95

2.22 1.83 1.57 1.31 1.12 .93 .71

2.51 2.08 1.73 1.46 1.26 1.08 .89 .70

2.44 1.91 1.62 1.39 1.20 1.04 .85 .67 .50

2.34 1.78 1.51 1.31 1.14 .99 .80 .64 .49

2.22 1.69 1.41 1.22 1.08 .91 .75 .60 .47

2.83 2.09 1.60 1.32 1.15 1.03 .86 .70 .57 .44

3.75 2.63 1.95 1.50 1.24 1.10 .95 .80 .65 .53 .42

3.41 2.44 1.83 1.42 1.18 1.05 .89 .75 .62 .50 .40

2.12d 3.17 2.29 1.73 1.35 1.17 1.02 .85 .71 .59 .48 .39

3.01d 1.93d 2.20 1.67 1.32 1.14 1.01 .83 .68 .57 .47 .39

2.48d 2.14 1.63 1.33 1.13 .97 .80 .67 .55 .47

2.83 2.12 1.64 1.34 1.13 .97 .81 .67 .56 .47

2.94 2.15 1.66 1.36 1.16 1.00 .81 .68 .57 .51

2.97 2.18 1.70 1.39 1.18 1.02 .84 .70 .61

3.01 2.22 1.74 1.43 1.21 1.04 .88 .75

4.54 3.09 2.29 1.79 1.47 1.25 1.08 .95 .85

8.20 4.70 3.20 2.39 1.88 1.54 1.31 1.15

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 8kU

Configuration: Rail -100..150mm Unlocked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

6

Up Cant Dn Cant Safety Factor: 67%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 105-115°
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Minimum Loads (t)
(m)

7.5

7

0.5

6

5.5
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4.5
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3.5

3

2.5

2

1.5

1
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-3.5
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Rail-Ability Ltd RACD-10000609

245
235 Stafford, ST16 3HS
115 4
125 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.99

1.68

1.72 1.42

1.72 1.46 1.19

1.70 1.46 1.23 .99

1.96 1.67 1.45 1.25 1.02

2.27 1.92 1.65 1.43 1.26 1.04 .76

2.66 2.20 1.88 1.62 1.41 1.26 1.05 .77

2.57 2.15 1.84 1.59 1.40 1.25 1.05 .78 .53

2.50 2.10 1.80 1.56 1.39 1.25 1.04 .77 .53

2.44 2.07 1.73 1.56 1.38 1.26 1.03 .76 .52

3.00 2.42 2.05 1.76 1.55 1.38 1.23 1.01 .74 .51

3.91 2.99 2.40 2.04 1.75 1.55 1.39 1.20 .97 .71 .50

3.86 2.97 2.45 2.06 1.76 1.57 1.37 1.17 .93 .68 .48

5.11 3.70 2.98 2.41 2.07 1.76 1.53 1.34 1.12 .88 .65 .46

5.03 3.66 2.86 2.36 1.96 1.71 1.49 1.30 1.08 .84 .61 .43

3.59 2.78 2.28 1.94 1.61 1.44 1.25 1.03 .79 .58

3.54 2.76 2.25 1.88 1.60 1.42 1.19 .98 .75 .56

8.47 3.51 2.74 2.23 1.87 1.61 1.37 1.14 .93 .71 .55

8.56 3.54 2.74 2.23 1.87 1.58 1.31 1.10 .89 .70

11.31d 8.71 3.61 2.77 2.26 1.84 1.52 1.27 1.08 .88

5.21 3.70 2.82 2.22 1.79 1.48 1.25 1.06

9.19 5.35 3.69 2.77 2.18 1.77 1.48 1.25

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.96

1.66

1.69 1.40

1.70 1.42 1.18

1.67 1.41 1.19 .97

1.94 1.63 1.37 1.17 .98

2.26 1.85 1.58 1.33 1.14 .96 .74

2.57 2.11 1.76 1.51 1.28 1.11 .93 .73

2.47 1.95 1.66 1.42 1.22 1.06 .89 .70 .53

2.38 1.82 1.54 1.34 1.16 1.02 .83 .67 .51

2.25 1.75 1.43 1.27 1.11 .96 .79 .63 .49

2.88 2.13 1.63 1.34 1.20 1.05 .89 .73 .59 .47

3.81 2.67 2.00 1.55 1.27 1.13 1.00 .84 .69 .56 .45

3.48 2.49 1.87 1.46 1.22 1.08 .95 .79 .65 .53 .43

2.05d 3.23 2.33 1.77 1.40 1.18 1.07 .89 .75 .62 .51 .42

3.14d 2.10d 2.24 1.71 1.35 1.17 1.02 .86 .73 .60 .50 .42

2.69d 2.19 1.67 1.36 1.16 1.02 .84 .70 .59 .50

2.89 2.17 1.68 1.37 1.17 1.01 .84 .70 .59 .50

2.93 2.19 1.74 1.40 1.18 1.02 .85 .71 .61 .54

3.02 2.22 1.75 1.43 1.20 1.04 .88 .74 .64

3.06 2.27 1.79 1.46 1.23 1.07 .92 .79

4.60 3.14 2.34 1.84 1.51 1.28 1.11 .99

8.24 4.76 3.26 2.44 1.92 1.58 1.34 1.18

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 8lU

Configuration: Rail -100..150mm Unlocked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020
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Up Cant Dn Cant Safety Factor: 67%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 115-125°
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(m)
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Rail-Ability Ltd RACD-10000609

235
225 Stafford, ST16 3HS
125 4
135 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.17

1.84

1.88 1.56

1.88 1.60 1.32

2.19 1.85 1.61 1.36 1.11

2.15 1.84 1.59 1.38 1.14

2.48 2.11 1.81 1.59 1.39 1.16 .92

2.91 2.41 2.06 1.79 1.57 1.39 1.16 .93

2.81 2.36 2.01 1.76 1.55 1.38 1.17 .94 .68

2.75 2.30 1.99 1.74 1.53 1.38 1.15 .93 .68

2.71 2.26 1.91 1.71 1.53 1.38 1.14 .91 .67

3.30 2.69 2.26 1.94 1.71 1.52 1.36 1.13 .90 .66

4.29 3.23 2.68 2.25 1.93 1.68 1.54 1.33 1.10 .87 .65

4.29 3.30 2.65 2.25 1.96 1.73 1.51 1.29 1.08 .83 .62

5.60 4.12 3.24 2.69 2.23 1.95 1.68 1.47 1.25 1.04 .80 .60

5.55 4.02 3.16 2.57 2.20 1.85 1.64 1.44 1.20 1.01 .77 .58

5.52 3.93 3.08 2.51 2.14 1.82 1.60 1.39 1.16 .96 .74

9.63d 3.91 3.03 2.48 2.07 1.78 1.58 1.33 1.12 .92 .71

3.89 3.03 2.45 2.07 1.79 1.52 1.28 1.09 .89 .70

5.52 3.92 3.03 2.46 2.07 1.76 1.46 1.24 1.06 .87

3.97 3.06 2.49 2.05 1.70 1.42 1.21 1.05

12.45t 5.74 4.07 3.11 2.45 2.00 1.66 1.40 1.21

9.92 5.83 4.05 3.05 2.42 1.97 1.65 1.41

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.14

1.81

1.86 1.54

1.85 1.56 1.31

2.19 1.84 1.55 1.31 1.10

2.12 1.78 1.52 1.30 1.11

2.46 2.04 1.72 1.49 1.27 1.10 .90

2.81 2.32 1.95 1.65 1.43 1.23 1.08 .89

2.70 2.16 1.83 1.58 1.37 1.20 1.05 .86 .68

2.63 2.02 1.72 1.50 1.30 1.14 1.00 .83 .66

2.49 1.92 1.62 1.42 1.25 1.10 .96 .79 .64

3.18 2.35 1.84 1.52 1.34 1.19 1.06 .91 .76 .62

4.18 2.97 2.23 1.74 1.51 1.28 1.15 1.02 .86 .73 .60

3.83 2.77 2.10 1.66 1.40 1.24 1.11 .98 .83 .70 .58

2.21d 3.58 2.62 2.01 1.60 1.36 1.20 1.07 .94 .79 .67 .57

3.27d 2.27d 2.51 1.95 1.56 1.34 1.18 1.05 .91 .78 .66 .57

4.06d 2.86d 2.47 1.90 1.57 1.34 1.18 1.04 .89 .76 .66

3.27 2.45 1.92 1.58 1.36 1.17 1.05 .90 .77 .67

3.10d 2.48 1.94 1.61 1.36 1.18 1.05 .90 .78 .70

3.38 2.51 1.97 1.64 1.38 1.20 1.06 .93 .82

3.42 2.55 2.02 1.66 1.41 1.23 1.09 .98

5.09 3.50 2.62 2.08 1.71 1.46 1.27 1.14

9.01 5.24 3.62 2.73 2.17 1.79 1.52 1.35

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 8mU

Configuration: Rail -100..150mm Unlocked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020
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Up Cant Dn Cant Safety Factor: 67%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 125-135°
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(m)
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Rail-Ability Ltd RACD-10000609

225
215 Stafford, ST16 3HS
135 4
145 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.42

2.05

2.10 1.75

2.10 1.80 1.49

2.44 2.07 1.81 1.53 1.27

2.39 2.06 1.80 1.55 1.30

2.77 2.35 2.02 1.77 1.57 1.31 1.09

3.25 2.71 2.31 2.00 1.75 1.57 1.31 1.10

3.16 2.65 2.27 1.97 1.74 1.56 1.32 1.11 .88

3.09 2.60 2.24 1.95 1.73 1.56 1.31 1.10 .88

3.04 2.55 2.20 1.94 1.72 1.55 1.30 1.10 .87

3.57 3.02 2.54 2.20 1.87 1.72 1.53 1.28 1.08 .86

4.78 3.70 3.01 2.51 2.18 1.93 1.74 1.49 1.25 1.06 .84

4.77 3.70 3.02 2.53 2.21 1.94 1.70 1.46 1.23 1.04 .83

6.27 4.59 3.65 2.98 2.55 2.15 1.89 1.66 1.42 1.20 1.02 .80

6.20 4.44 3.53 2.92 2.47 2.09 1.85 1.63 1.37 1.16 .99 .78

6.14 4.43 3.48 2.86 2.41 2.05 1.82 1.57 1.32 1.13 .96

4.35 3.43 2.80 2.34 2.04 1.79 1.52 1.29 1.11 .93

10.15 4.38 3.41 2.79 2.20 2.03 1.73 1.47 1.26 1.09

11.20d 10.21 4.38 3.41 2.78 2.35 1.99 1.68 1.43 1.23 1.08

6.24 4.45 3.45 2.82 2.32 1.93 1.64 1.41 1.22

6.40 4.54 3.47 2.76 2.27 1.90 1.61 1.39

10.89 6.48 4.54 3.44 2.73 2.25 1.89 1.62

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.39

2.03

2.07 1.73

2.07 1.75 1.48

2.43 2.05 1.74 1.49 1.26

2.36 2.01 1.71 1.47 1.27

2.72 2.31 1.98 1.68 1.45 1.25 1.08

3.12 2.58 2.19 1.87 1.61 1.41 1.23 1.08

3.04 2.43 2.07 1.80 1.56 1.36 1.20 1.06 .87

2.93 2.29 1.96 1.71 1.50 1.32 1.17 1.03 .87

2.85 2.21 1.86 1.64 1.44 1.27 1.13 1.01 .84

3.53 2.67 2.12 1.76 1.57 1.38 1.23 1.10 .97 .82

4.59 3.34 2.55 2.02 1.69 1.50 1.34 1.19 1.08 .94 .80

4.29 3.16 2.42 1.93 1.64 1.47 1.30 1.16 1.05 .92 .78

2.53d 4.07 3.00 2.33 1.87 1.60 1.44 1.26 1.14 1.03 .89 .77

3.60d 3.94 2.91 2.26 1.84 1.58 1.42 1.25 1.12 1.02 .88 .77

4.35d 3.04d 2.85 2.23 1.84 1.58 1.38 1.23 1.11 1.00 .87

3.49d 2.84 2.24 1.86 1.59 1.39 1.23 1.11 1.00 .89

3.35d 2.85 2.26 1.88 1.60 1.40 1.24 1.12 1.02

3.85 2.89 2.29 1.91 1.62 1.42 1.25 1.14 1.04

5.64 3.91 2.94 2.34 1.94 1.65 1.44 1.28 1.17

5.74 3.98 3.01 2.40 1.99 1.70 1.49 1.33

9.99 5.92 4.12 3.11 2.48 2.07 1.77 1.57

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 8nU

Configuration: Rail -100..150mm Unlocked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

6

Up Cant Dn Cant Safety Factor: 67%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 135-145°

0

5.5

5

4.5

4

3.5

3

2.5

2

1.5

1

0.5

6.5

-0.5

-1

-1.5

-2

-2.5

-3

-3.5

Minimum Loads (t)
(m)

7.5

7

0.5

6

5.5

5

4.5

4

3.5

3

2.5

2

1.5

1

-3

-3.5

0

-0.5

-1

-1.5

-2

-2.5

Issue 1

Uncontrolled when printed.

mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk


Rail-Ability Ltd RACD-10000609

215
205 Stafford, ST16 3HS
145 4
155 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.95

3.01 2.52

2.57 2.17

3.00 2.57 2.21 1.87

2.98 2.56 2.22 1.90 1.61

3.45 2.93 2.54 2.22 1.93 1.64

4.07 3.39 2.89 2.50 2.20 1.94 1.65 1.41

3.96 3.31 2.83 2.48 2.19 1.94 1.66 1.42

3.87 3.25 2.80 2.44 2.16 1.95 1.66 1.42 1.22

3.80 3.17 2.77 2.42 2.16 1.94 1.65 1.42 1.22

4.59 3.76 3.17 2.69 2.41 2.14 1.92 1.64 1.41 1.21

4.56 3.74 3.15 2.71 2.40 2.15 1.90 1.63 1.39 1.20

5.86 4.48 3.69 3.15 2.72 2.40 2.15 1.87 1.59 1.37 1.19

5.29d 5.81 4.54 3.61 3.14 2.72 2.41 2.11 1.83 1.57 1.36 1.18

6.92d 5.69 4.48 3.64 3.14 2.68 2.36 2.08 1.79 1.54 1.34 1.17

7.63 5.55 4.38 3.63 3.07 2.59 2.31 2.04 1.75 1.51 1.31 1.15

7.60 5.42 4.33 3.55 3.01 2.60 2.27 1.98 1.70 1.48 1.29

5.42 4.26 3.51 2.97 2.56 2.25 1.93 1.66 1.45 1.28

5.44 4.26 3.48 2.95 2.55 2.19 1.88 1.63 1.43

7.62 5.47 4.25 3.48 2.95 2.50 2.14 1.84 1.61 1.42

12.08d 12.65 5.51 4.29 3.51 2.91 2.45 2.10 1.82 1.60

7.82 5.62 4.32 3.46 2.86 2.42 2.08 1.81

13.10 7.95 5.62 4.30 3.44 2.85 2.41 2.08

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.92

3.01 2.50

2.54 2.15

3.00 2.54 2.17 1.86

2.95 2.51 2.16 1.87 1.60

3.44 2.90 2.47 2.12 1.85 1.61

4.04 3.32 2.84 2.40 2.08 1.82 1.60 1.40

3.83 3.19 2.71 2.34 2.04 1.78 1.58 1.39

3.74 3.05 2.60 2.26 1.98 1.74 1.54 1.38 1.22

3.62 2.89 2.48 2.17 1.91 1.69 1.51 1.35 1.21

4.59 3.51 2.81 2.38 2.09 1.85 1.65 1.48 1.33 1.19

4.39 3.37 2.70 2.29 2.02 1.80 1.61 1.45 1.30 1.18

5.67 4.18 3.24 2.61 2.21 1.97 1.75 1.58 1.42 1.28 1.17

5.29d 5.34 4.00 3.12 2.53 2.17 1.91 1.72 1.54 1.39 1.27 1.15

4.98d 5.10d 3.85 3.03 2.46 2.13 1.88 1.68 1.52 1.37 1.25 1.15

4.07d 4.99d 3.76 2.96 2.44 2.11 1.86 1.66 1.50 1.36 1.24 1.15

4.65d 3.36d 3.69 2.93 2.45 2.18 1.86 1.65 1.49 1.35 1.24

3.68d 3.68 2.94 2.45 2.10 1.85 1.65 1.49 1.35 1.25

4.88 3.69 2.96 2.47 2.13 1.86 1.65 1.49 1.37

4.91 3.73 2.99 2.50 2.14 1.87 1.67 1.51 1.39

4.96 3.79 3.04 2.54 2.17 1.90 1.70 1.54

7.19 5.06 3.85 3.10 2.59 2.22 1.95 1.75

12.06t 7.38 5.19 3.97 3.19 2.67 2.29 2.04

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 8oU

Configuration: Rail -100..150mm Unlocked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

6

Up Cant Dn Cant Safety Factor: 67%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 145-155°
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Rail-Ability Ltd RACD-10000609

205
195 Stafford, ST16 3HS
155 4
165 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.22

4.28 3.63

4.26 3.69 3.16

4.25 3.69 3.20 2.76

4.23 3.67 3.22 2.80 2.43

4.91 4.18 3.65 3.21 2.82 2.46

5.78 4.83 4.15 3.60 3.19 2.83 2.47 2.16

5.63 4.74 4.10 3.58 3.18 2.84 2.48 2.17

5.55 4.64 4.06 3.56 3.15 2.83 2.47 2.17

5.49 4.65 4.02 3.53 3.15 2.82 2.47 2.17 1.91

6.65 5.46 4.60 3.99 3.52 3.14 2.82 2.46 2.16 1.91

6.45 5.42 4.57 3.98 3.51 3.13 2.78 2.43 2.14 1.90

8.42 6.60 5.38 4.58 3.96 3.51 3.11 2.76 2.41 2.13 1.89

5.59d 8.31 6.52 5.31 4.57 3.96 3.47 3.09 2.72 2.39 2.10 1.87

7.11d 8.20 6.48 5.31 4.42 3.90 3.45 3.06 2.67 2.35 2.09 1.86

9.02d 8.12 6.40 5.28 4.48 3.88 3.41 3.02 2.63 2.32 2.06

11.05 7.97 6.34 5.20 4.38 3.84 3.36 2.96 2.59 2.29 2.04

10.06t 8.01 6.28 5.17 4.39 3.80 3.35 2.90 2.55 2.26 2.03

13.69d 10.96 8.00 6.26 5.15 4.37 3.79 3.28 2.86 2.52 2.24

8.02 6.27 5.14 4.36 3.74 3.22 2.82 2.50 2.23

12.21t 8.05 6.31 5.18 4.32 3.68 3.19 2.80 2.49

11.32 8.16 6.34 5.13 4.28 3.65 3.17 2.80

11.96t 18.19 11.41 8.17 6.31 5.11 4.26 3.65 3.18

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.18

4.26 3.61

4.26 3.64 3.14

4.24 3.64 3.16 2.75

4.20 3.62 3.14 2.76 2.42

4.87 4.13 3.57 3.13 2.75 2.43

5.72 4.75 4.05 3.52 3.07 2.72 2.42 2.15

5.53 4.62 3.94 3.43 3.02 2.68 2.39 2.14

5.39 4.46 3.84 3.36 2.96 2.64 2.36 2.13

5.28 4.33 3.74 3.27 2.90 2.59 2.33 2.10 1.90

6.61 5.18 4.22 3.62 3.20 2.83 2.55 2.29 2.08 1.89

6.39 5.04 4.11 3.55 3.13 2.78 2.50 2.26 2.06 1.88

6.71d 6.16 4.89 4.03 3.45 3.06 2.73 2.47 2.24 2.04 1.86

5.31d 5.51d 5.83d 4.78 3.95 3.40 3.03 2.69 2.43 2.21 2.02 1.85

5.05d 5.11d 5.46d 4.68 3.87 3.37 2.99 2.67 2.41 2.19 2.00 1.85

4.34d 4.99d 5.15d 4.62 3.86 3.35 2.97 2.64 2.39 2.18 1.99

4.96d 3.70d 5.15d 4.58 3.85 3.34 2.94 2.63 2.38 2.17 1.99

4.10d 5.05d 4.60 3.86 3.35 2.95 2.64 2.38 2.17 2.00

5.85d 5.69 4.66 3.91 3.35 2.95 2.64 2.39 2.18

7.43 5.73 4.66 3.91 3.38 2.97 2.65 2.40 2.21

7.48 5.78 4.70 3.95 3.41 3.00 2.68 2.44

10.62 7.59 5.86 4.76 4.00 3.46 3.04 2.73

7.61t 12.23t 10.83 7.73 5.98 4.86 4.09 3.54 3.16

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 8pU

Configuration: Rail -100..150mm Unlocked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

6

Up Cant Dn Cant Safety Factor: 67%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 155-165°
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Rail-Ability Ltd RACD-10000609

195
145 Stafford, ST16 3HS
165 4
215 356

50
310 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

5.97s 4.80d

5.59s 5.61s 5.27d

5.43s 5.44s 5.40t 5.00d

5.56s 5.41s 5.38s 5.08t 4.50d

5.74d 5.62s 5.55s 5.41t 5.07s 4.83t

6.13s 6.17s 5.72s 5.47t 5.10s 4.81t 4.53d

7.24d 7.32s 6.64s 6.13t 5.60t 5.17t 4.83t 4.59t

8.30s 8.29s 7.18t 6.36t 5.75t 5.27t 4.89t 4.62t 4.30t

7.99s 8.78s 7.66t 6.65t 5.94t 5.39t 4.98t 4.67t 4.42t

8.19s 9.02s 8.24t 7.03t 6.17t 5.56t 5.10t 4.75t 4.51t

9.13s 9.53s 9.05t 7.48t 6.46t 5.75t 5.23t 4.84t 4.59t

9.03t 10.03d 10.18s 9.86t 7.99t 6.77t 5.97t 5.39t 4.96t 4.68t 3.84d

6.53d 9.28t 10.66s 10.55s 10.24s 8.48t 7.11t 6.21t 5.57t 5.10t 4.79t 3.91d

7.18d 9.95d 11.32d 11.11s 10.49s 9.05t 7.47t 6.47t 5.76t 5.25t 4.90d

6.90d 8.47d 11.29d 12.49s 11.67s 10.74s 9.49s 7.83t 6.73t 5.96t 5.41t 5.03t

7.78d 10.26d 13.04d 13.53s 12.24s 10.93s 9.54s 8.18t 7.00t 6.17t 5.59t 5.11t

12.42d 15.52d 14.50s 12.74s 10.97s 9.56s 8.48s 7.27t 6.39t 5.79t 5.10t

10.35d 11.88d 17.84s 15.24s 12.90s 11.01s 9.60s 8.52s 7.54t 6.63t 5.98t

14.55d 19.11s 15.65s 12.88s 11.08s 9.66s 8.58s 7.72s 6.88t 5.96t

17.67d 19.81s 15.77s 13.06s 11.16s 9.76s 8.69s 7.74s 6.67s

26.84s 20.04s 15.94s 13.26s 11.35s 9.86s 8.55s 7.27s 5.78s

20.16d 27.07s 20.32s 16.09s 13.23s 11.11s 9.34s 7.74s

12.50t 21.28t 25.48s 18.99s 14.96s 12.11s 9.90s

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.70d 4.75d

5.14s 4.21d 4.26d

5.16s 4.35s 3.95d 4.00d

5.10s 4.60s 3.75s 3.66d 3.69d

5.74d 5.20s 4.34s 3.77s 3.51d 3.59d

5.96s 5.15s 4.29s 3.74s 3.56d 3.41d 3.43d

7.14d 5.85s 4.93s 4.27s 3.73s 3.29s 3.38d 3.35d

7.02s 5.75s 4.86s 4.21s 3.70s 3.28s 3.42d 3.31d 3.33d

7.05s 5.98s 4.97s 4.16s 3.68s 3.28s 3.34d 3.34d 3.30d

6.92s 5.75s 5.03s 4.27s 3.65s 3.21t 3.75d 3.32d 3.31d

6.87s 5.53s 4.86s 4.12s 3.86s 2.56t 3.42d 3.41d 3.34d

8.17t 7.19s 5.66s 4.69s 4.09s 3.66t 2.74t 3.64d 3.57d 3.39d 3.38d

6.53d 6.52d 6.86d 5.22t 4.70t 3.53t 2.97t 2.76t 3.72d 3.58d 3.47d 3.43d

5.44d 5.59d 4.83t 4.06t 3.89t 3.51t 3.03t 2.92t 3.73d 3.71d 3.56d

4.98d 5.01d 5.26d 5.46d 4.95t 3.90t 3.50t 3.24t 3.24t 4.09d 3.96d 3.66d

5.17d 5.51d 5.03d 5.24d 5.55t 4.84t 4.66t 3.64t 4.00t 4.15d 4.03d 3.88d

5.00d 4.99d 5.14d 5.79t 4.99t 4.20t 3.88t 4.78d 4.53d 4.14d 3.99d

5.10d 6.14d 6.88t 5.39t 4.70t 4.98t 5.33d 4.65d 4.37d

6.76d 7.70d 7.61t 6.15t 5.56t 5.95d 5.41d 4.89d 4.56d

9.35d 10.78d 9.00t 7.25t 8.11d 6.74d 5.81d 5.14d

12.00d 12.69d 12.56s 10.43s 9.21s 8.19s 7.10d 6.04d 5.28d

15.07d 16.00d 15.94s 12.79s 10.60s 9.04s 7.81s 6.94s

8.92t 15.22t 21.73s 16.18s 12.97s 10.64s 9.11s

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 8qU

Configuration: Rail -100..150mm Unlocked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

6

Up Cant Dn Cant Safety Factor: 87%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 165-215°
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Rail-Ability Ltd RACD-10000609

145
135 Stafford, ST16 3HS
215 4
225 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

6.08s 5.26

5.28 4.50 3.84

5.29 4.53 3.91 3.37

5.27 4.53 3.94 3.42 2.97

5.75d 5.25 4.50 3.95 3.45 3.01

6.15d 5.20 4.49 3.93 3.47 3.03 2.66

7.29 6.06 5.14 4.45 3.90 3.48 3.04 2.68

7.22 5.99 5.07 4.40 3.89 3.47 3.05 2.68 2.37

7.10 5.88 5.04 4.37 3.87 3.46 3.05 2.68 2.38

7.03 5.83 4.98 4.36 3.84 3.45 3.04 2.68 2.37

7.00 5.82 4.96 4.34 3.78 3.42 3.02 2.66 2.36

8.61 6.96 5.75 4.93 4.32 3.81 3.39 3.00 2.65 2.35 2.10

7.56t 8.52 6.85 5.73 4.91 4.27 3.77 3.36 2.98 2.63 2.34 2.09

7.43d 8.43 6.78 5.57t 4.83 4.23 3.74 3.33 2.95 2.60 2.32

6.85d 8.55d 8.42 6.74 5.59 4.68 4.16 3.71 3.31 2.90 2.57 2.30

8.16d 10.34d 8.34 6.70 5.54 4.77 4.15 3.68 3.26 2.87 2.55 2.28

10.94 8.27 6.62 5.54 4.75 4.14 3.66 3.20 2.83 2.52 2.27

10.93 8.22 6.59 5.49 4.69 4.11 3.61 3.16 2.80 2.50

10.90 8.20 6.57 5.47 4.69 4.08 3.55 3.12 2.77 2.48

10.93 8.21 6.57 5.47 4.70 4.02 3.50 3.09 2.75

16.46 11.01 8.26 6.61 5.49 4.62 3.97 3.47 3.07 2.75

16.59 11.13 8.35 6.61 5.43 4.59 3.94 3.46

12.56t 16.78t 11.20 8.29 6.55 5.40 4.57

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

6.07s 4.72d

5.07s 4.22d 3.82

5.21s 4.32s 3.86d 3.35

5.05s 4.32s 3.71d 3.38 2.95

5.75d 5.02s 4.31s 3.73s 3.37 2.98

6.08s 4.96s 4.38s 3.73s 3.35 2.98 2.64

7.05s 5.81s 4.90s 4.23s 3.76 3.32 2.95 2.65

6.92s 5.69s 4.84s 4.22 3.68s 3.27s 2.92 2.62 2.36

6.77s 5.63s 4.76 4.14 3.63 3.22 2.88 2.60 2.35

6.69s 5.52 4.62 4.03 3.56 2.77t 2.85 2.57 2.33

6.74 5.40 4.56 3.93 3.49 2.74t 2.80 2.54 2.31

8.15t 6.59 5.30 4.40 3.85 3.44 2.64t 2.76 2.51 2.29 2.10

6.51d 6.53d 5.80t 5.04t 4.32 3.40t 2.96t 2.76t 2.73 2.48 2.27 2.09

5.35d 5.60d 4.81t 4.04t 3.72t 3.61t 3.13t 2.92t 2.70 2.46 2.26

5.51d 5.01d 5.18d 5.48d 4.99 3.88t 3.48t 3.23t 2.95 2.68 2.44 2.24

5.10d 5.51d 5.03d 5.25d 4.94 4.20 3.67 3.28 2.94 2.66 2.44 2.24

4.99d 4.98d 5.30d 4.93 4.20 3.68 3.25 2.93 2.65 2.43 2.24

5.12d 5.04d 5.82d 4.93 4.23 3.68 3.26 2.93 2.65 2.43

7.64d 6.92d 6.02 4.97 4.22 3.68 3.26 2.93 2.66 2.45

9.25d 7.66 6.06 4.99 4.25 3.70 3.28 2.95 2.68

10.41 7.74 6.11 5.04 4.29 3.73 3.31 2.98 2.75

15.23d 10.52 7.82 6.19 5.11 4.35 3.79 3.37

9.14t 15.68t 10.73 7.98 6.32 5.23 4.48

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 8MU

Configuration: Rail -100..150mm Unlocked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

6

Up Cant Dn Cant Safety Factor: 67%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 215-225°
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Rail-Ability Ltd RACD-10000609

135
125 Stafford, ST16 3HS
225 4
235 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.89 4.02

4.08 3.43 2.89

4.07 3.49 2.96 2.52

4.06 3.49 3.00 2.57 2.20

4.81 4.04 3.47 3.03 2.60 2.24

5.69d 4.73 3.99 3.45 3.02 2.63 2.26 1.96

5.66 4.68 3.97 3.40 3.00 2.64 2.28 1.98

5.55 4.61 3.91 3.38 2.97 2.65 2.29 1.99 1.73

5.48 4.54 3.87 3.36 2.97 2.65 2.29 1.99 1.73

5.39 4.49 3.84 3.34 2.95 2.64 2.28 1.98 1.73

6.69 5.35 4.44 3.79 3.31 2.92 2.62 2.26 1.97 1.72

6.63 5.32 4.42 3.78 3.31 2.94 2.59 2.24 1.95 1.71

7.38t 6.55 5.22 4.42 3.76 3.30 2.90 2.56 2.22 1.93 1.69

7.67d 6.49 5.24 4.35 3.74 3.24 2.85 2.53 2.19 1.91 1.68

7.11d 8.34 6.36 5.14 4.30 3.67 3.20 2.81 2.48 2.15 1.88 1.66

8.49d 8.22 6.17 5.04 4.19 3.60 3.15 2.77 2.43 2.11 1.85 1.64

8.16 6.18 4.97 4.16 3.56 3.10 2.74 2.38 2.07 1.83 1.63

12.01 8.10 6.14 4.93 4.11 3.52 3.07 2.68 2.33 2.04 1.81

8.14 6.11 4.90 4.09 3.51 3.04 2.62 2.28 2.01 1.79

12.13 8.15 6.13 4.89 4.09 3.51 2.98 2.58 2.26 1.99

13.58d 8.21 6.16 4.94 4.09 3.43 2.94 2.54 2.24

12.43 8.33 6.26 4.93 4.03 3.39 2.91 2.54

12.90t 12.55 8.36 6.22 4.89 4.01 3.38

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.86 3.98

4.05 3.40 2.87

4.06 3.43 2.93 2.50

4.03 3.42 2.94 2.54 2.19

4.77 3.99 3.38 2.91 2.54 2.22

5.69d 4.67 3.94 3.32 2.87 2.52 2.21 1.95

5.55 4.54 3.80 3.26 2.82 2.48 2.19 1.95

5.42 4.38 3.69 3.17 2.77 2.43 2.16 1.93 1.72

5.29 4.20 3.56 3.08 2.70 2.39 2.13 1.91 1.71

5.18 4.12 3.43 2.99 2.63 2.34 2.09 1.87 1.69

6.64 5.05 4.01 3.31 2.91 2.56 2.28 2.05 1.85 1.67

6.43 4.90 3.91 3.21 2.85 2.50 2.23 2.01 1.82 1.66

6.49d 6.17 4.73 3.79 3.13 2.75 2.45 2.19 1.98 1.80 1.64

5.35d 5.61d 4.57 3.69 3.07 2.70 2.40 2.15 1.95 1.78 1.62

5.45d 5.01d 5.27d 4.46 3.61 3.04 2.66 2.37 2.13 1.93 1.75 1.61

5.09d 5.60d 5.03d 4.39 3.56 3.02 2.67 2.35 2.11 1.91 1.74 1.60

5.04d 4.98d 4.34 3.54 3.03 2.64 2.34 2.10 1.91 1.74 1.61

5.00d 5.13d 4.35 3.56 3.04 2.64 2.34 2.10 1.90 1.75

5.58 4.36 3.59 3.05 2.65 2.34 2.11 1.91 1.76

7.56 5.59 4.41 3.61 3.07 2.67 2.36 2.12 1.93

7.65 5.64 4.46 3.67 3.11 2.70 2.39 2.15

11.65 7.76 5.75 4.53 3.74 3.17 2.76 2.46

9.37t 11.92 7.95 5.90 4.66 3.85 3.30

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 8LU

Configuration: Rail -100..150mm Unlocked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

6

Up Cant Dn Cant Safety Factor: 67%

Maximum Loads (t)
(m)

7.5
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6.5

Sector: 225-235°
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Rail-Ability Ltd RACD-10000609

125
115 Stafford, ST16 3HS
235 4
245 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.12 3.37

4.13 3.44 2.87 2.40

3.45 2.93 2.47 2.09

4.12 3.44 2.94 2.52 2.13 1.81

4.07 3.41 2.93 2.54 2.17 1.85

4.91 4.01 3.39 2.91 2.53 2.19 1.87 1.60

6.06 4.81 3.95 3.34 2.89 2.51 2.21 1.89 1.62

4.70 3.89 3.28 2.86 2.49 2.21 1.89 1.63 1.40

4.61 3.83 3.18 2.82 2.49 2.21 1.90 1.63 1.40

4.51 3.78 3.22 2.73 2.47 2.21 1.88 1.62 1.40

4.50 3.74 3.18 2.79 2.47 2.19 1.87 1.61 1.39

5.55 4.41 3.72 3.17 2.78 2.47 2.16 1.85 1.60 1.38

7.26 5.55 4.46 3.68 3.17 2.78 2.43 2.12 1.82 1.57 1.37

7.02 5.43 4.42 3.69 3.08 2.72 2.37 2.09 1.80 1.55 1.35

7.05d 6.87 5.29 4.29 3.57 3.04 2.66 2.34 2.05 1.76 1.52 1.33

8.76d 6.80 5.19 4.19 3.51 2.98 2.61 2.29 2.00 1.72 1.50 1.32

6.76 5.10 4.12 3.45 2.95 2.57 2.26 1.95 1.68 1.48 1.30

6.73 5.07 4.08 3.40 2.91 2.54 2.20 1.90 1.65 1.45

12.54t 6.70 5.06 4.06 3.38 2.89 2.52 2.15 1.86 1.63 1.44

6.72 5.07 4.05 3.38 2.89 2.45 2.10 1.83 1.61

6.77 5.10 4.08 3.39 2.82 2.40 2.07 1.82

10.24 6.87 5.19 4.08 3.32 2.79 2.37 2.06

12.92t 10.35 6.90 5.12 4.03 3.30 2.77

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.09 3.34

4.13 3.41 2.85 2.39

3.42 2.87 2.44 2.07

4.12 3.40 2.87 2.45 2.10 1.80

4.04 3.35 2.83 2.43 2.11 1.83

4.86 3.93 3.30 2.78 2.39 2.08 1.83 1.59

6.06 4.65 3.80 3.18 2.72 2.35 2.05 1.80 1.59

4.52 3.65 3.07 2.63 2.29 2.01 1.77 1.57 1.39

4.43 3.48 2.96 2.55 2.23 1.96 1.73 1.55 1.38

4.30 3.42 2.82 2.45 2.16 1.91 1.70 1.52 1.37

4.18 3.30 2.76 2.38 2.09 1.86 1.66 1.49 1.34

5.31 4.02 3.18 2.60 2.32 2.03 1.81 1.62 1.47 1.33

6.65d 5.07 3.87 3.08 2.52 2.22 1.97 1.77 1.60 1.44 1.31

5.45d 4.85 3.72 2.98 2.46 2.17 1.93 1.73 1.56 1.42 1.29

5.51d 5.01d 4.68 3.61 2.91 2.44 2.14 1.90 1.71 1.54 1.40 1.28

5.08d 5.56d 4.56 3.53 2.86 2.42 2.12 1.88 1.69 1.53 1.39 1.28

5.91 4.49 3.49 2.84 2.42 2.11 1.87 1.68 1.52 1.39 1.28

5.05d 4.47 3.49 2.87 2.45 2.11 1.87 1.67 1.52 1.39

6.13 4.49 3.51 2.88 2.44 2.12 1.87 1.68 1.53 1.41

6.15 4.54 3.55 2.91 2.47 2.14 1.89 1.70 1.55

6.22 4.59 3.62 2.96 2.50 2.17 1.92 1.73

9.55 6.33 4.69 3.69 3.03 2.57 2.23 1.99

9.48t 9.78 6.52 4.84 3.81 3.15 2.70

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 8KU

Configuration: Rail -100..150mm Unlocked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

6

Up Cant Dn Cant Safety Factor: 67%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 235-245°

0

5.5

5

4.5

4

3.5

3

2.5

2

1.5
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0.5

6.5
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-1.5

-2
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Minimum Loads (t)
(m)

7.5

7

0.5

6

5.5

5

4.5

4

3.5

3

2.5

2

1.5

1

-3

-3.5

0

-0.5
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Rail-Ability Ltd RACD-10000609

115
105 Stafford, ST16 3HS
245 4
255 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.67 2.98

3.71 3.06 2.54 2.11

3.70 3.07 2.60 2.18 1.82

3.67 3.07 2.61 2.23 1.87 1.57

3.62 3.05 2.60 2.25 1.91 1.61

4.38 3.57 3.01 2.58 2.25 1.93 1.64 1.38

5.39 4.28 3.52 2.98 2.55 2.24 1.95 1.65 1.40

4.18 3.46 2.92 2.53 2.22 1.95 1.66 1.41 1.20

4.10 3.40 2.82 2.50 2.20 1.96 1.66 1.41 1.20

4.02 3.35 2.86 2.48 2.20 1.95 1.65 1.41 1.20

4.89 3.95 3.31 2.81 2.47 2.19 1.93 1.64 1.40 1.20

4.88 3.95 3.26 2.80 2.46 2.17 1.91 1.61 1.38 1.19

6.41 4.89 3.83 3.29 2.82 2.47 2.15 1.88 1.59 1.36 1.17

6.16 4.80 3.86 3.21 2.78 2.40 2.10 1.84 1.56 1.34 1.15

7.32d 6.01 4.62 3.78 3.17 2.70 2.30 2.05 1.79 1.53 1.31 1.13

8.00 5.95 4.50 3.67 3.07 2.64 2.23 2.01 1.74 1.49 1.29 1.12

5.90 4.48 3.60 3.01 2.58 2.25 1.98 1.69 1.45 1.26 1.10

8.67 5.83 4.43 3.56 2.97 2.53 2.22 1.92 1.64 1.42 1.24

12.72d 8.67 4.42 3.55 2.95 2.53 2.20 1.87 1.60 1.40 1.23

5.88 4.41 3.54 2.96 2.53 2.13 1.82 1.57 1.38

5.94 4.46 3.57 2.96 2.46 2.08 1.79 1.56

8.90 6.04 4.53 3.57 2.90 2.42 2.06 1.78

12.91t 9.05 6.07 4.49 3.52 2.87 2.40

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.64 2.96

3.70 3.03 2.52 2.09

3.70 3.04 2.55 2.15 1.81

3.66 3.01 2.54 2.16 1.84 1.57

3.59 2.98 2.52 2.15 1.85 1.59

4.33 3.50 2.90 2.46 2.11 1.83 1.59 1.37

5.36 4.13 3.38 2.81 2.40 2.06 1.79 1.57 1.37

4.00 3.21 2.71 2.32 2.00 1.75 1.54 1.36 1.19

3.91 3.05 2.59 2.23 1.94 1.70 1.50 1.34 1.18

3.78 2.95 2.46 2.14 1.88 1.65 1.47 1.31 1.17

4.89 3.66 2.86 2.33 2.05 1.81 1.60 1.43 1.28 1.15

4.68 3.50 2.74 2.23 1.96 1.75 1.55 1.40 1.25 1.13

6.27 4.45 3.37 2.65 2.15 1.96 1.70 1.52 1.37 1.23 1.12

5.34d 4.21 3.21 2.56 2.11 1.85 1.66 1.48 1.33 1.21 1.10

5.51d 5.01d 4.04 3.10 2.48 2.08 1.82 1.62 1.45 1.31 1.19 1.09

5.07d 5.27 3.93 3.03 2.42 2.07 1.80 1.60 1.43 1.30 1.18 1.08

5.09 3.87 2.98 2.42 2.06 1.82 1.60 1.43 1.29 1.18 1.09

4.99d 3.85 3.00 2.43 2.06 1.81 1.59 1.42 1.29 1.18

3.89 3.00 2.46 2.09 1.81 1.60 1.43 1.30 1.20

5.33 3.90 3.05 2.49 2.10 1.82 1.61 1.45 1.32

5.39 3.97 3.11 2.54 2.14 1.86 1.64 1.48

8.29 5.50 4.06 3.19 2.61 2.21 1.92 1.72

9.59t 8.55 5.70 4.20 3.32 2.73 2.34

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 8JU

Configuration: Rail -100..150mm Unlocked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

6

Up Cant Dn Cant Safety Factor: 67%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 245-255°

0
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2

1.5

1

0.5
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Minimum Loads (t)
(m)

7.5

7

0.5
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3

2.5

2

1.5

1

-3

-3.5

0

-0.5

-1

-1.5

-2

-2.5
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Rail-Ability Ltd RACD-10000609

105
95 Stafford, ST16 3HS

255 4
265 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.42 2.78

3.47 2.86 2.37 1.95

3.46 2.87 2.43 2.02 1.68

3.42 2.87 2.44 2.07 1.73 1.44

3.40 2.85 2.43 2.10 1.77 1.49

4.08 3.34 2.82 2.40 2.10 1.79 1.51 1.27

4.99 4.00 3.27 2.77 2.39 2.09 1.81 1.53 1.29

3.85 3.23 2.73 2.37 2.07 1.82 1.54 1.30 1.09

3.82 3.13 2.70 2.34 2.06 1.81 1.53 1.30 1.10

3.74 3.10 2.63 2.32 2.04 1.81 1.53 1.29 1.10

4.62 3.68 3.09 2.64 2.30 2.04 1.80 1.51 1.28 1.09

4.54 3.68 3.07 2.62 2.30 2.04 1.77 1.50 1.27 1.08

5.94 4.54 3.60 3.05 2.61 2.30 1.99 1.73 1.47 1.25 1.07

5.71 4.46 3.61 3.03 2.55 2.23 1.94 1.71 1.44 1.22 1.05

7.32d 5.57 4.26 3.49 2.91 2.45 2.17 1.90 1.66 1.40 1.20 1.03

7.77d 5.49 4.21 3.39 2.86 2.42 2.12 1.86 1.60 1.37 1.17 1.01

5.43 4.15 3.35 2.79 2.40 2.08 1.83 1.56 1.33 1.15 .99

7.98 5.43 4.11 3.31 2.76 2.36 2.06 1.77 1.51 1.30 1.13

8.03 4.08 3.28 2.73 2.33 2.03 1.72 1.47 1.27 1.11

5.45 4.10 3.27 2.74 2.34 1.96 1.67 1.44 1.26

5.47 4.12 3.31 2.74 2.27 1.92 1.64 1.43

8.33 5.60 4.21 3.30 2.67 2.22 1.89 1.63

12.75t 8.48 5.62 4.15 3.25 2.65 2.21

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.39 2.75

3.46 2.83 2.34 1.94

3.46 2.84 2.37 2.00 1.67

3.42 2.82 2.37 2.01 1.71 1.44

3.36 2.77 2.34 2.00 1.71 1.47

4.06 3.30 2.73 2.28 1.96 1.69 1.47 1.26

4.99 3.84 3.14 2.61 2.22 1.91 1.65 1.44 1.26

3.72 2.99 2.50 2.14 1.85 1.61 1.42 1.25 1.08

3.60 2.81 2.39 2.06 1.79 1.57 1.38 1.22 1.08

3.51 2.73 2.25 1.96 1.72 1.52 1.35 1.20 1.06

4.53 3.39 2.66 2.21 1.88 1.65 1.47 1.31 1.17 1.05

4.32 3.23 2.53 2.03 1.83 1.60 1.43 1.27 1.15 1.03

5.78 4.07 3.08 2.42 1.97 1.73 1.54 1.38 1.24 1.12 1.01

5.35d 3.86 2.94 2.33 1.91 1.69 1.50 1.35 1.21 1.10 .99

5.57d 5.01d 3.70 2.84 2.26 1.88 1.65 1.47 1.32 1.19 1.08 .97

5.06d 4.84 3.59 2.76 2.21 1.87 1.65 1.45 1.30 1.18 1.07 .96

4.65 3.53 2.72 2.20 1.89 1.62 1.44 1.29 1.17 1.07 .97

4.65 3.52 2.72 2.26 1.90 1.63 1.44 1.29 1.17 1.07

3.54 2.75 2.24 1.89 1.64 1.44 1.30 1.18 1.09

4.89 3.58 2.79 2.27 1.92 1.66 1.46 1.31 1.20

4.95 3.64 2.85 2.32 1.95 1.69 1.49 1.34

7.68 5.07 3.73 2.93 2.39 2.02 1.75 1.57

9.55t 7.95 5.26 3.88 3.05 2.51 2.15

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 8IU

Configuration: Rail -100..150mm Unlocked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

6

Up Cant Dn Cant Safety Factor: 67%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 255-265°
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Minimum Loads (t)
(m)

7.5
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Rail-Ability Ltd RACD-10000609

95
75 Stafford, ST16 3HS

265 4
285 356

20
340 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.36 2.73

2.82 2.32 1.91

3.41 2.82 2.39 1.98 1.65

3.37 2.83 2.40 2.03 1.70 1.41

3.34 2.80 2.39 2.07 1.73 1.46

4.02 3.28 2.77 2.36 2.06 1.76 1.48 1.24

4.94 3.93 3.22 2.73 2.34 2.05 1.78 1.50 1.26

3.80 3.18 2.68 2.32 2.03 1.79 1.50 1.27 1.07

3.72 3.08 2.65 2.30 2.02 1.78 1.50 1.27 1.07

3.66 3.06 2.59 2.28 2.01 1.77 1.50 1.27 1.07

4.51 3.63 3.01 2.59 2.23 2.00 1.77 1.48 1.25 1.07

4.48 3.60 3.02 2.57 2.25 2.01 1.74 1.47 1.24 1.06

5.84 4.46 3.55 3.00 2.57 2.25 1.95 1.70 1.44 1.22 1.04

5.61 4.38 3.55 2.98 2.50 2.19 1.90 1.67 1.41 1.20 1.02

7.32d 5.49 4.16 3.42 2.86 2.42 2.13 1.87 1.63 1.37 1.17 1.00

7.77d 5.39 4.13 3.35 2.81 2.37 2.08 1.83 1.57 1.34 1.15 .98

5.32 4.07 3.29 2.75 2.35 2.04 1.79 1.52 1.30 1.12 .95

7.86 5.32 4.03 3.24 2.70 2.31 2.01 1.74 1.48 1.27 1.10

12.58t 7.88 4.02 3.22 2.68 2.30 1.99 1.68 1.44 1.25 1.09

13.07t 5.35 4.02 3.21 2.68 2.29 1.92 1.63 1.41 1.23

5.39 4.05 3.25 2.69 2.22 1.88 1.60 1.39

8.23 5.50 4.13 3.23 2.62 2.18 1.85 1.60

12.63t 8.32 5.51 4.07 3.21 2.60 2.17

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.34 2.70

2.78 2.30 1.90

3.41 2.79 2.33 1.96 1.64

3.37 2.76 2.32 1.97 1.67 1.41

3.30 2.73 2.29 1.96 1.67 1.44

3.95 3.19 2.69 2.24 1.92 1.66 1.43 1.23

4.91 3.78 3.08 2.57 2.18 1.87 1.62 1.41 1.23

3.62 2.93 2.46 2.09 1.81 1.58 1.39 1.22 1.06

3.54 2.76 2.34 2.01 1.76 1.54 1.35 1.20 1.05

3.44 2.67 2.21 1.92 1.68 1.48 1.32 1.17 1.04

4.45 3.32 2.68 2.15 1.84 1.62 1.44 1.28 1.14 1.02

4.24 3.17 2.47 1.99 1.78 1.56 1.39 1.24 1.12 1.00

5.70 3.99 3.02 2.36 1.92 1.69 1.51 1.35 1.21 1.09 .97

5.28 3.78 2.87 2.28 1.87 1.65 1.46 1.31 1.18 1.07 .95

5.54d 5.01d 3.62 2.77 2.19 1.84 1.61 1.43 1.29 1.16 1.05 .93

5.06d 4.74 3.52 2.70 2.15 1.82 1.68 1.41 1.27 1.15 1.04 .93

4.55 3.45 2.65 2.15 1.83 1.58 1.40 1.26 1.14 1.04 .93

4.55 3.44 2.66 2.20 1.85 1.59 1.40 1.26 1.14 1.04

3.47 2.68 2.18 1.85 1.60 1.41 1.26 1.15 1.06

4.80 3.50 2.72 2.21 1.87 1.62 1.43 1.28 1.17

4.87 3.57 2.79 2.27 1.91 1.65 1.46 1.31

7.56 4.98 3.66 2.87 2.34 1.98 1.71 1.53

9.42t 7.84 5.19 3.81 3.00 2.47 2.11

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 8HU

Configuration: Rail -100..150mm Unlocked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

6

Up Cant Dn Cant Safety Factor: 67%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 265-285°
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(m)
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Rail-Ability Ltd RACD-10000609

75
65 Stafford, ST16 3HS

285 4
295 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.43 2.79

3.45 2.87 2.37 1.95

2.88 2.43 2.03 1.69

3.44 2.86 2.44 2.07 1.74 1.45

3.40 2.84 2.44 2.10 1.77 1.49

4.06 3.35 2.81 2.41 2.10 1.80 1.51 1.27

3.94 3.28 2.77 2.39 2.09 1.81 1.53 1.29

3.91 3.16 2.74 2.36 2.07 1.82 1.54 1.30 1.09

3.82 3.17 2.69 2.34 2.05 1.83 1.53 1.30 1.10

3.76 3.12 2.67 2.31 2.05 1.82 1.53 1.29 1.10

4.61 3.69 3.09 2.63 2.30 2.04 1.80 1.52 1.29 1.09

4.54 3.68 3.07 2.62 2.30 2.04 1.77 1.50 1.27 1.08

6.02 4.54 3.59 3.07 2.63 2.30 2.00 1.73 1.47 1.25 1.06

5.72 4.48 3.60 3.02 2.57 2.24 1.94 1.71 1.44 1.23 1.05

7.32d 5.58 4.26 3.49 2.92 2.42 2.18 1.90 1.66 1.41 1.20 1.03

7.77d 5.51 4.22 3.41 2.85 2.45 2.13 1.87 1.61 1.37 1.18 1.02

5.45 4.16 3.33 2.79 2.40 2.09 1.83 1.56 1.33 1.15 1.00

8.08 5.46 4.09 3.31 2.77 2.36 2.05 1.78 1.51 1.30 1.13

8.11 5.46 4.11 3.30 2.74 2.35 2.03 1.72 1.47 1.28 1.12

5.49 4.12 3.29 2.74 2.34 1.96 1.68 1.44 1.26

13.50t 8.30 5.54 4.16 3.33 2.74 2.28 1.92 1.65 1.43

8.50 5.68 4.25 3.31 2.69 2.24 1.90 1.63

12.23t 8.65 5.68 4.19 3.28 2.66 2.22

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.40 2.76

3.44 2.82 2.34 1.94

2.84 2.37 2.00 1.67

3.43 2.82 2.36 2.01 1.71 1.44

3.37 2.78 2.36 1.99 1.71 1.47

4.06 3.27 2.71 2.30 1.97 1.68 1.46 1.26

3.86 3.13 2.61 2.22 1.91 1.66 1.45 1.26

3.70 2.98 2.50 2.14 1.85 1.62 1.42 1.24 1.09

3.62 2.82 2.39 2.06 1.79 1.57 1.38 1.22 1.08

3.52 2.73 2.25 1.97 1.72 1.52 1.35 1.20 1.07

4.53 3.38 2.64 2.14 1.89 1.66 1.48 1.31 1.17 1.05

4.32 3.24 2.53 2.04 1.80 1.59 1.42 1.27 1.14 1.03

5.78 4.07 3.08 2.44 1.97 1.73 1.55 1.38 1.24 1.12 1.01

5.34d 3.86 2.94 2.33 1.91 1.69 1.50 1.35 1.21 1.10 .99

5.57d 5.01d 3.71 2.84 2.27 1.88 1.65 1.47 1.33 1.19 1.08 .98

5.07d 4.86 3.61 2.77 2.21 1.88 1.64 1.45 1.30 1.18 1.07 .97

4.68 3.55 2.73 2.21 1.88 1.63 1.45 1.30 1.17 1.07 .97

4.68 3.53 2.73 2.23 1.88 1.64 1.44 1.29 1.17 1.07

4.90 3.56 2.76 2.25 1.90 1.64 1.45 1.30 1.18 1.09

4.93 3.59 2.80 2.27 1.92 1.66 1.47 1.32 1.20

5.00 3.66 2.86 2.33 1.96 1.69 1.50 1.35

7.82 5.14 3.76 2.94 2.41 2.03 1.76 1.57

9.23t 8.12 5.32 3.92 3.08 2.53 2.17

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 8GU

Configuration: Rail -100..150mm Unlocked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

6

Up Cant Dn Cant Safety Factor: 67%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 285-295°
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2

1.5
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Minimum Loads (t)
(m)

7.5

7

0.5

6

5.5
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4.5

4

3.5

3

2.5

2

1.5

1

-3

-3.5

0

-0.5

-1

-1.5
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-2.5
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Rail-Ability Ltd RACD-10000609

65
55 Stafford, ST16 3HS

295 4
305 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.59 2.92

3.01 2.49 2.06

3.00 2.55 2.13 1.78

3.59 3.01 2.56 2.18 1.83 1.53

3.56 2.99 2.55 2.20 1.86 1.57

4.25 3.50 2.94 2.52 2.20 1.89 1.60 1.35

4.17 3.44 2.90 2.50 2.19 1.91 1.61 1.37

4.04 3.37 2.87 2.47 2.17 1.92 1.62 1.38 1.17

3.97 3.28 2.83 2.45 2.15 1.91 1.62 1.38 1.17

3.93 3.26 2.76 2.43 2.15 1.90 1.61 1.37 1.17

4.80 3.89 3.22 2.77 2.42 2.13 1.89 1.61 1.36 1.16

4.74 3.87 3.21 2.75 2.39 2.14 1.86 1.58 1.35 1.15

6.26 4.77 3.73 3.16 2.74 2.40 2.08 1.83 1.55 1.33 1.14

6.03 4.66 3.82 3.09 2.72 2.34 2.05 1.80 1.53 1.31 1.12

7.31d 5.89 4.53 3.70 3.10 2.65 2.29 2.01 1.75 1.49 1.28 1.10

7.89d 5.84 4.43 3.61 2.99 2.57 2.24 1.97 1.70 1.45 1.25 1.09

5.80 4.40 3.53 2.96 2.51 2.19 1.93 1.65 1.42 1.23 1.07

10.52d 5.75 4.36 3.49 2.92 2.50 2.17 1.88 1.60 1.39 1.21

12.31d 5.76 4.33 3.47 2.88 2.48 2.15 1.82 1.57 1.36 1.19

12.76t 8.73 5.82 4.35 3.49 2.89 2.47 2.08 1.78 1.54 1.34

5.89 4.40 3.51 2.90 2.42 2.03 1.75 1.52

9.11 6.01 4.49 3.51 2.84 2.37 2.01 1.74

11.85t 9.32 6.05 4.45 3.48 2.82 2.36

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.56 2.89

2.96 2.46 2.04

2.98 2.50 2.11 1.77

3.58 2.97 2.48 2.11 1.81 1.52

3.53 2.92 2.47 2.11 1.80 1.55

4.25 3.43 2.84 2.41 2.07 1.78 1.55 1.34

4.05 3.31 2.76 2.33 2.02 1.75 1.53 1.34

3.88 3.14 2.64 2.26 1.95 1.71 1.50 1.32 1.16

3.79 2.97 2.52 2.17 1.90 1.66 1.47 1.30 1.15

3.70 2.90 2.39 2.08 1.82 1.61 1.43 1.27 1.13

4.80 3.58 2.79 2.27 1.99 1.75 1.56 1.40 1.25 1.12

4.54 3.44 2.68 2.18 1.92 1.70 1.52 1.35 1.22 1.10

6.16 4.32 3.27 2.59 2.10 1.85 1.64 1.47 1.32 1.20 1.08

5.33d 4.11 3.14 2.49 2.05 1.81 1.60 1.44 1.30 1.17 1.07

5.57d 5.01d 3.94 3.03 2.41 2.02 1.78 1.60 1.41 1.27 1.16 1.06

5.08d 5.18 3.84 2.96 2.36 2.00 1.75 1.55 1.39 1.26 1.15 1.05

5.01 3.79 2.92 2.35 2.00 1.74 1.54 1.38 1.25 1.14 1.05

4.99 3.77 2.93 2.37 2.01 1.74 1.54 1.39 1.25 1.15

3.79 2.94 2.41 2.02 1.76 1.55 1.39 1.26 1.16

5.27 3.84 2.99 2.43 2.05 1.78 1.57 1.41 1.28

5.34 3.91 3.05 2.48 2.09 1.81 1.60 1.44

8.43 5.46 4.00 3.13 2.56 2.16 1.87 1.67

8.87t 8.76 5.67 4.16 3.27 2.68 2.29

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 8FU

Configuration: Rail -100..150mm Unlocked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

6

Up Cant Dn Cant Safety Factor: 67%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 295-305°
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Rail-Ability Ltd RACD-10000609

55
45 Stafford, ST16 3HS

305 4
315 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.88 3.17

3.24 2.70 2.25

3.23 2.76 2.32 1.95

3.88 3.25 2.76 2.36 2.00 1.68

3.82 3.20 2.75 2.38 2.03 1.72

4.61 3.77 3.18 2.72 2.38 2.05 1.75 1.48

4.43 3.72 3.14 2.71 2.36 2.07 1.76 1.50

4.36 3.57 3.08 2.68 2.35 2.08 1.77 1.51 1.29

4.30 3.54 3.04 2.64 2.33 2.08 1.77 1.51 1.29

4.25 3.54 2.97 2.62 2.31 2.07 1.76 1.51 1.29

5.22 4.17 3.50 2.99 2.61 2.31 2.06 1.75 1.49 1.29

5.21 4.16 3.47 2.98 2.58 2.30 2.02 1.73 1.48 1.28

6.87 5.22 4.17 3.48 2.98 2.60 2.28 1.99 1.71 1.46 1.26

6.58 5.09 4.12 3.47 2.93 2.54 2.23 1.96 1.67 1.44 1.24

7.04d 6.45 4.96 4.01 3.33 2.88 2.45 2.19 1.91 1.63 1.41 1.23

8.56d 6.39 4.87 3.91 3.28 2.81 2.41 2.14 1.86 1.60 1.38 1.21

6.37 4.81 3.86 3.21 2.75 2.38 2.12 1.81 1.56 1.36 1.19

6.36 4.77 3.83 3.18 2.73 2.37 2.06 1.77 1.53 1.34

9.59 4.76 3.81 3.16 2.71 2.35 2.00 1.73 1.50 1.33

6.42 4.78 3.81 3.17 2.71 2.28 1.95 1.70 1.49

9.89 6.47 4.84 3.84 3.18 2.64 2.24 1.93 1.68

10.07 6.61 4.93 3.85 3.12 2.61 2.22 1.92

11.42t 10.43 6.68 4.89 3.82 3.10 2.59

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.86 3.13

3.21 2.68 2.23

3.22 2.70 2.29 1.93

3.87 3.21 2.69 2.29 1.96 1.67

3.79 3.14 2.68 2.29 1.96 1.70

4.58 3.70 3.10 2.62 2.25 1.94 1.70 1.47

4.41 3.57 3.00 2.53 2.20 1.91 1.67 1.47

4.23 3.41 2.88 2.46 2.13 1.87 1.65 1.46 1.28

4.16 3.25 2.75 2.37 2.07 1.82 1.61 1.43 1.27

4.04 3.16 2.64 2.27 2.00 1.77 1.58 1.41 1.26

5.22 3.92 3.05 2.49 2.19 1.93 1.72 1.53 1.38 1.24

4.97 3.75 2.96 2.40 2.11 1.87 1.68 1.50 1.35 1.22

6.41d 4.76 3.60 2.85 2.33 2.05 1.82 1.63 1.47 1.32 1.20

5.44d 4.51 3.46 2.76 2.27 2.00 1.78 1.59 1.44 1.30 1.19

5.51d 5.01d 4.36 3.34 2.68 2.24 1.97 1.77 1.57 1.42 1.29 1.18

5.09d 5.56d 4.25 3.27 2.63 2.23 1.95 1.75 1.55 1.40 1.28 1.17

4.99d 4.19 3.23 2.63 2.23 1.94 1.72 1.54 1.39 1.27 1.18

5.06d 4.18 3.23 2.65 2.24 1.94 1.73 1.54 1.39 1.28

4.20 3.27 2.67 2.26 1.96 1.73 1.55 1.40 1.29

5.84 4.25 3.31 2.70 2.28 1.98 1.75 1.57 1.42

5.93 4.32 3.38 2.75 2.32 2.01 1.77 1.59

9.42 6.07 4.43 3.46 2.83 2.39 2.07 1.84

8.52t 9.81 6.28 4.59 3.59 2.95 2.52

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 8EU

Configuration: Rail -100..150mm Unlocked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

6

Up Cant Dn Cant Safety Factor: 67%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 305-315°
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Rail-Ability Ltd RACD-10000609

45
35 Stafford, ST16 3HS

315 4
325 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.32 3.54

3.61 3.02 2.53

3.60 3.07 2.59 2.19

3.59 3.07 2.64 2.24 1.91

4.24 3.57 3.06 2.65 2.28 1.95

4.18 3.53 3.02 2.65 2.30 1.97 1.69

5.01 4.13 3.49 3.00 2.63 2.31 1.98 1.71

4.89 4.05 3.44 2.97 2.61 2.32 1.99 1.72 1.48

4.78 3.99 3.40 2.94 2.59 2.32 1.99 1.72 1.48

4.73 3.92 3.36 2.92 2.58 2.32 1.98 1.71 1.48

5.83 4.68 3.89 3.33 2.90 2.57 2.30 1.97 1.69 1.47

5.82 4.67 3.88 3.32 2.90 2.57 2.26 1.95 1.69 1.46 1.28

7.09d 5.83 4.52 3.85 3.32 2.89 2.55 2.24 1.93 1.66 1.44 1.27

7.42 5.73 4.62 3.69 3.25 2.86 2.50 2.20 1.89 1.64 1.43

7.10d 7.31 5.54 4.51 3.76 2.79 2.77 2.45 2.15 1.85 1.61 1.41

8.10d 7.22 5.45 4.42 3.69 3.16 2.75 2.41 2.10 1.82 1.59 1.39

7.19 5.39 4.36 3.62 3.09 2.70 2.38 2.06 1.78 1.56 1.38

5.40 4.32 3.59 3.07 2.67 2.33 2.01 1.75 1.54

5.39 4.30 3.56 3.05 2.66 2.28 1.97 1.72 1.53

11.11 5.41 4.31 3.58 3.06 2.58 2.23 1.94 1.71

12.79t 7.37 5.47 4.36 3.59 3.00 2.54 2.20 1.92

11.72 7.55 5.59 4.36 3.54 2.96 2.53 2.19

10.93t 12.04 7.60 5.54 4.33 3.52 2.94

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.31 3.51

3.58 2.99 2.51

3.58 3.01 2.56 2.18

3.55 3.00 2.58 2.21 1.90

4.23 3.50 2.98 2.55 2.21 1.92

4.11 3.45 2.92 2.51 2.19 1.92 1.68

4.90 3.98 3.35 2.85 2.46 2.15 1.89 1.67

4.74 3.81 3.23 2.77 2.40 2.11 1.87 1.65 1.46

4.65 3.66 3.08 2.67 2.34 2.06 1.83 1.63 1.46

4.55 3.57 2.96 2.58 2.27 2.01 1.79 1.60 1.44

5.83 4.39 3.46 2.83 2.49 2.20 1.96 1.75 1.58 1.42

5.62 4.25 3.37 2.76 2.43 2.13 1.91 1.72 1.55 1.40 1.28

6.63d 5.35 4.09 3.25 2.67 2.35 2.09 1.87 1.68 1.53 1.39 1.27

5.33d 5.14 3.95 3.16 2.61 2.30 2.04 1.83 1.66 1.50 1.37

5.51d 5.01d 4.97 3.83 3.09 2.58 2.28 2.01 1.80 1.64 1.49 1.36

5.15d 5.59d 4.87 3.76 3.04 2.57 2.25 1.99 1.78 1.62 1.47 1.35

5.05d 4.81 3.73 3.03 2.57 2.24 1.98 1.78 1.61 1.47 1.36

4.80 3.73 3.06 2.58 2.24 1.98 1.78 1.61 1.47

4.83 3.76 3.07 2.61 2.26 1.99 1.78 1.62 1.49

4.88 3.80 3.11 2.63 2.28 2.01 1.80 1.64

6.80 4.95 3.86 3.16 2.66 2.31 2.04 1.83

10.91 6.96 5.06 3.96 3.23 2.73 2.37 2.10

8.13t 11.41 7.20 5.24 4.10 3.36 2.86

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 8DU

Configuration: Rail -100..150mm Unlocked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

6

Up Cant Dn Cant Safety Factor: 67%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 315-325°
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Rail-Ability Ltd RACD-10000609

35
25 Stafford, ST16 3HS

325 4
335 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.25

4.30 3.63 3.06

4.28 3.67 3.13 2.68

4.28 3.66 3.17 2.72 2.34

5.05 4.24 3.65 3.17 2.76 2.38

5.00 4.20 3.61 3.16 2.77 2.40 2.08

5.97 4.92 4.15 3.60 3.15 2.80 2.41 2.10

5.85 4.85 4.10 3.55 3.13 2.79 2.42 2.11 1.84

5.77 4.78 4.07 3.52 3.11 2.78 2.42 2.11 1.84

5.67 4.72 4.03 3.51 3.09 2.78 2.42 2.11 1.84

5.62 4.67 4.00 3.49 3.09 2.77 2.40 2.09 1.83

7.01 5.60 4.67 3.97 3.46 3.09 2.74 2.37 2.08 1.82 1.61

6.77d 6.97 5.61 4.61 3.98 3.47 3.06 2.70 2.36 2.06 1.81 1.60

7.36d 6.88 5.50 4.53 3.92 3.41 3.01 2.66 2.32 2.03 1.79

6.84d 8.48d 6.78 5.47 4.56 3.60 3.37 2.97 2.62 2.29 2.01 1.77

7.67d 8.89 6.69 5.38 4.48 3.84 3.33 2.94 2.57 2.25 1.98 1.76

8.83 6.65 5.32 4.42 3.79 3.29 2.90 2.53 2.21 1.95 1.74

8.85 6.62 5.27 4.39 3.74 3.26 2.85 2.48 2.18 1.93

11.60d 13.56 6.61 5.27 4.37 3.74 3.25 2.79 2.44 2.15 1.92

6.64 5.28 4.38 3.74 3.18 2.75 2.41 2.13

9.07 6.71 5.31 4.40 3.67 3.15 2.72 2.39 2.13

9.27 6.83 5.32 4.34 3.63 3.12 2.71

10.44t 14.98 9.38 6.80 5.32 4.33 3.63

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.20

4.28 3.60 3.05

4.28 3.62 3.10 2.66

4.25 3.60 3.11 2.69 2.33

5.03 4.20 3.56 3.08 2.69 2.35

4.95 4.11 3.53 3.04 2.66 2.34 2.07

5.85 4.78 4.01 3.45 2.99 2.62 2.33 2.07

5.72 4.61 3.89 3.36 2.93 2.58 2.30 2.04 1.83

5.63 4.47 3.77 3.27 2.86 2.53 2.25 2.02 1.82

5.49 4.38 3.63 3.18 2.79 2.48 2.21 1.99 1.80

5.38 4.36 3.50 3.07 2.72 2.43 2.18 1.97 1.78

6.81 5.23 4.15 3.43 2.99 2.67 2.38 2.14 1.94 1.76 1.60

6.44d 6.52d 5.04 4.06 3.34 2.93 2.60 2.33 2.11 1.91 1.74 1.60

5.32d 5.57d 4.91 3.95 3.28 2.88 2.59 2.30 2.08 1.89 1.73

4.98d 5.00d 5.17d 4.78 3.87 3.25 2.85 2.54 2.28 2.06 1.87 1.72

5.12d 5.51d 5.02d 4.71 3.82 3.25 2.83 2.52 2.25 2.04 1.86 1.71

5.01d 4.98d 4.68 3.81 3.24 2.82 2.50 2.24 2.04 1.86 1.71

5.13d 5.04d 4.69 3.85 3.25 2.83 2.50 2.25 2.04 1.86

6.06 4.71 3.86 3.29 2.84 2.51 2.25 2.04 1.88

6.10 4.76 3.89 3.30 2.86 2.53 2.27 2.06

8.49 6.18 4.83 3.95 3.34 2.90 2.56 2.30 2.11

8.66 6.29 4.92 4.03 3.40 2.96 2.62

7.71t 13.87t 8.92 6.47 5.06 4.16 3.53

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 8CU

Configuration: Rail -100..150mm Unlocked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

6

Up Cant Dn Cant Safety Factor: 67%

Maximum Loads (t)
(m)
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7
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Rail-Ability Ltd RACD-10000609

25
15 Stafford, ST16 3HS

335 4
345 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

5.48 4.59

5.30s 4.69 4.01

5.13s 4.70 4.07 3.52

5.38s 4.69 4.10 3.56 3.10

5.43 4.67 4.09 3.59 3.14

6.11d 5.36 4.64 4.07 3.61 3.16 2.78

7.40d 6.23 5.33 4.61 4.04 3.60 3.18 2.79

7.50 6.21 5.27 4.57 4.03 3.59 3.18 2.80 2.48

7.37 6.13 5.22 4.52 4.00 3.58s 3.18 2.80 2.48

7.32 6.05 5.17 4.50 3.99 3.57s 3.17 2.79 2.48

7.24 6.02 5.12 4.49 3.93 3.56 3.16 2.79 2.47 2.21

9.02 7.22 5.98 5.12 4.47 3.97s 3.53 3.14 2.77 2.46 2.20

6.78d 8.92 7.10 5.99 5.10 4.45 3.92 3.50 3.11 2.74 2.44 2.19

7.11d 8.88t 7.09 5.91 5.04 4.39 3.89 3.47 3.08 2.72 2.43 2.18

6.36d 8.39d 8.86 7.04 5.87 4.88 4.35 3.85 3.45 3.04 2.70 2.41

7.49d 10.16d 8.82 7.01 5.83 4.99 4.34 3.83 3.41 3.00 2.66 2.39

11.75 8.77 7.00 5.82 4.96 4.32 3.82 3.36 2.97 2.64 2.38

11.82d 8.76 6.96 5.79 4.94 4.30 3.78 3.31 2.93 2.62 2.37

8.75 6.95 5.76 4.93 4.29 3.72 3.27 2.91 2.60

11.81d 11.93 8.80 6.97 5.78 4.93 4.23 3.68 3.24 2.89

12.24t 12.07 8.88 7.03 5.81 4.88 4.18 3.65 3.22 2.88

12.32 9.02 7.06 5.76 4.84 4.16 3.64

9.93t 19.09t 12.47 8.99 7.04 5.74 4.84 4.17

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.67d 4.57

5.11s 4.57s 3.98

5.13s 4.35s 3.98d 3.50

5.09s 4.36s 3.76s 3.53 3.09

5.20s 4.33s 3.77s 3.51 3.11

6.09d 4.99s 4.42s 3.75s 3.49 3.11 2.76

7.09s 5.83s 4.94s 4.37s 3.72s 3.30s 3.08 2.76

7.37s 5.74s 5.02s 4.22s 3.70s 3.29s 3.05 2.73 2.46

6.81s 5.86 4.81s 4.18s 3.69s 3.28s 3.01 2.71 2.45

6.74s 5.74s 4.83 4.14s 3.65s 3.28s 2.96 2.68 2.43

6.66s 5.53s 4.69 4.11s 3.64s 2.57t 2.93 2.65 2.41 2.20

8.30t 6.62s 5.56 4.62 4.04 3.51t 2.84t 2.89 2.62 2.39 2.19

6.45d 6.63d 6.11t 5.44 4.52t 3.66t 3.10t 2.77t 2.86 2.59 2.37 2.18

5.42d 5.55d 4.92t 5.33 3.61t 3.28t 3.16t 3.03t 2.82 2.57 2.36 2.17

4.99d 5.01d 5.16d 5.45d 4.59t 4.44 3.53t 3.26t 3.09 2.80 2.56 2.35

5.14d 4.98d 5.02d 5.30d 5.21 4.42 3.86 3.42 3.08 2.79 2.54 2.34

5.02d 4.98d 5.13d 5.20 4.42 3.91 3.42 3.06 2.78 2.54 2.34

5.04d 5.60d 5.24 4.45 3.86 3.42 3.07 2.78 2.54 2.36

6.74d 6.41 5.25 4.46 3.88 3.43 3.07 2.79 2.56

8.25 6.45 5.29 4.49 3.90 3.45 3.09 2.81

11.46 8.33 6.52 5.35 4.53 3.94 3.48 3.13 2.85

11.65 8.46 6.63 5.43 4.59 3.99 3.54

7.32t 13.23t 11.97 8.65 6.77 5.55 4.71 4.17

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 8BU

Configuration: Rail -100..150mm Unlocked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

6

Up Cant Dn Cant Safety Factor: 67%

Maximum Loads (t)
(m)
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Rail-Ability Ltd RACD-10000609

15
355 Stafford, ST16 3HS
345 4

5 356
20

340 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.75s 3.46d

3.49s 3.54 3.05

3.37s 3.08 2.68

3.55s 3.51s 3.08 2.71 2.37

3.72s 3.50 3.06 2.72 2.39

4.10d 3.66s 3.48 3.05 2.71 2.41 2.12

5.02d 4.70s 3.98 3.46 3.04 2.70 2.42 2.14 1.89

5.13s 4.64 3.94 3.42 3.02 2.69 2.42 2.14 1.90

5.01s 4.59 3.90 3.40 3.00 2.69 2.42 2.14 1.90

5.20s 4.55 3.88 3.38 2.98 2.68 2.41 2.13 1.90

5.39s 4.52 3.86 3.36 2.98 2.67 2.40 2.13 1.89 1.70

5.97s 5.44 4.51 3.84 3.35 2.97 2.66 2.39 2.12 1.89 1.69

4.46d 6.23t 5.41 4.51 3.84 3.36t 2.95 2.64 2.37 2.10 1.88 1.69

4.60d 6.67t 5.39 4.47 3.81t 3.32 2.93 2.62 2.35 2.09 1.86 1.68

4.10d 5.47d 6.75 5.35 4.43 3.80 3.29 2.91 2.61 2.32 2.06 1.85

4.97d 6.61d 6.73 5.33 4.42 3.78 3.27 2.90 2.60 2.30 2.05 1.84

8.10d 6.73 5.33 4.41 3.76 3.27 2.89t 2.56 2.27 2.03 1.83

6.72 5.33 4.41 3.74 3.28 2.89 2.53 2.25 2.01 1.82

9.13 6.71 5.33 4.41 3.76 3.28 2.84 2.50 2.23 2.00

7.77t 6.76 5.33 4.41 3.77 3.23 2.81 2.48 2.22 2.00

9.35 6.81 5.38 4.43 3.73 3.20 2.79 2.47 2.22

9.51 6.93 5.39 4.40 3.71 3.19 2.79 2.48

12.28t 9.67 6.94 5.39 4.40 3.71 3.19

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.43s 3.11d

3.49s 2.87d 2.80d

2.95s 2.60d 2.66

3.55s 2.95s 2.54s 2.52d 2.36

3.51s 3.01s 2.54s 2.55s 2.37

4.01s 3.37s 2.91s 2.53s 2.22s 2.31d 2.11

4.99d 3.95s 3.34s 2.95s 2.52s 2.23s 2.24d 2.11 1.89

4.98s 4.31s 3.28s 2.85s 2.49s 2.22s 2.24d 2.09 1.89

4.62s 4.03s 3.24s 2.90s 2.48s 2.21s 2.30 2.07 1.88

4.55s 3.77s 3.22s 3.04s 2.46s 2.20s 2.27 2.05 1.87

4.51s 3.85s 3.18s 2.77s 2.46s 2.07t 2.24 2.03 1.86 1.69

5.65s 4.48s 3.83s 3.26s 2.76s 2.52s 1.78t 2.22 2.01 1.84 1.69

4.32d 4.35d 4.56d 3.94s 3.26s 2.61t 2.01t 1.86t 2.19 2.00 1.83 1.68

3.56d 3.78d 3.33t 2.91t 2.93t 2.39t 2.05t 2.03t 2.18 1.98 1.82 1.68

3.35d 3.35d 3.45d 3.64d 3.11t 2.66t 2.84t 2.28t 2.11t 2.16 1.97 1.81

3.46d 3.34d 3.41d 3.49d 3.67t 2.95t 2.60t 2.39t 2.38 2.15 1.96 1.81

3.37d 3.34d 3.43d 4.02 3.28t 2.87t 2.64 2.36 2.14 1.96 1.81

3.50d 3.65d 4.04 3.42 2.99 2.64 2.36 2.14 1.96 1.82

4.41d 4.96 4.06 3.45 2.99 2.64 2.37 2.15 1.97

6.27d 4.99 4.08 3.46 3.01 2.66 2.38 2.17 2.00

7.73d 6.44 5.03 4.12 3.49 3.03 2.68 2.40 2.19

9.05 6.53 5.10 4.18 3.54 3.06 2.71 2.47

8.49t 9.28 6.67 5.20 4.27 3.62 3.16

-3

-3.5
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Maximum Loads (t)
(m)

Safety Factor: 45% (67% of 90%)
RTE019 through to RTE021
Unlocked 01/06/2020

8aUT

Rail-Ability Ltd, Tollgate Drive

Tel: 01785 214747
mail@railability.co.uk

Rated Lift Capacity Chart

Machine type:
Configuration:

Equipment:

Fleet Number:

RA310
Rail -100..150mm Unlocked Tandem
1.9 + 3.4 + 2.1

Floating Axle:
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Rail-Ability Ltd RACD-10000609

355
345 Stafford, ST16 3HS

5 4
15 356
10

350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.27

2.32 1.95

2.31 2.00 1.69

2.32 2.00 1.72 1.47

2.30 1.99 1.74 1.50 1.29

2.66 2.27 1.97 1.74 1.51 1.30

2.62 2.25 1.96 1.73 1.52 1.31 1.13

3.04 2.58 2.22 1.94 1.72 1.52 1.32 1.14

2.99 2.50 2.19 1.93 1.71 1.53 1.32 1.14

3.58 2.95 2.52 2.18 1.91 1.71 1.52 1.31 1.14 .99

3.57 2.94 2.49 2.16 1.91 1.70 1.51 1.30 1.13 .99

3.55 2.91 2.47 2.15 1.90 1.70 1.50 1.29 1.12 .99

4.52 3.54 2.92 2.48 2.15 1.90 1.69 1.48 1.28 1.12 .98

4.02d 4.47 3.57 2.93 2.48 2.15 1.89 1.66 1.45 1.26 1.10 .97

3.43d 5.03d 4.37 3.49 2.88 2.41 2.12 1.86 1.64 1.43 1.24 1.09 .96

5.90 4.32 3.44 2.84 2.41 2.09 1.83 1.61 1.40 1.22 1.07

5.86 4.28 3.40 2.79 2.36 2.05 1.81 1.58 1.37 1.20 1.06

4.30 3.37 2.77 2.35 2.04 1.79 1.55 1.35 1.19 1.05

4.30 3.37 2.76 2.26 2.03 1.75 1.51 1.33 1.17

4.33 3.38 2.77 2.35 2.00 1.72 1.49 1.31 1.17

4.37 3.41 2.80 2.32 1.97 1.69 1.48 1.31

6.29 4.48 3.44 2.76 2.29 1.95 1.69 1.48

10.88 6.39 4.46 3.42 2.75 2.29 1.95

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.25

2.30 1.94

2.31 1.97 1.68

2.30 1.97 1.70 1.46

2.28 1.95 1.69 1.47 1.28

2.65 2.24 1.92 1.67 1.46 1.29

2.58 2.18 1.88 1.65 1.45 1.28 1.13

2.96 2.48 2.11 1.84 1.61 1.42 1.26 1.13

2.88 2.37 2.05 1.79 1.57 1.39 1.25 1.12

3.58 2.81 2.27 1.98 1.73 1.53 1.37 1.22 1.10 .99

3.53 2.73 2.23 1.91 1.68 1.50 1.34 1.20 1.09 .98

3.37 2.66 2.15 1.85 1.64 1.46 1.31 1.18 1.07 .97

4.32 3.25 2.57 2.10 1.81 1.60 1.43 1.29 1.17 1.06 .97

3.61d 3.69d 3.14 2.49 2.05 1.77 1.57 1.40 1.27 1.15 1.05 .96

3.43d 3.34d 3.43d 3.06 2.43 2.00 1.75 1.55 1.38 1.25 1.14 1.04 .96

3.24d 3.35d 3.00 2.40 2.00 1.73 1.53 1.37 1.24 1.13 1.03

3.42d 2.79d 2.97 2.39 2.00 1.73 1.53 1.37 1.23 1.12 1.03

2.98d 2.97 2.39 2.02 1.73 1.53 1.36 1.23 1.13 1.04

3.92 3.00 2.44 2.03 1.75 1.53 1.37 1.24 1.13

3.95 3.03 2.45 2.05 1.77 1.55 1.38 1.25 1.15

4.01 3.07 2.48 2.07 1.79 1.57 1.40 1.28

5.83 4.09 3.13 2.53 2.11 1.82 1.60 1.44

7.84t 6.01 4.20 3.22 2.60 2.18 1.88

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 8bUT

Configuration: Rail -100..150mm Unlocked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

6

Up Cant Dn Cant Safety Factor: 45% (67% of 90%)
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Rail-Ability Ltd RACD-10000609

345
335 Stafford, ST16 3HS

15 4
25 356
10

350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.70

1.75 1.46

1.76 1.50 1.25

1.75 1.49 1.28 1.07

1.73 1.49 1.29 1.09 .92

2.01 1.70 1.48 1.29 1.11 .93

2.36 1.97 1.67 1.45 1.28 1.12 .94 .79

2.27 1.92 1.66 1.44 1.27 1.12 .95 .80

2.24 1.85 1.63 1.43 1.26 1.12 .95 .80

2.21 1.86 1.61 1.41 1.25 1.12 .94 .80 .68

2.65 2.18 1.84 1.59 1.40 1.25 1.10 .93 .80 .67

2.64 2.16 1.83 1.59 1.40 1.25 1.09 .93 .79 .67

3.36 2.57 2.16 1.82 1.59 1.40 1.25 1.07 .91 .77 .65

3.80d 3.36 2.62 2.17 1.84 1.59 1.40 1.22 1.05 .89 .76 .64

3.40d 4.37 3.26 2.59 2.13 1.80 1.57 1.35 1.19 1.02 .87 .75 .63

4.35 3.16 2.53 2.08 1.76 1.51 1.33 1.17 .99 .85 .73

4.35 3.15 2.48 2.05 1.73 1.50 1.31 1.13 .96 .83 .72

3.13 2.46 2.02 1.71 1.48 1.30 1.10 .94 .81 .71

7.17 3.13 2.46 2.00 1.61 1.47 1.25 1.07 .92 .80

7.50 4.46 3.17 2.46 2.01 1.70 1.44 1.22 1.04 .90 .79

3.21 2.49 2.04 1.68 1.40 1.19 1.03 .90

4.67 3.30 2.52 2.01 1.65 1.38 1.18 1.03

8.37 4.75 3.30 2.50 1.99 1.64 1.38

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.69

1.74 1.44

1.75 1.47 1.24

1.75 1.47 1.25 1.06

1.72 1.45 1.24 1.07 .91

2.00 1.67 1.42 1.24 1.06 .92

2.34 1.92 1.62 1.39 1.20 1.04 .91 .79

2.21 1.83 1.56 1.34 1.17 1.02 .89 .78

2.13 1.73 1.49 1.29 1.12 .99 .87 .77

2.06 1.63 1.41 1.23 1.09 .96 .86 .76 .67

2.60 2.00 1.58 1.34 1.18 1.05 .93 .83 .74 .66

2.50 1.92 1.52 1.29 1.14 1.01 .91 .81 .73 .64

3.21 2.37 1.83 1.46 1.24 1.10 .98 .88 .79 .71 .63

3.61d 3.02 2.24 1.75 1.41 1.21 1.07 .96 .86 .78 .70 .62

3.36d 3.38d 2.88 2.16 1.69 1.37 1.18 1.05 .94 .84 .76 .69 .61

2.87d 2.81 2.11 1.65 1.36 1.17 1.03 .92 .84 .75 .69

3.38d 2.55d 2.07 1.63 1.36 1.17 1.03 .92 .83 .75 .69

2.69d 2.06 1.64 1.37 1.19 1.03 .92 .83 .75 .69

2.78 2.09 1.66 1.38 1.19 1.03 .92 .83 .76

2.80 2.12 1.69 1.40 1.20 1.05 .93 .84 .78

2.85 2.15 1.72 1.43 1.22 1.07 .95 .87

4.24 2.92 2.21 1.77 1.47 1.25 1.10 .99

7.71t 4.41 3.03 2.29 1.84 1.53 1.32

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 8cUT

Configuration: Rail -100..150mm Unlocked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

6

Up Cant Dn Cant Safety Factor: 45% (67% of 90%)

Maximum Loads (t)
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0

5.5

5

4.5

4

3.5

3

2.5

2

1.5

1

0.5

6.5

-0.5

-1

-1.5

-2

-2.5

-3

-3.5

Minimum Loads (t)
(m)

7.5

7

0.5

6

5.5

5

4.5

4

3.5

3

2.5

2

1.5

1

-3

-3.5

0

-0.5

-1

-1.5

-2

-2.5

Issue 1

Uncontrolled when printed.

mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk
mailto:mail@railability.co.uk


Rail-Ability Ltd RACD-10000609

335
325 Stafford, ST16 3HS

25 4
35 356
10

350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.40

1.45 1.19

1.45 1.23 1.01

1.44 1.23 1.04 .85

1.43 1.22 1.05 .88 .72

1.66 1.40 1.21 1.05 .89 .73

1.95 1.62 1.37 1.18 1.03 .90 .75 .58

1.87 1.57 1.34 1.17 1.03 .91 .75 .59

1.83 1.50 1.32 1.15 1.02 .90 .75 .59

1.78 1.51 1.30 1.14 1.01 .90 .75 .59 .42

2.13 1.75 1.48 1.29 1.11 1.00 .89 .74 .58 .42

2.12 1.75 1.47 1.28 1.12 1.00 .88 .73 .57 .41

2.73 2.15 1.75 1.47 1.27 1.13 1.01 .86 .71 .55 .40

3.61 2.72 2.16 1.76 1.47 1.28 1.13 .98 .83 .69 .53 .39

3.55 2.64 2.11 1.73 1.46 1.27 1.09 .95 .80 .67 .51 .38

3.54 2.58 2.04 1.67 1.39 1.23 1.07 .94 .78 .64 .49 .36

3.53 2.53 1.99 1.64 1.37 1.19 1.04 .90 .75 .61 .47

2.52 1.98 1.61 1.35 1.17 1.03 .86 .72 .58 .45

3.52 2.53 1.96 1.60 1.35 1.16 .99 .83 .70 .56

2.55 1.97 1.61 1.35 1.14 .95 .80 .69 .55

7.72t 3.67 2.58 2.00 1.63 1.33 1.10 .93 .79 .68

3.80 2.66 2.02 1.60 1.30 1.08 .91 .79

7.02 3.87 2.66 2.01 1.58 1.29 1.08 .92

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.38

1.44 1.18

1.45 1.21 1.00

1.44 1.20 1.01 .84

1.41 1.18 1.00 .85 .71

1.65 1.38 1.17 .99 .84 .72

1.93 1.60 1.33 1.11 .95 .82 .71 .57

1.79 1.49 1.26 1.07 .92 .80 .70 .56

1.74 1.39 1.19 1.02 .88 .77 .67 .55

1.67 1.29 1.12 .97 .84 .74 .64 .52 .41

2.13 1.59 1.23 1.05 .92 .81 .71 .61 .50 .40

2.01 1.51 1.17 .99 .87 .77 .69 .58 .48 .39

2.62 1.88 1.43 1.12 .94 .83 .74 .65 .55 .46 .37

3.53d 2.43 1.77 1.35 1.07 .90 .82 .71 .62 .53 .44 .37

3.34 2.28 1.68 1.29 1.02 .88 .79 .69 .59 .50 .42 .36

2.66d 2.20 1.61 1.25 1.01 .87 .78 .68 .58 .49 .42 .36

3.14 2.13 1.58 1.23 1.01 .86 .76 .68 .57 .49 .42

2.13 1.58 1.24 1.03 .87 .76 .67 .57 .49 .42

2.16 1.61 1.26 1.04 .88 .77 .68 .58 .50

2.18 1.62 1.28 1.05 .89 .78 .69 .60 .53

3.27 2.23 1.66 1.31 1.08 .92 .80 .71 .63

3.37 2.29 1.71 1.35 1.11 .95 .83 .74

6.32 3.50 2.39 1.79 1.42 1.17 1.00 .90

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 8dUT

Configuration: Rail -100..150mm Unlocked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

6

Up Cant Dn Cant Safety Factor: 45% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 25-35°
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Minimum Loads (t)
(m)

7.5

7

0.5
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1.5

1
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315 Stafford, ST16 3HS
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10

350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.25

1.30 1.06

1.09 .89

1.09 .92 .75

1.27 1.07 .93 .77 .59

1.25 1.06 .92 .79 .62

1.75 1.45 1.22 1.05 .90 .80 .63 .45

1.68 1.40 1.19 1.03 .90 .80 .64 .46

1.61 1.36 1.16 1.02 .89 .80 .64 .46 .30

1.58 1.32 1.15 1.00 .89 .80 .64 .45 .30

1.90 1.55 1.32 1.13 .98 .88 .78 .62 .45 .30

1.89 1.55 1.30 1.11 .99 .88 .77 .60 .43 .29

2.44 1.88 1.54 1.30 1.12 .99 .89 .75 .58 .41 .28

3.22 2.44 1.88 1.53 1.29 1.12 1.00 .86 .73 .55 .40 .26

3.16 2.30 1.86 1.55 1.28 1.12 .97 .84 .70 .53 .37 .25

3.12 2.28 1.81 1.48 1.21 1.08 .93 .81 .67 .49 .35 .24

3.13 2.23 1.75 1.44 1.22 1.05 .91 .78 .63 .46 .33

6.41t 2.22 1.73 1.42 1.19 1.02 .89 .74 .59 .44 .32

5.32 2.23 1.71 1.40 1.18 1.02 .86 .71 .55 .41

5.46 3.19 2.25 1.73 1.40 1.18 .99 .82 .69 .53 .40

5.66 2.28 1.74 1.43 1.16 .95 .80 .67 .52

3.36 2.35 1.78 1.40 1.13 .93 .78 .66

6.24 3.45 2.36 1.76 1.38 1.12 .93 .78

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.23

1.30 1.04

1.07 .88

1.07 .89 .74

1.27 1.05 .89 .75 .58

1.23 1.03 .86 .73 .59

1.75 1.43 1.18 .99 .84 .72 .58 .43

1.60 1.32 1.11 .95 .80 .69 .55 .43

1.53 1.22 1.04 .89 .77 .66 .53 .41 .30

1.48 1.13 .96 .83 .73 .61 .49 .39 .29

1.90 1.41 1.07 .89 .79 .69 .57 .46 .37 .28

1.78 1.32 1.01 .83 .74 .64 .52 .43 .34 .26

2.34 1.65 1.24 .95 .78 .70 .59 .49 .40 .32 .25

3.22 2.14 1.54 1.16 .90 .76 .66 .55 .46 .38 .30 .24

1.69d 1.99 1.44 1.09 .85 .73 .63 .53 .43 .35 .29 .23

2.47d 1.91 1.38 1.05 .84 .72 .61 .50 .42 .34 .28 .23

2.74 1.83 1.35 1.03 .84 .72 .62 .50 .41 .34 .28

1.82 1.34 1.04 .85 .72 .60 .49 .41 .34 .29

1.84 1.37 1.06 .86 .74 .61 .50 .41 .35

1.89 1.38 1.08 .88 .75 .63 .52 .43 .37

1.92 1.42 1.11 .91 .77 .66 .55 .47

2.94 1.98 1.47 1.15 .94 .80 .70 .59

5.56 3.07 2.08 1.54 1.21 1.00 .85 .75

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 8eUT

Configuration: Rail -100..150mm Unlocked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

6

Up Cant Dn Cant Safety Factor: 45% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 35-45°
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Minimum Loads (t)
(m)

7.5
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350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.19

1.00

1.03 .84

1.03 .87 .70

1.20 1.02 .87 .72 .53

1.18 1.00 .87 .74 .55

1.65 1.36 1.15 .99 .86 .75 .57 .39

1.57 1.33 1.12 .97 .85 .75 .58 .40

1.53 1.29 1.10 .95 .83 .75 .58 .40 .24

1.49 1.25 1.07 .93 .83 .74 .57 .39 .24

1.45 1.23 1.06 .93 .82 .75 .56 .39 .24

1.76 1.44 1.22 1.05 .89 .82 .73 .54 .38 .23

2.32 1.78 1.43 1.22 1.05 .92 .83 .71 .52 .36 .22

2.32 1.80 1.39 1.23 1.05 .93 .81 .68 .49 .34 .21

3.00 2.21 1.75 1.40 1.18 1.05 .91 .78 .65 .46 .31 .19

2.97 2.14 1.69 1.40 1.14 1.01 .88 .76 .60 .43 .29 .18

2.12 1.64 1.35 1.14 .98 .85 .73 .55 .40 .27

6.32d 2.08 1.62 1.33 1.12 .96 .84 .69 .52 .37 .26

5.07 2.10 1.61 1.31 1.09 .95 .80 .65 .48 .35 .25

2.11 1.61 1.31 1.10 .92 .76 .61 .46 .34

3.08 2.13 1.65 1.34 1.08 .89 .73 .59 .45

3.18 2.22 1.68 1.31 1.05 .87 .72 .58

5.81 3.25 2.21 1.65 1.29 1.04 .86 .72

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.17

.99

1.02 .83

1.02 .84 .69

1.20 .99 .83 .70 .52

1.17 .97 .81 .69 .53

1.64 1.34 1.12 .93 .79 .67 .51 .37

1.52 1.25 1.04 .89 .75 .63 .49 .37

1.47 1.15 .98 .83 .72 .59 .46 .35 .24

1.40 1.05 .90 .77 .67 .54 .43 .33 .23

1.32 1.00 .82 .73 .61 .49 .39 .30 .22

1.69 1.23 .94 .76 .68 .56 .46 .36 .28 .21

2.22 1.55 1.15 .88 .72 .63 .51 .41 .33 .26 .19

2.00 1.43 1.07 .82 .69 .58 .47 .38 .31 .24 .18

1.59d 1.86 1.34 1.01 .78 .65 .54 .44 .36 .29 .22 .17

2.29d 1.48d 1.27 .96 .76 .63 .54 .42 .34 .27 .22 .17

1.70 1.24 .94 .76 .63 .51 .41 .33 .27 .21

1.68 1.24 .95 .77 .64 .52 .41 .33 .27 .22

1.73 1.25 .97 .78 .65 .53 .42 .34 .28 .25

1.75 1.27 .99 .81 .68 .54 .43 .36 .30

1.78 1.31 1.02 .83 .70 .57 .46 .39

2.75 1.84 1.36 1.06 .86 .73 .61 .51

5.20 2.88 1.93 1.43 1.12 .91 .77 .69

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 8fUT

Configuration: Rail -100..150mm Unlocked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

6

Up Cant Dn Cant Safety Factor: 45% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 45-55°
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Minimum Loads (t)
(m)

7.5
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295 Stafford, ST16 3HS

55 4
65 356
10

350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.15

.97

.99 .81

.99 .84 .67

.98 .84 .70 .49

1.14 .97 .84 .71 .52

1.32 1.11 .95 .83 .72 .53 .35

1.51 1.28 1.08 .93 .81 .72 .54 .36

1.48 1.24 1.05 .92 .80 .71 .54 .37 .21

1.43 1.21 1.03 .90 .79 .71 .53 .36 .22

1.41 1.18 1.02 .88 .79 .71 .52 .35 .21

1.71 1.40 1.15 1.01 .88 .79 .70 .50 .34 .20

2.24 1.66 1.39 1.16 1.01 .88 .80 .68 .48 .32 .19

2.25 1.73 1.40 1.18 1.01 .89 .78 .64 .46 .30 .18

2.90 2.14 1.70 1.39 1.19 1.00 .87 .75 .60 .42 .28 .16

2.88 2.08 1.62 1.35 1.14 .97 .84 .73 .55 .39 .26 .15

2.04 1.59 1.31 1.08 .94 .82 .70 .51 .36 .23

2.02 1.57 1.28 1.07 .92 .80 .65 .47 .33 .22

2.84 2.01 1.55 1.26 .94 .91 .76 .60 .44 .31 .21

2.91 2.03 1.55 1.25 1.06 .89 .73 .56 .41 .30

2.06 1.58 1.28 1.05 .85 .70 .54 .40

3.06 2.14 1.61 1.26 1.01 .83 .69 .53

5.60 3.13 2.14 1.59 1.23 1.00 .82 .69

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.13

.95

.98 .80

.98 .81 .66

.97 .80 .66 .48

1.13 .93 .78 .66 .49

1.29 1.07 .89 .76 .62 .47 .34

1.46 1.20 1.01 .85 .72 .59 .45 .33

1.41 1.10 .93 .79 .69 .54 .42 .31 .21

1.36 1.02 .87 .74 .63 .50 .39 .29 .20

1.28 .96 .79 .69 .57 .45 .36 .27 .19

1.62 1.19 .91 .73 .63 .51 .41 .32 .24 .17

2.15 1.50 1.09 .83 .67 .58 .46 .37 .29 .22 .16

1.94 1.37 1.02 .79 .62 .53 .42 .34 .27 .20 .15

1.38d 1.80 1.28 .95 .73 .59 .49 .39 .32 .25 .19 .14

2.07d 1.36d 1.22 .91 .71 .58 .48 .38 .30 .23 .18 .14

1.62 1.18 .89 .71 .58 .45 .36 .29 .23 .18

1.60 1.17 .89 .72 .57 .45 .37 .29 .23 .18

1.61 1.19 .92 .74 .59 .46 .37 .29 .24 .21

1.67 1.21 .94 .76 .61 .48 .38 .31 .26

1.71 1.25 .97 .78 .65 .51 .42 .35

2.63 1.76 1.29 1.00 .82 .69 .55 .46

4.94 2.75 1.85 1.36 1.06 .87 .73 .63

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 8gUT

Configuration: Rail -100..150mm Unlocked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

6

Up Cant Dn Cant Safety Factor: 45% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 55-65°
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Rail-Ability Ltd RACD-10000609
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275 Stafford, ST16 3HS

65 4
85 356
20

340 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.14

.96

.98 .80

.97 .83 .66

.98 .83 .69 .48

1.13 .96 .83 .71 .51

1.31 1.10 .93 .81 .71 .52 .34

1.52 1.26 1.06 .92 .80 .71 .53 .35

1.45 1.23 1.04 .90 .79 .70 .53 .36 .21

1.42 1.17 1.02 .89 .78 .70 .53 .35 .21

1.38 1.15 1.01 .87 .78 .71 .51 .35 .20

1.69 1.37 1.16 .98 .87 .77 .69 .50 .33 .19

2.22 1.70 1.36 1.16 1.00 .87 .79 .68 .47 .32 .18

2.21 1.69 1.39 1.15 1.00 .88 .78 .64 .45 .29 .17

2.89 2.08 1.69 1.35 1.13 1.01 .86 .75 .60 .42 .27 .15

2.84 2.07 1.62 1.33 .84 .94 .83 .72 .55 .38 .25 .14

2.03 1.57 1.28 1.09 .93 .81 .69 .51 .35 .23

6.22t 2.00 1.54 1.26 1.06 .91 .79 .64 .46 .32 .21

1.99 1.54 1.24 1.05 .90 .76 .59 .43 .30 .20

2.01 1.54 1.25 1.05 .88 .72 .55 .40 .29

2.03 1.56 1.27 1.03 .84 .69 .53 .39

3.03 2.11 1.59 1.24 1.00 .82 .68 .52 .40

5.48 3.09 2.11 1.57 1.22 .98 .81 .68

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.13

.95

.97 .79

.97 .80 .64

.95 .79 .65 .47

1.12 .92 .78 .64 .48

1.29 1.06 .89 .75 .61 .47 .33

1.46 1.19 1.00 .84 .72 .58 .44 .32

1.41 1.10 .92 .79 .68 .54 .41 .30 .20

1.33 1.01 .85 .74 .61 .49 .38 .28 .19

1.26 .94 .78 .68 .55 .44 .34 .26 .18

1.62 1.17 .88 .71 .61 .50 .40 .31 .24 .16

2.15 1.48 1.09 .82 .71 .55 .45 .36 .28 .21 .15

1.94 1.37 1.01 .77 .61 .50 .41 .33 .26 .19 .14

1.22d 1.78 1.27 .94 .73 .58 .47 .38 .31 .24 .18 .13

1.98d 1.25d 1.20 .90 .70 .56 .45 .36 .29 .22 .17 .13

1.59 1.17 .87 .71 .56 .44 .35 .28 .22 .17

1.58 1.16 .88 .71 .60 .45 .35 .28 .22 .17

1.63 1.18 .90 .74 .58 .46 .35 .28 .23 .20

1.65 1.20 .92 .75 .60 .47 .37 .30 .25

1.69 1.23 .95 .77 .63 .50 .40 .33

2.60 1.74 1.28 .99 .80 .68 .54 .45 .40

4.86 2.71 1.82 1.34 1.05 .85 .72 .61

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 8hUT

Configuration: Rail -100..150mm Unlocked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

6

Up Cant Dn Cant Safety Factor: 45% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 65-85°
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Rail-Ability Ltd RACD-10000609

275
265 Stafford, ST16 3HS

85 4
95 356
10

350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.15

.97

1.00 .81

.99 .84 .67

.98 .84 .70 .49

1.14 .97 .84 .72 .52

1.32 1.11 .95 .83 .72 .54 .36

1.50 1.26 1.08 .93 .81 .72 .55 .37

1.48 1.24 1.05 .91 .80 .71 .55 .37 .22

1.42 1.21 1.03 .89 .79 .71 .54 .37 .22

1.41 1.19 .99 .89 .78 .71 .53 .35 .21

1.68 1.39 1.16 1.01 .88 .79 .71 .51 .34 .20

2.26 1.72 1.39 1.16 1.01 .86 .79 .69 .49 .32 .19

2.25 1.69 1.36 1.17 1.01 .89 .78 .65 .46 .31 .18

2.94 2.14 1.70 1.41 1.16 1.02 .87 .76 .60 .43 .28 .16

2.89 2.08 1.64 1.33 1.14 .97 .84 .74 .56 .40 .26 .15

2.04 1.60 1.31 1.09 .94 .82 .70 .52 .36 .24

6.27t 2.04 1.57 1.28 1.08 .92 .80 .66 .48 .34 .22

6.73d 2.86 2.02 1.55 1.26 1.06 .91 .77 .61 .44 .31 .21

2.92 2.04 1.56 1.26 1.06 .89 .73 .56 .42 .30

7.55d 2.07 1.58 1.28 1.05 .85 .70 .54 .40

8.11t 3.06 2.14 1.62 1.26 1.01 .83 .69 .53 .41

5.49 3.13 2.14 1.58 1.24 1.00 .82 .69

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.14

.96

.98 .80

.99 .81 .66

.97 .80 .67 .49

1.13 .94 .79 .66 .49

1.32 1.08 .90 .78 .63 .48 .34

1.48 1.21 1.01 .85 .72 .59 .46 .33

1.42 1.11 .94 .80 .69 .54 .43 .32 .21

1.36 1.02 .86 .74 .63 .50 .39 .29 .20

1.28 .96 .79 .69 .57 .46 .36 .27 .19

1.64 1.19 .90 .74 .63 .51 .41 .32 .24 .17

2.19 1.51 1.10 .84 .68 .58 .47 .38 .29 .22 .16

1.97 1.39 1.03 .79 .62 .53 .43 .34 .27 .20 .15

1.15d 1.82 1.29 .96 .74 .60 .50 .39 .32 .25 .19 .14

2.02d 1.13d 1.23 .91 .72 .58 .49 .39 .31 .24 .18 .14

1.62 1.19 .89 .72 .58 .45 .36 .29 .23 .18

1.60 1.18 .90 .73 .58 .45 .36 .29 .23 .18

1.60 1.20 .92 .74 .59 .46 .37 .30 .24 .21

1.68 1.22 .94 .76 .61 .48 .39 .32 .26

1.71 1.25 .97 .79 .65 .51 .41 .35

2.63 1.77 1.30 1.00 .82 .69 .55 .46 .41

4.87 2.73 1.84 1.36 1.06 .86 .73 .62

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 8iUT

Configuration: Rail -100..150mm Unlocked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

6

Up Cant Dn Cant Safety Factor: 45% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 85-95°
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Minimum Loads (t)
(m)

7.5

7

0.5
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5.5
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Rail-Ability Ltd RACD-10000609

265
255 Stafford, ST16 3HS

95 4
105 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.20

1.01

1.03 .85

1.03 .88 .71

1.02 .88 .73 .54

1.18 1.01 .87 .75 .56

1.37 1.15 .99 .86 .75 .58 .40

1.60 1.32 1.12 .97 .85 .75 .59 .40

1.54 1.29 1.10 .95 .83 .74 .59 .41 .25

1.48 1.26 1.07 .93 .82 .74 .59 .41 .25

1.47 1.23 1.03 .93 .81 .74 .57 .40 .25

1.74 1.45 1.20 1.05 .92 .82 .74 .55 .38 .24

2.35 1.79 1.45 1.21 1.05 .92 .83 .72 .53 .36 .23

2.34 1.80 1.42 1.22 1.05 .93 .82 .69 .50 .34 .22

3.07 2.23 1.77 1.47 1.22 1.06 .91 .79 .65 .47 .32 .20

3.02 2.17 1.72 1.39 1.19 1.01 .88 .77 .61 .43 .30 .18

2.13 1.67 1.37 1.13 .99 .86 .74 .56 .41 .28

6.27t 2.12 1.64 1.34 1.12 .96 .84 .70 .52 .38 .26

6.79d 2.98 2.11 1.63 1.32 1.11 .95 .80 .65 .49 .35 .25

7.29t 3.01 2.13 1.63 1.32 1.10 .93 .77 .61 .46 .34

2.16 1.65 1.34 1.09 .89 .74 .59 .45

3.17 2.22 1.70 1.32 1.06 .87 .73 .58 .46

5.66 3.23 2.23 1.65 1.30 1.04 .86 .73

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.18

1.00

1.02 .84

1.03 .85 .70

1.01 .84 .70 .53

1.17 .98 .83 .70 .53

1.37 1.13 .94 .80 .67 .52 .38

1.55 1.26 1.05 .89 .76 .64 .50 .37

1.49 1.15 .98 .84 .72 .59 .47 .35 .25

1.42 1.08 .91 .78 .68 .55 .43 .33 .24

1.34 1.01 .83 .73 .62 .50 .40 .31 .22

1.71 1.25 .95 .77 .68 .56 .46 .36 .28 .21

2.27 1.59 1.16 .89 .72 .64 .52 .42 .33 .26 .19

2.07 1.46 1.08 .84 .69 .59 .48 .39 .31 .24 .18

1.15d 1.91 1.36 1.02 .78 .66 .56 .44 .36 .29 .23 .17

1.91d 1.13d 1.30 .97 .77 .64 .55 .42 .35 .28 .22 .17

1.70d 1.26 .95 .77 .64 .51 .42 .33 .27 .21

1.69 1.25 .96 .77 .64 .51 .41 .34 .27 .22

1.68 1.27 .97 .79 .65 .52 .42 .34 .28 .24

1.77 1.29 1.00 .81 .68 .54 .44 .36 .30

1.80 1.32 1.02 .84 .70 .57 .46 .39

2.74 1.85 1.36 1.06 .87 .73 .61 .51 .46

5.01 2.84 1.93 1.43 1.12 .91 .77 .68

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 8jUT

Configuration: Rail -100..150mm Unlocked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

6

Up Cant Dn Cant Safety Factor: 45% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 95-105°

0

5.5

5

4.5

4

3.5

3

2.5

2

1.5

1

0.5

6.5

-0.5

-1

-1.5

-2

-2.5

-3

-3.5

Minimum Loads (t)
(m)

7.5
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Rail-Ability Ltd RACD-10000609

255
245 Stafford, ST16 3HS
105 4
115 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.30

1.10

1.13 .93

1.13 .96 .78

1.12 .96 .81 .64

1.29 1.10 .95 .82 .67

1.50 1.27 1.09 .94 .83 .68 .49

1.72 1.45 1.24 1.06 .93 .83 .69 .50

1.67 1.41 1.19 1.05 .92 .82 .69 .50 .34

1.64 1.38 1.19 1.03 .91 .82 .68 .50 .34

1.62 1.36 1.17 1.01 .91 .82 .67 .49 .34

1.97 1.60 1.34 1.16 1.02 .91 .82 .66 .48 .33

2.58 1.98 1.59 1.33 1.16 1.01 .91 .79 .64 .46 .31

2.56 1.94 1.55 1.34 1.16 1.02 .90 .76 .60 .44 .30

3.38 2.46 1.96 1.55 1.33 1.17 1.00 .87 .74 .57 .41 .29

3.33 2.38 1.89 1.55 1.31 1.11 .97 .85 .71 .54 .39 .27

2.35 1.84 1.50 1.27 1.09 .95 .82 .67 .51 .37

2.35 1.81 1.47 1.25 1.07 .93 .78 .64 .48 .35

2.34 1.79 1.47 1.20 1.06 .90 .75 .60 .46 .34

3.34 2.35 1.80 1.46 1.23 1.04 .86 .72 .58 .44

2.38 1.68 1.48 1.22 1.00 .83 .70 .56

3.48 2.44 1.85 1.46 1.18 .97 .82 .70 .57

6.12 3.54 2.44 1.83 1.44 1.17 .97 .82

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.29

1.09

1.12 .92

1.12 .93 .77

1.10 .92 .78 .63

1.28 1.07 .90 .77 .64

1.48 1.22 1.05 .88 .75 .62 .48

1.68 1.39 1.16 .98 .84 .72 .60 .47

1.63 1.28 1.08 .93 .80 .70 .57 .45 .34

1.57 1.20 1.01 .88 .76 .66 .54 .43 .33

1.49 1.13 .95 .82 .72 .61 .50 .40 .31

1.89 1.40 1.07 .88 .77 .69 .58 .47 .38 .30

2.51 1.76 1.31 1.01 .83 .74 .64 .53 .44 .36 .28

2.29 1.63 1.23 .95 .79 .70 .60 .50 .41 .34 .27

1.42d 2.12 1.53 1.16 .91 .78 .68 .57 .48 .39 .32 .26

2.01d 1.29d 1.47 1.12 .89 .76 .68 .56 .46 .38 .31 .26

1.66d 1.43 1.09 .89 .76 .65 .54 .45 .37 .31

1.90 1.42 1.10 .90 .76 .65 .54 .45 .37 .32

1.97 1.44 1.12 .91 .78 .67 .54 .45 .38 .34

1.99 1.46 1.14 .93 .79 .68 .56 .47 .41

2.02 1.49 1.17 .95 .81 .70 .59 .50

3.04 2.07 1.54 1.20 .99 .84 .73 .63 .57

5.50 3.15 2.14 1.60 1.26 1.03 .88 .77

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 8kUT

Configuration: Rail -100..150mm Unlocked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

6

Up Cant Dn Cant Safety Factor: 45% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 105-115°
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Minimum Loads (t)
(m)

7.5
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Rail-Ability Ltd RACD-10000609

245
235 Stafford, ST16 3HS
115 4
125 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.33

1.12

1.15 .95

1.15 .98 .80

1.14 .98 .82 .66

1.31 1.12 .97 .84 .69

1.52 1.29 1.11 .96 .85 .70 .51

1.78 1.48 1.26 1.08 .95 .84 .70 .52

1.72 1.44 1.23 1.06 .94 .84 .70 .52 .36

1.68 1.41 1.21 1.05 .93 .84 .69 .52 .36

1.64 1.39 1.16 1.04 .92 .84 .69 .51 .35

2.01 1.62 1.37 1.18 1.04 .92 .83 .68 .50 .34

2.62 2.00 1.61 1.37 1.17 1.04 .93 .80 .65 .48 .33

2.59 1.99 1.64 1.38 1.18 1.05 .92 .78 .62 .45 .32

3.43 2.48 2.00 1.61 1.38 1.18 1.03 .89 .75 .59 .43 .30

3.37 2.45 1.91 1.58 1.31 1.15 1.00 .87 .72 .56 .41 .29

2.41 1.86 1.53 1.30 1.08 .97 .83 .69 .53 .39

2.37 1.85 1.51 1.26 1.08 .95 .80 .66 .50 .37

5.67 2.35 1.84 1.49 1.25 1.08 .92 .76 .62 .48 .37

5.73 2.37 1.84 1.49 1.25 1.06 .88 .74 .60 .47

7.58d 5.83 2.42 1.85 1.51 1.24 1.02 .85 .72 .59

3.49 2.48 1.89 1.49 1.20 .99 .83 .71

6.16 3.58 2.47 1.86 1.46 1.19 .99 .84

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.31

1.11

1.13 .94

1.14 .95 .79

1.12 .94 .79 .65

1.30 1.09 .92 .79 .66

1.51 1.24 1.06 .89 .77 .65 .49

1.72 1.41 1.18 1.01 .86 .74 .62 .49

1.66 1.31 1.11 .95 .82 .71 .59 .47 .35

1.59 1.22 1.03 .90 .78 .68 .56 .45 .34

1.51 1.17 .96 .85 .74 .64 .53 .42 .33

1.93 1.43 1.09 .90 .80 .70 .59 .49 .40 .32

2.55 1.79 1.34 1.04 .85 .75 .67 .56 .46 .38 .30

2.33 1.67 1.25 .98 .82 .72 .64 .53 .44 .36 .29

1.38d 2.17 1.56 1.19 .94 .79 .72 .60 .50 .42 .34 .28

2.10d 1.41d 1.50 1.15 .91 .78 .69 .57 .49 .40 .33 .28

1.80d 1.47 1.12 .91 .78 .68 .57 .47 .39 .33

1.94 1.45 1.12 .92 .78 .68 .56 .47 .39 .34

1.97 1.47 1.17 .94 .79 .68 .57 .48 .41 .36

2.02 1.49 1.17 .96 .81 .70 .59 .50 .43

2.05 1.52 1.20 .98 .83 .72 .61 .53

3.08 2.11 1.57 1.23 1.01 .86 .75 .66

5.52 3.19 2.19 1.63 1.29 1.06 .90 .79

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 8lUT

Configuration: Rail -100..150mm Unlocked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

6

Up Cant Dn Cant Safety Factor: 45% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 115-125°
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Rail-Ability Ltd RACD-10000609

235
225 Stafford, ST16 3HS
125 4
135 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.45

1.23

1.26 1.04

1.26 1.07 .88

1.47 1.24 1.08 .91 .75

1.44 1.23 1.07 .92 .76

1.66 1.41 1.21 1.06 .93 .77 .61

1.95 1.62 1.38 1.20 1.05 .93 .78 .62

1.88 1.58 1.35 1.18 1.04 .92 .78 .63 .46

1.84 1.54 1.33 1.16 1.03 .92 .77 .62 .46

1.81 1.52 1.28 1.15 1.02 .92 .76 .61 .45

2.21 1.80 1.51 1.30 1.15 1.02 .91 .76 .60 .44

2.87 2.17 1.79 1.51 1.29 1.13 1.03 .89 .74 .58 .43

2.87 2.21 1.77 1.51 1.31 1.16 1.01 .86 .72 .56 .42

3.75 2.76 2.17 1.80 1.49 1.30 1.13 .99 .84 .70 .54 .40

3.72 2.70 2.12 1.72 1.47 1.24 1.10 .96 .80 .67 .52 .39

3.70 2.64 2.07 1.68 1.43 1.22 1.07 .93 .78 .64 .50

6.45d 2.62 2.03 1.66 1.39 1.19 1.06 .89 .75 .61 .48

2.61 2.03 1.64 1.39 1.20 1.02 .86 .73 .59 .47

3.70 2.62 2.03 1.65 1.39 1.18 .98 .83 .71 .58

2.66 2.05 1.67 1.37 1.14 .95 .81 .70

8.34t 3.84 2.73 2.08 1.64 1.34 1.11 .94 .81

6.65 3.90 2.72 2.05 1.62 1.32 1.11 .94

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.44

1.22

1.25 1.03

1.24 1.04 .87

1.47 1.23 1.04 .88 .74

1.42 1.19 1.02 .87 .74

1.65 1.37 1.16 1.00 .85 .74 .60

1.88 1.56 1.30 1.11 .96 .82 .72 .59

1.81 1.45 1.23 1.06 .91 .80 .70 .57 .45

1.76 1.36 1.15 1.01 .87 .77 .67 .56 .44

1.67 1.29 1.08 .95 .84 .74 .64 .53 .43

2.13 1.57 1.23 1.02 .90 .80 .71 .61 .51 .42

2.80 1.99 1.50 1.17 1.01 .86 .77 .69 .58 .49 .40

2.57 1.86 1.41 1.11 .94 .83 .74 .65 .55 .47 .39

1.48d 2.40 1.76 1.35 1.07 .91 .81 .72 .63 .53 .45 .38

2.19d 1.52d 1.68 1.30 1.05 .90 .79 .70 .61 .52 .44 .38

2.72d 1.92d 1.66 1.28 1.05 .90 .79 .70 .60 .51 .44

2.19 1.64 1.29 1.06 .91 .78 .70 .60 .51 .45

2.08d 1.66 1.30 1.08 .91 .79 .70 .61 .52 .47

2.26 1.68 1.32 1.10 .92 .80 .71 .62 .55

2.29 1.71 1.35 1.11 .95 .82 .73 .66

3.41 2.35 1.76 1.39 1.15 .98 .85 .76

6.03 3.51 2.43 1.83 1.45 1.20 1.02 .90

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 8mUT

Configuration: Rail -100..150mm Unlocked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

6

Up Cant Dn Cant Safety Factor: 45% (67% of 90%)

Maximum Loads (t)
(m)

7.5
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Sector: 125-135°
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Rail-Ability Ltd RACD-10000609

225
215 Stafford, ST16 3HS
135 4
145 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.62

1.38

1.41 1.17

1.41 1.20 1.00

1.63 1.39 1.21 1.02 .85

1.60 1.38 1.20 1.04 .87

1.85 1.57 1.35 1.19 1.05 .88 .73

2.18 1.81 1.54 1.34 1.17 1.05 .88 .74

2.11 1.78 1.52 1.32 1.17 1.05 .88 .74 .59

2.07 1.74 1.50 1.30 1.16 1.05 .88 .74 .59

2.04 1.71 1.48 1.30 1.15 1.04 .87 .73 .59

2.39 2.02 1.70 1.47 1.26 1.15 1.02 .86 .72 .58

3.20 2.48 2.01 1.68 1.46 1.29 1.17 1.00 .84 .71 .56

3.19 2.48 2.03 1.70 1.48 1.30 1.14 .98 .83 .70 .55

4.20 3.08 2.45 2.00 1.71 1.44 1.26 1.11 .95 .80 .68 .54

4.16 2.98 2.36 1.96 1.66 1.40 1.24 1.09 .92 .78 .66 .52

4.12 2.97 2.33 1.91 1.61 1.37 1.22 1.05 .89 .76 .64

2.92 2.30 1.87 1.57 1.37 1.20 1.02 .86 .74 .63

6.80 2.93 2.28 1.87 1.48 1.36 1.16 .98 .84 .73

7.51d 6.84 2.94 2.29 1.86 1.57 1.33 1.12 .96 .83 .72

4.18 2.98 2.31 1.89 1.56 1.29 1.10 .94 .82

4.29 3.04 2.33 1.85 1.52 1.27 1.08 .93

7.30 4.34 3.04 2.31 1.83 1.51 1.27 1.09

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.60

1.36

1.39 1.16

1.39 1.17 .99

1.63 1.37 1.16 1.00 .84

1.58 1.34 1.15 .99 .85

1.82 1.55 1.33 1.12 .97 .84 .73

2.09 1.73 1.47 1.25 1.08 .94 .82 .72

2.04 1.63 1.39 1.20 1.04 .91 .80 .71 .59

1.96 1.53 1.31 1.14 1.00 .89 .78 .69 .58

1.91 1.48 1.25 1.10 .96 .85 .76 .68 .56

2.36 1.79 1.42 1.18 1.05 .93 .83 .74 .65 .55

3.08 2.24 1.71 1.35 1.13 1.00 .89 .80 .72 .63 .54

2.87 2.11 1.62 1.29 1.10 .99 .87 .78 .70 .61 .53

1.69d 2.73 2.01 1.56 1.25 1.07 .96 .85 .76 .69 .60 .52

2.41d 2.64 1.95 1.51 1.23 1.06 .95 .84 .75 .68 .59 .52

2.92d 2.04d 1.91 1.49 1.23 1.06 .93 .83 .75 .67 .59

2.34d 1.90 1.50 1.25 1.06 .93 .83 .74 .67 .59

2.24d 1.91 1.52 1.26 1.07 .94 .83 .75 .68

2.58 1.94 1.54 1.28 1.08 .95 .84 .76 .70

3.78 2.62 1.97 1.57 1.30 1.11 .97 .86 .78

3.85 2.67 2.02 1.61 1.33 1.14 1.00 .89

6.70 3.96 2.76 2.09 1.66 1.38 1.18 1.05

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 8nUT

Configuration: Rail -100..150mm Unlocked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

6

Up Cant Dn Cant Safety Factor: 45% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 135-145°

0
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5

4.5
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3.5

3

2.5

2

1.5

1

0.5

6.5

-0.5

-1

-1.5

-2

-2.5

-3

-3.5

Minimum Loads (t)
(m)

7.5

7

0.5

6

5.5

5

4.5

4

3.5

3

2.5

2

1.5

1

-3

-3.5

0

-0.5

-1

-1.5

-2

-2.5
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Rail-Ability Ltd RACD-10000609

215
205 Stafford, ST16 3HS
145 4
155 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.98

2.02 1.69

1.72 1.45

2.01 1.72 1.48 1.25

1.99 1.71 1.49 1.28 1.08

2.31 1.96 1.70 1.49 1.29 1.10

2.73 2.27 1.93 1.68 1.47 1.30 1.11 .94

2.65 2.22 1.90 1.66 1.46 1.30 1.11 .95

2.59 2.17 1.88 1.64 1.45 1.31 1.11 .95 .82

2.55 2.13 1.86 1.62 1.44 1.30 1.11 .95 .82

3.08 2.52 2.13 1.80 1.61 1.43 1.28 1.10 .94 .81

3.05 2.50 2.11 1.81 1.61 1.44 1.27 1.09 .93 .81

3.93 3.00 2.47 2.11 1.82 1.61 1.44 1.25 1.07 .92 .80

3.54d 3.90 3.04 2.42 2.10 1.82 1.61 1.42 1.23 1.05 .91 .79

4.64d 3.81 3.00 2.44 2.11 1.80 1.58 1.39 1.20 1.03 .89 .78

5.11 3.72 2.93 2.43 2.06 1.74 1.55 1.36 1.17 1.01 .88 .77

5.09 3.63 2.90 2.38 2.02 1.74 1.52 1.33 1.14 .99 .87

3.63 2.86 2.35 1.99 1.71 1.51 1.29 1.11 .97 .86

3.65 2.85 2.33 1.97 1.71 1.47 1.26 1.09 .96

5.11 3.67 2.84 2.33 1.97 1.68 1.43 1.23 1.08 .95

8.09d 8.47 3.69 2.88 2.35 1.95 1.64 1.41 1.22 1.07

5.24 3.77 2.89 2.32 1.92 1.62 1.39 1.22

8.78 5.32 3.77 2.88 2.30 1.91 1.62 1.40

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.96

2.02 1.68

1.70 1.44

2.01 1.70 1.45 1.24

1.98 1.68 1.45 1.25 1.07

2.31 1.94 1.66 1.42 1.24 1.08

2.71 2.23 1.90 1.61 1.40 1.22 1.07 .94

2.57 2.14 1.82 1.57 1.36 1.20 1.06 .93

2.51 2.04 1.74 1.51 1.33 1.17 1.03 .92 .82

2.43 1.93 1.66 1.45 1.28 1.14 1.01 .90 .81

3.08 2.35 1.88 1.59 1.40 1.24 1.11 .99 .89 .80

2.94 2.26 1.81 1.53 1.36 1.21 1.08 .97 .87 .79

3.80 2.80 2.17 1.75 1.48 1.32 1.17 1.06 .95 .86 .78

3.54d 3.58 2.68 2.09 1.69 1.45 1.28 1.15 1.03 .93 .85 .77

3.34d 3.41d 2.58 2.03 1.65 1.42 1.26 1.13 1.02 .92 .84 .77

2.73d 3.34d 2.52 1.98 1.64 1.41 1.24 1.11 1.00 .91 .83 .77

3.12d 2.25d 2.47 1.96 1.64 1.46 1.25 1.10 1.00 .90 .83

2.46d 2.46 1.97 1.64 1.41 1.24 1.11 1.00 .91 .84

3.27 2.48 1.98 1.66 1.43 1.24 1.11 1.00 .92

3.29 2.50 2.01 1.67 1.44 1.26 1.12 1.01 .93

3.33 2.54 2.03 1.70 1.46 1.27 1.14 1.03

4.82 3.39 2.58 2.08 1.73 1.49 1.31 1.17

8.08t 4.94 3.47 2.66 2.14 1.79 1.54 1.37

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 8oUT

Configuration: Rail -100..150mm Unlocked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

6

Up Cant Dn Cant Safety Factor: 45% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 145-155°
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Rail-Ability Ltd RACD-10000609

205
195 Stafford, ST16 3HS
155 4
165 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.83

2.87 2.44

2.86 2.47 2.12

2.85 2.47 2.15 1.85

2.83 2.46 2.16 1.87 1.63

3.29 2.80 2.44 2.15 1.89 1.65

3.87 3.23 2.78 2.41 2.14 1.90 1.66 1.45

3.77 3.18 2.75 2.40 2.13 1.90 1.66 1.46

3.72 3.11 2.72 2.38 2.11 1.90 1.66 1.45

3.68 3.12 2.69 2.37 2.11 1.89 1.65 1.45 1.28

4.46 3.66 3.08 2.67 2.36 2.10 1.89 1.65 1.44 1.28

4.32 3.63 3.06 2.67 2.35 2.10 1.86 1.63 1.43 1.27

5.64 4.43 3.60 3.07 2.65 2.35 2.09 1.85 1.62 1.42 1.27

3.75d 5.57 4.37 3.56 3.06 2.65 2.33 2.07 1.82 1.60 1.41 1.26

4.76d 5.49 4.34 3.56 2.96 2.62 2.31 2.05 1.79 1.58 1.40 1.25

6.05d 5.44 4.29 3.54 3.00 2.60 2.28 2.02 1.76 1.56 1.38

7.41 5.34 4.25 3.49 2.94 2.57 2.25 1.98 1.74 1.53 1.37

6.74t 5.36 4.20 3.46 2.94 2.55 2.24 1.95 1.71 1.52 1.36

9.17d 7.34 5.36 4.19 3.45 2.93 2.54 2.20 1.92 1.69 1.50

5.37 4.20 3.45 2.92 2.51 2.16 1.89 1.67 1.50

8.18t 5.40 4.23 3.47 2.89 2.47 2.14 1.87 1.67

7.58 5.47 4.25 3.44 2.87 2.45 2.12 1.87

8.01t 12.19 7.64 5.47 4.22 3.42 2.85 2.45 2.13

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.80

2.86 2.42

2.86 2.44 2.10

2.84 2.44 2.12 1.84

2.81 2.42 2.11 1.85 1.62

3.26 2.77 2.39 2.09 1.84 1.63

3.84 3.19 2.71 2.36 2.06 1.82 1.62 1.44

3.70 3.10 2.64 2.30 2.03 1.80 1.60 1.43

3.61 2.99 2.57 2.25 1.98 1.77 1.58 1.42

3.54 2.90 2.50 2.19 1.95 1.73 1.56 1.41 1.28

4.43 3.47 2.83 2.42 2.14 1.90 1.71 1.54 1.39 1.27

4.28 3.38 2.76 2.38 2.10 1.87 1.67 1.52 1.38 1.26

4.50d 4.13 3.28 2.70 2.31 2.05 1.83 1.65 1.50 1.37 1.25

3.56d 3.69d 3.91d 3.20 2.64 2.28 2.03 1.80 1.63 1.48 1.35 1.24

3.39d 3.42d 3.66d 3.13 2.59 2.26 2.00 1.79 1.61 1.47 1.34 1.24

2.91d 3.35d 3.45d 3.10 2.58 2.25 1.99 1.77 1.60 1.46 1.34

3.32d 2.48d 3.45d 3.07 2.58 2.24 1.97 1.76 1.60 1.45 1.33

2.74d 3.39d 3.08 2.59 2.24 1.98 1.77 1.59 1.45 1.34

3.92d 3.81 3.12 2.62 2.25 1.98 1.77 1.60 1.46

4.98 3.84 3.12 2.62 2.26 1.99 1.78 1.61 1.48

5.01 3.87 3.15 2.64 2.28 2.01 1.80 1.63

7.12 5.09 3.93 3.19 2.68 2.32 2.04 1.83

5.10t 8.20t 7.26 5.18 4.00 3.26 2.74 2.37 2.12

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 8pUT

Configuration: Rail -100..150mm Unlocked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

6

Up Cant Dn Cant Safety Factor: 45% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 155-165°
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Rail-Ability Ltd RACD-10000609

195
145 Stafford, ST16 3HS
165 4
215 356

50
310 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.00s 3.22d

3.75s 3.76s 3.53d

3.64s 3.64s 3.62t 3.35d

3.73s 3.62s 3.61s 3.41t 3.01d

3.84d 3.76s 3.72s 3.62t 3.40s 3.24t

4.11s 4.14s 3.83s 3.66t 3.42s 3.22t 3.04d

4.85d 4.90s 4.45s 4.11t 3.75t 3.47t 3.24t 3.08t

5.56s 5.56s 4.81t 4.26t 3.85t 3.53t 3.28t 3.09t 2.88t

5.35s 5.88s 5.13t 4.46t 3.98t 3.61t 3.34t 3.13t 2.96t

5.48s 6.04s 5.52t 4.71t 4.14t 3.73t 3.41t 3.18t 3.02t

6.12s 6.39s 6.06t 5.01t 4.32t 3.85t 3.51t 3.25t 3.07t

6.05t 6.72d 6.82s 6.61t 5.35t 4.54t 4.00t 3.61t 3.33t 3.13t 2.57d

4.37d 6.22t 7.14s 7.07s 6.86s 5.68t 4.76t 4.16t 3.73t 3.42t 3.21t 2.62d

4.81d 6.67d 7.58d 7.44s 7.03s 6.06t 5.00t 4.33t 3.86t 3.52t 3.29d

4.63d 5.67d 7.56d 8.37s 7.82s 7.20s 6.36s 5.24t 4.51t 3.99t 3.63t 3.37t

5.21d 6.87d 8.73d 9.06s 8.20s 7.32s 6.39s 5.48t 4.69t 4.13t 3.75t 3.42t

8.32d 10.40d 9.71s 8.54s 7.35s 6.41s 5.68s 4.87t 4.28t 3.88t 3.42t

6.93d 7.96d 11.95s 10.21s 8.65s 7.38s 6.43s 5.71s 5.05t 4.44t 4.01t

9.75d 12.80s 10.49s 8.63s 7.42s 6.47s 5.75s 5.17s 4.61t 3.99t

11.84d 13.27s 10.56s 8.75s 7.48s 6.54s 5.82s 5.18s 4.47s

17.98s 13.42s 10.68s 8.89s 7.61s 6.61s 5.73s 4.87s 3.87s

13.51d 18.14s 13.61s 10.78s 8.86s 7.45s 6.25s 5.19s

8.37t 14.25t 17.07s 12.72s 10.02s 8.11s 6.64s

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.15d 3.18d

3.44s 2.82d 2.86d

3.45s 2.92s 2.64d 2.68d

3.42s 3.08s 2.51s 2.45d 2.47d

3.84d 3.48s 2.91s 2.53s 2.35d 2.41d

4.00s 3.45s 2.87s 2.51s 2.38d 2.28d 2.30d

4.78d 3.92s 3.31s 2.86s 2.50s 2.21s 2.27d 2.25d

4.71s 3.85s 3.26s 2.82s 2.48s 2.20s 2.29d 2.22d 2.23d

4.72s 4.01s 3.33s 2.79s 2.47s 2.20s 2.24d 2.24d 2.21d

4.64s 3.85s 3.37s 2.86s 2.44s 2.15t 2.51d 2.22d 2.22d

4.60s 3.71s 3.26s 2.76s 2.59s 1.72t 2.29d 2.28d 2.24d

5.47t 4.82s 3.79s 3.14s 2.74s 2.45t 1.83t 2.44d 2.39d 2.27d 2.27d

4.37d 4.37d 4.60d 3.50t 3.15t 2.36t 1.99t 1.85t 2.49d 2.40d 2.32d 2.30d

3.65d 3.74d 3.24t 2.72t 2.60t 2.35t 2.03t 1.95t 2.50d 2.48d 2.38d

3.34d 3.36d 3.52d 3.66d 3.32t 2.62t 2.34t 2.17t 2.17t 2.74d 2.66d 2.45d

3.46d 3.69d 3.37d 3.51d 3.72t 3.24t 3.12t 2.44t 2.68t 2.78d 2.70d 2.60d

3.35d 3.34d 3.44d 3.88t 3.35t 2.81t 2.60t 3.20d 3.03d 2.78d 2.67d

3.41d 4.12d 4.61t 3.61t 3.15t 3.33t 3.57d 3.11d 2.93d

4.53d 5.16d 5.10t 4.12t 3.72t 3.99d 3.62d 3.28d 3.05d

6.26d 7.22d 6.03t 4.86t 5.43d 4.52d 3.89d 3.44d

8.04d 8.51d 8.42s 6.99s 6.17s 5.49s 4.75d 4.05d 3.54d

10.10d 10.72d 10.68s 8.57s 7.10s 6.06s 5.23s 4.65s

5.97t 10.20t 14.56s 10.84s 8.69s 7.13s 6.10s

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 8qUT

Configuration: Rail -100..150mm Unlocked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

6

Up Cant Dn Cant Safety Factor: 58% (67% of 87%)

Maximum Loads (t)
(m)

7.5
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Sector: 165-215°
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Rail-Ability Ltd RACD-10000609

145
135 Stafford, ST16 3HS
215 4
225 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.07s 3.52

3.54 3.02 2.57

3.55 3.04 2.62 2.26

3.53 3.03 2.64 2.29 1.99

3.85d 3.52 3.02 2.65 2.31 2.02

4.12d 3.48 3.01 2.63 2.32 2.03 1.78

4.88 4.06 3.44 2.98 2.62 2.33 2.04 1.79

4.84 4.01 3.40 2.95 2.60 2.32 2.04 1.80 1.59

4.76 3.94 3.38 2.93 2.59 2.32 2.04 1.80 1.59

4.71 3.91 3.34 2.92 2.58 2.31 2.03 1.79 1.59

4.69 3.90 3.32 2.91 2.53 2.29 2.02 1.78 1.58

5.77 4.66 3.86 3.31 2.90 2.55 2.27 2.01 1.77 1.58 1.41

5.07t 5.71 4.59 3.84 3.29 2.86 2.53 2.25 1.99 1.76 1.56 1.40

4.98d 5.65 4.55 3.73t 3.24 2.83 2.50 2.23 1.97 1.74 1.56

4.59d 5.73d 5.64 4.51 3.75 3.14 2.79 2.48 2.22 1.95 1.72 1.54

5.47d 6.93d 5.59 4.49 3.71 3.20 2.78 2.46 2.18 1.92 1.71 1.53

7.33 5.54 4.44 3.71 3.18 2.77 2.45 2.14 1.90 1.69 1.52

7.32 5.50 4.42 3.68 3.14 2.75 2.42 2.12 1.87 1.68

7.30 5.49 4.40 3.67 3.14 2.74 2.38 2.09 1.85 1.66

7.32 5.50 4.40 3.67 3.15 2.69 2.35 2.07 1.84

11.03 7.38 5.53 4.43 3.68 3.10 2.66 2.32 2.06 1.84

11.11 7.45 5.60 4.43 3.63 3.07 2.64 2.32

8.41t 11.24t 7.51 5.55 4.39 3.62 3.06

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

4.07s 3.16d

3.40s 2.83d 2.56

3.49s 2.89s 2.59d 2.25

3.38s 2.90s 2.48d 2.26 1.98

3.85d 3.36s 2.89s 2.50s 2.26 2.00

4.07s 3.32s 2.94s 2.50s 2.25 2.00 1.77

4.72s 3.90s 3.29s 2.83s 2.52 2.22 1.98 1.77

4.64s 3.82s 3.24s 2.83 2.46s 2.19s 1.96 1.76 1.58

4.54s 3.77s 3.19 2.77 2.43 2.16 1.93 1.74 1.57

4.48s 3.70 3.09 2.70 2.39 1.86t 1.91 1.72 1.56

4.52 3.62 3.06 2.63 2.34 1.84t 1.88 1.70 1.55

5.46t 4.41 3.55 2.95 2.58 2.30 1.77t 1.85 1.68 1.53 1.41

4.36d 4.37d 3.88t 3.38t 2.89 2.28t 1.98t 1.85t 1.83 1.66 1.52 1.40

3.58d 3.75d 3.22t 2.71t 2.49t 2.42t 2.10t 1.95t 1.81 1.65 1.51

3.69d 3.36d 3.47d 3.67d 3.34 2.60t 2.33t 2.16t 1.98 1.79 1.64 1.50

3.41d 3.69d 3.37d 3.51d 3.31 2.82 2.46 2.20 1.97 1.78 1.63 1.50

3.35d 3.34d 3.55d 3.30 2.82 2.47 2.18 1.96 1.78 1.63 1.50

3.43d 3.38d 3.90d 3.31 2.83 2.47 2.18 1.96 1.78 1.63

5.12d 4.64d 4.03 3.33 2.83 2.47 2.19 1.96 1.78 1.64

6.20d 5.13 4.06 3.34 2.85 2.48 2.20 1.97 1.80

6.98 5.18 4.10 3.38 2.87 2.50 2.22 2.00 1.84

10.21d 7.05 5.24 4.15 3.43 2.91 2.54 2.26

6.12t 10.50t 7.19 5.35 4.23 3.50 3.00

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 8MUT

Configuration: Rail -100..150mm Unlocked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

6

Up Cant Dn Cant Safety Factor: 45% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 215-225°
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(m)
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Rail-Ability Ltd RACD-10000609

135
125 Stafford, ST16 3HS
225 4
235 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.27 2.69

2.73 2.30 1.94

2.73 2.34 1.98 1.69

2.72 2.34 2.01 1.72 1.48

3.22 2.71 2.33 2.03 1.75 1.50

3.82d 3.17 2.67 2.31 2.02 1.76 1.52 1.31

3.79 3.13 2.66 2.28 2.01 1.77 1.53 1.32

3.72 3.09 2.62 2.27 1.99 1.77 1.53 1.33 1.16

3.67 3.04 2.59 2.25 1.99 1.78 1.53 1.33 1.16

3.61 3.01 2.57 2.24 1.98 1.77 1.53 1.33 1.16

4.48 3.58 2.98 2.54 2.21 1.96 1.76 1.51 1.32 1.15

4.45 3.57 2.96 2.53 2.22 1.97 1.73 1.50 1.31 1.15

4.94t 4.39 3.50 2.96 2.52 2.21 1.95 1.72 1.49 1.29 1.13

5.14d 4.35 3.51 2.91 2.50 2.17 1.91 1.69 1.47 1.28 1.13

4.77d 5.59 4.26 3.44 2.88 2.46 2.14 1.88 1.66 1.44 1.26 1.11

5.69d 5.51 4.13 3.37 2.81 2.41 2.11 1.85 1.63 1.42 1.24 1.10

5.47 4.14 3.33 2.79 2.39 2.08 1.83 1.59 1.39 1.23 1.09

8.05 5.43 4.11 3.31 2.76 2.36 2.06 1.80 1.56 1.37 1.21

5.45 4.09 3.28 2.74 2.35 2.04 1.76 1.53 1.35 1.20

8.13 5.46 4.11 3.28 2.74 2.35 2.00 1.73 1.51 1.34

9.10d 5.50 4.13 3.31 2.74 2.30 1.97 1.70 1.50

8.33 5.58 4.19 3.31 2.70 2.27 1.95 1.70

8.64t 8.41 5.60 4.16 3.28 2.69 2.27

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.26 2.66

2.72 2.28 1.92

2.72 2.30 1.96 1.68

2.70 2.29 1.97 1.70 1.47

3.20 2.67 2.26 1.95 1.70 1.49

3.82d 3.13 2.64 2.23 1.92 1.69 1.48 1.30

3.72 3.04 2.55 2.18 1.89 1.66 1.47 1.30

3.63 2.93 2.47 2.13 1.86 1.63 1.45 1.29 1.15

3.55 2.81 2.39 2.06 1.81 1.60 1.42 1.28 1.15

3.47 2.76 2.30 2.00 1.76 1.57 1.40 1.26 1.13

4.45 3.38 2.69 2.21 1.95 1.72 1.53 1.37 1.24 1.12

4.31 3.28 2.62 2.15 1.91 1.68 1.50 1.35 1.22 1.11

4.35d 4.13 3.17 2.54 2.10 1.84 1.64 1.47 1.33 1.20 1.10

3.59d 3.76d 3.06 2.47 2.06 1.81 1.61 1.44 1.31 1.19 1.09

3.65d 3.36d 3.53d 2.99 2.42 2.04 1.78 1.59 1.43 1.29 1.18 1.08

3.41d 3.75d 3.37d 2.94 2.39 2.02 1.79 1.57 1.41 1.28 1.17 1.08

3.38d 3.34d 2.91 2.37 2.03 1.77 1.57 1.41 1.28 1.17 1.08

3.35d 3.44d 2.91 2.39 2.04 1.77 1.57 1.41 1.27 1.17

3.74 2.92 2.41 2.04 1.77 1.57 1.41 1.28 1.18

5.06 3.74 2.95 2.42 2.06 1.79 1.58 1.42 1.30

5.12 3.78 2.99 2.46 2.08 1.81 1.60 1.44

7.80 5.20 3.85 3.04 2.51 2.13 1.85 1.65

6.28t 7.99 5.33 3.95 3.12 2.58 2.21

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 8LUT

Configuration: Rail -100..150mm Unlocked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

6

Up Cant Dn Cant Safety Factor: 45% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 225-235°
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Rail-Ability Ltd RACD-10000609

125
115 Stafford, ST16 3HS
235 4
245 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.76 2.26

2.76 2.30 1.92 1.61

2.31 1.96 1.65 1.40

2.76 2.30 1.97 1.69 1.43 1.21

2.73 2.29 1.97 1.70 1.45 1.24

3.29 2.68 2.27 1.95 1.70 1.47 1.25 1.07

4.06 3.22 2.65 2.24 1.93 1.68 1.48 1.26 1.08

3.15 2.61 2.20 1.91 1.67 1.48 1.27 1.09 .93

3.09 2.56 2.13 1.89 1.67 1.48 1.27 1.09 .94

3.02 2.53 2.16 1.83 1.66 1.48 1.26 1.09 .94

3.01 2.50 2.13 1.87 1.66 1.47 1.26 1.08 .93

3.72 2.96 2.49 2.12 1.86 1.66 1.45 1.24 1.07 .93

4.86 3.72 2.99 2.46 2.12 1.87 1.63 1.42 1.22 1.05 .91

4.70 3.64 2.96 2.47 2.06 1.82 1.59 1.40 1.20 1.04 .91

4.72d 4.60 3.54 2.88 2.39 2.03 1.78 1.57 1.37 1.18 1.02 .89

5.87d 4.56 3.47 2.81 2.35 1.99 1.75 1.54 1.34 1.15 1.00 .88

4.53 3.42 2.76 2.31 1.98 1.72 1.52 1.30 1.13 .99 .87

4.51 3.40 2.73 2.28 1.95 1.70 1.48 1.27 1.11 .97

8.40t 4.49 3.39 2.72 2.26 1.94 1.69 1.44 1.25 1.09 .97

4.50 3.39 2.72 2.26 1.94 1.64 1.41 1.23 1.08

4.54 3.41 2.73 2.27 1.89 1.61 1.39 1.22

6.86 4.61 3.48 2.73 2.23 1.87 1.59 1.38

8.66t 6.93 4.63 3.43 2.70 2.21 1.86

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.74 2.24

2.76 2.28 1.91 1.60

2.29 1.92 1.63 1.39

2.76 2.28 1.92 1.64 1.41 1.21

2.70 2.24 1.90 1.63 1.41 1.22

3.25 2.63 2.21 1.86 1.60 1.39 1.22 1.06

4.06 3.12 2.55 2.13 1.82 1.57 1.37 1.21 1.07

3.03 2.45 2.05 1.76 1.54 1.35 1.19 1.05 .93

2.97 2.33 1.98 1.71 1.49 1.32 1.16 1.04 .92

2.88 2.29 1.89 1.64 1.44 1.28 1.14 1.02 .91

2.80 2.21 1.85 1.59 1.40 1.25 1.11 1.00 .90

3.56 2.69 2.13 1.74 1.55 1.36 1.21 1.09 .98 .89

4.46d 3.40 2.59 2.06 1.69 1.49 1.32 1.18 1.07 .97 .88

3.65d 3.25 2.49 2.00 1.65 1.45 1.29 1.16 1.05 .95 .87

3.69d 3.36d 3.13 2.42 1.95 1.63 1.43 1.27 1.15 1.03 .94 .86

3.40d 3.73d 3.06 2.37 1.91 1.62 1.42 1.26 1.13 1.02 .93 .86

3.96 3.01 2.34 1.90 1.62 1.41 1.26 1.13 1.02 .93 .86

3.38d 3.00 2.34 1.92 1.64 1.42 1.25 1.12 1.02 .93

4.11 3.01 2.35 1.93 1.64 1.42 1.26 1.13 1.02 .94

4.12 3.04 2.38 1.95 1.65 1.43 1.27 1.14 1.04

4.17 3.08 2.42 1.99 1.68 1.45 1.29 1.16

6.40 4.24 3.15 2.47 2.03 1.72 1.50 1.34

6.35t 6.55 4.37 3.24 2.55 2.11 1.81

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 8KUT

Configuration: Rail -100..150mm Unlocked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

6

Up Cant Dn Cant Safety Factor: 45% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 235-245°
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Rail-Ability Ltd RACD-10000609

115
105 Stafford, ST16 3HS
245 4
255 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.46 2.00

2.48 2.05 1.70 1.41

2.48 2.05 1.74 1.46 1.22

2.46 2.06 1.75 1.49 1.25 1.05

2.43 2.04 1.74 1.51 1.28 1.08

2.93 2.39 2.01 1.73 1.51 1.29 1.10 .93

3.61 2.87 2.36 1.99 1.71 1.50 1.30 1.11 .94

2.80 2.32 1.96 1.69 1.49 1.31 1.11 .95 .80

2.75 2.28 1.89 1.67 1.47 1.31 1.11 .95 .81

2.69 2.24 1.91 1.66 1.47 1.31 1.11 .94 .80

3.28 2.65 2.22 1.88 1.65 1.47 1.29 1.10 .94 .80

3.27 2.65 2.19 1.87 1.65 1.45 1.28 1.08 .93 .79

4.29 3.27 2.56 2.20 1.89 1.65 1.44 1.26 1.06 .91 .78

4.13 3.22 2.59 2.15 1.87 1.61 1.41 1.23 1.05 .90 .77

4.90d 4.03 3.10 2.53 2.12 1.81 1.54 1.37 1.20 1.02 .88 .76

5.36 3.99 3.01 2.46 2.06 1.77 1.50 1.35 1.17 1.00 .86 .75

3.95 3.00 2.41 2.02 1.73 1.51 1.33 1.13 .97 .84 .74

5.81 3.91 2.97 2.38 1.99 1.70 1.49 1.29 1.10 .95 .83

8.52d 5.81 2.96 2.38 1.98 1.70 1.47 1.25 1.07 .94 .82

3.94 2.95 2.37 1.98 1.69 1.43 1.22 1.05 .93

3.98 2.99 2.39 1.98 1.65 1.39 1.20 1.04

5.96 4.05 3.04 2.39 1.94 1.62 1.38 1.19

8.65t 6.06 4.06 3.01 2.36 1.92 1.61

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.44 1.98

2.48 2.03 1.69 1.40

2.48 2.04 1.71 1.44 1.21

2.46 2.02 1.70 1.45 1.24 1.05

2.40 2.00 1.69 1.44 1.24 1.07

2.90 2.34 1.94 1.65 1.42 1.22 1.07 .92

3.59 2.77 2.26 1.88 1.61 1.38 1.20 1.05 .92

2.68 2.15 1.81 1.55 1.34 1.17 1.03 .91 .80

2.62 2.04 1.73 1.49 1.30 1.14 1.01 .89 .79

2.53 1.97 1.65 1.43 1.26 1.11 .98 .88 .78

3.28 2.45 1.91 1.56 1.37 1.21 1.07 .96 .86 .77

3.13 2.35 1.84 1.50 1.32 1.17 1.04 .93 .84 .76

4.20 2.98 2.25 1.78 1.44 1.32 1.14 1.02 .92 .82 .75

3.58d 2.82 2.15 1.71 1.41 1.24 1.11 .99 .89 .81 .74

3.69d 3.36d 2.70 2.08 1.66 1.39 1.22 1.08 .97 .88 .80 .73

3.40d 3.53 2.63 2.03 1.62 1.39 1.20 1.07 .96 .87 .79 .73

3.41 2.59 2.00 1.62 1.38 1.22 1.07 .96 .87 .79 .73

3.34d 2.58 2.01 1.63 1.38 1.21 1.07 .95 .86 .79

2.61 2.01 1.65 1.40 1.21 1.07 .96 .87 .80

3.57 2.61 2.05 1.67 1.41 1.22 1.08 .97 .88

3.61 2.66 2.08 1.70 1.43 1.24 1.10 .99

5.55 3.69 2.72 2.14 1.75 1.48 1.29 1.15

6.42t 5.73 3.82 2.82 2.22 1.83 1.57

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 8JUT

Configuration: Rail -100..150mm Unlocked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

6

Up Cant Dn Cant Safety Factor: 45% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 245-255°
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Rail-Ability Ltd RACD-10000609

105
95 Stafford, ST16 3HS

255 4
265 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.29 1.86

2.32 1.92 1.58 1.31

2.32 1.92 1.63 1.36 1.13

2.29 1.92 1.63 1.39 1.16 .97

2.28 1.91 1.63 1.41 1.19 1.00

2.73 2.24 1.89 1.61 1.40 1.20 1.01 .85

3.35 2.68 2.19 1.86 1.60 1.40 1.21 1.02 .86

2.58 2.16 1.83 1.58 1.39 1.22 1.03 .87 .73

2.56 2.10 1.81 1.57 1.38 1.22 1.03 .87 .73

2.50 2.08 1.76 1.55 1.37 1.21 1.03 .87 .73

3.09 2.46 2.07 1.77 1.54 1.36 1.20 1.01 .86 .73

3.04 2.46 2.06 1.75 1.54 1.37 1.18 1.00 .85 .72

3.98 3.04 2.41 2.04 1.75 1.54 1.33 1.16 .99 .84 .71

3.83 2.99 2.42 2.03 1.71 1.50 1.30 1.14 .96 .82 .70

4.91d 3.73 2.85 2.34 1.95 1.64 1.46 1.27 1.11 .94 .80 .69

5.21d 3.68 2.82 2.27 1.92 1.62 1.42 1.25 1.07 .92 .79 .68

3.64 2.78 2.24 1.87 1.61 1.40 1.23 1.04 .89 .77 .67

5.35 3.64 2.75 2.22 1.85 1.58 1.38 1.19 1.01 .87 .75

5.38 2.74 2.20 1.83 1.56 1.36 1.15 .98 .85 .75

3.65 2.74 2.19 1.83 1.57 1.31 1.12 .96 .84

3.67 2.76 2.22 1.84 1.52 1.29 1.10 .95

5.58 3.75 2.82 2.21 1.79 1.49 1.27 1.09

8.54t 5.68 3.76 2.78 2.18 1.77 1.48

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.27 1.84

2.32 1.89 1.57 1.30

2.32 1.90 1.59 1.34 1.12

2.29 1.89 1.59 1.34 1.14 .97

2.25 1.86 1.56 1.34 1.14 .98

2.72 2.21 1.83 1.53 1.31 1.13 .98 .84

3.35 2.57 2.10 1.75 1.49 1.28 1.11 .97 .84

2.49 2.01 1.68 1.44 1.24 1.08 .95 .84 .73

2.41 1.88 1.60 1.38 1.20 1.05 .93 .82 .72

2.35 1.83 1.51 1.31 1.15 1.02 .90 .80 .71

3.04 2.27 1.78 1.48 1.26 1.11 .98 .88 .78 .70

2.90 2.16 1.69 1.36 1.22 1.07 .96 .85 .77 .69

3.87 2.73 2.06 1.62 1.32 1.16 1.03 .92 .83 .75 .67

3.58d 2.59 1.97 1.56 1.28 1.13 1.00 .90 .81 .73 .66

3.73d 3.36d 2.48 1.90 1.51 1.26 1.11 .99 .89 .80 .72 .65

3.39d 3.24 2.41 1.85 1.48 1.25 1.10 .97 .87 .79 .72 .65

3.12 2.37 1.82 1.48 1.26 1.09 .97 .86 .78 .71 .65

3.11 2.36 1.82 1.51 1.27 1.09 .96 .87 .78 .72

2.37 1.84 1.50 1.27 1.10 .97 .87 .79 .73

3.28 2.40 1.87 1.52 1.28 1.11 .98 .88 .80

3.32 2.44 1.91 1.55 1.31 1.13 1.00 .90

5.15 3.40 2.50 1.96 1.60 1.36 1.17 1.05

6.40t 5.33 3.52 2.60 2.05 1.68 1.44

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 8IUT

Configuration: Rail -100..150mm Unlocked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

6

Up Cant Dn Cant Safety Factor: 45% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 255-265°
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Rail-Ability Ltd RACD-10000609

95
75 Stafford, ST16 3HS

265 4
285 356

20
340 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.25 1.83

1.89 1.56 1.28

2.28 1.89 1.60 1.33 1.10

2.26 1.89 1.61 1.36 1.14 .95

2.24 1.87 1.60 1.38 1.16 .98

2.69 2.20 1.86 1.58 1.38 1.18 .99 .83

3.31 2.63 2.16 1.83 1.57 1.37 1.19 1.00 .84

2.55 2.13 1.79 1.56 1.36 1.20 1.01 .85 .71

2.49 2.06 1.78 1.54 1.36 1.19 1.01 .85 .72

2.45 2.05 1.73 1.53 1.34 1.19 1.01 .85 .72

3.02 2.43 2.02 1.74 1.49 1.34 1.18 .99 .84 .71

3.00 2.41 2.02 1.72 1.51 1.34 1.16 .98 .83 .71

3.91 2.99 2.38 2.01 1.72 1.51 1.31 1.14 .97 .82 .70

3.76 2.93 2.38 2.00 1.68 1.47 1.27 1.12 .94 .80 .69

4.91d 3.68 2.79 2.29 1.92 1.62 1.43 1.25 1.09 .92 .78 .67

5.21d 3.61 2.77 2.24 1.88 1.59 1.40 1.22 1.05 .90 .77 .65

3.57 2.72 2.20 1.84 1.57 1.36 1.20 1.02 .87 .75 .64

5.27 3.57 2.70 2.17 1.81 1.55 1.35 1.16 .99 .85 .74

8.43t 5.28 2.69 2.16 1.80 1.54 1.33 1.13 .96 .83 .73

8.76t 3.58 2.69 2.15 1.80 1.54 1.29 1.09 .94 .82

3.61 2.71 2.17 1.80 1.49 1.26 1.07 .93

5.51 3.69 2.77 2.17 1.75 1.46 1.24 1.07

8.46t 5.58 3.69 2.73 2.15 1.74 1.46

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.24 1.81

1.86 1.54 1.27

2.28 1.87 1.56 1.31 1.10

2.25 1.85 1.56 1.32 1.12 .95

2.21 1.83 1.54 1.31 1.12 .96

2.65 2.14 1.80 1.50 1.29 1.11 .96 .82

3.29 2.53 2.07 1.72 1.46 1.26 1.09 .95 .82

2.43 1.96 1.65 1.40 1.22 1.06 .93 .82 .71

2.37 1.85 1.57 1.35 1.18 1.03 .91 .80 .71

2.31 1.79 1.48 1.28 1.13 .99 .88 .78 .70

2.98 2.23 1.79 1.44 1.23 1.08 .96 .86 .76 .68

2.84 2.12 1.66 1.34 1.19 1.04 .93 .83 .75 .67

3.82 2.68 2.02 1.58 1.29 1.13 1.01 .90 .81 .73 .65

3.54 2.53 1.92 1.53 1.25 1.11 .98 .88 .79 .72 .64

3.71d 3.36d 2.42 1.86 1.47 1.23 1.08 .96 .86 .78 .71 .63

3.39d 3.17 2.36 1.81 1.44 1.22 1.12 .95 .85 .77 .70 .62

3.05 2.31 1.78 1.44 1.23 1.06 .94 .84 .76 .70 .62

3.05 2.30 1.78 1.48 1.24 1.06 .94 .85 .76 .70

2.32 1.80 1.46 1.24 1.07 .94 .85 .77 .71

3.21 2.34 1.82 1.48 1.25 1.08 .96 .86 .78

3.26 2.39 1.87 1.52 1.28 1.10 .98 .88

5.06 3.34 2.45 1.92 1.57 1.32 1.15 1.03

6.31t 5.26 3.48 2.55 2.01 1.65 1.41

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 8HUT

Configuration: Rail -100..150mm Unlocked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

6

Up Cant Dn Cant Safety Factor: 45% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 265-285°
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Rail-Ability Ltd RACD-10000609

75
65 Stafford, ST16 3HS

285 4
295 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.30 1.87

2.31 1.92 1.59 1.31

1.93 1.63 1.36 1.13

2.30 1.92 1.64 1.39 1.16 .97

2.28 1.90 1.63 1.41 1.19 1.00

2.72 2.24 1.88 1.62 1.41 1.20 1.01 .85

2.64 2.20 1.86 1.60 1.40 1.21 1.02 .86

2.62 2.12 1.84 1.58 1.39 1.22 1.03 .87 .73

2.56 2.13 1.80 1.57 1.38 1.22 1.03 .87 .74

2.52 2.09 1.79 1.55 1.37 1.22 1.02 .87 .74

3.09 2.48 2.07 1.76 1.54 1.37 1.20 1.02 .86 .73

3.04 2.46 2.06 1.75 1.54 1.37 1.18 1.00 .85 .72

4.03 3.04 2.40 2.05 1.76 1.54 1.34 1.16 .99 .84 .71

3.83 3.00 2.41 2.02 1.72 1.50 1.30 1.14 .96 .82 .71

4.90d 3.74 2.86 2.34 1.95 1.62 1.46 1.28 1.11 .94 .80 .69

5.20d 3.69 2.83 2.28 1.91 1.64 1.43 1.25 1.08 .92 .79 .68

3.65 2.79 2.23 1.87 1.61 1.40 1.23 1.04 .89 .77 .67

5.41 3.66 2.74 2.22 1.85 1.58 1.38 1.19 1.01 .87 .76

5.44 3.66 2.75 2.21 1.84 1.57 1.36 1.15 .99 .86 .75

3.68 2.76 2.21 1.84 1.57 1.32 1.12 .97 .84

9.05t 5.56 3.71 2.79 2.23 1.84 1.53 1.29 1.10 .96

5.70 3.80 2.85 2.22 1.80 1.50 1.27 1.10

8.20t 5.79 3.81 2.81 2.20 1.79 1.49

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.28 1.85

2.31 1.89 1.57 1.30

1.90 1.59 1.34 1.12

2.30 1.89 1.58 1.35 1.14 .96

2.26 1.87 1.58 1.33 1.15 .98

2.72 2.19 1.82 1.54 1.32 1.13 .98 .85

2.58 2.10 1.75 1.49 1.28 1.11 .97 .84

2.48 2.00 1.68 1.44 1.24 1.08 .95 .83 .73

2.43 1.89 1.60 1.38 1.20 1.05 .93 .82 .72

2.36 1.83 1.51 1.32 1.16 1.02 .90 .80 .71

3.03 2.26 1.77 1.43 1.27 1.11 .99 .88 .78 .70

2.89 2.17 1.69 1.37 1.21 1.07 .95 .85 .77 .69

3.87 2.73 2.06 1.63 1.32 1.16 1.04 .93 .83 .75 .68

3.58d 2.59 1.97 1.56 1.28 1.13 1.01 .90 .81 .74 .66

3.73d 3.36d 2.49 1.90 1.52 1.26 1.11 .99 .89 .80 .73 .65

3.40d 3.26 2.42 1.85 1.48 1.26 1.10 .97 .87 .79 .72 .65

3.14 2.38 1.83 1.48 1.26 1.09 .97 .87 .79 .72 .65

3.14 2.37 1.83 1.49 1.26 1.10 .97 .86 .79 .72

3.28 2.39 1.85 1.50 1.27 1.10 .97 .87 .79 .73

3.31 2.41 1.87 1.52 1.29 1.11 .98 .88 .80

3.35 2.45 1.91 1.56 1.31 1.14 1.00 .90

5.24 3.44 2.52 1.97 1.61 1.36 1.18 1.05

6.18t 5.44 3.56 2.63 2.06 1.70 1.45

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 8GUT

Configuration: Rail -100..150mm Unlocked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

6

Up Cant Dn Cant Safety Factor: 45% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 285-295°
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Rail-Ability Ltd RACD-10000609

65
55 Stafford, ST16 3HS

295 4
305 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.41 1.96

2.01 1.67 1.38

2.01 1.71 1.43 1.19

2.40 2.02 1.71 1.46 1.23 1.03

2.38 2.00 1.71 1.48 1.25 1.05

2.85 2.35 1.97 1.69 1.47 1.27 1.07 .90

2.79 2.30 1.94 1.67 1.46 1.28 1.08 .92

2.71 2.26 1.92 1.65 1.45 1.28 1.09 .92 .78

2.66 2.20 1.90 1.64 1.44 1.28 1.08 .92 .78

2.63 2.18 1.85 1.63 1.44 1.27 1.08 .92 .78

3.21 2.61 2.16 1.85 1.62 1.43 1.27 1.08 .91 .78

3.18 2.59 2.15 1.85 1.60 1.43 1.25 1.06 .90 .77

4.19 3.20 2.50 2.12 1.84 1.61 1.40 1.22 1.04 .89 .76

4.04 3.12 2.56 2.07 1.82 1.57 1.37 1.21 1.02 .87 .75

4.90d 3.95 3.04 2.48 2.08 1.77 1.53 1.35 1.17 1.00 .86 .74

5.29d 3.91 2.97 2.42 2.00 1.72 1.50 1.32 1.14 .97 .84 .73

3.88 2.95 2.36 1.98 1.68 1.47 1.30 1.11 .95 .82 .72

7.05d 3.85 2.92 2.34 1.96 1.67 1.46 1.26 1.08 .93 .81

8.25d 3.86 2.90 2.33 1.93 1.66 1.44 1.22 1.05 .91 .80

8.55t 5.85 3.90 2.91 2.34 1.93 1.66 1.40 1.19 1.03 .90

3.95 2.95 2.35 1.94 1.62 1.36 1.17 1.02

6.10 4.02 3.01 2.35 1.91 1.59 1.35 1.17

7.94t 6.24 4.05 2.98 2.33 1.89 1.58

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.39 1.94

1.98 1.65 1.37

2.00 1.67 1.41 1.18

2.40 1.99 1.66 1.42 1.21 1.02

2.36 1.96 1.65 1.41 1.21 1.04

2.85 2.30 1.90 1.61 1.38 1.19 1.04 .90

2.71 2.22 1.85 1.56 1.35 1.17 1.03 .90

2.60 2.10 1.77 1.51 1.31 1.15 1.00 .88 .78

2.54 1.99 1.69 1.45 1.27 1.11 .98 .87 .77

2.48 1.94 1.60 1.39 1.22 1.08 .96 .85 .76

3.21 2.40 1.87 1.52 1.33 1.18 1.05 .93 .84 .75

3.05 2.31 1.80 1.46 1.28 1.14 1.02 .91 .82 .74

4.13 2.90 2.19 1.73 1.40 1.24 1.10 .98 .88 .80 .72

3.57d 2.75 2.11 1.67 1.37 1.21 1.07 .96 .87 .78 .71

3.73d 3.35d 2.64 2.03 1.61 1.35 1.19 1.07 .94 .85 .78 .71

3.40d 3.47 2.57 1.98 1.58 1.34 1.18 1.04 .93 .84 .77 .70

3.35 2.54 1.95 1.58 1.34 1.17 1.03 .93 .84 .77 .71

3.34 2.52 1.96 1.59 1.35 1.17 1.03 .93 .84 .77

2.54 1.97 1.61 1.36 1.18 1.04 .93 .84 .78

3.53 2.57 2.00 1.63 1.37 1.19 1.05 .94 .86

3.58 2.62 2.04 1.66 1.40 1.21 1.07 .96

5.65 3.66 2.68 2.10 1.71 1.45 1.25 1.12

5.94t 5.87 3.80 2.79 2.19 1.80 1.53

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 8FUT

Configuration: Rail -100..150mm Unlocked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

6

Up Cant Dn Cant Safety Factor: 45% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 295-305°
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Rail-Ability Ltd RACD-10000609

55
45 Stafford, ST16 3HS

305 4
315 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.60 2.12

2.17 1.81 1.50

2.16 1.85 1.55 1.30

2.60 2.18 1.85 1.58 1.34 1.13

2.56 2.14 1.84 1.59 1.36 1.15

3.09 2.52 2.13 1.82 1.59 1.38 1.17 .99

2.97 2.49 2.10 1.81 1.58 1.39 1.18 1.01

2.92 2.39 2.06 1.79 1.57 1.39 1.18 1.01 .86

2.88 2.37 2.04 1.77 1.56 1.39 1.19 1.01 .87

2.85 2.37 1.99 1.75 1.55 1.38 1.18 1.01 .87

3.50 2.79 2.35 2.01 1.75 1.55 1.38 1.17 1.00 .86

3.49 2.79 2.33 2.00 1.73 1.54 1.36 1.16 .99 .86

4.60 3.50 2.80 2.33 1.99 1.74 1.52 1.33 1.14 .98 .85

4.41 3.41 2.76 2.32 1.96 1.70 1.50 1.31 1.12 .96 .83

4.72d 4.32 3.32 2.69 2.23 1.93 1.64 1.46 1.28 1.09 .95 .82

5.74d 4.28 3.26 2.62 2.19 1.88 1.61 1.44 1.25 1.07 .93 .81

4.27 3.22 2.59 2.15 1.84 1.59 1.42 1.21 1.05 .91 .80

4.26 3.20 2.57 2.13 1.83 1.59 1.38 1.18 1.03 .90

6.42 3.19 2.55 2.12 1.81 1.57 1.34 1.16 1.01 .89

4.30 3.20 2.55 2.12 1.81 1.53 1.31 1.14 1.00

6.63 4.33 3.24 2.57 2.13 1.77 1.50 1.29 1.13

6.75 4.43 3.30 2.58 2.09 1.75 1.49 1.28

7.65t 6.99 4.48 3.27 2.56 2.07 1.74

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.58 2.10

2.15 1.80 1.49

2.15 1.81 1.53 1.29

2.59 2.15 1.80 1.54 1.32 1.12

2.54 2.10 1.79 1.53 1.31 1.14

3.07 2.48 2.07 1.76 1.50 1.30 1.14 .99

2.96 2.39 2.01 1.70 1.47 1.28 1.12 .99

2.84 2.28 1.93 1.65 1.43 1.25 1.10 .98 .86

2.79 2.18 1.84 1.59 1.39 1.22 1.08 .96 .85

2.71 2.12 1.77 1.52 1.34 1.18 1.06 .94 .84

3.50 2.62 2.05 1.67 1.46 1.29 1.15 1.03 .92 .83

3.33 2.51 1.98 1.61 1.41 1.25 1.12 1.00 .90 .82

4.29d 3.19 2.41 1.91 1.56 1.37 1.22 1.09 .98 .89 .81

3.64d 3.02 2.32 1.85 1.52 1.34 1.19 1.07 .96 .87 .80

3.69d 3.35d 2.92 2.24 1.80 1.50 1.32 1.19 1.05 .95 .86 .79

3.41d 3.73d 2.85 2.19 1.76 1.50 1.30 1.17 1.04 .94 .86 .78

3.34d 2.81 2.17 1.76 1.49 1.30 1.15 1.03 .93 .85 .79

3.39d 2.80 2.17 1.78 1.50 1.30 1.16 1.03 .93 .85

2.82 2.19 1.79 1.52 1.31 1.16 1.04 .94 .87

3.91 2.85 2.22 1.81 1.53 1.32 1.17 1.05 .95

3.98 2.90 2.26 1.84 1.55 1.35 1.19 1.07

6.31 4.07 2.97 2.32 1.90 1.60 1.39 1.24

5.71t 6.57 4.21 3.07 2.41 1.98 1.69

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 8EUT

Configuration: Rail -100..150mm Unlocked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

6

Up Cant Dn Cant Safety Factor: 45% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 305-315°
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Rail-Ability Ltd RACD-10000609

45
35 Stafford, ST16 3HS

315 4
325 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.89 2.37

2.42 2.02 1.70

2.41 2.06 1.74 1.47

2.41 2.06 1.77 1.50 1.28

2.84 2.39 2.05 1.77 1.53 1.30

2.80 2.36 2.02 1.77 1.54 1.32 1.13

3.36 2.76 2.34 2.01 1.76 1.55 1.33 1.14

3.28 2.71 2.31 1.99 1.75 1.56 1.33 1.15 .99

3.20 2.67 2.28 1.97 1.73 1.55 1.33 1.15 .99

3.17 2.63 2.25 1.96 1.73 1.56 1.33 1.14 .99

3.90 3.13 2.61 2.23 1.94 1.72 1.54 1.32 1.14 .98

3.90 3.13 2.60 2.22 1.94 1.72 1.52 1.30 1.13 .98 .85

4.75d 3.91 3.03 2.58 2.22 1.94 1.71 1.50 1.29 1.11 .97 .85

4.97 3.84 3.10 2.47 2.18 1.91 1.67 1.48 1.27 1.10 .96

4.76d 4.90 3.71 3.02 2.52 1.87 1.85 1.64 1.44 1.24 1.08 .95

5.43d 4.84 3.65 2.96 2.47 2.11 1.84 1.61 1.41 1.22 1.06 .93

4.82 3.61 2.92 2.43 2.07 1.81 1.60 1.38 1.19 1.05 .93

3.62 2.89 2.40 2.06 1.79 1.56 1.34 1.17 1.03

3.61 2.88 2.39 2.05 1.78 1.52 1.32 1.15 1.02

7.45 3.63 2.89 2.40 2.05 1.73 1.49 1.30 1.14

8.57t 4.94 3.66 2.92 2.41 2.01 1.70 1.47 1.29

7.85 5.06 3.75 2.92 2.37 1.98 1.69 1.46

7.32t 8.07 5.09 3.71 2.90 2.36 1.97

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.89 2.35

2.40 2.00 1.68

2.40 2.02 1.72 1.46

2.38 2.01 1.73 1.48 1.27

2.83 2.34 2.00 1.71 1.48 1.29

2.76 2.31 1.96 1.68 1.47 1.29 1.12

3.28 2.67 2.24 1.91 1.65 1.44 1.27 1.12

3.17 2.55 2.16 1.85 1.61 1.41 1.25 1.11 .98

3.12 2.45 2.07 1.79 1.57 1.38 1.23 1.09 .98

3.05 2.39 1.99 1.73 1.52 1.35 1.20 1.07 .96

3.90 2.94 2.32 1.90 1.67 1.48 1.31 1.17 1.06 .95

3.77 2.85 2.26 1.85 1.63 1.43 1.28 1.15 1.04 .94 .85

4.44d 3.58 2.74 2.18 1.79 1.57 1.40 1.25 1.13 1.02 .93 .85

3.57d 3.44 2.65 2.12 1.75 1.54 1.37 1.23 1.11 1.01 .92

3.69d 3.36d 3.33 2.57 2.07 1.73 1.52 1.35 1.21 1.10 1.00 .91

3.45d 3.75d 3.26 2.52 2.03 1.72 1.51 1.33 1.20 1.08 .99 .91

3.39d 3.22 2.50 2.03 1.72 1.50 1.33 1.19 1.08 .99 .91

3.22 2.50 2.05 1.73 1.50 1.33 1.19 1.08 .99

3.23 2.52 2.06 1.75 1.51 1.33 1.20 1.09 1.00

3.27 2.55 2.08 1.76 1.53 1.35 1.21 1.10

4.56 3.32 2.59 2.12 1.78 1.55 1.37 1.23

7.31 4.67 3.39 2.65 2.17 1.83 1.59 1.41

5.45t 7.65 4.82 3.51 2.75 2.25 1.91

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 8DUT

Configuration: Rail -100..150mm Unlocked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

6

Up Cant Dn Cant Safety Factor: 45% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 315-325°

0

5.5

5

4.5

4

3.5

3

2.5

2

1.5

1

0.5

6.5

-0.5

-1

-1.5

-2

-2.5

-3

-3.5

Minimum Loads (t)
(m)

7.5

7

0.5

6

5.5

5

4.5

4

3.5

3

2.5

2

1.5

1

-3

-3.5

0

-0.5

-1

-1.5

-2

-2.5
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Rail-Ability Ltd RACD-10000609

35
25 Stafford, ST16 3HS

325 4
335 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.84

2.88 2.43 2.05

2.87 2.46 2.10 1.79

2.87 2.45 2.13 1.82 1.57

3.38 2.84 2.45 2.12 1.85 1.59

3.35 2.81 2.42 2.12 1.86 1.61 1.40

4.00 3.30 2.78 2.41 2.11 1.87 1.62 1.41

3.92 3.25 2.75 2.38 2.10 1.87 1.62 1.41 1.23

3.86 3.21 2.72 2.36 2.09 1.86 1.62 1.41 1.24

3.80 3.16 2.70 2.35 2.07 1.86 1.62 1.41 1.24

3.77 3.13 2.68 2.34 2.07 1.85 1.61 1.40 1.23

4.70 3.75 3.13 2.66 2.32 2.07 1.84 1.59 1.39 1.22 1.08

4.53d 4.67 3.76 3.09 2.67 2.32 2.05 1.81 1.58 1.38 1.21 1.07

4.93d 4.61 3.68 3.03 2.63 2.29 2.02 1.78 1.55 1.36 1.20

4.58d 5.68d 4.54 3.66 3.05 2.41 2.26 1.99 1.76 1.53 1.34 1.19

5.14d 5.96 4.48 3.60 3.00 2.57 2.23 1.97 1.72 1.51 1.32 1.18

5.91 4.45 3.56 2.96 2.54 2.20 1.94 1.69 1.48 1.31 1.17

5.93 4.43 3.53 2.94 2.50 2.18 1.91 1.66 1.46 1.29

7.77d 9.08 4.43 3.53 2.93 2.50 2.18 1.87 1.63 1.44 1.28

4.45 3.54 2.94 2.50 2.13 1.84 1.61 1.43

6.08 4.50 3.56 2.95 2.46 2.11 1.82 1.60 1.43

6.21 4.58 3.56 2.91 2.44 2.09 1.82

6.99t 10.03 6.28 4.56 3.56 2.90 2.43

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.81

2.87 2.41 2.04

2.87 2.43 2.07 1.78

2.85 2.41 2.08 1.80 1.56

3.37 2.81 2.39 2.06 1.80 1.58

3.31 2.76 2.37 2.03 1.78 1.57 1.39

3.92 3.21 2.69 2.31 2.00 1.76 1.56 1.38

3.83 3.09 2.61 2.25 1.96 1.73 1.54 1.37 1.22

3.77 3.00 2.53 2.19 1.91 1.70 1.51 1.35 1.22

3.68 2.93 2.43 2.13 1.87 1.66 1.48 1.34 1.21

3.60 2.92 2.35 2.06 1.82 1.63 1.46 1.32 1.19

4.56 3.50 2.78 2.30 2.00 1.79 1.60 1.43 1.30 1.18 1.07

4.32d 4.37d 3.38 2.72 2.24 1.96 1.74 1.56 1.41 1.28 1.17 1.07

3.57d 3.73d 3.29 2.65 2.20 1.93 1.73 1.54 1.39 1.27 1.16

3.34d 3.35d 3.47d 3.20 2.59 2.18 1.91 1.70 1.53 1.38 1.26 1.15

3.43d 3.69d 3.37d 3.15 2.56 2.18 1.90 1.69 1.51 1.37 1.25 1.15

3.35d 3.34d 3.14 2.55 2.17 1.89 1.67 1.50 1.36 1.24 1.15

3.44d 3.38d 3.14 2.58 2.18 1.90 1.68 1.51 1.36 1.25

4.06 3.16 2.59 2.20 1.90 1.68 1.51 1.37 1.26

4.09 3.19 2.61 2.21 1.92 1.70 1.52 1.38

5.69 4.14 3.23 2.65 2.24 1.94 1.72 1.54 1.42

5.80 4.21 3.30 2.70 2.28 1.98 1.76

5.16t 9.30t 5.98 4.34 3.39 2.78 2.36

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 8CUT

Configuration: Rail -100..150mm Unlocked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

6

Up Cant Dn Cant Safety Factor: 45% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 325-335°

0

5.5

5

4.5

4

3.5

3

2.5

2

1.5

1

0.5

6.5

-0.5

-1

-1.5

-2

-2.5

-3

-3.5

Minimum Loads (t)
(m)

7.5

7

0.5

6

5.5

5

4.5

4

3.5

3

2.5

2

1.5

1

-3

-3.5

0

-0.5

-1

-1.5

-2

-2.5
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Rail-Ability Ltd RACD-10000609

25
15 Stafford, ST16 3HS

335 4
345 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.67 3.08

3.55s 3.14 2.68

3.44s 3.15 2.73 2.36

3.60s 3.14 2.74 2.39 2.08

3.64 3.13 2.74 2.41 2.10

4.09d 3.59 3.11 2.73 2.42 2.12 1.86

4.96d 4.17 3.57 3.09 2.71 2.41 2.13 1.87

5.02 4.16 3.53 3.06 2.70 2.40 2.13 1.88 1.66

4.94 4.11 3.50 3.03 2.68 2.40s 2.13 1.88 1.66

4.90 4.05 3.46 3.01 2.67 2.39s 2.12 1.87 1.66

4.85 4.03 3.43 3.01 2.63 2.38 2.11 1.87 1.66 1.48

6.04 4.84 4.01 3.43 2.99 2.66s 2.36 2.10 1.85 1.65 1.47

4.54d 5.98 4.76 4.02 3.42 2.98 2.63 2.34 2.08 1.84 1.64 1.47

4.77d 5.95t 4.75 3.96 3.37 2.94 2.60 2.33 2.06 1.83 1.63 1.46

4.26d 5.62d 5.94 4.72 3.93 3.27 2.92 2.58 2.31 2.04 1.81 1.61

5.02d 6.81d 5.91 4.70 3.90 3.34 2.90 2.57 2.28 2.01 1.78 1.60

7.87 5.87 4.69 3.90 3.33 2.89 2.56 2.25 1.99 1.77 1.59

7.92d 5.87 4.66 3.88 3.31 2.88 2.54 2.22 1.96 1.76 1.58

5.86 4.65 3.86 3.30 2.87 2.49 2.19 1.95 1.75

7.91d 8.00 5.90 4.67 3.87 3.30 2.83 2.46 2.17 1.93

8.20t 8.09 5.95 4.71 3.89 3.27 2.80 2.44 2.16 1.93

8.25 6.04 4.73 3.86 3.24 2.79 2.44

6.65t 12.79t 8.35 6.03 4.72 3.85 3.24 2.79

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.13d 3.06

3.42s 3.06s 2.67

3.44s 2.91s 2.67d 2.34

3.41s 2.92s 2.52s 2.36 2.07

3.48s 2.90s 2.53s 2.35 2.08

4.08d 3.34s 2.96s 2.51s 2.34 2.08 1.85

4.75s 3.90s 3.31s 2.93s 2.50s 2.21s 2.06 1.85

4.94s 3.85s 3.36s 2.82s 2.48s 2.20s 2.04 1.83 1.65

4.56s 3.92 3.22s 2.80s 2.47s 2.20s 2.02 1.82 1.64

4.51s 3.85s 3.24 2.77s 2.45s 2.19s 1.99 1.80 1.63

4.46s 3.70s 3.14 2.76s 2.44s 1.72t 1.96 1.78 1.62 1.47

5.56t 4.44s 3.73 3.09 2.71 2.35t 1.90t 1.94 1.76 1.60 1.47

4.32d 4.44d 4.10t 3.64 3.03t 2.45t 2.07t 1.85t 1.91 1.74 1.59 1.46

3.63d 3.72d 3.30t 3.57 2.42t 2.19t 2.12t 2.03t 1.89 1.72 1.58 1.46

3.34d 3.35d 3.46d 3.65d 3.08t 2.97 2.36t 2.18t 2.07 1.88 1.71 1.57

3.44d 3.34d 3.36d 3.55d 3.49 2.96 2.59 2.29 2.07 1.87 1.71 1.57

3.36d 3.34d 3.44d 3.48 2.96 2.62 2.29 2.05 1.86 1.70 1.57

3.38d 3.75d 3.51 2.98 2.58 2.29 2.05 1.87 1.70 1.58

4.52d 4.29 3.52 2.99 2.60 2.30 2.06 1.87 1.71

5.52 4.32 3.54 3.01 2.61 2.31 2.07 1.88

7.68 5.58 4.37 3.59 3.04 2.64 2.33 2.10 1.91

7.81 5.67 4.44 3.64 3.08 2.67 2.37

4.91t 8.86t 8.02 5.80 4.54 3.72 3.16 2.79

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 8BUT

Configuration: Rail -100..150mm Unlocked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

6

Up Cant Dn Cant Safety Factor: 45% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 335-345°

0
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3.5

3

2.5

2

1.5

1

0.5

6.5

-0.5
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-1.5

-2

-2.5

-3

-3.5

Minimum Loads (t)
(m)

7.5

7

0.5

6

5.5

5

4.5

4

3.5

3

2.5

2

1.5

1

-3

-3.5

0

-0.5

-1

-1.5

-2

-2.5
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Rail-Ability Ltd RACD-10000609

5
355 Stafford, ST16 3HS
355 4

5 356
10

350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.31 2.63

2.75 2.22

2.77 2.31 1.87

2.75 2.33 1.93 1.57

3.23 2.70 2.32 1.97 1.62 1.31

3.81 3.16 2.67 2.30 1.99 1.65 1.35

4.58 3.71 3.07 2.63 2.26 1.98 1.67 1.37 1.11

4.40 3.59 3.01 2.56 2.24 1.96 1.67 1.38 1.13

4.21 3.44 2.93 2.52 2.20 1.95 1.68 1.38 1.13

4.11 3.40 2.88 2.49 2.18 1.94 1.66 1.37 1.12

4.05 3.34 2.83 2.45 2.16 1.94 1.63 1.35 1.12 .91

5.01 3.95 3.31 2.81 2.44 2.12 1.94 1.61 1.33 1.10 .91

5.06 3.97 3.26 2.81 2.43 2.16 1.87 1.57 1.30 1.08 .89

6.46 5.01 3.99 3.32 2.76 2.41 2.10 1.82 1.53 1.27 1.05 .88

5.68d 6.32 4.80 3.85 3.21 2.73 2.31 2.04 1.78 1.47 1.23 1.02 .86

7.39d 6.22 4.64 3.73 3.09 2.64 2.20 1.98 1.71 1.42 1.19 1.00

6.20 4.61 3.66 3.03 2.57 2.22 1.94 1.64 1.37 1.15 .98

9.94 4.57 3.61 2.98 2.52 2.18 1.89 1.57 1.32 1.12 .96

4.58 3.59 2.95 2.49 2.17 1.81 1.52 1.28 1.10

10.62 4.63 3.59 2.96 2.52 2.09 1.75 1.47 1.26 1.09

6.63 4.73 3.67 3.01 2.44 2.02 1.70 1.45 1.25

6.93 4.91 3.72 2.94 2.39 2.00 1.69 1.45

12.96 7.13 4.90 3.70 2.92 2.38 2.00

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.29 2.61

2.71 2.20

2.72 2.26 1.86

2.70 2.25 1.88 1.56

3.22 2.65 2.21 1.86 1.58 1.31

3.81 3.11 2.57 2.19 1.84 1.56 1.33

4.54 3.63 2.95 2.46 2.10 1.78 1.53 1.32 1.10

4.35 3.35 2.78 2.35 2.01 1.72 1.48 1.28 1.11

4.21 3.16 2.57 2.21 1.90 1.64 1.43 1.25 1.09

4.05 3.02 2.40 2.08 1.80 1.57 1.37 1.21 1.06

3.84 2.87 2.30 1.93 1.70 1.49 1.32 1.17 1.03 .91

5.01 3.61 2.72 2.12 1.86 1.60 1.43 1.27 1.13 1.00 .89

4.64 3.36 2.55 2.00 1.72 1.53 1.36 1.22 1.09 .98 .87

5.43d 4.29 3.14 2.42 1.91 1.66 1.47 1.32 1.18 1.06 .95 .86

5.02d 5.09d 4.03 2.99 2.31 1.85 1.62 1.46 1.28 1.15 1.03 .94 .86

5.21d 5.01d 3.88 2.88 2.23 1.83 1.59 1.43 1.26 1.12 1.02 .93

5.06d 3.81 2.82 2.20 1.84 1.66 1.39 1.25 1.12 1.01 .93

3.79 2.82 2.24 1.85 1.62 1.40 1.24 1.12 1.02 .95

3.84 2.87 2.28 1.90 1.61 1.40 1.25 1.13 1.04

3.91 2.93 2.32 1.93 1.64 1.43 1.28 1.16 1.08

5.85 4.03 3.02 2.40 1.98 1.69 1.47 1.32 1.21

6.11 4.20 3.15 2.50 2.06 1.76 1.54 1.42

11.82t 6.51 4.45 3.33 2.66 2.21 1.92

RTE019 through to RTE021
Locked 01/06/2020

9aL

Rail-Ability Ltd, Tollgate Drive

Tel: 01785 214747
mail@railability.co.uk

Rated Lift Capacity Chart

Machine type:
Configuration:

Equipment:

Fleet Number:

RA310
Rail -150..200mm Locked
1.9 + 3.4 + 2.1

Floating Axle:

7.5

7

6.5

6

Maximum Loads (t)
(m)

Safety Factor: 90%

5.5

5

4.5

4

3.5

3

2.5

2

1.5

1

0.5

0

-0.5

-1

-1.5

-2

-2.5

-3

-3.5

7.5

Minimum Loads (t)
(m)

4

3.5

3

2.5

7

6.5

6

5.5

5

-3

-3.5

Sector: 355-5°

Up Cant Dn Cant

-0.5

-1

-1.5

-2

-2.5

2

1.5

1

0.5

0

4.5
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Rail-Ability Ltd RACD-10000609

355
185 Stafford, ST16 3HS

5 4
175 356
170
190 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.37

2.40 2.01

2.05 1.70

2.37 2.04 1.74 1.42

2.33 2.03 1.76 1.46 1.18

2.68 2.29 1.99 1.75 1.48 1.21

3.71 2.99 2.61 2.26 1.97 1.74 1.50 1.22

3.55 2.92 2.56 2.21 1.95 1.73 1.49 1.22 1.00

3.46 2.93 2.51 2.19 1.93 1.72 1.48 1.22 1.00

3.41 2.84 2.48 2.16 1.90 1.72 1.46 1.20 .99

3.40 2.85 2.45 2.15 1.91 1.74 1.44 1.19 .98

5.51 4.23 3.41 2.83 2.45 2.15 1.92 1.71 1.41 1.17 .96

5.55 4.26 3.34 2.83 2.45 2.17 1.94 1.65 1.37 1.14 .94

6.22d 5.38 4.25 3.29 2.88 2.48 2.15 1.88 1.61 1.32 1.11 .92

7.40 5.28 4.10 3.35 2.49 2.39 2.10 1.83 1.54 1.28 1.07 .90

5.16 4.01 3.25 2.72 2.30 2.05 1.78 1.48 1.24 1.04 .89

8.37t 5.12 3.94 3.21 2.65 2.31 2.01 1.70 1.42 1.20 1.01

12.94d 5.13 3.93 3.16 2.42 2.28 1.95 1.63 1.37 1.17 1.00

10.56d 5.14 3.92 3.18 2.66 2.26 1.88 1.57 1.34 1.15

13.19 5.23 3.99 3.21 2.65 2.18 1.81 1.54 1.32

7.76 5.36 4.09 3.18 2.57 2.13 1.79 1.52 1.32

13.65 7.96 5.37 4.01 3.14 2.53 2.11 1.79

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.35

2.40 1.98

2.01 1.68

2.36 1.98 1.68 1.41

2.29 1.94 1.66 1.41 1.18

2.65 2.22 1.89 1.62 1.39 1.19

3.66 2.98 2.50 2.12 1.82 1.57 1.36 1.17

3.55 2.76 2.34 2.01 1.74 1.51 1.32 1.15 .99

3.41 2.63 2.18 1.90 1.65 1.45 1.28 1.11 .97

3.26 2.51 2.03 1.78 1.57 1.39 1.22 1.08 .95

3.08 2.36 1.90 1.68 1.49 1.32 1.18 1.04 .93

5.51 3.90 2.89 2.23 1.81 1.61 1.43 1.27 1.13 1.01 .91

5.04 3.61 2.71 2.12 1.74 1.54 1.38 1.22 1.10 .99 .89

1.04d 4.72 3.40 2.59 2.02 1.69 1.50 1.33 1.19 1.07 .97 .88

2.06d .81d 3.27 2.48 1.95 1.67 1.49 1.30 1.16 1.05 .96 .88

1.67d 3.19 2.43 1.96 1.67 1.45 1.30 1.15 1.04 .95 .88

2.19d .22d 2.43 1.98 1.67 1.45 1.28 1.15 1.04 .96

2.24d 3.19 2.47 2.01 1.71 1.47 1.30 1.16 1.05 .98

4.44 3.23 2.52 2.06 1.74 1.49 1.31 1.18 1.09

4.50 3.30 2.58 2.10 1.77 1.53 1.36 1.23

6.85 4.59 3.38 2.65 2.16 1.83 1.59 1.41 1.30

10.17t 7.05 4.76 3.51 2.76 2.26 1.91 1.67
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Up Cant Dn Cant Safety Factor: 90%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 5-175°

Fleet Number: RTE019 through to RTE021 9bL

Configuration: Rail -150..200mm Locked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

185
175 Stafford, ST16 3HS
175 4
185 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

5.62s 5.41d

5.26s 5.44s

4.99s 5.18s 5.24t

4.95s 4.97s 5.12s 4.86t

5.45s 5.27s 5.22s 5.13t 4.88s 3.80d

5.80s 5.29s 5.42s 5.17t 4.87t 4.63t

7.13d 6.35s 5.95s 5.66s 5.26t 4.91t 4.67t 4.05d

7.39s 7.93s 7.01s 6.46s 5.88t 5.37t 4.98t 4.69t 4.43t

7.18s 8.35s 7.93t 6.85t 6.08t 5.52t 5.08t 4.75t 4.51t

7.46s 8.39s 8.57t 7.24t 6.33t 5.69t 5.20t 4.83t 4.58t

8.41s 9.01s 9.31s 7.70t 6.64t 5.89t 5.34t 4.93t 4.65t 4.20d

8.72s 9.57s 9.92s 9.81s 8.27t 6.97t 6.12t 5.50t 5.05t 4.74t 4.30t

8.93t 10.32d 10.35s 10.15d 8.81t 7.34t 6.37t 5.69t 5.19t 4.85t 4.36t

6.32d 9.77t 11.18t 10.81s 10.48s 9.43t 7.72t 6.63t 5.89t 5.35t 4.98t 4.43t

5.19d 7.83d 10.97d 12.36s 11.68s 10.83s 9.69s 8.09t 6.91t 6.10t 5.52t 5.12t 3.69d

7.30d 9.68d 12.84d 13.37d 12.39s 11.16s 9.77s 8.46t 7.19t 6.32t 5.70t 5.25t

11.93d 15.36d 14.61s 12.91d 11.26s 9.79s 8.67s 7.48t 6.55t 5.90t 5.28t

18.11s 15.51s 13.28s 11.26s 9.84s 8.71s 7.77t 6.78t 6.11t 5.15t

14.20d 19.56s 16.22s 13.40s 11.38s 9.90s 8.76s 7.87s 7.04t 6.17t

20.64s 16.38s 13.49s 11.47s 9.98s 8.87s 7.97s 7.00s 5.75s

27.72d 21.03s 16.58s 13.67s 11.68s 10.16s 8.87s 7.65s 6.26s

29.21s 21.48s 16.88s 13.80s 11.61s 9.82s 8.24d 6.63s

11.10t 19.43t 28.07s 20.51s 15.95s 12.90s 10.60s 8.56s

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

5.46s 4.82d

4.57s 4.38d

4.58s 4.00d 3.96d

4.56s 3.92s 4.10d 3.79d

5.32s 4.50s 3.90s 3.58d 3.58d 3.59d

5.21s 4.46s 3.88s 3.39s 3.43d 3.56d

7.05d 5.12s 4.39s 3.84s 3.38s 3.48d 3.37d 3.48d

7.39s 6.51s 5.04s 4.33s 3.79s 3.36s 3.37d 3.37d 3.46d

7.18s 5.87s 4.96s 4.43s 3.76s 3.34s 3.68s 3.36d 3.32d

7.26s 5.77s 4.89s 4.24s 3.73s 3.33s 3.34d 3.34d 3.33d

6.93s 5.70s 4.84s 4.20s 3.70s 3.32s 3.55t 3.38d 3.36d 3.37d

8.72s 6.87s 5.82s 4.81s 4.18s 4.02s 2.76t 3.54t 3.50d 3.55d 3.36d

6.59d 6.68t 5.63s 4.94s 4.13t 3.12t 2.88t 3.62t 3.70d 3.59d 3.42d

5.36d 5.58d 5.30t 6.12t 3.97t 3.31t 3.07t 2.94t 3.86d 3.74d 3.69d 3.52d

5.01d 5.03d 5.17d 5.45d 5.52t 6.10t 3.57t 3.29t 3.15t 4.07d 3.89d 3.81d 3.64d

5.19d 5.07d 5.11d 5.23d 5.30t 5.16t 3.90t 3.57t 3.76t 4.38d 4.02d 3.83d

5.11d 5.07d 5.14d 5.87d 4.93t 4.30t 3.94t 4.70d 4.45d 4.32d 3.94d

5.00d 5.32d 6.87t 5.57t 4.82t 4.82t 5.19d 4.96d 4.38d 4.20d

6.40d 7.38d 8.35t 6.62t 5.50t 6.28d 5.59d 5.00d 4.73d

9.04d 9.91d 11.48s 7.52t 7.75d 6.71d 5.97d 5.44d 4.80d

11.32d 11.96d 13.16s 11.03s 9.79s 8.65s 7.48d 6.13d 5.29d

15.18d 16.33d 13.37s 10.88s 9.33s 8.11s 7.11s 6.41s

7.81t 13.25t 20.88d 17.26s 13.42s 11.15s 9.38s 8.18s
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Up Cant Dn Cant Safety Factor: 87%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 175-185°

Fleet Number: RTE019 through to RTE021 9cL

Configuration: Rail -150..200mm Locked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

175
5 Stafford, ST16 3HS

185 4
355 356
170
190 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.58 2.86

3.64 2.99 2.42 1.94

3.65 3.02 2.51 2.05 1.65

3.63 3.02 2.55 2.11 1.73

4.40 3.58 2.98 2.54 2.16 1.78 1.45

5.31d 4.32 3.53 2.94 2.50 2.18 1.81 1.48 1.21

5.27 4.18 3.45 2.90 2.49 2.16 1.83 1.50 1.23

5.07 4.03 3.28 2.84 2.46 2.15 1.84 1.51 1.24 1.01

4.92 3.97 3.27 2.80 2.42 2.13 1.84 1.52 1.25 1.02

4.82 3.89 3.24 2.76 2.41 2.12 1.83 1.50 1.24 1.02

4.74 3.83 3.18 2.72 2.38 2.12 1.82 1.49 1.23 1.01

4.65 3.80 3.13 2.72 2.38 2.08 1.79 1.46 1.21 1.00

6.07 4.64 3.59 3.13 2.72 2.33 2.02 1.73 1.44 1.18 .98

5.73 4.51 3.65 3.09 2.49 2.27 1.96 1.68 1.39 1.15 .96

7.07 5.51 4.31 3.51 2.96 2.54 2.19 1.90 1.63 1.35 1.12 .93

7.67 5.37 4.19 3.41 2.85 2.42 2.11 1.85 1.56 1.30 1.09 .91

5.32 4.07 3.31 2.77 2.37 2.06 1.81 1.50 1.25 1.06 .90

7.68 5.30 4.02 3.26 2.73 2.34 2.02 1.72 1.44 1.22 1.03

7.64 5.26 4.01 3.21 2.70 2.31 1.98 1.65 1.39 1.18 1.01

7.78 5.32 4.02 3.23 2.69 2.29 1.90 1.59 1.35 1.16

7.90 5.37 4.07 3.27 2.69 2.20 1.84 1.56 1.33

8.13 5.53 4.14 3.23 2.62 2.16 1.81 1.54

12.76t 8.25 5.56 4.10 3.19 2.58

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.54 2.83

3.63 2.93 2.39 1.94

3.62 2.95 2.44 2.01 1.65

3.58 2.93 2.43 2.03 1.70

4.39 3.50 2.87 2.39 2.01 1.70 1.43

5.31d 4.21 3.39 2.78 2.32 1.97 1.67 1.43 1.20

5.16 3.98 3.23 2.67 2.25 1.91 1.64 1.41 1.20

5.07 3.75 3.02 2.53 2.15 1.84 1.58 1.37 1.19 1.00

4.92 3.64 2.79 2.37 2.03 1.76 1.52 1.32 1.16 1.00

4.79 3.49 2.66 2.23 1.92 1.67 1.46 1.28 1.12 .98

4.54 3.32 2.53 2.04 1.80 1.58 1.39 1.23 1.09 .96

4.26 3.15 2.39 1.92 1.70 1.50 1.33 1.18 1.05 .94

5.71 4.00 2.95 2.27 1.82 1.70 1.43 1.29 1.15 1.03 .92

5.23 3.70 2.76 2.14 1.75 1.55 1.38 1.24 1.10 1.00 .90

5.65d 4.86 3.48 2.63 2.05 1.71 1.51 1.34 1.20 1.08 .97 .88

5.04d 4.49 3.35 2.53 1.99 1.69 1.48 1.31 1.18 1.06 .96 .88

4.28 3.26 2.48 1.99 1.69 1.50 1.30 1.16 1.05 .96 .89

4.27 3.25 2.49 2.01 1.71 1.47 1.29 1.16 1.05 .96

4.56 3.29 2.52 2.05 1.72 1.49 1.31 1.17 1.06 .99

4.60 3.35 2.58 2.08 1.75 1.51 1.33 1.19 1.09

4.70 3.43 2.66 2.16 1.81 1.55 1.37 1.24

7.32 4.86 3.57 2.78 2.26 1.90 1.65 1.51

10.00t 7.72 5.12 3.78 2.97 2.44
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Up Cant Dn Cant Safety Factor: 90%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 185-355°

Fleet Number: RTE019 through to RTE021 9BL

Configuration: Rail -150..200mm Locked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

5
355 Stafford, ST16 3HS
355 4

5 356
10

350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.22 1.76

1.84 1.49

1.85 1.54 1.25

1.84 1.56 1.30 1.05

2.16 1.81 1.55 1.32 1.08 .88

2.55 2.12 1.79 1.54 1.33 1.10 .90

3.07 2.49 2.06 1.76 1.51 1.32 1.12 .92 .75

2.95 2.41 2.02 1.72 1.50 1.31 1.12 .92 .76

2.82 2.30 1.96 1.69 1.48 1.30 1.12 .92 .76

2.75 2.28 1.93 1.67 1.46 1.30 1.11 .92 .75

2.72 2.24 1.90 1.64 1.45 1.30 1.09 .90 .75 .61

3.36 2.65 2.22 1.88 1.63 1.42 1.30 1.08 .89 .74 .61

3.39 2.66 2.19 1.88 1.63 1.45 1.25 1.05 .87 .72 .60

4.33 3.36 2.68 2.23 1.85 1.62 1.41 1.22 1.02 .85 .71 .59

3.80d 4.23 3.22 2.58 2.15 1.83 1.54 1.37 1.19 .99 .82 .69 .58

4.95d 4.17 3.11 2.50 2.07 1.77 1.48 1.33 1.15 .95 .80 .67

4.16 3.09 2.45 2.03 1.72 1.49 1.30 1.10 .92 .77 .65

6.66 3.06 2.42 1.99 1.69 1.46 1.27 1.05 .89 .75 .64

3.07 2.41 1.98 1.67 1.45 1.21 1.02 .86 .74

7.12 3.10 2.41 1.98 1.69 1.40 1.17 .99 .84 .73

4.44 3.17 2.46 2.02 1.63 1.36 1.14 .97 .84

4.65 3.29 2.49 1.97 1.60 1.34 1.13 .97

8.68 4.78 3.28 2.48 1.95 1.59 1.34

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.20 1.75

1.82 1.47

1.82 1.51 1.24

1.81 1.51 1.26 1.05

2.16 1.78 1.48 1.25 1.06 .88

2.55 2.08 1.72 1.47 1.23 1.05 .89

3.04 2.43 1.97 1.65 1.40 1.19 1.02 .88 .74

2.91 2.25 1.86 1.57 1.34 1.15 .99 .86 .74

2.82 2.12 1.72 1.48 1.27 1.10 .96 .84 .73

2.71 2.03 1.61 1.39 1.20 1.05 .92 .81 .71

2.57 1.92 1.54 1.30 1.14 1.00 .88 .78 .69 .61

3.36 2.42 1.82 1.42 1.25 1.08 .96 .85 .75 .67 .60

3.11 2.25 1.71 1.34 1.15 1.02 .91 .82 .73 .65 .59

3.64d 2.87 2.10 1.62 1.28 1.11 .99 .89 .79 .71 .64 .58

3.36d 3.41d 2.70 2.01 1.55 1.24 1.08 .98 .86 .77 .69 .63 .58

3.49d 3.36d 2.60 1.93 1.49 1.23 1.06 .96 .84 .75 .68 .62

3.39d 2.55 1.89 1.48 1.23 1.11 .93 .84 .75 .68 .62

2.54 1.89 1.50 1.24 1.08 .94 .83 .75 .68 .63

2.57 1.93 1.53 1.27 1.08 .94 .84 .76 .69

2.62 1.96 1.56 1.29 1.10 .96 .85 .77 .73

3.92 2.70 2.02 1.61 1.33 1.13 .99 .88 .81

4.10 2.81 2.11 1.68 1.38 1.18 1.03 .95

7.92t 4.36 2.98 2.23 1.78 1.48 1.29
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Safety Factor: 60% (67% of 90%)
RTE019 through to RTE021
Locked 01/06/2020

9aLT

Rail-Ability Ltd, Tollgate Drive

Tel: 01785 214747
mail@railability.co.uk

Rated Lift Capacity Chart

Machine type:
Configuration:

Equipment:

Fleet Number:

RA310
Rail -150..200mm Locked Tandem
1.9 + 3.4 + 2.1

Floating Axle:

Issue 1

Uncontrolled when printed.
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Rail-Ability Ltd RACD-10000609

355
185 Stafford, ST16 3HS

5 4
175 356
170
190 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.59

1.61 1.34

1.37 1.14

1.58 1.37 1.17 .95

1.56 1.36 1.18 .98 .79

1.80 1.53 1.34 1.17 .99 .81

2.48 2.00 1.75 1.51 1.32 1.17 1.00 .82

2.38 1.96 1.71 1.48 1.31 1.16 1.00 .82 .67

2.32 1.96 1.68 1.46 1.29 1.15 .99 .81 .67

2.28 1.91 1.66 1.45 1.27 1.15 .98 .81 .66

2.28 1.91 1.64 1.44 1.28 1.17 .97 .80 .66

3.69 2.83 2.28 1.90 1.64 1.44 1.29 1.14 .94 .78 .65

3.72 2.85 2.23 1.90 1.64 1.45 1.30 1.11 .92 .76 .63

4.17d 3.60 2.85 2.20 1.93 1.66 1.44 1.26 1.08 .89 .74 .62

4.96 3.54 2.75 2.24 1.67 1.60 1.41 1.23 1.03 .86 .72 .60

3.46 2.69 2.18 1.82 1.54 1.37 1.19 .99 .83 .70 .59

5.61t 3.43 2.64 2.15 1.78 1.55 1.35 1.14 .95 .80 .68

8.67d 3.44 2.63 2.12 1.62 1.53 1.31 1.09 .92 .78 .67

7.08d 3.44 2.62 2.13 1.78 1.51 1.26 1.05 .89 .77

8.84 3.50 2.67 2.15 1.77 1.46 1.21 1.03 .88

5.20 3.59 2.74 2.13 1.72 1.42 1.20 1.02 .89

9.15 5.33 3.59 2.69 2.10 1.70 1.42 1.20

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.57

1.61 1.33

1.35 1.12

1.58 1.33 1.12 .94

1.54 1.30 1.11 .95 .79

1.77 1.49 1.27 1.08 .93 .80

2.45 2.00 1.67 1.42 1.22 1.05 .91 .79

2.38 1.85 1.57 1.35 1.17 1.01 .88 .77 .66

2.29 1.76 1.46 1.27 1.11 .97 .85 .75 .65

2.19 1.68 1.36 1.19 1.05 .93 .82 .72 .64

2.06 1.58 1.28 1.13 1.00 .88 .79 .70 .62

3.69 2.62 1.93 1.49 1.21 1.08 .96 .85 .76 .68 .61

3.38 2.42 1.82 1.42 1.17 1.03 .93 .82 .74 .66 .60

.69d 3.16 2.28 1.73 1.35 1.13 1.00 .89 .80 .72 .65 .59

1.38d .54d 2.19 1.66 1.31 1.12 1.00 .87 .78 .71 .64 .59

1.12d 2.13 1.63 1.32 1.12 .97 .87 .77 .70 .64 .59

1.47d .15d 1.63 1.33 1.12 .97 .86 .77 .70 .64

1.50d 2.14 1.65 1.35 1.15 .98 .87 .78 .71 .66

2.97 2.17 1.69 1.38 1.16 1.00 .88 .79 .73

3.01 2.21 1.73 1.41 1.19 1.03 .91 .82

4.59 3.08 2.27 1.78 1.45 1.23 1.06 .95 .87

6.81t 4.72 3.19 2.35 1.85 1.51 1.28 1.12

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 9bLT

Configuration: Rail -150..200mm Locked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

6

Up Cant Dn Cant Safety Factor: 60% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 5-175°
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Minimum Loads (t)
(m)

7.5

7

0.5
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1.5

1
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Rail-Ability Ltd RACD-10000609

185
175 Stafford, ST16 3HS
175 4
185 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.76s 3.62d

3.52s 3.64s

3.34s 3.47s 3.51t

3.32s 3.33s 3.43s 3.26t

3.65s 3.53s 3.50s 3.43t 3.27s 2.55d

3.89s 3.55s 3.63s 3.46t 3.26t 3.10t

4.78d 4.26s 3.99s 3.79s 3.52t 3.29t 3.13t 2.71d

4.95s 5.31s 4.70s 4.33s 3.94t 3.60t 3.34t 3.14t 2.96t

4.81s 5.60s 5.31t 4.59t 4.08t 3.70t 3.40t 3.18t 3.02t

5.00s 5.62s 5.74t 4.85t 4.24t 3.81t 3.48t 3.23t 3.07t

5.63s 6.04s 6.24s 5.16t 4.45t 3.94t 3.58t 3.30t 3.11t 2.82d

5.84s 6.41s 6.65s 6.57s 5.54t 4.67t 4.10t 3.69t 3.39t 3.17t 2.88t

5.99t 6.91d 6.94s 6.80d 5.90t 4.92t 4.27t 3.81t 3.48t 3.25t 2.92t

4.23d 6.55t 7.49t 7.25s 7.02s 6.32t 5.17t 4.45t 3.95t 3.58t 3.34t 2.97t

3.48d 5.24d 7.35d 8.28s 7.83s 7.25s 6.49s 5.42t 4.63t 4.09t 3.70t 3.43t 2.47d

4.89d 6.48d 8.60d 8.96d 8.30s 7.48s 6.55s 5.67t 4.82t 4.23t 3.82t 3.52t

8.00d 10.29d 9.79s 8.65d 7.54s 6.56s 5.81s 5.01t 4.39t 3.95t 3.54t

12.13s 10.39s 8.90s 7.54s 6.59s 5.83s 5.20t 4.54t 4.10t 3.45t

9.51d 13.10s 10.86s 8.98s 7.62s 6.63s 5.87s 5.28s 4.72t 4.14t

13.83s 10.98s 9.04s 7.69s 6.69s 5.95s 5.34s 4.69s 3.85s

18.57d 14.09s 11.11s 9.16s 7.83s 6.81s 5.94s 5.12s 4.19s

19.57s 14.39s 11.31s 9.25s 7.78s 6.58s 5.52d 4.44s

7.44t 13.02t 18.81s 13.74s 10.69s 8.64s 7.10s 5.74s

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.66s 3.23d

3.06s 2.93d

3.07s 2.68d 2.65d

3.05s 2.63s 2.75d 2.54d

3.56s 3.02s 2.62s 2.40d 2.40d 2.40d

3.49s 2.99s 2.60s 2.27s 2.30d 2.39d

4.73d 3.43s 2.94s 2.57s 2.27s 2.33d 2.26d 2.33d

4.95s 4.36s 3.38s 2.90s 2.54s 2.25s 2.26d 2.26d 2.32d

4.81s 3.94s 3.32s 2.97s 2.52s 2.24s 2.47s 2.25d 2.22d

4.86s 3.87s 3.27s 2.84s 2.50s 2.23s 2.24d 2.24d 2.23d

4.64s 3.82s 3.24s 2.81s 2.48s 2.22s 2.38t 2.27d 2.25d 2.26d

5.84s 4.60s 3.90s 3.22s 2.80s 2.69s 1.85t 2.37t 2.35d 2.38d 2.25d

4.41d 4.48t 3.77s 3.31s 2.77t 2.09t 1.93t 2.43t 2.48d 2.40d 2.29d

3.59d 3.74d 3.55t 4.10t 2.66t 2.22t 2.06t 1.97t 2.59d 2.51d 2.47d 2.36d

3.36d 3.37d 3.47d 3.65d 3.70t 4.09t 2.39t 2.20t 2.11t 2.72d 2.61d 2.55d 2.44d

3.48d 3.40d 3.42d 3.50d 3.55t 3.45t 2.61t 2.39t 2.52t 2.94d 2.69d 2.56d

3.42d 3.40d 3.44d 3.93d 3.30t 2.88t 2.64t 3.15d 2.98d 2.90d 2.64d

3.35d 3.57d 4.60t 3.73t 3.23t 3.23t 3.47d 3.32d 2.93d 2.81d

4.29d 4.94d 5.60t 4.44t 3.69t 4.21d 3.74d 3.35d 3.17d

6.06d 6.64d 7.69s 5.04t 5.19d 4.49d 4.00d 3.65d 3.22d

7.59d 8.01d 8.82s 7.39s 6.56s 5.80s 5.01d 4.11d 3.55d

10.17d 10.94d 8.96s 7.29s 6.25s 5.43s 4.76s 4.29s

5.23t 8.88t 13.99d 11.56s 8.99s 7.47s 6.28s 5.48s

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 9cLT

Configuration: Rail -150..200mm Locked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

6

Up Cant Dn Cant Safety Factor: 58% (67% of 87%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 175-185°
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Rail-Ability Ltd RACD-10000609

175
5 Stafford, ST16 3HS

185 4
355 356
170
190 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.40 1.92

2.44 2.00 1.62 1.30

2.45 2.02 1.68 1.37 1.11

2.43 2.03 1.71 1.41 1.16

2.95 2.40 1.99 1.70 1.45 1.19 .97

3.56d 2.89 2.36 1.97 1.68 1.46 1.21 .99 .81

3.53 2.80 2.31 1.94 1.67 1.45 1.23 1.01 .83

3.40 2.70 2.20 1.91 1.65 1.44 1.23 1.01 .83 .67

3.30 2.66 2.19 1.88 1.62 1.43 1.23 1.02 .84 .68

3.23 2.61 2.17 1.85 1.61 1.42 1.22 1.01 .83 .68

3.18 2.56 2.13 1.82 1.59 1.42 1.22 1.00 .83 .68

3.11 2.55 2.10 1.82 1.59 1.39 1.20 .98 .81 .67

4.06 3.11 2.40 2.10 1.82 1.56 1.35 1.16 .96 .79 .66

3.84 3.02 2.45 2.07 1.67 1.52 1.32 1.13 .93 .77 .64

4.73 3.69 2.89 2.35 1.99 1.70 1.47 1.28 1.09 .90 .75 .63

5.14 3.60 2.81 2.28 1.91 1.62 1.42 1.24 1.05 .87 .73 .61

3.56 2.73 2.21 1.86 1.59 1.38 1.22 1.00 .84 .71 .60

5.15 3.55 2.70 2.19 1.83 1.57 1.36 1.15 .96 .81 .69

5.12 3.52 2.69 2.15 1.81 1.55 1.33 1.11 .93 .79 .68

5.21 3.56 2.69 2.16 1.81 1.53 1.28 1.07 .91 .78

5.30 3.60 2.73 2.19 1.81 1.47 1.23 1.04 .89

5.44 3.70 2.78 2.16 1.75 1.44 1.21 1.03

8.55t 5.53 3.73 2.74 2.14 1.73

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.37 1.89

2.43 1.96 1.60 1.30

2.43 1.98 1.63 1.35 1.10

2.40 1.96 1.63 1.36 1.14

2.94 2.35 1.93 1.60 1.35 1.14 .96

3.56d 2.82 2.27 1.86 1.56 1.32 1.12 .96 .80

3.46 2.67 2.16 1.79 1.51 1.28 1.10 .94 .80

3.40 2.51 2.02 1.70 1.44 1.23 1.06 .92 .79 .67

3.30 2.44 1.87 1.59 1.36 1.18 1.02 .89 .78 .67

3.21 2.34 1.78 1.49 1.28 1.12 .98 .86 .75 .66

3.04 2.23 1.70 1.37 1.21 1.06 .93 .82 .73 .64

2.85 2.11 1.60 1.29 1.14 1.01 .89 .79 .71 .63

3.83 2.68 1.97 1.52 1.22 1.14 .96 .86 .77 .69 .61

3.51 2.48 1.85 1.44 1.18 1.04 .92 .83 .74 .67 .60

3.78d 3.26 2.33 1.76 1.37 1.14 1.01 .90 .80 .72 .65 .59

3.38d 3.01 2.25 1.70 1.33 1.13 .99 .88 .79 .71 .64 .59

2.87 2.18 1.66 1.33 1.13 1.01 .87 .78 .70 .64 .59

2.86 2.18 1.67 1.35 1.15 .98 .87 .78 .70 .64

3.06 2.20 1.69 1.37 1.15 1.00 .87 .78 .71 .66

3.08 2.24 1.73 1.40 1.17 1.01 .89 .80 .73

3.15 2.30 1.78 1.44 1.21 1.04 .92 .83

4.91 3.25 2.39 1.86 1.52 1.28 1.11 1.01

6.70t 5.17 3.43 2.53 1.99 1.64

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 9BLT

Configuration: Rail -150..200mm Locked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Locked 01/06/2020

6

Up Cant Dn Cant Safety Factor: 60% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 185-355°
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Rail-Ability Ltd RACD-10000609

5
355 Stafford, ST16 3HS
355 4

5 356
10

350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.83 1.41

1.50 1.17

1.52 1.23 .94

1.50 1.26 1.00 .66

1.78 1.47 1.25 1.04 .72 .42

2.11 1.73 1.45 1.23 1.05 .75 .47

2.53 2.04 1.67 1.42 1.20 1.04 .77 .49 .25

2.40 1.95 1.62 1.37 1.19 1.03 .78 .50 .26

2.26 1.84 1.56 1.34 1.16 1.02 .78 .50 .27

2.19 1.81 1.53 1.31 1.15 1.01 .76 .49 .26

2.15 1.77 1.50 1.29 1.13 1.01 .74 .47 .25 .06

2.64 2.08 1.74 1.48 1.28 1.10 1.01 .71 .45 .23 .05

2.68 2.09 1.71 1.48 1.27 1.14 .94 .67 .42 .21 .04

3.35 2.64 2.11 1.75 1.44 1.26 1.09 .89 .62 .38 .18 .02

4.86 3.24 2.49 2.00 1.67 1.42 1.18 1.04 .84 .56 .33 .15 .00

4.90 3.16 2.37 1.91 1.58 1.35 1.10 .99 .76 .50 .29 .12

3.13 2.33 1.85 1.53 1.30 1.12 .94 .68 .44 .25 .10

5.05 2.30 1.82 1.49 1.26 1.09 .89 .61 .39 .21 .08

2.30 1.80 1.48 1.24 1.08 .80 .55 .35 .19

5.43 2.33 1.80 1.48 1.25 1.01 .73 .50 .32 .18

3.39 2.40 1.85 1.51 1.20 .94 .68 .47 .31

3.59 2.53 1.88 1.46 1.16 .91 .66 .47

6.95 3.70 2.51 1.86 1.44 1.15 .91

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.82 1.39

1.47 1.15

1.48 1.20 .92

1.47 1.20 .95 .65

1.78 1.43 1.17 .93 .67 .42

2.11 1.69 1.37 1.15 .90 .65 .44

2.50 1.97 1.58 1.29 1.08 .84 .62 .43 .24

2.36 1.77 1.46 1.21 1.02 .77 .57 .39 .24

2.26 1.63 1.30 1.11 .90 .69 .51 .36 .22

2.14 1.53 1.18 1.01 .79 .60 .45 .31 .19

1.99 1.42 1.10 .85 .68 .52 .39 .27 .16 .05

2.64 1.83 1.31 .94 .77 .57 .45 .34 .22 .13 .03

2.36 1.64 1.18 .81 .62 .49 .38 .27 .18 .10 .02

3.18 2.11 1.48 1.08 .71 .54 .43 .34 .24 .15 .07 .01

4.76 2.86 1.91 1.36 .99 .64 .50 .42 .28 .20 .12 .05 .00

4.53 2.68 1.80 1.28 .91 .62 .47 .38 .26 .17 .10 .04

2.62 1.75 1.24 .88 .63 .54 .34 .25 .17 .09 .04

1.73 1.24 .92 .64 .50 .34 .24 .16 .10 .06

1.76 1.27 .96 .69 .49 .35 .25 .17 .12

1.81 1.31 1.01 .73 .52 .38 .28 .21 .17

2.83 1.89 1.37 1.06 .78 .57 .43 .32 .26

2.99 2.00 1.46 1.14 .87 .65 .50 .43

6.20 3.26 2.18 1.59 1.25 1.03 .83

RTE019 through to RTE021
Unlocked 01/06/2020

9aU

Rail-Ability Ltd, Tollgate Drive

Tel: 01785 214747
mail@railability.co.uk

Rated Lift Capacity Chart

Machine type:
Configuration:

Equipment:

Fleet Number:

RA310
Rail -150..200mm Unlocked
1.9 + 3.4 + 2.1

Floating Axle:

7.5

7

6.5

6

Maximum Loads (t)
(m)

Safety Factor: 67%

5.5
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7.5

Minimum Loads (t)
(m)
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Sector: 355-5°

Up Cant Dn Cant
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Rail-Ability Ltd RACD-10000609

355
185 Stafford, ST16 3HS

5 4
175 356
170
190 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.27

1.29 1.05

1.08 .78

1.26 1.07 .84 .53

1.23 1.06 .86 .57 .31

1.43 1.20 1.04 .85 .59 .34

1.98 1.57 1.37 1.18 1.02 .83 .61 .35

1.87 1.52 1.34 1.15 1.00 .82 .61 .35 .14

1.80 1.52 1.30 1.13 .98 .81 .60 .35 .15

1.76 1.46 1.28 1.11 .95 .81 .58 .33 .14

1.76 1.47 1.26 1.10 .96 .83 .56 .32 .12

2.87 2.19 1.76 1.45 1.26 1.10 .97 .80 .52 .29 .10

2.89 2.22 1.71 1.45 1.26 1.11 .99 .74 .48 .26 .08

3.80 2.77 2.21 1.67 1.49 1.28 1.10 .93 .68 .42 .22 .06

3.74 2.69 2.10 1.72 1.20 1.21 1.07 .87 .61 .38 .19 .04

2.61 2.03 1.64 1.37 1.14 1.02 .81 .54 .33 .16 .02

8.37t 2.58 1.98 1.61 1.32 1.15 .99 .72 .48 .28 .12

6.71 2.58 1.97 1.58 1.15 1.13 .93 .65 .42 .25 .11

10.56d 2.59 1.96 1.59 1.32 1.11 .84 .58 .38 .22

6.97 2.65 2.01 1.61 1.31 1.05 .77 .54 .36

4.01 2.75 2.08 1.59 1.26 1.02 .74 .53 .37

7.58 4.16 2.76 2.03 1.56 1.23 1.00 .74

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.25

1.29 1.03

1.05 .76

1.26 1.03 .76 .52

1.21 1.00 .74 .52 .30

1.40 1.16 .94 .70 .50 .32

1.95 1.56 1.29 1.08 .85 .64 .46 .30

1.87 1.40 1.18 .99 .77 .58 .41 .27 .13

1.76 1.30 1.06 .87 .67 .51 .37 .23 .12

1.65 1.21 .91 .74 .58 .44 .31 .19 .09

1.51 1.11 .77 .63 .49 .37 .26 .16 .07

2.87 1.95 1.37 1.00 .66 .54 .43 .31 .21 .12 .04

2.52 1.74 1.24 .89 .60 .46 .37 .26 .17 .09 .02

1.04d 2.28 1.58 1.15 .77 .54 .42 .32 .22 .14 .07 .01

2.06d .81d 1.48 1.07 .69 .51 .41 .28 .19 .13 .06 .01

1.67d 1.42 1.03 .71 .51 .37 .28 .18 .11 .05 .02

1.92 .22d 1.04 .72 .51 .37 .26 .18 .11 .06

1.93 1.42 1.06 .76 .56 .39 .28 .19 .12 .09

2.07 1.46 1.10 .82 .58 .41 .30 .22 .16

2.12 1.51 1.14 .86 .63 .46 .34 .26

3.36 2.19 1.57 1.20 .93 .69 .52 .41 .35

6.50 3.50 2.31 1.66 1.28 1.03 .78 .61
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(m)
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Up Cant Dn Cant Safety Factor: 67%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 5-175°

Fleet Number: RTE019 through to RTE021 9bU

Configuration: Rail -150..200mm Unlocked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747
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Rail-Ability Ltd RACD-10000609

185
175 Stafford, ST16 3HS
175 4
185 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

5.62s 5.41d

5.26s 5.44s

4.99s 5.18s 5.24t

4.95s 4.97s 5.12s 4.86t

5.45s 5.27s 5.22s 5.13t 4.88s 3.80d

5.80s 5.29s 5.42s 5.17t 4.87t 4.63t

7.13d 6.35s 5.95s 5.66s 5.26t 4.91t 4.67t 4.05d

7.39s 7.93s 7.01s 6.46s 5.88t 5.37t 4.98t 4.69t 4.43t

7.18s 8.35s 7.93t 6.85t 6.08t 5.52t 5.08t 4.75t 4.51t

7.46s 8.39s 8.57t 7.24t 6.33t 5.69t 5.20t 4.83t 4.58t

8.41s 9.01s 9.31s 7.70t 6.64t 5.89t 5.34t 4.93t 4.65t 4.20d

8.72s 9.57s 9.92s 9.81s 8.27t 6.97t 6.12t 5.50t 5.05t 4.74t 4.30t

8.93t 10.32d 10.35s 10.15d 8.81t 7.34t 6.37t 5.69t 5.19t 4.85t 4.36t

6.32d 9.77t 11.18t 10.81s 10.48s 9.43t 7.72t 6.63t 5.89t 5.35t 4.98t 4.43t

5.19d 7.83d 10.97d 12.36s 11.68s 10.83s 9.69s 8.09t 6.91t 6.10t 5.52t 5.12t 3.69d

7.30d 9.68d 12.84d 13.37d 12.39s 11.16s 9.77s 8.46t 7.19t 6.32t 5.70t 5.25t

11.93d 15.36d 14.61s 12.91d 11.26s 9.79s 8.67s 7.48t 6.55t 5.90t 5.28t

18.11s 15.51s 13.28s 11.26s 9.84s 8.71s 7.77t 6.78t 6.11t 5.15t

14.20d 19.56s 16.22s 13.40s 11.38s 9.90s 8.76s 7.87s 7.04t 6.17t

20.64s 16.38s 13.49s 11.47s 9.98s 8.87s 7.97s 7.00s 5.75s

27.72d 21.03s 16.58s 13.67s 11.68s 10.16s 8.87s 7.65s 6.26s

29.21s 21.48s 16.88s 13.80s 11.61s 9.82s 8.24d 6.63s

11.10t 19.43t 28.07s 20.51s 15.95s 12.90s 10.60s 8.56s

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

5.46s 4.82d

4.57s 4.38d

4.58s 4.00d 3.96d

4.56s 3.92s 4.10d 3.79d

5.32s 4.50s 3.90s 3.58d 3.58d 3.59d

5.21s 4.46s 3.88s 3.39s 3.43d 3.56d

7.05d 5.12s 4.39s 3.84s 3.38s 3.48d 3.37d 3.48d

7.39s 6.51s 5.04s 4.33s 3.79s 3.36s 3.37d 3.37d 3.46d

7.18s 5.87s 4.96s 4.43s 3.76s 3.34s 3.68s 3.36d 3.32d

7.26s 5.77s 4.89s 4.24s 3.73s 3.33s 3.34d 3.34d 3.33d

6.93s 5.70s 4.84s 4.20s 3.70s 3.32s 3.55t 3.38d 3.36d 3.37d

8.72s 6.87s 5.82s 4.81s 4.18s 4.02s 2.76t 3.54t 3.50d 3.55d 3.36d

6.59d 6.68t 5.63s 4.94s 4.13t 3.12t 2.88t 3.62t 3.70d 3.59d 3.42d

5.36d 5.58d 5.30t 6.12t 3.97t 3.31t 3.07t 2.94t 3.86d 3.74d 3.69d 3.52d

5.01d 5.03d 5.17d 5.45d 5.52t 6.10t 3.57t 3.29t 3.15t 4.07d 3.89d 3.81d 3.64d

5.19d 5.07d 5.11d 5.23d 5.30t 5.16t 3.90t 3.57t 3.76t 4.38d 4.02d 3.83d

5.11d 5.07d 5.14d 5.87d 4.93t 4.30t 3.94t 4.70d 4.45d 4.32d 3.94d

5.00d 5.32d 6.87t 5.57t 4.82t 4.82t 5.19d 4.96d 4.38d 4.20d

6.40d 7.38d 8.35t 6.62t 5.50t 6.28d 5.59d 5.00d 4.73d

9.04d 9.91d 11.48s 7.52t 7.75d 6.71d 5.97d 5.44d 4.80d

11.32d 11.96d 13.16s 11.03s 9.79s 8.65s 7.48d 6.13d 5.29d

15.18d 16.33d 13.37s 10.88s 9.33s 8.11s 7.11s 6.41s

7.81t 13.25t 20.88d 17.26s 13.42s 11.15s 9.38s 8.18s
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(m)
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Up Cant Dn Cant Safety Factor: 87%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 175-185°

Fleet Number: RTE019 through to RTE021 9cU

Configuration: Rail -150..200mm Unlocked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Issue 1
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Rail-Ability Ltd RACD-10000609

175
5 Stafford, ST16 3HS

185 4
355 356
170
190 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

2.00 1.56

2.05 1.65 1.29 .99

2.05 1.67 1.36 1.07 .73

2.03 1.68 1.39 1.12 .81

2.48 2.00 1.64 1.38 1.16 .87 .56

3.09 2.42 1.96 1.61 1.36 1.17 .90 .60 .33

2.95 2.32 1.90 1.58 1.35 1.16 .93 .62 .36

2.80 2.21 1.78 1.55 1.33 1.15 .94 .63 .37 .15

2.69 2.17 1.77 1.51 1.30 1.14 .93 .63 .38 .16

2.61 2.10 1.75 1.48 1.29 1.13 .92 .62 .37 .16

2.55 2.06 1.70 1.45 1.27 1.13 .91 .61 .36 .15

2.48 2.04 1.67 1.45 1.27 1.10 .88 .58 .33 .14

3.24 2.48 1.88 1.67 1.45 1.23 1.05 .82 .54 .30 .12

2.99 2.38 1.93 1.64 1.28 1.18 1.01 .76 .50 .27 .09

3.97 2.83 2.23 1.82 1.54 1.31 1.13 .94 .71 .44 .24 .07

3.89 2.72 2.14 1.75 1.45 1.23 1.07 .89 .63 .39 .20 .05

2.68 2.06 1.67 1.40 1.19 1.03 .84 .56 .34 .17 .03

3.87 2.67 2.02 1.64 1.37 1.17 1.00 .74 .49 .30 .14

3.86 2.64 2.01 1.60 1.34 1.15 .95 .66 .44 .26 .12

3.95 2.68 2.01 1.61 1.34 1.13 .86 .60 .39 .23

4.04 2.72 2.05 1.64 1.34 1.06 .79 .56 .37

4.20 2.84 2.11 1.62 1.28 1.03 .76 .54

8.14 4.30 2.86 2.07 1.59 1.25

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.97 1.53

2.04 1.61 1.28 .99

2.03 1.62 1.31 1.05 .72

2.00 1.61 1.31 1.06 .78

2.48 1.94 1.57 1.27 1.05 .78 .54

3.09 2.34 1.86 1.50 1.23 1.02 .75 .54 .32

2.87 2.18 1.74 1.42 1.17 .95 .71 .51 .33

2.80 2.00 1.58 1.31 1.10 .87 .66 .47 .31 .14

2.69 1.92 1.41 1.19 1.01 .78 .58 .42 .28 .14

2.59 1.81 1.32 1.09 .88 .68 .52 .37 .24 .12

2.41 1.69 1.22 .92 .75 .59 .44 .32 .20 .10

2.20 1.55 1.12 .78 .63 .50 .37 .26 .16 .07

2.98 2.00 1.40 1.03 .66 .64 .42 .33 .22 .13 .05

2.63 1.78 1.27 .89 .59 .47 .36 .27 .18 .10 .03

3.51 2.35 1.62 1.17 .79 .54 .42 .32 .23 .15 .08 .01

3.12 2.12 1.52 1.10 .72 .53 .39 .29 .21 .12 .06 .01

1.99 1.46 1.06 .72 .52 .41 .28 .18 .12 .06 .02

1.98 1.45 1.06 .74 .55 .38 .27 .19 .11 .06

2.13 1.48 1.09 .79 .55 .40 .28 .19 .13 .09

2.16 1.52 1.13 .82 .59 .43 .31 .22 .16

2.23 1.58 1.20 .91 .65 .48 .35 .28

3.63 2.35 1.68 1.28 1.02 .76 .58 .50

7.60 3.92 2.54 1.84 1.42 1.16
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Up Cant Dn Cant Safety Factor: 67%

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 185-355°

Fleet Number: RTE019 through to RTE021 9BU

Configuration: Rail -150..200mm Unlocked mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747
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Rail-Ability Ltd RACD-10000609

5
355 Stafford, ST16 3HS
355 4

5 356
10

350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.23 .94

1.00 .78

1.02 .83 .63

1.01 .84 .67 .45

1.19 .99 .84 .70 .48 .28

1.41 1.16 .97 .82 .70 .50 .31

1.69 1.36 1.12 .95 .81 .70 .52 .33 .16

1.61 1.31 1.09 .92 .80 .69 .52 .34 .18

1.52 1.23 1.05 .90 .78 .68 .52 .33 .18

1.46 1.21 1.03 .88 .77 .68 .51 .33 .17

1.44 1.19 1.00 .86 .76 .68 .49 .31 .17 .04

1.77 1.39 1.17 .99 .86 .74 .68 .47 .30 .16 .03

1.80 1.40 1.15 .99 .85 .76 .63 .45 .28 .14 .02

2.24 1.77 1.41 1.18 .96 .85 .73 .60 .41 .25 .12 .01

3.26 2.17 1.67 1.34 1.12 .95 .79 .70 .56 .37 .22 .10 .00

3.28 2.12 1.59 1.28 1.06 .91 .74 .66 .51 .33 .19 .08

2.10 1.56 1.24 1.03 .87 .75 .63 .46 .29 .17 .06

3.38 1.54 1.22 1.00 .85 .73 .59 .41 .26 .14 .05

1.54 1.21 .99 .83 .72 .54 .37 .23 .13

3.64 1.56 1.20 .99 .84 .68 .49 .33 .21 .12

2.27 1.61 1.24 1.01 .80 .63 .46 .32 .21

2.40 1.69 1.26 .98 .78 .61 .44 .32

4.66 2.48 1.68 1.25 .96 .77 .61

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.22 .93

.99 .77

.99 .80 .62

.98 .80 .64 .44

1.19 .96 .78 .62 .45 .28

1.41 1.13 .92 .77 .60 .44 .30

1.67 1.32 1.06 .87 .73 .56 .41 .29 .16

1.58 1.19 .97 .81 .68 .51 .38 .26 .16

1.52 1.09 .87 .74 .60 .46 .35 .24 .15

1.44 1.03 .79 .68 .53 .40 .30 .21 .13

1.33 .95 .73 .57 .45 .35 .26 .18 .10 .04

1.77 1.22 .88 .63 .51 .39 .30 .23 .15 .08 .02

1.58 1.10 .79 .54 .41 .33 .25 .18 .12 .07 .01

2.13 1.41 .99 .73 .48 .36 .29 .23 .16 .10 .05 .00

3.19 1.91 1.28 .91 .66 .43 .33 .28 .19 .14 .08 .04 .00

3.03 1.80 1.21 .86 .61 .42 .31 .25 .17 .11 .07 .03

1.75 1.17 .83 .59 .42 .36 .22 .17 .11 .06 .03

1.16 .83 .61 .43 .33 .23 .16 .11 .07 .04

1.18 .85 .64 .46 .33 .24 .17 .12 .08

1.21 .88 .67 .49 .35 .26 .19 .14 .12

1.89 1.26 .92 .71 .52 .38 .29 .22 .18

2.01 1.34 .98 .76 .58 .43 .33 .29

4.15 2.18 1.46 1.07 .84 .69 .56
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Maximum Loads (t)
(m)

Safety Factor: 45% (67% of 90%)
RTE019 through to RTE021
Unlocked 01/06/2020

9aUT

Rail-Ability Ltd, Tollgate Drive

Tel: 01785 214747
mail@railability.co.uk

Rated Lift Capacity Chart

Machine type:
Configuration:

Equipment:

Fleet Number:

RA310
Rail -150..200mm Unlocked Tandem
1.9 + 3.4 + 2.1

Floating Axle:
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Rail-Ability Ltd RACD-10000609

355
185 Stafford, ST16 3HS

5 4
175 356
170
190 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

.85

.86 .70

.72 .52

.85 .72 .56 .36

.83 .71 .58 .38 .21

.96 .81 .70 .57 .40 .23

1.33 1.05 .92 .79 .69 .56 .41 .24

1.25 1.02 .90 .77 .67 .55 .41 .24 .10

1.21 1.02 .87 .76 .65 .54 .40 .23 .10

1.18 .98 .85 .74 .63 .54 .39 .22 .09

1.18 .98 .84 .74 .64 .56 .37 .21 .08

1.92 1.47 1.18 .97 .84 .74 .65 .53 .35 .20 .07

1.94 1.48 1.14 .97 .84 .75 .66 .49 .32 .17 .06

2.55 1.85 1.48 1.12 1.00 .86 .74 .62 .46 .28 .15 .04

2.51 1.80 1.41 1.15 .81 .81 .71 .58 .41 .25 .13 .02

1.75 1.36 1.10 .92 .77 .69 .54 .36 .22 .10 .01

5.61t 1.73 1.32 1.08 .88 .77 .66 .49 .32 .19 .08

4.50 1.73 1.32 1.06 .77 .76 .62 .43 .28 .17 .07

7.08d 1.73 1.31 1.06 .89 .75 .56 .39 .26 .15

4.67 1.78 1.35 1.08 .88 .71 .52 .36 .24

2.69 1.84 1.40 1.07 .84 .68 .50 .35 .25

5.08 2.78 1.85 1.36 1.04 .83 .67 .50

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

.84

.86 .69

.70 .51

.84 .69 .51 .35

.81 .67 .50 .35 .20

.94 .77 .63 .47 .33 .21

1.30 1.05 .87 .72 .57 .43 .31 .20

1.25 .94 .79 .66 .52 .39 .28 .18 .09

1.18 .87 .71 .58 .45 .34 .25 .16 .08

1.11 .81 .61 .49 .39 .30 .21 .13 .06

1.01 .74 .52 .42 .33 .25 .17 .11 .05

1.92 1.30 .92 .67 .44 .36 .28 .21 .14 .08 .03

1.69 1.16 .83 .59 .40 .31 .25 .17 .12 .06 .02

.69d 1.53 1.06 .77 .51 .36 .28 .21 .15 .10 .05 .01

1.38d .54d .99 .72 .46 .34 .28 .19 .13 .08 .04 .00

1.12d .95 .69 .47 .34 .25 .19 .12 .07 .04 .01

1.28 .15d .69 .49 .35 .25 .18 .12 .07 .04

1.29 .95 .71 .51 .37 .26 .19 .13 .08 .06

1.39 .98 .74 .55 .39 .28 .20 .14 .11

1.42 1.01 .77 .57 .42 .31 .23 .18

2.25 1.47 1.05 .80 .62 .46 .35 .27 .23

4.35 2.35 1.55 1.11 .86 .69 .52 .41

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 9bUT

Configuration: Rail -150..200mm Unlocked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020

6

Up Cant Dn Cant Safety Factor: 45% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 5-175°
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Rail-Ability Ltd RACD-10000609

185
175 Stafford, ST16 3HS
175 4
185 356

10
350 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.76s 3.62d

3.52s 3.64s

3.34s 3.47s 3.51t

3.32s 3.33s 3.43s 3.26t

3.65s 3.53s 3.50s 3.43t 3.27s 2.55d

3.89s 3.55s 3.63s 3.46t 3.26t 3.10t

4.78d 4.26s 3.99s 3.79s 3.52t 3.29t 3.13t 2.71d

4.95s 5.31s 4.70s 4.33s 3.94t 3.60t 3.34t 3.14t 2.96t

4.81s 5.60s 5.31t 4.59t 4.08t 3.70t 3.40t 3.18t 3.02t

5.00s 5.62s 5.74t 4.85t 4.24t 3.81t 3.48t 3.23t 3.07t

5.63s 6.04s 6.24s 5.16t 4.45t 3.94t 3.58t 3.30t 3.11t 2.82d

5.84s 6.41s 6.65s 6.57s 5.54t 4.67t 4.10t 3.69t 3.39t 3.17t 2.88t

5.99t 6.91d 6.94s 6.80d 5.90t 4.92t 4.27t 3.81t 3.48t 3.25t 2.92t

4.23d 6.55t 7.49t 7.25s 7.02s 6.32t 5.17t 4.45t 3.95t 3.58t 3.34t 2.97t

3.48d 5.24d 7.35d 8.28s 7.83s 7.25s 6.49s 5.42t 4.63t 4.09t 3.70t 3.43t 2.47d

4.89d 6.48d 8.60d 8.96d 8.30s 7.48s 6.55s 5.67t 4.82t 4.23t 3.82t 3.52t

8.00d 10.29d 9.79s 8.65d 7.54s 6.56s 5.81s 5.01t 4.39t 3.95t 3.54t

12.13s 10.39s 8.90s 7.54s 6.59s 5.83s 5.20t 4.54t 4.10t 3.45t

9.51d 13.10s 10.86s 8.98s 7.62s 6.63s 5.87s 5.28s 4.72t 4.14t

13.83s 10.98s 9.04s 7.69s 6.69s 5.95s 5.34s 4.69s 3.85s

18.57d 14.09s 11.11s 9.16s 7.83s 6.81s 5.94s 5.12s 4.19s

19.57s 14.39s 11.31s 9.25s 7.78s 6.58s 5.52d 4.44s

7.44t 13.02t 18.81s 13.74s 10.69s 8.64s 7.10s 5.74s

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

3.66s 3.23d

3.06s 2.93d

3.07s 2.68d 2.65d

3.05s 2.63s 2.75d 2.54d

3.56s 3.02s 2.62s 2.40d 2.40d 2.40d

3.49s 2.99s 2.60s 2.27s 2.30d 2.39d

4.73d 3.43s 2.94s 2.57s 2.27s 2.33d 2.26d 2.33d

4.95s 4.36s 3.38s 2.90s 2.54s 2.25s 2.26d 2.26d 2.32d

4.81s 3.94s 3.32s 2.97s 2.52s 2.24s 2.47s 2.25d 2.22d

4.86s 3.87s 3.27s 2.84s 2.50s 2.23s 2.24d 2.24d 2.23d

4.64s 3.82s 3.24s 2.81s 2.48s 2.22s 2.38t 2.27d 2.25d 2.26d

5.84s 4.60s 3.90s 3.22s 2.80s 2.69s 1.85t 2.37t 2.35d 2.38d 2.25d

4.41d 4.48t 3.77s 3.31s 2.77t 2.09t 1.93t 2.43t 2.48d 2.40d 2.29d

3.59d 3.74d 3.55t 4.10t 2.66t 2.22t 2.06t 1.97t 2.59d 2.51d 2.47d 2.36d

3.36d 3.37d 3.47d 3.65d 3.70t 4.09t 2.39t 2.20t 2.11t 2.72d 2.61d 2.55d 2.44d

3.48d 3.40d 3.42d 3.50d 3.55t 3.45t 2.61t 2.39t 2.52t 2.94d 2.69d 2.56d

3.42d 3.40d 3.44d 3.93d 3.30t 2.88t 2.64t 3.15d 2.98d 2.90d 2.64d

3.35d 3.57d 4.60t 3.73t 3.23t 3.23t 3.47d 3.32d 2.93d 2.81d

4.29d 4.94d 5.60t 4.44t 3.69t 4.21d 3.74d 3.35d 3.17d

6.06d 6.64d 7.69s 5.04t 5.19d 4.49d 4.00d 3.65d 3.22d

7.59d 8.01d 8.82s 7.39s 6.56s 5.80s 5.01d 4.11d 3.55d

10.17d 10.94d 8.96s 7.29s 6.25s 5.43s 4.76s 4.29s

5.23t 8.88t 13.99d 11.56s 8.99s 7.47s 6.28s 5.48s

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 9cUT

Configuration: Rail -150..200mm Unlocked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020
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Up Cant Dn Cant Safety Factor: 58% (67% of 87%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 175-185°
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Minimum Loads (t)
(m)
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Rail-Ability Ltd RACD-10000609

175
5 Stafford, ST16 3HS

185 4
355 356
170
190 Date:

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.34 1.04

1.37 1.10 .87 .66

1.37 1.12 .91 .72 .49

1.36 1.12 .93 .75 .54

1.66 1.34 1.10 .93 .78 .58 .37

2.07 1.62 1.31 1.08 .91 .78 .60 .40 .22

1.98 1.56 1.27 1.06 .90 .78 .62 .41 .24

1.88 1.48 1.19 1.04 .89 .77 .63 .42 .25 .10

1.80 1.45 1.19 1.01 .87 .76 .63 .42 .26 .11

1.75 1.41 1.17 .99 .86 .75 .62 .41 .25 .11

1.71 1.38 1.14 .97 .85 .75 .61 .41 .24 .10

1.66 1.36 1.12 .97 .85 .74 .59 .39 .22 .09

2.17 1.66 1.26 1.12 .97 .82 .71 .55 .36 .20 .08

2.00 1.60 1.29 1.10 .86 .79 .68 .51 .33 .18 .06

2.66 1.90 1.50 1.22 1.03 .88 .75 .63 .47 .30 .16 .05

2.60 1.82 1.43 1.17 .97 .82 .72 .59 .42 .26 .13 .03

1.80 1.38 1.12 .94 .80 .69 .57 .37 .22 .11 .02

2.59 1.79 1.35 1.10 .92 .78 .67 .50 .33 .20 .09

2.59 1.77 1.35 1.07 .90 .77 .64 .44 .29 .17 .08

2.65 1.80 1.35 1.08 .90 .76 .58 .40 .26 .16

2.71 1.83 1.38 1.10 .90 .71 .53 .37 .25

2.82 1.90 1.41 1.08 .86 .69 .51 .36

5.45 2.88 1.92 1.39 1.06 .84

0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 7.5

1.32 1.03

1.36 1.08 .86 .66

1.36 1.09 .88 .70 .49

1.34 1.08 .88 .71 .52

1.66 1.30 1.05 .85 .70 .52 .36

2.07 1.57 1.25 1.00 .82 .68 .51 .36 .22

1.92 1.46 1.16 .95 .78 .64 .48 .34 .22

1.88 1.34 1.06 .88 .73 .59 .44 .32 .21 .10

1.80 1.29 .95 .80 .68 .52 .39 .28 .19 .09

1.73 1.21 .88 .73 .59 .46 .35 .25 .16 .08

1.61 1.13 .82 .61 .50 .39 .30 .21 .14 .07

1.47 1.04 .75 .52 .42 .33 .25 .18 .11 .05

2.00 1.34 .94 .69 .44 .43 .28 .22 .15 .09 .03

1.76 1.20 .85 .60 .40 .31 .24 .18 .12 .07 .02

2.35 1.58 1.08 .78 .53 .36 .28 .21 .15 .10 .05 .01

2.09 1.42 1.02 .74 .48 .35 .26 .19 .14 .08 .04 .01

1.33 .98 .71 .48 .35 .28 .19 .12 .08 .04 .01

1.33 .97 .71 .50 .37 .25 .18 .12 .08 .04

1.43 .99 .73 .53 .37 .27 .19 .13 .09 .06

1.45 1.02 .76 .55 .40 .29 .21 .15 .11

1.50 1.06 .80 .61 .44 .32 .24 .19

2.43 1.57 1.13 .86 .69 .51 .39 .34

5.09 2.63 1.71 1.23 .95 .77

Rated Lift Capacity Chart Rail-Ability Ltd, Tollgate Drive

Machine type: RA310 Tel: 01785 214747

Fleet Number: RTE019 through to RTE021 9BUT

Configuration: Rail -150..200mm Unlocked Tandem mail@railability.co.uk
Equipment: 1.9 + 3.4 + 2.1

Floating Axle: Unlocked 01/06/2020
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Up Cant Dn Cant Safety Factor: 45% (67% of 90%)

Maximum Loads (t)
(m)

7.5

7

6.5

Sector: 185-355°
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(m)
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